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8202A 

DYNAMIC RAM CONTROLLER 


■ Provides All Signals Necessary to Con- 
trol 2117, or 2118 Dynamic Memories 

■ Directly Addresses and Drives Up to 64K 
Bytes Without External Drivers 

■ Provides Address Multiplexing and 
Strobes 

■ Provides a Refresh Timer and a Refresh 
Counter 

■ Refresh Cycles May be Internally or Exter- 
nally Requested 


■ Provides Transparent Refresh Capability 

■ Fully Compatible with Intel® 8080A, 
8085A, iAPX 88, and IAPX 86 Family Micro- 
processors 

■ Decodes CPU Status for Advanced Read 
Capability with the 8202A-1 or 8202A-3 

■ Provides System Acknowledge and Trans- 
fer Acknowledge Signals 

■ Internal Clock Capability with the 8202A-1 
or 8202A-3 


The Intel® 8202A is a Dynamic Ram System Controller designed to provide all signals necessary to use 21 17 or 
2118 Dynamic RAMs in microcomputer systems. The 8202A provides multiplexed addresses and address 
strobes, as well as refresh/access arbitration. The 8202A-1 or 8202A-3 support an internal crystal oscillator. 
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Table 1. Pin Descriptions 



Pin 

— 


Symbol 

No. 

Type 

Name and Function 

ALo 

6 


Address Low: CPU address in- 

ALi 

8 

1 

puts used to generate memory 

al 2 

10 

1 

row address. 

Al _3 

12 

1 


al 4 

14 

1 


AL 5 

16 

1 


al 6 / 

18 

1 


AH 0 

5 

1 

Address High: CPU address in- 

AHi 

4 

1 

puts used to generate memory 

ah 2 

3 


column address. 

ah 3 

2 

1 


ah 4 

1 

1 


ah 5 

39 

1 


ah 6 

38 



BO 

24 

1 

Bank Select Inputs: Used to 

B-| /OP-j 

25 

1 

gate the appropriate RASo* 
RAS 3 output for a memory cy- 
cle. B 1 /OP 1 option used to se- 
lect the Advanced Read Mode. 

PCS 

33 

1 

Protected Chip Select: Used to 
enable the memory read and 
write inputs. Once a cycle is 
started, it will not abort even if 
PCS goes inactive before cycle 
completion. 

WR 

31 

1 

Memory Write Request. 

RD/SI 

32 

1 

Memory Read Request: Si 

function used in Advanced Read 
mode selected by OPi (pin 25). 

REFRQ/ 

34 

1 

External Refresh Request: ALE 

ALE 



function used in Advanced Read 
mode, selected by OPi (pin 25). 

OUTo 

7 

0 

Output of the Multiplexer: 

OUT ! 

9 

0 

These outputs are designed to 

out 2 

11 

0 

drive the addresses of the Dynamic 

OUT 3 

13 

0 

RAM array. (Note that the OUT 0 . 6 

OUT 4 

15 

0 

pins do not require inverters or 

OUT 5 

17 

0 

drivers for proper operation.) 

OUT 6 

19 

0 


WE 

28 

0 

Write Enable: Drives the Write 
Enable inputs of the Dynamic 
RAM array. 

CAS 

27 

0 

Column Address Strobe: This 
output is used to latch the Col- 
umn Address into the Dynamic 
RAM array. 


Symbol 

Pin 

No. 

Type 

Name and Function 

RAS 0 

21 

O 

Row Address Strobe: Used to 

RASi 

22 

0 

latch the Row Address into the 

RAS^ 

23 

0 

bank of dynamic RAMs, select- 

ras 3 

26 

0 

ed by the 8202A Bank Select 
pins (Bo, B 1 /OP 1 ). 

XACK 

29 

0 

Transfer Acknowledge: This 
output is a strobe indicating val- 
id data during a read cycle or 
data written during a write cycle. 
XACK can be used to latch valid 
data from the RAM array. 

SACK 

30 

0 

System Acknowledge: This 
output indicates the beginning of 
a memory access cycle. It can 
be used as an advanced trans- 
fer acknowledge to eliminate 
wait states. (Note: If a memory 
access request is made during a 
refresh cycle, SACK is delayed 
until XACK in the memory ac- 
cess cycle). 

(X 0 ) OP 2 

36 

I/O 

Oscillator Inputs: These inputs 

(Xi) CLK 

37 

I/O 

are designed for a quartz crystal 
to control the frequency of the 
oscillator. If Xq/OP 2 is connect- 
ed to a 1 KQ resistor pulled to 
+ 12V then X^/CLK becomes a 
TTL input for an external clock. 

N.C. 

35 


Reserved for future use. 

v cc 

40 


Power Supply:+5V. 

GND 

20 


Ground. 


NOTE: Crystal mode for the 8202A-1 or 8202A-3 only. 



WE 

CAS 

RASo 

RASi 

RAS2 

RAS3 

XACK 

SACK 


Figure 3. Crystal Operation for the 8202A-1 
and the 8202A-3 
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Functional Description 

The 8202A provides a complete dynamic RAM controller 
for microprocessor systems as well as expansion memory 
boards. All of the necessary control signals are pro- 
vided for 2117 and 2118 dynamic RAMs. 

All 8202A timing is generated from a single reference 
clock. This clock is provided via an external oscillator or 
an on chip crystal oscillator. All output signal transitions 
are synchronous with respect to this clock reference, ex- 
cept for the CPU handshake signals SACK and XACK 
(trailing edge). 

CPU memory requests normally use the RD and WR in- 
puts. The advanced READ mode allows ALE and SI to be 
used in place of the RD input. 

Failsafe refresh is provided via an internal refresh timer 
which generates internal refresh requests. Refresh re- 
quests can also be generated via tjae REFRQ input. 

An on-chip synchronizer /arbiter prevents memory and re- 
fresh requests from affecting a cycle in progress. The 
READ, WRITE, and external REFRESH requests may be 
asynchronous to the 8202A clock; on-chip logic will syn- 
chronize the requests, and the arbiter will decide if the re- 
quests should be delayed, pending completion of a cycle in 
progress. 

Option Selection 

The 8202A has two strapping options. When OP! is se- 
lected (16K mode only), pin 32 changes from a RD input to 
an SI input, and pin 34 changes from a REFREQ input to 
an ALE input. See “Refresh Cycles” and “Read Cycles” 
for more detail. OPi is selected by tying pin 25 to 
rf-12V through a 5.1 K ohm resistor on the 8202A-1 or 
8202A-3 only. 

When OP 2 is selected, by connecting pin 36 to + 12V 
through a IK ohm resistor, pin 37 changes from a crystal 
input (X-j) to the CLK input for an external TTL clock. 

Refresh Timer 

The refresh timer is used to monitor the time since the last 
refresh cycle occurred. When the appropriate amount of 
time has elapsed, the refresh timer will request a 
refresh cycle. External refresh requests will reset the 
refresh timer. 

Refresh Counter 

The refresh counter is used to sequentially refresh all of 


the memory's rows. The 8-bit counter is incremented after 
every refresh cycle. 

Address Multiplexer 

The address multiplexer takes the address inputs and the 
refresh counter outputs, and gates them onto the address 
outputs at the appr opriat e ti me. T he address outputs, in 
conjunction with the RAS and CAS outputs, determine the 
address used by the dynamic RAMs for read, write, and 
refresh cycles. During the f irst p ar t of a read or write cy- 
cle, ALo-ALe are gated to OUTo-OUT©, then AHo-AH© 
are gated to the address outputs. 

During a refresh cycle, the refresh counter is gated onto 
the ad dress outputs . All r efresh cycles are RAS-only re- 
fresh (CAS inactive, RAS active). 

To minimize buffer delay, the information on the address 
outputs is inverted from that on the address inputs. 

OUTo~OOT© do not need inverters or buffers unless addi- 
tional drive is required. 

Synchronizer/Arbiter 

The 8202A has three inputs, REFRQ /ALE (pin 34), RD 
(pin 32) and WR (pin 31). The RD and WR inputs allow an 
external CPU to request a memory read or write cycle, 
respectively. The REFRQ /ALE allows refresh requests to 
be requested external to the 8202A. 

All three of these inputs may be asynchronous with re- 
spect to the 8202A's clock. The arbiter will resolve con- 
flicts between refresh and memory requests, for both 
pending cycles and cycles in progress. Read and write re- 
quests will be given priority over refresh, requests. 

System Operation 

The 8202A is always in one of the following states: 

a) IDLE 

b) TEST Cycle 

c) REFRESH Cycle 

d) READ Cycle 

e) WRITE Cycle 

The 8202A is normally in the IDLE state. Whenever one of 
the other cycles is requested, the 8202 A will leave the 
IDLE state to perform the desired cycle. If no other cycles 
are pending, the 8202A will return to the IDLE state. 


Description 

Pin # 

Normal Function 

Option Function 

Bi/OPi 

25 

Bank (RAS) Select 

Advanced-Read Mode (see text) 

x 0 /OP 2 

36 

Crystal Oscillator (8202A-1 or 8202 A-3) 

External Oscillator 


Figure 4. 8202A Option Selection 
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Test Cycle 

The TEST Cycle is used to check operation of several 
8202A internal functions. TEST cycles are requested 
by ac tivating the RD and WR inputs, independent of 
PCS. The TEST Cycle will reset the refr esh ad dress 
counter. It will perform a WRITE Cycle if PCS is low. 
The TEST Cycle should not be usec^ in normal system 
operation, since it would affect the dynamic RAM 
refresh. 

Refresh Cycles 

The 8202A has two ways of providing dynamic RAM re- 
fresh: 

1) Internal (failsafe) refresh 

2) External (hidden) refresh 

Both types of 8202A refresh cycles activate all of the RAS 
outputs, while CAS, WE, SACK, and XACK remain inac- 
tive. 

Internal refresh is generated by the on-chip refresh timer. 
The timer uses the 8202A clock to ensure that refresh of 
all rows of the dynamic RAM occurs every 2 milliseconds. 
If REFRQ is inactive, the refresh timer will request a re- 
fresh cycle every 10-16 microseconds. 

External refresh is requested via the REFRQ input (pin 34). 
External refresh control is not available when the Ad- 
vanced-Read mode is selected. External refresh requests 
are latched, then synchronized to the 8202A clock. 

The arbiter will allow the refresh request to start a refresh 
cycle only if the 8202A is not in the middle of a cycle. 

Simultaneous memory request and external refresh re- 
quest will result in the memory request being honored first. 
This 8202A characteristic can be used to “hide” refresh 
cycles during system operation. A circuit similar to 
Figure 5 can be used to decode the CPU’s instruction 
fetch status to generate an external refresh request. The 
refresh request is latched while the 8202A performs the 
instruction fetch; the refresh cycle will start immediately 
after the memory cycle is completed, even if the RD input 
has not gone inactive. If the CPU’s instruction decode time 
is long enough, the 8202A can complete the refresh cycle 
before the next memory request is generated. 

Certain system configurations require complete external 
refresh requests. If external refresh is requested faster 
than the minimum internal refresh timer (tREp). then, in ef- 
fect, all refresh cycles Will be caused by the external re- 
fresh request, and the internal refresh timer will never 
generate a refresh request. 



Read Cycles 

The 8202A can accept two different types of memory 
Read requests: 


1) Normal Read, via the RD input 

2) Advanced Read, using the SI and ALE inputs 


The user can select the desired Read request configura- 
tion via the B1 /OP1 hardware strapping option on pin 25. 



Normal Read 

Advanced Read 

Pin 25 

B1 input 

+ 12 Volt Option 

Pin 32 

RD input 

SI input 

Pin 34 

REFRQ input 

ALE input 

# RAM banks 

4 (RAS o-3) 

2 (RAS 2-3) 

Ext. Refresh Req. 

Yes 

No 


Figure 6. 8202A Read Options 


Normal Reads are requested by activating the RD input, 
and keeping it active until the 8202A responds with an 
XACK pulse. The RD input can go inactive as soon as the 
command hold time (tCHS) * s m ©t. 

Advanced Read cycles are requested by pulsing ALE 
while SI is active; if SI is inactive (low) ALE is ignored. 
Advanced Read timing is similiar to Normal Read timing, 
except the falling edge of ALE is used as the cycle start 
reference. 

If a Read cycle is requested while a refresh cycle is in 
progress, then the 8202A will set the internal delayed- 
SACK latch. When the Read cycle is eventually started, 
the 8202 A will delay the active SACK transition until XACK 
goes active, as shown in the AC timing diagrams. This de- 
lay was designed to compensate for the CPU’s READY 
setup and hold times. The delayed-SACK latch is cleared 
after every READ cycle. 


Based on system requirements, either SACK or XACK can 
be used to generate the CPU READY signal. XACK will 
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normally be used; if the CPU can tolerate an advanced 
READY, then SACK can be used, but only if the CPU can 
tolerate the amount of advance provided by SACK. If 
SACK arrives too early to provide the appropriate number 
of WAIT states, then either XACK or a delayed form of 
SACK should be used. 

Write Cycles 

Write cycles are similiar to Normal Read cycles, except 
for the WE output. WE is held inactive for Read cycles, but 
goes active for Write cycles. All 8202A Write cycles are 
“early-write” cycles; WE goes active before CAS goes ac- 
tive by an amount of time sufficient to keep the dynamic 
RAM output buffers turned off. 

General System Considerations 

All memory requests (Normal Reads, Advanced Reads, 
Writes) are qualified by the PCS input. PCS should be sta- 
ble, either active or inactive, prior to the leading edge of 
RD, WR, or ALE . Systems which use battery backup 
should pullup PCS to prevent erroneous memory requests, 
and should also pullup WR to keep the 8202A out of its 
test mode. 

In order to minimize propagation delay, the 8202A uses an 
inverting address multiplexer without latches. The system 
must provide adequate address setup and hold times to 
guarantee RAS and CAS setup and hold times for the 
RAM. The 8202A tAD AC parameter should be used for 
this system calculation. 

The B0-B1 inputs are similiar to the address inputs in that 
they are not latched. BO and B1 should not be changed 
during a memory cycle, since they directly control which 
RAS output is activated. 

The 8202A uses a two-stage synchronizer for the memory 
request inputs (RD, WR, ALE), and a separate two stage 
synchronizer for the external refresh input (REFRQ). As 
with any synchronizer, there is always a finite probability 
of metastable states inducing system errors. The 8202A 
synchronizer was designed to have a system error rate 
less than 1 memory cycle every three years based on the 
full operating range of the 8202 A. 


A microprocessor system is concerned with the time data 
is valid after RD goes low. See Figure 7. In order to calcu- 
late memory read access times, the dynamic RAM’s A.C. 
specifications must be examined, especially the RAS-ac- 
cess time (tRAC) and the CAS-access time (tCAC)- Most 
configurations will be CAS-access limited; i.e., the data 
from the RAM will be stable t cc>ma x (8202A) + tCAC 
(RAM) after a memory read cycle is started. Be sure to 
add any delays (due to buffers, data latches, etc.) to cal- 
culate the overall read access time. 

Since the 8202A normally performs “early-write” cycles, 
the data must be stable at the RAM data inputs by the time 
CAS goes active, including the RAM’s data setup time. If 
the system does not normally guarantee sufficient write 
data setup, you must either delay the WR input signal or 
delay the 8202A WE output. 

Delaying the WR input will delay all 8202 A timing, including 
the READY handshake signals, SACK and XACK, which 
may increase the number of WAIT states generated by the 
CPU. 

If the WE output is externally delayed beyond the CAS ac- 
tive transition, then the RAM will use the falling edge of WE 
to strobe the write data into the RAM. This WE transition 
should not occur too late during the CAS active transition, 
or else the WE to CAS requirements of the RAM will not be 
met. 
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Figure 8. Typical 8088 System 


5-6 


205215-001 


















8202A 


inteT 


ABSOLUTE MAXIMUM RATINGS* 


Ambient Temperature Under Bias 0°C to 70°C 

Storage Temperature — 65°C to +150°C 

Voltage On any Pin 

With Respect to Ground -0.5V to +7V 4 

Power Dissipation 1.5 Watts 


NOTES: 

1 l R = 200/^A for pin 37 (CLK) for external clock mode. 

2 For test mode RD & WR must be held at GND 

3 Except for pin 36 

4 8202A-1 and 8202A-3 supports both OP-, and OP 2 8202A only supports OP 2 


+ 12 Volt 

JA 36 

OP2 

±10% 







8202A 



?A K 25 

OPi 


*NOTE: Stresses above those listed under ", Absolute Maxi- 
mum Ratings" may cause permanent damage to the device. 
This is a stress rating only and functional operation of the de- 
vice at these or any other conditions above those indicated in 
the operational sections of this specification is not implied. 
Exposure to absolute maximum rating conditions for ex- 
tended periods may affect device reliability. 


D.C. CHARACTERISTICS T A = 0°c to 70°C; V C c = 5.0V ± 10%. V C c = 5.0V ± 5% for 8202A-3, GND = ov 


Symbol 

Parameter 

Min 

Max 

Units 

Test Conditions 

Vc 

Input Clamp Voltage 


-1.0 

V 

•c = ”5 mA 

•cc 

Power Supply Current 


270 

mA 


if 

Forward Input Current 
CLK 


-2.0 

mA 

Vp = 0.45V 


All Other Inputs 3 


-320 


Vp = 0.45V 

|r 

Reverse Input Current 3 


40 

mA 

Vr = Vcc (Note 1) 

VOL 

Output Low Voltage 
SACK, XACK 


0.45 

V 

lOL = 3 m A 


All Other Outputs 


0.45 

V 

lOL - 3 mA 

VOH 

Output High Voltage 




V| L = 0.65V 


SACK, XACK 

2.4 


V 

•OH = “1 mA 


All Other Outputs 

2.6 


V 

lOH = -1 mA 

V|L 

Input Low Voltage 


0.8 

V 

VcC = 5.0V (Note 2) 

V|H1 

Input High Voltage 

2.0 


V 

V C C = 5.0V 

V|H2 

Option Voltage 



V 

(Note 4) 






F = 1 MHz 

C|N 

Input Capacitance 


30 

PF 

VBIAS = 2.5V, V C C - 5V 
T A = 25°C 


Resistor Tolerance ±5% 
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A.C. CHARACTERISTICS 


T A = 0°c to 70°C, Vcc = 5V ± 10%, V C c = 5V ± 5% for 8202 A-3 

Measurements made with respect to RAS0-RAS3 , CAS, WE,OUTo-OUT 6 are at 2.4V and 0.8V. All 
other pins are measured ^t 1.5V. All times are in nsec. 


Symbol 

Parameter 

Min 

Max 

Notes I 

*P 

Clock Period 

40 

54 

■ 

tPH 


20 


■ 


External Clock Low Time— above (>) 20 mHz 

17 



tPL 

External Clock Low Time— below (<) 20 mHz 

20 


IMHHH 


Memory Cycle Time 

lOtp - 30 

12tp 

WMMMU 

fREF 

Refresh Time (128 cycles— 16K mode) 

264tp 

288tp 


tRP 

RAS Precharge Time 

4tp - 30 


■■■■I 

*RSH 

RAS Hold After CAS 

5tp — 30 


■■■■■ 

fASR 

Address Setup to RAS 

tp-30 


■■9H 

fRAH 


tp - 10 


■■■■■ 

*ASC 


tp - 30 


3 

♦CAH 

Address Hold from CAS 

5tp - 20 


3 

*CAS 

CAS Pulse Width 

5tp — 10 



fwcs 

WE Setup to CAS 

tp - 40 



*WCH 

WE Hold After CA§ 

5tp - 35 




RD, WR, ALE, REFRQ delay from RAS 

5tp 


■■■■1 


RD, WR setup to RAS 

0 


■H 

fRMS 

REFRQ setup to RD, WR 

. 2t P 



tRMP 

REFRQ setup to RAS 

2tp 


5 

tpcs 

PCS Setup 'fo RD, WR, ALE 

20 


■HI 

*AL 

S 1 Setup to ALE 

15 



*LA 

SI Hold from ALE 

30 


■■■■ 

tCR 

RD, WR, ALE to RAS Delay 

tp + 30 

2tp + 70 


*CC 

RD, WR, ALE to CAS Delay 

3tp + 25 

4tp + 85 

■HHHi 

*SC 

CMD Setup to Clock 

15 


■■■■ 

*MRS 

RD, WR setup to REFRQ 

5 



*CA 

RD, WR, ALE to SACK Delay 


2tp + 47 

2,9 

*CX 

CAS to XACK Delay 

5tp - 25 


■ ■ 

*CS 

CAS to SACK Delay 

5tp - 25 



tACK 

XACK to CAS Setup 

10 


■ ■ 

fxw 

XACK Pulse Width 

tp - 25 


rntnm. 

*CK 

SACK, XACK turn-off Delay 


35 


tKCH 

CMD Inactive Hold after SACK, XACK 

10 



tLL 

REFRQ Pulse Width 

20 



tCHS 

CMD Hold Time 

30 


11 

tRFR 

REFRQ to RAS Delay 


4tp + 100 

6 

t W w 

WR to WE Delay 

0 

50 

8 

fAD 

CPU Address Delay 

0 

40 

, 3 
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Normal Read or Write Cycle 
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WAVEFORMS (cont’d) 



Table 2 8202A Output Test 


Loading. 


Pin 

Test Load 

SACK, XACK 

C|_ = 30 pF 

out 0 -out 6 

Cl - 160 pF 

RAS0-RAS3 

Cl = 60 pF 

We 

Cl = 224 pF 

CAS 

Cl = 320 pF 


NOTES: 

1. t sc is a reference point only. ALE, RD, WR, and REFRQ inputs do 
not have to be externally synchronized to 8202A clock. 

2. If tRs min and t^Rs min are met then, *CA> *CR- and *00 are 
valid, otherwise tQg is valid. 

3. tASR. tRAH- ‘ASC- tCAH- and *RSH depend upon BO-B 1 and CPU 
address remaining stable throughout the memory cycle. The ad- 
dress inputs are not latched by the 8202A. 

4. For back-to-back refresh cycles, tRc max = 13tp 

5. tRQ max is valid only if tR^p min is met (READ, WRITE followed 
by REFRESH) or t^Rp min is met (REFRESH followed by READ, 
WRITE). 

6. tRpR is valid only if tRs min and tRM§ min are met. 

7. txvyrmin applies when RD, WR has already gone high. Otherwise 
XACK follows RD, WR. 

8. ' WE goes high according to tyycH or *WW> whichever occurs 

first. 


A.C. TESTING LOAD CIRCUIT 


DEVICE 

UNDER 

TEST 



C u INCLUDES JIG CAPACITANCE 


9. tcA applies only when in normal SACK m ode. 

10. tcs applies only when in delayed SACK mode. 

1 1 • tcHS mu st be m et only to ensu re a SACK active pulse when in 
delayed SACK mode. XACK will always be activated for at 
least txw (tp -2 5 nS). Violating tcHS min does not otherwise 
affect device operation. 
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The typica l rising and failing characteristic curves for the 
OUT, RAS, CAS and WE output buffers can be used to 
determine the effects of capacitive loading on the A.C. 


Timing Parameter! Using this design tool in conjunction 
with the timing waveforms, the designer can determine 
typical timing shifts based on system capacitive load. 


A.C. CHARACTERISTICS FOR DIFFERENT CAPACITIVE LOADS 




MEASUREMENT CONDITIONS: 

Ta = 25°C Pins not measured are loaded with the 

V CC = +5V Test Load capacitance. 
t p = 50 ns 


NOTE: 

Use the Test Load as the base capacitance for estimating timing 
shifts for system critical timing parameters. 
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Example: Find the effect on tcR and tec using 64 
2118 Dynamic RAMs configured in 4 banks. 

1 . Determine the typical RAS and CAS capacitance: 
From the data sheet RAS = 4 pF and CAS = 4 pF. 
RAS load = 64 pF + board capacitance. 

CAS load = 256 pF + board capacitance. 
Assume 2 pF/in (trace length) for board 
capacitance. 


2. From the waveform diagrams, we determine that 
the falling edge timing is needed for tcR and tec- 
Next find the curve that best approximates the 
test load; i.e., 68 pF for RAS and 330 pF for CAS. 

3. If we use 72 pF for RAS loading, then the tcR 
(max.) spec should be increased by about 1 ns. 
Similarly if we use 288 pF for CAS, then tec (min.) 
and (max.) should decrease about 1 ns. 
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8203 

64K DYNAMIC RAM CONTROLLER 


m Provides All Signals Necessary to 
Control 64K (2164) and 16K (2117, 2118) 
Dynamic Memories 

■ Directly Addresses and Drives Up to 64 
Devices Without External Drivers 

■ Provides Address Multiplexing and 
Strobes 

■ Provides a Refresh Timer and a Refresh 
Counter 

■ Provides Refresh /Access Arbitration 

■ Internal Clock Capability with the 8203-1 
and the 8203-3 


■ Fully Compatible with Intel® 8080A, 
8085A, iAPX 88, and iAPX 86 Family Micro- 
processors 

■ Decodes CPU Status for Advanced Read 
Capability in 16K mode with the 8203-1 and 
the 8203-3. 

■ Provides System Acknowledge and Trans- 
fer Acknowledge Signals 

■ Refresh Cycles May be Internally or Exter- 
nally Requested (For Transparent Refresh) 

■ internal Series Damping Resistors on All 
RAM Outputs 


The Intel® 8203 is a Dynamic Ram System Controller designed to provide all signals necessary to use 2164, 2118 
or 2117 Dynamic RAMs in microcomputer systems. The 8203 provides multiplexed addresses and address 
strobes, refresh logic, refresh/access arbitration. Refresh cycles can be started internally or externally. The 
8203-1 and the 8203-3 support an internal crystal oscillator and Advanced Read Capability. The 8203-3 is a ±5% Vcc 
part. 



AH4 C 1 
AH3 C 2 
AH 2 C 3 
AHi C 4 
AHoC 5 
ALo C 6 
OOTo C 7 
ALl \Z 8 
OUTi C 9 
AL 2 C 10 
oDt 2 C ii 
AL 3 C 12 
o0t 3 C 13 
AU Q 14 

O0t 4 C I 5 

AL 5 C 16 
OUT5 C 17 
ALeSC 18 
60T6 C 19 
GND £2 20 


□ VCC 

□ AHS 

□ AHe 

□ Xi/CLK 

□ Xo/OP 2 
□ 16K/64K 

□ REFRQ/ALE 

□ pcs 

□ RD/SI 

□ WR 

□ SACK 

□ xa6k 

□ we 

□ CAS 

□ ras 3 (Bo) 

□ Bl/OPl (AH7) 

□ BO (AL 7 ) 

□ RAS 2 (OUT 7) 

□ baSi 

□ RASo 


Figure 1. 8203 Block Diagram Figure 2. Pin Configuration 


Intel Corporation Assumes No Responsibility for the Use of Any Circuitry Other Than Circuitry Embodied in an Intel Product No Other Circuit Patent Licenses are Implied. 
©INTEL CORPORATION, 1982 JANUARY 1985 

ORDER NUMBER: 21044-003 
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Table 1. Pin 



Pin 



Symbol 

No. 

Type 

Name and Function 

AL 0 

6 

1 

Address Low: CPU address in- 

ALi 

8 

1 

puts used to generate memory 

al 2 

10 

1 

row address. 

al 3 

12 

1 


AL 4 

14 

1 


AL 5 

16 

1 


AL .0 

18 

1 


AH 0 

5 

1 

Address High: CPU address in- 

AH! 

4 

1 

puts used to generate memory 

ah 2 

3 

1 

column address. 

ah 3 

2 

1 


AH 4 

1 

1 


AH 5 

39 

1 


ah 6 

38 

1 


B 0 /AL 7 

24 

1 

Bank Select Inputs: Used to 


25 

1 

gate the appropriate RAS output 

AH 7 



for a memory cycle. B ! / OP ! op- 
tion used to select the Advanced 
Read Mode. (Not available in 
64K mode.) See Figure 5. 

When in 64K RAM Mode, pins 24 
and 25 operate as the AL 7 and 
AH 7 address inputs. 

PCS 

33 

1 

Protected Chip Select: Used to 
enable the memory read and 
write inputs. Once a cycle is 
started, it will not abort even if 
PCS goes inactive before cycle 
completion. 

WR 

31 

1 

Memory Write Request. 

RD/SI 

32 

1 

Memory Read Request: SI 

function used in Advanced Read 
mode selected by OPi (pin 25). 

REFRQ/ 

34 

1 

ExternalRefresh Request: ALE 

ALE 



function used in Advanced Read 
mode, selected by OPi (pin 25). 

OOTq 

7 

0 

Output of the Multiplexer: 

OUT! 

9 

0 

These outputs are designed to 

out 2 

11 

0 

drive the addresses of the Dy- 

OUT 3 

13 

0 

namic RAM array. (Note that the 

OUT 4 

15 

0 

OUTq -7 pins do not require in- 

OUT 5 

17 

0 

verters or drivers for proper op- 

OUT 6 

19 

0 

eration.) 

We 

28 

0 

Write Enable: Drives the Write 
Enable inputs of the Dynamic 
RAM array. 

CAS 

27 

0 

Column Address Strobe: This 
output is used to latch the Col- 
umn Address into the Dynamic 
RAM array. 


Descriptions 


Symbol 

Pin 

No. 

Type 

Name and Function 

RASq 

RASi 

ras 2 / 

out 7 

RAS 3 /B 0 

21 

22 

23 
26 

0 

0 

0 

I/O 

Row Address Strobe: Used to 
latch the Row Address into the 
bank of dynamic RAMs, select- 
ed by the 8203 Bank Select pins 
(Bo, .Bi'/OPi). In 64K mode, 
only RASo and RASi are avail- 
able; pin 23 operates as OUT 7 
and pin 26 operates as the Bo 
bank select input. 

XACK 

29 

0 

Transfer Acknowledge: This 
output is a strobe indicating val- 
id data during a read cycle or 
data written during a write cycle. 
XACK can be used to latch valid 
data from the RAM array. 

SACK 

30 

0 

System Acknowledge: This 
output indicates the beginning of 
a memory access cycle. It Can 
be used as an advanced trans- 
fer acknowledge to eliminate 
wait states. (Note: If a memory 
access request is made during a 
refresh cycle, SACK is delayed 
until XACK in the memory ac- 
cess cycle). 

x 0 /op 2 

X!/CLK 

36 

37 

I/O 

I/O 

Oscillator Inputs: These inputs 
are designed for a quartz crystal 
to control the frequency of the 
oscillator. If Xq/OP 2 is shorted 
to pin 40 (Vcc) or if Xq/OP 2 is 
connected to +12V through a 
1KQ resistor then Xi/CLK be- 
comes a TTL input for an exter- 
nal clock. (Note: Crystal mode 
for the 8203-1 and the 8203-3 
only). 

16K/64K 

35 


Mode Select: This input selects 
16K mode (2117, 2118) or 64K 
mode (2164). Pins 23-26 
change function based on the 
mode of operation. 

Vcc 

40 


Power Supply: +5V. 

GND 

i sa 

20 


Ground. 


Functional Description 

The 8203 provides a complete dynamic RAM control- 
ler for microprocessor systems as well as expansion 
memory boards. All of the necessary control signals 
are provided for 21 64, 2118 and 2117 dynamic R AMs. 

The 8203 has two modes, one for 16K dynamic RAMs 
and one for 64Ks, controlled by pin 35. 
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Figure 3. Crystal Operation for the 8203-1 and 
8203-3 


All 8203 timing is generated from a single reference clock. 
This clock is provided via an external oscillator or an on- 
chip crystal oscillator. All output signal transitions are syn- 
chronous with respect to this clock reference, except for 
the trailing edges of the CPU handshake signals SACK and 
XACK. 

CPU memory requests normally use the RD and WR in- 
puts. The Advanced-Read mode allows ALE and SI to be 
used in place of the RD input. 

Failsafe refresh is provided via an internal timer which gen- 
erates refresh requests. Refresh requests can also be 
generated via the REFRQ input. 

An on-chip synchronizer /arbiter prevents memory and re- 
fresh requests from affecting a cycle in progress. The 
READ, WRITE, and external REFRESH requests may be 
asynchronous to the 8203 clock; on-chip logic will syn- 
chronize the requests, and the arbiter will decide if the re- 
quests should be delayed, pending completion of a cycle in 
progress. 

16K/64K Option Selection 

Pin 35 is a strap input that controls the two 8203 modes. 
Figure 4 shows the four pins that are multiplexed. In 16K 
mode (pin 35 tied to Vcc or left open), the 8203 has two 
Bank Select inputs to select one of four RAS outputs. In 
this mode, the 8203 is exactly compatible with the Intel 
8202A Dynamic RAM Controller. In 64K mode (pin 35 tied 
to GND), ther e is o nly one Bank Select input (pin 26) to 
select the two RAS outputs. More than two banks of 64K 
dynamic RAM’s can be used with external logic. 


Other Option Selections 

The 8203 has two strapping options. When OP-| is selected 
(16K mode only), pin 32 changes from a RD input to an SI 
input, and pin 34 changes from a REFRQ input to an ALE 
input. See “Refresh Cycles” and “Read Cycles” for more 
detail. OPi is selected by tying pin 25 to +12V through a 5.1 K 
ohm resistor on the 8203-1 or 8203-3 only. 

When OP2 is selected, the internal oscillator is disabled 
and pin 37 changes from a crystal input (X-|) to a CLK 
input for an external TTL clock. OP2 is selected by short- 
ing pin 36 (X0/OP2) directly to pin 40 (V<x)- No current 
limiting resistor should be used. OP2 may also be selected 
by tying pin 36 to + 12V through a IKft resistor. 

Refresh Timer 

The refresh timer is used to monitor the time since the last 
refresh cycle occurred, \vhen the appropriate amount of 
time has elapsed, the refresh timer will request a refresh 
cycle. External refresh requests will reset the refresh 
timer. 

Refresh Counter 

The refresh counter is used to sequentially refresh ail of 
the memory’s rows. The 8-bit counter is incremented after 
every refresh cycle. 


Pin # 

16K Function 

64K Function 

23 

ras 2 

Address Output (OUT 7 ) 

24 

Bank Select (Bq) 

Address Input (AL^)' 

25 

Bank Select (B^) 

Address Input (AH 7 ) 

26 

RAS 3 

Bank Select (Bq) 


Figure 4. 16K/64K Mode Selection 


Inputs 

Outputs 


Bi 

Bo 

RASo RASl RA §2 RA§3 


0 

0 

0 111 

16K 

0 

1 

10 11 

Mode 

1 

0 

110 1 


1 

1 

1110 

64K 

— 

0 

0 1 — — 

Mode 

— 

1 

1 0 — — 


Figure 5. Bank Selection 


Description 

Pin # 

Normal Function 

Option Function 

B1/OP1 (16K only)/ AH 7 

25 

Bank (RAS) Select 

Advanced-Read Mode (8203-1, -3) 

x 0 /op 2 

36 

Crystal Oscillator (8203-1 and 8203-3) 

External Oscillator 


Figure 6. 8203 Option Selection 
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Address Multiplexer 

The address multiplexer takes the address inputs and the 
refresh counter outputs, and gates them onto the address 
outputs at the appropriate ti me. T he address outputs, in 
conjunction with the RAS and CAS outputs, determine the 
address used by the dynamic RAMs for read, write, and 
refresh cycles. During the first part of a read or write cy- 
cle, AL0-AL7 are gated to OUT0-OUT7, then AH0-AH7 
are gated to the address outputs. 

During a refresh cycle, the refresh counter is gated onto 
the ad dress outputs . All r efresh cycles are RAS-only re- 
fresh (CAS inactive, RAS active). 

To minimize buffer delay, the information on the address 
outputs is inverted from that on the address inputs. 

OUT0-OUT7 do not need inverters or buffers unless addi- 
tional drive is required. 

Synchronizer/Arbiter 

The 8203 has three inputs, REFRQ/ALE (pin 34), RD (pin 
32) and WR (pin 31). The RD and WR inputs allow an ex- 
ternal CPU to request a memory read or write cycle, re- 
spectively. The REFRQ/ALE input allows refresh requests 
to be requested external to the 8203. 

All three of these inputs may be asynchronous with re- 
spect to the 8203’s clock. The arbiter will resolve conflicts 
between refresh and memory requests, for both pending 
cycles and cycles in progress. Read and write requests 
will be given priority over refresh requests. 

System Operation 

The 8203 Is always in one of the following states: 

a) IDLE 

b) TEST Cycle 

c) REFRESH Cycle 

d) READ Cycle 

e) WRITE Cycle 

The 8203 is normally in the IDLE state. Whenever one of 
the other cycles is requested, the 8203 will leave the IDLE 
state to perform the desired cycle. If no other cycles are 
pending, the 8203 will return to the IDLE state. 

Test Cycle 

The TEST Cycle is used to check operation of several 
8203 intern al function s. T EST cycles are requested by ac- 
tivating the PCS, RD and WR inputs. The TEST Cycle will 
reset the refresh address counter and perform a WRITE 
Cycle. The TEST Cycle should not be used in normal sys- 
tem operation, since it would affect the dynamic RAM re- 
fresh. 


Refresh Cycles 

The 8203 has two ways of providing dynamic RAM 
refresh: 

1) Internal (failsafe) refresh 

2) External (hidden) refresh 

Both types of 8203 refresh cycles activate all of the RAS 
outputs, while CAS, WE, SACK, and XACK remain 
inactive. 

Internal refresh is generated by the on-chip refresh timer. 
The timer uses the 8203 clock to ensure that refresh of all 
rows of the dynamic RAM occurs every 2 milliseconds 
(128 cycles) or every 4 milliseconds (256 cycles). If 
REFRQ is inactive, the refresh timer will request a refresh 
cycle every 10-16 microseconds. 

External refresh is requested via the REFRQ input (pin 34). 
External refresh control is not available when the Ad- 
vanced-Read mode is selected. External refresh requests 
are latched, then synchronized to the 8203 clock. 

The arbiter will allow the refresh request to start a refresh 
cycle only if the 8203 is not in the middle of a cycle. 

When the 8203 is in the idle state a simultaneous memory 
request and external refresh request will result in the mem- 
ory request being honored first. This 8203 characteristic 
can be used to “hide” refresh cycles during system oper- 
ation. A circuit similar to Figure 7 can be used to decode 
the CPU’s instruction fetch status to generate an external 
refresh request. The refresh request is latched while the 
8203 performs the instruction fetch; the refresh cycle will 
start immediately after the memory cycle is completed, 
even if the RD input has not gone inactive. If the CPU’s 
instruction decode time is long enough, the 8203 can com- 
plete the refresh cycle before the next memory request is 
generated. 

If the 8203 is not in the idle state then a simultaneous mem- 
ory request and an external refresh request may result in 
the refresh request being honored first. 
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Certain system configurations require complete external 
refresh requests. If external refresh is requested faster 
than the minimum internal refresh timer (tREF). then, in ef- 
fect, all refresh cycles will be caused by the external re- 
fresh request, and the internal refresh timer will never 
generate a refresh request. 

Read Cycles 

The 8203 can accept two different types of memory Read 
requests: 

1) Normal Read, via the R5 input 

2) Advanced Read, using the SI and ALE inputs (16K 
mode only) 

The user can select the desired Read request configura- 
tion via the B1 / OP1 hardware strapping option on pin 25. 



Normal Read 

Advanced Read 

Pin 25 

B1 input 

OP! (+ 12V) 

Pin 32 

RD input 

SI input 

Pin 34 

REFRQ input 

ALE input 

# RAM banks 

4 (RAS 0 - 3 ) 

2 (RAS 2 - 3 ) 

Ext. Refresh 

Yes 

No 


Figure 8. 8203 Read Options 


Normal Reads are requested by activating the RD input, 
and keeping it active until the 8203 responds with an 
XACK pulse. The RD input can go inactive as soon as the 
command hold time (tCHS) is met. 

Advanced Read cycles are requested by pulsing ALE 
while ST is active; if SI is inactive (low) ALE is ignored. 
Advanced Read timing is similiar to Normal Read timing, 
except the falling edge of ALE is used as the cycle start 
reference. 

If a Read cycle is requested while a refresh cycle is in 
progress, then the 8203 will set the internal delayed- 
SACK latch. When the Read cycle is eventually started, 
the 8203 will delay the active SACK transition until XACK 
goes active, as shown in the AC timing diagrams. This de- 
lay was designed to compensate for the CPU’s READY 
setup and hold times. The delayed-SACK latch is cleared 
after every READ cycle. 


Based on system requirements, either SACK or XACK can 
be used to generate the CPU READY signal. XACK will 
normally be used; if the CPU can tolerate an advanced 
READY, then SACK can be used, but only if the CPU can 
tolerat e the amount of advance provided by SACK. If 
SACK arrives too early to provide the appropriate number 
of WA IT states, then either XACK or a delayed form of 
SACK should be used. 


Write Cycles 

Write cycles are similiar to Normal Read cycles, except 
for the WE output. WE is held inactive for Read cycles, but 
goes active for Write cycles. All 8203 Write cycles are 
“early-write” cycles; WE goes active before CAS goes ac- 
tive by an amount of time sufficient to keep the dynamic 
RAM output buffers turned off. 

General System Considerations 

All memory requests (Normal Reads, Advanced Reads, 
Writes) are qualified by the PCS input. PCS should be sta- 
ble, eithe r active or inactive, prior to the leading edge of 
RD, WR, or ALE . Systems which use battery backup 
should pullup PCS to prevent erroneous memory requests. 

In order to minimize propagation delay, the 8203 uses an 
inverting address multiplexer without latches. The system 
must provide adequate address setup and hold times to 
guarantee RAS and CAS setup and hold times for the 
RAM. The tAD AC parameter should be used for this sys- 
tem calculation. 

The Bo-Bi inputs are similiar to the address inputs in that 
they are not latched. Bo and Bi should not be changed 
during a memory cycle, since they directly control which 
RAS output is activated. 

The 8203 uses a two-stage synchronizer for the memory 
request inputs (RD, WR, ALE), and a separate two stage 
synchronizer for the external refresh input (REFRQ). As 
with any synchronizer, there is always a finite probability 
of metastable states inducing system errors. The 8203 
synchronizer was designed to have a system error rate 
less than 1 memory cycle every three years based on the 
full operating range of the 8203. 

A microprocessor system is concerned when the data is 
valid after RD goes low. See Figure 9. In order to calculate 
memory read access times, the dynamic RAM’s A.C. 
specifications must be examined, especially the RAS-ac- 
cess time (tRAC) and CAS-access time (tCAC)- Most 
configurations will be CAS-access limited; i.e., the data 
from the RAM will be stable t cc ,max (8203) + tCAC 
(RAM) after a memory read cycle is started. Be sure to 
add any delays (due to buffers, data latches, etc.) to cal- 
culate the overall read access time. 

Since the 8203 normally performs “early-write” cycles, 
the d ata must be stable at the RAM data inputs by the time 
CAS goes active, including the RAM’s data setup time. If 
the system does not normally guarantee sufficient write 
data setup, you must either delay the WR input signal or 
delay the 8203 WE output. 

Delaying the WR input will delay all 8203 timing, including 
the READY handshake signals, SACK and XACK, which 
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may increase the number of WAIT states generated by the 
CPU. 

If the WE output is externally delayed beyond the CAS ac- 
tive transition, then the RAM will use the falling edge of WE 
to strobe the write data into the RAM. This WE tradition 
should not occur too late during the CAS active transition, 
or else the WE to CAS requirements of the RAM will not be 
met. 

The RAS0-3, CAS, OUT0-7. and WE outputs contain on- 
chip series damping resistors (typically 20ft) to minimize 
overshoot. 

Some dynamic RAMs require more than 2.4V V|H- Noise 
immunity may be improved for these RAMs by adding pull- 
up resistors to the 8203’s outputs. Intel RAMs do not re- 
quire pull-up resistors. 




Figure 10. Typical 8088 System 



Figure 9. Read Access Time 
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ABSOLUTE MAXIMUM RATINGS* 


Ambient Temperature Under Bias 0°C to 70°C 

Storage T emperature -65 ° C to + 1 50 ° C 

Voltage On any Pin 

With Respect to Ground -0.5V to +7V 4 

Power Dissipation 1 .6 Watts 


*NOTE: Stresses above those listed under “Absolute Maxi- 
mum Ratings " may cause permanent’ damage to the device. 
This is a stress rating only and functional operation pf the de- 
vice at these or any other conditions above those indicated in 
the operational sections of this specification is not implied. 
Exposure to absolute maximum rating conditions for ex- 
tended periods may affect device reliability. 


D.C. CHARACTERISTICS t a = 0°C to 70°C; Vcc = 5.0V ± 10% (5.0V ± 5% for 8203-3); GND == 0V 


Symbol 

Parameter 

Min 

Max 

Units 

Test Conditions 

v c 

Input Clamp Voltage 


-1.0 

V 

•c = -5 mA 

•cc 

Power Supply Current 


290 

mA 


if 

Forward Input Current 
CLK, 64K/ 16K Mode select 


-2.0 

) mA 

Vp = 0.45V 


All Other Inputs 3 


-320 

UA 

Vp = 0.45V 

|r 

Reverse Input Current 3 


40 

MA 

V R = Vqq; Note 1 

VOL 

Output Low Voltage 
SACK, XACK 


0.45 

V 

lOL - 5 mA 


All Other Outputs 


0.45 

V 

lOL = 3 mA 

VOH 

Output High Voltage 




V||_ = 0.65 V 


SACK, XACK 

2.4 


V 

•OH = “1 mA 


All Other Outputs 

2.6 


V 

Iqh = “1 m A 

V|L 

Input Low Voltage 


0.8 

V 

Vcc = 5.0V (Note 2) 

V|H1 

Input High Voltage 

2.0 

vcc 

V 

V C C = 5.0V 

V|H2 

Option Voltage 


vcc 

V 

(Note 4) 


) 




F = 1 MHz 

C|N 

Input Capacitance 


30 

PF 

V BIAS * 2.5V, Vcc “ 5V 
T A = 25°C 


NOTES: 

1. Ir = 200 m A fonpin 37 (CLK). 

2. For test mode RD & WR must be held at GND. 

3. Except for pin 36 in XTAL mode. 

4. 8203-1 and 8203-3 supports both OP1 and OP2, 8203 only supports OP2. 



| 
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A.C. CHARACTERISTICS 

Tj = 0°C to 70°C; Vqc = 5V ± 10% (5.0V ± 5% for 8203-3); GND = 0V 

Measurements made with respect to RAS0-RAS3, CAS, WE, OUTg-OUTe are at 2.4V and 0 8V. All 
other pins are measured at 1.5V. All times are in nsec. 


Symbol 

Parameter 

Min 

Max 

Notes 

tp 

Clock Period 

40 

54 


tPH 

External Clock High Time 

20 



tPL 

External Clock Low Time — above (>) 20 mHz 

17 



tPL 

External Clock Low Time — below (<) 20 mHz 

20 



tRC 

Memory Cycle Time 

10t P - 30 

12tp 

4, 5 

tREF 

Refresh Time (128 cycles) 

264tp 

288tp 


tRP 

RAS Precharge Time 

4tp - 30 



tRSH 

RAS Hold After CAS 

5tp - 30 


3 

*ASR 

Address Setup to RAS 

tp — 30 


3 

*RAH 

Address Hold From RAS 

tp - 10 


3 

*ASC 

Address Setup to CAS 

tp - 30 


3 

tCAH 

Address Hold from CAS 

5tp - 20 


3 

tCAS 

CAS Pulse Width 

5tp - 10 



*WCS 

WE Setup to CAS 

tp - 40 



*WCH 

We Hold After CAS 

5tp - 35 


8 

tRS 

RD, WR, ALE, REFRQ delay from RAS 

5tp 


2, 6 

tMRP 

RD, WR setup to RAS 

0 


5 

tRMS 

REFRQ setup to RD, WR 

2t P 


6 

tRMP 

REFRQ setup to RAS 

2tp 


5 

tpcs 

PCS Setup to RD, WR, ALE 

20 



tAL 

SI Setup to ALE 

15 



*LA 

SI Hold from ALE 

30 



*CR 

RD, WR, ALE to RAS Delay 

tp + 30 

2tp + 70 

2 

*cc 

RD, WR, ALE to CAS Delay 

3tp + 25 

4tp + 85 

2 

tsc 

CMD Setup to Clock 

15 


1 

*MRS 

RD, WR setup to REFRQ 

5 


2 

tCA 

RD, WR, ALE to SACK Delay 


2tp + 47 

2, 9 

tcx 

CAS to XACK Delay 

5tp - 25 

5tp + 20 


*cs 

CAS to SACK Delay 

5tp - 25 

5tp + 40 

2, 10 

*ACK 

XACK to CAS Setup 

10 



txw 

XACK Pulse Width 

tp - 25 


7 

*CK 

SACK, XACK turn-off Delay 


35 , 


tKCH 

CMD Inactive Hold after SACK, XACK 

10 



*LL 

REFRQ Pulse Width 

20 



tCHS 

CMD Hold Time 

30 


11 

tRFR 

REFRQ to RAS Delay 


4tp + 100 

6 

tww 

WR to WE Delay 

0 

50 

8 

Ud 

CPU Address Delay 

0 

40 

3 
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WAVEFORMS 

Normal Read or Write Cycle 
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WAVEFORMS (cont’d) 

Memory Compatibility Timing 



Write Cycle Timing 
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WAVEFORMS (cont’d) 

Read or Write Followed By External Refresh 




CAS 
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WAVEFORMS (cont’d) 



Table 2. 8203 Output Loading. 


All specifications are 
for the Test Load un- 
less otherwise noted. 


Pin 

Test Load 

SACK, XAjCK 

OUTo-OUT6 

RAS 0 -RAS 3 

WE 

CAS 

Cl = 30 pF 
Cl = 160 pF 
C L = 60 pF 
C L = 224 pF 
Cl = 320 pF 


NOTES: 


1 . t sc is a reference point only. ALE, RD, WR, and REFRQ inputs do 
not have to be externally synchronized to 8203 clock. 

2. If tRs rnin and t^Rg min ar® met then tg^, tgR, and t<x ar ® valid, 
otherwise tgs is valid. 

3. tASR. tRAH> tASC* tCAH- and *RSH depend upon B0-B1 and CPU 
address remaining stable throughout the memory cycle. The ad- 
dress inputs are not latched by the 8203. 

4. For back-to-back refresh cycles, tRg max = 13tp 

5. tRg max is valid only if tR^p min is met (READ, WRITE followed 
by REFRESH) or t^Rp min is met (REFRESH followed by READ, 
WRITE). 

6. tRFR is valid only if tRg min and tR^g min are met. 

7. txw m in applies when RD, WR has already gone high. Otherwise 
XACK follows RD, WR. 

8. WE goes high according to tyyCH or tyvw* whichever occurs 
first. 


A.C. TESTING LOAD CIRCUIT 


« 


-p Cl 


NOTE: C|_ includes jig capacitance 


DEVICE 

UNDER 

TEST 


9. tcA applies only when in normal S ACK m ode, de. 

10. tcs applies only when in delayed SACK mode. 

11. tcHS must be b e met only t o ensu re a SACK active pulse 
when in delayed SACK mode. XACK will always be activated 
for at least txw (tp-25 nS). Violating tcHS min does not 
otherwise affect device operation. 
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The t ypica l rising and falling characteristic curves for the Timing Parameters. Using this design tool in conjunction 

OUT, RAS, CAS and WE output buffers can be used to with the timing waveforms, the designer can determine 

determine the effects of capacitive loading on the A.C. typical timing shifts based on system capacitive load. 

A.C. CHARACTERISTICS FOR DIFFERENT CAPACITIVE LOADS 



NOTE: 

Use the Jest Load as the base capacitance for estimating timing 
shifts for system critical timing parameters. 


MEASUREMENT CONDITIONS: 

Ta = 25 0 C Pins not measured are loaded with 

V<x = +5V the Test Load capacitance 

tp = 50 ns 
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Example: Find the effect on tCR and tec using 32 2164 
Dynamic RAMs configured in 2 banks. 

1 . Determine the typical RAS and CAS capacitance: 
From the data sheet RAS = 6 pF and CAS = 6 pF. 

.*. RAS load = 80 pF + board capacitance! 

CAS load = 160 pF + board capacitance. 
Assume 2 pF/in (trace length) for board capaci- 
tance and for this example 4 inches for RAS and 
8 inches for CAS. 


2. From the waveform diagrams, we determine that the 
falling edge timing is needed for tCR and tec- Next find 
the curve that best approximates the test load; i.e., 
68 pF for RAS and 330 pF for CAS. 

3. If we use 88 pF for RA& loading, then tCR (min.) spec 
should be increased by about 1 ns, and tCR (max.) 
spec should be increased by about 2 ns. Similarly if we 
use 176 pF for CAS, then t<x (min.) should decrease 
by 3 ns and tec (max.) should decrease by about 7 ns. 
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8206/8206-2 
ERROR DETECTION AND CORRECTION UNIT 


■ Detects and Corrects All Single Bjt 
Errors 

■ Detects All Double Bit and Most 
Multiple Bit Errors 

■ 52 ns Maximum for Detection; 67 ns 
Maximum for Correction (16 Bit 
System) 

■ Syndrome Outputs for Error Logging 

■ 8206-2 Timing Optimized for single 8206 
8MHz iAPX 186, 188, 86, 88 and 8207-2 
Systems 


■ Separate Input and Output 
Busses— No Timing Strobes Required 

■ Expandable to Handle 80 Bit Memories 

■ Supports Reads With and Without 
Correction, Writes, Partial (Byte) 
Writes, and Read-Modify- Writes 

■ HMOS Technology for Low Power 

■ 68 Pin Leadless JEDEC Package 

■ Single +5V Supply 


The HMOS 8206 Error Detection and Correction Unit is a high-speed device that provides error detection and 
correction for memory systems (static and dynamic) requiring high reliability and performance. Each 8206 
handles 8 or 1 6 data bits and up to 8 check bits. 8206’s can be cascaded to provide correction and detection for 
up to 80 bits of data. Other 8206 features include the ability to handle byte writes, memory initialization, and 
error logging. 



Figure 1. 8206 Block Diagram 


Intel Corporation Assumes No Responsibly for the Use of Any Circuitry Other Than Circuitry Embodied m an Intel Product No Other Circuit Patent Licenses are Implied 
©INTEL CORPORATION, 1982 ' NOVEMBER 1984 

Order Number 205220-005 
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Table 1. 8206 Pin Description 


Symbol 

Pin No. 

Type 

Name and Function 

D, 0-15 

1,68-61, 

59-53 

1 

Data In: These inputs accept a 16 bit data word from RAM for error detection 
and/or correction. 

CBI/SYIq 

5 

1 

Check Bits In/Syndrome In: In a single 8206 system, or in the master in a multi- 

CBI/SYI-, 

6 

1 

8206 system, these inputs accept the check bits (5 to 8 ) from the RAM. In a 

CBI/SYI 2 

7 


single 8206 16 bit system, CBIq-s are used. In slave 8206’s these inputs accept 

CBI/SYI 3 

8 


the syndrome from the master. 

CBI/SYI 4 

9 

1 


CBI/SYI 5 

10 

1 


cbi/syi 6 

11 

1 


CBI/SYI 7 

12 



DO/WDIo 

51 

I/O 

Data Out/Write Data In: In a read cycle, data accepted by Dlp-is appears at 
these outputs corrected if CRCT is low, or uncorrected if CRCT is high. The BM 

DO/WDh 

50 

I/O 

DO/WDI 2 

49 

1/0 ! 

inputs- must be high to enable the output buffers during the read cycle. In a 

DO/WDI 3 

48 

I/O 

write cycle, data to be written into the RAM is accepted by these inputs for com- 

DO/WDI 4 

47 

I/O 

puting the write check bits. In a partial-write cycle, the_byte not to be modified 

DO/WDIg 

46 

I/O 

appears at either DOn -7 if BM 0 is high, or DOq _-,5 if BM-, is high, for writing to 

do/wdi 6 

45 

I/O 

the RAM. When WZ is active, it causes the 8206 to output all zeros at DO 0 - 15 , 

DO/WDI 7 

44 

I/O 

with the proper write check bits on CBO. 

do/wdi 8 

42 

I/O 


DO/WDIg 

41 

I/O 


DO/WDI 10 

40 

I/O 


DO/WDh-, 

39 

I/O 


DO/WDh 2 

38 

I/O 


DO/WDI-,3 

37 

I/O 


DO/WDI-,4 

36 

I/O 


DO/WDh 5 

35 

I/O 
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Table 1. 8206 Pin Description (Continued) 


Symbol 

Pin No. 

Type 

Name and Function 

SYO/CBO/PPOo 

23 

0 

Syndrome Out/Check Bits Out/Partial Parity Out: In a single 8206 system, or 

SYO/CBO/PPO-, 

24 

0 

in the master in a multi-8206 system, the syndrome appears at these outputs 

SYO/CBO/PP0 2 

25 

0 

during a read. During a write, the write check bits appear. In slave 8206’s the 

SYO/CBO/PPO 3 

27 

0 

partial parity bits used by the master appear at these outputs. The syndrome is 

SYO/CBO/PPO 4 

28 

0 

latched (during read-modify-writes) by R/W going low. 

SYO/CBO/PPO 5 

29 

0 


syo/cbo/ppo 6 


0 


SYO/CBO/PPO 7 

31 

0 


PPI 0 /POS 0 

13 

n 

Partial Parity In/Position: In the master in a multi-8206 system, these inputs 

PPI 1 /POS 1 

14 

■ 

accept partial parity bits 0 and 1 from the slaves. In a slave 8206 these inputs in- 
form it of its position within the system (1 to 4). Not. used in a single 8206 
system. 

ppi 2 /nsl 0 

15 


Partial Parity In/Number of Slaves: In the master in a multi-8206 system, these 

PPI 3 /NSL-| 

16 

■ 

inputs accept partial parity bits 2 and 3 from the slaves. In a multi-8206 system 
these inputs are used in slave number 1 to tell it the total number of slaves in the 
system (1 to 4). Not used in other slaves or in a single 8206 system. 

PPI 4 /CE 

17 

I/O 

Partial Parity In/Correctable Error: In the master in a multi-8206 system this 
pin accepts partial parity bit 4. In slave number 1 only, or in a singje 8206 
system, this pin outputs the correctable error flag. CE is latched by R/W going 
low. Not used in other slaves. 

PPI 5 

18 

1 

Partial Parity In: in the master in a multi-8206 system these pins accept partial 

PPI 6 

19 

1 

parity bits 5 to 7. The number of partial parity bits equals the number of check 

PPI 7 

20 

1 

bits. Not used in single 8206 systems or in slaves. 

ERROR 

22 

0 

Error: This pin outputs the error flag in a_single 8206 system or in the master of 
a multi-8206 system. It is latched by R/W going low. Not used in slaves. 

CRCT 

52 

1 

Correct: When low this pin causes data correction during a read or read- 
modify-write cycle. When high, it causes error correction to be disabled, 
although error checking is still enabled. 

STB 

2 

1 

Strobe: STB is an input control used to strobe data at the Dl inputs and check- 
bits at the CBI/SYI inputs. The signal is active high to admit the inputs. The 
signals are latched by the higivto-low transition of STB. 

BKS 0 

33 

1 

Byte Marks: When high, the Data Out pins are enabled for a read cycle. When 

BM 1 

32 

1 

low, the Data Out buffers are t'ristated for a write cycle. BMq controls DO 0 - 7 , 
while BM-| controls DOs-ts- In partial (byte) writes, the byte mark input is low 
for the new byte to be written. 

R/W 

21 

1 

Read/Write: When high this pin causes the 8206 to perform detection and 
correction (if CRCT is low). When low, it causes the 8206 to generate check bits. 
On the high-to-low transition the syndrome is latched internally for read- 
modify-write cycles. 

WZ 


■ 

Write Zero: When low this input overrides the BM 0 -i and R/W inputs to cause 
the 8206 to output all zeros at DOq-is with the corresponding check bits at 
CBO 0 - 7 . Used for memory initialization. 

\mmmmm 

4 

1 

Master/Slave: Input tells the 8206 whether it is a master (high) or a slave (low). 

SEDCU 

3 

1 

Single EDC Unit: Input tells the master whether it is operating as a single 8206 
(low) or as the master in a multi-8206 system (high). Not used in slaves. 

Vcc , 

60 


Power Supply: +5V 

Vss 

26 

1 

Logic Ground 

Vss 

43 

1 

Output Driver Ground 
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Table 2. 8206-2 Pin Description Differences over the 8206. 


Symbol 

Pin 

Type 

Name and Function 

CBIq-5 

5-10 

■ 

Check Bits In: In an 8206-2 system, these inputs accept the check bits (5 
to 6 ) from the RAM 

SYO/CBOo 

23 

0 

Syndrome Out/Check Bits Out: In an 8206-2 system, the syndrome 

SYO/CBOt 

24 

0 

appears at these outputs during a read. During a write, the write check 

SYO/CB0 2 

25 

0 

bits appear The syndrome is latched (during read-modify-writes) by R/W 

SYO/CBO 3 

27 

0 

going low 

SYO/CBO 4 

28 , 

0 


SYO/CBO 5 

29 

0 


CE 

17 

0 

Correctable Error: In an 8206-2_system, this pin outputs the correctable 
error flag. CE is latched by R/W going low. 

WZ 

34 

1 

Write Zero: When low this input overrides the BM 0 _i and R/W inputs to 
j cause the 8206-2 to output all zeros at DO 0-15 with the corresponding check , 
■ bits at CBOq -5 Used for memory initialization. r 1 

Strap High 

4 

1 

Must be tied High. 


3 

1 

Must be tied Low. 

<N.C. 

11-16 

18-20 

1 

Note: These pins have internal pull-up resistors but if possible should be 
tied high or low. 

N.C. 

30, 31 

0 

Note: These are no connect pins and should be left open. 


FUNCTIONAL DESCRIPTION 

The 8206 Error Detection and Correction Unit 
provides greater memory system reliability through 
its ability to detect and correct memory errors. It is a 
single chip device that can detect and correct all 
single bit errors and detect all double bit and some 
higher multiple bit errors. Some other odd multiple 
bit errors (e.g., 5 bits in error) are interpreted as 
single bit errors, and the CE flag is raised. While 
some even multiple bit errors (e.g., 4 bits in error) are 
interpreted as no error, most are detected as double 
bit errors. This error handling is a function of the 
number of check bits used by the 8206 (see Figure 2) 
and the specific Hamming code used. Errors in 
check bits are not distinguished from errors in a 
word. 

For more information on error correction codes, see 
Intel Application Notes AP-46 and AP-73. 


DATA WORD BITS 

CHECK BITS 

8 

5 

16 

6 

24 

6 

32 

7 

40 

7 

48 

8 

56 

8 

64 

8 

72 

8 

80 

8 


Figure 3. Number of Check Bits Used by 8206 


A single 8206 or 8206-2 handles 8 or 16 bits of data, and 
up to 5 8206’s can be cascaded in order to handle data 
paths of 80 bits. For a single 8206 8 bit system, the 
Dl 8 _ 15 , DO/WDIe_ 15 and BM-j inputs are grounded. See 
the Multi-Chip systems section for information on 
24-80 bit systems. 

The 8206 has a “flow through” architecture. It sup- 
ports two kinds of error correction architecture: 1) 
Flow-through, or correct-always; and 2) Parallel, or 
check-only. There are two separate 16-pin busses, 


one to accept data from the RAM (Dl) and the other 
to deliver corrected data to the system bus (DO/ 
WDI). The logic is entirely combinatorial during a 
read cycle. This is in contrast to an architecture with 
only one bus, with bidirectional bus drivers that 
must first read the data and then be turned around to 
output the corrected data. The latter architecture 
typically requires additional hardware (latches 
and/or transceivers) and may be slower in a system 
due to timing skews of control signals. 
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READ CYCLE 

With the R/W pin high, data is received from the RAM 
outputs into the Dl pins where it is optionally latched 
by the STB signal. Check bits are generated from the 
data bits and compared to the check bits read from 
the RAM into the CBI pins. If an error is detected the 
ERROR flag is activated and the correctable error 
flag (CE) is used to inform the system whether the 
error was correctable or not. With the BM inputs 
high, the word appears corrected at the DO pins if 
the error was correctable, or unmodified if the error 
was uncorrectable. 

If more than one 8206 is being used, then the check 
bits are read by the master. The slaves generate a 
partial parity output (PPO) and pass it to the master. 
The master 8206 then generates and returns the 
syndrome to the slaves (SYO) for correction of the 
data. 

The 8206 may altern atively be used in a “check- 
only” mode with the CRCT pin left high. With the 
correction facility turned off, the propagation delay 
from memory outputs to 8206 outputs is signifi- 
cantly shortened. In this mode the 8206 issues an 
ERROR flag to the CPU, which can then perform one 
of several options: lengthen the current cycle for 
correction, restart the instruction, perform a diag- 
nostic routine, etc. 

A syndrome word, five to eight bits in length and 
containing all necessary information about the exis- 
tence and location of an error, is made available to 
the system at the SYO 0 -7 pins. Error logging may be 
accomplished by latching the syndrome and the 
memory address of the word in error. 


WRITE CYCLE 

For a full write, in which an entire word is written to 
memory, the data is written directly to the RAM, 
bypassing the 8206. The same data enters the 8206 
through the WDI pins where check bits are gener- 
ated. The Byte Mark inputs must be low to tristate 
the DO drivers. The check bits, 5 io 8 in number, are 
then written to the RAM through the CBO pins for 
storage along with the data word. In a multi-chip 
system, the master writes the check bits using par- 
tial parity information from the slaves. 

In a partial write, part of the data word is overwritten, 
and part is retained in memory. This is accomplished 
by performing a read-mod ify-write cycle. The com- 
plete old word is read into the 8206 and corrected, 


with the syndrome internally latched by R/W going 
low. Only that part of the word not to be modified is 
output onto the DO pins, as controlled by the Byte 
Mark inputs. That portion of the word to be overwrit- 
ten is supplied by the system bus. The 8206 then 
calculates check bits for the new word, using the 
byte from the previous read and the new byte from 
the system bus, and writes them to the memory. 


READ-MODIFY-WRITE CYCLES 

Upon detection of an error the 8206 may be used to 
correct the bit in error in memory. This reduces the 
probability of getting multiple-bit errors in sub- 
sequent read cycles. This correction is handled by 
executing read-modify-write cycles. 

The read-modify-write cycle is controlled by the R/W 
input. After (during) the read cycle, the system 
dynami c RAM controller or CPU examines the 8206 
ERROR and CE outputs to determine if a correctable 
error occurred. Ifjt did, the dynamic RAM controller 
or CPU forces R/W low, telling the 8206 to latch the 
generated syndrome and drive the corrected check 
bits onto the CBO outputs. The corrected data is 
available on the DO pins. The DRAM controller then 
writes the corrected data and corresponding check 
bits into memory. 

The 8206 may be used to perform read-modify- 
writes in one or two RAM cycles. If it is done in two 
cycles, the 8206 latches are used to hold the data 
and check bits from the read cycle to be used in the 
following write cycle. The Intel 8207 Advanced 
Dynamic RAM controller allows read-modify-write 
cycles in one memory cycle. See the System 
Environment section. 


INITIALIZATION 

A memory system operating with ECC requires some 
form of initialization 'at system power-up in order to 
set valid data and check bit information in memory. 
The 8206 supports memory initi aliza tion by the write 
zero function. By activating the WZ pin, the 8206 will 
write a data pattern of zeros and the associated 
check bits in the current write cycle. By thus writing 
to all memory at power-up, a controller can set 
memory to valid data and check bits. Massive mem- 
ory failure, as signified by both data and check bits 
all ones or zeros, will be detected as an uncorrecta- 
ble error. 
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MULTI-CHIP SYSTEMS 

A single 8206 handles 8 or 16 bits of data and 5 or 6 
check bits, respectively. Up to 5 8206’s can be cas- 
caded for 80 bit memories with 8 check bits. 

When cascaded, one 8206 operates as a master, and 
all others as slaves. As) an example, during a read 
cycle in a 32 bit system with one master and one 
slave, the slave calculates parity on its portion of the 
word — “partial parity” — and presents it to the mas- 
ter through the PPO pins. The master combines the 
partial parity from the slave with the parity it calcu- 
lated from its own portion of the word to generate 


the syndrome. The syndrome is then returned by the 
master to the slave for error correction. In systems 
with more than one slave the above description con- 
tinues to apply, except that the partial parity outputs 
of the slaves must be XOR’d externally. Figure 4 
shows the necessary external logic for multi-chip 
systems. Write and read-modify-write cycles are car- 
ried out analogously. See the System Operation sec- 
tion for multi-chip wiring diagrams. 


There are several pins used to define whether the 
8206 will operate as a master or a slave. Tables 3 and 
4 illustrate how these pins are tied. 



Figure 4. External Logic For Mult-Chip Systems 
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Table 3. Master/Slave Pin Assignments 


Pin No. 

Pin Name 

Master 

Slave 1 

Slave 2 

Slave 3 

Slave 4 

4 

M/S 

45V 

Gnd 

Gnd 

Gnd 

Gnd 

3 

SEDCU 

45V 

45V 

45V 

45V 

45V 

13 

PPI 0 /POSo 

PPI 

Gnd 

45V 

Gnd 

45V 

14 

PPh/PQS-, 

PPI 

Gnd 

Gnd 

45V 

45V 

15 

P pi 2 /nsl 0 

PPI 

* 

45V 

45V 

45V 

16 

PPI 3 /NSL -1 

PPI 

* 

45V 

45V 

45V 


‘See Table 3. 

NOTE: 

Pins 13, 14, 15, 16 have internal pull-up resistors and may be left as N.C. where specified as connecting to 45V. 


Table 4. NSL Pin Assignments for Slave 1 


Number of Slaves | 

Pin 

1 

2 

3 

4 

ppi 2 /nsl 0 

Gnd 

45V 

Gnd 

45V 

ppi 3 /nsl 1 

Gnd 

Gnd 

45V 

45V 




The timing specifications for multi-chip systems 
must be calculated to take account of the external 
XOR gating in 3, 4, and 5-chip systems. Let tXOR be 
the delay for a single external TTL XOR gate. Then 
the following equations show how to calculate the 
relevant timing parameters for 2-chip (n=0), 3-chip 
(n=1), 4-chip (n=2), and 5-chip (n=2) systems: 

Data-in to corrected data-out (read cycle) = 

TDVSV 4 TPVSV 4- TSVQV + ntXOR 

Data-in to error flag (read cycle) = 

TDVSV 4 TPVEV + ntXOR 

Data-in to correctable error flag (read cycle) = 
TDVSV + TPVSV 4- TSVCV 4 ntXOR 

Write data to check-bits valid (full write cycle) = 
TQVQV + TPVSV 4- ntXOR 

Data-in to check-bits valid (read-mod-write cycle) = 
TDVSV + TPVSV 4- TSVQV 4- TQVQV 4- TPVSV 4 
2ntXOR 

Data-in to check-bits valid (non-correcting read- 
modify-write cycle) = 

TDVQU + TQVQV 4 TPVSV 4- ntXOR 


HAMMING CODE 

The 8206 uses a modified Hamming code which was 
optimized for multi-chip EDCU systems. The code is 
such that partial parity is computed by all 8206’s in 


parallel. No 8206 requires more time for propagation 
through logic levels than any other one, and hence 
no one device becomes a bottleneck in the parity 
operation. However, one or two levels of external 
TTL XOR gates are required in systems with three to 
five chips. The code appears in Table 5. The check 
bits are derived from the table by XORing or XNOR- 
ing together the bits indicated by ‘X’s in each row 
corresponding to a check bit. For example, check bit 
0 in the MASTER for data word 10001 101 0T1 01 Oil 
will be “0.” It should be noted that the 8206 will 
detect the gross-error condition of all lows or all 
highs. 

Error correction is accomplished by identifying the 
bad bit and inverting it. Table 5 can also be used as 
an error syndrome table by replacing the ‘X’s with 
Ts. Each column then represents a different syn- 
drome word, and by locating the column corre- 
sponding to a particular syndrome the bit to be cor- 
rected may be identified. If the syndrome cannot be 
located then the error cannot be corrected. For 
example, if the syndrome word is 00110111, the bit 
to be corrected is bit 5 in the slave one data word (bit 
21 ). 

The syndrome decoding is also summarized in Tables 6 
and 7 which can be used for error logging. By finding 
the appropriate syndrome word (starting with bit zero, 
the least significant bit), the result is either: 1) no error; 
2) an identified (correctable) single bit error; 3) a 
double bit error; or 4) a multi-bit uncorrectable error. 
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Table 5. Modified Hamming Code Check Bit Generation 

Check bits are generated by XOR’ing (except for the CBO and CB1 data bits, which are XNOR’ed in the Master) the data 
bits in the rows corresponding to the check bits. Note there are 6 check bits in a 1 6-bit system, 7 in a 32-bit system, and 
8 in 48-or-more-bit systems. 
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Table 6. 8206 Syndrome Decoding 






0 0 

1 

0 

1 

0 

1 

0 

1 

0 

1 

0 

1 

0 

1 

0 

1 


Syndrome 


1 0 

0 

1 

1 

0 

0 

1 

1 

0 

0 

1 

1 

0 

0 

1 

1 


Bits 


2 0 

0 

0 

0 

1 

1 

1 

1 

0 

0 

0 

0 

1 

1 

1 

1 

7 

6 

5 

4 

3 0 

0 

0 

0 

0 

0 

0 

0 

1 

1 

1 

1 

1 

1 

1 

1 

0 

0 

0 

0 

N 

CB0 

CB1 

D 

CB2 

D 

D 

18 

CB3 

D 

D 

0 

D 

1 

2 

D 

0 

0 

0 

1 

CB4 

D 

D 

5 

D 

6 

7 

D 

D 

3 

16 

D 

4 

D 

D 

17 

0 

0 


0 

CB5 

D 

D 

11 

D 

19 

12 

D 

D 

8 

9 

D 

10 

D 

D 

67 

0 

0 


1 

D 

13 

14 

D 

15 

D 

D 

21 

20 

D 

D 

66 

D 

22 

23 

D 

0 

1 

0 

0 

CB6 

D 

D 

25 

D 

26 

49 

D 

D 

48 

24 

D 

27 

D 

D 

50 

0 

1 

0 

1 

D 

52 

55 

D 

51 

D 

D 

70 

28 

D 

D 

65 

D 

53 

54 

D 

0 

1 


0 

D 

29 

31 

D 

64 

D 

D 

69 

68 

D 

D 

32 

D 

33 

34 

D 

0 

1 


1 

30 

D 

D 

37 

D 

38 

39 

D 

D 

35 

71 

D 

36 

D 

D 

U 

1 

0 

0 

0 

CB7 

D 

D 

43 

D 

77 

44 

D 

D 

40 

41 

D 

42 

D 

D 

U 

1 

0 

0 

1 

D 

45 

46 

D 

47 

D 

D 

74 

72 

D 

D 

U 

D 

73 

U 

D 

1 

0 


0 

D 

59 

75 

D 

79 

D 

D 

58 

60 

D 

D 

56 

D 

U 

57 

D 

1 

0 


1 

63 

D 

D 

62 

D 

U 

U 

D 

D 

U 

U 

D 

61 

D 

D 

U 

1 

1 

T~ 

0 

D 

U 

U 

D 

U 

D 

D 

U 

76 

D 

D 

U 

D 

U 

U 

D 

1 

1 

0 

1 

78 

D 

D 

U 

D 

U 

U 

D 

D 

U 

U 

D 

U 

D 

D 

U 

1 

1 


0 

U 

D 

D 

U 

D 

U 

U 

D 

D 

U 

U 

D 

U 

D 

D 

U 

1 

1 


i 

D 

U 

U 

D 

U 

D 

D 

U 

U 

D 

D 

U 

D 

U 

U 

D 


SYSTEM ENVIRONMENT 

The 8206 interface to a typical 32 bit memory system 
is illustrated in Figure 5. For larger systems, the 
partial parity bits from slaves two to four must be 


N = No Error 

CBX = Error in Check Bit X 
X = Error in Data Bit X 
D = Double Bit Error 
U = Uncorrectable Multi-Bit Error 




Figure 5. 32-Bit 8206 System Interface 


i 
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XOR’ed externally, which calls for one level of XOR 
gating for three 8206’s and two levels for four or five 
8206’s. 

The 8206 is designed for direct connection to the Intel 
8207 Advanced Dynamic RAM Controller. The 8207 
has the ability to perform dual port memory control, 
and Figure 6 illustrates a highly integrated dual port 


RAM implementation using the 8206 and 8207. The 
8206/8207 combination permits such features as au- 
tomatic scrubbing (correcting errors in memory dur- 
ing refresh), extending RAS and CAS timings for 
Read-Modify-Writes in single memory cycles, and 
automatic memory initialization upon reset. To- 
gether these two chips provide a complete dual- 
port, error-corrected dynamic RAM subsystem. 



Figure 6. Dual Port RAM Subsystem with 8206/8207 (32-bit bus) 
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Table 7. 8206-2 Syndrome Decoding 


Syndrome 

0 

0 

1 

0 

1 

0 

1 

0 

1 


Bits 


1 

0 

0 

1 

1 

0 

0 

1 

1 

5 

4 

3 

2 

0 

0 

0 

0 

1 

1 

1 

1 

0 

0 

0 


N 

CB0 

CB1 

D 

CB2 

D 

D 

D 

0 

0 

1 


CB3 

D 

D 

0 

D 

1 

2 

D 

0 

' 1 

0 


CB4 

D 

D 

5 

D 

6 

7 

D 

0 

1 

1 


D 

3 

D 

D 

4 

D 

D 

D 

1 

0 

0 


CB5 

D 

D 

11 

D 

D 

12 

D 

1 

0 

1 


D 

8 

9 

D 

ib 

D 

D 

D 

1 

1 

0 


D 

13 

14 

D 

15 

D 

D 

D 

1 

1 

1 


D 

D 

D 

D 

D 

D 

D 

D 


N = No Error 

CBX= Error in Check Bit X 
X = Error in Data Bit X 
D = Double Bit Error 


The 8206-2 handles 8 or 16 bits of data. For 8 bit 

8206- 2 systems, the Dl 8 _ 15 , DO/WDI 8 -i 5 and BM-| in- 
puts are grounded. 

The 8206-2 is designed for direct connection to the 
Intel 8207-2 Advanced Dynamic RAM Controller. The 

8207- 2 has the ability to perform dual port memory 
control, and Figure 7 illustrates a highly integrated 
iAPX 186 RAM implementation using the 8206-2 and 
8207-2. The 8206-2/8207-2 combination permits such 
features as automatic scrubbing (correcting errors in 
memory during refresh), extending RAS and CAS tim- 
ings for Read-Mod ify-Writes in single memory cycles, 
and automatic memory initialization upon reset. 
Together these two chips provide a complete dual-port, 
error-corrected dynamic RAM subsystems. 



Figure 7. iAPX 186 RAM Correct Always Subsystem with the 8206-2 and the 8207-2 
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MEMORY BOARD TESTING 

The 8206 lends itself to straightforward memory 
board testing with a minimum of hardware over- 
head. The following is a description of four common 
test modes and their implementation. 

Mode 0 — Read and write with error correction. 

Implementation : This mode is the normal 
8206 operating mode. 

Mode 1 — Read and write data with error correction 
disabled to allow test of data memory. 
Impl ement ation: This mode is performed 
with CRCT deactivated. 

Mode 2 — Read and write check bits with error cor- 
rection disabled to allow test of check bits 
memory. 

Implementation : Any pattern may be writ- 
ten into the check bits memory by judi- 


ciously Choosing the proper data word to 
generate the desired check bits, through 
the use of the 8206 Hamming code. To 
read out the check bits it is first necessary 
to fill the data memory with all zeros, 
which may be done by activating WZ and 
incrementing memory addresses with WE 
to the check bits memory held inactive, 
and then performing ordinary reads. The 
check bits will then appear directly at the 
SYO outputs, with bits CB0 and CB1 
inverted. 

Mode 3 — Write data, without altering or writing 
check bits, to allow the storage of bit 
combinations to cause error correction 
and detection. 

Implementation: This mode is im- 
plemented by writing the desired word to 
memory with WE to the check bits array 
held inactive. 
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ABSOLUTE MAXIMUM RATINGS* 


Ambient Temperature Under Bias 0°C to 70°C 

Storage Temperature -65°C to + 150°C 

Voltage On Any Pin 

With Respect to Ground -0.5V to +7V 

Power Dissipation 1.5 Watts 


*NOTE: Stresses above those listed under “Absolute 
Maximum Ratings " may cause permanent damage to the 
device. This is a stress rating only and functional opera- 
tion of the device at these or any other conditions above 
those indicated in the operational sections of this specifi- 
cation is not implied. Exposure to absolute maximum 
rating conditions for extended periods may affect device 
reliability. 


D.C. CHARACTERISTICS (t a = o°c to 70°C, v cc = 5.ov ± 10 %, v ss = gnd) 


Symbol 

Parameter 

Min. 

Max. 

Unit 

Test Conditions 

*cc 

Power Supply Current 
—Single 8206, 8206-2 or 


270 

mA 



Slave #1 

— Master in Multi-Chip 
or Slaves # 2 , 3, 4 


230 

mA 


VlL 1 

Input Low Voltage 

-0.5 

0.8 

V 


VlH 1 

Input High Voltage 

2.0 

Vcc+ 

V 





0.5V 




Output Low Voltage 





v OL 

—DO 


0.45 

V 

Iql = 8 mA 


—All Others 


0.45 

V 

Iql = 2 . 0 mA 


Output High Voltage 





v OH 

—DO, CBO 

2.6 


V 

Iqh = -2mA 


— All Other Outputs 

2.4 


V 

Iqh = -0.4mA 


I/O Leakage Current 





•lo 

— PPI 4 /CE 


± 20 

jiiA 

0.45V ^V|/ 0 ^ V CC 


— DO/WDI 0-15 


± 10 

fiA 



Input Leakaqe Current 





Ili 

— PPl 0 - 3 , 5 - 7 - CBI 6 _ 7 , SEDCU 2 


± 20 

/ 1 A 

0 

< 

/A 

< 

z 

/A 

tf 

O 


— All Other Input Only Pins 


± 10 

pA 



NOTES: 

1 . SEDCU (pin 3) and M/S (pin 4) are device strapping options and should be tied to V cc or GND. V| H min = V cc - 0.5V and V| L max = 0.5V. 

2. PPIq -7 (pins 13-20) and CBI 6 . 7 (pins 11,12) have internal pull-up resistors and if left unconnected will be pulled to Vcc 


A.C. TESTING INPUT, OUTPUT WAVEFORM A.C. TESTING LOAD CIRCUIT 




r— i 

r 


C L INCLUDES JIG CAPACITANCE 
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A.C. CHARACTERISTICS <t a = o-c'to 70 °c, v cc = +5V ± 10%, v ss = ov, r l = 22a c L = 59 pF; 

all times are in nsec.) 


Symbol 

Parameter 

8206 

8206-2 

Notes 

Min. 

Max. 

Min. 

Max. 

TRHEV 

ERROR Valid from R/Wf 


25 


40 


TRHCV 

CE Valid from R/Wf (Single 8206) 


44 


49 


TRHQV 

Corrected Data Valid from R/Wf 


54 


66 

1 

TRVSV 

SYO/CBO/PPO Valid from R/W 


42 


46 

1 

TDVEV 

ERROR Valid from Data/Check Bits In 


52 


57 


TDVCV 

CE Valid from Data/Check Bits In 


70 


76 


TDVQV 

Corrected Data Valid from Data/Check Bits In 


67 


74 


TDVSV 

SYO/PPO Valid from Data/Check Bits In 


55 


65 


TBHQV. 

Corrected Data Access Time 


37 


37 


TDXQX 

Hold Time from Data/check Bits In 

0 


0 


1 

TBLQZ 

Corrected Data Float Delay 

0 

28 

0 

28 

1 

TSHIV 

STB High to Data/Check Bits In Valid 

30 


30 


2 

TIVSL 

Data/Check Bits In to STBj Set-up 

5 


5 



TSLIX 

Data/Check Bits In from STBl Hold 

25 


25 



TPVEV 

ERROR Valid from Partial Parity In 


30 



3 

TPVQV 

Corrected Data (Master) frorq Partial Parity In 


61 



1,3 

TPVSV 

Syndrome/Check Bits Out from Partial Parity In 


43 



1,3 

TSVQV 

Corrected Data (Slave) Valid from Syndrome 


51 



3 

TSVCV 

CE Valid from Syndrome (Slave number 1) 


48 



3 

TQVQV 

Check Bits/Partial Parity Out from Write Data In 


64 

1 

69 

1 

TRHSX 

Check Bits/Partial Parity Out from R/W, WZ Hold 

0 


0 

; 

1 

TRLSX 

Syndrome Out from R/W Hold 

0 


0 



TQXQX 

Hold Time from Write Data In 

0 


0 


1 

TSVRL 

Syndrome Out to R/Wj Set-up 

17 




3 

TDVRL 

Data/Check Bits In to R/W Set-up 

39 


41 


1 

TDVQU 

Uncorrected Data Out from Data In 


32 


38 


TTVQV 

Corrected Data Out from CRCT| 


30 


33 


TWLQL 

WZ| to Zero Out 


30 


34 


TWHQX 

Zero Out from WZ| Hold 

0 


0 




NOTES: 

1. A.C. Test Levels for CBO and DO are 2.4V and 0.8V. 

2. Tshiv is required to guarantee output delay timings: Tovev- t dvcv. t dvqv. t dvsv- Tshiv +Tivsl guarantees a min STB pulse 
width of 35 ns (45 ns for the 8206-8). 

3. Not required for 8/16 bit systems 
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8207 

DUAL-PORT DYNAMIC RAM CONTROLLER 


■ Provides All Signals Necessary to 
Control 1 6K (21 1 8), 64K (21 64A) and 
256K Dynamic RAMs 

* Directly Addresses and Drives up to 2 
Megabytes without External Drivers 

■ Supports Single and Dual-Port 
Configurations 

■ Automatic RAM Initialization in All 
Modes 

■ Four Programmable Refresh Modes 

■ Transparent Memory Scrubbing in 
ECC Mode 


■ iAPX 286 
(CFS=1) 
iAPX 86/186 
(CFS=0) 


8207-16 2.5-8 MHz 

8207-12 2.5-6 MHz 

8207-8 2-8 MHz 

8207-6 2-6 MHz 


■ Provides Signals to Directly Control the 
8206 Error Detection and Correction Unit 

■ Supports Synchronous or 
Asynchronous Operation on Either Port 

■ +5 Volt Only HMOSII Technology for 
High Performance and Low Power 


The Intel 8207 Advanced Dynamic RAM Controller (ADRC) is a high-performance, systems-oriented, Dynamic 
RAM controller that is designed to easily interface 16K, 64K and 256K Dynamic RAMs to Intel and other 
microprocessor systems. A dual-port interface allows two different busses to independently access memory. When 
configured with an 8206 Error Detection and Correction Unit the 8207 supplies the necessary logic for designing 
large error-corrected memory arrays. This combination provides automatic memory initialization and transparent 
memory error scrubbing. f 



Figure 1. 8207 Block Diagram 


Intel Corporation Assumes No Responsibility for the Use of Any Circuitry Other Than Circuitry Embodied in an Intel Product. No Other Circuit 
Patent Licenses are Implied. Information Contained Herein Supercedes Previously Published Specifications On These Devices From Intel. 

® INTEL CORPORATION, 1983 JANUARY 1985 

ORDER NUMBER: 210463-004 
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Table 1. Pin description 


Symbol 

Pin 

Type 

Name and Function 

LEN 

1 

0 

ADDRESS LATCH ENABLE: In two-port configurations, when Port A is running with iAPX 286 Status 
interface mode, this output replaces the ALE signal from the system bus controller of port A and 
generates an address latch enable signal which provides optimum setup and hold timing for the 8207. 
This signal is used in Fast Cycle operation only. 

XACKA/ 

ACKA 

2 

0 

TRANSFER ACKNOWLEDGE PORTA/ACKNOWLEDGE PORTA: In non-ECC mode, this pin is 
XACKA and inidcates that data on the bus is valid during a read cycle or that data mav be removed 
from the bus during a write cycle for Port A. XACKA is a Multibus-compatible signal. In ECC mode, 
this pin is ACKA which can be configured, depending on the programming of the X program bit, 
as an XACK or AACK strobe. The SA programming bit determines whether the AACK will be an 
early EAACKA or a late LAACKA interface signal. 

XACKB / 
ACKB 

3 

0 

TRANSFER ACKNOWLEDGE PORT B/ACKNOWLEDGE POfil B: In non-ECC mode, this pin 
is XACKB and indicates that data on the bus is valid during a read cycle or that data mav be re- 
movedlrom the bus during a write cycle for Port B. XACKB is a Multibus-compatible signal. In ECC 
mode, this pin is ACKB which can be configured, depending on the programming of the X program 
bit, as an XACK or AACK strobe. The SB programming bit determines whether the AACK will be 
an early E AACKB or a late LAACKB interface signal. 

AACKA / 
WZ 

4 

0 

ADVANCED ACKNOWLEDGE PORT A/WRITE ZERO: In non-ECC mode, this pin is AACKA 
and indicates that the processor may continue processing and that data will be available when re- 
quired. This signal is optimized for the system by programming the SA program bit for synchronous 
or asynchronous operation. In ECC rnqde, after a RESET, this signal will cause the 8206 to force 
the data to all zeros and generate the appropriate check bits. 

AACKB / 
R/W 

5 

0 

ADVANCED ACKNOWLEDGE PORT B/READ/WRITE: In non-ECC mode, this pin is AACKB and 
indicates that the processor may continue processing and that data will be available when required. 
This signal is optimized for the system by programming the SB program bit for synchronous or asyn- 
chronous operation. In ECC mode, this signal causes the 8206 EDCU to latch the syndrome and 
error flags and generate check bits. 

DBM 

6 

0 

DISABLE BYTE MARKS: This is an ECC control output signal indicating that a read or refresh cy? 
cle is occurring. This output forces the byte address decoding logic to enable all 8206 data output 
buffers. In ECC mode, this output is also asserted during memory initialization and the 8-cycle dynamic 
RAM wake-up exercise. In non-ECC systems this signal indicates that either a read, refresh or 8-cycle 
warm-up is in progress. 

ESTB 

7 

0 

ERROR STROBE: In ECC mode, this strobe is activated when an error is detected and allows a 
negative-edge triggered flip-flop to latch the status of the 8206 EDCU CE for systems with error 
logging capabilities. ESffe will not be issued during refresh cycles. 

LOCK 

8 

1 

LOCK: This input instructs the 8207 to lock out the port not being serviced at the time LOCK was 
issued. 

v cc 

9 

1 

DRIVER POWER: +5 Volts. Supplies V cc for the output drivers. 
LOGIC POWER: +5 Volts. Supplies V cc for the internal logic circuits. 

CE 

10 

1 

CORRECTABLE ERROR: This is an ECC input from the 8206 EDCU which instructs the 8207 whether 
a detected error is correctable or not. A high input indicates a correctable error. A low input inhibits 
the 8207 from activating WE to write the data back into RAM. This should be connected to the CE 
output of the 8206. 

ERROR 

11 

1 

ERROR: This is an ECC input from the 8206 EDCU and instructs the 8207 that an error was detected. 
This pin should be connected to the ERROR output of the 8206. 

MUX/ 

PCLK 

12 

0 

MULTIPLEXER CONTROL/PROGRAMMING CLOCK: Immediately after a RESET this pin is used 
to clock serial programming data into the PDI pin. In normal two-port operation, this pin is used 
to select memory addresses from the appropriate port. When this signal is high, port A is selected 
and when it is low, port B is selected. This signal may change state before the completion of a RAM 
cycle, but the RAM address hold time is satisfied. 

PSEL 

13 

0 

PORT SELECT : This signal is used to select the appropriate port for data transfer. When this signal 
is high port A is selected and when it is low port B is selected. 

PSEN 

14 

0 

PORT SELECT ENABLE: This signal used in conjunction with PSEL provides contention-free port 
exchange on the data bus. When PSEN is low, port selection is allowed to change state. 

WE 

15 

0 

WRITE ENABLE: This signal provides the dynamic RAM array the write enable input for a write 
operation. 
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Table 1 . Pin Description (Continued) 


Symbol 

Pin 

Type 

Name and Function 

FWR 

16 

1 

FULL WRITE: This is an ECC input signal that instructs the 8207, in an ECC configura- 
tion, whether the present write cycle is normal RAM write (full write) or a RAM partial 
write (read-modify-write) cycle. 

RESET 

17 

1 

RESET: This signal causes all internal counters and state flip-flops to be reset and upon 
release of RESET, data appearing at the PDI pin is clocked in by the PCLK output. The 
states of the PDI, PCTLA, PCTLB and RFRQ pins are sampled by RESET going inactive 
and are used to program the 8207. An 8-cycle dynamic RAM warm-up is performed after 
clocking PDI bits into the 8207. 

CASO 

18 

0 

COLUMN ADDRESS STROBE: These outputs are used by the dynamic RAM array to 

CAS1 

19 

0 

latch the column address, present on the AOO-8 pins. These outputs are selected by 

CAS2 

20 

0 

the BSO and BS1 as programmed by program bits RB0 and RBI. These outputs drive 

CAS3 

21 

0 

the dynamic RAM array directly and need no external drivers. 

RASO 

22 

0 

ROW ADDRESS STROBE: These outputs are used by the dynamic RAM array to latch 

RA5T 

23 

o 

the row address, present on the AOO-8 pins. These outputs are selected by the BSO 

RAS2 

24 

0 

and BS1 as programmed by program bits RB0 and RBI. These outputs drive the 

RAS3 

25 

0 

dynamic RAM array directly and need no external drivers. 

v ss 

26 

1 

DRIVER GROUND: Provides a ground for the output drivers. 

60 

1 

LOGIC GROUND: Provides a ground for the remainder of the device. 

AOO 

35 

0 

ADDRESS OUTPUTS: These outputs are designed to provide the row and column 

A01 

34 

0 

addresses of the selected port to the dynamic RAM array. These outputs drive the 

A02 

33 

0 

dynamic RAM array directly and need no external drivers. 

A03 

32 

0 

A04 

31 

0 


A05 

30 

0 


A06 

29 

0 


A07 

28 

0 


A08 

27 

0 


BSO 

36 

1 

BANK SELECT: These inputs are used to select one of four banks of the dynamic 

BS1 

37 

1 

RAM array as defined by the program bits RB0 and RBI . 

ALO 

38 

1 

ADDRESS LOW: These lower-order address inputs are used to generate the row 

AL1 

39 

1 

address for the internal address multiplexer. 

AL2 

40 

1 


AL3 

41 

1 


AL4 

42 

1 


AL5 

44 

1 


AL6 

45 

1 


AL7 

46 

1 


AL8 

47 

1 


AHO 

48 

1 

ADDRESS HIGH: These higher-order address inputs are used to generate the 

AH1 

49 

1 

column address for the internal address multiplexer. 

AH2 

50 

1 

AH3 

51 

1 


AH4 

52 

1 


AH5 

53 

1 


AH6 

54 

1 


AH7 

55 

1 


AH8 

56 

1 


PDI 

57 

1 

PROGRAM DATA INPUT: This input programs the various user-selectable options in the 
8207. The PCLK pin shifts programming data into the PDI input from optional external 
shift registers. This pin may be strapped high or low to a default ECC (PDI =Logic “1”) 
or non-ECC (PDI = Logic “O”) mode configuration. 

RFRQ 

58 

1 

REFRESH REQUEST: This input is sampled on the falling edge of RESET. If it is high 
at RESET, then the 8207 is programmed for internal refresh request or external refresh 
request with failsafe protection. If it is low at RESET, then the 8207 is programmed for 
external refresh without failsafe protection or burst refresh. Once programmed the RFRQ 
pin accepts signals to start an external refresh with failsafe protection or external refresh 
without failsafe protection or a burst refresh. 
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fable 1. Pin Description (Continued) 


Symbol 

Pin 

Type 

Name and Function 

CLK 

59 . 

1 

CLOCK: This input provides the basic timing for sequencing the internal logic. 

RDB 

61 

1 

READ FOR PORT fl: This pin is the read memory request command input for port B. 
This input also directly accepts the SI status line from Intel processors. 

WRB 

62 


WRITE FOR PORT B: This pin is the write memory request command input for port B. 
This input also directly accepts the BO status line from Intel processors. 

FeB 

63 

1 

PORT ENABLE FOR PORT B: This pin serves to enable a RAM cycle request for port 
B. It is generally decoded from the port address. 

PCTLB 

64 

1 

PORT CONTROL FOR PORT B: This pin is sampled on the falling edge of RESET. It 
configures port B to accept command inputs or processor status inputs. If low after 
RESET, the 8207 is programmed to accept command or iAPX 286 status inputs or 
Multibus commands. If high after RESET, the 8207 is programmed to accept status 
inputs from iAPX 86 or iAPX 186 processors. The S2 status line should be connected 
to this input if programmed to accept iAPX 86 or iAPX 186 status inputs. When 
programmed to accept commands or iAPX 286 status, it should be tied low or it may 
be used as a Multibus-compatible inhibit signal. 

R0a 

65 

f 

READ FOR PORT A: This pin is the read memory request command input for port A. 
This input also directly accepts the SI status line from Intel processors. 

WrS 

66 

1 

WRITE FOR PORT A: This pin is the write memory request command inpuf for port A. 
This input also directly accepts the §0 status line from Intel processors. 

Pea 

67 

1 

PORT ENABLE FOR PORT A: This pin serves to enable a RAM cycle request for port 
A. It is generally decoded from the port address. 

PCTLA 

68 

1 

i 

PORT CONTROL FOR PORTA: This pin is sampled on the falling edge of RESET. It 
configures port A to accept command inputs or processor status inputs. If low after 
RESET, the 8207 is programmed to accept command or iAPX 286 status inputs or 
Multibus commands. If high after RESET, the 8207 is programmed to accept status 
inputs from iAPX 86 or iAPX 186 processors. The S2 status line should be connected 
to this input if programmed to accept iAPX 86 or iAPX 186 status inputs. When 
programmed to accept cbmmands or iAPX 286 status, it should be tied low or it may 
be connected to INHIBIT when operating with Multibus. 


GENERAL DESCRIPTION 

The Intel 8207 Advanced Dynamic RAM Controller 
(ADRC) is a microcomputer peripheral device which 
provides the necessary signals to address, refresh 
and directly drive 16K, 64K and 256K dynamic RAMs. 
This controller also provides the necessary arbitra- 
tion circuitry to support dual-port access of the 
dynamic RAM array. 

The ADRC supports several microprocessor interface 
options including synchronous and asynchronous con- 
nection to iAPX 86, iAPX 88, iAPX 186, iAPX 188, iAPX 
286 and Multibus. , 

This device may be used with the 8206 Error Detec- 
tion and Correction Unit (EDCU). When used with the 
8206, the 8207 is programmed in the Error Checking 
and: Correction (ECC) mode. In this mode, the 8207 
provides all the necessary control signals for the 
8206 to perform memory initialization and transpar- 
ent error scrubbing during refresh. 


FUNCTIONAL DESCRIPTION 
Processor Interface 

The 8207 has control circuitry for two ports each 
capable of supporting one of several possible bus 
structures. The ports are independently configur- 
able allowing the dynamic RAM to serve as an inter- 
face between two different bus structures. 


Each port of the 8207 may be programmed to run 
synchronous or asynchronous to the processor clock. 
(See Synchronous/Asynchronous Mode) The 8207 
has been optimized to run synchronously with Intel’s 
iAPX 86, iAPX 88, iAPX 186, iAPX 188 and iAPX 286. 
When the 8207 is programmed to run in asynchronous 
mode, the 8207 inserts the necessary synchronization 
circuitry for the RD, WR, PE, and PCTL inputs. 
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The 8207 achieves high performance (i.e. no wait 
states) by decoding the status lines directly from the 
iAPX 86, iAPX 88, iAPX 186, iAPX 188 and iAPX 286 
processors. The 8207 can also be programmed to 
receive read or write Multibus commands or commands 
from a bus controller. (See Status/Command Mode) 

The 8207 may be programmed to accept the clock of 


the iAPX 86, 88, 186, 188, or 286. The 8207 adjusts 
its internal timing to allow for the different clock 
frequencies of these microprocessors. (See 
Microprocessor Clock Frequency Option) 

Figure 2 shows the different processor interfaces to 
the 8207 using the synchronous or asynchronous 
mode and status or command interface. 



Slow-Cycle Synchronous-Status Interface Slow-Cycle Asynchronous-Status Interface 



Slow-Cycle Synchronous-Command Interface Slow-Cycle Asynchronous-Command Interface 

Figure 2A. Slow-cycle (CFS=0) Port Interfaces Supported by the 8207 
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Fast-Cycle Synchronous-Status Interface Fast-Cycle Asynchronous-Status Interface 




Fast-Cycle Synchronous-Command Interface Fast-Cycle Asynchronous-Command Interface 

Figure 2B. Fast-cycle (CFS=1) Port Interfaces Supported by-the 8207 


Single-Port Operation 

The use of an address latch with the iAPX 286 status 
interface is not needed since the 8207 can internally 
latch the addresses with an internal signal similar in 
behavior to the LEN output. This operation is active only 
in single-port applications when the processor is inter- 
faced to port A. 

Dual-Port Operation 

The 8207 provides for two-port operation. Two inde- 
pendent processors may access memory' controlled 
by the 8207. The 8207 arbitrates between each of the 
processor requests and directs data to or from the 
appropriate port. Selection is dope on a priority con- 
cept that reassigns priorities based upon past his- 
tory. Processor requests are internally queued. 

Figure 3 shows a dual-port configuration with two 
iAPX 86 systems interfacing to dynamic RAM. One of 
the processor systems is interfaced synchronously 
using the status interface and the other is interfaced 
asynchronously also using the status interface. 


Dynamic RAM Interface 

The 8207 is capable of addressing 16K, 64K and 256K 
dynamic RAMs. Figure 4 shows the connection of the 
processor address bus to the 8207 using the different 
RAMs. The 8207 directly supports the 2118 RAM 
family or any RAM with similar timing requirements 
and responses including the Intel 2164A RAM. 

The 8207 divides memory into as many as four banks, 
each bank having its own Row (RAS) and Column 
(CAS) Address Strobe pair. This organization permits 
RAM cycle interleaving and permits error scrubbing 
during ECC refresh cycles. RAM cycle interleaving 
overlaps the start of the next RAM cycle with the RAM 
Precharge period of the previous cycle. Hiding the 
precharge period of one RAM cycle behind the data 
access period of the next RAM cycle optimizes memory 
bandwidth and is effective as long as successive RAM 
cycles occur in alternate banks. 

Successive data access to the same bank will cause 
the 8207 to wait for the precharge time of the previous 
RAM cycle. 
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NOTE: 

*These components are not necessary when using the 80186 components. These functions are provided directly by 
the 80186. 
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Figure 3. 8086/80186 Dual Port System 
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256K RAM INTERFACE 64K RAM INTERFACE 16K RAM INTERFACE 


NOTES: 

(1) Unassigned address input pins should be strapped high or low. 

(2) AO along with BHE are used to select a byte within a processor word. 

(3) Low order address bits are used as bank select inputs so that consecutive memory access requests 
are to alternate banks allowing bank interleaving of memory cycles. 


Figure 4. Processor Address Interface to the 8207 Using 16K, 64K, and 256K RAMS 


If n ot all RAM bank s are occupied, the 8207 reassigns 
the RAS and CAS strobes to allow using w ider data 
word s without increasing the loading on the RAS and 
CAS drivers. Table 2 shows the bank selec tion 
decoding and the word expansion, including RAS and 
CAS assignments. For example, if onl y two RAM banks 
are occupied, then two RAS and two CAS strobes are 
activated per bank. Program bits RBI and RBO are not 
used to check the bank select inputs BS1 and BSO. The 
system design must protect from accesses to “illegal”, 
non-existent banks of memory, by deactivating the 
PEA, PEB inputs when addressing an illegal bank. 

The 8207 can interface to fast (e.g., 2118-10) or slow 
(e.g., 2118-15) RAMs. The 8207 adjusts and optimizes 
internal timings for either the fast or slow RAMs as 
programmed. (See RAM Speed Option). 

Memory Initialization 

After programming, the 8207 performs eight RAM 
“warm-up” cycles to prepare the dynamic RAM for 
proper device operation. During “warm-up” some 
RAM parameters, such as tRAH, tASC, may not be 
met. This causes no harm to the dynamic RAM ar- 
ray. If configured for operation with error correction, 
the 8207 and 8206 EDCU will proceed to initialize 
all of memory (memory is written with zeros with 
corresponding check bits). 


Table 2. 

Bank Selection Decoding and 
Word Expansion 


Proc 

B 

RBI 

jram 

ts 

RBO 

Ba 

Inr 

BS1 

nk 

Hit 

BSO 

RAS/CAS Pair Allocation 

0 

0 

0 

0 

RASq- 3 , CASo -3 to Bank 0 

0 

0 

0 

1 

\ Illegal 

0 

0 

1 

0 

Illegal 

0 

0 

1 

1 

Illegal 

0 

1 

0 

0 

RASq.i, CASq.i to Bank 0 

0 

1 

0 

1 

RAS 2 , 3 , CAS 2.3 to Bank 1 

0 

1 

1 

0 

Illegal 

0 

1 

1 

1 

Illegal 

1 

0 

0 

0 

RASq, CASq to Bank 0 

1 

0 

0 

1 

RAS-i i, CAS-j to Bank 1 

1 

0 

1 

0 

RAS 2 , CAS 2 to Bank 2 

1 

0 

1 

1 

Illegal 

1 

1 

0 

0 

RASq, CASo to Bank 0 

1 

1 

0 

1 

RAS-j , CAS-j to Bank 1 

1 

1 

1 

0 

RAS 2 , CAS 2 to Bank 2 

1 

1 

1 

1 

RAS 3 , CAS 3 to Bank 3 
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Because the time to initialize memory is fairly long, 
the 8207 may be programmed to skip initialization in 
ECC mode. The time required to initialize all of 
memory is dependent on the clock cycle time to the 
8207 and can be calculated by the following 
equation: 

eq.1 T| N |t = (2 23 ) T clcl 

if T CLC l = 125 ns then t init ~ 1 sec. 

8206 ECC Interface 

For operation, with Error Checking and Correction 
(ECC), the 8207 adjusts its internal timing and 
changes some pin functions to optimize perfor- 
mance and provide a clean dual-port memory inter- 
face between the 8206 EDCU and memory. The 8207 
directly supports a master-only (16-bit word plus 6 
check bits) system. Under extended operation and 
reduced clock frequency, the 8207 will support any 
ECC master-slave configuration up to 80 data bits, 
which is the maximum set by the 8206 EDCU. (See 
Extend Option) 

Correctable errors detected during memory read 
cycles are corrected immediately and then written 
back into memory. 

In a synchronous bus environment, ECC system per- 
formance has been optimized to enhance processor 
throughput, while in an asynchronous bus environ- 
ment (the Multibus), ECC performance has been op- 
timized to get valid data onto the bus as quickly as 
possible. Performance optimization, processor 
throughput or quick data access may be selected via 
the Transfer Acknowledge Option. 

The main difference between the two ECC im- 
plementations is that, when optimized for processor 
throughput, RAM data is always corrected and an 
advanced transfer acknowledge is issued at a point 
when, by knowing the processor characteristics, 
data is guaranteed to be valid by the time the proces- 
sor needs it. 

When optimized for quick data access, (valid for Mul- 
tibus) the 8206 is configured in the uncorrecting 
mode where the delay associated with error correc- 
tion circuitry is transparent, and a transfer acknowl- 
edge i s issued as soon as valid data is known to exist. 
If the ERROR flag is activated, then the transfer ac- 
knowledge is delayed until after the 8207 has instruc- 
ted the 8206 to correct the data and the corrected 
data becomes available on the bus. Figure 5 il- 
lustrates a dual-port ECC system. 


Figure 6 illustrates the interface required to drive the 
CRCT pin of the 8206, in the case that one port (PORT 
A) receives an advanced acknowledge (not Multibus- 
compatible), while the other port (PORT B) receives 
XACK (which is Multibus-compatible). 


Error Scrubbing 

The 8207/8206 performs error correction during 
refresh cycles (error scrubbing). Since the 8207 must 
refresh RAM, performing error scrubbing during 
refresh allows it to be accomplished without addi- 
tional performance penalties. 

Upon detection of a correctable error during refresh, 
the RAM refresh cycle is lengthened slightly to per- 
mit the 8206 to correct the error and for the corrected 
word to be rewritten into memory. Uncorrectable er- 
rors detected during scrubbing are ignored. 


Refresh 

The 8207 provides an internal refresh interval coun- 
ter and a refresh address counter to allow the 8207 to 
refresh memory. The 8207 will refresh 128 rows every 
2 milliseconds or 256 rows every 4 milliseconds, 
which allows all RAM refresh options to be sup- 
ported. In addition, there exists the ability to refresh 
256 row address locations every 2 milliseconds via 
the Refresh Period programming option. 

The 8207 may be programmed for any of four different 
refresh options: Internal refresh only, External refresh 
with failsafe protection, External refresh without failsafe 
protection, Burst Refresh mode, or no refresh. (See 
Refresh Options) 

It is possible to decrease the refresh time interval by 
10%, 20% or 30%. This option allows the 8207 to 
compensate for reduced clock frequencies. Note 
that an additional 5% interval shortening is built-in in 
all refresh interval options to compensate for clock 
variations and non-immediate response to the inter- 
nally generated refresh request. (See Refresh Period 
Options) 


External Refresh Requests after RESET 

External refresh requests are not recognized by the 
8207 until after it is finished programming and pre- 
paring memory for access. Memory preparation in- 
cludes 8 RAM cycles to prepare and ensure proper 
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Figure 6. Interface to 8206CRCT Input When Port 
A Receives AACK and Port B Receives 
XACK 


dynamic RAM operation, and memory initialization if 
error correction is used. Many dynamic RAMs re- 
quire this warm-up period for proper operation. The 
time it takes for the 8207 to recognize a request is 
shown below. 

eq. 2 Non-ECC Systems: Tresp = Tprog 
Tprep 

eq. 3 where: Tprog = (66) (T CLC l) which is 
programming time 

eq. 4 Tprep = (8) (32) (J CLCL ) which is 

the RAM warm-up time 

if T clcl = 125 ns then T RESp - 41 us 

eq. 5 ECC Systems: Tresp = Tprog + Tprep + 
Tinit 

if T clcl = 125 ns then T RESp ~ 1 sec 

RESET 

RESET is an asynchronous input, the falling edge of 
which is used by the 8207 to directly sample to logic 
levels of the PCTLA, PCTLB, RFRQ, and PDI inputs. 
The internally synchronized falling edge of RESET is 
used to begin programming operations (shifting in the 
contents of the external shift register into the PDI input). 


Until programming is complete the 8207 registers 
but does not respond to command or status inputs. A 
simple means of preventing commands or status 
from occurring during this period is to differentiate 
the system reset pulse to obtain a smaller reset pulse 
for the 8207. The total time of the reset pulse and the 
8207 programming time must be less than the time 
before the first command in systems that alter the 
default port synchronization programming bits 
(default is Port A synchronous, Port B asynchro- 
nous). Differentiated reset is unnecessary when the 
default port synchronization programming is used. 


The differentiated reset pulse would be shorter than 
the system reset pulse by at least the programming 
period required by the 8207. The differentiated reset 
pulse first resets the 8207, and system reset would 
reset the rest of the system. While the rest of the 
system is still in reset, the 8207 completes its pro- 
gramming. Figure 7 illustrates a pircuit to ac- 
complish this task. 

Within four clocks after RESET goes active, all the 8207 
outputs will go high, except for PSEN, WE, and AOO-2, 
which will go low. 


OPERATIONAL DESCRIPTION 
Programming the 8207 

The 8207 is programmed after reset. On the falling 
edge of RESET, the logic states of several input pins 
are latched internally. The falling edge of RESET 
actually performs the latching, which means that the 
logic levels on these inputs must be stable prior to 
that time. The inputs whose logic levels are latched at 
the end of reset are the PCTLA, PCTLB, REFRQ, and 
PDI pins. Figure 8 shows the necessary timing for 
programming the 8207. 


SYSTEM 



t 1 PROGRAMMING TIME OF 8207 



NOTES: 

(^Required only when the port synchroniza- 
tion options (SA & SB) are altered from 
their initial default values. 

( 2 )V C c must be stable before system reset 
is activated when using this circuit. 


Figure 7. 8207 Differentiated Reset Circuit 


5-61 


210463-004 





inter 


8207 


■UOiDMAIfilY 


we/ - 

PCLK 

T L€M P~*"* . 

«ZDC 


LrLTLru 

zd«H 


T - 








-© 


. *~® ~ 

Jr — \ / — \ r 


DC 


NOTES: 

TRTVCL — Reset is an asynchronous input, if reset occurs before T,, then it is 
guaranteed to be recognized. 

TPGVCL — Minimum PD.I valid time prior to reset going low. 

TCLPC — MUX/PCLK delay. 

TLOAD — Asynchronous load data propagation delay. 


Figure 8. Timing Illustrating External Shift Register Requirements for Programming the 8207 


Status/Command Mode 

The twp processor ports of the 8207 are configured 
by the states of the PCTLA and PCTLB pins. Which 
interface is selected depends on the state of the 
individual port’s PCTL pin at the end of reset. If PCTL 
is high at the end of the reset, the 8086 Status inter- 
face is selected; if it is low, then the Command inter- 
face is selected. 

The status lines of the 80286 are similar in code and 
timing to the Multibus command lines, while the status 
code and timing of the 8076 and 8088 are identical to 
those of the 801 86 and 801 88 (ignoring the differences 
in clock duty cycle). Thus there exists two interface con- 
figurations, one for the 80286 status or Multibus 
memory commands, which is called the Command in- 
terface, and one for 8086, 8088, 801 86 or 801 88 status, 
called the 8086 Status interface. The Command inter- 
face can also directly interface to the command lines 
of the bus controllers for the 8086, 8088, 80186 and 
the 80286. 

The 8086 Status interface allows direct decoding of 
the status of the iAPX 86, iAPX 88, iAPX 186 and the 
iAPX 188. Table 3 shows how the status lines are 
decoded. While in the Command mode the iAPX 286 
status can be directly decoded. Microprocessor 
bus controller read or write commands or Multibus 
commands can also be directed to the 8207 when in 
Command mode. 

Refresh Options 

Immediately after system reset, the state of the 
REFRQ input pin is examined. If REFRQ is high, the 
8207 provides the user with the choice between self- 
refresh or user-generated refresh with failsafe pro- 
tection. Failsafe protection guarantees that if the 


Table 3A. Status Coding of 8086, 80186 and 80286 


Status Code 

Function 

52 

5i 

so 

8086/80186 

80286 

0 

0 

0 

INTERRUPT 

INTERRUPT. 

0 

0 

1 

I/O READ 

I/O READ 

0 

1 

0 

I/O WRITE 

I/O WRITE 

0 

1 

1 

HALT 

IDLE 

1 

0 

0 

INSTRUCTION 

FETCH 

HALT 

1 

0 

1 

MEMORY READ 

MEMORY READ 

1 

1 

0 

MEMORY WRITE 

MEMORY WRITE 

1 

1 

1 

IDLE 

IDLE 


Table 3B. 8207 Response 


8207 

Command 

Function 

PCTL 

RD 

WR 

8086/80186 

Status 

Interface 

80286 Status or 
Command 
Interface 

0 

0 

0 

IGNORE 

IGNORE* 

0 

0 

1 

IGNORE 

READ 

0 

1 

0 

IGNORE 

WRITE 

0 

1 

1 

IGNORE 

IGNORE* 

1 

0 

0 

READ 

IGNORE 

1 

0 

1 

READ 

INHIBIT 

1 

1 

0 

WRITE 

INHIBIT 

1 

1 

1 

IGNORE 

IGNORE 


‘Illegal with CFS=0 
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user does not come back with another refresh re- 
quest before the internal refresh interval counter 
times out, a refresh request will be automatically 
generated. If the REFRQ pin is low immediately after 
a reset, then the user has the choice of a single 
external refresh cycle without failsafe, burst refresh 
or no refresh. 


Internal Refresh Only 

For the 8207 to generate internal refresh requests, it 
is necessary only to strap the REFRQ input pin high. 

External Refresh with Failsafe 

To allow user-generated refresh requests with fail- 
safe protection, it is necessary to hold the REFRQ 
input high until after reset. Thereafter, a low-to-high 
transition on this inptit causes a refresh request to be 
generated and the internal refresh interval counter 
to be reset. A high-to-low transition has no effect on 
the 8207. A refresh request is not recognized until a 
previous request has been serviced. 

External Refresh without Failsafe 

To generate single external refresh requests without 
failsafe protection, it is necessary to hold REFRQ low 
until after reset. Thereafter, bringing REFRQ high for 
one clock period causes a refresh request to be 
generated. A refresh request is not recognized until a 
previous request has been serviced. 


Burst Refresh 

Burst refresh is implemented through the same pro- 
cedure as a single external refresh without failsafe (i.e., 
REFRQ is kept low until after reset). Thereafter, bring- 
ing REFRQ high for at least two clock periods causes 
a burst of up to 128 row address locations to be 
refreshed. 

In ECC-configured systems, 128 locations are scrubbed. 
Any refresh request is not recognized until a previous 
request has been serviced (i.e., burst completed). 

No Refresh 

It is necessary to hold REFRQ low until after reset. 
This is the same as programming External Refresh 
without Failsafe. No refresh is accomplished by 
keeping REFRQ low. 


Option Program Data Word 

The program data word consists of 16 program data 
bits, PDO — PD15. If the first program data bit PDO is 
set to logic 1 , the 8207 is configured to support ECC. 
If it is logic 0, the 8207 is configured to support a non- 
ECC system. The remaining bits, PDI — PD15, may 
then be programmed to optimize a selected configura- 
tion. Figures 9 and 10 show the Program words for non- 
ECC and ECC operation. 


Using an External Shift Register 

The 8207 may be configured to use an external shift 
register with asynchronous load capability such as a 
74LS165. The reset pulse serves to parallel load the 
shift register and the 8207 supplies the clocking sig- 
nal to shift the data in. Figure 11 shows a sample 
circuit diagram of an external shift register circuit. 

Serial data is shifted into the 8207 via the PDI pin (57), 
and clock is provided by the MUX/PCLK pin (12), which 
generates a total of 16 clpck pulses. After program- 
ming is complete, data appearing at the input of the 
PDI pin is ignored. MUX/PCLK is a dual-function pin. 
During programming, it serves to clock the external shift 
register, and after programming is completed, it reverts 
to a MUX control pin. As the pin changes state to select 
different port addresses, it continues to clock the shift 
register. This does not present a problem because data 
at the PDI pin is ignored after programming. Figure 8 
illustrates the timing requirements of the shift register 
circuitry. 

ECC Mode (ECC Program Bit) 

The state of PDI (Program Data In) pin at reset deter- 
mines whether the system is an ECC or non-ECC 
configuration. It is used internally by the 8207 to 
begin configuring timing circuits, even before pro- 
gramming is completely finished. The 8207 then 
begins programming the rest of the options. 


Default Programming Options 

After reset, the 8207 serially shifts in a program data 
word via the PDI pin. This pin may be strapped either 
high or low, or connected to an external shift register. 
Strapping PDI high causes the 8207 to default to a 
particular system configuration with error correc- 
tion, and strapping it low causes the 8207 to default 
to a particular system configuration without error 
correction. Table 4 shows the default configurations. 
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PROGRAM 
DATA BIT 

NAME 

POLARITY/FUNCTION 

PD0 

ECC 

ECC=0 FOR NON-ECC MODE 

PDl 

SA 

SA=0 PORT A IS SYNCHRONOUS 
SA=1 PORT A IS ASYNCHRONOUS 

PD2 

SB 

SB=0 PORT B IS ASYNCHRONOUS 
SB=1 PORT B IS SYNCHRONOUS 

PD3 

CFS 

CFS =0 FAST-CYCLE iAPX 286 MODE 
CFS =1 SLOW-CYCLE iAPX 86 MODE 

PD4 

RFS 

RFS=0 FAST RAM 
RFS=1 SLOW RAM 

PD5 

RBO 

RAM BANK OCCUPANCY 

PD6 

RBI 

SEE TABLE 2 

PD7 

cn 

COUNT INTERVAL BIT 1; SEE TABLE 6 

PD8 

CIO 

COUNT INTERVAL BIT 0; SEE TABLE 6 

PD9 

PLS 

PLS=0 LONG REFRESH PERIOD 
[ PLS=1 SHORT REFRESH PERIOD 

PD10 

EXT 

^ EXT =0 NOT EXTENDED 

EXT =1 EXTENDED 

PD11 

FFS 

FFS=0 FAST CPU FREQUENCY 
FFS=1 SLOW CPU FREQUENOY 

PDl 2 

PPR 

PPR=0 MOST RECENTLY USED PORT 


PRIORITY 

PPR =1 PORT A PREFERRED 
PRIORITY 

TM1 =0 TEST MODE 1 OFF 
TM1 =1 TEST MODE 1 ENABLED 

RESERVED MUST BE ZERO 
RESERVED MUST BE ZERO 


Figure 9. Non-ECC Mode Program Data Word 


TM2 RBI RBO PPR FFS EXT PLS CIO CI1 XB )& RFS CFS SB SA 1 


PROGRAM 
DATA BIT 

NAME 

POLARITY/FUNCTION 

PD0 

ECC 

ECC=1 ECC MODE 

PDl 

SA 

SA =0 PORT A ASYNCHRONOUS 
SA=1 PORT A SYNCHRONOUS 

PD2 

SB 

SB =0 PORT B SYNCHRONOUS 
SB=1 PORT B ASYNCHRONOUS 

PD3 

CFS 

CFS =0 SLOW-CYCLE iAPX 86 MODE 
CFS =1 FAST-CYCLE iAPX 286 MODE 

PD4 

RFS 

RFS=0 SLOW RAM 
RFS=1 FAST RAM 

PD5 

XA 

XA=0 MULTIBUS-COMPATIBLE 


_ ACKA 

XA=1 ADVANCED ACKA NOT 
MULTIBUS-COMPATIBLE 

XB=0 ADVANCED ACKB NOT 
MULTIBUS COMPATIBLE 
XB=1 MULTIBUS-COMPATIBLE 

ACKB 

COUNT INTERVAL BIT SEE TABLE 6 
COUNT INTERVAL BIT 0; SEE TABLE 6 
PLS=0 SHORT REFRESH PERIOD 
PLS=1 LONG REFRESH PERIOD 
EXT=0 MASTER AND SLAVE EDCU 

EXT =1 MASTER EDCU ONLY 

FFS = 0 SLOW CPU FREQUENCY 
FFS = 1 FAST CPU FREQUENCY 
PPR =0 PORTA PREFERRED 
PRIORITY 

PPR = 1 MOST RECENTLY USED PORT 
PRIORITY 

RAM BANK OCCUPANCY 

SEE TABLE 2 

TM2=0 TEST MODE 2 ENABLED 
TM2-1 TEST MODE 2 OFF 


Figure 10. ECC Mode Program Data Word 
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Figure 11. External Shift Register Interface 


Table 4A. 

Default Non-ECC Programming, PDI Pin (57) 
Tied to Ground. 


Port A is Synchronous (EAACKA and XACKA) 

Port B is Asynchronous (LAACKB and XACKB) 
Fast-cycle Processor Interface (iAPX 286) 

Fast RAM 

7 

Refresh Interval uses 236 clocks 

128 Row refresh in 2 ms; 256 Row refresh in 4 ms 

Fast Processor Clock Frequency (16 MHz) 

“Most Recently Used” Priority Scheme 

4 RAM banks occupied 


Table 4B. 

Default ECC Programming, PDI Pin (57) 
Tied to V C c- 


Port A is Synchronous 

Port B is Asynchronous 

Fast-cycle Processor Interface (iAPX 286) 

Fast RAM 

Port A has EAACKA strobe (non-multibus) 

Port B has XACKB strobe (multibus) 

Refresh interval uses 236 clocks 

128 Row refresh in 2 ms; 256 Row refresh in 4 ms 

Master EDCU only (16-bit system) 

Fast Processor Clock Frequency (16 MHz) 

“Most Recently Used” Priority Scheme 

4 RAM banks occupied 


If further system flexibility is needed, one or two 
external shift registers can be used to tailor the 8207 
to its operating environment. 


Synchronous/Asynchronous Mode 
(SA and SB Program Bits) 

Each port of the 8207 may be independently config- 
ured to accept synchronous or asynchronous port 
commands (RD, WR, PCTL) and Port Enable (PE) via 
the program bits SA and SB. The state of the SA and 
SB programming bits determine whether their asso- 
ciated ports are synchronous or asynchronous. 

While a port may be configured with either the Status 
or Command interface in the synchronous mode, 
certain restrictions exist in the asynchronous mode. An 
asynchronous Command interface using the control 
lines of the Multibus is supported, and an asynchronous 
8086 interface using the control lines of the 8086 is 
supported, with the use of TTL gates as illustrated in 
Figure 2. In the 8086 case, the TTL gates are needed 
to guarantee that status does not appear at the 8207’s 
inputs too much before address, so that a cycle would 
start before address was valid. 

Microprocessor Clock Frequency Option 
(CFS and FFS Program Bits) 

The 8207 can be programmed to interface with slow- 
cycle microprocessors like the 8086, 8088, 80188 and 
80186 or fast-cycle microprocessors like the 80286. The 
CFS bit configures the microprocessor interface to 
accept slow or fast cycle signals from either micro- 
processor group. 

The FFS bit is used to select the speed of the micro- 
processor clock. Table 5 shows the various micro- 
processor clock frequency options that can be 
programmed. 


Table 5. 

Microprocessor Clock Frequency Options 


Program Bits 

Processor 

Clock 

Frequency 

CFS 

FFS 

0 

0 

iAPX 86, 
88, 186, 188 

6 MHz 

0 

1 

iAPX 86, 
88, 186, 188 

8 MHz 

1 

0 

iAPX 286 

12MHz 

1 

1 

iAPX 286 

16 MHz 
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The external clock frequency must be programmed 
so that the failsafe refresh repetition circuitry can 
adjust its internal timing accordingly to produce a 
refresh request as programmed. 

RAM Speed Option (RFS Program Bit) 

The RAM Speed programming option determines 
whether RAM timing will be optimized for a fast or 
slow RAM. Whether a RAM is fast or slow is mea- 
sured relative to the 2118-10 (Fast) or the 2118-15 
(Slow) RAM specifications. 

Refresh Period Options 
(CIO, CM, and PLS Program Bits) 

The 8207 refreshes with either 128 rows every 2 mil- 
liseconds or 256 rows every 4 milliseconds. This 
translates to one refresh cycle being executed ap- 
proximately once every 15.6 microseconds. This rate 
can be changed to 256 rows every 2 milliseconds or a 
refresh approximately once every 7.8 microseconds 
via the Period Long/Short, program bit PLS, pro- 
gramming option. The 7.8 microsecond refresh re- 
quest rate is intended for those RAMs, 64K and 
above, which may require a faster refresh rate. 

In addition to PLS program option, two other pro- 
gramming bits for refresh exist: Count Interval 0 (CIO) 
and Count Interval 1 (C11). These two programming 
bits allow the rate at which refresh requests are 
generated to be increased in order to permit refresh 
requests to be generated close to the same 15.6 or 
7.8 microsecond period when the 8207 is operating 


at reduced frequencies. The interval between re- 
freshes is decreased by 0%, 10%, 20%, or 30% as a 
function of how the count interval bits are program- 
med. A 5% guardband is built-in to allow for any 
clock frequency variations. Table 6 shows the refresh 
period options available. 

The numbers tabulated under Count Interval represent 
the number of clock periods between internal refresh 
requests. The percentages in parentheses represent 
the decrease in the interval between refresh requests. 
Note that all intervals have a built-in 5% (approximate- 
ly) safety factor to compensate for minor clock frequen- 
cy deviations and non-immediate response to internal 
refresh requests. 

Extend Option (EXT Program Bit) 

The Extend option lengthens the memory cycle to 
allow longer access time which may be required by 
the system. Extend alters the RAM timing to compen- 
sate for increased loading on the Row and Column 
Address Strobes; and in the multiplexed Address 
Out lines. 

Port Priority Option and Arbitration 
(PPR Program Bit) 

The 8207 has to internally arbitrate among three 
ports: Port A, Port B and Port C — the refresh port. 
Port C is an internal port dedicated to servicing 
refresh requests, whether they are generated inter- 
nally by the refresh inverval counter, or externally by 
the user. Two arbitration approaches are available via 


Table 6. Refresh Count Interval Table 


Ref. 

Period 

( M S) 

CFS 

PLS 

FFS 

Count Interval 
CI1,CI0 

(8207 Clock Periods) 

00 

(0%) 

01 

(10%) 

10 

(20%) 

11 

(30%) 

15.6 

1 

1 

1 

236 

212 

188 

164 

7.8 

1 

0 

1 

118 

106 

94 

82 

15.6 

1 

1 

0 

148 

132 

116 

100 

7.8 

1 

0 

0 

74 

66 

58 

50 

15.6 

0 

1 

1 

118 

106 

94 

82 

7.8 

0 

0 

1 

59 

53 

47 

41 

15.6 

0 

1 

0 

74 

66 * 

58 

50 

7.8 

0 

0 

o 

37 

33 

29 

25 
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the Port Priority programming option, program bit 
PPR. PPR determines whether the most recently 
used port will remain selected (PPR = 1) or whether 
Port A will be favored or preferred over Port B 
(PPR = 0). 

A port is selected if the arbiter has given the selected 
port direct access to the timing generators. The 
front-end logic, which includes the arbiter, is de- 
signed to operate in parallel with the selected port. 
Thus a request on the selected port is serviced imme- 
diately. In contrast, an unselected port only has ac- 
cess to the timing generators through the front-end 
logic. Before a RAM cycle can start for an unselected 
port, that port must first become selected (i.e., the 
MUX output now gates that port’s address into the 
8207 in the case of Port A of B). Also, in order to allow 
its address to stabilize, a newly selected port’s first 
RAM cycle is started by the front-end logic. There- 
fore, the selected port has direct access to the timing 
generators. What all this means is that a request on a 
selected port is started immediately, while a request 
on an unselected port is started two to three clock 
periods after the request, assuming that the other 


two ports are idle. Under normal operating condi- 
tions, this arbitration time is hidden behind the RAM 
cycle of the selected port so that as soon as the 
present cycle is over a new cycle is started. Table 7 
lists the arbitration rules for both options. 


Port LOCK Function 

The LOCK function provides each port with the 
ability to obtain uninterrupted access to a critical 
region of memory and, thereby, to guarantee that the 
opposite port cannot “sneak in” and read from or 
write to the critical region prematurely. 

Only one LOCK pin is present and is multiplexed 
between the two ports as follows: when MUX is high, 
the 8207 treats the LOCK input as originating at 
PORT A, while when MUX is low, the 8207 treats 
LOCK as originating at PORT B. When the 8207 
recognizes a LOCK, the MUX output will remain 
pointed to the locking port until LOCK is deactivated. 
Refresh is not affected by LOCK and can occur dur- 
ing a locked memory cycle. 


Table 7. The Arbitration Rules for the Most Recently Used Port Priority and for 
Port A Priority Options Are As follows: 


1 . 

If only one port requests service, then that port — if not already selected — becomes selected. 

2a. 

When no service requests are pending, the last selected processor port (Port A or B) will remain selected. 
(Most Recently Used Port Priority Option) 

2b. 

When no service requests are pending, Port- A is selected whether it requests service or not. (Port A Priority 
Option) 

3. 

During reset initialization only Port C, the refresh port, is selected. 

4. 

If no processor requests are pending after reset initialization, Port A will be selected. 

5a. 

If Ports A and B simultaneously^) request service while Port C is being serviced, then the next port to be 
selected is the one which was pot selected prior to servicing Port C. (Most Recently Used Port Priority 
Option) 

5b. 

If Ports A and B simultaneously^) request service while Port C is selected, then the next port to be selected 
is Port A. (Port A Priority Option) 

6. 

If a port simultaneously requests service with the currently selected port, service is granted to the selected 
port. 

7. 

The MUX output remains in its last state whenever Port C is selected. 

8. 

If Port C and either Port A or Port B (or both) simultaneously request service, then service is granted to the 
requester whose port is already selected. If the selected port is not requesting service, then service is 
granted to Port C. 

9. 

If during the servicing of one port, the other port requests service before or simultaneously with the refresh 
port, the refresh port is selected. A new port is not selected before the presently selected port is 
deactivated. 

10. 

Activating LOCK will mask off service requests from Port B if the MUX output is high, or from Port A if the 
MUX output is low. 

* By “simultaneous” it is meant that two or more requests are valid at the clock edge at which the internal arbiter 
samples them. 
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Dual-Port Considerations 

For both ports to be operated synchronously, several 
conditions must be met. The processors must be the 
same type (Fast or Slow Cycle) as defined by Table 8 
and they must have synchronized clocks. Also when 
processor types are mixed, even though the clocks 
may be in phase, one frequency may be twice that of 
the other. So to run both ports synchronous using 
the status interface, the processors must have 
related timings (both phase and frequency). If these 
conditions cannot be met, then one port must run 
synchronous and the other asynchronous. 

Figure 3 illustrates an example of dual-port operation 
using the processors in the slow cycle group. Note the 
*.use of cross-coupled NAND gates at the MUX output 
for minimizing contention between the two latches, and 
the use of flip flops on the status lines of the asyn- 
chronous processor for delayi ng the status and thereby 
guaranteeing RAS will not be issued, even in the worst 
case, until address is valid. 

Processor Timing 

In order to run without wait states , AACK must be 
used and connected to the SRDY input of the ap- 
propriate bus controller. AACK is issued relative to a 
point within the RAM cycle and has no fixed relation- 
ship to the processor’s request. The timing is such, 
however, that the processor will run without wait states, 
barring refresh cycles, bank precharge, and RAM 
accesses from the other port. In non-ECC fast cycle, 
fast RAM, non-extended configurations (80286), AACK 
is issued on the next falling edge of the clock after the 


edge that issues RAS. In non-ECC, slow cycle, non- 
extended, or extended with fa st RAM cycle configura- 
tions (8086, 80188, 80186), AACK is issued on the 
same clock cycle that issues RA S. Fig ure 14 illustrates 
the timing relationship between AACK, the RAM cycle, 
and the processor cycle for several different situations. 

Port Enable (PE) setup time requirements depend on 
whether the associated port is configured for syn- 
chronous or asynchronous fast or slow cycle opera- 
tion. In a synchronous fast cycle configuration, PE is 
required to be setup to the same clock edge as the 
status or commands. If PE is true (low), a RAM 
cycle is started; if not, the cycle is aborted. The 
memory cycle will only begin when both valid sig- 
nals (PE and RD or WR) are recognized at a 
particular clock edge. In asynchronous operation, 
PE is required to be setup to the same clock edge 
as the internally synchronized status or commands. 
Externally, this allows the internal synchronization 
delay to be added to the status (or command)-to-PE 
delay time, thus allowing for more external decode 
time that is available in synchronous operation. 

The minimum synchronization delay is the additional 
amount that PE must be held valid. If PE* is not held 
valid for the maximum synchronization delay time, it 
is possible that PE will go invalid prior to the status or 
command being synchronized. In such a case the 8207 
aborts the cycle. If a memory cycle intended for the 
8207 is aborted, then no acknowledge (AACK or XACK) 
is issued and the processor locks up in endless wait 
states. Figure 15 illustrates the status (command) 
timing requirements for synchronous and asyn- 
chronous systems. Figures 16 and 17 show a more 
detailed hook-up of the 8207 to the 8086 and the 80286, 
respectively. 
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Figure 14. iAPX 286/8207 Synchronous-Status Timing Programmed in non-ECC Mode, CO 
Configuration (Read Cycle) 
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(A) PE SET-UP AND HOLD TIME REQUIREMENTS FOR FAST CYCLE, 
SYNCHRONOUS OPERATION (80286 CMD/STATUS) 



(B) PE TIMING REQUIREMENTS FOR FAST OR SLOW CYCLE 
ASYNCHRONOUS OPERATION 


Figure 15. 


Memory Acknowledge 
(AACK, XACK) 


In system configurations without error correction, 
two memory acknowledge signals per port are sup- 
plied by the 8 207. T hey are the Advanced Acknowl- 
edge str obe (A ACK) and the Transfer Acknowledge 
strobe (XACK). The CFS programming bit deter- 
mines for which processor AACKA and AACKB are 
optimized, either 80286 (CFS = 1) or 8086/186 (CFS 
= 0), w hile the SA and SB programming bits optim ize 
AACK for synchronous operatio n (“ea rly” AACK) or 
asynchronous operation (“late” AACK). 


Both the early and late AACK strobes are three 
clocks lo ng for CFS = 1 and two clocks long for CFS 
= 0. The XACK strobe is asserted when data is valid 
(for reads) or when data may be removed (for writes) 
and meets the Multibus requirements. XACK is 


removed asynchronously by the command going in- 
active. Since in asynchronous operat ion the 82 07 
removes read data before late AACK or XACK is 
recognized by the CPU, the user must provide for 
data latching in the system until the CPU reads the 
data. In synchronous operation, data latching is un- 
necessary since the 8207 will not remove data until 
the CPU has read it. 

In EC C-based s ystems there is one memory acknow- 
ledge (XACK or AACK) per port and a programming 
bit associated with each acknowledge. If the X pro- 
gramming bit is active, the strobe is configured as 
XACK, while if the bit is inactive, the strobe is 
configured as AACK. As in non-ECC, the SA and SB 
programming bits det ermine w hether t he AACK 
strobe is early or late (EAACK or LAACK). 

Data will always be valid a fixed time after the occur- 
rence of the advanced acknowledge. Table 9 sum- 
marizes the various transfer acknowledge options. 
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NOTE: 


*These components are not necessary when using the 80186. These functions are 
provided directly by the 80186. 


Figure 16. 8086/80186, 8207 Single Port Non-ECC Synchronous Systems 
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Figure 17. 80286 Hook-up to 8207 Non-ECC Synchronous System-Single Port. 
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Table 8. Processor Interface/ Acknowledge Summary 


CYCLE 

PROCESSOR 

REQUEST TYPE 

SYNC/ASYNC 

INTERFACE 

ACKNOWLEDGE TYPE 

FAST 

CYCLE 

CFS=1 

80286 

STATUS 

SYNC 

EAACK 

80286 

STATUS 

ASYNC 

LAACK 

80286 

COMMAND 

SYNC 

EAACK 

80286 

COMMAND 

ASYNC 

LAACK 

8086/80186 

STATUS 

ASYNC 

LAACK 

8086/80186 

COMMAND 

ASYNC 

LAACK 

MULTIBUS 

COMMAND 

ASYNC 

XACK 

SLOW 

CYCLE 

CFS=0 

8086/80186 

STATUS 

SYNC 

EAACK 

8086/80186 

STATUS 

ASYNC 

LAACK 

8086/80186 

COMMAND 

SYNC 

EAACK 

8086/80186 

COMMAND 

ASYNC 

LAACK 

MULTIBUS 

COMMAND 

ASYNC 

XACK 


Table 9. Memory Acknowledge Option Summary 



Synchronous 

Asynchronous 

XACK 

Fast Cycle 

AACK Optimized 
for Local 80286 

AACK Optimized for 
Remote 80286 

Multibus Compatible 

Slow Cycle 

AACK Optimized 
for Local 8086/186 

AACK Optimized for 
Remote 8086/186 

Multibus Compatible 


Test Modes 

Two special test modes exist in the 8207 to facilitate 
testing. Test Mode 1 (non-ECC mode) splits the 
refresh address counter into two separate counters 
and Test Mode 2 (ECC mode) presets the refresh 
address counter to a value slightly less than rollover. 

Test Mode 1 splits the address counter into two, and 
increments both counters simultaneously with each 
refresh address update. By generating external 
refresh requests, the tester is able to check for 
proper operation of both counters. Once proper indi- 
vidual counter operation has been established, the 
8207 must be returned to normal mode and a second 
test performed to check that the carry from the first 
counter increments the second counter. The outputs 
of the counters are presented-on the address out bus 
with the same timing as the row and column ad- 
dresses of a normal scrubbing operation. During 
Test Mode 1, memory initialization is inhibited, since 
the 8207, by definition, is in non-ECC mode. 

Test Mode 2 sets the internal refresh counter to a 
value slightly less than rollover. During functional 
testing other than that covered in Test Mode 1 , the 


8207 will normally be set in Test Mode 2. Test Mode 2 
eliminates memory initialization in ECC mode. This 
allows quick examination of the circuitry which 
brings the 8207 out of memory initialization and into 
normal operation. 

General System Considerations 

The RASq- 3 , CASq- 3 , AOq- 8, output buffers were 
designed to directly drive the heavy capacitive loads 
associated with dynamic RAM arrays. To keep the RAM 
driver outputs from ringing excessively in the system 
environment and causing noise in other output pins it is 
necessary to match the output impedance of the RAM 
output buffers with the RAM array by using series 
resistors and to add series resistors to other control 
outputs for noise reduction if necessary. Each applica- 
tion may have different impedance characteristics and 
may require different series resistance values. The 
series resistance values should be determined for each 
application. In non-ECC systems unused ECC input 
pins should be tied high or low to improve noise 
immunity. 

The 8207 is packaged in a 68-pin, leadless JEDEC type 
A hermetic chip carrier. 
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NOTE: 

8207 is packaged in a 68 pin JEDEC 


Type A hermetic leadless chip carrier. 


Figure 19. 8207 Pinout Diagram 
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A.C. CHARACTERISTICS 

(T a =0°C to 70°C; V cc = +5V±5%, V ss OV) 

Measurements made with respect to RAS 0 . 3 , CAS 0 . 3 , AO 0 . 8 , are a +2.4V and 0.8V. All other pins are 
measured at 2.0V and 0.8V. All times are nsec unless otherwise indicated. Testing done with specified 
test load. 


CLOCK AND PROGRAMMING 


Ref. 

Symbol 

Parameter 

8207-16, -8 
(FFS=1) 

- 8207-12, -6 
(FFS=0) 

Units 

Notes 

Min. 

Max. 

Min. 

Max. 

- 

tF 

Clock Fall Time 


10 


10 

ns 

3 

- 

tR 

Clock Rise Time 


10 


10 

ns 

3 

1 

TCLCL 

Clock Period 8207-16 

62.5 

200 



ns 

1 



8207-12 



83.3 

200 

ns 

1 



8207-8 

125 

500 



ns 

2 



8207-6 



167 

500 

hs 

2 

2 

TCL 

Clock Low Time 8207-16 

15 

180 



ns 

1 



8207-12 



20 

180 

ns 

1 



8207-8 

TCLCL/2-12 




ns 

2 



8207-6 



TCLCL/2-12 


ns 

2 

3 

TCH 

Clock High Time 8207-16 

20 

180 



ns 

1 



8207-12 



25 

180 

ns 

1 



8207-8 

TCLCL/3-3 




ns 

2 



8207-6 



TCLCL/3-3 


ns 

2 

4 

TRTVCL 

Reset to CLKI Setup 

40 


55 


ns 

4 

5 

TRTH 

Reset Pulse Width 

4 TCLCL 


4 TCLCL 


ns 


6 

TPGVRTL 

PCTL, PDI, RFRQ to RESET 1 









Setup 

125 


167 


ns 

5 

7 

TRTLPGX 

PCTL, RFRQ to RESET! Hold 

10 


10 


ns 


8 

TCLPC 

PCLK from CLK! Delay 


45 


55 

ns 


9 

TPDVCL 

PDin to CLKI Setup 

60 


85 


ns 


10 

TCLPDX 

PDin to CLK! Hold 

40 


55 


ns 

6 
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ABSOLUTE MAXIMUM RATINGS 


Ambient Temperature NOTICE: Stress above those listed under " Absolute 

Under Bias —0° C to +70° C Maximum Ratings” may cause permanent damage 

Storage Temperature -65°C to +150°C to the device. This is a stress rating only and 

Voltage On Any Pin With * functional operation of the device at these or any 

Respect to Ground — .5Vto+7V other conditions above those indicated in the 

Power Dissipation 2.5 Watts operational sections of this specification is not 

implied. Exposure to absolute maximum rating 
conditions for extended periods may affect device 
reliability. 


D.C. CHARACTERISTICS 


T a = 0°C to 70°C; V CC =5.0V ±5%; V SS =GND 


Symbol 

Parameter 

Min. 

Max. 

Units 

Comments 

V,L 

Input Low Voltage 

-0.5 

+0.8 

V 


V| H 

Input High Voltage 

2.0 

V cc + 0.5 

V 


VoL 

Output Low Voltage 


0.45 

V 

Note 1 

VoH 

Output High Voltage 

2.4 


V 

Note 1 

Vrol 

RAM Output 
Low Voltage 


0.45 

V 

Note 1 

Vroh 

RAM Output 
High Voltage 


MSB 

V 


Ice 

Supply Current 


455 

mA 

■SHI 

Ili 

Input Leakage Current 


+10 

pA 

0V ^ Vin < Vcc 

Vcl 

Clock Input 
Low Voltage 

-0.5 

+0.6 

V 


VcH 

Clock Input 
High Voltage 

3.8 

Vcc + 0.5 

V 


ClN 

Input Capacitance 


20 

PF 

fc = 1 MHz 


NOTE 1: 


I ol =5 mA, and Ioh = -0.2 mA (Typically Iql =10 mA and Ioh = -0.88 mA.) 


WE: l 0L =8mA 


A.C. Testing Load Circuit 



A.C. Testing Input, Output Waveform 



A.C. Testing inputs (except clock) are driven at 
2.4V for a logic “1” and 0.45V for a logic “0” 
(clock is driven at 4.0V and 0.45V for logic “1” 
and “0” respectively). Timing measurements are 
made at 2.0V, 2.4V for logic “1” and 0.8 V for logic 
“ 0 ” 


r 
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A.C. CHARACTERISTICS (Continued) 

RAM WARM-UP AND INITIALIZATION 

| 64 | TCLWZL | WZ from CLK+ Delay | | 40 | | 55 | ns | 7 


SYNCHRONOUS jiP PORT INTERFACE 


11 

TPEVCL 

PE to CLKi Setup 

30 


40 



2 

12 

TKVCL 

RD, WR, PE, PCTL to CLKI Setup 

20 


25 


ns 

1 

13 

TCLKX 

RD, WR, PE, PCTL to CLK* Hold 

0 


0 


ns 


14 

TKVCH 

RD, WR, PCTL to CLKt Setup 

20 


30 


ns 

2 


ASYNCHRONOUS *iP PORT INTERFACE 


15 

TRWVCL 

RD, WR to CLKI Setup 

20 


30 


ns 

8,9 

16 

TRWL 

RD, WR Pulse Width 

2TCLCL+30 


2TCLCL+40 


ns 


17 

TRWLPEV 

PE from RD, WR* Delay CFS =1 


TCLCL-20 


TCLCL-30 

ns 

1 



CFS = 0 


TCLCL-30 


TCLCL-40 

ns 

2 

18 

TRWLPEX 

PEto RD, WR4 Hold 

2TCLCL + 30 


2TCLCL+40 


ns 


19 

TRWLPTV 

PCTL from RD, WRI Delay 


TCLCL-30 


TCLCL-40 

ns 

2 

20 

TRWLPTX 

PCTL to RD, WRI Hold 

2TCLCL + 30 


2TCLCL+40 , 


ns 

2 

21 

TRWLPTV 

PCTL from RD, WRI Delay 


2TCLCL-20 


2TCLCL-30 

ns 

1 

22 

TRWLPTX 

PCTL to RD, WR* Hold 

3TCLCL + 30 


3TCLCL+40 


ns 

1 
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A.C. CHARACTERISTICS (Continued) 

RAM INTERFACE 


Ref. 

Symbol 

Parameter 

8207-16, -8 
(FFS=1) 

8207-12, -6 
(FFS=0) 

Units 

Notes 

Min. 

Max. 

Min. 

Max. 

23 

TAVCL 

AL, AH, BS to CLKl Setup 

' 35+tASR 


45 + tASR 


ns 

10 

24 

TCLAX 

AL, AH, BS to CLKl Hold 

0 


0 


ns 


25 

TCLLN 

LEN from CLKl Delay 


35 


45 

ns 


26 

TCLRSL 

RASI from CLKl Delay 


35 


45 

ns 


27 

TRCD 

RAS to CAS Delay CFS=1 

TCLCL-25 


TCLCL-30 


ns 

1, 14 ' 



CFS=0 

TCLCL/2-25 


TCLCL/2-30 


ns 

11, 14 



CFS=0 

75 


70 


ns 

12, 14 

28 

TCLRSH 

RASt from CLKl Delay 


50 


60 

ns 


29 

TRAH 

CFS=1 

TCLCL/2-10 


TCLCL/2-15 


ns 

1, 13, 15 



CFS=0 

TCLCL/4-10 


TCLCL/4-15 


ns 

11, 15 



N CFS=0 

40 


$5 


ns 

12, 15 

30 

TASR 

Row A0 to CAS Hold\ 






10, 18 

31 

TASC 

Column A0 to CASI Setup CFS=1 

0 


5 


ns 

13', 19, 20 



CFS = 0 

5 


5 


ns 

13, 19, 20 

32 

TCAH 

Column A0 to CAS Hold 

(See DRAM Interface Tables) 

21 

33 

TCLCSL 

CASI from CLKl Delay 

TCLCL/4 

TCLCL/1.8 

TCLCL/4 

TCLCL/1.8 

ns 

11 




+ 30 

+53 

+30 

+ 72 

ns 

12 

34 

TCLCSL 

CASI from CLKl Delay 


35 


40 

ns 

1 

35 

TCLCSH 

CASt from CLKl Delay 


50 


60 

ns 


36 

TCLW 

WE from CLKl Delay 


35 


45 

ns 


37 

TCLTKL 

XACKI from CLKl Delay 


35 


45 

ns 


38 

TRWLTKH 

XACKt from RDt, WRt Delay 


50 


55 

ns 


39 

TCLAKL 

AACKI from CLKl Delay 


35 


45 

ns 


40 

TCLAKH 

AACKt from CLKl Delay 


50 


60 

ns 


41 

TCLDL 

DBM from CLKl Delay 


35 


45 

ns 



ECC INTERFACE 


42 

TWRLFV 

FWR from WRI Delay CFS=1 

CFS = 0 


2TCLCL-40 

TCLCL+ 

TCL-40 


2TCLCL-50 

TCLCL+ 

TCL-65 

ns 

ns 

1, 22 
2, 22 

43 

TFVCL 

FWR to CLKl Setup 

40 


50 


ns 

23 

44 

TCLFX 

FWR to CLKl Hold 

0 


0 


ns 

24 

45 

TEVCL 

ERROR to CLKl Setup 

20 


25 


ns 

25, 26 

46 

TCLEX 

ERROR to CLKl Hold 

0 


0 


ns 


47 

TCLRL 

R/W from CLKl Delay 


40 


45 

ns 


48 

TCLRH 

R/W from CLKl Delay 


50 


60 

ns 


49 

TCEVCL 

CE to CLKl Setup 

20 


25 


ns 

25, 27 

50 

TCLCEX 

CE to CLKl Hold 

0 


0 


ns 


51 

TCLES 

ESTB from CLKl Delay 


35 


45 , 

ns 
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A.C. CHARACTERISTICS (Continued) 

PORT SWITCHING AND LOCK 


Ref. 

Symbol 

Parameter 

8207-16, -8 
(FFS=1) 

8207-12, -6 
(FFS = 0) 

Units 

Notes 

Min. 

Max. 

Min. 

Max. 

52 

TCLMV 

MUX from CLK* Delay 


45 


55 

ns 


53 

TCLPNV 

PSEN from CLK* Delay 

TCL 

60 

TCL 

60 

ns 

28 




TCL 

TCL+35 

TCL 

TCL+35 

ns 

29 

54 

TCLPSV 

PSELfrom CLK* 


35 


45 

ns 


55 

TLKVCL 

LOCK to CLK* Setup 

30 


40 


ns 

30, 31 

56 

TCLLKX 

LOCK to CLK* Hold 

10 


10 


ns 

30, 31 

57 

TRWLLKV 

LOCK from RD*, WR* Delay 


2TCLCL-30 


2TCLCL-40 

ns 

31, 32 

58 

TRWHLKX 

LOCK to RDt, WRt Hold 

3TCLCL+30 


3TCLCL+40 


ns 

31, 32 


REFRESH REQUEST 


59 

TRFVCL 

RFRQ to CLK* Setup 

20 


25 

/ 

ns 


60 

TCLRFX 

RFRQ to CLK* Hold 

10 


10 


ns 


61 

TFRFH 

Failsafe RFRQ Pulse Width 

TCLCL + 30 


TCLCL +40 


ns 

33 

62 

TRFXCL 

Single RFRQ Inactive to CLK* 
Setup 

20 


30 


ns 

34 

63 

TBRFH 

Burst RFRQ Pulse Width 

2TCLCL+30 


2TCLCL+40 


ns 

33 


NOTES: 

1. Specification when programmed in the Fast Cycle processor mode (iAPX 286 mode) 

2 Specification when programmed in the Slow Cycle processor mode (iAPX 186 mode) 

3 tR and tF are referenced from the 3 5V and 1 0V levels 

4 RESET is internally synchronized to CLK Hence a set-up time is required only to guarantee its recognition at a particular clock edge 

5 The first programming bit (PDO) is also sampled by RESET going low 

6 TCLPDX is guaranteed if programming data is shifted using PCLK 

7 WZ is issued only in ECC mode 

8 TRWVCL is not required for an asynchronous command except to guarantee its recognition at a particular clock edge 

9 Valid when programmed in either Fast or Slow Cycle mode 

10 tASR is a user specified parameter and its value should be added accordingly to TAVCL 

11 When programmed in Slow Cycle mode and 125 ns < TCLCL < 200 ns 

12 When programmed in Slow Cycle mode and 200 ns < TCLCL 

13 Specification for Test Load conditions 

14 tRCD (actual) = tRCD (specification) +0 06 (AC RA g) - 0 06 (AC^ AS ) where AC = C (test load) - C (actual) in pF (These are first order approximations ) 

15 tRAH (actual) = tRAH (specification) + 0 06 (AC RA g) - 0 0S2 (AC A q) where AC = C (test load) - C (actual) in pF (These are first order approximations ) 

16 

17 

18 tASR (actual) = tASR (specification) +0 06 (AC A0 ) - 0 025 (AC RA g) where AC = C (test load) - C (actual) in pF (These are first order approximations ) 

19 tASC (actual) = tASC (specification) +0 06 (AC A q) - 0 025 (ACQ A g) where AC = C (test load) - C (actual) in pF (These are first order approximations ) 

20 tASC is a function of clock frequency and thus varies with changes in frequency A mimimum value is specified 

21 See 8207 DRAM Interface Tables 14-18 

22 TWRLFV is defined for both synchronous and asynchronous FWR In systems in which FWR is decoded directly from the address inputs to the 8207 TCLFV is 
automatically guaranteed by TCLAV 

23 FFVCL is defined for synchronous FWR _____ 

24 TCLFV is defined for both synchronous and asynchronous FWR In systems in which FWR is decoded directly from the address inputs to the 8207 
TCLFV i s automatically guaranteed by TCLAV 

25 ERROR and CE are set-up to CLK1 in fast_cycle mode and CLKt in slow cycle mode 

26 ERROR is set-up to the same edge as R/W is referenced to, in RMW cycles 

27 CE is set-up to the same edge as WE is referenced to in RMW cycles 

28 Specification when TCL < 25 ns 

29 Specification when TCL > 25 ns 

30 Synchronous operation only Must arrive by the second clock falling edge after the clock edge which recognizes the command in order to be effective 

31 LOCK must be held active for the entire period the opposite port must be locked out One clock after the release of LOCK the opposite port will be able to obtain 
access to memory 

32 Asynchronous mode only In this mode a synchronizer stage is used internally in the 8207 to synchronize up LOCK TRWLLKV and TRWHLKX are only 
required for guaranteeing that LOCK will be recognized for the requesting port, but these parameters are not required for correct 8207 operation 

33 TFRFH and TBRFH pertain to asynchronous operation only 

34 Single RFRQ cannot by supplied asynchronously 
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WAVEFORMS 

Clock and Programming Timings 




NOTES: 

1. When in non-ECC mode or in ECC mode with the TM2 programming bit on, there are no initialization cycles, 


when in ECC mode with TM2 off, the dummy cycles are fol towed by initialization cycles. 
2. The present example assumes a RAS four clocks long. 
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WAVEFORMS (Continued) 
Synchronous Port Interface 
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WAVEFORMS (Continued) 

Asynchronous Port Interface 



INTERNAL 
CYCLE REQUEST 
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WAVEFORMS (Continued) 
RAM Interface Timing 
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WAVEFORMS (Continued) 

Port Switching and Lock Timing 



Refresh Request Timing 
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WAVEFORMS (Continued) 

ECO Interface Timing 


CLOCK 0 



1. This parameter is set-up to the falling edge of clock, as shown, for fast cycle configurations. It is set-up to the 
rising edge of clock if in slow cycle configurations. Table 13A shows which clock and clock edge these 
signals are set-up in the R/W L column. 

2. CE is set-up to the same edge as WE is referenced to in RMW cycles. 
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CONFIGURATION TIMING CHARTS Tables 10 and 

11 give a description of non-ECC and 
The tinning charts that follow are based on 8 basic ECC system configurations based on the 8207’s 
system configurations where the 8207 operates. PDO, PD3, PD4, PDIOand PD11 programming bits. 

Table 10. Non-ECC System Configurations 
Non-ECC Mode: PDO-O 


Timing Conf. 

CFS(PD3) 

RFS(PD4) 

EXT(PDIO) 

FFS(PDII) 

Co 

iAPX286(0) 

FAST RAM(0) 

NOT EXT{0) 

10 MHZ(1) 

Co 

iAPX286(0) ^ 

FAST RAM(0) 

EXT(1) 

10 MHZ(1) 

Co 

iAPX286(0) 

SLOW RAM(1) 

NOT EXT(O) 

10 MHZ(1) 

Co 

iAPX286(0) 

SLOW RAM(1 ) 

EXT(1) 

10 MHZ(1) 

Co 

iAPX286(0) 

FAST RAM(0) 

NOT EXT(O) 

16 MHZ(O) 

Ci 

iAPX286(0) 

SLOW RAM(1) 

NOT EXT(O) 

16 MHZ(O) 

Ci 

iAPX286(0) 

FAST RAM(0) 

EXT(1) 

16 MHZ(O) 

C 2 

iAPX286(0) 

SLOW RAM(1) 

EXT(1) 

16 MHZ(O) 

" c 3 

iAPXI 86(1 ) 

FAST RAM(0) 

NOT EXT(O) 

8 MHZ(O) 

C 3 

iAPX186(1 ) 

SLOW RAM(1) 

NOT EXT(O) 

8 MHZ(O) 

C 3 

iAPX186(1 ) 

FAST RAM(0) 

EXT(1) 

8 MHZ(O) 

C 3 

iAPXI 86( t 1 ) 

FAST RAM(O) 

NOT EXT{0) 

5 MHZ(1) 

C 3 

iAPX186(1) 

FAST RAM(O) 

EXT(1) 

5 MHZ(1) 

C 3 

iAPX186(1) 

SLOW RAM(1 ) 

NOT EXT(O) 

5 MHZ(1) 

C 3 

|APX186(1 ) 

SLOW RAM(1) 

EXT(1) 

5 MHZ(1) 

C 4 

iAPX186(1) 

SLOW RAM(1) 

EXT(1) 

8 MHZ(O) 


Table 11. ECC System Configurations 

ECC Mode: PD0=1 


Timing Conf. 

CFS(PD3) 

RFS(PD4) 

EXT(PDIO) 

FFS(PDII) 

Co 

iAPX286(1 ) 

SLOW RAM(O) 

M/S EDCU(O) 

10 MHZ(O) 

Co 

iAPX286(1 ) 

SLOW RAM(O) 

M EDCU(1 ) 

10 MHZ(O) 

Co 

iAPX286(1) 

. FAST RAM(1) 

M/S EDCU(O) 

10 MHZ(O) 

Co 

iAPX286(1) 

FAST RAM(1) 

M EDCU(1) 

10 MHZ(O) 

Co 

iAPX286(1 ) 

FAST RAM(1) 

M EDCU(1 ) 

16 MHZ(1 ) 

C! 

iAPX286(1) 

SLOW RAM(O) 

M EDCU(1 ) 

16 MHZ(1 ) 

C 2 

iAPX286(1) 

FAST RAM(1) 

M/S EDCU(O) 

16 MHZ(1) 

C 3 

iAPX286(1) 

SLOW RAM(O) 

M/S EDCU(O) 

16 MHZ(1 ) 

C 4 

, iAPXI 86(0) 

SLOW RAM(O) 

M/S EDCU(O) 

5 MHZ(O) 

C 4 

iAPX186(0) 

FAST RAM(1) 

M/S EDCU(O) 

5 MHZ(O) 

C 4 

iAPX186(0) 

SLOW RAM(O) 

M EDCU(1 ) 

8 MHZ(1 ) 

C 4 

iAPX186(0) 

FAST RAM(1) 

M EDCU(1 ) 

8 MHZ(1) 

C 5 

iAPX186(0) 

SLOW RAM(O) 

M/S EDCU(O) 

8 MHZ(1 ) 

C 5 

iAPXI 86(0) 

FAST RAM(1) 

M/S EDCU(O) 

8 MHZ(1 ) 

Ce 

iAPX186(0) 

SLOW RAM(O) 

M EDCU(1) 

5 MHZ(O) 

C 6 

iAPX186(0) 

FAST RAM(1) 

M EDCU(1) 

5 MHZ(O) 
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Using the Timing Charts 

The notation used to indicate which clock edge 
triggers an output transition is “nt” or “ni”, where 
“n” is the number of clock periods that have passed 
since clock 0, the reference clock, and “t” refers to 
rising edge and “i to falling edge. A clock period is 
defined as the interval from a clock falling edge to 
the following falling edge. Clock edges are defined 
as shown below. 



L J 

L r»4-1 

i 

i 



’ 

■ ■ 1 

■ ■n 

i 








(n— 1)1 nt nl (n+1)t (n+1)i 


The clock edges which trigger transitions on each 
8207 output are tabulated in Table 12 for non-ECC 
mode, and Table 13 for ECC mode. “H” refers to the 
high-going transition, and “L” to low-going transi- 
tion; “V” refers to valid, and “V” to non-valid. 

Clock 0 is defined as the clock in which the 8207 
begins a memory cycle, either as a result of a port 
request which has just arrived, or of a port request 
which was stored previously but could not be 
serviced at the time of its arrival because the 8207 
was performing another memory cycle. Clock 0 may 
be identified externally by the leading edge of RAS. 
which is always triggered on Oi. 

Notes for interpreting the timing charts. 

1. PSEL - valid is given as the latest time it can 
occur. It is entirely possible for PSEL to become 
valid before the time given. In a refresh cycle, 
PSEL can switch as defined in the chart, but it 
has no bearing on the refresh cycle itself, but 
only on a subsequent cycle for one of the 
external ports. 

2. LEN - low is given as the latest time it can occur. 
LEN is only activated by port A configured in Fast 


Cycle iAPX286 mode, and thus it is not activated 
by a refresh cycle, although it may be activated 
by port A during a refresh cycle. 

3. ADDRESS - co\\ is the time column address 
becomes valid. 

4. In non -ECC mode the CAS, EAACK, LAACK and 
XACK outputs are not issued during refresh. 

5. Ip ECC mode there are really seven types of 
cycles: Read without error, read with error, full 
write, partial write without error, partial write with 
error, refresh without error, and refresh with er- 
ror. These cycles may be derived from the timing 
chart as follows: 

A. Read without error: Use row marked ‘RD, R F. 

B. Read with error: Use row m arked ‘RMW\ 
except for EAACK and LAACK, which should 
be taken from ‘RD, RF\ If the error is uncor- 
rectable, WE will not be issued. 

C. Full write: Use row marked ‘WR’. 

D. Partial write witho ut err or: Use ro w marked 
‘RMW\ except that DBM and ESTB will not be 
issued. 

E. Partial write with error : Use row marked 
‘RMW\ except that DBM will not be issued. If 
the error is uncorrectable, WE will not be 
issued. 

F. Refresh without error: Use row marked ‘RD, 
RF’, ex cept that ESTB, EAACK, LAACK, and 
XACK will not be issued. 

G. Refresh with error: Use row marked ‘RMW’ 
excep t that EAACK, LAACK, ESTB, and 
XACK will not be issued. If the error is 
uncorrectable WE will not be issued. 

6. XACK - high is reset asynchronously by command 
going inactive and not by a clock edge. 

7. MUX - valid is given as the latest time it can occur. 
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Table 12 A. Timing Chart — Non-ECC Mode 
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Table 12 B. Timing Chart — Non-ECC Mode 



COL ADDR 

EAACK 

LAACK 

XACK 

MUX 

m 

CYCLE 

V 

V 

L 

H 

L 

H 

L 
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V 

Co 

RD, RF 

Or 
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24 
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14 
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34 
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34 

WR 

-24 

24 

c 2 

RD, RF 

04 

34 

24 

sr 

34 

64 

4 r 
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Table 13 A. Timing Chart — ECC Mode 
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8207 — DRAM Interface Parameter Equations 

Several DRAM parameters, but not all, are a direct 
function of 8207 timings, and the equations for 
these parameters are given in the following tables. 
The following is a list of those DRAM parameters 
which have NOT been included in the following 
tables, with an explanation for their exclusion. 

READ, WRITE, READ-MODIFY-WRITE & 

REFRESH CYCLES 

tRAC: response parameter. 

tCAC: response parameter. 

tREF: See “Refresh Period Options” 

tCRP: must be met only if CAS-only cycles, 

which do not occur with 8207, exist. 
tRAH: See “A.C. Characteristics” 

tRCD: See “A.C. Characteristics” 

tASC: See “A.C. Characteristics” 

tASR: See “A.C. Characteristics” 

tOFF: response parameter. 

READ & REFRESH CYCLES 

tRCH: WE always goes active after CAS goes 

active, hence tRCH is guaranteed by 
tCPN. 


WRITE CYCLE 

tRC: guaranteed by tRWC. 

tRAS: guaranteed by tRRW. 

tCAS: guaranteed by tCRW. 

tWCS: WE always activated after CAS is acti- 

vated, except in memory initialization, 
hence tWCS is always negative (this is 
important for RMW only) except in mem- 
ory initialization; in memory initialization 
tWCS is positive and has several clocks of 
margin. 

tDS: system-dependent parameter. 

tDH: system-dependent parameter. 

tDHR: system-dependent parameter. 

READ-MODIFY-WRITE CYCLE 

tRWD: don’t care in 8207 write cycles, but tabu- 

lated for 8207 RMW cycles. 
tCWD: don’t care in 8207 write cycles, but tabu- 

lated for 8207 RMW cycles. 


Table 14. Non-ECC Mode - RD, RF Cycles 



Fast Cycle Configurations 

Slow Cycle Configurations 


Parameter 

Co 

Ci 

C 2 

C 3 

C 4 


tRP 

3TCLCL— T26 

4TCLCL— T26 

4TCLCL— T26 

2TCLCL— T26 

2TCLCL-T26 

1 

tCPN 

3TCLCL— T35 



2.5TCLCL— T35 

2.5TCLCL— T35 

1 


2TCLCL— T34 

3TCLCL— T34 

3TCLCL-T34 

3TCLCL— T34 

4TCLCL-T34 

1 

i 

4TCLCL— T26 

6TCLCL— T26 

6TCLCL— T26 

3TCLCL— T26 

4TCLCL-T26 

1 

tCAH 

TCLCL-T34 

2TCLCL— T34 

2TCLCL— T34 

2TCLCL-T34 

2TCLCL-T34 

1 

tAR 

2TCLCL— T26 

3TCLCL— T26 

3TCLCL— T26 



1 

tT 

3/30 

3/30 

3/30 

3/30 

3/30 

2 

tRC 

6TCLCL 

8TCLCL 

8TCLCL 

5TCLCL 

6TCLCL 

1 

tRAS 

3TCLCL— T26 

4TCLCL— T26 

4TCLCL-T26 

3TCLCL— T26 

4TCLCL-T26 

1 

tCAS 

3TCLCL-T34 

5TCLCL— T34 

5TCLCL— T34 

3TCLCL-T34 

4TCLCL-T34 

1 

tRCS 

2TCLCL— TCL 
-T36-TBUF 

2TCLCL— TCL 
-T36-TBUF 

2TCLCL— TCL 
-T36-TBUF 

1.5TCLCL— TCL 
-T36-TBUF 

1.5TCLCL— TCL 
-T36-TBUF 

1 
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Table 15. Non-ECC Mode - WR Cycle 



Fast Cycle Configurations 

Slow Cycle Configurations 


Parameter 

Co 

Ci 

c 2 

C3 

C 4 

Notes 

tRP 

3TCLCL— T26 

3TCLCL-T26 

3TCLCL— T26 

2TCLCL— T26 

2TCLCL— T26 

1 

tCPN 

4TCLCL— T35 

4TCLCL-T35 

4TCLCL— T35 

22*jX23E 

2.5TCLCL— T35 

1 

tRSH 

4TCLCL-T34 

4TCLCL— T34 

4TCLCL— T34 


4TCLCL-T34 

1 

tCSH 


5TCLCL-T26 

5TCLCL— T26 

4TCLCL— T26 

4TCLCL— T26 

1 

tCAH 

2223HE3I 

2TCLCL— T34 

2TCLCL— T34 

2TCLCL— T34 

2TCLCL— T34 

1 

tAR 

2TCLCL— T26 

3TCLCL— T26 

3TCLCL— T26 

2TCLCL— T26 

2TCLCL-T26 


tT 

3/30 

3/30 

3/30 

3/30 

3/30 

| 

m233HI 

8TCLCL 

8TCLCL 

8TCLCL 

6TCLCL 


1 


5TCLCL— T26 

5TCLCL— T26 

5TCLCL— T26 

4TCLCL— T26 

4TCLCL— T26 

1 

tCRW 

4TCLCL— T34 

4TCLCL-T34 

4TCLCL— T34 

4TCLCL— T34 

4TCLCL— T34 

1 

tWCH 

3TCLCL+TCL 

3TCLCL+TCL 

3TCLCL+TCL 

3TCLCL+TCL 

3TCLCL+TCL 

1,3 


— T34 

— T34 

— T34 

— T34 

— T34 


tWCR 

4TCLCL+TCL 

4TCLCL+TCL 

4TCLCL+TCL 

3TCLCL+TCL 

3TCLCL+TCL 

1,3 


— T26 

— T26 

— T26 

— T26 

— T26 


tWP 

2TCLCL+TCL 

2TCLCL+TCL 

2TCLCL+TCL 

2TCLCL— T36 

2TCLCL— T36 

1 


-T36-TBUF 

-T36-TBUF 

-T36-TBUF 

-TBUF 

-TBUF 


tRWL 

3TCLCL— T36 

3TCLCL— T36 

3TCLCL— T36 

3TCLCL— TCL 

3TCLCL— TCL 

' 1 


— TBUF 

-TBUF 

-TBUF 

— T36— TBUF 

— T36— TBUF 


tCWL 

3TCLCL— T36 

3TCLCL— T36 

3TCLCL— T36 

3TCLCL— TCL 

3TCLCL— TCL 

1 


-TBUF 

-TBUF 

-TBUF 

— T36— TBUF 

— T36— TBUF 
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Table 16 A. ECC Mode — RD, RF Cycles 


Parameter 

Fast Cycle Mode 

Co 

Ci 

C 2 

c 3 

Notes 

tRP 

4TCLCL— T26 

4TCLCL— T26 

4TCLCL— T26 

4TCLCL— T26 

1 

tCPN 

3TCLCL-T35 

3TCLCL-T35 

3TCLCL— T35 

3TCLCL— T35 

1 

tRSH 

3TCLCL-T34 

3TCLCL-T34 

4TCLCL— T34 

4TCLCL— T34 

1 

tCSH 

6TCLCL-T26 

6TCLCL-T26 

7TCLCL— T26 

7TCLCL— T26 

1 ’ 

tCAH 

TCLCL-T34 

2TCLCL-T34 

2TCLCL— T34 

2TCLCL— T34 

1 

tAR 

2TCLCL— T26 

3TCLCL-T26 

3TCLCL-T26 

3TCLCL-T26 

1 

tT 

3/30 

3/30 

3/30 

3/30 

2 

tRC 

8TCLCL 

8TCLCL 

9TCLCL 

9TCLCL 

1 

tRAS 

4TCLCL-T26 

4TCLCL-T26 

5TCLCL-T26 

5TCLCL-T26 

1 

tCAS 

5TCLCL— T34 

5TCLCL— T34 

6TCLCL— T34 

6TCLCL— T34 

1 

tRCS 

TCLCL-T36 
— TBUF 

TCLCL-T36 

-TBUF 

TCLCL-T36 

-TBUF 

TCLCL-T36 

-TBUF 

i 


Table 16 B. ECC Mode RD, RF Cycles 



Slow Cycle Mode 1 

Parameter 

C 4 

C 5 

Ce 

Notes 

tRP 

2TCLCL-T26 

2TCLCL— T26 

2TCLCL— T26 

1 

tCPN 

1.5TCLCL— T35 

1.5TCLCL— T35 

1.5TCLCL— T35 

1 

tRSH 

3TCLCL— T34 

3TCLCL— T34 

3TCLCL— T34 

1 

tCSH 

4TCLCL— T26 

4TCLCL— T26 

4TCLCL— T26 

1 

tCAH 

2TCLCL-T34 

2TCLCL— T34 

2TCLCL-T34 

1 

tAR 

2TCLCL— T26 

2TCLCL— T26 

2TCLCL— T26 

1 

tT 

3/30 

3/30 

3/30 

2 

tRC 

5TCLCL 

5TCLCL 

5TCLCL 

1 

tRAS 

3TCLCL-T26 

3TCLCL-T26 

3TCLCL-T26 

1 

tCAS 

4TCLCL— T34 

4TCLCL-T34 

4TCLCL-T34 

1 

tRCS 

0.5TCLCL— T36 

0.5TCLCL— T36 

0.5TCLCL— T36 

1 


-TBUF 

-TBUF 

-TBUF 
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Table 17 A. ECC Mode — WR Cycle ' 



Fast Cycle Mode 

Parameters 

Co 

Ci 

c 2 

c 3 

Notes 

tRP 

3TCLCL— T26 

3TCLCL— T26 

3TCLCL— T26 

3TCLCL-T26 

1 

tCPN 

4TCLCL-T35 

4TCLCL— T35 

4TCLCL-T35 

4TCLCL— T35 

1 

tRSH 

5TCLCL— T34 

5TCLCL— T34 

6TCLCL— T34 

6TCLCL— T34 

1 

tCSH 

6TCLCL— T26 

6TCLCL— T26 

7TCLCL— T26 

7TCLCL— T26 

1 

tCAH 

TCLCL-T34 

2TCLCL— T34 

2TCLCL-T34 

2TCLCL— T34 

1 

tAR 

2TCLCL-T26 

3TCLCL-T26 

3TCLCL— T26 

3TCLCL— T26 

*1 

tT 

3/30 

3/30 

3/30 

3/30 

2 

tRWC 

9TCLCL 

9TCLCL 

10TCLCL 

10TCLCL 

1 

tRRW 

6TCLCL-T26 

6TCLCL— T26 

7TCLCL— T26 

7TCLCL— T26 

1 

tCRW 

5TCLCL— T34 

5TCLCL— T34 

6TCLCL— T34 

6TCLCL-T34 

1 

tWCH 

5TCLCL-T34 

5TCLCL— T34 

6TCLCL— T34 

6TCLCL— T34 

1,4 

tWCR 

6TCLCL— T26 

6TCLCL— T26 

7TCLCL— T26 

7TCLCL— T26 

1, 4 

tWP 

3TCLCL-T36 

3TCLCL— T36 

3TCLCL— T36 

3TCLCL— T36 

1 


— TBUF 

-TBUF 

-TBUF 

-TBUF 


tRWL 

3TCLCL—T36 

3TCLCL— T36 

3TCLCL-T36 

3TCLCL— T36 

1 


-TBUF 

-TBUF 

-TBUF 

-TBUF 


tCWL 

3TCLCL-T36 

3TCLCL— T36 

3TCLCL-T36 

3TCLCL-T36 | 

1 


-TBUF 

-TBUF 

-TBUF 

-TBUF 
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Table 17 B. ECC Mode — WR Cycle 



Slow Cycle Mode 


Parameters 

C 4 

C5 

C 6 

Notes 

tRP 

2TCLCL— T26 

2TCLCL— T26 

2TCLCL— T26 

1 

tCPN 

2.5TCLCL-T35 

2.5TCLCL— T35 

2.5TCLCL— T35 

1 

tRSH 

5TCLCL— T34 

5TCLCL— T34 

4TCLCL— T34 

1 

tCSH 

5TCLCL— T26 

5TCLCL-T26 

4TCLCL— T26 

1 

tCAH 

2TCLCL— T34 

2TCLCL— T34 

2TCLCL-T34 

1 

tAR 

2TCLCL-T26 

2TCLCL-T26 

2TCLCL-T26 

1 

tT 

3/30 

3/30 

3/30 

2 

tRWO 

7TCLCL 

7TCLCL 

6TCLCL 

1 

tRRW 

5TCLCL— T26 

5TCLCL— T26 

4TCLCL-T26 

1 

tCRW 

5TCLCL— T34 

5TCLCL-T34 

4TCLCL— T34 

1 

tWCH 

5TCLCL— T34 

5TCLCL-T34 

4TCLCL-T34 

1,4 

tWCR 

5TCLCL— T26 

5TCLCL— T26 

4TCLCL— T26 

1,4 

tWP 

3TCLCL— TCL 
-T36-TBUF 

3TCLCL— TCL 
-T36-TBUF 

3TCLCL— TCL 
-T36-TBUF 

1 

tRWL 

3TCLCL— TCL 
-T36-TBUF 

3TCLCL— TCL 
-T36-TBUF 

3TCLCL— TCL 
-T36-TBUF 

1 

tCWL 

3TCLCL— TCL 
-T36-TBUF 

3TCLCL— TCL 
-T36-TBUF 

3TCLCL— TCL 
-T36-TBUF 

1 
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Table 18 A. ECC Mode — RMW 




Fast Cycle Mode 



Parameters 

Co 

Ci 

C 2 

c 3 

Notes 

tRP 

3TCLCL-T26 

3TCLCL— T26 

3TCLCL— T26 

3TCLCL— T26 

1 

tCPN 

4TCLCL— T35 

4TCLCL— T35 

4TCLCL— T35 

4TCLCL— T35 

1 

tRSH 

8TCLCL-T34 

8TCLCL— T34 

10TCLCL— T34 

10TCLCL— T34 

1 

tCSH 

9TCLCL-T26 

9TCLCL— T26 

11TCLCL— T26 

11TCLCL— T26 

1 

tCAH 

TCLCL-T34 

2TCLCL— T34 

2TCLCL— T34 

2TCLCL— T34 

1 

tAR 

2TCLCL-T26 

3TCLCL— T26 

3TCLCL-T26 

3TCLCL— T26 

1 

tT 

3/30 

3/30 

3/30 

3/30 

2 

tRWC 

12TCLCL 

12TCLCL 

14TCLCL 

14TCLCL 

1 

tRRW 

9TCLCL-T26 

9TCLCL— T26 

11TCLCL— T26 

11TCLCL— T26 

1 

tCRW 

8TCLCL-T34 

8TCLCL— T34 

10TCLCL— T34 

10TCLCL— T34 

1 

tRCS 

TCLCL-T36 
— TBUF 

TCLCL-T36 

-TBUF 

TCLCL-T36 

-TBUF 

TCLCL-T36 

-TBUF 

1 

tRWD 

6TCLCL— T26 

6TCLCL— T26 

8TCLCL— T26 

8TCLCL— T26 

1 

tCWD 

5TCLCL-T34 

5TCLCL— T34 

7TCLCL— T34 

7TCLCL— T34 

1 

tWP 

3TCLCL-T36 

-TBUF 

3TCLCL— T36 
-TBUF 

3TCLCL— T36 
-TBUF 

3TCLCL— T36 
-TBUF 

1 

tRWL 

3TCLCL— T36 
-TBUF 

3TCLCL— T36 
-TBUF 

3TCLCL— T36 
-TBUF 

3TCLCL— T36 
-TBUF 

1 

tCWL 

3TCLCL— T36 
-TBUF 

3TCLCL— T36 
-TBUF 

3TCLCL— T36 
-TBUF 

3TCLCL— T36 
-TBUF 

1 
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Table 18 B. ECC Mode — RMW 



Slow Cycle Mode 


Parameters 

1 C 4 

C 5 

Ce 

Notes 

tRP 

2TCLCL-T26 

2TCLCL-T26 

2TCLCL— T26 

1 

tCPN 

2.5TCLCL— T35 

2.5TCLCL— T35 

2.5TCLCL— T35 

1 

tRSH 

7TCLCL-T34 

7TCLCL-T34 

5TCLCL-T34 

1 

tCSH 

7TCLCL-T26 

7TCLCL— T26 

5TCLCL— T26 

1 

tCAH 

2TCLCL-T34 

2TCLCL-T34 

2TCLCL— T34 

1 

tAR 

2TCLCL-T26 

2TCLCL-T26 

2TCLCL— T26 

1 

tT 

3/30 

3/30 

3/30 

2 

tRWC 

9TCLCL 

9TCLCL 

7TCLCL 

1 

tRRW 

7TCLCL-T26 

7TCLCL-T26 

5TCLCL— T26 

1 

tCRW 

7TCLCL-T34 

7TCLCL-T34 

5TCLCL— T34 

1 

tRCS 

0.5TCLCL— T36 
-TBUF 

0.5TCLCL-T36 

-TBUF 

0.5TCLCL— T36 
-TBUF 

1 

tRWD 

4TCLCL+TCL 
— T26 

4TCLCL+TCL 
— T26 

2TCLCL+TCL 
— T26 

1 

tCWD 

4TCLCL+TCL 
— T34 

4TCLCL+TCL 
— T34 

2TCLCL+TCL 
— T34 

1 

tWP 

3TCLCL-TCL 

-T36-TBUF 

3TCLCL— TCL 
-T36-TBUF 

3TCLCL— TCL 
— T36— TBUF 

1 

tRWL 

3TCLCL-TCL 

-T36-TBUF 

3TCLCL— TCL 
— T36— TBUF 

3TCLCL— TCL 
— T36— TBUF 

1 

tCWL 

3TCLCL— TCL 
-T36-TBUF 

3TCLCL— TCL 
-T36-TBUF 

3TCLCL— TCL 
— T36— TBUF 

1 


NOTES: 

1. Minimum 

2. Value on right is maximum; value on left is minimum. 

3. Applies to the eight warm-up cycles during initialization only. 

4. Applies to the eight warm-up cycles and to the memory initilization 
cycles during initialization only. 

5. TP = TCLCL 
T26 = TCLRSL 
T34 = TCLCSL 
T35 = TCLCSH 
T36 = TCLW 

TBUF = TTL Buffer delay 


5-97 


210463-004 





IPKiyUOIMKY 


8208 

DYNAMIC RAM CONTROLLER 


■ 0 Wait State, 8 MHz iAPX 186/188, iAPX ■ Directly Addresses and Drives up to 

286 and IAPX 86/88 Interface 1 Megabyte without External Drivers 

■ Provides all Signals necessary to ■ Four Programmable Refresh Modes 

Control 64K (2164A) and 256K 

Dynamic RAMs ■ +5 Volt Only HMOSII Technology for 

High Performance and Low Power 

■ Supports Synchronous or 
Asynchronous 
Microprocessor Interfaces 

■ Automatic RAM Warm-up 

The Intel 8208 Dynamic RAM Controller is a high performance, systems oriented, Dynamic RAM controller 
that is designed to easily interface 64K and 256K Dynamic RAMs to Intel and other microcomputer systems. 
The 8208 is designed to easily interface to the iAPX 186, iAPX 188, iAPX 86, and the iAPX 88 by strapping 
the programming pin to logic 0. 




Figure 1. Block Diagram and Pinout Diagram 


Intel Corporation Assumes No Responsibility for the Use of Any Circuitry Other Than Circuitry Embodied in an Intel 
Product. No Other Circuit Patent Licenses are Implied, information Contained Herein Supercedes Previously Published 
Specifications On These Devices From Intel. January, 1985 

©INTEL CORPORATION, 1983. 5-98 ORDER NUMBER 230734-002 
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Table 1. Pin Description 


Symbol 

Pin 


Name and Function 

ALO 

5 

1 

ADDRESS LOW: These lower order address inputs are used to generate the row address 

AL1 

4 

1 

for the internal address multiplexer. 

AL2 

3 

1 

AL3 

2 

1 


AL4 

1 

1 


AL5 

47 

1 


AL6 

46 

1 


AL7 

45 

1 


AL8 v 

44 

1 


BS 

6 

1 

BANK SELECT: This input is used to select one of the two banks of the dynamic RAM 
array as defined by the program-bit RB. 

AOO 

7 

0 

ADDRESS OUTPUTS: These outputs are designed to provide the row and column 

A01 

8 

0 

addresses, of either the CPU or the refresh counter, to the dynamic RAM array. These 
outputs drive the dynamic RAM array directly and need no external drivers. However, 

A02 

9 

0 

A03 

A04 

A05 

10 

11 

13 

0 

o 

they typically need series resistors to match impedances. 

0 

, 

A06 

14 

0 


A07 

15 

0 


A08 

16 

0 


VSS 

12 

1 

GROUND 


17 

1 

GROUND 


22 

1 

GROUND 


36 

1 

GROUND 

RASO 

19 

0 

ROW ADDRESS STROBE: These outputs are used by the dynamic RAM array to latch 

RfiSi 

18 

0 

the row address, present on the AOO-8 pins. These outputs are selected by the BS pin 
as programmed by program-bit RB. These outputs drive the dynamic RAM array directly 




and need no external drivers. 

CASO 

21 

0 

COLUMN ADDRESS STROBE: These outputs are used by the dynamic RAM array to 

CX5i 

20 

0 

latch the column address, present on the AOO-8 pins. These outputs are selected by the 
BS pin as programmed by program-bit RB. These outputs drive the dynamic RAM array 




directly and need no external drivers. 

RESET 

23 

1 

RESET: This active high signal causes all internal counters to be reset and upon release 
of RESET, data appearing at the PDI pin is clocked-in by the PCLK output. The states 
of the PDI, PCTL and RFRQ pins are sampled by RESET going inactive and are used 




to program the 8208. An 8 cycle dynamic RAM warm-up is performed after clocking PDI 
bits into the 8208. 

we/ 

25 

0 

WRITE ENABLE/PROGRAMMING CLOCK: Immediately after a RESET this 

PCLK 



pin becomes PCLK and is used to clock serial programming data into the PDI pin. After 
the 8208 is programmed this active high signal provides the dynamic RAM array the write 




enable input for a write operation. 

VCC 

24 

1 

POWER: +5 Volts. 


48 

1 

POWER: +5 Volts. 

AACK/ 

XACR 

26 

0 

ADVANCE ACKNOWLEDGE/TRANSFER ACKNOWLEDGE: When the X programming bit 
is set to logic 0 this pin is AACK and indicates that the processor may continue process- 
ing and that data will be available when required. This signal is optimized for the system 
by programming the S program-bit for synchronous or asynchronous operation. The S 
programming bit determines whether this strobe will be early or late. If another dynamic 
RAM cycle is in progress at the time of the new request, the AACK is delayed. When the 
X programming bit is set to logic 1 this pin is XACK and indicates that data on the bus 
is valid during a read cycle or that data may be removed from the bus during a write cy- 
cle. XACK is a MULTIBUS compatible signal. 

PCTL 

27 

1 

PORT CONTROL: This pin is sampled on the falling edge of RESET. It configures the 
8208 to accept command inputs or processor status inputs. If PCTL is low after RESET 
the 8208 is programmed to accept bus command inputs. If PCTL is high after RESET 
the 8208 is programmed to accept status inputs from iAPX 86 or iAPX 186 type processors. 
The §2 status Tine should be connected to this input if programmed to accept iAPX 86 
or iAPX 186 status inputs. When programmed to accept bus commands it should be tied 
low or it may be connected to INHIBIT when operating with MULTIBUS. 

PE 

28 

1 

PORT ENABLE: This pin serves to enable a RAM cycle request. It is generally decoded 
from the address bus. 
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Table 1. Pin Description (Continued) 


Symbol 

Pin 

BEB 

Name and Function 

WR 

29 

1 

WRITE: This pin is the write memory request command input. This input also directly ac- 
cepts the So status line from Intel processors. 

RD 

30 

1 

READ: Thisj>in is the read memory request command input. This input also directly ac- 
cepts the Si status line from Intel processors. 

CLK 

31 

1 

CLOCK: This input provides the basic timing for sequencing the internal logic 

RFRQ 

32 

1 

REFRESH REQUEST: This input is sampled on the falling edge of RESET. If RFRQ is 
Ngh at RESET then the 8208 is programmed for internal-refresh request or external-refresh 
request with failsafe protection. If RFRQ is low at RESET then the 8208 is programmed 
for external-refresh without failsafe protection or burst-refresh. Once programmed the 
RFRQ pin accepts signals to start an external-refresh with failsafe protection or external- 
refresh without failsafe protection or a burst-refresh. 

PDI 

33 

■ 

PROGRAM DATA INPUT: This input is sampled bv RESET going low. It programs the 
various user selectable options in the 8208. the PCLK pin shifts programming data into 
the PDI input from an external shift register. This pin may be strapped low to a default 
iAPX 186 (PDI = Low) mode configuration. 

AHO 

43 

n 

ADDRESS HIGH: These higher order address inputs are used to generate the column 
address for the internal address multiplexer. 

AH1 

42 

H 

AH2 

41 

mm 

AH3 

40 

n 


AH4 

39 



AH5 

38 



AH6 

37 

mm 


AH7 

35 

mm 


AH8 

34 

u 
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GENERAL DESCRIPTION 

The Intel 8208 Dynamic RAM Controller is a 
microcomputer peripheral device which provides the 
necessary signals to address, refresh and directly 
drive 64K and 256K dynamic RAMs. 

The 8208 supports several microprocessor interface 
options including synchronous and asynchronous 
operations for iAPX 86, iAPX 186, iAPX 188 and 
MULTIBUS. 


186 and iAPX 188. When the 8208 is programmed 
to run in asynchronous mode, the 8208 inserts the 
necessary synchronization circuitry for the RD, WR, 
PE, and PCTL inputs. 

The 8208 achieves high performance (i.e. no wait 
states) by decoding the status lines directly from the 
iAPX 86, iAPX 88, iAPX 186 and the iAPX 188. The 
8208 can also be programmed to receive read or write 
MULTIBUS commands or commands from a bus con- 
troller. (See Status/Command Mode) 


FUNCTIONAL DESCRIPTION 
Processor Interface 

The 8208 has control circuitry capable of supporting 
one of several possible bus structures. The 8208 may 
be programmed to run synchronous or asynchronous 
to the processor clock. (See Synchronous/Asyn- 
chronous Mode) The 8208 has been optimized to run 
synchronously with Intel’s iAPX 86, iAPX 88, iAPX 


The 8208 may be programmed to accept the clock 
of the iAPX 86, iAPX 88, iAPX 186 or 188. The 8208 
adjusts its internal timing to allow for different clock 
frequencies of these microprocessors. (See 
Microprocessor Clock Frequency Option) 


Figure 2 shows the different processor interfaces to 
the 8208 using the synchronous or asynchronous 
mode and status or command interface. 



Synchronous-Status Interface 



, Synchronous-Command Interface 



Asynchronous-Status Interface 



Asynchronous-Command Interface 


Figure 2. Interfaces Supported by the 8208. 
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Dynamic RAM Interface 

The 8208 is capable of addressing 64K and 256K 
dynamic RAMs. Figure 3 shows the connection of the 
processor address bus to the 8208 using the different 
RAMs. The 8208 directly supports the 2164A RAM 
family or any RAM with similar timing requirements 
and responses. 




(NOTE 1) 




► 

AH8 

A11-A19 


A10-A17 



AH0-AH8 

=> 

AH0-AH7 


8208 

(NOTE 1)| 

8208 



— ► 

AL8 

A2-A10 


A2-A9 



AL0-AL8 


AL0-AL7 

A1, 


A1, 



BS 

=> 

BS 


256K RAM 64K RAM 

INTERFACE INTERFACE 


NOTES: 

UUnassigned address input pins should be strapped 
high or low. 

2. AO along with BHE are used to select a byte within 
a processor word. 

3. Low order address bit is used as a bank select 
input so that consecutive memory access requests 
are to alternate banks allowing bank interleaving 
of memory cycles. 


Figure 3. Processor Address Interface to the 
8208 Using 64K, and 256K, RAMS 


The 8208 divides memor y into two oanks, each bank 
having its own Row (RAS) and Column (CAS) 
Address Strobe pair. This organization permits RAM 
cycle interleaving. RAM cycle interleaving overlaps 
the start of the next RAM cycle with the RAM 
precharge period of the previous cycle. Hiding the 
precharge period of one RAM cycle behind the data 
access period of the next RAM cycle optimizes 
memory bandwidth and is effective as long as suc- 
cessive RAM cycles occur in the alternate banks. 


Successive data access to the same bank cause the 
8208 to wait for the precharge time of the previous 
RAM cycle. But when the 8208 is programmed in an 
iAPX 186 synchronous configuration consecutive read 
cycles to the same bank does not result in additional 
wait states (i.e. 0 wait state reads result). 


If n ot all RAM bank s are occupied, the 8208 reassigns 
the RAS and CAS strobes to allow using w ider d ata 
word s without increasing the loading on the RAS and 
CA§ drivers. Table 2 shows the bank selection 
decodin g an d th e ho rizontal word expansion, in- 
cluding RAS and CAS assignments. For exam ple, if 
only one RAM bank is occupied, then the two RAS 
and CAS strobes are activated with the same timing. 


Table 2. Bank Selection Decoding 
and Word Expansion 


Program 

Bit 

RB 

Bank 

Input 

BS 

8208 

RAS/CAS Pair Allocation 

0 

0 

RAS 0 v CaS q ^o Bank 0 

0 

1 

Illegal 

1 

0 

RAS q , CAS q to Bank 0 

1 

1 

RAS r CAS 1 to Bank 1 


Program bit RB is not used to check the bank select 
input BS. The system design must protect from 
accesses to “illegal”, non-existent banks of memory 
by deactivating the PE input when addressing an 
“illegal”, non-existent bank of memory. 

The 8208 adjusts and optimizes internal timings for 
either the fast or slow RAMs as programmed. (See 
RAM Speed Option) 

Memory Initialization 

After programming, the 8208 performs eight RAM 
“wake-up” cycles to prepare the dynamic RAM for 
proper device operation (during “warm-up” some 
RAM interface parameters may not be met, this 
should cause no harm to the dynamic RAM array). 

Refresh 

The 8208 provides an internal refresh interval counter, 
and a refresh address counter to allow the 8208 to 
refresh memory. The 8208 will refresh 128 rows every 
2 milliseconds or 256 rows every 4 milliseconds, 
which allows all RAM refresh options to be supported. 
In addition, there exists the ability to refresh 256 row 
address locations every 2 milliseconds via the Refresh 
Period programming option. 

The 8208 may be programmed for any of five different 
refresh options: Internal refresh only, External refresh 
with failsafe protection, External refresh without 
failsafe protection, Burst Refresh modes, or no 
refresh. (See Refresh Options) 
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It is possible to decrease the refresh time interval by 
10% 20% or 30%. This option allows the 8208 to com- 
pensate for reduced clock frequencies. Note that an 
additional 5% interval shortening is built-in in all refresh 
interval options to compensate for clock variations and 
non-immediate response to the internally generated 
refresh request. (See Refresh Period Options) 


External Refresh Requests after RESET 

External refresh requests are not recognized by the 
8208 until after it is finished programming and prepar- 
ing memory for access. Memory preparation includes 
8 RAM cycles to prepare and ensure proper dynamic 
RAM operation. The time it takes for the 8208 to 
recognize a request is shown below. 

eq. 8208 System Response: TRESP = PROG + TPREP 
where: TPROG = (40) (TCLCL) which is programming 
time 

TPREP = (8) (32) (TCLCL) which is the RAM 
warm-up time 

if TCLCL = 125 ns then TRESP = 37 us 

Reset 

RESET is an asynchronous input, the falling edge of 
which is used by the 8208 to directly sample the logic 
levels of the PCTL, RFRQ, and PDI inputs. The 
internally synchronized falling edge of reset is used 
to begin programming operations (shifting in the 
contents of the external shift register, if needed, into 
the PDI input). 

Differentiated reset is unnecessary when the default 
synchronization programming is used. (3=0) 

Until programming is complete the 8208 registers but 
does not respond to command or status inputs. A 
simple means of preventing commands or status from 
occurring during this period is to differentiate the 
system reset pulse to obtain a smaller reset pulse for 
the 8208. The total time of the 8208 reset pulse and 
the 8208 programming time must be less than the 
time before the first command the CPU issues in 
systems that alter the default port synchronization 
programming bit (default is synchronous interface). 

The differentiated reset pulse would be shorter than 
the system reset pulse by at least the programming 
period required by the 8208. The differentiated reset 
pulse first resets the 8208, and system reset would 
reset the rest of the system. While the rest of the 
system is still in reset, the 8208 completes its 
programming. Figure 4 illustrates a circuit to ac- 
complish this task. 


SYSTEM 

RESET 



^ PROGRAMMING TIME OF 8208 



DIFFERENTIATED RESET 


NOTES: 

1 . Required only when the port synchronization op- 
tion^) is altered from its initial default value. 
2-V cc must be stable before system reset is ac- 
tivated when using this circuit. 


Figure 4. 8208 Differentiated Reset Circuit 

Within four clocks after RESET goes active, all the 
8208 outputs will go high, except for AOO-2, which 
will go low. 

OPERATIONAL DESCRIPTION 

Programming the 8208 

The 8208 is programmed after reset. On the falling 
edge of RESET, the logic states of several input pins 
are latched internally. The falling edge of RESET 
actually performs the latching, which means that the 
logic levels on these inputs must be stable prior to 
that time. The inputs whose logic levels ara latched 
at the end of reset are the PCTL, REFRQ, and PDI 
pins. 

Status/Command Mode 

The processor port of the 8208 is configured by the 
states of the PCTL pin. Which interface is selected 
depends on the state of the PCTL pin at the end of 
reset. If PCTL is high at the end of reset, the 80186 
Status interface is selected; If it is low, then the 
MULTIBUS or Command interface is selected. 

There exist two interface configurations, one for 
MULTIBUS memory commands, which is called the 
Command interface, and one for 8086, 8088, 80186 
or 80188 status, called the 80186 Status interface. 
The Command interface also directly interfaces to the 
command lines of the bus controllers for the 8086, 
8088. 
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The 80186 Status interface allows direct decoding of 
the status lines for the iAPX 86, iAPX 88, iAPX 186 
and the iAPX 188. Table 3 shows how the status lines 
are decoded. Microprocessor bus controller read or 
write commands or MULTIBUS commands can also 
be directed to the 8208 when in Command mode. 


Table 3. 8208 Response 


8208 Command 

Function 

PCTL 

RD 

WR 

8086/80186 

Status 

Interface 

Multibus or 
Command 
Interface 

0 

0 

0 

IGNORE 

IGNORE 

0 

0 

1 

IGNORE 

READ 

0 

1 

0 

; IGNORE 

WRITE 

0 

1 

1 

IGNORE 

IGNORE 

1 

0 

0 

READ 

IGNORE 

1 

0 

1 

READ 

INHIBIT 

1 

1 

0 

WRITE 

INHIBIT 

1 

1 

1 

IGNORE 

IGNORE 


Refresh Options 


Immediately after system reset, the state of the 
REFRQ input pin is examined. If REFRQ is high, the 
8208 provides the user with the choice between self- 
refresh and user-generated refresh with failsafe 
protection. Failsafe protection guarantees that if the 
user does not come back with another refresh request 
before the internal refresh interval counter times out, 
a refresh request will be automatically generated. If 
the REFRQ pin is low immediately after a reset, then 
the user has the choice of a single external refresh 
cycle without failsafe, burst refresh or no refresh. 

Internal Refresh Only 

For the 8208 to generate internal refresh requests, 
it is necessary only to strap the REFRQ input pin high. 

External Refresh with Failsafe 

To allow user-generated refresh requests with failsafe 
protection, it is necessary to hold the REFRQ input 
high until after reset. Thereafter, a low-to-high transi- 
tion on this input causes a refresh request to be 
generated and the internal refresh interval counter 
to be reset. A high-to-low transition has no effect on 
the 8208. A refresh request is not recognized until 
a previous request has been serviced. 


External Refresh without Failsafe 

To generate single external refresh requests without 
failsafe protection, if is necessary to hold REFRQ low 
until after reset. Thereafter, bringing REFRQ high for 
one clock period will cause a refresh request to be 
generated. A refresh request is not recognized until 
a previous request has been serviced. 

Burst Refresh 

Burst refresh is implemented through the same 
procedure as a single external refresh without failsafe 
(i.e., REFRQ is kept low until after reset). Thereafter, 
bringing REFRQ high for at least two clock periods 
will cause a burst of up to 128 row address locations 
to be refreshed. Any refresh request is not recogniz- 
ed until a previous request has been serviced (i.e. 
burst is completed). 

No Refresh 

It is necessary to hold REFRQ low until after reset. 
This is the same as programming External Refresh 
without Failsafe. No refresh is accomplished by 
keeping REFRQ low. 

Option Program Data Word 

The program data word consists of 9 program data 
bits, PD0-PD8. If the first program data bit, PDO is 
set to logic 0, the 8208 is configured to support iAPX 
186, 188, 86, or 88 systems. The remaining bits, 
PD1-PD8, may then be programmed to optimize a 
selected system configuration. A default of all zeros 
in the remaining program bits optimizes the 8208 
timing for 8 MHz Intel CPUs using 150 nS (or faster) 
dynamic RAMs with no performance penalty. Figure 
5 shows the various options that can be programmed 
into the 8208. 


Using an External Shift Register 

The 8208 may be programmed by using an external 
shift register with asynchronous load capability such 
as a 74LS1 65. The reset pulse serves to parallel load 
the shift register and the 8208 supplies the clocking 
signal (PCLK) to shift the data into the PDI program- 
ming pin. Figure 6 shows a sample circuit diagram 
of an external shift register circuit. 

Serial data is shifted into the 8208 via the PDI pin (33), 
and clock is provided by the WE/PCLK pin (23), which 
generates a total of 9 clock pulses. After program- 
ming is complete, data appearing at the input of the 
PDI pin is ignored. WE/PCLK is a dual function pin. 
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During programming, it seWes to clock the external 
shift register, and after programming is completed, 
it reverts to the write enable RAM control output pin. 
As the pin changes state to provide the write enable 
signal to the dynamic RAM array, it continues to clock 
the shift register. This does not present a problem 
because date at the PDI pin is ignored after program- 
ming. Figure 7 illustrates the timing requirements of 
the shift register. 


PD8 PD7 PDO 



Default Programming Options 

After reset, the 8208 serially shifts in a program data 
word via the PDI pin. This pin may be strapped low, 
or connected to' an external shift register. Strapping 
PDI low causes the 8208 to default to the iAPX 186 
system configuration. Table 4 shows the character- 
istics of the default configuration. If further system 
flexibility is needed, one external shift register, like 
a 74LS165, can be used to tailor the 8208 to its 
operating environment. Figure 8 illustrates an iAPX 
186 and 8208 system. 


PROGRAM 

DATA BIT NAME POLARITY/FUNCTION 

PDO CFS MUST BE ZERO 

PDI S S = 0 SYNCHRONOUS 

S = 1 ASYNCHRONOUS 

RFS RFS = 0 FAST RAM 

RFS = 1 SLOW RAM 


RAM BANK OCCUPANCY 
SEE TABLE 2 



COUNT INTERVAL BIT 1; SEE TABLE 6 
COUNT INTERVAL BIT 0; SEE TABLE 6 


PLS = 0 LONG REFRESH PERIOD 
PLS = 1 SHORT REFRESH PERIOD 


FFS = 0 FAST CPU FREQUENCY 
FFS = 1 SLOW CPU FREQUENCY 


= 0 AACK 

X = 1 XACK | 


Figure 5. Program Data Word 


Table 4. Programming, PDI Pin Tied to Ground. 

Synchronous 80186 interface 
2 RAM banks occupied 


Fast processor clock frequency (8 MHz) 


Fast RAM (Note 1) 

Refresh interval uses 118 clocks 

128 row refresh in 2 ms; 256 row refresh 
in 4 ms 

Advanced ACK strobe 


NOTE: 

1. For iAPX 186 systems either slow or fast (150 or 100 ns) 
RAMS are ok to use. 



NOTES: 

TRTVCL — Reset is an asynchronous input, if reset occurs before TRTVCL, then it is guaranteed to be recognized. 
TPGVCL — Minimum PDI valid time prior to reset going low. 

TCLPC - MUX/PCLK delay. 

TLOAD — Asynchronous load data propagation delay. 


Figure 6. Timing Illustrating External Shift Register Requirements for Programming the 8208. 
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Figure 7. External Shift Register Interface 



Figure 8. 8208 Interface to an 80186 
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Synchronous/Asynchronous Mode 
(S program bit) 

The 8208 may be independently configured to accept 
synchronous or asynchronous commands (RD, WR, 
PCTL) and Port Enable (PE) via the S program bit. 
The state of the S programming bit determines 
whether the interface is synchronous or 
asynchronous. 

While the 8208 may be configured with either the 
80186 Status or Command (MULTIBUS) interface in 
the Synchronous mode, certain restrictions exist in 
the Asynchronous mode. An Asynchronous-Command 
interface using the control lines of the MULTIBUS is 
supported, and an Asynchronous-801 86 Status inter- 
face using the status lines of the 80186 is supported, 
with the use of TTL gates as illustrated in Figure 2. 
In the 80186 case, the TTL gates are needed to 
guarantee that status does not appear at the 8208’s 
inputs too much before address, so that a cycle would 
start before address was valid. 

Microprocessor Clock Cycle Option 
(CFS and FFS program bits 

The 8208 is programmed to interface with micro- 
processors with “slow cycle” timing like the 8086, 
8088, 80186, and 80188 cycle timing. The CFS bit 
configures the microprocessor interface to accept 
signals from this microprocessor group. The CFS 
programming bit must be programmed to logic 0. 


The FFS option is used to select the speed of the 
microprocessor clock. Table 5 shows the various 
microprocessor clock frequency options that can be 
programmed. The external clock frequency must be 
programmed so that the failsafe refresh repetition 
circuitry can adjust its internal timing accordingly to 
produce a refresh request as programmed. 


Table 5. Microprocessor Clock 
Frequency Options. 


| Program Bits 

Processor 

Clock 

CFS 

FFS 

Frequency 

0 

0 

iAPX 86, 88,186 

6 MHz 

0 

1 

iAPX 86, 88,186 

8 MHz 


RAM Speed Option (RFS program bit) 

The RAM Speed programming option determines 
whether RAM timing will be optimized for a fast or 
slow RAM. Whether a RAM is fast or slow is measured 
relative to the 2118-10 (Fast) or the 2118-15 (Slow) 
RAM specifications. 

Refresh Period Options 
(CIO CM and PLS program bits) 

The 8208 refreshes with either 128 rows every 2 
milliseconds or the 256 rows every 4 milliseconds. 
This translates to one refresh cycle being executed 
approximately once every 15.6 microseconds. This 
rate can be changed to 256 rows every 2 milliseconds 
or a refresh approximately once every 7.8 micro- 
seconds via the Period Long/Short, program bit PLS, 
programming option. 

The Count Interval 0 (CIO) and Count Interval 1 (CM) 
programming options allow the rate at which refresh 
requests are generated to be increased in order to 
permit refresh requests to be generated close to the 
15.6 or 7.8 microsecond period when the 8208 is 
operating at reduced frequencies. The interval bet- 
ween refreshes is decreased by 0°/o, 10%, 20%, or 
30% as a function of how the count interval bits are 
programmed. A 5% guardband is built-in to allow for 
any clock frequency variations. Table 6 shows the 
refresh period options available. 


Table 6. Refresh Count Interval Table 


Ref. 

Period 

(MS) 

CFS 

PLS 

FFS 

Count Interval CM, CIO (8208 Clock Periods) 

00 

(0%) 

01 

(10%) 

10 

(20%) 

11 

(30%) 

15.6 

0 

1 

1 

118 

106 

94 

82 

7.8 

0 

0 

1 

59 

53 

47 

41 

15.6 

0 

1 

0 

74 

66 

58 

50 

7.8 

0 

0 

0 

37 

33 

29 

25 
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The numbers tabulated under Count Interval repre- 
sent the number of clock periods between internal 
refresh requests. The percentages in parentheses 
represent the decrease in the interval between refresh 
requests. Note that all intervals have a built-in 5% 
(approximately) safety factor to compensate for minor 
clock frequency deviations and non-immediate 
response to internal refresh requests. 

Processor Timing 

In order to run without wait st ates, A ACK must be 
used and connected to t he SR DY input of the 
appropriate bus controller. AACK is issued relative 
to a point within the RAM cycle and has no fixed rela- 
tionship to the processor’s request. The timing is 
such, however, that the processor will run without wait 
states, barring refresh cycles, and bank precharge. 
I n slow cycle, fast RAM configurations (8086, 80186), 
AACK i s iss ued on the same same clock cycle that 
issues RAS. 

Port Enable (PE) set-up time requirements depend 
on whether the 8208 is configured for synchronous 
or asynchronous, fast or slow cycle operation. In a 
synchronous fast cycle configuration, PE is required 
to be set-up to the same clock edge as the com- 
mands. If PE is true (low), a RAM cycle is started; if 
not, the cycle is aborted. 

In asynchronous operation, PE is required to be set- 
up to the same clock edge as the internally syn- 
chronized status or commands. Externally, this allows 
the internal synchronizationdelay to be added to the 
status (or command) -to-PE delay time, thus allow- 
ing for more external decode time than is available 
in synchronous operation. 

The minimurnsynchronization delay isjhe additional 
amount that PE must be held valid. If PE is not held 
valid for the maxjmum synchronization delay time, it 
is possible that PE will go invalid prior to the status 
or command being synchronized. In such a case the 
8208 aborts the cycle. If a memory cycle int ended for 
the 82 08 is aborted, then no acknowledge (AACK or 
XACK) is issued and the processor locks up in endless 
wait states. 

Memory Acknowledge (AACK, XACK) 

Two type of memory acknowledge signals are sup- 
plied by the 8208. They are the Advanced 
Acknowledge strobe (AAC K) and the Transfer 
Acknowle dge stro be (XACK). The S programming bit 
optimiz es AACK for synchronous operation ( “early” 
AACK) or asynchrono us ope ration (“late” AACK). 
Both the early and late AACK strobes are two clocks 


long. The XACK strobe is asserted when data is valid 
(for reads) or when data may be removed (f or write s) 
and meets the MULTIBUS requirements. XACK is 
removed asynchronously by the command going 
inactive. 

Since in a asynchrono us ope rati on the 8208 removes 
read data before late AACK or XACK is recognized 
by the CPU, the user must provide for data latching 
in the system until the CPU reads the data. In syn- 
chronous operation data latching is unnecessary, 
since the 8208 will not remove data until the CPU has 
read it. 

If the X pr ogram ming bit is high, the strobe is con- 
figured as XAC K, wh ile if the bit is low, the strobe is 
configured as AACK. 

Data will always be valid a fixed time after the 
occurrence of the advanced acknowledge. Thus, the 
advanced acknowledge may also serve as a RAM 
cycle timing indicator. 

General System Considerations 

The RAS0,1, CAS0,1 and AOO-8 output buffers are 
designed to directly drive the heavy capacitive loads 
associated with dynamic RAM arrays. To keep the 
RAM driver outputs from ringing excessively in the 
system environment it is necessary to match the 
output impedance with the RAM array by using series 
resistors. Each application may have different im- 
pedance characteristics and may require different 
series resistance values. The series resistance values 
should be determined for each application. 

Using the Timing Charts 

The notation used to indicate which clock edge 
triggers an output transition is “nt” or ”nl”, where 
“n” is the number of clock periods that have passed 
since clock 0, the reference clock, and “T” refers to 
rising edge and ‘T’ to falling edge. A clock period 
is defined as the interval from a clock falling edge to 
the follwoing falling edge. Clock edges are defined 
as shown below. 

n — n+1 — ► 

(n — 1)1 nt ni (n+1)t (n+1)J 
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The clock edges which trigger transitions on each 
8208 output are tabulated in Table 7. “H” refers to 
the high-going transition, and “L” to low-going tran- 
sition; “V refers to valid, and “V” to non valid. 
Clock 0 is defined as the clock in which the 8208 
begins a memory cycle, either as a result of a port 
request which has just arrived, or of a port request 
which was stored previously but could not be 
serviced at the time of its arrival because the 8208 
was performing another memory cycle. Clock 0 


is identified externally by the leading edge of RAS, 
which is always triggered on 0. 

NOTES FOR INTERPRETING THE TIMING CHARTS: 

1. COLUMN ADDRESS is the time column address 
becomes valid. 

2. The CAS, EAACK, LAACK and XACK outputs are not 
issued during refresh. 

3. XACK - high is reset asynchronously by command go- 
ing inactive and not be a clock edge. 


Table 7. Timing Chart. 
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8208-DRAM Interface Parameter Equations Table 8. RD, RF & WR Cycles 


Several DRAM parameters, but not all, are a direct 
function of 8208 timings, and the equations for these 
parameters are given in the following tables. The 
following is a list of those DRAM parameters which 
have NOT been included in the following tables, with 
an explanation for their exclusion. 


READ, WRITE 
REFRESH CYCLES’ 

tRAC: response parameter. 

tCAC: response parameter. 
tREF: See “Refresh Period Options”. 

tCRP: must be met only if CAS-only cycles, 
which do not occur with 8208, exist. 
tRAH: See “A.C. Characteristics” 
tRCD: See “A.C. Characteristics” 
tASC: See “A.C. Characteristics” 
tASR: See “A.C. Characteristics” 
tOFF: response parameter. 

WRITE CYCLE 

tDS: system-dependent parameter. 

tDH: system-dependent parameter. 

tDHR: system-dependent parameter. 


NOTES: 

1. Minimum. 

2. Value on right is maximum; value on left is minimum. 

3. Applies to the eight warm-up cycles during initialization 
only. 

4. T22=TCLRSL T30=TCLCSH 

T29=TCLCSL T31=TCLWH 

TBUF=TTL buffer delay 


Parameter 

Rd, RF Cycles 

Notes 

tRP 

2TCLCL-T22 

1 

tCPN 

2.5TCLCL— T30 

1 

tRSH 

3TCLCL-T29 

1 

tCSH 

3TCLCL— T22 

1 

tCAH 

2TCLCL— T29 

1 

tAR 

2TCLCL— T22 

1 

tT 

3/30 

2 

tRC 

4TCLCL 

1 

tRAS 

2TCLCL— T22 

1 

tCAS 

3TCLCL— T29. 

1 

tRCS 

1.5TCLCL— TCL— T31 — TBUF 

1 

tRCH 

0.5TCLCL— T29 

1 

Parameter 

WR Cycles 

Notes 

tRP 

2TCLCL— T22 

1 

tCPN 

2.5TCLCL— T30 

1 

tRSH 

3TCLCL— T29 

1 

tCSH 

4TCLCL— T22 

1 

tCAH 

2TCLCL— T29 

1 

tAR 

3TCLCL— T22 

1 

tT 

3/30 

2 

tRC 

6TCLCL 

1 

tRAS 

4TCLCL— T22 

1 

tCAS 

3 TCLCL-T29 

1 

tWCH 

3TCLCL— T29 

1,3 

tWCR 

4TCLCL— T22 

1,3 

tWP 

4TCLCL— T31 —TBUF 

1 

tRWL 

4TCLCL— T31 —TBUF 

1 

tCWL 

4TCLCL— T31 —TBUF 

1 

twcs 

TCLCL-T31 -TBUF 
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ABSOLUTE MAXIMUM RATINGS 


Ambient Temperature NOTICE: Stress above those listed under "Absolute 

Under Bias 0°C to + 70°C Maximum Ratings may cause permanent damage 

Storage Temperature — 65°C to +150°C to the device. This is a stress rating only and 

Voltage On Any Pin With functional operation of the device at these or any 

Respect to Ground -.5Vto-l-7V other conditions above those indicated in the 

Power Dissipation 1.55 Watts operational sections of this specification is not 

implied. Exposure to absolute maximum rating 
conditions for extended periods may affect device 
reliability. 


D.C. CHARACTERISTICS (T A =0°Cto +70°C, V cc = 5.0V ± 10%, V SS = GND) 


Symbol 

Parameter 

Min. 

Max. 

Units 

Comments 

V, L 

Input Low Voltage 

-0.5 

+0 8 

V 


V, H 

Input High Voltage 

— 

2.0 

Vcc + 0 5 

V 


VoL 

Output Low Voltage 


0.45 

V 

Note 1 

VoH 

Output High Voltage 

2.4 


V 

Note 1 

Vrol 

RAM Output 
Low Voltage 


0.45 

V 

Note 1 

Vroh 

RAM Output 
High Voltage 

26 


V 

Note 1 

Icc 

Supply Current 


280 

mA 


fu 

Input Leakage Current 


+ 10 

M 

0V < Vin < Vcc 

Vcl 

Clock Input 
Low Voltage 

-0.5 

+0.6 

V 


Vch 

Clock Input 
High Voltage 

3.8 

Vcc + 0.5 

V 


ClN 

Input Capacitance 


20 

pF 

fc = 1 MHz 


NOTES: 

1. Iol = 8 mA and I 0 h = -0.2 mA (typically Iol = 10 mA and Ioh = -0.25mA) 


A.C. Testing Load Circuit 


RAS 0 ,i 
CAS 0 1 
8208 A0 n 

Rras ^ 

Rcas a a A 

vv\ 
Rao AAAi m 

0-8 

Other Outputs 

a 'VVV-J- 
•AMrfOj 


-AA/V—f-o 


Cras 


CcAS 


Cao 


g: Cl - 

RRAS = 39Q - CRAS = 150 pF 
RCAS = 39Q , CCAS = 1 50 pF 
RAO = 220 CAO = 200 pF 
RL = 33Q CL v = 50 pF 


A.C. Testing Input, Output Waveform 



A.C. Testing inputs (except clock) are driven at 
2.4V for a logic “1” and 0.45V for a logic “0” 
(clock is driven at 4.0V and 0.45V for logic “T’ 
and “0” respectively). Timing measurements are 
made at 2.0V, 2.4V for logic “1 ” and 0.8 V for logic 
“ 0 ”. 
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A.C. CHARACTISTICS (T A =0°C to +70°C, V cc = +5V ± 10%, V ss =GND) 

Measurements made with respect to RASO, 1 , CASO, 1 , AOO-8 are at 2.4V and 0.8 V. All other pins are 
measured at 2.0V and 0.8V. All times in nsec unless otherwise indicated. AC testing done with specified 
test load. 

CLOCK AND PROGRAMMING 


Ref. 

Symbol 

Parameter 

8208 (FFS=1) 

8208-6 (FFS=0) 

Units 

Notes 

Min. 

Max. 

Min. 

Max. 


tF 

Clock Rise Time 


10 


15 

ns 


- 

tF 

Clock Fall Time 


10 


15 

ns 


1 

TCLCL 

Clock Period 

125 

500 

167 

500 

ns 


2 

TCL 

Clock Low Time 

TCLCL/2-12 


TCLCL/2-12 


ns 


3 

TCH 

Clock High Time 

TCLCU3 + 2 


TCLCU3 + 2 


ns 


4 

TRTVCL 

Reset to CLK! Setup 

40 


65 


ns 

1 

5 

TRTH 

Reset Pulse Width 

4 TCLCL 


4 TCLCL 


ns 


6 

TPGVRTL 

PCTL PDI, RFRQ 
to RESET! Setup 

TCLCL 


TCLCL 


ns 

2 

7 

TRTLPGX 

PCTL, RFRQ 
to RESET! Hold 

10 


10 


ns 


8 

TCLPC 

PCLK from CLK! Delay 


45 


65 

ns 


9 

TPDVCL 

PDI to CLK! Setup 

60 


100 


ns 


10 

TCLPDX 

PDI to CLK! Hold 

40 


65 


ns 

3 


SYNCHRONOUS pP INTERFACE 


11 

TKVCH 

rB.vW.pctl 

' TO CLKt Setup 

20 


30 


ns 


12 

TCLKX 

RD, WR, PE, PCTL 
to CLK! Hold 

0 


0 


ns 


13 

TPEVCL 

PE to CLK! Setup 

30 


50 


ns 



ASYNCHRONOUS pP INTERFACE 


IB 

TRWVCL 

R5, Wft to CLK! Setup 

20 


30 


ns 


IB 

TRWL 

RD, WR Pulse Width 

2TCLCL+30 


2TCLCL + 50 


ns 


na 

TRWLPEV 

PE from RD, WR! Delay 


TCLCL-30 


TCLCL-50 

ns 


El 

TRWLPEX 

PE to RD, WR! Hold 

2TCLCL + 30 


2TCLCL + 50 


ns 


m 

TRWLPT 

PCTL from RD, WR! Delay 


TCLCL-30 


TCLCL-50 

ns 


IB 

TRWLPTX 

PCTL to RD, WR! Hold 

2TCLCL+30 


2TCLCL + 50 


ns 



RAM INTERFACE 


20 

TAVCL 

AL, AH, BS to CLK! Setup 

45 + tASR 


55 + tASR 


ns 

4 

21 

TCLAX 

AL, AH, BS to CLK! Hold 

0 


0 


ns 


22 

TCLRSL 

RA&! from CLK! Delay 


35 


55 

ns 


23 

tRCD 

RAS to CAS Delay 

TCLCL/2-25 

75 


TCLCL/2-40 

60 


ns 

ns 

5.7.8 

6.7.8 

24 

TCLRSH 

RASt from CLK! Delay 


50 


70 

ns 


25 

tASR 

Row AO to RAS! Setup 






4,10 

26 

tRAH 

Row AO to RAS! Hold 

TCLCL/4-10 

40 


TCLCL/4-15 

35 


ns 

ns 

5.7.9 

6.7.9 

27 

tASC 

Column AO to CAS! 
Setup 

TCLCL/4-26 

5 


5 

5 


ns 

5, 7, 11,12 

6, 7, 11,12, 

28 

tCAH 

Column AO to CAS Hold 


(See DRAM Interface Tables) 
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A.C. CHARACTERISTICS (Continued) 
RAM Interface (Continued) 


Ref. 

Symbol 

Parameter 

8208 

8208-6 

Units 


Min. 

Max. 


Max. 

El 

TCLCSL 


TCLCL/4+30 

TCLCL/1 ,8 + 53 

TCLCL/4 + 30 

TCLCL/1 .8 + 78 



iTfll 

TCLCSH 

CASt from CLKl Delays 


50 


70 



m 

loom 

WEt from CLKl Delay 

TCLCU4 + 30 


TCLCL/4 + 30 

TCLCL/1 .8 + 78 




TCLWL 

WEI from CLKl Delay 


35 


55 



E3B 

TCLTKL 



35 


55 

ns 


* 

TRWLTKH 

XACKt from RDf, WRt Delay 


50 


60 



El 

TCLAKL 

AA(?KI from CLKl Delay 


35 


55 

ns 


jj| 

TCLAKH 

AACKt from CLKl Delay 


50 


70 




REFRESH REQUEST 


37 

TRFVCL 

RFRQ to CLKl Setup 

20 


30 


ns 


38 

TCLRFX 

RFRQ to CLKl Hold 

10 


10 


ns 


39 

TFRFH 

Failsafe RFRQ Pulse Width 

TCLCL +30 


TCLCL + 50 


ns 

14 

40 

TRFXCL 

Single RFRQ inactive 
to CLKl Setup 

20 


30 


ns 


El 

TBRFH 

Burst RFRQ Pulse Width 

2TCLCL+30 


2TCLCL + 50 


ns 

14 | 


NOTES: 

1. RESET is internally synchronized to CLK. Hence a set-up time is 
required only to guarantee its recognition at a particular clock edge. 

2. The first programming bit (PDO) is also sampled by RESET going low. 

3. TCLPDX is guaranteed if programming data is shifted using PCLK. 

4. tASR is a user specified parameter and its value should be added 
accordingly to TAVCL. 

5. 125 ns < TCLCL < 200 ns. 

6. 200 ns < TCLCL. 

7. Specification for Test Load Conditions. 

8. tRCD (actual) = tRCD (specification)+0.06 (AC ras )- 0.06 (C cas ) 

where AC = C (test load)-C (actual) in pF. 

9. tRAH (actual) = tRAH (specification)+0.06 (AC ras )- 0.022 (AC ao ) 

where AC = C (test load)-C (actual) in pF. 

10. tASR (actual) = tASR (specification)+0.06 (AC ao )- 0.025 (AC ras ) 

where AC = C (test load)-C (actual) in pF. 

11. tASC (actual) = tASC (specification) +0.06 (AC ao )- 0.025 (AC cas ) 

where AC = C (test load)-C (actual) in pF. 

12. tASC is a function of clock frequency and thus varies with changes in 
frequency. A minimum value is specified. 

13. See 8208 DRAM Interface Tables. 

14. TFRFH and TBRFH pertain to asynchronous operation only. 

15. Single RFRQ cannot be supplied asynchronously. 
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CHAPTER 1 
INTRODUCTION 

This guide is a supplement to the 8207 Data Sheet 1 and is intended as a design aid and not a stand- 
alone description of the 8207. The reader should already have read and have a copy of the 8207 Data 
Sheet, 8206 Error Detection and Correction Unit Data Sheet (EDCU), a microprocessor Data Sheet, 
or a Multibus bus specification for interfacing to the 8207, and a dynamic RAM Data Sheet^. 

The Intel 8207 Advanced Dynamic RAM Controller is a high performance, highly integrated device 
designed to interface 16k, 64k, and 256k dynamic RAMS to Intel microprocessors. The 8207, with 
the 8206, provides complete control for memory initialization, error correction, and automatic error 
scrubbing. 

The 8207 has several speed selected versions. The -16 and -12 parts are for clock speeds up to 16MHz and 12 
MHz in “fast cycle ’’configurations, and up to 8 MHz and 6 MHz in “slow cycle ’’configurations. The -8 and -6 
parts can only be used in slow cycle configurations and as a result have some relaxed A.C. timings. 


NOTE: 

(1) The most current Data Sheet is dated July, 1984 

(2) All RAM cycle timings and references are based on Intel’s 2164A Dynamic RAMs, APR ^2 
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CHAPTER 2 

PROGRAMMING THE 8207 


The many configurations of bus structures, RAM speeds, and system requirements that the 8207 
supports require the 8207 to be programmable. The 8207 will modify its outputs to provide the best 
performance possible. The 8207 must be told what type of interface the memory commands will 
arrive on, what type of RAM (speed, refresh rate) is being used, the clock rate, and others. 

The 8207 uses two means to be informed of the user’s requirements. It reads in a 16 bit serial program 
word and examines the logic states on several input pins. The pins that are sampled for a logic level 
give the user options on the types of refresh and memory command input timing. 

Input Pin Options 

The three input pins that configure part of the 8207 are: PCTJLA, PCTLB, and REFRQ. Let’s 
examine the options in refresh types the REFRQ pin provides. 

Refresh types: 

The 8207 gives the user a choice of the following refresh types. 

1) Internal Refresh: All refresh cycles are generated internally — based on an internal 
programmable time. 

2) External Refresh with Failsafe: If the external logic does not generate a refresh cycle within 
the programmed period, the 8207 will. 

3) External Refresh - No Failsafe or No Refresh; All refresh cycles are generated at times 
by the user. This is for systems that cannot tolerate the random delay imposed by refresh 
(i.e. graphics memory). 

t 

4) Burst Refresh: The 8207 generates up to 128 consecutive refresh cycles and must be requested 
by external logic. Memory requests will be performed when the burst is completed. 

The 8207 examines the state of the REFRQ pin when RESET goes inactive. This timing is shown in 
the “Clock and Programming Timings” waveforms in the Data Sheet. 

If REFRQ is sampled active by the falling edge of RESET, the 8207’s internal timer is enabled. The 
timer’s period is determined by the CIO, CI1, and PLS bits in the program word. External refresh 
cycles are generated by a low to high transition on the REFRQ input. This transition, besides generating 
a refresh cycle, also resets the internal timer to zero. Simply tie REFRQ to Vcc if internal refresh 
is required. 

If REFRQ is seen low at the falling edge of RESET, the internal timer is deactivated. All refresh cycles 
must either be done by external logic or by accessing all RAM (internal) rows within a 2 ms period. 

Once the no failsafe option is programmed, the 8207 will generate a burst of up to 128 refresh cycles 
when the REFRQ input goes from low to high and sampled high for two consecutive clock edges. 
These cycles are internally counted and the 8207 stops when the refresh address counter reaches the 
value XXIIIIIII 2 (X = don’t care; see Refresh Counter section). If prior to the burst request the 
counter is at XXIIIIIIO 2 then only 2 refresh cycles would be generated. 


I 
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For a single refresh cycle to be generated via external logic, the REFRQ input will have to go from 
low to high and then sample high by a falling 8207 clock edge. Since external refresh requests typically 
arrive asynchronously with respect to the 8207’ s clock, this requires the REFRQ to be synchronized 
to the 8207 clock when programmed in the failsafe mode. This is to ensure that the request is seen 
for one clock - no more, no less. If no external synchronization is performed, then the 8207 could 
do random burst cycles. 

Processor Interface Options: 

The PCTLA, PCTLB input pins will program the 8207 to accept either the standard demultiplexed 
RD and WR inputs, or to directly decode the status outputs of Intel’s iAPX86, 88 family of 
microprocessors. The state definitions of the status lines and their timings, relative to the processor 
clock, differ for the 8086 family and the iAPX286 processor. Table 1 illustrates how the 8207 
interprets these inputs after the PCTL pins are programmed. 

If PCTL is seen high, as RESET goes inactive, and 8086 status interface is enabled. The commands 
arriving at the 8207 are sampled by a rising clock edge. When PCTL is low, the 80286 status and 
Multibus command interface is selected. These commands are sampled by the 8207 by a falling clock 
edge. 

More information on interfacing to processors is contained in the Microprocessor Interface section. 


Table 1. Status Coding of 8086, 80186 and 
80286 


Status Code 

Function 

S2 

SI 

so 

8086/80186 

80286 

0 

0 

0 

Interrupt 

Interrupt 

0 

0 

1 

I/O Read 

I/O Read 

0 

1 

0 

I/O Write 

I/O Write 

0 

1 

1 

Halt 

Idle 

1 

0 

0 

Instruction 

Fetch 

Halt 

1 

0 

1 

Memory Read 

Memory Read 

1 

1 

0 

Memory Write 

Memory Write 

1 

1 

1 

Idle 

Idle 


8207 Response 


8207 

Command 

Function 

PCTL 

RD 

WR 

8086 

Status 

Interface 

Command 

Interface 

0 

0 

0 

Ignore 

Ignore 

0 

0 

1 

Ignore 

Read 

0 

1 

0 

Ignore 

Write 

0 

1 

1 

Ignore 

Ignore 

1 

0 

0 

Read 

Ignore 

1 

0 

1 

Read 

Inhibit 

1 

1 

0 - 

Write 

Inhibit 

1 

1 

1 

Ignore 

Ignore 


Programming Word 

The 8207 requires more information to operate in a wide variety of systems; The 8207 alters its 
timings and pin functions to operate with the 8206 ECC chip. The programming options allow the 
designer to use ^synchronous or synchronous buses, various clock rates, various speeds and types of 
RAM, and others. This is detailed in Table 2. 

This data is supplied to the 8207 over the PDI input pin. There are two methods of supplying this 
data. One is to strap the PDI pin high or low with the subsequent restrictions on your system. Table 
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3 shows the required system configuration. Note that your only option when strapping this pin high 
or low is error correction or not. > >> \ \ 

If any other configurations are required, then the programming data will have to be supplied by one 
or two 74LS165 type shift registers. Note that the sense of the bits in the program word change 
between ECC and non-ECC configurations. 


Table 2a. 

Non-ECC Mode Program Data Word 


PD15 PD8 PD7 PDO 
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Polarity/Function 

ECC = 1 

ECC mode 

SA = 0 

Port A is asynchronous (late AACK) 

SA = 1 

Port A is synchronous (early AACK) 


SB - 0 Port B is synchronous (early AACK) 

SB =. 1 Port B is asynchronous (late AACK) 


CFS = 0 Slow-cycle iAPX 86 mode 
CFS = 1 Fast-cycle iAPX 286 mode 


RFS = 0 Slow RAM 

RFS = 1 Fast RAM 


XB = 0 AACKB not multibus-compatible 

XB = 1 Multibus-compatible XACKB 


Count interval bit 1: see Table 6 in 8207 data sheet 
Count interval bit 0: see Table 6 in 8207 data sheet 


PLS = 0 Short refresh period 
PLS = 1 Long refresh period 


FFS = 0 Slow CPU frequency 
FFS = 1 Fast CPU frequency 


PPR = 0 Port A preferred priority 
PPR = 1 Most recently used port priority 


RAM bank occupancy 
See Table 4 


TM2 = 0 
TM2 = 1 


Test mode 2 enabled 
Test mode 2 off 


Table 3. 8207 Default Programming 

Port A is Synchronous— has early AACK 
Port B is Asychronous— has late AACK 
Fast RAM 

Refresh Interval uses 236 clocks 

128 Row refresh in 2 ms; 256 Row refresh in 4 ms 

Fast Processor Clock Frequency (16 MHz) 

“Most Recently Used” Priority Scheme 
4 RAM banks occupied 
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Reset 

If Port A is changed to an asynchronous interface (via the SA bit), then one of two precautions must 
be taken. Either a differentiated reset must be provided, or else software must not access the 8207 
controller RAM for a short period. The 8207 is either adding or deleting internal synchronizing 
circuits. If a command is received during this changing, the 8207 may not perform properly. This 
is required only if Port A is changed to asynchronous, or if Port B is changed to synchronous. 

Several of the bits in the program word determine a particular configuration of the 8207 (reference 
Tables 10, 11 and the 8207 Data Sheet). The bits are: CFS, CLOCK fast or slow; RFS, RAM access 
time fast or slow (fast refers to 100 ns - slow is everything greater); and EXT, for memory data word 
widths greater than 16 (22) bits. Generally speaking, CO is the fastest configuration at clock 
frequencies up to 16 MHz, both in the ECC or non-ECC charts. ‘C3’ is the fastest for 8 MHz clocks 
in non-ECC mode, and ‘C4’ is the fastest configuration when using ECC. 

Take, for example, a 16 MHz 8207 clock with no error correction, a 16 bit word, and 150 ns (slow) dynamic 
RAMs. Table 10, in the 8207 data sheet, is used to arrive at the configuration “Cl.” The Timing chart Table 12 
in the 8207 Data Sheet is then used to determine which clock edge to reference all timings from. The 
Waveforms diagrams then are used to determine the delay from the clock edge. 
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CHAPTER 3 
RAM INTERFACE 

The 8207 takes the memory addresses from the microprocessor bus and multiplexes them into row 
and column addresses as required by dynamic RAMs. The only hardware requirement when inter- 
facing the 8207 to dynamic RAM are series resistors on all the RAM outputs of the 8207, and proper 
layout of the traces (see Intel’s RAM Data Sheets or the Memory Design Handbook). This section 
mainly details the effects and requirements of input signals to the 8207 on the RAM array. 

The 8207 contains an internal address counter used for refresh and error scrubbing (when using the 
8206 EDCU) cycles. The 8207 has 18 address inputs (AIL0-AIL8 and AIH0-AIH8) which are multiplexed 
to form 9 address outputs (A00-A08). There are also 2 bank select (BSO , BS1 ) inp uts fo r up to 4 banks 
of RAM. The Bank Select inputs are decoded internally to generate RAS and CA§ outputs. 

Refresh Interval 

The 8207 supports four different refresh techniques as described in the Refresh Options section. In 
addition, the rate at which refresh cycles are performed is programmable. This is necessary because 
the refresh period is generated from the CLK input, which may vary over a wide range of frequencies. 
Programming the Cycle Fast/Slow (CFS) and Frequency Fast/Slow (FFS) bits automatically reprograms 
the refresh timer to generate the correct refresh interval for a clock frequency of 16, 10, 8, or 5 MHz 
(CFS, FFS = 11, 10, 01, and 00, respectively). For clock frequencies between those, Count Interval 
(CI1, CIO) programming bits allow “fine tuning” of the refresh interval. Refresh will always be done 
often enough to satisfy the RAM’s requirements without doing refresh more often than needed and 
wasting memory bandwidth for all clock frequencies. 

Refresh Counter 

The internal refresh address counter of the 8207 contains 20 bits as organized in Figure 1. 


19 18 

17 16 15 14 13 12 11 10 9 

8 7 6 5 4 3 2 1 0 

Bank 

Col addr 

Row addr 


Figure 1. 8207 Refresh Address Counter 


In non-ECC mode, the refresh address counter does not count beyond bit 8. For standard RAMs, 
this will refresh 128 rows every 2 ms or 256 rows every 4 ms. 

In ECC mode, the 8207 automatically checks the RAM for errors during refresh. This requires it to 
access each of the possible 2 ^ words of memory. The 8207 does not delete any of these bits when 
used witl^ 16k and 64k dynamic RAMs. Each column would be scrubbed 4 times with 16k RAMs, 
and twice with 64 RAMs. This will have no detrimental effect on reliability. Banks of RAM that are 
not occupied, as indicated to the 8207 by the RB0, RBI programming bits, will not be scrubbed. 

Bank Selects BSO, BS1; RB0, RBI 

The 8207 is designed to drive up to 88 RAMs in various configurations. The 8207 takes 2 in puts , BSO, 
BS1, and decodes them based on 2 programming bits, RB0, RBI, to generate the required RAS/CAS 
strobes. Additionally, the 8207 will always recognize (not programmable) whether an access is made 
to the same RAM bank or to a different bank. The 8207 will interleave the accesses resulting in 
improved performance. 
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RAS and CAS Reallocation 

The 8207’s addre ss lin es are desig ned to drive up to 88 RAMs directly (through impedance matching 
resistors). The 4 RAS and CAS outputs drive up to 22 RAMs per bank (16 data plus 6 check bits 
with the 8206). Under these conditions, the 8207 will meet all RAM timing requirements. See 
Figure 2 for an example. 



*ECC OPTIONAL 


Figure 2. 8207 4 RAM Bank Configuration 


The 8207 can accommodate other configurations like a 32 bit error corrected memory system. Each 
bank would have 39 RAMs (32 + 7 check bits) with the total number of RA Ms eq ual t o 78. This is 
within the address drivers capability , but the 39 RAMs per bank exceeds the RAS and CAS drivers 
limits. The loading of the RAS/CAS drivers should not exceed 22 RAMs per bank, otherwise critical 
row, column address setup, and hold times would be violated. 

In order to prevent these critical timings being violated, the 8207 will re-allocate the RAS and CAS 
drivers based on the RB0, RBI pro gramm ing bits (s ee Table 4). If the RB O, RB I bits are pr ogram med 
for 2 banks, the 8 207 will op erate RAS0 and RAS1 as a pair along with RAS2 and RAS3, CA$ 0 and 
CAS1, and CAS2 and CAS3. Now the address drivers would be loaded by 78 RAMs and the RAS/CAS 
drivers by 20 RAMs. This relative loading is almost identical to the first case of four banks of 
22 RAMs each. Drive reallocation allows a wide range of memory configurations to be used and still 
maintain optimal memory timings. Figure 3 shows a 32 bit non-error corrected configuration. 

These programming bits do not help to qualify RAM cycles. Their purpose is to reallocate RAS/CAS 
drivers. For example, if there is one bank of RAM and the bank select inputs (BS0, BS1) select any 
other bank and no provision is made to deselect the 8207 (via PE), the 8207 will do a RAM cycle 
and issue an acknowledge. This happens irregardless of the RBO, RBI programmed value. See the 
Optional RAM Bank's section to provide for this. 
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Table 4. RAM Bank Selection Decoding 
and Word Expansion 



Figure 3. 8207 2 RAM Bank Configuration 
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Scrubbing 

An additional function of the RBO, RBI bits, besides RAS/CAS allocation, is to inform the 8207 
of how many banks are physically present. The 8207 will, during the refresh cycle, read data from 
a location and check to see that data and check bits are correct. If there is an error, the 8207 lengthens 
the refresh cycle and writes the corrected data back into RAM. Scrubbing the entire memory greatly 
reduces the chance of an uncorrectable error occurring. See the Refresh section for more detail on 
scrubbbing. 

Refresh Cycles 

The 8207 p erfor ms RAS only refresh cycles in non-ECC systems. It outputs all 8207 control signals 
except for CAS and acknowledges. The real delay in a system due to refresh would be a fraction of 
that value*. The length of the refresh cycle is always 2tRP + tRAS, and varies based upon the 
programmed 8207 configuration. 

In error- corre cted systems, the refresh cycle is actually a read cycle. The 8207 outp uts a r ow a ddress, 
then all RAS outputs go active. Next, a column address is output and then CAS. The CAS output 
is based upon the RBO, RBI allocation bits. Figure 4a shows the general timing for a four bank system, 
and Figure 4b shows a two bank system. 





I 

gg 

1 



RASO-3 ^ 


RASO-3 \ 




CAS0 ^ 


CAS0.1 \ 



f 

CASl-3 


CAS2.3 


4 BANKS 2 BANKS 


Figure 4. Refresh Cycles for Error Corrected Systems 


(1) Measurements have shown a delay of 2-4% on program execution time compared to programs 
running without refresh. 
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The 8207 sends the read out word through the 8206 EDCU to check for any errors. If no errors, the 
refresh cycle ends. If an error is discovered, the 8207 lengthens the cycle. An error is determined if 
the ERROR output of the 8206 is seen active at the same edge that the 8207 issues the R/W output. 
The cycle is then lengthened to a RMW cycle. If the error was correctable, the corrected data is writ- 
ten back to the location it was read from. But, if the data is uncorrectable, the cycle is still lengthened 
to a RMW, but no write pulse is issued. To aid in stabilizing the RAM output data and the Error 
flag, pullup resistors of 10k ohms on the data out lines are recommended. 

Scrubbing removes soft errors that may accumulate until a double-bit error occurs, which would halt 
the system. Hard single-bit failures will not stop the system, but could slow it down. This is because 
read and refresh cycles lengthen to correct the data. 

For large RAM arrays some form of error logging or diagnostics should be considered. 


Interleaving 

The term ‘ ‘interleaving’ * is often used to refer to overlapping the cycle times of multiple banks (or 
boards or systems) of RAMs. This has the advantage of using relatively slow cycle time banks to achieve 
a faster perceived cycle time at the processing unit. The drawbacks of interleaving are more logic to 
handle the necessary control and, for maximum performance, the program should execute sequen- 
tially through the addresses. 

Dynamic RAM cycles consist of 2 parts — the RAS active time (tRAS in Dynamic RAM Data Sheets) 
and precharge time (tRP). The sum of these two times are roughly equal to the cycle time of the RAM. 
The 8207 determines how long these two periods are, based on the configuration the user picked (via 
the programming bits). Bank interleaving, as used by the 8207, is slightly different than the previous 
definition. The 8207 will overlap the precharge time of one bank with the access time of another bank. 
In either case, the advantage is the effective cycle time is reduced without having to use faster RAMs. 

For interleaving to take place there must be more than 1 bank of RAM connected to the 8207. 
Interleaving is not practical with 3 banks of RAM because 3 is not a power of 2 (the 2 bank inputs 
BS0, BS1). So, interleaving works only for 2 or 4 banks of RAM. Note that it is easy enough to use 
three banks of RAM where the bank select inputs are connected to the highest-order address line. 
For instance, if three banks of 2164s are used in an 8086 system, and located at address OH, bank 
selects BS0 and BS1 would be connected to microprocessor addresses A17 and A 18, respectively. Banks 
0-2 would be accessed in the address ranges OH - FFFFH, 10000H - 1FFFFH, and 20000H - 2FFFFH, 
respectively. In this case, consecutive addresses are almost always in the same bank and very little 
interleaving can take place. 

Figure 5 shows the effects on the performance of the processor with and without interleaving. In both 
examples, consecutive accesses to the same bank will add 1 wait state to the second access, but no 
wait states to consecutive accesses to different banks. Irregardless of the 8207 configuration, there 
will always be a minimum 1 wait state added without interleaving. Therefore, interleaving is very highly 
recommended! 

Interleaving is accomplished by connecting the 8207’s BS0, BS1 inputs to the microprocessor’s low 
order word address lines. Each consecutive address is then located in a different bank of RAM. About 
90 % of memory accesses are sequential, so interleaving will occur about 90% of the time in a single 
port system. 

In a dual port system, the advantages of interleaving are a function of the number of banks of memory. 
Since the memory accesses of the two ports are presumably independent, and both ports are continuously 
accessing memory, the 8207 arbiter will tend to interleave accesses from each port (i.e., Port A, Port 
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Figure 5. Processor Performance With and Without Interleaving 

B, Port A, Port B, ...). If there are two banks of RAM interleaving will occur 50% of the time and, 
if there are four banks of RAM, interleaving will take place 75% of the time*. To the extent that 
a single port generates a majority of memory cycles, interleaving efficiency will approach 90% as 
described in the previous paragraph. 

(1) Don’t get confused here. The paragraph is talking about interleaving memory requests from 
both ports, and their probability of accessing one of the other brinks of RAM where tRP 
has been satisfied. The 8207 will leave the RAM precharge time out if consecutive accesses go 
to different banks. The 8207 RAM timing logic does not care which port requests a RAM cycle, 
requests a RAM cycle. 

Optional RAM Banks v 

Many users allow various RAM array sizes for customer options and future growth. Some care must 
be taken during the design to allow for this. Three items should be considered to permit optional RAM 
banks. 

The first item is thetotal RAM size. The 8207 starts a memory cycle based only upon a_valid status 
or command and PE active. So some logic will be required to deselect the 8207 (via PE) when the 
addressed location does not exist within the current memory size. A 7485 type magnitude comparator 
works well. 

The second item to consider is the BSO, BS1 inputs. With one bank of RAM these inputs are tied 
to ground. Four banks of RAM require two address inputs. So, if the design ever needs four banks 
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of RAM, then the BSO, BS1 inputs must be connected to address lines. Selecting a non-existant RAM 
bank is illegal. Figure 6 shows a non-inter leaved method. 



Figure 6. Non-lnterleaved 8207 Selection Circuit 

With designs using interleaving, the least significant word address lines are connected to the. BSO, BS1 
inputs. With two banks of RAM, A1 from the Intel processor is connected to BSO. A2 is connected 
to BS1, but not allowed to function until four banks are present. However, A2 must still be used 
since addresses increase sequentially. Two possible ways of implementing this are shown in Figure 
7 below. 



Figure 7. Interleaved 8207 Selection Circuits 
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The final consideration is for th e RAS /CAS outputs. Remember that when the RBO, RBI bit s are 
programmed for two banks, then RASO, 1 operates in tandem (non-ECC mode/ECC mode - the CAS 
outputs also work in tandem). Figure 8 shows the proper layout. 



Figure 8. RAM Bank Layout 

Write Enables - Byte Marks 

The write enable supplied by the 8207 cannot drive the RAM array directly. It is intended to be 
NAND with the processor supplied byte marks in a non-ECC system. In error-corrected systems, the 
write enable output should be inverted before being used by RAMs. Only full word read/writes are 
allowed in ECC systems. The changing of byte data occurs in the 8206 EDCU. 

For single and dual port systems, the byte mark data (AO, BHE) must be latched. The 8207 can (and 
will) change the input addresses midway through a RAM cycle. 

Memory Warm-up and Initialization 

After programming, the 8207 performs 8 RAM warm-up cycles. The warm-up cycles are to prepare 
the RAMs for proper operation. If the 8207 is configured for ECC, it will then prewrite zeros into 
the entire array. 

All RAS outputs are driven active for these cycles, once every 32 clock periods. The prewrite cycles 
are equivalent to write cycles, except all RAS and CAS will go active, data is generated by the 8206, 
t and the address is generated by the 8207. 

RAM Cycles/Timings 

Tables 12 and 13 of the 8207 Data Sheet show on what clock edge each of the 8207 outputs are generated. 
This, together with the timing waveforms and A.C. parameters, allows the user to calculate the 
timings of the 8207 for each of its configurations. To make the job easier, Tables 14-18 of the 8207 
Data Sheet precalculate dynamic RAM timings for each 8207 configuration and type of cycle. All 
that is required is to plug in numerical values for the 8207 parameters. 
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Write Cycles 

The 8207 always issues WE after CAS has gone valid. These types of cycles are known as “late writes.” 
The 8207 does this primarily to interface to the iAPX286 processor bus timings. Late writes require 
separate data in and data out traces to the RAM array, plus the additional drivers. 

Data Latches 

The 8207 is designed to meet data setup and hold times for the iAPX86 family processors when using 
a synchronous status interface (see Microprocess or In terface section). Other types of interfaces will 
require external data latches. This is because the CAS pulse i s a f ixed length - the user has no control 
(besides programming options) over lengthening CAS. When CA S goes ina ctive, data out of the RAMs 
will disappear. Asynchronous interfaces should use XACK or LAACK to latch the data. 
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CHAPTER 4 

MICROPROCESSOR INTERFACES 

\ 

The 8207 is designed to be directly compatible with all Intel iAPX86, 186, 188, and 286 processors. 
For maximum performance, the 8207 will directly decode the status lines and operate off of the pro- 
cessor’s clock. Additionally, the 8207 interfaces easily to other bus types that support demultiplexed 
address and data with separate read and write strobes. 

Bus Interfaces 

The 8207 easily supports either an asynchronous or synchronous command timing. The command 
timing can also be adjusted for various processors via the PCTL pin. 

MEMORY COMMANDS 

There are four inputs for each port of the 8207 that initiate a memory cycle. The input pins are_WR, 
RD, PCTL, and PE. The first three inputs connect directly to the iAPX 86, 88, 186, 188 S0-S2 
outputs, respectively. For the 80286, the same connections are used except that PCTL is tied to ground. 
In all configurations PE is decoded from the address bus. Multibus type commands use the same 
input setup as the 80286. 

COMMAND/STATUS INTERFACE 

The status interface for the 80186 and the 80286 differ both in timing and meaning. Th£8207 can 
be optimized for either processor by programming the PCTL input pin at RESET time. S2 in 80186 
systems, connects directly to PCTL. When the processor is reset it drives S2 high for one clock, then 
tristates it. A pullup resistor to +5 will program the PCTL input for the 80186 status interface when 
RESET goes inactive. A pullup is required only if no component has this pullup internally. 

To optimize the 8207 for the 80286 interface, PCTL is tied to ground and not used in 80286 systems. 
Multibus commands are similar in meaning to the 80286 status interface, and are programmed the 
same way. In Multibus type systems, PCTL can be used as an inhibit to allow shadow memory. PCTL 
would be driven high, when required, to prevent the 8207 from performing a memory cycle. It would 
be connected to the Multibus INH pin through an inverter. 

SYNCHRONOUS/ASYNCHRONOUS COMMANDS 

Each port of the 8207 can be configured to accept either a synchronous or asynchronous (via 
programming bits) memory request. Minimum memory request decode time (and maximum per- 
formance) is achieved using a synchronous status interface. This type of interface to the processor 
requires no logic for the user to implement. 

An asynchronous interface is used with Multibus bus interfaces when the setup and hold times of 
the memory commands cannot be guaranteed. Synchronizers are added to the inputs and will require 
up to two clocks for the 8207 to recognize the command. It should be obvious that better performance 
will result if the 8207 ’s clock is run as fast as possible. 

Figure 2 of the 8207 Data Sheet shows various combinations of interfaces. The additional logic for 
the asynchronous interfaces is used to either lengthen the command width, to meet the minimum 8207 
spec, or to make sure the command does not arrive too soon before the address has stabilized. 

PORT ENABLE 

The PE inputs serve to qualify a memory request. A RAM cycle, once started, cannot be stopped. 
A RAM cycle starts if PE is seen active at the proper clock edge and a valid command is recognized. 
If PE is activated after a command has gone active and- inactive, no cycle will start. 
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Types of logic that work well are 74138 and 7485. PE should be valid as much as possible before 
the command arrives because, as the address bus switches and settles, glitches on PE could either: 
disqualify a memory cycle; delay a memory cycle; or start a memory cycle when none should have. 
Refer to the Port Interface Waveforms in the Data Sheet. If Port Enable is not seen active by the 
next or same clock edge, no memory cycle will occur unless the command is removed and brought 
active again. 

Back to Back Commands 

Holding the RD, WR inputs active will not generate continuous memory cycles. Memory commands 
must go inactive for at least one clock period before another memory request at that port will be 
considered valid. Holding the inputs active will not keep the other port from gaining access to the 
RAM. The only signal that can prevent the other port’s gaining access to the RAM is LOCK. 

Address Inputs (And LOCK) 

Two pins control the address inputs on the 8207, MUX and LEN. Neither are used for single port 
8086 based systems. MUX is used for dual port configurations, and LEN is used for single and dual 
port 80286 based systems. MUX is used to gate the proper ports addresses to the 8207. If the output 
is high, Port A is selected. If it is low, Port B is selected. 

The cross coupled NAND gates, shown in the 8207 Data Sheet (Figure 3), are used to minimize 
contention when switching address buses. Use of a single inverter would have both outputs enabled 
simultaneously for a short period. The cross coupled hand gates allow only one output enabled. 

MUX also allows the single LOCK input to be multiplexed between ports. Figure 9 shows how to 
multiplex the LOCK input for dual port systems. See the LOCK section for more information. 


TO ADDR LATCH A EN 



Figure 9. Dual Port LOCK Input Circuit 


MUX TIMING ) 

The MUX output is optimized by the Port Arbitration scheme, which is selected in the program word. 
Figure 10 shows the effects on memory selected in the program word. Figure 10 shows the effects 
on memory bandwidth with the different schemes. Port A Preferred optimizes consecutive cycles for 
Port A. Consecutive Port B cycles have at least 1 clock added to their cycle time. There would be 
no MUX delays for any Port A request. 
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The Most Recently Used scheme allows either port to generate consecutive cycles without any MUX 
delays. The first memory cycle for each port would have the 1 clock delay. But &11 others would not. 

With either scheme, if both ports request th$ memory at their top speed, the 8207 will interleave the 
requests; Port A, Port B, Port A, Refresh, Port B. 



Figure 10. Port Arbitration Effects 

LEN 

LEN is used to hold the 80286 addresses when the 8207 cannot respond immediately. The 8207 will 
require a separate address latch, with the ALE input replaced with LEN. LEN optimizes the address 
setup and hold times for the 8207. 

LEN goes from high to low when a valid 8207 command is recognized, which latches the 80286 
address. This transition of LEN is independent of a memory cycle starting. The low to high transition 
will occur in the middle of a memory cycle so that the next address will be admitted and subsequently 
latched. 

If Port B is to interface to an 80286 with the synchronous status interface, then LEN must be created 
using external logic. Figure 11 shows the equivalent 8207 circuit for Port B. 

LOCK 

The LOCK input allows each port uninterrupted access to memory. It does this by not permitting 
MUX to switch. It is not intended as a means to improve throughput of one of the ports. To do so 
is at the designer’s risk*. Obviously, LOCK is only used in dual port systems. The 8207 interprets 
LOCK as originating from the port that MUX is indicating. 

(1) The 8207 will not malfunction if this is done. This is a system level concern. For example, 
a time dependent process may fail if the other port holds LOCK active, preventing its access of 
memory and relinquishing the bus. 
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Figure 11. Port B LEN Circuit 


LOCK from the 8086 may be connected directly to the 8207 or to the multiplexing logic. The 8207 
requires additional logic when interfaced to an 80286. Figure 12 shows both the synchronous and 
asynchronous circuitry. 

For 16 MHz operation, the 8207 ignores the LOCK input during the clock period that MUX switched. 
During 8 MHz operation, the 8207 will see LOCK as being active during the clock period when MUX 
switches. 

The LOCK issued in Multibus bus systems may not be compatible with the 8207. The 8207 references 
LOCK from the beginning of a cycle, while Multibus references LOCK from the end of a cycle. The 



Figure 12a. Synchronous interface 
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Figure 12b. Asynchronous interface 

Multibus LOCK can be used if it meets the 8207 requirements. If the LOCK timing cannot be guaranteed, 
then additional logic is necessary. The logic would issue LOCK whenever a Multibus command is 
recognized. The drawback to this is that MUX cannot switch during the RAM cycle. This would delay 
the other port’s memory access by one or two clocks. 

DEADLOCK 

The designer should ensure that a deadlock hazard has not been created in the design. The simple 
interfaces shown previously will not create a deadlock condition when the 8207 controls all system 
memory. If LOCK is issued by both ports, then the above logic would need to be modified to remove 
LOCK. 


Figure 13 shows an illustration of the problem with a single LOCK input. 
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Suppose the 8207 starts a locked string transfer for the processor. The Multibus bus port requests 
a memory cycle but must wait for the processor to remove LOCK. But the processor must access 
Multibus as part of the locked string transfer. We now have a deadlock. The solution is to force LOCK 
inactive whenever an access is made to non-8207 memory by the processor. By doing this we have 
now violated the purpose of LOCK, since the Multibus port could change data. Another solution is 
to ensure that locked data does not exist in physically separate memory. 

8207 Acknowledged 


The 8207 in non-ECC mode has two active acknowle dgers p er port, AACK and XACK. The AACK 
output is configured into either an “early” or “iate” AACK based on the §A, SB bits in the program 
data wor d. In ECC systems t he re is o ne Acknowledge per port, and it is configured to any one of 
the three (EAACK, LAACK or XACK) by the programming bits. ' 


The AACK pin is optimized for eithe r the 80286 or the 8086, based upon the CF S progra mming bit 
(fast = 80286; slow = 8086). XACK conforms to the Multibus bus specification. XACK requires a 
tri-state buffer and must not drive the bus directly. 


In synchronous systems, XACK will not go active if the memory comma nd is removed prior to the 
clock period that issues XACK. In asynchronous systems, the AACK pin can also serve as an 
advanced RAM cycle timing indicator. 

Data out, in synchronous systems, should not have to be latched. The 8207 was designed to meet the 
data setup and hold times of Intel processors, the 8086 family, and the 80286. In asynchr on ous syste ms, 
the 8207 will remove data before the processor recognizes the Acknowledge (LAACK or XACK). In 
these systems, the data should be latched with transparent type latches (Intel 8282/8283). 

Output Data Control 

Non-ECC 

In single port systems, Intel processors supply the ne cessar y timing signals to control the input or 
output of data to the RAMs. These control signals are DEN and DT/R. Refer to t he mic roprocessor 
handbook for their explanation. If these signals are not available, then PSEN and DBM provide the 
same function., They can be used directly to control the 8286/8287 bus drivers of the 8207. 

Because of the single set of data in/out pins of the RAMs, data must be multiplexed between the 
two ports in dual port systems. The 8207 provides two outputs for contention-free switching. PSEL 
operates the same as the MUX output, in that a high selects Port A and a low selects Port B. PSEN 
acts to enable the selected port. The timing is shown in the 8207 Data Sheet, Port Switching Timing 
section. 

The easiest means of using PSEL and PSEN is shown in Figure 14. At no time will both ports' be 
enabled simultaneously. , 



Figure 14. PSEL and PSEN Interface Circuit 
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Data Bus - Single Port 

Recall that the 8207 always performs a late write cycle and that this requires separate data in and 
out buses. One option for the data bus is shown in Figure 3 of the 8207 Data Sheet. It requires separate 
data in and out traces on the processor board. 

The second option is to keep the processor’s combined data, bus but separate the data at the 8207 
RAM. This is shown in Figure 15. 



TO yP DATA 
BUS 


Figure 15. Data Bus Circuit 


Data Bus - Dual Port 

Non-ECC 

The multiplexed data of the 8207 RAM must be kept isolated so that an access by one port does not 
affect another port. Figure 16 illustrates the control logic. 
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Figure 16. Dual Port Data Bus Control Circuitry 
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CHAPTER 5 
8207 WITH ECC (8206) 

This section points out the proper control of the 8206 EDCU by the 8207. 

The 8207 performs error correction during read and refresh cycles (scrubbing), and initializes memory 
after power up to prevent false errors from causing interrupts to the processor. Since the 8207 must 
refresh RAM, performing scrubbing during refresh allows it to be accomplished without any 
additional performance penalty. Upon detection of a correctable error during scrubbing, the RAM 
refresh cycle is lengthened slightly to permit the 8206 to correct the error and for the corrected word 
to be rewritten into memory. Uncorrectable errors detected during scrubbing are ignored, since the 
processor may never access that memory location. 

Correctable errors detected during a memory read cycle are corrected immediately and written back 
into memory. 

Synchronous/Asynchronous Buses 

The many types of configurations that are supported by the 8207/8206 combination can be broken 
down into two classes: ECC for synchronous or for asynchronous buses. 

In synchronous bus systems, performance is optimized for processor throughput. In asynchronous 
buses, performance is optimized to get valid data onto the bus as quickly as possible (Multibus). While 
possible to optimize the 8207/8206 for processor throughput in Multibus systems, it is not Multibus 
compatible. The performance optimization is selected via the XA/XB and SA/SB programming bits. 

When optimized for processor throughput, an advanced acknowledge (AACK - early or late) is issued 
at some point (based on the type of processor) so that data will be valid when the processor needs it. 


When optimized for quick data access, an XACK is issued as soon as valid data is known to exist. 
If the data was invalid (based on the ERROR flag), then the XACK is delayed until the 8206 corrects 
the data and the data is on the bus. 


The first example is known as “correct -always” mode. The 8206 CRCT pin is tied to ground and 
the 8206 requires time to do the correction. Figure 17 shows this implementation. The quick data 
access method is known as “correct on error.” The CRCT pin is tied to the R/W output of the 8207. 
When CRCT is high, the 8206 does not do correction, but still checks th e data. This delay is typically 
half of the first. If an error happens, the cycle becomes a RMW and XACK is delayed slightly so 
that data can be corrected. 

The correct on error mode is of no real benefit to non-Multibus users. The earliest acknowlege (EAACK) 
is delayed by one clock to allow for the delays through the 8206. This imposes a 1 wait state delay. 

Byte Marks 

The only real difference to the 8207 system when adding the 8206 is the treatment of byte writes. Because 
the encoded check bits apply only to a whole word (including check bits), byte writes must not be 
permitted at the RAM. Instead, the altering of byte data is done at the 8206. The byte marks 
previously sent to RAM are now sent to the 8206. These byte marks must also qualify the output 
enables of the data drivers. 

The DBM output of the 8207 is meant to be nanded with the processors byte marks. This output is 
activated only on reads or refreshes. On write cycles, this output stays high which would force the 
8206 byte mark input low. When low, the internal 8206 data out buffers are tristated so that new 
data may be gated into the device. 
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Figure 17. 8206 Interface to the 8207 


Read Modify Writes - ECC 

A RMW cycle occurs whenever a processor wants to do byte writes or when the 8207 has detected 
an error during read or refresh (scrubbing) cycles. A byte write is detected by the FWR input to the 
8207 and is based on the processor supplied byte marks. 


At the start of a RMW cycle, DBM stays high, which, when qualified with the byte marks, will enable 
thejiata out buffer of the 8206 for the unmodified byte, and tristates the buffer for the new byte; 
R/W is high, which tells the 8206 to do error detection and correcting (if CRCT is low). The 8206 
can latch data and check bits from the RAM via the STB input, but the 8207 does not use this feature. 
Instead, the 8207 keeps CAS active the entire length of the RMW cycle to hold data at the 8206. The 
new byte data from the processor goes to the 8206 and to the RAM. The 8207 would have corrected 
any errors just read, so the old and new bytes of data, plus their check bits, are available at the RAM, 
and the 8207 generates a write pulse. The data driver for the unmodified byte must not have been 
enabled, otherwise erroneous data would be written to RAM and possibly made valid (if it was stable) 
by the 8206. * 

Data Buffer Control - ECC 

The control of the data buffers is essentially the same as in non-ECC systems, with a few exceptions. . 
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The processor’s byte marks must now qualify the output enable logic. The reason was described earlier 
in the RMW section. This applies to both single and dual portconfigurations. A refresh cycle outputs 
all the control signals that a read cycle will, except for an acknowledge. If complete buffer control 
is left to the 8207, then it would occasionally (during refreshes) put data on the processor bus. The 
DEN and DT/R signals must be qualified by the PE input. PE would have to be latched for the entire 
cycle by PSEN. 


Test Modes 

Neither of the two test modes of the 8207 are to be used in a design. Both test modes reset the refresh 
address counter to a specific value, which interrupts the refresh sequence and causes loss of data. 

In error corrected systems, a reset pulse causes the 8207/8206 to write over the entire RAM array. 
Test Mode 2 appears to bypass the prewrite sequence. But, the refresh counter is reset to a value of 
1F7 (H). So, besides interrupting the refresh sequence, the 8207 still prewrites the 8 locations specified 
by the counter. 

To not overwrite the RAM data, the 8207 RESET will have to be isolated from the system reset logic 
in ECC systems. 
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APPENDIX I 

8207/8208 Performance 


The following performance charts were based upon Figure 3 in the 8207 Data Sheet, and apply to 
the 8208 as well. All RAM access delays are based upon Intel dynamic RAMs. The charts show the 
performance of a single cycle with no precharge, refresh, port switching, or arbitration delays. 

The read access calculations are: the margin between the 8207 starting a memory cycle to data valid 
at the processor - 8207 RAS or CAS from clock delay - DRAM RAS or CAS access - 8286 propaga- 
tion delay - processor setup. 

Assume the RAS/CAS drivers are loaded with 150 pf, and the 8286 is driving a 300 pf data bus. 
80286 (example) 


RAS Access: 3TCLCL - 8207 TCLRSL - 2118 tRAC - 
8286 TIVOV - 80286 t8 
= (3)62.5 - 35 max - 100 max - 22 - 10 
= 20 ns 

80186 (example) 

CAS Access: 2 TCLCL - 8207 TCLCSL - 2164A tCAC - 

8286 TIVOV - 80186 TDVCL 
= (2)125 - 115 max - 85 max - 22 - 20 
= 8 ns 
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8207 Performance (EDC synchronous status interface) 


Table 5a. Wait States for Different ^P and RAM Combinations 


Wait states at full CPU speed 

RAM speed 

CPU 

Freq 

100 ns 

120 ns 

150 ns 

200 ns 

80286 

8 MHz 

1-RD, WR 
3-Byte WR 
CO (3) 

1-RD, WR 
3-Byte WR 
CO 

2- Read 
1 -Write 

3- Byte WR 

C2 

Not (1) 
compatible 
with RAM 
parameters 

80186, 

8086/88-2 

8 MHz 

1-RD, WR 
3-Byte WR 
C4 

1-RD,WR 
3-Byte WR 
C4 

1-RD,WR 
3-Byte WR 
C4 

8086/88 

5 MHz 

1 

C6 

i 

C6 

1 

C6 

1-RD, WR 
3-Byte WR 
C4 


8207 Performance (EDC synchronous status interface) 


Table 5b. Clock Frequency for Differenc \xP and RAM Combinations 


Maximum frequency for 
one wait-state (4) 

RAM speed 

CPU 

Freq 

100 ns 

120 ns 

150 ns 

200 ns 

80286 

8 MHz 



7.3 MHz 
CO 

6 MHz 
CO 

80186, 

8086/88-2 

8 MHz 

FULL SPEED 


7 MHz 
C4 

8086/88 

5 MHz 

* 
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8207 Performance (Non-EDC synchronous status interface) 


Table 6a. Wait States for Different ^P and RAM Combinations 


jwait states at full CPU speed 

RAM speed 

CPU 

Freq 

100 ns 

120 ns 

150 ns 

200 ns 

80286 

8 MHz 

0 

COO) 

1-Read 

0-Write 

C1 

1-Read 

0-Write 

Cl 

NotO) 

compatible 

with 

RAM 

parameters 

80186, 

8086/88-2 

8 MHz 

CO 

O 

o 

CO 

O 

o 

0(2) 

C3 

8086/88 

5 MHz 

CO 

O 

o 

CO 

O 

o 

CO 

O 

o 

CO 

O 

o 


Table 6b. Clock Frequency for Different /^P and RAM Combinations 


Maximum frequency for 
no wait-state (4) 

RAM speed 

CPU 

Freq 

100 ns 

120 ns 

150 ns 

200 ns 

80286 

8 MHz 


7 MHz 

6 MHz 

5.3 MHz 

80186, 

8086/88-2 

8 MHz 


FULL SPEED 


7 MHz 

8086/88 

5 MHz 






(1) The 2164A tRAH parameter is not satisfied. 

(2) 150 ns 64K DRAMs with tCAC = 100 ns won’t run with 0 wait-states, because they have a longer CAS 
access time than the 2164A-15 (tCAC = 85 ns). 

(3) Numbers in lower right corners are the programmed configurations of the 8207. 

(4) To meet read access time. 
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8207 Performance (multibus interface) 

This is an asynchronous, command interface. Worst case data and transfer acknowledge 
(XACK#) delays. Including synchronization and data buffer delays, are: 

Table 7a. Non-EDC system 


RAM speed 


100 nsf 

120 ns 

150 ns 

200 ns 

Data access time 

289ns 

299ns 

322ns 

380ns 

XACK# access time 

333ns 

450ns 


Table 7b. EDC system 


RAM speed 


100 ns 

120 ns 

150 ns 

200 ns 

Data access time (read) 


369ns 
(334 ns) 

392ns 
(357 ns) 

450ns 
(415 ns) 

XACK# access time 

400 ns-RD, WR 
588 ns-Byte Write 

520 ns-RD, WR 
806 ns-Byte WR 


(1) Numbers in parentheses are for when 8206 is in check-only mode (8206 doesn’t do error correction 
until after an error is detected. 
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INTRODUCTION 

The designer of a microprocessor-based system has two 
basic types of devices available to implement a random 
access read/write memory — static or dynamic RAM. 
Dynamic RAMs offer many advantages. First, dynamic 
RAMs have four times the density (number of bits per 
device) of static RAMs, and are packaged in a 16-pin 
DIP package, as opposed to the 20-pin or larger DIPs 
used by static RAMs; this allows four times as many 
bytes of memory to be put on a board, or alternatively, 
a given amount of memory takes much less board space. 
Second, the cost per bit of dynamic RAMs is roughly 
one-fourth that of statics. Third, static RAMs use about 
one-sixth the power of static RAMs, so power supplies 
may be smaller and less expensive. These advantages are 
summarized in Table 1 . 

Oh the other hand, dynamic RAMS require complex 
support functions which static RAMs don’t, including 

• address multiplexing 

• timing of addresses and control strobes 

• refreshing, to prevent loss of data 

• arbitration, to decide when refresh cycles will be 
performed. 


/ 


Table 1. Comparison of Intel Static and 
Dynamic RAMs Introduced during 1981 



2164-15 

(Dynamic) 

2167-70 

(Static) 

Density 
(No. of bits) 

64K 

16K 

No. of pins 

16 

20 

Access time (ns) 

150 

70 

Cycle time (ns) 

300 

70 

Active power (ma) 

60 

125 

Standby power (ma) 

5 

40 

Approx, cost per bit 

45 

250 

(millicents/bit) 




In addition, dynamic RAMs may not always be able to 
transfer data as fast as high-performance 
microprocessors require; wait states must be generated 
in this case. The circuitry required to perform these 
functions takes up board space, costs money, and con- 
sumes power, and so detracts from the advahtages that 
make dynamic RAMs so appealing. Obviously, the 
amount of support circuitry should be minimized. 

The Intel 8202A and 8203 are LSI dynamic RAM con- 
troller components. Either of these 40-pin devices alone 
does all of the support functions required by dynamic 
RAMs. This results in a minimum of board space, cost, 
and power consumption, allowing maximum advantage 
from the use of dynamic RAMs. 



Figure 1. Implemented Cost of Static vs. Dynamic RAM 
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Figure 1 shows the relative cost of static and dynamic 
RAM, including support circuitry, as a function of 
memory size, using the Intel 8202A or 8203. For any 
memory larger than 16KBytes, the dynamic RAM is less 
expensive. Since the cost of the dynamic RAM con- 
troller is relatively independent of memory size, the cost 
advantge for dynamic RAM increases with increasing 
memory size. 

This Application Note will describe the techniques of in- 
terfacing a dynamic RAM memory to an iAPX-86 or 
iAPX-88 system using either the 8202A or 8203 dynamic 
RAM controller. Various configurations of the 8086 
and 8088 microprocessors, and those timings which they 
satisfy, are described. The Note concludes with ex- 
amples of particular system implementations. 

DYNAMIC RAMS 

This section gives a brief introduction to the interfacing 
requirements for Dynamic RAMs. Later sections will 
describe the operation of the Intel 8202A and 8203 
Dynamic RAM Controllers. 

Device Description 

The pinout of two popular families of dynamic RAMs, 
the Intel 2118 and 2164A, are shown in Figure 2. The 
2118 is a 16,384 word by 1-bit dynamic MOS RAM. The 
2164 is a 65,536 word by 1-bit dynamic MOS RAM. 
Both parts operate from a single + 5v supply with a 
± 10% tolerance, and both use the industry standard 
16-lead pinout. 


Addressing 

Each bit of a dynamic RAM is individually addressable. 
Thus, a 2164A, which contains 216 (or 65,536) bits of in- 
formation, requires 16-bit addresses; similarly, the 
2118, which contains 2i 4 (or 16,384) bits, requires 14-bit 
addresses. 

In order to reduce the number of address pins required 
(and thus reduce device cost), dynamic RAMs time- 
multiplex addresses in two halves over the same pins. 
Thus a 2 164 A needs only 8 address pins to receive 16-bit 
addresses, and the 2118 needs only 7 for its 14-bit ad- 
dresses. The first address is called the row address, and 
the second is called the column address. The row ad- 
dress i s latc hed internal to the RAM by the falling edge 
of the RAS (Row Address Strobe) control input; th e col- 
umn address is latched by the falling edge of the CAS 
(Column Address Strobe) control input. This operation 
is illustrated in Figure 3. 

Dynamic RAMS may be visuallized as a two- 
dimensional array of single-bit storage cells arranged 
across the surface of the RAM’s die. In the case of the 
2 164 A, this array would consist of Z 8 (or 256) rows and 
2 8 (or 256) columns, for a total of 2 16 (or 65,526) total 
bit cells (Figure 4). This is the source of the “row ad- 
dress” and “column address” terminology. Bear in 
mind that any given RAM may not be physically im- 
plemented as described here; for instance, the 2164A ac- 
tually contains four arrays, each one 2 7 rows by 2 7 
columns. 


The two parts are pinout-compatible with the exception 
of the 2164 having one extra address input (A7, pin 9); 
this pin is a no-connect in the 2118. Both parts are also 
compatible with the next generation of 256K dynamic 
RAMs (262,144 word by 1-bit), which will use pin 1 
(presently a no-connect on both the 21 18 and 2 164 A) for 
the required one extra address input (Ag). This makes it 
possible to use a single printed circuit board layout with 
any of these three types of RAM. 
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Figure 3. Dynamic RAM Addressing 


COLUMNS 



Figure 4. Bit Cell “Array” 


Memory Cycles 

In this Application Note, we will dis cuss three types of 
memory cycles — read, write, and RAS-only refresh. 
Dymanic RAMs may perform other types of cycles as 
well; these are described in the dynamic RAM’s data 
sheet. 

Whether data is read or writ ten d uring a memory cycle 
is determined by t he RA M’s WE control input. Data is 
written only when WE is active. 


CAS o r WE , whichever occurs last. If WE goes active 
before CAS (the usual case, called an “e arly w rite”), 
write data is latc hed b y the falling edge of CAS. If WE 
goes active after CAS (called a “late write”), data is lat- 
ched by the falling edge of WE (see Figure 5). 

Late writes are useful in some systems where it is desired 
to start the memory cycle as quickly as possible, to max- 
imize performance, but the CPU cannot get the write 
dat a to t he dynamic RAMs quickly enough to be latched 
by CAS. By delaying WE, more time is allowed for 
write data to arrive at the dynamic RAMs. 


During a read cycle, the CAS input has a sec ond f unc- 
tion, other than latching the qolumn address. CAS also 
enables t he R AM data output (pin 14) when active, 
assuming RAS is also active. Otherwise, the data output 
is 3-statedl This allows multiple dynamic RAMs to have 
their data outputs tied in common. 

During write cycles, data on the RAM data input pin is 
latched internally to the RAM by the falling edge of 


Note that when “late write” is performed, CAS goes ac- 
tive while WE is still inactive; this indicates a read cycle, 
so the RAM enables its data output. So, if “late write” 
cycles are performed by a system, the RAM data inputs 
and data outputs must be electically isolated from each 
other to prevent contention. If no “late writes” are per- 
formed, the RAM data inputs and data outputs may be 
tied together at the RAM to reduce the number of board 
traces. 
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Figure 5. Dynamic RAM Write Cycles 


Access Times 

Each dynamic RAM has two differ ent access times 
quoted for it — access time from RAS active (t R Ac) and 
access time from CAS active (tcAc)i these are illustrated 
in Figure 6. How do you know which to use? This 
depends on the timings of your RAM controller. First, 
the worst case delay from the mem ory read command 
active to RAS active Ocr) and CAS active (tec) must be 
determined. Then the read data access time is the larger 
of the t CR (Controller) + t RAC (RAM) or t cc (Controller) 
+ tcAc(RAM). An alternative way to determine 


whether to use t R Ac or t C Ac is to lo ok at the dynamic 
RAM parameter for RAS active to CAS active delay, 
Ircd- Ircd™* is a calculated value, and is shown on 
dynamic RAM data s hee ts as a reference point only. If 
the delay from RAS to CAS is less than or equal to 
tRCDmax, then t R Ac is the limiting access time para- 
meter; if, on the other hand, the delay from RAS to 
CAS is greater than t R comax, then tcAC is the limiting 
parameter. t R cE>max is not an operating limit, and this 
spec may be exceeded without affecting operation of the 
RAM. t R ciywm, on the other hand, is an operating 
limit, and the RAM will not operate properly if this spec 
is violated. 
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Refresh 

One unique requirement of dynamic RAMs is that they 
be refreshed in order to retain data. To see why this is 
so, we must look briefly at how a dynamic RAM is 
implemented. 

Dynamic RAMs achieve their high density and low cost 
mostly because of the very simple bit-storage cell they 
use, which consists only of one transistor and a 
capacitor. The capacitor stores one bit as the presence 
(or absence) of charge. This capacitor is selectively ac- 
cessed for reading and writing by enabling its associated 
transistor (see Figure 7). 


Unfortunately, if left for very long, the charge will leak 
out of the capacitor, and the data will be lost. To pre- 
vent this, each bit-cell must be periodically read, the 
charge on the capacitor amplified, and the capacitor 
recharged to its initial state. The circuitry which does 
this amplification of charge is called a “sense amp”. 
This must be done for every bit-cell every 2 ms or less to 
prevent loss of data. 

Each column in a dynamic RAM has its own sense amp, 
so refresh can be performed on an entire row at a time. 
Thus, for the 21 18, it is only necessary to refresh each of 
its 128 rows every 2 ms. Each row must be addressed via 
the RAM’s address inputs to be refreshed. To simplify 



Figure 7. Dynamic RAM Cell 
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refresh, the 2164A is implemented in such a way that its 
refresh requirements are identical to the 2118; 128 rows 
every 2 ms. Some other 64K RAMs require 256 row 
refresh every 4 ms. 

Refresh can be performed by a special cycle called a 
RAS-only refresh , shown in Figure 8. Only a row ad- 
dress is sent; that row is refreshed. No column address is 
sent, and no data is read or written during this cycle. In- 
tel dynamic RAM controllers use this technique. 

Any read, write, or read-modify-write cycle also 
refreshes the row addressed. This fact may be used to 
refresh the dynamic RAM without doing any special 
refresh cycles. Unfortunately, in general you cannot be 
sure that every row of every dynamic RAM in a system 
will be read from or written to every 2 ms, so refresh 
cannot be guaranteed by this method alone, except in 
special applications. 

A third technique for refresh is called hidden refresh. 
This method is not popular in microprocessor systems, 
so it is not described here, but more information is 
available in the dynamic RAM’s data sheet. 

Three techniques for timing when refresh cycles are per- 
formed are in common use: burst refresh, distributed 
refresh, and transparent refresh. 

Burst refresh means waiting almost 2 ms from the last 
time refresh was performed, then refreshing the entire 
memory with a “burst” of 128 refresh cycles. This 
method has the inherent disadvantage that during the 
time refresh is being performed (more than 40 


microseconds for 128 rows) no read or write cycles can 
be performed. This severely limits the worst case 
response time to interrupts and makes this approach un- 
suitable for many systems. 

As long as every row of the RAM is refreshed every 2 
ms, the distribution of individual refresh cycles is unim- 
portant. Distributed refresh takes advantage of this fact 
by performing a single refresh cycle every 2 ms/ 128, or 
about every 15 microseconds. In this way, the refresh re- 
quirements of the RAM are satisfied, but the longest 
time that read and write cycles are delayed because of 
refresh is minimized. Those few dynamic RAMs which 
use 256 row refresh allow 4 ms for the refresh to be com- 
pleted, so the distributed refresh period is still 15 
microseconds. 

The third technique is called transparent (or “hidden” 
or “syncronous”) refresh. This takes advantage of the 
fact that many microprocessors wait a fixed length of 
time after fetching the first opcode of an instruction to 
decode it. This time is necessary to determine what to do 
next (i.e. fetch more opcode bytes, fetch operands, 
operate on internal registers, etc.); this time may be 
longer than the time required for a RAM refresh cycle. 
If the status outputs of the CPU can be examined to 
determine which memory cycles are opcode fetches, a 
refresh cycle may be performed immediately afterward 
(Figure 9). In this way, refresh cycles will never interfere 
with read or write cycles, and so appear “transparent” 
to the microprocessor. 

Transparent refresh has the disadvantage that if the 
microprocessor ever stops fetching opcodes for very 
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C. TRANSPARENT REFRESH 


Figure 9. Transparent Refresh 


long, due to a HOLD, extended DMA transfers, or 
when under hardware emulation, no refresh cycles will 
occur and RAM data will be lost. This puts restrictions 
on the system design. Also, high speed microprocessors 
do not allow sufficient time between opcode fetches and 
susequent bus cycles for a complete RAM refresh cycle 
to be performed, so they must wait for the refresh cycle 
to complete before they can do a subsequent bus cycle. 
These microprocessors cannot use transparent refresh to 
any advantage. Transparent refresh is useful for 
microprocessors like the Intel 8085 operating at low 
clock frequencies. 

The 8086 and 8088, however, prefetch opcodes into a 
queue which is several bytes long. This prefetching is in- 
dependent of the actual decoding and execution of the 
opcodes, and there is no time at which it can be 
guaranteed that the 8086 or 8088 will not request a 
memory cycle. So transparent refresh is not applicable 
to these microprocessors. 

The 8202 A and 8203 perform distributed and/or 
transparent refresh. Each device has an internal timer 
which automatically generates a distributed refresh cy- 
cle every 15.6 microseconds or less. In addition, an ex- 


ternal refresh request input (REFRQ) allows the 
microprocessor’s status to be decoded to generate a 
refresh cycle for transparent refresh. If, for whatever 
reason, no external REFRQ is generated for 15 
microseconds, the internally generated refresh will take 
over, so memory integrity will be guaranteed. 

Arbitration 

Because RAMs cannot do a read or write cycle and a 
refresh cycle at the same time, some form of arbitration 
must be provided to determine when refresh cycles will 
be performed. 

Arbitration may be done by the microprocessor or by 
the dynamic RAM controller. Microprocessor arbitra- 
tion may be implemented as follows: 

A counter, running from the microprocessor’s clock, is 
used to time the period between refresh cycles. At ter- 
minal count, the arbitration logic asserts the bus request 
signal to prevent the microprocessor from performing 
any more memory cycles. When the microprocessor 
responds with a bus grant, the arbitration logic 
generates a refresh cycle (or cycles, if burst refresh is 
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used). After refresh is complete, the arbitration logic 
releases the bus. This method has several disadvantages: 
First, time is wasted in exchanging bus control, which 
would not be required if the RAM controller did ar- 
bitration. Second, while refresh is being performed, all 
bus activity is stopped; for instance, even if the 
microprocessor is executing out of ROM at the time, it 
must stop until refresh is over. Third, bursts of DMA 
transfers must be kept very short, as refresh cannot be 
performed while DMA is in progress. 

Some microprocessors, such as the Zilog Z-80, generate 
refresh cycles themselves after instruction fetches. This 
removes the need for external arbitration logic, but still 
has several disadvantages: First, DMA bursts still must 
be kept short to allow the CPU to do refresh. Second, 
this method adds to the complexity of the micropro- 
cessor, without removing the need for the RAM con- 
troll er wh i ch is still required to do address multiplexing 
and RAS, CAS and WE timing. Microprocessor refresh 
can cause problems of RAM compatibility; for instance, 
the Z-80 only outputs a 7-bit refresh address, which 
means some 64K RAMs which use 256 row refresh can- 
not be used with the Z-80. Also, since the Z-80 refresh 
cycle is a fixed length (no wait states), faster speed selec- 
tions of the Z-80 are not compatible with slower 
dynamic RAMs. Third, systems employing multi- 
processing or DMA are harder to implement, because of 
the difficulty in insuring the microprocessor will be able 
to perform refresh. 

It is preferable to have arbitration performed by the 
dynamic RAM controller itself. This method avoids all 
the problems described above, but introduces a com- 
plication. If the microprocessor issues a read or write 
command while the dynamic RAM is in the middle of a 
refresh cycle, the RAM controller must make the 
microprocessor wait until it is done with the refresh 


before it can complete the read or write cycle. This 
means that from when the microprocessor activates the 
read or write signal, the time until the cycle can be com- 
pleted can vary over a range of roughly 200 to 700 ns. 
Because of this, an acknowledge signal from the 
dynamic RAM controller is required to tell the 
microprocessor the memory cycle it requested is com- 
plete. This signal goes to the microprocessor’s READY 
logic. 

Memory Organization 

As each dynamic RAM operates on only one bit at a 
time, multiple RAMs must be operated in parallel to 
operate on a word at a time. RAMs operated in this way 
are called a bank of RAM. A bank consists of as many 
RAMs as there are bits in the memory word. When used 
in this way, all address and control lines are tied to all 
RAMs in the bank. 

A single bank of RAM will provide 64K words of 
memory in the case of the 2164A, or 16K words in the 
case of the 2118. To provide more memory words, 
multiple banks of R AM are used. In this case, all ad- 
dress, CAS, and WE lines are t ied to all RAMs, but each 
bank of RAM has its own RAS. Each bank knows 
whether it is being addressed duri ng a read or write 
operation by whether or not its RAS input was activated 
— if not, then all other inputs are ignored during that 
cycle. 

Data outputs for RAMs in corresponding bit positions 
in each of the banks may be tied in co mmon, since they 
are 3 -state outputs; even though CAS is con nected to all 
banks of RAM, only that bank whose RAS is active will 
enable its data outputs in response to CAS going active. 
Data inputs for RAMs in corresponding bit positions in 
each of the banks are also tied in copmon. 


INTEL DYNAMIC RAM CONTROLLERS 

The Intel 8202A and 8203 Dynamic RAM Controllers 
each provide all the interface logic needed to use 
dynamic RAMs in microprocessor systems, in a single 
chip. Either the 8202 A or 8203 allow a dynamic RAM 
memory to be implemented using a minium of com- 
ponents, board space, and power, and in less design 
time than any other approach. 

The following sections will describe each of these con- 
trollers in detail. 

8202A 

FUNCTIONAL DESCRIPTION 

The 8202A provides total dynamic RAM control for 4K 


and 16K dynamic RAMs, including the Intel 2104A, 
2117, and 2118. The pinout and simplified logic 
diagram of the 8202A are shown in Figures 10 and 11. 

The 8202 A is always in one of the following states: 

a) IDLE 

b) TEST cycle 

c) REFRESH cycle 

d) READ cycle 

e) WRITE cycle 

The 8202 A is normally in the idle state. Whenever a cy- 
cle is requested, the 8202 A will leave the idle state to 
perform the desired cycle; if no cycle requests are pen- 
ding, the 8202 A will return to the idle state. A refresh 
cycle request may originate internally or externally to 
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Figure 10. 8202A Pinout 


the 8202A; all other requests come only from outside 
the 8202A. 

A test cycle is requested by activating t he R D and WR 
inputs simultaneously, independent of PCS (Protected 
Chip Select). The test cycle will reset the refresh address 
counter to zero and perform a write cycle. A test cycle 
should not be allowed to occur in normal system opera- 
tion, as it interferes with normal RAM refresh. 

A refresh cycle performs a RAS-only refresh cycle of the 
next lower consecutive row address after the one 
previously refreshed. A refresh cycle may be requested 


by activating the REFRQ input to the 8202A; this input 
is latched on the next 8202 A clock. If no refresh cycles 
are requested for a period of about 13 microseconds, the 
8202A will generate one internally. By refreshing one 
row every 15.6 microseconds or sooner, all 128 rows will 
be refreshed every 2 ms. Because refresh requests are 
generated by the 8202A itself, memory integrity is in- 
sured, even if the rest of the system should halt opera- 
tion for an extended period of time. 

The arbiter logic will allow the refresh cycle to take 
place only if there is not another cycle in progress at the 
time. 

A read cy cle m ay be requested by activating the RD in- 
put, with PCS (Protected Chip Select) active. In the Ad- 
vanced Read mode, a read cycle is requested if the 
microprocessor’s SI status line is high at th e falling edge 
of ALE (Address Latch Enable) and PCS is active. If a 
dynamic RAM cycle is terminated prematurely, data 
loss may result. The 8202 A chip select is “protected” in 
that once a memory cycle is started, it will go to comple- 
tion, even if the 8202A becomes de-selected. 

A write c ycle m ay be requested by activating the WR in- 
put, with PCS active; this is the same for the normal and 
Advanced Read modes. 

BLOCK DIAGRAM 

Let’s look at the detailed block diagram in Figure 12 to 
see how the 8202A satisfies the interface requirements 
of the dynamic RAM. 

Address Multiplexing 

Address multiplexing is achieved by a 3-to-l multiplexer 



Figure 11. 8202A Simplified Block Diagram 
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Figure 12. 8202A Detailed Block Diagram 


internal to the 8202A; the three inputs are the row ad- This has no effect on RAM operation; inverters are not 

dress (ALq- 6), column address (AHo-6)> and refresh row needed on the address outputs, 

address (generated internally). When the 8202 A is in the 

Idle state, the multiplexer selects the row address, so it is Doing this multiplexing i nterna lly minim izes timing 

prepared to start a memory cycle. If a refresh cycle is re- skews between the address, RAS, and CAS, and allows 

quested either internally or externally, the address higher performance than would otherwise be possible. 

multiplexer wil l sele ct the refresh row address long 

enough before RAS goes active to satisfy the RAM’s Refresh Counter 

tASR parameter. 

The next row to be refreshed is determined by the 
To mini mize propagation delays, the 8202A address refresh counter, which is implemented as a 7-bit ripple- 

outputs (OUT 0 . 6 ) are inverted from the address inputs. carry counter. During each refresh cycle, the counter is 
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incremented by one in preparation for the next refresh 
cycle (a refresh cycle is shown in detail in Figure 13). 

When the 8202 A enters TEST mode, the refresh counter 
is cleared. This feature is useful for automatic testing of 
the refresh counter function. Because the address out- 
puts are inverted, the first refresh address after clearing 
the counter in test mode is 7 Fh, and the addresses 
decrease for subsequent refresh cycles. 

RAS Decoding 

Which bank of R AM is selected for a memory cycle is 
determined by the RAS decoder from the Bq.i inputs, 
which normally come from the microprocessor address 
bus. The 8202 A Timing Gene rator produces an internal 
RAS pulse which strobe s the RAS decoder, generating 
the appropriate external RAS pulse. The Bq-i inputs are 
not latched, so they must be held valid for the leng th of 
the memory cycle. During a refresh cycle, all the RAS 
outputs are activated, refreshing all banks at once. 

Oscillator 

The 8202A operates from a single reference clock with a 
frequency between 18.432 MHz and 25 MHz; this clock 
is used by the synchronization, arbitration, and timing 
generation logic. This clock may be generated by an on- 
board crystal oscillator, or by an external TTL- 
compatible clock source. When using the internal 
oscillator (available only on part number D8202A-1 or 
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Figure 14. 8202A Clock Options 


D8202A-3), a fundamental-mode crystal is attached to 
pins 36 and 37 (Xo and Xi), as shown in Figure 14. The 
external TTL clock option is selected by pulling pin 36 
(OP 2 ) to + 12v through IK ohm resistor, and attaching 
the clock input to pin 37 (CLK). 

Command Decoder 

The command decoder takes the commands from the 
bus and generates internal memory request (MEMR), 
and TEST signals. 

The 8202 A has two bus interface modes: the “normal” 
mode, and the “Advanced Read” mode. In the normal 
mode, the 8202 A interfaces to the usual bus RD and 
WR signals. 

In the Advanced Read mode, the 8202 A interfac es to 
the Intel microprocessor bus signals ALE, SI, and WR. 
SI must be high on the falling edge of ALE for read 
cycles, and WR must be low for write cycles (write 
cycles are the same as for normal read mode). The 
8085 A SI may be used directly by the 8202A; the 8086 
and 8088 Si mus t be inverted. ALE and WR must be 
qualified by PCS. 

The Advanced Read mode is useful for reducing read 
data access time, and thus wait states. This mode is used 
mainly with 8085 A systems. 

If both RD a nd WR are active at once (regardless of the 
state of PCS), the internal TEST signal is generated and 
the 8202A performs a test cycle as described above. One 
or both of RD and WR should have pull-up resistors to 
prevent the 8202A from inadvertantly being put into test 
mode, as the RD and WR signals are 3 -stated by the 
microprocessor when RESET or HOLD are active. 
Since the test mode resets the refresh address counter, 
the refresh sequence will be interrupted, and data loss 
may result. 

Refresh Timer and REFRQ 

The 8202A contains a counter, operated from the inter- 
nal clock to time the period from the last refresh cycle. 
When the counter times out, an internal refresh request 
is generated. This refresh period is proportional to the 
8202A’s clock period, and varies from 10.56 to 15.625 
microseconds. Even at the lowest refresh rate, all the 
rows of the dynamic RAM will be refreshed every 2 ms. 

The 8202A has an option of reducing the refresh rate by 
a factor of two, for use with 4K RAMS. These RAMs 
have only 64 rows to refresh every 2 ms, so need refresh 
cycles only half as often. This option is selected by pull- 
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ing pin 18 (AL 6 /OP 3 > to +12v through a 5. IK ohm 
resistor. This pin normally serves as the high-order row 
address input for the address multiplexer, but it is no 
longer needed for this function, as 4K RAMs have one 
less address input. 

A refresh cycle may also be requested externally by ac- 
tivating the REFRQ input. This input is latched, so it 
only needs to be held active a maximum of 20 ns. If the 
8202 A is currently executing a memory cycle, it will 
complete that cycle, and then perform the refresh cycle. 
The internal and external refresh requests are ORed 
together before going to the arbiter. 

The REFRQ input cannot be used in the Advanced 
Read mode, as the REFRQ pin is used for ALE in this 
mode. 

REFRQ is most often used to implement transparent 
refresh, as explained in the section Dynamic 
RAMS — Refresh . This technique is not useful in iAPX 
86 and iAPX 88 systems, so REFRQ is normally tied to 
ground. 

The refresh timer is reset as soon as a refresh cycle is 
started (whether it was requested internally or external- 
ly). The time between refresh cycle (tREp) is measured 
from when the first cycle is started , not when it was re- 
quested , which occurs sometime earlier. Of course, 
tREFmm does not apply if REFRQ is used — you may 
externally request refresh cycles as often as you wish. 

Arbiter 

This is the hardest section of a dynamic RAM controller 
to implement. If a read or write arrives at the same time 
as a refresh request, the arbiter must decide which one 
to service first. Also, if a read, write, or refresh request 
arrives when another cycle is already in progress, the ar- 
biter must delay starting the new cycle until the current 
cycle is complete. 

Both of the internal signals REFR (refresh request) and 
MEMR (memory cycle request) are synchronized by 
D-type master-slave flip-flops before reaching the ar- 
biter. these circuits have been optimized to resolve a 
valid logic state in as short a time as possible. Of course, 
with any synchronizer, there is a probability that it will 
fail — not be able to settle in one logic state or the other 
in the allowed amount of time, resulting in a memory 
failure — but the 8202A has been designed to have less 
than one system memory failure every three years, 
based on operation in the worst case system timing 
environments. 

Both synchronizers and the arbiter are operated from 


the 8202A’s internal clock. Assuming the 8202A is in- 
itially in an idle state, one full clock period after the syn- 
chronizers sample the state of the MEMREQ and 
REFREQ signals, the arbiter examines the REFR and 
MEMR outputs of the synchronizers. If MEMR is ac- 
tive, the arbiter will activate START to begin the 
memory cycle (either read or write) on that clock. If 
REFR is active (regardless of the state of MEMR), the 
arbiter will activate START and REF to begin a refresh 
cycle on that clock. Once the cycle is complete, the Cy- 
cle Timing Generator will generate an end-of-cycle 
(EOC) signal to clear the arbiter and allow it to respond 
to any new or pending requests on the next clock. 

Once a memory cycle is started, it cann ot be stop ped, 
regardless of the state of the RD/SI , WR, ALE, or PCS 
inputs. This is necessary* as ending a dynamic RAM 
cycle prematurely may cause loss of data. Note, 
however, that the RAM WE output is directly gated by 
the WR input, so if WR is removed prematurely, the 
RAM WE pulse-width spec (%p) may be violated, caus- 
ing a memory failure. 

What happens if a memory request and refresh request 
occur simultaneously? 

If the 8202A is in the idle state, the memory request 
will be honored first. 

If the 8202A is not in the idle state (a memory or 
refresh cycle is in progress) then the memory cycle 
will lose priority and the refresh cycle will be honored 
first. 

Remember, if the 8202 A is performing a cycle, the ar- 
biter doesn’t arbitrate again until the end of that cycle. 
So the memory and refresh cycles are “simultaneous” if 
they both happen early enough to reach the arbiter 
before it finishes the current cycle. This arbitration ar- 
rangement gives memory cycles priority over refresh 
cycles, but insures that a refresh cycle will be delayed at 
most one RAM cycle. 

Refresh Lock-Out 

As a result of the 8202 A operation, transparent refresh 
circuits like the one shown in Figure 15 should not be 
used. This circuit uses the RD input, with some qualify- 
ing logic, to activate REFRQ whenever the micropro- 
cessor does an opcode fetch. This circuit will work fine, 
as long as the 8202A never has to generate an internal 
refresh request, which is unlikely (if nothing else, the 
system RESET pulse is probably long enough that the 
8202A will throw in a couple of refreshes while the 
microprocessor is reset). If the 8202 A ever does generate 
its own refresh, there is a probability that the 
microprocessor will try to fetch an opcode while the 
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refresh is still in progress. If that happens, the 8202 A 
will finish the refresh, see both the RD and REFRQ in- 
puts active, honor the REFRQ first, and start a second 
refresh. In the meantime, the microprocessor is sitting 
in wait states, waiting for the 8202A to complete the op- 
code fetch. When the 8202A finishes the second refresh, 
it will see both RD and REFRQ active again, and will 
start a third refresh, etc. The system “locks up” with 
the microprocessor sitting in wait states ad infinitum , 
and the 8202A doing one refresh cycle after another. 



Figure 15. Improper Transparent 
Refresh Generation 


To prevent this from happening, the transparent refresh 
circuit should be modified as shown in Figure 16. In this 
circuit, REFRQ cannot be activated until the opcode 
fetch is already in progress, as indicated by SACK being 
active (remember, SACK is never active during a 
refresh). If the microprocessor tries to do an opcode 
fetch while the 8202A is doing a refresh, REFRQ will 
not be active; the 8202A will finish the refresh and see 
only RD active, and will start the opcode fetch; only 
then will REFRQ be activated. 



Figure 16. Generating Transparent 

Refresh For 8085A Systems 


Cycle Timing Generator 

The Cycle Timing Generator consists of a travelling- 
ones shift register and combinational logic required to 
generat e all the RAM control signals and SACK and 
XACK. All timings are generated from the 8202 A’ s in- 
ternal clock; no external delay lines are ever needed. The 
timing of these signals relative to CLK is illustrated in 
Figure 17. 


When the cycle is complete, the Cycle Timing Generator 
sends an end-of-cycle (EOC) pulse to the arbiter to 
enable it to respond to new or pending cycle requests. 

Minimum and maximum valu es for the 8202 A 
parameters tcR (Com mand to RAS active delay) and tec 
(Command to CAS active delay) differ by one 8202A 
clock period. This is because the commands (RD, WR, 
ALE) must be synchronized to the 8202A’s clock; this 
introduces a ± one clock period (t p ) uncertainty due to 
the fact that the command may or may not be sampled 
on the first clock after it goes active, depending on the 
set-up time. If RD or ALE and WR are synchronous to 
the 8202 A’ s clock, and the set-up time (t sc ) is met, the 
smaller number of clock periods will apply. 

All 8202A output timings are specified for the 
capacitive loading in the data sheet. Typical output 
characteristics are shown in the data sheet for capacitive 
loads ranging from 0 to 660 pF, these can be used to 
calculate the effect of different loads than those 
specified in the d ata sheet on output timings. All ad- 
dress, RAS, CAS, and WE drivers are identical, so these 
characteristic curves apply to all outputs. 


SACK AND XACK 

Because refresh cycles are performed asynchronously to 
the microprocessor’s operation (except during 
transparent refresh), th e mi croprocessor cannot know 
when it activates RD or WR if a refresh cycle is in pro- 
gress, and therefore, it can’t know how long it will take 
to complete the memory cycle. 

This added consideration requires an acknowledge or 
“handshake” signal from the 8202A to tell the 
microprocessor when it may complete the memory 
cycle. This acknowledge would be used to generate the 
microprocessor’s READY input — the microprocessor 
will, sit in wait states until the 8202A acknowledges the 
memory cycle. Two signals are generated for this pur- 
poseby the 8202A; they are called system acknowledge 
(SACK) and transfer acknowledge (XACK). They serve 
the same purpose but differ in timing. 


XACK is a Multibus-compatible signal, and is not ac- 
tivated until the read or write cycle has been completed 
by the RAMs. In a microprocessor system, however, 
there is a considerable delay from when the 8202A 
acknowledges the memory cycle until the micro- 
processor actually terminates the cycle. This delay is due 
to the time required to combine this acknowledge with 
other sources of READY in the system, synchronize 
READY to the microprocessor’s clock, sample the state 
of READY, and respond to an active READY signal. 
As a result, more wait states than necessary may actual- 
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ly be generated by using XACK. SACK is activated 
earlier in the cycle to improve performance of 
microprocessors by compensating for the delays in the 
microprocessor responding to XACK, and thus 
eliminating unneeded w ait stat es which might be 
generated as a result of XACK timing. The system 
designer may use one or the other acknowledge signal, 
or use both in different parts of the system, at his 
option. 


SACK and XACK are activated by the Cycle Timing 
Generator, but they can be de-act ivate d only by the 
microprocessor removing its RD or WR request, or by 
activat ing ALE wh en in the advanced read mode. As the 
SACK and XACK signals are used to generate READY 
for the microprocessor, this is necessary to give the 
microprocessor as much time as it needs to respond to 
its READY input. 

Delayed SACK Mode 

SACK may be activated at one of two different times in 
the m emory cycle; the earlier case is called “normal 
SACK” and t he late r is called “delayed SACK” (Figure 
18). Delayed SACK occurs if the memory request was 
received by the 8202A while it was doing a refresh cycle. 
In this case, the memory cycle will be delayed some 
length of time while the refresh cycle completes; SACK 
is delayed to ensure the microprocessor will generate 
enough wait states. This is a concern mostly for read 
cycles. 

Because of the way the delayed SA CK m ode is im- 
plemented in the 8202A, if the RD or WR input is ac- 
tivated while a refresh cycle is in progress, regardless of 
whether or not the 8202A is chip-selected, the internal 
delayed SACK mode flip-flop will be set. The next 


8202A memory cycle will have SACK delayed, even if 
that cycle was not actually delayed due to a refresh cycle 
in progress. The delayed SACK flip-flop will be reset at 
the end of that cycle, and the 8202A will return to nor- 
mal SACK operation. The same thing happens in Ad- 
vanced Read mode if SI is high at the falling edge of 
ALE during a refresh cycle, once again regardless of the 
state of PCS. 

8203 

The 8203 is an extension of the 8202A architecture 
which allows the use of 64K dynamic RAMs. It is pinout 
compatible with the 8202A and shares identical A.C. 
and D.C. parameters with that part. The description of 
the 8202 A applies to this part also, with the modifica- 
tions below. 

ENHANCEMENTS 

1 . Supports 16K or 64K dynamic RAMs. 4K RAM 
mode, selected by pulling AL 6 /OP 3 (pin 18) to 
+ 12 v, is not supported, 

2. Allows a single board design to use either 16K 
or 64K RAMs, without changing the controller, 
and only making between two and four jumper 
changes to reconfigure the board. 

3. May operate from external TTL clock without 
the + 12 v pull-up which the 8202 A requires (a 
+ 5 v or + 12 v pull-up may be used). 

The pinout of the 8203 is shown in Figure 19. This 
pinout is identical to the 8202A, with the exception of 
the five highlighted pins. The function of these is 
described below. The simplified block diagram is similar 
to the 8202A , s, in Figure 11. 



5-162 


210398-001 








AP-97A 


ah 4 C 


' 40 

□ Vcc 

ah 3 C 

2 

39 

□ AH S 

ah 2 C 

3 

38 

□ AHe 

AHi C 

4 

37 

□ Xi/CLK 

AHoC 

5 

36 

□ Xo/OP 2 

ALoC 

6 

35 

□ 16K/64K | 

OUToC 

7 

34 

□ REFRQ 

ALiC 

8 

33 

□ PCS 

OUTi C 

9 

32 

□ RD 

al 2 C 

10 oon, 31 

□ WR 

out 2 c 

11 “ 

30 

□ SACK 

al 3 C 

12 

29 

□ XACK 

out 3 C 

13 

28 

□ WE 

al 4 C 

14 

27 

□ CAS 

bUT 4 c 

15 

26 

□ RAS 3 (B 0 ) 


al 5 c 

16 

25 

□ Bi(AH 7 ) 


OUT5C 

17 

24 

□ Bo(AL 7 ) 


ALe C 

18 

23 

□ RASjK0UT 7 ) 


OUTeC 

19 

22 

□ RASi 

VssC 

20 

21 

□ RASo 


Fig. 19 8203 Pinout 


16K Mode and 64K Mode 

The goal of the 8203 is to provide a pin- and timing- 
compatible upgrade of the 8202 A for use with 64K 
RAMs. The difficulty in doing this is that 64K RAMs re- 
quire an additional address input compared to 16K 
RAMs, and thus the 8203 needs three more pins (one 
more RAM address output, and two more inputs to its 
internal address multiplexer). Since all but one of the 


8202 A’s pins are already used, this is clearly a challenge 
— some functionality must be sacrificed to gain 64K 
RAM support. The 8203 reduces the maximum number 
of banks supported from four to two for 64K RAMs. 

Pin 35 (16K/64K) is used to tell the 8203 whether it is be- 
ing used to control 16K RAMs or 64K RAMs. When 
tied to V cc or left unconnected, the 8203 operates in the 
16K RAM mode; in this mode all the remaining pins 
function identically to the 8202A. When tied to ground, 
it operates in the 64K RAM mode, and pins 23 through 
26 change function t o en able the 8203 to support 64K 
RAMs. Pin 35 (16K/64K) contains an internal pull-up 
—when unconnected, this input is high, and the 8203 
operates identically to the 8202 A. This maintains pinout 
compatibility with the 8202A, in which pin 35 is a no- 
connect, so the 8203 may be used in 8202 A sockets with 
no board modifications. 

When the 8203 is in the 64K RAM mode, four pins 
change function, as shown in Table 2. The pins change 
function in this particular way to allow laying out a 
board to use either 16K or 64K RAMs with a minimum 
of jumpers, as shown in Figure 20. This figure shows the 
8203 with two banks of RAM. Banks 0 and 1 may be 
either 16K RAMs or 64K RAMs; banks 2 and 3 may on- 
ly be 16K RAMs, as the 8203 supports two batiks of 64K 
RAM. For clarity, only those connections which are im- 
portant in illustrating the 8203 jumper options are 
shown. 


Ao-Ai3 

Al4- 

Ais- 




CS (32K WORDS) j 4 

CS (64 K WORDS) — O 
C§ (128K WORDS) ^ 


JO 

1 


ALo -6 

ALo -6 

Bo(AL 7 ) 

RAS 0 

RASi 

Bi (AH 7 ) 

ras 2 

(OUT 7 ) 

PCS 

RA§3(Bo) 

8203 

16K/64K 



21 

4 

22 


23 

9 


' J7 J8 
Ai 6 — O O- 


16K RAM JUMPER OPTION 
J1-J4 (32K WORDS) 
J1-J2 (64 K WORDS) 


64K RAM JUMPER OPTION 
J2-J4 (64 K WORDS) 
J3-J4 (128K WORDS) 
J5-J6 
J7-J8 * 


2118 

(2164) 


N.C. (A 7 ) 


2118 

(2164) 


N.C. (A 7 ) 


TO RAS OF BANK 2 
* (2118 ONLY) 


TO RAS OF BANK 3 
(2118 ONLY) 


Figure 20. 8203 Jumper Options 
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Table 2. 16K/64K Mode Selection 


Pin * 

16K Function 

64K Function 

23 

ras 2 

Address Output (OUT 7 ) 

24 

Bank Select (Bq) 

Address Input (AL 7 ) 

25 

Bank Select (Bj) 

Address Input (AH 7 ) 

26 

ras 3 

Bank Select (Bq) 


Jumpers J1-J4 may be used to chip select the 8203 over 
various address ranges. For example, if two banks of 
16K RAMs are replaced with two banks of 64K RAMs, 
the address space controlled by the 8203 increases from 
32K words to 128K words. If four banks of 16K RAMs 
are replaced with one bank of 64K RAMs, no chip select 
jumpers are needed. 

In the 64K RAM mode, pins 24 and 25 (Bo(AL 7 ) and 
Bi(AH 7 )) change function from bank select inputs to 
address inputs for the 64K RAM. Since the bank select 
inputs normally come from the address bus anyway, no 
jumper changes are required here. The bank select func- 
tion moves to pin 26 (RAS 3 (b 0 )); since only two bank of 
64K RAM is supported, only one bank select input is 
needed in this mode, not two. Jumpers J6 and J7 are 
shorted in the 64K RAM mode to connect pin 26 (B 0 ) to 
the address bus. In the 16K RAM mode, these ju mper s 
must be disconnected, as pin 26 junctions as the RAS3 
output; i n the 64K RAM mode, this bank is not popu- 
lated, so RAS3 is not needed. 

Pin 23 se rves two functions: i n the 16K RAM mode it is 
the RAS output for bank 2 (RAS2), in the 64 K RAM 
mode is the high order RAM address output (OUT7), 


which goes to pin 9 of the 64K RAMs. This requires no 
jumpers as when using 16K RAMs, pin 9 is a no- 
connect, and when using 64K RAMs, bank 2 is 
depopulated, so RAS2 is not used. 

V This arrangement allows converting a board from 16K 
RAMs to 64K RAMs with no change to the controller 
and changing a maximum of three jumpers. 

+ 5v External Clock Option 

Just as with the 8202A, the user has the option of an ex- 
ternal TTL clock instead of the internal crystal 
oscillator as the timing reference for the 8203; unlike the 
8202A, he does not need to tie pin 36 (X0/OP2) to + 12v 
to select this option— this pin may be tied to either + 5v 
or + 12v. If pin 36 is tied to + 12v, a IK ohm (± 5%) 
series resistor must be used, just as for the 8202A. If pin 
36 is tied to + 5v, it must be tied directly to pin 40 (V cc ) 
with no series resistor. This is because pin 36 must be 
within one Schottky diode voltage drop (roughly 0.5v) 
of pin 40 to select the external TTL clock option; a 
series resistor may cause too great a voltage drop for the 
external clock option to be selected. For the same 
reason, the trace from pin 36 to 40 should be kept as 
short as practical. 

Test Cycle 

An_8203 test c ycle is requested by activating the RD, 
WR, and PCS inputs simultaneously. By comparison, 
an 8 202A test cycle requires activating only t he R D and 
WR inputs simultaneously, independent of PCS. Like 
the 8202A, and 8203 test cycle resets the address counter 
to zero and performs a write cycle. 



Figure 21. 8203 Simplified Block Diagram 
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BLOCK DIAGRAM 

A simplified block diagram of the 8203 is shown in 
Figure 21. It is identical to the 8202A except for the 
following differences: 

1 . The 3 : 1 address multiplexer is 8 bits wide, instead 
of 7 bits wide, to support the addressing 
requirements of the 64K RAM. 

2. The refresh address counter is 8 bits. This allows 


it to support RAMs which use either the 128-row 
or 256-row refresh schemes. Regardless of which 
type of RAM is used, the refresh counter cycles 
through 256 rows every 4 ms. RAMs which use 
128-row re-fresh treat the eighth address bit as a 
“don’t care” during refresh, so they see the 
equivalent of 128-row refresh every 2 ms. In 
either case the rate of internally-generated 
refresh cycles is the same— at least one every 
15.6 microseconds. 


INTEL iAPX-86 AND iAPX-88 
Device Descriptions 

The iAPX-86 and iAPX-88 are advanced 16-bit 
microprocessor families, based on the 8086 and 8088 
microprocessors, respectively. While both have a similar 
architecture and are software compatible, the 8086 
transfers data over a 16-bit bus, while the 8088 uses an 
8-bit data bus (but has a 16-bit internal bus). 

Min and Max Modes 

In order to support the widest possible range of applica- 
tions, the 8086 and 8088 can operate in one of two 
modes, called minimum and maximum modes. This 
allows the user to define certain processor pins to 
“tailor” the 8086 or 8088 to the intended system. These 
modes are selected by strapping the MN/MX 
(minimum/maximum) input pin to Vcc or ground. 


In the minimum mode, the microprocessor supports 
small, single-processor systems using a minimum of 
components. In this mode, the 8086 or 8088 itself 
generates all the required bus control signals (Figure 
22 ). 

In the maximum mode, the microprocessor supports 
larger, higher performance, or multiprocessing systems. 
In this mode, the 8086 or 8088 generates status outputs 
which are decoded by the Intel 8288 Bus Controller to 
provide an extensive set of bus control signals, and 
Multibus compatibility (Figure 23). This allows higher 
performance RAM operation because the memory read 
and write commands are generated more quickly than is 
possible in the minimum mode. The maximum mode is 
the one most often used in iAPX-86 and iAPX-88 
systems. 



Figure 22. 8086 Minimum Mode 
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Figure 23. 8086 Maximum Mode 


Alternate Configuration 

The Alternate Configuration is not an operating mode 
of the 8086 or 8088 perse , but uses TTL logic along with 
the. status outputs of the microprocesor to generate the 
RAM read and/or write control signals (Figure 24). The 
alternate configuration may be used with the 
microprocessor in either minimum or maximum mode. 
This configuration is advantageous because it activates 
the memory read and write signals even earlier than the 
maximum mode, leading to higher performance. It is 
possible to generate either the RAM read or write signal 
using this configuration, and generate the other RAM 


control signal using the min or max mode in the normal 
configuration. 

Each of the three system configurations may be used 
with buffers on the address, data, or control bus for in- 
creased electrical drive capability. 

Performance vs. Wait States 

Before starting a discussion of timing analyses, it’s 
worthwhile to look at the effect of wait states on the 
iAPX-86 and iAPX-88. 



Figure 24. Alternate Configuration Logic 
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For most microprocessors, the effect of, say, one wait 
state on execution times is straightforward. If a bus 
cycle normally is three clocks long, adding a wait state 
to every bus cycle will make all bus cycles four clocks, 
decreasing performance by 33%. This is multiplied by 
the percentage of time that the microprocesor is doing 
bus cycles (some instructions take a long time to exe- 
cute, so the microprocessor skips a few bus cycles). 

The effect of wait states on the iAPX-86 and iAPX-88 is 
not so straightforward, however. 

The 8086 and 8088 microprocessors consist of two pro- 
cessing units: the execution unit (EU) executes instruc- 
tions, and the bus interface unit (BIU) fetches instruc- 
tions, reads operands, and writes results. During 
periods when the EU is busy executing instructions, the 
BIU “looks ahead’’ and fetches more instructions from 
the next consecutive addresses in memory; these are 
stored in an internal queue. This queue is four bytes 
long for the 8088 and six bytes long for the 8086; under 
most conditions, the BIU can supply the next instruc- 
tions without having to perform a memory cycle. Only 
when the program doesn’t proceed serially (e. g. a Jump 
or Call instruction) does the EU have to wait for the 
next instruction to be fetched from memory. Otherwise, 
the instruction fetch time “disappears” as it is pro- 
ceeding in parallel with execution of previously fetched 
instructions. The EU then has to wait for the BIU only 
when it needs to read operands from memory or write 
results to memory. As a result, the 8086 and 8088 are 
less sensitive to wait states than other microprocessors 


which don’t use an instruction queue. The effect of wait 
states on 8086 execution time compared to the Motorola 
68000 and Zilog Z8000 for a typical mix of software is 
summarized in Table 3. PI 


Table 3. Effects of Wait States on Execution Time 



Execution Time increase 
Over 0 Wait State 
Execution Time 

Processor 

1 Wait 

2 Wait 

3 Wait 


State 

States 

States 

iAPX 86/10 (measured) 

8.3% 

16.3% 

26.3% 

Z8000 (computed) 

19.1% 

38.2% 

57.3% 

68000 (computed) 

15.9% 

31.9% 

47.8% 


The BIU can fetch instructions faster than the EU can 
execute them, so wait states only affect performance to 
the extent that they make the EU wait for the transfer of 
operands and results. How much this affects program 
execution time is a function of the software; programs 
that contain many complex instructions like multiplies 
and divides and register operations are slowed down less 
than programs that contain primarily simple instruc- 
tions. The effect of wait states on the 8086 and 8088 is 
always less than on other microprocessors which don’t 
use an instruction queue. 

[1] From 16-Bit Microprocessor Benchmark Report: 
iAPX-86, Z8000, and 68000 , publ. by Intel Corp. 
1980 



Figure 25. 8086 Max Mode System 
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Timing Analysis 

This section will look at two specific system configura- 
tions to show how the 8203 timing requirements are 
satisfied by the 8086. Methods of determining the worst 
case number of wait states for the various configura- 
tions are also given. 

The timings of the 8202 A and 8203 are identical; only 
the 8203 is referred to for the remainder of this note, but 
all comments apply, equally to the 8202 A. All timings 
are worst case over the range of Ta = 0 - 70 °C and 
V cc = + 5v ± 10% for the test conditions given in the 
devices’ data sheets. 

Example 1. 8086 Max 
Mode System (5 MHz) 

This example (Figure 25) is representative of a typical 
medium-size microprocesor system. Example 1 requires 
one wait state (worst case) for memory cycles. Example 
2 also uses an 8086 in Max mode at 5 MHz, but uses ex- 
ternal logic to reduce the number of wait states to zero 
for both read and write cycles. 

DYNAMIC RAM INTERFACE 

First, look at the timing requirements of the dynamic 
RAM to ensure they are satisfied by the 8203. Memory 
compatibility timings are shown in the 8203 data sheet 
(Figure 26). Seven 8203 timings are given, not counting 
t AD , which will be discussed in the next section. These 
timings are summarized in Table 4. 


Table 4. Memory Compatibility Timings 

(all parameters are minimums) 


Symbol 

Parameter 

Value 

'tASC 

tASR 

tCAH 

tCAS 

tRAH 

tRCDl 1 ! 

tRSH 

Column Address Set-Up Time 
Row Address Set-Up Time 
Column Address Hold Time 
CAS Pulse Width 
Row Address Hold Time 

RAS to CAS Delay Time 

RAS Hold Time from CAS 

tp-30 

tp-30 

5tp-30 

5tp-10 

V 10 

2tp-40 

5tp-30 


[lltRCDmin = t RAH min + t AS cmin = 2p - 40 

This parameter is the minimum RAS active to CAS 
active delay. 


These timings are all a function of the 8203 ’s clock 
period (t p ); they may be adjusted to be compatible with 
slower dynamic RAMs by slowing the 8203 ’s clock (in- 
creasing tp). The frequency of the 8203 ’s clock may be 
varied from 18.432 MHz to 25 MHz; for best perfor- 
mance, the 8203 should be operated at the highest possi- 
ble frequency compatible with the chosen dynamic 
RAM. In most cases, t RA H or tc A s will be the frequency 
limiting parameter, but the 8203 can operate at its max- 
imum frequency with most dynamic RAMs available. 

t A sR applies only to refresh cycles. When the 8203 is in 
the Idle state (not performing any memory or refresh 
cycles) the address multiplexer allows the ALq -7 inputs 
(the RAM row address) to propagate through to the 
8203 OUT 0-7 pins, which are connected to the RAM ad- 
dress pins. So in read or write cycles, the row address 
will propagate directly from the address bus to the 
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RAM; the row address set-up time in this case is deter- 
mined by the microprocessor’s timing (see the next sec- 
tion). At the beginning of a refresh cycle, the 8203 has 
to switch its internal multiplexer to direct the refresh 
row address to the RAMs before activating RAS; the 
Usr parameter in Table 4 refers to this case only. 

Assume the Intel 2164A-20 RAM (200 ns access time) is 
used. Equations l(a)-(h) show that this RAM is com- 
patible at the 8203 ’s maximum operating frequency of 
25 MHz (tp = 1/(25 MHz) = 40 ns). This frequency 
will be used for now; once the rest of the system timings 
are calculated, the minimum 8203 frequency which will 
provide the same system performance can also be deter- 
mined. 


(a) t A sc = t p - 30 

(b) t A SR = t p - 30 

(C) t C AH = 5tp - 30 

(d) t C AS = 5t p - 10 

(e) tRAH = t p - 10 
(0 tRCD ll] = 2t p - 40 

(g) tRP = 4t p - 30 

(h) tRSH = 5t p - 30 


= 10 (Equation 1.) 

= 10 
= 170 
= 190 
= 30 
= 40 
= 130 
= 170 


[l] May be calculated as 

tRCDmin = tRAHmin + t A scmm = 2t p - 40 


ADDRESS SET-UP AND HOLD TIME MARGINS 

The microprocessor must put the memory address on 
the address bus early enough in the memory cycle for it 
to pass through the 8203 and meet the row address set- 
up time to RAS (t A sR) requirement of the dynamic 
RAM (Figure 27). Since the address propagates directly 
through the 8203, this set-up time is a function of how 
long the microprocessor holds the address on the bus 
before activating the RD or WR command, the address 
delay through the 8203 (t A Dmax), and how long the 
8203 waits before activating RAS (tcRmin). This is 
shown in Figure 28, and calculated in Equation 2. This 
and all following equations show timing margins; a 
positive result indicates extra margin, a zero result says 
the parameter is just met, and a negative result indicates 
it is not met for worst-case conditions. 

Row Address Set-Up Time Margin (Equation 2.) 

= CPU Address to RD Delay + RAS 
Active Delay - Address Delays 
= TCLCL(5MHz) + TCLML min (8288) + 
t CR min(8203) - [Greater of 
TCLAVmax(8086) + TIVOVmax (8282) or 
TCLLHmax(8288) + TSHOVmax(8282)] - 
tAE>max(8203) - t A sR(2164A — 20) 

= 200 + 10 + [40 + 30] - 

[Greater of (110 + 30) or (15 + 45)] - 40 - 0 
= 100 



5-169 


210398-001 





5-170 210398-001 



AP-97A 





5-171 210398-001 



AP-97A 






AP-97A 


Similarly, th& microprocessor must maintain the 
memory address long enough to satisfy the column ad- 
dress hold time (tcAH) of the RAM; the 8203 TAE>min 
parameter should be used for this calculation. 

More importantly, the 8203 bank select (Bq-i) inputs are 
also not latched; these are used directly to decode which 
RAS output is activated during read or w rite cycles, so 
these inputs must be held valid until RAS goes inactive. 
Since Bq.\ are usually taken directly from the address 
bus, this determines the address hold time required of 
the system (Figure 29). These are easily satisfied by the 
8086 as shown by Equation 3. N represents the number 
of wait states. This equation can be tried with various 
values for N (starting with 0 and increasing) until the 
equation is satisfied, or it can be set equal to zero 
(meaning no excess margin remains) and solved for N 
directly; the fractional value for N that results must be 
rounded up to get the worst-case number of wait states 
to satisfy this particular parameter. No wait states are 
required to meet address hold times. 

Address Hold Time Margin (N = 0) (Equation 3.) 
= CPU Addres s Ho ld Time, from 
RD Active - RAS Inactive Delays 
= (3 + N)TCLCL(5MHz) + 

TCLLHmin(8288)PJ + TSHOVmin(8282)- 
TCLMLmax(8288) - tcc m as(8203) - 
tR SH niax(8203) PI 

= 3(200) + 2 + 10 - 35 - [4(40) + 85] - 

[5(40) + 30] 

= 102 


READ DATA ACCESS TIME MARGIN 

Read data access times determine how many wait states 
are required for read cycles. Remember t hat d ynamic 
RAMs have two access time parameters, RAS access 
time (tRAc) and CAS access time (tcAc)- Either one may 
be the limiting factor in determining RAM access time, 
as explained in the section Dynamic RAM - Access 
Times , above. Here tcAC is the limiting factor, as 

t cc max + tcAcmax ^ t C Rmax + t RA cmax. 

This timing is shown in Figures 30 and 31, and is 
calculated in Equation 4. In this system, one wait state is 
required to satisfy the read data access time re- 
quirements of the system; the margin is -50 ns, which is 
too large a difference to be made up by using a faster 
RAM. 


[1] Not specified — use 2 ns 

[2] Not specified in 8203 data sheet; 
tRSH max (8203) = 5t p + 30 



5-172 


210398-001 







5-173 210398-001 



Figure 31. Read Data Access Time Margin 


AP-97A 





AP-97A 


Read Data Access (Equation 4.) 

Time Margin (N_= 0) 

= CPU RD Active to Data Valid Delay - 
CAS Active Delay - Data Delays 
= (2 4 - N)TCLCL(5MHz) - TCLMLmax(8288) 

tcc n iax(8203) - tcAC m ax(2164A — 20) - 
t P max(74S373)I 1 l - TIVOVmax(8286) - 
TD V CLmin(8086) 

= 2(200) - 35 - [4(40) + 85] - 110 - 

30H1 - 30 - 30 

= - 80 =>1 wait state needed (N = 1) 

WRITE DATA SET UP AND HOLD TIME MARGINS 

In write cycles, the write data must 

1. reach the dynamic RAMs long enough before 
CAS to meet the RAM’s data set-up time 
parameter, t D s (Figures 32 and 33), and 


Write Data Set-Up Time Margin (Equation 5 .) 

= CPU WR Active to Data Valid Delay + 

CAS Delay - Data Delay 
= TCLMLmin(8288) -I- tcc*nin(8203) - 
TCLDVmax(8086) - TIVOVmax(8286) - 
t DS min(2164A-20) 

= 10 + [3(40) + 25] - 110-30-0 

= 15 

Write Data Hold Time (Equation 6.) 

Margin (N = 0) 

= CPU Data Hold Time, from AMWC 

Active + Data Delays f - CAS Active Delay 
= (2 + N)TCLCL(5MHz) + TCLCHmin(8284A) 

+ TCHDXmin(8086) + TIVOVmin(8286) 

- TCLMLmax(8288) - tccniax(8203) - 
tDH m ^ n (2 1 64 A — 20) 

= 2(200) + [ 2 / 3 (200) - 15] + 10 
+ 5 - 35 - [4(40) + 85] - 45 
= 308 


[l] t p (74S373) is the greater of tpHL (from data) or 
tpLH (from data) and is compensated for V cc and 
temperature variations, and is derated for a 
300 P F load (T.I. spec is at 15 P F). 
t p (74S373) = 13ns + 0.05ns/ p F(300 - 15) p F 
+ 2.75ns = 30ns. 

Where 13ns is T.I. spec value 

0.05ns/ p F is derating factor 
for excess capacitive load 
(300 - 1 5) is excess capacitive 
load 2.75 is compensation for 
Ta and V cc variation 



2. be held long enough after CAS to meet the 
RAM’s data hold time parameter Odh) (Figures 
32 and 34.) 

Data set-up time margin is calculated in Equation 5, and 
data hold time margin is ^iven in Equation 6. Again, 
these are margins, so a positive number indicates that 
system timing requirements are met for worst-case tim- 
ings. Data hold time is a function of the number of 8086 
wait states, represented as N, as is the read data access 
time margin. No wait states are required to meet this 
parameter. 


Figure 32. Write Data Set-Up and Hold Time Margins 
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Figure 33. Write Data Set-Up Time Margin 


SACK SET-UP TIME MARGIN 


As explained earlier, SACK (and XACK) are “hand- 
shaking” signals used to tell the microprocessor when it 
may terminate the bus cycle in progress. Thus, SACK 
timing determines how many wait states will be 
generated, as opposed to how many wait states are ac- 
tually required for proper operation, which is determin- 
ed by the read data access time for read cycles and b y 
the write data hold time for write cycles. If SACK 
causes more wait states than are required, there is a per- 
formance penalty, but the system operates; if too few 
wait states are generated, the system will not function. 


SACK and XACK serve the same function; they differ 
only in timing. XACK is Multibus compatible, and is 
activated only when the read data is actually on the bus 
(in a read cycle) or when the write d ata has been latched 
into the RAM (in a write cycl e). SAC K is activated 
earlier in the memory cycle than XACK to compensate 
for delays in the microprocessor r espond ing to this 
signal to terminate the cycle. Use of SACK is normally 
preferable, as it results in the fewest pos sible w ait states 
being generated. But in some systems, SAC K will n ot 
generate a sufficient number of wait states, so XACK or 
a delayed form of SACK must be used. N ote t hat the 
number of wait states generated by SACK and XACK 
will vary, depending on whether a refresh cycle is in pro- 
gress when the memory cycle was requested, and if 


refresh cycle is in progress, how near it is to completion. 
SACK is sampled by the 8284A Clock Generator Chip’s 
RDY1 or RDY2 input. The 8284A can be program- 
med to treat these inputs as eith er synch ronous or asyn- 
chronous inputs by tying its ASYNC input (pin 15) 
either high or low, respectively. SACK must be treated 
as asynchronous unless it has been synchronized to the 
microprocessor’s clock with an external flip-flop. 

SACK set-up time is shown in Figures 35 and 36, and is 
calculated in Equation 7. This equation indicates that, 
at worst case, one wait state will be generated (n = 1). 
This satisfies the requirements of the system, namely 
one wait state for reads and zero (or more) wait states 
for writes. 

SACK Set-Up Time Margin (N = 0) (Equation 7.) 
= RD or WR Active to SACK Active Delay 
= (N)TCLCL(5MHz) + t PLH min(7404)l 1 l - 
TCLMLmax(8288) - t CA max(8203) 

- t su min(74S74) 

= 0 + 1 - 35 - [2(40) + 47] - 3 

= -164 => 1 wait state wil be generated (N = 1) 

We have only looked at “worst case” SACK set-up time 
so far, to determine the maximum number of wait states 
that will be generated (assuming no delays due to a 
refresh cycle in progress). We should look at “best 


[l] Not specified — use 1 ns. 
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case” SACK timing also, to make sure enough wait 
states are always generated. Note that in Figure 35, 
SACK g oes thr ough an external 74S74 flip-flop; this 
samples SACK on-half clock cycle earlier than the 
8284A doe s (on t he same clock edge t hat ac tivates 
MRDC or AMWC), effectively reducing SACK set-up 
time by one-half clock period. This guarantees the pro- 
per n umber of wait state will be generated for “best 
case” SACK timing. Adding this flip-flop does not in- 
crease the worst case number of wait states generated by 
SACK. 

In the case where a memory cycle is requested while a 
refresh cycle is in progress, the memory cycle will be 
delayed by a variable amount of time, depending on 
how near the refresh cycle is to completion. This delay 
may be as long as one full memory cycle if the refresh 
was just starting; this time is about 650 ns, depending on 
the 8203’s clock frequency. SACK set-up, read data set- 
up, and write data hold times to the microprocessor’s 
clock are not the same as in the usual case wh ere there is 
no refresh interference. In this case, SACK is delayed 
until the read or write cycle has been completed by the 
RAM, so that there is no possibility of terminating the 
cycle too soon. 

PCS SET-UP TIME MARGIN 

Th e 820 3 ’s RD, WR, and ALE inputs must be qual ified 
by PCS in order to perform a memory cycle. If the PCS 
active set-up time parameter (tpcs) is violated, the 
memory cycle will be delayed. In this case all maximum 
delays normally measured from c omm and Ocr, tec* 
tcA) will be measured instead from PCS active and will 
be increased by tpcs (20 ns). Minimum tcR, tec* tcA 
delays re main the same, but are measured from com- 
mand or PCS whichever goes ac tive later. If tpcs is 
violated, care must be taken that PCS does not glitch 
low while RD, WR, or ALE is active, erroneously trig- 
gering a memory cycle, tpcs is not violated in this 
system, however (Equation 8). 


PCS Set-Up Time Margin (Equation 8 . ) 

= CPU A ddres s Valid to Command Active 
Delay - PCS Decode Time 
= TCLCL(5MHz) + TCLMLmin(8288) - 
[Greater of TCLAVmax(8086) + 
TIVOVmax(8282) or TCLLHmax(8288) + 
TSHOVmax(8282)3 
- tpmax(8205) -t PC smin(8203) 

= 200 + 10 - [Greater of (110 + 30) or 

(15 + 45)] - 18 - 20 
= 32 


RAM DATA OUT HOLD TIME MARGIN 

The 8203 CAS output is only held valid for a fixed 
length of time during a read cycle, after that the RAM 
data outputs are 3 -stated. This time is not long enough 
to allow the 8086 to read the data from the bus, so the 
data must be latched externally. This latch should be a 
transparent type and should be strobed by XACK from 
th e 8203 . Because the minimum time from XACK active 
to CAS inactive is only 10 ns, a latch with a data hold 
time requirement of 10 ns or less (such as a 74S373) 
should be used (see Equation 9). 

RAM Data O ut Hold Time Margin, (Equation 9.) 
from XACK Active 

= tACK m in(8203) + tQFF m in(2164A - 20) 

- t H min(74S373)m 
= 10 + 0-10 
= 0 

OTHER CALCULATIONS 

Equations 3, 4, 6 and .7 may be solved directly for N, 
where N is the number of wait states, to find how many 
wait states are required at a given frequency. Alter- 
natively, a number may be substituted for N and these 
equations solved for the 8086’s clock period, TCLCL, 
to find the maximum microprocessor frequency possible 
with N wait states. Note that the clock high and low 
times (TCHCL and TCLCH) are also a function of 
TCLCL. Be sure to use the proper speed selection of the 
8086 in this calculation, as various A. C .^parameters are 
different and the result may be different for different 
speed selections of the 8086, even at the same frequency. 
Be sure to check the other equations at this frequency to 
make sure they are OK, too. 

Finally, for given values of TCLCL and N, Equations 3, 
4, 6, and 7 may be checked to find the lowest 8203 clock 
frequency which will allow the same system per- 
formance, if it is desired to operate at some frequency 
other than the 25 MHz we assumed. 

CONCLUSION 

This design will operate with, at worst case, one wait 
state (except for refresh) at microprocessor frequencies 
up to 6 MHz, using slow (200 ns access ti me) dy namic 
RAMs. At 6 MHz, it is limited by a lack of SACK set-up 


[l] A 74S373 must be used to meet this timing re- 
quirement. Even though worst case margin is 0 ns, 
this is not a critical timing, as valid data will hold 
on the latch inputs for a considerable time after 
the RAM outputs 3 -state. 
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time. At 5 MHz, the 8203 can be operated at any clock 
frequency from 18.432 MHz to 25 MHz, still with only 
one wait state. 

Example 2. 8086 Alternate 
Configuration System (5 MHz) 

Figure 37 shows another 8086 Max mode system at 5 
MHz, but this time using the Alternate Configuration, 
which allows it to operate with no wait states (except for 
refresh). 

The sy stem in the previo us example was limited by 
SACK set-u p time. SACK set-up time can be improved 
by sampling SACK later; this h as been done by changing 
the clock edge used to sample SACK, allowing roughly 
2 A clock period longer. SACK set-up time (and read data 
access time and write data hold ti me) m argin can also be 
improved by activating the RD or WR inputs of the 8203 
earlier in the 8086’ s bus cycle; this is the purpose of the 
extra logic in Figur e 37 (I.C.s A8 - A1 1). These generate 
advanced RD and WR signals timed from the falling 
edge of ALE, which occu rs rough ly 16 clock period 
sooner than the MRDC and AMWC are generated by the 
8288 Bus Controller. Altogether, these change s allow 
about one 8086 clock period more set-up time for SACK. 

Let’s look at this logic in more detail. An In tel 8 205 
(A8) is used to decode the 8086’ s status outputs So- 2 - An 
opcode fetch, memory read, or memory write decode to 
8205 outputs 4, 5, and 6, respectively. These outputs go 
to the D inputs of two 74S74 flip-flops. The Q output of 
flip-flop A 10. 2 is an advanced memory read signal and 
the Q output of A 11.2 is an advanced memory write 
signal. As shown in Figure 37, the 8203 is not activated 
for opcode fetches, but it can be if 8205 outputs 4 and^ 
are ORed with the unused 74S00 gate (A9.4) and the Q 
output of A10.2 used instead of Q. Both flip-flops are 
clocked by the falling edge of ALE to generate the ad- 
vanced commands. Flip-flop A10.1 is clocked by the 
trailing edge of eit her AM WC (Advanced Memory 
Write Command) or MRDC (Memory Read Command) 
from the 8288 bus controller (A6), indicating that the 
8086 has completed the memory cycle. A10.1, in turn, 
presets both the A10.2 and A1 1 .2 flip-flops to terminate 
the advanced memory read and write signals to the 
8202A. A10.1 is then preset to its initial state by ALE 
going active at the start of the next bus cycle. 

Because RAM write cycles are started very early in the 
8086 ’s bus cycle using this logic, the 8203 will activate 
CAS to the RAMs (latching write data) befo re th e data 
is valid from the 8086. This requires delaying WE to the 
RAMs and performing a “late write” (explained earlier 
under Dynamic RAMs) in order to a llow more time for 
the write data to arrive. But the WE signal must not be 


delayed so long that there is no longer enough data hold 
time , measured from when WE goes active; or that the 
WE active to CAS inactive delay spec or the RAM 
(tRWL) is violated. None of the control signals from the 
8086 or 8288 bus controller satisfy both of these timing 
constraints, so such a signal is gene rated by flip-flop 
A1 1.1, which serves to delay AMWC from the bus con- 
troller by an amount of time equal to TCLCH (the low 
time of the 8086’s clock). All.l is also preset by A10.1 
at the end of th e me mory cycle. The Q output of All.l 
is ANDed with WE from the 8203 by A14.1 to form a 
delayed RAM WE. As in the p revious example, this 
signal is then ANDed with BHE and AO to form the 
WE for the high and low bytes of RAM, respectively. 

A total of four packages (three 14-pin and one 16-pin) 
of TTL logic are required. 

The dynamic RAM interface timings are identical to the 
last example (Equations 1 (a)-(h)); 2164A-20 RAMs will 
be used again. 

ADDRESS SET-UP AND HOLD TIME MARGINS 

Address set-up and hold time margins are given in 
Equations 10 and 11, respectively. An 8086-2 
microprocessor has been used instead of the standard 
8086, as this speed-selected part gives better address set- 
up to RD or WR times, which this design needs since it 
uses advanced RD and WR commands. 

Row Address Set-Up Time Margin W (Equation 10.) 
= C PU Ad dress to Adv. RD Delay 
+ RAS Delay - Address"’ Delays 
= TCLCHmin(8284A) + TCHLLmin(8288)l 2 l 
+ t PLH min(74S00)t 3 l + t PH imin(74S74)l 2 i 
+ t CR min(8203) - [Greater of 
TCLAVmax(8086 - 2) + TIVOVmax(8282) 
or TCLLHmax(8288) + TSHOVmax(8282)] 

- t AD max(8203) - t A sRmin(2164A-20) 

= [ 2 / 3 (200) - 15] + 2 + 1 + 2 + [(40) + 30] 

- [Greater of (60 + 30) or (15 + 45)] - 40 - 0 

= 63 


[1] Read or write cycles only. Eq. lb gives this timing 
for refresh cycles. 

[2] Not specified — use 2 ns. 

[3] Not specified — use 1 ns. 
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Address Hold Time Margin (N = 0) (Equation 1 1 .) 
= CPU A ddress Hold Time from Adv. RD 
Active - RAS Inactive Delays 
= (3 + N)TCLCL(5MHz) + TCHCLmin(8284A) 

+ TCLLHmin (8288) 

+ TSHOVmin(8282) - TCLMLmax(8288) 

- t cc max(8203) - t RSH max(8203) 

= (3)200 + [ 1/3 (200) + 2J + 2 + 5-35 

- [4(40) + 85] - [5(40) + 20] 

= 175 

READ DATA ACCESS TIME MARGIN 

Read data access time margin is shown in Equation 12; 
no wait states are required for read cycles, even with 200 
ns access time RAMs. 

Read Data Access Time (Equation 12.) 

Margin (N = 0) 

= Adv. RD to Data Valid Delay - CAS Delay 

- Read Data Delays 

= (2 + N)TCLCL(5MHz) + TCHCLmin(8284A) 

- TCHLLmax(8288) - tp LH max(74S00) 

- tppjjjmax(74S74) - tccmax(8203) 

- tcAC max (2164A — 20) - tpmax(74S373) 

- TIVOVmax(8286) - TDVCLmin(8086— 2) 

= (2)200 + [1/3(200) + 2]-15-5-10 

- [4(40) + 85] - 110 - 30 - 30 - 20 

= 3 

WRITE DATA SET-UP AND HOLD TIME MARGINS 

Write data set-up ai*d hold times are shown in Equa- 
tions 13 and 14, respectively. No wait states are required 
during write cycles. Note that write data set-up has been 
guaranteed by delaying WE from the 8203 with clocked 
AMWC from the bus controller and performing “late 
write “ cycles; write data set-up time would not be 
satisfied otherwise. Equation 15 verifies th at W E has 
not been delayed too long to meet the RAM’s WE active 
to RAS inactive set-up time (t R wiJ- The RAM’s WE ac- 
tive toCAS inactive set-up time (tcwL) is a iso satisfied, 
since CAS does not go inactive until at least 20 ns after 
RAS. 

Write Data Set-Up Time Margin (Equation 13.) 

= CPU Data to Clocked AMWC Set-Up 
+ WE Delays - Data Delays 
= TCLCHmin(8284A) + t PHL min(74S74)[ 1 l 
+ (2)t PHL min(74S32) 1 1 1 

- TCLDVmax(8086-2) - TIVOVmax(8286) 

- t DS min(2164A— 20) 

= [ 2 /a(200) - 15] + 2 + (2)2 - 60 - 30 - 0 

= 34 


Write Data Hold Time (Equation 14.) 

Margin (N = 0) 

= CPU Data Hold Time from Clocked AMWC 
+ Data Delays - WE Delays 
= (2 + N)TCLCL(5MHz) 

= TCHDXmin(8086 — 2) + TIVOVmin(8286) - 

- tpHim<ix(74S74) - (2)tp H iTnax(74S32) 

- tDH m in(2164A — 20) 

= (2)200 + 10 + 5 - 10 - (2)7 - 45 

= 346 

W E Acti ve Set-Up Time Margin (Equation 1 5 .) 

to RAS Inactive 

= TCHLLmin(8284A)i 1 l + t PLH min(74S00)I 2 l 
+ tccmin(8203) + t R sn m i n (8203) 

- t S KEw(74S74)t3] -(2)t PHL max(74S32) 

- t RWL min(2 1 64A — 20) - TCLCL(5MHz) 

= 2 + 1 + [3(40) + 25] + [5(40) - 30] 

- 2 - (2)7 - 50 - 200 

= 52 


SACK SET-UP TIME MARGIN 


Equation 16 shows that SACK set-up time is satisfied; 
no wait states will be generated for read or write cycles 
(except for refresh). 


SACK Set-Up Time Margin (N = 0) (Equation 16.) 
= (1 + N)TCLCL(5MHz) - TCHLLmax(8288) 

- t PLH m a x(74S00) - tpHL max (74S74) 

- tcA max (8203) - tsumin(74S74) 

= 200 - 35 - 5 - 10 [2(40) + 47] - 3 

= 20 


[1] Not specified — use 2 ns. 

[2] Not specified — use 1 ns. 

[3] tsKE\v(74S74) is max. skew between 

tpmXQ output, from CLK) of two Q outputs in 
same package — use = 2 ns. 
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PCS Set-Up Time Margin (Equation 17.) 

= CPU Addre ss Va lid to Adv. RD or Adv. 

WR Delay - PCS Decode Time 
= TCLCHmin(8284A) + TCHLLmin(8288)i 1 l 
+ tpLjjmin(74S00) + tpHL m i n (74S74)fil 

- TCLAVmax(8086 — 2) - TIVOVmax(8282) 

- tpmax(74S138[ 3 l - tpcsmin(8203) 

= [ 2 /3(200) - 15]+2+l+ 2-60- 30- 12-20 

= 1 

PCS SET-UP TIME MARGIN 

PCS set-up time for the 8203 (tpcs) is satisfied, but not 
with as much margin in the last example (Figure 17). 


[1] Not specified -r- use 2 ns. 

[2] Not specified — use 1 ns. __ 

[3] Must use 74S138 to maintain PCS Set-Up 
Time Margin. 


This is because the RD and WR commands are activated 
earlier in the micro processors bus cycle, leaving less 
time to decode PCS from the address bus. 

CONCLUSION 

This design will operate with a guaranteed zero wait 
states up to 5 MHz using slow (200 ns access time) 
RAMs. At this frequency, it is limited by both re ad and 
write data set-up times, and to a lesser extent, by SACK 
Set-up time. Using faster RAMs wil l not ra ise the max- 
imum frequency, as write data aiyd SACK set-up times 
are not affected by the RAM speed. The 8203 operating 
frequency must be 25 MHz. 

This design can be used (with some modifications) to 
allow one wait state performance up to 8086 clock fre- 
quency of 8 MHz. 
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ABSTRACT 

This Application Note shows an error corrected 

dynamic RAM memory design using the 8203 64K 

Dynamic RAM Controller, 8206 Error Detection and 

Correction Unit and 150 ns 64K Dynamic RAMs with a 

minimum of additional logic. 

The goals of this design are to: 

1. Control 128K words x 16 bits (256 KB) of 64K 
dynamic RAM. 

2. Support 150 ns dynamic RAMs. 

3. Write corrected data back into dynamic RAM when 
errors are detected during read operations. 

4. To use a minimum of additional logic. 

It is not the goal of this design to: 

1 . Provide the maximum possible performance. 

2. Provide features like error logging, automatic error 
scrubbing and dynamic RAM initialization on 
power-up, or diagnostics, although these features 
can be added. 


DESIGN 

Figure 1 shows a memory design using the 8206 with j 

Intel’s 8203 64K Dynamic RAM Controller and 150 ns j 

64K Dynamic RAMs. As few as three additional ICs 
complete the memory control function (Figure 2). 

For simplicity, all memory cycles are implemented as ' | 

single-cycle read-modify- writes, shown in Figure 3. This 

cycle differs from a normal read or write primarily when 

the dynamic RAM write enable (WE) is activated. In a 

normal write cycle , WE is activated early in the cycle; in 

a read cycle, WE is inactive. A read-modif y-wr ite cycle 

consists of two phases. In the first phase, WE is inac- ! 

tive, and data is re ad from the dynamic RAM; for the 

second phase, WE is activated and the (modified) data is 

written into the same word in the dynamic RAM. 

Dynamic RAMs have separate data input and output 
pins so that modified data may be written, even as the 
original data is being read. Therefore data may be read 
and written in only one memory cycle. 



Figure 1. 8203/8206 Memory System 
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In order to do read-modify- writes in one cycle, the 
dynamic RAM’s CAS strobe must be active long enough 
for the 8206 to access data from the dynamic RAM, cor- 
rect it, and wr ite t he corrected data back into the 
dynamic RAM. CAS active time is an 8203 spec (tcAs)» 
and is dependent on the 8203 ’s clock frequency. The 
clock frequency and dynamic RAM must be chosen to 
satisfy Equation 1 . 

(Eq. 1) 


Dynamic Dynamic Dynamic 
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RAM 
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+ 0 + 

40 
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> 
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The 8203 itself performs normal reads and writes. In 
order to perform read-modif y-wr ites, all that is needed 
is to change the timing of the WE signal. In this design, 
WE is generated by the interface logic in Figure 2 — the 
8203 WE output is not used. All other dynamic RAM 
control signals come from the 8203. A 20-ohm damping 
/resistor is used to reduce ringing of the WE signal. These 
resistors are included on-chip for all 8203 outputs. 

The interface logic generates the R/W input to the 8206. 
This signal is high for read cycles and low for write 
cycles. During a read-modify- write cycle, R/W is first 
high, then low. The falling edge of R/W tells the 8206 to 
latch its syndrome bits internally and generate corrected 
check bits to be written to dynamic RAM. Corrected 
data is already available from the DO pins. No control 
signals at all are required to generate corrected data. 


R/W is generated by delaying CAS from the 8203 with a 
TTL-buffered delay line. This allows the 8206 sufficient 
time to generate the syndrome; this delay, tj)ELAY i> 
must satisfy Equation 2. 

(Eq. 2) 

Dynamic 
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The 8206 uses multiplexed pins to output first the syn- 
drome word and then check bits. This same R/W signal 
may be used to latch the syndrome word externally for 
error lo gging. T he 8206 also supplies two useful error 
signals. ERROR signals the presence of an error in the 
data or check bits. CE tells if the error is correctable 
(single bit in error) or uncorrectable (multiple bits in 
error). 

In the event that an uncorrectable error is detected, the 
8206 will force the Correctable Error (CE) flag low; this 
may be used as an interrupt to the CPU to halt execu- 
tion and/or perform an error service routine. In this 
case the 8206 outputs data and check bits just as they 
were read, so that the data in the dynamic RAM is left 
unaltered, and may be inspected later. 

After R/W goes low, sufficient time is allowed for the 
8206 to generat e cor rected check bits, then the interface 
logic activates WE to write both corrected data and 
check bits into dynamic RAM. WE is generated by 
delaying CAS from the 8203 with the same delay line 
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Figure 2. Interface Logic 
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used to generate R/W. This delay, toELAY 2> must be 
long enough to allow the 8206 to generate valid check 
bits, but not so long that the tcwL spec of the RAM is 
violated. This is expressed by Equation 3. 

(Eq. 3) 
Dynamic 

8206 8203 RAM 

^DELAY 1 + TRVSV < t DELAY 2 — ^CAS m ^ n ~ l CWL 
150 + 42 < 200 < 260 - 40 

192 < 200 < 220 ✓ 

Unlike other EDC chips, errors in both data and check 
bits are automatically corrected, without programming 
the chip to a special mode. 

Since the 8203 terminates CAS to the dynamic RAMs a 
fixed length of time after the start of a memory cycle, a 
latch is usually needed to maintain data on the bus until 
the 8086 completes the rea d cycle. This is conveniently 
done by connecting XACK from the 8203 to the STB in- 
put of the 8206. This latches the read data and check 
bits using the 8206 ’s internal latches. 

The 8086, like all 16-bit microprocessors, is capable of 
reading and writing single byte data to memory. Since 
the Hamming code works only on entire words, if you 
want to write one byte of the word, you have to read the 
entire word to be modified, do error correction on it, 
merge the new byte into the old word inside the 8206, 
generate check bits for the new word, and write the 


whole word plus check bits into dynamic RAM. A byte 
write is implemented as a Read-Modify-Write. 

Why bother with error correction on the old word? Sup- 
pose a bit error had occurred in the half of the old word 
not to be changed. This old byte would be combined 
with the new byte, and new check bits would be gener- 
ated for the whole word, including the bit in error. So 
the bit error now becomes “legitimate”; no error will be 
detected when this word is read, and the system will 
crash. You can see why it is important to eliminate this 
bit error before new check bits are generated. Byte 
writes are difficult with most EDC chips, but easy with 
the 8206. 

Referring again to Figure 2, the 8206 byt e mar k inputs 
(BMq, BMi), are generated from A0 and BHE, respec- 
tively, of the 8086’s address bus, to tell the 8206 which 
byte is being written. The 8206 performs error correc- 
tion on the entire word to be modified, but tri-states its 
DO/WDI pins for the byte to be written; this byte is 
provided from the data bus by enabling the correspon- 
ding 8286 transceiver. The 8206 then generates check 
bits for the new word. 

During a read cycle, BMq and BMi are forced inactive, 
i.e., the 8206 outputs both bytes even if 8086 is only 
reading one. This is done since all cycles are imple- 
mented as read-modify-writes, so both bytes of data 
(plus check bits) must be present at the dynamic RAM 
data input pins to be rewritten during the second phase 
of the read-modify-write. Only those bytes actually be- 
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ing read by the 8086 are driven on the data bus by enabl- 
ing the corresponding 8286 transceiver. 

The o utput enables of the 8286 tran sceiv ers (OEBO, 
OEB1) are qualified by the 8086 RD, WR commands 
and the 8203 CS. This serves two purposes: 

1. It prevents data bus contention during read cycles. 

2. It prevents contention between the transceivers and 
the 8206 DO pins at the beginning of a write cycle. 

1 


CONCLUSION 

Thanks to the use of a 68-pin package, the 8206 Error 
Detection and Correction Unit is able to implement an 
architecture with separate 16 pin input and output 
busses. The resulting simplification of control require- 
ments allows error correction to be easily added to an 
8203 memory subsystem with a minimal amount of 
interface logic. 
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INTRODUCTION 

Most microprocessor based workstation designs to- 
day use large amounts of DRAM for program storage. 
A drawback to DRAMs is the many critical timings 
that must be met. This control function could easily 
equal the area of the DRAM array if implemented with 
discrete logic. 

The VLSI 8207 Advanced Dynamic RAM Controller 
(ADRC) performs complete DRAM timing and con- 
trol. This includes the normal RAM 8 warm-up cycles, 
various refresh cycles and frequencies, address 
multiplexing, and address strobe timings. The 8207’ s 
system interface and RAM timing and control are pro- 
grammable to permit it to be used in most 
applications. 

Integrating all of the above functions (plus a dual port 
and error correcting interfaces) allows the user to 
realize significant cost savings over discrete logic. For 
example, comparing the 8207 to the iSBp012B 512K 
byte RAM board (where the DRAM control is done 
entirely with TTL), an 8207 design saved board space 
(3 in^ vs 10 in^); required less power (420 ma vs 
1220 ma); and generated less heat. Moreover, design • 
time was reduced, and increased margins were a- 
chieved due to less skewing of critical timings. This 
comparison is based on a single port design and did 
not include the 8207 ’s RAM warm-up, dual-port and 
error correcting features. If these features were fully 
implemented, there would be no change to the 8207 
figures, listed above, while the TTL figures would easi- 
ly double. 


This Application Note will illustrate an iAPX design 
with the 8207 controlling the dynamic RAM array. The 
reader should be familiar with the 8207 data sheet, the 
80186 data sheet, and a RAM data sheet*. 


DESIGN GOALS 

The main objective of this design is for the 80186 to 
run with no wait states with a Dynamic RAM array. 
The design uses one port of the 8207. The dual port 
and error correcting interfaces of the 8207 are covered 
in separate Application Notes. 

The size of the RAM array is 4 banks of 64k RAMs 
or 512k bytes. The memory is to be interfaced locally 
to the 80186. 

USING THE 8207 

The three areas to be considered when designing in 
the 8207 are: 

• 8207 programming logic 

• Microprocessor interface 

• RAM array 

8207 Programming 

The 8207 requires up to two 74LS165 shift registers 
for programming. This design needs one 8 bit shift 
register, as shown in Figure 1 . The 16 bits in the Pro- 
gram Data Word are set as shown in Figure 2. Refresh 
is done internally, so the REFRQ input must be tied 
high. The memory commands are iAPX 86 status, so 



Figure 1 . 8207 programming shift registers 


*AII RAM references in this Application Note are based on Intel’s 2164A 64k Dynamic RAM. 
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Figure 3. 80186 to 8207, non-ECC, synchronous system single port. 


the timing of EAACK will always guarantee 2 clocks 
of address hold time from RAS. 

Acknowledge Setup Time 

The margin between the 8207 issuing EAACK and the 
80186 ready input for no wait states minus delays from 
clock edges, logic delays, and setup time is calculated 
as follows. 

1 clock - 8207 TCLAKL max -74S30 tPLH @ 
15 pf - 80186 TSRYCL > 0 

125 ns - 35 - 22 - 35 = 33 ns 

Read Access Margin 

The 8207 starts a memory cycle on the falling clock 
edge between the 801 86’ s T1 and T2. Data must be 
valid within 2 clocks. Valid data from the RAMs is 


based upon the CAS access period minus buffer, 
clock, setup requirements. 

2 TCLCL - 8207 TCLCSL @ 150 pf (t34) - 
DRAM tCAC - 74S240 propagation delay @ 
50 pf - additional bus loading delay 
(250 pf)0) - 74S240 delay @ 50 pf - 80186 
TDVCL > 0 

250 ns - 122 - 85 - 7 - 7 - 7 - 20 = 2 ns 

Write Data Setup and Hold Margin 

Data from the processor must be valid when WE 
is issued by the 8207 to meet the RAM specifica- 
tion tDS (2 164 A = 0 ns), and then held for a 
minimum of 30 ns. 

(1) 74STTL logic derated by .05 ns/pf. 74STTL 
buffers (240, 37) derated by .025 ns/pf. 
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Figure 2. Program data word 


the PCTLA input must be high when RESET goes 
inactive. 

The differential reset circuit shown in the Data Sheet 
is necessary only to ensure that memory commands 
are not received by the 8207 when Port A is changed 
from synchronous to asynchronous (vice versa for 
Port B). This design keeps Port A synchronous so no 
differential reset circuit is needed. 

Microprocessor Interface 

To achieve no wait states, the 8207 must connect 
directly to the microprocessor's CLKOUT and status 
lines. The 8207 Acknowledge (EAACK) must connect 
to the SRDY input of the 80186. 

When the 80186 is reset, it tristates the status lines. 
The 8207 PCTLA input requires a high to decode the, 
proper memory commands. This is accomplished by 
using a pull-up resistor or some component that 
incorporates a pull-up on S2. 

The 8207 address inputs are connected directly to the 
latched/demultiplexed address bus. 

RAM Array 

The 8207 provides complete control of all RAM tim- 
ings, warm up cycles, and refresh cycles. All write 
cycles are “late writes.” During write cycles, the data 
out lines go active. This requires separate data in/out 
lines in the RAM array. 

To operate the 80186 with no wait states, it is necessary 
to chose sufficiently fast DRAMs. The 150 ns version 
of the 2164A allows operating the 80186 at 8 MHz, 
and the 200 ns version up to 7 MHz. 

HARDWARE DESIGN 

Figure 3 shows a block diagram of the design, and 
Figure 4 is a timing diagram showing the relationship 
between the 8207 and the 80186. 

8207 Command Setup 

Two events must occur for a command to be recog- 
nized by the 8207. The 80186 status outputs are sam- 
pled by a rising clock edge and Port Enable (PE) is 
sampled by the next falling clock edge (refer to the 
Data Sheet wave forms). 


The command timing is determined by the period be- 
tween the status being issued and the first rising clock 
edge of the 8207, minus setup and delays. 

80186 status valid to 8207 rising clock - status from 
clock delay - 8207 setup to clock ^ 0 

1 TCLCL - 80186 TCHSV max - 8207 TKVCH 
min ^ 0 

125 ns - 55 - 20 - 50 ns 

PE is a chip select for a valid address range. It can 
be generated from the address bus or from the 80186’s 
programmable memory selects. This design uses an 
inverted A 19. The timing is determined by the inter- 
val between the address becoming valid and the fall- 
ing clock edge, minus setup and delays. 

80186 address valid to 8207 falling clock edge 
- 80186 address from clock delay - 8283 latch 
delays - 8207 PE setup > 0 

1 TCLCL - 80186 TCLAV max - 8283 IVOV @ 
300 pf - 8207 TPEVCL > 0 

125 ns - 44 - 22 - 30 = 29 ns 
The hold times are 0 ns and are met. 

Address Setup 

For an 80186 design, the 8207 requires the address to 
be stable before RAS goes active, and to remain stable 
for 2 clocks. Unused 8207 address inputs should be 
tied to Vcc. 

tASR is a RAM specification. If it is greater than zero, 
this must be added to the address setup time of the 
8207. Address setup is the interval between addresses 
being issued and RAS going active, minus appropriate 
delays. 

80186 address valid to 8207 RAS’ active - 
80186 address from clock delay - bus delays - 
(8207 setup + RAM t A § R ) > 0 

TCLCL + 8207 TCLRSL min @ 150 pfU) - 
80186 TCLAV max - 8283 IVOV max @ 300 pf 
-(8207 TAVCL min + DRAM t ASR ) > 0 

125 ns + 0 - 44 - 22 - (35 + 0) = 24 ns 
The address hold time of 2 clocks + 0 ns is always 
met, since the addresses are latched by the 8282/3. 
Even when the processor is in wait states (for refresh), 


(1) Not specified— use 0 ns. 
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TCLCL + TCLCH + 8207 TCLW mind) + 
74S87 delay tPHL min @ 50 pf + additional 
loading (142 pf) - 80186 TCVCTV - 
74S240tPZL - bus delays (250 pf) - 74S240 
delay - 2164A tDS > 0 

125 + 62.5 + 0 + 6.5 + 3.5 - 70 - 15 - 7 - 7 - 
0 = 98.5 ns 

The hold time, tDH, is from WE going low to the 
80186 DEN going high plus buffer delays minus 
WE from clock delays. 

TCLCL - 80186 TCVCTX min + 74S32 
tPD(2) min + 74S240 tPHZ (min)( 2 ) + 250 pf 
bus delays + 74S240 propagation delay min - 
8207 TCLW max - 74S37 tPHL @ 50 pf - 
142 pf loading delays - DRAM tDH > 0 


62.5 ns + 10 + 2 + 3 + 7 + 3.5 - 35 - 

3.5 - 30 = 19.5 ns 

All margins are actually better by about 10-20 ns. No 
improvement in timing was allowed for lower 
capacitive loads when additional buffers are used (i.e. 
the 80186 address out delay is at 200 pf, but the 8283 
latch only loads these lines with about 20 pf). 


SUMMARY 

The 8207 supports the 80186 microprocessor run- 
ning with no wait states. The 8207 interfaces easi- 
ly between the microprocessor and dynamic RAM. 
There are no difficult timings to be resolved by 
the designer using external logic. 



Figure 4. 8207/80186 timing relationship 


(1) Not specified, use 0 ns. 

(2) Not specified, use one half of typical value. 
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INTRODUCTION 

The 80286 high speed microprocessor pushes 
microprocessor based systems to new performance 
levels. However, its high speed bus requires special 
design considerations to utilize that performance. In- 
terfacing the 80286 to a dynamic RAM array require 
many timings to be analyzed, refresh cycle effects on 
bus timing examined, minimum and maximum signal 
widths noted, and the list continues. 

The 8207 Advanced Dynamic RAM Controller was 
specifically designed to solve all interfacing issues for 
the 80286, provide complete control and timing for 
the DRAM array, plus achieve optimum system per- 
formance. This includes the normal RAM 8 warm- 
up cycles, various refresh cycles and frequencies, ad- 
dress multiplexing, and address strobe timings. The 
8207 Dynamic RAM Controller’s system interface and 
RAM timing and control are programmable to per- 
mit it to be used in most applications. 

Integrating these functions (plus dual port and error 
correcting interfaces) allows the user to realize signifi- 
cant savings in both engineering design time, PC board 
space and product cost. For example, in comparing 
the 8207 to the ISBC012B 512k byte RAM board 
(where the DRAM timing and control is done entire- 
ly with TTL), the 8207 design saved board space (3 in^ 
vs 10 iifi); used less power (420 ma vs 1220 ma); 
reduced the design time; and increased margins due 
to less skewing of timings. The comparison is based 
upon a single port 8207 design and does not include 
its RAM warm-up, dual port, error correcting, and 
error scrubbing or RAM interleaving features. 

This Application Note will detail an 80286 and 8207 
design. The reader should have read the 8207 and the 
80286 data sheets, a DRAM data sheet*, and have them 
available for reference. 

DESIGN GOALS 

The main objective of this design is to run the RAM 
array without wait states, to maximize the 80286’ s per- 
formance, and to use as little board space as possi- 
ble. The 80286 will interface synchronously to Port 
A of the 8207 and the 8207 will control 512k bytes 
of RAM (4 banks using 64k DRAMs). The dual port 
and error correcting features of the 8207 are covered 
in separate Application Notes. 


8207 INTERFACE 

The 8207 Memory design can be subdivided into three 
sections: 

• Programming the 8207. 

• The 80286/8207 interface. 

• The Dynamic RAM array. 

Programming the 8207 

The RAM timing is configured via the 16 bit program 
word that the 8207 shifts-in when reset. This can re- 
quire two 74LS165 shift registers to provide complete 
DRAM configurability. The 8207 defaults to the con- 
figuration shown in Table 1 when PDI is connected 
to ground. This design does not need the flexibility 
the shift registers would allow since standard 
8207/80286 clock frequencies, DRAM speeds and 
refresh rates are used. Table 1 details the 8207/80286 
configuration and Table 10 in the Data Sheet iden- 
tifies “CO” as the configuration of the 8207 all tim- 
ings will be referenced to (80286 mode at 16 MHz us- 
ing fast RAMs = CO). 

Table 1 . Default Non-ECC programming, PDI 
pin (57) tied to ground. 


Port A is Synchronous (EAACKA and XACKA) 
Port B is Asynchronous (LAACKB and XACKB) 
Fast-cycle Processor Interface (10 or 16 MHz) 
Fast RAM 100/120 ns RAM 
Refresh Interval uses 236 clocks 

128 Row refresh in 2 ms; 256 Row refresh in 
4 ms 

Fast Processor Clock Frequency (16 MHz) 
“Most Recently Used” Priority Scheme 
4 RAM banks occupied 


The 8207 will accept 80286 status inputs when the 
PCTLA pin is sampled low at reset. This pin is not 
necessary for an 80286 design (besides programming) 
and is tied to ground. 

Refresh is the final option to be programmed. If the 
Refresh pin is sampled high at reset, an internal timer 


* All RAM references in this Application Note are based upon Intel’s CMOS 51C64-12 64k Dynamic RAM. Any DRAM with similar tim- 
ings will function. Refer to section 4.4. 
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is enabled, and if low at reset, this timer is disabled. 
The first method is the easiest to implement, so the 
RFRQ pin is tied to Vcc. 

The differential reset circuit shown in the Data Sheet 
is necessary only to ensure that memory commands 
are not received by the 8207 when Port A is changed 
from synchronous to asynchronous (vice versa for 
Port B). This design keeps Port A synchronous so no 
differential reset circuit is needed. 

RAM Array 

The 8207 completely controls all RAM timings, warm- 
up cycles, and refresh cycles. To determine if a par- 
ticular RAM will work with the 8207, calculate the 
margins provided by the 8207 (Table 15, 16—8207 
Data Sheet) and ensure they are greater than the RAM 
requirement. An additional consideration is the ac- 
cess times of the RAMs. The access time of the system 
is dependent upon the number of data buffers between 
the 80286 and the DRAMs. To operate the 80286 at 
zero wait states requires access times of 100-120 ns. 
Slower RAMs can be used (150 ns) by either adding 
a wait state (programming the 8207 for “Cl”) or 
reducing the clock frequency (to 14.9 MHz approx- 
imately and maintaining the CO configuration.). 

All write cycles are “late writes” and the data out lines 
of the RAM will go active. This will require separate 
data in and out lines in the RAM array. Another con- 
sideration for the RAM array is the proper layout of 
the RAM, and impedance matching resistors on the 
8207 outputs. Proper layout is covered in Intel’s RAM 
Data Sheets and Application Notes. 

Microprocessor Array 

To achieve no wait state operation, the 8207’s clock 
input must be connected to the 80286’ s clock input. 
The EAACK (early acknowledge) output of the 8207 
must connect to the SRDY input of the 82284. The 
8207 ’s address inputs connect directly to the 80286 
address outputs and the addresses are latched inter- 
nally. This latch is strobed by an internal signal with 
the same timing as LEN (which is for dual port 80286 
designs). Figure 2 shows the timing relationship bet- 
ween LEN and the 80286. 

LEN will fall from high to low, which latches the bus 
address internally, when a valid command is receiv- 
ed. LEN can go high in two clock cycles if the RAM 
cycle started (RAS going low) at the same time LEN 
went low. If the 8207 is doing a refresh cycle, the 80286 
will be put into wait states until the memory cycle can 


start. LEN will then go high two clocks after RAS 
starts, since addresses are no longer needed for the 
current RAM cycle. Thus the low period of LEN could 
be much longer than listed in the Data Sheet. 

DESIGNING THE HARDWARE 

Figure 1 shows a detailed block diagram of the design 
and Figure 2 shows the timing relationship between 
the 8207 and the 80286. 

The following analysis of six parameters will confirm 
that the design will work. These six system parameters 
are generally considered the most important in any 
microprocessor— Dynamic RAM design. 

8207 Command Setup Margin 

Two events must occur for the 8207 to start a memory 
cycle. Either RD or WR active (low) and PE must be 
low when the 8207 samples these pins on a falling clock 
edge. If PE is not valid at the same clock edge that 
samples RD or WR active, the memory cycle will be 
aborted and no acknowledge will be issed. 

The command setup time is based upon the status be- 
ing valid at the first falling clock edge. 

80286 status valid to 8207 falling clock - 
80286 status from clock delay - 8207 
command setup to clock < 0 
TCLCL - 80286 tl2 (max) - 8207 TKVCL 
(min) < 0 

62.5 - 40ns - 20ns = 2.5ns 

PE is decoded from the address bus and must be set 
up to the same falling clock edge that recognizes the 
RD, WR inputs. Jhis margin is determined from the 
clock edge that issues the address and the clock edge 
that will recognize RD or WR, minus decoding logic 
delays. 

There are 2 clocks between addresses being issued by 
the 80286 and PE being sampled by the 8207. Then 
the 80286 address delay from the clock edge and 
decoding logic delays are subtracted from this inter- 
val. This margin must be greater than 0. 

2TCLCL - 80286 tl3 (max) - 8207 TPEVCL 
(min) < 0 

125 - 60 - 30 = 35ns 

The address decode logic must use no more than 35 ns 
(and less is better). Figure 3 shows an easy implemen- 
tation which uses a maximum of 12 ns. 

The 8207 requires a zero ns hold time and\is always 
met. 
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NOTE: THE 8207 REQUIRES SERIES RESISTORS ON ALL OUTPUTS. 


Figure 1. 80286 to 8207, non-ECC, Synchronous System Single Port 
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Figure 3. Address Decode Logic 
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Address Setup Margin 

The 8207 must have stable addresses up to two clocks 
after RAS goes active. This is of no concern to the 
user, since LEN latches the address internally and will 
not admit a new address until two clocks after RAS 
goes active. 

Addresses must be stable at least 35 ns (tAVCL) before 
RAS goes active to allow for propagation delays 
through the 8207, if a RAM cycle is not delayed by 
the 8207. 

tASR is a RAM specification. If it is greater than zero, 
tASR must be added to the address setup time of the 
8207. Address setup is the interval between addresses 
being issued, by the 80286, and RAS going active, 
minus appropriate delays. 

The margin is determined from the number of clocks 
between addresses being issued from the 80286 to RAS 
going active. Exactly when RAS goes active is unim- 
portant, since here we are interested only in the clock 
edge. 

2TCLCL - 80286 tl3 (max) - 8207 TAVCL 
(min) < 0 

125 - 60ns - 35ns = 35ns 


Acknowledge Setup Margin 

The 8207 acknowledge (EAACK) can be issued at any 
point in the 80286 bus cycle (end of <)>1 or $2 of Ts 
or Tc). If EAACK is issued at the end of <|>2 (Ts or 
Tc), the 80286 will complete the current bus cycle. If 
EAACK is issued at the end of <J>1 of Tc, the 82284 
will not generate READY to the 80286 in time to end 
the current bus cycle. A new Tc would then be 
generated and EAACK would now be sampled in time 
to terminate the bus cycle. EAACK is 3 clocks long 
in order to meet setup and hold times for either 
condition. 


We need the margin between the 8207 issuing EAACK 
and the 82284 needing it. Figure 4, shows a worst case 
example. 

TCLCL - 8207 TCLAKL max - 82284 til < 0 
62.5 - 35 - 15 = 12.5ns 

Read Access Margin 

The 8207 will typically start a memory cycle (i.e. RAS 
goes low) at the end of $1 of Ts. But if the start of 
a memory cycle is delayed (by a refresh cycle for in- 
stance), then RAS will be delayed. In the first case, 
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this represents 3 clocks and the second case could re- 
quire 4 clocks to meet the data setup requirements of 
the 80286. In either case, data must be valid at the 
end erf Tc. The 8207 holds CAS active long enough 
to ensure valid data is received by the 80286 in either 
case. 

DRAMs specify two access times, RAS access (tRAC) 
and CAS access (tCAC) Both access periods must be 
calculated and the one with the least margin used. Also 
the number of data buffers should be kept to a 
minimum. Too many buffers would require either 
faster (more expensive) DRAMs, or a reduction in the 
performance of the CPU (by adding wait states). 


RAS Access Margin 

3TCLCL - 8207 TCLRSL max @ 150 pf - 
DRAM tRAC - 74S240 propagation delay max 
50 pf - 80286 t8 < 0 

187.5 - 35 - 120 - 7 - 10 = 15.5ns 


CAS Access Margin 

2TCLCL - 8207 TCLCSL max @ 150 pf - DRAM 
tCAA (or tCAC - 74S240 tplh max @ 50 pf - 
80286 t8 < 0 

125 - 35 - 60 - 7 - 10 = 13ns 

By solving each equation for tRAC and tCAC, the 
speed requirement of the RAM can be determined. 

DRAM tRAC = 3 TCLCL - 8207 TCLRSL - 
74S240 tplh - 80286 t8 = 135.5ns 

DRAM tCAC = 2 TCLCL - 8207 TCLCSL - 
74S240 tplh - 80286 t8 = 73ns % 


1. Not specified. Assume no delay for worst case analysis. 

2. STTL derated by .05ns/pf. 


So any DRAM that has a RAS abcess period less than 
135 ns, a CAS access period less than 73 ns, and meets 
all requirements in the DRAM Interface Timing (Table 
15, 16—8207 Data Sheet), will work. 

Write Data Setup and Hold Margin 

Write data from the processor must be valid when the 
8207 issues WE to meet the DRAM specification tDS 
and then held to meet the tDH requirement. Some 
write cycles will be byte writes and the information 
to determine which byte is decoded from A0 and 
BHE/. Since the 80286’s address bus is pipelined, these 
two signals can change before the RAM cycle starts, 
hence they must be latched by LEN. PSEN is used 
in the WE term to shorten the WE pulse. Its use is 
not essential. 

Data must be set up to the falling edge of WE, since 
WE occurs after CAS. The 2 clocks between valid 
write data and WE going active (at the RAM’s) minus 
propagation delays determines the margin. 

2 TCLCL ~ 80286 tl4 (max) @ 100 pf - 
74S240 tplh + 8207 TCLW (min) 1 + 74S10 tphl @ 
192 pf2 - DRAM tDS . 0 

125 - 50 - 7 + 0 + 14 - 0 = 82ns 

The timing of the 8207 ’s acknowledge is such that data 
will be kept valid by the 80286, for more than two 
clocks after WE goes active. This easily meets all RAM 
tDH specifications. 

SUMMARY 

The 8207 complements the 80286’s performance and 
high integration with its own performance, integra- 
tion and ease of use. No critical timings or logic design 
has been left to the designer. The 80286/8207 com- 
bination allows users to realize maximum performance 
from their simpler design. 
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APPLICATION BRIEF 


INTERFACING THE DYNAMIC RAM CONTROLLER TO THE iAPX 186 
Jim Sleezer 


1.0 INTRODUCTION 

The 80186 microprocessor has integrated about 20 typically used system 
components into the same package as the microprocessor. This integration 
saves board space and design-in time. The 8208 Dynamic RAM Controller 
continues this system level integration. It is designed to control up to 
256 Kbytes of Dynamic RAM (DRAM) using 64 K x 1 DRAMs, and up to 1 Mbyte using 
256 K x 1 DRAMs. 

Besides generating all DRAM control and timings, the 8208 allows various 
refresh types, frequencies, and microprocessor interfaces. Additionally, the 
8208 does the 8 DRAM warm-up cycles back-to-back to prepare for operation. 

By integrating the entire RAM timing and programmable refresh types, refresh 
rates, and interfaces into a single package, the user realizes significant 
savings in development time and board space. For example, ,a quick comparison 
of the 8208 versus a TTL implementation (using just the DRAM timing logic from 
Intel's i SBC01 2B memory board) yielded the following results: 

1) a reduction in board space (10 in2 to 3 in2), 

2) a reduction in power ( 1 .2* A to 300 mA), and 

3) much less design time (1 day). 


The difference would be greater still if RAM warm-up, refresh, and interface 
programmability were added to the TTL implementation. 

This Application Note will examine an 8208 to 80186 design. The reader should 
already have read the 8208 Data Sheet, the 80186 Data Sheet, and a DRAM Data 
Sheet*. 


* While all DRAM references in this Application Note are based upon Intel's 
2164A-15 64 K x 1 Dynamic RAM, any DRAM that meets the timing requirements 
in the Data Sheet, Table 8, and A.C. Characteristics, plus satisfies the 
Read Data Access Margin, will work. 
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2.0 HARDWARE DESIGN 

An 8208 design can be divided into three areas: programming the 8208, DRAM 

compatibility, and system interface. While each topic will be covered in this 
Application Note, the 8208's programming logic defaults to an 8 MHz 80186 
synchronous status interface with 150 ns access RAMs. All programming, RAM 
timings, and interface issues are satisfied for that configuration. 


2.1.0 8208 PROGRAMMING 

On the trailing edge of Reset, the 8208 samples the levels on two input pins 
and clocks in a 9 bit serial programming word. One input pin controls the 
type of refresh to be performed, while the other input pin alters the edge on 
which the 8208 samples memory commands. The program word further configures 
the 8208 for a refresh rate as a function of 8208 clock frequency, synchronous 
or asynchronous operation, and either an advanced acknowledge or Multibus 
compatible acknowledge. 


2.1.1 REFRESH TYPES 

If the REFRQ pin is sampled high at reset, an internal refresh timer is 
enabled; a low disables it. Both modes allow an external refresh cycle 
request by pulsing the REFRQ pin. An external request is generated by a 
low-to-high transition, and sampled by an 8208 (clock edge). Burst refresh 
occurs only when the timer is disabled and the REFRQ pin is sampled by two 
falling clock edges. The easiest method is to tie the REFRQ pin to Vcc 
(through a pull-up resistor); refresh cycles are transparent to the user. 


2.1.2 8208 COMMANDS 

The 8208 alters the point at which it samples a command and its response to 
the command inputs, based on the level sampled on PCTL when reset goes 
inactive. A high enables the status interface and a rising clock edge is used 
(this would be the middle of the T1 state; refer to the Timing Diagram). If 
low, the Multibus compatible interface is selected and a falling edge is used 
to allow for more propagation delay. 


I 
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When the status interface is used, the status lines must be externally pulled 
up. The 80186 will tristate them when reset and the proper level (high) may 
not be seen by the 8208. 


2.1.3 PROGRAM WORD 

The program word defaults to a synchronous interface, fast acknowledge (for no 
wait states), and a refresh rate compatible with an 8 MHz clock 
(128 row/2 ms; 256 row/4 ms). When operating the 8208 at 8 MHz, most designs 
will not need to alter any programming bits and the PDI input pin can be tied 
to ground. If the 8208 is not run at 8 Mlz a 74LS165-type shift register is 
needed to adjust for a proper refresh rate; otherwise, refresh cycles would 
not be performed often enough and data would be corrupted. 


2. 1.3.1 REFRESH RATE OPTIONS (UTO, CI1, PLS, FFS) 

These four programming bits permit almost any DRAM to be used without wasting 
memory bandwidth. The combination of these four bits selects one of sixteEn 
clock intervals as shown in Table 1. 


CFS 

PCS 

FFS 

| Count Interval CM, CIO (8200 Ctoefc Ptnods) 

00 

(OH) 

o o 

i « 

1 (20H) 

i 

s (30H) 

0 

1 

1 i 

118 

106 

| 94 

1 82 

0 

0 

1 

! $9 

53 

1 47 

i 4i 

! o 

1 1 

0 

1 74 

66 

i 58 

50 

i 0 

! o ' i 

1 0 

i 37 

i 33 

29 

25 


Table 1. Refresh Count Intervals 


5-203 



AR-364 


inteT 


The 8208 does not alter any other of its functions with these four bits. To 
determine which combination of bits to use, examine the following equation: 

Equation 1. Refresh Rate = count interval x 8208 clock period 

14.6 usee = count interval x 190 ns 

14.6 usee/. 190 = 76.8 count interval 


The next fastest Count Interval of 74 is chosen from Table 1. The bit 
configuration is: PLS = T; FFS = 0; CI1 = 0; CIO = 0, and generates 
seventy-four 8208 clocks between refresh cycles. A refresh cycle can be 
delayed up to one 8208 RAM cycle from the time it was requested to the time it 
is serviced. Thus, the 14.6 usee refresh rate is chosen to allow for these 
delays. The 190 ns clock period was picked at random. The refresh timer is 

restarted when the cycle is requested and not when the cycle begins 

executing. Note the difference in the sense of the programming bits. PLS = 0 
is the same as PLS = 1. This notation is used throughout the Data Sheet. 


2. 1.3. 3 INTERFACE OPTIONS (S, J) 

The S programming bit adds synchronizers to the 8208‘s inputs when input 
signals cannot meet setup and hold times. The RD, WR inputs are still decoded 
as determined by PCTL, but these inputs will be sampled on a falling edge 
(status or command interface). The X bit allows either an 80186 (8086) no 
wait state acknowledge or an XACK (Multibus) type acknowledge. A synchronous 
interface should use the advanced acknowledge and an asynchronous interface 
the XACK acknowledge. XACK is removed by the inactive edge of RD or WR. If 
RD or WR goes inactive before the 8208 issues XACK, then no XACK is issued. 


2.1 -.3. 3 OTHER OPTIONS (CFS - , W, RFS) 

The CFS bit must be set to zero. This bit is reserved for future speed 
enhancements of the 8208. RFS has no effect on 8208 timings and may be set to 
either state. It is to be used with faster 8208's. RB is to allow for 32 bit 
wide memory arrays. If an 8 or 16 bit wide system is used, set this bit to 
its active state (RB = 0). The Bank Select pin must not select a RAM bank 
that is not physically present. 
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2.2 MICROPROCESSOR INTERFACE 

The 8208' s timings are optimized for an 8086 and 80186 system. The 
synchronous status interface offers the best performance (i.e., no wait 
states) and is the easiest to implement. 


2.3 DRAM COMPATIBILITY 

Table 2 lists the equations to determine whether a particular DRAM will work 
with the 8208. Four other questions are listed in the A.C. Characteristics 
Section in the 8208 Data Sheet. 
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Table 2. DRAM Equations 


These equations merely determine if the 8208 will provide proper margins for a 
DRAM. Whether a RAM works properly in a system is another issue. The 
Hardware Design Example section examines most of the important system timings. 
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3.0 HARDWARE DESIGN EXAMPLE 

The objective is to have the 80186 run without wait states when accessing a 
DRAM array. The total amount of DRAM is 128K bytes and will be organized as 
1 bank of 64K words. 

Figure 1 is a block diagram of our design showing all relevant logic. The 
programming shift register is not needed since the 8208 will be operating at 
8 MHz, and the other defult values are required. A data buffer is required in 
a no wait state design, since during reads the 8208 CAS line drives data onto 
the bus up to 50 ns past the end of J4. If another bus cycle were starting, 
then the multiplexed address/data lines would conflict with the driven data 
bus. This would reduce the systems' address to ALE setup margins. Figure 2 
is a timing diagram of the design. 

The timing parameters that are examined ensure that this portion of the system 
will operate properly. The parameters are: 

1. Command setup and hold margin. 

2. Address setup and hold margin. 

3. Acknowledge setup and hold margin. 

4. Write data setup and hold margin. 

5. Read access margin. 


3.1 ACKNOWLEDGE SETUP AND HOLD MARGIN 

The 8208 early acknowledge (AACK) is intended to be connected to the SRDY 
input on the 80186 after being inverted. The AACK is issued at the beginning 
of T2 and must be valid at the beginning of T3. 

1TCLCL - 8208 TCLAKL max - 7410 tPLH 9 15 pf - 80186 TSRYCL min _ 0 

125 ns - 35 - 22 - 35 
= 33 ns 
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The 80186 hold requirements, TCLSRY, of 15 ns is always met. The 15 ns hold 
time applies only when READY is being looked at by the 80186. Transitions 
that occur anywhere else in the bus cycle have no effect. AACK is two clocks 
long and is issued from a falling clock edge. AACK would always be sampled 
one clock into its duration. There would be a hold time of about 1 clock. 


3.2 COMMAND SETUP AND HOLD MARGIN 

Two events must occur for the 8208 to recognize a valid memory command. The 
80186 status outputs are sampled by a rising clock edge (middle of T1 
typically) and PE is sampled on the very next falling clock edge. If PE is 
not sampled at this point, no memory cycle will start. The status lines would 
have to go inactive before requesting another memory cycle. 

The status setup margin is referenced to the middle of T4 or TI, and is 
required to be valid by the middle of Tl. 

1TCHCH - 80186 TCHSV max - 8208 TKVCH min _ 0 

125 ns - 55 ns - 20 ns 
= 50 ns 


PE setup margin is referenced to the beginning of Tl and must be valid by the 
end of Tl. PE selects the 8208 for a valid address range. It can be 
generated from either the address bus or using the 80186' s programmable chip 
selects. 


1 TCLCL - 80186 TCLCSV max - 8208 TPEVCL min _ 0 

125 - 66 - 30 
= 29 ns 


Both PE and the RD, WR, and PCTL inputs require a 0 ns hold time to their 
respective clock edges. 
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The 8208 latches this information internally for cases when a refresh cycle 
delays a memory cycle from starting. Thus, a cycle wiTl start when the 
refresh cycle finishes, even if the status signals have gone inactive. The 
hold margin is always met. 


3.3 ADDRESS SETUP AND HOLD MARGINS 

The 8208 requires the addresses to be stable before. RAS goes active, and to 
remain stable for two clock periods thereafter. Unused address inputs should 
be pulled up to Vcc with a resistor. 

The 8208 generates a margin of 0 ns minimum for the DRAM specification tASR 
when the 8208 specification TAVCL is met. If some DRAM is found that needs a 
more positive margin for tASR, then this requirement must be added to TAVCL. 

The setup margin is between the clock edge that addresses are issued from to 
the 8208 issuing RAS, minus delays. 

1 TCLCL + 8208 TCLRSL min^] (@ 150 pf) - 80186 TCLAV max - 
8282 IVOV max (0 300 pf ) - [8208 TAVCL min + DRAM tASR] _ 0 • 

125 ns + 0 - 44 - 30 - (35 + 0) 

= 16 ns 


The 8208's address bus is divided into two halves. ALO-8 becomes the DRAM row 
address outputs and AHO-8 becomes the column addresses (64K DRAMs would need 
ALO-7 and AHO-7 connected to the address bus, AL8, AH8 would be tied to Vcc). 
Internally, the 8208 latches AHO-8 with CAS to provide for tCAH - column 
address hold time. This latching occurs near the end of T2 for read cycles 
and near the end of T3 for write cycles. When the RAM cycle is delayed due to 
refresh, the timing of AACK will ensure the two clock hold requirement. No- 
equation is provided since this happens internally. 


[1] Since this is not specified, 0 will be used for analysis only. Based 
upon design information this value would be about 20 ns. 
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3.4 WRITE DATA SETUP AND HOLD MARGIN 

During write cycles, data from the 80186 must be valid at the DRAM when CAS 
goes low, and satify the DRAM tDS specification. Data must thenbe held valid 
and referenced to CAS long enough to meet the DRAM specification tDH. In this 
design example DEN is the limiting factor in the data setup margin. DEN is 
active before data is issued by the microprocessor, but there is a significant 
delay before the buffer is active. The result is that write data will be 
valid at the buffer before it is fully capable of transmitting data. The 
margin is referenced to the clock edge that issues DEN and the clock edge that 
issues CAS, minus delays. 

TCHCL + 1 TCLCL = 8208 TCLCSL min (0 150 pf) - 
80186 TCVCTV max - 74LS245 TPZH max - DRAM TDS _ 0 

55 + 125 + 62.5 - 70 - 40 - 0 
= 132 ns 


The hold margin is referenced to the edge that issues CAS and when valid data 
disappears. DEN is the controlling signal because it can go inactive before 
the data bus is floated by the microprocessor. 

1 TCLCL + 1 TCLCH + 80186 TCVCTX min + 74LS245 TPLZ mint 1 ] . 

8208 TCLCSL max (0 150 pf) - DRAM TDH _ 0 

125 ns + 55 + 10 + 7.5 - 121 - 30 
= 46.5 ns 


The WE pulse length may cause problems with back-to-back bus cycles. 
Shortening the pulse width will not cause any other problems. The easiest 
solution is to factor in a shorter width signal, such as AACK, as isdone in 
the design example. 


[1] This parameter is not specified. For analysis, either assume 0 ns or use 
a more realistic value, such as one-half of typical. 
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3.5 READ DATA ACCESS MARGIN 

The design example requires a buffer in the data path because the 8208 will 
not stop driving data onto the bus until after the end of T4. With 
back-to-back bus cycles this would cause bus contention and reduce address to 
ALE setup margins. The DRAM access parameter used is called "TCAC", and is 
referenced from the CAS active edge - not RAS. This parameter varies widely 
between manufacturers. When analyzing read access margins, some trade-off 
between buffer speed and TCAC delays must be considered. 

The 8208 starts a memory cycle, typically, at the end of Tl, and data must be 
valid at the end of T3. With [refresh cycle] delayed bus cycles, data would 
still have to be valid in two clocks. The timing of the AACK signal 
guarantees this. From this two clock margin, buffer delays, TCAC delays, and 
others must be subtracted. 

2 TCLCL - 8208 TCLCSL max (@ 150 pf) - DRAM TCAC max * 

(0100 pf) - buffer delays max - 80186 TDVCL min _ 0 

f 

250 ns - 121 - 85 - 12 - 20 
= 12 ns 


4.0 SUMMARY 

The 8208 solves most of the many design issues faced when adding a dynamic RAM 
array by giving the designer options. Options for various types of DRAMs, 
clock speeds, and system configurations. The margins that were just examined 
showed that the 8208 has plenty of margin in a system. Several margins were 
even higher. The READ DATA ACCESS MARGIN, for example, is considerably 
greater. The access time for DRAMS is specified with 100 pf loads, yet this 
was not added into the equation. Each designer should verify this analysis as 
specifications from manufacturer's change, without notice. 
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Dynamic-RAM controller 
orchestrates memory systems 


Up to 88 chips take their cues from an n-channel MOS 1C 
that both housekeeps and supports error-corrected dual-port memories 


by Jim Nadir and Mel Bazes, Intel Corp , Santa Clara, Calif 


□ Designing a dynamic-random-access-memory system 
means balancing the goals of high performance, reliabili- 
ty, and versatility against the often contrary aims of 
economy, simplicity, and compactness. In the last five or 
so years, the advent of dynamic-RAM controller chips 
relieved designers of some of the onus of tending to the 
needs of dynamic chips: standard supportive integrated 
circuits brought together the counters, timers, multiplex- 
ers, and other elements needed. 

But controllers diverged into two types. One bought 
the high performance to ride with fast memory systems 
at the expense of functionality, while the other took on 
more and more functions to do a complete but slower 
job. The 8207— an advanced dynamic-RAM controller— 
blunts the horns of that dilemma and also solves a 
variety of less severe design problems. 

A dynamic-RAM controller is charged with making a 
dynamic memory system appear static to the host pro- 
cessor. At a minimum, therefore, the controller takes 
over refreshing the memory chips, multiplexing the row 
and column addresses, generating control signals, timing 
the precharge period, and signaling the processor when 


data is available or no longer needed. But, beyond those 
local housekeeping chores, the controller can also go a 
long way to solving more global design problems, like 
sharing memory between two processors, not to mention 
detecting and correcting errors. 

To realize this potential for a highly integrated solu- 
tion, the 8207 has a dual-port interface and, when used 
with the 8206 error-checking and -correction unit, 
ensures data integrity in large dynamic-RAM systems. In 
addition to doing the jobs of refreshing, address multi- 
plexing, and control timing, the unit supports memory- 
bank interleaving for pipelined accesses, overlaying RAM 
and read-only- memory locations, and initializing RAM. 

The exact implementation of most of these functions is 
programmable, letting designers tailor their systems in 
detail. Systems containing up to 88 dynamic-RAM 
chips— whether 16-, 64-, or 256-K versions— in one, two, 
or four banks need only a single 8207 and no external 
buffering. Attesting to the high performance claimed, 
the 8207 mates dynamic rams having 100-nanosecond 
access times to the iAPX-286 processor operating at 8 
megahertz without introducing any wait states. 



1. Window on a micro. One use for a dual- 
port memory shared by independent proces- 
sors is the development system shown Add- 
ing a video display to the prototype itself 
gives a window on the system memory 
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To achieve that speed and include all those functions, 
the 8207 relies on a dense, high-speed n-channel MOS 
process (H-MOS II) and requires a chip some 230 by 200 
mils in area. To meet the rigors of operation with even 
faster processors, novel logic and integrated-circuit 
designs are employed. Replacing the two-phase logic 
common in n-MOS ICS, single-phase edge-triggered logic 
simplifies logic and circuit design, precludes problems of 
clock-pulse overlap, and reduces the sensitivity to clock 
high and low times. Voltage-controlled capacitive loads 
form the delay elements that time critical output pulses, 
such as the address strobes, and compensate the output- 
switching delays for variations in power-supply voltage, 
temperature, and processing. 

A low 20-ns setup time for input signals is achieved by 
cutting the RC delay of input-protection devices and 
moving the TTL-to-MOS signal buffering from the input 
pads to the pulse generators. A short 35-ns delay from 
input to output switching is achieved by triggering the 
output generators directly from the external clock, sav- 
ing a buffer delay time. With the resulting high-speed 
performance and a high level of integration, the 8207 
successfully attacks the stringent requirements of today’s 
memory systems. . 

One system feature gaining popularity currently is the 
use of multiple processors operating on shared data to 
obtain higher performances and reliability. For example, 
a separate processor dedicated to input/output tasks 
frees the main processor for full-time data processing. 
Alternatively, multiple main processors can execute dif- 
ferent tasks simultaneously. In all such cases, sharing a 
common memory space among the cooperating proces- 
sors is the key to effective operation. 

Unfortunately, when more than one processor accesses 
shared memory through a single bus, the limited bus 
bandwidth and the time spent in exchanging bus control 
slow down data transfers. Dual-port memory systems 
overcome this limitation by giving two processors access 


to a common memory through two independent buses. 
The 8207 includes a dual-port interface to simplify the 
design of shared memory systems. 

Two-port memories can be used with multiprocessing 
or multitasking architectures. In the former, indepen- 
dent processors run independent programs, sharing only 
a common memory. Multitasking processors cooperate 
on different parts of the same task. 

An example of a multiprocessing architecture is the 
dynamic video display (Fig. 1) that provides a window 
on a processor’s memory. Centering the display over a 
data table, for example, immediately reveals how pro- 
gram execution affects the data, which aids in debugging 
programs. If a microcomputer is implemented with a 
dual-port memory— the second port for a dynamic video 
display— then the prototype itself can serve as a develop- 
ment and debugging system, reverting to single-port 
operation in the final version. 

A dual-port architecture in a multitasking environ- 
ment, on the other hand, adds a margin of safety to a 
shared-resource bus, such as Intel’s Multibus. Although 
one of the biggest benefits of such a bus is the sharing of 
expensive peripherals among several users’ programs, an 
intimidating problem is that a single program gone hay- 
wire can easily corrupt the entire system. A two-port 
memory, properly configured, circumvents this occur- 
rence. Because each port has its own address, data, and 
control lines, problems on one side are confined by 
hardware to that side. 

Port of call 

As a general rule for multitasking architectures, one 
port of a two-port memory operates in a local environ- 
ment, and the other port runs remotely, off the expanda- 
ble shared-resource bus. The local processor is likely to 
require a synchronous port to reap the benefit of higher 
performance. Remote buses, in contrast, are usually 
configured asynchronously. Unless programmed other- 


Dynamic-RAM controllers get in step 


Synchronous and asynchronous signals have different 
requirements for interfacing with a controller. The terms 
synchronous and asynchronous are conventionally ap- 
plied to dynamic random-access memory depending on 
whether it exists in a local or a remote environment, 
respectively. However, they more properly characterize 
the dynamic-RAM controllers, for the RAMs themselves 
need no clocks— the only restrictions as to the start of a 
memory access cycle involve ensuring that the refresh and 
precharge requirements are satisfied. 

Because the controller decides both when to refresh 
and whether or not precharge and other timing require- 
ments have been met, it does need a clock. Incoming 
commands can either always arrive with a fixed relation- 
ship to the controller’s clock or have no particular relation- 
ship to it. The former are, of course, synchronous opera- 
tions, the latter asynchronous. 1 

The major difference between an asynchronous and a 
synchronous controller (or port of a controller, in the case 
of the dual-port 8207) is'that the asynchronous controller 
must first synchronize the incoming commands to its own 


internal clock. From that point on, the asynchronous con- 
troller looks just like a synchronous device. 

Whereas various techniques for synchronization are 
available off chip, on-chip synchronization is restricted to 
the resolution and sampling of states of a flip-flop. The 
incoming command is clocked into a resolving flip-flop. 
After a predetermined time, a sampling flip-flop reads the 
state of the resolving flip-flop, thereby synchronizing the 
command. Assuming that both flip-flops are triggered on 
the same edge of the controller’s internal clock, the fastest 
that an asynchronous signal can be synchronized is one 
clock period. The slowest synchronization takes two clock 
periods; on the average, getting the signals in step takes 
one and a half clock cycles. 

Because the processor typically requires four or fewer 
clock periods to complete a cycle, adding a cycle and a 
half for synchronizing increases the access time by 
approximately 25%. Synchronous controllers are therefore 
always preferred when the environment permits them, and 
local environments, such as single-board computers, gen- 
erally do so. 
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wise, the 8207 configures one port synchronously, and 
the other asynchronously. For specific applications, both 
ports may be programmed as either synchronous or 
asynchronous (see “Dynamic-RAM controllers get in 
step,” p. 129). 

Whether the ports are programmed for synchronous 
or asynchronous operation^ some mechanism must 
decide which processor will gain access to memory when 
both request it almost simultaneously. That mechanism 
consists of arbitration logic that controls access and 
always leaves one port selected. When a port is selected, 
its associated control and interface signals are passed 
directly to the RAM timing logic by the command multi- 
plexer (Fig. 2). Both ports’ command and control lines, 
after being synchronized, go into both the command 
multiplexer and the arbitration logic. 

However, the arbitration logic enables the command 
multiplexer to pass only commands that appear at the 
selected port. At the same time as a command appears at 
a selected port, arbitration logic initiates the cycle- 
control logic that completes the timing of the RAM cycle 
that ensues. If a command appears on the unselected 
port, it will not get through the multiplexer to initiate a 
RAM cycle but will instead wait in the status-command 
decoder until the current command is completed, at 
which time the command multiplexer switches to the 
unselected port. The arbitration logic will then service 
this queued access request by starting a new cycle. 

The arbitration logic examines all port requests, 
including the internal refresh port. The refresh-request 
port is subject to arbitration like the other two ports, 
except that it is always assigned a higher priority than an 
unselected external access port. Thus, refreshing can be 
delayed, at most, one RAM cycle. 

While the current RAM cycle is running, the arbiter 
determines the next cycle to be initiated. Thus, the 
arbitration time of two or more simultaneous port 
requests is hidden by the memory cycle time. In other 
words, in cases where both a selected and an unselected 
port request access simultaneously, the arbitration time 
for the unselected port does not extend that port’s access 
time, which is delayed by one memory cycle anyway. 
Only when an unselected port requests a free memory 
does the arbitration time slow access, because then the 
command must pass through the arbitration logic before 
a RAM cycle can be initiated. To minimize such delays in 
most cases, there are two arbitration algorithms to be 
selected by the user. 

The first algorithm, intended for multiprocessing envi- 
ronments, automatically returns the arbiter to a desig- 
nated preferred port, generally the higher-performance, 
synchronous port. Thus any command on the selected 
port generally has immediate access, whereas any com- 
mand arriving at the unselected port must wait. 

The second, or last-accessed-port, algorithm, which is 
applicable in multitasking environments, leaves the most 
recently accessed port as the selected port. This algo- 
rithm optimizes port selection for task passing in a 
multitasking environment. In task passing, the host pro- 
cessor sends a task to an execution processor; until the 
task is received, the execution processor seldom accesses 
memory. Conversely, once the task is passed, the host 


processor seldom accesses memory until the task is com- 
pleted. Thus, the ports are used in spurts. 

Because timely refreshing is needed to preserve 
dynamic-RAM data, a refresh request is always serviced 
on the next available cycle. The refresh algorithm, how- 
ever, may be selected by the user. The options available 
are: no refresh, user-generated single refresh, automatic 
refresh, or user-generated burst refresh. 

No refresh would be selected for applications like 
bit-mapped-video displays, where continuous, sequential 
access of all RAM locations itself refreshes every cell 
periodically. User-generated refresh modes allow the 
designer greater control over power dissipation, for 
example, in large memory systems. Automatic refresh- 
ing, in which the controller itself times the refresh inter- 
val and initiates the operation, lets the designer ignore 
the refresty requirements entirely. As mentioned, the 
refresh requests are subject to arbitration just like other 
access requests. However, once a burst refresh is select- 
ed, it remains active until completed. 

Cleaning up errors 

Ensuring data integrity is a major concern in large 
dynamic-RAM systems, particularly because of their sus- 
ceptibility to soft errors caused by alpha-particle radia- 
tion. Various parity encoding techniques have been 
developed to detect and correct memory-word errors 
[. Electronics , June 2, 1982, p. 153]. The parity bits, called 
check bits when used for correction as well as detection, 
are stored in the memory array along with their asso- 
ciated data word. When the data is read, the check bits 
are regenerated and compared with the stored check 
bits. If an error exists, whether in the retrieved check bits 
or in the retrieved data word, the result of the compari- 
son-called the syndrome— gives the location in the 
group of the bit in error. 

Two drawbacks surface in the design of any memory 
system that is to be protected by error-correction circuit- 
ry. First, the memory-word width must be increased to 
store the check bits; second, extra time must be allotted 
for the error-correction circuitry to generate the check 
bits on write cycles, plus more time to regenerate and 
compare the check bits on read cycles. The 8207 pro- 
vides several ways to minimize both problems. 

Error-correction schemes require a smaller proportion 
of check bits to protect wider memory words. For exam- 
ple, an 8-bit word needs 5 check bits, for a 63% increase 
in memory. Put the other way around, 38% of the 
available memory would be dedicated to the check bits. 
Six check bits are required to protect a 16-bit data 
word— only a 27% overhead. Clearly, the wider the 
memory array, the more economical the error correction. 

The 38% overhead necessary to protect such 8-bit-bus 
machines as the 8088 or 8085 makes error correction an 
unattractive proposition. However, if the memory width 
could be doubled, with the 8088 accessing only half a 
word at a time, the overhead would drop to 27%. 

Reading a double-width word, checking for soft errors, 
and then sending the desired portion of the word to the 
processor presents no major problems, unlike writing to 
such an array. The check bits cannot be calculated from 
only a portion of the word— they must be calculated for 
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2. Arbiter's labor. Two external ports plus the internal refresh port can request access to the memory system at once. Arbitration logic 
decides which to service, based on programmable algorithms. High-speed logic design cuts the delay from input to output switching to 55 ns. 


the entire word at once. Whenever the processor writes a 
partial word to memory, it must first read the entire 
word, check it, substitute for that portion of the word to 
be rewritten, and recalculate the check bits. Only then 
can the entire word be written to memory. The 8207, 
working in conjunction with the 8206 error-checking and 
-correction unit, contains mechanisms to expedite this 
potentially arduous process. 

Whenever the 8207 performs a partial-write cycle, it 
initiates a read-modify-write cycle wherein the entire 
memory word is first read and latched into the 8206 
(Fig. 3). After the retrieved data has been verified as 
correct, new data is supplied to the ram, half from the 
processor and half from the 8206, which also generates 
the check bits for the entire new word. 

Control signals— called byte marks— specify which 
portion of the new data word is coming from the proces- 
sor and which from the 8206. The byte marks determine 
whether the processor or the 8206 drives the RAM data 
bus— for example, if the 8206 is driving one portion of 
the data bus, the processor is prevented from driving the 
same portion. The byte-mark signals simply disable the 
appropriate transceivers. If, on the other hand, the pro- 
cessor is driving a portion of the RAM data bus, the byte 
marks change the 8206 data outputs to inputs, allowing 


the 8206 thread the data from the processor and calcu- 
late new check bits. 

The ability of the 8207 to handle memories organized 
as one, two, or four banks allows tradeoffs between the 
cost and performance of an error-correction system. For 
maximum performance, memory would be organized in 
four banks, each 16 bits wide. In applications requiring 
error correction, but where maximum performance is not 
critical, concatenation of RAM banks into two banks of 
32-bit words, or even one bank of 64-bit words, can make 
error correction very economical. 

Holding to high performance 

Even though the cost of error correction has thus been ’ 
reduced to where it becomes an attractive solution, the 
problem remains of minimizing performance degrada- 
tion. Tackling that challenge depends on the particulars 
of the configuration, such as whether the memory is to 
be used with a high-performance local processor, as 
system memory on a shared-resource bus, or is to be 
shared between a local high-performance processor and 
a shared-resource bus. 

The method chosen to handle errors depends on the 
type of bus. Intel’s Multibus is the kind that requires 
data to be valid prior to the issuance of a transfer- 
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3. Teamwork. The 8206 error-correction 
chip joins forces with the random-access- 
memory controller so that an 8-bit-bus pro- 
cessor may utilize the 16-bit-wide memory 
that is more economical for error-correction 
schemes Byte marks configure the data 
buses for partial-word transfers 


acknowledge signal, in contrast to the local buses of the 
iAPX-86, -186, and -286 processors. A local bus will 
usually be synchronous, with a single* processor or copro- 
cessor group attached to it; the processor characteristics 
are known, as is the processor’s response to a transfer- 
acknowledge signal. 

With Multibus and other shared-resource buses, the 
processor types that will eventually be connected are not 
known in advance, and the buses themselves are general- 
ly asynchronous. Hence the time between the transfer- 
acknowledge signal and data becoming valid is not 
-known. Therefore, the rule with such buses is to 
acknowledge a transfer only when data is valid. (On 
some asynchronous buses, the acknowledgment is issued 
earlier to compensate for synchronization delay at the 
receiving processor.) 

Two basic configurations for checking and correcting 
errors derive from these system considerations and the 
fact that it takes longer to correct data than to detect an 
error. One is for buses that connect to processors and 
coprocessors receiving a transfer acknowledge prior to 
data becoming valid, and the other for buses that con- 
nect to processors receiving a transfer acknowledge after 
data is valid. Both configurations are supported by the 
8206-8207 team. 

Buses among the former type of processors always get 
corrected data from the 8206, whether an error exists or 
not, and will carry a transfer acknowledge from the 8207 
before data becomes valid on the bus. Though this means 
data is delayed for error correction on every transaction, 
the extra delay is immaterial, since it is hidden behind 
the processor’s response time to the transfer-acknowl- 
edge signal. By the time the processor requires data, it is 


already corrected and on the bus. As a result, system 
performance is not degraded at all because of single-bit 
errors. 

For buses among processors that receive the transfer 
acknowledge after the data is valid, the 8206 always 
checks for errors but does not routinely correct data. In 
this mode, RAM data passes through faster, because the 
8207 will issue an acknowledgment sooner. If, however, 
an error is found, the 8207 will lengthen the cycle, 
command the 8206 to correct the data, and delay the 
transfer-acknowledge signal until the corrected data can 
be placed on the bus. For those buses with an acknowl- 
edge-synchronization delay, the 8207 can be pro- 
grammed to issue the acknowledgment earlier to com- 
pensate for the delay. 

Power-up problems 

Another problem with memories protected by ECC 
circuits crops up when the power is turned on. At 
power-up, the data stored in memory is completely ran- 
dom; any attempt to read or perform a partial write will 
be aborted because the check bits will indicate multiple, 
and therefore uncorrectable, errors. For processors 
whose word width is the same as that of the memory 
array, the processor could simply initialize the entire 
memory array, taking some additional time and soft- 
ware. For memories whose word width is greater than 
that of the processor, however, initialization of the mem- 
ory is not possible unless the error-checking or -correc- 
tion circuitry is disabled by hardware, for example, by 
gating off the error flags. 

The 8207 is equipped to deal with the initialization 
problem by itself. At system reset, the 8207 performs 
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4. Interleaving. Overlapping accesses to dif- 
ferent banks increases memory throughput. 
Once the column-address hold time is satis- 
fied, the 8207 starts a second cycle, pulling 
the second row-address strobe low. 



eight cycles on all banks at once to warm up the dynamic 
rams, a typical RAM requirement for stable operation. 
The chip then individually initializes all memory loca- 
tions to 0, adding the proper check bits. Though all 
memory banks could be initialized in parallel, that would 
require more power than any other memory operation, 
calling for a heftier and more expensive power supply 
needed only at system reset. 

One final problem associated with memories protected 
by error-correction circuitry stems from the fact that 
only data that is accessed by the processor is corrected. 
If the processor continually accesses one particular seg- 
ment of memory, the rest of the array may be accumu- 
lating soft errors. The possibility of two soft errors 
accumulating in a word of seldom accessed memory now 
becomes significant— and not all double-bit errors are 
correctable in simple ECC schemes. The 8207 scrubs 
memories to clean up this problem. During each refresh 
cycle, one word of memory is read, checked for errors, 
and if necessary, corrected before data is written back to 
memory. Because scrubbing occurs during refresh cycles 
with a read cycle replacing a row-address-strobe-only 
refresh cycle, no performance penalty is incurred. Scrub- 
bing rids the entire memory of errors at least once every 
16 seconds, reducing the probability of two soft errors 
accumulating in the same word almost to nil. 

Bells and whistles 

All dynamic rams require a recovery period for pre- 
charging internal lines after each access. If the processor 
were immediately to reaccess the Ram, the controller 
would have to delay it until the precharge time was over. 
By automatically organizing memory into banks so that 
sequential addresses are in different banks, the 8207 is 
usually able to hide the precharge time of one bank 
behind the access time of another. That organization 
follows from using the 2 least significant bits of the 
address to select the bank. Of course, a break in the 
program flow, such as would be caused by a jump or call 


instruction, raises the probability that the same bank 
may be immediately re-accessed. This probability is less 
in four-bank memories than in two-bank configurations. 

Further performance advantages are gleaned by 
organizing memory into multiple banks. For example, 
the 8207 can speed throughput by pipelining cycles. 
Once the row and column addresses to one bank have 
been latched, the controller sends the row address for the 
next cycle to the next bank (Fig. 4). 

The 8207’s manifold features can be tailored to a 
given system with the use of a serial programming pin. 
This pin can either be strapped high or low to select one 
of two default modes or be programmed by means of a 
shift register. The external register is completely con- 
trolled by the 8207, eliminating any local processor 
support. Sixteen bits are shifted into the 8207 to configu- 
re up to nine different features. The bits are arranged in 
order of increasing importance; using a shift register 
with less than 16 bits permits just those features needed 
to be programmed. 

Programmable features of the processor interface 
include the choice of arbitration algorithm, clock com- 
pensation, and preferred port. At the RAM interface, the 
user can specify fast or slow memory chips, indicate 
bank configuration, and select the optimal refreshing 
scheme. In anticipation of the next generation of 256-K 
dynamic rams, the 8207 can support a 256-row-l- 
millisecond refresh convention, in addition to the 128- 
row— 2-ms one for current 16- and 64-K parts. 

Helping facilitate system design is a self-programming 
processor interface. By decoding the command input 
pins at power-up, the 8207 automatically determines 
whether it is connected to the status lines of an 8086, 
iAPX-286 or to the command lines of the Multibus. 
Because the 8207 can directly decode the status lines of 
Intel microprocessors, it can anticipate the next memory 
cycle and start a new cycle before actually receiving a 
command. This extra pipelining enables the designer to 
specify slower rams then would otherwise be required. □ 
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■ Fixed Point Single and Double 
Precision (16/32 Bit) 

■ Floating Point Single Precision 
(32 Bit) 

■ Binary Data Formats 

■ Add, Subtract, Multiply and Divide 

■ Trigonometric and Inverse 
Trigonometric Functions 

■ Square Roots, Logarithms, 
Exponentiation 

■ Float to Fixed and Fixed to Float 
Conversions 

■ Stack Oriented Operand Storage 


■ Compatible with all Intel and most 
other Microprocessor Families 

■ Direct Memory Access or 
Programmed I/O Data Transfers 

■ End of Execution Signal 

■ General Purpose 8-Bit Data Bus 
Interface 

■ Standard 24 Pin Package 

■ +12 Volt and + 5 Volt Power 
Supplies 

■ Advanced N-Channel Silicon Gate 
HMOS Technology 


The Intel® 8231 A Arithmetic Processing Unit (APU) is a monolithic HMOS LSI device that provides high performance fixed 
and floating point arithmetic and floating point trigonometric operations. It may be used to enhance the mathematical 
capability of a wide variety of processor-oriented systems. Chebyshev polynomials are used in the implementation of the 
APU algorithms. 


All transfers, including operand, result, status and command information, take place over an 8-bit bidirectional data bus. 
Operands are pushed onto an internal stack and commands are issued to perform operations on the data in the stack. 
Results are then available to be retrieved from the stack. 


Transfers to and from the APU may be handled by the associated processor using conventional programmed I/O, or may be 
handled by a direct memory access controller for improved performance. Upon completion of each command, the APU 
issues an end of execution signal that may be used as an interrupt by the CPU to help coordinate program execution. 
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Figure 1. Block Diagram 


Figure 2. Pin Configuration 
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Table 1. Pin Description 


Symbol 

Pin 

No. 

Type 

Name and Function 

o< 

o 

2 


Power: +5 Volt power supply. 

Vdd 

16 


Power: +12 Volt power supply. 

Vss 

1 


Ground. 

CLK 

23 

1 

Clock: An external, TTL compatible, 
timing source is applied to the CLK pin. 

RESET 

22 

1 

Reset: The active high reset signal pro- 
vides initialization for the chip. RESET 
also terminates any operation in pro- 
gress. RESET clears the status register 
and places the 8231 A into the idle state. 
Stack contents and command registers 
are not affected (5 clock cycles). 

CS 

18 

1 

Chip Select: CS is an active low input 
signal which selects the 8231A and en- 
ables communication with the data bus. 

A 0 

21 

1 

Address: In conjunction with the RD 
and WR signals, the A 0 control line es- 
tablishes the type of communication 
that is to be performed with the 8231 A as 
shown below: 


Ac 

RD 

WR 

Function 

0 

1 

0 

Enter data byte into stack 

0 

0 

1 

Read data byte from stack 

1 

1 

0 

Enter command 

1 

0 

1 

Read status 


RD 

20 


Read: This active low input indicates 
that data or status is to be read from the 
8231 A if CS is low. 

WR 

19 

1 

Write: This active low input indicates 
that data or a command is to be written 
into the 8231 A if CS is low. 

EACK 

3 


End of Execution: This active low input 
clears the end of execution^putput sig- 
nal (END). If EACK is tied low, the END 
output will be a pulse that is one clock 
period wide. 

SVACK 

4 

1 

Service Request: This active low input 
clears the service request output 
(SVREQ). 

END 

24 

O 

End: This active low, open-drain output 
indicates that execution of the pre- 
viously entered command is complete. It 
can be used as an interrupt request and 
is cleared by EACK, RESET or any read 
or write access to the 8231 . 


Symbol 

Pin 

No. 

Type 

Name and Function 

SVREQ 

5 

O 

Service Request: This active high out- 
put signal indicates that command 
execution is complete and that post 
execution service was requested in the 
previous command byte. It is cleared by 
SVACK, the next command output to the 
device, or by RESET. 

READY 

17 

O 

Ready: This active high output indi- 
cates that the 8231 A is able to accept 
communication with the data bus. When 
an attempt is made to read data, write 
data or to enter a new command while 
the 8231 A is executing a command, 
READY goes low until execution of the 
current command is complete (See 
READY Operation, p. 5). 

DB0- 

DB7 

8- 

15 

I/O 

Data Bus: These eight bidirectional 
lines provide for transfer of commands, 
status and data between the 8231 A‘ and 
the CPU. The 8231 A can drive the data 
bus only when CS and RD are low. 


COMMAND STRUCTURE 

Each command entered into the 8231 A consists of a single 
8-bit byte having the format illustrated below: 

SVREQ OPERATION t I 

(R) SINGLE FIXED C0DE I 

I I 1 I i I I I I 

7 6 5 4 3 2 1 0 

Bits 0-4 select the operation to be performed as shown 
in the table. Bits 5*6 select the data format appropriate 
to the selected operation. If bit 5 is a 1, a fixed point data 
format is specified. If bit 5 is a 0, floating point format is 
specified. Bit 6 selects the precision of the data to be 
operated upon by fixed point commands only (if bit 
5 = 0, bit 6 must be 0). If bit 6 is a 1, single-precision 
(16-bit) operands are assumed. If bit 6 is a 0, double- 
precision (32-bit) operands are indicated. Results are 
undefined for all illegal combinations of bits in the com- 
mand byte. Bit 7 indicates whether a service request is 
to be issued after the command is executed. If bit 7 is a 
1, the service request output (SVREQ) will go high at the 
conclusion of the command and will remain high until 
reset by a low level on the service acknowledge pin 
(SVACK) or until completion of execution of the suc- 
ceeding command where service request (bit 7) is 0. 
Each command issued to the 8231 A requests post execu- 
tion service based upon the state of bit 7 in the command 
byte. When bit 7 is a 0, SVREQ remains low. 
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Table 2. 32-Bit Floating Point Instructions 


Instruction 

Description 

Hex* 1 * 

Code 

Stack Contents* 2 * 
After Execution 
A B C D 

Status Flags* 4 ) 
Affected 

ACOS 

Inverse Cosine of A 

0 

6 

R 

U 

u 

u 

s, Z, E 

ASIN 

Inverse Sine of A 

0 

5 

R 

U 

u 

u 

S, Z, E 

ATAN 

Inverse Tangent of A 

0 

7 

R 

B 

u 

u 

S, Z 

CHSF 

Sign Change of A 

1 5 

R 

B 

c 

D 

S, Z 

COS 

Cosine of A (radians) 

0 

3 

R 

B 

u 

u 

s, z 

EXP 

e A Function 

0 

A 

R 

B 

u 

u 

S, Z, E 

FADD 

Add A and B 

1 

0 

R 

C 

D 

u 

S, Z, E 

FDIV 

Divide B by A 

1 

3 

R 

C 

D 

u 

S, Z, E 

FLTD 

32-Bit Integer to Floating Point Conversion 

1 

C 

R 

B 

C 

u 

s, z 

FLTS 

16-Bit Integer to Floating Point Conversion 

1 

D 

R 

B 

C 

u 

S, Z 

FMUL 

Multiply A and B 

1 

2 

R 

C 

D 

u 

S, Z, E 

FSUB 

Subtract A from B 

1 

1 

R 

C 

D 

u 

S, Z, E 

LOG 

Common Logarithm (base 10) of A 

0 

8 

R 

B 

U 

u 

S, Z, E 

LN 

Natural Logarithm of A 

0 

9 

R 

~eT 

~U~ 

u 

S, Z, E 

POPF 

Stack Pbp 

1 

8 

B 

~cT 

~D~ 

A • 

s, z 

PTOF 

Stack Push 

1 

7 

A 

~A~ 


c 

S, Z 

PUPI 

Push n onto Stack 

1 

A 

R 

~A~ 

~B~ 

c 

S, Z 

PWR 

B A Power Function 

0 

B 

R 

"c~ 

1 r 

u 

S, Z, E 

SIN 

Sine of A (radians) 

0 

2 

R 

~B~ 

TT 

u 

S, Z 

SORT 

Square Root of A 

0 

1 

R 

T 

~c~ 

u 

S, Z, E 

TAN 

Tangent of A (radians) 

0 

4 

R 

IT 

TT 

u 

S, Z, E 

XCHF 

Exchange A and B 

1 

9 

B 

"a - 

~c~ 

D 

S.Z 


Table 3. 32-Bit Integer Instructions 


Instruction 

Description 

Hex* 1 ) 

Code 

Stack Contents* 2 ) 
After Execution 
A B C D 

Status Flags* 4 ) 
Affected 

CHSD 

Sign Change of A 

3 

4 

R 

B 

c 

D 

s, z, 0 

DADD 

Add A and B 

2 

C 

R 

C 

D 

A 

s, Z, C, E 

DDIV 

Divide B by A 

2 

F 

R 

C 

D 

U 

S, Z, E 

DMUL 

Multiply A and B (R= lower 32-bits) 

2 

E 

R 

C 

D 

U 

S, Z, O 

DMUU 

Multiply A and B (R= upper 32-bits) 

3 

6 

R 

C 

D 

U 

S, Z, O 

DSUB 

Subtract A from B 

2 

D 

R 

C 

D 

A 

S, Z, C, O 

FIXD 

Floating Point to Integer Conversion 

1 

E 

R 

B 

C 

U 

s, z, 0 

POPD 

Stack Pop 

3 

8 

B 

~cT 

~D~ 

A 

s,z 

PTOD 

Stack Push 

3 

7 

A 

T" 

IT 

C 

s,z 

XCHD 

Exchange A and B 

3 

9 

B 

~T 

~c~ 

D 

s,z 


Table 4. 16-Bit Integer Instructions 


Instruction 

Description 

Hex* 1 ) 

Code 

Stack Contents* 3 ) 

After Execution 

Ay Ay By By Cy Cy Dy Dy , 

Status Flags* 4 ) 
Affected 

CHSS 

Change Sign of Ay 

7 4 

R Ay By By Cy Cy Dy Dy 

s, z, 0 

FIXS 

Floating Point to Integer Conversion 

1 F 

R By Bl Cy Cy U U U 

s, z, 0 

POPS 

Stack Pop 

7 8 

Ay By By Cy Cy Dy Dy Ay 

s,z 

PTOS 

Stack Push 

7 7 

A U A U A L By By Cy Cy Dy 

s, z 

SADD 

Add Ay and A L ^ 

6 C 

R By By Cy Cy Dy Dy Ay 

s, Z, C, E 

SDIV 

Divide A l by Ay 

6 F 

R By By Cy Cy Dy Dy U 

s, Z, E 

SMUL 

Multiply A l by Ay (R = lower 16-bits) 

6 E 

R By By Cy Cy Dy Dy U 

S, Z, E 

SMUU 

Multiply Ay by Ay (R = upper 16-bits) 

7 6 

R By By Cy Cy Dy Dy U 

S, Z, E 

SSUB 

Subtract Ay from A L 

6 D 

R By By Cy Cy Dy Dy Ay 

S, Z, C, E 

XCHS 

Exchange Ay and A L 

7 9 

Al Ay By By Cy Cy Dy Dy 

S,Z 

NOP 

No Operation 

0 D 

Ay Ay By By Cy Cy Dy Dy 

1 


Notes: 1. In the hex code column, SVREQ is a 0. 

2 The stack initially is composed of four 32-bit numbers (A, B, C, D). A is equivalent to Top Of Stack (TOS) and B is Next On Stack (NOS). Upon 
completion of a command the stack is composed of: the result (R); undefined (U); or the initial contents (A, B, C, or D). 

3. The stack initially is composed of eight 16-bit numbers (Au, A L , By, B L , C U( C L , Dy, D L ). Ay is the TOS and A L is NOS. Upon completion of a 
command the stack is composed of: the result (R); undefined (U); or the initial contents (Ay, A L , By, B L , . . .). 

4. Nomenclature: Sign (S); Zero (Z); Overflow (O); Carry (C); Error Code Field (E). 


5-221 


231305-001 





8231 A 


Intel 

DATA FORMATS 

The 8231A arithmetic processing unit handles operands 
in both fixed point and floating point formats. Fixed 
point operands may be represented in either single 
(16-b(t operands) or double precision (32-bit operands), 
and are always represented as binary,, two’s comple- 
ment values. 

SINGLE PRECISION FIXED POINT FORMAT 


VALUE 



15 0 


DOUBLE PRECISION FIXED POINT FORMAT 



The sign (positive or negative) of the operand is located 
* in the most significant bit (MSB). Positive values are 
represented by a sign bit of zero (S = 0). Negative values 
are represented by the two’s complement of the corre- 
sponding positive value with a sign bit equal to 1 (S= 1). 
The range of values that may be accommodated by each 
of these formats is - 32,768 to + 32,767 for single preci- 
sion and -2,147,483,648 to +2,147,483,647 for double 
precision. 

Floating point binary values are represented in a format 
that permits arithmetic to be performed in a fashion 
analogous to operations with decimal values expressed 
in scientific notation. 

(5.83 x 10 2 ) (8.16 x 10V (4.75728 X 10 4 ) 

In the decimal system, data may be expressed as values 
between 0 and 10 times 10 raised to a power that effec- 
tively shifts the implied decimal point right or left the 
number of places necessary to express the result in con- 
ventional form (e.g., 47,572.8). The value-portion of the 
data is called the mantissa. The exponent may be either 
negative or positive. 

The concept of floating point notation has both a gain 
and a loss associated with it. The gain is the ability to 
represent the significant digits of data with values span- 
ning a large dynamic range limited only by the capacity 
of the exponent field. For example, in decimal notation 
if the exponent field is two digits wide, and the mantissa 
is five digits, a range of values (positive or negative) 
from 1.0000x10”" to 9.9999x10 + " can be accom- 
modated. The loss is that only the significant digits of 
the value can be represented. Thus there is no distinc- 
tion in this representation between the values 123451 
and 123452, for example, since each would be ex- 
pressed as: 1.2345x 10 5 . The sixth digit has been 
discarded. In most applications where the dynamic 
range of values to be represented is large, the loss of 
significance, and hence accuracy of results, is a minor 
consideration. For greater precision a fixed point format 
could be chosen, although with a loss of potential 
dynamic range. 


The 8231 A is a binary arithmetic processor and requires 
that floating point data be represented by a fractional 
mantissa value between .5 and 1 multiplied by 2 raised 
to an appropriate power. This is expressed as follows: 

value = mantissa x2“ ,lonei ’' 

For example, the value 100.5 expressed in this form is 
0.1100 1001 x2 7 . The decimal equivalent of this value 
may be computed by summing the components (powers 
of two) of the mantissa and then multiplying by the ex- 
ponent as shown below: 

value = (2 ” 1 + 2 ” 2 + 2 “ 5 + 2 “ 8 ) x 2 7 

= 0.5 + 0.25 + 0.03125 + 0.00290625) x 128 
= 0.78515625x 128 
= 100.5 

FLOATING POINT FORMAT 

The format for floating point values in the 8231 A is given 
below. The mantissa is expressed as a 24-bit (fractional) 
value; the exponent is expressed as a two’s complement 
7-bit value having a range of -64 to +63. The most 
significant bit is the sign of the mantissa (0= positive, 
1 = negative), for a total of 32 bits. The binary point is 
assumed to be to the left of the most significant man- 
tissa bit (bit 23). All floating point data values must be 
normalized. Bit 23 must be equal to 1, except for the 
value zero, which is represented by all zeros. 


The raqge of values that can be represented in this for- 
mat is ± (2.7 x 10” 20 to 9.2 x 10 18 ) and zero. 


FUNCTIONAL DESCRIPTION 


STACK CONTROL 

The user interface to the 8231 A includes access to an 8 
level 16-bit wide data stack. Since single precision fixed 
point operands are 16-bits in length, eight such values 
may be maintained in the stack. When using double 
precision fixed point or floating point formats four 
values may be stored. The stack in these two configura- 
tions can be visualized as shown below: 



A4 1 

A3 

A2 , 

A1 

B4 , 

B3 

B2 

B1 

i i i 



32 


Data are written onto the stack, eight bits at a time, in 
the order shown (A1, A2, A3, . . .). Data are removed from 
the stack in reverse byte order (A4, A3, A2 . . .). Data 
should be entered onto the stack in multiples of the 
number of bytes appropriate to the chosen data format. 
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DATA ENTRY 

Data entry is accomplished by bringing the chip select 
(CS), the command/data line (A 0 ), and WR low, as shown 
in the timing diagram. The entry of each new data word 
“pushes down” the previously entered data and places 
the new byte on the top of stack (TOS). Data on the bot- 
tom of the stack prior to a stack entry are lost. 

DATA REMOVAL 

Data are removed from the stack in the 8231 A by bringing 
chip select (CS), command/data (A 0 ), and RD low as 
shown in the timing diagram. The removal of each data 
word redefines TOS so that the next successive byte to 
be removed becomes TOS. Data removed from the stack 
rotates to the bottom of the stack. 

COMMAND ENTRY 

After the appropriate number of bytes of data have been 
entered onto the stack, a command may be issued to 
perform an operation on that data. Commands which re- 
quire two operands for execution (e.g., add) operate on 
the TOS and NOS values. Single operand commands 
operate only on the TOS. 

Commands are issued to the 8231A by bringing the chip 
sele ct (CS) line low, command data (A 0 ) line high, and 
WR line low as indicated by the timing diagram. After a 
command is issued, the CPU can continue execution of 
its program concurrently with the 8231A command 
execution. 

COMMAND COMPLETION 

The 8231 A signals the completion of each comman d exe - 
cution by lowering the End Execution line (END). 
Simultaneously, the busy bit in the status register is 
cleared and the Service Request bit of the command 
register is checked. If it is a “1” t he service request out- 
put level (SVREQ) is raised. END is clea red on receipt of 
an active low End Acknowledge (EACK) pulse. Similarly, 
the service request line is cleare d by rec ognition of an 
active low Service Acknowledge (SVACK) pulse. 

READY OPERATION 

An active high ready (READY) is provided. This line is 
high in its quiescent state and is pulled low by the 8231 A 
under the following conditions: 

1. A previously initiated operation is in progress (device 
busy) and Command Entry has been attempted. In 
this case, the READY line will be pulled low and re- 
main low until completion of the current command 
execution. It will then go high, permitting entry of the 
new command. 

2. A previously initiated operation is in progress and 
stack access has been attempted. In this case, the 
READY line will be pulled low, will remain in that 
state until execution is complete, and will then be 
raised to permit completion of the stack access. 

3. The 8231 A is not busy, and data removal has been re- 
quested. READY will be pulled low for the length of 
time necessary to transfer the byte from the top of 
stack to the interface latch, and will then go high, 
indicating availability of the data. 


4. The 8231 A is not busy, and a data entry has been re- 
quested. READY will be pulled low for the length of 
time required to ascertain if the preceding data byte, 
if any, has been written to the stack. If so READY will 
immediately go high. If not, READY will remain low 
until the interface latch is free and will then go high. 

5. When a status read has been requested, READY will 
be pulled low for the length of time necessary to 
transfer the status to the interface latch, and will 
then be raised to permit completion of the status 
read. Status may be read whether or not the 8231 A is 

, busy. 

When READY goes low, the APU expects the bus con- 
trol signals present at the time to remain stable until 
READY goes high. 

DEVICE STATUS 

Device status is provided by means of an internal status 
register whose format is shown below: 


BUSY SIGN ZERO K ERROR CODE ► CARRY 



BUSY: Indicates that 8231 A is currently executing a com- 
mand (1=Busy) 

SIGN: Indicates that the value on the top of stack is 
negative (1 = Negative) 

ZERO: Indicates that the value on the top of stack is 
zero (1 = Value is zero) 

ERROR CODE: This field contains an indication of the * 
validity of the result of the last opera- 
tion. The error codes are: 

0000 — No error 
1000 — Divide by zero 

0100 — Square root or log of negative number 
1100 — Argument of inverse sine, cosine, or 
e x too large 
XX10— Underflow 
XX01 — Overflow 

CARRY: Previous operation resulted in carry or borrow 
from most significant bit. (1 = Carry/Borrow, 

0 = No Carry/No Borrow.) 

If the BUSY bit in the status register is a one, the other 
status bits are not defined; if zero, indicating not busy, 
the operation is complete and the other status bits are 
defined as given above. 

READ STATUS 

The 8231 A status register can be read by the CPU at any 
time (whether an operation is in progress or not) by 
bringing the chip select (CS ) low, the command/data line 
(A 0 ) high, and lowering RD. The status register is then 
gated onto the data bus and may be input by the CPU. 

EXECUTION TIMES 

Timing for execution of the 8231A command set is con- 
tained below. All times are given in terms of clock 
cycles. Where substantial variation of execution times 
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is possible, the minimum and maximum values are 
quoted; otherwise, typical values are given. Variations 
are data dependent. 

Total execution times may require allowances for 
operand transfer into the APU, command execution, and 
result retrieval from the APU. Except for command exe- 


cution, these times will be heavily influenced by the 
nature of the data, the control interface used, the speed 
of memory, the CPU used, the priority allotted to DMA 
and Interrupt operations, the size and number of 
operands to be transferred, and the use of chained 
calculations, etc. 


Table 5. Command Execution Times 


Command 

Mnemonic 

Clock 

Cycles 

Command 

Mnemonic 

Clock 

Cycles 

Command 

Mnemonic 

Clock 

Cycles 

Command 

Mnemonic 

Clock 

Cycles 

SADD 

17 

FADD 

54-368 

LN 

4298-6956 

POPF 

12 

SSUB 

30 

FSUB 

70-370 

EXP 

3794-4878 

XCHS 

18 

SMUL 

84-94 

FMUL 

146-168 

PWR 

8290-12032 

XCHD 

26 

SMUU 

80-98 







SDIV 

84-94 

FDIV 

154-184 

NOP 

4 

XCHF 

26 

DADD 

21 

SORT 

800 

CHSS 

23 

PUPI 

16 

DSUB 

38 

SIN 

4464 

CHSD 

27 



DMUL 

194-210 

COS 

4118 

CHSF 

18 



DMUU 

182-218 







DDIV 

208 

TAN 

5754 

PTOS 

16 



FIXS 

92-216 

ASIN 

7668 

PTOD 

20 



FIXD 

100-346 

ACOS 

7734 

PTOF 

20 



FLTS 

98-186 

ATAN 

6006 

POPS 

10 



FLTD 

98-378 

LOG 

4474-7132 

POPD 

12 




DERIVED FUNCTION DISCUSSION 

Computer approximations of transcendental functions 
are often based on some form of polynomial equation, 
such as: 

F(X) = A 0 + A-|X + A 2 X 2 + A 3 X 3 + A 4 X 4 ... (1 -1 ) 

The primary shortcoming of an approximation in this 
form is that it typically exhibits tfery large errors when 
the magnitude of |X| is large, although the errors are 
small when |X| is small. With polynomials in this form, 
the error distribution is markedly uneven over any 
arbitrary interval. 

A set of approximating functions exists that not only 
minimizes the maximum error but also provides an even 
distribution of errors within the selected data represen- 
tation interval. These are known as Chebyshev Poly- 
nomials and are are based upon cosine functions. These 
functions are defined as follows: 

T n (X)= Cos n0; where n = 0,1,2 .. . (1-2) 

0=Cos~ 1 X 

The various terms of the Chebyshev series can be com- 
puted as shown below: 

T 0 (X) = Cos (0 0) = Cos (0) = 1 (1 -4) 

T^X) = Cos (Cos " 1 X) = X (1 -5) 

T 2 (X) = Cos 20 = 2Cos 2 0 - 1 = 2Cos 2 (Cos ~ 'X) - 1 (1 -6) 

= 2X 2 -1 


In general, the next term in the Chebyshev series can be 
recursively derived from the previous term as follows: 

T n (X) = 2X [T n - 1 (X)] - T n - 2(X); n > 2 ' (1-7) 

Common logarithms are computed by multiplication 
of the natural logarithm by the conversion factor 
0.43429448 and the error function is therefore the same 
as that for natural logarithm. The power function is 
realized by combination of natural log and exponential 
functions according to the equation: 

x Y =e y Lnx . 

The error for the power function is a combination of that 
for the logarithm and exponential functions. 

Each of the derived functions is an approximation of the 
true function. Thus the result of a derived function will 
have an error. The absolute error is the difference be- 
tween the function’s result and the true result. A more 
useful measure of the function’s error is relative error 
(absolute error/true result). This gives a measurement of 
the significant digits of algorithm accuracy. For the 
derived functions except LN, LOG, and PWR the relative 
error is typically 4 x 10“ 7 For PWR the relative error is 
the summation of the EXP and LN errors, 7x 10“ 7 . For 
LN and LOG, the absolute error is 2 x 10 “ 7 . 
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APPLICATION INFORMATION 

The diagram in Figure 4 shows the interface connec- 
tions for the APU with operand transfers handled by an 
8237 DMA controller, and CPU coordination handled by 
an interrupt Controller. The APU interrupts the CPU to 
indicate that a command has been completed. When the 
performance enhancements provided by the DMA and 
Interrupt operations are not required, the APU interface 


can be simplified as shown in Figure 3. The 8231 A APU is 
designed with a general purpose 8-bit data bus and in- 
terface control so that it can be conveniently used with 
any general 8-bit processor. 

In many systems it will be convenient to use the 
microcomputer system clock to drive the APU clock 
input. In the case of 8080A systems it would be the 
02TTL signal. Its cycle time will usually fall in the range 
of 250 ns to 1000 ns, depending on the system speed. 




Figure 4. High Performance Configuration Example 
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ABSOLUTE MAXIMUM RATINGS* 


Storage Temperature -65°C to + 150°C 

Ambient Temperature Under Bias 0 °C to 70 °C 

V DD with Respect to V ss - 0.5V to + 15.0V 

V cc with Respect to V ss - 0.5V to + 7.0V 

All Signal Voltages with Respect 

to V ss , -0.5V to + 7.0V 

Power Dissipation 2.0W 


* NOTICE : Stresses above those listed under “Absolute 
Maximum Ratings’’ may cause permanent damage to the 
device. This is a stress rating only and functional opera- 
tion of the device at these or any other conditions above 
those indicated in the operational sections of this specifi- 
cation is not implied. Exposure to absolute maximum 
rating conditions for extended periods may effect device 
reliability. 


D.C. AND OPERATING CHARACTERISTICS (T A « o°c to 70°c, v ss = ov, v cc = +5V ± 10 %, 

Vqq = +12V ± 10%) 


Parameters 

Description 

Min. 

Typ. 

Max. 

Units 

Test Conditions 

X 

o 

> 

Output HIGH Voltage 

3.7 



Volts 

■oh= -200 fiA 

o 

> 

Output LOW Voltage 



0.4 

Volts 

•ol= 3.2 mA 

V,H 

Input HIGH Voltage 

2.0 


< 

o 

o 

Volts 


v, L 

Input LOW Voltage 

-0.5 


0.8 

Volts 


l|L 

Input Load Current 



±10 

/*A 

v ss - V IN - v cc 

•OFL 

Data Bus Leakage 



±10 

mA 

Vss +0.45 VquT ^ Vcc 

•cc 

V cc Supply Current 


50 

95 

mA 


Idd 

Vq D Supply Current 


50 

95 

mA 


Co 

Output Capacitance 


8 


PF 

fc = 1.0 MHz, Inputs = 0V 

C| 

Input Capacitance 


5 


PF 

C,o 

I/O Capacitance 


10 


PF 


A.C. TESTING INPUT, OUTPUT WAVEFORM 


3.7 


04 




A C TESTING INPUTS ARE DRIVEN AT 3.7V FOR A LOGIC “I" AND 0 4V FOR 
A LOGIC “0 ” TIMING MEASUREMENTS ARE MADE AT 2 0V FOR A LOGIC " 1 ” 
AND 0.8V FOR A LOGIC “0 ” 


A.C. TESTING LOAD CIRCUIT 





DEVICE 

UNDER 

TEST 

;j;c L = 150 pF 
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A.C. CHARACTERISTICS (T a = o°c to 70°c, v ss = ov, v cc * +5V ± 10%, v DD = +12 v ± 10%) 


READ OPERATION 


Symbol 

Parameter 

8231 A-8 

8231 A 

Units 

Min. 

Max. 

Min. 

Max. 

Ur 

A 0 , CS Setup to RD 

0 


0 


ns 

*ra 

A 0 , CS Hold from RD 

0 


0 


ns 

*ry 

READY 4 from RD 4 Delay (Note 2) 


150 


100 

ns 

Ur 

READY t to RD t 

0 


0 


ns 

*rrr 

READY Pulse Width (Note 3) 

Data 

3.5 tQY 
+ 50 


3.5 t CY 
+ 50 


ns 

Status 

1.5 toy 

+ 50 


1.5 t CY 
+ 50 


ns 

*rde 

Data Bus Enable from RD 4 

50 


50 


ns 

UrY 

Data Valid to READY t 

0 


0 


ns 

t DF 

Data Float after RD t 

50 

200 

50 

100 

ns 


WRITE OPERATION 


Symbol 

Parameter 

8231 A-8 

8231 A 

Units 

Min. 

Max. 

Min. 

Max. 

Uw 

Aq, CS Setup to WR 

0 


0 


ns 

*WA 

Aq, CS Hold after WR 

60 


25 


ns 

*WY 

READY 4 from WR 4 Delay (Note 2) 


150 


100 

ns 

Uw 

READY t to WR t 

0 


0 


ns 

*RRW 

READY Pulse Width (Note 4) 


50 


50 

ns 

*WI 

Write Inactive Time (Note 4) 

Command 

4 *CY 


4 t C Y 


ns 

Data 

5 t C y 


5 t CY 


ns 

*DW 

Data Setup to WR 

150 


100 


ns 

U/D 

Data Hold after WR 

20 


20 


ns 


OTHER TIMINGS 


Symbol 

Parameter 

8231 A-8 

8231 A 

Units 

Min. 

Max. 

Min. 

Max. 

*CY 

Clock Period 

480 

5000 

250 

2500 

ns 

*CPH 

Clock Pulse High Width 

200 


100 


ns 

fcPL 

Clock Pulse Low Width 

240 


120 


ns 

*EE 

END Pulse Width (Note 5) 

400 


200 


ns 

*eae 

EACK 4 to END t Delay 


200 


150 

ns 

Ua 

EACK Pulse Width 

100 


50 


ns 

*sa 

SVACK 4 to SVREQ 4 Delay 


300 


150 

ns 

Us 

SVACK Pulse Width 

100 


50 

1 

ns 


NOTES: 

1. Typical values are for Ta= 25°C, nominal supply voltages and nominal processing parameters. 

2. READY is pulled low for both command and data operations. 

3. Minimum values shown assume no previously entered command is being executed for the data access. If a previously entered 
command is being executed, READY low pulse width is the time to complete execution plus the time shown. Status may be read at any 
time without exceeding the time shown. 

4. READY low pulse width is less than 50 ns when writing into the data port or thecontrol port as long as the duty cycle requirement (twi ) is 
observed and no previous command is being executed, twi may be safely violated as long as the extended tppyy that results is 
observed. If a previously entered command is being executed, READY low pulse width is the time to complete execution plus the time 
show n. These timings refer specifical ly to t he 8231 A. 

5. END low pulse width is specified for EACK tied to VSS. Otherwise tEAE applies. 
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8253/8253-5 

PROGRAMMABLE INTERVAL TIMER 

■ MCS-85™ Compatible 8253-5 ■ Count Binary or BCD 

■ 3 Independent 16-Bit Counters ■ Single + 5V Supply 

■ DC to 2.6 MHz ■ Available in EXPRESS 

— Standard Temperature Range 

■ Programmable Counter Modes —Extended Temperature Range 

The Intel® 8253 is a programmable counter/timer device designed for use as an Intel microcomputer peripheral. It uses nMOS 
technology with a single +5V supply and is packaged in a 24-pin plastic DIP. 

It is organized as 3 independent 16-bit counters, each with a count rate of up to 2.6 MHz. All modes of operation are software 
programmable. 




Figure 1. Block Diagram 


Figure 2. Pin Configuration 


©®INTEL CORPORATION, 1983 


5-229 


Order Number: 231306-001 





8253/8253-5 


inter 


FUNCTIONAL DESCRIPTION 

General 

The 8253 is a programmable interval timer/counter 
specifically designed for use with the Intel™ Micro- 
computer systems. Its function is that of a general 
purpose, multi-timing element that can be treated as an 
array of I/O ports in the system software. 

The 8253 solves one of the most common problems in any 
microcomputer system, the generation of accurate time 
delays under software control. Instead of setting up timing 
loops in systems software, the programmer configures the 
8253 to match his requirements, initializes one of the 
counters of the 8253 with the desired quantity, then upon 
command the 8253 will count out the delay and interrupt 
the CPU when it has completed its tasks. It is easy to see 
that the software overhead is minimal and that multiple 
delays can easily be maintained by assignment of priority 
levels. 

Other counter/timer functions that are non-delay in 
nature but also common to most microcomputers can be 
implemented with the 8253. 

• Programmable Rate Generator 

• Event Counter 

• Binary Rate Multiplier 

• Real Time Clock 

• Digital One-Shot 

• Complex Motor Controller 

Data Bus Buffer 

This 3-state, bi-directional, 8-bit buffer is used to interface 
the 8253 to the system data bus. Data is transmitted or 
received by the buffer upon execution of INput or OUT put 
CPU instructions. The Data Bus Buffer has three basic 
functions. 

1. Programming the MODES of the 8253. 

2. Loading the count registers. 

3. Reading the count values. 

Read/Write Logic 

The Read/Write Logic accepts inputs from the system bus 
and in turn generates control signals for overall device 
operation. It is enabled or disabled by CS so that no 
operation can occur to change the function unless the 
device has been selected by the system logic. 

RD (Read) 

A "low” on this input informs the 8253 that the CPU is 
inputting data in the form of a counters value. 

WR (Write) 

A “low” on this input informs the 8253 that the CPU is 
outputting data in the form of mode information or loading 
counters. 


AO, A1 

These inputs are normally connected to the address bus. 
Their function is to select one of the three counters to be 
operated on and to address the control word register for 
mode selection. 

CS (Chip Select) 

A "low” on this input enables the 8253. No reading or 
writing will occur unless the device is selected The CS 
input has no effect upon the actual operation of the 
counters. , 



Figure 3. Block Diagram Showing Data Bus Buffer and 
Read/Write Logic Functions 


CS 

RD 

WR 

Ai 

A 0 


0 

1 

0 

0 

0 

Load Counter No. 0 

0 

1 

0 

0 

1 

Load Counter No. 1 

0 

i 

0 

1 

0 

Load Counter No. 2 

0 

1 

0 

1 

1 

Write Mode Word 

0 

0 

1 

0 

0 

Read Counter No. 0 

0 

0 

1 

0 

1 

Read Counter No. 1 

0 

0 

1 

1 

0 

Read Counter No. 2 

0 

0 

1 

1 

1 

No-Operation 3-State 

1 

X 

X 

X 

X 

Disable 3-State 

0 

1 

1 

X 

X 

No-Operation 3-State 
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Control Word Register 

The Control Word Register is selected when AO, A1 are 1 1. 
It then accepts information from the data bus buffer and 
stores it in a register. The information stored in this 
register controls the operational MODE of each counter, 
selection of binary or BCD counting and the loading of 
each count register. 

The Control Word Register can only be written into; no 
read operation of its contents is available. 

Counter #0, Counter #1, Counter #2 

These three functional blocks are identical in operation so 
only a single Counter will be described. Each Counter 
consists of a single, 16-bit, pre-settable, DOWN counter. 
The counter can operate in either binary or BCD and its 
input, gate and output are configured by the selection of 
MODES stored in the Control Word Register 

The counters are fully independent and each can have 
separate Mode configuration and counting operation, 
binary or BCD. Also, there are special features in the 
control word that handle the loading of the count value so 
that software overhead can be minimized for these 
functions. 

The reading of the contents of each counter is available to 
the programmer with simple READ operations for event 
counting applications and special commands and logic 
are included in the 8253 so that the contents of each 
counter can be read “on the fly” without having to inhibit 
the clock input. 

8253 SYSTEM INTERFACE 

The 8253 is a component of the Intel™ Microcomputer 
Systems and interfaces in the same manner as all other 
peripherals of the family. It is treated by the systems 
software as an array of peripheral I/O ports; three are 
counters and the fourth is a control register for MODE 
programming. 

Basically, the select inputs AO, A1 connect to the AO, A1 
address bus signals of the CPU The CS can be derived 
directly from the address bus using a linear select method. 
Or it can be connected to the output of a decoder, such as 
an Intel® 8205 for larger systems. 



Register and Counter Functions 






ADDRESS BUS (16) 


1 



*0 


\ CONTROL BUS ] j 





I/OR 

l/OW 

\ 



DATA BUS (8) 




7V 




A 1 A„ CS 

4 

COUNTER 

0 

I 


8253 

COUNTER 


RD WR 

COUNTER 

2 

I 


OUT GATE CLK OUT GATE CLK OUT GATE CLK 


Figure 5. 8253 System Interface 
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OPERATIONAL DESCRIPTION 

General 

The complete functional definition of the 8253 is 
programmed by the systems software. A set of control 
words must be sent out by the CPU to initialize each 
counter of the 8253 with the desired MODE and quantity 
information. Prior to initialization, the MODE, count, and 
output of all counters is undefined. These control words 
program the MODE, Loading sequence and selection of 
binary or BCD counting. 

Once programmed, the 8253 is ready to perform whatever 
timing tasks it is assigned to accomplish. 

The actual counting operation of each counter is 
completely independent and additional logic is provided 
on-chip so that the usual problems associated with 
efficient monitoring and' management of external, 
asynchronous events or rates to the microcomputer 
system have been eliminated. 

Programming the 8253 

All of the MODES foreach counter are programmed by the 
systems software by simple I/O operations. 

Each counter of the 8253 is individually programmed by 
writing a control word into the Control Word Register 
(AO, A1 = 11) 

Control Word Format 


D 7 

D 6 

D 5 

d 4 \ 

d 3 

d 2 

Di 

D 0 

SCI 

SCO 

RL1 

RLO 

M2 

Ml 

MO 

BCD 


Definition of Control 

SC — Select Counter 


SCI SCO 


0 

0 

Select Counter 0 

0 

1 

Select Counter 1 

1 

0 

Select Counter 2 

1 

1 

Illegal 


RL — Read/Load: 


RL1 RLO 


0 

0 

Counter Latching operation (see 
READ/WRITE Procedure Section) 

1 

0 

Read/Load most significant byte only. 

0 

1 

Read/Load least significant byte only. 

1 

1 

Read/Load least significant byte first, 
then most significant byte. 


M - MODE: 


• M2 Ml MO 


0 

0 

0 

Mode 0 

0 

0 

1 

Mode 1 

X 

1 

0 

Mode 2 

X 

1 

1 

Mode 3 

1 

0 

0 

Mode 4 

1 

0 

1 

Mode 5 


BCD: 


0 

Binary Counter 1 6-bits 

1 

Binary Coded Decimal (BCD) Counter 
(4 Decades) 


Counter Loading 

The count register is not loaded until the count value is 
written (one or two bytes, depending on the mode 
selected by the RL bits), followed by a rising edge and a 
falling edge of the clock. Any read of the counter prior to 
that falling clock edge may yield invalid data. 

MODE Definition 

MODE 0: Interrupt on Terminal Count. The output will 
be initially low after the mode set operation. After the 
count is loaded into the selected count register, the out- 
put will remain low and the counter will count. When ter- 
minal count is reached the output will go high and re- 
main high until the selected count register is reloaded 
with the mode or a new count is loaded. The counter 
continues to decrement after terminal count has been 
reached. 

Rewriting a counter register during counting results in 
the following: 

(1) Write 1st byte stops the current counting. 

(2) Write 2nd byte starts the new count. 

MODE 1: Programmable One-Shot. The output will go 
low on the count following the rising edge of the gate in- 
put. 

The output will go high on the terminal count. If a new 
count value is loaded while the output is low it will not 
affect the duration of the one-shot pulse until the suc- 
ceeding trigger. The current count can be read at any 
time without affecting the one-shot pulse. 

The one-shot is retriggerable, hence the output will re- 
main low for the full count after any rising edge of the 
gate input. 
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MODE 2: Rate Generator. Divide by N counter. The out- 
put will be low for one period of the input clock. The 
period from one output pulse to the next equals the 
number of input counts in the count register. If the 
count register is reloaded between output pulses the 
present period will not be affected, but the subsequent 
period will reflect the new value. 

The gate input, when low, will force the output high. 
When the gate input goes high, the counter will start 
from the initial count. Thus, the gate input can be used 
to synchronize the counter. 

When this mode is set, the output will remain high until 
after the count register is loaded. The output then can 
also be synchronized by software. 


output will go low for one input clock period, then will 
go high again. 

If the count register is reloaded during counting, the new 
count will be loaded on the next CLK pulse. The count will 
be inhibited while the GATE input is low. 

MODE 5: Hardware Triggered Strobe. The counter will 
start counting after the rising edge of the trigger input 
and will go low for one clock period when the terminal 
count is reached. The counter is retriggerable. The out- 
put will not go low until the full count after the rising 
edge of any trigger. 


MODE 3: Square Wave Rate Generator.Similar to MODE 
2 except that the output will remain high until one half 
the count has been completed (for even numbers) and 
go low for the other half of the count. This is accom- 
plished by decrementing the counter by two on the fall- 
ing edge of each clock pulse. When the counter reaches 
terminal count, the state of the output is changed and 
the counter is reloaded with the full count and the whole 
process is repeated. 

If the count is odd and the output is high, the first clock 
pulse (after the count is loaded) decrements the count 
by 1. Subsequent clock pulses decrement the clock by 
2. After timeout, the output goes low and the full count 
is reloaded. The first clock pulse (following the reload) 
decrements the counter by 3. Subsequent clock pulses 
decrement the count by 2 until timeout. Then the whole 
process is repeated. In this way, if the count is odd, the 
output will be high for (N + 1)/2 counts and low for 
(N - 1)/2 counts. 

In Modes 2 and 3, if a CLK source other than the system 
cloc k is used, GATEshould be pulsed immediatelyfollowing 
WR of a new count value. 

MODE 4: Software Triggered Strobe. After the mode is 
set, the output will be high. When the count is loaded, 
the counter will begin counting. On terminal count, the 


Signal 

^\Status 

Modes 

Low 

Or Going 
Low 

Rising 

High 

0 

Disables 

counting 

— 

Enables 

counting 

1 


1) Initiates 
counting 

2) Resets output 
after next clock 


2 

1) Disables 
counting 

2) Sets output 
immediately 
high 

1) Reloads 
counter 

2) Initiates 
counting 

Enables 

counting 

3 

1) Disables 

counting 

2) Sets output 
immediately 
high 

1) Reloads 
counter 

2) Initiates 
counting 

Enables 

counting 

4 

Disables 

counting 


Enables 

counting 

5 

— 

Initiates 

counting 

— 


Figure 6. Gate Pin Operations Summary 
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MODE 0: Interrupt on Terminal Count 

CLOCK JlJTJTJrTJTJTJTJTJ^ 


W n 1 T 


4 3 2 1 0 


OUTPUT (INTERRUPT) 


MODE 3: Square Wave Generator 

CLOCK xmxuixmxu^^ 

4242424242424 

OUTPUT (n = 4) 


5425254252542 


OUTPUT (n = 5) 


WR m " 
GATE” 

OUTPUT (INTERRUPT) 


3 2 10 

' r 


MODE 1: Programmable One-Shot 

CLOCK XIXIXIXIXLJTJTXLJ^^ 


WR n 
TRIGGER 


X 


X 


4 3 2 1 0 

t r 


TRIGGER _ 
OUTPUT 


4 3 2 4 3 2 1 0 

n r 


MODE 4: Software Triggered Strobe 

CL0CK XIXIXLTLITXIXL^^ 


WR 1 n = 4 I 


4 3 2 ,1 0 


LOAD n I n = 4 f 
GATE ' 

OUTPUT 


4 3 2 1 0 


MODE 2: Rate Generator 


CLOCK 

I n 4 I 1 n 3 | 



0(3) 

OUTPUT (n = 3) j- 


MODE 5: Hardware Triggered Strobe 

CLOCK XmXLTIXlXlJ^^ 


X 


4 3 2 1 0 

LX 1 


4 3 4 3 2 1 0 


Figure 7. 8253 Timing Diagrams 


5-234 


231306-001 




8253/8253-5 


inteT 


8253 READ/WRITE PROCEDURE 

Write Operations 

The systems software must program each counter of the 
8253 with the mode and quantity desired. Jhe program- 
mer must write out to the 8253 a MODE control word and 
the programmed number of count register bytes (1 or 2) 
prior to actually using the selected counter. 

The actual order of the programming is quite flexible. 
Writing out of the MODE control word can be in any 
sequence of counter selection, e.g., counter #0 does not 
have to be first or counter #2 last. Each counter’s MODE 
control word register has a separate address so that its 
loading is completely sequence independent. (SCO, SCI) 

The loading of the Count Register with the actual count 
value, however, must be done in exactly the sequence 
programmed in the MODE control word (RLO, RLt). This 
loading of the counter’s count register is still sequence 
independent like the MODE control word loading, but 
when a selected count register is to be loaded it must be 
loaded with the number of bytes programmed in the 
MODE control word (RLO, RL1). The one or two bytes to 
be loaded in the count register do not have to follow the 
associated MODE control word. They can be programmed 
at any time following the MODE control word loading as 
long as the correct number of bytes is loaded in order. 

All counters are down counters. Thus, the value loaded 
into the count register will actually be decremented. 
Loading all zeroes into a count register will result in the 
maximum count (2 16 for Binary or 10 4 for BCD). In MODE 0 
the new count will not restart until the load has been 
completed. It will accept one of two bytes depending on 
how the MODE control words (RLO, RL1) are program- 
med Then proceed with the restart operation. 



MODE Control Word 


Counter n 

LSB 

Count Register byte 

Counter n 

MSB 

Count Register byte 
Counter n 


Note: Format shown is a simple example of loading the 8253 and 
does not imply that it is the only format that can be used. 


Figure 8. Programming Format 



A1 

AO 

MODE Control Word 
Counter 0 

1 

1 

MODE Control Word 
Counter 1 

1 

1 

MODE Control Word 
Counter 2 

1 

1 

Q Count Register Byte 

LbB Counter 1 

0 

1 

Count Register Byte 
MSB Counter 1 

0 

1 

LSB C° unt Register Byte 

Counter 2 

1 

0 

e Count Register Byte 

MSB Counter 2 

1 

0 

^ Count Register Byte 

Counter 0 

0 

0 

Count Register Byte 
MSB Counter 0 

0 

0 


Note: The exclusive addresses of each counter's count register make 
the task of programming the 8253 a very simple matter, and 
maximum effective use of the device will result if this feature 
is fully utilized. 


Figure 9. Alternate Programming Formats 
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Read Operations 

In most counter applications it becomes necessary to read 
the value of the count in progress and make a 
computational decision based on this quantity Event 
counters are probably the most common application that 
uses this function The 8253 contains logic that will allow 
the programmer to easily read the contents of any of the 
three counters without disturbing the actual count in 
progress 

There are two methods that the programmer can use to 
read the value of the counters The first method involves 
the use of simple I/O read operations of the selected 
counter By controlling the AO, A1 inputs to the 8253 the 
programmer can select the counter to be read (remember 
that no read operation of the mode register is allowed AO, 
A1-1 1) The only requirement with this method is that in 
Order to assure a stable count reading the actual operation 
of the selected counter must be inhibited either by 
controlling the Gate input or by external logicthat inhibits 
the clock input The contents of the counter selected will 
be available as follows 

first I/O Read contains the least significant byte (LSB) 

second I/O Read contains the most significant byte 
(MSB). 

Due to the internal logic of the 8253 it is absolutely 
necessary to complete the entire reading procedure If two 
bytes are programmed to be read then two bytes must be 
read before any loading WR command can be sent to the 
same counter 


Read Operation Chart 


A1 

A0 

RD 


0 

r 0 

0 

Read Counter No. 0 

0 

‘ 1 

0 

Read Counter No. 1 

1 

0 

0 

Read Counter No. 2 

1 

1 

0 

Illegal 


Reading While Counting 

In order for the programmer to read the contents of any 
counter without effecting or disturbing the counting 
operation the 8253 has special internal logic that can be 
accessed using simple WR commands to the MODE 
register Basically, when the programmer wishes to read 
the contents of a selected counter “on the fly" he loadsthe 
MODE register with a special code which latches the 
present count value into a storage register so that its 
contents contain an accurate, stable quantity The 
programmer then issues a normal read command to the 
selected counter and the contents of the latched register is 
available 


MODE Register for Latching Count 

AO, A1 = 11 


D7 

D6 

D5 

! 

D4 

D3 

D2 

D1 

DO 

SCI 

SCO 

0 

0 * 


X 

X 

X 


SCI, SCO— specify counter to be latched 

D5,D4 — 00 designates counter latching operation 

X — don’t care. 

The same limitation applies to this mode of reading the 
counter as the previous method. That is, it is mandatory 
to complete the entire read operation as programmed. 
This command has no effect on the counter’s mode. 











3MHz 


* 1.5MHz 




CLK 


-2 


CLK 



8085 




82535 


*lf an 8085 clock output is to drive an 8253-5 clock input, it must be reduced to 2 MHz or less 


Figure 10. MCS-85™ Clock Interface* 
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ABSOLUTE MAXIMUM RATINGS* 


Ambient Temperature Under Bias 0°Cto70°C 

Storage Temperature ... -65°Cto+150°C 

Voltage On Any Pin 

With Respect to Ground -05Vto+7V 

Power Dissipation 1 Watt 


*NOTICE: Stresses above those listed under “Absolute 
Maximum Ratings” may cause permanent damage to the 
device. This is a stress rating only and functional opera- 
tion of the device at these or any other conditions above 
those indicated in the operational sections of this 
specification is not implied. Exposure to absolute maxi- 
mum rating conditions for extended periods may affect 
device reliability. 


D.C. CHARACTERISTICS (t a = o°c to 70°c, v cc = 5V ± 10 %) * 


Symbol 

Parameter 

Min. 

Max. 

Unit 

Test Conditions 

V|L 

Input Low Voltage 

-0.5 

0.8 

V 


V| H 

Input High Voltage 

2.2 

V CC + -5V 

V 


V 0 L 

Output Low Voltage 


0.45 

V 

Note 1 

VoH 

Output High Voltage 

2.4 


V 

Note 2 

IlL 

Input Load Current 


±10 

mA 

V| N =V C cto0V 

•OFL 

Output Float Leakage 


±10 

ma 

Vqut = Vcc to .45V 

*CC 

Vcc Supply Current 


140 

mA 



CAPACITANCE (t a = 25°c, v C c = gnd = ov) 


Symbol 

Parameter 

Min. 

Typ. 

Max. 

Unit 

Test Conditions 

C|N 

Input Capacitance 



10 

pF 

fc= 1 MHz 

Cl/O 

I/O Capacitance 



20 . 

pF 

Unmeasured pins returned to V$s 


A.C. CHARACTERISTICS (t a = o°c to 70°c, v cc = 5.ov ± 10 %, gnd = ov) * 

Bus Parameters (Note 3) 

READ CYCLE 


Symbol 

Parameter 

8253 

8253-5 

Unit 

Min. 

Max. 

Min. 

Max. 

*AR 

Address Stable Before R EAD 

50 


30 


ns 

*RA 

Address Hold Time for R EAD 

5 


5 


ns 

*RR 

READ Pulse Width 

400 


300 


ns 

tRD 

Data Delay From READIAI 


300 


200 

ns 

*DF 

READ to Data Floating 

25 

125 

25 

100 

ns 

*RV 

Recovery Time Between READ 
and Any Other Control Signal 

1 | 


1 j 


us 
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A.C. CHARACTERISTICS (Continued) 

WRITE CYCLE 


Symbol 

Parameter 

8253 

8253-5 

Unit 

Min. 

Max. 

Min. 

Max. 

*AW 

Address Stable Before WR ITE 

50 


30" 


ns 

%A 

Address Hold Time for WR ITE 

30 


n 30 


ns 

tww 

WRITE Pulse Width 

400 


300 


ns 

*DW 

Data Set Up Time for WR ITE 

300 


250 


ns 

*WD 

Data Hold Time for WRITE 

40 


30 


ns 

tRV 

Recovery Time Between WRITE 
and Any Other Control Signal 

1 


1 


jUS 


CLOCK AND GATE TIMING 


Symbol 

Parameter 

8253 

8253-5 

Unit 

Min. 

Max. 

Min. 

Max. 

tCLK 

Clock Period 

380 

dc 

380 

dc 

ns 

tpWH 

High Pulse Width 

230 


230 


ns 

tPWL 

Low Pulse Width 

150 


150 


ns 

tqw 

Gate Width High 

150 


150 


ns 

*GL 

Gate Width Low 

100 


100 


ns 

tGS 

Gate Set Up Time to CLKt 

100 


100 


ns 

*GH 

Gate Hold Time After CLKt 

50 


50 


ns 

x OD 

Output Delay From CLKtW 


400 


400 

ns 

tQDG 

Output Delay From Gate! M 


300 


300 

ns 


NOTES: 

1 . Iql == 2.2 mA. 

2- Ioh = “400 /wA. 

3. AC timings measured at Vqh 2.2, Vol = 0.8. 

4. C L = 1 50pF. 

* For Extended Temperature EXPRESS, use M8253 electrical parameters. 


A.C. TESTING INPUT, OUTPUT WAVEFORM A.C. TESTING LOAD CIRCUIT 



DEVICE 

UNDER 

TEST 


I 


C L INCLUDES JIG CAPACITANCE 
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WAVEFORMS 


WRITE TIMI 

NG 


*o.i. cs y. 



:x 


- - *AW *j 

— 

*WA 

J 

DATA BUS [ 


i_ 

V- 

' 1 

s 

■ 


m J 

s 


READ TIMI 

NG 

- J 


A 0-1> cs ^ 

, J 

( ' 


t 

rti 


* — *RA 

AR 

RD 7 ^ 

f 

*RD 


VDF 

— 

DATA BUS^^^^mGlTlMPEDANCE'^^^^ 


1 WMBm 





CLOCK AND GATE TIMING 



5-239 


231306-001 












inter 

8254 

PROGRAMMABLE INTERVALTIMER 


■ Compatible with all Intel and most 
other microprocessors 

■ Handles Inputs from DC to 10 MHz 

— 5 MHz 8254-5 

— 8 MHz 8254 

— 10 MHz 8254-2 

■ Status Read-Back Command 

■ Six Programmable Counter Modes 


■ Three Independent 16-bit Counters 

■ Binary or BCD Counting 

■ Single +5V Supply 

■ Available in EXPRESS 

— Standard Temperature Range 


The Intel® 8254 is a counter/timer device designed to solve the common timing control problems in microcom- 
puter system design. It provides three independent 16-bit counters, each capable of handling clock inputs up to 
10 MHz. All modes are software programmable. The 8254 is a superset Of the 8253. 

The 8254 uses HMOS technology and comes in a 24-pin plastic or CERDIP package. 



CLK 0 
GATEO 
OUTO 


CLK 1 
GATE 1 
OUT 1 


CLK 2 
GATE 2 
OUT 2 


Figure 1. 8254 Block Diagram 


d 7 C 
DeC 
Dsd 
D*C 
Dad 
02 C 

Did 
Do d 
CLK 0 d 
OUTOd 
GATE 0 d 
GND d 


□ V CC 

□ WR 

□ RD 

□ CS 

□ Ai 

□ Ao 

□ CLK 2 

□ OUT 2 

□ GATE 2 

□ CLK 1 

□ GATE 1 

□ OUT 1 


Figure 2. Pin Configuration 


Intel Corporation Assumes No Responsibility for the Use of Any Circuitry Other Than Circuitry Embodied in an Intel Product. No 
Other Circjuit Patent Licenses are Implied. Information Contained herein Supersedes Previously Published Specifications On The 
Devices From Intel. 
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Table 1. Pin Description 


Symbol 

Pin No. 

Type 

Name and Function 

d 7 -d 0 

1-8 

I/O 

Data: Bi-directional three state data bus 
lines, connected to system data bus. 

CLK 0 

9 

1 

Clock 0: Clock input of Counter 0. 

OUTO 

10 

0 

Output 0: Output of Counter 0 

GATEO 

11 

1 

Gate 0: Gate input of Counter 0. 

GND 

12 


Ground: Power supply connection. 


Symbol 


Pin No. 


Type 


Name and Function 


v cc 


A i> A 0 


Power +5V power supply connection. 

T Write Control: This input is low during CPU 
write operations. 

I Read Control: This input is low during CPU 
read operations. 

I Chip Select: A low on this i nput enables the 
8254 to respond to RD and WR signals. RD 
and WR are ignored otherwise. 

1 Address: Used to select one of the three 
Counters or the Control Word Register for 
read or write operations. Normally con- 
nected to the system address bus. 


CLK 2 
OUT 2 
GATE 2 
CLK 1 
GATE 1 
OUT 1 


18 
T 7 
T6 

— 

14 

13 


Ai 

Ao 

Selects 

0 

0 

Counter 0 

0 

1 

Counter 1 

1 

0 

Counter 2 

1 

1 

Control Word Register 


I Clock 2: Clock input of Counter 2. 

0 Out 2: Output of Counter 2. 

1 Gate 2: Gate input of Counter 2. 

I Clock 1: Clock input of Counter 1. 
I Gate 1: Gate input of Counter 1. 

O Out 1: Output of Counter 1. 


FUNCTIONAL DESCRIPTION 
General 

The 8254 is a programmable interval timer/counter de- 
signed for use with Intel microcomputer systems. It is a 
general purpose, multi-tim|ng element that can be treated 
as an array of I/O ports in the system software. 

The 8254 solves one of the most common problems in 
any microcomputer system, the generation of accurate 
time delays under software control. Instead of setting 
up timing loops in software, the programmer configures 
the 8254 to match his requirements and programs one of 
the counters for the desired delay. After the desired 
delay, the 8254 will interrupt the CPU. Software over- 
head is minimal and variable length delays can easily be 
accommodated. 

Some of the other counter/timer functions common to 
microcomputers which can be implemented with the 
8254 are: 

• Real time clock 

• Event counter 

• Digital one-shot 

• Programmable rate generator 

• Square wave generator 

• Binary rate multiplier 

• Complex waveform generator 

• Complex motor controller 


Block Diagram 

DATA BUS BUFFER 

This 3-state, bi-directional, 8-bit buffer is used to inter- 
face the 8254 to the system bus (see Figure 3). 



Figure 3. Block Diagram Showing Data Bus Buffer and 
Read/Write Logic Functions 
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READ/WRITE LOGIC 

The Read/Write Logic accepts inputs from the system 
bus and generates control signals for the other func- 
tional blocks of the 8254. A-| and A 0 select one of the 
three counters or the Control Word Register to be read 
from/written into. A “low” on the RD input tells the 8254 
that the CPU is reading one of the counters. A “low” on 
the WR input tells the 8254 that the CPU is writing either 
a Control Word or an initial count. Both RD and WR are 
qualified by CS; RD and WR are ignored unless the 8254 
has been selected by holding CS low. 

CONTROL WORD REGISTER 

The Control Word Register (see Figure 4) is selected by 
the Read/Write Logic when A-|,A 0 = 11. If the CPU then 
does a write operation to the 8254, the data is stored in 
the Control Word Register and is interpreted as a Con- 
trol Word used to define the operation of the Counters. 

The Control Word Register can only be written to; status 
information is available with the Read-Back Command. 



Figure 4. Block Diagram Showing Control Word 
Register and Counter Functions 


COUNTER 0, COUNTER 1, COUNTER 2 

These three functional blocks are identical in operation, 
so only a single Counter will be described. The internal 
block diagram of a single counter is shown in Figure 5. 

The Counters are fully independent. Each Counter may 
operate in a different Mode. 

The Control Word Register is shown in the figure; it is 
not part of the Counter itself, but its contents determine 
how the Counter operates. 



Figure 5. Internal Block Diagram of a Counter 


The status register, shown in the Figure, when latched, 
contains the current contents of the Control Word 
Register and status of the output and null count flag. 
(See detailed explanation of the Read-Back command.) 

The actual counter is labelled CE (for “Counting Ele- 
ment”). It is a 16-bit presettable synchronous down 
counter. 

OL m and OL l are two 8-bit latches. OL stands for “Out- 
put Latch”; the subscripts M and L stand for “Most sig- 
nificant byte” and “Least significant byte” respectively. 
Both are normally referred to as one unit and called just 
OL. These latches normally “follow” the CE, but if a 
suitable Counter Latch Command is sent to the 8254, 
the latches “latch” the present count until read by the 
CPU and then return to “following” the CE. One latch at 
a time is enabled by the counter’s Control Logic to drive 
the internal bus. This is how the 16-bit Counter com- 
municates over the 8-bit internal bus. Note that the CE 
itself cannot be read; whenever you read the count, it is 
the OL that is being read. 

Similarly, there are two 8-bit registers called CRm and 
CR L (for “Count Register”). Both are normally referred to 
as one unit and called just CR. When a new count is writ- 
ten to the Counter, the count is stored in the CR and 
later transferred to the CE. The Control Logic allows one 
register at a time to be loaded from the internal bus. 
Both bytes are transferred to the CE simultaneously. 
CR m and CR L are cleared when the Counter is pro- 
grammed. In this way, if the Counter has been pro- 
grammed for one byte counts (either most significant 
byte only or least significant byte only) the other byte 
will be zero. Note that the CE cannot be written into; 
whenever a count is written, it is written into the CR. 

The Control Logic is also shown in the diagram. CLK n, 
GATE n, and OUT n are all connected to the outside 
world through the Control Logic. 
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8254 SYSTEM INTERFACE 


OPERATIONAL DESCRIPTION 


The 8254 is a component of the Intel Microcomputer Sys- 
tems and interfaces in the same manner as all other pe- 
ripherals of the family. It is treated by the systems software 
as an array of peripheral I/O ports; three are counters and 
the fourth is a control register for MODE programming. 

Basically, the select inputs Aq, Ai connect to the Aq, A-| 
address bus signals of the CPU. The CS can be derived 
directly from the address bus using a linear select method. 
Or it can be connected to the output of a decoder, such as 
an Intel 8205 for larger systems. 


General 

After power-up, the state of the 8254 is undefined. The 
Mode, count value, and output of all Counters are 
undefined. 

How each Counter operates is determined when it is 
programmed. Each Counter must be programmed 
before it can be used. Unused counters need not bb pro- j 

g rammed. ' 



Figure 6. 8254 System Interface 


Programming the 8254 

Counters are programmed by writing a Control Word 
and then an initial count. 

All Control Words are written into the Control Word 
Register, which is selected when A-|,A 0 =11. The Con- 
trol Word itself specifies which Counter is being pro- 
grammed. 

By contrast, initial counts are written into the Counters, 
not the Control Word Register. The Ai,A 0 inputs are 
used to select the Counter to be written into. The format 
of the initial count is determined by the Control Word 
used. 

Control Word Format 

A 1 ,A 0 =11 CS = 0 RD= 1 WR = 0 



SC — Select Counter: 


SCI 

SCO 


0 

0 

Select Counter 0 

0 

1 

Select Counter 1 

1 

0 

Select Counter 2 

1 

1 

Read-Back Command 
(See Read Operations) 


RW - Read/Write: 
RW1 RWO 


0 

0 

Counter Latch Command (see Read 
Operations) 

0 

1 

Read/Write least significant byte only. 

1 

0 

Read/Write most significant byte only 

1 

1 

Read/Write least significant byte first, 
then most significant byte. 


NOTE: DON’T CARE BITS (X) SHOULD BE 0 TO INSURE 
COMPATIBILITY WITH FUTURE INTEL PRODUCTS. 


M — MODE: 

M2 Ml MO 



BCD: 


0 

Binary Counter 16-bits 

1 

Binary Coded Decimal (BCD) Counter 
(4 Decades) 


Figure 7. Control Word Format 


5-243 


231164-002 





8254 


inteT 


Write Operations 

The programming procedure for the 8254 is very flexible. 
Only two conventions need to be remembered: 

1) For each Counter, the Control Word must be written 
before the initial count is written. 

2) The initial count must follow the count format 
specified in the Control Word (least significant byte 
only, most significant byte only, or least significant 
byte and then most significant byte). 

Since the Control Word Register and the three Counters 
have separate addresses (selected by the A-i,A 0 inputs), 
and each Control Word specifies the Counter it applies 
to (SCO, SCI bits), no special instruction sequence is re- 


quired. Any programming sequence that follows the 
conventions above is acceptable. 

A new initial count may be written to a Counter at any 
time without affecting the Counter’s programmed Mode 
in any way. Counting will be affected as described in the 
Mode definitions. The new count must follow the pro- 
grammed count format. 

If a Counter is programmed to read/write two-byte 
counts, the following precaution applies: A program 
must not transfer control between writing the first and 
second byte to another routine which also writes into 
that same Counter. Otherwise, the Counter will be 
loaded with an incorrect count. 


Control Word — Counter 0 

Ai 

1 

A 0 

1 

Control Word — Counter 2 

Ai 

1 

A 0 

1 

LSB of count — Counter 0 

0 

0 

Control Word — Counter 1 

1 

1 

MSB of count — Counter 0 

0 

0 

Control Word — Counter 0 

1 

1 

Control Word — Counter t 

1 

1 

LSB of count — Counter 2 

1 

0 

LSB of count — Counter 1 

0 

1 

MSB of count — Counter 2 

1 

0 

MSB of count — Counter 1 

0 

1 

LSB of count — Counter 1 

0 

1 

Control Word — Counter 2 

1 

1 

MSB of count — Counter 1 

0 

1 

LSB of count — Counter 2 

1 

0 

LSB of count — Counter 0 

0 

0 

MSB of count — Counter 2 

1 

0 

MSB of count — Counter 0 

0 

0 


Ai 

A 0 


Ai 

A 0 

Control Word — Counter 0 

1 

1 

Control Word — Counter 1 

1 

1 

Control Word — Counter 1 

1 

1 

Control Word — Counter 0 

1 

1 

Control Word — Counter 2 

1 

1 

LSB of count — Counter 1 

0 

1 

LSB of count — Counter 2 

1 

0 

Control Word — Counter 2 

1 

1 

LSB of count — Counter 1 

0 

1 

LSB of count — Counter 0 

0 

0 

LSB of count — Counter 0 

0 

0 

MSB of count — Counter 1 

0 

1 

MSB of count — Counter 0 

0 

0 

LSB of count — - Counter 2 

1 

0 

MSB of count — Counter 1 

0 

1 

MSB of count — Counter 0 

0 

0 

MSB of count — Counter 2 

1 

0 

MSB of count — Counter 2 

1 

0 

NOTE: IN ALL FOUR EXAMPLES, ALL COUNTERS ARE 

PROGRAMMED TO READ/WRITE TWO-BYTE COUNTS. 



THESE ARE ONLY FOUR OF MANY POSSIBLE PROGRAMMING SEQUENCES. 





Figure 8. A Few Possible Programming Sequences 


Read Operations 

It is often desirable to read the value of a Counter 
without disturbing the count in progress. This is easily 
done in the 8254. 

There are three possible methods for reading the counters: a 
simple read operation, the Counter Latch Command, and 


the Read-Back Command. Each is explained below. The first 
method is to perform a simple read operation. To read the 
Counter, which is selected with the A1, AO inputs, the CLK 
input of the selected Counter must be inhibited by using 
either the GATE input or external logic. Otherwise, the count 
may be in the process of changing when it is read, giving an 
undefined result. 
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COUNTER LATCH COMMAND 

The second method uses the “Counter Latch Command”. 
Like a Control Word, this command is written to the Control 
Word Register, which is selected when A 1f A 0 = 11. Also like a 
Control Word, the SCO, SCI bits select one of the three 
Counters, but two other bits, D5 and D4, distinguish this 
command from a Control Word. 


A 1 ,A 0 =11; CS=0; RD=1; WR=0 


D 7 

De 

D 5 

D 4 

d 3 

d 2 

Dl 

Do 

SCI 

SCO 

0 

LjlJ 

X 

X 

LjlJ 

□D 


SCI, SCO — specify counter to be latched 

SCI SCO Counter 


0 

0 

0 

0 

1 

1 

i 

0 

2 

i 

1 

Read-Back Command 


D5,D4 — 00 designates Counter Latch Command 
X — don’t care 

NOTE: DON’T CARE BITS (X) SHOULD BE 0 TO INSURE 

COMPATIBILITY WITH FUTURE INTEL PRODUCTS. 


Figure 9. Counter Latching Command Format 


The selected Counter’s output latch (OL) latches the 
count at the time the Counter Latch Command is re- 
ceived. This count is held in the latch until it is read by 
the CPU (or until the Counter is reprogrammed). The 
count is then unlatched automatically and the OL 
returns to “following” the counting element (CE). This 
allows reading the contents of the Counters “on the fly” 
without affecting counting in progress. Multiple 
Counter Latch Commands may be used to latch more 
than one Counter. Each latched Counter’s OL holds its 
count until it is read. Counter Latch Commands do not 
affect the programmed Mode of the Counter in any way. 

If a Counter is latched and then, some time later, latch- 
ed again before the count is read, the second Counter 
Latch Command is ignored. The count read will be the 
count at the time the first Counter Latch Command was 
issued. 

With either method, the count must be read according 
to the programmed format; specifically, if the Counter is 
programmed for two byte counts, two bytes must be 
read. The two bytes do not have to be read one right 
after the other; read or write or programming operations 
of other Counters may be inserted between them. 


Another feature of the 8254 is that reads and writes of 
the same Counter may be interleaved; for example, if the 
Counter is programmed for two byte counts, the follow- 
ing sequence is valid. 

1. Read least significant byte. 

2. Write new least significant byte. 

3. Read most significant byte. 

4. Write new most significant byte. 

If a Counter is programmed to read/write two-byte 
counts, the following precaution applies: A program 
must not transfer control between reading the first and 
second byte to another routine which also reads from 
that same Counter. Otherwise, an incorrect count will be 
read. 


READ-BACK COMMAND 

The third method uses the Read-Back Command. This 
command allows the user to check the count value, pro- 
grammed Mode, and current states of the OUT pin and Null 
Count flag of the selected counter(s). 

The command is written into the Control Word Register 
and has the format shown in Figure 10. The command 
applies to the counters selected by setting their corre- 
sponding bits D3,D2,D1 = 1. 


AO, A1 =11 CS = 0 RD = 1 WR = 0 


d 7 

De 

Ds 

04 

d 3 

d 2 

Di 

Do 

1 1 1 

1 1 

COUNT 

STATUS 

CNT 2 

CNT 1 

CNT 0 

° l 


D 5 : 0 = LATCH COUNT OF SELECTED COUNTER(S) 

D 4 : 0 = LATCH STATUS OF SELECTED COUNTER(S) 
D 3 : 1 = SELECT COUNTER 2 
D 2 : 1 = SELECT COUNTER 1 
Dt : 1 = SELECT COUNTER 0 

D 0 : RESERVED FOR FUTURE EXPANSION; MUST BE 0 


Figure 10. Read-Back Command Format 


The read-back command may be used to lat ch mult iple 
counter output latches (OL) by setting the COUNT bit 
D5=0 and selecting the desired counter(s). This single 
command is functionally equivalent to several counter 
latch commands, one for each counter latched. Each 
counter’s latched count is held until it is read (or the 
counter is reprogrammed). That counter is automatically 
unlatched when read, but other counters remain latched 
until they are read. If multiple count read-back commands 
are issued to the same counter without reading the count, 
all but the first are ignored; i.e., the count which will be 
read is the count at the time the first read-back command 
was issued. 

The read-back command may also be used to latch 
status i nformation of selected counters) by setting 
STATUS bit D4 = 0. Status must be latched to be read; 
status of a counter is accessed by a read from that 
counter. 
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The counter status format is shown in Figure 11. Bits D5 
through DO contain the counter’s programmed Mode ex- 
actly as written in the last Mode Control Word. OUTPUT 
bit D7 contains the current state of the OUT pin. This 
allows the user to monitor the counter’s output via soft- 
ware, possibly eliminating some hardware from a 
system. 



Figure 11. Status Byte 


NULL COUNT bit D6 indicates when the last count writ- 
ten to the counter register (CR) has been loaded into the, 
counting element (CE). The exact time this happens de- 
pends on the Mode of the counter and is described in 
the Mode Definitions, but until the count is loaded into 
the counting element (CE), it can’t be read from the 
counter. If the count is latched or read before this time, 
the count value will not reflect the new count just writ- 
ten. The operation of Null Count is shown in Figure 12. 


b. 

c. 
in 

[ 2 ] 


THIS ACTION: 

WRITE TO THE CONTROL WORD REGISTER.-^ 1 
WRITE TO THE COUNT REGISTER (CR); 121 
NEW COUNT IS LOADED INTO CE (CR->CE); 


CAUSES: 

NULL COUNT=1 
NULL COUNT=1 
NULL COUNT=0 


ONLY THE COUNTER SPECIFIED BY THE CONTROL WORD WILL HAVE 
ITS NULL COUNT SET TO 1 . NULL COUNT BITS OF OTHER COUNTERS 
ARE UNAFFECTED. 

IF THE COUNTER IS PROGRAMMED FOR TWO-BYTE COUNTS (LEAST 
SIGNIFICANT BYTE THEN MOST SIGNIFICANT BYTE) NULL COUNT 
GOES TO 1 WHEN THE SECOND BYTE IS WRITTEN. 


Figure 12. Null Count Operation 


If multiple status latch operations of the counter(s) are 
performed without reading the status, all but the first 
are ignored; i.e., the status that will be read is the status 
of the counter at the time the first status read-back com- 
mand was issued. 

Both count and status of the selected coun ter(s) ma y be 
latched simultaneously by setting both COUNT and 
STATUS bits D5,D4=0. This is functionally the same as 
issuing two separate read-back commands at once, and 
the above discussions apply here also. Specifically, if mul- 
tiple count and/or status read-back commands are issued 
to the same cdunter(s) without any intervening reads, all 
but the first are ignored. This is illustrated [n Figure 13. 


Command 

D7 Dg D5 D4 D3 D2 Dj Do 


Description 


Result 


■ 

1 

0 

0 

0 

0 



Read back count and status of 
Counter 0 

, Count and status latched 
for Counter 0 

s 

D 

n 

D 

a 

n 

a 

□ 

Read back status of Counter 1 

Status latched for Counter 1 

B 

■ 



■ 

■ 

0 

0 

Read back status of Counters 2, 1 

Status latched for Counter 
2, but not Counter 1 

1 

a 

a 

a 

a 

a 

Q 

D 

Read back count of Counter 2 - 

Count latched for Counter 2 

1 



B 

H 

■ 


H 

Read back count and status of 
Counter 1 

Count latched for Counter 1, 
but not status 

1 

1 

B 

a 


D 

1 

B 

Read back status of Counter 1 

Command ignored/status 
already latched for Counter 1 


Figure 13. Read-Back Command Example 
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If both count and status of a counter are latched, the 
first read operation of that counter will return latched 
status, regardless of which was latched first. The next 
one or two reads (depending on whether the counter is 
programmed for one or two type counts) return latched 
count. Subsequent reads return unlatched count. 


cs 

RD 

WR 

Ai 

A 0 


0 

1 

0 

0 

0 

Write into Counter 0 

0 

1 

0 

0 

1 

Write into Counter 1 

0 

1 

0 

1 

0 

Write into Counter 2 

0 

1 

0 

1 

1 

Write Control Word 

0 

0 

1 

0 

0 * 

Read from Counter 0 

0 

0 

1 

0 

1 

Read from Counter 1 

0 

0 

1 

1 

0 

Read from Counter 2 

0 

0 

1 

1 

1 

No-Operation (3-State) 

1 

x 

X 

X 

X 

No-Operation (3-State) 

0 

1 

1 

X 

X 

No-Operation (3-State) 


Figure 14. Read/Write Operations Summary 


Mode Definitions 

The following are defined for use in describing the 
operation of the 8254. 

CLK pulse: a rising edge, then a falling edge, in that 
order, of a Counter’s CLK input, 
trigger: a rising edge of a Counter’s GATE input. 
Counter loading: the transfer of a count from the CR 
to the CE (refer to the “Functional 
Description”) 


MODE 0: INTERRUPT ON TERMINAL COUNT 

Mode 0 is typically used for event counting. After the 
Control Word is written, OUT is initially low, and will re- 
main low until the Counter reaches zero. OUT then goes 
high and remains high until a new count or a new Mode 
0 Control Word is written into the Counter. 

GATE = 1 enables counting; GATE = 0 disables count- 
ing. GATE has no effect on OUT. 

After the Control Word and initial count are written to a 
Counter, the initial count will be loaded on the next CLK 
pulse. This CLK pulse does not decrement the count, so 
for an initial count of N, OUT does not go high until N + 1 
CLK pulses after the initial count is written. 

If a new count is written to the Counter, it will be loaded 
on the next CLK pulse and counting will continue from 
the new count. If a two-byte count is written, the follow- 
ing happens: 


1) Writing the first byte disables counting. OUT is set 
low immediately (no clock pulse required) 

2) Writing the second byte allows the new count to be 
loaded on the next CLK pulse. 

This allows the counting sequence to be synchronized 
by software. Again, OUT does not go high until N + 1 
CLK pulses after the new count of N is written. 

If an initial count is written while GATE = 0, it will still be 
loaded on the next CLK pulse. When GATE goes high, 
OUT will go high N CLK pulses later; no CLK pulse is 
needed to load the Counter as this has already been 
done. 


CW«10 LSB-4 

w*“L_ru — : 

™ jwdumruuumr 


GATE 

0UT \ f 


N | N | N | N 


FF I 
FE | 


CW = 10 LSB = 3 

w* i n i 

~ j\njmrLnimAAJ" 

° ate : \ .1 

° ut i i 


CW-10 LSB = 3 LSB = 2 

«■ i_n_j — u 

« J\nJlAAAAAAAJ" 


GATE 


OUT 




| N | N | N | N 


NOTE. THE FOLLOWING CONVENTIONS APPLY TO ALL MODE TIMING DIAGRAMS: 

1. COUNTERS ARE PROGRAMMED FOR BINARY (NOT BCD) COUNTING AND FOR 
READING/WRITING LEAST SIGNIFICANT BYTE (LSB) ONLY. 

2. THE COUNTER IS ALWAYS SELECTED (C5 ALWAYS LOW). 

3. CW STANDS FOR “CONTROL WORD”; CW = 10 MEANS A CONTROL WORD OF 10, 
HEX IS WRITTEN TO THE COUNTER. 

4. LSB STANDS FOR “LEAST SIGNIFICANT BYTE” OF COUNT. 

5. NUMBERS BELOW DIAGRAMS ARE COUNT VALUES. 

THE LOWER NUMBER IS THE LEAST SIGNIFICANT BYTE. 

THE UPPER NUMBER IS THE MOST SIGNIFICANT BYTE. SINCE THE COUNTER 
IS PROGRAMMED TO READ/WRITE LSB ONLY, THE MOST SIGNIFICANT BYTE 
CANNOJ BE READ. 

N STANDS FOR AN UNDEFINED COUNT. 

VERTICAL LINES SHOW TRANSITIONS BETWEEN COUNT VALUES. 


Figure 15. ModeO 
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MODE 1: HARDWARE RETRIGGERABLE ONE-SHOT 

OUT will be initially high. OUT will go low on the CLK 
pulse following a trigger to begin the one-shot pulse, 
and will remain low until the Counter reaches zero. OUT 
will then go high and remain high until the CLK pulse 
after the next trigger. 

After writing the Control Word and initial count, the 
Counter is armed. A trigger results in loading the 
Counter and setting OUT low on the next CLK pulse, 
thus starting the one-shot pulse. An initial count of N 
will result in a one-shot pulse N CLK cycles in duration. 
The one-shot is retriggerable, hence OUT will remain 
low for N CLK pulses after any trigger. The one-shot 
pulse can be repeated without rewriting the same count 
into the counter. GATE h<as no effect on OUT. 

If a new count is written to the Counter during a one- 
shot pulse, the current one-shot is not affected unless 
the Counter is retriggered. In that case, the Counter is 
loaded with the new count and the one-shot pulse con- 
tinues until the new count expires. 



Figure 16. Mode 1 


MODE 2: RATE GENERATOR 

This Mode functions like a divide-by-N, counter. It is 
typiclaly used to generate a Real Time Clock interrupt. 
OUT will initially be high. When the initial count has 
decremented to 1 , OUT goes low for one CLK pulse. OUT 
then goes high again, the Counter reloads the initial 
count and the process is repeated. Mode 2 is periodic; 
the same sequence is repeated indefinitely. For an in- 
itial count of N, the sequence repeats every N CLK 
cycles. 

GATE = 1 enables counting; GATE = 0 disables count- 
ing. If GATE goes low during an output pulse, OUT is set 
high immediately. A trigger reloads the Counter with the 
initial count on the next CLK pulse; OUT goes low N 
CLK pulses after the trigger. Thus the GATE input can 
be used to synchronize the Counter. 

After writing a Control Word and initial count, the 
Counter will be loaded on the next CLK pulse. OUT goes 
low N CLK Pulses after the initial count is written. This 
allows the Counter to be synchronized by software also. 



Figure 17. Mode 2 


5-248 


231164-002 






8254 


iny 


Writing a new count while counting does not affect the 
current counting sequence. If a trigger is received after 
writing a new count but before the end of the current 
period, the Counter will be loaded with the new count on 
the next CLK pulse and counting will continue from the 
new count. Otherwise, the new count will be loaded at 
the end of the current counting cycle. In mode 2, a 
COUNT of 1 is illegal. 


MODE 3: SQUARE WAVE MODE 

Mode 3 is typically used for Baud rate generation. Mode 
3 is similar to Mode 2 except for the duty cycle of OUT. 
OUT will initially be high. When half the initial count has 
expired, OUT goes low for the remainder of the count. 
Mode 3 is periodic; the sequence above is repeated in- 
definitely. An initial count of N results in a square wave 
with a period of N CLK cycles. 

GATE=1 enables counting; GATE = 0 disables coun- 
ting. If GATE goes low while OUT is low, OUT is set high 
immediately; no CLK pulse is required. A trigger reloads 
the Counter with the initial count on the next CLK pulse. 
Thus the GATE input can be used to synchronize the 
Counter. 

After writing a Control Word and initial count, the 
Counter will be loaded on the next CLK pulse. This 
allows the Counter to be synchronized by software also. 

Writing a new count while counting does not affect the 
current counting sequence. If a trigger is received after 
writing a new count but before the end* of the current 
half-cycle of the square wave, the Counter willybe loaded 
with the new count on the next CLK pulse and counting 
will continue from the new count. Otherwise, the new 
count will be loaded at the end of the current half-cycle. 

Mode 3 is implemented as follows: 



MODE 4: SOFTWARE TRIGGERED STROBE 

OUT will be initially high. When the initial count expires, 
OUT will go low for one CLK pulse and then go high 
again. The counting sequence is “triggered” by writing 
the initial count. 

GATE=1 enables counting; GATE = 0 disables count- 
ing. GATE has no effect on OUT. 


Even counts: OUT is initially high. The initial count is 
loaded on one CLK pulse and then is decremented by 
two on succeeding CLK pulses. When the count expires 
OUT changes value and the Counter is reloaded with the 
initial count. The above process is repeated indefinitely. 

Odd counts: OUT is initially high. The initial count 
minus one (an even number) is loaded on one CLK pulse 
and then is decremented by two on succeeding CLK 
pulses. One CLK pulse after the count expires, OUT 
goes low and the Counter is reloaded with the initial 
count minus one. Succeeding CLK pulses decrement 
the count by two. When the count expires, OUT goes 
high again and the Counter is reloaded with the initial 
count minus one. The above process is repeated in- 
definitely. So for odd counts, OUT will be high for 
(N + 1)/2 counts and low for (N - 1)/2 counts. 


After writing a Control Word and initial count, the 
Counter will be loaded on the next CLK pulse. This CLK 
pulse does not decrement the count, so for an initial 
count of N, OUT does not strobe low until N+1 CLK 
pulses after the initial count is written. 

If a new count is written during counting, it will be load- 
ed on the next CLK pulse and counting will continue 
from the new count. If a two-byte count is written, the 
following happens: 

1) Writing the first byte has no effect on counting. 

2) Writing the second byte allows the new count to be 
loaded on the next CLK pulse. 

This allows the sequence to be “retriggered” by soft- 
ware. OUT strobes low N + 1 CLK pulses after the new 
count of N is written. 
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Figure 19. Mode 4 
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Figure 20. Mode 5 


MODE 5: HARDWARE TRIGGERED STROBE 
(RETRIGGERABLE) 

OUT will initially be high. Counting is triggered by a ris- 
ing edge of GATE. When the initial count has expired, 
OUT will go low for one CLK pulse and then go high 
again. 

After writing the Control Word and initial count, the 
counter will not be loaded until the CLK pulse after a 
trigger. This CLK pulse does not decrement the count, 
so for an initial count of N, OUT does not strobe low un- 
til N + 1 CLK pulses after a trigger. 

A trigger results in the Counter being loaded with the in- 
itial count on the next CLK pulse. The counting se- 
quence is retriggerable. OUT will not strobe low for 
N + 1 CLK pulses after any trigger. GATE has no effect 
on OUT. 

If a new count is written during counting, the curent 
counting sequence will not be affected. If a trigger oc- 
curs after the new count is written but before the cur- 
rent count expires, the Counter will be loaded with the 
new count on the next CLK pulse and counting will con- 
tinue from there. 


Signal 

Status 

Modes 

Low 

Or Going 
Low 


High 

0 

Disables 

counting 

— 

Enables 

counting 

■ 


1) Initiates 
counting 

2) Resets output 
after next clock 


2 

1) Disables 
counting 

2) Sets output 
immediately 
high 

Initiates 

counting 

Enables 

counting 

3 

1) Disables 
counting 

2) Sets output 
immediately 
high 

Initiates 

counting 

Enables 

counting 

m 

Disables 

counting 

— 

Enables 

counting 

5 

— 

Initiates 

counting 

— 


Figure 21. Gajte Pin Operations Summary 
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Mode 

Min 

Count 

Max 

Count 

0 

1 

0 

1 

1 

0 

2 

2 

0 

3 

2 

0 

4 

1 

0 

5 

1 

0 


NOTE: 0 IS EQUIVALENT TO 2 16 FOR BINARY COUNTING AND 10 4 FOR 
BCD COUNTING. 


Figure 22. Minimum and Maximum Initial Counts 


Operation Common to All Modes 


PROGRAMMING 

When a Control Word is written to a Counter, all Control 
Logic is immediately reset and OUT goes to a known 
initial state; no CLK pulses are required for this. 


GATE 

The GATE input is always sampled on the rising edge of 
CLK. In Modes 0, 2, 3, and 4 the GATE input is level 
sensitive, and the logic level is sampled on the rising 
edge of CLK. In Modes 1, 2, 3, and 5 the GATE input is 
rising-edge sensitive, in these Modes, a rising edge of 
GATE (trigger) sets an edge-sensitive flip-flop in the 
Counter. This flip-flop is then sampled on the next rising 
edge of CLK; the flip-flop is reset immediately after it is 
sampled. In this way, a trigger will be detected no matter 
when it occurs— a high logic level does not have to be 
maintained until the next rising edge of CLK. Note that 
in Modes 2 and 3, the GATE input is both edge- and level- 
sensitive. In Modes 2 and 3, if a CLK source other than the 
system clock is used, GATE should be pulsed immediately 
following WR of a new count value. 

COUNTER 

New counts are loaded and Counters are decremented 
on the falling edge of CLK. 

The largest possible initial count is 0; this is equivalent 
to 2 16 for binary counting and 10 4 for BCD counting. 

The Counter does not stop when it reaches zero. In 
Modes 0, 1,4, and 5 the Counter “wraps around” to the 
highest count, either FFFF hex for binary counting or 
9999 for BCD counting, and continues counting. Modes 
2 and 3 are periodic; the Counter reloads itself with the 
initial count and continues counting from there. 
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ABSOLUTE MAXIMUM RATINGS* 


Ambient Temperature Under Bias 1 0°Cto70°C 

Storage Temperature -65°C to + 150°C 

Voltage on Any Pin with 

Respect to Ground -0.5Vto+7V 

Power Dissipation ! . . . 1 Watt 


* NOTICE : Stresses above those listed under “Absolute 
Maximum Ratings ” may cause permanent damage to the 
device. This is a stress rating only and functional opera- 
tion of the device at these or any other conditions above 
those indicated in the operational sections of this specifi- 
cation is not implied. Exposure to Absolute Maximum 
Rating conditions for extended periods may affect device 
reliability. 


D.C. CHARACTERISTICS (Ta=°°c to 70“C, v cc =5V± 10 %) 


Symbol 

Parameter 


Max. 

Units 

Test Conditions 

V, L 

Input Low Voltage 

-0.5 

0.8 

V 



Input High Voltage 

2.0 


V 


V 0 L 

Output Low Voltage 


0.45 

V 

Iol= 2.0 mA 

V OH 


2.4 


V 

Ioh = -400piA 

IlL 



±10 

mA 

V| N = Vccto OV 

•OFL 

Output Float Leakage 


±10 

M A 

V 0 UT=Vcc to 0.45V 

•cc 

Vcc Supply Current 


170 

mA 



CAPACITANCE (T A =25°C, V cc =GND=0V) 


Symbol 

Parameter 

Min. 

Max. 

Units 

Test Conditions 

C|N 

Input Capacitance 


10 

PF 

f c = 1 MHz 

C|/0 

I/O Capacitance 


20 

PF 

Unmeasured pins 
returned to V S s 


A.C. CHARACTERISTICS (T A =0°C to 70-0, V CC =5V±10%, GND = 0V) 
Bus Parameters (Note 1) 


READ CYCLE 


Symbol 

Parameter 

8254-5 

8254 

8254-2 

Unit 

Min. 

Max. 

Min. 

Max. 

Min. 

Max. 

Ur 

Address Stable Before RDI 

45 


45 


30 


ns 

Ur 

CS Stable Before RDI 

0 


0 


0 


ns 

tRA 

Address Hold Time After RCM 

0 


0 


0 


ns 

tRR 

RD Pulse Width 

150 


150 


95 


ns 

tRD 

Data Delay from RDi 


120 


120 


85 

ns 

*AD 

Data Delay from Address 


220 


220 


185 

ns 

*DF 

RD t to Data Floating 

5 

90 

5 

1 

90 

5 

65 

ns 

tRV 

Command Recovery Time 

200 


200 


165 


ns 


Note 1: AC timings measured at V OH = 2 OV, V 0 l = 0 8V 


I 
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A.C. CHARACTERISTICS (Continued) 

WRITE CYCLE 


Symbol 

Parameter 

8254-5 

8254 

8254-2 

Unit 

Min. 

Max. 

Min. 

Max. 

Min. 

Max. 

*AW 

Address Stable Before WR1 

0 


0 


0 . 


ns 

tsw 

CS Stable Before WRi 

0 


0 


0 


ns 

' *WA 

Address Hold Time After WRt 

0 


0 


0 


ns 

l WW 

WR Pulse Width 

150 


150 


95 


ns 

*DW 

Data Setup Time Before WRt 

120 


120 


85 


ns 

*WD 

Data Hold time After WRt 

0 


0 


0 


ns 

*RV 

Command Recovery Time 

200 


200 


165 


ns 


CLOCK AND GATE 


Symbol 

Parameter 

8254-5 

8254 

8254-2 

Unit 

Min. 

Max. 

Min. 

Max. 

Min. 

Max. 

tcLK 

Clock Period 

200 

DC 

125 

DC 

100 

DC 

ns 

tpWH 

High Pulse Width 

60 (3) 


60^ 


30( 3 1 


ns 

Wl 

Low Pulse Width 

60 131 


60E 3 1 


50(31 


ns 


Clock Rise Time 


25 


25 


25 

ns 

t F 

Clock Fall Time 


25 


25 


25 

ns 

l GW 

Gate Width High 

50 


50 


50 


ns 

^GL 

Gate Width Low 

50 


50 


50 


ns 

tGS 

Gate Setup Time to CLKt 

50 


50 


40 


ns 

^GH 

Gate Setup Time After CLKt 

50t 2 > 


50(21 


50(21 


ns 

l OD 

Output Delay from CLKi 


150 


150 

. - i 

100 

ns 

toDG 

Output Delay from Gatei 


120 


120 


100 

ns 

l WC 

CLK Delay for Loading 1 

0 

55 

0 

55 

0 

55 

ns 

*WG 

Gate Delay for Sampling 

-5 

50 

-5 

50 

-5 

40 

ns 

two 

OUT Delay from Mode Write 


260 


260 


240 

ns 

tcL 

CLK Set Up for Count Latch 

-40 

45 

-40 

45 

.-40 

40 

ns 


Note 2: In Modes 1 and 5 triggers are sampled on each rising clock edge. A second trigger within 120 ns (70 ns for the 8254-2) of the 
rising clock edge may not be detected 

Note 3: Low-going glitches that Violate t PWH , t pwt _ may cause errors requiring counter reprogramming 
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8254-5 


A.C. TESTING INPUT, OUTPUT WAVEFORM 


A.C. TESTING LOAD CIRCUIT 



AC TESTING INPUTS ARE DRIVEN AT 2 4V FOR A LOGIC 1" AND 0 45V FOR 
A LOGIC 0 TIMING MEASUREMENTS ARE MADE AT 2 0V FOR A LOGIC 1" 
AND 0 8V FOR A LOGIC 0 
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82C54 

CHMOS PROGRAMMABLE INTERVAL TIMER 


■ Compatible with all Intel and most 
other microprocessors 

■ High Speed, “Zero Wait State” 
Operation with 8 MHz 8086/88 and 
80186/188 

■ Three independent 16-bit counters 

■ Handles inputs from DC to 8 MHz 
— 10 MHz for 82C54-2 


■ Low Power CHMOS 

— Ice = 1,0 mA @ 8 MHz Count 
frequency 

■ Completely TTL Compatible 

■ Six Programmable Counter Modes 

■ Binary or BCD counting 

■ Status Read Back Command 


The Intel 82C54 is a high-performance, CHMOS version of the industry standard 8254 counter/timer which is 
designed to solve the timing control problems common in microcomputer system design. It provides three 
independent 16-bit counters, each capable of handling clock inputs up to 10 MHz. All modes are software 
programmable. The 82C54 is pin compatible with the HMOS 8254, and is a superset of the 8253. 


Six programmable timer modes allow the 82C54 to be used as an event counter, elapsed time indicator,, 
programmable one-shot, and in many other applications. 


The 82C54 is fabricated on Intel’s advanced CHMOS III technology which provides low power consumption 
with performance equal to or greater than the equivalent HMOS product. The 82C54 is available in 24-pin DIP 
and 28-pin plastic leaded chip carrier (PLCC) packages. 
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Figure 1. 82C54 Block Diagram 
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Diagrams are for pin reference only. 
Package sizes are not to scale. 


Figure 2. 82C54 Pinout 


Intel Corporation assumes no responsibility for the use of any circuitry other than circuitry embodied in an Intel product. No other circuit patent 
licenses are implied. Information contained herein supersedes previously published specifications on these devices from Intel. November 1984 
© Intel Corporation, 1 984 Order Number: 231 244-001 
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Table 1. Pin Description 


Symbol 

Pin Number 

Type 

Function 

DIP 

PLCC 

D 7 -D 0 

1-8 

2-9 

I/O 

Data: Bidirectional tri-state data bus lines, 





connected to system data bus. 

CLK 0 

9 

10 

1 

Clock 0: Clock input of Counter 0. 

OUTO 

10 

12 

0 

Output 0: Output of Counter 0. 

GATEO 

11 

13 

1 

Gate 0: Gate input of Counter 0. 

GND 

12 

14 


Ground: Power supply connection. 

OUT 1 

13 

16 

0 

Out 1 : Output of Counter 1 . 

GATE 1 

14 

17 

1 

Gate 1 : Gate input of Counter 1 . 

CLK 1 

15 

18 

1 

Clock 1 : Clock input of Counter 1 . 

GATE 2 

16 

19 

1 

Gate 2: Gate input of Counter 2. 

OUT 2 

17 

20 

0 

Out 2: Output of Counter 2. 

CLK 2 

18 

21 

1 

Clock 2: Clock input oi Counter 2. 

Aii Ao 

20-19 

23-22 

1 

Address: Used to select one of the three Counters 





or the Control Word Register for read or write 





operations. Normally connected to the system 





address bus. 






Ai 

Ao 

Selects 





0 

0 

Counter 0 





0 

1 

Counter 1 





1 

0 

Counter 2 





1 

1 

Control Word Register 

CS 

21 

24 

1 

Chip Select: A low on this input enables the 82C54 





to respond to RD and WR signals. RD and WR are 





ignored otherwise. 


RD 

22 

26 

■ 

Read Control: This input is low during CPU read 





operations. 



Wr 

23 

27 

1 

Write Control: This input is low during CPU write 





operations. 




Vcc 

24 

28 


Power: + 5V power supply connection. 

NC 


1,11,15, 25 


No Connect 


FUNCTIONAL DESCRIPTION 


General 

The 82C54 is a programmable interval timer/ counter 
designed for use with Intel microcomputer systems. 
It is a general purpose, multi-timing element that can 
be treated as an array of I/O ports in the system 
software. 

The 82C54 solves one of the most common prob- 
lems in any microcomputer system, the generation 
of accurate time delays under software control. In- 
stead of setting up timing loops in software, the pro- 
grammer configures the 82C54 to match his require- 
ments and programs one of the counters for the de- 


sired delay. After the desired delay, the 82C54 will 
interrupt the CPU. Software overhead is minimal and 
variable length delays can easily be accommodated. 

Some of the other counter/timer functions common 
to microcomputers which can be implemented with 
the 82C54 are: 

• Real time clock 

• Even counter 

• Digital one-shot 

• Programmable rate generator 

• Square wave generator 

• Binary rate multiplier 

• Complex waveform generator 

• Complex motor controller 
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Block Diagram 


CONTROL WORD REGISTER 


DATA BUS BUFFER 

This 3-state, bi-directional, 8-bit buffer is used to in- 
terface the 82C54 to the system bus (see Figure 3). 



Figure 3. Block Diagram Showing Data Bus 
Buffer and Read/Write Logic Functions 


READ/WRITE LOGIC 


The Control Word Register (see Figure 4) is selected 
by the Read/Write Logic when Ai, Ao = 11. If the 
CPU then does a write operation to the 82C54, the 
data is stored in the Control Word Register and is 
interpreted as a Control Word used to define the 
operation of the Counters. 

The Control Word Register can only be written to; 
status information is available with the Read-Back 
Command. 



231244-^5 


Figure 4. Block Diagram Showing Control Word 
Register and Counter Functions 


The Read/Write Logic accepts inputs from the sys- 
tem bus and generates control signals for the other 
functiohal blocks of the 82C54. A*j and Ao select 
one of the three counters or the Control Word Regis- 
ter to be read from/written into. A “low” on the RD 
input tells the 82C54 that the CPU is reading one of 
the counters. A “low” on the WR input tells the 
82C54 that the CPU is writing ei ther a Control Word 
or anjnitial count. Both RD and WR are qualified by 
C5; RD and WR are ignored unless the 82C54 has 
been selected by holding C5 low. 


COUNTER 0, COUNTER 1, COUNTER 2 

These three functional blocks are identical in opera- 
tion, so only a single Counter will be described. Jhe 
internal block diagram of a single counter is shown 
in Figure 5. 

The Counters are fully independent. Each Counter 
may operate in a different Mode. 

The Control Word Register is shown in the figure; it 
is not part of the Counter itself, but its contents de- 
termine how the Counter operates. 
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Figure 5. Internal Block Diagram of a Counter 


The status register, shown in the Figure, when 
latched, contains the current contents of the Control 
Word Register and status of the output and null 
count flag. (See detailed explanation of the Read- 
Back command.) 

The actual counter is labelled CE (for “Counting Ele- 
ment”). It is a 1 6-bit presettable synchronous down 
counter. 

OLm and OL[_ are two 8-bit latches. OL stands for 
“Output Latch”; the subscripts M and L stand for 
“Most significant byte” and “Least significant byte” 
respectively. Both are normally referred to as one 
unit and called just OL. These latches normally “fol- 
low” the CE, but if a suitable Counter Latch Com- 
mand is sent to the 82C54, the latches “latch” the 
present count until read by the CPU and then return 
to “following” the CE. One latch at a time is enabled 
by the counter’s Control Logic to drive the internal 
bus. This is how the 16-bit Counter communicates 
over the 8-bit internal bus. Note that the CE itself 
cannot be read; whenever you read the count, it is 
the OL that is being read. 

Similarly, there are two 8-bit registers called CRm 
and CRl (for “Count Register”). Both are normally 
referred to as one unit and called just CR. When a 
new count is written to the Counter, the count is 


stored in the CR and later transferred to the CE. The 
Control Logic allows one register at a time to be 
loaded from the internal bus. Both bytes are trans- 
ferred to the CE simultaneously. CRm and CRl. are 
cleared when the Counter is programmed. In this 
way, if the Counter has been programmed for one 
byte counts (either most significant byte only or least 
significant byte only) the other byte will be zero. 
Note that the CE cannot be written into; whenever a 
count is written, it is written into the CR. 

The Control Logic is also shown in the diagram. CLK 
n, GATE n, and OUT n are all connected to the out- 
side world through the Control Logic. 


82C54 SYSTEM INTERFACE 

The 82C54 is treated by the systems software as an 
array of peripheral I/O ports; three are counters and 
the fourth is a control register for MODE program- 
ming. 

Basically, the select inputs Aq, Ai connect to the Aq, 
A-i address bus signals of the CPU. The CS can be 
derived directly from the address bus using a linear 
select method. Or it can be connected to the output 
of a decoder, such as an Intel 8205 for larger sys- 
tems. 


C 



ADDRESS BUS (16) 


J 


W 

i** 


V 

m 

■■ 

CONTROL BUS 




□ 

□ 



i/ow 

H— 

■i 

■■ 

MHrTTTTTTrmiHaB 





miKi 

■HfS 
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0 

1 

2 
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Figure 6. 82C54 System Interface 
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OPERATIONAL DESCRIPTION 


General 

After power-up, the state of the 82C54 is undefined. 
The Mode, count value, and output of all Counters 
are undefined. 

How each Counter operates is determined when it is 
programmed. Each Counter must be programmed 
before it can be used. Unused counters need not be 
programmed. 


Programming the 82C54 

Counters are programmed by writing a Control Word 
and then an initial count. The control word format is 
shown in Figure 7. z 

All Control Words are written into the Control Word 
Register, which is selected when A-|, Aq = 11. The 
Control Word itself specifies which Counter is being 
programmed. 

By contrast, initial counts are written into the Coun- 
ters, not the Control Word Register. The Ai, Aq in- 
puts are used to select the Counter to be written 
into. The format of the initial count is determined by 
the Control Word used. 


Control Word Format 

A*|, A 0 = 11 CS = 0 RD = 1 WR = 0 


D 7 

De 

Ds 

D 4 

D 3 

d 2 

Dl 

D 0 

SCI 

SCO 

RW1 

RWO 

M2 

Ml 

MO 

BCD 


SC — Select Counter: 
SCI SCO 


0 

0 

Select Counter 0 

0 

1 

Select Counter 1 

1 

0 

Select Counter 2 

1 

1 

Read-Back Command 
(See Read Operations) 


RW — Read/Write: 
RW1 RWO 


0 

0 

Counter Latch Command (see Read 
Operations) 

0 

1 

Read/Write least significant byte only. 

1 

0 

Read/Write most significant byte only. 

1 

1 

Read/Write least significant byte first, 
then most significant byte. 


NOTE: Don’t care bits (X) should, be 0 to insure 
compatibility with future Intel products. 


M — MODE: 


M2 Ml MO 


0 

0 

0 

ModeO 

0 

0 

1 

Mode 1 

X 

1 

0 

Mode 2 

X 

1 

1 

Mode 3 

1 

0 

0 

Mode 4 

1 

0 

1 

Mode 5 


BCD: 


0 

Binary Counter 16-bits 

1 

Binary Coded Decimal (BCD) Counter 
(4 Decades) 


Figure 7. Control Word Format 
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Write Operations 

The programming procedure for the 82C54 is very 
flexible. Only two conventions need to be remem- 
bered: 

1) For each Counter, the Control Word must be 
written before the initial count is written. 

2) The initial count must follow the count format 
specified in the Control Word (least significant 
byte only, most significant byte only, or least sig- 
nificant byte and then most significant byte). 

Since the Control Word Register and the three 
Counters have separate addresses (selected by the 
Ai, A o inputs), and each Control Word specifies the 
Counter it applies to (SCO, SCI bits), no special in- 


struction sequence is required. Any programming 
sequence that follows the conventions above is ac- 
ceptable. 

A new initial count may be written to a Counter at 
any time without affecting the Counter’s pro- 
grammed Mode in any way. Counting will be affected 
as described in the Mode definitions. The new count 
must follow the programmed count format. 

If a Counter is programmed to read/write two-byte 
counts, the following precaution applies: A program 
must not transfer control between writing the first 
and second byte to another routine which also writes 
into that same Counter. Otherwise, the Counter will 
be loaded with an incorrect count. 


Control Word — 

Counter 0 

Ai 

1 

Ao 

1 

Control Word — 

Counter 2 

Ai 

1 

Ao 

1 

LSB of count — 

Counter 0 

0 

0 

Control Word — 

Counter 1 

1 

1 

MSB of count — 

Counter 0 

0 

0 

Control Word — 

Counter 0 

1 

1 

Control Word — 

Counter 1 

1 

1 

LSB of count — 

Counter 2 

1 

0 

LSB of count — 

Counter 1 

0 

1 

MSB of count — 

Counter 2 

1 

0 

MSB of count — 

Counter 1 

0 

1 

LSB of count — 

Counter 1 

0 

1 

Control Word — 

Counter 2 

1 

1 

MSB of count — 

Counter 1 

0 

1 

LSB of count — 

Counter 2 

1 

0 

LSB of count — 

Counter 0 

0 

0 

MSB of count — 

Counter 2 

1 

0 

MSB of count — 

Counter 0 

0 

0 

Control Word — 

Counter 0 

Ai 

1 

Ao 

1 

Control Word — 

Counter 1 

Ai 

1 

Ao 

1 

Counter Word — 

Counter 1 

1 

1 

Control Word — 

Counter 0 

1 

1 

Control Word — 

Counter 2 

1 

1 

LSB of count — 

Counter 1 

0 

1 

LSB of count — 

Counter 2 

1 

0 

Control Word — 

Counter 2 

1 

1 

LSB of count — 

Counter 1 

0 

1 

LSB of count — 

Counter 0 

0 

0 

LSB of count — 

Counter 0 

0 

0 

MSB of count — 

Counter 1 

0 

1 

MSB of count — 

Counter 0 

0 

0 

LSB of count — 

Counter ^ 

1 

0 

MSB of count — 

Counter 1 

0 

1 

MSB of count — 

Counter O' 

0 

0 

MSB of count — 

Counter 2 

1 

0 

MSB of count — 

Counter 2 

1 

0 


NOTE: 

In all four examples, all counters are programmed to read/write two-byte counts. 

These are only four of many possible programming sequences. 

Figure 8. A Few Possible Programming Sequences 


Read Operations 

It is often desirable to read the value of a Counter 
without disturbing the count in progress. This is easi- 
ly done in the 82C54. 

There are three possible methods for reading the 
counters: a simple read operation, the Counter 


Latch Command, and the Read-Back Command. 
Each is explained below. The first method is to per- 
form a simple read operation. To read the Counter, 
which is selected with the AI, AO inputs, the CLK 
input of the selected Counter must be inhibited by 
using either the GATE input or external logic. Other- 
wise, the count may be in the process of changing 
when it is read, giving an undefined result. 
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COUNTER LATCH COMMAND 

The second method uses the “Counter Latch Com- 
mand”. Like a Control Word, this command is written 
to the Control Word Register, which is selected 
when Ai, Ao = 11. Also like a Control Word, the 
SCO, SCI bits select one of the three Counters, but 
two other bits, D5 and D4, distinguish this command 
from a Control Word. 


A,, Ao=11;CS=0; RD= 
D 7 Dq D 5 O 4 

1; WR = 0 
D 3 D 2 

Di 

Do 

SCI SCO 0 0 

X X 

X 

M 


SCI, SCO - specify counter to be latched 


SCI SCO Counter 


0 

0 

0 

0 

1 

1 

1 

0 

2 

1 

1 

Read-Back Command 


D5.D4 - 00 designates Counter Latch Command 

X - don’t care 

NOTE: 

Don’t care bits (X) should be 0 to insure compatibility 
with future Intel products. 


Figure 9. Counter Latching Command Format 

The selected Counter’s output latch (OL) latches the 
count at the time the Counter Latch Command is 
received. This count is held in the latch until it is read 
by the CPU (ot until the Counter is reprogrammed). 
The count is then unlatched automatically and the 
OL returns to “following” the counting element (CE). 
This allows reading the contents of the Counters 
“on the fly” without affecting counting in progress. 
Multiple Counter Latch Commands may be used to 
latch more than one Counter. Each latched Coun- 
ter’s OL holds its count until it is read. Counter Latch 
Commands do not affect the programmed Mode of 
the Counter irvany way. 

If a Counter is latched and then, some time later, 
latched again before the count is read, the second 
Counter Latch Command is ignored. The count read 
will be the count at the time the first Counter Latch 
Command was issued. 

With either method, the count must be read accord- 
ing to the programmed format; specifically, if the 
Counter is programmed for two byte counts, two 
bytes must be read. The two bytes do not have to be 
read one right after the other; read or write or pro- 


gramming operations of other Counters may be in- 
serted between them. 

Another feature of the 82C54 is that reads and 
writes of the same Counter may be interleaved; for 
example, if the Counter is programmed for two byte 
counts, the following sequence is valid. 

1 . Read least significant byte. 

2. Write new least significant byte. 

• 3. Read most significant byte. 

4. Write new most significant byte. 

If a Counter is programmed to read/write two-byte 
counts, the following precaution applies; A program 
must not transfer control between reading the first 
and second byte to another routine which also reads 
from that same Counter. Otherwise, an incorrect 
count will be read. 


READ-BACK COMMAND 

The third method uses the Rpad-Back command. 
This command allows the user to check the count 
value, programmed Mode, and current state of the 
OUT pin and Null Count flag of the selected coun- 
ters). 

The command is written into the Control Word Reg- 
ister and has the format shown in Figure 10. The 
command applies to the counters selected by set- 
ting their corresponding bits D3,D2,D1 = 1 . 


AO, AI = ^1 CS * 0 RD = 1 WR = 0 


D 7 D« 

D S 

D 4 d 3 

d 2 

Di 

Do 


m 

COUNT 

STATUS CNT 2 

CNT 1 

CNT0 



D5: 0 = Latch count of selected counter(s) 

D4: 0 = Latch status of selected counter(s) 

D3: 1 = Select counter 2 

D2: 1 = Select counter 1 

D-|: 1 = Select counter 0 

Dq: Reserved for future expansion; must be 0 


Figure 10. Read-Back Command Format 

The read-back command may be used to latch multi- 
ple cou nter output latches (OL) by setting the 
COUNT bit D5 = 0 and selecting the desired coun- 
ters). This single command is functionally equiva- 
lent to several counter latch commands, one for 
each counter latched. Each counter’s latched count 
is held until it is read (or the counter is repro- 
grammed). That counter is automatically unlatched 
when read, but other counters remain latched until 
they are read. If multiple count read-back commands 
are issued to the same counter without reading the 
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count, all but the first are ignored; i.e., the count 
which will be read is the count at the time the first 
read-back command was issued. 

The read-back command may also be used to latch 
status inf ormation of selected counter(s) by setting 
STATUS bit D4 = 0. Status must be latched to be 
read; status of a counter is accessed by a read from 
that counter. 

The counter status format is shown in Figure 1 1 . Bits 
D5 through DO contain the counter’s programmed 
Mode exactly as written in the last Mode Control 
Word. OUTPUT bit D7 contains the current state of 
the OUT pin. This allows the user to monitor the 
counter’s output via software, possibly eliminating 
some hardware from a system. 


D 7 

D 6 

d 5 

d 4 

D 3 

d 2 

Di 

Do 

OUTPUT 

NULL 

COUNT 

RW1 

RWO 

M2 

Ml 

MO 

BCD 


□ 71 = Out Pin is 1 
0 = Out Pin is 0 
Dg 1 = Null count 

0 = Count available for reading 
D 5 -D 0 Counter Programmed Mode (See Figure 7) 


Figure 11. Status Byte 

NULL COUNT bit D6 indicates' when the last count 
written to the counter register (CR) has been loaded 
into the counting element (CE). The exact time this 
happens depends on the Mode of the counter and is 
described in the Mode Definitions, but until the count 
is loaded into the counting element (CE), it can’t be 
read from the counter. If the count is latched or read 
before this time, the count value will not reflect the 
new count just written. The operation of Null Count 
is shown in Figure 1 2. 


THIS ACTION: 

A. Write to the control 

CAUSES: 

Null count =1 

word register:! 1 ] 

B. Write to the count 

•Null count =1 

register (CR);l 2 l 

C. New count is loaded 

Null count =0 

into CE (CR — ► CE); 

l 1 ! Only the counter specified by the control word will 

have its null count set to 1 . 
counters are unaffected. 

Null count bits of other 

12] If the counter is programmed for two-byte counts 
(least significant byte then most significant byte) null 
count goes to 1 when the second byte is written. 


Figure 12. Null Count Operation 


If multiple status latch operations of the counter(s) 
are performed without reading the status, ail but the 
first are ignored; i.e., the status that will be read is 
the status of the counter at the time the first status 
read-back command was issued. 

Both count and status of the selected counter(s) 
may be latched simultaneously by setting both 
COUNT and STATUS bits D5,D4 = 0. This is func- 
tionally the same as issuing two separate read-back 
commands at once, and the above discussions ap- 
ply here also. Specifically, if multiple count and/or 
status read-back commands are issued to the same 
counter(s) without any intervening reads, all but the 
first are ignored. This is illustrated in Figure 1 3. 

If both count and status of a counter are latched, the 
first read operation of that counter will return latched 
status, regardless of which was latched first. The 
next one or two reads (depending on whether the 
counter is programmed for one or two type counts) 
return latched count. Subsequent reads return un- 
latched count. 


Command 

D7 Dg D5 D4 D3 D2 Dj Do 


Description 


Results 


1 

1 

0 

0 

0 

0 

1 

0 

Read back count and status of 
Counter 0 

Count and status latched 
for Counter 0 

1 

1 

1 

0 

0 

1 

0 

0 

Read back status of Counter 1 

Status latched for Counter 1 


■ 

1 

0 

1 

1 

0 * 

0 

Read back status of Counters 2, 1 

Status latched for Counter 
2, but not Counter 1 

n 

D 

D 

D 

n 

D 

Q 

D 

Read back count of Counter 2 

Count latched for Counter 2 

1 

1 

0 

0 

0 

1 

0 

0 

Read back count and status of 
Counter 1 

Count latched for Counter 1 , 
but not status 



1 

0 

0 

0 

1 

0 

Read back status of Counter 1 

Command ignored, status 
already latched for Counter 1 


Figure 13. Read-Back Command Example 
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This allows the counting sequence to be synchro- 
nized by software. Again, OUT does not go high until 
N + 1 CLK pulses after the new count of N is writ- 
ten. 

If an initial count is written while GATE = 0, it will 
still be loaded on the next CLK pulse. When GATE 
goes high, OUT will go high N CLK pulses later; no 
CLK pulse is needed to load the Counter as this has 
already been done. 


Figure 14. Read/ Write Operations Summary 


Mode Definitions 

The following are defined for use in describing the 
operation of the 82C54. 

CLK PULSE: a rising edge, then a falling edge, in 
that order, of a Counter’s CLK input. 

TRIGGER: a rising edge of a Counter’s GATE in- 
put. 

COUNTER LOADING: the transfer of a count from 
the CR to the CE (refer to 
the “Functional Descrip- 
tion”) 

MODE 0: INTERRUPT ON TERMINAL COUNT 

Mode 0 is typically used for event counting. After the 
Control Word is written, OUT is initially low, and will 
remain low until the Counter reaches zero. OUT then 
goes high and remains high until a new count or a 
new Mode 0 Control Word is written into the Coun- 
ter. 

GATE = 1 enables counting; GATE = 0 disables 
counting. GATE has no effect on OUT. 

After the Control Word and initial count are written to 
a Counter, the initial count will be loaded on the next 
CLK pulse. This CLK pulse does not decrement the 
count, so for an initial count of N, OUT does not go 
high until N -I- 1 CLK pulses after the initial count is 
written. 

If a new count is written to the Counter, ij:' will be 
loaded on the next CLK pulse and counting will con- 
tinue from the new count. If a two-byte count is writ- 
ten, the following happens: 

1) Writing the first byte disables counting. OUT is set ' 
low immediately (no clock pulse required). 

2) Writing the second byte allows the new count to 
be loaded on the next CLK pulse. 




~ j\iu\j\r\j\j\j\r\i\r 
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NOTE: 

The Following Conventions Apply To All Mode Timing 
Diagrams: 

1. Counters are programmed for binary (not BCD) 
counting and for Reading/Writing least significant byte 
(LSB) only. 

2. The counter is always selected (CS always low). 

3. CW stands for “Control Word”; CW =10 means a 
control word of 10, hex is written to the counter. 

4. LSB stands for “Least Significant Byte” of count. 

5. Numbers below diagrams are count values. 

The lower number is the least significant byte. 

The upper number is the most significant byte. Since 
the counter is programmed to Read/Write LSB only, 
the most significant byte cannot be read. 

N stands for an undefined count. 

Vertical lines show transitions between count values. 


Figure 15. Mode 0 
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MODE 1: HARDWARE RETRIGGERABLE 
ONE-SHOT 

OUT will be initially high. OUT will go low on the CLK 
pulse following a trigger to begin the one-shot pulse, 
and will remain low until the Counter reaches zero. 
OUT will then go high and remain high until the CLK 
pulse after the next trigger. 

After writing the Control Word and initial count, the 
Counter is armed. A trigger results in loading the 
Counter and setting OUT low on the next CLK pulse, 
thus starting the one-shot pulse. An initial count of N 
will result in a one-shot pulse N CLK cycles in dura- 
tion. The one-shot is retriggerable, hence OUT will 
remain low for N CLK pulses after any trigger. The 
one-shot pulse can be repeated without rewriting the 
same count into the counter. GATE has no effect on 
OUT. 

If a new count is written to the Counter during a one- 
shot pulse, the current one-shot is not affected un- 
less the Counter is retriggered. In that case, the 
Counter is loaded with the new count and the one- 
shot pulse continues until the new count expires. 



Figure 16. Mode 1 


MODE 2: RATE GENERATOR 

This Mode functions like a divide-by-N counter. It is 
typicially used to generate a Real Time Clock inter- 
rupt. OUT will initially be high. When the initial count 
has decremented to 1 , OUT goes low for one CLK 
pulse. OUT then goes high again, the Counter re- 
loads the initial count and the process is repeated. 
Mode 2 is periodic; the same sequence is repeated 
indefinitely. For an initial count of N, the sequence 
repeats every N CLK cycles. 

GATE = 1 enables counting; GATE = 0 disables 
counting. If GATE goes low during an output pulse, 
OUT is set high immediately. A trigger reloads the 
Counter with the initial count on the next CLK pulse; 
OUT goes low N CLK pulses after the trigger. Thus 
the GATE input can be used to synchronize the 
Counter. 

After writing a Control Word and initial count, the 
Counter will be loaded on the next CLK pulse. OUT 
goes low N CLK Pulses after the initial count is writ- 
ten. This allows the Counter to be Synchronized by 
software also. 



Figure 17. Mode 2 
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Writing a new count while counting does not affect 
the current counting sequence. If a trigger is re- 
ceived after writing a new count but before the end 
of the current period, the Counter wiH be loaded with 
the new count on the next CLK pulse and counting 
will continue from the new count. Otherwise, the 
new count will be loaded at the end of the current 
counting cycle. In mode 2, a COUNT of 1 is illegal. 


MODE 3: SQUARE WAVE MODE 

Mode 3 is typically used for Baud rate generation. 
Mode 3 is similar to Mode 2 except for the duty cycle 
of OUT. OUT will initially be high. When half the ini- 
tial count has expired, OUT goes low for the remain- 
der of the count. Mode 3 is periodic; the sequence 
above is repeated indefinitely. An initial count of N 
results in a square wave with a period of N CLK 
cycles. 

GATE = 1 enables counting; GATE = 0 disables > 
counting. If GATE goes low while OUT is low, OUT is 
set high immediately; no CLK pulse is required. A 
trigger reloads the Counter with the initial count on 
the next CLK pulse. Thus the GATE input can be 
used to synchronize the Counter. 

After writing a Control Word and initial count, the 
Counter will be loaded on the next CLK pulse. This 
allows the Counter to be synchronized by software 
also. 

Writing a new count while counting does not affect 
the current counting sequence. If a trigger is re- 
ceived after writing a new count but before the end 
of the current half-cycle of the square wave, the 
Counter will be loaded with the new count on the 
next CLK pulse and counting will continue from the 
new count. Otherwise, the new count will be loaded 
at the end of the current half-cycle. 

Mode 3 is implemented as follows: 

Even counts: OUT is initially high. The initial count is 
loaded on one CLK pulse and then is decremented 
by two on succeeding CLK pulses. When the count 
expires OUT changes value and the Counter is re- 
loaded with the initial count. The above process is 
repeated indefinitely. 

Odd counts: OUT is initially high. The initial count 
minus one (an even number) is loaded on one CLK 
pulse and then is decremented by two on succeed- 
ing CLK pulses. One CLK pulse after the count ex- 
pires, OUT goes low and the Counter is reloaded 
with the initial count minus one. Succeeding CLK 
pulses decrement the count by two. When the count 
expires, OUT goes high again and the Counter is 
reloaded with the initial count minus one. The above 
process is repeated indefinitely. So for odd counts, 


OUT will be high for (N + 1)/2 counts and low for 
(N — 1 )/2 counts. 
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NOTE: 

A GATE transition should not occur one clock prior to 
terminal count. 


Figure 18. Mode 3 


MODE 4: SOFTWARE TRIGGERED STROBE 

OUT will be initially high. When the initial count ex- 
pires, OUT will go low for one CLK pulse and then 
go high again. The counting sequence is “triggered” 
by writing the initial count. 

GATE = 1 enables counting; GATE = 0 disables 
counting. GATE has no effect on OUT. 

After writing a Control Word and initial count, the 
Counter will be loaded on the next CLK pulse. This 
CLK pulse does not decrement the count, so for an 
initial count of N, OUT does not strobe low until 
N + 1 CLK pulses after the initial count is written. 

If a new count is written during counting, it will be 
loaded on the next CLK pulse and counting will con- 
tinue from the new count. If a two-byte count is writ- 
ten, the following happens: 
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1) Writing the first byte has no effect on counting. 

2) Writing the second byte allows the new count to 
be loaded on the next CLK pulse. 


This allows the sequence to be “retriggered” by 
software. OUT strobes low N + 1 CLK pulses after 
the new count of N is written. 



Figure 19. Mode 4 


MODE 5: HARDWARE TRIGGERED STROBE 
(RETRIGGERABLE) 

OUT will initially be high. Counting is triggered by a 
rising edge of GATE. When the initial count has ex- 
pired, OUT will go low for one CLK pulse and then 
go high again. 


After writing the Control Word and initial count, the 
counter will not be loaded until the CLK pulse after a 
trigger. This CLK pulse does not decrement the 
count, so for an initial count of N, OUT does not 
strobe low until N + 1 CLK pulses after a trigger. 

A trigger results in the Counter being loaded with the 
initial count on the next CLK pulse. The counting 
sequence is retriggerable. OUT will not strobe low 
for N + 1 CLK pulses after any trigger. GATE has 
no effect on OUT. 

If a new count is written during counting, the current 
counting sequence will not be affected. If a trigger 
occurs after the new count is written but before the 
current count expires, the Counter will be loaded 
with the new count on the next CLK pulse and 
counting will continue from there. 



Figure 20. Mode 5 
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Signal 

Status 

Modes 

Low 

Or Going 
Low 

Rising 

High 

0 

Disables 

counting 

— 

Enables 

counting 

1 


1) Initiates 
counting 

2) Resets output 
after next 
clock 


2 

1) Disables 
counting 

2) Sets output 
immediately 
high 

Initiates 

counting 

Enables 

counting 

3 

1) Disables 
counting 

2) Sets output 
immediately 
high 

Initiates 

counting 

Enables 

counting 

4 

Disables 

counting 

— 

Enables 

counting 

5 

— 

Initiates 

counting 

— 


Figure 21. Gate Pin Operations Summary 


MODE 

MIN 

COUNT 

MAX 

COUNT 

0 

1 

0 

1 

1 

0 

2 

2 

0 

3 

2 

0 

4 

1 

0 


NOTE: 

0 is equivalent to 2 16 for binary counting and 10 4 for 
BCD counting 


Figure 22. Minimum and Maximun initial Counts 


Operation Common to All Modes 

Programming 

When a Control Word is written to a Counter, all 
Control Logic is immediately reset and OUT goes to 
a known initial state; no CLK pulses are required for 
this. 


GATE 

The GATE input is always sampled on the rising 
edge of CLK. In Modes 0, 2, 3, and 4 the GATE input 
is level sensitive, and the logic level is sampled on 
the rising edge of CLK. In Modes 1, 2, 3, and 5 the 
GATE input is rising-edge sensitive. In these Modes, 
a rising edge of GATE (trigger) sets an edge-sensi- 
tive flip-flop in the Counter. This flip-flop is then sam- 
pled on the next rising edge of CLK; the flip-flop is 
reset immediately after it is sampled. In this way, a 
trigger will be detected no matter when it occurs — a 
high logic level does not have to be maintained until 
the next rising edge of CLK. Note that in Modes 2 
and 3, the GATE input is both edge- and level-sensi- 
tive. In Modes 2 and 3, if a CLK source other than 
the system clock is u sed, GATE should be pulsed 
immediately following WR of a new count value. 


COUNTER 

New counts are loaded and Counters are decre- 
mented on the falling edge of CLK. 

The largest possible initial count is 0; this is equiva- 
lent to 2 1 ® for binary counting and 10 4 for BCD 
counting. 

The Counter does not stop when it reaches zero. In 
Modes 0, 1 , 4, and 5 the Counter “wraps around” to 
the highest count, either FFFF hex for binary count- 
ing or 9999 for BCD counting, and continues count- 
ing. Modes 2 and 3 are periodic; the Counter reloads 
itself with the initial count and continues counting 
from there. 
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ABSOLUTE MAXIMUM RATINGS* 

Ambient Temperature Under Bias 0°C to 70°C 

Storage Temperature -65° to +1 50°C 

Supply Voltage -0.5 to + 8.0V 

Operating Voltage . . . . + 4V to + 7V 

Voltage on any Input GND -2V to + 6.5V 

Voltage on any Output . .GND -0.5V to Vqq + 0.5V 
Power Dissipation 1 Watt 


* Notice: Stresses above those listed under “Abso- 
lute Maximum Ratings” may cause permanent dam- 
age to the device. This is a stress rating only and 
functional operation of the device at these or any 
other conditions above those indicated in the opera- 
tional sections of this specification is not implied. Ex- 
posure to absolute maximum rating conditions for 
extended periods may affect device reliability. 


NOTICE: Specifications contained within the 
following tables are subject to change. 


D.C. CHARACTERISTICS (T A =0°cto70°c, v C c=5V± io%,gnd=ov) 


Symbol 

Parameter 

Min 

Max 

Units 

Test Conditions 

V|L 

Input Low Voltage 

-0.5 

0.8 

V 


V|H 

Input High Voltage 

2.0 

V CC + 0.5V 

V 


VOL 

Output Low Voltage 


0.45 

V 

Iql = 2.0 mA 

Voh 

Output High Voltage 

2.4 


V 

| 0H = — 400 juA 

l|L 

Input Load Current 


±10 

jliA 

V|N = Vcc *° ^ 

•OFL 

Output Float Leakage Current 


±10 

1 

VoUT = Vcc to 0.45V 

ice 

Vcc Supply Current 


10 


8 MHz 82C54 
UKhreq 10MHz 82C54-2 

ICCSB 

Vcc Supply Current-Standby 


10 

JLtA 

CLK Freq = DC 


CAPACITANCE (T A = 25 °C, v C c = gnd = OV) 



Parameter 

Min 



Test Conditions 

ClN 

Input Capacitance 


10 

PF 

f c = 1 MHz 

Unmeasured pins 
returned to GND 

c i/o 

I/O Capacitance 


20 

PF 

C OUT 

Output Capacitance 


20 

PF 


A.C. CHARACTERISTICS (T A = o°c to 70°c, v C c = 5V ±io%,gnd =ov) 

BUS PARAMETERS (Note 1) 


READ CYCLE 


Symbol 

Parameter 

82C54 

82C54-2 

Units 

Min 

Max 

Min 

Max 

tAR 

Address Stable Before RD 4 

45 


30 


ns 

*SR 

CS Stable Before RD 4 

0 


0 


ns 

tRA 

Address Hold Time After RD 4 

0 


0 


ns 

tRR 

RD Pulse Width 

150 


95 


ns 

tRD 

Data Delay from RD 4 


120 


85 

ns 

tAD 

Data Delay from Address 


220 


185 

ns 

tDF 

RD t to Data Floating 

5 

90 

5 

65 

ns 

tRV 

Command Recovery Time 

200 


165 


ns 


NOTE: 

1 . AC timings measured at Voh = 2.0V, Vol = 0.8V. 
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A.C. CHARACTERISTICS (Continued) 


\ 


WRITE CYCLE 


Symbol 

Parameter 

82C54 

82C54-2 

Units 

Min 

Max 

MSS! 

Max 

Uw 

Address Stable Before WR i 

0 


0 


ns 

tsw 

CS Stable Before WR i 

0 


0 


ns 

*WA 

Address Hold Time After WR t 

0 


0 


ns 

tww 

WE Pulse Width 

150 


95 


ns 

tow 

Data Setup Time Before WR t 

120 


95 


ns 

tWD 

Data Hold Time After WR f 

0 


0 


ns 

tRV 

Command Recovery Time 

200 


165 


ns 


CLOCK AND GATE 


Symbol 

Parameter 

82C54 

82C54-2 

Units 

Min 

Max 



tCLK 

Clock Period 

125 

DC 

100 

DC 

ns 

tpWH 

High Pulse Width 

60® 




ns 

tpWL 

Low Pulse Width 

mm 


50® 


ns 

Tr 

Clock Rise Time 


25 


25 

ns 

tF 

Clock Fall Time 


25 


25 

ns 

*GW 

Gate Width High 

50 


50 


ns 

*GL 

Gate Width Low 

50 


50 


ns 

»GS 

Gate Setup Time to CLK f 

50 

s 

40 


ns 

*GH 

Gate Hold Time After CLK f 

50 


na 


ns 

Tod 

Output Delay from CLK 4, 


150 


100 

ns 

• tODG 

Output Delay from Gate i 


120 


100 

ns 

two 

CLK Delay for Loading 

0 

55 

0 

55 

ns 

*WG 

Gate Delay for Sampling 

-5 

50 

-5 

40 

ns 

two 

OUT Delay from Mode Write 


260 


240 

ns 

tCL 

CLK Set Up for Count Latch 

-4 

45 

-40 

40 

ns 


NOTES: 

2. In Modes 1 and 5 triggers are sampled on each rising clock edge. A second trigger within 120 ns (70 ns for the 8254-2) of 
the rising clock edge may not be detected. 

3. Low-going glitches that violate tpwH. tpwL m ay cause errors requiring counter reprogramming. 

) 
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A.C. TESTING INPUT, OUTPUT WAVEFORM A.C. TESTING LOAD CIRCUIT 
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8255A/8255A-5 

PROGRAMMABLE PERIPHERAL INTERFACE 


MCS-85™ Compatible 8255A-5 

24 Programmable I/O Pins 

Completely TTL Compatible 

Fully Compatible with Intel® Micro- 
processor Families 

Improved Timing Characteristics 


■ Direct Bit Set/Reset Capability Easing 
Control Application Interface 

■ Reduces System Package Count 

■ Improved DC Driving Capability 

■ Available in EXPRESS 

— Standard Temperature Range 
— Extended Temperature Range 


The Intel® 8255A is a general purpose programmable I/O device designed for use with Intel® microprocessors. It has 
24 I/O pins which may be individually programmed in 2 groups of 12 and used in 3 major modes of operation. In the first 
mode (MODE 0), each group of 12 I/O pins may be programmed in sets of 4 to be input or output. In MODE 1, the second 
mode, each group may be programmed to have 8 lines of input or output. Of the remaining 4 pins, 3 are used for hand- 
shaking and interrupt control signals. The third mode of operation (MODE 2) is a bidirectional bus mode which uses 8 
lines for a bidirectional bus, and 5 lines, borrowing one from the other group, for handshaking. 



Figure 1. 8255A Block Diagram 


Figure 2. Pin Configuration 


®INTEL CORPORATION, 1982 
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8255A FUNCTIONAL DESCRIPTION 

General 

The 8255A is a programmable peripheral interface (PPI) 
device designed for use in Intel® microcomputer 
systems. Its function is that of a general purpose I/O 
component to interface peripheral equipment to the 
microcomputer system bus. The functional configura- 
tion of the 8255A is programmed by the system software 
so that normally no external logic is necessary to inter- 
face peripheral devices or structures. 

Data Bus Buffer 

This 3-state bidirectional 8-bit buffer is used to interface 
the 8255A to the system data bus. Data is transmitted or 
received by the buffer upon execution of input or output 
instructions by the CPU. Control words*and status infor- 
mation are also transferred through the data bus buffer. 

Read/Write and Control Logic 

The function of this block is to manage all of the internal 
and external transfers of both Data and Control or Status 
words. It accepts inputs from the CPU Address and Con- 
trol busses and in turn, issues commands to both of the 
Control Groups. 

<CS) 

Chip Select. A “low” on this input pin enables the com- 
muniction between the 8255A and the CPU. 


(RD) 

Read. A “low” on this input pin enables the 8255A to 
send the data or status information to the CPU on the 
data bus. In essence, it allows the CPU to “read from” 
the 8255A. 

(WR) 

Write. A “low” on this input pin enables the CPU to write 
data or control words into the 8255A. 

(A 0 and Ai) 

Port Select 0 and Port Select 1. These input signals, in 
conjunction with the RD and WR inputs, control the 
selection of one of the three ports or the control word 
registers. They are normally connected to the least 
significant bits of the address bus (A 0 and A-,). 


8255A BASIC OPERATION 


Ai 

A 0 

RD 

WR 

cs 

INPUT OPERATION (READ) 

0 

0 

0 

1 

0 

PORT A => DATA BUS 

0 

1 

0 

1 

0 

PORT B =* DATA BUS 

1 

0 

0 

1 

0 

PORT C => DATA BUS 






OUTPUT OPERATION 
(WRITE) 

0 

0 

1 

0 

o 

DATA BUS => PORT A 

0 

1 

1 

0 

0 

DATA BUS => PORT B 

1 

0 

1 

0 

o 

DATA BUS => PORT C 

1 

1 

1 

0 

0 

DATA BUS => CONTROL 






DISABLE FUNCTION 

X 

X 

X 

X 

1 

DATA BUS =* 3-STATE 

1 

1 

0 

1 

0 

ILLEGAL CONDITION 

X 

X 

1 

1 

0 

DATA BUS => 3-STATE 


POWER 

SUPPLIES 


GROUP 

A 

CONTROL 







8 BIT 

INTERNAL 
DATA BUS 






cf t' 


1 


GROUP 

Oi 5£. c |S 


A ESS 



I/O 

PB 7 PB 0 


Figure 3. 8255A Block Diagram Showing Data Bus Buffer and Read/Write Control Logic Functions 
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(RESET) 

Reset. A “high” on this input clears the control register 
and all ports (A, B, C) are set to the input mode 

Group A and Group B Controls 

The functional configuration of each port is program- 
med by the systems software. In essence, the CPU “out- 
puts” a control word to the 8255A. The control word con- 
tains information such as “mode”, “bit set”, ’’bit reset”, 
etc., that initializes the functional configuration of the 
8255A. 

Each of the Control blocks (Group A and Group B) accepts 
"commands" from the Read/Write Control Logic, receives 
"control words" from, the internal data bus and issues the 
proper commands to its associated ports. 

Control Group A — Port A and Port C upper (C7-C4) 
Control Group B - Port B and Port C lower (C3-C0) 

The Control Word Register can Only be written into. No 
Read operation of the Control Word Register is allowed. 


Ports A, B, and C 

The 8i55A contains three 8-bit ports (A, B, and C). All 
can be configured in a wide variety of functional charac- 
teristics by the system software but each has its own 
special features or “personality” to further enhance the 
power and flexibility of the 8255A. 

Port A. One 8-bit data output latch/buffer and one 8-bit 
data input latch. 

Port B. One 8-bit data input/output latch/buffer and one 
8-bit data input buffer. 

Port C. One 8-bit data output latch/buffer and one 8-bit 
data input buffer (no latch for input). This port can be 
divided into two 4-bit ports under the mode control. 
Each 4-bit port contains a 4-bit latch and it can be used 
for the control signal outputs and status signal inputs in 
conjunction with ports A and B. 



Figure 4. 8225A Block Diagram Showing Group A and 
Group B Control Functions 


PIN CONFIGURATION 



PIN NAMES 


°0 

DATA BUS (Bl DIRECTIONAL) 

RESET 

RESET INPUT 

CS 

CHIP SELECT 

™ .. _ 4 

READ INPUT 

WR 

WRITE INPUT 

AO, A1 

PORT ADDRESS H 

>A7 PAO ’ 

PORT A (BIT) 

PB7 PBO 

PORT B (BIT) 

PC7 PCO * 

PORT C (BIT) 

Vcc 

+5 VOLTS 

GND 

0 VOLTS 
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8255A OPERATIONAL DESCRIPTION 

Mode Selection 

There are three basic modes of operation that can be select- 
ed by the system software: 

Mode 0 — Basic Input/Output 

Mode 1 — Strobed Inpjut/Output 

Mode 2 - Bi-Directional Bus 

When the reset input goes “high” all ports will be set to 
the input mode (i.e., all 24 lines will be in the high im- 
pedance state). After the reset is removed the 8255A can 
remain in the input mode with no additional initialization 
required. During the execution of the system program 
any of the other modes may be selected using a single 
output instruction. This allows a single 8255A to service 
a variety of peripheral devices with a simple software 
maintenance routine. 

The modes for Port A and Port B can be separately defined, 
while Port C is divided into two portions as required by the 
Port A and Port B definitions. All of the output registers, in- 
cluding the status flip-flops, will be reset whenever the 
mode is changed. Modes may be combined so that their 
functional definition can be "tailored" to almost any I/O 
structure. For instance; Group B can be programmed in 
Mode 0 to monitor simple switch closings or display compu- 
tational results. Group A could be programmed in Mode 1 
to monitor a keyboard or tape reader on an interrupt-driven 
basis. 


^ ADDRESS BUS ) 

1 r 

( CONTROL BUS ) 

i . | — 1 — r 

, 1 — 1 1 — 1 

{ DATA BUS } 

il It 


RD, WR D r D 0 Ajj-A, 

CS 

; ; 8255A i f 

MODE 0 — *- B 9 A 

33 

PB, PB„ PC 3 -P 

MODE 1 — A B , 

T/O ^4^/0 ^8^/0 

C 0 PC^PC 4 PVPA 0 

— £ , a r 

1111 

PB r PB 0 CONTROL i 

OR I/O 

* C 

mn? 

CONTROL PA 7 PA n 
OR I/O 

a r 



^8i[BI-DI r ection al 


Figure 5. Basic Mode Definitions 
and Bus Interface 


CONTROL WORD 



Figure 6. Mode Definition Format 


The mode definitions and possible mode combinations 
may seem confusing at first but after a cursory review of 
the complete device operation a simple, logical I/O ap- 
proach will surface. The design of the 8255A has taken 
into account things such as efficient PC board layout, 
control signal definition vs PC layout and complete 
functional flexibility to support almost any peripheral 
device with no external logic. Such design represents 
the maximum use of the available pins. 


Single Bit Set/Reset Feature 

Any of the eight bits of Port C can be Set or Reset using a 
single OUTput instruction. This feature reduces software 
requirements in Control-based applications. 
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When Port C is being used as status/control for Port A or B, 
these bits can be set or reset by using the Bit Set/Reset op- 
eration just as if they were data output ports. 

Interrupt Control Functions 

When the 8255A is programmed to operate in mode 1 or 
mode 2, control signals are provided that can be used as 
interrupt request inputs to the CPU. The interrupt re- 
quest signals, generated from port C, can be inhibited or 
enabled by setting or resetting the associated INTE flip- 
flop, using the bit set/reset function of port C. 

This function allows the Programmer to disallow or allow a 
specific I/O device to interrupt the CPU without affecting 
any other device in the interrupt structure. 

INTE flip-flop definition: 

(BIT-SET) - INTE is SET - Interrupt enable 
(BIT-RESET) - INTE is RESET - Interrupt disable 

Note: All Mask flip-flops are automatically reset during 
mode selection and device Reset. 

Operating Modes Mode 0 Basic Functional Definitions: 

• Two 8-bit ports and two 4-bit ports. 

• Any port can be input or output. 

MODE 0 (Basic input/Output). This functional configura- # 0ut P uts are latched, 
tion provides simple input and output operations for • Inputs are not latched. 

each of the three ports. No “handshaking” is required, • 16 different Input/Output configurations are possible 

data is simply written to or read from a specified port. in this Mode. 



Figure 7. Bit Set/Reset Format 



MODE 0 (Basic Input) 



MODE 0 (Basic Output) 
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MODE 0 Port Definition 


' > 

\ 

B | 

GROUP A 


GROUP B 

D4 

°3 

Dl 

D 0 

PORTA 

PORT C 
(UPPER) 

# 

PORT B 

PORT C 
(LOWER) 

0 

0 

0 

0 

OUTPUT 

OUTPUT 

0 

OUTPUT 

OUTPUT 

0 

0 

0 

1 

OUTPUT 

OUTPUT 

1 

OUTPUT 

INPUT 

0 

0 

1 

0 

OUTPUT 

OUTPUT 

2 

INPUT 

OUTPUT 

0 

0 

1 

1 

OUTPUT 

OUTPUT 

3 

INPUT 

INPUT 

0 

1 

0 

0 

OUTPUT 

INPUT 

4 

OUTPUT 

OUTPUT 

0 

1 

0 

1 

OUTPUT 

INPUT 

5 

OUTPUT 

INPUT 

0 

1 

1 

0 

OUTPUT 

INPUT 

6 

INPUT 

OUTPUT 

0 

1 

1 

1 

OUTPUT 

INPUT 

7 

INPUT 

INPUT 

1 

0 

0 

0 

INPUT 

OUTPUT 

8 

OUTPUT 

OUTPUT 


0 

0 

1 

INPUT 

OUTPUT 

9 

OUTPUT 

INPUT 

1 

0 

1 

0 

INPUT 

OUTPUT 

10 

INPUT 

OUTPUT 

1 

0 

1 

1 

INPUT 

OUTPUT 

11 

INPUT 

INPUT 

1 

1 

0 

0 

INPUT 

INPUT 

12 

OUTPUT 

OUTPUT 

1 

1 

0 

1 

INPUT 

INPUT 

13 

OUTPUT 

INPUT 

1 

1 

1 

0 

INPUT 

INPUT 

14 

INPUT 

OUTPUT 


1 

1 

1 

INPUT 

INPUT 

15 

INPUT 

INPUT 


MODE 0 Configurations 


CONTROL WORD #0 



CONTROL WORD #1 

, D 7 D 6 D 5 D 4 P 3 P 2 D 1 P 0 

|l |o| olololol oil 


PAy-PAo 

PC 7 -PC 4 

pc 3 -pc 0 

pb 7 -pb 0 


control WORD #2 

D 7 P 6 D s D 4 P 3 p 2 P 1 D 0 

|i|o[o|o|o|o|i I 0 



PA r PAo 

PC 7 -PC 4 

PC 3 -PC 0 

pb 7 -pb 0 


'control WORD #3 

Dy P« °B P 4 °3 P 2 Pi Pp 
|i|o|o|o|o|o|i|i 



PA 7 -PAo 

pc 7 -pc 4 

pc 3 -pc 0 

pb 7 -pb 0 



pa 7 -pa 0 

pc 7 -pc 4 

pc 3 -pc 0 

PByPBo 
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Operating Modes 


MODE 1 (Strobed Input/Output). This functional con- 
figuration provides a means for transferring I/O data to 
or from a specified port in conjunction with strobes or 
“handshaking” signals. In mode 1, port A and Port B use 
the lines on port C to generate or accept these “hand- 
shaking” signals. 


Mode 1 Basic Functional Definitions: 

• Two Groups (Group A and Group B) 

• Each group contains one 8-bit data port and one 4-bit 
control/data port. 

• The 8-bit data port can be either input or output. 
Both inputs and outputs are latched. 

• The 4-bit port is used for control and status of the 
8-bit data port. 
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Input Control Signal Definition 

STB (Strobe Input). A “low” on this input loads data into 
the input latch. 

IBF (Input Buffer Full F/F) 

A "high" on this output indicates that the data has been 
loaded into the input latch; in essence, an acknowledgement 
IBF is set by STB input being low and is reset by the rising 
edge of the RD input. 

INTR (Interrupt Request) 

A "high" on this output can be used to interrupt the CPU 
when an input device is requesting service. INTR is set by 
the STB is a "one", IBF is a "one^' and INTE is a "one". 
It is reset by the falling edge of RD. This procedure allows 
an input device to request service from the CPU by simply 
strobing its data into the port. 

INTE A 

Controlled by bit set/reset of PC 4 . 

INTE B 

Controlled by bit set/reset of PC 2. 


MODE 1 (PORT A) 


CONTROL WORD 
°7 D 6 °5 °4 D 3 D 2 D 1 D 0 

1 

>a 7 -pa 0 

0=1 

1 M °l 1 1 1 hMXlX) 

PC 6.7 

L*. 1 = INPUT 
0 = OUTPUT 

RD M3 

1 T 1 

pc 4 

p C 5 

PC 3 

PC 6 .7 

“* stb a 

ibf a 

intr a 

2 

-■-/ ♦ I/O 


MODE 1 (PORT B) 


CONTROL WORD 
°7 °6 °5 °4 °3 °2 D 1 D 0 

1 1 

pb 7 -pb 0 


1 ^ IXI>aXlXI ’ 1 ’ Ixl 

RD M3 

1 

PC 2 

PC, 

PC 0 

► ibf b 

► INTRg 


Figure 8. MODE 1 Input 
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Output Control Signal Definition 


OBF (Output Buffer Full F/F). The OBF output will go 
“low” to indicate th at the CPU has written data out to the 
specified port. The OBF F/F will be set by the rising edge 
1 of the WR input and reset by ACK input being low. 

ACK (Acknowledge Input). A “low” on this input informs 
the 8255A that the data from port A or port B has been 
accepted. In essence, a response from the peripheral 
device indicating that it has recieved the data output by 
the CPU. 

INTR (Interrupt Request). A “high” on this output can be 
used to interrupt the CPU when an output device has 
acce pted data t ransm itted by the CPU. INTR is set when 
ACK is a “one”, OBF is a “one”, and INTE is a “one” It is 
reset by the falling edge of WR 


INTR (Interrupt Request). A “high” on this output can be 
used to interrupt the CPU when an output device has 
acce pted data t ransm itted by the CPU. INTR is set when 
ACK is a “one”, OBF is a “one”, and INTE is a “one”. It is 
reset by the falling edge of WR. 

INTEA 

Controlled by bit set/reset of PC 6 . 

INTE B 

Controlled by bit set/reset of PC 2 . 


MODE 1 (PORT A) 



* 5BF b 

- ACKb 
► INTRu 


Figure 10. MODE 1 Output 
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Combinations of MODE 1 

Port A and Port B can be individually defined as input or 
output in Mode 1 to support a wide variety of strobed I/O 
applications. 




Figure 12. Combinations of MODE 1 


Operating Modes 

MODE 2 (Strobed Bidirectional Bus I/O). This functional 
configuration provides a means for communicating wjith 
a peripheral device or structure on a single 8-bit bus for 
both transmitting and receiving data (bidirectional bus 
I/O). “Handshaking” signals are provided to maintain 
proper bus flow discipline in a similar manner to MODE 
1. Interrupt generation and enable/disable functions are 
also available. 

MODE 2 Basic Functional Definitions: 

• Used in Group A only . 

• One 8-bit, bi-directional bus Port (Port A) and a 5-bit 
control Port (Port C). 

• Both inputs and outputs are latched. 

• The 5-bit control port (Port C) is usted for control 
and status for the 8-bit, bi-directional bus port (Port 
A). 

Bidirectional Bus I/O Control Signal Definition 

1NTR (interrupt Request). A high on this output can be 
used to interrupt the CPU for both input or output opera- 
tions. 


Output Operations 

OBF (Output Buffer Full). The OBF output will go “low” to 
indicate that the CPU has written data out to port A 


ACK (Acknowledge). A “low” on this input enables the 
tri-state output buffer of port A to send out the data. 
Otherwise, the output buffer will be in the high im- 
pedance state. 

INTE 1 (The INTE Flip-Flop Associated with OBF). Con- 
trolled by bit set/reset of PC 6 . 

Input Operations 

STB (Strobe Input). A “low” on this input loads data into 
the input latch. 

IBF (Input Buffer Full F/F). A “high” on this output in- 
dicates that data has been loaded into the input latch. 


INTE 2 (The INTE Flip-Flop Associated with IBF). Con- 
trolled by bit set/reset of PC 4 . 
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Figure 16. MODE V* Combinations 
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Mode Definition Summary 



MODE 0 1 


IN 

OUT 

PA 0 

IN 

OUT 

,PA! 

IN 

OUT 

pa 2 

IN 

OUT 

pa 3 

IN 

OUT 

PA 4 

IN 

OUT 

pa 5 

IN 

OUT 

pa 6 

IN 

OUT 

pa 7 

IN 

OUT 

PBq 

IN 

OUT 

PBi 

IN 

OUT 

pb 2 

IN , 

OUT 

pb 3 

IN 

OUT 

pb 4 

IN 

OUT 

pb 5 

IN 

OUT 

pb 6 

IN 

OUT 

pb 7 

IN 

OUT 

PCo 

IN 

OUT 

PCi 

IN 

OUT 

PC 2 

IN 

OUT 

PC 3 

IN 1 

OUT 

PC 4 

IN 

OUT 

PCs 

IN 

OUT 

PCe 

IN 

OUT 

PC 7 

IN 

OUT 


MODE 1 

IN 

OUT 

IN 

OUT 

IN 

OUT 

IN 

OUT 

IN , 

OUT 

IN 

OUT 

IN 

OUT 

IN 

OUT 

IN 

OUT 

IN 

OUT 

IN 

OUT 

IN 

OUT 

IN 

OUT 

IN 

OUT 

IN 

OUT 

IN 

OUT 

IN 

OUT 

intr b 

intr b 

ibf b 

obf b 

stb b 

ack b 

intr a 

INTRa 

stb a 

I/O 

ibf a 

I/O 

I/O 

aoca 

I/O 

OBFa 


MOPE 2 

GROUP A ONLY 



► 

► 


I/O 

I/O 

I/O 

intr a 

STBa 

ibf a 

ack a 

OBFa 


MODE 0 
- OR MODE 1 
ONLY 


Special Mode Combination Considerations 

There are several combinations of modes when not all of the 
bits in Port C are used for control or status. The remaining 
bits can be used as follows: 

If Programmed as Inputs — 

All input lines can be accessed during a normal Port C 
read. 

If Programmed as Outputs - 

Bits in C upper (PC7-PC4) must be individually accessed 
using the bit set/reset function. 

Bits in C lower (PC 3 -PC 0 ) can be accessed using the bit 
set/reset function or accessed as a threesome by writing 
into Port C. 

Source Current Capability on Port B and Port C 

Any set of eight output buffers, selected randomly from 
Ports B and C can source 1mA at 1.5 volts. This feature 
allows the 8255 to directly drive Darlington type drivers 
and high-voltage displays that require such source current. 

Reading Port C Status 

In Mode 0, Port C transfers data to or from the peripheral 
device. When the 8255 is programmed to function in Modes 
1 or 2, Port C generates or accepts “hand-shaking" signals 
with the peripheral device. Reading the contents of Port C 


allows the programmer to test or verify the “status" of each 
peripheral device and change the program flow accordingly. 

There is no special instruction to read the status informa- 
tion from Port C. A normal read operation of Port C is 
executed to perform this function. 



Figure 17. MODE 1 Status Word Format 


°7 

°6 

d 5 

°4 

° 3 

d 2 

D 1 

Do 

obf a 

INTE 1 

ibf a 

inte 2 

intr a 


X 

X 


GROUP A GROUP B 

(DEFINED BY MODE 0 OR MODE 1 SELECTION) 


Figure 18. MODE 2 Status Word Format 
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APPLICATIONS OF THE 8255A 

The 8255A is a very powerful tool for interfacing 
peripheral equipment to the microcomputer system. It 
represents the optimum use of available pins and is flex- 
ible enough to interface almost any I/O device without 
the need for additional external logic. 

Each peripheral device in a microcomputer system 
usually has a “service routine” associated with it. The 
routine manages the software interface between the 
device and the CPU. The functional definition of the 
8255A is programmed by the I/O service routine and 
becomes an extension of the system software. By ex- 
amining the I/O devices interface characteristics for 
both data transfer and timing, and matching this infor- 
mation to the examples and tables in the detailed opera- 
tional description, a control word can easily be devel- 
oped to initialize the 8255A to exactly “fit” the applica- 
tion. Figures 19 through 25 present a few examples of 
typical applications of the 8255A. 


PC 3 

PA 0 




- 








PA, 

pa 2 

pa 3 











HIGH-SPEED 

PRINTER 







pa 5 

pa 6 

pa 7 






MODE 1 






(OUTPUT) 











HAMMER 

RELAYS 








PC? 


data ready 





PCs 


. . . 










8255A 



v 




1— 







PB 0 







PB 1 




- 



PB 2 






PB 3 





MODE 1 

PB 4 





(OUTPUT) 1 

PB 5 

pb 6 

PB 











I'D? 












PC 1 


DATA READY 



PC 0 

PC 2 






ZJ 


CONTROL LOGIC AND DRIVERS 


Figure 19. Printer Interface 



Figure 20. Keyboard and Display Interface 



Figure 21. Keyboard and Terminal Address 
Interface 
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Figure 22. Digital to Analog, Analog to Digital 



Figure 23. Basic Floppy Disk Interface 




Figure 25. Machine Tool Controller Interface 
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ABSOLUTE MAXIMUM RATINGS* 


Ambient Temperature Under Bias 0°C to 70°C 

Storage Temperature — 65° C to +150°C 

Voltage on Any Pin 

With Respect to Ground —0.5V to +7V 

Power Dissipation 1 Watt 


* NOTICE : Stresses above those listed under “Absolute 
Maximum Ratings’ ’ may cause permanent damage to the 
device. This is a stress rating only and functional opera- 
tion of the device at these or any other conditions above 
those indicated in the operational sections of this specifi- 
cation is not implied. Exposure to absolute maximum 
rating conditions for extended periods may affect device 
reliability. 


D.C. CHARACTERISTICS 0a = o°c to 70 °c, v cc = +5V ±10%, gnd = ov> * 


Symbol 

Parameter 

Min. 

Max. 

Unit 

Test Conditions 

V| L 

Input Low Voltage 

-0.5 

0.8 

V 


V| H 

Input High Voltage 

2.0 

V CC 

V 


V 0L (DB) 

Output Low Voltage (Data Bus) 


0.45* 

V 

Iol = 2.5mA 

Vol(PER) 

Output Low Voltage (Peripheral Port) 


0.45* 

V 

Iol = 1 .7mA 

Voh(DB) 

Output High Voltage (Data Bus) 

2.4 


V 

Ioh = -400m A 

Voh(peR) 

Output High Voltage (Peripheral Port) 

2.4 


V 

l 0 H = -200m A 

•dar 111 

Darlington Drive Current 

-1.0 

-4.0 

mA 

Rext = 75012; V EXT = 1.5V 

•cc 

Power Supply Current 


120 

mA 


l|L 

Input Load Current 


±10 

MA 

V||\l = Vcc to 0V 

^OFL 

Output Float Leakage 


±10 

ma 

VqUT = Vcc t0 -45V 


NOTE: 

1 . Available on any 8 pins from Port B and C. 


CAPACITANCE (T a = 25°C, V cc = GND = 0V) 


Symbol ■ 

Parameter 

Min. 

Typ. 

Max. 

Unit 

Test Conditions 

C IN 

Input Capacitance 



10 

pF 

fc= 1MHz 

C l/0 

I/O Capacitance 



20 

pF 

Unmeasured pins returned to G ND 


A.C. CHARACTERISTICS 0a = o°c to 70 °c, v cc = +5V ±io%. gnd = ov) * 


Bus Parameters 
READ 


Symbol 

Parameter 

8255A 

8255A-5 

Unit 

Min. 

Max. 

Min. 

Max. 

*AR 

Address Stable Before R EAD 

0 


0 


ns 

*RA 

Address Stable After READ 

0 


0 


ns 

*RR 

READ Pulse Width 

300 


300 


ns 

tRD 

Data Valid From READf 1 ! 


250 


200 

ns 

tDF 

Data F loat After R EAD 

mm 

150 

10 


ns 

tRV 

Time Between READs and/or WR ITEs 

mm i 




ns 
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A.C. CHARACTERISTICS (Continued) 

WRITE 


Symbol 

Parameter 

8255A 

8255A-5 

Unit 

Min. 

Max. 

Min. 

Max. 

*AW 

Address Stable Before WR ITE 

0 


0 


ns 

tWA 

Address Stable After WR ITE 

20 


20 


ns 

t W w 

WRITE Pulse Width 

400 


300 


ns 

tDW 

Data Valid to WRITE (T.E.) 

100 


100 


ns 

*WD 

Data Valid After WR ITE 

30 


30 


ns 


OTHER TIMINGS 


Symbol 

Parameter 

8255A 

8255A-5 

Unit 

Min. 

Max. 

Min. 

Max. 

*WB 

WR = 1 to Output^! 


350 


350 

ns 

t|R 

Peripheral Data Before RD 

0 


0 


ns 

tHR 

Peripheral Data After RD 

0 


0 


ns 

*AK 

ACK Pulse Width 

300 


300 


ns 

fST 

STB Pulse Width 

500 


500 


ns 

tps 

Per. Data Before T.E. of STB 

0 


0 


ns 

tPH 


180 




ns 

tAD 

ACK = 0 to Output^ 1 1 




WEM 

ns 

*KD 

ACK = 1 to Output Float 

20 




ns 

, tWOB 

WR = 1 to OBF = 0l 1 1 


650 



ns f 

fAOB 

ACK = 0 to OBF = 1M1 





ns 

tSIB 

STB = 0 to IBF = 1 HI 


300 



ns 

tRIB 

RD = 1 to IBF = 0ni 


300 


| ■ 

ns 

fRIT 

RD = 0 to INTR = Ol'l 


400 



ns 

tSIT 

STB = 1 to INTR = ll’l 


300 



ns 

tAIT 

ACK = 1 to INTR = it 1 ! 


350 


350 

ns 

%IT 

WR = Oto INTR = Ot 1 ' 3 ! 


450 


450 

ns 


NOTES: 

1. Test Conditions: Cl = 150 pF. 

2. Period of Reset pulse must be at least 50fi$ during or after power on. Subsequent Reset pulse can be 500 ns min. 

3. INTRf may occur as early as WRi. 

* For Extended Temperature EXPRESS, use M8255A electrical parameters. 


A.C. TESTING INPUT, OUTPUT WAVEFORM 



A.C. TESTING LOAD CIRCUIT 


-j — wv — — O V EXT * 

-p Cl = ISO pF 


*V ext IS set at various voltages during testing to guarantee the 

SPECIFICATION C L INCLUDES JIG CAPACITANCE ; 


DEVICE 

UNDER 

TEST 
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WAVEFORMS 








inter 


WAVEFORMS (Continued) 


MODE 1 (STROBED INPUT) 



INPUT FROM 
PERIPHERAL 



MODE 1 (STROBED OUTPUT) 



ACK 


OUTPUT 


8255A/8255A-5 
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WAVEFORMS (Continued) 


MODE 2 (BIDIRECTIONAL) 


PERIPHERAL i 

BUS 



Jr— 

/ - 

*PH - 

/ 


RD 

DATA FROM 


/ 

DATA FROM 

~\ ^ 

PERIPHERAL TO 8255 


8255 TO PERIPHERAL 

DATA FROM 
8255 TO 8080 

NOTE: Any sequence where WR occurs before ACK and STB occurs before RD is permissible. 

(INTR = IBF • MASK • STB • RD + OBF • MASK • ACK • WR ) 



READ TIMING 
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82C55A 

CHMOS PROGRAMMABLE PERIPHERAL INTERFACE 


■ Compatible with all Intel and most 
other microprocessors 

■ High Speed, “Zero Wait State” 
Operation with 8 MHz 8086/88 and 
80186/188 

■ 24 Programmable I/O Pins 

■ Bus-hold circuitry on all I/O Ports 
Eliminates Pull-up Resistors 


■ Low Power CHMOS 
— Ice < "10 mA 

■ Completely TTL Compatible 

■ Control Word Read-Back Capability 

■ Direct Bit Set/Reset Capability 

■ 2.5 mA DC Drive Capability on all I/O 
Port Outputs 


The Intel 82C55A is a high-performance, CHMOS version of the industry standard 8255A general purpose 
programmable I/O device which is designed for use with all Intel and most other microprocessors. It provides 
24 I/O pins which may be individually programmed in 2 groups of 12 and used in 3 major modes of operation. 
The 82C55A is pin compatible with the NMOS 8255A and 8255A-5* 

In MODE 0, each group of 12 I/O pins may be programmed in sets of 4 to be inputs or outputs. In MODE 1, 
each group may be programmed to have 8 lines of input or output. 3 of the remaining 4 pins are used for 
handshaking and interrupt control signals. MODE 2 is a bi-directional bus, and 5 lines, borrowing one from the 
other group, for handshaking. 

The 82C55A is fabricated on Intel’s advanced CHMOS III technology which provides low power consumption 
with performance equal to or greater than the equivalent NMOS product. The 82C55A is available in 40-pin 
DIP and 44-pin plastic leaded chip carrier (PLCC) packages. 



231256-1 

Figure 1. 82C55A Block Diagram 



231256-2 

Figure 2. 82C55A Pinout 

Diagrams are for pin reference only. Package 
sizes are not to scale. 


Intel Corporation assumes no responsibility for the use of any circuitry other than circuitry embodied in an Intel product. No other circuit patent 
licenses are implied. Information contained herein supersedes previously published specifications on these devices from Intel. November 1984 
© Intel Corporation, 1984 _ Order Number: 231256-001 
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Table 1. Pin Description 


Symbol 

Pin Number 
Dip PLCC 

Type 

Name and Function 

pa 3 -o 

1-4 

1-4 

I/O 

PORT A, PINS 0-3: Lower nibble of an 8-bit data output latch/ 
buffer and an 8-bit data input latch. 

RD 

5 

5 

1 

READ CONTROL: This input is low during CPU read operations. 

cs 

6 


■ 

CHIP SELECT: A low on this input enables the 82C55A to 
respond to RD and WR signals. RD and WR are ignored 
otherwise. 

GND 

7 

7 


System Ground 

A 1-0 

8-9 

9-10 

1 

ADDRESS: These input signals, in conjunction RD and WR, 
control the selection of one of the three ports or the control word 
registers. 







RD 

WR 

cs 

Input Operation (Read) 





0 

0 

0 

1 

0 

Port A - Data Bus 





0 

1 

0 

1 

0 

Port B - Data Bus 





1 

0 

0 

1 

0 

Port C - Data Bus 





1 

1 

0 

1 

0 

Control Word - Data Bus 










0 

0 

1 


0 

Data Bus - Port A 





0 

1 

1 


0 

Data Bus - Port B 





1 

0 

1 

0 

0 

Data Bus - Port C 





1 

1 

1 

0 

0 

Data Bus - Control 





Disable Function 





X 

mm 

mm 

mm 

1 

Data Bus - 3 - State 





X 

mm 

1 

1 

0 

Data Bus - 3 - State 

PC 7-4 

10-13 

11-14 

I/O 

PORT C, PINS 4-7: Upper nibble of an 8-bit data output latch/ 
buffer and an 8-bit data input buffer (no latch for input). This port 
can be divided into two 4-bit ports under the mode control. Each 
4-bit port contains a 4-bit latch and it can be used for the control 
signal outputs and status signal inputs in conjunction with ports 
A and B. 

PCo-3 

14-17 

15-18 

I/O 

PORT C, PINS 0-3: Lower nibble of Port C. 

PBo-7 

18-25 

19-26 

I/O 

PORT B, PINS 0-7: An 8-bit data output latch/buffer and an 8- 
bit data input buffer. 

Vcc 

26 

27 


SYSTEM POWER: + 5V Power Supply. 


27-34 

30-37 

I/O 

DATA BUS: Bi-directional, tri-state data bus lines, connected to 
system data bus. 


35 

38 

■ 

RESET: A high on this input clears the control register and all 
ports are set to the input mode. 

WR 

36 

40 

■ 

WRITE CONTROL: This input is low during CPU write 
operations. 





PORT A, PINS 4-7: Upper nibble of an 8-bit data output latch/ 
buffer and an 8-bit data input latch. 

NC 


8, 28 
29, 39 


No Connect 
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82C55A FUNCTIONAL DESCRIPTION 

General 

The 82C55A is a programmable peripheral interface 
device designed for use in Intel microcomputer sys- 
tems. Its function is that of a general purpose I/O 
component to interface peripheral equipment to the 
microcomputer system bus. The functional configu- 
ration of the 82C55A is programmed by the system 
software so that normally no external logic is neces- 
sary to interface peripheral devices or structures. 


Data Bus Buffer 

This 3-state bidirectional 8-bit buffer is used to inter- 
face the 82C55A to the system data bus. Data is 
transmitted or received by the buffer upon execution 
of input or output instructions by the CPU. Control 
words and status information are also transferred 
through the data bus buffer. 


Read/Write and Control Logic 

The function of this block is to manage all of the 
internal and external transfers of both Data and 
Control or Status words. It accepts inputs from the 
CPU Address and Control busses and in turn, issues 
commands to both of the Control Groups. 


Group A and Group B Controls 

The functional configuration of each port is pro- 
grammed by the systems software. In essence, the 
CPU “outputs” a control word to the 82C55A. The 
control word contains information such as “mode”, 
“bit set”, “bit reset”, etc., that initializes the func- 
tional configuration of the 82C55A. 


Each of the Control blocks (Group A and Group B) 
accepts “commands” from the Read/Write Control 
Logic, receives “control words” from the internal 
data bus and issues the proper commands to its as- 
sociated ports. 

Control Group A - Port A and Port C upper (C7-C4) 

Control Group B - Port B and Port C lower (C3-C0) 

The control word register can be both written and 
read as shown in the address decode table in the 
pin descriptions. Figure 6 shows the control word 
format for both Read and Write operations. When 
the control word is read, bit D7 will always be a logic 
“1”, as this implies control word mode information. 


Ports A, B, and C 

The 82C55A contains three 8-bit ports (A, B, and C). 
All can be configured in a wide variety of functional 
characteristics by the system software but each has 
its own special features or “personality” to further 
enhance the power and flexibility of the 82C55A. 

Port A. One 8-bit data output latch/buffer and one 
8-bit input latch. Both “pull-up” and “pull-down” bus 
hold devices are present on Port A. 

Port B. One 8-bit data input/output latch/buffer and 
one 8-bit data input buffer. Only “pull-up” bus hold 
devices are present on Port B. 

Port C. One 8-bit data output latch/buffer $nd one 
8-bit data input buffer (no latch for input). This port 
can be divided into two 4-bit ports under the mode 
control. Each 4-bit port contains a 4-bit latch and it 
can be used for the control signal outputs and status 
signal inputs in conjunction with ports A and B. Only 
“pull-up” bus hold devices are present on Port C. 

See Figure 4 for the bus-hold circuit configuration for 
Port A, B, and C. 
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Figure 3. 82C55A Block Diagram Showing Data BusrBuffer and Read/Write Control Logic Functions 
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82C55A OPERATIONAL DESCRIPTION 

Mode Selection 

There are three basic modes of operation that can 
be selected by the system software: 

Mode 0 — Basic input/output 

Mode 1 — Strobed Input/output 

Mode 2 — Bi-directional Bus 

When the reset input goes M high” all ports will be set 
to the input mode with all 24 port lines held at a logic 
“one” level by the internal bus hold devices. After 
the reset is removed the 82C55A can remain in the 
input mode with no additional initialization required. 
This eliminates the need for pullup or pulldown de- 
vices in “all CMOS” designs. During the execution 
of the system program, any of the other modes may 
be selected by using a single output instruction. This 
allows a single 82C55A to service a variety of pe- 
ripheral devices with a simple software maintenance 
routine. 

The modes for Port A and Port B can be separately 
defined, while Port C is divided into two portions as 
required t>y the Port A and Port B definitions. All of 
the output registers, including the status flip-flops, 
will be reset whenever the pnode is changed. Modes 
may be combined so that their functional definition 
can be “tailored” to almost any I/O structure. For 
instance; Group B can be programmed in Mode 0 to 
monitor simple switch closings or display computa- 
tional results, Group A could be programmed in 
Mode 1 to monitor a keyboard or tape reader on an 
interrupt-driven basis. 



Interface 


CONTROL WORD 



231256-6 


Figure 6. Mode Definition Format 

The mode definitions and possible mode combina- 
tions may seem confusing at first but after a cursory 
review of the complete device operation a simple, 
logical I/O approach will surface. The design of the 
82C55A has taken into account things such as effi- 
cient PC board layout, control signal definition vs PC 
layout and complete functional flexibility to support 
almost any peripheral device with no external logic. 
Such design represents the maximum use of the 
available pins. 


Single Bit Set/Reset Feature 

Any of the eight bits of Port C can be Set or Reset 
using a single OUTput instruction. This feature re- 
duces software requirements in Control-based appli- 
cations. 

When Port C is being used as status/control for Port 
A or B, these bits can be set or reset by using the Bit 
Set/Reset operation just as if they were data output 
ports. 
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CONTROL WORD 



231256-7 


Figure 7. Bit Set/Reset Format 


Interrupt Control Functions 

When the 82C55A is programmed to operate in 
mode 1 or mode 2, control signals are provided that 
can be used as interrupt request inputs to the CPU. 
The interrupt request signals, generated from port C, 
can be inhibited or enabled by setting or resetting 
the associated INTE flip-flop, using the bit set/reset 
function of port C. 

This function allows the Programmer to disallow or 
allow a specific I/O device to interrupt the CPU with- 
out affecting any other device in the interrupt struc- 
ture. 

INTE flip-flop definition: 

(BIT-SET)— INTE is SET— Interrupt enable 
(BIT-RESET)— INTE is RESET— Interrupt disable 

Note: 

All Mask flip-flops are automatically reset during 
mode selection and device Reset. 
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Operating Modes 

Mode 0 (Basic Input/Output). This functional con- 
figuration provides simple input and output opera- 
tions for each of the three ports. No “handshaking” 
is required, data is simply written to or read from a 
specified port. 


Mode 0 Basic Functional Definitions: 

• Two 8-bit ports and two 4-bit ports. 

• Any port can be input or output. 

• Outputs are latched. 

• Inputs are not latched. 

• 16 different Input/Output configurations are pos- 
sible in this Mode. 


MODE 0 (BASIC INPUT) 



MODE 0 (BASIC OUTPUT) 
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MODE 0 Port Definition 
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OUTPUT 
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OUTPUT 

OUTPUT 

OUTPUT 

OUTPUT 

OUTPUT 

OUTPUT 

INPUT 

OUTPUT 

INPUT 

OUTPUT 

INPUT 

OUTPUT 

INPUT 

INPUT 

OUTPUT 

INPUT 
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OUTPUT 

\ INPUT 

INPUT 


INPUT 


INPUT 

1 INPUT 

INPUT 


GROUP B 

PORT B 
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(LOWER) 

OUTPUT 

OUTPUT 

OUTPUT 

INPUT 

INPUT 

OUTPUT 

INPUT 

INPUT 

OUTPUT 

OUTPUT 

OUTPUT 

INPUT 

INPUT 

OUTPUT 

INPUT 

INPUT 

esb 

OUTPUT 

| OUTPUT 

INPUT 


OUTPUT 

| INPUT 

INPUT 
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INPUT 
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Operating Modes 

MODE 1 (Strobed Input/Output). This functional 
configuration provides a means for transferring I/O 
data to or from a specified port in conjunction with 
strobes or “handshaking” signals. In mode 1 , Port A 
and Port B use the lines on Port C to generate or 
accept these “handshaking” signals. 


Mode 1 Basic functional Definitions: 

• Two Groups (Group A and Group B). 

• Each group contains one 8-bit data port and one 
4-bit control/data port. 

• The 8-bit data port can be either input or output 
Both inputs and outputs are latched. 

• The 4-bit port is used for control and status of the 
8-bit data port. 
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Input Control Signal Definition 

STB (Strobe Input). A ‘Mow” on this input loads 
data into the input latch. 


IBF (Input Buffer Full F/F) 

A “high” on this output indicates that the data has 
been loaded into the input latc h; in essence, an ac- 
knowledgement. IBF is set by STB i nput being low 
and is reset by the rising edge of the RD input. 


INTR (Interrupt Request) 

A “high” on this output can be used to interrupt the 
CPU when an input device is requesting service. 
INTR is set by the STB is a “one”, IBF is a “one” 
and INTE is a “one”. It is reset by the falling edge of 
RD. This procedure allows an input device to re- 
quest service from the CPU by simply strobing its 
data into the port. 

INTE A 

Controlled by bit set/reset of PC4. 

INTE B 

Controlled by bit set/reset of PC2. 


MODE 1 (PORT A) 




Figure 8. MODE 1 1nput 



Figure 9. MODE 1 (Strobed Input) 
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Output Control Signal Definition 

OBF (Output Buffer Full F/F). The OBF output will 
go “low” to indicate that the CPU has written data 
out to the specified port. The OBF F/F will be s et by 
the rising edge of the WR input and reset by ACK 
Input being low. 

ACK (Acknowledge Input). A “low” on this input 
informs the 82C55A that the data from Port A or Port 
B has been accepted. In essence, a response from 
the peripheral device indicating that it has received 
the data output by the CPU. 

INTR (Interrupt Request). A “high” on this output 
can be used to interrupt the CPU when an output 
device has accep ted d ata transmit ted b y the CPU. 
INTR is set when ACK is a “one”, OBF is a “one” 
and INTE is a “one”. It is reset by the falling edge of 
WR. 

INTEA 

Controlled by bit set/reset of PCs- 

INTE B 

Controlled by bit set/reset of PC 2 . 



MODE 1 I PORT A) 



Figure 10. MODE 1 Output 
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Combinations of MODE 1 

Port A and Port B can be individually defined as input or output in Mode 1 to support a wide variety of strobed 
I/O applications. 





1 





<> 



=0 

RD ►a 


stb a 

WR -o 


► Sbf a 


^5 

► ibf a 


*« 

- ack a 

CONTROL WORD 



CONTROL WORD 



PC, 

INTR 


or 

iAI , w 



* 


re 3 

► iimth a 

| tjo | , | 1 |,/o| 1 | 0 [XI 

PCe.7 

2 

—■ / — I/O 

1 1 1 0 1 1 1 0 [m| 1 1 1 1 x 1 

^4.5 

2 

-■ / » I/O 

I **.7 



I *4.5 



*"*■ 1 - INPUT 
0 - OUTPUT 

pb 7 -pb 0 

=0 

■-*- 1 * INPUT 
0 - OUTPUT 

pb 7 pb 0 


WR 

PC, 

obf b 

RD ►O 

pc 2 

3t§b 


PC 2 

ack b 


PC, 

► ibf b 


PCo 

► intr b 


PC 0 

► intr b 

PORT A - (STROBED INPUT) 

PORT A - (STROBED OUTPUT) 

PORT B - (STROBED OUTPUT) 

PORT B - (STROBED INPUT) 
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Figure 12. Combinations of MODE 1 


Operating Modes 

MODE 2 (Strobed Bidirectional Bus l/0).This 
functional configuration provides a means for com- 
municating with a peripheral device or structure on a 
single 8-bit bus for both transmitting and receiving 
data (bidirectional bus I/O). “Handshaking” signals 
are provided to maintain proper bus flow discipline in 
a similar manner to MODE 1. Interrupt generation 
and enable/disable functions are also available. . 

MODE 2 Basic Functional Definitions: 

• Used in Group A only. 

• One 8-bit, bi-directional bus port (Port A) and a 5- 
bit control port (Port C). 

• Both inputs and outputs are latched. 

• The 5-bit control port (Port C) is used for control 
and status for the 8-bit, bi-directional bus port 
(Port A). 

Bidirectional Bus I/O Control Signal Definition 

INTR (Interrupt Request). A high on this output can 
be used to interrupt the CPU for input or output oper- 
ations. 


Output Operations 

OBF (Output Buffer Full). The OBF output will go 
“low” to indicate that the CPU has written data out 
to port A. 

ACK (Acknowledge). A “low” on this input enables 
the tri-state output buffer of Port A to send out the 
data. Otherwise, the output buffer wilj be in the high 
impedance state. 

INTE 1 (The INTE Flip-Flop Associated with 
OBF). Controlled by bit set/reset of PC^ 


Input Operations 

STB (Strobe Input). A “low” on this input loads 
data into the input latch. 

IBF (Input Buffer Full F/F). A “high” on this output 
indicates that data has been loaded into the input 
latch. 

INTE 2 (The INTE Flip-Flop Associated with IBF). 

Controlled by bit set/reset of PC4. 
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Figure 13. MODE Control Word 



Figure 14. MODE 2 


DATA FROM 
/ CPU TO 82C55A 



Figure 15. MODE 2 (Bidirectional) 

NOTE: 

Any sequence where WR occurs before ACK, and STB occurs before RD is permissible. 
(INTR = IBF • MASK • STB • RD + OBF • MASK • ACK • WR) 
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Figure 16. MODE % Combinations 
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Mode Definition Summary 



MODEO 


IN 

OUT 

PAo 

IN 

OUT 

PAi 

IN 

OUT 

pa 2 

IN 

OUT 

pa 3 

IN 

OUT 

pa 4 

IN 

OUT 

pa 5 

IN 

OUT 

PAe 

IN 

OUT 

pa 7 

IN 

OUT 

PB 0 

IN 

OUT 

PBi 

IN 

OUT 

pb 2 

IN 

OUT 

pb 3 

IN 

OUT 

pb 4 

IN 

OUT 

PBs 

IN 

OUT 

pb 6 

IN 

OUT 

pb 7 

IN 

OUT 

PCo 

IN 

OUT 

PCi 

IN 

OUT 

PC 2 

IN 

OUT 

PC 3 

IN 

OUT 

PC 4 

IN 

OUT 

PCs 

IN 

OUT 

PCe 

IN 

OUT 

PC 7 

IN 

OUT 


MODE 1 

IN 

OUT 

IN 

OUT 

IN 

OUT 

IN 

OUT 

IN 

OUT 

IN 

OUT 

IN 

OUT 

IN 

OUT 

IN 

OUT 

IN 

OUT 

IN 

OUT 

IN 

OUT 

IN 

OUT 

IN 

OUT 

IN 

OUT 

IN 

OUT 

IN 

OUT 

INTR b 

INTR b 

IBF b 

OBF b 

5Tb b 

ACK b 

INTR a 

INTRa 

STB a 

I/O 

ibf a 

I/O 

I/O 

ACK a 

I/O 

obf a 


MODE 2 

GROUP A ONLY 


I/O 

I/O 

I/O 

INTR a 

STBa 

ibf a 

ACKa 

Gbf A 


MODEO 
“ OR MODE 1 
ONLY 


Special Mode Combination Considerations 

There are several combinations of modes possible. 
For any combination, some or all of the Port C lines 
are used for control or status. The remaining bits are 
either inputs or outputs as defined by a “Set Mode” 
command. 

During a read of Port C, t he sta te of all the Port C 
lines, except the ACK and STB li nes, will b e pla ced 
on the data bus. In place of the ACK and STB line 
states, flag status will appear on the data bus in the 
PC2, PC4, and PC6 bit positions as illustrated by 
Figure 18. 

Through a “Write Port C” command, only the Port C 
pins programmed as outputs in a Mode 0 group can 
be written. No other pins can be affected by a “Write 
Port C” command, nor can the interrupt enable flags 
be accessed. To write to any Port C output pro- 
grammed as an output in a Mode 1 group or to 


change an interrupt enable flag, the “Set/ Reset Port 
C Bit” command must be used. 

With a “Set/Reset Port C Bit” command, any Port C 
line progr ammed as an output (including INTR, IBF 
and OBF) can be written, or an interrupt enable flag 
can be either set or rese t. Po rt C l ines programmed 
as inputs, including ACK and STB lines, associated 
with Port C are not affected by a “Set/Reset Port C 
Bit” command. Writi ng to the c orres ponding Port C 
bit positions of the ACK and STB lines with the 
“Set/Reset Port C Bit” command will affect the 
Group A and Group B interrupt enable flags, as illus- 
trated in Figure 18. 


Current Drive Capability 

Any output on Port A, B or C can sink or source 2.5 
mA. This feature allows the 82C55A to directly drive 
Darlington type drivers and high-voltage displays 
that require such sink or source current. 
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Reading Port C Status 

In Mode 0, Port C transfers data to or from the pe- 
ripheral device. When the 82C55A is programmed to 
function in Modes 1 or 2, Port C generates or ac- 
cepts “hand-shaking” signals with the peripheral de- 
vice. Reading the contents of Port C allows the pro- 
grammer to test or verify the “status” of each per 
ripheral device and change the program flow ac- 
cordingly. 

There is no special instruction to read the status in- 
formation from Port C. A normal read operation of 
Port C is executed to perform this function. 


INPUT CONFIGURATION 
D7 D$ D$ D4 D3 D2 Di Dq 


I/O 

I/O 

IBF A 

INTEa 

INTRa 

INTEb 

IBFb 

INTRb 

1 1 

1 1 


GROUP A GROUP B 


OUTPUT CONFIGURATIONS 
D7 D$ D$ D4 D3 D2 Di Dq 


OBFa INTEa 

I/O I/O INTRa 

INTE b 5BFb INTR b 

1 1 



GROUP A GROUP B 


Figure 17a. MODE 1 Status Word Format 


D7 D$ D5 D4 D3 D2 Di Dq 


OBFa INTE-i 

IBF a INTEa INTRa 


1 1 



GROUP A GROUP B 

(Defined By Mode 0 or Mode 1 Selection) 


Figure 17b. MODE 2 Status Word Format 


Interrupt Enable Flag 

Position 

Alternate Port C Pin Signal (Mode) 

INTEB 

■H 

ACKb (Output Mode 1 ) or STBb (Input Mode 1 ) 

INTEA2 


5TB a (Input Mode 1 or Mode 2) 

INTE A1 

■SB 

ACKa (Output Mode 1 or Mode 2 


Figure 18. Interrupt Enable Flags in Modes 1 and 2 
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ABSOLUTE MAXIMUM RATINGS* * Notice: Stresses above those listed under “Abso- 

lute Maximum Ratings ” may cause permanent dam- 
Ambient Temperature Under Bias — 0°C to 4- 70°C age to the device. This is a stress rating only and 


Storage Temperature - 65°Cto + 150°C functional operation of the device at these or any 

Supply Voltage - 0.5 to + 8.0V other conditions above those indicated in the opera- 

Operating Voltage + 4V to + 7V fj ona j sections of this specification is not implied. Ex- 

Voltage on any Input ; .GND-2V to + 6.5V posure to absolute maximum rating conditions for 

Voltage on any Output . .GND-0.5V to V<x + 0 5V extended periods may affect device reliability. 

Power Dissipation 1 Watt 


NOTICE: Specifications contained within the 
following tables are subject to change. 


D.C. CHARACTERISTICS 

T a = 0°C to 70°C, Vcc = +5V ±10%, GND = 0V 


Symbol 

Parameter 

Min 

Max 

Units 

Test Conditions 

V|L 

Input Low Voltage 

-0.5 

0.8 

V 


V| H 

Input High Voltage 

2.0 

Vcc 

V 


V 0 L 

Output Low Voltage 


0.4 

V 

Iol == 2.5 mA 

V OH 

Output High Voltage 

3.0 


■H 

Ioh = ~2.5mA 



V C c “0.4 


mm 

•oh = -100 juA 

IlL 

Input Leakage Current 


±10 

ju,A 

V|n = Vcc to ov 

•OL 

Output Float Leakage Current 


±10 

fjtA 

V|N - Vcc t0 ov 

•dar 

Darlington Drive Current 

-2.0 


mA 

Ports A, B, C 
R©xt — 750 ft 
V ex t — 1 -5V 

•bhl 

Bus Hold Low Leakage Current 

+ 50 

+ 300 

jutA 

V 0 UT = i.ov 
Port A only 

•bhh 

Bus Hold High Leakage Current 

-50 

-300 

ju,A 

Vout = 3.0V 
Ports A, B, C 

•cc 

Vcc Supply Current 


10 

mA 

Outputs Open 
See Note 

IcCSB 

Vcc Supply Current-Standby 


10 

jmA 

V C c = 5.5V 
V|N — Vcc or gnd 
O utputs Open 


Note: 

Average Ice with all outputs open is 100 **A. 
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CAPACITANCE 

T a = 25°C, V C c =GND = OV 


Symbol 

Parameter 

MQ2H 

Max 

Unite 

Test Conditions 

C|N 

Input Capacitance 


10 

PF 

Unmeasured pins 
returned to GND 

C|/o 

I/O Capacitance 


20 

pF 


A.C. CHARACTERISTICS 

Ta = 0° to 70°C, Vcc = + 5V ±10%, GND = 0V 


BUS PARAMETERS 
READ CYCLE 


Symbol 

Parameter 

82C55A 

82C55A-2 

Units 

Test 

Conditions 

Min 

Max 

Min 

Max 

tAR 

Address Stable Before RD i 

0 


0 


ns 


>*RA 

Address Hold Time After RD t 

0 


0 


ns 


*RR 

RD Pulse Width 

150 


150 


ns 


tRD 

Data Delay from RD 4 


120 


120 

ns 


*DF 

RD t to Data Floating 

10 

75 

10 

75 

ns 


tRV 

Recovery Time between RD/WR 

300 


300 


ns 



WRITE CYCLE 


Symbol 

Parameter 

82C55A 

82C55A-2 

Units 

Test 

Conditions 

Min 

^ax 

Min 

Max 

*AW 

Address Stable Before WR 4 

0 


0 


ns 


tWA 

Address Hold Time After WR t 

20 


20 


ns 

Ports A & B 

100 


20 


ns 

PortC 

tww 

WR Pulse Width 

100 


100 


ns 

pjpiiiipl 

*DW 

Data Setup Time Before WR T 

100 


100 


ns 


twD 

Data Hold Time After WR t 

30 


30 

' 

ns 

Ports A & B 

100 


30 


ns 

PortC 
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OTHER TIMINGS 


Symbol 

Parameter 

82C55A 

82C55A-2 

Units 

Test 

Conditions 

Min 

Max 

Min 

Max 

*WB 

WR = 1 to Output 


350 


350 

ns 


t|R 

Peripheral Data Before RD 

0 


0 


ns 


tHR 

Peripheral Data After RD 

0 


0 


ns 


tAK 

A5K Pulse Width 

100 


100 


ns 


tST 

STB Pulse Width 

100 


100 


ns 


tps 

Per. Data Before STB High 

20 


20 


ns 


tpH 

EBBI 

50 


50 


ns 


*AD 

ACK = 0 to Output 


175 


175 

ns 


*KD 

ACK = 1 to Output Float 

20 

250 

20 

250 

ns 


tW0B 

WR = 1 to DBF = O 


Mm 



ns 


l AOB 

ACK = OtoOBF = 1 




150 

ns 


tSIB 

STB = OtolBF = 1 


150 


150 

ns 


tRIB 

RD = 1 to IBF = 0 


150 



ns 


tRIT 

RD = 0 to INTR = 0 


200 


200 

ns 


tsiT 

STB = 1 to INTR = 1 


150 


150 

ns 


*AIT 

ACK = 1 to INTR = 1 


150 


150 

ns 


twiT 

WR = 0 to INTR = 0 


200 


200 

ns 


<RES 

Reset Pulse Width 

500 




ns 

see note 2 


NOTE: ___ 

1 . INTR t may occur as early as WR i . 

2. Pulse width of initial Reset pulse after power on must be at least 50 juSec. Subsequent Reset pulses may be 500 ns 
minimum. 
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WAVEFORMS 



MODE 0 (BASIC OUTPUT) 



w *WW 

^ 7 

U 'dw *• 


«R \ 

m — « * 0 — wj 

O r D 0 

>" 

:< — 

h ‘aw * 


m *WA »l 

* A, -“ X 

^ = k= 



OUTPUT 

. _ > : 


Hub *\ 

231256-23 
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PERIPHERAL 

BUS 


/ 

DATA FROM 
PERIPHERAL TO S2SS 


OATA FROM 
iS TO PERIPHERAL 


Any sequence where WR occurs before ACK AND STB occurs before RD is permissible. 
(INTR = IBF • MASK • STB • RD + OBF • MASK • ASR • WR) 


WRITE TIMING 



READ TIMING 



A.C. TESTING INPUT, OUTPUT WAVEFORM 


A.C. TESTING LOAD CIRCUIT 


A ^> TEST POINTS /c t - 150 pF 

° « ° \ 

231256-29 

A.C. Testing Inputs Are Driven At 2.4V For A Logic 1 And 0.45V 
For A Logic 0 Timing Measurements Are Made At 2.0V For A 
Logic 1 And 0.8 For A Logic 0. 


*Vext Is Set At Various Voltages During Testing To Guarantee 
The Specification. Ct. Includes Jig Capacitance. 
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8256AH 

MULTIFUNCTION MICROPROCESSOR 
SUPPORT CONTROLLER 


■ Programmable Serial Asynchronous 
Communications Interface for 5-, 6-, 7-, 
or 8-Bit Characters, 1, 1%, or 2 Stop 
Bits, and Parity Generation 

■ On-Board Baud Rate Generator 
Programmable for 13 Common Baud 
Rates up to 19.2K Bits/second, or an 
External Baud Clock Maximum of 1M 
Bit/second 

a Five 8-Bit Programmable Timer/ 
Counters; Four Can Be Cascaded to 
Two 16-Bit Timer/Counters 


■ Two 8-Bit Programmable Parallel I/O 
Ports; Port 1 Can Be Programmed for 
Port 2 Handshake Controls and Event 
Counter Inputs 


■ Eight-Level Priority Interrupt Controller 
Programmable for 8085 or iAPX 86, 
iAPX 88 System^ and for Fully Nested 
Interrupt Capability 


■ Programmable System Clock to 1 x , 
2 x, 3 x, or 5x1.024 MHz 


The Intel® 8256AH Multifunction Universal Asynchronous Receiver-Transmitter (MUART) combines five com- 
monly used functions into a single 40-pin device. It is designed to interface to the 8086/88, iAPX 186/188, 
and 8051 to perform serial communications, parallel I/O, timing, event counting, and priority interrupt func- 
tions. All of these functions are fully programmable through nine internal registers. In addition, the five 
timer/counters and two parallel I/O ports can be accessed directly by the microprocessor. 



ADOd 1 
ADI C 2 
AD2C 3 
AD3 C 4 
AD4 C 5 
DB5 C 6 
DB6 C 7 
DB7 C 8 
ALE C 9 
RDC 10 
WR C 

RESET C 12 

esc 

INTA C 
INT C 
EXTINT C 
CLK □ 
RxC C 
RxD C 
GND □ 


__ ~1 8256AH 


□ Vcc 

□ P10 

□ P11 

□ P12 

□ P13 

□ P14 

□ P15 

□ P16 

□ P17 

□ P20 

□ P21 

□ P22 
Z3 P23 

□ P24 

□ P25 

□ P26 

□ P27 

□ TxD 

□ TxC 

□ CTS 


Figure 1. MUART Block Diagram 


Figure 2. MUART Pin Configuration 
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Table 1. Pin Description 


Symbol 

Pin 

EES 

Name and Function 

AD0-AD4 

1-5 

I/O 

ADDRESS/DATA: Three-state address/data lines which interface to the lower 

DB5-DB7 

6-8 


8 bits of the microprocessor’s multiplexed address/data bus. The 5-bit 
address is latched on the falling edge of ALE. In the 8-bit mode, AD0-AD3 
are used to select the proper register, while AD1-AD4 are used in the 16-bit 
mode. AD4 in the 8-bit mode is ignored as an address, while ADO in the 
16-bit mode is used as a second chip select, active low. 

ALE 

9 

1 

ADDRESS LATCH ENABLE: Latches the 5 address lines on AD0-AD4 and CS on the 
falling edge. 

m 

10 

1 

READ CONTROL: When this signal is low, the selected register is gated 
onto the data bus. 

WE 

11 

1 

WRITE CONTROL: When this signal is low, the value on the data bus is 
written into the selected register. 

RESET 

12 

1 

RESET: An active high pulse on this pin forces the chip into its initial state. 
The chip remains in this state until control information is written. 

55 


■ 

CHIP SELECT: A low on this signal enables the MUART. It is latched with 
the address on the falling edge of ALE, and RB and V7R have no effect 
unless €$ was latched low during the ALE cycle. 

(NTS 

14 

1 

INTERRUPT ACKNOWLEDGE: If the MUART has been enabled to respond 
to interrupts, this signal informs the MUART that its interrupt request is being 
acknowledged by the microprocessor. During this acknowledgement the 
MUART puts an RSTn instruction on the data bus for the 8-bit mode or 
a vector for the 16-bit mode. 

y INT 

15 

0 

INTERRUPT REQUEST: A high signals the microprocessor that the MUART 
needs service. 

EXTINT 

16 

■ 

EXTERNAL INTERRUPT: An external device can request interrupt service 
through this input. The input is level sensitive (high), therefore it must be 
held high until en INTA occurs or the interrupt address register is read. 

CLK 

17 

1 

SYSTEM CLOCK: The reference clock for the baud rate generator and the timers. 

RxC 

18 

I/O 

RECEIVE CLOCK: If the baud rate bits in the Command Register 2 are all 0, 
this pin is an input which clocks serial data into the RxD pin on the rising 
edge of RxC. If baud rate bits in Command Register 2 are programmed from 
1-OFH, this pin outputs a square wave whose rising edge indicates when 
the data on RxD is being sampled. This output remains high during start, 
stop, and parity bits. 

RxD 

19 

1 

RECEIVE DATA: Serial data input. 

QND 

20 

PS 

GROUND: Power supply and logic ground reference. 
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Table 1. Pin Description (continued) 


BEflBSSli 

Pin 

Type 

Name and Function 

CTS 

21 

1 

CLEAR TO SEND: This input enables the serial transmitter. If 1, 1.5, or 2 
stop bits are selected CTS is level sensitive. As long as CTS is low, any 
character loaded into the transmitter buffer register will be transmitter serially. 
A single negative going pulse causes the transmission of a single character previously 
loaded into the transmitter buffer register. If a baud rate from 1-OFH is 
selected, CT§ must be low for at least i/32 of a bit, or it will be ignored. If 
the transmitter buffer is empty, this pulse will be ignored. If this pulse 
occurs during the transmission of a character up to the time where V 2 the first 
(or only) stop bit is sent out, it will be ignored. If it occurs afterwards, but 
before the end of the stop bits, the next character will be transmitted 
immediately following the current one. If CTS is still high when the transmitter 
register is sending the last stop bit, the transmitter will enter its idle state 
until the next high-to-low transition on CTS occurs. If 0.75 stop bits is 
chosen, the CTS input is edge sensitive. A negative edge on CT§ results in the 
immediate transmission of the next character. The length of the stop bits is 
determined by the time interval between the beginning of the first stop bit and 
the next negative edge on CTS. A high-to-low transition has no effect if the 
transmitter buffer is empty or if the time interval between the beginning of the 
stop bit and next negative edge is less than 0.75 bits. A high or a low level 
or a low-to-high transition has no effect on the transmitter for the 0.75 stop oit mode. 

TxC 

22 

I/O 

TRANSMIT CLOCK: If the baud rate bits in command register 2 are all set 
to 0, this input clocks data out of the transmitter on the falling edge. If baud 
rate bits are programmed for 1 or 2, this input permits the user to provide a 
32x or 64x clock which is used for the receiver and transmitter. If the baud rate 
bits are programmed for 3-OFH, the internal transmitter clock is output. As an 
output it delivers the transmitter clock at the selected bit rate. If IV 2 or 0.75 
stop bits are selected, the transmitter divider will be asynchronously reset at 
the beginning of each start bit, immediately causing a high-to-low transition 
on TxC. TxC makes a high-to-low transition at the beginning of each serial 
bit, and a low-to-high transition at the center of each bit. 

TxD 

23 

0 

TRANSMIT DATA: Serial data output. 

P27-P20 

24-31 

I/O 

PARALLEL I/O PORT 2: Eight bit general purpose I/O port. Each nibble (4 bits) 
of this port can be either an input or an output. The outputs are latched whereas 
the input signals are not. Also, this port can be used as an 8-bit input or output 
port when using the two-wire handshake. In the handshake mode both inputs 
and outputs are latched. 

PI 7-PI 0 

32-39 

I/O 

PARALLEL I/O PORT 1: Each pin can be programmed as an input or an output 
to perform general purpose I/O. All outputs are latched whereas inputs are 
not. Alternatively these pins can serve as control pins which extend the 
functional spectrum of the chip. 

V CC 

40 

PS 

POWER: +5V power supply. 


t 
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FUNCTIONAL DESCRIPTION 

The 8256AH Multi-Function Universal Asynchronous 
Receiver-Transmitter (MUART) combines five com- 
monly used functions into a single 40-pin device. The 
MUART performs asynchronous serial communica- 
tions, parallel I/O, timing, event counting, and inter- 
rupt control. For detailed application information, see 
Intel Ap Note #153, Designing with the 8256. 

Serial Communications 

The serial communications portion of the MUART 
contains a full-duplex asynchronous receiver- 
transmitter (UART). A programmable baud rate 
generator is included on the MUART to permit a varie- 
ty of operating speeds without external components. 
The UART can be programmed by the CPU for a 
variety of character sizes, parity generation and detec- 
tion, error detection, and start/stop bit handling. Th.e 
receiver checks the start and stop bits in the center 
of the bit, and a break halts the reception of data. The 
transmitter can send breaks and can be controlled 
by an external enable pin. 

Parallel I/O 

The MUART includes 16 bits of general purpose 
parallel I/O. Eight bits (Port 1) can be individually 
changed from input to output or used for special I/O 
functions. The other eight bits (Port 2) can be used 
as nibbles (4 bits) or as bytes. These eight bits also 
include a handshaking capability using two pins on 
Port 1. 

Counter/Timers 

There are five 8-bit counter/timers on the MUART. 
The timers can be programmed to use either a 1 kHz 
or 16 kHz clock generated from the system clock. 
Four of the 8-bit counter/timers can be cascaded to 
two 16-bit counter/timers, and one of the 8-bit 
counter/timers can be reset to its initial value by an 
external signal. 

Interrupts 

An eight-level priority interrupt controller can be con- 
figured for fully nested or normal interrupt priority. 
Seven of the eight interrupts service functions on the 
MUART (counter/timers, UART), and one external in- 
terrupt is provided which can be used for a particular 
function or for chaining interrupt controllers or more 
MU ARTs. The MUART will support 8085 and 8086/88 
systems with direct interrupt vectoring, or the MUART 
can be polled to determine the cause of the interrupt. 
If additional interrupt control capability is needed, the 
MU ART’s interrupt controller can be cascaded into 


another MUART, into an Intel 8259A Programmable 
Interrupt Controller, or into the interrupt controller of 
the iAPX 186/188 High-Integration Microprocessor. 

INITIALIZATION 

In general the MUART’s functions are independent 
of each other and only the registers and bits 
associated with a particular function need td be in- 
itialized, not the entire chip. The command sequence 
is arbitrary since every register is directly addressable; 
however, Command Byte 1 must be loaded first. To 
put the device into a fully operational condition, it is 
necessary to write the following commands: 

Command byte 1 
Command byte 2 
Command byte 3 
Mode byte 
Port 1 control 
Set Interrupts 

The modification register may be loaded if required 
for special applications; normally this operation is not 
necessary. The MUART should be reset before in- 
itialization. (Either a hardware or a software reset will 
do.) 


INTERFACING 

This section describes the hardware interface bet- * 
ween the 8256 MUART and the 80186 
microprocessor. Figure 3 displays the block diagram 
for this interface. The MUART can be interfaced to 
many other microprocessors using these basic 
principles. 

In all cases the 8256 will be connected directly to the 
CPU’s multiplexed address/data bus. If latches or 
data bus buffers are used in a system, the MUART 
should be on the microprocessor side of the ad- 
dress/data bus. The MUART latches the address in- 
ternally on the falling edge of ALE. The address con- 
sists of Chip Select (QS) and four address lines. For 
8-bit microprocessors, AD0-AD3 are the address lines. 
For 16-bit microprocessors, AD1-AD4 are the address 
lines; ADO is used as a second chip select which is 
active low. Since chip select is internally latched along 
with the address, it does not have to remain active 
during the entire instruction cycle. As long as the chip 
select setup and hold times are met, it can be deriv- 
ed from multiplexed address/data lines or multiplex- 
ed address/status lines. When the 8256 is in the 16-bit 
mode, AO serves as a second chip select. As a result 
the MUART’s internal registers will all have even ad- 
dresses since AO must be zero to select the device. 
Normally the MUART will be placed on the lower data 
byte. If the MUART is placed on the upper data byte. 
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Figure 3. 80186/8256 Interface 


the internal registers will be 512 address locations 
apart and the chip would occupy an 8 K word address 
space. 

DESCRIPTION OF THE REGISTERS 

The following section will provide a description of the 
registers and define the bits within the registers where 
appropriate. Table 2 lists the registers and their 
addresses. 


Command Register 1 


8086 — 8086 Mode Enable 

This bit selects between 8085 mode and 8086/8088 
mode. In 8085 mode (8086 = 0), AO to A3 are used 
to address the internal registers, and an RST n inst ruc- 
tion is generated in response to the first INTA. In 
In 8086 mode (8086~ = 1), A1 to A4 are used to ad- 
dress the internal registers, and AO is used as an ex- 
tra chip select (A O mu st equal zero to be enabled). 
The res pons e to INTA is for 8086 interrupts where 
the first INTA is ignored, and an interrupt vector (40H 
to 47H is pla ced on the bus in response to the 
second INTA. 


LI LO SI SO BRKI BITI 8086 FRQ 


(OR) 


(OW) 


FRQ — Timer Frequency Select 

This bit selects between two frequencies for the five 
timers. If FRQ = 0, the timer input frequency is 16 
kHz (62.5jits). If FRQ = 1 , the timer input frequency 
is 1 KHz (1 ms). The selected clock frequency is 
shared by all the counter/timers enabled for timing; 
thus, all timers must run with the same time base. 


BITI — Interrupt on Bit Change 

This bit selects between one of two interrupt sources 
on Priority Level 1 , either Counter/Timer 2 or Port 1 
PI 7 interrupt. When this bit equals 0, Counter/Timer 
2 will be mapped into Priority Level 1 . If BITI equals 

0 and Level 1 interrupt is enabled, a transition from 

1 to 0 in Counter/Timer 2 will generate an interrupt 
request on Level 1 . When BITI equals 1 , Port 1 PI 7 
external edge triggered interrupt source is mapped 
into Priority Level 1. In this case if Level 1 is en- 
abled, a low-to-high transition on PI 7 generates an 
interrupt request on Level 1. 
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Read Registers 

Table 2. MUART Registers 

8085 Mode: AD3 AD2 ADI ADO 

8086 Mode: AD4 AD3 AD2 ADI 

Write Registers 



1 L1 1 

L0 1 


SO 

BRKlj 

BITI | 

8086 

FRQ 

0 

0 

0 

0 

LI 

LO 

si 1 

SO 

BRKlj 

BITI 

8086 1 

FRQ 




Command 1 











Command 1 




1 PEN I 

EP l 

C1 1 

CO 

B3 

B2 

81 1 

BO | 

0 

0 

0 

1 

PEN 

EP| 

_£ll 

CO 

B3 

B2> | 

_Ell 

Bo] 




Command 2 











Command 2 




1 0 1 

Rxe| 

IAE | 

NIE 


SBRK 

tbRk 

I'D 

0 

0 

1 

0 

SET 

RxE | 

IAE 1 

NIE 

END 

SBRK 

tbrk| 

RST 




Command 3 











Command 3 




T35 

T24 | 

T5C | 

CT3 

CT2 

P2C2 

P2C1 

P2Co| 

0 

0 

1 

1 

T35 

T24 | 

T5C | 

CT3 

CT2 

P2C2 

P2C1 1 

P2C0 




Mode 











Mode 





P16 | 

P15 | 

P14 | 

PI 3 

L 2 J 

P11 | 

P10 | 

0 

1 

0 

0 

P17 

P16 | 

P15 

P14 

P13 

P12 | 

P11 | 

P10 | 



Port 1 Control v 









Port 1 Control 



1 L7 1 

L6 1 

L5 | 

U 1 


|_L2| 

L1 1 

[To] 

0 

1 

0 

1 

L7 

L6 1 

L5 


JEU 

JLJ 

LI 

J£] 



Interrupt Enable 









Set Interrupts 



1 07 1 

06 1 

05 

04 1 

03 

02 l 

01 1 

C“1 

o 

1 

1 

0 

L7 

L6 1 

LiLl 

|L4j 

Ll3| 

|L2j 

LllJ 

fir) 



Interrupt Address 









Reset Interrupts 



1 07 1 

D6 

05 1 

1 04 1 

03 

l 02 l 

01 

DO 

0 

1 

1 

1 

D7 

D6 | 

05 1 

04 l 

03 

D2 

EeD 

DO 



Receiver Buffer 









Transmitter Buffer 



1 07 

1 06 

1 05 1 

04 

1 03 

D2 

1 01 

1 00 1 

1 1 

0 

0 

0 

D7 

D6 | 

05 

04 

03 

1 02 1 

01 

DO 




Port 1 











Portl 




["5T 

D6 

1 05 

1 04 

D3 

D2 

D1 

1 00 

1 1 

0 

0 

1 

1 07 

1 06 

D5 

04 

03 

1 02 

| D1 

| DO 




Port 2 











Port 2 




[W 

| D6 

D5 

D4 

D3 

D2 

]“5T 

| DO 

1 1 

0 

1 

0 

Cel 

| D6 

| D5 

D4 

D3 

| D2 

[dT 

| DO 




Timer 1 











Timer 1 




[ m 

D6 

D5 

| D4 

D3 

D2 

1 01 

| DO 

] 1 

0 

1 

1 

Cel 

| D6 

|“5T 

D4 

D3 

| D2 

Cel 

| DO 




Timer 2 











Timer 2 




Cel 

| D6 

| D5 

| D4 

D3 

D2 

1 D1 

I D0 

1 1 

1 

0 

0 

C 87 " 

| D6 

| D5 

| D4 

D3 

D2 

Cel 

| DO 




Timer 3 











Timer 3 




Cel 

| D6 

| D5 

| D4 

D3 

D2 

1 01 

| DO 

] 1 

1 

0 

1 

Cel 

| D6 

| D5 

D4 

D3 

D2 

Cel 

| DO 




Timer 4 











Timer 4 




Cel 

| D6 

]~dT 

D4 

D3 

D2 

1 01 

| DO 

] 1 

1 

1 

0 

Cel 

| D6 

| D5 

| D4 

D3 

D2 

Lel 

| DO 




Timer 5 











Timer 5 




| INT 

RBF 

TBE 

TRE 

BD 

PE 

|°E 

l FE 

] 1 

1 

1 

1 

Le_ 

RS4" 

RS3 

RS2 

RSI 

RSO 

TME 

DSC 




Status 











Modification 
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BRKI — Break-In Detect Enable 

If this bit equals 0, Port 1 PI 6 is a general purpose 
I/O port. When BRKI equals 1, the Break-In Detect 
feature is enabled on Port 1 Pi 6. A Break-In condi- 
tion is present on the transmission line when it is 
forced to the start bit voltage level by the receiving 
station. Port 1 PI 6 must be connected externally to 
the transmission line in order to detect a Break-In. 
A Break-In is polled by the MUART during the 
transmission of the last or only stop bit of a character. 

A Break-In Detect is OR-ed with Break Detect in Bit 
3 of the Status Register. The distinction can be made 
through the interrupt controller. If the transmit and 
receive interrupts are enabled, a Break-In will 
generate an interrupt on Level 5, the transmit inter- 
rupt, while Break will generate an interrupt on Level 
4, the receive interrupt. 


SO, SI — Stop Bit Length 


SI 

so 

Stop Bit Length 

0 

0 

1 

0 

1 

1.5 

1 

0 

z 

1 

1 

0.75 


The relationship of the number of stop bits and the 
function of input CT S is di scussed -in the Pin Descrip- 
tion section under “CTS”. 


L0, LI — Character Length 


LI 

L0 

Character Length 

0 

0 

8 

0 

1 

7 

1 

0 

6 

1 

1 

5 


Command Register 2 


PEN 

EP 

[cT| 

CO 

B3 

B2 

B1 

B0 


(i R) (iw) 


Programming bits 0. . .3 with values from 3H to FH 
enables the internal baud rate generator as a com- 
mon clock source for the transmitter and receiver and 
determines its divider ratio. 

Programming bits 0. . .3 with values of 1H or 2H 
enables input TxC as a common clock source for the 
transmitter and receiver. The external clock must pro- 


vide a frequency of either 32x or 64x the baud rate. 
The data transmission rates range from 0. . .32 
Kbaud. 

If bits 0. . .3 are set to 0, separate clocks must be 
input to pin RxC for the receiver and pin TxC for the 
transmitter. Thus, different baud rates can be used 
for transmission and reception. In this case, 
prescalers are disabled and the input serial clock fre- 
quency must match the baud rate. The input serial 
clock frequency can range from 0 to 1.024 MHz. 

B0, B1, B2, B3 — Baud Rate Select 

These four bits select the bit clock’s source, sam- 
pling rate, and serial rate for the internal baud rate 
generator. 


B3 

B2 

B1 

B0 

Baud 

Rate 

Sampling 

Rate 

0 

0 

0 

0 

TxC, RxC 

1 

0 

0 

0 

1 

TxC/64 

64 

0 

0 

1 

0 

TxC/32 

32 

0 

0 

1 

1 

19200 

32 

0 

1 

0 

0 

9600 

64 

0 

1 

0 

1 

4800 

64 

0 

1 

1 

0 

2400 

64 

0 

1 

1 

1 

1200 

64 

1 

0 

0 

0 

600 

64 

1 

0 

0 

1 

300 

64 

1 

0 

1 

0 

200 

64 

1 

0 

1 

1 

150 

64 

1 

1 

0 

0 

110 

64 

1 

1 

0 

1 

100 

64 

1 

1 

1 

0 

75 

64 

1 

1 

1 

1 

50 

64 


The following table gives an overview of the function 
of pins TxC and RxC: 


Bits 3 to 
0 (Hex.) 

TxC 

RxC 

0 

Input: 1 x baud 
rate clock for the 
transmitter 

Input: 1 x baud 
rate clock for the 
receiver 

1 , 2 

Input: 32 x or 64 x 
baud rate for trans- 
mitter and receiver 

/ 

Output: receiver bit 
clock with a low-to- 
high transition at 
data bit sampling 
time. Otherwise: 
high* level 

3 to F 

Output: baud rate 
clock of the 
transmitter 

Output: as above 
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As an output, RxC outputs a low-to-high transition at 
sampling time of every data bit of a character. Thus, 
data can be loaded, e.g., into a shift register exter- 
nally. The transition occurs only if data bits of a 
character are present. It does not occur for start, pari- 
ty, and stop bits (RxC = high). 

As an output, TxC outputs the internal baud rate clock 
of the transmitter. There will be a high-to-low transi- 
tion at every beginning of a bit. 

CO, Cl — System Clock Prescaler 
(Bits 4, 5) 

Bits 4 and 5 define the system clock prescaler divider 
ratio. The internal operating frequency of 1 .024 MHz 
is derived from the system clock. 


Cl 

CO 

Divider Ratio 

Clock at Pin 
CLK 

0 

0 

5 

5.12 MHz 

0 

1 

3 

3.072 MHz 

1 

0 

2 

2.048 MHz 

1 

1 

1 

1 .024 MHz 


EP — Even Parity (Bit 6) 

EP = 0: Odd parity 
EP = 1 : Even parity 

PEN — Parity Enable (Bit 7) 

Bit 7 enables parity generation and checking. 

PEN = 0: No parity bit 
PEN = 1: Enable parity bit 

The parity bit according to Command Register 2 bit 
6 (see above) is inserted between the last data bit of 
a character and the first or only stop bit. The parity 
bit is checked during reception. A false parity bit 
generates an error indication in the Status Register 
and an Interrupt Request on Level 4. 

Command Register 3 


SET 

RxE 

IAE 

NIW 

END 

SBRK 

TBRK 


(2R) (2W) 


Command Register 3 is different from the first two 
registers because it has a bit set/reset capability. 
Writing a byte with Bit 7 high sets any bits which were 
also high. Writing a byte with Bit 7 low resets any bits 
which were high. If any bit 0-6 is low, no change oc- 


curs to that bit. When Command Register 3 is read, 
bits 0, 3, and 7 will always be zero. 

RST — Reset 

If RST is set, the following events occur: 

1 . All bits in the Status Register except bits 4 and 5 
are cleared, and bits 4 and 5 are set. 

2. The Interrupt Enable, Interrupt Request, and In- 
terrupt Service Registers are cleared. Pending re- 
quests and indications for interrupts in service will 
be cancelled. Interrupt signal INT will go low. 

3. The receiver and transmitter are reset. The 
transmitter goes idle (TxD is high), and the receiver 
enters start bit search mode. 

4. If Port 2 is programmed for handshake mode, IBF 
and OBF are reset high. 

RST does not alter ports, data registers or command 
registers, but it halts any operation in progress. RST 
is automatically cleared. 

RST = 0 has not effect. The reset operation triggered 
by Command Register 3 is a subset of the hardware 
reset. 

TBRK — Transmit Break 

The transmission data output TxD will be set low as 
soon as the transmission of the previous character 
has been finis hed. I t stays low until TBRK is cleared. 
The state of CTS is of no significance for this 
operation. As long as break is active, data transfer 
from the Transmitter Buffer to the Transmitter 
Register will be inhibited. As soon as TBRK is reset, 
the break condition will be deactivated and the 
transmitter will be re-enabled. 

SBRK — Single Character Break 

This causes the transmitter data to be set low for one 
character including start bit, data bits, parity bit, and 
stop bits. SBRK is automatically cleared when time 
for the last data bit has passed. It will start after the 
character in progress completes, and will delay the 
next data transfer from the Transmitter Buffer to the 
Transmitter Register until TxD returns to an idle 
(marking) state. If both TBRK and SBRK are set, 
break will be set as long as TBRK is set, but SBRK 
will be cleared after one character time of break. If 
SBRK is set again, it remains set for another 
character. The us6r can send a definite number of 
break characters in this manner by clearing TBRK 
after setting SBRK for thb last character time. 


I 
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END — End of Interrupt 

If fully nested interrupt mode is selected, this bit reset 
the currently served interrupt level in the Interrupt Ser- 
vice Register. This command must occur at the end 
of each interrupt service routine during fully nested 
interrupt mode. END is automatically cleared when 
the Interrupt Service Register (internal) is cleared. 
END is ignored if nested interrupts are not enabled. 

NIE — Nested Interrupt Enable 

When NIE equals 1, the interrupt controller will 
operate in the nested interrupt mode. When NIE 
equals 0, the interrupt controller will operate in the 
normal interrupt mode. Refer to the “Interrupt con- 
troller” section of AP-153 under “Normal Mode” 
and “Nested Mode” for a detailed description of 
these operations. 

IAE — Interrupt Acknowledge Enable 

This bit enables an automatic response to INTA. The 
particular response is determined by the 8086 bit in 
Command Register 1. 

RxE — Receive Enable 

This bit enables the serial receiver and its associated 
status bits in the status register. If this bit is reset, 
the serial receiver will be disabled and the receive 
status bits will not be updated. 

Note that the detection of break characters remains 
enabled while the receiver is disabled; i.e., Status 
Register Bit 3 (BD) will be set while the receiver is 
disabled whenever a break character has been 
recognized at the receive data input RxD. 

SET — Bit Set/Reset 

If this bit is high during a write to Command Register 
3, then any bit marked by a high will set. If this bit 
is low, then any bit marked by a high will be cleared. 


P2C2, P2C1, P2C0 — Port 2 Control 


P2C2 

P2C1 

P2C0 

Mode 

Direction 
Upper Lower 

0 

0 

0 

Nibble 

Input 

Input 


0 

1 

Nibble 

Input 

Output 

0 

1 

0 

Nibble 

Output 

Input 

0 

1 

1 





0 

0 

Byte 

Handshake 



0 

1 

Byte 

Handshake 

Output 


1 

0 

DO NOT USE ! 

1 

1 

1 

Test 

i 


NOTE: 

If Port 2 is operating in handshake mode, Interrupt Level 7 
is not available for Timer 5. Instead it is assigned to Port 2 
handshaking. 

CT2, CT3 — Counter/Timer Mode 

Bit 3 and 4 defines the mode of operation of event 
counter/timers 2 and 3 regardless of its use as a single 
unit or as a cascaded one. 

If CT2 or CT3 are high, then counter/timer 2 or 3 
respectively is configured as an event counter on bit 
2 or 3 respectively of Port 1 (pins 37 or 36). The event 
counter decrements the count by one on each low- 
to-high transition of the external input. If CT2 or CT3 
is low, then the respective counter/timer is configured 
as a timer and the Port 1 pins are used for parallel I/O. 

T5C — Timer 5 Control 

If T5C is set, then Timer 5 can be preset and started 
by an external signal. Writing to the Timer 5 register 
loads the Timer 5 save register and stops the timer. 
A high-to-low transition on bit 5 of Port 1 (pin 34) loads 
the timer with the saved value and starts the timer. 
The next high-to-low transition on pin 34 retriggers 
the timer by reloading it with the initial value and con- 
tinues timing. 


Mode Register 


T35 T24 T5C CT3 CT2 P2C2 P2C1 P2C0 


(3R) 


(3W) 


If test mode is selected, the output from the internal 
baud rate generator is placed on bit 4 of Port 1 (pin 
35). 


To achieve this, it is necessary to program bit 4 of 
Port 1 as an output (Port 1 Control Register Bit PI 4 
= 1), and to program Command Register 2 bits B3 
- BO with a value > 3H. 


Following a hardware reset, the save register is reset 
to 00H and both clock and trigger inputs are dis- 
abled. Transferring an instruction with T5C = 1 
enables the trigger input; the save register can now 
be loaded with an initial value. The first trigger pulse 
causes the initial value to be loaded from the save 
register and enables the counter to count down tp 
zero. 

When the timer reaches zero it issues an interrupt 
request, disables its interrupt level and continues 
counting. A subsequent high-to-low transition on pin 
5 resets Timer 5 to its initial value. For another timer 
interrupt, the Timer 5 interrupt enable bit must be set 
again. 
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T35, T24 — Cascade Timers 

These two bits cascade Timers 3 and 5 or 2 and 4. 
Timers 2 and 3 are the lower bytes, while Timers 4 
and 5 are the upper bytes. If T5C is set, then both 
Timers 3 and 5 can be preset and started by an ex- 
ternal pulse. 

When a high-to-low transition occurs, Timer 5 is preset 
to its saved value, But Timer 3 is always preset to all 
ones. If either CT2 or CT3 is set, then the correspon- 
ding timer pair is a 16-bit event counter. 

A summary of the counter/timer control bits is given 
in Table 3. 

NOTE: 

Interrupt levels assigned to single counters are partly not oc- 
cupied if event counters/timers are cascaded. Level 2 will be 
vacated if event counters/timers 2 and 4 are cascaded. 
Likewise, Level 7 will be vacated if event counters/timers 3 
and 5 are cascaded. 

Single event counters/timers generate an interrupt request 
on the transition from 01H to 00H, while cascaded ones 
generate it on the transition from 0001 H to 0000H. 


Port T Control Register 


P17 P16 P15 P14 P13 I P12 P11 P10 


(4W) 


(4W) 


Each bit in the Port 1 Control Register configures the 
direction of the corresponding pin. If the bit is high 
the pin is an output, and if it low the pin is an inpul 
Every Port 1 pin has another function which is con- 
trolled by other registers. If that special function is 
disabled, the pin functions as a general I/O pin as 
specified by this register. The special functions for 
each pin are described below. 


Port 10, 11 — Handshake Control 


If byte handshake control is enabled for Port 2 by 
the M ode Register, then Port 10 is programmed as 
STB/ACK handshake control input, and Port 1 1 is 
programmed as IBF/OBF handshake control output. 

If byte handshake mode is enabled for output on Port 
2 OBF indicates that a character has been loaded 


Table 3. Event Counters/Timers Mode of Operation 


Event Counter/ 
Timer 

Function 

Programming 
(Mode Word) 

Clock Source 

1 

8-bit timer 


Internal clock 

2 

8-bit timer 

T24=0, CT2=0 

Internal clock 

8-bit event counter 

T24=0, CT2 = 1 

PI 2 pin 37 

2 

8-bit timer 

T35 = 0, CT3=0 

Internal clock 

8-bit event counter 

T35 = 0, CT3=1 

PI 3 pin 36 

4 

8-bit timer 

T24 = 0 

Internal clock 

5 

8-bit timer, 
normal mode 

T35=0, T5C=0 

Internal clock 

8-bit timer, 
retriggerable mode 

T35 = 0, T5C = 1 

Internal clock 

2 and 4 
cascaded 

16-bit timer 

T24=1, CT2 = 0 

Internal clock 

16-bit event counter 

T24 = 1, CT2=1 

PI 2 pin 37 

3 and 5 
cascaded 

16-bit timer, 
normal mode 

T35= 1 , T5C=0, 
CT3=0 

Internal clock 

16-bit event counter, 
normal mode 

T35 = 1, T5C=0, 
CT3 = 1 

PI 3 pin 36 

16-bit timer, 
retriggerable mode 

T35 = 1, T5C = 1, 
CT3 = 0 

Internal clock 

16-bit event counter, 
retriggerable mode 

T35 = 1, T5C = 1, 
CT3 = 1 

PI 3 pin 36 


5-326 


230759-002 











inter 


8256AH 


into the Port 2 output buffer. When an external 
device reads t he da ta, it ack nowledges this opera- 
tion by driving ACK low . OBF is set low by writing to 
Port 2 and is reset by ACK. 

If byte handshake mode is enabled for input on Port 
2, STB is an input. IBF is driven low after STB goes 
low. On the rising edge of STB the data from Port 2 
is latched. 

IBF is reset high when Port 2 is read. 

Port 12, 13 — Counter 2, 3 Input 

If Timer 2 or Timer 3 is programmed as an event 
counter by the Mode Register, then Port 12 or Port 
13 is the counter input for Event Counter 2 or 3, 
respectively. 

Port 14 — Baud Rate Generator Output 
Clock 

If test mode is enabled by the Mode Register and 
Command Register 2 baud rate select is greater than 
2, then Port 14 is an output from the internal baud 
rate generator. 

PI 4 in Port 1 control register must be set to 1 for the 
baud rate generator clock to be output. The baud rate 
generator clock is 64 x the serial bit rate except at 
19.2Kbps when it is 32 x the bit rate. 


Port 15 — Timer 5 Trigger 

If T5C is set in the Mode Register enabling a retrig- 
gerable timer, then Port 15 is the input which starts 
and reloads Timer 5. 

A high-to-low transition on PI 5 (Pin 34) loads the timer 
with the save register and starts the timer. 

L 

Port 16 — Break-In Detect 

If Break-In Detect is enabled by BRKI in Command 
Register 1 , then this input is used to sense a Break- 
In. If Port 1 6 is low while the serial transmitter is sen- 
ding the last stop bit, then a Break-In condition is 
signaled. 

Port 17 — Port Interrupt Source 

If BITI in Command Register 1 is set, then a low-to- 
high transition on Port 17 generates an interrupt re- 
quest on Priority Level 1 . 

Port 17 is edge triggered. 


Interrupt Enable Register 


1 16 

L5 

lyu 

L3 

L2 

LI 

L0 


(5R) (5W= enable, 

(6W= disable) 


Interrupts are enabled by writing to the Set Interrupts 
Register (5W). Interrupts are disabled by writing to 
the Reset Interrupts Register (6W). Each bit set by 
the Set Interrupts Register (5W) will enable that level 
interrupt, and each bit set in the Reset Interrupts 
Register (6W) will disable that level interrupt. The user 
can determine which interrupts are enabled by 
reading the Interrupt enable Register (5R). 


Priority 


Source 

Highest 

L0 

Timer 1 


LI 

Timer 2 or Port Interrupt 


L2 

External Interrupt (EXTINT) 


L3 

Timer 3 or Timers 3 & 5 


L4 

Receiver Interrupt 


L5 

Transmitter Interrupt 


L6 

Timer 4 or Timers 2 & 4 

Lowest 

L7 

Timer 5 or Port 2 Handshaking 


Interrupt Address Register 


0 

0 

Jj 

D4 

D3 

D2 

0 

0 


* i Interrupt Level 

(6R) Indication 


Reading the interrupt address register transfers an 
identifier for the currently requested interrupt level 
on the system data bus. This identifier is the number 
of the interrupt level multiplied by 4. It can be used 
by the CPU as an offset address for interrupt handl- 
ing. Reading the interrupt address register has the 
same effect as a hardware interrupt acknowledge 
INTA; it clears the interrupt request pin (INT) and 
indicates an interrupt acknowledgement to the inter- 
rupt controller. 


Receiver and Transmitter Buffer 


IdtJ 

D6 

D5 

D4 

D3 

D2 

D1 

1 DO | 


(7R) (7W) 


Both the receiver and transmitter in the MUART are 
double buffered. This means that the transmitter and 
receiver have a shift register and a buffer register. 
The buffer registers are directly addressable by 
reading or writing to register seven. After the receiver 
buffer is full, the RBF bit in the status register is set. 
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Reading the receive buffer clears the RBF status bit. 
The transmit buffer should be written to only if the 
TBE bit in the status register is set. Bytes written to 
the transmit buffer are held there until the transmit 
shift register is empty, assuming CTS is low. If the 
transmit buffer and shift register are empty, writing 
to the transmit buffer immediately transfers the byte 
to the transmit shift register. If a serial character 
length is less than 8 bits, the unused most significant 
bits are set to zero when reading the receive buffer, 
and are ignored when writing to the transmit buffer. 

Port 1 


leads to a count of X *256 + 255. Timers count 
down continuously. If the interrupt is enabled, it 
occurs when the counter changes from 1 to 0. 

The timer/counter interrupts are automatically disabl- 
ed when the interrupt request is generated. 

Status Register 


) 


INT 

RBF 

TBE 

TRE 

BD 

PE 

OE 

FE 


< 0 F ,e R > 


[d7 

D6 

D5 

D4 

D3 

D2 

D1 

DO 


(8R) (8W) 


Writing to Port 1 sets the data in the Port 1 output 
latch. Writing to an input pin does not affect the pin, 
but the data is stored and will be output if the direc- 
tion of the pin is changed later. If the pin is used as 
a control signal, the pin will not be affected, but the 
data is stored. Reading Port 1 transfers the data in 
Port 1 onto the data bus. 

Port 2 


ID? 

D6 

D5 

D4 

D3 

D2 

D1 

DO | 


(9R) (9W) 


Writing to Port 2 sets the data in the Port 2 output 
latch. Writing to an input pin does not affect the pin, 
but it does store the data in the latch. Reading Port 
2 puts the input pins onto the bus or the contents of 
the output latch for output pins. 

Timer 1-5 


D7 

D6 

D5 

D4 

D3 

D2 

1 21 1 


(0A 6 -0ER) (°a i6 -0EW) 


Reading Timer N puts the contents of the time r onto 
the data bus. If the counter changes while RD is low, 
the value on the data bus will not change. If two timers 
are cascaded, reading the high-order byte will cause 
the low-order byte to be latched. Reading the low- 
order byte will unlatch them both. Writing to either 
timer or decascading them also clears the latch con- 
dition. Writing to a timer sets the starting value of that 
timer. If two timers are cascaded, writing to the high- 
order byte presets the low-order byte to all ones. 
Loading only the high-order byte with a value of X 


Reading the status register gates its contents onto 
the data bus. It holds the operational status of the 
serial interface as well as the status of the interrupt 
pin INT. The status register can be read at any time. 
The flags are stable and well defined at all instants. 

FE — Framing Error, Transmission 
Mode 

Bit 0 can be used in two modes. Normally, FE in- 
dicates framing error which can be changed to 
transmission mode indication by setting the TME bit 
in the modification register. 

If transmission mode is disabled (in Modification 
Register), then FE indicates a framing error. A fram- 
ing error is detected during the first stop bit. The er- 
ror is reset by reading the Status Register or by a chip 
reset. A framing error does not inhibit the loading of 
the Receiver Buffer. If RxD remains low, the receiver 
will assemble the next character. The false stop bit 
is treated as the next start bit, and no high-to-low tran- 
sition on RxD is required to synchronize the receiver. 

When the TME bit in the Modification Register is set, 
FE is used to indicate that the transmitter was active 
during the reception of a character, thus indicating 
that the character received was transmitted by its own 
transmitter. FE is reset when the transmitter is not 
active during the reception of character. Reading the 
status register will not reset the FE bit in the transmis- 
sion mode. 

OE — Overrun Error 

If the user does not read the character in the Receiver 
Buffer before the next character is received and 
transferred to this register, then the OE bit Is set. The 
OE flag is set during the reception of the first stop 
bit and is cleared when the Status Register is read 
or when a hardware or software reset occurs. The first 
character received in this case will be lost. 
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PE — Parity Error 


TBE — Transmitter Buffer Empty 


This bit indicates that a parity error has occurred dur- 
ing the reception of a character. A parity error is pre- 
sent if value of the parity bit in the received character 
is different from the one expected according to com- 
mand word 2 bits 6 EP. The parity bit is expected and 
checked only if it is enabled by command word 2 bit 
7 PEN. 

A parity error is set during the first stop bit and is reset 
by reading the Status Register or by a chip reset. 

BD — Break/Break-ln 

The BD bit flags whether a break character has been 
received, or a Break-In condition exists on the 
transmission line. Command Register 1 Bit 3 (BRKI) 
enables the Break-In Detect function. 


TBE indicates the Transmitter Buffer is empty and 
is ready to accept a character. TBE is set by a chip 
reset or the transfer of data to the Transmitter 
Register, and is cleared when a character is written 
to the transmitter buffer. When TBE is set, an inter- 
rupt request is generated on Level 5 if enabled. 

RBF — Receiver Buffer Full 

RBF is set when the Receiver Buffer has been load- 
ed with a new character during the sampling of the 
first stop bit. RBF is cleared by reading the receiver 
buffer or by a chip reset. 

INT — Interrupt Pending 


Whenever a break character has been received, 
Status Register Bit 3 will be set and in addition an 
interrupt request on Level 4 is generated. The receiver 
will be idled. It will be started again with the next high- 
to-low transition at pin RxD. 

The break character received will not be loaded into 
the receiver buffer register. 

If Break-In Detection is enabled and a Break-In con- 
dition occurs, Status Register Bit 3 will be set and 
in addition an interrupt request on Level 5 is 
generated. 

The BD status bit will be reset on reading the status 
register or on a hardware or software reset. For 
more information on Break/Break-ln, refer to the 
“Serial Asynchronous Communication” section of 
AP-153 under “Receive Break Detect” and “Break- 
In Detect.” 


The INT bit reflects the state of the INT Pin (Pin 15) 
and i ndicates an interrupt is pending. It is reset by 
INTA or by reading the Interrupt Address Register if 
only one interrupt is pending and by a chip reset. 

FE, OE, PE, RBF, and Break Detect all generate a 
Level 4 interrupt when the receiver samples the first 
stop bit. TRE, TBE, and Break-In Detect generate a 
Level 5 interrupt. TRE generates an interrupt when 
TBE is set and the Transmitter Register finished 
transmitting. The Break-In Detect interrupt is issued 
at the same time as TBE or TRE. 

Modification Register 


RS4 


RS3 


RS2 


RSI 


RSO 


TME 


DSC 


(OFW) 


TRE — Transmit Register Empty 

When TRE is set the transmit register is empty and 
an interrupt request is generated on Level 5 if en- 
abled. When TRE equals 0 the transmit register is 
in the process of sending data. TRE is set by a chip 
reset and when the last stop bit has left the transmit- 
ter. It is reset when a chara cter is loaded into the 
Transmitter Register. If CTS is low, the Transmitter 
Register wil]_be loaded during the transmission of the 
start bit. If CTS is high at the end of a character, TRE 
will remain high and no charac ter w ill be loaded into 
the Transmitter Register until CTS goes low. If the 
transmitter was inactive before a character is load- 
ed into the Transmitter Buffer, the Transmitter 
Register will be empty temporarily while the buffer 
is full. However, the data in the buffer will be transfer- 
red to the transmitter register immediately and TRE 
will be cleared while TBE is set. 


DSC — Disable Start Bit Check 

DSC disables the receiver’s start bit check. In this 
state the receiver will not be reset if RxD is not low 
at the center of the start bit. 

TME — Transmission Mode Enable 

TME enables transmission mode and disables fram- 
ing error detection. For information on transmission 
mode see the description of the framing error bit in 
the Status Register. 

RSO, RSI, RS2, RS3, RS4 — Receiver 
Sample Time 

The number in RSn alters when the receiver samples 
RxD. The receiver sample time can be modified only 
if the receiver is not clocked by RxC. 


5-329 


230759-002 





8256AH 


inter 


NOTE: 

The modification register cannot be read. Reading from ad- 
dress OFH, 8086: 1EH gates the contents of the status 
register onto the data bus. 

A hardware reset (reset, Pin 12) resets all modifica- 
tion register bits to 0, i.e.: 

• The start bit check is enabled/ 

• Status Register Bit 0 (FE) indicates framing error. 

• The sampling time of the serial receiver is the bit 

center. . , 

A software reset (Command Word 3, RST) does not 
affect the modification register. 

Hardware Reset 

A reset signal on pin RESET (HIGH level) forces the 
device 8256 into a well-defined initial state. This state 
is characterized as follows: 

1 . Command registers 1 , 2 and 3, mode register, Port 
1 control register, and modification register are 
reset. Thus, all bits of the parallel interface are set 
to be inputs and event counters/timers are con- 
figured as independent 8-bit timers. 

2. Status register bits are reset with the exception of 
bits 4 and 5. Bits 4 and 5 are set indicating that 
both transmitter register and transmitter buffer 
register are empty. 

3. The interrupt mask, interrupt request, and inter- 
rupt service register bits are reset and disable all 
requests. As a consequence, interrupt signal INT 
IS INACTIVE (LOW). 

4. The transmit data output is set to the marking state 
(HIGH) and the receiver section is disabled until 
it is enabled by Command Register 3 Bit 6. 

5. The start bit will be checked at sampling time. The 
receiver will return to start bit search mode if in- 
put RxD is not LOW at this time. 

6. Status Register Bit 0 implies framing error. 

7. The receiver samples input RxD at bit center. 


Reset has no effect on the contents of receiver buf- 
fer register, transmitter buffer register, the in- 
termediate latches of parallel ports, and event 
counters/timers, respectively. 


RS4 

RS3 

RS2 

RSI 

RSO 

Point of time between 
start of bit and end of 
bit measured in steps 
of 1/32 bit length 

0 

1 

1 

1 

1 

1 (Start of Bit) 

0 

1 

1 

1 

6 

2 

0 

1 

1 

0 

1 

3 

0 

1 

1 

0 

0 

4 

0 

1 

0 

1 

1 

5 

0 

1 

0 

1 

0 

6 

0 

1 

0 

0 

1 

7 

0 

1 

0 

0 

0 

8 

0 

0 

1 

1 

1 

9 

0 

0 

1 

1 

0 

10 

0 

0 

1 

0 

1 

11 

0 

0 

1 

0 

0 

12 

0 

0 

0 

1 

1 

13 

0 

0 

0 

1 

0 

14 

0 

0 

0 

0 

1 

15 

0 

0 

0 

0 

0 

16 (Bit center) 

1 

1 

1 

1 

1 

17 

1 

1 

1 

1 

0 

18 

1 

1 

1 

0 

1 

19 

1 

1 

1 

0 

0 

20 

1 

1 

0 

1 

1 

21 

1 

1 

0 

1 

0 

22 

1 

1 

0 

0 

1 

23 

1 

1 

0 

0 

0 

24 

1 

0 

1 

1 

1 

. 25 

1 

0 

1 

1 

0 

26 

1 

0 

1 

0 

1 

27 

1 

0 

1 

0 

0 

28 

1 

0 

0 

1 

1 

29 

1 

0 

0 

1 

0 

30 

1 

0 

0 

0 

1 

31 

1 

0 

0 

0 

0 

32 (End of Bit) 
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ABSOLUTE MAXIMUM RATINGS* 


Ambient Temperature Under Bias 0°C to 70° C 
Storage Temperature -65° C to +150°C 

Voltage On Any Pin 

With Respect to ground -0.5V to +7V 

Power Dissication 1 Watt 


*NOTICE: Stresses above those listed under “Ab- 
solute Maximum Ratings" may cause permanent 
damage to the device. This is a stress rating only and 
functional operation of the device at these or any other 
conditions above those indicated in the operational 
sections of this specification is not implied. Exposure 
to absolute maximum rating conditions for extended 
periods may affect device reliability. 


D.C. CHARACTERISTICS (T a = o°c to 70°c, v cc = +5.ov ± io%) 


Symbol 

Parameter 

Min. 

Max. 

Units 

Test Conditions 

VlL 

Input Low Voltage 

-0.5 

0.8 

V 


VlH 

Input High Voltage 

2.0 

Vcc+ 0.5 

V 


VOL 

Output Low Voltage 


0.45 

V 

Iol= 2.5 mA 

VOH 

Output High Voltage 

2.4 


V 

Ioh= -400 uA 

IlL 

Input Leakage 


1 

oo 

mA 

mA 

>o 

II II 
z z 
>> 

Ilo 

Output Leakage 


10 

-10 

mA 

mA 

Vout= Vcc 
Vqut— 0.45V 

Icc 

V cc Supply Current 


160 

mA 



CAPACITANCE (T A = 25°C, V^ GND = 0V) 


Symbol 

Parameter 

Min. 

Max. 

Units 

Test Conditions 

C|N 

Input Capacitance 


10 

pF 

f c — 1 MHz 

C|/0 

I/O Capacitance 


20 

PF 

Unmeasured pins 
returned to Vss 
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A.C. CHARACTERISTICS (T A = 0°C to 70°C, V cc = +5.0V ± 10%, GND = OV) 

BUS PARAMETERS 


Symbol 

Parameter 

8256AH 

Units 

Min. 

Max. 

tLL 

ALE Pulse Width 

50 


ns 

tCSL 

CS to ALE Setup Time 

0 


ns 

tAL 


20 


ns 


Address Hold Time After ALE 

25 [ 


ns 


ALE to RD/WR 

20 


ns 

tcc 

RD, WR, iNTA Pulse Width 

200 


ns 

mmm 

Data Valid from RB (1) 


120 

ns 

tDF 

Data Float After RD (2) 


50 

ns 

tDW 

Data Valid to WR 

■EE— 


ns 

tWD 

Data Valid After WR 

50 


ns 

tCL 


25 


ns 

tLDR 

ALE to Data Valid 


150 

ns 

tRST 

Reset Pulse Width 

300 


ns 

tRV 

Recovery Time Between RD/WR 

500 


ns 


TIMER/COUNTER PARAMETERS 


tCPI 

Counter Input Cycle Time (PI 2, PI 3) 

2.2 


MS 

tCPWH 

Counter Input Pulse Width High 

1.1 


MS 

tCPWL 

Counter Input Pulse Width Low 

1.1 


MS 

tTPI 

Counter Inputt to INTt at Terminal Count 


2.75 

MS 

tTIH 

LOAD Pulse High Time Counter 5 

1.1 


MS 

■EjDHH 

LOAD Pulse Low Time Counter 5 

1.1 


MS 

tPP 

Counter 5 Load Before Next Clock Pulse on PI 3 ' 

1.1 


MS 

tCR 

External Count Clockt to RDI to Ensure Clock is 
Reflected in Count 

2.2 


MS 

tRC 

RDt to External Count Clockt to Ensure Clock 
is not Reflected in Count 

0 


ns 

tew 

External Count Clockt ro WRt to Ensure Count 
Written is Not Decremented 

2.2 


MS 

twe 

WRt to External Count Clock to Ensure Count 
Written is Decremented 

0 


ns 


INTERRUPT PARAMETERS 



EXTINTt to INTt 


200 

ns 


Interrupt request on P17t to INTt 


2tCY 

+500 

ns 

tPl 

Pulse Width of Interrupt Request on PI 7 

tCY + 
100 


ns 

tHEA 

INTAt or RDt to EXTINTJ 

30 


ns 

tHIA 

INTAt or RDt to INT* 


300 

ns 
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A.C. CHARACTERISTICS (continued) 
SERIAL INTERFACE AND CLOCK PARAMETERS 


Symbol 

Parameter 

8256AH 

Units 

Min. 

Max. 

tCY 

Clock Period 

195 

1000 

ns 

tCLKH 

Clock High Pulse Width 

65 


ns 

tCLKL 

Clock Low Pulse Width 

65 


ns 

tR 

Clock Rise Time 


20 

ns 

tF 

Clock Fall Time 


20 

ns 

tSCY 

Serial Clock Period (4) 

975 


ns 

tSPD 

Serial Clock High (4) 

350 


ns 

tSPW 

Serial Clock Low (4) 

350 


ns 

tSTD 

Internal Status Update Delay From Center of 
Stop Bit (5) 


300 

ns 

tDTX 

TxC to TxD Data Valid 


300 

ns 

tIRBF 

INT Delay From Center of First Stop Bit 


2tCY 
+ 500 

ns 

tITBE 

INT Delay From Falling Edge of Transmit Clock at 
end of Start Bit 


2tCY 
+ 500 

ns 

tCTS 

Pulse Width for Single Character Transmission 

(6) 




PARALLEL I/O PORT PARAMETERS 


tWP 

WR t to P1/P2 Data Valid 


0 

ns 

tPR 

P1/P2 Data Stable Before RD l (7) 

300 


ns 

tRP 

P1/P2 Data Hold Time 

50 


ns 

tAK 

ACK Pulse Width 



ns. 

tST 

Strobe Pulse Width 



ns 

tPS 

Data Setup to STB t 

50 


ns 

tPH 

Data Hold After STB t 

50 


ns 

tWOB 

WR t to OBF t 



ns 

tAOB 

ACK J to OBFJ 


■ I 

ns 

tSIB 

STB i to IBF i 1 


■ 

ns 

tRI 

RD t to IBF t 


1 

ns 


STB t to INT t 


2tCY 
+ 500 

ns 


ACK t to INT t . 




tAED 

OBR to ACK l Delay 

0 


ns 


NOTES: 

1 . C L = pF all outputs. 5. The center of the Stop Bit will be the receiver 

2. Measured from logic “one” or “zero” sample time, as programmed by the modification register, 

to 1.5V at C L = 150 pF. 6. 1/1 6th bit length for 32X, 64X; 100 hs for IX. 

3. PI 2, PI 3 are external clock inputs. 7. To ensure t RD spec is met. 

4. Note that RxC may be used as an input only 
in IX mode, otherwise it will be an output. 
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8256AH . ^DVAIMCI 


WAVEFORMS 

A.C. TESTING INPUT, OUTPUT WAVEFORM A.C. TESTING LOAD CIRCUIT 



NOTES: 

A.C. testing: inputs are driven at 2.4V for a logic “1” and NOTES: 

0.45V for a logic “0”. timing measurements are made at 2.0V C = 150 pF 

for a logic “1” and 0.8V for a logic “0”. includes jig capacitance 


SYSTEM CLOCK 
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WAVEFORMS (Continued) 








8256AH 


inM 


COUNT PULSE TIMINGS 



P13 

(COUNTER INPUT) 
P15 

(COUNTER INPUT) 


INT 



TRIGGER PULSE FOR TIMER 5 (CASCADED EVENT COUNTER/TIMER 3 AND 5) 


PI 5 

(TRIGGER INPUT) 


X 




X 
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NOTES: 

1. Load transmitter buffer register. 

2. Transmitter buffer register is empty. 

3. Transmitter register is empty. 

4. Character format for this example: 7 Data Bits with Parity Bit a nd 2 Stop Bits. 

5. Loading of transmitter buffer register must be complete before CTS goes low. 

6. Interrupt due to transmitter buffer register empty. 

7. Interrupt due to transmitter register empty. 


No Status bits are altered when RD is active. 


DATA BIT OUTPUT ON SERIAL INTERFACE 
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CONTINUOUS RECEPTION OF CHARACTERS ON SERIAL INTERFACE WITHOUT ERROR CONDITION 



NOTES: 

1. Character format for this example: 6 data bits with parity bit and one stop bit. 

2. Set or reset bit 6 of command register 3 (enable receiver). 

3. Receiver buffer located. 

4. Read receiver buffer register. 


ERROR CONDITIONS DURING RECEPTION OF CHARACTERS ON THE SERIAL INTERFACE 


CHARACTER CHARACTER CHARACTER CHARACTER CHARACTER 



NOTES: 

1 . Character format for this example: 6 data bits without parity and one stop bit. 

2. Receiver buffer register loaded. 

3. Overrun error. 

4. Framing error. 

5. Interrupt from receiver buffer register loading. 

6. Interrupt from overrun error. 

7. Interrupt from framing error and loading receiver buffer register. 

No status bits are altered when RD is active. 
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8279/8279-5 

PROGRAMMABLE KEYBOARD/DISPLAY INTERFACE 


■ Simultaneous Keyboard Display 
Operations 

■ Scanned Keyboard Mode 

■ Scanned Sensor Mode 

■ Strobed Input Entry Mode 

■ 8-Character Keyboard FIFO 

■ 2-Key Lockout or N-Key Rollover with 
Contact Debounce 

■ Dual 8- or 16-Numerical Display 


■ Single 16-Character Display 

■ Right or Left Entry 16-Byte Display 
RAM 

■ Mode Programmable from CPU 

■ Programmable Scan Timing 

■ Interrupt Output on Key Entry 

■ Available in EXPRESS 

— Standard Temperature Range 
— Extended Temperature Range 


The Intel® 8279 is a general purpose programmable keyboard and display I/O interface device designed for use with 
Intel® microprocessors. The keyboard portion can provide a scanned interface to a 64-contact key matrix. The 
keyboard portion will also interface to an array of sensors or a strobed interface keyboard, such as the hall effect and 
ferrite variety. Key depressions can be 2-key lockout or N-key rollover. Keyboard entries are debounced and strobed.in 
an 8-character FIFO. If more than 8 characters are entered, overrun status is set. Key entries set the interrupt output 
line to the CPU. 

The display portion provides a scanned display interface for LED, incandescent, and other popular display 
technologies. Both numeric and alphanumeric segment displays may be used as well as simple indicators. The 8279 
has 16X8 display RAM which can be organized into dual 16X4. The RAM can be loaded or interrogated by the CPU. Both 
right entry, calculator and left entry typewriter display formats are possible. Both read and write of the display RAM 
can be done with auto-increment of the display RAM address. 


CPU 

INTERFACE 




ji 


IRQ 

RL0 7 

DATA 

BUS 

SHIFT 

RD 


WR 

CNTL/STB 




SL 03 

Ao 

OUT A 0 3 

CLK 

OUT B 0 3 


BD 




i 


> 


Yss 


Figure 1. Logic Symbol 
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40 
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2 

39 

URL, 

clkC 

3 

38 

U«L 0 

IRQ C 

4 

37 

u CNTL/STB 

rl 4 C 

5 

36 

U SHIFT 

RLbC 

6 

35 

Usl 3 

RLe C 

7 

34 

□ sl 2 

R*-7 C 

B 

33 

U SL, 

resetC 

9 

32 

U SLo 

rdC 

10 

31 

U OUT B 0 

WRC 

11 

30 

U OUT B, 

DB 0 C 

12 

29 

U OUT B 2 

DBtC 

13 

28 

UOUT B 3 

ob 2 C 

14 

27 

U OUT A 0 

db 3 C 

15 

26 

□ out A, 

db 4 C 

16 

25 

□ OUT A 2 

db 5 C 

17 

24 

□ out a 3 

db 6 C 

18 

23 

□ 515 

db 7 C 

19 

22 

□ c? 

VssC 

20 

21 

□ Ao 


Figure 2. Pin Configuration 
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HARDWARE DESCRIPTION 

The 8279 is packaged in a 40 pin DIP The following is 
a functional description of each pin 


Table 1. Pin Descriptions 


Symbol 

Pin 

No. 

Name and Function 

DBg-DBy 

19-12 

Bi-directional data bus: All data 
and commands between the CPU 
and the 8279 are transmitted on 
these lines. 

CLK 

3 

Clock: Clock from system used to 
generate internal timing. 

RESET 

9 

Reset: A high signal on this pin re- 
sets the 8279 After being reset the 
8279 is placed in the following 
mode: 

1) 16 8-bit character display 
— left entry. 

2) Encoded scan keyboard — 2 
key lockout. 

Along with this the program clock 
prescaler is set to 31 . 

CS 

22 

Chip Select: A low on this pin en- 
ables the interface functions to 
receive or transmit. 

A 0 

21 

Buffer Address: A high on this 
line indicates the signals in or out 
are interpreted as a command or 
status. A low indicates that they 
are data 

RD, WR 

10-11 

Input/Output Read and Write: 

These signals enable the data 
buffers to either send data to the 
external bus or receive it from the 
external bus 

IRQ 

4 

Interrupt Request: In a key- 
board mode, the interrupt line is 
high when there is data in the 
FIFO/Sensor RAM. The interrupt 
line goes low with each FIFO/ 
Sensor RAM read and returns 
high if there is still information in 
the RAM. In a sensor mode, the 
interrupt line goes high whenever 
a change in a sensor is detected. 

v ss. v cc 

20,40 

Ground and power supply pins. 

SL0-SL3 

32-85 

Scan Lines: Scan lines which are 
used to scan the key switch or 
sensor matrix and the display 
digits These lines can be either 
encoded (1 of 16) or decoded (1 
of 41 

RL0-RL7 

38, 

39, 
1, 2, 
5-8 

Return Line: Return line inputs 
which are connected to the scan 
lines through the keys or sensor 
switches They have active internal 
pullups to keep them high until a 
switch closure pulls one low. They 
also serve as an 8-bit input in the 
Strobed Input mode. 


Symbol 

Eg 

Name and Function 

SHIFT 

36 

Shift: The shift input status is 
stored along with the key position 
on key closure in the Scanned Key- 
board modes. It has an active in- 
ternal pullup to keep it high until a 
switch closure pulls it low 


37 

Control/Strobed Input Mode: For 

keyboard modes this line is used 
as a control input and stored like 
status on a key closure The line 
is also the strobe line that enters 
the data into the FIFO in the 
Strobed Input mode. 



(Rising Edge) It has an active in- 
ternal pullup to keep it high until 
a switch closure pulls it low 

OUT Ao-OUT A 3 
OUT Bq-OUT B 3 

27-24 

31-28 

Outputs: These two ports are the 
outputs for the 16x4 display re- 
fresh registers. The data from 
these outputs is synchronized to 
the scan lines (SL 0 -SL 3 ) for multi- 
plexed digit displays. The two 4 
bit ports may be blanked inde- 
pendently. These two ports may 
also be considered as one 8-bit 
port 

BD 

23 

Blank Display: This output is 
used to blank the display during 
digit switching or by a display 
blanking command. * 


FUNCTIONAL DESCRIPTION 


Since data input and display are an integral part of many 
microprocessor designs, the system designer needs an 
interface that can control these functions without placing 
a large load on the CPU The 8279 provides this function 
for 8-bit microprocessors. 

The 8279 has two sections keyboard and display The 
keyboard section can interface to regular typewriter style 
keyboards or random toggle or thumb switches The 
display section drives alphanumeric displays or a bank of 
indicator lights Thus the CPU is relieved from scanning 
the keyboard or refreshing the display 

The 8279 is designed to directly connect to the 
microprocessor bus. The CPU can program all operating 
modes for the 8279. These modes include: 
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Input Modes 

• Scanned Keyboard — with encoded ( 8 x 8 key 
keyboard) or decoded (4x8 key keyboard) scan lines. 
A key depression generates a 6 -bit encoding of key 
position. Position and shift and control status are 
stored in the FIFO. Keys are automatically debounced 
with 2-key lockout or N-key rollover. 

• Scanned Sensor Matrix — with encoded (8x8 matrix 
switches) or decoded (4x8 matrix switches) scan lines. 
Key status (open or closed) stored in RAM addressable 
by CPU. 

• Strobed Input — Data on return lines during control 
line strobe is transferred to' FIFO. 

Output Modes 

• 8 or 16 character multiplexed displays that can be or- 
ganized as dual 4-bit or single 8 -bit (B 0 = Do, A 3 = D 7 ). 

• Right entry or left entry display formats. 

Other features of the 8279 include: 

• Mode programming from the CPU. 

• Clock Prescaler 

• Interrupt output to signal CPU when there is keyboard 
or sensor data available. 

• An 8 byte FIFO to store keyboard information. 

• 16 byte internal Display RAM tor display refresh. This 
RAM can also be read by the CPU. 


PRINCIPLES OP OPERATION 

The following is a description of the major elements of the 
8279 Programmable Keyboard/Display interface device. 
Refer to the block diagram in Figure 3. 


I/O Control and Data Buffers 

The I/O control section uses the CS, Ao, RD and WR lines 
to control data flow to and from the various internal 
registers and_buffers. All data flow to and from the 8279 is 
enabled by CS. The character of the information, given or 
desired by the CPU, is identified by Ao. A logic one 
means the information is a Commajid or status. A logic 
zero means the information is data. RD and WR determine 
the direction of data flow through the Data Buffers. The 
Data Buffers are bi-directional buffers that connect the 
internal bus_to the external bus. When the chip is not 
selected (CS = 1), the devices are in_a high impedance 
state. The drivers input during WR • CS and output during 
RD»CS. 


Control and Timing Registers and Timing Control 

These registers store the keyboard and display modes and 
other operating conditions programmed by the CPU. The 
modes are programmed by presenting the proper 
command on the data lines with Ao = 1 and then sending 
a WR. The command is latched on the rising edge of WR. 


CLK RESET DBO-7 RD WR CS A 0 IRQ 



Figure 3. Internal Block Diagram 
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The command is then decoded and the appropriate 
function is set. The timing control contains the basic 
timing counter chain. The first counter is a -r N prescaler 
that can be programmed to yield an internal frequency 
of 100 kHz which gives a 5.1 ms keyboard scan time and 
a 10.3 ms debounce time. The other counters divide 
down the basic internal frequency to provide the proper 
key scan, row scan, keyboard matrix scan, and display 
scan times. 

Scan Counter 

The, scan counter has two modes. In the encoded mode, 
the counter provides a binary count that must be 
externally decoded to provide the scan lines for the 
keyboard and display. In the decoded mode, the scan 
counter decodes the least significant 2 bits and provides a 
decoded 1 of 4 scan. Note than when the keyboard is in 
decoded scan, so is the display. This means that only the 
first 4 characters in the Display RAM are displayed. 

In the encoded mode, the scan lines are active high 
outputs. In the decoded mode, the scan lines are active 
low outputs. 

Return Buffers and Keyboard Debounce 
and Control 

The 8 return lines are buffered and latched by the Return 
Buffers. In the keyboard mode, these lines are scanned, 
looking for key closures in that row. If the debounce 
circuit detects a closed switch, it waits about 10 msec to 
check if the switch remains closed. If it does, the address 
of the switch in the matrix plus the status of SHIFT and 
CONTROL are transferred to the FIFO In the scanned 
Sensor Matrix modes, the contents of the return lines is 
directly transferred to the corresponding row of the 
Sensor RAM (FIFO) each key scan time. In Strobed Input 
mode, the contents of the return lines are transferred to 
the FIFO on the rising edge of the CNTL/STB line pulse 

FIFO/Sensor RAM and Status 

j This block is a dual function 8x8 RAM In Keyboard or 
jstrobed Input modes, it is a FIFO Each new entry is 
[written into successive RAM positions and each is then 
read in order of entry FIFO status keeps track of the 
I number of characters in the FIFO and whether it is full or 
i empty. Too many reads or writes will be recognized as an 
[error The status can be read by an RD with CS low and 
lAo high. The status logic also provides an IRQ signal 
when the FIFO is not empty. In Scanned Sensor Matrix 
mode, the memory is a Sensor RAM. Each row of the 
Sensor RAM is loaded with the status of the correspond- 
ing row of sensor in the sensor matrix. In this mode, IRQ is 
high if a change in a sensor is detected. 

Display Address Registers and Display RAM 

The Display Address Registers hold the address of the 
word currently being written or read by the CPU and the 
two 4-bit nibbles being displayed The read/write 
addresses are programmed by CPU command They also 
can be set to auto increment after each read or write. The 
Display RAM can be directly read by the CPU after the 
correct mode and address is set. The addresses for the A 
and B nibbles are automatically updated by the 8279 to 
match data entry by the CPU The A and B nibbles can be 
entered independently or as one word, according to the 
mode that is set by the CPU Data entry to the display can 
be set to either left or right entry. See Interface 
Considerations for details 


SOFTWARE OPERATION 


8279 commands 

The following commands program the 8279 operating 
modes. The commands are sent on the Data Bus with CS 
low and Ao high and are loaded to the 8279 on the rising 
edge of WR - . 


Keyboard/Display Mode Set 

MSB 

Code: 


LSB 


Where DD is the Display Mode and KKK is the Keyboard 
Mode. 

DD 

0 0 8 8-bit character display — Left entry 

0 1 16 8-bit character display — Left entry* 

1 0 8 8-bit character display — Right entry 

1 1 16 8-bit character display — Right entry 

For description of right and left entry, see Interface 
Considerations. Note that when decoded scan is set in 
keyboard mode, the display is reduced to 4 characters 
independent of display mode set. 

KKK 

0 0 0 Encoded Scan Keyboard — 2 Key Lockout* 

0 0 1 Decoded Scan Keyboard — 2-Key Lockout 

0 1 0 Encoded Scan Keyboard — N-Key Rollover 

0 1 1 Decoded Scan Keyboard — N-Key Rollover 

1 0 0 Encoded Scan Sensor Matrix 

1 0 1 Decoded Scan Sensor Matrix 

1 10 Strobed Input, Encoded Display Scan 

111 Strobed Input, Decoded Display Scan 
Program 

Code: 

All timing and multiplexing signals for the 8279 are 
generated by an internal prescaler. This prescaler 
divides the external clock (pin 3) by a programmable 
integer. Bits PPPPP determine the value of this integer 
which ranges from 2 to 31 . Choosing a divisor that yields 
100 kHz will give the specified scan and debounce 
times. For instance, if Pin 3 of the 8279 is being clocked 
by a 2 MHz signal, PPPPP should be set to 10100 to 
divide the clock by 20 to yield the proper 100 kHz operat- 
ing frequency. 


Clock 


0 01P P P P P 


Read FIFO/Sensor RAM 

Code: 


0 

0 

0 

Al 

0 

0 

0 

0 


X= Don’t Care 


The CPU sets up the 8279 for a read of the FIFO/Sensor 
RAM by first writing this command. In the Scan Key- 


* Default after reset. 
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board Mode, the Auto-Increment flag (Al) and the RAM 
address bits (AAA) are irrelevant. The 8279 will automati- 
cally drive the data bus for each subsequent read (A 0 = 0) 
in the same sequence in which the data first entered the 
FIFO. All subsequent reads will be from the FIFO until 
another command is issued. 

In the Sensor Matrix Mode, the RAM address bits AAA 
select one of the 8 rows of the Sensor RAM. If the Al flag 
is set (Al = 1), each successive read will be from the sub- 
sequent row of the sensor RAM. 

Read Display RAM 


0 

□ 

0 

Al 

s 

0 

0 

a 


The CPU sets up the 8279 for a read of the Display RAM 
by first writing this command. The address bits AAAA 
select one of the 16 rows of the Display RAM. If the Al 
flag is set (Al = 1), this row address will be incremented 
after each following read or write to the Display RAM. 
Since the same counter is used for both reading and 
writing, this command sets the next read or write 
address and the sense of the Auto-Increment mode for 
both operations. 


Write Display RAM 


0 

0 

0 

Al 

0 

0 

0 

0 


The CPU sets up the 8279 for a write to the Display RAM 
by first writing this command. After writing the com- 
mand with A 0 = 1, all subsequent writes with A 0 = 0 will 
be to the Display RAM. The addressing and Auto- 
Increment functions are identical to those for the Read 
Display RAM. However, this command does not affect 
the source of subsequent Data Reads; the CPU will read 
from whichever RAM (Display or FIFO/Sensor) which 
was last specified. If, indeed, the Display RAM was last 
specified, the Write Display RAM will, nevertheless, 
change the next Read location. 

Display Write Inhibit/Blanking 


Code: 

E 

0 

0 

0 

IW 

IW 

BL 

B|J 


The IW Bits can be used to mask nibble A and nibble B 
in applications requiring separate 4-bit display ports. By 
setting the IW flag (IW= 1) for one of the ports, the port 
becomes marked so that entries to the Display RAM 
from the CPU do not affect that port. Thus, if each nibble 
is input to a BCD decoder, the CPU may write a digit to 
the Display RAM without affecting the other digit being 
displayed. It is important to note that bit B 0 corresponds 
to bit D 0 on the CPU bus, and that bit A 3 corresponds to 
bit D 7 . 


Clear 


0 

□ 

0 

C D 

C D 

Cd 

Cf 



The C D bits are available in this command to clear all 
rows of the Display RAM to a selectable blanking code 
as follows: 

Cq Cq Cp 

4 

0 X All Zeros (X = Don't Care) 

10 AB = Hex 20 (0010 0000) 

1 1 All Ones 

Enable clear display when =1 (or by Ca = 1) 

During the time the Display RAM is being cleared (~160 ^s), 
it may not be written to. The most significant bit of the 
FIFO status word is set during this ? time. When the Dis- 
play RAM becomes available again, it automatically 
resets. 

If the C F bit is asserted (C F =1), the FIFO status Is 
cleared and the interrupt output line is reset. Also, the 
Sensor RAM pointer is set to row 0. 

C A , the Clear All bit, has the combined effect of C© and 
C F ; it uses the C D clearing code on the Display RAM and 
also clears FIFO status. Furthermore, it resynchronizes 
the internal timing chain. 

End Interrupt/Error Mode Set 


Code: 


□ 

0 

0 

0 

0 

0 

0 

0 


X = Don’t care. 


For the sensor matrix modes this command lowers the 
IRQ line and enables further writing into RAM. (The IRQ 
line would have been raised upon the detection of a 
change in a sensor value. This wouljd have also inhibited 
further writing into the RAM until reset). 

For the N-key rollover mode — if the E bit is programmed 
to “1” the chip will operate in the special Error mode. (For 
further details, see Interface Considerations Section.) 

Status Word 

The status word contains the FIFO status, error, and 
display unavailable sig_nals. This word is read by the CPU 
when Ao is high and CS and RD are low. See Interface 
Considerations for more detail on status word. 

Data Read 

Data is read when Ao, CS and RD are all low. The source 
of the data is specified by the Read FIFO or Read Display 
commands. The trailing edge of RD will causethe address 
of the RAM being read to be incremented if the Auto- 
Increment flag is set. FIFO reads always increment (if no 
error occurs) independent of Al. 


If the user wishes to blank the display, the BL flags are 
available for each nibble. The last Clear command issued 
determines the code to be used as a “blank.” This code 
defaults to all zeros after a reset. Note that both BL 
flags must be set to blank a display formatted with a 
single 8-bit port. 


Data Write 

Data that is written with Ao, CS and WR low is always 
written to the Display RAM. The address is specified by the 
latest Read Display or Write Display command. Auto- 
Incrementing on the rising edge of WR occurs if Al set by 
the latest display command. 
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INTERFACE CONSIDERATIONS 

Scanned Keyboard Mode, 2-Key Lockout 

There are three possible cqmbinations of conditions 
that can occur during debounce scanning. When a key is 
depressed, the debounce logic is set. Other depressed 
keys are looked for during the next two scans. If none 
are encountered, it is a single key depression and the 
key position is entered into the FIFO along with the 
status of CNTL and SHIFT lines. If the FIFO was empty, 
IRQ will be set to signal the CPU that there is an entry in 
the FIFO. If the FIFO was full, the key will not be entered 
and the error flag will be set. If another closed switch is 
encountered, no entry to the FIFO can occur. If all other 
keys are released before this one, then it will be entered 
to the FIFO. If this key is released before any other, it 
will be entirely ignored. A key is entered to the FIFO 
only once per depression, no matter how many keys 
were pressed along with it or in what order they were 
released. If two keys are depressed within the debounce 
cycle, it is a simultaneous depression. Neither key will 
be recognized until one key remains depressed alone. 
The last key will be treated as a single key depression. 

Scanned Keyboard Mode, N-Key Rollover 

With N-key Rollover each key depression is treated 
independently from all others. When a key is depressed, 
the debounce circuit waits 2 keyboard scans and then 
checks to see if the key is still down. If it is, the key is 
entered into the FIFO. Any number of keys can be 
depressed and another can be recognized and entered 
into the FIFO. If a simultaneous depression occurs, the 
keys are recognized and entered according to the order 
the keyboard scan found them. 

Scanned Keyboard — Special Error Modes 

For N-key rollover mode the user can program a special 
error mode. This is done by the “End Interrupt/Error Mode 
Set” command. The debounce cycle and key-validity 
check are as in normal N-key mode If during a single 
debounce cycle , two keys are found depressed, this is 
considered a simultaneous multiple depression, and sets 
an error flag. This flag will prevent any further writing into 
the FIFO and will set interrupt (if not yet set). The error flag 
could be read in this mode by reading the FIFO STATUS 
word. (See “FIFO STATUS” for further details.) The error 
flag is reset by sending the normal CLEAR command with 
Cf = 1. 

Sensor Matrix Mode 

In Sensor Matrix mode, the debounce logic is inhibited 
The status of the sensor switch is inputted directly to the 
Sensor RAM. In this way the Sensor RAM keeps an image 
of the state of the switches in the sensor matrix. Although 
debouncing is not provided, this mode has the advantage 
that the CPU knows how long the sensor was closed and 
when it was released. A keyboard mode can only indicate 
a validated closure. To make the software easier, the 
designer should functionally group the sensors by row 
since this is the format in which the CPU will read them. 
The JRQ line goes high if any sensor value change is 
detected at the end of a sensor matrix scan. The IRQ line is 
cleared by the first data read operation if the Auto- 


Increment flag is set to zero, or by the End Interrupt 
command if the Auto-Increment flag is set to one. 

Note: Multiple changes in the matrix Addressed by (SLo -3 
= 0) may cause multiple interrupts. (SLo = 0 in the Decoded 
Mode). Reset may cause the 8279 to see multiple changes. 

Data Format 

In. the Scanned Keyboard mode, the character entered 
into the FIFO corresponds to the position of-the switch 
in the keyboard plus the status of the CNTL and SHIFT 
lines (non-inverted). CNTL is the MSB of the character 
and SHIFT is the next most significant bit. The next 
three bits are from the scan counter and indicate the 
row the key was found in. The last three bits are from the 
column counter and indicate to which return line the key 
was connected. 


MSB 



LSB 

CNTL 

SHIFT 

i i 

SCAN 

1 L_ 

, 1 1 

RETURN 1 

L .1 , 


SCANNED KEYBOARD DATA FORMAT 

In Sensor Matrix mode, the data on the return lines is 
entered directly in the row of the Sensor RAM that 
corresponds to the row in the matrix being scanned. 
Therefore, each switch postion maps directly to a Sensor 
RAM position The SHIFT and CNTL inputs are ignored in 
this mode. Note that switches are not necessarily the only 
thing that can be connected to the return lines in this 
mode. Any logic that can be triggered by the scan lines 
can enter data to the return line inputs. Eight multiplexed 
input ports could be tied to the return lines and scanned by 
the 8279. 


MSB LSB 


GE 

rl 6 

rl 5 

rl 4 

rl 3 

rl 2 

RLi 

RL 0 | 


In Strobed Input mode, the data is also entered to the FIFO 
from the return lines. The data is entered by the rising 
edge of a CNTL/STB line pulse. Data can come from 
another encoded keyboard or simple switch matrix The 
return lines can also be used as a general purpose strobed 
input. 


MSB LSB 


GE 

rl 6 

rl 5 

rl 4 

rl 3 

rl 2 

RLi 

RLo | 


Display 

Left Entry 

Left Entry mode is the simplest display format in that each 
display position directly corresponds to a byte (or nibble) 
in the Display RAM. Address 0 in the RAM is the left-most 
display character and address 15 (or address 7 in 8 
character display) is the right most display character. 
Entering characters from position zero causes the display 
to fill from the left. The 1 7th (9th) character is entered back 
in the left most position and filling again proceeds from 
there. 
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0 1 

14 15-^ — Display 


1st entry 

1 ’1 L__ 

III RAM 

1st entry 


0 1 

14 15 


2nd entry 

□EL__ 

:lu 

2nd entry 


0 1 

14 15 


16th entry 

1 ’| 2 | 

1 15 l 16 1 

Command 


0 1 

14 15 

10010101 

17th entry 

□nil 

1 15 l 16 1 



0 1 

14 15 

3rd entry 

18th entry 

17 18 

15 16 



LEFT ENTRY MODE 
(AUTO INCREMENT) 

Right Entry 

Right entry is the method used by most electronic 
calculators. The first entry is placed in the right most 
display character. The next entry is also placed in the right 
most character after the display is shifted left one 
character. The left most character is shifted off the end 
and is lost 


0 * 1 2 3 4 5 6 7^— Display 

itt i i n m ram 


0 1 2 3 4 5 6 7 


0 1 2 3 4 5 6 7 


Enter next at Location 5 Auto Increment 

0 1 2 3 4 5 6 7 

3rd entry 12 3 

^ 

0 1 2 3 4 5 6 7 

4th entry 1 2 3 4 

LEFT ENTRY MODE 
(AUTO INCREMENT) 

In the Right Entry mode, Auto Incrementing and non 
Incrementing have the same effect as in the Left Entry 
except if the address sequence is interrupted: 

1 2 3 4 5 6 7 OnDisplay 

let ontru I I n TH TT7I RAM 


2 3 

3 4 

nn:::: 

0 1 

fin :::: 
1 2 
| 2 | 3 I 
2 3 

eh:::: 


14 15 OnDisplay 

i i m ram 


15 0 1 

PTTTT 


1314 15 
14 15 16 

14 15 0 

15 16 17 

15 0 1 

| 1 6 1 1 7 1 1 8 I 


RIGHT ENTRY MODE 
(AUTO INCREMENT) 

Note that now the display position and register address do 
not correspond. Consequently, entering a character to an 
arbitrary position in the Auto Increment mode may have 
unexpected results. Entry starting at Display RAM address 
0 with sequential entry is recommended. 

Auto Increment 

In the Left Entry mode, Auto Incrementing causes the 
address where the CPU will next write to be incremented 
by one and the character appears in the next location 
With non-Auto incrementing the entry is both to the same 
RAM address and display position. Entry to an arbitrary 
address in the Auto increment mode has no undesirable 
side effects and the result is predictable: 


Command 

10010101 


2 3 4 5 6 7 0 1 

1 1 j ~ T 

2 3 4 5 6 7 0 1 

1 2 

c 

Enter next at Location 5 Auto Increment 

3 4 5 6 7 0 1 2 


4 5 6 7 0 1 2 3 

f I 3 I 4 I I 1 i 2 I I I 


RIGHT ENTRY MODE 
(AUTO INCREMENT) 

Starting at an arbitrary location operates as shown below: 


Command 

10010101 


0 1 2 3 4 5 6 7 ■<— Display 

— — RAM 

- I I I I 1 I I | Address 

Enter next at Location 5 Auto Increment 


1 2 3 4 5 6 7 0 

2 3 4 5 6 7 0 1 


2nd entry | | | | 1 | 2 | | j j 

8th entry 4 5 6 7 8 1 2 3 

9th entry 5 6 7 8 9 2 3 j4j 

RIGHT ENTRY MODE 
(AUTO INCREMENT) 
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Entry appears to be from the initial entry point. 

8/16 Character Display Formats 

If the display mode is set to an 8 character display, the on 
duty-cycle is double what it would be for a 16 character 
display (e.g., 5.1 ms scan time for 8 characters vs. 10.3 ms 
for 16 characters with 100 kHz internal frequency). 

G. FIFO Status 

FIFO status is used in the Keyboard and Strobed Input 
modes to indicate the number of characters in the FIFO 
and to indicate whether an error has occurred. There are 
two types of errors possible: overrun and underrun. 
Overrun occurs when the entry of another character into a 
full FIFO is attempted. Underrun occurs when the CPU 
tries to read an empty FIFO. 

The FIFO status word also has a bit to indicate that the 
Display RAM was unavailable because a Clear Display or 
Clear All command had not completed its clearing 
operation. 


In a Sensor Matrix mode, a bit is set in the FIFO status 
word to indicate that at Ipast one sensor closure indica- 
tion is contained in the Sensor RAM. 

In Special Error Mode the S/E bit is showing the error 
flag and serves as an indication to whether a simultane- 
ous multiple closure error has occurred. 

/ 

FIFO STATUS WORD 
| — FIFO Full 


D u 

S/E 

I] 

3 

5 

N 

JL 

jj] 


| Number of 

characters in FIFO 

Error- Underrun 

Error-Overrun 

Sensor Closure/Error Flag for 

Multiple Closures 
Display unavailable 



*Do not drive the Keyboard decoder with the MSB of the scan lines. 


Figure 4. System Block Diagram 
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ABSOLUTE MAXIMUM RATINGS* 

Ambient Temperature 0°Cto70°C 

Storage Temperature -65°Cto125°C 

Vpltage on any Pin with 

Respect to Ground -0.5V to +7V 

Power Dissipation 1 Watt 


*NOTICE: Stresses above those listed under “Absolute 
Maximum Ratings” may cause permanent damage to the 
device. This is a stress rating only and functional opera- 
tion of the device at these or any other conditions above 
those indicated in the operational sections of this specifi- 
cation is not implied. Exposure to absolute maximum 
rating conditions for extended periods may affect device 
reliability. 


D.C. CHARACTERISTICS [t a = o°c to 70 °c, v ss = ov, (note 3 )]* 


Symbol 

Parameter 

Min. 

Max. 

Unit 

Test Conditions 

V|L1 

Input Low Voltage for 
Return Lines 

-0.5 

1.4 

V 


V IL2 

Input Low Voltage for All Others 

-0.5 

0.8 

V 


V|H1 

Input High Voltage for 
Return Lines 

2.2 


V 


V|H2 

Input High Voltage for All Others 

2.0. 


V 


Vql 

Output Low Voltage 


0.45 

V 

Note 1 [' 

X 

o 

> 

Output High Voltage on Interrupt 
Line 

3.5 


V 

Note 2 

V OH2 , 

Other Outputs 

2.4 



-400 /uA 8279-5 
'OH = _ioo m A 8279 

IlLI 

Input Current on Shift, Control and 
Return Lines 


+10 

-100 

MA 

ma 

%> 

> o 

n ii 

2 2 

> > 

1 IL2 

Input Leakage Current on All Others 


±icy 

pA ! 

V|N = Vqc t0 

>OFL 

Output Float Leakage 


±10 

pA 

VquT = Vcc *° 0.45V 

[ CC 

Power Supply Current 


120 

mA 



CAPACITANCE 


Symbol 

Parameter 

Typ. 

Max. 

Unit 

Test Conditions 

C|N 

Input Capacitance 

5 

10 

pF 

fc = 1 MHz Unmeasured 
pins returned to Vss 

C OUT 

Output Capacitance 

10 

20 

pF 


A.C. CHARACTERISTICS [t a = o°c to 70°c, v S s = ov, (Note 3)] * 

Bus Parameters 

READ CYCLE 


Symbol 

Parameter 

8279 

8279-5 

Unit 

Min. 

Max. 

Min. 

Max. 

*AR 

Address Stable Before READ 

50 


0 


ns 

*RA 

Address Hold Time for READ 

5 


0 


ns 

*RR 

READ Pulse Width 

420 


250 


ns 

tRD^ 

Data Delay from READ 

i 

300 


150 

ns 

tAD W 

Address to Data Valid 


450 


250 

ns 

tDF 

READ to Data Floating 

10 

100 

10 

100 

ns 

tRCY 

Read Cycle Time 

1 


1 


ps * 
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A.C. CHARACTERISTICS (Continued) | 

lit 

WRITE CYCLE | 


Symbol 

Parameter 

8279 

8279-5 

Unit 

Min. 

Max. 

Min. 

Max. 

Uw 

Address Stable Before WR ITE 

50 


0 


ns 

*WA 

Address Hold Time for WR ITE 

20 


0 


ns 

t W w 

WR ITE Pulse Width 

400 


250 


ns 

*DW 

Data Set Up Time for WR ITE 

300 


150 


ns 

*WD 

Data l4old Time for WRITE 

40 


0 


ns 

' ' ' 1 

twCY 

Write Cycle Time 

1 


1 

i 

MS 


OTHER TIMINGS 


Symbol 

Parameter 

8279 

8279-5 

Unit 

Min. 

Max. 

Min. 

Max. 

*0W 

Clock Pulse Width 

230 


120 


nsec 

tcY 

Clock Period 

500 


320 


nsec 


Digit-on Time 480 m sec 

Blanking Time 160 fx sec 

Internal Clock Cycled 10 fisec 


Keyboard Scan Time 5.1 msec 

Keyboard Debounce Time 10.3 msec 

Key Scan Time 80 fx sec 

Display Scan Time 10.3 msec 


NOTES: 

1. 8279, I 0 l = 1.6mA; 8279-5, Iql = 2.2mA. 

2. I 0 H = -100m A 

3. 8279, V C c = +5V ±5%; 8279-5, V C c = +5V ±10%. 

4. 8279, C L = 100pF; 8279-5, C L = 150pF. 

5. The Prescaler should be programmed to provide a 10 ps internal clock cycle. 
* For Extended Temperature EXPRESS, use M8279A electrical parameters. 


A.C. TESTING INPUT, OUTPUT WAVEFORM 



A.C. TESTING LOAD CIRCUIT 


C L = 120 pF 
C L INCLUDES JIG CAPACITANCE 


r 
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INTRODUCTION 

The INTEL 8256 MUART is a Multifunction Univer- 
sal Asynchronous Receiver Transmitter designed to be 
used for serial asynchronous communication while 
also providing hardware support for parallel I/O, tim- 
ing, counting and interrupt control. Its versatile 
design allows it to be directly connected to the 
MCS®-85, iAPX-86, iAPX-88, iAPX-186, and 
iAPX-188 microcomputer systems plus the MCS-48 
and MCS-51 family of single-chip microcomputers. 

The four commonly used peripheral functions con- 
tained in the MUART are: 

1) Full-duplex, double-buffered serial asynchronous 
Receiver/Transmitter with an on-chip Baud Rate 
Generator 

2) Two - 8-bit parallel I/O ports 

3) Five - 8-bit counters/timers 

4) 8-level priority interrupt controller 

This manual can be divided into two parts. The first 
part describes the MUART in detail, including its 
functions, registers and pins. This section also 
describes the interface between the MUART and Intel 
CPUs plus a discussion on programming considera- 
tions. The second section provides an application ex- 
ample: a MUART-based line printer multiplexer. The 
Appendix contains software listings for the line 
printer multiplexer and some useful reference infor- 
mation. 

DESCRIPTION OF THE MUART 

The MUART can be logically partitioned into seven 
sections: the microprocessor bus interface, the com- 
mand and status registers, clocking circuitry, asyn- 
chronous serial communication, parallel I/O, timer/e- 
vent counters, and the interrupt controller. This can 
be seen from the block diagram of the 8256 MUART 
as shown in Figure 1. The MUART’s pin configura- 
tion can be seen in Figure 2. 

Microprocessor Bus Interface 

The microprocessor bus interface is the hardware 
section of the MUART which allows a ixP to com- 
municate with the MUART. It consists of tristate 
bi-directional data-bus buffers, an address latch, a 
chip select (CS) latch and bus control logic. In order to 
provide all of the MUART’s functions in a 40-pin DIP 
while retaining direct register addressing, a multi- 
plexed address/data bus is used. 


Address/Data Bus 

The MUART contains 16 internal directly addressable 
read/ write registers. Four of the eight address/data 
lines are used to generate the address. When using 
8-bit microprocessors such as MCS-85, MCS-48 and 
MCS-51, ADO - AD3 are used to address the 16 inter- 
nal registers while Address/Data line 4 (AD4) is not 
used for addressing. For 16-bit systems, ADI - AD4 
are used to generate the address for the internal data 
registers and ADO is used as a second active low chip 
select. 

RD, WR, CS 

The 8256 bus interface uses the standard bus control 
signals which are compatible with all Intel peripherals 
and microprocessors. The chip select signal (CS), 
typically derived from an address decoder, is latched 
along with the address on the falling edge of ALE. As 
a result, chip select does not have to remain low for 
the entire bus cycle. However, the data bus buffers 
will remain tristated unless an RD or a WR signal 
becomes active while chip select has been latched in 
low. 

INT, INTA 

The INT and INTA signals are used to interrupt the 
CPU and receive the CPU’s acknowledgment to the 
interrupt request. The MUART can vector the CPU to 
the appropriate service routine depending on the 
source of the interrupt. 

RESET 

When a high level occurs on the RESET pin, the 
MUART is placed in a known initial state. This initial 
state is described under “Hardware Reset.’’ 

Command and Status Register 

There are three command registers and one status 
register as shown in Figure 1. The three command 
registers are read/write registers while the status 
register is a read only. The command registers con- 
figure the MUART for its operating environment (i.e., 
8 or 16 bits CPU, system clock frequency). In addi- 
tion, they direct its higher level functions such as con- 
trolling the UART, selecting modes of operation for 
the interrupt controller, and choosing the fundamen- 
tal frequency for the timers. Command Register 3 is 
the only register in the MUART which is a bit set/reset 
register, allowing the programmer to simply perform 
one write to set or reset any of the bits. 
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Figure 1. Block Diagram of the 8256 MU ART 



The status register provides all of the information 
about the status of the UART’s transmitter and 
receiver as well as the status of the interrupt pin. The 
status register is the only read only register in the 
MUART. 

CLOCK CIRCUITRY 

The clock for the five timers and baud rate generator 
is derived from the system clock. The system clock, 
pin 17 (CLK), is fed into a system clock prescaler 
which in turn feeds the five timers and the baud rate 
generator. The MUART’ s system clock can be asyn- 
chronous to the microprocessor’s clock. 

System Clock Prescaler 

The system clock prescaler is a programmable divider 
which normalizes the internal clocking frequency for 
the timers and baud rate generator to 1.024MHz. It 
divides the system clock (CLK) by 1, 2, 3, or 5, allow- 
ing clock frequencies of 1.024MHz, 2.048MHz, 
3.072MHz or 5.12MHz. (The commonly used 
6.144MHz crystal frequency for the 8085 results in a 
3.072MHz frequency from the 8085’s CLK pin.) If the 
system clock is not one of the four frequencies men- 
tioned above, then the frequency of the baud rate 
generator and the timers will be nonstandard; 
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however, the MUART will still run as long as the 
system clock meets the data sheet tcy spec. 

Timer Prescaler 

The timer prescaler permits the user to select one of 
two fundamental timing frequencies for all of the 
MUART’ s timers, either lKHz or 16KHz. The fre- 
quency selection is made via Command Register 0. 

Asynchronous Serial Interface 

The asynchronous serial interface of the MUART is a 
full-duplex double-buffered transmitter and receiver 
with separate control registers. The standard asyn- 
chronous format is used as shown in Figure 3. The 
operation of the UART section of the MUART is very 
similar to the operation of the 8251 A USART. 


or at the rising edge of the internal baud clock. When 
the receiver is enabled but inactive, the receive logic is 
sampling RxD at either 32 or 64 times the bit rate, 
looking for a change from the Mark (high) to the 
Space (low) state. This is commonly referred to as the 
start bit search mode. When this state change occurs, 
the receive logic waits one half of a bit time and then 
samples RxD again. If RxD is still in the Space state, 
the receive logic begins to clock in the receive data 
beginning one bit period later. If RxD has returned to 
the Mark state (i.e., false start bit), the receive logic 
will return to the start bit search mode. 

Normally the received data is sampled in the center of 
each bit, however it is possible to adjust the location 
where the bit is sampled. This feature is controlled by 
the modification register. 


Receiver Section of the UART 

The serial asynchronous receiver section contains a 
serial shift register, a receiver buffer register and 
receiver control logic. The serial input data is clocked 
into the receive shift register from the RxD pin at the 
specified baud rate. The sampling actually takes place 
at the rising edge of RxC, assuming an external clock, 


GENERATED 


TRANSMITTER OUTPUT 

Do Di Dx 

i „ 1 

BY 8256 


TxD MARKING 

START 

BIT 

DATA BITS 

PARITY 

BIT 

1 STOP 1 
BITS 1 


RECEIVER INPUT 


DOES NOT APPEAR 
O 0 Dl Dx ON THE DATA BUS 


t f .. t t 


1 


PROGRAMMED 

CHARACTER 

LENGTH 


TRANSMISSION FORMAT 


CPU BYTE (5 8 BITS/CHAR) 


DATA CHARACTER 


ASSEMBLED SERIAL OATA OUTPUT {TxD) 


DATA CHARACTER 


RCCEIVE FORMAT 


SERIAL DATA INPUT (RxD) 


DATA CHARACTER 


PARITY | STOP 
BITS 


CPU BYTE (5 8 BITS/CHAR)* 


DATA CHARACTER 


•NOTE IF CHARACTER LENGTH IS DEFINED AS 5 6 OR 7 
BITS THE UNUSED BITS ARE SET TO ZERO' 


Figure 3. Asynchronous Format 


The bit rate of the serial receive data is derived from 
either the internal baud rate generator or an external 
clock. When using an external clock, the programmer 
has a choice of three sampling rates: lx, 32x, or 64x, 
Using the internal baud rate generator, the sampling 
rates are all 64x except for 19.2 Kbps which is 32x. 

When the serial shift register clocks in the stop bit, an 
internal load pulse is generated which transfers the 
contents of the shift register into the receive buffer. 
This transfer takes place during the first half of the 
first stop bit. The load pulse also triggers several other 
signals relevant to the receive section including 
Receive Buffer Full (RBF), Parity Error (PE), Over- 
run Error (OE), and Framing Error (FE). These four 
status bits are updated after the middle of the first 
stop bit when the receive buffer has already been 
latched. Each one of these four status bits are latched. 
They are reset on the rising edge of the first read pulse 
(RD) addressed to the status register. A complete 
description of the status register is given in the section 
“Description of the Registers.” 

When the serial receiver is disabled (via bit 6 of Com- 
mand Register 3) the load pulse is suppressed. The 
result is that the receive buffer is not loaded with the 
contents of the shift register, and the RBF, PE, OE, 
and FE bits in the status register are not updated. 
Even though the receiver is disabled, the serial shift 
register will still be clocking in the data from RxD, if 
any. This means that the receiver will still be syn- 
chronized with the start and stop bits. For example, if 
the receiver is enabled via Command Register 3 in the 
middle of receiving a serial character, the character 
will still be assembled correctly. When the receiver is 
disabled the last character received will remain in the 
receive buffer. On power-up the value in the receive 
buffer is undefined. 


5-357 


210907-002 





AP-1 53 


■nteT 


Whenever a character length of fewer than 8 bits is 
programmed, the most significant bits of a received 
character will read as zero. Also, the receiver will only 
check the first stop bit of any character, regardless of 
how many stop bits are programmed into the device. 

Receive Break Detect 

A Receive Break occurs when RxD remains in the 
space state for one character time, including the parity 
bit (if any) and the first stop bit. The MUART will set 
the Break Detect status bit (BD) when it receives a 
break. The Break Detect status bit is set after the mid- 
dle of the first stop bit. If the MUART detects a break 
it will inhibit the receive buffer load pulse, thus the 
receive buffer will not be loaded with the null 
character, and none of the four status bits (PE, OE, 
FE, and RBF) will be updated. The last character 
received will remain in the receive buffer. A break 
detect state has the same effect as disabling the 
receiver— -they both inhibit the load pulse— therefore 
one can think of the break status as disabling the 
receiver. 

The Break Detect status bit is latched. It is cleared by 
the rising edge of the read pulse addressed to the status 
register. If a break occurs, and then the RxD data line 
returns to the Mark state before the status register is 
read, the BD status bit will remain set until it is read. 
If RxD returns to the Mark state after the BD status 
bit has been read true, the BD status bit will be reset 
automatically without reading the status register. 

The receive break detect logic of the MUART is in- 
dependent of whether the receiver is enabled or dis- 
abled; therefore even if the receiver is disabled the 
MUART will recognize a break. When the RxD line 
returns to the Mark state after a break, the 8256 will 
be in the start bit search mode. 

If the receiver interrupt level is enabled, break will 
generate an interrupt request regardless of whether the 
receiver is enabled. Another receive interrupt will not 
be generated until the RxD pin returns to the Mark 
state. 

Transmitter Section of the UART 

The serial asynchronous transmitter section of the 
MUART consists of a transmit buffer, a transmit 
(shift) register, and the associated control logic. There 
are two bits in the status register which indicate the 
status of the transmit buffer and transmit register: 
TBE (transmit buffer empty) and TRE (transmit 
register empty). 


To transmit a character, a byte is written to the 
transmit buffer. The transmit buffer should only be 
written to when T BE = 1 . When the transmit register is 
empty and CTS=0, the character will be automatic- 
ally transferred from the transmit buffer into the 
transmit register. The data transfer from the transmit 
buffer to the transmit register takes place during the 
transmission of the start bit. After this transfer takes 
place, sometime at the beginning of the transmission 
of the first data bit, TBE is set to 1 . 

When the transmitter is idle, both TBE and TRE will 
be set to 1 . After a character is written to the transmit 
buffer, TBE = 0 and TRE = 1 . This state will remain 
for a short period of time, then the character will be 
transferred into the transmit register and the status 
bits will read TBE = 1 and TRE = 0. At this point a se- 
cond character may be written to the transmit buffer 
after which TBE = 0 and TRE = 0. TBE will not be set 
to 1 again until the transmit register becomes empty 
and is reloaded with the byte in the transmit buffer. 

Th e tran smitter ca n be disabled only one way— using 
the CTS pin. When CTS = 0 the transmitter is enabled, 
and when CTS = 1 th e tran smitter is disabled. If the 
transmitter is idle and CTS goes from 0 to 1 , disabling 
the transmitter, TBE and TRE will remain set to 1. 
Since TBE = 1 a character can be written into the 
transmit buffer. The character will be stored in the 
transmit buffer but it will not be transferred to the 
transmit register until CTS goes low. 

If CTS goes from low to high during transmission of a 
character, the character in transmission will be com- 
pleted and TxD will return to the Mark state. If the 
transmitter is full (i.e., TBE and TRE=0), the 
transmit shift register will be emptied but the transmit 
buffer will not; therefore TBE = 0 and TRE = 1. 

Transmitter Break Features 

The MUART has three transmit break features: 
Break-In Detect, Transmit Break (TBRK), and Single 
Character Break (SBRK). 

Break-In Detect - A Break-In condition occurs when 
the MUART is sending a serial message and the 
transmission line is forced to the space state by the 
receiving station. Break-In is usually used with half- 
duplex transmission so that the receiver can signal a 
break to the transmitter. Port 16 must be connected 
externally to the transmission line in order to detect a 
Break-In. If transmission voltage levels other than 
TTL are used, then proper buffering must be provided 
so that Port 16 on the MUART will receive the correct 
polarity and voltage levels. 
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When Break-In Detect is enabled, Port 16 is polled in- 
ternally during the transmission of the last or only 
stop bit of a character. If this pin is low during 
transmission of the stop bit, the Break Detect status 
bit (BD) will be set. Break-In Detect and receive Break 
Detect are OR-ed to set the BD status bit. (Either one 
can set this bit.) The distinction can be made through 
the interrupt controller. If the transmit and receive in- 
terrupts are enabled, a Break-In will generate an inter- 
rupt on level 5, the transmit interrupt, while Break will 
generate an interrupt on level 4, the receive interrupt. 
If RxC and TxC are used for the serial bit rates, 
Break-In cannot be detected. 

Transmit Break - This causes the TxD pin to be forced 
low for as long as the TBRK bit in Command Register 
3 is set. While Transmit Break is active, data transfers 
from the Transmit Buffer to the Transmit register will 
be inhibited. 

If both the Transmit Buffer and the Transmit Register 
are full, and a Transmit Break command is issued 
(command register 3, TBRK= 1), the entire character 
in the Transmit register is sent including the stop bits. 
TxD is then driven low and the character in the 
Transmit Buffer remains there until Transmit Break is 
disabled (command register 3, TBRK = 0). At this time 
TxD will go high for one bit time and then send the 
character in the Transmit Buffer. 

Single Character Break - This causes TxD to be set 
low for one character including start bit, data bits, 
parity bit, and stop bits. The user can send a specific 
number of Break characters using this feature. 

If both the Transmit Buffer and the Transmit Register 
are full and a Send Break command is issued (com- 
mand register 3, SBRK = 1) the entire character in the 
Transmit Register is sent including the stop bits. TxD 
is driven low for one complete character time followed 
by a high for two bit times after which the character in 
the Transmit Buffer is sent. 

Modification Register 

The modification register is used to alter two standard 
functions of the receiver (start bit check, and sampling 
time) and to enable a special indicator flag for half- 
duplex operation (transmitter status). Disabling start 
bit check means that the receiver will not return to the 
start bit search mode if RxD has returned to the Mark 
state in the center of the start bit. It will simply pro- 
ceed to assemble a character from the RxD pin 
regardless of whether it received a false start bit or 
not. The modification register also allows the user to 


define where within the receive data bits the MUART 
will sample. 

Parallel I/O 

The MUART contains 16 parallel I/O pins which are 
divided into two 8-bit ports. These two parallel I/O 
ports (Port 1 and Port 2) can be used for basic digital 
I/O such as setting a bit high or low, or for byte 
transfers using a two-wire handshake. Port 1 is bit 
programmable for input or output, so any combina- 
tion of the eight bits in Port 1 can be selected as either 
an input or an output. Port 2 is nibble programmable, 
which means that all four bits in the upper or lower 
nibble have to be selected as either inputs or outputs. 
For byte transfers using the two- wire handshake, 
Port 2 can either input or output the byte while two 
bits in Port 1 are used for the handshaking signals. 

All of the bits in Port 1 have alternate functions other 
than I/O ports. As mentioned above, when using the 
byte handshake mode, two bits on Port 1 are used for 
the handshaking signals. As a result, these two bits 
cannot be used for general purpose I/O. The other six 
bits in Port 1 also have alternate functions if they are 
not used as I/O ports. Table 1 lists each bit from Port 
1 and its corresponding alternate function. 

The bits in the Port 1 Control Register select whether 
the pins on Port 1 are inputs or outputs. The pins on 
Port 1 are selected as control pins through the other 
programming registers which are relevant to the con- 
trol signal. Configuring a bit in Port 1 as a control 
function overrides its definition in the Port 1 Control 
Register. If the pins on Port 1 are redefined as control 
signals, the definition of whether the pin is an input or 
an output in the Port 1 Control Register remains un- 
changed. If the pins on Port 1 are converted back to 
I/O pins, they assume the state which was defined in 
the Port 1 Control Register. 

Each parallel I/O port has a latch and drivers. When 
the port is in the output mode, the data written to the 
port is latched and driven on the pins. The data which 
is latched in the I/O ports remains unchanged unless 
the port is written to again. Reading the ports, 
whether the port is an input or output, gates the state 
at the pins onto the data bus. Writing to an input port 
has no effect on the pin, but the data is stored in the 
latch and will be output if the direction on the pin is 
changed later. Writing to a control pin on Port 1 has 
the same effect as writing to an input pin. If pins 2, 3, 
5, and 6 in Port 1 are used for control signals, the con- 
tents of the respective output latches will be read, not 
the state of the control signals. If pins 0, 1, and 7 on 
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Table 1. Port 1 Control Signals 


Pin 

Symbol 

Pin 

Number 

Control Function 

Condition 

P10 

39 

ACK Control signals for Port 2 

Mode register 

Pll 

38 

OBF 8-bit handshake output 

P2C2 - P2C0= 101 

P10 

39 

STB Control signals for Port 2 

Mode register 

Pll 

38 

IBF 8-bit handshake input 

P2C2 - P2C0 = 100 

P12 

37 

Event counter 2 
clock input 

Mode register 
CT2 = 1 

P13 

36 

Event counter 3 
clock input 

Mode register 
CT3 = 1 

P14 

35 

Internal baud rate 
generator clock output 

Mode word 
P2C0 - P2C2 = 111 
Port 1 control word PI 4= 1 
Command Register 2 
B3 - B0 > 3H 

P15 

34 

Timer 5 trigger input 

Mode register 
T5C = 1 

P16 

33 

Break-In detection input 

Command Register 1 
BRKI = 1 

P17 

32 

External edge sensitive 
interrupt input 

Command Register 1 
BITI = 1 


Port 1 are used for control signals, the state of the 
control signals will be read. If pin 4 on Port 1 is used 
as a test output for the internal baud rate, this clock 
signal will be output through the output latch, thus the 
information in the output latch will be lost. 

The Two-Wire Byte Handshake 

The 8256 can be programmed, via the Mode Register, 
to implement an input or output two -wire byte hand- 
shake. When the Mode Register is programmed for 
the byte handshake, Port 2 is used to transmit or 
receive the byte, and pins P10 and PI 1 are used for the 
two handshake control signals. Figures 4 and 5 on 
pages 7 through 10 show a block diagram and timing 
signals for the two -wire handshake input and output. 

To set up the two -wire handshake output using inter- 
rupts one must first program the Mode Register, and 
then enable the interrupt via the interrupt mask 
register. An interrupt will not occur immediately after 
the two-wire handshake interrupt is enab led. The in- 
terrupt is triggered by the rising edge of ACK. There 
are two ways to generate the first interrupt. Either the 


first data byte must be written to Port 2 and complete- 
ly transferred before an interrupt will occur, or t he 
two -wire hand shake interrupt is enabled while ACK is 
low, and then ACK goes high. 

Event Counters/Timers 

The MUART’s five 8-bit programmable counters/ 
timers are binary presettable down counters. The 
distinction between timer and counter is determined 
by the clock source. A timer measures an absolute 
time interval, and its input clock frequency is derived 
from the MUART’s system clock. A counter’s input 
clock frequency is derived from a pulse applied to an 
external pin. The counter is decremented on the rising 
edge of this pulse. 

When the counters/timers are configured as timers 
their clock source passes through two dividers: the 
system clock prescaler, and the timer prescaler. As 
mentioned before, the system clock prescaler normali- 
zes the internal system clock to 1 .024 MHz. The timer 
prescaler receives this normalized system clock and 
devides it down to either 1 kHz or 16 kHz, depending 
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Figure 4. Block Diagram of Handshake Output 


on how Command Register 1 is programmed. If more 
timing resolution is needed the clock frequency can be 
input externally through the I/O ports. 

By programming the Mode Register, four of the 8-bit 
counters/timers can be cascaded to form two 16-bit 
counters. Counters/timers 3 and 5 can be cascaded 
together, and counters/timers 2 and 4 can be cascaded 
together. Counters/timers 2 and 3 are the lower bytes, 
while counters/timers 4 and 5 are the upper bytes in 
the cascaded mode. 

Each counter can be loaded with an arbitrary initial 
value. Timer 5 is the only timer which has a special 
save register which holds its initial value. Whenever 
Timer 5 is loaded with an initial value the special save 
register is also loaded with this value. Timer 5 can be 
reloaded to its initial value from the detection of a 
high-to-low transition on Port PI 5. 

The counters are decremented on the first rising edge 
of the clock after the initial value has been loaded. 
The setup time for loading the counter when using an 
external clock is specified in the data sheet. When us- 
ing internal clocks, the user has no way of knowing 
the phase relationship of the clock to the write pulse; 
therefore the timing accuracy is one clock period. 

The timers are counting continuously, and an inter- 
rupt request is issued any time a single counter or pair 
of cascaded counters reaches zero. If the timers are 
going to be used with interrupts, then the programmer 
should first load the timer with the initial value, then 
enable the interrupt. If the programmer enables the in- 
terrupt first, it is possible that the interrupt will occur 
before the initial value is loaded. When an interrupt 
from any one of the timers occurs, the corresponding 


bit in the interrupt mask register is automatically 
reset, preventing further interrupt requests from oc- 
curing. 

The event counters/timers can be used in the follow- 
ing modes of operation: 

Timer 1 

— Serves as an 8-bit timer. 

Event Counter/Timer 2 

— Serves as an 8-bit timer or event counter, or 
cascaded with Timer 4 as a 16-bit timer or event 
counter. 

Event Counter/Timer 3 

— Serves as an 8-bit timer or event counter, or 
cascaded with Timer 5 as a 16-bit timer or event 
counter, with the additional modes of operation 
selectable for Timer 5. 

Timer 4 

— Serves as an 8-bit timer, or cascaded with Event 

Counter/Timer 2 as a 16-bit timer or event 
counter. * 

Timer 5 

1) Non-retriggerable 8-bit timer 

2) Retriggerable 8-bit timer whose initial value is 
loaded from a save register which starts following 
the negative transition of an external signal. Subse- 
quent transitions of this signal after the counting 
has started, reloads the initial value and restarts the 
counting. 

3) Cascaded with Event Counter/Timer 3, non- 
retriggerable 16-bit timer, which can be loaded 
with an initial value by two write operations. 
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Figure 4a. Timing of Handshake Output 

© The 8256 signals with INT that the equipment has accepted the last character and that the output latches are empty again. 

(2) Thereupon, the microprocessor transfers the next data to the 8256. 

©The rising edge of WR latches the data into port 2 (P20. . .P27) and “Output Buffer Full” (OBF) is set which indicates that a 
new byte is available. 

f ©The. equipment acknowledges with the falling edge of ACK that it recognized OBF. 

©Thereupon, the 8256 releases OBF. 

©The equipment acknowledges the data transfer with a rising edge of ACK which causes the 8256 to set INT. 
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Figure 5. Block Diagram of Handshake Input 


4) Cascaded with event counter/timer 3, non- 
retriggerable 16-bit event counter, which can 
be loaded with an initial value by two write 
operations. 

5) Cascaded with Event Counter/Timer 3, retrig- 
gerable 16-bit timer. The most significant byte 
(Timer 5) will be loaded with its initial value from 
the save register, while the least significant byte 
(Event Counter/Timer 3) will be set to OFFH 
automatically, Loading, starting, and retriggering 
operations follow the same pattern as in 2). 

6) Cascaded with Event Counter/Timer 3, retrig- 
gerable 16-bit event counter. The most significant 
byte (Timer 5) will be loaded with its initial value 
from the save register, while the least significant 
byte (Event Counter/Timer 3) will be set to OFFH 
automatically. Loading, starting, and retriggering 
operations follow the same pattern as in 2). 

Interrupt Controller 

In a microcomputer system there are several ways for 
the CPU to recognize that a peripheral device needs 
service. Two of the most common ways are the polling 
method and the interrupt service method. 

In the polling method the CPU reads the status of 
each peripheral to determine whether it needs service. 
If the peripheral does not need service, the time the 
CPU spends polling is wasted; therefore this overhead 
results in increasing the execution time. Some systems 
must meet a specific request to response time such as a 
real time signal. In this case the programmer must 
guarantee that the peripheral is polled at a certain fre- 
quency. This polling frequency cannot always easily 


be met when the CPU must execute a main program as 
well as subroutines. Usually each peripheral has its 
own request to response time requirements; therefore 
the user must establish a priority scheme. 

The interrupt method provides certain advantages 
over the polling method. When a peripheral device 
needs service it signals the CPU through hardware 
asynchronously, thus reducing the overhead of polling 
a device which does not need service. The CPU would 
typically finish the instruction it is executing, save the 
important registers, and acknowledge the peripheral’s 
interrupt request. During the acknowledgment, the 
CPU reads a vector which directs the CPU to the start- 
ing location of the appropriate interrupt service 
routine. If several interrupt requests occur at the same 
time, special logic can prioritize the requests so that 
when the CPU acknowledges the interrupt, the highest 
priority request is vectored to the CPU. 

An interrupt driven system requires additional hard- 
ware to control the interrupt request signal, priority, 
and vectoring. The 8256 integrates this additional 
hardware onto the chip. The interrupt controller on 
the MUART is directly compatible with the MCS-85, 
iAPX-86, iAPX-88, iAPX-186, iAPX-188 family of 
microcomputer systems, and it can also be used with 
other microprocessors as well. It contains eight priori- 
ty levels, however, there are a total of 12 interruptable 
sources: 10 internal and 2 external. Since there are 
eight priority levels, only eight interrupts can be used 
at one time. The assignment of the interrupts used is 
selected by Command Register 1 and by the mode 
register. The MUART* s interrupt sources have a fixed 
priority. Table 2 displays how the 12 interrupt sources 
are mapped into the 8 priority levels. 


\ 
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Figure 5a. Timing for Handshake Input 


(J)The equipment indicates with the falling e dge o f STB (Strobe) that a new character is available at port 2. The 8256 
acknowledges the indication by activating IBF (Input Buffer Full). 

©Thereupon, the equipment releases STB and the 8256 latches the character. 

©The 8256 informs the microprocessor through INT that a new character is ready for transfer. 

© The microprocessor reads the character. 

© The rising edge of signal RD resets signal IBF. 

©This action signals to the equipment that the input latches of the 8256 are empty and the next character can be transferred. 
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Table 2. Mapping of Interrupt Sources to 
Priority Levels 


Priority 

Source 

Highest L0 
LI 
L2 
L3 
L4 
L5 
L6 

Lowest L7 

Timer 1 

Timer 2 or Port Interrupt 
External Interrupt (EXTINT) 
Timer 3 or Timers 3 & 5 
Receiver Interrupt 
Transmitter Interrupt 
Timer 4 or Timers 2 & 4 
Timer 5 or Port 2 Handshaking 


MCS® -85/8256 Interrupt Operation 

The 8256 is compatible with the 8085 interrupt vector- 
ing method when the 8086 bit in Command Register 1 
of the MUART is set to 0. This is the default condition 
after a hardware reset. The 8085 has five hardware in- 
terrupt pins: INTR, RST 7.5, RST 6.5, RST 5.5, and 
TRAP. When the MUART s interrupt acknowledge 
feature is enabled (IAE bit 5 Command Register 3 = 1) 
the MUARTs INT Pin 15 should be tied to the 8085’s 
INTR, and both the 8085 and the MUART* s INTA 
pins should be tied together. All of the interrupt pins 
on the 8085 except INTR automatically vector the pro- 
gram counter to a specified location in memory. When 
the INTR pin becomes active (HIGH), assuming the 
8085 has interrupts enabled, the 8085 fetches the next 
instruction from the data bus where it has been placed 
by the 8256 or some other interrupt controller. This 
instruction is usually a Call or an RST0 through 
RST7. Figure 6 shows the memory locations where the 
8085 will vector to based on which type of interrupt 
occurred. 

The 8085 can receive an interrupt request any time, 
since its INTR input is asynchronous. The 8085, 
however, doesn’t always acknowledge an interrupt re- 
quest immediately. It can accept or disregard requests 
under software control using the El (Enable Interrupt) 
or DI (Disable Interrupt) instructions. 

At the end of each instruction cycle, the 8085 ex- 
amines the state of its INTR pin. If an interrupt re- 
quest is present and interrupts are enabled, the 8085 
enters an interrupt machine cycle. During the inter- 
rupt machine cycle the 8085 automatically disables 
further interrupts until the El instruction is executed. 
Unlike normal machine cycles, the interrupt machine 


MEMORY ADDRESS 


RST0 



00 H 

08H 

10H 

18H 

20H 

24H 

28H 

2CH 

30H 

34H 

38H 

3CH 


Figure 6. 8085A Hardware and Software RST 
Branch Locations 


cycle doesn’t increment the program counter. This en- 
sures that the 8085 can return to the pre-interrupt 
program location after th e inte rrupt service is com- 
pleted. The 8085 issues an INTA pulse indicating that 
it is honoring the request and is ready to process the 
interrupt. 

The 8256 can now vector program execution to the 
corresponding servic e routine. This is done dur ing the 
first and only INTA pulse. Upon receiving the INTA 
pulse, the 8256 places the opcode RSTn on the data 
bus; where n equals 0 through 7 based on the level of 
the interrupt requested. The RSTn instruction causes 
the contents of the program counter to be pushed onto 
the stack, then transfers control to the instruction 
whose address is eight times n, as shown in Figure 6. 

Note that because interrupts are disabled during the 
interrupt acknowledge sequence, the El instruction 
must be executed in either the service routine or the 
main program before further interrupts can be proc- 
essed. 

For additional information on the 8085 interrupt 
operation and the RSTn instruction, refer to the 
MCS-85 User's Manual. 
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IAPX-86/^8 - 8256 Interrupt Operation 

The MUART is compatible with the 8086/8088 
method of interrupt vectoring when the 8086 bit in 
Command Register 1 is set to 1. The MUART* s INT 
pin is tied to the 8086/8088 INT R pin , and its INTA 
pin connected to the 8086/88 *s INTA pin. Like the 
8085, the 8086/8088* s INTR pin is also asynchronous 
so that an interrupt request can occur at any time. The 
8086/8088 can accept or disregard requests on the 
INTR pin under software control instructions. These 
instructions set or clear the interrupt-enabled flag IF. 
When the 8086/8088 is powered-on or reset, the IF 
flag is cleared, disabling external interrupts on INTR. 

Although there are some basic similarities, the actual 
processing of interrupts with an 8086/8088 is different 
from the 8085. When an interrupt request is present 
and interrupts are enabled, the 8086/8088 enters its in- 
terrupt acknowledge machine cycle. The interrupt 
acknowledge machine cycle pushes the flag registers 
onto the stack (as in PUSHF instruction). It then 
clears the IF flag, which disables interrupts. Finally, 
the contents of both the code segment register and the 
instruction pointer are pushed onto the stack. Thus, 
the stack retains the pre-interrupt flag status and pro- 
gram location which are used to return from the ser- 
vice routine. The 8086/8088 then issues the first of 


two INTA pulses which signals the 8256 that the 
8086/8088 has honored its interrupt request. 

The 8256 is now ready to vector program execution to 
the appropriate service routine. Unlike the 8085 where 
the first INTA pulse is used to place an instruction on 
the data bus, the first INTA pulse from the 8086/8088 
is used only to signal the 8256 of the honored request. 
The second INTA pulse causes the 8256 to place a 
single interrupt vector byte onto the data bus. The 
8256 places the interrupt vector bytes 40H through 
47H corresponding to the level of the interrupt to be 
serviced. Not used as a direct address, this interrupt 
vector byte pertains to one of 256 interrupt “types** 
supported by the 8086/8088 memory. Program execu- 
tion is vectored to the corresponding service routine 
by the contents of a specified interrupt type. 

All 256 interrupt types are located in absolute memory 
locations 0 through 3FFH which make up the 
8086/8088’s interrupt vector table. Each type in the 
interrupt vector table requires 4 bytes of memory and 
stores a code segment address and an instruction 
pointer address. Figure 7 shows a block diagram of 
the interrupt vector table. When the 8086/8088 
receives an interrupt vector byte, it multiplies its value 
by four to acquire the address of the interrupt type. 


MUART’S 
INTERRUPT ^ 
LEVELS 


INTERRUPT 

TYPE 255 

(FFH) 


3FCH 

INTERRUPT 

TYPE 254 

(FEH) 


3F8H 


• 

V- 

£ 



. 

v_ 



INTERRUPT 

TYPE 71 

(47H) 


1 1CH 

INTERRUPT 

TYPE 70 

(46H) 


1 18H 

INTERRUPT 

TYPE 69 

(45H) 


114H 

INTERRUPT 

TYPE 68 

(44H) 


T10H 

INTERRUPT 

TYPE 67 

(43H) 


10CH 

INTERRUPT 

TYPE 66 

(42 H) 


108H 

INTERRUPT 

TYPE 65 

(41 H) 


104H 

INTERRUPT 

TYPE 64 

(40H) 


100H 




3 


INTERRUPT 

TYPE 2 

(2H) 


8H 

INTERRUPT 

TYPE 1 

(1H) _ 


4H 

INTERRUPT 

TYPE 0 

(OH) 


OH 


Figure 7. 8086/8088 Interrupt Vector Table 
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Once the service routine is completed the main pro- 
gram may be reentered by using an IRET (Interrupt 
Return) instruction. The IRET instruction will pop the 
pre-interrupt instruction pointer, code segment and 
flags off the stack. Thus the main program will 
resume where it was interrupted with the same flag 
status regardless of changes in the service routine. 
Note especially that this includes the state of the IF 
flag; thus interrupts are re-enabled automatically 
when returning from the service routine. For further 
information refer to the iAPX 86,88 User’s Manual. 

Using th e 825 6*8 Interrupt Controller 
Without INTA 

There are se veral c onfigurations where the 8256 will 
not have an INTA signal connected to it. Some ex- 
amples are when using the 8256 with an 8051 or 8048, 
or when connecting the INT pin on the 8256 to the 
8085’s RST 7.5, RST 6.5, or RST 5.5 inputs. In these 
configurations th e IAE bit in Command Register 3 is 
set to 0, and the INTA pin on the 8256 is tied high. 
When the interrupt occurs the CPU should branch to 
a service routine which reads the interrupt address 
register to determine which interrupt request level oc- 
cured. The interrupt address register contains the level 
of the interrupt multiplied by four. Reading the inter- 
rupt address register is equivalent in effect to the 
INTA signal; it clears the INT pin and indicates to the 
MUART that the interrupt request has been 
acknowledged. After the CPU reads the value in the 
interrupt address register, it can add an offset to this 
value and branch to an interrupt vector table which 
contains jump instructions to the appropriate inter- 
rupt service routines. An 8085 program which 
demonstrates this routine is given is Figure 8. 

Table 3 summarizes the priority levels and the in- 
terrupt vectors which the 8256 sends back to the CPU. 
Note that when using Timer 1 there is a conflict pre- 


sent between RSTO in the 8085 mode and a hardware 
reset, because both expect instructions starting at 
address OH. However, there is a way to distinguish 
between the two. After a hardware reset, all control 
registers are reset to a value of OH; therefore when 
using Timer 1, Reset and RSTO can be distinguished 
by reading one of the control registers of the 8256 
which has not been programmed with a value of OH. 
The control registers will contain the previously 
programmed values if RSTO occurs. 

Interrupt Registers 

The 8256’ s interrupt controller has several registers 
associated with it: an Interrupt Mask Register, an In- 
terrupt Address Register, an Interrupt Request 
Register, an Interrupt Service Register, and a Priority 
Controller. Only the Interrupt Mask Registers and the 
Interrupt Address Register can be accessed by the 
user. 

Interrupt Mask Registers 

The Interrupt Mask Registers consist of two write 
registers — the Set Interrupts Register and Reset Inter- 
rupts Register, and one read register — the Interrupt 
Enable Register. Each one of the eight levels of inter- 
rupts may be individually enabled or disabled through 
these registers. Writing a one to any of the bits in the 
Set Interrupts Register enables the corresponding in- 
terrupt level, while writing a one to a bit in the Reset 
Interrupts Register disables the corresponding inter- 
rupt level. Reading the Interrupt Enable Register 
allows the user to determine which interrupt levels are 
enabled. The bits which are set to one in the Interrupt 
Enable Register correspond to the levels which are 
enabled. All of the interrupt levels will remain enabled 
until disabled by the Reset Interrupts Register except 
the counter/timer interrupts which automatically 
disable themselves when they reach zero. 


INTA: IN 

INTADD 

;Read the Interrupt Address Register 

MOV 

L, A 

;Put the interrupt address in HL 

XRA 

A 


MOV 

H, A 


LXI 

B, TABLE 

;Load BE with the interrupt table offset 

DAD 

B 

;Add the offset to the interrupt address 

PCHL 


;Jump to the interrupt vecor table 


Figure 8. Software Interrupt Acknowledge Routine 
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Table 3. Assignment of Interrupt Levels to Interrupt Sources 


Interrupt 

Level 

Restart 

Com- 

mand 

8085 

mode 

Inter- 

rupt 

Vector 

8086 

mode 

Inter- 

rupt 

Address 

Trigger 

Mode 

Sources 

(Only one source can be 
assigned at any time) 

Selection 

by 

Highest 

Priority 

0 

RST0 

40H 

OH 

edge 

Timer 1 


1 

RST1 

41H 

4H 

edge 

Event Counter/Timer 2 or 
external interrupt request 
on Port 1 P17 

Command 
word 1 BITI 
(bit 2) 

2 

RST2 

42H 

8H 

level 

Input EXTINT 

H 

3 

RST3 

43H 

CH 

edge 

Event Counter/Timer 3 or 
cascaded event counters/ 
timers 3 and 5 

Mode word 
T35 (bit 7) 

4 

RST4 

44H 

10H 

edge 

Serial receiver 

| 

5 

RST5 

45H 

14H 

edge 

Serial transmitter 


6 

RST6 

46H 

28H 

edge 

Timer 4 or cascaded event 
counters/timers 2 and 4 

Mode word 
T24 (bit 6) 

7 

Lowest 

Priority 

RST7 

47H 

1CH 

edge 

Timer 5 or Port 2 with 
handshaking interrupt 
request 

Mode word 
P2C2 - P2C0 
(bits 2. . .0) 


Note: 

If no interrupt requests are pending and INTA cycle occurs, interrupt level 2 will be the default value vectored to the CPU. 


Interrupt requests occurring when the corresponding 
interrupt level is disabled are lost. An interrupt will 
only occur if the interrupt is enabled before the 
interrupt request occurs. 

Interrupt Address Register 

The Interrupt Address Register contains an identifier 
for the currently requested interrupt level. The 
numerical value in this register is equal to the interrupt 
level mutliplied by four. It can be used in lieu of an 
INTA signal to vector the CPU to the appropriate in- 
terrupt service rou tine. R eading this register has the 
same effect as the INTA pulse: it clears the INT pin 
and indicates an interrupt acknowledgement to the 
MUART. If the Interrupt Address Register is read 
while no interrupts are pending, the external interrupt 
EXTINT will be the default value, 08H. 


Interrupt Request Register 

The Interrupt Request Register latches all pending in- 
terrupt requests unless they are masked off. The re- 
quest is set whenever the associated event occurs. 

Interrupt Service Register 

In the fully nested mode of operation, every interrupt 
request which is granted service is entered into this 
register. The appropriate bit will be set whenever the 
interrupt is acknowledged by INTA or by reading the 
Interrupt Address Register. At the same time, the cor- 
responding bit in the Interrupt Request Register is 
reset. The Interrupt Service Register bit remains set 
until the microcomputer transfers the End Of Inter- 
rupt command (EOI) to the device by writing it into 
Command Register 3. In the normal mode the bits in 
the Interrupt Service Register are never set. 
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Priority Controller 

The priority controller selects the highest priority 
request in the Interrupt Requ est Re gister from up to 
eight requests pending. If the INTA signal is enabled 
and becomes active, the priority controller will cause 
the highest priority level in the Interrupt Request 
Register to be vectored back to the CPU, regardless of , 
whether the 8256 is in the normal mode or the nested 
mode. In the normal mode, if any bits are set in the 
Interrupt Request Register, the INT pin is activated. 
The highest priority level in the Interrupt Request 
register will be transferred to the Interrupt Address 
Register at the same time the interrupt request occurs. 

In the Fully Nested mode, the priorities of all pending 
requests are compared to the priorities in the Interrupt 
Service Register. If there is a higher priority in the 
Interrupt Request Register than in the Interrupt Ser- 
vice Register, the INT signal will be activated and the 
new interrupt level will be loaded into the Interrupt 
Address Register. 

Interrupt Modes 

There are two modes of operation for the interrupt 
controller: a normal mode and a fully nested mode. In 
the normal mode the CPU should only be a maximum 
of one interrupt level deep; therefore, the CPU can be 
interrupted only while in the main program and not 
while in an interrupt service routine. In the fully 
nested mode it is possible for the CPU to be nested up 
to eight interrupt levels deep. Using the fully nested 
mode, the MUART will activate the INT pin only 
when a higher priority than the one in service is re- 
quested. The fully nested mode is used to protect high 
priority interrupt service routines from being 
interrupted by equal or lower priority requests. 

Normal Mode 

In the normal mode of operation the 8256 will activate 
the INT pin whenever any of the bits in the Interrupt 
Request Register are set. The bits in the Interrupt 
Request Register can be set only if the corresponding 
interrupts are enabled. If more than one interrupt re- 
quest bit is set, the MUART will always place the 
highest priority level in the Interrupt Addres s Regi ster 
and vector this level to the CPU during an IOTA cy- 
cle. When the CPU ackno wledges the interrupt 
request, using either the INTA signal or by reading the 
Interrupt Address Register, the corresponding Inter- 
rupt Request Register bit is reset. Since the Interrupt 
Service Register bits are never set, there is no indica- 
tion in the MUART that an interrupt service routine is 
in progress. Therefore, the priority controller will in- 
terrupt the CPU again if any of the interrupt request 
bits are set, regardless of whether the next request is a 
higher, lower, or equal priority. 


The implied way to design a program using the normal 
mode is to have the CPU’s interrupt flag enabled dur- 
ing portions of the main program, but to leave the in- 
terrupt flag disabled while the CPU is executing code 
in an interrupt service routine. This way, the CPU can 
never be interrupted in an interrupt service routine. 
Upon completion of an interrupt service routine the 
program can enable the CPU’s interrupt flag, then 
return to the main program. 

Figure 9 shows an example of how the normal mode 
of interrupts may operate. As the CPU begins 
executing code in the main program, certain I/O 
ports, variables, and arrays need to be initialized. 
During this time the CPU’s interrupt flag is disabled. 
Once the program has completed the initialization 
routine and can accept an interrupt, the interrupt flag 
is enabled. In the 8085 this is done with the assembly 
language instruction El, and on the 8086 with STI. 

A short time later, an interrupt request comes in on 
Level 4. Since the CPU’s interrupt flag is enabled, the 
interrupt acknowledge signal is activated and the CPU 
branches off to Interrupt Service Routine 4. While the 
CPU is executing code in Interrupt Service Routine 4, 
an interrupt request comes in on Level 6 and then a 
short time later on Level 2. The 8256 activates the INT 
signal; however, the CPU ignores this because its in- 
terrupt flag is disabled. Upon returning to the main 
program the interrupt flag is enabled. When the inter- 
rupt acknowledge signal is activated, the MUART 
places the highest priority interrupt request on the 
data bus regardless of the order in which the requests 
came in. Therefore, during the interrupt acknowledge 
the MUART vectors the indirect address for Interrupt 
Level 2. The INT signal is not cleared after the 
acknowledge because there is still a pending interrupt. 

The normal mode of operation is advantageous in that 
it simplifies programming and lowers code re- 
quirements within interrupt routines; however, there 
are also several disadvantages. One disadvantage is 
that the interrupt response time for higher priority in- 
terrupts may be excessive. For example, if the CPU is 
executing code in an interrupt service routine during a 
higher priority request, the CPU will not branch off to 
the higher priority service routine until the current in- 
terrupt service routine is completed. This delay time 
may not be acceptable for interrupts such as the serial 
receiver or a real time signal. For these cases the 
MUART provides the nested mode. 

Nested Mode 

In the nested mode of operation, whenever a bit in the 
Interrupt Request Register is set, the Priority Con- 
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Figure 9. Normal Interrupt Mode Example 


trolle r com pares the Interrupt Request Register to the 
Interrupt Service Register. If the bit set in the Request 
Register is of a higher priority than the highest priority 
bit set in the Service Register, the MUART will ac- 
tivate the INT signal and update the Interrupt Address 
Register. If the bit in the Request Register is of equal 
or lower priority than the highest priority bit set in the 
Service R egister, the INT signal will not be activated. 
When an INTA signal is activated or the Interrupt 
Address Register is read, the corresponding bit in the 
Request Register which caused the INT signal to be 
asserted is reset and set in the Service Register. When 


an EOI (End Of Interrupt) command is issued, the 
highest priority bit in the Service Register is reset. 

Figure 10 shows an example of the program flow using 
the nested mode of interrupts. During the main pro- 
gram an interrupt request is generated from Level 4. 
Since the interrupt flag is enabled, the interrupt 
acknowledge signal is activated, and the 
microprocessor is vectored to Service Routine 4. 
During Service Routine 4, Level 2 requests an inter- 
rupt. Since Level 2 is a higher priority than Level 4, 
the 8256 activates its INT signal. An interrupt 


5-370 


210907-002 






AP-153 


iny 



Figure 10. Fully Nested Interrupt Mode Example 


acknowledge is not generated because the interrupt 
flag is disabled. This section of code in Service 
Routine 4 is protected and cannot be interrupted. A 
protected section of code may reinitialize a timer, take 
a sample, or update a global variable. When the inter- 
rupt flag is enabled the microprocessor acknowledges 
the interrupt and vectors into Service Routine 2. Ser- 
vice Routine 2 immediately enables the interrupt flag 
because it does not have a protected section of code. 
During Service Routine 2, Interrupt Request 6 is 
generated. However, the MUART will not interrupt 
the microprocessor until service routines 2 and 4 have 
issued the EOI command. 


Edge Triggering 

The MUART has a maximum of two external inter- 
rupts— EXTINT and P17. EXTINT is a dedicated 
interrupt pin which is level triggered, where PI 7 is 
either an I/O port or an edge triggered interrupt. If 
P17 is selected as an interrupt through Command 
Register 1 and its interrupt level is enabled, it will 
generate an interrupt when the level on this pin 
changes from low to high. The edge triggered mode in- 
corporates an edge lockout feature. This means that 
after the rising edge of an interrupt request and the 
acknowledgment of the request, the positive level on 
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PI 7 won’t generate further interrupts. Before another 
interrupt can be generated PI 7 must return low. 

External devices which generate a pulse for an inter- 
rupt request can use the edge triggered mode as long as 
the minimum high time specified in the data sheet is 
met. 

Level Triggering 

The external interrupt (EXTINT pin 16) is the only 
level triggered interrupt on the MUART. The 8256 will 
recognize any active (high) level on the EXTINT as an 
interrupt request. The EXTINT pin must stay hi gh un- 
til a short time after the rising edge of the first INTA 
pulse. If the voltage level on the EXTINT pin is high 
then goes low, the bit in the interrupt request register 
corresponding to EXTINT will be reset. 

In the norma l mod e of operation if EXTINT is still 
high after the INTA pulse has been activated, the INT 
signal will remain active. If the microprocessor’s inter- 
rupt flag is immediately reenabled, another interrupt 
will occur. Unless repeated interrupt generation is 
desired, the programmer should not reenable the 
CPU’s interrupt flag until EXTINT has gone low. 

In the nested mode of operation, if EXTINT is still 
high after the INTA pulse hks been activated, the INT 
signal will not be reactivated. This is because in the 
nested mode only a higher priority interrupt than the 
one being serviced can activate the INT signal. The 


EXTINT pin should go inactive (low) before the EOI 
command is issued if an immediate interrupt is not 
desired. 

Depending upon the particular design and applica- 
tion, the EXTINT pin has a number of uses. For 
example, it can provide repeated interrupt generation 
in the normal mode. This is useful in cases when a ser- 
vice routine needs to be continually executed until the 
interrupt request goes inactive. Another use of the 
EXTINT pin is that a number of external interrupt re- 
quests can be wire-ORed. This can’t be done using 
PI 7, for if a device makes an interrupt request while 
PI 7 is high (from another request), its transition will 
be shadowed. Note that when a wire-OR’ed scheme is 
used, the actual requesting device has to be deter- 
mined by the software in the service routine. 

Cascading the MUART’s 
Interrupt Controller 

Cascading the MUART’s interrupt controller is 
necessary in an interrupt driven system which contains 
more than one interrupt controller, such as a system 
using more than one MUART, or using a MUART 
with another interrupt controller like the 8259A. For a 
system which uses several MUART’s, one of t hem is 
tied directly to the microprocessor’s INT and INTA 
pins, while the remaining MUARTs are daisy-chained 
using the EXTINT and INT pins. This is shown in 
Figure 11. 



Figure 11. Cascading the MUART’s Interrupt Controller 
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Using the configuration in Figure 11, when the 
microprocessor receives an interrupt, it generates an 
interrupt acknowledge and branches into an interrupt 
service routine. For the interrupt service routine of the 
external interrupt, EXTINT Level 2, the micro- 
processor will read the next MUART’s interrupt ad- 
dress register and branch to the appropriate service 
routine. In effect, this would be a software interrupt 


acknowledge. An example of this type of interrupt 
acknowledge is given in Figure 8. If the last MUART 
in the chain indicated an external interrupt, the 
microprocessor would simply return to the main pro- 
gram; however, this would be an error condition 
caused by a spurious interrupt. A flow chart of the 
software to handle cascaded interrupts is given in 
Figure 12. 
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Some consideration should be given to the priority of 
the interrupts when cascading MUARTs. If all of the 
MUARTs Level 0 and Level 1 interrupts are disabled, 
the highest priority interrupt is the EXTINT. In this 
case the last MUART in the chain would have the 
highest priority; however, it would take the longest 
time to propagate back to the CPU. If, however, 
Level 0 or Level 1 interrupts were enabled, the closer 
to the microprocessor the MUART is, the higher the 
priority these two levels would have. 

When using the 8256 interrupt controller along with 
some other interrupt controller, such as the 8259 A, 
the MUART* s INT signal would simply be tied to one 
of the interrupt controller’s request inputs. The ser- 
vice routine for the MUART’ s interrupt request would 
initially perform the software interrupt acknowledge 
before servicing the MUART’ s interrupt request. 
A block diagram of this configuration is given in 
Figure 13. 


Polling the MUART 

If interrupts are not used, the only other way to con- 
trol the MUART is to poll it. It is still possible to use 
the priority structure of the MUART with polling. In 
this mode of operation t he MU ART’ s INT signal (Pin 
15) is not used, and the INTA pin is tied high. Since 
the INT pin’s level is duplicated in the MSB of the 
Status Register, a program can poll this bit. When it 
becomes set, the program could read the Interrupt 
Address Register to determine the cause. Either the 
normal or nested modebf operation can be used. Note 
that the functions used with this polled method must 
have their interrupts enabled. 

It is also possible to poll the countersVtimers, parallel 
I/O, and UART separately. To control the UART, 
one could poll the Status Register. Byte handshakes 
with the parallel I/O can be controlled by polling Port 
1. Finally, each counter/ timer has its own register 
which can be polled. 



Figure 13. Connecting the 8256 to the 8259A Interrupt Controller 
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PIN DESCRIPTIONS 


Symbol 

Pin No. 

Type 

Name and Function 

AD0-AD4 

DB5-DB7 

\ 

1-5 

6-8 

I/O 

Address/Data: Three- 
state address/data lines 
which interface to the 
lower 8 bits of the micro- 
processor’s multiplexed 
address/data bus. The 
5-bit address is latched on 
the falling edge of ALE. 
In the 8-bit mode, ADO- 
ADS are used to select the 
proper register, while 
AD1-AD4 are used in the 
16-bit mode. AD4 in the 
8-bit mode is ignored as 
an address, while ADO in 
the 16-bit mode is used as 
a second chip select, active 
low. 

ALE 

9 

I 

Address Latch Enable: 

Latches the 5 address lines 
on AD0-AD4 and CS on 
the falling edge. 

RD 

10 

I 

Read Control: When this 
signal is low, the selected 
register is gated onto the 
data bus. 

WR 

11 

I 

Write Control: When this 
signal is low, the value on 
the data bus is written in- 
to the selected register. 

RESET 

12 

I 

Reset: An active high 
pulse on this pin forces 
the chip into its initial 
state. The chip remains in 
this state until control in- 
formation is written. 

CS 

13 

I 

Chip Select: A low on this 
signal enables the 
MU ART. It is latched 
with the address on the 
falling edge of ALE, and 
RD and WR have no ef- 
fect unless CS was latched 
low during the ALE cycle. 


Symbol 

Pin No. 

Type 

Name and Function 

INTA 

14 

I 

Interrupt Acknowledge: 

If the MUART has been 
enabled to respond to in- 
terrupts, this signal in- 
forms the MUART that 
its interrupt request is be- 
ing 'acknowledged by the 
microprocessor. During 
this acknowledgement the 
MUART puts an RSTn 
instruction on the data 
bus for the 8-bit mode or 
a vector for the 16-bit 
mode. 

INT 

15 

0 

Interrupt Request: A high 
signals the microproc- 
essor that the MUART 
needs service. 

EXTINT 

16 

I 

External Interrupt: An ex- 
ternal device can request 
interrupt service through 
this input. The input is 
level sensitive (high), 
therefore it must be held 
high until an INTA occurs 
or the interrupt address 
register is read. 

CLK 

17 

I 

System Clock: The 

reference clock for the 
baud rate generator and 
the timers. 

RxC 

18 

I/O 

Receive Clock: If the 

baud rate bits in Com- 
mand Register 2 are all 0, 
this pin is an input which 
clocks serial data into the 
RxD pin on the rising 
edge of RxC. If baud rate 
bits in Command Register 
2 are programmed from 
1-0FH, this pin outputs a 
square wave whose rising 
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PIN DESCRIPTIONS (CONTINUED) 


Symbol 

Pin No. 

Type 

Name and Function 

' 



edge indicates when the 
data on RxD is being 
sampled. This output re- 
mains high during start, 
stop, and parity bits. 

RxD 

19 

I 

Receive Data: Serial data 
input. 

CTS 

) 

21 

I 

Clear To Send: This input 
enables the serial trans- 
mitter. If 1, 1.5, or 2 stop 
bits are selected, CTS is 
level sensitive. As long as 
CTS is low, any character 
loaded into the transmit- 
ter buffer register will be 
transmitted serially. A 
single negative going 
pulse causes the transmis- 
sion of a single character 
previously loaded into the 
transmitter buffer 

register. If a baud rate 
from 1-0FH is selected, 
CTS must be low for at 
least 1/32 of a bit, or it 
will be ignored. If the 
transmitter buffer is emp- 
ty, this pulse will be ig- 
nored. If this pulse occurs 
during the transmission of 
a character up to the time 
where 1/2 of the first (or 
only) stop bit is sent out, 
it will be ignored. If it oc- 
curs afterwards, but 
before the end of the stop 
bits, the next character 
will be transmitted im- 
mediately following the 
current one. If CTS is still 
high when the transmitter 
register is sending the last 
stop bit, the transmitter 
will enter its idle state un- 
til the next high -to -low 
transition on CTS occurs. 


Symbol 

Pin No. 

Type 

Name and Function 


- 


If 0.75 stop bits is chosen, 
the CTS inpuf is edge sen- 
sitive. A negative edge on 
CTS results in the im- 
mediate transmission of 
the next character. The 
length of the stop bits is 
determined by the time in- 
terval between the begin- 
ning of the first stop bit 
and the next negative edge 
on CTS. A high-to-low 
transition has no effect if 
the transmitter buffer is 
empty or if the time inter- 
val between the beginning 
of the stop bit and next 
negative edge is less than 
0.75 bits. A high or a low 
level or a low-to-high 
transition has no effect on 
the transmitter for the 
0.75 stop bit mode. 

TxC 

22 

I/O 

Transmit Clock: If the 
baud rate bits in com- 
mand register 2 are all set 
to 0, this input clocks data 
out of the transmitter on 
the falling edge. If baud 
rate bits are programmed 
for 1 or 2, this input per- 
mits the user to provide a 
32x or 64x clock which is 
used for the receiver and 
transmitter. If the baud 
rate bits are programmed 
for 3-0FH, the internal 
transmitter clock is out- 
put. As an output it 
delivers the transmitter 
clock at the selected bit 
rate. If \Vi or 0.75 stop 
bits are selected, the 
transmitter divider will be 
asynchronously reset at 
the beginning of each 
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PIN DESCRIPTIONS (CONTINUED) 


Symbol 

Pin No. 

Type 

Name and Function 




start bit, immediately 
causing a high-to-low 
transition on TxC. TxC 
makes a high-to-low tran- 
sition at the beginning of 
each serial bit, and a low- 
to-high transition at the 
center of each bit. 

TxD 

23 

o 

Transmit Data: Serial 

data output. 

P27-P20 

24-31 

I/O 

Parallel I/O Port 2: Eight 
bit general purpose I/O 
port. Each nibble (4 bits) 
of this port can be either 
an input or an output. 
The outputs are latched 
whereas the input signals 
are not. Also, this port 
can be used as an 8-bit in- 
put or output port when 
using the two-wire hand- 
shake. In the handshake 
mode both inputs and 
outputs are latched. 

P17-P10 

32-39 

I/O 

Parallel I/O Port 1: Each 
pin can be programmed as 
an input or an output to 
perform general purpose 
I/O. All outputs are 
latched whereas inputs are 
not. Alternatively these 
pins can serve as control 
pins which extend the 
functional spectrum of 
the chip. 

GND 

20 

PS 

Ground: Power supply 
and logic ground 
reference. 

Vcc 

40 

PS 

Power: +5V power sup- 
ply. 


DESCRIPTION OF THE REGISTERS 

The following section will provide a description of the 
registers and define the bits within the registers where 
appropriate. Table 4 lists the registers and their 
addresses. 


Command Register 1 


El 

L0 

SI 

SO 

BRKI 

BITI 

8086 

FRQ 


(OR) (OW) 


FRQ — Timer Frequency Select 

This bit selects between two frequencies for the five 
timers. If FRQ = 0, the timer input frequency is 
16KHz (62.5i/s). If FRQ = 1, the timer input frequen- 
cy is 1 KHz (1ms). The selected clock frequency is 
shared by all the counter/timers enabled for timing; 
thus, all timers must run with the same time base. 

8086 — 8086 Mode Enable 

This bit selects between 8085 mode and 8086/8088 
mode. In 8085 mode (8086 = 0), A0 to A3 are used to 
address the internal registers, and an RSTn i nstruction 
is generated in response to the first INTA. In 8086 
mode (8086= 1), A1 to A4 are used to address the in- 
ternal registers, and A0 is used as an extra chip select 
(A0 m ust equal zero to be enabled). The respon se to 
INTA is for 8086 interrupts where the first INTA is ig- 
nored, and an interrupt vector (40H t o 47H ) is placed 
on the bus in response to the second INTA. 

BITI — Interrupt on Bit Change 

This bit selects between one of two interrupt sources 
on Priority Level 1 , either Counter/Timer 2 or Port 1 
P17 interrupt. When this bit equals 0, Counter/Timer 
2 will be mapped into Priority Level 1 . If BITI equals 
0 and Level 1 interrupt is enabled, a transition from 1 
to 0 in Counter/Timer 2 will generate an interrupt re- 
quest on Level 1. When BITI equals 1, Port 1 PI 7 ex- 
ternal edge triggered interrupt soprce is mapped into 
Priority Level 1 . In this case if Level 1 is enabled, a 
low -to -high transition on PI 7 generates an interrupt 
request on Level 1 . 

BRKI — Break-In Detect Enable 

If this bit equals 0, Port 1 P16 is a general purpose I/O 
port. When BRKI equals 1, the Break-In Detect 
feature is enabled on Port 1 PI 6. A Break-In condi- 
tion is present on the transmission line when it is forc- 
ed to the start bit voltage level by the receiving station. 
Port 1 P16 must be connected externally to the 
transmission line in order to detect a Break-In. A 
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Table 4. MUART Registers 




Read Registers 

8085 Mode: 

8086 Mode: 

AD3 AD2 ADI ADO 
AD4 AD3 AD2 ADI 



Write Registers 



QD 

L_loJ 

LEL 

S0 

| BRKl| 

B,TI 1 

| 8086 | 

FRQ 

0 0 0 0 | 

cm 

1 l ° 1 

1 SI 1 

S0 

BRKI 

BIT! | 

| 8086 

| frq| 




Command 1 








Command 1 




|_PEnJ 

fi?] 

cm 

CO 

63 

1 82 

1 B1 1 

BO 

0 0 0 1 

I PEN 

|_JPJ 

1 01 1 

CO 

B3 

82 

1 81 

1 80 1 




Command 2 








Command 2 




cm 

RxE l 

|ae | 

1 NIE 

0 

sbrk| 

tbrk| 

Cl] 

0 0 1 0 | 

1 SET I 

cm 

cm 

1 NIE 1 

end| 

sbrk| 

|tbrk| 

1 RST I 




Command 3 








Command 3 




rm 

T24 | 

T5C | 

CT3 

CT2 ] 

P2C2| 

P2C1 1 

P2Co| 

0 0 1 1 | 

T35 1 

124 1 

T5C 1 

CT3 | 

CT2 

P2C2 1 

| P2C1 1 

P2Co| 




Mode 








Mode 




[pitJ 

P16 1 

P15 1 

P14 

1 P13 1 

P12 1 

LllI 

P1 ° 1 

0 1 0 0 | 

Lll! 

[piej 

pi5 1 

pi4 

P13 

P12 

Lml 

Ijpio] 



Port 1 Control 






Port 1 Control 



CeEI 

cmi 

IlsI 

cm 

13 

L_EL 

EelI 

CCE 

0 10 1 

cm 

Cel] 

IlsJ 

| L4 | 

Lel 

CtL 

Eel! 

cm 



Interrupt Enable 






Set Interrupts 



CeC 

cm 

05 

04 

lD3l 

02 

cm 

rm 

0 1 1 0 

Cel] 

Cel ] 

15 

lL4j 

Lel 

12 

EEC 

cm 



Interrupt Address 






Reset Interrupts 



H 

1 06 

1 05 

| D4 

l 03 

D2 

DEE 

I DO 

0 111 

Cel 

rm 

D5 

04 

03 

D2 

Eel 

rm 



Receiver Buffer 






Transmitter Buffer 



E 

1 06 

D5 

D4 

03 

02 

E 

I DO 

10 0 0 

Eel 

D6 

D5 

fD4| 

Cel 

D2 

Eel 

1 00 1 




Port 1 








Port 1 




Cel 

| D6 

D5 

| D4 

| D3 

02 

Cel 

I DO 

10 0 1 

Eel 

D6 

D5 

| D4 

| D3 

D2 

C EL 

1 00 




Port 2 








Port 2 




CEL 

| D6 

D5 

D4 

D3 

D2 

1~pi~ 

| DO 

] 1 0 1 0 

Cel 

D6 

D5 

D4 

D3 

D2 

Eel 

| DO 




Timer 1 








Timer 1 




Cel 

| D6 

D5 

| D4 

| D3 

D2 

Eel 

| DO 

] 1 0 1 1 

Cel 

D6 

D5 

| D4 

D3 

D2 

E EL 

| DO 




Timer 2 








Timer 2 




Cel 

| D6 

D5 

D4 

| D3 

D2 

Eel 

1 DO 

] 1 10 0 

Eel 

D6 

D5 

D4 

D3 

D2 

Eel 

1 DO 




Timer 3 








Timer 3 




Cel 

| D6 

D5 

| D4 

D3 

D2 

E EL 

| DO 

] 1 1 0 1 

III 

D6 

D5 

D4 

D3 

D2 

Eel 

1 DO 




Timer 4 








Timer 4 




Cel 

| D6 

D5 

D4 

D3 

D2 

| D1 

| DO 

] 1 1 1 0 

1 07 

D6 

D5 

| D4 

D3 

D2 

Eel 

| DO 




Timer 5 








Timer 5 




| INT 

| R8F 

TBE 

| TRE 

BO 

PE 

|°E 

1* 

] 1 1 1 1 

C Z 

| RS4 

RS3 

| RS2 

RSI 

RSO 

|tme 

I DSC 




Status 








Modification 
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Break-In is polled by the MUART during the 
transmission of the last or only stop bit of a character. 

A Break-In Detect is OR-ed with Break Detect in Bit 3 
of the Status Register. The distinction can be made 
through the interrupt controller. If the transmit and 
receive interrupts are enabled, a Break-In will generate 
an interrupt on Level 5, the transmit interrupt, while 
Break will generate an interrupt on Level 4, the receive 
interrupt. 


transmission and reception. In this case, prescalers are 
disabled and the input serial clock frequency must 
match the baud rate. The input serial clock frequency 
can range from 0 to 1 .024 MHz. 

BO, B1, B2, B3 — Baud Rate Select 

These four bits select the bit clock's source, sampling 
rate, and serial bit rate for the internal baud rate 
generator. 


SO, SI — Stop Bit Length 


SI 

0 

0 

1 

1 


so 

0 

1 

0 

1 


tion section under “CTS”. 

L0, LI — Character Length 
LI L0 



B3 

B2 

B1 

B0 

Baud 

Sampling 






Rate 

Rate 

Stop Bit Length 

0 

0 

0 

0 

TxC, RxC 

1 

1 

0 

0 

0 

1 

TxC/64 

64 

1.5 

0 

0 

1 

0 

TxC/32 

32 

2 

0 

0 

1 

1 

19200 

32 

0.75 

0 

1 

0 

0 

9600 

64 

f stop bits and the 

0 

0 

1 

1 

0 

1 

1 

0 

4800 

2400 

64 

64 

in the Pin Descrip- 

0 

1 

1 

1 

1200 

64 


1 

0 

0 

0 

600 

64 


1 

0 

0 

1 

300 

64 


1 

0 

1 

0 

200 

64 

Character 

1 

0 

1 

1 

150 

64 

Length 

1 

1 

0 

0 

110 

64 

8 

1 

1 

0 

1 

100 

64 

7 

l 

1 

1 

0 

75 

64 

6 

1 

1 

1 

1 

50 

64 


The following table gives an overview of the function 
of pins TxC and RxC: 


Command Register 2 


PEN 

EP 

Cl 

CO 

B3 

B2 

B1 

B0 


(1R) (1W) 


Programming bits 0. . .3 with values from 3H to FH 
enables the internal baud rate generator as a common 
clock source for the transmitter and receiver and 
determines its divider ratio. 

Programming bits 0...3 with values of 1H or 2H 
enables input TxC as a common clock source for the 
transmitter and receiver. The external clock must pro- 
vide a frequency of either 32x or 64x the baud rate. 
The data transmission rates range from 0...32 
Kbaud. 


Bits 3 to 
0 (Hex.) 

TxC 

RxC 

0 

Input: 1 x baud 
rate clock for the 
transmitter 

Input: 1 x baud 
rate clock for the 
receiver 

1,2 

Input 32 x or 64 x 
baud rate for trans- 
mitter and receiver 

Output: receiver bit 
clock with a low -to - 
high transition at 
data bit sampling 
time. Otherwise: 
high level 

3 to F 

Output: baud rate 
clock of the 
transmitter 

Output: as above 


If bits 0. . . 3 are set to 0, separate clocks must be input 
to pin RxC for the receiver and pin TxC for the 
transmitter. Thus, different baud rates can be used for 


As an output, RxC outputs a low -to -high transition at 
sampling time of evary data bit of a character. Thus, 
data can be loaded, e.g., into a shift register external- 
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ly. The transition occurs only if data bits of a 
character are present. It does not occur for start, pari- 
ty, and stop bits (RxC = high). 

As an output, TxC outputs the internal baud rate 
clock of the transmitter. There will be a high-to-low 
transition at every beginning of a bit. 

CO, Cl — System Clock Prescaler 
(Bits 4, 5) 

Bits 4 and 5 define the system clock prescaler divider 
ratio. The internal operating frequency of 1.024 MHz 
is derived from the system clock. 


Cl 

CO 

Divider Ratio 

Clock at Pin 
CLK 

0 

0 

5 

5.12 MHz 

0 

I 

3 

3.072 MHz 

1 

0 

2 

2.048 MHz 

1 

1 

1 

1.024 MHz 


EP — Even Parity (Bit 6) 

EP = 0: Odd parity 
EP = 1: Even parity 

PEN - Parity Enable (Bit 7 ) 

Bit 7 enables parity generation and checking. 

PEN = 0: No parity bit 
PEN = 1 : Enable parity bit 

The parity bit according to Command Register 2 bit 6 
(see above) is inserted between the last data bit of a 
character and the first or only stop bit. The parity bit 
is checked during reception. A false parity bit 
generates an error indication in the Status Register 
and an Interrupt Request on Level 4. 


Command Register 3 


SET 

RxE 

IAE 

NIE 

END 

SBRK 

TBRK 

RST 


(2R) (2W) 


Command Register 3 is different from the first two 
registers because it has a bit set/reset capability. 


Writing a byte with Bit 7 high sets any bits which were 
also high. Writing a byte with Bit 7 low resets any bits 
which were high. If any bit 0-6 is low, no change oc- 
curs to that bit. When Command Register 3 is read, 
bits 0, 3, and 7 will always be zero. 

RST — Reset 

If RST is set, the following events occur: 

1) All bits in the Status Register except bits 4 and 5 
are cleared, and bits 4 and 5 are set. 

2) The Interrupt Enable, Interrupt Request, and In- 
terrupt Service Registers are cleared. Pending re- 
quests and indications for interrupts in service will 
be cancelled. Interrupt signal INT will go low. 

3) The receiver and transmitter are reset. The 
transmitter goes idle (TxD is high), and the receiver 
enters start bit search mode. 

4) If Port 2 is programmed for handshake mode, IBF 
and OBF are reset high. 

RST does not alter ports, data registers or command 
registers, but it halts any operation in progress. RST is 
automatically cleared. 

RST = 0 has no effect. The reset operation triggered 
by Command Register 3 is a subset of the hardware 
reset. 


TBRK — Transmit Break 

The transmission data output TxD will be set low as 
soon as the transmission of the previous character has 
been fini shed . It stays low until TBRK is cleared. The 
state of CTS is of no significance for this operation. 
As long as break is active, data transfer from the 
Transmitter Buffer to the Transmitter Register will be 
inhibited. As soon as TBRK is reset, the break condi- 
tion will be deactivated and the transmitter will be re- 
enabled. 

SBRK — Single Character Break 

This causes the transmitter data to be set low for one 
character including start bit, data bits, parity bit, and 
stop bits. SBRK is automatically cleared when time 
for the last data bit has passed. It will start after the 
character in progress completes, and will delay the 
next data transfer from the Transmitter Buffer to the 
Transmitter Register until TxD returns to an idle 
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(marking) state. If both TBRK and SBRK are set, 
break will be set as long as TBRK is set, but SBRK will 
be cleared after one character time of break. If SBRK 
is set again, it remains set for another character. The 
user can send a definite number of break characters in 
this manner by clearing TBRK after setting SBRK for 
the last character time. 

END — End of Interrupt 

If fully nested interrupt mode is selected, this bit resets 
the currently served interrupt level in the Interrupt 
Service Register. This command must occur at the end 
of each interrupt service routine during fully nested in- 
terrupt mode . END is automatically cleared when the 
Interrupt Service Register (internal) is cleared. END is 
ignored if nested interrupts are not enabled. 

NIE — Nested Interrupt Enable 

When NIE equals 1, the interrupt controller will 
operate in the nested interrupt mode. When NIE 
equals 0, the interrupt controller will operate in the 
normal interrupt mode. Refer to the “Interrupt con- 
troller’’ section under “Normal Mode’’ and “Nested 
Mode” for a detailed description of these operations. 

IAE — Interrupt Acknowledge Enable 

This bit enables an automatic response to INTA. The 
particular response is determined by the 8086 bit in 
Command Register 1. 

RxE — Receive Enable 

This bit enables the serial receiver and its associated 
status bits in the status register. If this bit is reset, the 
serial receiver will be disabled and the receive status 
bits will not be updated. 

Note that the detection of break characters remains 
enabled while the receiver is disabled; i.e., Status 
Register Bit 3 (BD) will be set while the receiver is 
disabled whenever a break character has been 
recognized at the receive data input RxD. 

SET — Bit Set/Reset 

If this bit is high during a write to Command Register 
3, then any bit marked by a high will set. If this bit is 
low, then any bit marked by a high will be cleared. 


Mode Register 


T35 

T24 

T5C 

CT3 

CT2 

P2C2 

P2C1 

P2C0 


(3R) (3W) 


P2C2, P2C1, P2C0 - Port 2 Control 





Direction 

P2C2P2C1 P2C0 Mode 

Upper 

Lower 

0 

0 

0 nibble 

input 

input 

0 

0 

1 nibble 

input 

output 

0 

1 

0 nibble 

output 

input 

0 

1 

1 nibble 

output 

output 

1 

0 

0 byte handshake 

input 

1 

0 

1 byte handshake 

output 


1 1 0 DO NOT USE 

1 1 1 test 

If test mode is selected, the output from the internal 
baud rate generator is placed on bit 4 of Port 1 (pin 
35). 

To achieve this, it is necessary to program bit 4 of Port 
1 as an output (Port 1 Control Register Bit P14= 1), 
and to program Command Register 2 bits B3 - BO 
with a value > 3H. 

Note: 

If Port 2 is operating in handshake mode, Interrupt Level 7 is 
not available for Timer 5. Instead it is assigned to Port 2 hand- 
shaking. 

CT2, CT3 — Counter/Timer Mode 

Bit 3 and 4 defines the mode of operation of event 
counter/timers 2 and 3 regardless of its use as a single 
unit or as a cascaded one. 

If CT2 or CT3 are high, then counter/timer 2 or 3 
respectively is configured as an event counter on bit 2 
or 3 respectively of Port 1 (pins 37 or 36). The event 
counter decrements the count by one on each low -to - 
high transition of the external input. If CT2 or CT3 is 
low, then the respective counter/timer is configured as 
a timer and the Port 1 pins are used for parallel I/O. 

T5C ■— Timer 5 Control 

If T5C is set, then Timer 5 can be preset and started by 
an external signal. Writing to the Timer 5 register 
loads the Timer 5 save register and stops the timer. A 
high-to-low transition on bit 5 of Port 1 (pin 34) loads 
the timer with the saved value and starts the timer. 
The next high-to-low transition on pin 34 retriggers 
the timer by reloading it with the initial value and con- 
tinues timing. 

Following a hardware reset, the save register is reset to 
00H and both clock and trigger inputs are disabled. 
Transferring an instruction with T5C=1 enables the 
trigger input; the save register can now be loaded with 
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an initial value. The first trigger pulse causes the initial 
value to be loaded from the save register and enables 
the counter to count down to zero. 

When the timer reaches zero it issues an interrupt re- 
quest, disables its interrupt level and continues count- 
ing. A subsequent high-to-low transition on pin 5 
resets Timer 5 to its initial value. For another timer in- 
terrupt, the Timer 5 interrupt enable bit must be set 
again. 

T35, T24 — Cascade Timers 

These two bits cascade Timers 3 and 5 or 2 and 4. 
Timers 2 and 3 are the lower bytes, while Timers 4 and 
5 are the upper bytes. If T5C is set, then both Timers 3 
and 5 can be preset and started by an external pulse. 


Table 5. Event Counters/Timers Mode of Operation 


Event Counter/ 
Timer 

Function 


Clock Source 

1 

8-bit timer 

- 

internal clock 

2 

8-bit timer 

T24 = 0, CT2 = 0 

internal clock 

8-bit event counter 

T24 = 0, CT2 = 1 

P12 pin 37 

3 

8-bit timer 

T35 =0, CT3 =0 

internal clock 

8-bit event counter 

T35 = 0, CT3 = 1 

P13 pin 36 

4 

8-bit timer 

T24 = 0 

internal clock 

5 

8-bit timer, 
normal mode 

T35 =0, T5C = 0 

internal clock 

8-bit timer, 
retriggerable mode 

T35 =0, T5C= 1 

internal clock 

2 and 4 
cascaded 

16-bit timer 

T24 = 1 , CT2 = 0 

internal clock 

16-bit event counter 

T24 = 1 , CT2 = 1 

P12 pin 37 

3 and 5 
cascaded 

16-bit timer, 
normal mode 

T35 = 1, T5C = 0, 
CT3 =0 

internal clock * 

16-bit event counter, 
normal mode 

T35 = 1, T5C = 0, 
CT3 = 1 

PI 3 pin 36 

16-bit timer, 
Retriggerable mode 

T35 = 1, T5C= 1, 
CT3 =0 

internal clock 

16-bit event counter, 
Retriggerable mode 

T35 = 1, T5C= 1, 
CT3 = 1 

PI 3 pin 36 


When a high-to-low transition occurs, Timer 5 is 
preset to its saved value, But Timer 3 is always preset 
to all ones. If either CT2 or CT3 is’set, then the cor- 
responding timer pair is a 16-bit event counter. '. 

A summary of the counter/timer control bits is given 
in Table 5. 

Note: 

Interrupt levels assigned to single counters are partly not oc- 
cupied if event counters/timers are cascaded. Level 2 will be 
vacated if event counters/timers 2 and 4 are cascaded. 
Likewise, Level 7 will be vacated if event counters/timers 3 
and 5 are cascaded. 

Single event counters/timers generate an interrupt request on 
the transition from 01 H to 00H, while cascaded ones generate 
it on the transition from 0001 H to 0000H. 


I 
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Port 1 Control Register 


P17 

P16 

P15 

P14 

P13 

P12 

Pll 

P10 


(4R) (4W) 


Each bit in the Port 1 Control Register configures the 
direction of the corresponding pin. If the bit is high, 
the pin is an output, and if it is low the pin is an input. 
Every Port 1 pin has another functipn which is con- 
trolled by other registers. If that special function is 
disabled, the pin functions as a general I/O pm as 
specified by this register. The special functions for 
each pin are described below. 


Port 10, 11 — Handshake Control 

If byte handshake control is enabled for Port 2 by the 
Mod e Reg ister, then Port 10 is programmed as 
STB/ACK han dshake con trol input, and Port 11 is 
programmed as IBF/OBF handshake control output. 

If byte handshake mode is enabled for output on Port 
2, OBF indicates that a character has been loaded into 
the Port 2 output buffer. When an external device 
rea ds the data , it ac knowledges this operation by driv- 
ing ACK low. O BF is set low by writing to Port 2 and 
is reset high by ACK. 

If byte handshake mode is enabled for inp ut on Port 
2, STB is an input. IBF i s driv en low after STB goes 
low. On the rising edge of STB the data from Port 2 is 
latched. 

IBF is reset high when Port 2 is read. 


Port 12, 13 — Counter 2, 3 Input 

If Timer 2 or Timer 3 is programmed as an event 
counter by the Mode Register, then Port 12 or Port 13 
is the counter input for Event Counter 2 or 3, respec- 
tively. 

Port 14 — Baud Rate Generator Output Clock 

If test mode is enabled by the Mode Register and 
Command Register 2 baud rate select is greater than 2, 
then Port 14 is an output from the internal baud rate 
generator. 

P14 in Port 1 control register must be set to 1 for the 
baud rate generator clock to be output. The baud rate 
generator clock is 64 x the serial bit rate except at 
19.2Kbps when it is 32 x the bit rate. 


Port 15 — Timer 5 Trigger 

If T5C is set in the Mode Register enabling a retrig- 
gerable timer, then Port 15 is the input which starts 
and reloads Timer 5. 

A high-to-low transition on PI 5 (Pin 34) loads the 
timer with the save register and starts the timer. 

Port 16 — Break-In Detect 

If Break-In Detect is enabled by BRKI in Command 
Register 1, then this input is used to sense a Break-In. 
If Port 16 is low while the serial transmitter is sending 
the last stop bit, then a Break-In condition is signaled. 

Port 17 — Port Interrupt Source 

If BITI in Command Register 1 is set, then a low-to- 
high transition on Port 17 generates an interrupt re- 
quest on Priority Level 1 . 

Port 17 is edge triggered. 

Interrupt Enable Register 


\_u_ 

L6 

L5 

L4 

L3 

L2 

LI 

L0 


(5R) (5W = enable, 

6W = disable) 


Interrupts are enabled by writing to the Set Interrupts 
Register (5W). Interrupts are disabled by writing to 
the Reset Interrupts Register (6W). Each bit set by the 
Set Interrupts Register (5W) will enable that level in- 
terrupt, and each bit set in the Reset Interrupts 
Register (6W) will disable that level interrupt. The 
user can determine which interrupts are enabled by 
reading the Interrupt Enable Register (5R). 


Priority 


Source 

Highest 

L0 

Timer 1 


LI 

Timer 2 or Port Interrupt 


L2 

External Interrupt (EXTINT) 


L3 

Timer 3 or Timers 3 & 5 


L4 

Receiver Interrupt 


L5 

Transmitter Interrupt 


L6 

Timer 4 or Timers 2 & 4 

Lowest 

L7 

Timer 5 or 



Port 2 Handshaking 


Interrupt Address Register 


UJ 

0 

0 

D4 

D3 

D2 

0 

LO 


i "’i nterrupt Level 

Indication 
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Reading the interrupt address register transfers an 
identifier for the currently requested interrupt level on 
the system data bus. This identifier is the number of 
the interrupt level multiplied by 4. It can be used by 
the CPU as an offset address for interrupt handling. 
Reading the interrupt address register has the same ef- 
fect as a hardware interrupt acknowledge INTA; it 
clears the interrupt request pin (INT) and indicates an 
interrupt acknowledgement to the interrupt con- 
troller. 


Port 2 


D7 

1 06 

D5 

1 04 

D3 

D2 

D1 

1 D0 1 


(9R) (9W) 


Writing to Port 2 sets the data in the Port 2 output 
latch. Writing to an input pin does not affect the pin, 
but it does store the data in the latch. Reading Port 2 
puts the input pins onto the bus or the contents of the 
output latch for output pins. 


Receiver and Transmitter Buffer 


D7 

D6 

D5 

D4 

D3 

D2 

D1 

DO 


(7R) (7W) 


Both the receiver and transmitter in the MUART are 
double buffered. This means that the transmitter and 
receiver have a shift register and a buffer register. The 
buffer registers are directly addressable by reading or 
writing to register seven. After the receiver buffer is 
full, the RBF bit in the status register is set. Reading 
the receive buffer clears the RBF status bit. The 
transmit buffer should be written to only if the TBE 
bit in the status register is set. Bytes written to the 
transmit buffer are held th ere u ntil the transmit shift 
register is empty, assuming CTS is low. If the transmit 
buffer and shift register are empty, writing to the 
transmit buffer immediately transfers the byte to the 
transmit shift register. If a serial character length is 
less than 8 bits, the unused most significant bits are set 
to zero when reading the receive buffer, and are ig- 
nored when writing to the transmit buffer. 


Port 1 


1 07 1 

D6 

1 05 

E)4 

1 03 

1 D2 1 

1 D1 

1 D0 1 


(8R) (8W) 


Writing to Port 1 sets the data in the Port 1 output 
latch. Writing to an input pin does not affect the pin, 
but the data is stored and will be output if the direc- 
tion of the pin is changed later. If the pin is used as a 
control signal, the pin will not be affected, but the 
data is stored. Reading Port 1 transfers the data in 
Port 1 onto the data bus. 


Timer 1-5 


D7 

D6 

D5 

D4 

D3 

D2 

D1 

DO 1 


(0Ai6-0E 16 R) (0A 16 -0 Ei 6 W) 


Reading Timer N puts the contents of the time r onto 
the data bus. If the counter changes while RD is low, 
the value on the data bus will not change. If two 
timers are cascaded, reading the high- order byte will 
cause the low-order byte to be latched. Reading the 
low -order byte will unlatch them both. Writing to 
either timer or decascading them also clears the latch 
condition. Writing to a timer sets the starting value of 
that timer. If two timers are cascaded, writing to the 
high-order byte presets the low-order byte to all ones. 
Loading only the high- order byte with a value of X 
leads to a count of X 256 + 255. Timers count down 
continuously. If the interrupt is enabled, it occurs 
when the counter changes from 1 to 0. 

The timer/counter interrupts are automatically dis- 
abled when the interrupt request is generated. 

Status Register 


INT 

RBF 

TBE 

TRE 

BD 

PE 

OE 

FE 


(0F 16 R) 


Reading the status register gates its contents onto the 
data bus. It holds the operational status of the serial 
interface as well as the status of the interrupt pin INT. 
The status register can be read at any time. The flags 
are stable and well defined at all instants. 

FE — Framing Error, Transmission Mode 

Bit 0 can be used in two modes. Normally, FE in- 
dicates framing error which can be changed to 
transmission mode indication by setting the TME bit 
in the modification register. 
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If transmission mode is disabled (in Modification 
Register), then FE indicates a framing error. A fram- 
ing error is detected during the first stop bit. The error 
is reset by reading the Status Register or by a chip 
reset. A framing error does not inhibit the loading of 
the Receiver Buffer. If RxD remains low, the receiver 
will assemble the next character. The false stop bit is 
treated as the next start bit, and no high-to-low transi- 
tion on RxD is requied to synchronize the receiver. 

When the TME bit in the Modification Register is set, 
FE is used to indicate that the transmitter was active 
during the reception of a character, thus indicating 
that the character received was transmitted by its own 
transmitter. FE is reset when the transmitter is not ac- 
tive during the reception of character. Reading the 
status register will not reset the FE bit in the transmis- 
sion mode. 

OE — Overrun Error 

If the user does not read the character in the Receiver 
Buffer before the next character is received and 
transferred to this register, then the OE bit is set. The 
OE flag is set during the reception of the first stop bit 
and is cleared when the Status Register is read or when 
a hardware or software reset occurs. The first 
character received in this case will be lost. 

PE — Parity Error 

This bit indicates that a parity error has occurred dur- 
ing the reception of a character. A parity error is pres- 
ent if value of the parity bit in the received character 
is different from the one expected according to com- 
mand word 2 bits 6 EP. The parity bit is expected and 
checked only if it is enabled by command word 2 bit 7 
PEN. 

A parity error is set during the first stop bit and is reset 
by reading the Status Register or by a chip reset. 

BD — Break/Break-ln 

The BD bit flags whether a break character has been 
received, or a Break-In condition exists on the 
transmission line. Command Register 1 Bit 3 (BRKI) 
enables the Break-In Detect function. 

Whenever a break character has been received, Status 
Register Bit 3 will be set and in addition an interrupt 
request on Level 4 is generated. The receiver will be 
idled. It will be started again with the next high-to-low 
transition at pin RxD. 


The break character received will not be loaded into 
the receiver buffer register. 

If Break-In Detection is enabled and a Break-In condi- 
tion occurs, Status Register Bit 3 will be set and in ad- 
dition an interrupt request on Level 5 is generated. 

The BD status bit will be reset on reading the status 
register or on a hardware or software reset. For more 
information on Break/Break-ln, refer to the “Serial 
Asynchronous Communication” section under 
“Receive Break Detect”and “Break-In Detect.” 

TRE — Transmit Register Empty 

When TRE is set the transmit register is empty and an 
interrupt request is generated on Level 5 if enabled. 
When TRE equals 0 the transmit register is in the pro- 
cess of sending data. TRE is set by a chip reset and 
when the last stop bit has left the transmitter. It is 
reset when a cha racter is loaded into the Transmitter 
Register. If CTS is low, the Transmitter Register will 
be lo aded during the transmission of the start bit. If 
CTS is high at the end of a character, TRE will remain 
high and no character wi ll b e loaded into the 
Transmitter Register until CTS goes low. If the 
transmitter was inactive before a character is loaded 
into the Transmitter Buffer, the Transmitter Register 
will be empty temporarily while the buffer is full. 
However, the data in the buffer will be transferred to 
the transmitter register immediately and TRE will be 
cleared while TBE is set. 

TBE — Transmitter Buffer Empty 

TBE indicates the Transmitter Buffer is empty and is 
ready to accept a character. TBE is set by a chip reset 
or the transfer of data to the Transmitter Register, 
and is cleared when a character is written to the 
transmitter buffer. When TBE is set, an interrupt re- 
quest is generated on Level 5 if enabled. 

RBF — Receiver Buffer Full 

RBF is set when the Receiver Buffer has been loaded 
with a new character during the sampling of the first 
stop bit. RBF is cleared by reading the receiver buffer 
or by a chip reset/ 

INT — Interrupt Pending 

The INT bit reflects the state of the INT Pin (Pin 15) 
and in dicates an interrupt is pending. It is reset by 
INTA or by reading the Interrupt Address Register if 
only one interrupt is pending and by a chip reset. 
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FE, OE, PE, RBF, and Break Detect all generate a 
Level 4 interrupt when the receiver samples the first 
stop bit. TRE, TBE, and Break-In Detect generate a 
Level 5 interrupt. TRE generates an interrupt when 
TBE is set and the Transmitter Register finished 
transmitting. The Break^n Detect interrupt is issued 
at the same time as TBE or TRE. 

Modification Register 


I 0 

RS4 

RS3 

RS2 

RSI 

RSO 

TME 

DSC 


(0Fi 6 W) 


DSC — Disable Start Bit Check 

DSC disables the receiver’s start bit check. In this state 
the receiver will not be reset if RxD is not low at the 
center of the start bit. 

TME — Transmission Mode Enable 

TME enables transmission mode and disables framing 
error detection. For information on transmission 
mode see the description of the framing error bit in the 
Status Register. 

RSO, RSI, RS2, RS3, RS4 — Receiver Sample 
Time 

The number in RSn alters when the receiver samples 
RxD. The receiver sample time can be modified only if 
the receiver is not clocked by RxC. 

Note: 

The modification register cannot be read. Reading from ad- 
dress OFH, 8086: 1EH gates the contents of the status register 
onto the data bus. 

- A hardware reset (reset, Pin 12) resets all modifica- 
tion register bits to 0, i.e.: 

* The start bit check is enabled. 

* Status Register Bit 0 (FE) indicates framing error. 

* The sampling time of the serial receiver is the bit 
center. 

A software reset (Command Word 3, RST) does not 
affect the modification register. 

Hardware Reset 

A reset signal on pin RESET (HIGH level) forces the 
device 8256 into a well-defined initial state. This state 
is characterized as follows: 


RS4 

RS3 

RS2 

RSI 

RSO 

Point of time between 
start of bit and end of 
bit measured in steps of 
1/32 bit length 

0 

1 

1 

1 

1 

1 (Start of Bit) 

0 

1 

1 

1 

0 

2 

0 

1 

1 

0 

1 

3 

0 

1 

1 

0 

0 

4 

0 

1 

0 

1 

1 

5 

0 

1 

0 

1 

0 

6 

0 

1 

0 

0 

1 

7 

0 

1 

0 

0 

0 

8 

0 

0 

1 

1 

1 

9 

0 

0 

1 

1 

0 

10 

0 

0 

1 

0 

1 

11 

0 

0 

1 

0 

0 

12 

0 

0 

0 

1 

1 

13 

0 

0 

0 

1 

0 

14 

0 

0 

0 

0 

1 

15 

0 

0 

0 

0 

0 

16 (Bit center) 

1 

1 

1 

1 

1 

17 

1 

1 

1 

1 

0 

18 

1 

1 

1 

0 

1 

19 

1 

1 

1 

0 

0 

20 

1 

1 

0 

1 

1 

21 

1 

1 

0 

1 

0 

22 

1 

1 

0 

0 

1 

23 

1 

1 

0 

0 

0 

24 

1 

0 

1 

1 

1 

25 

1 

0 

1 

1 

0 

26 

1 

0 

1 

0 

1 

27 

1 

0 

1 

0 

0 

28 

1 

0 

0 

1 

1 

29 

1 

0 

0 

1 

0 

30 

1 

0 

0 

0 

1 

31 

1 

0 

0 

0 

0 

32 (End of Bit) 


1) Command registers 1, 2 and 3, mode register, Port 
1 control register, and modification register are 
reset. Thus, all bits of the parallel interface are set 
to be inputs and event counters/timers are con- 
figured as independent 8-bit timers. 

2) Status register bits are reset with the exception of 
bits 4 and 5. Bits 4 and 5 are set indicating that 
both transmitter register and transmitter buffer 
register are empty. 
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3) The interrupt mask, interrupt request, and inter- 
rupt service register bits are reset and disable all re- 
quests. As a consequence, interrupt signal INT is 
inactive (LOW). 

4) The transmit data output is set to the marking state 
(HIGH) and the receiver section is disabled until it 
is enabled by Command Register 3 Bit 6. 

5) The start bit will be checked at sampling time. The 
receiver will return to start bit search mode if input 
RxD is not LOW at this time. 

6) Status Register Bit 0 implies framing error. 

7) The receiver samples input RxD at bit center. 

Reset has no effect on the contents of receiver buffer 
register, transmitter buffer register, the intermediate 
latches of parallel ports, and event counters/timers, 
respectively. 


INTERFACING 

This section describes the hardware interface between 
the 8256 MUART and the 8085, 8086, 8088, and 80186 
microprocesors. Figures 14 through 19 display the 
block diagrams for these interfaces. The MUART can 
be interfaced to many other microprocessors using 
these basic principles. 

In all cases the 8256 will be connected directly to the 
CPU’s multiplexed address/data bus. If latches or 
data bus buffers are used in a system, the MUART 
should be on the microprocessor side of the ad- 
dress/data bus. The MUART latches the address in- 
ternally on the falling edge of ALE. The address con- 
sists of Chip Select (CS) and four address lines. For 
8-bit microprocessors, AD0-AD3 are the address 
lines. For 16-bit microprocessors, AD1-AD4 are the 
address lines; ADO is used as a second chip select 
which is active low. Since chip select is internally lat- 
ched along with the address, it does not have to re- 
main active during the entire instruction cycle. As long 
as the chip select setup and hold times are met, it can 
be derived from multiplexed address/data lines or 
multiplexed address/status lines. 

In Figure 15, the 8088 min mode, the 8205 chip select 
decoder is connected to the 8088 ’s address bus lines 
A8-A15. These address lines are stable throughout the 
entire instruction cycle. However, the MUART’ s chip 
select signal could have been derived from A16/S3- 
A19/S6. 


Figure 16 shows the 8256 interfaced with an 8086 in 
the min mode. When the 8256 is in the 16-bit mode, 
A0 serves as a second chip select. As a result the 
MUART’ s internal registers will all have even ad- 
dresses since A0 must be zero to select the device. Nor- 
mally the MUART will be placed on the lower data 
byte. If the MUART is placed on the upper data byte 
the internal registers will be 512 address locations 
apart and the chip would occupy an 8 K word address 
space. Figure 16A shows a table and a diagram of how 
the 8256 may be selected in an 8086 system where the 
MUART is I/O mapped and used on the lower byte of 
the address/data bus. 

PROGRAMMING 

Initialization 

In general the MUART’ s functions are independent of 
each other and only the registers and bits associated 
with a particular function need to be initialized, not 
the entire chip. The command sequence is arbitrary 
since every register is directly addressable; however, 
Command Word 1 must be loaded first. To put the 
device into a fully operational condition, it is 
necessary to write the following commands: 

Command byte 1 
Command byte 2 
Command byte 3 
Mode byte , 

Port 1 control 
Set Interrupts 

The modification register may be loaded if required 
for special applications; normally this operation is not 
necessary. It is a good idea to reset the part before in- 
itialization. (Either a hardware or a software reset will 
do.) 

Operating the Serial Interface 

The microprocessor transfers data to the serial inter- 
face by writing bytes to the Transmit Buffer Register. 
Receive characters are transferred by reading the 
Receiver Buffer Register. The Status Register provides 
all of the necessary information to operate the serial 
I/O, including when to write to the Transmit Buffer, 
and when to read the Receive Buffer and error infor- 
mation. 

Transmitting 

The transmitter and the receiver may be operated by 
using either polling or interrupts. If polling is used 
then the software may poll the Status Register and 
write a byte to the Transmit Buffer whenever TBE = 1 . 
Writing a byte to the Transmit Buffer clears the TBE 
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Figure 14. 8085/8256 Interface 


status bit. If the CTS pin is low, then the Transmit 
Buffer will transfer the data to the Transmit Register 
when it becomes empty. When this transfer takes 
place the TRE bit is reset, and the TBE bit is set in- 
dicating th e nex t byte may be written to the Transmit 
Buffer. If CTS is high, disabling the transmitter, the 
data byte will remain in the Transmit Buffer and TBE 
will remain low until CTS goes low. The transmitter 
can only buffer one byte if it is disabled. 

There is no way o f kno wing that the transmitter is 
disabled unless the CTS signal is fed into one of the 
I/O ports. Using the transmitter interrupt will free up 
the CPU to perform other functions while the 
transmitter is disabled or while the Transmit Buffer is 
full. 

To enable the transmit interrupt feature Bit L5 in the 
Set Interrupt Register must be set. An interrupt re- 
quest will not occur immediately after this bit has been 
set. Before any transmit interrupt request will occur a 


byte must be written to the Transmit Buffer. After the 
first byte has been written to the Transmit Buffer, a 
transmit interrupt request will occur, providing the 
transmitter is enabled. 

There are three sources of transmitter interrupt re- 
quests: TBE = 1 , TRE = 1, and Break-In Detect. 
Assuming the Break-In Detect feature is disabled, 
after the transmit interrupt is enabled and the first 
byte is written, a transmit interrupt request will be 
generated by TBE going active. The microprocessor 
can immediately write a byte to the Transmit Buffer 
without reading any status. However if Break-In 
Detect is enabled, the Status Register must be read to 
determine whether the transmit interrupt request was 
generated by Break-In Detect or TBE. 

The TRE interrupt request can be used to indicate 
when the transmitter has completely sent all of the 
data. For example, using half-duplex communica- 
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tions, all of the data written to the MUART must be 
transmitted before the line can be turned around. 
After the last byte is written, an interrupt request will 
be generated by TBE. If this interrupt is acknowl- 
edged without writing another byte, then the next 
transmitter interrupt request, TRE=1, will indicate 
that the transmitter is empty and the line may be 
turned around. 

RECEIVING 

Valid data may be read from the Receive Buffer 
whenever the RBF bit in the Status Register is set. 
Reading the Receive Buffer resets the RBF status bit. 
The RBF bit in the Status Register can be used for 
polling. When the RBF bit is set, the three receive 
status bits, PE, OE, and FE are updated. These three 
status bits are reset when they are read. Therefore 
when the status register is read with RBF set, the three 
error status bit should be tested too. 

If interrupts are used for serial receive data, the 
receiver must be enabled by setting the RxE bit in 
Command Register 3, and Bit L4 must be set in the Set 
Interrupt Register. When the receive interrupt request 


occurs the Receive Buffer may be read, but the status 
register should also be read since the receive interrupt 
could have been generated by the Break Detect. Also, 
reading the status register will indicate whether there 
were any errors in the received character. 

Operating the Parallel Interface 

Data can be transferred to or read from Port 1 and 
Port 2 by using the appropriate write and read opera- 
tions. 


LOADING PORT 1 and PORT 2 

Writing to the ports transfers the data present on the 
data bus into the output latches. This operation is in- 
dependent of the programmed I/O characteristics of 
the individual port pins. Writing to control or input 
ports has no effect on the state of the pins. Pins de- 
fined as outputs immediately assume the state which is 
associated with the transferred data. If inputs or con- 
trol pins are reprogrammed into outputs, they assume 
the states stored in their output latches which were 
transferred by the most recent port write operation. 
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5-390 


210907-002 


















Figure 17. 8088 Max Mode/8256 Interface 


READING PORT 1 AND PORT 2 

Reading the ports gates the state at the pins onto the 
data bus if they are defined as I/O pins. A read opera- 
tion transfers the contents of the associated output 
latches of pins P12, P13, P15, and P16, which are de- 
fined as control function pins. Reading control pins 
P10, Pll, and P17 delivers the state of these pins. 

Operating the Event Counters/Timers 

The event counters/timers can be loaded with an 
initial value at any time. Reading event 
counters/timers is possible without interfering with 
the counting process. 

LOADING EVENT COUNTERS/TIMERS 

Loading event counters/timers 1-5 under their respec- 
tive addresses transfers the data present on the data 


bus as an initial value into the addressed event 
counter/timer. The event counter/timer counts from 
the new initial value immediately following the data 
transfer (exception: retriggerable mode of Timer 5, or 
3 and 5) 

Cascaded counters/timers can be loaded with an 
initial value usiilg one of two procedures: 

1) Only the event counter/timer representing the most 
significant byte will be loaded. The event 
counter/timer representing the least significant byte is 
set to OFFH automatically. Counting is started im- 
mediately after the data transfer. 

2) The event counter/timer representing the most 
significant byte will be loaded, causing the least 
significant byte to be set to OFFH automatically. 
Counting is started immediately following the data 
transfer. Next, the counter representing the least 
significant byte will be loaded and counting is started 
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Figure 18. 8086 Max Mode/8256 Interface 


again, but this time with a complete 16- bit initial 
value. The least significant byte of the initial value 
must be transferred before the counter representing 
the least significant byte exhibits its zero transition to 
prevent the most significant byte of the initial value 
from^ being decremented improperly. 

In the case of an 8-bit initial value for Timer 5 or for 
cascaded Event Counter/Timer 3 and 5, the initial 
value for Timer 5 is loaded from a save register, if it is 
operated in retriggerable counting mode. Counting is 
started after an initial value has been transferred 
whenever a high -to -low transition occurs on Port 
P15. 

Cascaded Event Counter/Timer 3 and 5 operating in 
retriggerable counting mode can be loaded directly 
with an initial value for Timer 5 representing the most 
significant byte; Event Counter/Timer 3 will be set to 
OFFH automatically. 


READING EVENT COUNTERS/TIMERS 

Reading event counters/timers 1-5 from their respec- 
tive addresses gates the counter contents onto the data 
bus. The counter contents gated onto the data bus re- 
main stable during the read operation while the 
counter just being read continues to count. The 
minimum time between the two read operations from 
the same counter is 1 usee. 

The procedure to be followed when reading cascaded 
event counters/timers is: 

1) The event counter/timer representing the most 
significant byte will be read first. At this time, the 
least significant byte is latched into read latches. 

2) When the event counter/timer representing the 
least significant byte is addressed, the byte stored in 
the read latches will be gated onto the data bus. The 
value stored in the read latches remains valid until it is 
read, the cascading condition is removed, or a write 
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Figure 19. 80186/8256 interface 


operation affecting one of the two event 
counters/timers is executed. 

The time between reading the most significant byte 
and the least significant byte must be at least 1 usee. 

Note: 

For cascaded event counters/timers the least significant 
counter/timer is latched after reading the most significant 
counter/timer. If the lower byte changes from 00H to OFFH 
between the reading of the MSB and the latching of the LSB, 
the carry from the most significant event counter/timer to the 
least significant event counter/timer is lost. 

Therefore, it is necessary to repeat the whole reading once if 
the value of the least significant event counter/timer is OFFH. 
Doing this will avoid working with a wrong value (correct 
value + 255). 


APPLICATION EXAMPLE 

This section describes how the 8256 was designed into 
a Line Printer Multiplexer (LPM). This application 
example was chosen because it employs a majority of 
the MU ART’S features. The information in this sec- 
tion will be applicable to many other designs since it 
describes some common software and hardware 
aspects of using the MUART. 

Description of the Line Printer Multiplexer 
(LPM) 

The Line Printer Multiplexer allows up to eight 
workstations to share one printer. The workstations 
transmit serial asynchronous data to the LPM. The 
LPM receives the serial data, buffers it, then transmits 
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Figure 20. Using the Line Printer Multiplexer to Share a Line Printer 


it to the line printer using a two -wire byte handshake 
Dataproducts interface. A conceptual diagram of this 
system is shown in Figure 20. Note that only one 
workstation can transmit at a time. This workstation 
will transmit its entire file before another workstation 
will be allowed to transmit. 

The LPM sequentially polls e ach o f the eight RS-232 
ports for a Request To Send (RTS ). When it finds a 
serial port which has asserted RTS, it configures itself 
for the appropriate data format and bit rate, 
establishes the connecti on an d sends back to the serial 
port a Clear To Send (CTS) which enables transmis- 
sion. The LPM receives the serial asynchronous data, 
buffers it in a software FIFO, and transmits the data 
to the line printer. If the LPM detects an error in any 
of the serial characters it receives, it transmits an error 
message to the serial port and ignores the bad 
character. If the LPM does not receive a serial 
character after 18 seconds, it assumes that the 
transmission is complete. It transmits the final status 
to the serial port, and returns to scanning. 

This LPM was designed to be used with single-user 
workstations and a 300 lines per minute line printer. 
These workstations are not multitasking; therefore in 
the middle of a file transfer when the CPU needs to 
reload its buffer from the disk, no serial data is 
transmitted. During this time the LPM is emptying its 
FIFO; thus, the line printer never stops printing. 


The buffer size on the LPM was chosen to comple- 
ment the disk access time on the workstations. Figure 
21 illustrates the buffer size calculation. The line 
printer can print up to 300 lines per minute, or ap- 
proximately 660 characters per second. This cor- 
responds to a serial transmission rate of 6,600bps 
(assuming ASCII character codes and a parity bit) as 
shown in equation 1. 

(1) Serial bit rate = (300 lines/min) ,|, (132 char/line)*(10 bits/char) 
for the line printer (60 sec/min) — — 

The bottleneck in this data transfer is the line printer 
since the MUART and the workstations can both 
transmit and receive at 19.2Kbps. To realize the max- 
imum data transfer rate of this system the LPM must 
guarantee that the average transfer rate to the line 
printer is 660 characters per second. The maximum 
amount of dead time that the .serial port on the 
workstation is not transmitting, multiplied by 660 is 
the number of bytes which the LPM should buffer. It 
was determined through experimentation that it takes 
about 3 seconds to load 40K bytes of data from the 
disk into the workstation’s RAM. During these 3 
seconds no serial data is being sent; therefore the buf- 
fer size on the LPM should be 2K bytes. (Note: even 
though only a 2K byte FIFO is required, this design 
used an 8 Kbyte FIFO.) 

To keep the LPM’s buffer full the serial data rate must 
be greater than 6.6Kbps. The two bit rates which the 
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UPPER NIBBLE 
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SECOND BYTE 
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B2 
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B0 | 


BAUD RATE SELECT 


B3 B2 B1 BO 
0 0 0 0 


1 1 
1 1 
1 1 
1 1 


1 1 
0 0 


1 1 
0 0 


BIT RATE 
DO NOT USE 
DO NOT USE 
DO NOT USE 
19200 
9600 
4800 
2400 
1200 
600 
300 
200 
150 
110 
100 
75 
50 


Figure 22. Programming Words Format for LPM 


workstations use are 9.6Kbps and 19.2Kbps. The CTS 
signal is used to control the flow of the serial data so 
that the LPM buffer will not overflow. 

Each serial port on the LPM can have a different bit 
rate, character length, and parity format. These 
parameters are programmable through the serial port. 
When the LPM powers up, or is reset, it expects a bit 
rate of 9600 bps, 7 bit characters, and odd parity. 


When a serial port receives an ASCII ESC character 
(1BH), it puts that port in the program mode. The 
next two bytes will program these three parameters. 
Only the lower nibbles of these two bytes are used, 
and the upper nibbles are discarded. The format of 
these programming words is given in Figure 22. If the 
word following the ESC is an ASCII NUL (0), the 
LPM will exit from the programming mode and not 
change any of its parameters. 
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Description of the Hardware * 

Figure 23 shows a block diagram of the LPM. In addi- 
tion to the standard components of most 
microprocessor systems such as CPU, RAM, and 
ROM this particular design requires a UART, timers, 
parallel I/O and an interrupt controller. The MUART 
is the ideal choice for this design since it integrates 
these four functions onto one device. 

The eight serial I/O ports use four signals: Transmit 
Data (TxD), Receive Data (RxD ), Request To Send 
(RTS), and Clear To Send (CTS). These four signals, 
controlled by the MUART, are connected to one port 
at a time using TTL multiplexers. The TTL multiplex- 
ers are interfaced to RS-232 transceivers to be elec- 
trically compatible with the RS-232 spec. The serial 
port select address is derived from three bits of the 
MUART’s parallel I/ O po rt (P ort 1 ). Two more bits 
from Port 1 control CTS and RTS, and another bit 
lights up an LED to indicate when the LPM’s buffer is 


full. Parallel Port 2 and two bits from Port 1 are con- 
nected to the line printer implementing a two -wire 
byte handshake transfer. These signals are passed 
through a line driver so that they can reliably drive a 
long cable. 

There are three timing functions needed for the LPM: 
a scan timer, a debounce timer, and a recieve timeout. 
The Scan time r determines the amount of time spent 
sampling RTS on each port before the next port is ad- 
dressed. By using one of the MUART* s timers to do 
this function, the CPU is free to perform other func- 
tions instead of implementing the timer in software. If 
RTS is recognized as true, the CPU branches into a 
debounce procedure. This procedure uses another one 
of th e MUART’s timers to wait 10 msec then sample 
RTS again, t hus p reventing any glitches from register- 
ing as a false RTS. The receive timeout timer uses two 
8-bit timers in the cascaded m ode t o measure an 
18-second interval. After a valid RTS is recognized, 



Figure 23. Functional Block Diagram of the Line Printer Multiplexer 
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the LPM sends back a CTS and initializes the receive 
timeout timer for 18 seconds. Each time a character is 
received* by the LPM, this timer is reinitialized. If this 
timer times out, the LPM considers the transmission 
complete and returns to scanning. 

The schematic diagram of the LPM is shown in Figure 
24. The CPU is an 8088 used in the min mode. It is in- 
terfaced directly to the 8256. An 8282 latch Is 
employed in the system so that nonmultiplexed bus 
memory can be used. A 2716 holds the entire pro- 
gram, and six 2016s (2K x 8 static RAMs) are used to 
store the buffer, temporary data, stack area, and in- 
terrupt vector table. The 2716 is located in the upper 
2K of the 8088 address space (FF800-FFFFFH) so that 
the reset vectors can be stored starting at location 
FFFFOH. The RAM address space spans 0-2FFFH so 
that the interrupt vector table can be stored starting at 
location 0. The MUART is I/O mapped and its 


registers occupy even addresses from 0 to 1EH. Using 
an 8088 CPU t he MU ART must be placed in the 8086 
mode since the INTA signal is used; hence the register 
addresses are all even numbers. 

The line printer used provides a choice of two stan- 
dard parallel interfaces: Centronics or Dataproducts. 
The Centronics interface uses a two-wire handshake 
pulsed strobe where the transmitter asserts a complete 
strobe pulse before an acknowledge is received. The 
Dataproducts interface is an interlocking two-wire 
handshake. The Dataproducts interface was chosen 
since it is directly compatible with the MUART’ s 
two -wire byte handshake. The MUART could also be 
connected to the Centronics interface; however, addi- 
tional hardware would be necessary to generate the 
pulsed strobe for correct interrupt operation. Figure 
25 shows the timing of the Dataproducts interface and 
Table 6 lists the connector pin configuration. 


Table 6. Dataproducts Interface Line Functions 


Signal 

Description 

Connector Pin 

Data Request 

Sent by printer to synchronize data transmission. When 
true, requests a character. Remains true until Data 
strobe is received, then goes false within 100 nsec. 

E(return C) 

Data Strobe 

Sent by user system to cause printer to accept 
information on data lines. Should remain true until 
printer drops Data Request line. Data lines must 
stabilize for at least 50 nsec before Data Strobe is sent. 

j (return m) 

Data Bit 1 
Data Bit 2 
Data Bit 3 
Data Bit 4 
Data Bit 5 
Data Bit 6 
Data Bit 7 
Data Bit 8 

Bit 8 controls optional character set 
Refer to Commands and Formats. N 

B(return D) 
F(return J) 
L(return N) 
R(return T) 
V(return X) 
Z(return b) 
n(return k) 
h(return e) 

VFU Control 
(PI) 

Optional control from user system. Used for VFU 
control. Data Request/Strobe timing is same as for data 
lines. 

p(return s) 

Ready 

Sent to user system by printer. True when no Check 
condition exists. 

CC(return EE) 

On Line 

Sent to user system by printer. True when Ready 
line is true and. operator has activated ON LINE 
Pushbutton. Enables interface activity. 

y(return AA) 

Interface 

Verify 

Jumper in printer connector. Continuity informs user 
system that connector is properly seated. 

x to V 

+ 5V 

Supply voltage for Exerciser only. 

HH 
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Figure 24. Schematic of LPM 
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Figure 25. Timing of Dataproducts Interface 


Only ten signals are used to interface the LPM to the 
line printer: Data Request, Data Strobe, and the eight 
data lines. The most significant data line is not used 
since the ch aracte r code is 7-bit ASCII. Data Strobe 
connects to OBF on the MUART; however, for the 
Dataproducts interface this si gnal must be inverted. 
Data Request is connected to ACK on the MUART. 
When the line printer »is ready to accept data, the Data 
Request signal goes high. The 8256 will not interrupt 
the CPU to transmit parallel data unless this signal is 
high. 

The Dataproducts interface is slightly different from 
the MUART’s two-wire handshake in that it latches 
the data on the leading edge of the strobe signal. 
When the MUART receives bytes it latches the data on 
the trailing edge. As a result the Dataproducts inter- 
face has a 50 nsec setup time for data stable to the 
leading edge of Data Strobe. In the LPM hardware a 
delay line was used to realize this setup time. 

Description of the Software 

The software is written in PL/M and is broken up into 
four separate modules, each containing several pro- 
cedures. A block diagram of the software structure is 
given in figure 26. The modules are identified by the 
dotted boxes, and the procedures are identified by the 
solid boxes. Two or more procedures connected by a 
solid line means the procedure above calls the pro- 
cedure below. The procedures without any solid lines 


connected above are interrupt procedures. They are 
entered when the MUART interrupts the CPU and 
vectors an indirect address to it. 

The LPM program uses nested interrupts; the priority 
of the interrupt procedures is given in Table 7. 

Table 7. Line Printer Multiplexers’ Interrupt 
Priority 

Priority Source 


Highest 0 

Debounce timer 

1 j 

Not Used 

2 

Not Used 

3 

Receive timer 

4 

RxD Interrupt 

5 

TxD Interrupt 

6 

Scan timer 

7 

LP Interrupt 


The priority of the interrupts is not programmable but 
they are logically oriented so that for this application 
the priority is correct. In the steady state of the LPM’s 
operation the UART will be receiving data, and the 
parallel port will be transmitting data. The serial 
receiver should be the highest priority since it can have 
overrun errors. This is the case because the debounce 
timer will be disabled, and the receive timeout inter- 
rupt will only occur when serial reception has ended. 
Therefore the RxD request can interrupt any other ser- 
vice routine, thus preventing any possibility of an 
overrun error. 
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Figure 26. Block Diagram of LPM Software Structure 


On power-up the CPU branches from OFFFFOH to 
the INITCODE routine which is included in the 
machine code by the MDS locater utility. INITCODE 
initializes the 8088’s segment registers, stack pointer, 
and instruction pointer, then it disabled interrupts and 
jumps into MAIN MOD. The first executable in- 
struction in MAIN MOD calls POWER$ON, which 

initializes the MUART, flags, variables, and arrays. 

The MAIN MOD calls LOADSINTSTABLE, which 

initializes the interrupt vector table. The CPU’s inter- 
rupt is then enabled and the program enters into a DO 
FO REV ER loop which scans the eight serial ports for 
an RT§. 

There are three software functions which employ the 
MUART’ s timers and interrupt controller to measure 
time intervals: SCAN, debounce, and INIT- 
$ RECEIVER. DEBOUNCE and INITSRECEIVER 
procedures, employ the MUART’ s timers and inter- 
rupt controller to measure time intervals. The CPU re- 
mains in a loop for a specific amount of time before it 
proceeds with the next section of code. In this loop the 
CPU is waiting for a global status flag to change while 


servicing any interrupts which may occur. When the 
appropriate timer interrupt occurs, the interrupt ser- 
vice routine will set the global flag which causes the 
CPU to exit the loop and proceed to the next section 
of code. An example can be seen from the scan flow 
chart in Figure 27. 

The first thing the program does before entering the 
loop* is set the flag (in this case SCAN$DELAY) 
TRUE. The timer is initialized and the loop is entered. 
As long as SCAN$DELAY is TRUE the CPU will 
continue to sample RTS. If RTS remains false for 
more than 100 msec, the timer interrupts the CPU and 
the interrupt service routine sets SCAN$DELAY 
FALSE. This causes the CPU to exit the loop and ad- 
dress the next port. The process is then repeated. If 
RTS becomes true while it is being sampled, the DE- 
BOUNCE procedure is called. 

DEBOUNCE doe s nothing more than wait 10 msec 
and sample RTS again usin g the same technique 
discussed above. If RTS is still valid IN- 
ITSRECEIVER is called, otherwise the CPU returns 
to scan. 
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INIT$ RECEIVER calls CONFIGURE which pro- 
grams the MUART for the bit rate, number of bits in a 
character, and parity format. This information is 
stored in an array called SERIAL$FORMAT, which 
contains a byte for each port. The bytes in the 
SERIAL$FORMAT array have the same bit definition 
as the two nibbles in the programming words in Figure 
22. Upon returning to INITSRECEIVER the receiver 
is enabled, the receive timeout timer isy initiali zed, a nd 
the timer and receiver interrupts are enabled. CTS on 
the serial port is then set true, and the CPU enters a 
loop which does nothing except wait for 18 seconds. If 
no characters are received within 18 seconds, the 
receive timeout interrupt occurs and the loop flag is 
set false, which causes the CPU to exit the loop. If a 
character is received, a receive interrupt occurs, and 
the CPU vectors into the RxD interrupt service 
routine. 

Figure 28 shows a flow chart of the RxD interrupt ser- 
vice routine. This routine begins by reading the receive 
buffer and reinitializing the receive timeout timer. 
There are two conditions to check for before the 
character can be inserted into the FIFO. First, if there 



Figure 28. RxD Interrupt Procedure Flow Chart 

are any errors in the received character, an ERROR 
procedure is called which reports back to the serial 
port what the error condition was. The character in er- 
ror is discarded and the routine returns. The other 
condition is that if the received character is an ASCII 
ESC, the PROGRAM procedure is called. If neither 
one of these conditions occurs, the character is placed 
in the FIFO by the BUFF$IN procedure. 

The LP interrupt routine is entered when the byte 
handshake interrupt request is acknowledged. This 
routine simply calls the BUFF$OUT procedure, which 
extracts a byte out of the FIFO. BUFF$OUT returns 
the byte to the LP interrupt procedure, which then 
writes it to Port 2. One small problem with getting the 
handshake interrupt going is that the first byte has to 
be written to Port 2 before the first handshake inter- 
rupt will occur. The problem is that the line printer 
may not be ready for the first byte. This would be in- 
dicated by DATA REQUEST being low. If the byte 
was written to the LP while DATA REQUEST is low, 
it would be lost. Note that if the handshake interrupt 
is enabled while DATA REQUEST is low, then DATA 
REQUEST goes high, the interrupt will occur without 
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writing the first byte. There are several ways to solve 
this problem. Port 1 can be read to find out what the 
state of the DATA REQUEST line is. If DATA RE- 
QUEST is low, the CPU can simply wait for the inter- 
rupt without writing the first byte. If DATA RE- 
QUEST is high, then the first data byte may be writ- 
ten. Another solution would be to write a NUL 
character as the first byte to Port 2. If DATA 
REQUEST is low, then a worthless character is lost. If 
DATA REQUEST is high, the NUL character would 
be sent to the line printer; however, it is not printed 
since NUL is a nonprintable character. The LPM pro- 
gram uses the NUL character solution. 

BUFFER MANAGEMENT 

The FIFO implementation uses an 8K byte array to 
store the characters. There are two pointers used as in- 
dexes in the array to address the characters: 
INSPOINTER and OUT$POINTER. INSPOINTER 
points to the location in the array which will store the 
next byte of data inserted. OUTSPOINTER points to 
the next byte of data which will be removed from the 
array. Both IN$POINTER and OUTSPOINTER are 
declared as words. Figure 29 illustrates the FIFO in a 
block diagram. 

The BUFFSIN procedure receives a byte from the 
RxD interrupt routine and stores it in the array loca- 
tion pointed to by INSPOINTER, then INSPOINTER 
is incremented. Similarly, when BUFFSOUT is called 



Figure 29. FIFO Structure and Status 


by the LP interrupt routine, the byte in the array 
pointed to by OUTSPOINTER is read. 
OUTSPOINTER is incremented, and the byte which 
was read is passed back to the LP interrupt routine. 
Since INSPOINTER and OUTSPOINTER are always 
incremented, they must be able to roll over when they 
hit the top of the 8K byte address space. This is done 
by clearing the upper three bits of each pointer after it 
is incremented. 

INSPOINTER and OUTSPONTER not only point to 
the locations in the FIFO, they also indicate how 
many bytes are in the FIFO and whether the FIFO is 
full or empty. When a character is placed into the 
FIFO and INSPOINTER is incremented, the FIFO is 
full if INSPOINTER equals OUTSPOINTER. When 
a character is read from the FIFO and OUTS- 
POINTER is incremented, the FIFO is empty if 
OUTSPOINTER equals INSPOINTER. If the buffer 
is neither full nor empty, then it is in use. A byte called 
BUFFERSSTATUS is used to indicate one of these 
three conditions. 

The software uses the buffer status information to 
control the flow into and out of the FIFO. When the 
FIFO is empty the handshake interrupt must be turned 
off. When the FIFO is full, CTS must be sent false so 
that no m ore d ata will be received. If the buffer status 
is in use, CTS is true and the handshake interrupt is 
enabled. 

Figure 30 shows the flow chart of the BUFFS IN pro- 
cedure. The BUFFSIN procedure begins by checking 
the BUFFERSSTATUS. If it is empty and the 
character to be inserted into the FIFO is a CR or LF, 
the handshake interrupt is enabled, a NUL character 
is output, and the BUFFERSSTATUS is set to IN- 
USE. The character passed to BUFFSIN from RxD is 
put into the FIFO. If the FIFO is no w full, the BUF- 
FERSSTATUS is set to FULL, CTS is set false, and 
the buffer full LED is turned on. 

Figure 31 shows the flow chart of the BUFFSOUT 
procedure. After the character is read from the FIFO, 
the FIFO is tested to determine if it is empty. If it is 
not empty, the BUFFERSSTATUS is FULL and there 
are 200 bytes available in the FIFO, serial data recep- 
tion is reenabled, and the FIFO fills again . Wh ile data 
is being received from the workstation, CTS toggles 
high and low, filling up and emptying the last 200 
bytes in the FIFO. Referring to the top of the flow 
chart (FIFO empty test) if it’s empty, the BUF- 
FERSSTATUS is set to EMPTY, and the handshake 
interrupt is disabled. During this time all interrupts 
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Figure 30. Flow Chart of the BUFF$IN Procedure 

are disabled at the CPU. (Remember that the RxD in- 
terrupt routine can interrupt the LP and BUFFS OUT 
procedures since it has a higher priority, and the 
MUART is* in the nested mode.) 

If the CPU interrupt was not disabled during this 
time, the following events could occur which would 
cause the LPM to crash. Assume that the RxD inter- 
rupt occured where the asterisk is in the flow chart, 
after BUFFERSSTATU S is set to EMPTY. The 
BUFFSIN procedure would set BUFFERSSTATU S to 
INUSE and enable the handshake interrupt. When the 
RxD interrupt routine returned to BUFFSOUT, the 
handshake interrupt is disabled, but the BUF- 
FERSSTATUS is INUSE. The handshake interrupt 
could never be reenabled, and the FIFO would fill up. 


This is known as a critical section of code. Suspicion 
should arise for a critical seption of code when two or 
more nested interrupt routines can affect the same 
status. One solution is to disable the interrupt flag at 
the CPU while the status and conditional operations 
are being modified. 

The flow chart for the TxD interrupt procedure is 
given in Figure 32. For this program five different 
messages can be transmitted, and they are stored in 
ROM. It is possible to download the messages into a 
dedicated RAM buffer; however, the RAM buffer 
would have to be as large as the largest message. A 
more efficient way to transmit the messages is to read 
them from ROM. In this case the address of the first 
byte of the message would have to be accessible by the 
transmit interrupt procedure. Since parameters cannot 
be passed to interrupt procedures, this message 
pointer is declared PUBLIC in one module and EX- 
TERNAL in the other modules. 

To get the transmit interrupt started, the first byte of 
the message must be written to the transmit buffer. 
When a section of code decides to transmit a message 
serially, it loads the global message pointer with the 
address of the first byte of thje message, enables the 
transmit interrupt, and calls the TxD interrupt pro- 
cedure. Calling the TxD interrupt procedure writes the 
first byte to the transmit buffer to initiate transmit in- 
terrupts. This can be done by calling PL/M’s built-in 
procedure CAUSE$INTERRUPT. 

The transmit interrupt routine checks each byte before 
it writes it to the transmit buffer. The last character in 
each message is a 0, so if the character fetched is 0, the 
transmit interrupt is disabled and the character is 
ignored. 

USING THE LPM WITH THE INTELLEC® 
MICROCOMPUTER DEVELOPMENT 
SYSTEM, SERIES II OR SERIES III 

A special driver program was written for the MDS to 
communicate to the LPM. This program, called 
WRITE, reads a specified file from the disk, expands 
any TAB characters, and transmits the data through 
Serial Channel 2 to the LPM . Serial Channel 2 was 
chosen because CTS and RTS are brought out to the 
RS-232 connector. The WRITE program is listed in 
appendix B. It was also necessary to modify the boot 
ROM of the develop ment system so that Serial Chan- 
nel 2 initializes with RTS false and a bit rate of 9600 
bps. 
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READ CHARACTER OUT OF FIFO 


BUFFERSSTATUSX^NO 
= FULL / 


x ARE \ 

^ THERE 200 ^ 
sBYTES AVAILABLE^ 
X IN FIFO / 


| BUFFERSSTATUS = EMPTY | 

\ * 

DISABLE HANDSHAKE INTERRUPT 


I YES 
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SERIES-III PL/M— 8ei VI 0 COMP I LA t I UN OF MODULE MAINMOD 
OBJECT MODULE PLACED IN l-’l MAIN OBJ 
COMPILER INVOKED BV PLM86 86 FI MAIN SRC 


/******•*•***■# ******•«■ ft*********#-********* ********#*****•«•■»•*•***■*•* *******#***-***** 
* * 

* MAIN MODULE FOR THE LINE PRINTER MULTIPLEXER * 

* * 


(DEBUG 

1 MAIN*MOD DO, 

/***********************#**********************************#****#*•*•***•#.*.#..*.*.»..#■ 

* PORT 1-BIT CONFIGURATION * 

* * 

* BUFFER FULL CTS ADDRESS RTS TWO WIRE HANDSHAKE * 

* B7 B6 B5 B4 B3 B2 01 BO , * 

***********************************************************■#*•***•**■***•**.»{.****•*/ 


2 


LIT 

LITERALLY 

TRUE 

LIT 

FALSE 

LIT 

FOREVER 

LIT 

CMD*1 

LIT 

CMD*2 

LIT 

CMD*3 

LIT 

MODE 

LIT 

PORT*l*CTRL 

LIT 

SET* I NT 

LIT 

INT*EN 

LIT 

RST*INT 

LIT 

INT*ADDR 

LIT 

TX*BUFF 

LIT 

RX*BUFF 

LIT 

PORT* 1 

LIT 

P0RT*2 

LIT 

DEBOUNCE*T I MER 

LIT 

SCAN*TIMER 

LIT 

RECEIVE*TIMEP 

LIT 

STATUS*REG 

LIT 

SC AN* I NT 

LIT 

DEBOUNCE* I NT 

LIT 

RECEI VER*INT 

LIT 

TIME*OUT*INT 

LI T 

TRANSMIT* I NT 

LIT 

EMPTY 

LIT 

INUSE 

LIT 

FULL 

LIT 

RTS 

LIT 


'LITERALLY ', 

'OFFH ' , 

'O', 

'WHILE t', 

'O', /*8256 REGISTERS*/ 

'2', 

'4', 

' 6 ', 

' 8 ', 

' OAH ' , 

'OAH', 

'OCH', 

'OCH', 

'OEH ' , 

'OEH ' , 

'10H', 

' 12H ', 

' 14H ' , 

' 1 AH ' , 

' 1 CH ' , 

' 1EH ' , 

' 40H ' , 

'OlH ' , 

'10H'. 

' 08H ' , 

' 20H ' , 

'O', 

'2 ', 

' (INPUT (PORT* 1 ) AND 04H)', 
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PL/M-86 COMPILER MAINMOD 


BEGIN 

LABEL 

TEMP 

BYTE, 

SCAN*DELAY 

BYTE 

DEBOUNCE*DELAY 

BYTE 

RECE I VE*DELAY 

BYTE 

PORT*PTR 

BYTE 

SER I AL*FORMAT ( 8 ) BYTE 

MESSAGE*PTR 

POINTER 

J 

BYTE 

OK< 1 ) 

BYTE 

3UFFER*STATUS 

BYTE 




PUBLIC, 


PUBLIC, 

PUBLIC, 

PUBLIC, 

PUBLIC, 

PUBLIC, /* PEN EP LI LO B3 B2 B1 BO */ 

EXTERNAL, 

EXTERNAL, 

EXTERNAL, 

EXTERNAL, 


/******* **** ************************* ******************************** * 

* , . EXTERNAL PROCEDURE DECLARATIONS * 

*************************************************************♦*******/ 


3 1 

4 2 

5 1 

6 2 


7 1 

8 2 

9 2 

10 2 

11 2 


12 1 

13 2 

14 2 

15 2 

16 2 

17 2 

18 2 

19 2 

20 2 

21 3 


22 2 

23 2 

24 2 

25 2 


POWERSON PROCEDURE EXTERNAL; 

END POWER*ON; 

LOAD$INT*TABLE PROCEDURE EXTERNAL, 
END LOAD$INT$TABLE, 


/********************************************************************* 

* SET THE BIT RATE AND DATA FORMAT FOR THE SERIAL PORT * 

*********************************************************************/ 

CONFIGURE. PROCEDURE , /^-Initialize bit rate and data format*/ 

TEMP=SER I AL*FORMAT < SHR ( PORT*PTR , 3 ) ) , 

OUTPUT ( CMD*1 >=< <SHL< TEMP, 2) AND OCOH) OR 03H), 

OUTPUT <CMD*2)®< TEMP OR 30H), 

END CONFIGURE, 

/******************************************* w************************* 

* INITIALIZE SERIAL RECEIVER * 

************************* ******** ********** ************************** / 


INIT*RECEIVER PROCEDURE, 

CALL CONFIGURE, 

RECE I VE*DELAY=TRUE, 

OUTPUT ( CMD$3 ) =OCOH, 

OUTPUT ( RECE I VE*T I MER ) =70, 

OUTPUT ( SET* INT ) = 1 8H, 

IF <BUFFER*STATUSOFULL) 

THEN 

OUTPUT ( PORT* 1 ) = < INPUT ( P0RT*1 ) AND OBFH ) 


/* Initialize 8256 serial port*/ 

/♦Enable serial receiver*/ 

/*18 second TIME*OUT*/ 

/♦Enable RECEIVER and TIME*OUT interrupts*/ 


/♦Send CTS TRUE*/ 


DO WHILE RECE I VE*DELAY=TRUE, /* Wait here while receiving serial data */ 
END, 


/* After 18 seconds of not receiving a character, proceed */ 

OUTPUT (SET*INT)=TRANSMI7*INT, /* Send the terminating message */ 

J=0, 

MESSAGE*PTR- @0M 0 > , 

CAUSE* INTERRUPT (45H), 
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26 2 OUTPUT (PORT$l )=< INPUT (PORT$l ) OR 40H), /*Send CTS FALSE*/ 

27 2 OUTPUT ( RS7 $ I NT ) = 1 BH> /*Clear RECEIVER and TIMER Interrupts*/ 

28 2 OUTPUT (CMD43 ) =40H, /*Disable serial receiver*/ 

29 2 END INITSRECEIVER, 

/********#*******#****************■***■****■****•*#*********-*■#-*•*-**■**.«..**#■■&.«. 

* DEBOUNCE RTS * 

*********#**************************************.****•***■*****■#•#*.*.#**#*./ 

DEBOUNCE PROCEDURE, 

DEBOUNCE*DELAY=TRUE, 

OUTPUT ( DEBOUNCE$T IMER ) = 10, /* 10 msec debounce time delay */ 

OUTPUT ( SET$ I NT ) =DEBOUNCE* I NT, 

DO WHILE DEBOUNCE*DELAY=TRUEi 
END, 

IF RTS=0 THEN CALL INIT$RECEI VER, 

END DEBOUNCE, 

/***********#***********************#*#******************■«•■«•■«•*.*■»•**###■».«. 

* BEGIN MAIN PROGRAM * 

********************************#*****■*•********.*#**»**#*•«.****##**.#*.#*/ 


39 1 BEGIN CALL POWERSON, 

40 1 CALL LOAD*INT*TABLE, 

41 1 ENABLE, 

42 1 DO FOREVER, 

43 2 SCAN*DELAY=TRUE, 

44 2 OUTPUT < SCAN$T IMER )=100, /*Spend 100 msec on each serial port sampling RTS*/ 

45 2 OUTPUT (SET^INT ) =SCAN$INT , 

46 2 DO WHILE SCAN*DELAY=TRUE, /*Sample RTS*/ 

47 3 IF RTS=0 

THEN 

48 3 CALL DEBOUNCE, 

49 3 END; 


50 2 TEMP = INPUT <P0RT$1 ) , /increment PORT*PTR*/ 

51 2 PORT*PTR=TEMP AND 38H, 

52 2 TEMP=TEMP AND (NOT 38H ) , 

53 2 P0RT*PTR=<P0RT$PTR+8) AND 38H, 

54 2 OUTPUT < P0RT*1 ) =TEMP OR PORT$PTR, /*Look at next serial port*/ 

55 2 END, /*D0 FOREVER*/ 

56 1 END MAINSMOD, 


MODULE INFORMATION. 

CODE AREA SIZE = OUCH 284D 


30 1 

31 2 

32 2 

33 2 

34 2 

35 3 

36 2 

38 2 


PL/M-86 COMPILER MAINMOD 


CONSTANT AREA SIZE = OOOOH OD 

VARIABLE AREA SIZE = OOODH 13D 

MAXIMUM STACK SIZE = OOOCH 12D 

159 LINES READ 
0 PROGRAM WARNINGS 
0 PROGRAM ERRORS 

END OF PL/M-86 COMPILATION 
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SERIES-111 PL/M-86 v'l 0 COMPILATION OF MODULE J NT MOD 
OBJECT MODULE PLACED IN Ft INT OBJ 
COMPILER INVOKED BY PLM86 86 Ft [NT SRC 


/aaaaaaaaaaa-s **■****•«■ a-R- •****■#* a-* a aaaaaaa * ■*■** k » i #*■»■»■< a a a a 

a ■« 

* INTERRUPT MODULE CONTAINS ALL INTERRUPT ROUTINES * 

* PLUS LOAD INTERRUPT I ABLE PROCEDURE * 

* * 
a*************************************-* K-a*aa*aa**aa*a*aaa*aaaa-ft 


*DEBUG 
INTSMOD 
$NQL 1ST 

DO, 



DECLARE 

ESC 

LIT 

' 1BH ' » 


SCAN*DELAY 

BYTE 

EXTERNAL, 


DEBOUNCE*DELAY 

BYTE 

EXTFRNAL, 


RECE I VE$DEL AY 

BYTE 

EXTERNAL, 


MESSAGE*PTR 

POINTER 

EXTERNAL, 


J 

BYTE 

EXTERNAL, 


^ *•»■■***•■*■* •*■#■•**■ 

* MESSAGES SENT TO SERIAL PORTS * 


OK < a ) BYTE PUBLIC DATA ( 'TRANSMISSION COMPLETE ' , OAH, ODH, OO ) > 

BREAK (a) BYTE PUBLIC DATA < 'BREAK DETECT ERROR ', OAH, ODH, 00 ) , 
PARITY ( a ) BYTE PUBLIC DATA < 'PARITY ERROR DETECTED ', OAH, ODH> 00 ) , 
FRAME < a ) BYTE PUBLIC DATA < 'FRAMING ERROR DETECTED ', OAH, ODH, 00 ) , 
OVER$RUN < * ) BYTE PUBLIC DATA< 'OVER RUN ERROR DETECTED ', OAH, ODH, 00 ) , 


/aaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaa 
a EXTERNAL PROCEDURES CALLED BY THE INTERRUPT ROUTINES * 

' aaaaaaaaaaaaaaaaa****aaa*aaaaa*aaaaaaaa*a*aaaaaa*a«-aaa*aa*aaaaa**aaaa/ 

4 1 ERROR PROCEDURE (STATUS) EXTERNAL . 

5 2 DECLARE STATUS BYTE; 

6 2 END ERROR, 


7 1 PROGRAM PROCEDURE EXTERNAL, 

8 2 END PROGRAM, 


9 1 BUFF*IN PROCEDURE (CHAR) EXTERNAL, 

10 2 DECLARE CHAR BYTE, 

11 2 END BUFFSIN, 


12 1 BUFF*OUT PROCEDURE BYTE EXTERNAL, 

13 2 END BUFFSOUT. 


/*aaaaa*aaaaa*aaaaa*a*aaa'*aa* *a*a**a**aa*aa*aa*aa*a*aaaaaaaaaaaa*aa*a* 
a LOAD THE INTERRUPT TABLE a 

aaaaaa*aaaaaaaaaaaaaaaaaaaaaaa**#*a#*a**aaaaa*aaaaaaaaaaa*aaaa**aaa#"# / 


14 1 LOAD*INT*TABLE PROCEDURE PUBLIC, 
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12/09/82 


15 

2 

CALL 

SET$ INTERRUPT 

( 40H, DEBGUNCE*T IME ) 

16 

2 

CALL 

SET* INTERRUPT 

( 43H, RECEIVE*TIME>, 

17 

2 

CALL 

SET* INTERRUPT 

( 44H, RXD) , 

18 

2 

CALL 

SET* INTERRUPT 

( 45H, TXD ) , 

19 

2 

CALL 

SET* INTERRUPT 

< 46H, SC AN*T I ME ) , 

20 

2 

CALL 

SET* INTERRUPT 

(47H, LP), 

21 

2 

END 1 

LOAD*INT*TABLE, 



/********************************************************************* 

* INTERRUPT ROUTINES * 

*********************************************************************/ 


22 1 

23 2 

24 2 

25 2 

26 2 


/*********************************** ********* * *********************** * 

* SET SCAN DELAY FLAG FALSE * 

*********************************************************************/ 

SCAN*TIME PROCEDURE INTERRUPT 46H, 

ENABLE/ 

SCAN*DELAY=FALSE, 

OUTPUT <CMD*3)=88H, /*Output end for nested mode*/ 

END SC ANYTIME, 

/******■*************************************************************** 

* SET DEBOUNCE DELAY FLAG FALSE * 

*********************************************************************/ 


27 1 

28 2 

29 2 

30 2 


DEBOUNCE*TIME PROCEDURE INTERRUPT 40H, 
DEBOUNCE*DELAY=FALSE, 

OUTPUT ( CMD*3 ) =88H, 

END DEBOUNCESTIME, 


31 1 

32 2 

33 2 

34 2 

35 2 


/********************************************************************* 

* SET RECEIVE DELAY FLAG FALSE * 

*********************************************************************/ 

RECEIVE*TIME PROCEDURE INTERRUPT 43H, 

ENABLE, 

RECEIVE*DELAY=FALSE, 

OUTPUT ( CMD*3 ) =88H, 

END RECEIVE$TIME, 


/********************************************************************* 

* READ SERIAL RECEIVE BUFFER * 

*********************************************************************/ 


36 1 RXD PROCEDURE INTERRUPT 44H. 


37 2 


38 2 

39 2 

40 2 


DECLARE 

STATUS BYTE, 

CHAR BYTE, 

CHAR=INPUT(RX*BUFF ) , 

OUTPUT (RLCE. IVE$TIMER )=70, /* REINITIALIZE RECEIVE TIME OUT */ 

STATUS 5 - 1 NPUT < STAT,US*REG ) AND OF H, 


5-411 


210907-002 



INTMOD 



Pl_/M— 8<b COMPILER 


41 2 IF STATUS I' 0 

1 HEN 

42 2 CALL ERROR (STATUS), 

43 2 ELSE IF CHAR=ESC 

THEN 

44 2 CALL PROGRAM, 

ELSE 

45 2 CALL BUFF* IN (CHAR), 

46 2 OUTPUT <CMD*3)=88H, 

47 2 END RXD, 

/a*********************#***#*****#********************-**********.*.**#** 

* SEND A BYTE TO THE LINE PRINTER * 

********************#**#*********************************************/ 

48 1 LP: PROCEDURE INTERRUPT 47H, 

49 2 ENABLE, 

50 2 OUTPUT <P0RT*2)=BUFF$0UT, 

51 2 OUTPUT < CMD*3 ) =88H» 

52 2 END LP, 

/**#**************************************************.***.***.##**.****** 

* SEND A BYTE TO THE SERIAL PORTS * 

* *********** «*« ***•*#•*■#•** ******•*■*#**#•*•**# ** # # ** # * •***•#■*••»■•#•**•** / 

53 1 TXD. PROCEDURE INTERRUPT 45H, 

54 2 DECLARE 

MESSAGE BASED MESSAGESPTR <1) BYTE, 

I BYTE, 

55 2 ENABLE, 

56 2 I=MESSAGE ( J ) , 

57 2 IF IOO 

THEN OUTPUT (TX*BUFF)=I, 

59 2 ELSE OUTPUT (RST*INT)=TRANSMIT$INT, 

60 2 J=J+1, 

6 1 2 OUTPUT ( CMD*3 ) =88H, 

62 2 END TXD, 

63 1 END INT*MOD. 


MODULE INFORMATION 


CODE AREA SIZE « 01BDH 

CONSTANT AREA SIZE * 0078H 
VARIABLE AREA SIZE = 0003H 
MAXIMUM STACK SIZE = 0022H 
181 LINES READ 
0 PROGRAM WARNINGS 
0 PROGRAM ERRORS 


44 5D 
120D 
3D 
34D 


END OF PL/M-86 COMPILATION 
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PL/M— 86 COMPILER BUFFMOD 


SERIES-III PL/M-86 VI 0 COMPILATION OF MODULE BUFFMOD 
OBJECT MODULE PLACED IN FI BUFF OBJ 
COMPILER INVOKED BY PLM86 86 FI BUFF SRC 


* * 

* BUFFER MODULE INSERTS AND REMOVES CHARACTERS FROM FIFO * 

* REPORTS SERIAL RECEIVE ERRORS AND * 

* RE-PROGRAMS SERIAL PORTS * 

* * 

** *******•#•■#■# #■#*■*•#•&••* #*•#• *■*■**#*■**-«•■«••»- it******* ****■«-■»■•#■*••#• *■*#•«■■«••»■#•#•*/ 


♦DEBUG 

1 BUFF*MOD DO, 

♦NOLIST 


3 1 DECLARE 


MESSAGE*PTR 

POINTER 

PUBLIC. 

J 

BYTE 

PUBLIC, 

OK ( 1 ) 

BYTE 

EXTERNAL, 

BREAK ( 1 ) 

BYTE 

EXTERNAL, 

PAR ITY ( 1 ) 

BYTE 

EXTERNAL, 

FRAME ( 1 ) 

BYTE 

EXTERNAL, 

0VER*RUN< 1 ) 

BYTE 

EXTERNAL, 

SER I AL*FORMAT ( 1 ) BYTE 

EXTERNAL, 

PORT*PTR 

BYTE 

EXTERNAL, 

FIFO< 8192 ) 

BYTE, 


IN*POINTER 

WORD 

PUBL IC, 

OUT*POINTER 

WORD 

PUBLIC. 

BUFFER*STATUS 

BYTE 

PUBLIC, 


/*****************#■***•*******************************.***.*.****».*******.*. 
* INSERT CHARACTER INTO FIFO * 

****** ****** ****************** ******** *******************************/ 

4 1 BUFF^IN PROCEDURE (CHAR) PUBLIC, 

5 2 DECLARE 

CHAR BYTE, 


6 2 

7 2 

8 > 3 

9 3 

10 3 

1 1 3 


IF ( (BUFFER*STATUS=EMPTY> AND ( ( CHAR-LF 
THEN 
DO, 

OUTPUT ( SET* I NT ) “HANDSHAKE* I NT, 
BUFFER*STATUS= I NUSE, 

OUTPUT (P0RT*2)=0, 

END, 


OR ( CHAR=CR ) ) ) 

/* Enable two-unre handshake interrupt */ 

/* Output NULL character to get 
the interrupt started */ 


12 2 FI FO ( IN*PQ I NTER > =CHAR , /* Put CHAR into FIFO and increment pointer « ' 

13 2 IN*POINTER=( ( INPOINTER 4-1) AND 1FFFH ) , 

14 2 IF ( ( ( IN*P0INTER + 4) AND 1FFFH > ”OUT*PO INTER ) /* If the biHfer is toll stop veieption 

THEN 

15 2 DO, /« Send CTS FALSE, and light up buffer -full l l L) it/ 
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16 3 OUTPUT (PORT* l )»( ( INPUT <PQRT*1 ) OR 40H ) AND 7FH ) , 

17 3 BUFfER*STATUS--=FULL, 

18 3 END, 

19 2 END BUFF* I N, 

/******#**•************#*****#*#*****************************.».*•*****#** 

* REMOVE CHARACTER FROM FIFO * 

20 1 BUFF*OUT PROCEDURE BYTE PUBLIC, 

21 2 DECLARE CHAR BYTEs 

22 2 CHAR=F IFO ( OUT *P0 INTER ) , 

23 2 QUT*POtNTER- ( (0UT*PGINTER+1 ) AND 1FFFH ) , 

2*1 2 IF 0UT*P0INTER=IN*P0INTER /* If the buffer is EMPTY disable the output to LP */ 

THEN 


25 

2 


DO, 

26 

3 


DISABLE, 

27 

3 


BUFFER*STATUS*EMPTY, 

28 

3 


OUTPUT <RST*INT)=HANDSHAKE*INT, 

29 

3 


ENABLE, 

30 

3 


END, 



/* If 

the buffer is ready to fill up again then send CTS TRUE */ 

31 

2 

ELSE 

IF ( (BUFFER*STATUS«FULL ) AND ( ( ( 0UT*P0INTER~200 ) AND 1FFFH) SS IN*P0INTER ! 




THEN 

32 

2 


DO; /* Turn Off buffer-full LED and turn on CTS */ 

33 

3 


OUTPUT < PORT* 1 > = (( INPUT (PORT* 1 ) AND OBFH ) OR 80H), 

34 

3 


BUFFER*STATUS= INUSE, 

35 

3 


END, 1 



RETURN 

CHAR, 

37 

2 

END BUFF*OUT, 



/* *************************** * #•********#*■#■* * # ******* ***** **** * ******* * 



•* 

SEND ERROR MESSAGE TO SERIAL PORT * 




38 

1 

ERROR 

PROCEDURE (STATUS) PUBLIC/ 

39 

2 


DECLARE STATUS BYTE, 




MESSAGE BASED MESSAGE*PTR ( 1 ) BYTE, 

40 

2 


IF (STATUS AND 02H ) I 0 




THEN 

41 

2 


STATUS=2, 

42 

2 

ELSE 

IF (STATUS AND 04H)?0 




THEN 

43 

2 


STATUS=3,' 

44 

2 

ELSE 

IF (STATUS AND 08H ) >0 




THEN 

45 

2 


STATUS=4, 

46 

2 

ELSE 

IF (STATUS AND 01H)/0 




THEN 

47 

2 


STATUS=1, 




DO CASE STATUS, 

49 

3 



50 

3 


MESSAGE*PTR=@FRAME ( 0 ) , 
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51 

52 

53 

54 


MESSAGE*PTR=@OVER*RUN ( 0 ) , 
MESSAGE*PTR=@PARITY<0) , 
MESSAGE*PTR=@:BREAK (0) < 


END, 


55 2 J=l, /* Point to second character in string */ 

56 2 OUTPUT ( SET * I NT ) =TRANSM I T $ I NT > 

57 2 OUTPUT ( TX*BUFF ) =MESSAGE < 0 > ., 

58 2 END ERROR; 

/********** ******************* ************ ******** ******* *****#•■**•»■**■#• * 

* RELOAD SERIAL PORT CONFIGURE BYTE * 

********************************** ***********************************/ 


59 

60 


PROGRAM. PROCEDURE PUBLIC, 

DECLARE TEMP BYTE, 

CHAR BYTE, 


61 

62 

63 

64 

65 

66 

67 

68 
69 


71 

72 


DO WHILE < INPUT (STATU5*REG> AND 4QH>=0, /* Wait for next byte */ 

END, 

CHAR= I NPUT ( R X*BUFF ) , 

IF CHAR=0 /* If second byte is 0, exit program mode */ 

THEN 

DO; 

OUTPUT ( RECEI VE$TIMER ) -70; 

CALL BUFF* IN (CHAR), 

RETURN, 

END; 

TEMP= ( CHAR AND OFH ) , 

DO WHILE < INPUT ( STATUS*RE<» i AND 40H>=0; 

END, 


74 

75 


TEMP=< INPUT (RXBUFF) AND OFH> OR SHL<TEMP,4>, 


SER I AL*FORMAT < SHR ( PORT*PTR, 3>)=TEMP, 
END PROGRAM, 


END BUFF*MOD, 


MODULE INFORMATION: 


CODE AREA SIZE 
CONSTANT AREA SIZE 
VARIABLE AREA SIZE 
MAXIMUM STACK SIZE 
189 LINES READ 
0 PROGRAM WARNINGS 
0 PROGRAM ERRORS 


01E4H " 484D 
OOOOH OD 
200BH 8203D 
000 AH 10D 


END OF PL/M-B6 COMPILATION 
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SERIES-1 1 1 PL/M-86 VI 0 COMPILATION OF MODULE PON MOD 
OBJECT MODULE PLACED IN FI PON OBJ 
COMPILER INVOKED BY PLM86 86 FI PON SRC 


$DEBUG 

/******* a-********### #•*#*■«•**#•■«••» ##**** ********* ******* ************************ 

* « 

* POWER ON INITIALIZATION OF THE LINE PRINTER MULTIPLEXER * 

* # 
********«*•«-*****■*****•**#■#■**■# -R ** ***** tt*********-*-JHj-*** *#* **•#•* ■*•**•*•«■■*•«• •#■****■**/ 


1 


PON_MOD DO. 


*NOLIST 


3 


DECLARE BUFFER ^STATUS BYTE 

INSPOINTER WORD 

' OUTSPO INTER WORD 

PORT*PTR BYTE 

SER I ALSFGRMAT < 8 ) BYTE 


EXTERNAL. 

EXTERNAL. 

EXTERNAL, 

EXTERNAL, 

EXTERNAL, 


4 1 POWER*ON PROCEDURE PUBLIC, 

5 2 DECLARE I BYTE, 


6 2 DISABLE, 


/* INITIALIZE THE MUAR T */ 


7 

2 

OUTPUT 

8 

2 

OUTPUT 

9 

2 

OUTPUT 

10 

2 

OUTPUT 

1 1 

2 

OUTPUT 


(CMD$1 >=0100001 IB, 

( CMD$2 ) = 1 01 10100B, 

( CMD$3 > =01 1 1 1 1 1 IB, 
( CMD$3 ) = 1 01 1 000 IB, 

( MODE ) = 1 0000 1 0 1 B , 


/*8086 MODE, FREQ=lKHz , 1 STOP BIT, & 

7 B ITS /CHARACTER #■/ 

/♦ODD PARITY, SYSTEM CL0£K=1 024 MHz, & 

9600 bps#/ 

/♦CLEAR CMD*3 REGISTER#/ 

/♦RESET , INTERRUPT ACKNOWLEDGE ENABLE, & 
NESTED INTERRUPT MODE*/ 

/♦CASCADE TIMERS 35 FOR THE 

RECEIVE*TIME*OUT TIMER, BYTE OUTPUT MODE*/ 


12 2 OUTPUT < PORT* 1 $CTRL)=1111 1000B . /*PORT 1 RTS=INPUT, THE REST ARE OUTPUTS*/ 

13 2 OUTPUT < P0RT1»1 ) = 1 1000000B, /*POINT TO THE FIRST PORT, CTS IS FA 1 

„ AND BUFFER IS NOT FULL*/ 


/* INITIALIZE FLAGS, VARIABLES, AND ARRAYS */ 

14 2 BUFFER*STATUS=EMPTY, 

15 2 IN*P0INTER=0, QUT*PO I NTER=0, 

17 2 P0RT*PTR=0, 


18 


2 


DO 1=0 TO 7, 
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19 3 SERI'AL*FORMAT< I )=10010100B, /* ON POWER-UP ALL EIGHT SERIAL PORTS 

DEFAULT TO 9600 bps, ODD PARITY, AND 
7 E ITS/CHARACTER */ 

20 3 END, 

21 2 END POWER $0N, 

22 1 END PON_MOD, 


MODULE INFORMATION 


CODE AREA SIZE 

= 

0058H 

88D 

CONSTANT AREA 

SIZE 

as 

OOOOH 

OD 

VARIABLE AREA 

SIZE 

= 

000 1H 

ID 

MAXIMUM STACK 
98 LINES READ 

SIZE 


0002H 

2D 


0 PROGRAM WARNINGS 
0 PROGRAM ERRORS 


END OF PL/M— 86 COMPILATION 
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I SIS- 1 I PL/M— 80 V4 0 COMPILATION OF MODULE WRITEMOD 
OBJECT MODULE PLACED IN FI WRITE OBJ 
COMPILER INVOKED BV F2 PLM80 FI WRITE SRC 


*DEBUC 

WRITESMOD DO, 

/********************************************************************* 
* , * 

* WRITE PROGRAM READS A FILE FROM A DISK AND COPIES * 

* IT TO SERIAL CHANNEL 2 ON THE MDS * 


LIT 

LITERALLY 

'LITER/ 

USART$DAT A 

LIT 

'0F6H', 

USAR T $ST ATUS 

LIT 

' 0F7H ' , 

RTS 

LIT 

'20H ' , 

TXEN 

LIT 

'01H', 

RXE 

LIT 

' 04H ' , 

CR 

LIT 

'ODH ' , 

LF 

LIT 

'OAH', 

TAB 

LIT 

' 09H ' , 

SP 

L n 

' 20H ' , 

ESC 

LIT 

' 1BH ' , 

FORMUFEED 

LIT 

'OCH ! , 

AFT* IN 

ADDRESS, 


FILENAME ( 15) 

BYTE, 


STATUS 

ADDRESS, 


BUFFER (32000) 

BYTE, 


ACTUAL 

ADDRESS, 


CHARSCOUNT 

ADDRESS, 


BYE (42) 

BYTE INITIAL 


6 

6 

6 

6 

6 

6 

6 

0, 0, 0, 0, 0, 0, 0, ' 

TO THE 

I 

ADDRESS, 


J 

BYTE, 



/********** *** *************************** ******** ********************* 

* EXTERNAL SYSTEM LIB PROCEDURES * 

**************************************** ********* ********************/ 


PROCEDURE (AFTNPTR, FILE, ACCESS, MODE, STATUS) EXTERNAL; 
v DECLARE (AFTNPTR, FILE, ACCESS, MODE, STATUS^ ADDRESS. 


READ 

PROCEDURE (AFTN, BUFFER, COUNT, ACTUAL, STATUS) EXTERNAL, 
DECLARE (AFTN, BUFFER, COUNT, ACTUAL, STATUS) ADDRESS; 

END READ, 
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PROCEDURE (AFTN, BUFFER, COUNT, STATUS) EXTERNAL, 


11 

2 

DECLARE (AFTN, BUFFER, COUNT, STATUS) 

12 

2 

END WRITE, 

13 

1 

CLOSE 

PROCEDURE (AFTN, STATUS) EXTERNAL, 

14 

2 

DECLARE (AFTN, STATUS) ADDRESS; 

15 

2 

END CLOSE, 

16 

1 

ERROR 

PROCEDURE ( ERRNUM ) EXTERNAL, 

17 

2 

DECLARE (ERRNUM) ADDRESS, 

18 

2 

END ERROR, 


19 1 

20 2 


21 1 

22 2 

23 3 

24 2 


EXIT 

PROCEDURE EXTERNAL, 

END EXIT, 

/**#****************************************************************** 
* WAIT UNTIL USART TRANSMITTER IS READY * 

****************************»****************************************/ 

TXRDY 

PROCEDURE, 

DO WHILE < ( INPUT(USART$STATUS) AND 01H) = 0 ); 

END, 

END TXRDY, 


26 

27 

28 

29 

30 

31 

32 

33 

34 

35 

36 


* BEGIN MAIN PROGRAM * 

*************************************.********************************/ 

BEGIN. 

STATUS=0, 

CALL READ(1, FILENAME, 15, ACTUAL, STATUS), /* Read m file and path name */ 

IF STATUS O 0 
THEN 

GO TO DONE; 

CALL OPEN < AFT*IN, FILENAME, 1 , 0, . STATUS) ; /* Open up the file */ 

IF STATUS O 0 
THEN 

GO TO DONE; 

CALL READ(AFT*IN, . BUFFER, 32000, ACTUAL, STATUS); 

IF STATUS O 0 
THEN 

GO TO DONE, 

CHAR^COUNT^O, /* CHAR*COUNT keeps track of the tab columns in each line */ 
OUTPUT (USART*STATUS)= RTS OR TXEN, 


REPEAT 
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37 1 


38 1 

39 2 

40 2 

41 2 

42 1 

43 2 


44 2 

45 3 

46 3 

47 3 

48 3 

49 4 

50 4 

51 4 

52 4 

53 3 

54 2 


55 2 

56 3 

57 3 

58 3 

59 2 

60 3 

61 3 

62 3 


63 3 


IF BUFFER ( 0 > -FDRM$FEED /* If the first character is a form feed 

remove it Form feeds are inserted at the 
end of a file •*/ 

THEN 

DO, 

BUFFER <0>=00H, 

CHAR*C0UNT=-1, 

END, 

DO I = O TO (ACTUAL - 1), 

IF (BUFFER ( I )=TAB) /* Replace TAB characters with the 
appropriate number of spaces */ 

THEN 

DO, 

CALL TXRDY, 

OUTPUT ( USARTSDATA ) =SP , 

CHAR*C0UNT=CHAR$C0UNT+1, 

DO WHILE (<CHAR$COUNT AND 0007H)00), 

CALL TXRDY, 

OUTPUT < USART*DATA ) =SP , 
CHAR*COUNT=CHAR*COUNT+t, 

END, 

END, 

ELSE 

IF BUFFER ( I ) =ESC /* If outputting ESC, then output a 
0 next so the LPM does not got 
re-programmed */ 

THEN 

DO J=0 TO 1, 

CALL TXRDY, 

OUTPUT ( USART$DATA ) =0, 

END, 

ELSE /* If the character is not an ESC or TAB then output it */ 
DO, 

CALL TXRDY, 

OUTPUT ( USART $DAT A ) -BUFFER ( I ) , 

IF (BUFFER ( I )I 1FH AND BUFFER ( I ) 7FH ) 

THEN /* Only increment CHAR*COUNT 

for printable characters */ 
CHAR«C0UNT=CHAR$C0UNT+1 , 


64 , 3 

65 3 

66 3 

67 2 


END- 


IF 


END. 


( (BUFFER ( I )=CR) OR ( BUFFER < I > =LF ) ) 

THEN /* Reset CHAR$COUNT for CR or LF */ 

CHAR*C0UNT=0, 


68 1 
69 1 


IF ACTUAL = 32000 /*If the file is more than 32K, get some more data */ 
THEN 

GO TO REPEAT, 


70 1 

71 1 

72 1 


CALL TXRDY, /* Terminate file with CR, LF, and FF * / 

OUTPUT ( USARTSDATA ) =CR , 

CALL TXRDY, 
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73 

1 


OUTPUT ( USART*DA7 A ) =LF , 

74 

1 


CALL TXRDY, 

75 

1 


OUTPUT ( USARTSDATA ) =FORM*FEED, 

76 

1 


OUTPUT <USART*STATUS)=RXE OR TXEN, /* Shut off RTS */ 

77 

1 


CALL CLOSE (AFT*IN, STATUS), 

78 

1 


DO 1=0 TO 14; /* Output sign off message 

79 

2 


IF FILENAME ( I )=CR 




THEN 

80 

2 


GO TO SKIP, 

81 

2 


BYE ( 1 + 5 ) =F ILENAME ( I ) , 

82 

2 


END, 




r~ 

83 

1 

SKIP 

CALL WR I TE ( 0, BYE, 42, STATUS), 

84 

1 


GO TO NEXT, 

85 

1 

DONE. 





CALL ERROR (STATUS), 

86 

1 

NEXT: 





CALL EXIT; 

87 

)l 

END WRITESMOD; 


MODULE INFORMATION. 

CODE AREA SIZE * 0209H 52 ID 

VARIABLE AREA SIZE = 7D44H 32068D 

MAXIMUM STACK SIZE - 0008H 8D 

191 LINES READ 
0 PROGRAM ERRORS 

END OF PL/M-80 COMPILATION 
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8085 Mode: AD3 

8086 Mode: AD4 


AD2 ADI ADO 
AD3 AD2 ADI 


0000 


LyJ 

L0 | SI 

SO BRKI BITI 8086 1 FRQ 

Command 1 
1 1 






f 









Timer Frequency Select 
8086 Mode Enable 
Interrupt on Bit Change 
Break-in Detect Enable 
Stop Bit Length 
Character Bit Length 


0001 


| PEN 

EP 

Cl 

CO 

B3 

B2 

B1 

B0 | 


Command 2 I—— I 


Baud Rate Select 
System Clock Divider 
Even Parity 
Parity Enable 


0010 


SET 1 RxE 1 1AE | NIE 1 END 1 SBRK|TBRK | RST 


L_ 


Command 3 


Software Reset 
Transmit Break 
Single Character Break 
End of Interrupt 
Nested Interrupt Enable 
Interrupt Acknowledge Enable 
Receiver Enable 
Bit Set/Reset 


0011 


| T35 

T24 

T5C 

CT3 

CT2 

P2C2 

P2C1 

P2C0 




Mod 

e 

i 

— J 











Port 2 Control 
Counter/Timer 2 
Counter/Timer 3 
Timer 5 Retriggerable 
Cascade Counter/Timer 2 & 4 
Cascade Counter/Timer 3 & 5 
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Interrupt Level in Service 



Disable Start Bit Check 
Transmit Mode Enable 
Receiver Sampling Point 
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Status Register (Read only) 


Framing Error/Transmission Mode 

Indication 

Overrun Error 

Parity Error 

Break Detect or Break-in Detect 
Transmitter Register Empty 
Transmitter Buffer Empty 
Receiver Buffer Full 
Interrupt Pending 


Response to INTA 

8085-Mode (RST-instruction in response to INTA) 


Interrupt Level 


8086-Mode (Interrupt Vector in response to second INTA) 


Interrupt Level 
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INTRODUCTION 

A primary goal of microcomputer system design is to 
provide the required functionality and flexibility with 
the fewest number of components. The 8256AH Multi- 
function Peripheral is designed specifically to meet 
these conflicting requirements. Four of the most com- 
mon microcomputer system functions, previously re- 
quiring up to four separate MSI or LSI devices, are 
combined into one LSI device. The 825 6AH incorpo- 
rates a serial asynchronous communication channel, 
two 8-bit parallel I/O ports, five 8-bit timer/count- 
ers and an eight level priority interrupt controller in 
one 40 pin package. Its flexible design allows it to 
directly interface to most microprocessors, including 
Intel’s MCS-85, iAPX-86, iAPX-88, iAPX-186 and 
iAPX-188, and the MCS-48 and MCS-51 family of sin- 
gle-chip microcomputers. 

This application note describes using the 825 6 AH to 
implement a Data Terminal Equipment (DTE) 
RS-232C serial asyncrhonous communication link with 
the Qontrol signals necessary to interface to a Bell 
103/2 12A modem. The interface requires a total of 
nine interface signals. Three of these signals, TxD, RxD 
and CTS, are provided by the UART section of the 
8256AH. The balance of the RS-232C interface signals 
are implemented using six of the independently pro- 
grammable parallel PORT 1 lines. In addition, the ap- 
plication design provides an eight bit parallel I/O port 
with handshaking signals. The on-chip priority inter- 
rupt controller enables the RS-232C serial interface an 
the parallel interface to operate on an interrupt basi 
The 8256AH uniquely addresses the complexities of 
implementing an RS-232C communications interface. 
By utilizing the built-in hardware and software features 
of the 8256AH, the design achieves flexibility with sim- 
plicity, qualities often exclusive of one another. 


Previous solutions required four components to imple- 
ment the same interface. Figure 1 illustrates the basic 
system block diagrams for the two solutions. In Figure 
la the 8251 A Programmable Communications Inter- 
face provides the UART serial communications inter- 
face. The 8254 Programmable Interval Timer provides 
baud rate generation and other timing functions, such 
as time-out loops, needed for software support of an 
RS-232C interface. These are especially needed if the 
RS-232C channel is to operate in an interrupt system 
environment. The 8255A Programmable Peripheral In- 
terface provides parallel I/O with one port dedicated to 
the RS-232C control signals. The 8259A Priority Inter- 
rupt Controller provides an eight level priority inter- 
rupt structure. This represents a total of 120 device pins 
compared to the single 40 pin 8256AH, and 465 mA 
current requirement verses a 160 mA current require- 
ment. Figure lb represents the 8256AH solution incor- 
porating the four functions in one package. 

In some data communication applications only three 
lines - ground, Transmit Data and Receive Data - are 
used for serial communication. An example is commu- 
nication between an ASCII terminal or printer and a 
personal computer. These devices are usually located 
close to one another and in general do not require the 
additional control signals of the EIA RS-232C serial 
communications standard. In other data communica- 
tions applications, this same equipment requires that 
the integrity of the serial communications link be con- 
stantly monitored. This enables the host system to con- 
trol the data trransmission at all times, whether it be a 
host computer or intelligence local to a communica- 
tions device, such as an ASCII terminal. The need for 
control and monitoring of the serial line is particularly 
important when the communications link is over tele- 
phone lines using a modem. In a Switched Network, 
where a number of serial devices share the same com- 
munications line, the control signals are crucial to the 
system’s multiplexing the single line. 



Figure la. System Block Diagram Without the 8256AH 
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Figure 1b. System Block Diagram With the 8256AH 


This Application Note assumes that the reader is famil- 
iar with the 8256AH Data Sheet and with the RS-232C 
communication protocol and terminology. A complete 
software listing is provided in Appendix A. A complete 
description and definition of the RS-232C interface 
standard may be found in the book “Data Communica- 
tions: A Users Guide” by Kenneth Sherman, Reston 
Publishing 1981. 

DESCRIPTION OF THE 8256AH 

The 8256AH combines four commonly used peripheral 
functions into, one device (see Figure 2); 

1. A full-duplex, double-buffered serial asynchronous 
Receiver/Transmitter (UART) with an on-chip 
Baud Rate Generator. 

2. Two 8-bit parallel I/O ports; One bit programmable, 
One nibble programmable. 

3. Five 8-bit timer/counters; 4 can be cascaded to form 
2 16-bit timer/counters 

4. An 8-level priority interrupt controller. 

The 8256AH uses the standard bus control signals 
compatible with Intel’s family of peripherals and mi- 
croprocessors. The microprocessor interface utilizes a 
multiplexed address/data bus. Four of the eight ad- 
dress/data lines are used to generate the register ad- 
dress. This enables all of the 8256AH’s functionality to 
be contained in a 40 pin package while retaining direct 
register addressing. 


The sixteen directly addressable internal read/write 
registers provide control for all of the 8256AH’s vari- 
ous functions. Fourteen of the registers are read/write, 
one, the Status Register, is read only and one, the Mod- 
ification Register, is write only. Three Command Reg- 
isters configure the operating environment including 
the type of CPU, 8 or 16 bit, and system clock frequen- 
cy. Command Register Three provides bit set-reset ca- 
pability for control of such functions as End of Inter- 
rupt, Nested Interrupts, Interrupt Acknowledge and 
UART Receive Enable. The Status Register provides 
all information about the UART’s transmitter and re- 
ceiver, and the state of the interrupt (INT) output pin 
to the microprocessor. The Mode Register defines the 
configuration of the two parallel ports and the five tim- 
er/counters. The write only Modification Register is 
used to alter two standard functions of the receiver, 
start bit sampling and to enable a special indicator flag 
for half-duplex operation. In addition, six registers con- 
trol the two parallel ports. Two registers provide for 
UART Transmit and Receive Buffers. Ten registers are 
used for timer/counter interface, and four registers pro- 
vide for Priority Interrupt Controller support. 

The UART section of the 8256AH features a full-du- 
plex double-buffered transmitter and receiver with sep- 
arate control registers. The internal baud rate generator 
provides the thirteen common sampling rates from 50 
bps to 19.2 kbps. An external baud rate clock can also 
be used, with programmable choice of IX, 32X or 64X 
sampling rates. 

The two parallel I/O ports can be configured as two 
independent 8-bit parallel I/O ports, or as one 8-bit 
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Figure 2. 8256AH Internal Block Diagram 


parallel port with ACK/OBF and STB/IBF two wire 
handshake signals. In the latter configuration, the six 
remaining I/O lines may be used as either independent- 
ly programmable I/O lines, or as predefined special 
function inputs and/or outputs, such as^a second exter- 
nal interrupt input or timer/counter inputs. 

The five 8-bit programmable timer/counters are binary 
presettable downcounters. In addition, an independent 
on-chip Baud Rate Generator is provided for the 
UART. The clock sources for the timers/counters may 
be either internal or external - via programmed parallel 
port pins - depending upon whether they are configured 
as timers or counters. Four of the timer/counters may 
be cascaded to form two 16-bit timer/counters. Each of 
the five timer/counters has its own read/write register. 

The eight level priority interrupt controller has twelve 
possible interrupt sources. Ten of the sources are inter- 
nal and two are external. One of the external interrupt 
sources is a fixed pin; EXTINT. The second is one of 
the parallel Port 1 pins which can be programmed as an 
external interrupt source. The twelve interrupt sources 
are internally mapped to the eight interrupt priority 
levels. 


The interrupt controller may be programmed to oper- 
ate in either a Normal or Nested Interrupt Mode. In 
Normal Mode any interrupt may interrupt any other 
interrupt based upon the enable/disable bits in the In- 
terrupt Enable, or Mask, Register. In the Nested Mode 
only an interrupt of higher piority may interrupt one of 
lower priority, again based upon the bits in the Enable 
Register. 

The 8256AH interrupt structure supports both 8085 
and 8086 interrupt vectoring methods via the INTR 
and INTA signals. In vectored interrupt operation the 
8256AH places the interrupt vector address on the data 
bus during the INTA sequence. In addition the 
8256AH supports non-vectored interrupt interfaces, 
such as MCS-51 and MCS-48 systems. In non-vectored 
interrupt applications the host system simply reads the 
interrupt vector address from the Interrupt Address 
Register of the 8256AH. Reading the interrupt address 
register clears the INT pin and acknowledges that the 
interrupt has been serviced. This is the functional 
equivalent to an INTA sequence generated by the host 
processor. 
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DESIGN DESCRIPTION SOFTWARE DESCRIPTION 


Hardware Description 

Figure 3 shows a block diagram of this application’s 
system design. The microprocessor used is an 
iAPX-186 with two 8256AH’s for parallel and serial 
I/O, as well as for providing a variety of system sup- 
port functions. One 8256AH is used to implement both 
the RS-232C modem interface and provide multiplexed 
parallel I/O. The system uses the Intel 957B System 
Monitor for control of the system hardware and soft- 
ware development support. The second 8256AH is used 
for basic serial communication between an ASCII ter- 
minal and the Intel 957B System Monitor residing in 
16K bytes of EPROM. The two 8256AHs provide a 
total of six I/O channels - two UARTs and four paral- 
lel I/O ports. 

When one of the 8256AHs is configured for the serial 
RS-232C interface, one of its parallel ports, Port 1 pins 
2-7, provides control signals for the serial interface. 
Four of the RS-232C control signals (CTS, DSRS, DSR 
and CD) are OR’d to the EXTINT pin of the 8256AH. 
If any of these signals change from their defined state, 
an interrupt is generated to the 8256AH. The modem 
driver software then responds to the interrupt by read- 
ing the Port 1 register, determines the signal generating 
the interrupt and responds accordingly (see the soft- 
ware listing; INT — MOD). In addition to the RS-232C 
control signals, the communications software can sup- 
port all of the standard UART error conditions such as 
framing errors, underrun, overrun and parity, if parity 
is enabled. 


Parallel I/O With Handshaking 

The remaining two Port 1 lines, not used for the 
RS-232C control signals, provide ACK/OBF and 
STB/IBF handshaking signals for parallel Port 2. In an 
environment which utilized the second parallel port, 
while implementing the above described RS-232C 
channel, both would operate on an interrupt basis. The 
interrupt software algorithm depends upon whether the 
parallel port is configured as input or output, and 
whether Nested or Normal interrupt mode is pro- 
grammed. If Nested Interrupt Mode is used, the soft- 
ware flow would default to parallel input or output (as 
programmed) with Port 2 handshaking the lowest pri- 
ority interrupt. The serial channel would then interrupt 
parallel Fort 2 transmission whenever the serial chan- 
nel transmitted or received a character. The RS-232C 
control signals, OR’d to the External interrupt 
(EXTINT) pin, would have the highest interrupt con- 
troller priority. The Software Description below de- 
scribes this in greater detail. 


Serial RS — 232C Interface 

The software is written in PL/M and is broken up into 
four separate modules, each containing several proce- 
dures. A block diagram of the software structure is giv- 
en in Figure 4. The modules are identified by the dotted 
boxes, and the procedures are identified by the solid 
boxes. Two or more procedures connected by a solid 
line means the procedure above calls the procedure be- 
low. The procedures without any solid lines connecting 
them are interrupt procedures. They are entered when 
the 8256AH interrupts the 80186 and vectors an indi- 
rect address to the 80186. 

The Serial RS-232C Interface software uses nested in- 
terrupts. The priority of the interrupt procedures is giv- 
en in Figure 5. 

The priority of the interrupts is not programmable but 
they are logically oriented so that for this application 
the priority is correct. The serial receiver should have 
the highest priority since it could have overrun errors. 
Therefore the RxD request can interrupt any other in- 
terrupt service routine thus preventing any possibility 
of an overrun error. 

The Serial RS-232C Interface software is entered via a 
GO instruction from the 957B System Monitor console. 
The software first calls POWR — ON — INIT which ini- 
tializes the 8256AH. This sets the 8256AH to 8086 
Mode with parallel Port 2 in two wire handshake mode 
using Port 1 pin 0-1 for Port 2 handshaking. The ini- 
tialization configures six of the Port 1 lines, pins 2-7, 
for RS-232C handshaking — input or output depending 
upon the specific signal tied to the pin. Figure 6 illus- 
trates the definition of each Port 1 RS-232C handshak- 
ing line and its direction. 

Both the Serial RS-232C Interface and the parallel in- 
terface with handshaking operate on an interrupt basis. 
Following initialization the software enters an endless 
loop and awaits an interrupt from one of three sources; 
Receive Data (RxD), Transmit Data (TxD) or the par- 
allel interface. In the serial interface idle state, neither 
transmitting nor receiving data, the software is con- 
stantly responding to TxD interrupts; a result of the 
Transmit Buffer (TBE) and/or Transmit Register 
(TRE) being continuely empty. When data is received 
by the RS-232C channel the RxD interrupt, being of 
higher priority, asserts its interrupt. 
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Figure 3. 8256 AH / 80186 Schematic 
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Figure 4. Block Diagram of the 8256AH Serial RS-232C Interface Software Structure 


Priority 

Source 

Highest 0 

Not Used 

1 

Not Used 

2 

External Interrupt (EXTINT) 

3 

Not Used 

4 

RxD Interrupt 

5 

TxD Interrupt 

6 

Timer 2 or 2 &4 (16 bit) 

7 

Port 2 Handshaking 


Figure 5. 8256AH Interrupt Source To Priority Level Map 



Circuit 

I/O 

Abrev. 

Signal Name 




STB/ACK 

Parallel Port 2 

1 



IBF/OBF 

Handshaking Signals 

2 

CG 

1 

CTS 

Clear To Send 

3 

CE 

1 

R! 

Ring Indicator 

4 

CD 

0 

DTR 

Data Terminal Ready 

5 

Cl 

1 

DSRS 

Data Signal Rate Selector 

6 

CF 

1 

RLSD 

Receive Line Signal Detector 




(or CD) 

(Carrier Detect) 

7 

CC 

1 

DSR 

Data Set Ready 


Figure 6. Port 1 RS-232C Pin Definition 
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Although the parallel interface software is not imple- 
mented in the software listing of Appendix A, the algo- 
rithm for implementing multiplexed parallel and serial 
I/O is to input or output data on the parallel port dur- 
ing the relatively lengthy time required for serial com- 
munication overhead. The algorithm differs slightly 
during the serial channel idle state when the software 
responds to repetitive TxD interrupts. In this case the 
endless loop would detect the idle state repetitive TxD 
interrupts and disable the TxD interrupt for a short 
time while the parallel inputs or outputs data. This 
would require using one of the 8256AH timers to time 
out repetitive TxD interrupts. The timer used has to be 
lower in priority than the RxD interrupt to guarantee 
protection against overrun errors. Timer 2, or 2 and 4 
cascaded if longer time delays are desired, provides the 
proper interrupt level as shown in Figure 5. 

Figure 7 shows the Receive Data (RxD) interrupt serv- 
ice routine software flowchart. Since two conditions 
can generate an RxD Interrupt the Software first reads 
the Status Register and checks for the Break Detect 


(DB) bit being set. If the BD bit is clear, no Break 
condition being present, the data byte is read, stripped 
to seven bits, for an ASCII character, and sent to the 
system console via a call to the 957B System Monitor 
Console Output (CO) routine. Upon return from the 
957B monitor call an End Of Interrupt (EOI) is sent to 
the 8256AH to reset the currently served interrupt level 
bit in the Interrupt Service Register. 

Figure 8 shows the Transmit Data (TxD) interrupt 
service routine software flowchart. There are three con- 
ditions which may cause a TxD Interrupt; TBE, TRE 
and Break-In Detect. The TxD service routine first 
reads the Status Register to determine if the interrupt 
source is the TBE (Transmit Buffer Empty), if not then 
the interrupt service routine returns to the MAIN — 
MOD loop. If TBE= 1 (true) then a data byte is read 
from the 957B System Monitor Console Input (Cl) rou- 
tine. If the data byte is an ASCII character it is written 
to the 8256AH Transmit Buffer. The software exists via 
an EOI (End Of Interrupt) command to the 8256AH 
then returns to the MAIN — MOD Rx — Tx — Loop. 
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Figure 7. Receive Data Interrupt Service Routine 
Software Flowchart 
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Figure 8.Transmit Data Interrupt Service Routine 
Software Flowchart 


RS-232C Control Signals Interrupt 
Structure 

The overall interrupt scheme is such that a change in a 
RS-232C handshake line causes an interrupt via the 
EXTINT pin on the 8256AH (see Figure 3 8256AH/ 
80186 Schematic). The EXTINT interrupt is of higher 
priority than either the RxD or TxD interrupt. This 
enables the RS-232C handshake signals to manage the 
receipt or transmission of data via the nested interrupt 
mode of the 8256AH. The EXTINT interrupt service 
routine first reads the Port 1 pins 2-7 data and com- 
pares it to default state for the signal requiring service. 
The EXTINT interrupt service routine then calls the 
appropriate handshake signal service procedure as 
shown in the bottom module of Figure 4 Software 
Structure Block Diagram. 

Each of the individual RS-232C control signal service 
procedures displays a message on the 957B monitor 
console device indicating the signal requiring a re- 
sponse. The service procedure then either initiates spe*- 


cmc predefined actions or prompts the user with op- 
tions. In a system which utilized file storage, such as a 
personal computer, the RS-232C software driver could 
pass a flag to the communications software, rather than 
a message. The communications software would in turn 
perform the same types of action but could also protect 
disk buffering files which might be open at the time of 
the interrupt. Two examples of the RS-232C Control 
Signal interrupt service routines, CTS and DSRS, are 
described below; 

If Clear To Send (CTS) changes state, the UART auto- 
matically disables the transmitter. The CTS interrupt 
service procedure initializes the 8256AH’s internal 
Timer. If the timer times out before CTS goes active 
again an interrupt is generated, a second message ia 
displayed at the 957B monitor console prompting the 
user that the CTS line remains inactive. The options 
available at this point are to wait again, re-initializing 
Timer 1, or to disconnect the RS-232C channel. 
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If Data Signal Rate Selector (DSRS) changes state, the 
software prompts the user with a message that the Data 
Rates of the two RS-232C channels are not the same 
and the user is given the option of altering the data rate. 
This application example was interfaced to a 103A/212 
Bell modem and as such prompts the user to select 
between 300 or 1200 bps data rates. In the case of a 

non-modem interface the routine could prompt the user 
for one of the thirteen standard data rates. The software 
then returns to the TxD/RxD software loop. The bal- 
ance of the interrupt service procedures for the 
RS-232C handshaking signals function in a similar 
manner. 

Depending upon the specific system design and soft- 
ware requirements, a variety of enhancements could be 
added to the system design. These could include inter- 
rupt traps that initiate specific corrective options or 
cascading multiple 8256AHs each with an RS-232C in- 
terfaces as described above. An example of an interrupt 
trap might be auto redial upon time out for lack of 
Carrier Detect (CD) upon initiating a communications 
link, or automatic disk file update when a receive buffer 
approaches overflow. 

The ability of the 8256AH to be reprogrammed to meet 
the changing requirements of a system simplifies the 
overall system design and multiplies its capabilities. A 
simple reinitialization sequence could reconfigure the 
8256AH as a UART with two parallel ports or utilize 
any of the various special functions of the parallel Port 
1; e.g., an external timer input or an additional external 
interrupt input, etc. The reinitialization could also con- 
figure the 8256AH Multifunction Peripheral for a vari- 
ety of custom applications. 


CONCLUSION 

The functional integration of the 8256AH makes it 
ideal for designs which require maximum flexibility and 
simplicity of implementation. The implementation of 
the RS-232C serial channel modem interface and multi- 
plexed parallel I/O described in this application note 
represent a level of efficiency in peripheral performance 
and design previously unavailable. The 8256AH Multi- 
function Peripheral represents a savings of two-thirds 
the board space and power required by the previous 
four chip solution, with the added benefit of increased 
system reliability. The application note demonstrates 
the ease of implementing the variety of I/O capabilities 
and system support functions of the 8256AH. The inte- 
gration of four common microprocessor system func- 
tions into one VLSI device enables the designer to de- 
vote valuable resources to adding features to enhance 
the system design, adding performance and flexibility, 
and reducing the system’s overhead. 
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APPENDIX A 


SOFTWARE LISTING 


PL/M-86 COMPILER 


MAINMOD 


SERIES-III PL/M-86 V2. 3 COMPILATION OF MODULE MAINMOD 
OBJECT MODULE PLACED IN : F2: 56. OBJ 
COMPILER INVOKED BY PLM86. 86 : F2: 56 


***** 


******** 


********* 


82 56 AH MULTIFUNCTION PERIPHERAL SIMPLIFIES 
MICROCOMPUTER I/O DESIGN 

Intel Corporation 
3065 Bowers Avenue 
Santa Clara> Ca. 95051 


* Written By Christopher Scott 

* 

**************************** 


♦MOD 18$ DEBUG LARGE 
MAINMOD: 

DO, 


/* 

/* 

/* 


8256AH Register / Value / Constant Definitions 


*/ 

*/ 


Lit 

Literal ly 

' literally ' 

DCL 

lit 

'Dec lare ', 

True 

• lit 

'Of f h ', 

False 

lit 

'Oh ', 

Forever 

lit 

'wh i 1 e 1 ', 

Pcsl 

lit 

'80h ', 

Cmd lreg 

lit 

'pcsl 4- O', 

Cmd2r eg 

lit 

'pcsl + 2', 

Cmd3reg 

lit 

'pcsl + 4', 

Modereg 

lit 

'pcsl + 6 ' , 

PortlCtr 1 IReg 

lit 

'pcsl + 8 ', 

Set IntReg 

lit 

'pcsl + Oah 

EnlntReg 

lit 

'pcsl + Oah 

RstlntReg 

lit 

'pcsl 4- Och 

IntAddrReg 

lit 

'pcsl 4- Och 

TxBuf fReg 

lit 

'pcsl 4- Oeh 

RxBuf fReg 

lit 

'pcsl 4- Och 

Port IReg 

lit 

'pcsl 4- lOh 

Por t2Reg 

lit 

'pcsl 4- I2h 

Timer IReg 

lit 

'pcsl 4- I4h 

Timer2Reg 

lit 

'pcsl 4- lah 

Timer3Reg 

lit 

'pcsl + lch 

StatReg 

lit 

'pcsl 4- leh 

Intrl 

lit 

'pcsl 4- 40h 

Intr2 

lit 

' c s 1 4- Olh ' 

Intr3 

lit 

'pcsl + lOh 
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Intr4 

lit 

'pc si + 08h 

Int_Reset 

lit 

'88h ', 

Si oT xEn 

lit 

'10h ', 

SioT xRdy 

lit 

'20h 

SioRxRdy 

lit 

'40h ', 

Break 

lit 

'04h ', 

Dislntr 

lit 

'OOh ', 

Str ipTo7f h 

‘ lit 

'7fh ', 

Port l_Str ip 

lit 

'Of cH ' , 

Cffldl 

lit 

'43h ', 

Cmd2A 

lit 

'07h ', 

Cmd2B 

lit 

'09h ' , 

Cmd3C lr 

lit 

'7fh ', 

Cmd 3 

lit 

'Oalh ', 

Mode 

lit 

'OOh ', 

EnRcvr 

lit 

'OcOh ', 

A 

lit 

'41h ', 

B 

lit 

'42h ', 

DSR 

lit 

'80h ', 

DSR_Flag 

lit 

'80h ', 

CD 

lit 

'40h ', 

CD__Flag 

lit 

'40h ', 

DSRS 

lit 

'20h ', 

DSRS Flag 

lit 

'20h ', 

DTR 

lit 

'10h ', 

R I 

lit 

'08h ', 

CTS 

lit 

'04h ', 

CTS_Flag 

lit 

'04h ', 

( Status, 



Hndshk Pins, 
J) 

Byte, 


Char 

Byte 

External, 

Message_Ptr 

Pointer; 



/* 

/* 

3 1 DCL 


/* External Procedures: */ 

231125-9 


Message Declarations */ 

CTS_MSG (*) Byte Public Data ('CTS Disabled Receive Data stopped. 

OAH, ODH, 0), 

DSR_MSG <*) Byte Public Data < 'DSR Disabled. ' , OAH, ODH, 00 ) , 

CD__MSG (*) Byte Public Data ('CD Disabled. ' , OAH/ ODH, 00 ) , 

DSRS MSG (*) Byte Public Data ('Enter Baud Rate, A. 300 B 11200 

(A/B) : ',00), 

CTS2_MSG (*) Byte Public Data ( 'CTS Disabled Receive Data stopped ', 

OAH, ODH, 00), 

Break_MSG (*) Byte Public Data ('Break in Receive Data. ' , OAH, ODH, 00 ) , 
--------------------- ______ */ 
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MAINMOD 


/* 

/* MCO: 957B Monitor Console Output Routine 

/* 

/* MCI: 957B Monitor Console Input Routine 

/* 

/* • 

4 1 MCO: Procedure (Char ) External; 

5 2 DCL Char Byte; 

6 2 End MCO; 

7 1 MCI: Procedure Byte External; 

8 2 End MCI; 

/* */ 


/* Initialixe 8256AH Procedure */ 

9 1 Init56: Procedure; 

10 2 Disable; 

/* Output 82 56 AH Init Data */ 

11 2 Output (Cmd IReg )»Cmd 1; /* 8086 mode * freg*lkhz, 1 stop bit* 

and 7 bit char */ 

12 2 Output (CmdlReg >*Cmd2A; /* odd parity, system c 1 k*l . 024mh z, 

and 1200 bps */ 

13 2 Output (CmdlReg ) as Cmd3Clr; /* clear cmd reg 3 */ 

14 2 Output (Cmd IReg )«Cmd3; /* reset, itr ack enabled, nested 

intr mode */ 

15 2 Output (Cmd IReg )*»EnRc vr * /* enable receiver */ 

16 2 Output (Cmd IReg )*Mode; /* cascade timers 3&5, for the 

reeiver$timer$out timer, byte & 


output mode */ 

17 2 Call Load_Int Table; 

18 2 Enable; 

19 2 End Ini t 56; 

/a-------------------------------*/ 

/^t - -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- a/ 

/* Procedure: Load Interrupt Address Vectors */ 


20 1 Load_Int__Tab le: Procedure Public; 

21 2 Call Setf Interrupt (42H, EXTINT); 

22 2 Call Settlnterrup t (44H, Receive_Char ); 

23 2 Call Set*Interrupt(45H, Transmit Char ); 

24 2 Call Settlnterrup t (46H, Timer__2_4); 


25 2 End Load_Int_Tab le; 



/* EXTINT Interrpt Procedure: */■ 

/* */ 

231125-10 


*/ 

*/ 

*/ 

*/ 

*/ 

*/ 
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/* Service routine reads the Port 1 RS232 */ 
/* handshake signals and sets the message pointer */ 
/* coresponding to the signal detected. */ 
/* */ 

/* */ 


26 1 EXTINT. Procedure Interrupt 42H* 


27 2 

28 2 

29 2 

30 2 

31 3 

32 3 

33 3 

34 2 

35 2 

36 2 

37 2 

38 2 

39 2 

40 3 

41 3 

42 3 

43 3 

44 3 

45 3 

46 2 

47 2 


Enable; 

HndShk_Pins»Input (Port IReg ) and Portl_Strip; 
If CTS_Flag - HndShk_Pins and CTS Then 
Do* 


Message_Ptr-«CTS_MSG(0>; 

Output (Timer2Reg >*100; 

End; 

Else 

If DSR_Flag « HndShk__Pins and DSR Then 
Message_P tr*®DSR_MSG (0 ) ; 

Else 

If CD_Flag * HndShk_Pins and CD Then 
Message_Ptr®«CDJ1SG(0) ; 

Else 

If DSRS_Flag * HndShk_Pins and DSRS Then 
DO; 

Message_Ptr*®DSRSJ1SG(0>* 

If MCI * A Then 

Output (CmdlReg >*Cmd2A» 

Else 

If MCI * B Then 

Output (CmdlReg )*Cmd2B* 


/# odd parity* system clk*l. 024mhz* 
and 1200 bps */ 


/* odd parity* system c 1 k»l . 024mh z* 
and 300 bps */ 


End; 

Call Serid_Msg; 

OutPut (RstlntReg ) “Int^Reset; 


48 2 End EXTINT; 

/* 


*/ 


49 1 

50 2 

51 2 

52 2 

53 2 

54 3 

55 3 

56 3 

57 2 

58 3 

59 3 

60 3 

61 2 

62 2 


/* Procedure Receive a character */ 


Receive_Char : Procedure Interrupt 44H* 

Enable; 

StatusM Input (StatReg > and SioRxRdy)* 

If Status AND Break Then 
DO; 

Message__Ptr*@Break_MSG(0>; 

Call SendJIsg* 

End; 

Else 

Do* 

Char*Input (RxBuf fReg ) and StripTo7fh* 

Call MCO (Char ) * 

End; 

OutPut (RstlntReg ) ^Int^Rese t; 

End Recei ve__Char; 
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/* 


*/ 


/* */ 

/* Procedure. Write character to 8256AH UART */ 


63 1 Transmi t_Char : Procedure Interrupt 45H; 


64 2 

65 2 

66 2 

67 2 

68 2 

69 2 


Status»< Input (StatReg ) and SioRxRdy); 

If Status and SioRxRdy Then 

Char»(MCI And StripTo7FH>; /* strip to 7 bits */ 

If Char >» 20H And Char O 7fH Then /* if char is ASCII output it */ 
Output ( TxBuff Reg )*Chari 
Output (RstlntReg )=Int_Reset; 


70 2 End Transmi t__Char; 

/* 


*/ 


/* Procedure. Write character to 856AH UART */ 


71 1 Timer _2_4: Procedure Interrupt 46H; 


72 2 Message __Ptr»eCTS2_MS0<0) ; 

73 2 Call SendJIsg; 

74 2 OutPut (RstlntReg )®Int__Reseti 


75 2 End Timer_2_4; 

/* 


*/ 


/* Message Output Procedure */ 


76 1 Send_Msg: Procedure; I 

77 2 DCL Message Based Message_Ptr (1) Byte; 


78 2 

79 2 

80 3 

81 3 

82 3 

83 3 

84 2 


J=0; 

Do While Message(J) <> 0; 
Char«Message ( J) ; 

Call MCO(Char); 

J*J+1; 

End; 

Return; 


85 2 End SendJIsg, 

/# 


*/ 


86 1 

87 1 

88 2 


/* Main Program Body */ 


Call Ini t 56; 

Do Forever, 

End; + 

--.----------.-.---.----a/ 
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PL/M-86 COMPILER MAINMOD 


89 1 End MainMod; 


MODULE INFORMATION: 

CODE AREA SIZE « 0235H 

CONSTANT AREA SIZE * OOBEH 
VARIABLE AREA SIZE » 0007H 
MAXIMUM STACK SIZE * 0034H 
280 LINES READ 
0 PROGRAM WARNINGS 
0 PROGRAM ERRORS 

DICTIONARY SUMMARY: 

31KB MEMORY AVAILABLE 
6KB MEMORY USED <19%) 

OKB DISK SPACE USED 

END OF PL/M-86 COMPILATION 
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iny* 

8272A 

SINGLE/DOUBLE DENSITY 
FLOPPY DISK CONTROLLER 


IBM Compatible in Both Single and 
Double Density Recording Formats 

Programmable Data Record Lengths: 
128, 256, 512, or 1024 Bytes/ Sector 

Multi-Sector and Multi-Track Transfer 
Capability 

Drives Up to 4 Floppy or Mini-Floppy 
Disks 


■ Data Transfers in DMA or Non-DMA 
Mode 

■ Parallel Seek Operations on Up to 
Four Drives 

■ Compatible with all Intel and Most 
Other Microprocessors 

■ Single-Phase 8 MHz Clock 

■ Single + 5 Volt Power Supply ( ± 10%) 


The 8272A is an LSI Floppy Disk Controller (FDC) Chip, which contains the circuitry and control functions for inter- 
facing a processor to 4 Floppy Disk Drives. It is capable of supporting either IBM 3740 single density format (FM), or 
IBM System 34 Double Density format (MFM) including double sided recording. The 8272A provides control signals 
which simplify the design of an external phase locked loop and write precompensation circuitry. The FDC simplifies 
and handles most of the burdens associated with implementing a Floppy Disk Drive Interface. The 8272A is a pin- 
compatible upgrade to the 8272. 



o 


lO 


SERIAL 
INTERFACE 
CONTROLLER | 


COUNT 

1 

DRQ 


daCk — ►o 

READ 

INT 

WRITE 

RD — ►O 

DMA 

WR — 

CONTROL 

A 0 ► 

LOGIC 

RESET ► 



- WR CLOCK 

- WR DATA 

- WR ENABLE 

- PRE-SHIFT 0 
PRE SHIFT 1 

•READ DATA 
■ DATA WINDOW 
• V C0 SYNC 




o 


DRIVE 
INTERFACE 
CONTROLLER | 


CLK ■ 
V C C • 
GND - 


£ 

d 


INPUT 

PORT 


OUTPUT 

PORT 


READY 

WRITE PROTECT/TWO SIDE 
INDEX 

FAULT/TRACK 0 


DRIVE SELECT 0 
DRIVE SELECT 1 
MFM MODE 

fiW/SEEK 

HEAD LOAD 

HEAD SELECT 

LOW CURRENT/DIRECTION 

FAULT RESET/STEP 


RESET C 

1 

40 

□ Vcc 

RDC 

2 

39 

□ RW/SEEK 

wrC 

3 

38 

□ LCT/DIR 

CSC 

4 

37 

□ FR/STP 

AoC 

5 

36 

□ hdl 

DBoC 

6 

35 

□ rdy 

DBiC 

7 

34 

□ WP/TS 

DB 2 C 

8 

33 

□ FLT/TRK0 

db 3 C 

9 

32 

□ PSo 

DB 4 C 

10 

8272A 31 

□ PSi 

DBsC 

11 

30 

□ WR DATA 

0 B 6 C 

12 

29 

□ DSo 

DB/C 

13 

28 

□ DSi 

drqC 

14 

27 

□ HDSEL 

DACKC 

15 

26 

3 MFM 

TCC 

16 

25 

□ WE 

IDX C 

1*7 

24 

□ V co 

intC 

18 

23 

3 RD DATA 

clkC 

19 

22 

□ dw 

gndC 

20 

21 

□ WR CLK 


Figure 1. 8272A Internal Block Diagram 


Figure 2. Pin Configuration 
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Table 1. Pin Description 


Symbol 

Pin 

No, 

Type 

Connec- 
tion To 

Name and Function 

RESET 

1 

1 

MP 

Reset: Places FDC in 
idle state. Resets out- 
put lines to FDD to “0” 
(low). Does not clear the 
last specify command. 

RD 

2 

l‘i] 

HP 

Read: Control signal 
for transfer of data from 
FDC to Data Bus, when 
“0” (low). 

WR 

3 

,[i) 

AP 

Write: Control signal 
for transfer of data to 
FDC via Data Bus, when 
“0” (low) 

CS 

4 

1 

mP 

Chip Select: 1C selected 
when “0” (low), allow- 
ing RD and WR to be 
enabled. 

A 0 

5 

,[i] 

mP 

Data/Status Register 
Select: Selects Data 
Reg (A 0 = 1) or Status 
Reg (A 0 = 0) contents 
to be sent to Data Bus. 

DB0-DB7 

6-13 

I/O 111 

/xP 

Data Bus: Bidirectional 
8-Bit Data Bus. 

DRQ 

14 

O 

DMA 

Data DMA Request: 

DMA Request is being 
made by FDC when 

DRQ “1.” t3] 

DACK 

15 

1 

DMA 

DMA Acknowledge: 

DMA cycle is active 
when “0” (low) and 
Controller is perform- 
ing DMA transfer 

TC 

16 

1 

DMA 

Terminal Count: Indi- 
cates the termination of 
a DMA transfer when 
“1” (high) 121 

IDX 

17 

1 

FDD 

Index: Indicates the 
beginning of a disk 
track. 

INT 

18 

0 

mP 

Interrupt: Interrupt Re- 
quest Generated by 
FDC. 

CLK 

19 

1 


Clock: Single Phase 8 
MHz (4 MHz for mini 
-floppies) Squarewave 
Clock. 

GND 

20 



Ground: D.C. Power 
Return. 


Note 1 Disabled when CS=1 

Note 2 TC must be activated to terminate the Execution Phase of any command 
Note 3 .DRQ is also an input for certain test modes It should have a 5kft pull-up 
resistor to prevent activation 


Symbol 

Pin 

No. 

Type 

Connec- 
tion To 

Name and Function 

< 

0 

0 

40 



D.C. Power: +5V 

RW/SEEK 

39 

O 

FDD 

Read Write / SEEK: 

When “1” (high). Seek 
mode selected and 
when “0” (low) Read / 
Write mode selected. 

LCT/DIR 

38 

O 

FDD 

Low Current/Direction: 

Lowers Write current 
on inner tracks in 
Read/Write mode, de- 
termines direction head 
will step in Seek mode. 

FR/STP 

37 

0 

FDD 

Fault Reset/Step: Re- 
sets fault FF in FDD in 
Read/Write mode, pro- 
vides step pulses to 
move head to another 
cylinder in Seek mode. 

HDL 

36 

0 

FDD 

Head Load: Command 
which causes read/write 
head in FDD to contact 
diskette 

RDY 

35 


FDD 

Ready: Indicates FDD 
is ready to send or re- 
ceive data. Must be tied 
high (gated by the index 
pulse) for mini floppies 
which do not normally 
have a Ready line. 

WP/TS 

34 

1 

FDD 

Write Protect / Two- 
Side: Senses Write Pro- 
tect status in Read / 
Write mode, and Two 
Side Media in Seek 
mode 

FLT/TRK0 

33 

I 

1 

FDD 

Fault/Track 0: Senses 
FDD fault condition in 
Read/Write mode and 
Track 0 condition in 
Seek mode. 

PSlPSq 

31,32 

0 

FDD 

Precompensation (pre- 
shift): Write precom- 
pensation status during 
MFM mode. Determines 
early, late, and normal 
times. 

WR DATA 

30 

0 

FDD 

Write Data: Serial clock 
and data bits to FDD 

DS-| ,DS 0 

28,29 

0 

FDD 

Drive Select: Selects 
FDD unit. 

HDSEL 

27 

0 

FDD 

Head Select: Head 1 
selected when “1” 
(high) Head 0 selected 
when “0” (low) 
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Table 1. Pin Description (Continued) 


Symbol 

Pin 

No. 

Type 

Connec- 
tion To 

Name and Function 

MFM 

26 

0 

PLL 

MFM Mode: MFM mode 
when “J,” FM mode 
when “0.” 

WE 

* 25 

0 

FDD 

Write Enable: Enables 
write data into FDD. 

VCO 

24 

0 

PLL 

VCO Sync: Inhibits VCO 
in PLL when “0” (low), 
enables VCO when “1 .” 

RD DATA 

23 

1 

FDD 

Read Data: Read data 
from FDD, containing 
clock and data bits. 


Symbol 

Pin 

No. 

Type 

Connec- 
tion To 

Name and Function 

DW 

22 

' 

PLL 

Data Window: Gener- 
ated by PLL, and used 
to sample data from 
FDD. 

WR CLK 

21 

1 


Write Clock: Write data 
rate to FDD FM = 500 
kHz, MFM = 1 MHz, with 
a pulse width of 250 ns 
for both FM and MFM. 

Must be enabled for all 
operations, both Read 
and Write. 



Figure 3. 8272A System Block Diagram 


DESCRIPTION 


Hand-shaking signals are provided in the 8272A which 
make DMA operation easy to incorporate with the aid of 
an external DMA Controller chip, such as the8237A. The 
FDC will operate in either DMA or Non-DMA mode. In 
the Non-DMA mode, the FDC generates interrupts to the 
processor for every transfer of a data byte between the 
CPU and the 8272A. In the DMA mode, the processor 
need only load a command into the FDC and all data 
transfers occur under control of the 8272A and DMA 
controller. 


There are 15 separate commands which the 8272A will 
execute. Each of these commands require multiple 8-bit 
bytes to fully specify the operation which the processor 
wishes the FDC to perform. The following commands 
are available. 


Read Data 
Read ID 

Read Deleted Data 
Read a Track 
Scan Equal 


Write Data 
Format a Track 
Write Deleted Data 
Seek 

Recalibrate (Restore to 


Scan High or Equal Track 0) 

Scan Low or Equal Sense Interrupt Status 

Specify Sense Drive Status 

For more information see the Intel Application Notes 
AP-116 and AP-121. 

FEATURES 

Address mark detection circuitry is internal to the FDC 
which simplifies the phase locked loop and read elec- 
tronics. The track stepping rate, head load time, and 
head unload time may be programmed by the user. The 
8272A offers many additional features such as multiple 
sector transfers in both read and write modes with a 
single command, and full IBM compatibility in both 
single (FM) and double density (MFM) modes. 

8272A ENHANCEMENTS 

On the 8272A, after detecting the Index Pulse, the 
VCO Sync output stays low for a shorter period of 
time. See Figure 4A. 

On the 8272 there can be a problem reading data 
when Gap 4A is 00 and there is no 1AM. This occurs 
on some older floppy formats. The 8272A cures this 
problem by adjusting the VCO Sync timing so that it 
is not low during the data field. See Figure 4B. 


Track Gap4A|lAM| Gapl | ID | Gap 2 | Dat a 

Index Pulse i I 

8272 VCO Sync 1 1 

8272A VCO Sync 1 1 1 

*560 in FM mode; 527 ps in MFM mode 

A. Margin on the Index Pulse 


Track 

Index Pulse 
8272 


VCO Sync 

, 8272A 
VCO Sync 


Gap 4A (00) 1 ID 1 Gap 2 ] Data 



B. Ability to Read Data When Gap 4A Contains 00 


Figure 4. 8272A Enhancements over the 8272 
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8272A REGISTERS - CPU INTERFACE 

The 8272A contains two registers which may be ac- 
cessed by the main system processor; a Status Register 
and a Data Register. The 8-bit Main Status Register con- 
tains the status information of the FDC, and may be 
accessed at any time. The 8-bit Data Register (actually 
consists of several registers in a stack with only one 
register presented to the data bus at a time), stores 
data, commands, parameters, and FDD status informa- 
tion. Data bytes are read out of, or written into, the Data 
Register in order to program or obtain the results after 
execution of a command. The Status Register may only 
be read and is used to facilitate the transfer of data 
between the processor and 8272 A. 

The relationship between the Status/Data registers and 
the signals RD, WR, and A 0 is shown in Table 2. 


Table 2. A 0 , RD, WR decoding for the selection 
of Status/Data register functions. 


Aq 

RD 

WR 

FUNCTION 

0 

0 

1 

Read Main Status Register 

0 

1 

0 

Illegal (see note) 

0 

0 

0 

Illegal (see note) 

1 

0 

0 

Illegal (see note) 

1 

0 

1 

Read from Data Register 

1 

1 

0 

Write into Data Register 


Note: Design must guarantee that the 8272A 
is not subjected to illegal inputs. 

The Main Status Register bits are defined in Table 3. 


Table 3. Main Status Register bit description. 


BIT NUMBER 

NAME 

SYMBOL 

DESCRIPTION 

Do 

FDD 0 Busy 

D 0 B 

FDD number 0 is in the Seek 
mode. 

Dl 

FDD 1 Busy 

D-,B 

FDD number 1 is in the Seek 
mode 

d 2 

FDD 2 Busy 

D 2 B 

FDD number 2 is in the Seek 
mode 

d 3 

FDD 3 Busy 

d 3 b 

FDD number 3 is inf the Seek 
mode. 

d 4 

FDC Busy 

CB 

A read or write command is in 
process 

d 5 

Non-DMA mode 

NDM 

The FDC is in the non-DMA 
mode This bit is set only dur- 
ing the execution phase in 
non-DMA mode Transition to 
“0” state indicates execution 
phase has ended. 

d 6 

Data Input/Output 

DIO 

Indicates direction of data 
transfer between FDC and Dta 
Register lfDIO = “1” then 
transfer is from Data Register 
to the Processor If DIO = “0", 
then transfer is from the Proc- 
essor to Data Register 

d 7 

Request for Master 

RQM 

Indicates Data Register is 
ready to send or receive data 
to or from the Processor Both 
bits DIO and RQM should be 
used to perform the hand- 
shaking functions of “ready” 
and “direction” to the proc- 
essor 


The DIO and RQM bits in the Status Register indicate 
when Data is ready and in which direction data will be 
transferred on the Data Bus. 

Note: There is a 12^S or 24fiS RQM flag delay when 
using an 8 or 4 MHz clock respectively. 


OUT OF FDC AND INTO PROCESSOR 


DATA IN OUT 
(DIO) 

OUT OF PROCESSOR AND INTO FDC 





READY 









REQUEST 
FOR MASTER 
(ROM) 


NOT 

READY 


- 



— 


_ 

J 


WR 

^ 


U 









RD ~ 







u 


L 





QZ 

□□ 

1 1 

B 

A 

c 

0 

c 

Dl 

3 

A 


NOTES [A] - DATA REGISTER READY TO BE WRITTEN INTO BY PROCESSOR 

® - DATA REGISTER NOT READY TO BE WRITTEN INTO BY PROCESSOR 
[C] - DATA REGISTER READY FOR NEXT DATA BYTE TO BE READ BY THE 
PROCESSOR 

tp] - DATA REGISTER NOT READY FOR NEXT DATA BYTE TO BE READ BY 
PROCESSOR 

Figure 5. Status Register Timing 

The 8272A is capable of executing 15 different com- 
mands. Each command is initiated by a multi-byte 
transfer from the processor, and the result after execu- 
tion of the command may also be a multi-byte transfer 
back to the processor. Because of this multi-byte inter- 
change of information between the 8272A and the proc- 
essor, it is convenient to consider each command as 
consisting of three phases: 

Command Phase: The FDC receives all information 
required to perform a particular 
operation from the processor. 

Execution Phase: The FDC performs the operation it 
was instructed to do. 

Result Phase: After completion of the operation, 

status and other housekeeping in- 
formation are made available to 
the processor. 

During Command or Result Phases the Main Status 
Register (described in Table 3) must be read by the proc- 
essor before each byte of information is written into or 
read from the Data Register. Bits D6 and D7 in the Main 
Status Register must be in a 0 and 1 state, respectively, 
before each byte of the command word may be written 
into the 8272A. Many of the commands require multiple 
bytes, and as a result the Main Status Register must be 
read prior to each byte transfer to the 8272A. On the 
other hand, during the Result Phase, D6 and D7 in the 
Main Status Register must both be Ts (D6 = 1 and 
D7 = 1) before reading each byte from the Data 
Register. Note, this reading of the Main Status Register 
before each byte transfer to the 8272A is required in 
only the Command and Result Phases, and NOT during 
the Execution Phase. 

During the Execution Phase, the Main Status Register 
need not be read. If the 8272A is in the non-DMA Mode, 
then the receipt of each data byte (if 8272A is reading, 
data from FDD) is indicated by an Interrupt signal on pin 
18 (INT = 1). The generation of a Read signal (RD = 0) 
will reset the Interrupt as well as output the Data onto 
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the Data Bus. For example, if the processor cannot 
handle Interrupts fast enough (every 13 ^s for MFM 
mode) then it may poll the Main Status Register and 
then bit D7 (RQM) functions just like the Interrupt 
signal. If a Write Command is in process, then the WR 
signal performs the reset to the Interrupt signal. 

The 8272A always operates in a multi-sector transfer 
mode. It continues to transfer data until the TC input is 
active. In Non-DMA Mode, the system must supply the 
TC input. 

If the 8272A is in the DMA Mode, no Interrupts are gener- 
ated during the Execution Phase. The 8272A generates 
DRQ’s (DMA Requests) when each byte of data is 
available. T he DM A Controller responds to this request 
with both a DACK = 0 (DMA Acknowledge) and a = 0 
(Rea d sign al). When the DMA Acknowledge signal goes 
low (DACK = 0) then the DMA Request is reset (DRQ = 0). 
If a Write Command has been programmed then a WR 
signal will appear instead of RD. After the Execution 
Phase has been completed (Terminal Count has 
occurred) then an Interrupt will occur (INT = 1). This 
signifies the beginning of the Result Phase. When the 
first byte of data is read during the Result Phase, the In- 
terrupt is automatically reset (INT = 0). 


It is important to note that during the Result Phase all 
bytes shown in the Command Table must be read. The 
Read Data Command, for example, has seven bytes of 
data in the Result Phase. All seven bytes must be read 
in order to successfully complete the Read Data Com- 
mand. The 8272A will not accept a new command until 
all seven bytes have been read. Other commands may 
require fewer bytes to be read during the Result Phase., 

The 8272A contains five Status Registers. The Main 
Status Register mentioned above may be read by the 
processor at any time. The other four Status Registers 
(STO, ST1, ST2, and ST3) are only available during the 
Result Phase, and may be read only after successfully 
completing a command. The particular command which 
has been executed determines how many of the Status 
Registers will be read. 

The bytes of data which are sent to the 8272A to form 
the Command Phase, and are read out of the 8272A in 
the Result Phase, must occur in the order shown in the 
Table 4. That is, the Command Code must be sent first 
and the other bytes sent in the prescribed sequence. No 
foreshortening of the Command or Result Phases are 
allowed. After the last byte of data in the Command 
Phase is sent to the 8272A, the Execution Phase 


Table 4. 8272A Command Set 


PHASE 

R/W 

DATA BUS 

REMARKS 

PHASE 


DATA BUS 

REMARKS 

D 7 Dg D 5 D 4 D 3 D 2 Di Do 

R/W 

°7 °6 d 5 d 4 d 3 d 2 d 1 D 0 

READ DATA | 

j WRjTE DATA | 

Command 

W 

MT MFM SK 0 0 1 1 0 

Command Codes 

Command 

W 

MT MFM 0 0 0 1 0 1 

Command Codes 


w 

0 0 0 0 0 HDS DS1 DS0 



w 

0 0 0 0 0 HDS DS1 |DS0 



w 

c 

Sector ID information 


w 

C 

Sector ID information 


w 

H 

prior to Command 


w 

H 



w 

R 

execution 


w 

R 



w 

N 



w 

N 



w 

EOT 



w 

EOT 



w 

GPL 



w 

GPI 



w 

DTL 



w 

DTL 


Execution 



Data transfer 

Execution 



Data transfer 




between the FDD 



( 

between the main- 




and mam-system 




system and FDD 


R 

STO 

Status information 


R 

STO 

Status information 


R 

ST 1 

after Command 


R 

ST 1 

after Command 


R 

H ST 2 



R 

ST 2 

execution 


R 

C 



R 

C 



R 

H 



R 

H 

Sector ID information 


R 

R 

after command 


R 

R 

after Command 


R 

N 



R 

N 

execution 









1 READ DELETED DATA | 

WRITE DELETED DATA 

Command 

W 

MT MFM SK 0 1 10 0 

Command Codes 

Command 

W 

MT MFM 0 0 1 0 0 1 

Command Codes 


W 

0 0 0 0 0 HDS DS1 DS0 



W 

0 0 0 0 0 HDS DS1 DS0 



W 

c 



W 

C 

Sector ID information 


W 

H 

prior to Command 


W 

H 

prior to Command 


W 

R 



W 

R 

execution 


W 

N 



w 

N 



W 

FOT 



w 

EOT 



W 

, GPL 



w 

GPL 



W 

DTL 



w 

DTL 


Execution 



Data transfer 

Execution 



Data transfer 




between the FDD 




between the FDD 




and main-system 




and main-system 


R 

STO 



R 

STO 

Status information 


R 

ST 1 



R 

ST 1 

after Command 


R 

ST 2 



R 

ST 2 

execution 


R 

C 



R 

C 



R 

H 



R , 

H 

Sector ID information 


R 

R 

after Command 


R 

R 

after Command 


R 

N 



R 

N 

execution 










Note: 1 Symbols used in this table are described at the end of this section 
2 Aq — 1 for all operations 
3. Xs Don’t care, usually made to equal binary 0 
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Table 4. 8272A Command Set (Continued) 


PHASE 

ww 

DATA BUS 

REMARKS 

PHASE 

R/W 

DATA BUS 


D 7 D e D 5 D 4 D 3 D 2 D-, Dq 

D 7 D 6 D 5 D 4 D 3 D 2 D 1 D 0 

REMARKS 

[ READ A TRACK 1 

[ SCAN LOW OR EQUAL 

Command 

w 

0 MFM SK 0 0 0 1 0 

Command Codes 

Command 

W 

MT MFM SK 1 1 0 0 1 

Command Codes 


w 

0 0 0 0 0 HDS DS1 DS0 



w 

0 0 0 0 0 HDS DS1 DSO 



w 

C 



w 

C 

Segtor ID information 


w 

H 



w 

H 

prior Command 


w 

R 



w 

R 

execution 


w 

N 



w 

N 



w 

EOT 



w 

EOT 



w 

GPL 



w 

GPL 



w 

DTI 



w 

STP 


Execution 



Data transfer 

Execution 



Data compared 




between the FDD 




between the FDD 




and main-system 




and main-system 




FDC reads all of 








cylinders contents 

Result 

R 

STO 

Status information 




from index hole to 


R 

ST 1 

after Command 




EOT 


R 

ST 2 

execution 






R 

C 



R 

STO 



R 

H 

Sector ID information 


R 

ST 1 



R 

R 



R 

ST 2 



R 

N 

execution 


R 

R 

C 

H 

Sector ID information 



SCAN HIGH OR EQUAL 



R 

R 

after Command 

Command 

W 

MT MFM SK 1 1 1 0 1 

Command Codes 


R 

N 











W 

0 0 0 0 0 HDS DS1 DSO 


READ ID 


W 

C 

Sector ID information 

Command 


0 MFM 001010 

Commands 


W 

H 

prior Command 






W 

R 



W 

0 0 0 0 0 HDS DS1 DS0 



W 

N 







W 

EOT 


Execution 



The first correct ID 


W 

GPL 





information on the 


W 

STP 





Cylinder is stored in 








Data Register 

Execution 



Data compared 








between the FDD 

Result 

R 

STO 

Status information 




and main-system 


R 

ST 1 

after Command 






R 

ST 2 



R 

STO 



R 

C 



R 

ST 1 



R 

H 



R 

ST 2 



R 

R 



R 

C 



R 

N 

Phase 


R 

H 







R 

R 




FORMAT A TRACK 



R 

N 


Command 

W 

0 MFM 001101 

Command Codes 



RECALIBRATE 



W 

0 0 0 0 0 HDS DS1 DS0 










Command 

W 

0 0 0 0 0 1 1 1 



w 

N 

Bytes/Sector 






w 

SC 

Sectors/Cylinder 


W 

0 0 0 0 0 0 DS1 DSO 



w 

GPL 

Gap 3 . 

Execution 



Head retracted to 


w 

D 

Filler Byte ' 




Track 0 

Execution 



FDC formats an 

| SENSE INTERRUPT STATUS 




entire cylinder 

Command 

W 

O 

o 

o 

o 

o 

o 

Command Codes 

Result 

R 

STO 


Result 

R 

STO 

Status information at 

R 

ST 1 



R 

PCN 

the end of each seek 


R 

ST 2 

execution 




operation about the 


R 

C 





FDC 


R 

H 

In this case, the ID 



SPECIFY 



R 

R 

information has no 





R 

N , 

meaning 

Command 

W 

0 0 0 0 0 0 1 1 

Command Codes 



SCAN EQUAL 



W 

SRT HUT 







W 



Command 



Command Codes 




W 

0 0 0 0 0 HDS DS1 DSO 

j SENSE DRIVE STATUS 


W 

C 

Sector ID infbrmation 

Command 

W 

O 

o 

o 

o 

o 

o 

o 

Command Codes 


W 

H 

prior to Command 


W 

0 0 0 0 0 HDS DS1 DSO 



W 

R 










Result 

R 

ST 3 

Status information 


W 

EOT 





about FDD 


W 

W 

GPL 

STP 


SEEK | 





Command 

W 

o 

o 

o 

o 

Command Codes 

Execution 



Data compared 


W 

0 0 0 0 0 HDS DS1 DSO 





between the FDD 








and main-system 



NCN 


Result 

R 

STO 

Status information 

Execution 



Head is positioned 


R 

ST 1 

after Command 




over proper Cylinder 


R 

ST 2 

execution 




on Diskette 


R 

R 

C 

H 

Sector ID information 

INVALID | 


R 

V R 

after Command 


w 




R 

N 

execution 




Codes (NoOp — FDC 








goes into Standby 








State) 





Result 

R 

STO 

ST 0 = 80 








(16) 
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Table 5. Command Mneumonics 


SYMBOL 

NAME 

DESCRIPTION 

A 0 

Address Line 0 

Ag controls selection of Main Status 
Register (A 0 = 0) or Data Register (Ag = 1). 

C 

Cylinder Number 

C stands for the current selected Cylinder 
track number 0 through 76 of the medium. 

D 

Data 

D stands for the data pattern which is 
going to be written into a Sector. 

D 7 -Dq 

Data Bus 

8-bit Data Bus where D 7 is the most 
significant bit, and Dg is the least signifi- 
cant bit. 

DSO, DS1 

Drive Select 

DS stands for a selected drive number 0 
or 1. 

DTL 

Data Length 

When N is defined as 00, DTL stands for 
the data length which users are going to 
read out or write Into the Sector. 

EOT 

End of Track 

EOT stands for the final Sector number of 
a Cylinder. 

GPL 

Gap Length 

GPL stands for the length of Gap 3 
(spacing between Sectors excluding VCO 
Sync Field). 

H 

Head Address 

H stands for head number 0 or 1, as 
specified in ID field. 

HDS 

Head Select 

HDS stands for a selected head number 0 
or 1 (H = HDS in all command words). 

HLT 

Head Load Time 

HLT stands for the head load time in the 
FDD (2 to 254 ms in 2 ms increments). 

HUT 

Head Unload Time 

HUT stands for the head unload time after 
a read or write operation has occurred (16 
to 240ms in 16 ms increments). 

MFM 

FM or MFM Mode 

If MF Is low, FM mode is selected and if 
it is high, MFM mode is selected. 

MT 

Multi-Track 

If MT is high, a multi-track operation is to 
be performed (a cylinder under both HD0 
and HD1 will be read or written). 

N 

Number 

N stands for the number of data bytes 
written in a Sector. 


automatically starts. In a similar fashion, when the last 
byte of data is read out in the Result Phase, the com- 
mand is automatically ended and the 8272A is ready for 
a new command. A command may be aborted by simply 
sending a Terminal Count signal to pin 16 
(TC = 1). This is a convenient means of ensuring that the 
processor may always get the 8272A’s attention even if 
the disk system hangs up in an abnormal manner. 

POLLING FEATURE OF THE 8272A 

After power-up RESET, the Drive Select Lines DSO and 
DS1 will automatically go into a polling mode. In be- 
tween commands (and between step pulses in the SEEK 
command) the 8272A polls all four FDDs looking for a 
change in the Ready line from any of the drives. If the 
Ready line changes state (usually due to a door opening 
or closing) then the 8272A will generate an interrupt. 
When Status Register 0 (STO) is read (after Sense Inter- 
rupt Status is issued), Not Ready (NR) will be indicated. 
The polling of the Ready line by the 8272A occurs con- 
tinuously between instructions, thus notifying the 
processor which drives are on or off line. Approximate 
scan timing is shown in Table 6. 


Table 6. Scan Timing 


DS1 

DSO * 

APPROXIMATE SCAN TIMING 

0 

0 

220^S 

0 

1 

220 m S 

1 

0 

220mS 

' 1 

1 

440^S 


COMMAND DESCRIPTIONS 

During the Command Phase, the Main Status Register 
must be polled by the CPU before each byte is written 


SYMBOL 

NAME 

DESCRIPTION 

NCN 

New Cylinder Number 

NCN stands fpr a new Cylinder number, 
which is going to be reached as a result 
of the Seek operation. Desired position of 
Head. 

ND 

Non-DMA Mode 

ND stands for operation in the Non-DMA 
Mode. 

PCN 

Present Cylinder 
Number 

PCN stands for the Cylinder number at 
the completion of SENSE INTERRUPT 
STATUS Command. Position of Head at 
present time. 

R 

Record 

R stands for the Sector number, which 
will be read or written. 

R/W 

Read/Write 

R/W stands for either Read (R) or Write 
(W) signal. 

SC 

Sector 

SC indicates the number of Sectors per 
Cylinder. 

SK 

Skip 

SK stands for Skip Deleted Data Address 
Mark. 

SRT 

Step Rate Time 

SRT stands for the Stepping Rate for the 
FDD (1 to 16 ms in 1 ms increments) The 
same Stepping Rate applies to all drives 
(F=1 ms, E=2 ms, etc ) 

STO 
ST 1 
ST 2 
ST 3 

Status 0 
Status 1 
Status 2 
Status 3 

ST 0-3 stand for one of four registers 
which store the status information after 
a command has been executed. This 
information is available during the result 
phase after command execution. These 
registers should not be confused with the 
main status register (selected by Ag = 0). 
ST 0-3 may be read only after a command 
has been executed and contain information 
relevant to that particular command. 

STP 


During a Scan operation, if STP= 1, the 
data in contiguous sectors is compared 
byte by byte with data sent from the 
processor (or DMA), and if STP= 2, then 
alternate sectors are read and compared. 


into the Data Register. The DIO (DB6) and RQM (DB7) 
bits in the Main Status Register must be in the “0” and 
“1” states respectively, before each byte of the com- 
mand may be written into the 8272A. The beginning of 
the execution phase for any of these commands will 
cause DIO and RQM to switch to “1” and “0” states 
respectively. 

READ DATA 

A set of nine (9) byte words are required to place the 
FDC into the Read Data Mode. After the Read Data com- 
mand has been issued the FDC loads the head (if it is in 
the unloaded state), waits the specified head settling 
time (defined in the Specify Command), and begins 
reading ID Address Marks and ID fields. Wh&n the cur- 
rent sector number (“R”) stored in the ID Register (IDR) 
compares with the sector number read off the diskette, 
then the FDC outputs data (from the data field) byte-by- 
byte to the main system via the data bus. 

After completion of the read operation from the current 
sector, the Sector Number is incremented by one, and 
the data from the next sector is read and output on the 
data bus. This continuous read function is called a 
“Multi-Sector Read Operation.” The Read Data Com- 
mand must be terminated by the receipt of a Terminal 
Count signal. Upon receipt of this signal, the FDC stops 
outputting data to the processor, but will continue to 
read data from the current sector, check CRC (Cyclic 
Redundancy Count) bytes, and then at the end of the 
sector terminate the Read Data Command. 

The amount of data which can be handled with a single 
command to the FDC depends upon MT (multi-track), 
MFM (MFM/FM), and N (Number of Bytes/Sector). Table 
7 on the next page shows the Transfer Capacity. 
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Table 7. Transfer Capacity 


Multi-Track 

MFM/FM 

Bytes/Sector 

Maximum Transtar Capacity 

Final Sector Read 

MT 

MFM 

N 

(Bytas/Sactor) (Number of Sectors) 

from Diskette 

0 

0 

00 

(128) (26)= 3,328 

26 at Side 0 

0 

1 

01 

(256) (26)= 6,656 

or 26 at Side 1 

1 

1 

0 

1 

00 

01 

(128) (52)= 6,656 
(256) (52)= 13,312 

26 at Side 1 

0 

0 

01 

(256) (15)= 3,840 

15 at Side 0 

0 

1 

02 

(512) (15)= 7,680 

or 15 at Side 1 

1 

0 

01 

(256) (30)= 7,680 

15 at Side 1 

1 

1 

02 

(512) (30)= 15,360 

0 

0 

02 

(512) (8) = 4,096 

8 at Side 0 

0 

1 

03 

(1024) (8) = 8,192 

or 8 at Side 1 

1 

0 

02 

(512) (16)= 8,192 

8 at Side 1 

1 

1 

03 

(1024) (16)= 16,384 


The “multi-track” function (MT) allows the FDC to read 
data from both sides of the diskette. For a particular 
cylinder, data will be transferred starting at Sector f, 
Side 0 and completing at Sector L, Side 1 (Sector L = last 
sector on the side). Note, this function pertains to only 
one cylinder (the same track) on each side of the 
diskette. 

When N = 0, then DTL defines the data length which the 
FDC must treat as a sector. If DTL is smaller than the ac- 
tual data length in a Sector, the data beyond DTL in the 
Sector is not sent to the Data Bus. The FDC reads (inter- 
nally) the complete Sector performing the CRC check, 
and depending upon the manner of command termina- 
tion, may perform a Multi-Sector Read Operation. When 
N is non-zero, then DTL has no meaning and should be 
set to OFFH. 

At the completion of the Read Data Command, the head 
is not unloaded until after Head Unload Time Interval 
(specified in the Specify Command) has elapsed. If the 
processor issues another command before the head 
unloads then the head settling time may be saved be- 
tween subsequent reads. This time out is particularly 
valuable when a diskette is copied from one drive to 
another. 

If the FDC detects the Index Hole twice without finding 
the right sector, (indicated in “R”), then the FDC sets 
the ND (No Data) flag in Status Register 1 to a 1 (high), 
and terminates the Read Data Command. (Status 
Register 0 also has bits 7 and 6 set to 0 and 1 respective- 
ly.) 

After reading the ID and Data Fields in each sector, the 
FDC checks the CRC bytes. If a read error is detected 
(incorrect CRC in ID field), the FDC sets the DE (Data Er- 
ror) flag in Status Register 1 to a 1 (high), and if a CRC er- 
ror occurs in the Data Field the FDC also sets the DD 
(Data Error in Data Field) flag in Status Register 2 to a 1 
(high), and terminates the Read Data Command. (Status 
Register 0 also has bits 7 and 6 set to 0 and 1 respec- 
tively.) 

If the FDC reads a Deleted Data Address Mark off the 
diskette, and the SK bit (bit D5 in the first Command 
Word) is not set (SK = 0), then the FDC sets the CM (Con- 
trol Mark) flag in Status Register 2 to a 1 (high), and ter- 
minates the Read Data Command, after reading all the 
data in the Sector. If SK = 1, the FDC skips the sector 
with the Deleted Data Address Mark and reads the next 
sector. 


During disk data transfers between the FDC and the 
processor, via the data bus, the FDC must be serviced 
by the processor every 27 ms in the FM Mode, and every 
13 in the MFM Mode, or the FDC sets the OR (Over 
Run) flag in Status Register 1 to a 1 (high), and ter- 
minates the Read Data Command. 

If the processor terminates a read (or write) operation in 
the FDC, then the ID Information in the Result Phase is 
dependent upon the state of the MT bit and EOT byte. 
Table 5 shows the values for C, H, R, and N, when the 
processor terminates the Command. 


Table 8. ID Information When Processor 
Terminates Command 


MT 

EOT 

Final Sector Transferred to 
Processor 

ID Information at Result Phase | 

C 

H 

R 

N 


1A 

Sector 1 to 25 at Side 0 






OF 

Sector 1 to 14 at Side 0 

NC 

NC 

R+1 

NC 


08 

Sector 1 to 7 at Side 0 






1A 

Sector 26 at Side 0 






OF 

Sector 15 at Side 0 

C+1 

NC 

R = 01 

NC 


08 

Sector 8 at Side 0 





° 

1A 

Sector 1 to 25 at Side 1 






OF 

Sector 1 to 14 at Side 1 

NC 

NC 

R+1 

NC 


08 

Sector 1 to 7 at Side 1 






1A 

Sector 26 at Side 1 






OF 

Sector 15 at Side 1 

C+1 

NC 

R = 01 

NC 


08 

Sector 8 at Side 1 






1A 

Sector 1 to 25 at Side 0 






OF 

Sector 1 to 14 at Side 0 

NC 

NC 

R+1 

NC 


08 

Sector 1 to 7 at Side 0 






1A 

Sector 26 at Side 0 






OF 

Sector 15 at Side 0 

NC 

LSB 

R = 01 

NC 


08 

Sector 8 at Side 0 





1 

1A 

Sector 1 to 25 at Side 1 






OF 

Sector 1 to 14 at Side 1 

NC 

NC 

R + 1 

NC 


08 

Sector 1 to 7 at Side 1 






1A 

Sector 26 at Side 1 






OF 

Sector 15 at Side 1 

C+1 

LSB 

R = 01 

NC 


08 

Sector 8 at Side 1 






Notes: 1 NC (No Change): The same value as the one at the beginning of command 
execution. 


2 LSB (Least Significant Bit): The least significant bit of H is 
complemented. 

WRITE DATA 

A set of nine (9) bytes are required to set the FDC into 
the Write Data mode. After the Write Data command has 
been issued the FDC loads the head (if it is in the 
unloaded state), waits the specified head settling time 
(defined in the Specify Command), and begins reading 
ID Fields. When the current sector number (“R”), stored 
in the ID Register (IDR) compares with the sector 
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number read off the diskette, then the FDC takes data 
from the processor byte-by-byte via the data bus, and 
outputs it to the FDD. 

After writing data into the current sector, the Sector 
Number stored in “R” is incremented by one, and the 
next data field is written into. The FDC continues this 
“Multi-Sector Write Operation” until the issuance of a 
Terminal Count signal. If a Terminal Count signal is sent 
to the FDC it continues writing into the current sector to 
complete the data field. If the Terminal Count signal is 
received while a data field is being written then the re- 
mainder of the data field is filled with 00 (zeros). 

The FDC reads the ID field of each sector and checks 
the CRC bytes. If the FDC detects a read error (incorrect 
CRC) in one of the ID Fields, it sets the DE (Data Error) 
flag of Status Register 1 to a 1 (high), and terminates the 
Write Data Command. (Status Register 0 also has bits 7 
and 6 set to 0 and 1 respectively.) 

The Write Command operates in much the same manner 
as the Read Command. The following items are the 
same; refer to the Read Data Command for details: 

• Transfer Capacity 

• EN (End of Cylinder) Flag 

• ND (No Data) Flag 

• Head Unload Time Interval 

• ID Information when the processor terminates com- 
mand (see Table 2) 

• Definition of DTL when N = 0 and when N # 0 

In the Write Data mode, data transfers between the proc- 
essor and FDC must occur every 31 pis in the FM mode, 
and every 15 ^s in the MFM mode. If the time interval 
between data transfers is longer than this then the FDC 
sets the OR (Over Run) flag in Status Register 1 to a 1 
(high), and terminates the Write Data Command. 

For mini-floppies, multiple track writes are usually not 
permitted. This is because of the turn-off time of the 
erase head coils— the head switches tracks before the 
erase head turns off. Therefore the system should 
typically wait 1.3 mS before attempting to step or 
change sides. 

WRITE DELETED DATA 

This command is the same as the Write Data Command 
except a Deleted Data Address Mark is written at the 
beginning of the Data Field instead of the normal Data 
Address Mark. 

READ DELETED DATA 

This command is the same as the Read Data Command 
except that when the FDC detects a Data Address Mark 
at the beginning of a Data Field (and SK = 0 (low)), it will 
read all the data in the sector and set the CM flag in 
Status Register 2 to a 1 (high), and then terminate the 
command. If SK= 1, then the FDC skips the sector with 
the Data Address Mark and reads the next sector. 

READ A TRACK 

This command is similar to READ DATA Command 
except that the entire data field is read continuously 
from each of the sectors of a track. Immediately after 
encountering the INDEX HOLE, the FDC starts reading 


all data fields on the track as continuous blocks of data. 
If the FDC finds an error in the ID or DATA CRC check 
bytes, it continues to read data from the track. The FDC 
compares the ID information read from each sector with 
the value stored in the IDR, and sets the ND flag of 
Status Register 1 to a 1 (high) if there is no comparison. 
Multi-track or skip operations are not allowed with this 
i command. 

This command terminates when EOT number of sectors 
have been read. If the FDC does not find an ID Address 
Mark on the diskette after it encounters the INDEX 
HOLE for the second time, then it sets the MA (missing 
address mark) flag in Status Register 1 to a 1 (high), and 
terminates the command. (Status Register 0 has bits 7 
and 6 set to 0 and 1 respectively.) 

READ ID 

The READ ID Command is used to give the present posi- 
tion of the recording head. The FDC stores the values 
from the first ID Field it is able to read. If no proper ID 
Address Mark is found on the diskette, before the IN- 
DEX HOLE is encountered for the second time then the 
MA (Missing Address Mark) flag in Status Register 1 is 
set to a 1 (high), and if no data is found then the ND (No 
Data) flag is also set in Status Register 1 to a 1 (high) 
and the command is terminated. 

FORMAT A TRACK 

The Format Command allows an entire track to be for- 
matted. After the INDEX HOLE is detected, Data is writ- 
ten on the Diskette: Gaps, Address Marks, ID Fields and 
Data Fields, all per the IBM System 34 (Double Density) 
or System 3740 (Single Density) Format are recorded. 
The particular format which will be written is controlled 
by the values programmed into N (number of bytes/sec- 
tor), SC (sectors/cylinder), GPL (Gap Length), and D 
(Data Pattern) which are supplied by the processor dur- 
ing the Command Phase. The Data Field is filled with 
the Byte of data stored in D. The ID Field for each sector 
is supplied by the processor; that is, four data requests 
per sector are made by the FDC for C (Cylinder Number), 
H (Head Number), R (Sector Number) and N (Number of 
Bytes/Sector). This allows the diskette to be formatted 
with nonsequential sector numbers, if desired. 

After formatting each sector, the processor must send 
new values for C, H, R, and N to the 8272A for each sec- 
tor on the track. The contents of the R Register is in- 
cremented by one after each sector is formatted, thus, 
the R register contains a value of R+ 1 when it is read 
during the Result Phase. This incrementing and format- 
ting continues for the whole track until the FDC en- 
counters the INDEX HOLE for the second time, where- 
upon it terminates the command. 

If a FAULT signal is received from the FDD at the end of 
a write operation, then the FDC sets the EC flag of 
Status Register 0 to a 1 (high), and terminates the com- 
mand after setting bits 7 and 6 of Status Register 0 to 0 
and 1 respectively. Also the loss of a READY signal at 
the beginning of a command execution phase causes 
command termination. 

Table 9 shows the relationship between N, SC, and GPL 
for various sector sizes: 
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Table 9. Sector Size Relationships. 

8" STANDARD FLOPPY 5V* " MINI FLOPPY 


FORMAT 

SECTOR SIZE 

N 

SC 

GPL 1 

GPL 2 

REMARKS 

SECTOR SIZE 

N 

SC 

GPL 1 

GPL 2 

FM Mode 

128 bytes/Sector 

00 

1A 

07 

IB 

IBM Diskette 1 

128 bytes/Sector 

00 

12 

07 

09 


256 

01 

OF 

0B> 

2A 

IBM Diskette 2 

128 

00 

10 

10 

19 


512 

02 

08 

IB 

3A 


256 

01 

08 

18 

30 


1024 

03 

04 

47 

8A 


512 

02 

04 

46 

87 


2048 

04 

02 

C8 

FF 


1024 

03 

02 

C8 

FF 


4096 

05 

01 

C8 

FF 


2048 

04 

01 

C8 

FF 

MPM Mode 

256 

01 

1 A 

0E 

36 

IBM Diskette 2D 

256 

01 

12 

0A 

0C 


512 

02 

OF 

IB 

54 


256 

01 

10 

20 

32 


1024 

03 

08 

35 

74 

IBM Diskette 2D 

512 

02 

08 

2A 

50 


2048 

04 

04 

99 

FF 


1024 

03 

04 

80 

F0 


4096 

05 

02 

C8 

FF 


2048 

04 

02 

C8 

FF 


8192 

06 

01 

C8 

FF 


4096 

05 

01 

C8 

FF 


Note. 1. Suggested values of GPL in Read or Write Commands to avoid splice point between data field and ID field of contiguous sections. 
2. Suggested values of GPL in format command 


SCAN COMMANDS 

The SCAN Commands allow data which is being read 
from the diskette to be compared against data which is 
being supplied from the main system (Processor in 
NON-DMA mode, and DMA Controller in DMA mode). 
The FDC compares the data on a byte-by-byte basis, and 
looks for a sector of data which meets the conditions of 

DfDD = Dprocesson Dfdd^ Dp rocessor , Or DpDD ^ ^Processor- 

Ones complement arithmetic is used for comparison 
(FF= largest number, 00 = smallest number). After a 
whole sector of data is compared, if the conditions are 
not met, the sector number is incremented (R + STP 
R), and the scan operation is continued. The scan opera- 
tion continues until one of the following conditions oc- 
cur; the conditions for scan are met (equal, low, or high), 
the last sector on the track is reached (EOT), or the ter- 
minal count signal is received. 

If the conditions for scan are met then the FDC sets the 
SH (Scan Hit) flag of Status Register 2 to a 1 (high), and 
terminates the Scan Command. If the conditions for 
scan are not mpt between the starting sector (as 
specified by R) and the last sector on the cylinder (EOT), 
then the FDC sets the SN (Scan Not Satisfied) flag of 
Status Register 2 to a 1 (high), and terminates the Scan 
Command. The receipt of a TERMINAL COUNT signal 
from the Processor or DMA Controller during the scan 
operation will cause the FDC to complete the com- 
parison Of the particular byte which is in process, and 
then to terminate the command. Table 10 shows the 
status of bits SH and SN under various conditions of 
SCAN. 


Table 10. Scan Status Codes 


COMMAND 

STATUS REGISTER 2 

COMMENTS 

BIT 2 = SN 

BIT 3 = SH 

Scan Equal 

0 

1 

1 

0 

^FDD = ^Processor 
d FDD + ^Processor 


0 

1 

d FDD = ^Processor 

Scan Low or Equal 

0 

0 

^FDD < ^Processor 


1 

0 

D F dd 4 D processor 


0 

1 

d FDD = D Processor 

Scan High or Equal 

0 

0 

d FDD > D Processor 


1 

0 

d FDD ^ Processor 


If the FDC encounters a Deleted Data Address Mark on 
one of the sectors (and SK = 0), then it regards the sec- 
tor as the last sector on the cylinder, sets CM (Control 


Mark) flag of Status Register 2 to a 1 (high) and ter- 
minates the command. If SK= 1, the FDC skips the sec- 
tor with the Deleted Address Mark, and reads the next 
sector. In the second case (SK= 1), the FDC sets the CM 
(Control Mark) flag of Status Register 2 to a 1 (high) in 
order to show that a Deleted Sector had been en- 
countered. 

When either the STP (contiguous sectors STP = 01, or 
alternate sectors STP =02 sectors are read) or the MT 
(Multi-Track) are programmed, it is necessary to 
remember that the last sector on the track must be read. 
For example, if STP = 02, MT=0, the sectors are 
numbered sequentially 1 through 26, and we start the 
Scan Command at sector 21; the following will happen. 
Sectors 21, 23, and 25 will be read, then the next sector 
(26) will be skipped and the Index Hole will be en- 
countered before the EOT value of 26 can be read. This 
will result in an abnormal termination of the command. 
If the EOT had been set at 25 or the scanning started at 
sector 20, then the Scan Command would be completed 
in a normal manner. 

During the Scan Command data is supplied by either the 
processor or DMA Controller for comparison against the 
data read from the diskette. In order to avoid having the 
OR (Over Run) flag set in Status Register 1, it is nec- 
essary to have the data available in less than 27 i*s (FM 
Mode) or 13 /us (MFM Mode). If an Overrun occurs the 
FDC terminates the command. 

SEEK 

The read/write head within the FDD is moved from 
cylinder to cylinder under control of the Seek Command. 
The FDC compares the PCN (Present Cylinder Number) 
which is the current head position with the NCN (New 
Cylinder Number), and performs the following operation 
if there is a difference: 

PCN < NCN: Direction signal to FDD set to a 1 (high), 
and Step Pulses are issued. (Step In.) 

PCN > NCN: Direction signal to FDD set to a 0 (low), 
and Step Pulses are issued. (Step Out.) 

The rate at which Step Pulses are issued is controlled by 
SRT (Stepping Rate Time) in the SPECIFY Command. 
Aftqr each Step Pulse is issued NCN is compared 
against PCN, and when NCN = PCN, then the SE (Seek 
End) flag is set in Status Register 0 to a 1 (high), and the 
command is terminated. 
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During the Command Phase of the Seek operation the 
FDC is in the FDC BUSY state, but during the Execution 
Phase it is in the NON BUSY state. While the FDC is in 
the NON BUSY state, another Seek Command may be 
issued, and in this manner parallel seek operations may 
be done on up to 4 Drives at once. 

If an FDD is in a NOT READY state at the beginning of 
the command execution phase or during the seek opera- 
tion, then the NR (NOT READY) flag is set in Status 
Register 0 to a 1 (high), and the command is terminated. 

Note that the 8272A Read and Write Commands do not 
have implied Seeks. Any R/W command should be 
preceded by: 1) Seek Command; 2) Sense Interrupt 
Status; and 3) Read ID. 

RECALIBRATE 

This command causes the read/write head within the 
FDD to retract to the Track 0 position. The FDC clears 
the contents of the PCN counter, and checks the status 
of the Track 0 signal from the FDD. As long as the Track 
0 signal is low, the Direction signal remains 1 (high) and 
Step Pulses are issued. When the Track 0 signal goes 
high, the SE (SEEK END) flag in Status Register 0 is set 
to a 1 (high) and the command is terminated. If the Track 
0 signal is still low after 77 Step Pulses have been 
issued, the FDC sets the SE (SEEK END) and EC (EQUIP- 
MENT CHECK) flags of Status Register 0 to both Is 
(highs), and terminates the command. 

The ability to overlap RECALIBRATE Commands to 
multiple FDDs, and the loss of the READY signal, as 
described in the SEEK Command, also applies to the 
RECALIBRATE Command. 

SENSE INTERRUPT STATUS 

An Interrupt signal is generated by the FDC for one of 
the following reasons: 

1. Upon entering the Result Phase of: 

a. Read Data Command 

b. Read a Track Command 

c. Read ID Command 

d. Read Deleted Data Command 

e. Write Data Command 

f. Format a Cylinder Command 

g. Write Deleted Data Command 

h. Scan Commands 

2. Ready Line of FDD changes state 

3. End of Seek or Recalibrate Command 

4. During Execution Phase in the NON-DMA Mode 

Interrupts caused by reasons 1 and 4 above occur during 
normal command operations and are easily discernible 
by the processor. However, interrupts caused by 
reasons 2 and 3 above may be uniquely identified with 
the aid of the Sense Interrupt Status Command. This 
command when issued resets the interrupt signal and 
via bits 5, 6, and 7 of Status Register 0 identifies the 
cause of the interrupt. 

Neither the Seek or Recalibrate Command have a Result 
Phase. Therefore, it is mandatory to use the Sense Inter- 
rupt Status Command after these commands to effec- 
tively terminate them and, to provide verification of the 
head position (PCN). 


Table 11. Seek, Interrupt Codes 


SEEK END 
BIT 5 

INTERRUPT CODE 

CAUSE 

BIT 6 

BIT 7 

0 

1 

1 

Ready Line changed 
state, either polarity 

1 

0 

0 

Normal Termination 
of Seek or Recalibrate 
Command 

1 

1 

0 

Abnormal Termination of 
Seek or Recalibrate 
Command 


SPECIFY 

The Specify Command sets the initial values for each of 
the three internal timers. The HUT (Head Unload Time) 
defines the time from the end of the Execution Phase of 
one of the Read/Write Commands to the head unload 
state. This timer is programmable from 16 to 240 ms in 

increments of 16 ms (01 = 16 ms, 02 = 32 ms OF = 

240 ms). The SRT (Step Rate Time) defines the time in- 
terval between adjacent step pulses. This timer is pro- 
grammable from 1 to 16 ms in increments of 1 ms (F = 1 
ms, E = 2 ms, D = 3 ms, etc.). The HLT (Head Load Time) 
defines the time between when the Head Load signal 
goes high and when the Read/Write operation starts. 
This timer is programmable from 2 to 254 ms in in- 
crements of 2 ms (01 = 2 ms, 02 = 4 ms, 03 = 6 ms 

FE = 254 ms). 

The step rate should be programmed 1 mS longer than 
the minimum time required by the drive. 

The time intervals mentioned above are a direct function 
of the clock (CLK on pin 19). Times indicated above are 
for an 8 MHz clock, if the clock was reduced to 4 MHz 
(mini-floppy application) then all time intervals are in- 
creased by a factor of 2. 

The choice of DMA or NON-DMA operation is made by 
the ND (NON-DMA) bit. When this bit is high (ND = 1) the 
NON-DMA mode is selected, and when ND = 0 the DMA 
mode is selected. 

SENSE DRIVE STATUS 

This command may be used by the processor whenever 
it wishes to obtain the status of the FDDs. Status 
Register 3 contains the Drive Status information. 

INVALID 

If an invalid command is sent to the FDC (a command 
not defined above), then the FDC will terminate the com- 
mand. No interrupt is generated by the 8272A during this 
condition. Bit 6 and bit 7 (DIO and ROM) in the Main 
Status Register are both high (“1”) indicating to the 
processor that the 8272A is in the Result Phase and the 
contents of Status Register 0 (ST0) must be read. When 
the processor reads Status RegisterO it will find an 80H 
indicating an invalid command was received. 

A Sense Interrupt Status Command must be sent after a 
Seek or Recalibrate interrupt, otherwise the FDC will 
consider the next command to be an Invalid Command. 

In some applications the user may wish to use this com- 
mand as a No-Op command, to place the FDC in a stand- 
by or no operation state. 
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Table 12. Status Registers 


| BIT 


NO. 

I NAME 

| SYMBOL 

DESCRIPTION 

| STATUS REGISTER 0 j 

d 7 

Interrupt 

Code 

1C 

D 7 = 0 and D 6 = 0 

Normal Termination of Command, 
(NT). Command was completed and 
properly executed. 

d 6 



Dj = 0 and Dq= 1 
Abnormal Termination of Com- 
mand, (AT). Execution of Command 
was started, but was not 
successfully completed. 




D 7 = 1 and D 6 = 0 
Invalid Command issue, (1C) 
Command which was issued was 
never started 




D 7 = 1 and D 6 = 1 
Abnormal Termination because 
during command execution the 
ready signal from FDD changed 
state. 

d 5 

Seek End 

SE 

When the FDC completes the 
SEEK Command, this flag is set to 1 
(high). 

d 4 

Equipment 

Check 

EC 

If a fault Signal is received from the 
FDD, or if the Track 0 Signal fails to 
occur after 77 Step Pulses (Recali- 
brate Command) then this flag is set. 

d 3 

Not Ready 

NR 

When the FDD is in the not-ready 
state and a read or write command is 
issued, this flag is set If a read or 
write command is issued to Side 1 
of a single sided drive, then this flag 
is set 

d 2 

Head 

Address 

HD 

This flag is used to indicate the 
state of the head at Interrupt. 

Di 

Unit Select 1 

US 1 

These flags are used to indicate a 

Do 

Unit Select 0 

USO 

Drive Unit Number at Interrupt 

| STATUS REGISTER 1 | 

d 7 

End of 
Cylinder 

EN 

When the FDC tries to access a 
Sector beyond the final Sector of a 
Cylinder, this flag is set 

d 6 



Not used. This bit is always 0 (low). 

d 5 

Data Error 

DE 

When the FDC detects a CRC error 
in either the ID field or the data field, 
this flag is set. 

d 4 

Over Run 

OR 

If the FDC is not serviced by the 
main-systems during data transfers, 
within a certain time interval, this 
flag is set 

d 3 



Not used. This bit always 0 (low) 

d 2 

No Data 

ND 

During execution of READ DATA, 
WRITE DELETED DATA or SCAN 
Command, if the FDC cannot find 
the Sector specified in the IDR 
Register, this flag is set. 




During executing the READ ID Com- 
mand, if the FDC cannot read the 
ID field without an error, then this 
flag is set. 




During the execution of the READ A 
Cylinder Command, if the starting 
sector cannot be found, then this 
flag is set 


BIT 

DESCRIPTION 

NO. | NAME | SYMBOL 

STATUS REGISTER 1 (CONT.) 

Di 

Not 

Writable 

NW 

During execution of WRITE DATA, 
WRITE DELETED DATA or Format A 
Cylinder Command, if the FDC 
detects a write protect signal from 
the FDD, then this flag is set. 

D 0 

Missing 

Address 

Mark 

MA 

If the FDC cannot detect the ID 
Address Mark after encountering the 
index hole twice, then this flag is set. 

If the FDC cannot detect the Data 
Address Mark or Deleted Data 
Address Mark, this flag is set. Also 
at the same time, the MD (Missing 
Address Mark in Data Field) of 
Status Register 2 is set. 

| STATUS REGISTER 2 j 

d 7 



Not used. This bit is always 0 (low). 

d 6 

Control 

Mark 

CM 

During executing the READ DATA or 
SCAN Command, if the FDC 
encounters a Sector which contains 
a Deleted Data Address Mark, this 
flag is set. 

d 5 

Data Error in 
Data Field 

DD 

If the FDC detects a CRC error in 
the data field then this flag is set 

d 4 

Wrong 

Cylinder 

WC 

This bit is related with the ND bit, 
and when the contents of C on the 
medium is different from that stored 
in the IDR, this flag is set. 

d 3 

Scan Equal 
Hit 

SH 

During execution, the SCAN 
Command, if the condition of 
“equal" is satisfied, this flag is set 

d 2 

Scan Not 
Satisfied 

SN 

During executing the SCAN 
Command, if the FDC cannot find a 
Sector on the cylinder which meets 
the condition, then this flag is set 

Di 

Bad 

Cylinder 

BC 

This bit is related with the ND bit, 
and when the content of C on the 
medium is different from that stored 
in the IDR and the content of C is 
FF, then this flag is set. 

D 0 

Missing 
Address 
Mark in Data 
Field 

MD 

When data is read from the medium, 
if the FDC cannot find a Data 
Address Mark or Deleted Data 
Address Mark, then this flag is set. 

STATUS REGISTER 3 | 

d 7 

Fault 

FT 

This bit is used to indicate the 
status of the Fault signal from the 
FDD. * 

D 6 

Write 

Protected 

WP 

This bit is used to indicate the 
status of the Write Protected signal 
from the FDD 

d 5 

Ready 

RDY 

This bit is used to indicate the status 
of the Ready signal from the FDD. 

d 4 

Track 0 

TO 

This bit is used to indicate the status 
of the Track 0 signal from the FDD. 

d 3 

Two Side 

TS 

This bit is used to indicate the status 
of the Two Side signal from the FDD. 

d 2 

Head 

Address 

HD 

This bit is used to indicate the status 
of Side Select signal to the FDD. 

Di 

Unit Select 1 

US 1 

This bit is used to indicate the status 
of the Unit Select 1 signal to the FDD. 

D 0 

Unit Select 0 

USO 

This bit is used to indicate the status 
of the Unit Select 0 signal to the FDD. 
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ABSOLUTE MAXIMUM RATINGS* 


Operating Temperature 0°C to +70°C NOTICE: Stress above those listed under Absolute Max- 

Storage Temperature -40°C to + 125°C imum Ratings" may cause permanent damage to the de- 

A|| Output Voltages - 0.5 to + 7 Volts Y' ce - Tflis is a sfress rating only and functional operation of 

All Input Voltages -0.5 to +7 Volts the device at these or any other conditions above those 

Supply Voltage V C c -0.5 to +7 Volts indicated in the operational sections of this specification 

Power Dissipation ... .1 Watt is not implied. Exposure to absolute maximum rating 

conditions for extended periods may affect device 
*t a = 25 °c reliability. 


D.C. CHARACTERISTICS <t a = o°c to + 70 °c, v cc = + 5 V ± 10%) 


Symbol 

Parameter 

Limits 


Test 

Min. 

Max. 

Unit 

Conditions 

V|L 

Input Low Voltage 

-0.5 

0.8 

V 


V, H 

Input High Voltage 

2.0 

V CC +0.5 

V 


V 0 L 

Output Low Voltage 


0.45 

V , 

Iql-2.0 mA 

V 0 H 

Output High Voltage 

2.4 

Vcc 

V 

l 0H = -400^A 

Ice 

Vcc Supply Current 


120 

mA 


l|L - 

Input Load Current 



10 

mA 

< 

z 

II 

< 

o 

o 

(All Input Pins) 



-10 

mA 

< 

z 

II 

o 

< 

•loh 

High Level Output 
Leakage Current 


10 

m a 

Vqut= V C c 

•OFL 

Output Float 
Leakage Current 


±10 

mA 

0.45V i VquT ^ Vcc 


CAPACITANCE <t a = 25 °c, f c = i MHz, v cc = ov> 


Symbol 

Parameter 

Limits 

Unit 

Test 

Conditions 

Min. 

Max. 

C|N(<D) 

Clock Input Capacitance 

f 

20 

PF 

All Pins Except 
Pin Under Test 
Tied to AC 
Ground 

C| N 

Input Capacitance 


10 

PF 

C|/o 

Input/Output Capacitance 


20 

PF 


A.C. CHARACTERISTICS (T A = 0°C to +70°C, V cc = +5.0V ±10%) 


CLOCK TIMING 


Symbol 

Parameter 

Min. 

Max. 

BSQI 

Notes 

tCY 

Clock Period 

120 

500 

ns 

Note 5 

tCH 

Clock High Period 

40 


801 

Note 4, 5 

tRST 

Reset Width 

14 


W5MI 



READ CYCLE 


tAR 

Select Setup to RD4 

0 


ns 


tRA 

Select Hold from RDt 

0 

/ 



tRR 

RD Pulse Width 

250 


ns 


tRD 

Data Delay from RDt 


200 

ns 


tDF 

Output Float Delay 

20 

100 

ns 



5-456 


210606-001 







































8272A 


Intel 

A.C. CHARACTERISTICS (Continued) (T Al =<rc to +70°C, v cc = + 5 . 0 V ± 10 %) 


WRITE CYCLE 


Symbol 

Parameter 

Typ . 1 

Min. 

Max. 

Unit 

Notes 

tAW 



0 


ns 


tWA 



0 


IE1SSI 


tww 

■ iiiiiii 


250 


m 


tDW 

Data Setup to WRt 


150 


ns 


tWD 

Data Hold from WRt 


5 





INTERRUPTS 


tRI 

INT Delay from RDt 



500 

ns 

Note 6 

twi 

INT Delay from WRt 



500 

ns 

Note 6 


DMA 


tRQCY 

DRQ Cycle Period 


13 


M S 

Note 6 

tAKRQ 

DACKi to DRCH 



200 

ns 


tRQR 

DRQt to RDi 


800 



Note 6 

tRQW 

DRQt to WRi 


250 


ns 

Note 6 

tRQRW 

DRQt to RDt or WRt 



12 

MS 

Note 6 


FDD INTERFACE 


tWCY 

WCK Cycle Time 

2 or 4 
1 or 2 



MS 

MFM = 0 Note2 
MFM = 1 

tWCH 

WCK High Time 

250 

80 

350 

ns 


tCP 

Pre-Shift Delay from WCKt 


20 

100 

ns 


tCD 

WDA Delay from WCKt 


20 

100 

ns 


tWDD 

Write Data Width . 


tWCH - 50 


ns 


tWE 

WEt to WCKt or WEi to WCKi Delay 


20 

100 



tWWCY 

Window Cycle Time 

2 

1 



ms 

MFM = 0 
MFM = 1 

tWRD 

Window Setup to RDDt 


15 




tRDW 

Window Hold from RDDJ 


15 


ns 


tRDD 

RDD Active Time (HIGH) 


40 


ns 



FDD SEEK/DIRECTION/STEP 


tus 

US 0 ,i Setup to RW/SEEKt 


12 


MS 

Note 6 

tsu 

US 0 ,i Hold after RW/SEEK i 


15 


MS 

Note 6 

tSD 

RW/SEEK Setup to LCT/DIR 


7 


MS 

Note 6 

tDS 

RW/SEEK Hold from LCT/DIR 


30 


MS 

Note 6 

tDST 

LCT/DIR Setup to FR/STEPt 


1 


MS 

Note 6 

tSTD 

LCT/DIR Hold from FR/STEP4 


24 


MS 

Note 6 

tSTU 

DS 2 ,i Hold from FR/Stepi 


5 


MS 

Note 6 

tSTP 

STEP Active Time (High) 

5 



MS 

Note 6 

tsc 

STEP Cycle Time 


33 


MS 

Note 3, 6 

tFR 

FAULT RESET Active Time (High) 


8 

10 

MS 

Note 6 

tIDX 

INDEX Pulse Width 

10 



tCY 


tTC 

Terminal Count Width 


1 


tCY 



NOTES: 

1. Typical values forTA = 25°C and nominal supply voltage. 

2. The former values are used for standard floppy and the latter values are used for mini-floppies. 

3. tsc = 33 ps min. is for different drive units. In the case of same unit, tsc can be ranged from 1 ms to 16 ms with 8 MHz clock period, and 2 ms 

to 32 ms with 4 MHz clock, under software control. 

4. From 2.0V to + 2.0V . 

5 At 4 MHz, the clock duty cycle may range from 16% to 76%. Using an 8 MHz clock the duty cycle can range from 32% to 52%. Duty cycle is 

defined as: DC. = 100 (tCH - tCY) with typical rise and fall times of 5 ns. 

6. The specified values listed are for an 8 MHz clock period. Multiply timings by 2 when using a 4 MHz clock period. , 
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A.C. TESTING INPUT, OUTPUT WAVEFORM A.C. TESTING LOAD CIRCUIT 



DEVICE 


TEST 

1 

T 


I 


= 100 pF 


C L = 100 pF 

C L INCLUDES JIG CAPACITANCE 


WAVEFORMS 
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1. INTRODUCTION 

Most microcomputer systems in use today require low- 
cost, high-density removable magnetic media for informa- 
tion storage. In the area of removable media, a designer’s 
choice is limited to magnetic tapes and floppy disks 
(flexible diskettes), both of which offer non-volatile 
data storage. The choice between these two technologies 
is relatively straight-forward for a given application. 
Since disk drives are designed to permit random access to 
stored information, they are significantly faster than 
tape units. For example, locating information on a disk 
requires less than a second, while tape movement (even at 
the fastest rewind or fast-forward speed) often re- 
quires several minutes. This random access ability per- 
mits the use of floppy disks in on-line storage applica- 
tions (where information must be located, read, and 
modified/updated in real-time under program or 
operator control). Tapes, on the other hand, are ideally 
suited to archival or back-up storage due to their large 
storage capacities (more than 10 million bytes of data 
can be archived on a cartridge tape). 

A sophisticated controller is required to capitalize on 
the abilities of the disk storage unit. In the past, disk 
controller designs have required upwards of 150 ICs. 
Today, the single-chip 8272 Floppy Disk Controller 
(FDC) plus approximately 30 support devices can handle 
up to four million bytes of on-line data storage on four 
floppy disk drives. 

The Floppy Disk 

A floppy disk is a circular piece of thin plastic material 
covered with a magnetic coating and enclosed in a pro- 
tective jacket (Figure 1). The circular piece of plastic 
revolves at a fixed speed (approximately 360 rpm) within 
its jacket in much the same manner that a record revolves 
at a fixed speed on a stereo turntable. Disks are 
manufactured in a variety of configurations for various 
storage capacities. Two standard physical disk sizes are 
commonly used. The 8-inch disk (8 inches square) is the 
larger of the two sizes; the smaller size (5-1/4 inches 
square) is often referred to as a mini-floppy. Single- 
sided disks can record information on only one side of the 
disk, while double-sided disks increase the storage 
capacity by recording on both sides. In addition, disks are 
classified as single-density or double-density. Double- 
density disks use a modified recording method to store 
twice as much information in the same disk area as can be 
stored on a single-density disk. Table 1 lists storage 
capacities for standard floppy disk media. 

A magnetic head assembly (in contact with the disk) 
writes information onto the disk surface and subse- 
quently reads the data back. This head assembly can 
move from the outside edge of the disk toward the 
center in fixed increments. Once the head assembly is 



Figure 1. A Floppy Diskette 


positioned at one of these fixed positions, the head can 
read or write information in a circular path as the disk 
revolves beneath the head assembly. This method 
divides the surface into a fixed number of cylinders (as 
shown in Figure 2). There are normally 77 cylinders on a 
standard disk. Once the head assembly is positioned at a 
given cylinder, data may be read or written on either 
side of the disk. The appropriate side of the disk is 
selected by the read/ write head address (zero or one). 
Of course, a single-sided disk can only use head zero. 
The combination of cylinder address and head address 
uniquely specifies a single circular track on the disk. The 
physical beginning of a track is located by means of a 
small hole (physical index mark) punched through the 
plastic near the center of the disk. This hole is optically 
sensed by the drive on every revolution of the disk. 


Table 1. Formatted Disk Capacities 


Single-Density 

Format 

Byte/Sector 

Sectors/Track 

Tracks/Disk 

Bytes/Disk 

128 

26 

77 

256,256 

256 

15 

77 

295,680 

512 

8 

77 

315,392 

1024 

4 

77 

315,392 

Double- Density 





Format 





Bytes/Sector 

128 

256 

512 

1024 

Sectors/Track 

52 

30 

16 

8 

Tracks/Disk 

77 

77 

77 

77 

Bytes/Disk 

512,512 

591,360 

630,784 

630,784 
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Each track is subdivided into a number of sectors (see 
detailed discussion in section 3). Sectors are generally 
128, 256, 512, or 1024 data bytes in length. This track 
sectoring may be accomplished by one of two tech- 
niques: hard sectoring or soft sectoring. Hard sectored 
disks divide each track into a maximum of 32 sectors. 
The beginning of each sector is indicated by a sector 
hole punched in the disk plastic. Soft sectoring, the IBM 
standard method, allows software selection of sector 
sizes. With this technique, each data sector is preceded 
by a unique sector identifier that is read/written by the 
disk controller. 

A floppy disk may also contain a write protect notch 
punched at the edge of the outer jacket of the disk. This 
notch is detected by the drive and passed to the con- 
troller as a write protect signal. 

The Floppy Disk Drive 

The floppy disk drive is an electromechanical device 
that records data on, or reads data from, the surface of 
a floppy disk. The disk drive contains head control elec- 
tronics that move the head assembly one increment 
(step) forward (toward the center of the disk) or 
backward (toward the edge of the disk). Since the 
recording head must be in contact with the disk material 
in order to read or write information, the disk drive also 
contains head-load electronics. Normally the read/ write 
head is unloaded until it is necessary to read or write in- 
formation on the floppy disk. Once the head assembly 
has been positioned over the correct track on the disk, 
the head is loaded (brought into contact with the disk). 
This sequence prevents excessive disk wear. A small 
time penalty is paid when the head is loaded. Approx- 
imately thirty to fifty milliseconds are needed before 
data may be reliably read from, or written to, the disk. 
This time is known as the head load time. If desired, the 
head may be moved from cylinder to cylinder while 
loaded. In this manner, only a small time interval (head 
settling time) is required before data may be read from 
the new cylinder. The head settling time is often shorter 
than the head load time. Typically, disk drives also con- 
tain drive select logic that allows more than one physical 
drive to be connected to the same interface cable (from 
the controller). By means of a jumper on the drive, the 
drive number may be selected by the OEM or end user. 
The drive is enabled only when selected; when not 
selected, all control signals on the cable are ignored. 


Finally, the drive provides additional signals to the 

system controller regarding the status of the drive and 

disk. These signals include: 

Drive Ready — Signals the system that the drive door 
is closed and that a floppy disk is inserted into the 
drive. 

Track Zero — Indicates that the head assembly is 
located over the outermost track of the disk. 
This signal may be used for calibration of the disk 
drive at system initialization and after an error con- 
dition. 

Write Protect — Indicates that the floppy disk loaded 
into the drive is write protected. 

Dual Sided — Indicates that the floppy disk in the 
drive is dual-sided. 

Write Fault — Indicates that an error occurred during 
a recording operation. 

Index — Informs the system that the physical index 
mark of the floppy disk (signifying the start of a data 
track) has been sensed. 



Figure 2. Concentric Cylinders on a Floppy Diskette 
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2. SUBSYSTEM OVERVIEW 

A disk subsystem consists of the following functional 
electronic units: 

1 . Disk Controller Electronics 

2. Disk Drive Electronics 

3. Controller/Disk Interface (cables, drivers, termina- 
tors) 

4. Controller/Microprocessor System Interface 

The operation of these functional units is discussed in 
the following paragraphs. 


Controller Electronics 

The disk controller is responsible for converting high- 
level disk commands (normally issued by software ex- 
ecuting on the system processor) into disk drive com- 
mands. This function includes: 

1. Disk Drive Selection — Disk controllers typically 
manage the operations of multiple floppy disk 
drives. This controller function permits the system 
processor to specify which drive is to be used in a 
particular operation. 

2. Track Selection — The controller issues a timed se- 
quence of step pulses to move the head from its cur- 
rent location to the proper disk cylinder from which 
data is to be read or to which data is to be written. 
The controller stores the current cylinder number 
and computes the stepping distance from the current 
cylinder to the specified cylinder. The controller also 
manages the head select signal to select the correct 
side of the floppy disk. 

3. Sector Selection — The controller monitors the 
data on a track until the requested sector is sensed. 

4. Head Loading — The disk controller determines 
the times at which the head assembly is to be brought 
in contact with the disk surface in order to read or 
write data. The controller is also responsible for 
waiting until the head has settled before reading or 
writing information. Often the controller maintains 
the head loaded condition for up to 16 disk revolu- 
tions (approximately 2 seconds) after a read or write 
operation has been completed. This feature elimi- 
nates the head load time during periods of heavy disk 
I/O activity. 

5. Data Separation — The actual signal recorded on a 
floppy disk is a combination of timing information 
(clock) and data. The serial READ DATA input 
(from the disk drive) must be converted into two sig- 
nal streams: clock and data. (The READ DATA in- 
put operates at 250K bits/second for single-density 
disks and 500K bits/second for double-density 


disks.) The serial data must also be assembled into 
8-bit bytes for transfer to system memory. A byte 
must be assembled and transferred every 32 
microseconds for single-density disks and every 16 
microseconds for double-density. 

6. Error Checking — Information recorded on a flop- 
py disk is subject to both hard and soft errors. Hard 
(permanent) errors are caused by media defects. Soft 
errors, on the other hand, are temporary errors 
caused by electromagnetic noise or mechanical inter- 
ference. Disk controllers use a standard error check- 
ing technique known as a Cyclic Redundancy Check 
(CRC). As data is written to a disk, a 16-bit CRC 
character is computed and also stored on the disk. 
When the data is subsequently read, the CRC charac- 
ter allows the controller to detect data errors. Typi- 
cally, when CRC errors are detected, the controlling 
software retries the failed operation (attempting to 
recover from a soft error). If data cannot reliably be 
read or written after a number of retries, the system 
software normally reports the error to the operator. 
Multiple CRC errors normally indicate unrecover- 
able media error on the current disk track. Subse- 
quent recovery attempts must be defined by the sys- 
tem designers and tailored to meet system interfacing 
requirements. 

Today, single-chip digital LSI floppy disk controllers 
such as the 8272 perform all the above functions with 
the exception of data separation. A data separation cir- 
cuit (a combination of digital and analog electronics) 
synchronizes itself to the actual data rate of the disk 
drive. This data rate varies from drive to drive (due to 
mechanical factors such as motor tolerances) and varies 
from disk to disk (due to temperature effects). In order 
to operate reliably with both single- and double-density 
storage, the data separation circuit must be based on 
phase-locked loop (PLL) technology. The phase-locked 
loop data separation logic is described in section 5. The 
separation logic, after synchronizing with the data 
stream, supplies a data window to the LSI disk con- 
trollei*. This window differentiates data information 
from clock information within the serial stream. The 
controller uses this window to reconstruct the data 
previously recorded on the floppy disk. 

Drive Electronics 

Each floppy disk drive contains digital electronic cir- 
cuits that translate TTL-compatible command signals 
into electromechanical operations (such as drive selec- 
tion and head movement/loading) and that sense and 
report disk or drive status to the controller (e.g., drive 
ready, write fault, and write protect). In addition, the 
drive electronics contain analog components to sense, 
amplify, and shape data pulses read from, or written to, 
the floppy disk surface by the read/ write head. 
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Controller/Drive Interface 

The controller/drive interface consists of high-current 
line drivers, Schmitt triggered input gates, and flat or 
twisted pair cable(s) to connect the disk drive electronics 
to the controller electronics. Each interface signal line is 
resistively terminated at the end of the cable farthest 
from the line drivers. Eight-inch drives may be directly 
interfaced by means of 50-conductor flat cable. 
Generally, cable lengths should be less than ten feet in 
order to maintain noise immunity. 

Normally, provisions are made for up to four disk 
drives to share the same interface cable. The controller 
may operate as many cable assemblies as practical. LSI 
floppy disk controllers typically operate one to four 
drives on a single cable. 

Processor/Memory Interface 

The disk controller must interface to the system proc- 
essor and memory for two distinct purposes. First, the 
processor must specify disk control and command 
parameters to the controller. These parameters include 
the selection of the recording density and specification 
of disk formatting information (discussed in section 3). 
In addition to disk parameter specification, the proc- 
essor must also send commands (e.g., read, write, seek, 
and scan) to the controller. These commands require the 
specification of the command code, drive number, 
cylinder address, sector address, and head address. 
Most LSI controllers receive commands and parameters 
by means of processor I/O instructions. 

In addition to this I/O interface, the controller must 
also be designed for high-speed data transfer between 
memory and the disk drive. Two implementation 
methods may be used to coordinate this data transfer. 
The lowest-cost method requires direct processor in- 
tervention in the transfer. With this method, the con- 
troller issues an interrupt to the processor for each data 
transfer. (An equivalent method allows the processor to 
poll an interrupt flag in the controller status word.) In 
the case of a disk write operation, the processor writes a 
data byte (to be encoded into the serial output stream) 
to the disk controller following the receipt of each con- 
troller interrupt. During a disk read operation, the proc- 
essor reads a data byte (previously assembled from the 
input data stream) from the controller after each inter- 
rupt. The processor must transfer a data byte from the 
controller to memory or transfer a data byte from 
memory to the disk controller within 16 or 32 
microseconds after each interrupt (double-density and 
single-density response times, respectively). 

If the system processor must service a variety of other 
interrupt sources, this interrupt method may not be 
practical, especially in double-density systems. In this 
case, the disk controller may be interfaced to a Direct 


Memory Access (DMA) controller. When the disk con- 
troller requires the transfer of a data byte, it simply ac- 
tivates the DMA request line. The DMA controller in- 
terfaces to the processor and, in response to the disk 
controller’s request, gains control of the memory inter- 
face for a short period of time— long enough to transfer 
the requested data byte to/from memory. See section 6 
for a detailed DMA interface description. 

3. DISK FORMAT 

New floppy disks must be written with a fixed format by 
the controller before these disks may be used to store 
data. Formatting is a method of taking raw media and 
adding the. necessary information to permit the con- 
troller to read and write data without error. All format- 
ting is performed by the disk controller on a track-by- 
track basis under the direction of the system processor. 
Generally, a track may be formatted at any time. 
However, since formattihg “initializes” a complete disk 
track, all previously written data is lost (after a format 
operation). A format operation is normally used only 
when initializing new floppy disks. Since soft-sectoring 
in such a predominant formatting technique (due to 
IBM’s influence), the following discussion will limit 
itself to soft-sectored formats. 

Data Recording Techniques 

Two standard data recording techniques are used to 
combine clock and data information for storage on a 
floppy disk. The single-density technique is referred to 
as FM encoding. In FM encoding (see Figure 3), a dou- 
ble frequency encoding technique is used that inserts a 
data bit between two adjacent clock bits. (The presence 
of a data bit represents a binary “one” while the 
absence of a data bit represents a binary “zero.”) The 
two adjacent clock bits are referred to as a bit cell, and 
except for unique field identifiers, all clock bits written 
on the disk are binary “ones.” In FM encoding, each 
data bit is written at the center of the bit cell and the 
clock bits are written at the leading edge of the bit cell. 

The encoding used for double-density recording is 
termed MFM encoding (for “Modified FM”). In MFM 
encoding (Figure 3) the data bits are again written at the 
center of the bit cell. However, a clock bit is written at 
the leading edge of the bit cell only if no data bit was 
written in the previous bit cell and no data bit will be 
written in the present bit cell. 

Sectors 

Soft-sectored floppy disks divide each track into a 
number of data sectors. Typically, sector sizes of 128, 
256, 512, or 1024 data bytes are permitted. The sector 
size is specified when the track is initially formatted by 
the controller. Table 1 lists the single- and double- 
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density data storage capacities for each of the four sec- 
tor sizes. Each sector within a track is composed of the 
following four fields (illustrated in Figure 4): 

1. Sector ID Field — This field, consisting of seven 
bytes, is written only when the track is formatted. 
The ID field provides the sector identification that is 
used by the controller when a sector must be read or 
written. The first byte of the field is the ID address 
mark, a unique coding that specifies the beginning of 
the ID field. The second, third, and fourth bytes are 
the cylinder, head, and sector addresses, respective- 
ly, and the fifth byte is the sector length code. The 
last two bytes are the 16-bit CRC character for the 
ID field. During formatting, the controller supplies 
the address mark. The cylinder, head, and sector ad- 
dresses and the sector length code are supplied to the 
controller by the processor software. The CRC 
character is derived by the controller from the data in 
the first five bytes. 

2. Post ID Field Gap — The post ID field gap (gap 2) 
is written initially when the track is formatted. Dur- 
ing subsequent write operations, the drive’s write cir- 
cuitry is enabled within the gap and the trailing bytes 
of the gap are rewritten each time the sector is up- 
dated (written). During subsequent read operations, 
the trailing bytes of the gap are used to synchronize 
the data separator logic with the upcoming data 
field. 

3. Data Field — The length (number of data bytes) of 
the data field is determined by software when the 
track is formatted. The first byte of the data field is 
the data address mark, a unique coding that specifies 


the beginning of the data field. When a sector is to be 
deleted, (e.g., a hard error on the disk), a deleted 
data address mark is written in place of the data ad- 
dress mark. The last two bytes of the data field com- 
prise the CRC character. 

4. Post Data Field Gap — The post data field gap 
(gap 3) is written when the track is formatted and 
separates the preceding data field from the next 
physical ID field on the track. Note that a post data 
field gap is not written following the last physical 
sector on a track. The gap itself contains a program- 
selectable number of bytes. Following a sector up- 
date (write) operation, the drive’s write logic is 
disabled during the gap. The actual size of gap 3 is 
determined by the maximum number of data bits 
that can be recorded on a track, the number of sec- 
tors per track and the total sector size (data plus 
overhead information). The gap size must be ad- 
justed so that it is large enough to contain the discon- 
tinuity generated on the floppy disk when the write 
current is turned on or off (at the start or completion 
of a disk write operation) and to contain a syn- 
chronization field for the upcoming ID field (of the 
next sector). On the other hand, the gaps must be 
small enough so that the total number of data bits re- 
quired on the track (sectors plus gaps) is less than the 
maximum number of data bits that can be recorded 
on the track. The gap size must be specified for all 
read, write, and format operations. The gap size 
used during disk reads and writes must be smaller 
than the size used to format the disk to avoid the 
splice points between contiguous physical sectors. 
Suggested gap sizes are listed in Table 9. 
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Figure 3. FM and MFM Encoding 
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Tracks 

The overall format for a track is illustrated in Figure 4. 

Each track consists of the following fields: 

1. Pre-Index Gap — The pre-index gap (gap 5) is writ- 
ten only when the track is formatted. 

2. Index Address Mark — The index address mark 
consists of a unique code that indicates the beginning 
of a data track. One index mark is written on each 
track when the track is formatted. 

3. Post Index Gap — The post index gap (gap 1) is 
used during disk read and write operations to syn- 


chronize the data separator logic with the data to be 
read from the ID field (of the first sector). The post 
index gap is written only when the disk is formatted. 

4. Sectors — The sector information (discussed above) 
is repeated once for each sector on the track. 

5. Final Gap — The final gap (gap 4) is written when 
the track is formatted and extends from the last 
physical data field on the track to the physical index 
mark. The length of this gap is dependent on the 
number of bytes per sector specified, the lengths of 
the program-selectable gaps specified, and the drive 
speed. 
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Figure 4. Standard Floppy Diskette Track Format (From SBC 204 Manual) 
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Sector Interleaving 

The initial formatting of a floppy disk determines where 
sectors are located within a track. It is not necessary to 
allocate sectors sequentially around the track (i.e., 
1,2, 3,..., 26). In fact, is is often advantageous to place 
the sectors on the track in a non-sequential order. Se- 
quential sector ordering optimizes sector access times 
during multi-sector transfers (e.g., when a program is 
loaded) by permitting the number of sectors specified 
(up to an entire track) to be transferred within q single 
revolution of the disk. A technique known as sector in- 
terleaving optimizes access times when, although sectors 
are accessed sequentially, a small amount of processing 
must be performed between sector reads/writes. For ex- 
ample, an editing program performing a text search 
reads sectors sequentially, and after each sector is read, 
performs a software search. If a match is not found, the 
software issues a read request for the next sector. Since 
the floppy disk continues to rotate during the time that 
the software executes, the next physical sector is already 
passing under the read/ write head when the read request 
is issued, and the processor must wait for another com- 
plete revolution of the disk (approximately 166 
milliseconds) before the data may actually be input. 
With interleaving, the sectors are not stored sequentially 
on a track; rather, each sector is physically removed 
from the previous sector by some number (known as the 
interleave factor) of physical sectors as shown in Figure 
5. This method of sector allocation provides the proc- 
essor additional execution time between sectors on the 
disk. For example, with a 26 sector/track format, an in- 
terleave factor of 2 provides 6.4 milliseconds of proces- 
sing time between sequential 128 byte sector accesses. 



Figure 5. Interleaved Sector Allocation Within a Track 


To calculate the correct interleave factor, the maximum 
processor time between sector operations must be divid- 
ed by the time required for a complete sector to pass 
under the disk read/write head. After determining the 
interleave factor, the correct sector numbers are passed 
to the disk controller (in the exact order that they are to 
physically appear on the track) during the execution of a 
format operation. 


4. THE 8272 FLEXIBLE DISKETTE 
CONTROLLER 


The 8272 is a single-chip LSI Floppy Disk Controller 
(FDC) that contains the circuitry necessary to imple- 
ment both single-and double-density floppy disk storage 
subsystems (with up to four dual-sided disk drives per 
FDC). The 8272 supports the IBM 3740 single-density 
recording format (FM) and the IBM System 34 double- 
density recording format (MFM). With the 8272, less 
than 30 ICs are needed to implement a complete disk 
subsystem. The 8272 accepts and executes high-level 
disk commands such as format track, seek, read sector, 
write sector, and read track. All data synchronization 
and error checking is automatically performed by the 
FDC to ensure reliable data storage and subsequent 
retrieval. External logic is required only for the genera- 
tion of the FDC master clock and write clock (see Sec- 
tion 6) and for data separation (Section 5). The FDC 
provides signals that control the startup and base fre- 
quency selection of the data separator. These signals 
greatly ease the design of a phase-locked loop data 
separator. 

In addition to the data separator interface signals, the 
8272 also provides the necessary signals to interface to 
microprocessor systems with or without Direct Memory 
Access (DMA) capabilities. In order to interface to a 
large number of commercially available floppy disk 
drives, the FDC permits software specification of the 
track stepping rate, the head load time, and the head- 
unload time. 

The pin configuration and internal block diagram of the 
8272 is shown in Figure 6. Table 2 contains a description 
for each FDC interface pin. 


Floppy Disk Commands 

The 8272 executes fifteen high-level disk interface 
commands: 


Specify 

Sense Drive Status 
Sense Interrupt Status 
Seek 

Recalibrate 
Format Track 
Read Data 
Read Deleted Data 


Write Data 
Write Deleted Data 
Read Track 
Read ID 
Scan Equal 
Scan High or Equal 
Scan Low or Equal 
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Each command is initiated by a multi-byte transfer from 
the processor to the FDC (the transferred bytes contain 
command and parameter information). After complete 
command specification, the FDC automatically ex- 
ecutes the command. The command result data (after 
execution of the command) may require a multi-byte 
transfer of status information back to the processor. It 
*is convenient to consider each FDC command as con- 
sisting of the following three phases: 

COMMAND PHASE: The executing program 

transfers to the FDC all the 
information required to per- 
form a particular disk opera- 
tion. The 8272 automatically 
enters the command phase 
after RESET and following 
the completion of the result 
phase (if any) of a previous 
command. 


EXECUTION PHASE: The FDC performs the 
operation as instructed. The 
execution phase is entered 
immediately after the last 
command parameter is writ- 
ten to the FDC in the 
preceding command phase. 
The execution phase normal- 
ly ends when the last data 
byte is transferred to/from 
the disk (signalled by the TC 
input to the FDC) or when an 
♦ error occurs. 

RESULT PHASE: After completion of the disk 

operation, status and other 
housekeeping information 
are made available to the 
processor. After the proc- 
essor reads this information, 
the FDC reenters the com- 
mand phase and is ready to 
accept another command. 
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Figure 6. 8272 Pin Configuration and internal Block Diagram 
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4 


Table 2. 8272 FDC Pin Description 


Number 

Pin 

Symbol 

I/O 

To/From 

Description 

1 

RST 

I 

UP 

Reset. Active-high signal that places the FDC in the “idle” state and all 
disk drive output signals are forced inactive (low). This input must be 
held active during power on reset while the RD and WR inputs are active. 

2 

RD 

I* 

UP 

Read. Active-low control signal that enables data transfer from the FDC 
to the data bus. 

3 

WR 

I* 

UP 

Write. Active-low control signal that enables data transfer from the data 
bus into the FDC. 

4 

CS 

I 

UP 

Chip Select. Active-low control signal that selects the FDC. No reading or 
writing will occur unless the FDC is selected. 

5 

Ao 

I* 

UP 

Address. Selects the Data Register or Main Status Register for input/out- 
put in conjunction with the RD and WR inputs. (See Table 3.) 

6-13 

DB0-DB7 

I/O* 

UP 

Data Bus. Bidirectional three-state 8-bit data bus. 

14 

DRQ 

0 

DMA 

DMA Request. Active-high output that indicates an FDC request for 
DMA services. 

15 

DACK 

I 

DMA 

DMA Acknowledge. Active-low control signal indicating that the re- 
quested DMA transfer is in progress. 

16 

TC 

I 

DMA 

Terminal Count. Active-high signal that causes the termination of a com- 
mand. Normally, the terminal count input is directly connected to the 
TC/EOP output from the DMA controller, signalling that the DMA 
transfer has been completed. In a non-DMA environment, the processor 
must count data transfers and supply a TC signal to the FDC. 

17 

IDX 

I 

Drive 

Index. Indicates detection of the physical index mark (the beginning of a 
track) on the selected disk drive. 

18 

INT 

0 

UP 

Interrupt Request. Active-high signal indicating an 8272 interrupt service 
request. 

19 

CLK 

I 


Clock. Signal phase 8 MHz clock (50% duty cycle). 

20 

GND 



Ground. DC power return. 

21 

WR CLK 

I 


Write Clock. 500 kHz (FM) or 1 MHz (MFM) write clock with a constant 
pulse width of 250 ns (for both FM and MFM recording). The write clock 
must be present at all times. 

22 

DW 

I 

PLL 

Data Window. Data sample signal from the phase-locked loop indicating 
that the FDC should sample input data from the disk drive. 

23 

RD DATA 

I 

Drive 

Read Data. FDC input data from the selected disk drive. 

24 

VCO 

0 

PLL 

VCO Sync. Active-high output that enables the phase-locked loop to 
synchronize with the input data from the disk drive. 

25 

WE 

0 

Drive 

Write Enable. Active-high output that enables the disk drive write gate. 

26 

MFM 

0 

PLL 

MFM Mode. Active-high output used by external logic to enable the 
MFM double-density recording mode. When the MFM output is low, 
single-density FM recording is indicated. 

27 

HDSEL 

0 

Drive 

Head Select. Selects head 0 or head 1 on a dual-sided disk. 

28,29 

DSi,DSq 

0 

Drive 

Drive Select. Selects one of four disk drives. 

30 

WR DATA 

0 

Drive 

Write Data. Serial data stream (combination of clock and data bits) to be 
written on the disk. 

31,32 

PSi,PSo 

0 

Drive 

Precompensation (pre-shift) Control. Write precompensation output con- 
trol during MFM mode. Specifies early, late, and normal timing signals. 
See the discussion in Section 5. 
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Table 2. 8272 FDC Pin Description (continued) 


Number 

Pin 

Symbol 

I/O 

To/From 

Description 

33 

FLT/TRKO 

I 

Drive 

Fault/Track 0. Senses the disk drive fault condition in the Read/Write 
mode and the Track 0 condition in the Seek mode. 

34 

WP/TS 

I 

Drive 

Write Protect/Two-Sided. Senses the disk write protect status in the 
Read/Write mode and the dual-sided media status in the Seek mode. 

35 

RDY 

I 

Drive 

Ready. Senses the disk drive ready status. 

36 

HDL 

O 

Drive 

Head Load. Loads the disk drive read/ write head. (The head is placed in 
contact with the disk.) 

37 

FR/STP 

o 

Drive 

Fault Reset/Step. Resets the fault flip-flop in the disk drive when 
operating in the Read/ Write mode. Provides head step pulses (to move 
the head from one cylinder to another cylinder) in the Seek mode. 

38 

LCT/DIR 

o 

Drive 

Low Current/Direction. Signals that the recording head has been position- 
ed over the inner cylinders (44-77) of the floppy disk in the Read/Write 
mode. (The write current must be lowered when recording on the phys- 
ically shorter inner cylinders of the disk. Most drives do not track the ac- 
tual head position and require that the FDC supply this signal.) Deter- 
mines the head step direction in the Seek mode. In the Seek mode, a high 
level on this pin steps the read/ write head toward the spindle (step-in); a 
low level steps the head away from the spindle (step-out). 

39 

RW/SEEK 

o 

Drive 

Read, Write/Seek Mode Selector. A high level selects the Seek mode; a 
low level selects the Read/Write mode. 

40 

V CC 



+ 5V DC Power. 


♦Disabled when CS is high. 


Interface Registers 

To support information transfer between the FDC and 
the system processor, the 8272 contains two 8-bit 
registers: the Main Status Register and the Data 
Register. The Main Status Register (read only) contains 
FDC status information and may be accessed at any 
time. The Main Status Register (Table 4) provides the 
system processor with the status of each disk drive, the 
status of the FDC, and the status of the processor inter- 
face. The Data Register (read/write) stores data, com- 
mands, parameters, and disk drive status information. 
The Data Register is used to program the FDC during 
the command phase and to obtain result information 
after completion of FDC operations. Data is read from, 
or written to, the FDC registers by the combination of 
the AO, RD, WR, and CS signals, as described in 
Table 3. 


In addition to the Main Status Register, the FDC con- 
tains four additional status registers (STO, ST1, ST2, 
and ST3). These registers are only available during the 
result phase of a command. 


Table 3. FDC Read/Write Interface 


CS 

A 0 

RD 

WR 

Function 

0 

0 

0 

1 

Read Main Status Register 

0 

0 

1 

0 

Illegal 

0 

0 

0 

0 

Illegal 

0 

1 

0 

0 

Illegal 

0 

1 

0 

1 

Read from Data Register 

0 

1 

1 

0 

Write into Data Register 

1 

X 

X 

X 

Data Bus is three-stated, 
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Table 4. Main Status Register Bit Definitions 


Bit 

Number 

Symbol 

Description 

0 

DoB 

Disk Drive 0 Busy. Disk Drive 0 is 
in the Seek mode. 

1 

D^ 

Disk Drive 1 Busy. Disk Drive 1 is 
in the Seek mode. 

2 

d 2 b 

Disk Drive 2 Busy. Disk Drive 2 is 
in the Seek mode. 

3 

d 3 b 

Disk Drive 3 Busy. Disk Drive 3 is 
in the Seek mode. 

4 

CB 

FDC Busy. A read or write com- 
mand is in process. 

5 

NDM 

Non-DMA Mode. The FDC is in 
the non-DMA mode when this bit is 
high. This bit is set only during the 
execution phase of commands in 
the non-DMA mode. Transition to 
a low level indicates that the exe- 
cution phase has ended. 

6 

DIO 

Data Input/Output. Indicates the 
direction of a data transfer between 
the FDC and the Data Register. 
When DIO is high, data is read 
from the Data Register by the proc- 
essor; when DIO is low, data is 
written from the processor to the 
Data Register. 

7 

RQM 

Request for Master. Indicates that 
the Data Register is ready to send 
data to; or receive data from, the 
processor. 


Command/Result Phases 

Table 5 lists the 8272 command set. For each of the fif- 
teen commands, command and result phase data 
transfers are listed. A list of abbreviations used in the 
table is given in Table 6, and the contents of the result 
status registers (ST0-ST3) are illustrated in Table 7. 

The bytes of data which are sent to the 8272 during the 
command phase, and are read out of the 8272 in the 
result phase, must occur in the order shown in Table 5. 
That is, the command code must be sent first and the 
other bytes sent in the prescribed sequence. All bytes of 
the command and result phases must be read/written as 
described. After the last byte of data in the command 
phase is sent to . the 8272 the execution phase 
automatically starts. In a similar fashion, when the last 
byte of data is read from the 8272 in the result phase, 


the command is automatically ended and the 8272 is 
ready for a new command. A command may be aborted 
by simply raising the terminal count signal (pin 16). This 
is a convenient means of ensuring that the processor 
may always gain control of the 8272 (even if the disk 
system hangs up in an abnormal manner). 

It is important to note that during the result phase all 
bytes shown in Table 5 must be read. The Read Data 
command, for example, has seven bytes of data in the 
result phase. All seven bytes must be read in order to 
successfully complete the Read Data command. The 
8272 will not accept a new command until all seven 
bytes have been read. The number of command and 
result bytes varies from command-to-command. 

In order to read data from, or write data to, the Data 
Register during the command and result phases, the 
system processor must examine the Main Status Register 
to determine if the Data Register is available. The DIO 
(bit 6) and RQM (bit 7) flags in the Main Status Register 
must be low and high, respectively, before each byte of 
the command word may be written into the 8272. Many 
of the commands require multiple bytes, and as a result, 
the Main Status Register must be read prior to each byte 
transfer to the 8272. To read status bytes during the 
result phase, DIO and RQM in the Main Status Register 
must both be high. Note, checking the Main Status 
Register in this manner before each byte transfer 
to/from the 8272 is required only in the command and 
result phases, and is NOT required during the execution 
phase. 

Execution Phase 

All data transfers to (or from) the floppy drive occur 
during the execution phase. The 8272 has two primary 
modes of operation for data transfers (selected by 
the specify command): 

1 . DMA mode 

2. non-DMA mode 

In the DMA mode, DRQ (DMA Request) is activated 
for each transfer request. The DMA controller responds 
to DRQ with DACK (DMA Acknowledge) and RD (for 
read commands) or WR (for write commands). DRQ is 
reset by the FDC during the transfer. INT is activated 
after the last data transfer, indicating the completion of 
the execution phase, and the beginning of the result 
phase. In the DMA mode, the terminal count 
(TC/EOP) output of the DMA controller should be 
connected to the 8272 TC input to properly terminate 
disk data transfer commands. 
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Table 5. 8272 Command Set 


PHASE 

R/W 

DATA BUS 

REMARKS 

°7 d 6 °5 d 4 °3 d 2 d 1 DO 

READ DATA | [ 

Command 

W 

MT MFM SK 0 0 1 1 0 

Command Codes 


w 

0 0 0 0 0 HDS DS1 DSO 



w 

c 

Sector ID information 


w 

H 

prior to Command 


w 

R 

execution 


w 

N 



w 

EOT 



w 

GPL 



w 

DTL 


Execution 



Data transfer 




between the FDD 




and the mam-system 

Result 

R 

STO 

Status information 


R 

ST 1 

after Command 


R 

ST 2 

execution 


R 

C 



R 

H 

Sector ID information 


R 

R 

after command 


R 

N 

execution 

READ DELETED DATA j j 

Command 

W 

MT MFM SK 0 1 10 0 

Command Codes 


W 

0 0 0 0 0 HDS DS1 DSO 



w 

C 



w 

H 



w 

R 

execution 


w 

N 



w 

EC 1 



w 

GPL 



w 

DTL 


Execution 



Data transfer 




between the FDD 




and the main-system 

Result 

R 

STO 

Status information 


R 

ST 1 

after Command 


R 

ST 2 

execution 


R 

C 



R 

H 

Sector ID information 


R 

R 

after Command 


R 

N 

execution 

WRITE DATA ! 

Command 

W 

MT MFM 0 0 0 1 0 1 

Command Codes 


W 

0 0 0 0 0 HDSDS1 DSO 



W 

C 

Sector ID information 


W 

H 

prior to Command 


W 

R 

execution 


W 

N 



W 

EOT 



W 

GPL 



W 

DTL 


Execution 



Data transfer 




between the main- 




system and the FDD 

Result 

R 

STO 

Status information 


R 

ST 1 

after Command 


R 

ST 2 

execution 


R 

C 



R 

H 

Sector ID information 


R 

R 



R 

N 

execution 

WRITE DELETED DATA „ | j 

Command 

W 

MT MFM 0 0 1 0 0 1 

Command Codes 


W 

0 0 0 0 0 HDS DS1 DSO 



W ' 

C 

Sector ID information 


W 

H 

prior to Command 


W 

R 

execution 


W 

N 



W 

EOT 



W 

GPL 



W 

DTL 


Execution 



Data transfer 




between the FDD 




and the main-system 

Result 

R 

STO 

Status information 


R 

ST 1 

after Command 


R 

ST 2 

execution 


R 

C 



R 

H 



R 

R 



R 

N 

execution 


DATA BUS 


d 7 d 6 °5 °4 d 3 d 2 d 1 


READ A TRACK 


0 MFM SK 0 0 0 1 0 
0 0 0 0 0 HDS DS1 DSO 

C 


EOT 
. GPL . 
. DTL . 


. STO . 
. ST 1 . 
. ST 2 . 

C 


Command Codes 

Sector ID information 
prior to Command 
execution 


Data transfer 
between the FDD 
and the main-system 
FDC reads the 
complete track / 
contents from the 
physical index 
mark to EOT 

Status information 
after Command 
execution 

Sector ID information 
after Command 
execution 


0 MFM 0 
0 0 0 


0 10 10 
0 0 HDS DS1 DSO 


STO . 
. ST 1 . 
ST 2 . 

_ C _ 
_ H 


Command Codes 


The first correct ID 
information on the 
track is stored in 
Data Register 

Status information 
after Command 
execution 

Sector ID information 
during Execution 
Phase 


FORMAT A TRACK 


0 MFM 001101 
0 0 0 0 0 HDS D$1 DSO 

N 

.SC 


. GPL . 

D 


. ST 0 
. ST 1 . 
. ST 2 . 
C 


Command Codes 

Bytes/Sector 
Sectors/Track 
Gap 3 
Filter Byte 

FDC formats an 
entire track 

Status information 
after Command 
execution 

In this case, the ID 
information has no 
meaning 


SCAN EQUAL 


MT MFM SK 1 0 0 0 1 

0 0 0 0 0 HDS DS1 DSO 

C 

H 

R 


N 

EOT . 
GPL . 
. STP . 


. STO . 
. ST 1 . 
ST 2 . 

_ C _ 


Command Codes 

Sector ID information 
prior to Command 
execution 


Dafa compared 
between the FDD 
and the main-system 

Status information 
after Command 
execution 

Sector ID information 
after Command 
execution 


Note 1 Ag= 1 for all operations 


5-476 


207875-002 





APPLICATIONS 


Table 5. Command Set (Continued) 


PHASE 

R/W 

DATA BUS 

REMARKS 

PHASE 

R/W 

DATA BUS 

REMARKS 

d 7 d 6 d 5 °4 d 3 d 2 d 1 °0 

D 7 D 6 D 5 D 4 D 3 D 2 D 1 Dq 

SCAN LOW OR EQUAL | 

j RECALIBRATE 

Command 

W 

MT MFM SK 1 1 0 0 1 

Command Codes 

Command 

W 

0 0 0 0 0 1 1 1 

Command Codes 


w 

0 0 0 0 0 HDS DS1 DS0 



w 

0 0 0 0 0 0 DS1 DS0 



w 

C 

Sector ID information 

Execution 



Head retracted to 


w 

H 

prior Command 




Track 0 




execution 






w 

N 

| SENSE INTERRUPT STATUS 


w 

EOT 

GPL 


Command 

w 

0 0 0 0 1 0 0 0 

Command Codes 


w 

STP 


Result 

R 

ST0 

Status information at 






R 

C 

the end of each seek 

Execution 



Data compared 




operation about the 




between the FDD 




FDC 





| SPECIFY 

Result 

R 

ST0 

Status information 

Command 

W 

0 0 0 0 0 0 1 1 



R 

ST 1 

after Command 






R 

ST 2 



w 

SPT „ , HUT 

Timer Settings 


R 

C 



w 

HLT ND 


R 

H 

Sector ID information 



SENSE DRIVE STATUS 



R 

R 







R 

N 

execution 

Command 

w 

0 0 0 0 0 1 0 0 

Command Codes 



SCAN HIGH OR EQUAL 



w 

0 0 0 0 0 HDS DS1 DS0 






Result 




Command 

W 

MT MFM SK 1 1 1 0 1 

Command Codes 



about the FDD 


W 

0 0 0 0 0 HDS DS1 DS0 







W 

C 

Sector ID information 






W 

H 

prior Command 

Command 

w 

0 0 0 0 1 1 1 1 

Command Codes 


W 

R 

execution 


w 

0 0 0 0 0 HDS DS1 DS0 



W 

N 







W 

EOT 



w 

C 



w 

w 

GPL 

STP 


Execution 



Head is positioned 








over proper Cylinder 

Execution 



Data compared 




on Diskette 




between the FDD 



INVALID 





and the main-system 









Command 

w 

Invalid Codes 

Invalid Command 

Result 

R 

ST0 

Status information 




Codes (NoOp— FDC 


R 

ST 1 

after Command 




goes into Standby , 


R 

ST 2 

execution 




State) 


R 

C 


Result 

R 

ST 0 

ST 0 = 80 


R 

H 

Sector ID information 




(16) 


R 

R 

after Command 






R 

N 

execution 






Table 6. Command/Result Parameter Abbreviations 


Symbol 

Description 

Symbol 

Description 

C 

Cylinder Address. The currently selected 
cylinder address (0 to 76) on the disk. 

EOT 

End of Track. The final sector number of the 
current track. 

D 

Data Pattern. The pattern to be written in 
each sector data field during formatting. 

GPL 

Gap Length. The gap 3 size. (Gap 3 is the 
space between sectors excluding the VCO syn- 

DS0,DS1 

Disk Drive Select. 


chronization field as defined in section 3.) 


DS1 DS0 
0 0 Drive 0 

0 1 Drive 1 

H 

Head Address. Selected head: 0 or 1 (disk side 
0 or 1 , respectively) as encoded in the sector 
ID field. 


1 0 Drive 2 

1 1 Drive 3 

HLT 

Head Load Time. Defines the time interval 
that the FDC waits after loading the head 

DTL 

Special Sector Size. During the execution of 
disk read/write commands, this parameter is 
used to temporarily alter the effective disk sec- 


before initiating a read or write operation. 
Programmable from 2 to 254 milliseconds (in 
increments of 2 ms). 


tor size. By setting N to zero, DTL may be 
used to specify a sector size from 1 to 256 
bytes in length. If the actual sector (on the 
diskette) is larger than DTL specifies, the re- 
mainder of the actual sector is not passed to 
the system during read commands; during write 

HUT 

Head Unload Time. Defines the time interval 
from the end of the execution phase (of a read 
or write command) until the head is unloaded. 
Programmable from 16 to 240 milliseconds (in 
increments of 16 ms). 


commands, the remainder of the actual sector 
is written with all-zeroes bytes. DTL should 
be set to FF hexadecimal when N is not zero. 

MFM 

MFM/FM Mode Selector. Selects MFM 
double-density recording mode when high, FM 
single-density mode when low. 
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Table 6. Command/Result Parameter Abbreviations (continued) 


Symbol 

Description 

Symbol 

Description 

MT 

Multi-Track Selector. When set, this flag 

SK 

Skip Flag. When this flag is set, sectors con- 


selects the multi-track operating mode. In this 


taining deleted data address marks will auto- 


mode (used only with dual-sided disks), the 


matically be skipped during the execution of 


FDC treats a complete cylinder (under both 


multi-sector Read Data or Scan commands. In 


read/ write head 0 and read/ write head 1) as a 


the same manner, a sector containing a data 


single track. The FDC operates as if this 


address mark will automatically be skipped 


expanded track started at the first sector under 


during the execution of a mulfi-sector Read 


head 0 and ended at the last sector under head 


Deleted Data command. 


1. With this flag set (high), a multi-sector read 
opeation will automatically continue to the 
first sector under head 1 when the FDC 
finishes operating on the last sector under head 
0. 

SRT ' 

Step Rate Interval. Defines the time interval 
between step pulses issued by the FDC (track- 
to-track access time). Programmable from 1 to 
16 milliseconds (in increments of 1 ms). 

N 

Sector Size. The number of data bytes within a 
sector. (See Table 9.) 

STO 

ST1 

Status Register 0-3. Registers within the FDC 
that store status information after a command 


ST2 

has been executed. This status information is 

ND 

Non-DMA Mode Flag. When set (high), this 

ST3 

available to the processor during the Result 


flag indicates that the FDC is to operate in the 


Phase after command execution. These 


non-DMA mode. In this mode, the processor 


registers may only be read after a command 


is interrupted for each data transfer. When 


has been executed (in the exact order shown in 


low, the FDC interfaces to a DMA controller 


Table 5 for each command). These registers 


by means of the DRQ and DACK signals. 


should not be confused with the Main Status 

R 

Sector Address. Specifies the sector number to 


Register. 


be read or written. In multi-sector transfers, 

STP 

Scan Sector Increment. During Scan opera- 


this parameter specifies the sector number of 


tions, this parameter is added to the current 


the first sector to be read or written. 


sector number in order to determine the next 

SC 

Number of Sectors per Track. Specifies the 
number of sectors per track to be initialized by 
the Format Track command. 


sector to be scanned. 


Table 7. Status Register Definitions 


Bit 

Number 

Symbol 

Description 

Status Register 0 

7,6 

IC 

Interrupt Code. 

00 — Normal termination of command. The specified command was properly executed and 

completed without error.. 

01 — Abnormal termination of command. Command execution was started but could not be 

successfully completed. 

10 — Invalid command. The requested command could not be executed. 

11 — Abnormal termination. During command execution, the disk drive ready signal 

changed state. , , | 

5 

SE 

Seek End. This flag is set (high) when the FDC has completed the Seek command and the 
read/ write head is positioned over the correct cylinder. 

4 

EC 

Equipment Check Error. This flag is set (high) if a fault signal is received from thfe disk drive 
or if the track 0 signal fails to become active after 77 step pulses (Recalibrate command). 

3 

NR 

Not Ready Error. This flag is set if a read or write command is issued and either the drive is 
not ready or the command specifies side 1 (head 1) of a single-sided disk. 

2 

H 

Head Address. The head address at the time of the interrupt. 

1,0 

! i 

DS1,DS0 

Drive Select. The number of the drive selected at the time of the interrupt. 
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Table 7. Status Register Definitions (continued) 


Bit 

Number 

Symbol 

Description 

Status Register 1 

7 

EN 

End of Track Error. This flag is set if the FDC attempts to access a sector beyond the final 
sector of the track. 

6 


Not used. This bit is always low. 

5 

DE 

Data Error. Set when the FDC detects a CRC error in either the ID field or the data field of a 
sector. 

4 

OR 

Overrun Error. Set (during data transfers) if the FDC does not receive DMA or processor serv- 
ice within the specified time interval. 

3 


Not used. This bit is always low. 

2 

ND 

Sector Not Found Error. This flag is set by any of the following conditions. 

a) The FDC cannot locate the sector specified in the Read Data, Read Deleted Data, or Scan 
command. 

b) The FDC cannot locate the starting sector specified in the Read Track command. 

c) The FDC cannot read the ID field without error during a Read ID command. 

1 

NW 

Write Protect Error. This flag is set if the FDC detects a write protect signal from the disk 
drive during the execution of a Write Data, Write Deleted Data, or Format Track command. 

0 

MA 

Missing Address Mark Error. This flag is set by either of the following conditions: 

a) The FDC cannot detect the ID address mark on the specified track (after two occurrences 
of the physical index mark). 

b) The FDC cannot detect the data address mark or deleted data address mark on the 
specified track. (See also the MD bit of Status Register 2.) 

Status Register 2 

7 


Not used. This bit is always low. 

6 

CM 

Control Mark. This flag is set when the FDC encounters one of the following conditions: 

a) A deleted data address mark during the execution of a Read Data or Scan command. \ 

b) A data address mark during the execution of a Read Deleted Data command. 

5 

DD 

Data Error. Set (high) when the FDC detects a CRC error in a sector data field. This flag is 
not set when a CRC error is detected in the ID field. 

4 

WC 

Cylinder Address Error. Set when the cylinder address from the disk sector ID field is different 
from the current cylinder address maintained within the FDC. 

3 

SH 

Scan Hit. Set during the execution of the Scan command if the scan condition is satisfied. 

2 

SN 

Scan Not Satisfied. Set during execution of the Scan command if the FDC cannot locate a sec- 
tor on the specified cylinder that satisfies the scan condition. 

1 

BC 

Bad Track Error. Set when the cylinder address from the disk sector ID field is FF hexadecimal 
and this cylinder address is different from the current cylinder address maintained within the 
FDC. This all “ones” cylinder number indicates a bad track (one containing hard errors) ac- 
cording to the IBM soft-sectored format specifications,. 

0 

MD 

Missing Data Address Mark Error. Set if the FDC cannot detect a data address mark or 
deleted data address mark on the specified track. 


> 
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Table 7. Status Register Definitions (continued) 


Bit 

Number 

Symbol 

Description 

Status Register 3 

7 

FT 

Fault. This flag indicates the status of the fault signal from the selected disk drive. 

6 

WP 

Write Protected. This flag indicates the status of the write protect signal from the selected disk 
drive. 

5 

RDY 

Ready. This flag indicates the status of the ready signal from the selected disk drive. 

4 

TO 

Track 0. This flag indicates the status of the track 0 signal from the selected disk drive. 

3 

TS 

Two-Sided. This flag indicates the status of the two-sided signal from the selected disk drive. 

2 

H 

Head Address. This flag indicates the status of the side select signal for the currently selected 
disk drive. 

1,0 

DS1,DS0 

Drive Select. Indicates the currently selected disk drive number. 


In the non-DMA mode, transfer requests are indicated 
by activation of both the INT output signal and the 
RQM flag (bit 7) in the Main Status Register. INT can 
be used for interrupt-driven systems and RQM can be 
used for polled systems. The system processor must re- 
spond to the transfer request by reading data from (ac- 
tivating RD), or writing data to (activating WR), the 
FDC. This response removes the transfer request (INT 
and RQM are set inactive). After completing the last 
transfer, the 8272 activates the INT output to indicate 
the beginning of the result phase. In the non-DMA 
mode, the processor must activate the TC signal to the 
FDC (normally by means of an I/O port) after the 
transfer request for the last data byte has been received 
(by the processor) and before the appropriate data byte 
has been read from (or written to) the FDC. 

In either mode of operation (DMA or non-DMA), the 
execution phase ends when a terminal count signal is 
sensed or when the last sector on a track (the EOT 
parameter — Table 5) has been read or written. In addi- 
tion, if the disk drive is in a “not ready” state at the 
beginning of the execution phase, the “not ready” flag 
(bit 3 in Status Register 0) is set (high) and the command 
is terminated. 

If a fault signal is received from the disk drive at the end 
of a write operation (Write Data, Write Deleted Data, 
or Format), the FDC sets the “equipment check” flag 
(bit 4 in Status Register 0), and terminates the command 
after setting the interrupt code (bits 7 and 6 of Status 
Register 0) to “01” (bit 7 low, bit 6 high). 

Multi-sector and Multi-track Transfers 

During disk read/ write transfers (Read Data, Write 
Data, Read Deleted Data, and Write Deleted Data), the 
FDC will continue to transfer data from sequential sec- 
tors until the TC input is sensed. In the DMA mode, the 


TC input is normally connected to the TC/EOP (ter- 
minal count) output of the DMA controller. In the non- 
DMA mode, the processor directly controls the FDC TC 
input as previously described. Once the TC input is 
received, the FDC stops requesting data transfers (from 
the system processor or DMA controller). The FDC, 
however, continues to read data from, or write data to, 
the floppy disk until the end of the current disk sector. 
During a disk read qperation, the data read from the 
disk (after reception of the TC input) is discarded, but 
the data CRC is checked for errors; during a disk write 
operation, the remainder of the sector is filled with all- 
zero bytes. 

If the TC signal is not received before the last byte of the 
current sector has been transferred to/from the system, 
the FDC increments the sector number by one and ini- 
tiates a read or write command for this new disk sector. 

The FDC is also designed to operate in a multi-track 
mode for dual-sided disks. In the multi-track mode 
(specified by means of the MT flag in the command 
byte— Table 5) the FDC will automatically increment 
the head address (from 0 to 1) when the last sector (on 
the track under head 0) has been read or written. 
Reading or writing is then continued on the first sector 
(sector 1) of head 1. 

Drive Status Polling 

After the power-on reset, the 8272 automatically enters 
a drive status polling mode. If a change in drive status is 
detected (all drives are assumed to be “not ready” at 
power-on), an interrupt is generated. The 8272 con- 
tinues this status polling between command executions 
(and between step pulses in the Seek command). In this 
manner, the 8272 automatically notifies the system 
processor when a floppy disk is inserted, removed, or 
changed by the operator. 


5-480 


207875-002 













APPLICATIONS 


Command Details 

During the command phase, the Main Status Register 
must be polled by the CPU before each byte is written 
into the Data Register. The DIO (bit 6) and RQM (bit 7) 
flags in the Main Status Register must be low and high, 
respectively, before each byte of the command may be 
written into the 8272. The beginning of the execution 
phase for any of these commands will cause DIO to be 
set high and RQM to be set low. 

The following paragraphs describe the fifteen FDC 
commands in detail. 

Specify 

The Specify command is used prior to performing any 
disk operations (including the formatting of a new disk) 
to define drive/FDC operating characteristics. The 
Specify command parameters set the values for three in- 
ternal timers: 

1. Head Load Time (HLT) — This seven-bit value 
defines the time interval that the FDC waits after 
loading the head before initiating a read or write 
operation. This timer is programmable from 2 to 254 
milliseconds in increments of 2 ms. 

2. Head Unload Time (HUT) — This four-bit value 
defines the time from the end of the execution phase 
(of a read or write command) until the head is 
unloaded. This timer is programmable from 16 to 
240 milliseconds in increments of 16 ms. If the proc- 
essor issues another command before the head 
unloads, the head will remain loaded and the head 
load wait will be eliminated. 

3. Step Rate Time (SRT) — This four-bit value defines 
the time interval between step pulses issued by the 
FDC (track-to-track access time). This timer is pro- 
grammable from 1 to 16 milliseconds in increments 
of 1 ms. 

The time intervals mentioned above are a direct func- 
tion of the FDC clock (CLK on pin 19). Times indicated 
above are for an 8 MHz clock. 

The Specify command also indicates the choice of DMA 
or non-DMA operation (by means of the ND bit). When 
this bit is high the non-DMA mode is selected; when ND 
is low, the DMA mode is selected. 

Sense Drive Status 

This command may be used by the processor whenever 
it wishes to obtain the status of the disk drives. Status 
Register 3 (returned during the result phase) contains 
the drive status information as described in Table 7. 


Sense Interrupt Status 

An interrupt signal is generated by the FDC when one or 
more of the following events occurs: 

1 . The FDC enters the result phase for: 

a. Read Data command 

b. Read Track command 

c. Read ID command 

d. Read Deleted Data command 

e. Write Data command 

f. Format Track command 

g. Write Deleted Data command 

h. Scan commands 

2. The ready signal from one of the disk drives changes 
state. 

3. A Seek or Recalibrate command completes opera- 
tion. 

4. The FDC requires a data transfer during the execu- 
tion phase of a command in the non-DMA mode. 

Interrupts caused by reasons (1) and (4) above occur 
during normal command operations and are easily 
discernible by the processor. However, interrupts 
caused by reasons (2) and (3) above are uniquely iden- 
tified with the aid of the Sense Interrupt Status com- 
mand. This command, when issued, resets the interrupt 
signal and by means of bits 5, 6, and 7 of Status Register 
0 (returned during the result phase) identifies the cause 
of the interrupt (see Table 8). 


Table 8. Interrupt Codes 


Seek End 

Interrupt Code 

Cause 

Bit 5 

Bit 6 

Bit 7 

0 

1 

1 

Ready Line changed 
state, either polarity 

1 

0 

0 

Normal Termination 
of Seek or Recalibrate 
Command 

1 

1 

0 

Abnormal Termination 
of Seek or Recalibrate 
Command 


Neither the Seek nor the Recalibrate command has a 
result phase. Therefore, it is mandatory to use the Sense 
Interrupt Status Command after these commands to 
effectively terminate them and to provide verification of 
the disk head position. 
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When an interrupt is received by the processor, the FDC 
busy flag (bit 4) and the non-DMA flag (bit 5) may be 
used to distinguish the above interrupt causes: 

bit 5 bit 4 

0 0 Asynchronous event-(2) or (3) above 

0 1 Result phase-(l) above 

1 1 Data transfer required-(4) above 

A single interrupt request to the processor may, in fact, 
be caused by more than one of the above events. The 
processor should continue to issue Sense Interrupt 
Status commands (and service the resulting conditions) 
until an invalid command code is received. In this man- 
ner, all “hidden” interrupts are serviced. 


Seek 

The Seek command causes the drive’s read/ write head 
to be positioned over the specified cylinder. The FDC 
determines the difference between the current cylinder 
address and the desired (specified) address, and issues 
the appropriate number of step pulses. If the desired 
cylinder address is larger than the current address, the 
direction signal (LCT/DIR, pin 38) is set high (step-in); 
the direction signal is set low (step-out) if the desired 
cylinder address is less than the current address. No 
head movement occurs (no step pulses are issued) if the 
desired cylinder is the same as the current cylinder. 

The rate at which step pulses are issued is controlled by 
the step rate time (SRT) in the Specify command. After 
each step pulse is issued, the desired cylinder address is 
compared against the current cylinder address. When 
the cylinder addresses are equal, the “seek end” flag 
(bit 5 in Status Register 0) is set (high) and the command 
is terminated. If the disk drive becomes “not ready” 
during the seek operation, the “not ready” flag (in 
Status Register 0) is set (high) and the command is ter- 
minated. 

During the command phase of the Seek operation the 
FDC is in the FDC busy state, but during the execution 
phase it is in the non-busy state. While the FDC is in the 
non-busy state, another Seek command may be issued. 
In this manner parallel seek operations may be in opera- 
tion on up to four floppy disk drives at once. The Main 
Status Register contains a flag for each drive (Table 4) 
that indicates whether the associated drive is currently 
operating in the seek mode. When a drive has completed 
a seek operation, the FDC generates an interrupt. In 
response to this interrupt, the system software must 
issue a Sense Interrupt Status command. During the 
result phase of this command, Status Register 0 (con- 
taining the drive number in bits 0 and 1) is read by the 
processor. 


Recalibrate 

This command causes the read/write head of the disk 
drive to retract to the track 0 position. The FDC clears 
the contents of its internal cylinder counter, and checks 
the status of the track 0 signal from the disk drive. As 
long as the track 0 signal is low, the direction signal re- 
mains high and step pulses are issued. When the track 0 
signal goes high, the seek end flag (in Status Register 0) 
is set (high) and the command is terminated. If the track 
0 signal is still low after 77 step pulses have been issued, 
the seek end and equipment check flags (in Status 
Register 0) are both set and the Recalibrate command is 
terminated. 

Recalibrate commands for multiple drives can be 
overlapped in the same manner that Seek commands are 
overlapped. 

Format Track 

The Format Track command formats or “initializes” a 
track on a floppy disk by writing the ID field, gaps, and 
address marks for each sector. Before issuing the For- 
mat command, the Seek command must be used to posi- 
tion the read/ write head over the correct cylinder. In ad- 
dition, a table of ID field values (cylinder, head, and 
sector addresses and sector length code) must be 
prepared before the command is executed. During com- 
mand execution, the FDC accesses the table and, using 
the values supplied, writes each sector on the track. The 
ID field address mark originates from the FDC and is 
written automatically as the first byte of each sector’s 
ID field. The cylinder, head, and sector addresses are 
taken, in order, from the table. The ID field CRC 
character (derived from the data written in the first five 
bytes) is written as the last two bytes of the ID field. 
Gaps are written automatically by the FDC, with the 
length of the variable gap determined by one of the For- 
mat command parameters. 

The data field address mark is generated by the FDC 
and is written automatically as the first byte of the data 
field. The data pattern specified in the command phase 
is written into each data byte of each sector. A CRC 
character is derived from the data address mark and the 
data written in the sector’s data field. The two CRC 
bytes are appended to the last data byte. 

The formatting of a track begins at the physical index 
mark. As previously mentioned, the order of sector 
assignment is taken directly from the formatting table. 
Four entries are required for each sector: a cylinder ad- 
dress, a head address, a sector address, and a sector 
length code. The cylinder address in the ID field should 
be equal to the cylinder address of the track currently 
being formatted. 
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The sector addresses must be unique (no two equal). 
The order of the sector entries in the table is the se- 
quence in which sector numbers appear on the track 
when it is formatted. The number of entry sets 
(cylinder, head, and sector address and sector length 
code) must equal the number of sectors allocated to the 
track (specified in the command phase). 

Since the sector address is supplied, in order, for each 
sector, tracks can be formatted sequentially (the first 
sector following the index mark is assigned sector ad- 
dress 1, the adjacent sector is assigned sector address 2, 
and so on) or sector numbers can be interleaved (see sec- 
tion 3) on a track. 

Table 9 lists recommended gap sizes and sectors/track 
for various sector sizes. 

Read Data 

Nine (9) bytes are required to complete the command 
phase specification for the Read Data command. Dur- 
ing the execution phase, the FDC loads the head (if it is 
in the unloaded state), waits the specified head load time 
(defined in the Specify command), and begins reading 
ID address marks and ID fields. When the requested 
sector address compares with the sector address read 
from the disk, the FDC outputs data (from the data 
field) byte-by-byte to the system. The Read Data com- 
mand automatically operates in the multi-sector mode 
described earlier. In addition, multi-track operation 
may be specified by means of the MT command flag 
(Table 5). The amount of data that can be transferred 
with a single command to the FDC depends on the 
multi-track flag, the recording density flag, and the 
number of bytes per sector. 

During the execution of read and write commands, the 
special sector size parameter (DTL) is used to tem- 
porarily alter the effective disk sector size. By setting the 
sector size code (N) to zero, DTL may be used to specify 
a sector size from 1 to 256 bytes in length. If the actual 
sector (on the disk) is larger than DTL specifies, only 
the number of bytes specified by the DTL parameter are 


passed to the system; the remainder of the actual disk 
sector is not transferred (although the data is checked 
for CRC errors). Multi-sector read operations are per- 
formed in the same manner as they are when the sector 
size code is non-zero. (The N and DTL parameters are 
always present in the command sequence. DTL should 
be set to FF hexadecimal when N is not zero.) 

If the FDC detects the physical index mark twice 
without finding the requested sector, the FDC sets the 
“sector not found error” flag (bit 2 in Status Register 1) 
and terminates the Read Data command. The interrupt 
code (bits 7 and 6 of Status Register 0) is set to “01.” 
Note that the FDC searches for each sector in a multi- 
sector operation. Therefore, a “sector not found” error 
may occur after successful transfer of one or more 
preceding sectors. This error could occur if a particular 
sector number was not included when the track was first 
formatted or if a hard error on the disk has invalidated a 
sector ID field. 

After reading the ID field and data field in each sector, 
the FDC checks the CRC bytes. If a read error is detect- 
ed (incorrect CRC in the ID field), the FDC sets the 
“data error” flag in Status Register 1; if a CRC error 
occurs in the data field, the FDC sets the “data error” 
flag in Status Register 2. In either error condition, the 
FDC terminates the Read Data command. The interrupt 
code (bits 7 and 6 in Status Register 0) is set to “01.” 

If the FDC reads a deleted data address mark from the 
disk, and the skip flag (specified during the command 
phase) is not set, the FDC sets the “control mark” flag 
(bit 6 in Status Register 2) and terminates the Read Data 
command (after reading all the data in the sector). If the 
skip flag is set, the FDC skips the sector with the deleted 
data address mark and reads the next sector. Thus, the 
skip flag may be used to cause the FDC to ignore deleted 
data sectors during a multi-sector read operation. 

During disk data transfers between the FDC and the 
system, the FDC must be serviced by the system (proc- 
essor or DMA controller) every 27 /as in the FM mode, 
and every 13 ^s in the MFM mode. If the FDC is not 


Table 9. Sector Size Relationships 


Format 

Sector Size 

N 

Sector Size 
Code 

SC 

Sectors / 
Track 

GPL 1 
Gap 3 
Length 

GPL 2 
Gap 3 
Length 

Remarks 


128 bytes/Sector 

00 

1 A (16) 

07 (16) 

1B (16) 

IBM Diskette 1 

FM Mode 

256 

01 

0F (16) 

0E (16) 

2A (16) 

IBM Diskette 2 


512 

02 

08 

1B (16) 

3A (16) 



256 

01 

1 A (16) 

0E o«) 

36 (16) 

IBM Diskette 2D 

MFM Mode 

512 

02 

0F (16) 

1B U6) 

54 (>6) 



1024 

03 

08 

35 06) 

74 (.6> 

IBM Diskette 2D 


Notes: 1 . Suggested values of GPL in Read or Write commands to avoid splice point between data field and ID field of contiguous sectors. 
2. Suggested values of GPL in Format command. 
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serviced within this interval, the “overrun error” flag 
(bit 4 in Status Register 1) is set and the Read Data com- 
mand is terminated. 

If the processor terminates a read (or write) operation in 
the FDC, the ID information in the result phase is 
dependent upon the state of the multi-track flag and end 
of track byte. Table 11 shows the values for C, H, R, 
and N, when the processor terminates the command. 

Write Data 

Nine (9) bytes are required to complete the command 
phase specification for the Write Data command. Dur- 
ing the execution phase the FDC loads the head (if it is 
in the unloaded state), waits the specified head load time 
(defined by the Specify command), and begins reading 
sector ID fields. When the requested sector address 
compares with the sector address read from the disk, the 
FDC reads data from the processor one byte at a time 
via the data bus and outputs the data to the data field of 
that sector. The CRC is computed on this data and two 
CRC bytes are written at the end of the data field. 

The FDC reads the ID field of each sector and checks 
the CRC bytes. If the FDC detects a read error (incor- 
rect CRC) in one of the ID fields, it sets the “data 
error” flag (bit 5 in Status Register 1) and terminates the 
Write Data command. The interrupt code (bits 7 and 6 
in Status Register 0) is set to “01.” 

The Write Data command operates in much the same 
manner as the Read Data command. The following 
items are the same; refer to the Read Data command for 
details: 

• Multi-sector and Multi-track operation 

• Data transfer capacity 

• “End of track error” flag 

• “Sector not found error” flag 

• “Data error” flag 

• Head unload time interval 

• ID information when the processor terminates the 
command (see Table 11) 

• Definition of DTL when N = 0 and when N =£ 0 

During the Write Data execution phase, data transfers 
between the processor and FDC must occur every 31 ^s 
in the FM mode, and every 15 pis in the MFM mode. If 
the time interval between data transfers is longer than 
this, the FDC sets the “overrun error” flag (bit 4 in Sta- 
tus Register 1) and terminates the Write Data command. 

Read Deleted Data 

This command operates in almost the same manner as 
the Read Data command operates. The only difference 
involves the treatment of the data address mark and the 


skip flag. When the FDC detects a data address mark at 
the beginning of a data field (and the skip flag is not 
set), the FDC reads all the data in the sector, sets the 
“control mark” flag (bit 6 in Status Register 2), and ter- 
minates the command. If the skip flag is set, the FDC 
skips the sector with the data address mark and con- 
tinues reading at the next sector. Thus, the skip flag may 
be used to cause the FDC to read only deleted data sec- 
tors during a multi-sector read operation. 

Write Deleted Data 

This command operates in the same manner as the 
Write Data command operates except that a deleted 
data address mark is written at the beginning of the data 
field instead of the normal data address mark. This 
command is used to mark a bad sector (containing a 
hard error) on the floppy disk. 

Read Track 

The Read Track command is similar to the Read Data 
command except that the entire data field is read con- 
tinuously from each of the sectors of a track. Im- 
mediately after encountering the physical index mark, 
the FDC starts reading all data fields on the track as 
continuous blocks of data. If the FDC finds an error in 
the ID field or data field CRC check bytes, it continues 
to read data from the track. The FDC compares the ID 
information read from each sector with the values 
specified during the command phase. If the specified ID 
field information is not found on the track, the “sector 
not found error” flag (in Status Register 1) is set. Multi- 
track and skip operations are not allowed with this 
command. 

This command terminates when the last sector on the 
track has been read. (The number of sectors on the track 
is specified by the end of track parameter byte during 
the command phase.) If the FDC does not find an ID 
address mark on the disk after it encounters the physical 
index mark for the second time, it sets the “missing ad- 
dress mark error” flag (bit 0 in Status Register 1) and 
terminates the command. The interrupt code (bits 7 and 
6 of Status Register 0) is set to “01.” 

Read ID 

The Read ID command transfers (reads) the first correct 
ID field from the current disk track (following the 
physical index mark ) to the processor. If no correct ID 
address mark is found on the track, the “missing ad- 
dress mark error” flag is set (bit 0 in Status Register 1). 
If no data mark is found on the track, the “sector not 
found error” flag is also set (bit 2 in Status Register 1). 
Either error condition causes the command to be 
terminated. 
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Scan Commands 

The Scan commands allow the data being read from the 
disk to be compared against data supplied by the system 
(by the processor in non-DMA mode, and by the DMA 
controller in DMA mode). The FDC compares the data 
on a byte-by-byte basis, and searches for a sector of 
data that meets the conditions of “disk data equal to 
system data”, “disk data less than or equal to system 
data”, or “disk data greater than or equal to system 
data”. Simple binary (ones complement) arithmetic is 
used for comparison (FF = largest number, 00 = smallest 
number). If, after a complete sector of data is com- 
pared, the conditions are not met, the sector number is 
incremented by the scan sector increment (specified in 
the command phase), and the scan operation is con- 
tinued. The scan operation continues until one of the 
following conditions occurs; the conditions for scan are 
met (equal, low, or high), the last sector on the track is 
reached, or the terminal count signal is received. 

If the conditions for scan are met, the FDC sets the 
“scan hit” flag (bit 3 in Status Register 2) and ter- 
minates the Scan command. If the conditions for scan 


Table 11. ID Information When Processor Terminates Command 



EOT 

Final Sector Transferred 
to 

Processor 

ID Information at Result Phase 

C 

H 

R 

N 


msam 

Sector 1 to 25 at Side 0 







Sector 1 to 14 at Side 0 

NC 

NC 

R+l 

NC 



Sector 1 to 7 at Side 0 







Sector 26 at Side 0 







Sector 15 at Side 0 

C+l 

NC 

73 

II 

o 

NC 

0 


Sector 8 at Side 0 







Sector 1 to 25 at Side 1 







Sector 1 to 14 at Side 1 

NC 

NC 

R+l 

NC 



Sector 1 to 7 at Side 1 







Sector 26 at Side 1 







Sector 15 at Side 1 

C+l 

NC 

R = 01 

NC 



Sector 8 at Side 1 







Sector 1 to 25 at Side 0 







Sector 1 to 14 at Side 0 

NC 

NC 

R+l 

NC 



Sector 1 to 7 at Side 0 







Sector 26 at Side 0 







Sector 15 at Side 0 

NC 

LSB 

R=01 

NC 

1 


Sector 8 at Side 0 







Sector 1 to 25 at Side 1 







Sector 1 to 14 at Side 1 

NC 

NC 

R+l 

NC 



Sector 1 to 7 at Side 1 







Sector 26 at Side 1 







Sector 15 at Side 1 

C+l 

LSB 

o 

ii 

e* 

NC 



Sector 8 at Side 1 






Notes: 1. NC (No Change): The same value as the one at the beginning of command execution. 
2. LSB (Least Significant Bit): The least significant bit of H is complemented. 


are not met between the starting sector and the last sec- 
tor on the track (specified in the command phase), the 
FDC sets the “scan not satisfied” flag (bit 2 in Status 
Register 2) and terminates the Scan command. The re- 
ceipt of a terminal count signal from the processor or 
DMA controller during the scan operation will cause the 
FDC to complete the comparison pf the particular byte 
which is in process, and to terminate the command. 
Table 10 shows the status of the “scan hit” and “scan 


Table 10. Scan Status Codes 


Command 

Status Register 2 

Comments 

Bit 2 = SN 

Bit 3 = SH 

Scan Equal 

0 

1 

1 

0 

D fDD= ^Processor 

Dfdd^ Dp rocessor 

Scan Low 

0 

1 

DfDD = ^Processor 

or Equal 

0 

0 

d fdd< Dp rocessor 


1 

0 

DpDD^ D Processor 

Scan High 

0 

1 

DfDD = Dprocessor 

or Equal 

0 

0 

D fDD> Dp ro cessor 


1 

0 

DfDD^ Dprocessor 
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not satisfied” flags under various scan termination 
conditions. 

If the FDC encounters a deleted data address mark in 
one of the sectors and the skip flag is low, it regards the 
sector as the last sector on the cylinder, sets the “control 
mark” flag (bit 6 in Status Register 2) and terminates 
the command. If the skip flag is high, the FDC skips the 
sector with the deleted address mark, and reads the next 
sector. In this case, the FDC also sets the “control 
mark” flag (bit 6 in Status Register 2) in order to show 
that a deleted sector had been encountered. 

NOTE: During scan command execution, the last sector 
on the track must be read for the command to 
terminate properly. For example, if the scan 
sector increment is set to 2, the end of track 
parameter is set to 26, and the scan begins at 
sector 21, sectors 21, 23, and 25 will be 
scanned. The next sector, 27 will not be found 
on the track and an abnormal command ter- 
mination will occur. The command would be 
completed in a normal manner if either a) the 
scan had started at sector 20 or b) the end of 
track parameter had been set to 25. 

^During the Scan command, data is supplied by the proc- 
essor or DMA controller for comparison against the 
data read from the disk. In order to avoid having the 
“overrun error” flag set (bit 4 in Status Register 1), it is 
necessary to have the data available in less than 27 (is 
(FM Mode) or 13 ^s (MFM Mode). If an overrun error 
occurs, the FDC terminates the command. 


Invalid Commands 

If an invalid (undefined) command is sent to the FDC, 
the FDC will terminate the command. No interrupt is 
generated by the 8272 during this condition. Bit 6 and 
bit 7 (DIO and RQM) in the Main Status Register are 
both set indicating to the processor that the 8272 is in 
the result phase and the contents of Status Register 0 
must be read. When the processor reads Status Register 
0 it will find an 80H code indicating that an invalid com- 
mand was received. 

A Sense Interrupt Status command must be sent after a 
Seek or Recalibrate interrupt," otherwise the FDC will 
consider the next command to be an invalid command. 
Also, when the last “hidden” interrupt has been ser- 
viced, further Sense Interrupt Status commands will 
result in invalid command codes. 

In some applications the user may wish to use this com- 
mand as a No-Op command to place the FDC in a 
stand-by or no operation state. 


5. THE DATA SEPARATOR 

As briefly discussed in section 2, LSI disk controllers 
such as the 8272 require external circuitry to generate a 
data window signal. This signal is used within the FDC 
to isolate the data bits contained within the READ 
DATA input signal from the disk drive. (The disk 
READ DATA signal is a composite signal constructed 
from both clock and data information.) After isolating 
the data bits from this input signal, the FDC assembles 
the data bits into 8-bit bytes for transfer to the system 
processor or memory. 

Single Density 

In single-density (FM) recording (Figure 3 ), the bit cell 
is 4 microseconds wide. Each bit cell contains a clock bit 
at the leading edge of the cell. The data bit (if present) is 
always located at the center of the cell. The job of data 
separation is relatively straightforward for single- 
density; simply generate a data window 2 n s wide start- 
ing 1 fis after each clock bit. Since every cell has a clock 
bit, a fixed window reference is available for every data 
bit and because the window is 2 /is wide, a slightly 
shifted data bit will still remain within the data window. 

A single-density data separator with these specifications 
may be easily generated using a digital or analog one- 
shot triggered by the clock bit, 

Double-Density 

Double-density (MFM) bit cells are reduced to 2 /is (in 
order to double the disk data storage capacity). Clock 
bits are inserted into the data stream only if data bits are 
not present in both the current and preceding bit cells 
(Figure 3). The data bit (if present) still occurs at the 
center of the bit cell and the clock bit (if present) still oc- 
curs at the leading edge of the bit cell. 

MFM data separation has two problems. First, only 
some bit cells contain a clock bit. In this manner, MFM 
encoding loses the fixed bit cell reference pulse present 
in FM encoding. Second, the bit cell for MFM is one- 
half the size of the bit cell for FM. This shorter bit cell 
means that MFM cannot tolerate as large a playback 
data-shift (as FM can tolerate) without errors. 

Since most playback data-shift is predictable, the FDC 
can precompensate the write data stream so that 
data/clock pulses will be correctly positioned for subse- 
quent playback. This function is completely controlled 
by the FDC and is only required for MFM recording. 
During write operations, the FDC specifies an early, 
normal, or late bit positioning. This timing information 
is specified with respect to the FDC write clock. Early 
and late timing is typically 125 ns to 250 ns before or 
after the write clock transition (depending on disk drive 
requirements). 


5-486 


207875-002 




APPLICATIONS 


The data separator circuitry for double-density record- 
ing must continuously analyze the total READ DATA 
stream, synchronizing its operation (window genera- 
tion) with the actual clock/data bits of the data stream. 
The data separation circuit must track the disk input 
data frequency very closely— unpredictable bit shifts 
leave less than 50 ns margin to the window edges. 

Phase-Locked Loop 

Only an analog phase-locked loop (PLL) can provide 
the reliability required for a double-density data separa- 
tion circuit. (A phase-locked loop is an electronic circuit 
that constantly analyzes the frequency of an input signal 
and locks another oscillator to that frequency.) Using 
analog PLL techniques, a data separator can be de- 
signed with ± 1 ns resolution (this would require a 100 
MHz clock in a digital phase-locked loop). The analog 
PLL determines the clock and data bit positions by 
sampling each bit in the serial data stream. The phase 
relationship between a data bit and the PLL generated 
data window is constantly fed back to adjust the posi- 
tion of the data window, enabling the PLL to track in- 
put data frequency changes, and thereby reliably read 
previously recorded data from a floppy disk. 

PLL Design 

A block diagram of the phase-locked loop described in 
this application note is shown in Figure 7. Basically, the 
phase-locked loop operates by comparing the frequency 
of the input data (from the disk drive) against the fre- 
quency of a local oscillator. The difference of these fre- 
quencies is used to increase or decrease the frequency of 
the local oscillator in order to bring its frequency closer 
to that of the input. The PLL synchronizes the local 
oscillator to the frequency of the input during the all 
“zeroes” synchronization field on the floppy disk (im- 
mediately preceding both the ID field and the data 
field). 


The PLL consists of nine ICs and is located on page 3 of 
the schematics in the Appendix. The 8272 VCO output 
essentially turns the PLL circuitry on and off. When the 
PLL is off, it “idles” at its center frequency. The VCO 
output turns the PLL on only when valid data is being 
received from the disk drive. The VCO turns the PLL 
on after the read/write head has been loaded and the 
head load time has elapsed. The PLL is turned off in the 
gap between the ID field and the data field and in the 
gap after the data field (before the next sector ID field). 
The GPL parameter in the FDC read and write com- 
mands specifies the elapsed time (number of data bytes) 
that the PLL is turned off in order to blank out discon- 
tinuities that appear in the gaps when the write current is 
turned on and off. The PLL operates with either MFM 
or FM input data. The MFM output from the FDC con- 
trols the PLL operation frequency. 

The PLL consists of six functional blocks as follows: 

1 . Pulse Shaping — A 96LS02 senses a READ DAtA 
pulse and provides a clean output signal to the FDC 
and to the PLL Phase Comparator and Frequency 
Discriminator circuitry. 

2. Phase Comparator — The phase difference be- 
tween the PLL oscillator and the READ DATA input 
is compared. Pump up (PU) and pump down (PD) 
error signals are derived from this phase difference 
and output to the filter. If there is no phase dif- 
ference between the PLL oscillator and the READ 
DATA input, the PU and PD pulse widths are equal. 
If the READ DATA pulse occurs early, the PU dura- 
tion is shorter than the PD duration. If the data pulse 
occurs late, the PU duration is longer than the PD 
duration. 

3. Filter — This analog circuit filters the PU and PD 
pulses into an error voltage. This error voltage is buf- 
fered by an LM358 operational amplifier. 



Figure 7. Phase-Locked Loop Data Separator 
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4. PLL Oscillator — This oscillator is composed of a 
74LS393, 74LS74, and 96LS02. The oscillator fre- 
quency is controlled by the error voltage output by 
the filter. This oscillator also generates the data win- 
dow signal to the FDC. 

5. Frequency Discriminator — This logic tracks the 
READ DATA input; from the disk drive and 
discriminates between the synchronization gap for 
FM recording (250 KHz) and the gap for MFM 
recording (500 KHz). Synchronization gaps im- 
mediately precede address marks. 

6. Start Logic — The function of this logic is to clamp 
the PLL oscillator to its center frequency (2 MHz) 
until the FDC VCO signal is enabled and a valid data 
pattern is sensed by the frequency discriminator. The 
start logic (consisting of a 74LS393 and 74LS74) en- 
sures that the PLL oscillator is started with zero 
phase error. 

PLL Adjustments 

The PLL must be initially adjusted to operate at its 
center frequency with the VCO output off and the ad- 
justment jumper removed. The 5K trimpot should be 
adjusted until the frequency at the test point (Q output 
of the 96LS02) is 2 MHz. The jumper should then be 
replaced for normal operation. 

PLL Design Details 

The following paragraphs describe the operational and 
design details of the phase-locked loop data separator il- 


lustrated in the appendix. Note that the analog section is 
operated from a separately filtered +5V supply. 

Initialization 

As long as the 8272 maintains & low VCO signal, the 
data separator logic is “turned off”. In this state, the 
PLL oscillator (96LS02) is not oscillating and therefore 
the 2XBR signal is constantly low. In addition, the 
pump up (PU) and pump down (PD) signals are inactive 
(PU low and PD high), the CNT8 signal is inactive 
(low), and the filter input voltage is held at 2.5 volts by 
two IMohm resistors between ground and +5 volts. 

Floppy Disk Data 

The data separator frequency discriminator, the input 
pulse shaping circuitry, and the start logic are always 
^enabled and respond to rising edges of the READ DATA 
signal. The rising edge of every data bit from the disk 
drive triggers two pulse shaping one-shots. The first 
pulse shaper generates a stable and well-defined 200 ns 
read data pulse for input to the 8272 and other portions 
of the data separator logic. The second one-shot 
generates a 2.5 /ts data pulse that is used for input data 
frequency discrimination. 

The frequency discriminator operates as illustrated in 
Figure 8. The 2F output signal is active (high) during 
reception of valid MFM (double-density) sync fields on 
the disk while the IF signal is active (high) during recep- 
tion of valid FM (single-density) sync fields. A 
multiplexer (controlled by the 8272 MFM signal) selects 
the appropriate IF or 2F signal depending on the pro- 
grammed mode. 


^a) FM OPERATION: ONE-SHOT TIMES OUT BETWEEN CLOCK PULSES 


FM READ DATA . 




— 

2.5 f/S 

— 







L il 



2F LOW, IF HIGH DURING SYNC DATA INPUT (FM) 


MFM READ DATA 


JUUUUUUUUUU1 


r 2F HIGH, 1 F LOW DURING SYNC DATA INPUT (MFM) 


X = FREQUENCY DISCRIMINATOR SAMPLE POINTS TO GENERATE IF AND 2F SIGNALS 


Figure 8. Input Data Frequency Discrimination 
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Startup 

The data separator is designed to require reception of 
eight valid sync bits (one sync byte) before enabling the 
PLL oscillator and attempting to synchronize with the 
input data stream (see Figure 9). This delay ensures that 
the PLL will not erroneously synchronize outside a valid 
sync field in the data stream if the VCO signal is enabled 
slightly early. The sync bit counter is asynchronously 
reset by the CNTEN signal when valid sync data is not 
being received by the drive. 


Once the VCO signal is active and eight sync bits have 
been counted, the CNT8 signal is enabled. This signal 
turns on the PLL oscillator. Note that this oscillator 
starts synchronously with the rising edge of the disk in- 
put data (because CNT8 is synchronous with the data 
rising edge) and the oscillator also starts at its center fre- 
quency of 2 MHz (because the LM348 filter input is held 
at its center voltage of approximately 2.5 volts). This 
frequency is divided by two and four to generate the 
2XBR signal (1 MHz for MFM and 500 KHz for FM). 


READ DATA - 


VCO - 


PDCLR - 
PUCLR - 


PU ■ 
PD - 


JUULJ1_JLXXJ_JLXJ_J_J_JLJLJI 


FREQ DISC — l 

U U 

2F l 

“LT1 

IF ^ 

_n_f 




innnnrrrinnnnnr^ 


JUTTUTT 


JTTLTLrLr 

~ u u 

_n n 

~ I U Lf - 

_r 


Figure 9. Typical Data Separator Startup Timing Diagram 
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PLL Synchronization 

At this point, the PLL is enabled and begins to syn- 
chronize with the input data stream. This synchroniza- 
tion is accomplished very simply in the following man- 
ner. The pump up (PU) signal is enabled on the rising 
edge of the READ DATA from the disk drive. (When 
the PLL is synchronized with the data stream, this point 
will occur at the same time as the falling edge of the 
2XBR signal as shown in Figure 9). The PU signal is 
turned off and the PD signal is activated on the next ris- 
ing edge of the 2XBR clock. With this scheme, the dif- 
ference between PU active time and the PD active time 
is equal to the difference between the input bit rate and 
the PLL clock rate. Thus, if PU is turned on longer than 
PD is on, the input bit rate is faster than the PLL clock. 

As long as PU and PD are both inactive, no charge is 
transferred to or from the LM358 input holding 
capacitor, and the PLL output frequency is maintained 
(the LM358 operational amplifier has a very high input 
impedance). Whenever PU is turned on, current flows 
from the +5 volt supply through a 20K resistor into the 
holding capacitor. When the PD signal is turned on, 
current flows from the holding capacitor to ground 
through a 20K resistor. In this manner, both the pump 
up and pump down charging rates are balanced. 

The change in capacitor charge (and therefore voltage) 
after a complete PU/PD cycle is proportional to the dif- 
ference between the PU and PD pulse widths and is also 
\ proportional to the frequency difference between the in- 
coming data stream and the PLL oscillator. As the 
capacitor voltage is raised (PU active longer than PD), 
the PLL oscillator time constant (RC of the 96LS02) is 
modified by the filter output (LM358) to raise the 
oscillator frequency. As the capacitor voltage is lowered 
(PD active longer than PD), the oscillator frequency is 
lowered. If both frequencies are equal, the voltage on 
the holding capacitor does not change, and the PLL 
oscillator frequency remains constant. 

6. AN INTELLIGENT DISKETTE 
DATA BASE SYSTEM 

The system described in this application note is designed 
to function as an intelligent data base controller. The 
schematics for this data base unit are presented in Ap- 
pendix A; a block diagram of the unit is illustrated in 
Figure 10. As designed, the unit can access over four 
million bytes of mass storage on four floppy disk drives 
(using a single 8272 FDC); the system can easily be ex- 
panded to four FDC devices (and 16 megabytes of on- 
line disk storage). Three serial data links are also includ- 
ed. These data links may be used by CRT terminals or 
other microprocessor systems to access the data base. 


Processor and Memory 

A high-performance 8088 eight-bit microprocessor 
(operating at 5 MHz with no wait states) controls system 
operation. The 8088 was selected because of its memory 
addressing capabilities and its sophisticated string 
handling instructions. These features improve the speed 
of data base search operations. In addition, these 
capabilities allow the system to be easily upgraded with 
additional memory, disk drives, and if required, a bub- 
ble memory or winchester disk unit. 

The schematics for the basic design provide 8K bytes of 
273 2 A high-speed EPROM program storage and 8K 
bytes of disk directory and file buffer RAM. This 
memory can easily be expanded to 1 megabyte for 
performance upgrades. 

An 8259A Programmable Interrupt Controller (PIC) is 
also included in the design to field interrupts from both 
the serial port and the FDC. This interrupt controller 
provides a large degree of programming flexibility for 
the implementation of data base functions in an asyn- 
chronous, demand driven environment. The PIC allows 
the system to accumulate asynchronous data base re- 
quests from all serial I/O ports while previously 
specified data base operations are currently in progress. 
This feature is made possible by the ability of the 8251 A 
RXRDY signal to cause a processor interrupt. After 
receiving this interrupt, the processor can temporarily 
halt work on existing requests and enter the incoming 
information into a data base request buffer. Once the 
information has been entered into the buffer, the system 
can resume its previous processing. . 

In addition, the PIC permits some portions of data base 
requests to be processed in parallel. For example, once a 
disk record has been loaded into a memory buffer, a 
memory search can proceed in parallel with the loading 
of the next record. After the FDC completes the record 
transfer, the memory search will be interrupted and the 
processor can begin another disk transfer before resum- 
ing the memory search. 

The bus structure of the system is split into three func- 
tional buffered units. A 20-bit address from the proc- 
essor is latched by three-state transparent 74LS373 
devices. When the processor is in control of the address 
and data busses, these devices are output enabled to the 
system buffered address bus. All I/O devices are placed 
directly on the local data bus. Finally, the memory data 
bus is isolated from the local data bus by an 8286 octal 
transceiver. The direction of this transceiver is deter- 
mined by the Memory Read signal, while its output 
enable is activated by a Memory Read or Memory Write 
command. 


1 


5-490 


207875-002 




APPLICATIONS 


DATA BUS 
TRANSCEIVER 



> I VCO.Mf 
READ DATA 



SERIAL I/O PORTS 
(8251 A USARTs) 


[pH 

BAUD 

RATE 


, 

H 

GENERATOR 
(8253 PIT) 


- READY 

- INDEX 

-WRITE PROTECT 
-TWO SIDED 
-FAULT 
-TRACK 0 
-READ DATA 


► DRIVE SELECT 

- DIRECTION 
-STEP 

- WRITE GATE 

- FAULT RfeSET 

► LOW CURRENT 
-SIDE SELECT 

- HEAD LOAD 

► WRITE DATA 


Figure 10. Intelligent Data Base Block Diagram 
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Serial I/O 

The three RS-232-C compatible serial I/O ports operate 
at software-programmable baud rates to 19.2K. Each 
I/O port is controlled by an 8251 A USART (Universal 
Synchronous/ Asynchronous Receiver/Transmitter). 
Each USART is individually programmable for opera- 
tion in many synchronous and asynchronous serial data 
transmission formats (including IBM Bi-sync). In 
operation, USART error detection circuits can check 
for parity, data overrun, and framing errors. An 8253 
Programmable Interval Timer is employed to generate 
the baud rates for the serial I/O ports. 

The Transmitter Ready and Receiver Ready output 
signals of the 8251 As are routed to the interrupt inputs 
of the 825 9A interrupt controller. These signals inter- 
rupt processor execution when a data byte is received by 
a USART and also when the USART is ready to accept 
another data byte for transmission. 

DMA 

The 8272 FDC interfaces to system memory by means of 
an 8237-2 high-speed DMA controller. Transfers be- 
tween the disk controller and memory also operate with 
no wait states when 21 14-3 (150 ns) or faster static RAM 
is used. In operation, the 8272 presents a DMA request 
to the 8237 for every byte of data to be transferred. This 
request causes the 8273 to present a HOLD request to 
the 8088. As soon as the 8088 is able to relinquish 
data/address bus control, the processor signals a HOLD 
acknowledge to the 8237. The 8237 then assumes con- 
trol over the data and address busses. After latching the 
address for the DMA transfer, the 8237 generates 
simultaneous I/O Read and Memory Write commands 
(for a disk read) or simultaneous I/O Write and 
Memory Read commands (for a disk write). At the same 
time, the 8272 is selected as the I/O device by means of 
the DMA acknowledge signal from the 8237. After this 
single byte has been transferred between the FDC and 
memory, the DMA controller releases the data/address 
busses to the 8088 by deactivating the HOLD request. In 
a short period of time (13 ^s for double-density and 27 
/as for single-density) the FDC requests a subsequent 
data transfer. This transfer occurs in exactly the same 
manner as the previous transfer. After all data transfers 
have been completed (specified by the word count pro- 
grammed into the 8237 before the FDC operation was 
initiated), the 8237 signals a terminal count (EOP pin). 
This terminal count signal informs the 8272 that the 
data transfer is complete. Upon reception of this ter- 
minal count signal, the 8272 halts DMA requests and 
initiates an “operation complete’ ’ interrupt. 

Since the system is designed for 20-bit addressing, a 
four-bit DMA-address latch is included as a processor 


addressable I/O port. The processor writes the upper 
four DMA address bits before a data transfer. When the 
DMA controller assumes bus control, the contents of 
this latch are output enabled on the upper four bits of 
the address bus. The only restriction in the use of this 
address latch is that a single disk read or write transfer 
cannot cross a 64K memory boundary. 

i 

Disk Drive Interface 

The 8272 FDC may be interfaced to a maximum of four 
eight-inch floppy disk drives. Both single- and double- 
density drives are accommodated using the data separa- 
tion circuit described in section 5. In addition, single- or 
dual-sided disk drives may be used. The 8272 is driven 
by an 8 MHz crystal controller clock produced by an 
8224 clock generator. 

Drive select signals are decoded by means of a 74LS139 
from the DSO, DS1 outputs of the FDC. The fault reset, 
step, low current, and direction outputs to the disk 
drives are generated from the FR/STEP, LCT/DIR, 
and RW/SEEK FDC output signals by means of a 
74LS240. The other half of the 74LS240 functions as an 
input multiplexer for the disk write protect, two-sided, 
fault, and track zero status signals. These signals are 
multiplexed into the WP/TS and FLT/TRKO inputs to 
the 8272. 

The 8272 write clock (WR CLK) is generated by a ring 
counter/multiplexer combination. The write clock fre- 
quency is 1 MHz for MFM recording and 500 KHz for 
FM recording (selected by the MFM output of the 
8272). The pulse width is a constant 250 ns. The write 
clock is constantly generated and input to the FDC (dur- 
ing both read and write operations). The FDC write 
enable output (WE) is transmitted directly to the write 
gate disk drive input. 

Write data to the disk drive is preshifted (according to 
the PS0, PS1 FDC outputs) by the combination of a 
74LS175 four-bit latch and a 74LS153 multiplexer. The 
amount of preshift is completely controlled within the 
8272 FDC. Three cases are possible: the data may be 
written one clock cycle early, one clock cycle late, or 
with no preshift. The data preshift circuit is activated by 
the FDC only in the double-density mode. The preshift 
is required to cancel predictable playback data shifts 
when recorded data is later read from the floppy disk. 

A single 50-conductor flat cable connects the board to 
the floppy disk drives. FDC outputs are driven by 7438 
open collector high-current line-drivers. These drivers 
are resistively terminated on the last disk drive by means 
of a 150 ohm resistor to +5V. The line receivers are 7414 
Schmitt triggered inverters with 150 ohm pull-up 
resistors on board. 
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7. SPECIAL CONSIDERATIONS 

This section contains a quick review of key features and 
issues, most of which have been mentioned in other sec- 
tions of this application note. Before designing with the 
8272 FDC, it is advisable that the information in this 
section be completely understood. 

1. Multi-Sector Transfers 

The 8272 always operates in a multi-sector transfer 
mode. The 8272 continues to transfer data until the TC 
input is activated. In a DMA configuration, the TC in- 
put of the 8272 must always be connected to the 
EOP/TC output of the DMA controller. When multiple 
DMA channels are used on a single DMA controller, 
EOP must be gated with the select signal for the proper 
FDC. If the TC signal is not gated, a terminal count on 
another channel will abort FDC operation. 

In a processor driven configuration with no DMA con- 
troller, the system must count the transfers and supply a 
TC signal to the FDC. In a DMA environment, ORing a 
programmable TC with the TC from the DMA con- 
troller is a convenient means of ensuring that the proc- 
essor may always gain control of the FDC (even if the 
diskette system hangs up in an abnormal manner). 

2. Processor Command/Result Phase Interface 

In the command phase, the processor must write the ex- 
act number of parameters in the exact order shown in 
Table 5. During the result phase, the processor must 
read the complete result status. For example, the For- 
mat Track command requires six command bytes and 
presents seven result bytes. The 8272 will not accept a 
new command until all result bytes are read. Note that 
the number of command and result bytes varies from 
command-to-command. Command and result phases 
cannot be shortened. 

During both the command and result phases, the Main 
Status Register must be read by the processor before 
each byte of information is read from, or written to, the 
FDC Data Register. Before each command byte is writ- 
ten, DIO. (bit 6) must be low (indicating a data transfer 
from the processor) and RQM (bit 7) must be high (in- 
dicating that the FDC is ready for data). During the 
result phase, DIO must be high (indicating a data 
transfer to the processor) and RQM must also be high 
(indicating that data is ready for the processor). 

NOTE: After the 8272 receives a command byte, the 
RQM flag may remain set for 12 microseconds 
(with an 8 MHz clock). Software should not at- 
tempt to read the Main Status Register before 
this time interval has elapsed; otherwise, the 
software will erroneously assume that the FDC 
is ready to accept the next byte. 


3. Sector Sizes 

The 8272 does not support 128 byte sectors in the MFM 
(double-density) mode. 

4. Write Clock 

The FDC Write Clock input (WR CLK) must be present 
at all times. 

5. Reset 

The FDC Reset input (RST) must be held active during 
power-on reset while the RD and WR inputs are active. 
If the reset input becomes inactive while RD and WR 
are still active, the 8272 enters the test mode. Once ac- 
tivated, the test mode can only be deactivated by a 
power-down condition. 

6. Drive Status 

The 8272 constantly polls (starting after the power-on 
reset) all drives for changes in the drive ready status. At 
power-on, the FDC assumes that all drives are not 
ready. If a drive application requires that the ready line 
be strapped active, the FDC will generate an interrupt 
immediately after power is applied. 

7. Gap Length 

Only the gap 3 size is software programmable. All other 
gap sizes are fixed. In addition, different gap 3 sizes 
must be specified in format, read, write, and scan com- 
mands. Refer to Section 3 and Table 9 for gap size 
recommendations. 

8. Seek Command 

The drive busy flag in the Main Status Register remains 
set after a Seek command is issued until the Sense Inter- 
rupt Status command is issued (following reception of 
the seek complete interrupt). 

The FDC does not perform implied seeks. Before issu- 
ing data read or write commands, the read/write head 
must be positioned over the correct cylinder. If the head 
is not positioned correctly, a cylinder address error is 
generated. 

After issuing a step pulse, the 8272 resumes drive status 
polling. For correct stepper operation in this mode, the 
stepper motor must be constantly enabled. (Most drives 
provide a jumper to permit the stepper motor to be con- 
stantly enabled.) 

9. Step Rate 

The 8272 can emit a step pulse that is one millisecond 
faster than the rate programmed by the SRT parameter 
in the Specify command. This action may cause subse- 
quent sector not found errors. The step rate time should 
be programmed to be 1 ms longer than the step rate time 
required by the drive. 

10. Cable Length 

A cable length of less than 10 feet is recommended for 
drive interfacing. 
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11. Scan Commands 

The current 8272 has several problems when using the 
scan commands. These commands should not be used at 
this time. 

12. Interrupts 

When the processor receives an interrupt from the FDC, 
the FDC may be reporting one of two distinct events: 

a) The beginning of the result phase of a previously re- 
quested read, write, or scan command. 

b) An asynchronous event such as a seek/recalibrate 
completion, an attention, an abnormal command 
termination, or an invalid command. 

These two cases are distinguished by the FDC busy flag 
(bit 4) in the Main Status Register. If the FDC busy flag 
is high, the interrupt is of type (a). If the FDC busy flag 
is low, the interrupt was caused by an asynchronous 
event (b). 

A single interrupt from the FDC may signal more than 
one of the above events. After receiving an interrupt, 
the processor must continue to issue Sense Interrupt 
Status commands (and service the resulting conditions) 
until an invalid command code is received. In this man- 
ner, all “hidden” interrupts are ferreted out and 
serviced. 

13. Skip Flag (SK) 

The skip flag is used during the execution of Read Data, 
Read Deleted Data, Read Track, and various Scan com- 
mands. This flag permits the FDC to skip unwanted sec- 
tors on a disk track. 

When performing a Read Data, Read .Track, or Scan 
command, a high SK flag indicates that the FDC is to 
skip over (not transfer) any sector containing a deleted 
data address mark. A low SK flag indicates that the 
FDC is to terminate the command (after reading all the 
data in the sector) when a deleted data address mark is 
encountered. 

When performing a Read Deleted Data command, a 
high SK flag indicates that sectors containing normal 
data address marks are to be skipped. Note that this is 
just the opposite situation from that described in the last 
paragraph. When a data address mark is encountered 
during a Read Deleted Data command (and the SK flag 


is low), the FDC terminates the command after reading 
all the data in the sector. 

14. Bad Track Maintenance 

The 8272 does not internally maintain bad track infor- 
mation. The maintenance of this information must be 
performed by system software. As an example of typical 
bad track operation, assume that a media test deter- 
mines that track 3 1 and track 66 of a given floppy disk 
are bad. When the disk is formatted for use, the system 
software formats physical track 0 as logical cylinder 0 
(C = 0 in the command phase parameters), physical 
track 1 as logical track 1 (C=l), and so on, until 
physical track 30 is formatted as logical cylinder 30 
(C = 30). Physical track 31 is bad and should be format- 
ted as logical cylinder FF (indicating a bad track). Next, 
physical track 32 is formatted as logical cylinder 31, and 
so on, until physical track 67 is formatted as logical 
cylinder 64. Next, bad physical track 66 is formatted as 
logical cylinder FF (another bad track marker), and 
physical track 67 is formatted as logical cylinder 65. 
This formatting continues until the last physical track 
(77) is formatted as logical cylinder 75. Normally, after 
this formatting is complete, the bad track information is 
stored in a prespecified area on the floppy disk (typical- 
ly in a sector on track 0) so that the system will be able 
to recreate the bad track information when the disk is 
removed from the drive and reinserted at some later 
time. 

To illustrate how the system software performs a 
transfer operation disk with bad tracks, assume that the 
disk drive head is positioned at track 0 and the disk 
described above is loaded into the drive. If a command 
to read track 36 is issued by an application program, the 
system software translates this read command into a 
seek to physical track 37 (since there is one bad track 
between 0 and 36, namely 31) followed by a read of 
logical cylinder 36. Thus, the cylinder parameter C is set 
to 37 for the Seek command and 36 for the Read Sector 
command. 

15. Head Load versus Head Settle Times 

The 8272 does not permit separate specification of the 
head load time and the head settle time. When the 
Specify command is issued for a given disk drive, the 
proper value for the HLT parameter is the maximum of 
the head load time and the head settle time. 
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Power Distribution 


Part 

Ref Desig 

+5 

GND 

+ 12 

-12 

8088 

A2 

40 

1,20 



8224 

16 

9,16 

8 



8237-2 

A6 

31 

20 



8251 A 

A9,B9,C9 

26 

4 



8253-5 

A10 

24 

12 



8259A 

BIO 

28 

14 



8272 

DIO 

40 

20 



8284 

A1 

18 

9 



8286 

B6,F4 

20 

10 



2114 

FI ,F2,G1 ,G2,H1 ,H2,I1 ,12 

18 

9 



2732A 

D1,D2 

24 

12 



74LS00 

El 

14 

7 



74LS04 

B2,E6,E8,F8 

14 

7 



74LS27 

E2,E5 

14 

7 



74LS32 

B1 

14 

7 



74LS74 

A4,G5,H6 

14 

7 



74LS138 

F3 

16 

8 



74LS139 

E10 

16 

8 



74LS153 

13 

16 

8 



74LS157 

F6 

16 

8 



74LS164 

F5 

14 

7 



74LS173 

G3 

16 

8 



74LS175 

G4 . " 

16 

8 



74LS240 

G10 

20 

10 



74LS257 

D3 

16 

8 



74LS367 

C3,E9 

16 

8 



74LS373 

B4,C4,D4,C6 

20 

10 



74LS393 

15, F7 

14 

7 



74S08 

E4 

14 

7 



74S138 

D6,E3 

16 

8 



7414 

H7 

14 

7 



7438 

H8,H9,H10 

14 

1 



1488 

H3 


1 

14 

1 

1489 

H4 

14 

1 



96LS02 

G7 

16 

8 



96LS02 

G6 



16 

8 

LM358 

H5 



8 

4 
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1. Introduction 

Disk interface software is a major contributor to the efficient and reliable 
operation of a floppy disk subsystem. This software must be a well-designed 
compromise between the needs of the application software modules and the 
capabilities of the floppy disk controller (FDC) . In an effort to meet these 
requirements, the implementation of disk interface software is often divided 
into several levels of abstraction. The purpose of this application note is 
to define these software interface levels and describe the design and imple- 
mentation of a modular and flexible software driver for the 8272 FDC. This 
note is a companion to AP-116, "An Intelligent Data Base System Using the 
8272." 


The Physical Interface Level 

The software interface level closest to the FDC hardware is referred to as the 
physical interface level. At this level, interface modules (often called disk 
drivers or disk handlers) communicate directly with the FDC device. Disk drivers 
accept floppy disk commands from other software modules, control and monitor the 
FDC execution of the commands, and finally return operational status information 
(at command termination) to the requesting modules. 

In order to perform these functions, the drivers must support the bit/byte level 
FDC interface for status and data transfers. In addition, the drivers must field, 
classify, and service a variety of FDC interrupts. 


The Logical Interface Level 

System and application software modules often specify disk operation parameters 
that are not directly compatible with the FDC device. This software incompati- 
bility is typically caused by one of the following: 

1. The change from an existing FDC to a functionally equivalent 
design. Replacing a TTL based controller with an LSI device is 

x an example of a change that may result in software incompati- 

bilities. 

2. The upgrade of an existing FDC subsystem to a higher capability 
design. An expansion from a single-sided, single-density sys- 
tem to a dual-sided, double-density system to increase data 
storage capacity }.s an example of such a system change. 

3. The abstraction of the disk software interface to avoid redun- 
dancy. Many FDC parameters (in particular the density, gap 
size, number of sectors per track and number of bytes per 
sector) are fixed for a floppy disk (after formatting) . In 
fact, in many systems these parameters are never changed during 
the life of the system. 
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4. The requirement to support a software interface that is inde- 
pendent of the type of disk attached to the system. In this 
case, a system generated ("logical") disk address (drive, head, 
cylinder, and sector numbers) must be mapped into a physical 
floppy disk address. For example, to switch between single- 
and dual-sided disks, it may be easier and more cost-effective 
for the software to treat the dual-sided disk as containing 
twice as many sectors per track (52) rather than as having two 
sides. With this technique, accesses to sectors 1 through 26 
are mapped onto head 0 while accesses to sectors 27 through 52 
are mapped onto head 1. 

5. The necessity of supporting a bad track map. Since bad tracks 
depend on the disk media, the bad track mapping varies from 
disk to disk. In general, the system and application software 
should not -be concerned with calculating bad track parameters. 
Instead, these software modules should refer to cylinders 
logically (0 through 76) . The logical interface level pro- 
cedures must map these cylinders into physical cylinder posi- 
tions in order to avoid the bad tracks. 

The key to logical interface software design is the mapping of the "logical disk 
interface" (as seen by the application software) into the "physical disk inter- 
face" (as implemented by the floppy disk drivers) . This logical to physical 
mapping is tightly coupled to system software design and the mapping serves to 
isolate both applications and system software from the peculiarities of the FDC 
device. Typical logical interface procedures are described in Table 1. 


The File System Interface Level 

The file system typically comprises the highest level of disk interface software 
used by application programs. The file system is designed to treat the disk as 
a collection of named data areas (known as files) . These files are cataloged in 
the disk directory. File system interface software permits the creation of new 
files and the deletion of existing files under software control. When a file is 
created, its name and disk address are entered into the directory; when a file is 
deleted, its name is removed from the directory. Application software requests 
the use of a file by executing an OPEN function. Once opened, a file is 
normally reserved for use by the requesting program or task and the file cannot 
be reopened by other tasks. When a task no longer needs to use an open file, 
the task closes the file, releasing it for use by other tasks. 

Most file systems also support a set of file attributes that can be specified 
for each file. File attributes may be used to protect files (e.g., the WRITE 
PROTECT attribute ensures that an existing file cannot accidentally be over- 
written) and to supply system configuration information (e.g., a FORMAT attri- 
bute may specify that a file should automatically be created on a new disk 
when the disk is formatted) . 

At the file system interface level, application programs need not be explicitly 
aware of disk storage allocation techniques, block sizes, or file coding strate- 
gies. Only a "file name" must be presented in order to open, read or write, 
and subsequently close a file. Typical file system functions are listed in 
Table 2. 


v 
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Table Is Examples of Logical Interface Procedures 


Name 

Description 

FORMAT DISK 

Controls physical disk formatting for all tracks on a disk. 
Formatting adds FDC recognized cylinder, head, and sector 
addresses as well as address marks and data synchronization 
fields (gaps) to the floppy disk media. 

RECALIBRATE 

Moves the disk read/write head to track 0 (at the outside 
edge of the disk) . 

SEEK 

Moves the disk read/write head to a specified logical 
cylinder. The logical and physical cylinder numbers may 
be different if bad track mapping is used. 

READ STATUS 

Indicates the status of the floppy disk drive and media. One 
important use of this procedure is to determine whether a 
floppy disk is dual- sided. 

READ SECTOR 

Reads one or more complete sectors starting at a specified 
disk address (drive, head, cylinder, and sector). 

WRITE SECTOR 

Writes one or more complete sectors starting at a specified 
disk address (drive, head, cylinder, and sector). 
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Table 2: Disk File System Functions 


Name 

Description 

OPEN 

prepare a file for processing. If the file is to be opened for 
. input and the file name is not found in the directory, an error 
is generated. If the file is opened for output and the file name 
is not found in the directory, the file is automatically created. 

CLOSE 

Terminate prpcessing of an open file. 

READ 

- \ 1 

Transfer data from an open file to memory. The READ function is 
often designed to buffer one or more sectors of data from the disk 
drive and supply this data to the requesting program, as required. 

WRITE 

, Transfer data from memory to an open file. The WRITE function is 

often designed to buffer data from the application program until 
enough data is available to fill a disk sector. 

CREATE 

Initialize a file and enter its name and attributes into the 
file directory. 

DELETE 

Remove a file from the directory and release its storage space. 

RENAME 

Change the name of a file in the directory. 

ATTRIBUTE 

Change the attributes of a file. 

LOAD 

Read a file of executable code into memory. 

INITDISK 

Initialize a disk by formatting the media and establishing the 
directory file, the bit map file, and other system files. 
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Scope of this Note 

This application note directly addresses the logical and physical interface 
levels. A complete 8272 driver (including interrupt service software) is 
listed in Appendix A. In addition, examples of recalibrate, seek, format, 
read, and write logical interface level procedures are included as part of 
the exerciser program found in Appendix B. Wherever possible, specific 
hardware configuration dependencies are parametized to provide maximum flexi- 
bility without requiring major software changes. 
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2. Disk I/O Techniques 

One of the most important software aspects of disk interfacing is the fixed sector 
size. (Sector sizes are fixed when the disk is formatted.) Individual bytes of 
disk storage cannot be read/written; instead, complete sectors must be trans- 
ferred between the floppy disk and system memory.^ 

Selection of the appropriate sector size involves a tradeoff between memory 
size, disk storage efficiency, and disk transfer efficiency. Basically, the 
following factors must be weighed: 

1. Memory size. The larger the sector size, the larger the memory 
area that must be reserved for use during disk I/O transfers. 

For example, a IK byte disk sector size requires that at least 
one IK memory block be reserved for disk I/O. 

2. Disk Storage efficiency. Both very large and very small sectors 
can waste disk storage space as follows. In disk file systems, 
space must be allocated somewhere on the disk to link the sectors 
of each file together. If most files are composed of many small 
sectors, a large amount of linkage overhead information is re- 
quired. At the other extreme, when most files are smaller than a 
single disk sector, a large amount of space is wasted at the 

end of each sector. 

3. Disk transfer efficiency. A file composed of a few large sectors 
can be transferred to/from memory more efficiently (faster and 
with less overhead) than a file composed of many small sectors. 

Balancing these considerations requires knowledge of the intended system appli- 
cations. Typically, for general purpose systems, sector sizes from 128 bytes 
to IK bytes are used. For compatibility between single-density and double- 
density recording with the 8272 floppy disk controller, 256 byte sectors or 512 
byte sectors are most useful. 

FDC Data Transfer Interface 

Three distinct software interface techniques may be used to interface system mem- 
ory to the FDC device during sector data transfers: 

1. DMA - In a DMA implementation, the software is only required 
to set up the DMA controller memory address and transfer count, 
and to initiate the data transfer. The DMA controller hardware 
handshakes with the processor/system bus in order to perform 
each data transfer. 

2. Interrupt Driven - The FDC generates an interrupt when a data 
byte is ready to be transferred to memory, or when a data byte 
is needed from memory. It is the softwares responsibility to 
perform appropriate memory reads/writes in order to transfer 
data from/ to the FDC upon receipt of the interrupt. 

3. Polling - Software responsibilities in the polling mode are 
identical to the responsibilities in the interrupt driven mode. 

The polling mode, however, is used when interrupt service over- 
head (context switching) is too large to support the disk data 
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rate. In this mode, the software determines when to transfer 
data by continually polling a data request status flag in the 
FDC status register. 

The DMA mode has the advantage of permitting the processor to continue executing 
instructions while a disk transfer is in progress. (This capability is especially 
useful in multiprogramming environments when the operating system is designed to 
permit other tasks to execute while a program is waiting for I/O.) Modes 2 and 
3 are often combined and described as non-DMA operating modes. Non-DMA modes 
have the advantage of significantly lower system cost, but are often perform- 
ance limited for double-density systems (where data bytes must be transferred 
to/from the FDC every 16 microseconds) . 


Overlapped Operations 

Some FDC devices support simultaneous disk operations on more than one disk 
drive. Normally seek and recalibrate operations can be overlapped in this 
manner. Since seek operations on most floppy drives are extremely slow, this 
mode of operation can often be used by the system software to reduce overall 
disk access times. 


Buffers 

The buffer concept is an extremely important element in advanced disk I/O 
strategies. A buffer is nothing more than a memory area containing the same 
amount of data as a disk sector contains. Generally, when an application pro- 
gram requests data from a disk, the system software allocates a buffer (memory 
area) and transfers the data from the appropriate disk sector into the buffer. 
The address of the buffer is then returned to the application software. In the 
same manner, after the application program has filled a buffer for output, 
the buffer address is passed to the system software, which writes data from the 
buffer into a disk sector. In multitasking systems, multiple buffers may be 
allocated from a buffer pool. In these systems, the disk controller is often 
requested to read ahead and fill additional data buffers while the application 
software is processing a previous buffer. Using this technique, system software 
attempts to fill buffers before they are needed by the application programs, 
thereby eliminating program waits during I/O transfers. Figure 1 illustrates 
the use of multiple buffers in a ring configuration. 
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BUFFER #1 
BEING 
FILLED 




a) The first disk read request by the application software causes the disk subsystem to begin filling 
the first empty buffer. The application software must wait until the buffer is filled before it may 
continue execution. 


Figure 1. Using Multiple Memory Buffers for Disk I/O 
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BUFFER #2 
BEING 
FILLED 




b) After the first buffer is filled, the disk system continues to transfer disk data into the next buffer 
while the application software begins operating on the first full buffer. 


Figure 1. Using Multiple Memory Buffers for Disk I/O (Continued) 
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ACTIVE 


DISK 

SUBSYSTEM 


c) When ail empty buffers have been filled, disk activity is stopped until the application software 
releases one or more buffers for reuse. 

i 


AFN-01949A 


Figure 1. Using Multiple Memory Buffers for Disk I/O (Continued) 
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Figure 1. Using Multiple Memory Buffers for Disk I/O (Continued) 
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3. THE 8272 FLOPPY DISK CONTROLLER 

The 8272 is a single-chip LSI Floppy Disk Controller (FDC) that implements both 
single- and double- density floppy disk storage subsystems (with up to four 
dual-sided disk drives per FDC) . The 8272 supports the IBM 3740 single-density 
recording format (FM) and the IBM System 34 double-density recording format 
(MFM) . The 8272 accepts and executes high-level disk commands such as format 
track, seek, read sector, and write sector. All data synchronization and error 
checking is automatically performed by the FDC to ensure reliable data storage 
and subsequent retrieval. The 8272 interfaces to microprocessor systems with 
or without Direct Memory Access (DMA) capabilities and also interfaces to a 
large number of commercially available floppy disk drives. 


Floppy Disk Commands 


The 8272 executes fifteen high-level disk interface commands: 


Specify 

Sense Drive Status 
Sense Interrupt Status 
Seek 

Recalibrate 
Format Track 
Read Data 
Read Deleted Data 


Write Data 

Write Deleted Data 

Read Track 

Read ID 

Scan Equal 

Scan High or Equal 

Scan Low or Equal 


Each command is initiated by a multi-byte transfer from the driver software 
to the FDC (the transferred bytes contain command and parameter information) . 
After complete command specification, the FDC automatically executes the 
command. The command result data (after execution of the command) may require a 
multi-byte transfer of status information back to the driver. It is con- 
venient to consider each FDC command as consisting of the following three phases: 


Command Phase: The driver transfers to the FDC all the information 

required to perform a particular disk operation. The 
8272 automatically enters the command phase after 
RESET and following the completion of the result 
phase (if any) of a previous command. 

Execution Phase: The FDC performs the operation as instructed. The 

execution phase is entered immediately after the 
last command parameter is written to the FDC in the 
preceding command phase. The execution phase 
normally ends when the last data byte is transferred 
to/from the disk or when an error occurs. 


Result Phase: After completion of the disk operation, status and 

other housekeeping information are made avail- 
able to the driver software. After this information is 
read, the FDC reenters the command phase and is ready 
to accept another command. 
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Interface Registers 

To support information transfer between the FDC and the system software, the 
8272 contains two 8-bit registers: the Main Status Register and the Data 

Register, The Main Status Register (read only) contains FDC status information 
and may be accessed at any time. The Main Status Register (Table 3) provides 
the system processor with the status of each disk drive, the status of the 
FDC, and the status of the processor interface. The Data Register (read/write) 
stores data, commands, parameters, and disk drive status information. The Data 
Register is used to program the FDC during the command phase and to obtain 
result information after completion of FDC operations. 

In addition to the Main Status Register, the FDC contains four additional 
status registers (STO, STl, ST2, and ST3) • These registers are only available 
during the result phase of a command. 


Command/Result Phases 

Table 4 lists the 8272 command set. For each of the fifteen commands, command 
and result phase data transfers are listed. A list of abbreviations used in 
the table is given in Table 5, and the contents of the result status registers 
(ST0-ST3) are illustrated in Table 6. 

The bytes of data which are sent to the 8272 by the drivers during the command 
phase, and are read out of the 8272 in the result phase, must occur in the order 
shown in Table 4. That is, the command code must be sent first and the other 
bytes sent in the prescribed sequence. All bytes of the command and result 
phases must be read/written as described. After the last byte of data in the 
command phase is sent to the 8272 the execution phase automatically starts. In 
a similar fashion, when the last byte of data is read from the 8272 in the 
result phase, the result phase is automatically ended and the 8272 reenters the 
command phase. 

It is important to note that during the result phase all bytes shown in Table 4 
must be read. The Read Data command, for example, has seven bytes of data in the 
result phase. All seven bytes must be read in order to successfully complete 
the Read Data command. The 8272 will not accept a new command until all seven 
bytes have been read. The number of command and result bytes varies from 
command- to-command . 

In order to read data from, or write data to, the Data Register during the 
command and result phases, the software driver must examine the Main Status 
Register to determine if the Data Register is available. The DIO (bit 6) and 
RQM (bit 7) flags in the Main Status Register must be low and high, respective- 
ly, before each byte of the command word may be written into the 8272. Many of 
the commands require multiple bytes, and as a result, the Main Status Register 
must be read prior to each byte transfer to the 8272. To read status bytes 
during the result phase, DIO and RQM in the Main Status Register must both be 
high. Note, checking the Main Status Register in this manner before each byte 
transfer to/from the 8272 is required only in the command and result phases, 
and is NOT required during the execution phase. 
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Table 3: Main Status Register Bit Definitions 


BIT 

NUMBER 

SYMBOL 

DESCRIPTION 

0 

D o B 

Disk Drive 0 Busy. Disk Drive 0 is seeking. 

1 

D 1 B 

Disk Drive 1 Busy. Disk Drive 1 is seeking. 

2 

D 2 B 

Disk Drive 2 Busy. Disk Drive 2 is seeking. 

3 

D 3 B 

Disk Drive 3 Busy. Disk Drive 3 is seeking. 

4 

CB 

FDC Busy. A read or write command is in progress. 

5 

NDM 

Non-DMA Mode. The FDC is in the non-DMA mode when this flag is 
set (1) . This flag is set only during the execution phase of 
commands in the non-DMA mode. Transition of this flag to a 
zero (0) indicates that the execution phase has ended. 

6 

DIO 

Data Input/Output. Indicates the direction of a data transfer 
between the FDC and the Data Register. When DIO is set (1), data 
is read from the Data Register by the processor; when DIO is 
reset (0), data is written from the processor to the Data Register. 

7 

RQM 

Request for Master. When set (1) , this flag indicates that 
the Data Register is ready to send data to, or receive data 
from, the processor. . 
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Table 4: 8272 Command Set 


PHASE 

R/W 

DATA BUS 

REMARKS 

PHASE 

R/W 

DATA BUS 

REMARKS 

°7 d 6 °5 d 4 °3 °2 d 1 D 0 

d 7 d 6 °5 °4 °3 d 2 D 1 d 0 

READ DATA 

( READ A TRACK 

Command 

Execution 

Result 

W 

w 

w 

w 

w 

w 

w 

w 

w 

R 

R 

R 

R 

R 

R 

R 

MT MFM SK 0 0 1 1 0 

0 0 0 0 0 HDS DS1 DSO 

C 

Command Codes 

Sector ID information 
prior to Command 
execution 

Data transfer 
between the FDD 
and the main-system* 

Status information 
after Command 
execution 

Sector ID information 
after command 
execution 

Command 

Execution 

Result 

W 

w 

w 

w 

w 

w 

w 

w 

w 

R 

R 

R 

R 

R 

R 

R 

0 MFM SK 0 0 0 1 0 

0 0 0 0 0 HDS DS1 DSO 

C 

Command Codes 

Sector ID information 
prior to Command 
execution 

Data transfer 
between the FDD 
and the main-system. 
FDC reads the 
complete track 
contents from the 
physical index 
mark to EOT 

Status information 
after Command 
t execution 

Sector ID information 
after Command 
execution 

H 

H 

R 

R 

N 

N 

EOT 

EOT 

GPL 

GPL 

DTL ' 

DTL 

STO 
ST 1 
ST 2 
C 
H 
R 

STO 

N 

ST 1 



READ DELETED DATA 1 

C 

Command 

Execution 

Result 

W 

W 

W 

W 

W 

W 

W 

W 

W 

R 

R 

R 

R 

R 

R 

R 

MT MFM SK 0 1 10 0 

0 0 0 0 0 HDS DS1 DSO 

Command Codes 

Sector ID information 
prior to Command 
execution 

Data transfer 
between the FDD 
and the main-system 

Status information 
after Command 
execution 

Sector ID information 
after Command 
execution 

H 

R 

N 

H 

READ ID 

R 

Command 

Execution 

Result 

W 

W 

R 

R 

R 

R 

VR 

R 

R 

0 MFM 001010 
0 0 0 0 0 HDS DS1 DSO 

STO 

Command Codes 

The first correct ID 
information on the 
track is stored in 
Data Register 

Status information 
after Command 
execution 

Sector ID information 
during Execution 
Phase 

N 

EC 1 
GPL 
DTL 

STO 

ST 1 

ST 1 

ST 2 

ST 2 

C 

C 

H 

H 

R 

R 

N 

N 



WRITE DATA 

j FORMAT A TRACK 

Command 

W 

MT MFM 0 0 0 1 0 1 

Command Codes 

Command 

W 

0 MFM 001101 

Command Codes 


W 

0 0 0 0 0 HDS DS1 DSO 



W 

0 0 0 0 0 HDS DS1 DSO 



W 

C 



W 

N 

Bytes/Sector 



H 



W 

SC 

Sectors/T rack 


W 

R 

execution 


W 

GPL 

Gap 3 


W 

N 


W 

D 

Filter Byte 


W 

EOT 







W 

GPL 


Execution 



FDC formats an 


W 

DTL 





entire track 

Execution 



Data transfer 

Result 

R 

STO 

Status information 




between the main- 


R 

ST 1 

after Command 




system and the FDD 


R 

ST 2 

execution 

Result 





R 

C 




after Command 


R 

H 

In this case, the ID 



ST 2 


R 

R 

information has no 


R 

C 



R 

N 

meaning 


R 

H 

Sector ID information 



SCAN EQUAL 



R 

R 







R 

N 

execution 

Command 

W 

MT MFM SK 1 0 0 0 1 

Command Codes 

[ WRITE DELETED DATA 


W 

0 0 0 0 0 HDS DS1 DSO 









Command 

W 

MT MFM 0 0 1 0 0 1 

Command Codes 


W 

H 

prior to Command 


W 

0 0 0 0 0 HDS DS1 DSO 



W 

R 

execution 


W 

C 



W 

N 



w 

H 



W 

EOT 



w 

R 



W 

GPL 



w 

N 



W 

STP 



w 

EOT 







w 

GPL 


Execution 



Data compared 


w 

DTL 





between the FDD 









Execution 



Data transfer 








between the FDD 

Result 

R 

STO 

Status information 




and the mam-system 


R 

ST 1 

after Command 

Result 

R 

STO 

Status information 


R 

ST 2 

execution 


R 

ST 1 











R 

H 

Sector ID information 


R 

C 



R 

R 

after Command 


R 

H 



R 

N 

execution 


R 

R 

after Command 






R 

N 

execution 






Note 1 Aq= 1 for all operations 
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PHASE 

R/W 

DATA BUS 

REMARKS 

°7 °6 °5 °4 d 3 d 2 d 1 d 0 

| SCAN LOW OR EQUAL j | 

Command 

W 

MT MFM SK 1 1 0 0 1 

Command Codes 


w 

0 0 0 0 0 HDS DS1 DSO 



w 

C 

Sector ID information 


w 

H 

prior Command 


w 

R 



w 

N 



w 

EOT 



w 

GPL 



w 

STP 


Execution 



Data compared 




between the FDD 




and the main-system 

Result 

R 

ST0 

Status information 


R 

ST 1 

after Command 


R 

ST 2 

execution 


R 

C 



R 

H 

Sector ID information 


R 

R 



R 

N 

execution 

SCAN HIGH OR EQUAL j[ 

Command 

W 

MT MFM SK 1 1 1 0 1 

Command Codes 


W 

0 0 0 0 1 0 HDS DS1 DSO 



W 

C 



W 

H 

prior Command 


W 

R 

execution 


W 

N 



W 

EOT 



W 

GPL 



W 

STP 


Execution 



Data compared 




between the FDD 




and the main-system 

Result 

R 

ST0 

Status information 


R 

ST 1 

after Command 


R 

ST 2 

execution 


R 

C 



R 

H 

Sector ID information 


R 

R 

after Command 


R 

N 

execution 


PHASE R/W 


DATA BUS 


D7 Dg D5 D4 D3 D2 D-j Dq 


RECALIBRATE 


W 

0 

0 

0 

0 

0 

1 1 1 

Command Codes 

W 

0 

0 

0 

0 

0 

0 DS1 DSO 

Head retracted to 
Track 0 


Command 

Result 


SENSE INTERRUPT STATUS 


W 

O 

O 

O 

O 

O 

O 

O 

Command Codes 

R 

ST0 


R 

C 

the end of each seek 



operation about the 



FDC 


_ SPT 

HLT . 


0 1 
HUT 


Command Codes 
Timer Settings 


SENSE DRIVE STATUS 


0 0 0 1 0 0 

0 0 0 HDS DS1 DSO 

ST 3 


Command Codes 


Status information 
about the FDD 


SEEK 


0 1111 
0 0 HDS DS1 DSO 

_ C 


Command Codes 


Head is positioned 
over proper Cylinder 
on Diskette 


Invalid Command 
Codes (NoOp— FDC 
goes into Standby 
State) 

ST 0 = 80 

(16) 


1 
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Table 5: Command/Result Parameter Abbreviations 


SYMBOL 

DESCRIPTION 

C 

Cylinder Address. The currently selected cylinder address (0 to 76) on 
the disk.. 

D 

Data Pattern. The pattern to be written in each sector data field during 
formatting. 

DSO ,DS1 

Disk Drive Select. 


DS1 DSO 

0 0 Drive 0 

0 1 Drive 1 

1 0 Drive 2 

1 1 Drive 3 

DTL 

Special Sector Size. During the execution of disk read/write commands, 
this parameter is used to temporarily alter the effective disk sector 
size. By setting N to zero, DTL may be used to specify a sector size 
from 1 to 256 bytes in length. If the actual sector (on the disk) 
is larger than DTL specifies, the remainder of the actual sector is not 
passed to the system during read commands; during write commands, the 
remainder of the actual sector is written with all-zeroes bytes. DTL 
should be set to FF hexadecimal when N is not zero. 

EOT 

End of Track. The final sector number of the current track. 

GPL 

Gap Length. The gap 3 size. (Gap 3 is the space between sectors.) 

H 

Head Address. Selected head; 0 or 1 (disk side 0 or 1, respectively) 
as encoded in the sector ID field. 

HLT 

Head Load Time. Defines the time interval that the FDC waits after 
loading the head before initiating a read or write operation. Program- 
mable from 2 to 254 milliseconds (in increments of 2 ms) . 

HUT 

Head Unload Time. Defines the time interval from the end of the exe- 
cution phase (of a read or write command) until the head is unloaded. 
Programmable from 16 to 240 milliseconds (in increments of 16 ms) . 

MFM 

MFM/FM Mode Selector. Selects MFM double-density recording mode when 
high, FM single-density mode when low. 

MT 

Multi-Track Selector. When set, this flag selects the multi-track 
operating mode. In this mode (used only with dual-sided disks) , 
the FDC treats a complete cylinder (under both read/write head 0 and 
read/write head 1) as a single track. The FDC operates as if this 
expanded track started at the first sector under head 0 and ended at the 
last sector under head 1. With this flag set (high) , a multi-sector 
read operation will automatically continue to the first sector under 
head 1 when the FDC finishes operating on the last sector under head 0. 

N 

Sector Size Code. The number of data bytes within a sector. 
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ND 

Non-DMA Mode Flag. When set (1) , this flag indicated that the FDC 
is to operate in the non-DMA mode. In this mode, the processor 
participates in each data transfer (by means of an interrupt or by 
polling the RQM flag in the Main Status Register) . When reset (0) , 
the FDC interfaces to a DMA controller. 

R 

Sector Address. Specifies the sector number to be read or written. In 
multi-sector transfers, this parameter specifies the sector number of 
the first sector to be read or written. 

SC 

Number, of Sectors per Track. Specifies the number of sectors per track 
to be initialized by. the Format Track command. 

SK 

Skip Flag. When this flag is set, sectors containing deleted data 
address marks will automatically be skipped during the execution of 
multi-sector Read Data or Scan commands. In the same manner, a sector 
containing a data address mark will automatically be skipped during 
the execution of a multi-sector Read Deleted Data command. 

SRT 

Step Rate Interval. Defines the time interval between step pulses 
issued by the FDC (track- to- track access time) . Programmable from 
1 to 16 milliseconds (in increments of 1 ms) . 

STO 

STl 

ST2 

ST3 

Status Register 0-3. Registers within the FDC that store status infor- 
mation after a command has been executed. This status information is 
available to the processor during the Result Phase after command exe- 
cution. These registers may only be read after a command has been 
executed (in the exact order shown in Table 4 for each command) . 

These registers should not be confused with the Main Status Register. 

STP 

Scan Sector Increment. During Scan operations, this parameter is 
added to the current sector number in order to determine the next 
sector to be scanned. 
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Table 6: Status Register Definitions 


Status Register 

0 

BIT 

NUMBER 

SYMBOL 

DESCRIPTION 

7,6 

IC 

Interrupt Code. 

00 - Normal termination of command. The specified command was 

properly executed and completed without error. 

01 - Abnormal termination of command. Command execution was 

started but could not be successfully completed. 

10 - Invalid command. The requested command could not be executed. 

11 - Abnormal termination. During command execution, the disk 

drive ready signal changed state. 

5 

SE 

Seek End. This flag is set (1) when the FDC has completed the 
Seek command and the read/write head is positioned over the 
correct cylinder. 

4 

EC 

Equipment Check Error. This flag is set (1) if a fault signal 
is received from the disk drive or if the track 0 signal is 
not received from the disk drive after 77 step pulses 
(Recalibrate command) . 

3 

NR 

Not Ready Error. This flag is set if a read or write command is 
issued and either the drive is not ready or the command specifies 
side 1 (head 1) of a single-sided disk. 

2 

H 

Head Address. The head address at the time of the interrupt. 

1.0 

DS1,DS0 

Drive Select. The number of the drive selected at the time of 
the interrupt. 

Status Register 

1 

BIT 

NUMBER 

SYMBOL 

DESCRIPTION 

7 

EN 

End. of Track Error. This flag is set if the FDC attempts to 
access a sector beyond the final sector of the track. 

6 


Undefined 

5 

DE 

Data Error. Set when the FDC detects a CRC error in either the 
the ID field or the data field of a sector. 

4 

OR 

Overrun Error. Set (during data transfers) if the FDC does not 
receive DMA or processor service within the specified time 
interval. 


I 
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3 


Undefined 

2 

ND 

Sector Not Found Error. This flag is set by any of the follow- 
ing conditions. 



a) The FDC cannot locate the sector specified in the Read 
Data, Read Deleted Data, or Scan command. 

b) The FDC cannot locate the starting sector specified in 
the Read Track command. 

c) The FDC cannot read the ID field without error during 
a Read ID command. 

1 

NW 

Write Protect Error. This flag is set if the FDC detects a 
write protect signal from the disk drive during the execution 

of a Write Data, Write Deleted Data, or Format Track command. 

/ 

0 

MA 

Missing Address Mark Error. This flag is set by either of the 
following conditions: 



a) The FDC cannot detect the ID address mark on the specified 
track (after two rotations of the disk) . 

b) The FDC cannot detect the data address mark or deleted data 
address mark on the specified track. (See also the MD bit 
of Status Register 2.) 

. - ... j 


Status Register 2 


BIT 

NUMBER 

SYMBOL 

DESCRIPTION 

7 


Undefined 

6 

CM 

Control Mark. This flag is set when the FDC encounters one of 
the following conditions: 



a) A deleted data address mark during the execution of a Read 
Data or Scan command. 

b) A data address mark during the execution of a Read Deleted 
Data command. 

5 

DD 

Data Error. Set (1) when the FDC detects a CRC error in a 
sector data field. This flag is not set when a CRC error is 
detected in the ID field. 

4 

WC 

Cylinder Address Error. Set when the cylinder address from the 
disk sector ID field is different from the current cylinder 
address maintained within the FDC. 

3 

SH 

Scan Hit. Set during the execution of the Scan command 
if the scan condition is satisfied. 

2 

SN 

Scan Not Satisfied. Set during execution of the Scan command 
if the FDC cannot locate a sector on the specified cylinder 
that satisfies the scan condition. 
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BC 


Bad Track Error. Set when the cylinder address from the disk 
sector ID field is FF hexadecimal and this cylinder address is 
different from the current cylinder address maintained within 
the FDC. This all "ones" cylinder number indicates a bad track 
(one containing hard errors) according to the IBM soft-sectored 
format specifications. 


0 MD Missing Data Address Mark Error. Set if the FDC cannot detect 

a data address mark or deleted data address mark on the speci- 
fied track. 


Status Register 

3 

BIT 

NUMBER 

SYMBOL 

DESCRIPTION 

7 

: 

FT 

Fault. This flag indicates the status of the fault signal from 
the selected disk drive. 

6 

WP 

Write Protected. This flag indicates the status of the write 
protect signal from the selected disk drive. 

5 

RDY 

Ready. This flag indicates the status of the ready signal from 
the selected disk drive. 

4 

TO 

Track 0. This flag indicates the status of the track 0 signal 
from the selected disk drive. 

3 

TS 

Two-Sided. This flag indicates the status of the two-sided 
signal from the selected disk drive. 

2 , 

H 

Head Address. This flag indicates the status of the side select 
signal for the currently selected disk drive. 

1,0 

DS1,DS0 

Drive Select. Indicates the currently selected disk drive 
number . 
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Execution phase 

All data transfers to (or from) the floppy drive occur during the execution 
phase. The 8272 has two primary modes of operation for data transfers 
(selected by the specify command) : 

1) DMA mode 

2) non-DMA mode 

In the DMA mode, execution phase data transfers are handled by the DMA con- 
troller hardware (invisible to the driver software). The driver software, however, 
must set all appropriate DMA controller registers prior to the beginning of the 
disk operation. An interrupt is generated by the 8272 after the last data 
transfer, indicating the completion of the execution phase, and the beginning of 
the result phase. 

In the non-DMA mode, transfer requests are indicated by generation of an interrupt 
and by activation of the RQM flag (bit 7 in the Main Status Register) . The 
interrupt signal can be used for interrupt-driven systems and RQM can be used for 
polled systems. The driver software must respond to the transfer request by 
reading data from, or writing data to, the FDC. After completing the last 
transfer, the 8272 generates an interrupt to indicate the beginning of the 
result phase. In the non-DMA mode, the processor must activate the "terminal 
count" (TC) signal to the FDC (normally by means of an I/O port) after the 
transfer request for the last data byte has been received (by the driver) and 
before the appropriate data byte has been read from (or written to) the FDC. 

In either mode of operation (DMA or non-DMA) , the execution phase ends when a 
"terminal count" signal is sensed by the FDC, when the last sector on a track 
(the EOT parameter - Table 4) has been read or written, or when an error 
occurs. 


Multi-sector and Multi-track Transfers 

During disk read/write transfers (Read Data, Write Data, Read Deleted Data, 
and Write Deleted Data) , the FDC will continue to transfer data from sequential 
sectors until the TC input is sensed. In the DMA mode, the TC input is normally 
set by the DMA controller. In the non-DMA mode, the processor directly controls 
the FDC TC input as previously described. Once the TC input is received, the FDC 
stops requesting data transfers (from the system software or DMA controller) . 

The FDC, however, continues to read data from, or write data to, the floppy disk 
until the end of the current disk sector. During a disk read operation, the data 
read from the disk (after reception of the TC input) is discarded, but the data 
CRC is checked for errors? during a disk write operation, the remainder of the 
sector is filled with all-zero bytes. 

If the TC signal is not received before the last byte of the current sector has 
been transferred to/from the system, the FDC increments the sector number by one 
and initiates a read or write command for this new disk sector. 
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The FDC is also designed to operate in a multi-track mode for dual-sided 
disks. In the multi-track mode (specified by means of the MT flag in the 
command byte - Table 4) the FDC will automatically increment the head address 
(from 0 to 1) when the last sector (on the track under head 0) has been read or 
written. Reading or writing is then continued on the first sector (sector 1) 
of head 1. 

Drive Status polling 

After the power-on reset, the 8272 automatically enters a drive status 
polling mode. If a change in drive status is detected (all drives are assumed 
to be "not ready" at power-on) , an interrupt is generated. The 8272 continues 
this status polling between command executions (and between step pulses in the 
Seek command). In this manner, the 8272 automatically notifies the system 
software whenever a floppy disk is inserted, removed, or changed by the operator. 

Command Details 

During the command phase, the Main Status Register must be polled by the driver 
software before each byte is written into the Data Register. The DIO (bit 6) and 
RQM (bit 7) flags in the v Main Status Register must be low and high, respectively, 
before each byte of the command may be written into the 8272. The beginning 
of the execution phase for any of these commands will cause DIO to be set high 
and RQM to be set low. 

Operation of the FDC commands is described in detail in Application Note AP-116, 
"An Intelligent Data Base System Using the 8272." 


Invalid Commands 

If an invalid (undefined) command is sent to the FDC, the FDC will terminate 
the command. No interrupt is generated by the 8272 during this condition. 

Bit 6 and bit 7 (DIO and RQM) in the Main Status Register are both set indi- 
cating to the processor that the 8272 is in the result phase and the contents 
of Status Register 0 must be read. When the processor reads Status Register 
0 it will find an 80H code indicating that an invalid command was received. 
The driver software in Appendix B checks each requested command and will not 
issue an invalid command to the 8272. 

A Sense Interrupt Status command must be sent after a Seek or Recalibrate 
interrupt; otherwise the FDC will consider the next command to be an invalid 
command. Also, when the last "hidden" interrupt has been serviced, further 
Sense Interrupt Status commands will result in invalid command codes. 
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4. 8272 Physical Interface Software 

PL/M software driver listings for the 8272 FDC are contained in Appendix A. 

These drivers have been designed to operate in a DMA environment (as described 
in Application Note AP-116, "An Intelligent Data Base System Using the 8272"). 

In the following paragraphs, each driver procedure is described. (A description 
of the driver data base variables is given in Table 7.) In addition, the modi- 
fications necessary to reconfigure the drivers for operation in a polled envir- 
onment are discussed. 


INITIALI ZE$DRI VERS 

This initialization procedure must be called before any FDC operations are 
attempted. This module initializes the DRIVE $READY , DRIVE$STATUS$CHANGE, 
OPERATION$ IN $ PROGRESS , and OPERATION $COMPLETE arrays as well as the 
GLOBAL$DRIVE$NO variable. 

EXECUTE $DOCB 

This procedure contains the main 8272 driver control software and handles the 
execution of a complete FDC command. EXECUTE$DOCB is called with two parame- 
ters: a) a pointer to a disk operation control block and b) a pointer to a 
result status byte. The format of the disk operation control block is illus- 
trated in Figure 2 and the result status codes are described in Table 8. 

Before starting the command phase for the specified disk operation, the command 
is checked for validity and to determine whether the FDC is busy. (For an over- 
lapped operation, if the FDC BUSY flag is set — in the Main Status Register — 
the command cannot be started; non-over lapped operations cannot be started if 
the FDC BUSY flag is set, if any drive is in the process of seeking/recalibrating, 
or if an operation is currently in progress on the specified drive.) 

After these checks are made, interrupts are disabled in order to set the 
OPERATION $ IN $ PROGRESS flag, reset the OPERATION $COMPLETE flag, load a pointer 
to the current operation pontrol block into the OPERATION$DOCB$PTR array and 
set GLQBAL$DRIVE$NO (if a non- over lapped operation is to be started) . 

At this point, parameters from the operation control block are output to the 
DMA controller and the FDC command phase is initiated. After completion of the 
command phase, a test is made to determine the type of result phase required 
for the current operation. If no result phase is needed, control is immediate- 
ly returned to the calling program. If an immediate result phase is required, 
the result bytes are input from the FDC. Otherwise, the CPU waits until the 
OPERATION $COMPLETE flag is set (by the interrupt service procedure) . 

Finally, if an error is detected in the result status code (from the FDC) , an 
FDC operation error is reported to the calling program. 


-* 
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Table 7: Driver Data Base 


NAME 

DESCRIPTION 

DRIVE $READY 

A public array containing the current "ready" 
status of each drive. 

DRIVE$STATUS$CHANGE 

A public array containing a flag for each 
drive. The appropriate flag is set when- 
ever the ready status of a drive changes. 

OPERATION $DOCB $ PTR 

An internal array of pointers to the 
operation control block currently in 
progress for each drive. 

OPERATION $ IN $ PROGRESS 

An internal array used by the driver pro- 
cedures to determine if a disk operation 
is in progress on a given drive. 

OPERATION $COMPLETE 

An internal array used by the driver pro- 
cedures to determine when the execution 
phase of a disk operation is complete. 

GLOBAL$DRIVE$NO 

A data byte that records the current drive 
number for non-over lapped disk operations. 

VALID $COMMAND 

A constant flag array that indicates 
whether a specified FDC command code is 
valid. 

COMMAND $ LENGTH 

A constant byte array specifying the number 
of command/par ame'ter bytes to be trans- 
ferred to the FDC during the command phase. 

DRIVE$NO$PRESENT 

A constant flag array that indicates whether 
a drive number is encoded into an FDC command. 

OVERLAP$OPERATION 

A constant flag array that indicates whether 
an FDC command can be overlapped' with other 
commands . 

NO$RESULT 

A constant flag array that is used to deter- 
mine when an FDC operation does not have a 
result phase. 

IMMED $RESULT 

! 

A constant flag array that indicates that an 
FDC operation has a result phase beginning 
immediately after the command phase is 
complete . 

POSSIBLE? ERROR 

A constant flag array that indicates if ^n 
FDC operation should be checked for an j 
error status indication during the result 
phase. 
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Address 

Offset 


Disk Operation 
Control Block (DOCB) 


0 

DMA$OP 


1 

DMA$ADDR 

3 

DMA$ADDR$EXT 


4 

DMA$COUNT 

6 

DISK$COMMAND (0) 


7 

DISK $COMMAND ( 1 ) 


8 

DISK $COMMAND ( 2 ) 


9 

DISK$COMMAND (3) 


10 

DISK$COMMAND (4) 


11 

DISK$COMMAND (5) 


12 

D I SK$ COMMAND (6) 


13 

DISK$COMMAND (7) 


14 

DISK $COMMAND ( 8 ) 


15 

DISK$RESULT(0) 


16 

DISK$RESULT (1) 


17 

DISK$RESULT(2) 


18 

DISK$RESULT (3) 


3.9 

DISK$RESULT ( 4 ) 


20 

DISK$RESULT (5) 


23. 

DISK$RESULT (6) 


22 

MI SC 



AFN-01949A 


Figure 2. Disk Operation Control Block (DOCB) Format 
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Table 8: EXECUTE $DOCB Return Status Codes 


Code 

Description 

0 

No errors. The specified operation was completed without error. 

1 

FDC busy. The requested operation cannot be started. This error 
occurs if an attempt is made to start an operation before the 
previous operation is completed. 

2 

FDC error. An error was detected by the FDC during the execution 
phase of a disk operation. Additional error information is con- 
tained in the result data portion of the disk operation control 
block (DOCB .DISK$RESULT) as described in the 8272 data sheet. 

This error occurs whenever the 8272 reports an execution phase 
error (e.g., missing address mark). 

3 

8272 command interface error. An 8272 interfacing error was de- 
tected during the command phase. This error occurs when the command 
phase of a disk operation cannot be successfully completed (e.g., 
incorrect setting of the DIO flag in the Main Status Register) . 

4 

8272 result interface error. An 8272 interfacing error was detected 
during the result phase. This error occurs when the result phase 
of a disk operation cannot be successfully completed (e.g., incorrect 
setting of the DIO flag in the Main Status Register) . 

5 

Invalid FDC Command. 


I 
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PDCINT 

This procedure performs all interrupt processing for the 8272 interface drivers. 
Basically, two types of interrupts are generated by the 8272: (a) an interrupt 

that signals the end of a command execution phase and the beginning of the re- 
sult phase and (b) an interrupt that signals the completion of an overlapped 
operation or the occurrence of an unexpected event (e.g., change in the drive 
"ready" status) . 

An interrupt of type (a) is indicated when the FDC BUSY flag is set (in the 
Main Status Register) . When a type (a) interrupt is sensed, the result bytes 
are read from the 8272 and placed in the result portion of the disk operation 
control block, the appropriate OPERATION $COMPLETE flag is set, and the OPERA- 
TION $ IN $ PROGRESS flag is reset. 

When an interrupt of type (b) is indicated (FDC not busy) , a sense interrupt 
status command is issued (to the FDC) . The upper two bits of the result status 
register (Status Register Zero - STO) are used to determine the cause of the 
interrupt. The following four cases are possible: 

1) Operation Complete. An overlapped operation is complete. The 
drive number is found in the lower two bits of STO. The STO data 
is transferred to the active operation control block, the OPERA- 
TION $COMPLETE flag is set, and the OPERATION $ IN $ PROGRESS flag is 
reset. 

. / 

2) Abnormal Termination. A disk operation has abnormally terminated. 

The drive number is found in the lower two bits of STO. The STO 
data is transferred to the active control block, the OPERATION $COM- 
PLETE flag is set, and the OPERATION $ IN $ PROGRESS flag is reset. 

3) Invalid Command. The execution of an invalid command (i.e., a 
sense interrupt command with no interrupt pending) has been attempt- 
ed. This interrupt signals the successful completion of all interrupt 
processing. 

4) Drive Status Change. A change has occurred in the "ready" status 
of a disk drive. The drive number is found in the lower two bits 
of STO. The DRIVE $READY flag for this disk drive is set to the 
new drive "ready" status and the DRIVE$ STATUS $CHANGE flag for the 
drive is also set. In addition, if a command is currently in 
progress, the STO data is transferred to the active control block, 
the OPERATION $COMPLETE flag is set, and the OPERATION$IN$PROGRESS 
flag is reset. 

After processing a type (b) interrupt, additional sense interrupt status commands 
must be issued and processed until an "invalid command" result is returned from 
the FDC. This action guarantees that all "hidden" interrupts are serviced. 

In addition to the major driver procedures described above, a number of support 
procedures are required. These support routines are briefly described in the 
following paragraphs. 
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OUTPUT $CONTROLS $TO $DMA 

This procedure outputs the DMA mode, the DMA address, and the DMA word count 
to the 8237 DMA controller. In addition, the upper four bits of the 20-bit 
DMA address are output to the address extension latch. Finally, the disk DMA 
channel is started. 


OUTPUT$COMMAND $TO $FDC 

This software module outputs a complete disk command to the 8272 FDC. The 
number of required command/parameter bytes is found in the COMMAND $LENGTH table. 
The appropriate bytes are output one at a time (by calls to OUTPUT$BYTE$TO$FDC) 
from the command portion of the disk operation control block. 


INPUT$RESULT$FROM$FDC 

This procedure is used to read result phase status information from the disk 
controller. At most, seven bytes are read. In order to read each byte, a call 
is made to INPUT$BYTE$FROM$FDC . When the last byte has been read, a check is 
made to insure that the FDC is no longer busy. 


OUTPUT$BYTE$TO$FDC 

This software is used to output a single command/parameter byte to the FDC. 
This procedure waits until the FDC is ready for a command byte and then out- 
puts the byte to the FDC data port. 


INPUT$BYTE$FROM$FDC 

This procedure inputs a single result byte from the FDC. The software waits 
until the FDC is ready to transfer a result byte and then reads the byte from 
the FDC data port. 


FDC$READY$FOR$COMMAND 

This procedure assures that the FDC is ready to accept a command/parameter byte 
by performing the following three steps. First, a small time interval (more 
than 20 microseconds) is inserted to assure that the RQM flag has time to become 
valid (after the last byte transfer). Second, the master request flag (RQM) is 
polled until it is activated by the FDC. Finally, the DIO flag is checked to 
ensure that it is properly set for FDC input (from the processor) . 


FDC $ READY $ FOR $ RESULT 

The operation of this procedure is similar to the FDC $READY $FOR$COMMAND with 
the following exception. If the FDC BUSY flag (in the Main Status Register) 
is not set, the result phase is complete and no more data is available from 
the FDC. Otherwise, the procedure waits for the RQM flag and checks the DIO 
flag for FDC output (to the processor) . 
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OPERATION $CLEAN $UP 

This procedure is called after the execution of a disk operation that has no 
result phase. OPERATION$CLEAN$UP resets the OPERATION$IN$PROGRESS flag and the 
GLOBAL$DRIVE$NO variable if appropriate. This procedure is also called to clean 
up after some disk operation errors. 


Modifications for polling Operation 

To operate in the polling mode, the following modifications should be made to 
the previous routines: 

1. The OUTPUT$CONTROLS$TO$DMA routine should be deleted. 

2. In EXECUTE $DOCB , immediately prior to WAIT$FOR$OP$COMPLETE , a 
polling loop should be inserted into the code. The loop should 
test the RQM flag (in the Main Status Register) . When RQM is 
set, a data byte should be written to, or read from, the 8272. 

The buffer address may be computed from the base address con- 
tained in DOCB . DMA$ADDR and DOCB.DMA$ADDR$EXT. After the correct 
number of bytes have been transferred, an operation complete 
interrupt will be issued by the FDC. During data transfer in 
the non-DMA mode, the NON-DMA MODE flag (bit 5 of the Main Status 
Register) will be set. This flag will remain set for the complete 
execution phase. When the transfer is finished, the NON-DMA MODE 
flag is reset and the result phase interrupt is issued by the FDC. 
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5. 8272 Logical Interface Software 

Appendix B of this Application Note contains a PL/M listing of an exerciser 
program for the 8272 drivers. This program illustrates the design of logical 
interface level procedures to specify disk parameters, recalibrate a drive, 
seek to a cylinder, format a disk, read data, and write data. 

The exerciser program is written to operate a standard single-sided 8" floppy 
disk drive in either the single- or double-density recording mode. Only the 
eight parameters listed in Table 9 must be specified. All other parameters 
are derived from these 8 basic variables. 

Each of these logical interface procedures is described in the following para- 
graphs (refer to the listing in Appendix B) . 


SPECIFY 

This procedure sets the FDC signal timing so that the FDC will interface 
correctly to the attached disk drive. The SPECIFY procedure requires four 
parameters, the step rate (SRT) , head load time (HLT) , head unload time (HUT), 
and the non-DMA mode flag (ND) . This procedure builds a disk operation control 
block (SPECIFY$DOCB) and passes the control block to the FDC driver module 
( EXECUTE $DOCB ) for execution. (Note carefully the computation required to 
transform the step rate (SRT) into the correct 8272 parameter byte.) 


RECALIBRATE 

This procedure causes the floppy disk read/write head to retract to track 0. 
The RECALIBRATE procedure requires only one parameter — the drive number on 
which the recalibrate operation is to be performed. This procedure builds a 
disk operation control block (RECALIBRATE$DOCB ) and passes the control block 
to the FDC driver for execution. 


SEEK 

This procedure causes the disk read/write head (on the selected drive) to move 
to the desired cylinder position. The SEEK procedure is called with three 
parameters: drive number (DRV) , head/side number (HD) , and cylinder number 

(CYL) . This software module builds a disk operation control block (SEEK$DOCB) 
that is executed by the FDC driver. 


FORMAT 

The FORMAT procedure is designed to initialize a complete floppy disk so that 
sectors can subsequently be read and written by system and application programs. 
Three parameters must be supplied to this procedure: the drive number (DRV) , 

the recording density (DENS) , and the interleave factor (INTLVE) . The FORMAT 
procedure generates a data block (FMTBLK) and a disk operation control block 
( FORMAT$DOCB ) for each track on the floppy disk (normally 77) . 
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Table 9: Basic Disk Parameters 


Name 

Description 

DENSITY 

The recording mode (Fli or MFM) . 

FILLER$BYTE 

The data byte to be written in all sectors during 


formatting. 

TRACK S $ PER $D I SK 

The number of cylinders on the floppy disk. 

BYTES $ PER $ SECTOR 

The number of bytes in each disk sector. The 


exerciser accepts 128, 256, and 512 in FM mode, 


and 256, 512, and 1024 in MFM mode. 

INTERLEAVE 

The sector interleave factor for each disk track. 

STEP $ RATE 

The disk drive step rate (1-16 milliseconds) . 

HEAD $ LOAD $ TIME 

The disk drive head load time (2-254 milliseconds). 

HEAD $UNLOAD $ TIME 

The head unload time (16-240 milliseconds) . 
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The format data block specifies the four sector ID field parameters (cylinder, 
head, sector, and bytes per sector) for each sector on the track. The sector 
numbers need not be sequential; the interleave factor ( INTLVE parameter) is used 
to compute the logical to physical sector mapping. 

After both the format data block and the operation control block are generated 
for a given cylinder, control is passed to the 8272 drivers for execution. 

After the format operation is complete, a SEEK to the next cylinder is per- 
formed, a new format table is generated, and another track formatting operation 
is executed by the drivers. This track formatting continues until all tracks 
on the diskette are formatted. 

In some systems, bad tracks must also be specified when a disk is formatted. For 
these systems, the existing FORMAT procedure should be modified to format 
bad tracks with a cylinder number of OFFH. 


WRITE 

The WRITE procedure transfers a complete sector of data to the disk drive. Five 
parameters must be supplied to this software module: the drive number (DRV) , 

the cylinder number (CYL) , the head/side number (HD) , the sector number (SEC) 
and the recording density (DENS) . This procedure generates a disk operation 
control block (WRITE$DOCB) from these parameters and passes the control block to 
the 8272 driver for execution. When control returns to the calling program, the 
data has been transferred to disk. 


READ 

This procedure is identical to the WRITE procedure except the direction of data 
transfer is reversed. The READ procedure transfers a sector of data from the 
floppy disk to system memory. 


Coping With Errors 

In actual practice all logical disk interface routines would contain error 
processing mechanisms. (Errors have been ignored for the sake of simplicity 
in the exerciser programs listed in Appendix B.) A typical error recovery 
technique consists of a two-stage procedure. First, when an error is detected, 
a recalibrate operation is performed followed by a retry of the failed operation. 
This procedure forces the drive to seek directly to the requested cylinder (low- 
ering the probability of a seek error) and attempts to perform the requested 
operation an additional time. Soft (temporary) errors caused by mechanical or 
electrical interference do not normally recur during the retry operation; hard 
errors (caused by media or drive failures) , on the other hand, will continue 
to occur during retry operations. If, after a number of retries (approximately 
10), the operation continues to fail, an error message is displayed to the sys- 
tem operator. This error message lists the drive number, type of operation, 
and failure status (from the FDC) • It is the operator’s responsibility to take 
additional action as required. 
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6. File Systems 

The file system provides the disk I/O interface level most familiar to users 
of interactive microcomputer and minicomputer systems. In a file system, all 
data is stored in named disk areas called files. The user and applications 
programs need not be concerned with the exact location of a file on the disk — the 
disk file system automatically determines the file location from the file name. 
Files may be created, read, written, modified, and finally deleted (destroyed) 
when they are no longer needed. Each floppy disk typically contains a directory 
that lists all the files existing on the disk. A directory entry for a file 
contains information such as file name, file size, and the disk address (track 
and sector) of the beginning of the file. 


File Allocation 

File storage is actually allocated on the disk (by the file system) in fixed 
size areas called blocks. Normally a block is the same size as a disk sector. 
Files are created by finding and reserving enough unused blocks to contain the 
data in the file. Two file allocation methods are currently in widespread use. 
The first method allocates blocks (for a file) from a sequential pool of unused 
blocks. Thus, a file is always contained in a set of sequential blocks on the 
disk. Unfortunately, as files are created, updated, and deleted, these free- 
block pools become fragmented (separated from one another) . When this fragmen- 
tation occurs, it often becomes impossible for the file system to create a file 
even though there is a sufficient number of free blocks on the disk. At this 
point, special programs must be run to "squeeze" or compact the disk, in order 
to re-create a single contiguous free-block pool. 

The second file allocation method uses a more flexible technique in which indi- 
vidual data blocks may be located anywhere on the disk (with no restrictions) . 
With this technique, a file directory entry contains the disk address of a file 
pointer block rather than the disk address of the first data block of the file. 
This file pointer block contains pointers (disk addresses) for each data block 
in the file. For example, the first pointer in the file pointer block contains 
the track and sector address of the first data block in the file, the second 
pointer contains the disk address of the second data block, etc. 

In practice, pointer blocks are usually the same size as data blocks. Therefore, 
some files will require multiple pointer blocks. To accommodate this require- 
ment without loss of flexibility, pointer blocks are linked together, that is, 
each pointer block contains the disk address of the following pointer block. 

The last pointer block of the file is signalled by an illegal disk address 
(e.g., track 0, sector 0 or track OFFH, sector OFFH) . 
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The Intel File System 

The Intel file system (described in detail in the RMX-80 Users Guide) uses 
the second disk file allocation method (previously discussed) . In order to 
lower the system overhead involved in finding free data blocks, the Intel file 
system incorporates a free space management data structure known as a bit map. 
Each disk sector is represented by a single bit in the bit map. If a bit in the 
bit map is set to 1, the corresponding disk sector has been allocated. A zero 
in the bit map indicates that the corresponding sector is free. With this 
technique, the process of allocating or freeing a sector is accomplished by 
simply altering the bit map. 

File names consist of a basic file name (up to six characters) and a file ex- 
tension (up to three characters) . The basic file name and the file extension 
are separated by a period (.). Examples of valid file names are: DRIV72.0BJ, 

XX.TMP, and FILE.CS. In addition, four file attributes are supported (see 
Figure 3 for attribute definitions) . 

The bit map and the file directory are placed on prespecified disk tracks 
(reserved for system use) beginning at track zero. 


Disk File System Functions 

Table 2 illustrates the typical functions implemented by a disk file system. 

As an example, the disk directory function (DIR) lists disk file information on 
the console display terminal. Figure 3 details the contents of a display entry 
in the Intel file system. The PL/M procedure outlined in Figure 4 illustrates 
a disk directory algorithm that displays the file name, the file attributes, 
and the file size (in blocks) for each file in the directory. 
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0- INVISIBLE 

1 - SYSTEM 

2 - WRITE-PROTECT 

3 ' ) 

J; [ (RESERVED) 

6 - > 

7 - FORMAT 

AFN-01949A 


Directory Entry 

Presence is a flag that can contain one of three values: 

000H - The file associated with this entry is present on the disk. 

07FH - No file is associated with this entry; the content of the rest 
of the entry is undefined. The first entry with its flag set 
to 07FH marks the current logical end of the directory and 
directory searches stop at this entry. 

OFFH - The file named in this entry once existed on the disk but is 
currently deleted. The next file added to the directory will 
be placed in the first entry marked OFFH. This flag cannot, 
therefore, be used to (reliably) find a file that has been 
deleted. A value of OFFH should be thought of as simply marking 
an open directory entry. 

File Name is a string of up to 6 non-blank ASCII characters specifying the 
name of the file associated with the directory entry. If the file name is 

shorter than six characters, the remaining bytes contain binary zeros. For ex- 
ample, the name ALPHA would be stored as: 414C50484100H. 

Extension is a string of up to 3 non-blank ASCII characters that specifies an 
extension to the filename. Extensions often identify the type of data in the 

file such a£ OBJ (object module) , or PLM (PL/M source module) . As with the 

file name, unused positions in the extension field are filled with binary zeros. 


Figure 3. Intel Directory Entry Format 
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Attributes are bits that identify certain characteristics of the file. A 1 
bit indicates that the file has the attribute, while a 0 bit means that the file 
does not have the attribute. The bit positions and their corresponding attri- 
butes are listed below (bit 0 is the low-order or rightmost bit, bit 7 is the 
leftmost bit) s 

0: Invisible. Files with this attribute are not listed by the 

ISIS-II DIR command unless the I switch is used. All system 
files are invisible. 

Is System. Files with this attribute are copied to the disk in 

drive 1 when the S switch is specified with the ISIS-II FORMAT 
command . 

2: Write-Protect. Files with this attribute cannot be opened for 

output or update, nor can they be deleted or renamed. 

3-6; These positions are reserved for future use. 

7: Format. Files with this attribute are treated as though they 

are write-protected. In addition, these files are created on 
a new diskette when the ISIS-II FORMAT command is issued. The 
system files all have the FORMAT attribute and it should not 
be given to any Other files. 


EOF Count contains the number of the last byte in the last data block of 
the file. If the value of this field is 080H, for example, the last byte in 
the file is byte number 128 in the last data block (the last block is full) . 


Number of Data Blocks is an address variable that indicates the number of 
data blocks currently used by the file. ISIS-II and the RMX/80 Disk File 
system both maintain a counter called LENGTH that is the current number of 
bytes in the file. This is calculated as: 

( (NUMBER OF DATA BLOCKS - 1) X 128 + EOF COUNT. 


Header Block Pointer is the address of the file's header block. The high 
byte of the field is the sector number and the low byte is the track number. 

The system "finds" a disk file by searching the directory for the name and then 
using the header block pointer to seek to the beginning of the file. 


Figure 3. Intel Directory Entry Format (Continued) 
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dir: procedure (drv, dens) public; 
declare drv byte, 

dens byte, 

sector byte, 

i byte, 

dir$ptr byte, 

dir$entry based rdbptr structure (presence byte, 

file$name(6) byte , extension ( 3) byte, 
attribute byte ,eof $count byte, 
data$blocks address, header$ptr address) , 
size (5) byte, 

invisible$f lag literally '1' , 

system$flag literally '2', 

protected$f lag literally 'A', 

format$flag , literally ^ 8 OH^ ; 


/* The disk directory starts at cylinder 1, sector 2 */ 
call seek (drv, 1, 0) ? 
do sector=2 to 26; 

call read (drv, 1 , 0 , sector , dens) ; 
do dir$ptr=0 to 112 by 4; 

if dir$entry ,presence=7FH then return; 
if dir$entry .presence=0 
then do; 

do i=0 to 5; call co (dir $entry . f ile$name ( i ) ) ; end; 
call co(period); 

do i=0 to 2; call co (dir$entry. extension (i) ) ; end; 
do i=0 to 4; call co(space); end; 

call convert$to$decimai (@size ,dir$entry . data$blocks) ; 
do i=0 to 4; call co(size(i)); end; 

If (dir$entry. attribute and invisible$f lag) <> 0 then call co('I'); 
If (dir$entry. attribute and system$f lag) <> 0 then call co('S^); 

If (dir$entry . attr ibute and protected$f lag) <> 0 then call co {'VI') ; 
If (dir$entry . attr ibure and format$flag) <> 0 then call co{'F'); 
end; 

end; 

end; 

end dir; 

AFN-01949A 


Figure 4. Sample PL/M Directory Procedure 
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7 . Key 8272 Software Interfacing Considerations 

This section contains a quick review of Key 8272 Software design features and 
issues. (Most items have been mentioned in other sections of this application 
note.) Before designing 8272 software drivers, it is advisable that the infor- 
mation in this section be thoroughly understood. 


1. Non-DMA Data Transfers 

In systems that operate without a DMA controller (in the polled or 
interrupt driven mode) , the system software is responsible for counting 
data transfers to/from the 8272 and generating a TC signal to the FDC 
when the transfer is complete. 


2. Processor Command/Result Phase Interface 

In the command phase, the driver software must write the exact number of parameters 
in the exact order shown in Table 5. During the result phase, the driver 
must read the complete result status. For example, the Format Track command 
requires six command bytes and presents seven result bytes. The 8272 will not 
accept a new command until all result bytes are read. Note that the number of 
command and result bytes varies from command- to- command. Command and result 
phases cannot be shortened. 

During both the command and result phases, the Main Status Register must be read 
by the driver before each byte of information is read from, or written to, 
the FDC Data Register. Before each command byte is written, DIO (bit 6) 
must be low (indicating a data transfer from the processor) and RQM (bit 7) 
must be high (indicating that the FDC is ready for data) . During the result 
phase, DIO must be high (indicating a data transfer to the processor) and RQM 
must also be high (indicating that data is ready for the processor) . 

Note: After the 8272 receives a command byte, the RQM flag may remain set for 

approximately 16 microseconds (with an 8 MHz clock) . The driver should not 
attempt to read the Main Status Register before this time interval has 
elapsed; otherwise, the driver may erroneously assume that the FDC is 
ready to accept the next byte. 


3. Sector Sizes 

The 8272 does not support 128 byte sectors in the MFM (double-density) mode. 


4. Drive Status Changes 

The 8272 constantly polls all drives for changes in the drive ready status. 
This polling begins immediately following RESET. An interrupt is generated 
every time the FDC senses a change in the drive ready status. After reset, 
the FDC assumes that all drives are "not ready". If a drive is ready 
immediately after reset, the 8272 generates a drive status change interrupt. 
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5. Seek Commands 

The 8272 FDC does not perform implied seeks. Before issuing a data read 
or write command, the read/ write head must be positioned over the correct 
cylinder by means of an explicit seek command. If the head is not posit- 
ioned correctly, a cylinder address error is generated. 


6. Interrupt Processing 

When the processor receives an interrupt from the FDC, the FDC may be re- 
porting one of two distinct events: 

a) The beginning of the result phase of a previously requested 
read, write, or scan command. 

b) An asynchronous event such as a seek/recalibrate completion, 
an attention, an abnormal command termination, or an invalid 
command . 

These two cases are distinguished by the FDC BUSY flag (bit 4) in the Main 
Status Register. If the FDC BUSY flag is high, the interrupt is of type (a). 

If the FDC BUSY flag is low, the interrupt was caused by an asynchronous 
event (b) . 

A single interrupt from the FDC may signal more than one of the above events. 
After receiving an interrupt, the processor must continue to issue Sense 
Interrupt Status commands (and service the resulting conditions) until an 
invalid command code is received. In this manner, all "hidden" interrupts are 
ferreted out and serviced. 

7. Skip Flag (SK) 

The skip flag is used during the execution of Read Data, Read Deleted Data, 

Read Track, and various Scan commands. This flag permits the FDC to skip 
unwanted sectors on a disk track. 

When performing a Read Data, Read Track, or Scan command, a high SK flag indi- 
cates that the FDC is to skip over (not transfer) any sector containing a 
deleted data address mark. A low SK flag indicates that the FDC is to termi- 
nate the command (after reading all the data in the sector) when a deleted 
data address mark is encountered. 

When performing a Read Deleted Data command, a high SK flag indicates that 
sectors containing normal data address marks are to be skipped. Note that 
this is just the opposite situation from that described in the last paragraph. 
When a data address mark is encountered during a Read Deleted Data command (and 
the SK flag is low) , the FDC terminates the command after reading all the data 
in the sector. 
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8. Bad Track Maintenance 

The 8272 does not internally maintain bad track information. The maintenance 
of this information must be performed by system software. As an example of 
typical bad track operation, assume that a media test determines that track 
31 and track 66 of a given floppy disk are bad. When the disk is formatted 
for use, the system software formats physical track 0 as logical cylinder 
0 (C=0 in the command phase parameters) , physical track 1 as logical track 1 
(C=l) , and so on, until physical track 30 is formatted as logical cylinder 
30 (C=30) . Physcial track 31 is bad and should be formatted as logical 
cylinder FF (indicating a bad track). Next, physical track 32 is formatted 
as logical cylinder 31, and so on, until physical track 65 is formatted as 
logical cylinder 64. Next, bad physical track 66 is formatted as logical 
cylinder FF (another bad track marker) , and physical track 67 is formatted 
as logical cylinder 65. This formatting continues until the last physical 
track (77) is formatted as logical cylinder 75. Normally, after this formatting 
is complete, the bad track information is stored in a prespecified area on the 
floppy disk (typically in a sector on track 0) so that the system will be able 
to recreate the bad track information when the disk is removed from the drive 
and reinserted at some later time. 

To illustrate how the system software performs a transfer operation on a disk 

with bad tracks, assume that the disk drive head is positioned at track 0 and 

the disk described above is loaded into the drive. If a command to read track 
36 is issued by an application program, the system software translates this 
read command into a seek to physical track 37 (since there is one bad track 
between 0 and 36, namely 31) followed by a read of logical cylinder 36. 

Thus, the cylinder parameter C is set to 37 for the Seek command and 36 for 

the Read Sector command. 
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APPENDIX A 

8272 FDC DEVICE DRIVER SOFTWARE 
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PL/M- 8 6 COMPILER 8272 FLOPPY DISK CONTROLLER DEVICE DRIVERS 

ISIS-II PL/M- 8 6 VI. 2 COMPILATION OF MODULE DRIVERS 

OBJECT MODULE PLACED IN :Fl:dr iv72 .OBJ 

COMPILER INVOKED BY: plm86 :Fl:dr iv72.p86 DEBUG 


1 

2 1 


3 1 


4 1 


5 1 


6 1 


7 1 


8 1 


9 1 


10 1 


$title ("8272 floppy disk controller device drivers") 

$nointvector 
$optimize (2) 

$large 

drivers: do; 
declare 

/* floppy disk port definitions */ 

fdc$status$port literally '3013^, /* 8272 status port */ 

fdc$data$port literally "31H"; /* 8272 data port */ 

declare 

/* floppy disk commands */ 
sense$int$status literally "08H"; 

declare v 

/* interrupt definitions */ 

fdc$int$level literally "33"; /* fdc interrupt level */ 


declare 

/* return status and error codes */ 


error 

literally "0", 




ok 

literally "1", 




complete 

literally "3", 




false v 

literally "0", 




true 

literally "1", 




error$in 

literally "not" , 




propagate$error 

literally "return 

error" , 



stat$ok 

literally "0", 

/* 

fdc 

operation completed without errors */ 

stat$busy 

literally "1"', 

/* 

fdc 

is busy, operation cannot be started */ 

stat$error 

literally "2", 

/* 

fdc 

operation error */ 

stat$command$error 

literally "3", 

/* 

fdc 

not ready for command phase */ 

stat$result$error 

literally "4", 

/* 

fdc 

not ready for result phase */ 

stat$invalid 

literally "5"; 

/* 

invalid fdc command */ 

declare 





/* masks */ 





busy$mask 

literally "10H", 




DIO$mask 

literally "40H", 


- 


RQM$mask 

literally "80H", 




seek$mask 

literally "0FH", 




result$erk , or$mask 

literally "0C0H", 




result$dr ive$mask 

literally "03H", 



V 

result$ready$mask 

literally "08H"; 





declare 

/* drive numbers */ 

max$no$dr ives literally '3', 

fdc$general literally "4"; 


declare 

/* miscellaneous control */ 


any$dr ive$seeking 

command$code 

DIO$ set$f or $ input 

DIO$set$for$output 

extract$dr ive$no 

fdc$busy 

no$fdc$error 


literally 

literally 

literally 

literally 

literally 

literally 

literally 


wait$for$op$complete literally 
wait$for$RQM literally 


"( (input (fdc$status$port) and seek$mask) <> 0)", 

" (docb.disk$command (0) and 1FH) " , 

"( (input (fdc$status$port) and DIO$mask) =0) " , 

"( (input (fdc$status$port) and DIO$mask) <>0 ) " , 

' (docb.disk$command (1) and 03H)", 

"( (input (fdc$status$port) and busy$mask) <> 0)" f 
"possible$er ror (command$code) and ( (docb.disk$result (0) 
and result$error$mask) * 0)" f 
"do while not oper ation$complete (dr ive$no) ; end", 

"do while (input (fdc$status$port) and RQM$mask) = 0; end;" 


declare 

/* structures */ 

dpcb$type literally - /* disk operation control block */ 

" (dma$op byte ,dma$addr word, dma$addr$ext byte ,dma$count word, 
disk$command (9) byte,disk$result (7) byte,mi"Sc, byte) " ; 


$eject f : 

declare 

dr ive$status$change (4) byte public, /* when set - indicates that drve status changed */ 

dr ive$ready (4) byte public; /* current status of drives */ 
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11 1 


12 1 


13 1 

14 2 

15 2 

16 3 

17 3 

18 3 

19 3 

20 3 


declare 

operatiorv$in$progress (5) byte, /* 
operation$complete (5) byte, /* 
operation$docb$ptr (5) pointer, /* 
inter rupt$docb structure docb$type, /* 
global$dr ive$no byte; /* 


internal flags for operation with multiple drives */ 

fdc execution phase completed */ 

pointers for operations in progress */ 

temporary docb for interrupt processing */ 

drive number of non-over lapped operation 

in progress - if anv */ 


declare 

/* internal vectors that contain command operational information */ 
no$result (32) byte /* no result phase to command */ 

data (0,0, 0,1, 0,0, 0,0, 0,0, 0,0, 0,0, 0,0, 0,0, 0,0, 0,0, 0,0, 0,0, 0,0, 0,0, 0,0) , 
immed$result ( 32) byte /* immediate result phase for command */ 

data (0,0, 0,0, 1,0, 0,0, 1,0, 0,0, 0,0, 0,0, 0,0, 0,0, 0,0, 0,0, 0,0, 0,0, 0,0, 0,0) , 
over lap$operation (32) byte /* command permits overlapped operation of drvies */ 

data (0,0, 0,0, 0,0, 0,1, 0,0, 0,0, 0,0, 0,1, 0,0, 0,0, 0,0, 0,0, 0,0, 0,0, 0,0, 0,0) , 
dr ive$no$present (32) byte /* drive number present in command information */ 

data (0,0, 1,0, 1,1, 1,1, 0,1, 1,0, 1,1, 0,1, 0,1, 0,0, 0,0, 0,0, 0,1, 0,0, 0,1, 0,0) , 
possible$error (32) byte /* determines if command can return with an error */ , 

data (0,0, 1,0, 0,1, 1,1, 1,1, 1,0, 1,1, 0,1, 0,1, 0,0, 0,0, 0,0, 0,1, 0,0, 0,1, 0,0) , 
command$ length ( 32) byte /* contains number of command bytes for each command */ 

data (0,0, 9, 3, 2, 9, 9, 2, 1,9, 2, 0,9, 6, 0,3, 0,9, 0,0, 0,0, 0,0, 0,9, 0,0, 0,9, 0,0) , 
valid$command (32) byte /* flags invalid command codes */ 

data (0,0, 1,1, 1,1, 1,1, 1,1, 1,0, 1,1, 0,1, 0,1, 0,0, 0,0, 0,0, 0,1, 0,0, 0,1, 0,0) ; 


$eject 

/**** initialization for the 8272 fdc driver software. This procedure must 
be called prior to execution of any driver software. ****/ 

initialize$dr ivers : procedure public; 

/* initialize 8272 drivers */ 
declare drv$no byte; 

do drv$no=0 to max$no$dr ives ; 
dr ive$ ready (drv$no) = false; 
dr ive$status$change (drv$no) =false; 
operation$in$progress (drv$no) =false; 
operation$complete (drv$no) =false; 
end; 


21 2 
22 2 

23 2 

24 2 


25 1 

26 2 


operation$in$progress (fdc$general) =false; 
operation$complete (fdc$general) =false; 
global$dr ive$no=0 ; 

end initialize$dr ivers; 


/**** wa it until the 8272 fdc is ready to receive command/parameter bytes 
in the command phase. The 8272 is ready to receive command bytes 
when the RQM flag is high and the DIO flag is low. ***★/ 

fdc$ready$for$command: procedure byte; 

/* wait for valid flag settings in status register */ 
call time ( 1) ; 


/* wait for "master request" flag */ 
27 2 wai t$for$RQM; 

/* check data direction flag */ 

30 2 if DI0$set$ for $ input 

then return ok; 

32 2 else return error; 


33 2 end fdc$ready$for$command; 


/**** wait until the 8272 fdc is ready to return data bytes in the result 

phase. The 8272 is ready to return a result byte when the RQM and DIO 
flags are both high. The busy flag in the main status register will 
remain set until the last data byte of the result phase has been read 
by the processor. ****/ 

34 1 fdc$ready$for$result: procedure byte; 

/* wait for valid settings in status register */ 

35 2 call time (1) ; 

/* result phase has ended when the 8272 busy flag is reset */ 

36 2 if not fdc$busy 

then return complete; 
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38 2 

41 2 

43 2 

44 2 


45 1 

46 2 

47 2 

49 2 


/* wait for "master request" flag */ 
wait$for$RQM; 

/* check data direction flag */ 
if DIO$set$for$output 
then return ok; 
else return error; 

end fdc$ready$for$result ; 


/**** output a single command/parameter byte to the 8272 fdc. The "data$byte" 
parameter is the byte to be output to the fdc. ****/ 

output$byte$ to$fdc: procedure (data$byte) byte; , 

declare data$byte byte; 

/* check to see if fdc is ready for command */ 
if not fdc$ready$for$command 
then propagate$error ; 

output (fdc$data$por t ) =data$byte; 


50 2 return ok; 

51 2 end output$byte$to$fdc; 


52 1 

53 2 

54 2 


55 2 

56 2 


58 2 


60 2 
61 2 
62 2 


63 1 

64 2 

65 2 

66 2 


67 2 

69 3 

70 3 


/**** input a single result byte from the 8272 fdc. The "data$byte$ptr " 
parameter is a pointer to the memory location that is to contain 
the input byte. ****/ 

input$byte$from$fdc: procedure (data$byte$ptr) byte; 
declare data$bvte$ptr pointer; 
declare 

data$byte based data$byte$ptr bvte, 
status byte; 

/* check to see if fdc is ready */ 
s tatus=fdc$ready$f or $ result; 
if error$in status 

then propagate$error ; 

/* check for result phase complete */ 
if status=complete 

then return complete; 

data$byte=input (fdc$data$port) ; 
return ok; 

end input$byte$from$fdc; 

$e ject 

/**** output the dma mode, the dma address, and the dma word count to the 
8237 dma controller. Also output the high order four bits of the 
address to the address extension latch. Finally, start the disk 
dma channel. The "docb$ptr" parameter is a pointer to the appropriate 
disk operation control block. ****/ 


output$controls$ to$dma: procedure (docb$ptr) ; 
declare docb$ptr pointer; 

declare docb based docb$ptr structure docbtype; 


declare 


/* dma port definitions */ 



dma$ upper $addr$port 

literally 

10H" , 

/* 

dma$disk$addr$port 

literally 

'* 00H'* , 

/* 

dma$disk$word$count 

literally 

"01H" , 

/* 

dma$command$por t 

literally 

'08H', 

/* 

dma$mode$port 

literally 

■* OBH - * , 

/* 

dma$mask$sr$port 

literally 

"OAH", 

/* 

dma$clear$f f$port 

literally 

"OCH", 

/* 

dma$master$clear$port 

literally 

'ODH', > 

/* 

dma$mask$por t 

literally 

" ofh" , 

/* 

dma$disk$chan$start 

literally 

"00H", 

/* 

dma$extended$wr i te 

literally 

■* shl (1,5) ' , 

/* 

dma$single$ transfer 

literally 

'shl (1,6) " ; 

/* 


upper 4 bits of current address */ 

current address port */ 

word count port */ 

command port */ 

mode port */ 

mask set/reset port */ 

clear first/last flip-flop port */ 

dma master clear port */ 

parallel mask set port*/ 

dma mask to start disk channel */ 
extended write flag */ 
single transfer flag */ 


if docb.dma$op < 3 
then do; 

/* set dma mode and clear first/last flip-flop */ 
output (dma$mode$port) =shl (docb. dma$op, 2) or 40H; 
output (dma$clear$f f $port) =0 ; 
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/* set dma address */ 

71 3 output (dma$disk$addr$port) =low (docb.dma$addr ) ? 

72 3 output (dma$disk$addr$port) =high (docb. dma$addr) ; 

73 3 output (dma$upper$addr$port) =docb.dma$addr$ext ; 

/* output disk transfer word count to dma controller */ 

74 3 output (dma$disk$word$count) =low (docb. dma$count) ; 

75 3 output (dma$disk$word$count) =high (docb. dma$count) ; 

/* start dma channel 0 for fdc */ 

76 3 output (dma$mask$sr$port) =dma$disk$chan$start; 

77 3 end; 

78 2 end output$controls$ to$dma; 


/**** output a high-level disk command to the 8272 fdc. The number of bytes 
required for each command is contained in the "command$ length" table. 

' The "docb$ptr" parameter is a pointer to the appropriate disk operation 
control block. ****/ 

79 1 output$command$to$fdc: procedure (docb$ptr) byte; 

80 2 declare docb$ptr pointer; 

81 2 declare 

docb based docb$ptr structure docb$type, 
cmd$byte$no byte; 

82 2 disable; 

/* output all command bytes to the fdc */ 

83 2 do cmd$byte$no=0 to command$ length (command$code) -1; 

84 3 if error$in output$byte$to$fdc (docb.disk$command (cmd$byte$no) ) 

then do; enable; propagate$er ror ; end; 

89 3 end; 

90 2 enable; 

91 2 return ok; 

92 2 end output$command$to$fdc; 


/**** input the result data from the 8272 fdc during the result phase (after 
command execution) . The "docb$ptr" parameter is a pointer to the 
appropriate disk operation control block. ****/ 


93 

1 

input$result$f rom$fdc-; procedure (docb$ptr) byte 

94 

2 

declare docb$ptr pointer; 

95 

2 

declare 

docb based docb$ptr structure docb$type, 
result$byte$no byte, 
temp byte , 
status byte; 

96 

2 

disable ; 

97 

2 

do result$byte$no=0 to 7; 

98 

3 

status=input$byte$from$fdc (@temp) ; 

99 

3 

if error$in status 

then do? enable; propagate$error ; end; 

104 

3 

if status=complete 

then do; enable; return ok? end; 
docb.disk$result (r esult$byte$no) =temp; 

109 

3 

110 

3 

end? 

111 

2 

enable? 

112 

2 

if fdc$busy 

then return error; 

114 

2 

else return ok; 

115 

2 

end input$r esul t$f rom$fdc; 


/**** cleans up after the execution of a disk operation that has no result 
phase. The procedure is also used after some disk operation errors, 
"drv" is the drive number, and "cc" is the command code for the 
disk operation. ****/ 


116 

1 

operation$clean$up: procedure (drv,cc) 

117 

2 

declare (drv,cc) byte; 

118 

2 

disable; 

119 

2 

operation$in$progress (drv) =false; 
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120 2 
122 2 
123 2 


124 1 


125 2 

126 2 


127 2 


132 2 

134 2 

115 , 2 
140 2 

145 2 

146 2 

152 .2 


153 2 

154 2 

155 2 

157 2 

158 2 

159 2 

161 3 

162 3 

163 3 

164 3 


165 2 

167 3 

168 3 

169 3 

170 3 


if not overlap$operation (cc) 
then global$drive$no=0; 
enable; 

end operation$clean$up; 

$e ject 

/**** execute the disk operation control block specified by the pointer 
parameter "docb$ptr" . The "status$ptr” parameter is a pointer to 
a byte variable that is to contain the status of the requested 
operation when it has been completed. Six status conditions are 
possible on return: 

0 The specified operation was completed without error. 

1 The fdc is busy and the requested operation cannot be started. 

2 Fdc error (further information is contained in the result 
storage portion of the disk operation control block - as 
described in the 8272 data sheet) . 

3 Transfer error during output of the command bytes to the fdc. 

4 Transfer error during input of the result bytes from the fdc. 

5 Invalid fdc command. ****/ 

execute$docb: procedure (docb$ptr ,status$ptr) public; 

/* execute a disk operation control block */ 

declare docb$ptr pointer, status$ptr pointer; 
declare 

docb based docb$ptr structure docb$type, 

status based status$ptr byte, A 

drive$no byte; 

/* check command validity */ 
if not valid$command (command$code) 

then do; status=stat$invalid; return; end; 

/* determine if command has a drive number field - if not, set the drive 
number for a general fdc command */ 
if dr ive$no$present (command$code) 
then drive$no=extract$dr ive$no; 
else dr ive$no=fdc$general; 

/* an overlapped operation can not be performed if the fdc is busy */ 
if overlap$operation (command$code) and fdc$busy 
then do; status=stat$busy ; return; end; 

/* for a non-over lapped operation, check fdc busy or any drive seeking */ 
if not overlap$operation (command$code) and (fdc$busy or any$dr ive$seeking) 
then do; status=stat$busy ; return; end; 

/* check for drive operation in progress - if none, set flag and start operation */ 
disable; 

if operation$in$progress (drive$no) 

then do; enable; status=stat$busy ; return; end; 
else operation$in$progress (dr ive$no) =true; 

/* at this point, an fdc operation is about to begin, so: 

1. reset the operation complete flag * 

2. set the docb pointer for the current operation 

3. if this is not an overlapped operation, set the global drive 
number for the subsequent result phase interrupt. */ 

operation$complete (dr ive$no) =0 ; 
operation$docb$ptr (dr ive$no) =docb$ptr ; 

if not overlap$operation (command$code) 
then global$dr ive$no=dr ive$no+l; 
enable; 

call output$controls$to$dma (docb$ptr) ; 
if error$in output$command$to$fdc (docb$ptr ) 
then do; 

call operation$clean$up (dr ive$no,command$code) ; 
status=stat$command$error'; 
return; 
end; 

/* return immediately if the command has no result phase or completion interrupt - specify */ 
if no$result (command$code) 
then do; 

call operation$clean$up (dr ive$no,command$code) ; 
status=stat$ok? 
return; 
end; 
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171 2 

173 3 

175 4 

176 4 

177 4 

178 4 

179 3 

180 2 

181 3 

183 3 

188 3 

189 2 

191 2 

192 2 


193 1 

194 2 

195 2 


196 2 

198 3 

199 3 

202 3 

203 3 

204 3 

205 3 


if immed$result (command$code) 
then do; 

if error$in input$result$from$fdc (docb$ptr ) 

then do; 

call operation$clean$up (dr ive$no,command$code) ; 
status=stat$result$error ; 
return; 
end; 

end; 

else do; 

wait$for$op$complete; 
if docb.misc = error 

then do; status=stat$result$er ror ; return; end; 

end; 

if no$fdc$error 

then status=stat$ok; 1 

else status=stat$error ; 

end execute$docb; 

$eject 

/**** copy disk command results from the interrupt control block to the 

currently active disk operation control block if a disk operation is 
in progress. ★***/ 

copy$int$result: procedure (drv) ; 
declare drv byte; 
declare 
i byte , 

docb$ptr pointer, 

docb based docb$ptr structure docb$type; 

if operation$in$progress (drv) 
then do; 

docb$ptr=operation$docb$ptr (drv) ; 

do i=l to 6; docb.disk$result (i) =interrupt$docb.disk$result (i) ; end; 
docb.misc=ok; 

operation$in$progress (drv) =false; 
operation$complete (drv) =true; 
end; 


206 2 end copy$ int$result ; 


/**** interrupt processing for 8272 fdc drivers. Basically, two types of 
interrupts are generated by the 8272; (a)when the execution phase of 
an operation has been completed, an interrupt is generated to signal 
the beginning of the result phase (the fdc busy flag is set 

when this interrupt is received) , and (b) when an overlapped operation ) 

is completed or an unexpected interrupt is received (the fdc busy flag 
is not set when this interrupt is received) . 

When interrupt type (a) is received, the result bytes from the operation 
are read from the 8272 and the operation complete flag is set. 

When an interrupt of type (b) is received, the interrupt result code is 
examined to determine which of the following four actions are indicated; 

1. An overlapped option (recalibrate or seek) has been completed. The 
result data is read from the 8272 and placed in the currently active 
disk operation control block. 

2. An abnormal termination of an operation has occurred. The result 
data is read and placed in the currently active disk operation 
control block. 

3. The execution of an invalid command has been attempted. This 
signals the successful completion of all interrupt processing. 

4. The ready status of a drive has changed. The "dr ive$ready" and 
"dr ive$ready$status" change tables are updated. If an operation 
is currently in progress on the affected drive, the result data 
is placed in the currently active disk operation control block. 

After an interrupt is processed, additional sense interrupt status commands 
must be issued and processed until an invalid command result is returned 
from the fdc. This action guarantees that all "hidden" interrupts 
are serviced. ****/ 
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207 1 

208 2 


209 2 


210 2 


211 2 


213 3 

215 4 

216 4 

218 4 

219 4 

220 4 

221 4 

222 4 

223 3 


224 2 

225 3 

226 3 


227 4 

229 4 

231 4 


232 5 

233 6 

234 6 

235 6 


236 5 

237 6 

238 6 

239 6 


240 5 


241 5 

242 6 

243 6 

244 6 

245 6 

247 6 

248 6 

249 5 

250 4 

251 3 

252 2 

253 2 


fdcint: procedure public interrupt fdc$int$level; 
declare 

invalid byte, ' 

drive$no byte, 
docb$ptr pointer, 

docb based docb$ptr structure docb$type; 
declare 

/* interrupt port definitions */ 

ocw2 literally '70H', 

nseoi literally 'shl(l,5)'; 

declare 

/* miscellaneous flags */ 

result$code literally 'shr (interrupt$docb.disk$result (0) and result$error$mask , 6) " 

result$dr ive$ready literally " ( (interrupt$docb.disk$result (0) and result$ready$mask) = 0) 

extract$result$drive$no literally (interrupt$docb.disk$result (0) and result$dr ive$mask) ' , 
end$of$interrupt literally 'output (ocw2) =nseoi' ; 

/* if the fdc is busy when an interrupt is received, then the result 
phase of the previous non-overlapped operation has begun */ 
if fdc$busy 
then do; 

/* process interrupt if operation in progress */ 
if global$dr ive$no <> 0 
then do; 

docb$ptr=operation$docb$ptr (global$dr ive$no-l) ; 
if error$in input$result$f rom$fdc (docb$ptr ) 
then docb.misc=error ; 
else docb.misc=ok; 

operation$in$progress (global$dr ive$no-l) =false; 
operation$complete (global$dr ive$no-l) =true; 
global$dr ive$no=0 ; 
end; 

end; 

/* if the fdc is not busy, then either an overlapped operation has been 
completed or an unexpected interrupt has occurred (e.g., drive status 
change) */ 
else do; 

invalid=false; 
do while not invalid; 

/* perform a sense interrupt status operation - if errors are detected, 
in the actual fdc interface, interrupt processing is discontinued */ 
if error$in output$byte$to$fdc (sense$int$status) then go to ignore; 
if error$in input$result$f rom$fdc (@interrupt$docb) then go tp ignore; 

do case result$code; 

/* case 0 - operation complete */ 
do; 

dr ive$no=extract$result$dr ive$no; 
call copy$int$result (dr ive$no) ; 
end; 

/* case 1 - abnormal termination */ 
do ; 

dr ive$no=extract$result$dr ive$no; 
call copy$int$result (drive$no) ; 
end; 

/* case 2 - invalid command */ 
invalid=true; 

/* case 3 - drive ready change */ 
do;, 

dr ive$no=extract$result$dr ive$no; 
call copy$int$result (drive$no) ; 
dr ive$status$change (drive$no) =true; 
if result$dr ive$ready 

then dr ive$ready (drive$no) =true; 
else dr ive$ ready (drive$no) = false; 

end ; 
end; 
end; 
end; 

ignore: end$of $interrupt ; 
end fdcint; 


254 1 end drivers; 


5-556 


207885-001 



APPLICATIONS 


MODULE INFORMATION: 

CODE AREA SIZE = 0615H 1557D 

CONSTANT AREA SIZE = 0000H OD 

VARIABLE AREA SIZE = 0050H 80D 

MAXIMUM STACK SIZE = 0032H 50D 

564 LINES READ 
0 PROGRAM ERROR (S) 

END OF PL/M- 8 6 COMPILATION 
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APPENDIX B 

8272 FDC EXERCISER PROGRAM 
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PL/M- 8 6 COMPILER 8272 FLOPPY DISK DRIVER EXERCISE PROGRAM 

ISIS-II PL/M- 8 6 VI. 2 COMPILATION OF MODULE RUN 7 2 
OBJECT MODULE PLACED IN : FI : run72 .OBJ 
COMPILER INVOKED BY: plm86 :Fl:run72.p86 DEBUG 


1 

2 1 


3 l 


4 


1 


5 1 


6 


1 


7 


1 


8 


1 


$title ('8272 floppy disk driver exercise program') 

$nointvector 
$optimize (2) 

$large 
run72: do; 

declare 

docb$type literally /* disk operation control block */ 

' (dma$op byte,dma$addr word ,dma$addr$ext byte ,dma$count word, 
disk$command (9) byte ,disk$result ( 7) byte,misc byte)'; 

declare 


/* 8272 fdc commands */ 


fm 

literally 'O', 

mfm 

literally '1', 

dma$mode 

literally 'O', , 

non$dma$mode 

literally '1', 

recalibrate$comraand 

literally '7', 

specif y$command 

literally '3' , 

read$command 

literally '6', 

wr ite$command 

literally '5', 

format$command 

literally ' 0DH' , 

seek$command 

literally ' 0FH' ; 

declare 

dma$verify 

literally 'O', 

dma$read 

literally '1', 

dma$wr ite 

literally '2', 

dma$noop 

literally '3'; 

declare 

/* disk operation control blocks */ 

format$docb 

structure docb$type, 

seek$docb 

structure docb$type, 

recalibrate$docb 

structure docb$type, 

specify$docb 

structure docb$type, 

read$docb 

structure docb$type, 

wr ite$docb 

structure docb$type; 

declare 

step$rate 

byte , 

head$load$time 

byte. 

head$unload$time 

byte. 

f iller$byte 

byte, 

oper at ion$ status 

byte. 

interleave 

byte. 

format$gap 

byte , 

read$wr ite$gap 

byte. 

index 

byte. 

dr ive 

byte , 

density 

byte, 

multitrack 

byte, 

sector 

byte, 

cylinder 

byte. 

head 

byte, /* disk drive head */ 

tracks$per$disk 

byte, 

sector s$per$ track 

byte. 

bytes$per$sector$code 

byte. 

bytes$per$ sector 

word; /* number of bytes in a sector on the disk */ 

declare 

/* read and write buffers */ 

fmtblk (104) 

byte public. 

wrbuf (1024) 

byte public. 

rdbuf (1024) 

byte public; 

declare 

/* disk format initialization tables */ 

sec$trk$table (3) 

byte data (26,15,8) , 

fmt$gap$ table (8) 

byte data ( 1BH , 2AH , 3AH , 0 , 0 , 36H , 54H , 74H) , 

rd$wr$gap$table (8) 

byte data ( 07H , 0EH , 1BH ,0,0, 0EH , 1BH , 35H) ; 
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9 1 declare 

/* external pointer tables and interrupt vector */ 
rdbptr(2) word external, 

wrbptr(2) word external, 

fbptr(2) word external, 

intptr(2) word external, 

intvec(80H) word external; 


10 1 execute$docb: procedure (docb$ptr ,status$ptr) external; 

11 2 declare docb$ptr pointer, status$ptr pointer; 

12 2 end execute$docb; 

13 1 initialize$drivers: procedure external; 

14 2 end initialize$dr ivers; 

$e ject 

/**** specify step rate ("srt"), head load time ("hit"), head unload time ("hut"), 
and dma or non-dma operation ("nd"). ****/ 

15 1 specify: procedure (srt , hit , hut ,nd) ; 

16 2 declare (srt , hit, hut, nd) byte; 

17 2 specify$docb.dma$op=dma$noop; 

18 2 specify$docb.disk$command (0) =specify$command; 

19 2 specify$docb.disk$command (1) =shl ( (not srt)+l,4) or shr(hut,4); 

20 2 specify$docb.disk$command (2) = (hit and OFEH) or (nd and 1); 

21 2 call execute$docb (@specify$docb,@operation$status) ; 

22 2 end specify; 


/**** recalibrate disk drive 

8272 automatically steps out until the track 0 signal is activated 
by the disk drive. ****/ 

23 1 recalibrate: procedure (drv) ; 

24 2 declare drv byte; 

25 2 recalibrate$docb.dma$op=dma$noop; 

26 2 recalibrate$docb.disk$command (0) =recalibrate$command; 

27 2 recalibrate$docb.disk$command (1) =drv; 

28 2 call execute$docb (@recalibrate$docb,@operation$status) ; 

29 2 end recalibrate; 


/**** seek drive "drv", head (side) "hd" to cylinder "cyl" . ****/ 

30 1 seek: procedure (drv , cyl ,hd) ; 

31 2 declare (drv, cyl, hd) byte; 

32 2 seek$docb.dma$op=dma$noop; 

33 2 seek$docb.disk$command (0) =seek$command; 

34 2 seek$docb.disk$command (1) =drv or shl(hd,2); 

35 2 seek$docb.disk$command (2) =cyl; 

36 2 call execute$docb (@seek$docb,@operation$status) ; 

37 2 end seek; 


/**** format a complete side ("head") of a single floppy disk in drive "drv". The density, 
(single or double) is specified by flag "dens". ****/ 

38 1 format: procedure (drv , dens , intlve) ; 

/* format disk */ 

39 2 declare (drv, dens , intlve) byte; 

40 2 declare physical$sector byte; 

41 2 call recalibrate (drv) ; 

42 2 do cylinder=0 to tracks$per$disk-l ; 

/* set sector numbers in format block to zero before computing interleave */ 

43 3 do physical$sector=l to sectors$per$ track ; fmtblk ( (physical$sector-l) *4+2) =0; end; 

/* physical sebtor 1 equals logical sector 1 */ 

46 3 phys ical$sector=l ; 

/* assign interleaved sectors */ 

47 3 do sector=l to sectors$per$track ; 

48 4 index= (phys ical$sector- 1) *4; 
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/* change sector and index if sector has already been assigned */ 

49 4 do while fmtblk (index+2) <> 0; index=index+4 ; physical$sector=physical$sector+l; end; 

/* set cylinder, head, sector, and size code for current sector into table */ 

53 4 fmtblk (index) =cylinder ; 

54 4 fmtblk (index+1) =head ; 

55 4 fmtblk (index+2) =sector ; 

56 4 fmtblk (index+3) =bytes$per$sector$code; 

/* update physical sector number by interleave */ 

57 4 physical$sector=physical$sector+intlve; 

58 4 if physical$sector > sector s$per$ track 

then physical$sector=physical$sector-sectors$per$track; 

60 4 end; 

/* seek to next cylinder */ 

61 3 call seek (drv, cylinder , head) ; 

/* set up format control block */ 

62 3 format$docb.dma$op=dma$write; 

63 3 format$docb.dma$addr=fbptr (0) +shl (f bptr ( 1) , 4) ; 

64 3 format$docb.dma$addr$ext=0 ; 

65 3 format$docb.dma$count=sectors$per$track*4-l ; 

66 3 format$docb.disk$command (0) =format$command or shl (dens, 6); 

67 3 format$docb.disk$command (1) =drv or shl(head,2); 

68 3 format$docb.disk$command (2) =bytes$per$sector$code; 

69 3 format$docb.disk$command (3) =sectors$per$track; 

70 3 format$docb.disk$command (4) =format$gap; 

71 3 format$docb.disk$command (5) =f iller$byte; 

72 3 call execute$docb (@format$docb,@operation$status) ; 

73 3 end; 

74 2 end format; 


/**** write sector "sec" on drive "drv" at head "hd" and cylinder "cyl" . The 

disk recording density is specified by the "dens" flag. Data is expected to be 
in the global write buffer ("wrbuf"). ****/ 

75 1 write: procedure (drv, cyl ,hd , sec , dens) ; 

76 2 declare (drv, cyl ,hd, sec, dens) byte; 

77 2 wr ite$docb.dma$op=dma$write; 

78 2 wr ite$docb.dma$addr=wrbptr (0) +shl (wrbptr (1) ,4) ; 

79 2 wr ite$docb.dma$addr$ext=0 ; 

80 2 write$docb.dma$count=bytes$per$sector-l; 

81 2 wr ite$docb.disk$command (0) =wr ite$command or shl(dens,6) or shl (multitrack, 7) ; 

82 2 wr ite$docb.disk$command (1) =drv or shl(hd,2); 

83 2 wr ite$docb.disk$command (2) =cyl; 

84 2 write$docb.disk$command (3) =hd; 

85 2 wr ite$docb.disk$command (4) =sec; 

86 2 wr ite$docb.disk$command (5) =bytes$per$sector$code ; 

87 2 wr ite$docb.disk$command (6) =sectors$per$track; 

88 2 write$docb.disk$command (7) =read$write$gap; 

89 2 if bytes$per$sector$code = 0 

then write$docb.disk$command (8) =bytes$per$sector ; 

91 2 else wr ite$docb.disk$command (8) =0FFH; 

92 2 call execute$docb (@write$docb,@operation$status) ; 

93 2 end write; 


/**** read sector "sec" on drive "drv" at head "hd" and cylinder "cyl". The 

disk recording density is defined by the "dens" flag. Data is read into 
the global read buffer ("rdbuf"). ****/ 

94 1 read: procedure (drv, cyl ,hd , sec , dens) ; 

95 2 declare (drv, cyl, hd, sec, dens) byte; 

96 2 read$docb.dma$op=dma$read; 

97 2 read$docb.dma$addr=rdbptr (0) +shl (rdbptr (1) , 4) ; 

98 2 read$docb.dma$addr$ext=0 ; 

99 2 read$docb.dma$count=bytes$per$sector-l; 

100 2 read$docb.disk$command (0) =read$command or shl (dens, 6) or shl (multitrack, 7) ; 

101 2 read$docb.disk$command (1) =drv or shl(hd,2); 

102 2 read$docb.disk$command (2) =cyl; 

103 2 read$docb.disk$command (3) =hd; 

104 2 read$docb.disk$command (4) =sec; 

105 2 read$docb.disk$command ( 5) =bytes$per$sector$code ; 

106 2 read$docb.disk$command (6) =sectors$per$ track; 

107 2 read$docb.disk$command (7) =read$wr ite$gap; 
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108 


110 

111 


113 

114 


if bytes$per$sector$code = 0 

then read$docb.disk$command (8) =bytes$per$sector ; 
else read$docb.disk$command (8) =0FFH; 
call execute$docb(@read$docb,@operation$status) ; 

end read; 

$eject 

/**** initialize system by setting up 8237 dma controller and 8259A interrupt 
controller. ****/ 


initialize$system: procedure; 
declare 

/* I/O ports */ 


dma$disk$addr$port 

literally 

* 00H" , 

/* 

dma$disk$word$count$port 

literally 

"01H" , 

/* 

dma$command$port 

literally 

■* 08H" , 

/* 

dma$mode$port 

literally 

0BH" , 

/* 

dma$mask$sr$port 

literally 

"0AH", 

/* 

dma$clear$f f$port 

literally 

" 0CH " , 

/* 

dma$master$clear$port 

literally 

* 0DH" , 

/* 

dma$mask$port 

literally 

'OFH' , 

/* 

dma$cl$addr$port 

literally 

" 02H" , 


dma$cl$word$count$port 

literally 

"03H" , 


dma$c2$addr$port 

literally 

" 04H" , 


dma$c2$word$count$port 

literally 

'05H', 


dma$c3$addr$port 

literally 

"* 06H'* r 


dma$c3$word$count$port 

literally 

'07H' , 


icwl 

literally 

'10H' , 


icw2 

literally 

'HE' , 


icw4 

literally 

'HE' , 


ocwl 

literally 

'HE' , 


ocw2 

literally 

'10E' , 


ocw3 

literally 

'10E' ; 


declare 




/* misc masks and literals */ 



dma$extended$write 

literally 

shl (1,5 ) ' t 

/* 

dma$single$ transfer 

literally 

'shl (1, 6) " , 

/* 

dma$disk$mode 

literally 

40H" , 


dma$cl$mode 

literally 

'A1E' , 


dma$c2$mode 

literally 

' A2E' , 


dma$c3$mode 

literally 

'A3E' , 


mode$8088 

literally 

'1', 


interrupt$base 

literally 

' 20E' , 


single$contr oiler 

literally 

"shl (1,1) * , 


level$sensitive 

literally 

"shl (1,3)", 


control$word$4$required 

literally 

"1 ", 


base$icwl 

literally 

"10H", 


mask$all 

literally 

"0FFH", 


disk$interrupt$mask 

literally 

'l ' ; 



current address port */ 
word count port */ 
command port */ 


V 


*/ 


dma master clear port */ 
parallel mask set port*/ 


116 

117 


118 


119 

120 
121 
122 

123 

124 

125 

126 
127 


128 

129 

130 

131 

132 

133 

134 

135 

136 


output (dma$master$clear$port) =0 ; 
output (dma$mode$port) =dma$extended$wr ite; 

/* set all dma registers to valid values * 
output (dma$mask$port) =mask$all; 

/* set all addresses to zero */ 
output (dma$clear$f f $port) =0 ; 
output (dma$disk$addr$port) =0 ; 
output (dma$disk$addr$port) *’0; 
output (dma$cl$addr$port) =0; 
output (dma$cl$addr$port) =0 ; 
output (dma$c2$addr$port) =0; 
output (dma$c2$addr$port) =0; 
output (dma$c3$addr$port) =0; 
output (dma$c3$addr$port) =0; 

/* set all word counts to valid values */ 
output (dma$clear$f f$port) =0; 
output (dma$disk$word$count$port) =1; 
output (dma$disk$word$count$port) *1 j 
output (dma$cl$word$count$port) =1 ; 
output (dma$cl$word$count$port) =1 ; 
output (dma$c2$word$count$port) =1 ; 
output (dma$c2$word$count$port) =1; 
output (dma$c3$word$count$port) =1; 
output (dma$c3$word$count$port) =1; 


master reset */ 

set dma command mode */ 


/* mask all channels */ 


/* reset first/last flip-flop */ 


/* reset first/last flip-flop */ 
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137 2 

138 2 

139 2 

140 2 


141 2 

142 2 

143 2 

144 2 


145 

146 


2 

2 


147 2 


148 1 

149 1 


/* initialize all dma channel modes */ 
output (dma$mode$port) =dma$disk$mode; 
output (dma$mode$port) =dma$cl$mode; 
output (dma$mode$port) =dma$c2$mode; 
output (dma$mode$port) =dma$c3$mode; 

/* initialize 8259A interrupt controller */ 

output (icwl) =single$controller or level$sensitive or control$word4$required or base$icwl; 
output ( icw2) = inter rupt$base; 

output (icw4) =mode$8088; /* set 8088 interrupt mode */ 

output (ocwl) =not disk$interrupt$mask; /* mask all interrupts except disk */ 

/* initialize interrupt vector for fdc */ 
intvec (40H) =intptr (0) ; 
intvec (41H) =intptr (1) ; 

end initialize$system; 

$eject 

/**** main program: first format disk (all tracks on side (head) 0. Then 

read each sector on every track of the disk forever. ****/ 

declare dr ive$ready (4) byte external; 

/* disable until interrupt vector setup and initialization complete */ 
disable; 


150 1 

151 1 

152 1 

153 1 

154 1 

155 1 

156 1 

157 1 

158 1 

159 1 


160 1 
161 1 
162 2 

167 2 

168 2 


/* set initial floppy disk parameters */ 

density=mfm; 

head=0 ; 

multitrack=0 ; 

f iller$byte=55H; 

tracks$per$disk=77; 

bytes$per$sector=1024; 

inter leave=6 ; 

step$rate=ll; 

head$load$time=40; 

head$unload$time=240 ; 


/* double-density */ 

/* single sided */ 

/* no multitrack operation */ 

/* for format */ 

/* normal floppy disk drive */ 

/* 1024 bytes in each sector */ 

/* set track interleave factor */ 

/* 10ms for SA800 plus 1 for uncertainty */ 
/* 40ms head load for SA800 */ 

/* keep head loaded as long as possible */ 


/* derive dependent parameters from those above */ 
bytes$per$sector$code=shr (bytes$per$sector , 1 ) ; 
do index=0 to 3; 

if (bytes$per$sector$code and 1) <> 0 

then do; bytes$per$sector$code=index; go to donebc; end; 
else bytes$per$sector$code=shr (bytes$per$sector$code , 1) ; 

end; 


169 1 

170 1 

171 1 


172 1 

173 1 


174 1 

175 1 


176 1 

177 1 


178 1 

179 2 

181 2 
182 1 


183 1 

184 2 

185 3 

186 3 


187 4 


donebc: 

sector s$per$track=sec$trk$ table ( by tes$per$ sector $code-density) ; 
format$gap=fmt$gap$ table (shl (density , 2) +bytes$per$sector$code) ; 
read$wr ite$gap=rd$wr$gap$table (shl (density , 2) +bytes$per$sector$code) ; 

/* initialize system and drivers */ 
call initialize$system; 
call initialize$dr ivers; 

/* reenable interrupts and give 8272 a chance to report on drive status 
before proceeding */ 
enable; 

call time (10) ; 

/* specify disk drive parameters */ * 

call specify (step$rate,head$load$time,head$unload$time,dma$mode) ; 

dr ive=0 ; /* run single disk drive #0 */ 

/* wait until drive ready */ 
do while 1; 

if dr ive$ready (drive) 
then go to start; 

end; 

start: 

call format (drive, density, interleave) ; 
do while 1; 

do cylinder=0 to tracks$per$disk-l; 
call seek (dr ive, cylinder , head) ; 
do sector=l to sectors$per$track; 

/* set up write buffer */ 

do index=0 to bytes$per$sector-l; wrbuf ( index) =index+sector+cylinder ; end; 
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190 4 

191 4 


call write (dr ive , cylinder ,head, sector , density) ; 
call read (drive, cylinder , head, sector , density) ; 


/* check read buffer against write buffer */ 

192 4 if cmpw (@wrbuf , @rdbuf ,shr (bytes$per$sector , 1) ) <> OFFFFH 

then halt; 

1,94 4 ’ end; 

195 , 3 end; 

196 2 end; 


197 1 end run72; 


MODULE INFORMATION: 

CODE AREA SIZE = 057 OH 

CONSTANT AREA SIZE = 000 OH 
VARIABLE AREA SIZE = 0907H 
MAXIMUM STACK SIZE = 0022H 
412 LINES READ 
0 PROGRAM ERROR (S) 

END OF PL/M- 8 6 COMPILATION 


1392D 

OD 

2311D 

34D 
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8272 DRIVER FLOWCHARTS 
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82062 

WINCHESTER DISK CONTROLLER 

r 


Controls ST506/ST412 Interface 
Winchester Drives 

5 M Bit/Sec Transfer Rate 

128, 256, 512, and 1024 Byte Sector 
Lengths 

Six High-Level Commands: Restore, Seek, 
Read Sector, Write Sector, Scan ID, and 
Write Format 


■ Multiple Sector Transfer Capability 

■ Implied Seek With Read/Write Commands 

■ 7 Byte Sector Length Extension For 
External Error Correction Code 

■ Single +5 Volt Power Supply 


The 82062 Winchester Disk Controller (WDC) device interfaces microprocessor systems to Winchester Disks 
that use the Seagate Technology ST506/ST412 interface. Examples include the Seagate ST506 and ST412, 
Shugart SA604 and SA606, Tandon 600, and Computer Memories CM5206 and CM5412. The device translates 
parallel data from the microprocessor to a 5 mbit/sec, MFM-encoded serial bit stream. It provides all of the 
drive control logic and, in addition, control signals which simplify the design of an external phase locked loop 
and write precompensation circuitry. The 82062 is designed to interface to the host controller through an 
external sector buffer. 



Figure 1. 82062 Block Diagram 



vcc 

RD CLOCK 
RD GATE 
RD DATA 
BDRQ 
BRDY 
DRUN 
RWC 
SC 

TRACK 000 

WR FAULT 

INDEX 

DRDY 

STEP 

DIR 

WR CLOCK 
WR GATE 
EARLY 
LATE 
WR DATA 


Figure 2. Pin Configuration 
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Table 1. Pin Description 




Type 

Name and Function 


1 

0 

Buffer Chip Select: Output used to enable reading or writing of the external 
sector buffer by the 82062. When low, the host should not able to drive the 
82062 data bus, Rl), or WR lines. 


2 

o 

Buffer Counter Reset: Output that is strobed by the 82062 prior to read/write 
operation. This pin is strobed whenever BCS changesstate. Used to reset the 
address counter of the buffer memory. 

m 

3 

o 

Interrupt Request: Interrupt generated by the 82062 upon command 
termination. It is reset when any register is read. Optionally signifies when a 
data transfer is required on Read Sector commands. 

N/C 

4 


No connection. Reserved for future use. 

RESET 

5 

1 

Reset: Initializes the controller and clears all status flags. Does not clear the 
Task Registers. 

RD 

6 

I/O 

Read: As an input, RD controls the transfer of information from the 82062 
registers to the host. RD is an output when the 82062 is reading data from the 
sector buffer (BCS low). 

WR 

7 

I/O 

Write: As an input, WR controls the transfer of command or task information 
into the 82062 registers. WR is an output when the 82062 is writing data to the 
sector buffer (BCS low). 

CS 

8 

1 

Chip Select: Enables RD and WR as inputs for access to the Task Registers. It 
has no effect once a disk command starts.. 

Aq-A 2 

9-11 

1 

Address: Used to select a register from the task register file. 

db 0 -db 7 

12-19 

I/O 

Data Bus: Bidirectional 8-bit Data Bus with control determined by BCS. When 
BCS is high the microprocessor has full control of the data bus for reading 
and writing the Task Registers. When BCS is low the 82062 controls the data 
bus to transfer data to or from the buffer. 

GND 

20 


Ground 

WR DATA 

21 

0 

Write Data: Open drain output that shifts out MFM data at a rate determined 
by Write Clock. Requires an external flip-flop clocked at 10 MHz. See 
note 1. 

LATE 

22 

0 

Late: Open drain output used to derive a delay value for write precom- 
pensation. Valid when WR GATE is high. Active on all cylinders. See note 1. 

EARLY 

23 

0 

Early: Open drain output used to derive a delay value for write precom- 
pensation. Valid when WR GATE is high. Active on all cylinders. See note 1. 

WR GATE 

24 

0 

Write Gate: High when write data is valid. WR GATE goes low if the WR FAULT 
input is active. This output is used by the drive to enable head write current. 

WR CLOCK 

25 

1 

Write Clock: Clock input used to derive the write data rate. Frequency - 5MHz 
for the ST506 interface, 4.34MHz for the SA 1000 interface. See note 2. 

DIR 

26 

0 

Direction: High level on this output tells the drive to move the head inward 
(increasing cylinder number). The state of this signal is determined by the 
82062’s internal comparison of actual cylinder location vs desired cylinder. 

STEP - 

27 

o 

Step: Provides 8.4 microsecond pulses to move the drive head to another 
cylinder at a programmable frequency. 

DRDY 

28 

1 

Drive Ready: If DRDY from the drive goes low, the command will be 
terminated. 


( 
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Table 1. Pin Description (continued) 


Symbol 



Name and Function 

INDEX 

29 

■ 

Index: Signal from the drive indicating the beginning of a track. It is used by 
the 82062 during formatting, and for counting retries. Index is edge triggered. 
Only the rising edge is valid. 

WR FAULT 



Write Fault: An error input to the 82062 which indicates a fault condition at the 
drive! If WR FAULT from the drive goes high, the command will be 
terminated. 

TRACK 000 

31 

1 

TVack Zero: Signal from the drive which indicates that the head is at the 
outermost cylinder. Used by the Restore command. 

SC 

32 

■ 

Seek Complete: Signal from the drive indicating to the 82062 that the drive 
head has settled and that reads or writes can be made. SC is edge triggered. 
Only the rising edge is valid. 

RWC 

33 

O 

Reduced Write Current: Signal goes high for all cylinder numbers above the 
value programmed in the Write Precomp Cylinder register. It is used by the 
precompensation logic and by the drive to reduce the effects of bit shifting. 

DRUN 

34 

l 

Data Run: This signal informs the 82062 when a field of ones or zeroes has 
been detected in the read data stream by an external one-shot. This indicates 
the beginning of an ID field. RD GATE is brought high when DRUN issampled 
high for 16 clock periods. See note 2. 

BRDY 

35 

1 

Buffer Ready: Input used to signal the controller that the buffer is ready for 
reading (full), or writing (empty), by the host uP. Only the rising edge 
indicates the condition. 

BDRQ 

36 

0 

Buffer Data Request: Activated during Read or Write commands when a data 
transfer between the host and the 82062’s sector buffer is required. Typically 
used as a DMA request line, or to generate an interrupt. 

RD DATA 

37 

1 

Read Data: Single ended input that accepts MFM data from the drive. See 
note 2. 

RD GATE 

38 

0 

Read Gate: Output that is high for data and 1 D fields. Goes active when DRUN 
has been high for 16 WR CLOCK periods to permit the external phase lock 
loop to lock onto the incoming disk data stream. 

RD CLOCK 

39 

1 

Read Clock: Clock input derived from the external data recovery circuits. See 
note 2. 

Vcc 

40 

1 

D.C. Power: +5V 


Note 1: This pin requires a pull-up resistor to function properly. A value of 1000 ohms will work satisfactorily. 

Note 2: This pin requires input levels that are not TTL compatible. These lines can be interfaced toTTL with a 
pull-up resistor. Too small of a resistor will produce a VIL level that is too high. Too large of a resistor will 
degrade the signal’s rise time. A minimum value for the resistor is determined as follows: 

(V C c max) - (82062 V, L max) 


(TTL l 0L min) - (82062 |, L max) 

This would typically be: 

5.25V - 0.5V 

— 3k Q 

1.6 mA - 10 /jA 
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FUNCTIONAL DESCRIPTION 

The Intel 82062 Winchester Disk Controller (WDC) 
integrates much of the logic needed to implement 
Winchester Disk controller subsystems. It provides 
MFM-encoded data and all the control lines required 
by hard disks using the Seagate Technology ST506 
or Shugart Associates SA1000 interface standard. 
Currently, most5V4 inch and many 8 inch Winchester 
Drives use this interface. 

Due to the higher data rates required by these 
drives— 1 byte every 1 .6 usee— the 82062 is designed 
to interface with the host CPU or I/O controller 
through an external buffer RAM. The 82062 WDC has 
four pins that minimize the logic required to design a 
buffer interface. 

Figure 3 shows a block diagram of an 82062 subsys- 
tem. The WDC is controlled by the host CPU through 
six commands: 

Restore 

Seek 

Read Sector 
Write Sector 
Scan ID 
Write Format 

These commands use information stored by six task 
registers. Command execution starts immediately 
after the command register is loaded— therefore 
commands require only one byte from the CPU after 
the WDC has been initialized. 

The 82062 adds all the required track formatting to 
the data field, including two bytes of CRC. Optionally, 
these two bytes can be replaced by seven bytes of 
ECC information for external error correction. 


INTERNAL ARCHITECTURE 

The internal architecture of the 82062 WDC is shown 
in more detail in Figure 4. The major functional 
blocks are: 


PLA Controller 

The PLA interprets commands and provides all con- 
trol functions. It is synchronized with WR CLOCK. 

Magnitude Comparator 

A 10-bit magnitude comparator is used to calculate 
the direction and number of step pulses needed to 
move the head from the present to the desired 
cylinder. 

CRC Logic 

Generates and checks the cyclic redundancy check 
characters appended to the ID and data fields. The 
polynomial used is: 

X 16 + X 12 + X 5 +1. 


MFM Encode/Decode 

Encodes and decodes MFM data to be written/read 
from the drive. The MFM encoder operates from WR 
CLOCK, a clock having a frequency equivalent to the 
bit rate. The MFM decoder operates from RD CLOCK, 
a bit rate clock generated from the external data 
separator. RD CLOCK and WR CLOCK need not be 
synchronized. 



\ 


Figure 3. System Block Diagram 
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Figure 4. 82062 Detailed Block Diagram 


AM Detect 

The address mark detector checks the incoming data 
stream for a unique missing clock pattern (Data = 
A1H, Clock = OAH) used in each ID and data field. 

Host/Buffer Interface Control 

The Host/Buffer IFC logic contains all of the neces- 
sary circuitry to communicate with the 8-bit bus from 
the host processor. 

Drive Interface Control 

The Drive IFC logic controls and monitors all lines 
from the drive, with the exception of read and write 
data. 


DRIVE INTERFACE 


The buffer/receivers condition the control lines to 
be driven down the cable to the drive. The control 
lines are typically single-ended, resistor terminated 
TTL levels. The data lines to and from the drive also 
require buffering, but are differential RS-422 levels. 
The interface specification to the drive can be found 
in the manufacturers’ OEM manual. The WDC supp- 
lies TTL compatible signals, and will interface to 
most buffer/driver devices. 

The data recovery circuits consist of a phase-lock 
loop data separator and associated components. 
The 82062 WDC interacts with the data separator 
thru the DATA RUN (DRUN) and RD GATE signals. 

\ A block diagram of a typical data separator circuit is 
shown in Figure 6. Read data from the drive is pres- 
ented to the RD DATA input of the WDC, the refer- 
ence multiplexor, and a retriggerable one-shot. The 
RD GATE (Pin 38) output will be low when the WDC 
is not inspecting data. The PLL at this time should 
remain locked to the reference clock. 


The drive side of the 82062 WDC requires three sec- 
tions of external logic. These are buffer/receivers, 
data separator, and write precompensation. Figure 5 
illustrates a drive side interface. 
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Figure 6. Data Recovery Circuit 
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When any Read/Write command is initiated and a 
search for address mark begins, the DRUN input is 
examined. The DRUN one-shot is set for slightly 
greater than one bit time, allowing it to retrigger 
constantly on a field of ones and zeros. An internal 
counter times out to see that DRUN is high for 2 byte 
times. RD GATE is set by the WDC, switching the 
data separator to lock onto the incoming data 
stream. If DRUN falls prior to an additional 7 byte 
times, RD GATE is lowered and the process is 
repeated. RD GATE will remain active high until a 
non-zero, non-address mark byte is detected. It will 
then lower RD GATE for two byte times (to allow the 
PLL to lock back on to the reference clock), and 
start the DRUN search again. If an address mark is 
detected, RD GATE will be held high and the com- 
mand will continue searching for the proper ID field. 
This sequence is shown in the flow chart in Figure 7. 

The write precompensation logic is controlled by 
the signals REDUCE WRITE CURRENT (RWC), 
EARLY and LATE. The cylinder in which the RWC 
line becomes active is controlled by the REDUCE 
WRITE CURRENT register in the Task Register File. 
It can be used to turn on the precomp circuitry on a 
predetermined cylinder. If the REDUCE WRITE 
CURRENT register contents are FFH, then RWC will 
always be low. 

The signals EARLY and LATE are used to tell the 
precomp circuitry how much delay is required on 
the WR DATA pulse about to be sent. The amount of 
delay is determined externally through a digital 
delay line or equivalent circuitry. Since the EARLY 
signal occurs after the fact, WR DATA s ho uld be 
delayed by one interval when both EARL Y and LATE 
are deasserted, two interva ls when LATE is asserted, 
and no delay when EARLY is asserted. An interval is, 
for exa m ple, 12 -15 ns. for the ST506 interface. 
EARLY or LATE w ill be ac tive slightly ahead of the 
WR DATA pulse. EARLY an d LATE will neve r be 
asserted at the same time. EARLY and LATE are 
always active, and should be gated externally by the 
RWC signal. 


HOST PROCESSOR INTERFACE 

The primary interface between the host processor 
and the 82062 WDC is through an 8-bit bi-directional 
data bus. This bus is used to transmit/receive data to 
both the WDC and a sector buffer. The sector buffer 
is constructed with either FIFO memory, or static 
RAM and a counter. Since the WDC will use the data 
bus when accessing the sector buffer, a transceiver 
must be used to isolate the host during this time. 
Figure 8 shows a typical connection to a sector 
buffer implemented with RAM memory. Whenever 
the WDC is not using the sector buffer, The BUFFER 
CHIP SELECT (BCS) is high (disabled). This allows 
the host to access the WDC’s Task Register File, and 



Figure 7. PLL Control Sequence 


5-580 


ORDER NUMBER: 210446-004 





82062 


intel 


to set up parameters prior to issuing a command. It 
also allows the host to access the RAM buffer. A 
decoder is used to generate a chip select when A 0 _ 2 
is ‘000', an unused address in the WDC. A binary 
counter is enabled whenever RD or WR go active 
and is incremented on the trailing edge of the chip 
select. This allows the host to access sequential 
bytes within the RAM. The decoder also generates 
another chip select when A 0 _ 2 does not equal ‘000', 
allowing access to the WDC’s internal registers 
while keeping the RAM tri-stated. 

During a WRITE SECTOR command, the host pro- 
cessor sets up data in the Task Register File and 
then issues the command. It then generates a status 
to inform the host that it may load the buffer with the 
data to be written. When the counter reaches its 
maximum count, the BUFFER READY (BRDY) sig- 
nal is made active (by the “carry” out of the counter), 
informing the WDC that the buffer is full. (BRDY is a 
rising edge triggered signal whic h wil l be ign ored if 
activated before the WDC issues BCR). BCS is then 
made active, disconnecting the host through the 
transceivers, and the RD and WR lines become out- 
puts from the WDC to allow it to access the buffer. 


Whe n the WDC is done using the buffer, it disables 
BCS which again allows the host to access the local 
bus. The READ SECTOR command operates in a 
similar manner, except the buffer is loaded by the 
WDC instead of the host processor. 

Another control signal called BUFFER DATA 
REQUEST (BDRQ, not used in Figure 8) is a DMA 
signal that can inform a DMA controller when the 
82062 WDC is requesting data. For further explana- 
tion, refer to the individual command descriptions 
and the A.C. Characteristics. In a READ SECTOR 
command, interrupts are generated at the termina- 
tion of the command. An interrupt may be specified 
to occur either at the end of the command, or when 
BDRQ is activated. The INTERRUPT line (INTRQ) 
is cleared either by reading the STATUS register, or 
by writing a new command in the COMMAND 
register. 



Figure 8. CPU Buffer Interface 
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TASK REGISTER FILE 

t E 

The Task Register File is a bank of registers used to 
hold parameter information pertaining to each 
command. These registers and their addresses are: 


A2 A1 A0 

READ 

WRITE 

0 0 0 
0 0 1 
0 1 0 
0 1 1 
1 0 0 
1 0 1 
1 1 0 
1 1 1 

(Bus Tri-Stated) 
Error Flags 
Sector Count 
Sector Number 
Cylinder Low 
Cylinder High 
SDH 

Status Register 

(Bus Tri-Stated) 
Reduce Write Current 
Sector Count 
Sector Number 
Cylinder Low 
Cylinder High 
SDH 

Command Register 


NOTE: Registers are not cleared by RESET. 


Bit 3 - Reserved Not used. 

Forced to zero. 


Bit 2 - Aborted Command 

This bit is set if a command was issued while DRDY, 
(Pin 28) is deasserted or WR FAULT (Pin 30) is 
asserted. The Aborted Command bit will also be set 
if an undefined command is written into the COM- 
MAND register, but an implied seek will be executed. 


Bit 1 - TRACK 000 

This bit is set only by the RESTORE command. It 
indicates that TRACK 000 (Pin 31) has not gone 
active after the issuance of 1024 stepping pulses. 


ERROR REGISTER 

This read-only register contains specific error sta- 
tus after the completion of a command. The bits are 
defined as follows: 


Bit 0 - Data Address Mark 


This bit is set during a READ SECTOR command if 
the Data Address Mark is not found after the proper 
Sector ID is read. 


7 

6 

5 

4 

3 

2 

1 

0 

BBD 

CRC 

— 

ID 

— 

AC 

TK000 

DM 


Bit 7 - Bad Block Detect 

This bit is set when an ID field has been encoun- 
tered that contains a bad block mark. It is used for 
bad sector mapping. 

Bit 6 - CRC Data Field 

This bit is set when a data field CRC error has 
ocurred. The sector buffer may still be read but will 
contain errors. 

Bit 5 - Reserved Not used. 

Forced to zero. 


REDUCE WRITE CURRENT REGISTER 

This register is used to define the cylinder number 
where RWC (Pin 33) is asserted: 

7 6 5 4 3 2 1 0 

CYLINDER NUMBER V4 

L I I | L J__ I I I 

The value (0-255) loaded into this register is inter- 
nally multiplied by 4 to specify the actual cylinder 
where RWC is asserted. Thus a value of 01 H will 
cause RWC to activate on cylinder 4, 02H on 
cylinder 8, and so on. RWC switching points are 
then 0,4,8, . . . 1020. RWC will be asserted when the 
present cylinder is greater than or equal to the 
cylinder indicated by this register. For example, the 
ST506 interface requires precomp on cylinder 128 
(80H) and above. Therefore, the REDUCE WRITE 
CURRENT register should be loaded with 32 (20H). 
A value of FFH will make RWC stay low, regardless 
of the actual cylinder number. 

1 


Bit 4 - ID Not Found 

This bit is set when the desired cylinder, head, sec- 
tor, or size parameter cannot be found after 8 revol u- 
tions of the disk, or if an ID field CRC error has 
occured. 
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SECTOR COUNT REGISTER 

This register is used to define the number of sectors 
that need to be transfered to the buffer during a 
READ MULTIPLE SECTOR or WRITE MULTIPLE 
SECTOR command.: 


7 6 5 4 3 2 1 0 

# OF SECTORS r 

l I 1 l I l l 

The value contained in the register is decremented 
after each sector is transferred to/from the sector 
buffer. A zero represents a 256 sector transfer, a one 
a 1 sector transfer, etc. This register is a “don’t care” 
when single sector commands are specified. 


SECTOR NUMBER 

This register holds the sector number of the desired 
sector: 

7 6 5 4 3 2 1 0 

1 se6tor'number 1 ' 

I 1 1 1 _L_ 1 I I I 

For a multiple sector command, it specifies the first 
sector to transferred. It is incremented after each 
sector is transferred to/from the sector buffer. The 
SECTOR NUMBER register may contain any value 
from 0 to 255. 

The SECTOR NUMBER register is also used to pro- 
gram the Gap 1 and Gap 3 lengths to be used when 
formatting a disk. See the WRITE FORMAT com- 
mand description for further explanation. - 


CYLINDER NUMBER LOW REGISTER 

This register holds the lower byte of the desired 
cylinder number: 

7 6 5 4 3 2 1 0 

' ls b'yte of cylinder number ' 

1 1 I _j_ I I I I 

It is used in conjunction with the CYLINDER 
NUMBER HIGH register to specify a range of 0 to 
1023. 


CYLINDER NUMBER HIGH REGISTER 


This register holds the two most significant bits of the 
desired cylinder number: 


7 

6 

5 

4 

3 

2 

1 

0 

LlJ 

X 

X 

X 

X 

X 

(9) 

(8) 


Internal to the 82062 WDC is another pair of registers 
that hold the actual position where the R/W heads are 
located. The CYLINDER NUMBER HIGH and LOW 
registers can be considered the cylinder destination 
for seeks and other commands. After these com- 
mands are executed, the internal cylinder position 
registers’ contents are equal to the cylinder high/low 
registers. If a drive number change is detected on a 
new command, the WDC automatically reads an ID 
field to update its internal cylinder position registers. 
This affects all commands except a RESTORE. 

SECTOR/DRIVE/HEAD REGISTER 

The SDH register contains the desired sector size, 
drive number, and head number parameters. The 
format is diagramed below. 


7 6 5 4 3 2 1 0 




2 

1 

0 

HEAD# 

0 

0 

0 

HSEL0 

0 

0 

1 

HSEL1 

0 

1 

0 

HSEL2 

0 

T 

1 

HSEL3 

1 

0 

0 

HSEL4 

1 

0 

1 

HSEL5 

1 

1 

0 

HSEL6 

1 

1 

1 

HSEL7 
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Figure 9. Drive/Head Select Logic 


Both head number and sector size are compared 
against the disks’ ID field. Head select and drive 
select lines are not available as outputs from the 
82062 WDC and must be generated externally. Figure 
9 shows a possible logic implementation of these 
select lines. 

Bit 7, the extension bit (EXT), is used to extend the 
data field by seven bytes when using ECC codes. 
When EXT = 1 , the CRC is not appended to the end of 
the data field, the data field becomes “sector size + 7" 
bytes long. The CRC is checked on the ID field 
regardless of the state of EXT. Note that the sector 
size bits (SIZE) are written to the ID field during a 
formatting command. The SDH byte written into the 
ID field is different than the SDH Register contents. 
The recorded SDH byte does not have the drive 
number (DRIVE) written but does have the BAD 
BLOCK mark written. The format is: 

7 6 5 4 3 2 1 0 


BAD 

I 



! 

BLOCK 

SIZE 

1 

0 

0 

HEAD# 

1 1 


Note that use of the extension bit requires the gap 
lengths to be modified as described in the WRITE 
FORMAT command description. 


STATUS REGISTER 

The status register is a read-only register which 
informs the host of certain events performed by the 
82062 WDC as well as reporting status from the 
drive control lines. The INTRQ line will be reset 
when the status register is read. The format is: 


7 

6 

5 

4 

3 

2 

1 

0 

BUSY 

READY 

WF 

SC 

DRQ 


CIP 

ERROR 


T 


Bit 7 - Busy 

This bit is set whenever the 82062 WDC is accessing 
the disk. Commands should not be loaded into the 
COMMAND register while Busy is set. Busy is set 
when a command is written into the WDC and is 
cleared at the end of all commands except READ 
SECTOR. While executing a READ SECTOR com- 
mand, Busy is cleared after the sector buffer has 
been filled. When the Busy bit is set, no other bits in 
either the STATUS or any other registers are valid. 


Bit 6 - Ready 

This bit reflects the state of the DRDY (Pin 28) line. 


Bit 5 - Write Fault 

This bit reflects the state of the WR FAULT (Pin 30) 
line. Whenever WR FAULT goes high, an interrupt 
will be generated. 


Bit 4 - Seek Complete 

This bit reflects the state of the SC (Pin 32) line. 
Commands which initiate a seek will pause until 
Seek Complete is set. v 
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Bit 3 - Data Request 

The Data request bit (DRQ) reflects the state of the 
BDRQ (Pin 36) line. It is set when the sector buffer 
should be loaded with data or read by the host 
processor, depending upon the command. The 
DRQ bit and the BDRQ line remain high until BRDY 
is sensed, indicating the operation is completed. 
BDRQ can be used in DMA interfacing, while DRQ 
can be used for programmed I/O transfers. 

Bit 2 - Reserved 

Not Used. Forced to zero. 

Bit 1 - Command in Progress 

When this bit is set, a command is being executed 
and a new command should not be loaded until it is 
cleared. Although a command may be executing, 
the sector buffer is still available for access by the 
host processor. Only the STATUS register may be 
read. If other registers are read, the STATUS regis- 
ter contents will be returned. 


Bit 0 - Error 

This bit is set whenever any bits in the ERROR 
register are set. It is the logical ‘or’ of the bits in the 
error register and may be used by the host proces- 
sor to quickly check for successful completion of a 
command. This bit is reset when a new command is 
written into the COMMAND register. 


COMMAND REGISTER 

This write-only register is loaded with the desired 
command: 


7 6 5 4 3 2 1 0 

, , , , , , 1 

| | COMMANp t | 

The command begins to execute immediately upon 
loading. This register should not be loaded while the 
Busy or Command in Progress bits are set in the 
STATUS register. The INTRQ line (Pin 3), if set, will 
be cleared by a write to the COMMAND register. 


INSTRUCTION SET 

The 82062 WDC instruction set contains six 
commands. Prior to loading the command register, 
the host processor must first set up the Task 
Register File with the information needed for the 
command. Except for the COMMAND register, the 
registers may be loaded in any order. If a command 
is in progress, a subsequent write to the COMMAND 
register will be ignored until execution of the 
current command is completed as indicated by the 
command in progress bit in the STATUS register 
being cleared 


COMMAND 

7 

6 

5 

4 

3 

2 

1 

0 

RESTORE 

0 

0 

0 

1 

R3 

R2 

R1 

R0 

SEEK 

0 

1 

1 

1 

R3 

R2 

R1 

R0 

READ SECTOR 

0 

0 

1 

0 

1 

M 

0 

T 

WRITE SECTOR 

0 

0 

1 

1 

0 

M 

0 

T 

SCAN ID 

0 

1 

0 

0 

0 

0 

0 

T 

WRITE FORMAT 

0 

1 

0 

1 

0 

0 

0 

0 


R 3 _ 0 = Rate Field 
For 5 MHz WR CLOCK: 


0000 


~35 

us 

0001 


0.5 

ms 

0010 


1.0 

ms 

0011 


1.5 

ms 

0100 


2.0 

ms 

0101 


2.5 

ms 

0110 


3.0 

ms 

0111 


3.5 

ms 

1000 


4.0 

ms 

1001 


4.5 

ms 

1010 


5.0 

ms 

1011 


5.5 

ms 

1100 


6.0 

ms 

1101 


6.5 

ms 

1110 


7.0 

ms 

1111 


7.5 

ms 


T = 


Retry Enable 

T = 

0 

Enable Retries 

T = 

1 

Disable Retries 

M = 


Multiple Sector Flag 

M = 

0 

Transfer 1 Sector 

M = 

1 

Transfer Multiple Sectors 

1 = 


Interrupt Enable 


I = 0 interrupt at BDRQ time 
I = 1 Interrupt at end of command 
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RESTORE COMMAND 

The RESTORE command is usually used on a 
power-up comdition. The actual stepping rate used 
for the RESTORE is determined by the Seek Com- 
plete time. A step pulse is issued and the 82062 
WDC waits for a rising edge on the Seek Complete 
(SC) line before issuing the next pulse. If 10 index 
pulses are received without a rising edge of SC, the 
82062 will switch to sensing the level of the SC line. 
If after 1,024 stepping pulses the TRACK 000 line 
does not go active, the WDd will set the TRACK 000 
bit in the ERROR register and terminate with an 
INTRQ. An interrupt will also occur if WR FAULT 
goes active or DRDY goes inactive at any time dur- 
ing execution. 

The rate field specified R 3 . 0 is stored in an internal 
register for future use in commands with implied 
seeks. 

A flowchart of the RESTORE command is shown in 
Figure 10. 


SEEK COMMAND 

Since all commands except the SCAN I D command 
feature an implied seek, the SEEK command can be 
used for overlap seek operations on multiple drives. 
The actual stepping rate used is taken from the Rate 
Field of the command, and is stored in an internal 
register for future use. If DRDY goes inactive or WR 
FAULT goes active at any time during the seek, the 
command is terminated and an I NTRQ is generated. 

The direction and number of step pulses needed is 
calculated by comparing the contents of the 
CYLINDER NUMBER LOW/HIGH register pair to 
the internal cylinder position register. After all steps 
have been issued, the internal cylinder position reg- 
ister is updated and the command is terminated. 
The Seek Complete (SC) line is not checked at the 
beginning or end of the command. 

If an implied seek was performed, the 82062 will 
search until a rising edge of SC is received. If 10 
index pulses are received without a rising edge of 
SC, the 82062 will switch to sensing the level of the 
SC line. 


A flowchart of the SEEK command is shown in 
Figure 11. 

READ SECTOR 

The READ SECTOR command is used to transfer 
one or more sectors of data from the disk to the 
sector buffer. Upon receipt of the READ SECTOR 
command, the 82062 WDC checks the CYLINDER 

i 


NUMBER LOW/HIGH register pair against the 
internal cylinder position register to see if they are 
equal. If not, the direction and number of steps 
calculation is performed and a seek takes place. If 
an implied seek was performed, the WDC will 
search until a rising edge of SC is received. The WR 
FAULT and DRDY lines are monitored throughout 
the command. 



Figure 10. Restore*Command Flow 
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When the Seek Complete (SC) line is high (with or 
without an implied seek having occured), the search 
for an ID field begins. If T = 0 (retries enabled), the 
82062 WDC must find an ID with the correct cylinder 
number, head, sector size and CRC within 1 0 revolu- 
tions, or an automatic scan ID will be performed to 
obtain cylinder position information, and then a 
seek performed (if necessary). The search for the 
proper I D will be retried for up to 1 0 revolutions. If the 
correct sector is still not found, the appropriate error 
bits will be set and the command terminated. Data 
CRC errors will also be retried for up to 1 0 revolutions 
(if T = 0). 

If T = 1 (retries disabled), the ID search must find the 
correct sector within 2 revolutions or the approp- 
riate error bits will be set and the command 
terminated. 

Both the READ SECTOR and WRITE SECTOR com- 
mandsfeature a “simulated completion” to ease program- 
ming. DRQ/BDRQ will be generated upon detecting 
an error condition. This allows the same program 
flow for successful or unsuccessful completion of a 
command. 

When the data address mark is found, the WDC is 
ready to transfer data to the sector buffer. After the 
data has been transferred, the I bit is checked . If I = 0, 
INTRO is made active coincident with BDRQ, indicat- 
ing that a transfer of data from the buffer to the host 
processor is required. If I = 1, INTRO will occur at the 
end of the command, i.e. after the buffer is unloaded 
by the host. 

An optional M bit may be set for multiple sector 
transfers. When M = 0, one sector is transferred and 
the SECTOR COUNT register is ignored. When M = 
1 , multiple sectors are transferred. After each sector 
is transferred the 82062 decrements the SECTOR 
COUNT register and increments the SECTOR NUM- 
BER register. The next logical sector will be trans- 
ferred regardless of any interleave. Sectors are num- 
bered at format time by a byte in the ID field. 

For the 82062 to make multiple sector transfers to the 
buffer, the BRDY line must be toggled low to high for 
each sector. Transfers will continue until the SEC- 
TOR COUNT register equals zero, orthe BRDY line 
goes active. If the SECTOR COUNT register is non- 
zero (indicating more sectors are to be transferred 
but the buffer is full), BDRQ will be made active and 
the host must unload the buffer. After this occurs, the 
buffer will again be free to accept the remaining 
sectors from the WDC. This scheme enables the 
user to transfenmore sectors than the buffer memory 
has capacity for. 

In summary then, READ SECTOR operation is as 
follows: 



Figure 11. Seek Command Flow 
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When M = 0 (READ SECTOR) 


( 1) 

Host: 

Sets up parameters: issues 
READ SECTOR command. 

( 2) 

82062: 

Strobes BCR; sets BCS = 0. 

( 3) 

82062: 

Finds sector specified; transfers 
data to buffer. 

( 4) 

82062: 

Strobes BCR; sets BCS = 1. 

( 5) 

82062: 

Sets BDRQ = 1, DRQ = 1. 

( 6) 

82062 

If 1 bit = 1 then go to (9). 

( 7) 

Host: 

Reads contents of sector buffer. 

( 8) 

82062: 

Waits for BRDY, then sets 
INTRQ = 1; END. 

( 9) 

82062: 

Sets INTRQ = 1. 

(10) 

Host: 

Reads out contents of buffer; 
END. 

When M = 1 (READ MULTIPLE SECTOR) 

( D 

Host: 

Sets up parameters; issues 
READ SECTOR command. 

( 2) 

82062: 

Strobes BCR; sets BCS = 0. 

( 3) 

82062: 

Finds sector specified; transfers 
data to buffer. 

( 4) 

82062: 

Decrements SECTOR COUNT 
register; increments SECTOR 
NUMBER register. 

( 5) 

82062: 

Strobes BCR; sets BCS = 1. 

( 6) 

82062: 

Sets BDRQ = 1, DRQ = 1. 

( 7) 

Host: 

Reads out contents of buffer; 

( 8) 

Buffer: 

Indicates data has been trans- 
ferred by activating BRDY. 

( 9) 

82062: 

When BRDY = 1, if Sector Count 
= 0, then go to (11). 

(10) 

82062: 

Go to (2). 

(11) 

82062: 

Set INTRQ = 1; END. 


A flowchart of the READ SECTOR command is 
shown in Figure 12. 


WRITE SECTOR 

The WRITE SECTOR command is used to write one 
or more sectors of data to the disk from the sector 
buffer. Upon receipt of WRITE SECTOR command, 
the 82062 WDC checks the CYLINDER NUMBER 
LOW/HIGH register pair against the internal cylinder 
position register to see if they are equal. If not, the 
direction and number of steps calculation is per- 
formed and a seek takes place. The WR FAULT and 
DRDY lines are checked throughout the command. 

When the Seek Complete (SC) line is found to be 
true (with or without an implied seek having oc- 
cured), the BDRQ signal is made active and the host 
proceeds to load the buffer. When the 82062 senses 
BRDY going high, the ID field with the specified 


cylinder number, head, and sector size is searched 
for. Once found, WR GATE is made active and the 
data is written to the disk. It is necessary to resynch- 
ronize the write data since a bit cell can extend from 
295 nS to 315 nS during a write cycle. If retries are 
enabled (T = 0), and if the ID field cannot be found 
within 10 revolutions, automatic scan ID and seek 
commands are performed. The ID Not Found error 
bit is set and the command is terminated if the cor- 
rect ID field is not found within 10 additional revolu- 
tions. If retries are disabled, (T = 1), and if the ID field 
cannot be found within 2 revolutions, the ID Not 
Found error bit is set and the command is terminated. 

During a WRITE MULTIPLE SECTOR command 
(M = 1), the SECTOR NUMBER register is incre- 
mented and the SECTOR COUNT register is decre- 
mented. If the BRDY line is asserted after the first 
sector is transferred from the buffer, the 82062 will 
transfer the next sector. If BRDY is deasserted, the 
82062 will set BDRQ and wait for the host processor 
to place more data in the buffer. In summary then, 
the WRITE SECTOR operation is as follows: 


When M = 0,1 (WRITE SECTOR) 


( D 

Host: 

Sets up parameters; issues 
WRITE SECTOR command. 

( 2) 

82062: 

Sets BDRQ = 1, 
DRQ = 1. 

( 3) 

Host: 

Loads sector buffer with data. 

( 4) 

82062: 

Waits for BRDY = low to high. 

( 5) 

82062: 

Finds specified ID field; writes 
sector to disk. 

( 6) 

82062: 

If M = 0, then set 
INTRQ = 1; END. 

( 7) 

82062 

Increment SECTOR NUMBER 
register; decrement SECTOR 
COUNT register. 

( 8) 

82062 

If SECTOR = 0, then set INTRQ 
= 1; END. 

( 9) 

82062 

Go to (2). 


A flowchart of the WRITE SECTOR command is 
shown in Figure 13. 


SCAN ID 

The SCAN ID command is used to update the SEC- 
TOR/DRIVE/HEAD, SECTOR NUMBER, and CYL- 
INDER NUMBER LOW/HIGH registers. 

After the command is loaded, the Seek Complete 
(SC) line is sampled until it is valid. The DRDY and 
WR FAULT lines are also monitored throughout 
execution of the command When the first ID field is 
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RESET INTRO 
ERRORS 
SET BUSY, fclP 


YES X DRIVE « 
V CHANGED 


SCAN ID 
GET CYL # 


^ CYL, X 

HEAD, SEC X NO 
SIZE MATCH 


/ CYL > 
REGISTERS 
& INTERNAL 
CYL SAME 


^ SEEK 
COMPLETE 


PERFORM 

SEEK 

COMMAND 


10 INDEXES 
PASSED 


SET 

ID NOT FOUND 


^ WR FAULT ^ 
OR 

NOT READY? 


r PULSE BCR > 
SET INTRO, AC 
i, RESET BUSY, CIP, BCS J 


r PULSE BCR > 

SET INTRQ 

.RESET BUSY, CIP, BCS j 


ACTIVATE BCS 
PULSE BCR 


*lf T bit of command = 1 then dashed path is taken after 2 index pulses. 


Figure 12A. Read Sector Command Flow 
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Figure 12B. Read Sector Command Flow 
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RESET INTRQ 
ERRORS. DRO 


^ CORRECT 
JD FOUND ? 


YES ^-"'drive # S * 
*■ V CHANGED 


/CYL \ 
/registersn. n0 

& INTERNAL \ ^ 

rYL REGISTER/^ 
\ SAME / > 


f PERFORM 
SEEK 

COMMAND > 


WRITE DATA 
TO SECTOR THEN 
DEASSERT WR GATE 



•If retries disabled then dashed path is 
taken after 2 index pulses. 


PULSE BCR 
SET INTRQ 
RESET BUSY. CIP 
DEACTIVATE BCS „ 


Figure 13. Write Sector Command Flow 


5-591 


ORDER NUMBER: 210446-004 












ritol 


82062 


[P»0M0[M[fW 


found, the ID information is loaded into the SDH, 

SECTOR NUMBER, and CYLINDER NUMBER 
registers. The internal cylinder position register is 
also updated. If a bad block is detected, the BAD 
BLOCK bit wilLalso be set. The CRC is checked and 
if an error is found, the 82062 will retry up to 10 
revolutions to find an error-free ID field. There is no 
implied seek with this command and the sector 
buffer is not disturbed. 

A flowchart of the SCAN ID command is shown in 
Figure 14. 

WRITE FORMAT 

The WRITE FORMAT command is used to format 
one track using the Task Register File and the sector 
buffer. During execution of this command, the sector 
buffer is used for additional parameter information 
instead of sector data. Shown in Figure 15 is the 
contents of the sector buffer for a 32 sector track 
format with an interleave factor of two. Each sector 
requires a two byte sequence. The first byte desig- 
nates whether a bad block mark is to be recorded in 
the sector’s ID field. An 00H is normal; an 80H indi- 
cates a bad block mark for that sector. In the example 
of Figure 15, sector 04 will get a bad block mark 
recorded. 

The second byte indicates the logical sector number 
to be recorded. This allows sectors to be recorded 
with any interleave factor desired. The remaining 
memory in the sector buffer may be filled with any 
value; its only purpose is to generate a BRDY to tell 
the 82062 to begin formatting the track. 

An implied seek is in effect on this command. As for 
other commands, if the drive number has been 
changed, an ID field will be scanned for cylinder 
position information before the implied seek is per- 
formed. If no ID field can be read (because the track 
had been erased or because an incomplete format 
had been been used), an ID Not Found error will 
result and the WRITE FORMAT command will be 
aborted. This can be avoided by issuing a RESTORE 
command before formatting. 

The SECTOR COUNT register is used to hold the 
total number of sectors to be formatted (FFH = 255 
sectors), while the SECTOR NUMBER register holds 
the number of bytes minus three to be used for Gap 1 
and Gap 3; for instance, if the SECTOR COUNT 
register value is 02H and the SECTOR NUMBER 
register value is 00H, then 2 sectors are written and 3 
bytes of 4EH are written for Gap 1 and Gap 3. The 
data fields are filled with FFH and the CRC is automat- 
ically generated and appended. The sector extension 
bit in the SDH register should not be set. After the last 
sector is written the track is filled with 4EH. 

Figure 14. Scan ID Command Flow 
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FORMAT COMMAND 
SECTOR BUFFER CONTENTS 


SECTOR 

BUFFER 

ADDRESS 


00 

02 

04 

06 

08 

0A 

OC 

OE 

10 

12 

14 

16 

18 

1A 

1C 

IE 

20 

22 

24 

26 

28 

2A 

2C 

2E 

30 

32 

34 

36 

38 

3A 

3C 

3E 

40 


FO 


BAD 

BLOCK? 


00 

00 

00 

00 

00 

00 

00 

00 

80 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 

FF 


FF 


LOCICAL 

SECTOR 

NUMBER 


00 

10 

01 

11 

02 

12 

03 

13 

04 

14 

05 

15 

06 

16 

07 

17 

08 

18 
09 
19 
OA 
1A 
OB 
IB 
OC 
1C 
OD 
ID 
OE 
IE 
OF 
IF 
FF 


FF 


The Gap 3 value is determined by the drive motor 
speed variation, data sector length, and the interleave 
factor The interleave factor is only important when 
1:1 interleave is-used. Theformul&for determining the 
minimum Gap 3 length value is: 

Gap 3 = (2 * M * S) + K + E 

M = motor speed variation (e.g., 0.03 
for ±3%) 

S = sector length in bytes 
K = 25 for interleave factor of 1 
K = 0 for any other interleave factor 
E = 7 if the sector is to be extended 

Like all commands, a WR FAULT or drive not ready 
condition will terminate execution of the WRITE 
FORMAT command. Figure 16 shows the format that 
the 82062 will write on the disk. 

A flowchart of the WRITE FORMAT command is 
shown in Figure 17. 


Figure 15 



ID FIELD 

A1 = A1H with 0AH clock 
IDENT = MSB of Cylinder Number 
FE = 0-255 Cylinders 
FF = 256-511 Cylinders 
FC = 512-767 Cylinders 
FD = 768-1023 Cylinders 


SDH BYTE = Bits 112 = Head Number 
Bits 3 4 = 0 
Bits 5 6 = Sector Size 
Bit 7 = Bad Block Mark 
Sec # = Logical Sector Number 


DATA FIELD 

A1 = A1H with 0AH clock 
F8 = Data Address Mark Normal clock 
USER = Data Field 128 to 1024 Bytes ^ 

NOTES 

1 GAP1 and 3 length determined by sector number register contents during 
formatting 

2 If EXT bit in SDH register is set to 1 then an additional 7 data bytes are written 
no CRC bytes are written 


Figure 16. Track Format 
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RESET INTRQ 
ERRORS 
SET CIP.BUSY 
ACTIVATE BDRQ 



SEEK TO 
DESIRED CYL 


SEEK ^ 
COMPLETE 


DECREMENT 
SECTOR COUNT 


WRITE 4E'S 
UNTIL INDEX 


STROBE BCR 
ACTIVATE BCS 


PULSE BCTf 
SET INTRQ 
RESET BUSY, CM 
DEACTIVATE BC! 


RESET WR GATE, "BCS 
PULSE "BCR 
SET INTRQ 
RESET BUSY CIP 


Figure 17. Write Format Command Flow 
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ELECTRICAL CHARACTERISTICS 
ABSOLUTE MAXIMUM RATINGS* 


Ambient Temperature Under Bias . . . 0°C to 70°C 

Storage Temperature -65°C to +150°C 

Voltage on any pin with 

respect to GND -0.5V to +7V 

Power Dissipation 1.5 Watt 


* NOTICE : Stresses above those listed under 
“Absolute Maximum Ratings” may cause perma- 
nent damage to the device. This is a stress rating 
only and functional opera tion of the device at these 
or any other conditions above those indicated in 
the operational sections of this specification is 
not implied. Exposure to absolute maximum rating 
conditions for extended periods may affect device 
reliability. 


D.C. CHARACTERISTICS (T A = 0°C to 70°C; V CC = +5V ± 10%; GND = 0V) 


SYMBOL 

PARAMETER 

MIN 

MAX 

UNIT 

TEST CONDITIONS 


Input Leakage Current 


±10 


V|N = V cc to 0V 


Output Leakage Current 


±10 


Vout = Vq C to 0.45V 


Input High Voltage 



V 



Input Low Voltage 


0.8 

V 



Output High Voltage 



V 

Iqi_i = — IOOuA 


Output Low Voltage 




l 0L = 1.6mA 

4.8mA P21.22.23 


Supply Current 




All Outputs Open 


Input Capacitance 


10 


f c = 1 MHz 


I/O Capacitance 



PF 

Unmeasured pins returned 
to GND 


For Pins 25,34,37,39 






Input High Voltage 



V 



Input Low Voltage 


0.5 

V 



Rise Time 


30 

ns 

10% to 90% points 
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HOST READ TIMING 




SYMBOL PARAMETER MIN MAX UNIT TEST CONDITIONS 
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BUFFER READ TIMING (WRITE SECTOR COMMAND) 



BUFFER WRITE TIMING (READ SECTOR COMMAND) 
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READ DATA TIMING 


mm 

PARAMETER 

MIN 

TYP 



TEST CONDITIONS 

38 

RD CLOCK Pulse Width 

95 



ns 

50% Duty Cycle 

39 

RD DATA after RD CLOCKl 

0 



ns 


40 

RD DATA before RD CLOCKt 

20 



ns 


41 

RD DATA Pulse Width 

40 



ns 


42 

DRUN Pulse Width 

30 



ns 




WRITE DATA TIMING 


SYMBOL 

PARAMETER 

MIN 

TYP 

MAX 

UNIT 

TEST CONDITIONS 

43 

WR CLOCK Pulse Width 

95 


2000 

ns 



Propogation Delay 






44A 

WR CLOCK! to WR DATA! 

10 


65 

ns 


44B 

WR CLOCKl to WR DATAI 

44C 

WR CLOCK! to WR DATAi 

44D 

WR CLOCKl to WR DATAt 

45A 

WR CLOCK! to EARLY/LATEl 

10 


65 

ns 


45B 

,WR CLOCKi to EARLY/LATEi 

46A 

WR CLOCK! to EARLY/LATE! 

10 


65 

ns 


46B 

WR CLOCKi to EARLY/LATE! 
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A.C. TESTING INPUT, OUTPUT WAVEFORM 


► TEST POINTS 


AC TESTING INPUTS ARE DRIVEN AT 2.4V FOR A LOGIC 1, 
AND 0 45V FOR A LOGIC 0 TIMING MEASUREMENTS ARE 
MADE AT 2 0V FOR A LOGIC 1. ANDO 8V FOR A LOGIC 0 



NOTES: 

1. Based on WR CLOCK = 5.0 MHz. 

2. 24 WR CLOCK periods = 4.8 /is at 5.0 MHz. 

3. 2 WR CLOCK periods ± 100 ns. 

4. When used with a DMA controller BRDY must be > 4 jjs or a spurious BDRQ pulse may exist for up to 4 /is 
after the rising edge of BRDY. 

5. WR CLOCK Frequency = RD CLOCK Frequency ± 15%. 

6. RD may be asserted before CS as long as it remains active for at least the minimum. T3 pulse width after CS 

is asserted. 

7. WR may be asserted before CS as long as it remains active for at least the minimum Til pulse width after CS 
is asserted. 
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82064 

WINCHESTER DISK CONTROLLER 
WITH ON-CHIP ERROR DETECTION AND CORRECTION 

■ Compatible with all Intel and most 
other microprocessors 

■ Controls ST506/ST412 Interface 
Winchester Disk Drives 

■ 5 Mbit/sec Data Transfer Rate 

■ Eight High-Level commands: Restore, 

Seek, Read Sector, Write Sector, Scan 
ID, Write Format, Compute Correction, 

Set Parameter 

■ Software Compatible with 82062 


■ High-speed “zero wait state” operation 
with 8 MHz 80186/188 

■ On-chip ECC Unit Automatically 
corrects errors 

■ 5 or 11 -bit correction - span software 
selectable 

■ Implied seeks with Read/Write 
Commands 

■ Multiple Sector Transfer Capability 

■ 128, 256, 512 and 1024 Byte Sector 
Lengths 



The 82064 Winchester Disk Controller (WDC) with on-chip error detection and correction circuitry interfaces 
microprocessor systems to 5y 4 " Winchester disk drives. It is socket and software compatible with the 82062 
Winchester Disk Controller, and additionally includes on-chip ECC, support for drives with up to 2k tracks, and 
has an additional control signal which eliminates an external decoder. 

The 82064 is fabricated on Intel’s advanced HMOS III technology and is available in 40-pin CERDIP and 
plastic packages. 



WR DATA 
EARLY 
LATE 
RWC 

WR CLOCK 

RD DATA 
RD GATE 
DRUN 
RD CLOCK 


BCS C, 

V. 

^7 

□ 

VCC 

BCR C 

2 

39 

□ 

RD CLOCK 

INTRO C 

3 

38 

□ 

RD GATE 

SDHLE C 

4 

37 

□ 

RD DATA 

RESET q 

S 

36 

□ 

BDRQ 

rd q 

6 

35 

□ 

BRDY 

WR C 

7 

34 

□ 

DRUN 

esc 

8 

33 

□ 

RWC 

*o C 

9 

32 

□ 

sc 

AlC 

10 

31 

□ 

TRACK 000 

A 2 C 

11 

30 

□ 

WR FAULT 

db 7 c 

12 

29 

□ 

INDEX 

db 6 c 

13 

28 

□ 

DRDY 

DBS C 

14 

27 

□ 

STEP 

DB4 C 

15 

26 

□ 

DIR 

db 3 C 

16 

25 

□ 

WR CLOCK 

082 C 

17 

24 

□ 

WR GATE 

OB, C 

18 

23 

□ 

EARLY 

DBoC 

19 

22 

D 

LATE 

Vss C 

20 

21 

: □ 

WR DATA 


231242-2 


231242-1 

Figure 1. 82064 Block Diagram 


Figure 2. 82064 Pinout 
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Table 1. Pin Description 


Symbol 

Pin No. 

Type 

Name and Function 

BCS 

1 

0 

BUFFER CHIP SELECT: Output used to enable reading or 
writing of the external sector buffer by the 82064. When low, 
the host should not be able to drive the 82064 data bus, RD, 
or WR lines. 

BCR 

2 

0 

BUFFER COUNTER RESET: Output that is asserted by the 
82064 prior to read/write operation. This pin is asserted 
whenever BCS changes state. Used to reset the address 
counter of the buffer memory. 

INTRQ 

3 

' 

0 

INTERRUPT REQUEST: Interrupt generated by the 82064 
upon command termination. It is reset when the STATUS 
register is read, or a new command is written to the 
COMMAND register. Optionally signifies when a data transfer 
is required on Read Sector commands. 


4 

0 

SDHLE is asserted when the SDH register is written by the 
host. 

RESET 

5 

1 

RESET: Initializes the controller and clears all status flags. 
Does not clear the Task Register File. 

RD 

6 

. 

I/O 

READ: Tri-state, bi-directional signal. As an input, RD controls 
the transfer of information from the 82064 registers to the 
host. RD is an output when the 82064 is reading data from the 
sector buffer (BCS low). 

WR 

7 

I/O 

WRITE: Tri-state, bi-directional signal. As an input, WR 
controls the transfer of command or task information into the 
82064 registers. WR is an output when the 82064 is writing 
data to the sector buffer (BCS low). 

CS 

8 

1 

CHIP SELECT: Enables RD and WR as inputs for access to 
the Task Registers. It has no effect once a disk command 
starts. 

Ao-2 

9-11 

1 

ADDRESS: Used to select a register from the task register 
file. 

DBo-7 

12-19 

I/O 

DATA BUS: Tri-state, bi-directional 8-bit Data Bus with control 
determined by BCS. When BCS is high the microprocessor 
has full control of the data bus for reading and writing the Task 
Register File. When BCS is low the 82064 controls the data 
bus to transfer to or from the buffer. 

Vss 

20 


Ground 

WR DATA 

21 

0 

WRITE DATA: Output that shifts out MFM data at a rate 
determined by Write Clock. Requires an external D flip-flop 
clocked at 1 0 MHz. The output has an active pullup and 
pulldown that can sink 4.8 mA. 

LATE 

22 

0 

LATE: Output used to derive a delay value for write 
precompensation. Valid when WR GATE is high. Active on all 
cylinders. 

EARLY 

23 

0 

EARLY: Output used to derive a delay value for write 
precompensation. Valid when WR GATE is high. Active on all 
cylinders. 
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Table 1. Pin Description (Continued) 


Symbol 

Pin No. 

Type 

Name and Function 

WR GATE 

24 

0 

WRITE GATE: High when write data is valid. WR GATE goes 
low if the WR FAULT input is active. This output is used by the 
drive to enable head write current. 

WR CLOCK 

25 

1 

WRITE CLOCK: Clock input used to derive the write data rate. 
Frequency = 5 MHz for the.ST506 interface. See Note 1 . 

DIR 

26 

o 

DIRECTION: High level on this output tells the drive to move 
the head inward (increasing cylinder number). The state of this 
signal is determined by the 82064’s internal comparison of 
actual cylinder location vs. desired cylinder. 

STEP 

27 

6 

STEP: This signal is used to move the drive head to another 
cylinder at a programmable frequency. Pulse width = 1 .6 jus 
for a step rate of 3.2 /u,s/step, and 8.4 jus for all other step 
rates. 

DRDY 

28 

1 

DRIVE READY: If DRDY from the drive goes low, the 
command will be terminated. 

INDEX 

29 

1 

INDEX: Signal from the drive indicating the beginning of a 
track. It is used by the 82064 during formatting, and for 
counting retries. Index is edge triggered. Only the rising edge ' 
is valid. 


30 

1 

WRITE FAULT: An error input to the 82064 which indicates a 
fault condition at the drive. If WR FAULT from the drive goes 
high, the command will be terminated. 




TRACK ZERO: Signal from the drive which indicates that the 
head is at the outermost cylinder. Used to verify proper 
completion of a RESTORE command. 

SC 

32 

1 

SEEK COMPLETE: Signal from the drive indicating to the 
82064 that the drive head has settled and that reads or writes 
can be made. SC is edge triggered. Only the rising edge is 
valid. 

RWC 

33 

0 

REDUCED WRITE CURRENT: Signal goes high for all 
cylinder numbers above the value programmed in the Write 
Precomp Cylinder register. It is used by the precompensation 
logic and by the drive to reduce the effects of bit shifting. 

DRUN 

34 

1 

DATA RUN: This signal informs the 82064 when a field of all 
ones or all zeroes has been detected in the read data stream 
by an external one-shot. This indicates the beginning of an ID 
field. RD GATE is brought high when DRUN is sampled high 
for 1 6 clock periods. See Note 1 . 

BRDY 

35 

1 

BUFFER READY: Input used to signal the controller that the 
buffer is ready for reading (full), or writing (empty), by the host 
jllP . Only the rising edge indicates the condition. 
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Table 1. Pin Description (Continued) 


Symbol 


Type 

Name and Function 

BDRQ 

36 

0 

BUFFER DATA REQUEST: Activated during Read or Write 
commands when a data transfer between the host and the 
82064’s sector buffer is required. Typically used as a DMA 
request line, or to generate an interrupt. 

RD DATA 

37 

1. 

READ DATA: Single ended input that accepts MFM data from 
the drive. See note 1 . 

RD GATE 

38 

0 

READ GATE: Output that is asserted when a search for an 
address mark is initiated. It remains asserted until the end of 
the ID or data field. 

RD CLOCK 

39 

1 

READ CLOCK: Clock input derived from the external data 
recovery circuits. See note 1 . 

Vcc 

40 

1 

D.C. POWER: + 5V. 


Note 1: This pin requires input levels that are not TTL compatible. These lines can be interfaced to TTL with a pull-up 
resistor. Too small a resistor will produce a VI L level that is too high. Too large a resistor will degrade the signal’s rise 
time. A minimum value for the resistor is determined as follows: 

(Vcc max) ~ (82064 V||_ max) 

(TTL Iql min) - (82064 Iil max) 


This would typically be: 

5.5V - 0.5V 

3 kft 

1.6 mA - 1 0 /x A 


FUNCTIONAL DESCRIPTION 

The Intel 82064 Winchester Disk Controller (WDC) 
interfaces microprocessor systems to Winchester 
disk drives that use the Seagate Technology 
ST506/ST412 interface. The device translates par- 
allel data from the microprocessor to a 6 Mbit/sec, 
MFM-encoded serial bit stream. It provides all of the 
drive control logic and control signals which simplify 
the design of external data separation and write pre- 
compensation circuitry. The 82064 is designed to in- 
terface to the host processor through an external 
sector buffer. 

On-chip error detection algorithms include the CRC/ 
CCITT and a 32-bit computer generated ECC poly- 
nomial. If the ECC code is selected, the 82064 pro- 
vides three possible error handling techniques if an 
error is detected during a read operation: 

1 . Automatically correct the data in the sector buffer, 
providing the host with good information. 

2. Provide the host with the error location and pat- 
tern, allowing the host to correct the error. 

3. Take no action other than setting the error flag. 
The 82064 is software compatible with the 82062. 


INTERNAL ARCHITECTURE 

The internal architecture of the 82064 is shown in 
more detail in Figure 3. It is made up of seven major 
blocks as described below. 


PLA Controller 

The PLA interprets commands and provides all con- 
trol functions. It is synchronized with WR CLOCK. 


Magnitude Comparator 

An 1 1 -bit magnitude comparator is used to calculate 
the direction and number of steps needed to move 
the heads from the present to the desired cylinder 
position. It compares the cylinder number in the task 
file to the internal “present position” cylinder num- 
ber. 

A separate high-speed equivelance comparator is 
used to compare ID field bytes when searching for a 
sector ID field. 
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Figure 3. 82064 Detailed Block Diagram 


CRC and ECC Generator and Checker 

The 82064 provides two options for protecting the 
integrity of the data field. The data field may have 
either a CRC (SDH register, bit 7 = 0), or a 32-bit 
ECC (SDH register, bit 7 = 1) appended to it. The ID 
field is always protected by a CRC. 

The CRC mode provides a means of verifying the 
accuracy of the data read from the disk, but does 
not attempt to correct it. The CRC generator com- 
putes and checks cyclic redundancy check charac- 
ters that are written and read from the disk after ID 
and data fields. The polynomial used is: 

X16 + X12 + X5+1 

The CRC register is preset to all one’s before com- 
putation starts. 

If the CRC character generated while reading the 
data does not equal the one previously written an 
error exists. If an ID field CRC error occurs the “ID 
not found” bit in the error register will be set. If a 


data field CRC error occurs the “ECC/CRC” bit in 
the error register will be set. 

The ECC mode is only applicable to the data field. It 
provides the user with the ability to detect and cor- 
rect errors in the data field automatically. The com- 
mands and registers which must be considered 
when ECC is used are: 

1. SDH Register, bit 7 (CRC/ECC) 

2. READ SECTOR Command, bit 0 (T) 

3. READ SECTOR and WRITE SECTOR Com- 
mands, bit 1 (L) 

4. COMPUTE CORRECTION Command 

5. SET PARAMETER Command 

6. STATUS Register, bit 2 - error correction suc- 
cessful 

7. STATUS Register, bit 0 - error occurred 

8. ERROR Register, bit 6 - uncorrectable error 

To enable the ECC mode, bit 7 of the SDH register 
must be set to one. 
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Bit 0 (T) of the READ Command controls whether or 
not error correction is attempted. When T = 0 and 
an error is detected, the 82064 tries up to 1 0 times 
to correct the error. If the error is successfully cor- 
rected, bit 2 of the STATUS Register is set. The host 
can interrogate the status register and detect that an 
error occurred and was corrected. If the error was 
not correctable, bit 6 of the ERROR Register is set. 

If the correction span was set to 5 bits, the host may 
now execute the SET PARAMETER Command to 
change the correction span to 1 1 bits, and attempt 
the read again. If the error persists, the host can 
read the data, but it will contain errors. 

When T - 1 and an error is detected, no attempt is N 
made to correct it. Bit 0 of the STATUS Register and 
bit 6 of the ERROR Register are set. The user now 
has two choices: 

1 . Ignore the error and make no attempt to correct it. 

2. Use the COMPUTE CORRECTION Command to 
determine the location and pattern of the error, 
and correct it within the user’s program. 

When the COMPUTE CORRECTION Command is 
implemented, it must be done before executing any 
command which can alter the contents of the ECC 
Register. The READ SECTOR, WRITE SECTOR, 
SCAN ID, and FORMAT Commands will alter this 
register and correction will be impossible. The COM- 
PUTE CORRECTION Command may determine that 
the error is uncorrectable, at which point the error 
bits in the STATUS and ERROR Registers are set. 

Although ECC generation starts with the first bit of 
the F8H byte in the data ID field, the actual ECC 
bytes written will be the same as if the A1 H byte was 
included. The ECC polynomial used is: 

X32 + X28 + X26 + X19 + X17 + X10 + X6 + X2+1 

For automatic error correction, the external sector 
buffer must be implemented with a static RAM and 
counter, not with a FIFO. 

The SET PARAMETER Command is used to select 
a 5-bit or 11 -bit correction span. 

When the L Bit (bit 1) of the READ SECTOR and 
WRITE SECTOR commands is set to one, they are 
referred to as READ LONG and WRITE LONG com- 
mands. For these commands, no CRC or ECC char- 
acters are generated or checked by the 82064. In 
effect, the data field is extended by 4 bytes which 
are passed to/from the sector buffer. 

With proper use of the WRITE SECTOR, READ 
LONG, WRITE LONG, and READ SECTOR Com- 
mands, a diagnostic routine may be developed to 
test the accuracy of the error correction process. 


MFM ENCODER/DECODER 

Encodes and decodes MFM data to be written/read 
from the drive. The MFM encoder operates from 
WR CLOCK, a clock having a frequency equal to the 
bit rate. The MFM decoder operates from 
RD CJ_OCK, a bit rate clock generated by the exter- 
nal data separator. RD CLOCK and WR CLOCK 
need not be synchronous. 

The MFM encoder also generates the write precom- 
pensation contro l signals . D epend ing on the bit pat- 
tern of the data, EARLY or LATE may be asserted. 
External circuitry uses these signals to compensate 
for drift caused by the influence one bit h as over 
anot her. M ore information on the use of the EARLY 
and LATE control signals can be found in the sec- 
tion which describes the drive interface. 


Address Mark (AM) Detection 

An address mark is comprised of two unique bytes 
preceeding both the ID field and the data field. The 
first byte is used for resynchronization. The second 
byte indicates whether it is an ID field or a data field. 

The first byte, A1H, normally has a clock pattern of 
OEH; however, one clock pulse has been sup- 
pressed, making it OAH. With this pattern, the AM 
detector knows it is looking at an address mark. It 
now examines the next byte to determine if it is an ID 
or data field. If this byte is 1 1 1 1 01 XX or 1 1 1 1 1 1 XX it 
is an ID field. Bits 3, 1, and 0 are the high order 
cylinder number bits. If the second byte is F8H, it is a 
data field. 


Host/Buffer Interface Control 

The primary interface between the host processor 
and the 82064 is an 8-bit bi-directional bus. This bus 
is used to transmit and receive data for both the 
82064 and the sector buffer. The sector buffer con- 
sists of a static RAM and counter. Since the 82064 
makes the bus active when accessing the sector 
buffer, a transceiver must be used to isolate the host 
during this time. Figure 4 illustrates a typical inter- 
face with a sector buffer. Whenever the 82064 is not 
using the sector buffer, the BUFFER CHIP SELECT 
(BCS) is high (disabled). This allows the host access 
to the 82064’s Task Register File and to the sector 
buffer. A decoder is used to generate BCS when 
Aq _2 is ‘000’, an unused address in_the 82064. A 
binary counter is enabled whenever RD or WR go 
active. The location within the ; sector buffer which is 
addressed by the counter will be accessed. The 
counter will be incremented by the trailing edge of 
the RD or WR. This allows the host to access se- 
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Figure 4. Host Interface Block Diagram 


quential bytes withirUhe sector buffer. The decoder 
also generates a CS for the 82064 whenever Aq _2 
does not equal ‘000’, allowing access to the 82064’s 
internal Task Register File while keeping the sector 
buffer tri-stated. 

During a WRITE SECTOR Command, the host proc- 
essor sets up data in the Task Register File and then 
issues the command . The 82064 asserts BUFFER 
COUNTER RESET (BCR) to reset the counter. It 
then generates a status to inform the host that it can 
load the sector buffer with data to be written. When 
the counter reaches its maximum count, the BUFF- 
ER READY (BRDY) signal is asserted by the carry 
out of the counter, informing the 82064 that the sec- 
tor buffer is full. (BRDY is a rising edge triggered 
signal which will be ignored if asserted before the 


82064 asserts BCR.) BCS is then asserted, discon- 
necting the host through the transceivers, and the 
RD and WR lines become outputs from the 82064 to 
allow access to the sector buffer. When the 82064 is 
done using the buffer, it deasserts BCS which again 
allows the host to access the local bus. The READ 
SECTOR command operates in a similar manner, 
except the buffer is loaded by the 82064 instead of 
the host. 

Another control signal, BUFFER DATA REQUEST 
(BDRQ), can be used with a DMA controller or in a 
programmed I/O environment. In either case, it indi- 
cates that the 82064 is ready to send or receive 
data. For further explanation, refer to the individual 
command descriptions and the A.C. Characteristics. 
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When INTRQ is asserted, the host is signaled that 
execution of a command has terminated (either a 
normal termination or an aborted command). For the 
READ SECTOR command, interrupts may be pro- 
grammed to be asserted either at the termination of 
the command, or when BDRQ is asserted. INTRQ 
will remain active until the host reads the STATUS 
register to determine the cause of the termination, or 
writes a new command into the COMMAND register. 

The 82064 asserts SDHLE whenever the SDH register 
is being written. This signal can be used to latch the 
drive and head select information in an external regis- 
ter for decoding. Figure 5 illustrates one method. 


Drive Interface 

The drive side of the 82064 WDC requires three sec- 
tions of external logic. These are the control line 
buffer/receivers, data separator, and write precom- 
pensation. Figure 5 illustrates a drive interface. 

The buffer/receivers condition the control lines to be 
driven down the cable to the drive. The control lines 
are typically single-ended, resistor terminated, TTL 
levels. The data lines to and from the drive also re- 
quire buffering. This is typically done with differential 
RS-422 drivers. The interface specification for the 
drive will be found in the drive manufacturer’s OEM 



Figure 5. Drive Interface Block Diagram 
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manual. The 82064 supplies TTL compatible signals, 
and will interface to most buffer/driver devices. 

The data recovery circuits consist of a phase locked 
loop, data separator, and associated components. 
The 82064 interacts with the data separator through 
the DATA RUN (DRUN) and RD GATE signals. A 
block diagram of a typical data separator circuit is 
shown in Figure 6. Read data from the drive is pre- 
sented to the RD DATA input of the 82064, the ref- 
erence multiplexor, and a retriggerable one shot. 
The RD GATE output will be deasserted when the 
82064 is not inspecting data. The PLL should remain 
locked to the reference clock. 

When any READ or WRITE command is initiated 
and a search for an address mark begins, the DRUN 
input is examined. The DRUN one-shot is set for 
slightly longer than one bit time, allowing it to retrig- 
ger constantly on a field of all ones or all zeroes. An 
internal counter times out to see that DRUN is as- 
serted for two byte times. RD GATE is asserted by 
the 82064, switching the data separator to lock on to 
the incoming data stream. If DRUN is deasserted 
prior to an additional seven byte times, RD GATE is 
deasserted and the process is repeated. RD GATE 
will remain asserted until a non-zero, non-address 
mark byte is detected. The 82064 will then deassert 
RD GATE for two byte times to allow the PLL to lock 
back on the reference clock, and start the DRUN 
search again. If an address mark is detected, RD 
GATE remains asserted and the command will con- 
tinue searching for the proper ID field. This se- 
quence is shown in the flow chart in Figure 7. 


The write precompensation circuitry is designed to 
reduce the drift in the data caused by interaction 
between bits. It is divided into two parts, REDUCED 
WRITE CURRENT (RWC) and EARLY/LATE writing 
of bits. A block diagram of a typical write precom- 
pensation circuit is shown in Figure 8. 

The cylinder in which the RWC line becomes active 
is controlled by the REDUCE WRITE CURRENT reg- 
ister in the Task Register File. When a cylinder is 
written which has a cylinder number greater than or 
equal to the contents of this register, the write cur- 
rent will be reduced. This will decrease the interac- 
tion between the bits. 

Drift may also be caused by the bit pattern. With 
certain combinations of ones and zeroes some of 
the bits can drift far enough apart to be difficult to 
read without er ror. This ph enome non can be mini- 
mized by using EARLY and LATE as described be- 
low. The 82064 examines three bits, the last one 
written, the one being written, and the next one to be 
written. Fr om th is, it determines whether to assert 
EARLY or LATE. Since the bit leaving the 82064 has 
already been written, it is too late to make it early. 
Therefore, the external delay circuit must be as fol- 
lows: 

EARLY asserted and LATE deasserted = no de- 
lay 

EARLY deasserted and LATE deasserted = one 

unit delay (typically 12-15 ns) 

EARLY deasserted and LATE asserted = two 
* units delay (typically 24-30 ns) 

EARLY and LATE are always active, and should be 
gated externally by the RWC signal. Figure 8 illus- 
trates one method of using these signals. 



Figure 6. Data Separator Circuit 
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Figure 7a. PLL Control Sequence For ID Field 
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Figure 8. Write Precompensation Circuit 


TASK REGISTER FILE 

The Task Register File is a bank of registers used to 
hold parameter information pertaining to each com- 
mand, status information, and the command itself. 
These registers and their addresses are: 

A2 A1 AO READ WRITE 

0 0 0 BUS TRI-STATED BUS TRI-STATED 

0 0 1 ERROR REGISTER REDUCE WRITE CURRENT 

0 1 0 SECTOR COUNT SECTOR COUNT 

0 1 1 SECTOR NUMBER SECTOR NUMBER 

1 0 0 CYLINDER LOW CYLINDER LOW 

1 0 1 CYLINDER HIGH CYLINDER HIGH 

1 1 0 SDH SDH 

1 1 1 STATUS COMMAND 

NOTE: 

These registers are not cleared by RESET being asserted. 


ERROR REGISTER 

This read only register contains specific error infor- 
mation after the termination of a command. The bits 
are defined as follows: 


7 

6 

5 

4 

3 

2 

1 

0 

BB 

CRC/ECC 

0 

ID 

0 

AC 

TK000 

DAM 


Bit 7 - Bad Block Detect (BB) 

This bit is set when an ID field has been encoun- 
tered that contains a bad block mark. It is used for 
bad sector mapping. 


Bit 6 - CRC/ECC Data Field Error (CRC/ECC) 

When in the CRC mode (SDH register, bit 7 = 0), 
this bit is set when a CRC error occurs in the data 
field. When retries are enabled, ten more attempts 
are made to read the sector correctly. If none of 
these attempts are successful bit 0 in the STATUS 
register is also set. If one of the attempts is success- 
ful, the CRC/ECC error bit remains set to inform the 
host that a marginal condition exists; however, bit 0 
in the STATUS register is not set. 

When in the ECC mode (SDH register, bit 7=1), 
this bit is set when the first non-zero syndrome is 
detected. When retries are enabled, up to ten at- 
tempts are made to correct the error. If the error is 
successfully corrected, this bit remains set; howev- 
er, bit 2 of the STATUS register is also set to inform 
the host that the error has been corrected. If the 
error is not correctable, the CRC/ECC error bit re- 
mains set and bit 0 of the STATUS register is also 


The data may be read even if uncorrectable errors 
exist. 

NOTE: If the long mode (L) bit is set in the READ or 
WRITE command, no error checking is performed. 

Bit 5 - Reserved 

Not used. Forced to zero. 
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Bit 4 - ID Not Found (ID) 

This bit is set to indicate that the correct cylinder, 
head, sector, or size parameter could not be found, 
or that a CRC error occurred in the ID field. This bit 
is set on the first failure and remains set even if the 
error is recovered on a retry. When recovery is un- 
successful, the Error bit (bit 0) of the STATUS regis- 
ter is also set. 

For a SCAN ID command with retries enabled (T = 
0), the Error bit in the STATUS register is set after 
ten unsuccessful attempts have been made to find 
the correct ID. With retries disabled (T = 1), only 
two attempts are made before setting the Error bit. 

For a READ or WRITE command with retries en- 
abled (T = 0), ten attempts are made to find the 
correct ID field. If there is still an error on the tenth 
try, an auto-scan and auto-seek are performed. 
Then ten more retries are made before setting the 
Error bit. When retries are disabled (T = 1), only two 
tries are made. No auto-scan or auto-seek opera- 
tions are performed. 

Bit 3 - Reserved 

Not used. Forced to zero. 

Bit 2 - Aborted Command (AC) 

Command execution is aborted and this bit is set if a 
command was issued while DRDV is deasserted or 
WR FAULT is asserted. This bit will also be set if an 
undefined command is written to the COMMAND 
register; however, an implied seek will be executed. 

Bit 1 - Track 000 Error (TK000) 

This bit is set during the execution of a RESTORE 
command if the TRACK 000 pin has not gone active 
after the issuance of 2047 step pulses. 

Bit 0 - Data Address Mark (DAM) Not Found 

This bit is set during the execution of a READ SEC- 
TOR command if the DAM is not found following the 
proper sector ID. 

REDUCE WRITE CURRENT REGISTER 

This register is used to define the cylinder number 
where the RWC output (Pin 33) is asserted. 


The value (00-FFH) loaded into this cylinder is inter- 
nally multiplied by four to specify the actual cylinder 
where RWC is asserted. Thus a value of 01 H will 
cause RWC to be asserted on cylinder 04H, 02H on 
cylinder 08H, . . . , 9CH on cylinder 270H, 9DH on 
cylinder 274H, and so on. RWC will be asserted 
when the present cylinder is greater than or equal to 
the cylinder indicated by this register. For example, 
the ST506 interface requires precomp on cylinder 
80H and above. Therefore, the REDUCE WRITE 
CURRENT register should be loaded with 20H. 

A value of FFH causes RWC to remain deasserted, 
regardless of the actual cylinder number. 

SECTOR COUNT REGISTER 

This register is used to define the number of sectors 
that need to be transferred to the buffer during a 
READ MULTIPLE SECTOR or WRITE MULTIPLE 
SECTOR command. 

7|6l5|4|3|2|llo~ 
NUMBER OF SECTORS 


The value contained in the register is decremented 
after each sector is transferred to/from the sector 
buffer. A zero represents a 256 sector transfer, a 
one a one sector transfer, etc. This register is a 
“don’t care” when single sector commands are 
specified. 

SECTOR NUMBER REGISTER 

This register holds the sector number of the desired 
sector. 

7 |6lsl4|3|2|l lo 
SECTOR NUMBER 


For a multiple sector command, it specifies the first 
sector to be transferred. It is incremented after each 
sector is transferred to/from the sector buffer. The 
SECTOR NUMBER register may contain any value 
from 0 to 255. 

The SECTOR NUMBER register is also used to pro- 
gram the Gap 1 and Gap 3 lengths to be used when 
formating a disk. See the WRITE FORMAT com- 
mand description for further explanation. 


7 | 6 1 5 | 4 | 3 ] 2 | l | 0 

CYLINDER NUMBER - 4 
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CYLINDER NUMBER LOW REGISTER 

This register holds the lower byte of the desired cyl- 
inder number. 

7 1 6 1 5 1 4 1 3 | 2 | 1 1 0 ~ 

LS BYTE OF CYL. NUMBER 


It is used with the CYLINDER NUMBER HIGH regis- 
ter to specify the desired cylinder number over a 
range of 0 to 2047. 


CYLINDER NUMBER HIGH REGISTER 

This register holds the three most significant bits of 
the desired cylinder number. 


7 

6 

5 

4 

3 

2 

1 

0 

x 

x 

x 

X 

X 

# 

# 

# 


The CYLINDER NUMBER LOW/HIGH register pair 
determine where the R/W heads are to be posi- 
tioned. The host writes the desired cylinder number 
into these registers. Internal to the 82064 is another 
pair of registers that hold the present head location. 
When any command other than a RESTORE is exe- 
cuted, the internal head location registers are com- 
pared to the CYLINDER NUMBER registers to deter- 
mine how many cylinders to move the heads and in 
what direction. 

The internal head location registers are updated to 
equal the CYLINDER NUMBER registers after the 
completion of the seek. 

When a RESTORE command is executed, the inter- 
nal head location registers are reset to zero while 
DIR and STEP move the heads to track zero. 

SECTOR/DRIVE/HEAD (SDH) REGISTER 

The SDH register contains the desired sector size, 
drive number, and head parameters. The format is 
shown in Figure 9. The EXT bit (bit 7) is used to 
select between the CRC or ECC mode. When bit 7 
= 0 the ECC mode is selected for the data field. 
When bit 7 = 1 the CRC mode is selected. 

The SDH byte written in the ID field of the disk by the 
FORMAT command is different than the SDH regis- 
ter contents. The recorded SDH byte does not have 


the drive number recorded, but does have the bad 
block mark written. The format of the SDH byte writ- 
ten on the disk is: 


7 

6 | 5 

4 , 

3 

2 L.1 1 0 

BAD B. 

SIZE 

0 

0 

HEAD 


STATUS REGISTER 

The status register is used to inform the host of cer- 
tain events performed by the 82064, as well as re- 
porting status from the drive control lines. Reading 
the STATUS register deasserts INTRQ. The format 
is: 


7 

6 

5 

4 

3 

2 

1 

0 

BUSY 

READY 

WF 

SC 

DRQ 

DWC 

CIP 

ERR 


Bit 7 - Busy 

This bit is asserted when a command is written into 
the COMMAND register and, except for the READ 
command, is deasserted at the end of the com- 
mand. When executing a READ command, Busy will 
be deasserted when the sector buffer is full. Com- 
mands should not be loaded into the COMMAND 
register when Busy is set. When the Busy bit is set, 
no other bits in the STATUS or ERROR registers are 
valid. 

Bit 6 - Ready 

This bit reflects the status of DRDY (pin 28). When 
this bit equals zero, the command is aborted and the 
status of this bit is latched. 

Bit 5 - Write Fault (WF) 

This bit reflects the status of WR FAULT (pin 30). 
When this bit equals one the command is aborted, 
INTRQ is asserted, and the status of this bit is 
latched. 

Bit 4 - Seek Complete (SC) 

This bit reflects the status of SC (pin 32). When a 
seek or implied seek has been initiated by a com- 
mand, execution of the command pauses until the 
seek is complete. This bit is latched after an aborted 
command error. 
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7 6 5 4 3 2 1 0 




2 

1 

0 

HEAD# 

0 

0 

0 

HSEL0 

0 

0 

1 

HSEL1 

0 

1 

0 

HSEL2 

0 

1 

1 

HSEL3 

1 

0 

0 

HSEL4 

1 

0 

1 

HSEL5 

1 

1 

0 

HSEL6 

1 

1 

1 

HSEL7 


231242-10 


NOTE: 

Drive select and head select lines must be generated externally. Figure 3 represents one method of achieving this. 


Figure 9. SDH Register Format 


Bit 3 - Data Request (DRQ) 

The DRQ bit reflects the status of BDRQ (pin 36). It 
is asserted when the sector buffer must be written 
into or read from. DRQ and BDRQ remain asserted 
until BRDY indicates that the sector buffer has been 
filled or emptied, depending upon the command. 
BDRQ can be used for DMA interfacing, while DRQ 
is used in a programmed I/O environment. 

Bit 2 - Data Was Corrected (DWC) 

When set, this bit indicates that an ECC error has 
been detected during a read operation, and that the 
data in the sector buffer has been corrected. This 
provides the user with an indication that there may 
be a marginal condition within the drive before the 
errors become uncorrectable. This bit is forced to 
zero when not in the ECC mode. 

Bit 1 - Command In Progress (CIP) 

When this bit is set a command is being executed 
and a new command should not be loaded. Al- 
though a command is being executed, the sector 
buffer is still available for access by the host. When 
the 82064 is no longer Busy (bit 7 = 0) the STATUS 
register can be read. If other registers are read while 
CIP is set the contents of the STATUS register will 
be returned. 


Bit 0 - Error 

This bit is set whenever any bits in the ERROR reg- 
ister are set. It is the logical ‘or’ of the bits in the 
ERROR register and may be used by the host proc- 
essor to quickly check for nonrecoverable errors. 
The host must read the ERROR register to deter- 
mine what type of error occurred. This bit is reset 
when a new command is written into the COMMAND 
register. 

COMMAND REGISTER 

The command to be executed is written into this 
write-only register: 

7|6|s|4|3|2|l|0 

COMMAND 


The command sets Busy and CIP, and begins to ex- 
ecute as soon as it is written into this register. There- 
fore, all necessary information should be loaded into 
the Task Register File prior to entering the com- 
mand. Any attempt to write a register will be ignored 
until command execution has terminated, as indicat- 
ed by the CIP bit being cleared. INTRQ is deassert- 
ed when the COMMAND register is written. 
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I 


COMMAND 

7 

6 

5 

4 

3 

2 

1 

0 

RESTORE 

0 

0 

0 

1 

R3 

R2 

R1 

R0 

SEEK 

0 

1 

1 

1 

R3 

R2 

R1 

R0 

READ SECTOR 

0 

0 

1 

0 

1 

M 

L 

T 

WRITE SECTOR 

0 

0 

1 

1 

0 

M 

L 

T 

SCAN ID 

0 

1 

0 

0 

0 

0 

0 

T 

WRITE FORMAT 

0 

1 

0 

1 

0 

0 

0 

0 

[COMPUTE CORRECTION 0 

0 

0 

0 

1 

0 

0 

0 

[SET PARAMETER 

0 

0 

0 

0 

0 

0 

0 

S 


R3-0 = Stepping Rate Field 


For 5 MHz WR 

CLOCK: 

R3_0 = 0000 

35 fis 

0001 

0.5 ms 

0010 

1.0 ms 

0011 

1.5 ms 

0100 

2.0 ms 

0101 

2.5 ms 

0110 

3.0 ms 

0111 

3.5 ms 

1000 

4.0 ms 

1001 

4.5 ms 

1010 

5.0 ms 

1011 

5.5 ms 

1100 

6.0 ms 

1101 

6.5 ms 

1110 

3.2 jas 

1111 

1 6 juts 


I = Interrupt Control 

I « 0 INTRQ occurs with BDRQ/DRQ indicating 
the sector buffer is full. Valid only when M = 
0 . 

I = 1 INTRQ occurs when the command is com- 
pleted and the host has read the sector buffer. 


M = Multiple Sector Flag 

M = 0 Transfer one sector. Ignore the SECTOR 
COUNT register. 

M = 1 Transfer multiple sectors. 

L = Long Mode 

L. = 0 Normal mode. Normal CRC or ECC functions 
are performed. 

L = 1 Long mode. No CRC or ECC bytes are devel- 
oped or error checking performed on the 
data field. The 82064 appends the four addi- 
tional bytes supplied by the host or disk to 
the data field. N 

T = Retry Enable 

T = 0 Enable retries. 


T = 1 Disable retries. 

S = Error Correction Span 
S = 0 6-bit span. 

S = 1 11 -bit span. 

RESTORE COMMAND 

The RESTORE command is used to position the 
R/W heads over track zero. It is usually issued by 
the host when a drive has just been turned on. The 
82064 forces an auto-restore when a FORMAT 
command has been issued following a drive number 
change. 

The actual step rate used for the RESTORE com- 
mand is determined by the seek complete time. A 
step pulse is issued and the 82064 waits for a rising 
edge on the SC line before issuing the next pulse. If 
the rising edge of SC has not occurred within ten 
revolutions (INDEX pulses) the 82064 switches to 
sensing the level of SC. If after 2047 step pulses the 
TRACK 000 line does not go active the 82064 will 
set the TRACK 000 bit in the ERROR register, assert 
INTRQ, and terminate execution of the command. 
An interrupt will also occur if WR FAULT is asserted 
on DRDY is deasserted at any time during execu- 
tion. 

The rate field specified (R3-0) is stored in an internal 
register for future use in commands with implied 
seeks. 

A flowchart of the RESTORE command is shown in 
Figure 10. 


SEEK COMMAND 

The SEEK command can be used for overlapping 
seeks on multiple drives. The step rate used is taken 
from the Rate Field of the command, and is stored in 
an internal register for future use by those com- 
mands with implied seek capability. 

The direction and number of step pulses needed are 
calculated by comparing the contents of the CYLIN- 
DER NUMBER registers ih the Task Register File to 
the present cylinder position stored internally. After 
all the step pulses have been issued the present 
cylinder position is updated, INTRQ is asserted, and 
the command terminated. 
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If DRDY is deasserted or WR FAULT is asserted 
during the execution of the command, INTRQ is as- 
serted and the command aborts setting the AC bit in 
the ERROR register. 

If an implied seek is performed, the step rate indicat- 
ed by the, rate field is used for all but the last step 
pulse. On the last pulse, the command execution 
continues until the rising edge of SC is detected. If 
10 INDEX pulses are received without a rising edge 
of SC, the 82064 will switch to sensing the level of 
SC. 

A flowchart of the SEEK command flow is shown in 
Figure 1 1 . 

READ SECTOR 

The READ SECTOR command is used to transfer 
one or more sectors of data from the disk to the 
sector buffer. Upon receipt of the command, the 
82064 checks the CYLINDER NUMBER LOW/HIGH 
register pair against the internal cylinder position 
register to see if they are equal. If not, the direction 
and number of steps calculation takes place, and a 
seek is initiated. As stated in the description of the 
SEEK command, if an implied seek occurs, the step 
rate specified by the rate field is used for all but the 
last step pulse. On the last step pulse the seek con- 
tinues until the rising edge of SC is detected. 

If the 82064 detects a change in the drive number 
since the last command, an auto-scan ID is per- 
formed. This updates the internal cylinder position 
register to reflect the current drive before the seek 
begins. 

After the 82064 senses SC (with or without an irp- 
plied seek) it must find an ID field with the correct 
cylinder number, head, sector size, and CRC. If re- 
tries are enabled (T = 0), ten attempts are made to 
find the correct ID field. If there is still an error on the 
tenth try, an auto-scan ID and auto-seek are per- 
formed. Then ten more retries are attempted before 
setting the ID Not Found error bit. When retries are 
disabled (T = 1) only two tries are made. No auto- 
scan or auto-seek operations are performed. 

When the data address mark (DAM) is found, the 
82064 is ready to transfer data into the sector buffer. 
When the disk has filled the sector buffer, the 82064 
asserts BDRQ and DRQ and then checks the I flag. 
If I = 0, INTRQ is asserted, signaling the host to 
read the contents of the sector buffer. If I = 1, 
INTRQ occurs after the host has read the sector 
buffer and the command has terminated. If after suc- 
cessfully reading the ID field, the DAM is not found 
the DAM Not Found bit in the ERROR register is set. 



Figure 10. Restore Command Flow 
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Figure 11. Seek Command Flow 
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An optional M flag can be set for multiple sector 
transfers. When M = 0, one sector is transferred 
and the SECTOR COUNT register is ignored. When 
M = 1 , multiple sectors are transferred. After each 
sector is transferred, the 82064 decrements the 
SECTOR COUNT register and increments the SEC- 
TOR NUMBER register. The next logical sector is 
transferred regardless of any interleave. Sectors are 
numbered during the FORMAT command by a byte 
in the ID field. 

For the 82064 to make multiple sector transfers to 
the sector buffer, the BRDY signal must be toggled 
from low to high for each sector. The transfers con- 
tinue until the SECTOR COUNT register equal zero. 
If the SECTOR COUNT is not zero (indicating more 
sectors remain to be read), and the sector buffer is 
full, BDRQ will be asserted and the host must unload 
the sector buffer. Once this occurs, the sector buffer 
is free to accept the next sector. 

WR FAULT and DRDY are monitored throughout the 
command execution. If WR FAULT is asserted or 
DRDY is deasserted, the command will terminate 
and the Aborted Command bit in the ERROR regis- 
ter will be set. For a description of the error checking 
procedure on the data field see the explanation in 
the section entitled “CRC and ECC Generator and 
Checker.” 

Both the READ and WRITE commands feature a 
“simulated completion” to ease programming. 
BDRQ, DRQ, and INTRQ are generated in a normal 
manner upon detection of an error condition. This 
allows the same program flow for successful or un- 
successful completion of a command. 

In summary then, the READ SECTOR operation is 
as follows: 

When M = 0 (Single Sector Read) 

1. HOST: Sets up parameters. Issues READ 

SECTOR command. 

2. 82064: Asserts BCR. 

3. 82064: Finds sec tor specified. Asserts BCR 

and BCS. Transfers data to sector 
buffer. 

4. 82064: Asserts BCR. Deasserts BCS. 

5. 82064: Asserts BDRQ and DRQ. 

6. 82064: If I = 1 then go to 9. 

7. HOST: Read contents of sector buffer. 

8. 82064: Wait for BRDY, then assert INTRQ. 

End. 

9. 82064: Assert INTRQ. 

10. HOST: Read contents of sector buffer. End. 


When M = 1 (Multiple Sector Read) 

1. HOST: Sets up parameters. Issues READ 

SECTOR command. 

2. 82064: Asserts B^R. 

3. 82064: Find s se ctor specified. Asserts BCR 

and BCS. Transfers data to sector buff- 
er. 

4. 82064: Asserts BCR. Deasserts BCS. 

5. 82064: Asserts BDRQ and DRQ. 

6. HOST: Reads contents of sector buffer. 

7. SECTOR 

BUFFER: Indicates data has been transferred by 
asserting BRDY. 

8. 82064: When BRDY is asserted, decrement 

SECTOR COUNT, increment SECTOR 
NUMBER. If SECTOR COUNT = 0, go 
to 11. 

9. 82064: Go to 2. 

10. 82064: Assert INTRQ. 

A flowchart of the READ SECTOR command is 
shown in Figure 1 2. 

WRITE SECTOR 

The WRITE SECTOR command is used to write one 
or more sectors of data from the sector buffer to the 
disk. Upon receipt of the command, the 82064 
checks the CYLINDER NUMBER LOW/HIGH regis- 
ter pair against the internal cylinder position register 
to see if they are equal. If not, the direction and num- 
ber of steps calculation takes place, and a seek is 
initiated. As stated in the description of the SEEK 
command, if an implied seek occurs, the step rate 
specified by the rate field is used for all but the last 
step pulse. On the last step pulse the seek contin- 
ues until the rising edge of SC is detected. 

If the 82064 detects a change in the drive number 
since the last command, an auto-scan ID is per- 
formed. This updates the internal cylinder position 
register to reflect the current drive before the seek 
begins. 

After the 82064 senses SC (with or without an im- 
plied seek) BDRQ and DRQ are asserted and the 
host begins filling the sector buffer with data. When 
BRDY is asserted, a search for the ID field with the 
correct cylinder number, head, sector size, and CRC 
is initiated. If retries are enabled (T = 0), ten at- 
tempts are made to find the cocrect ID field. If there 
is still an error on the tenth try, an auto-scan ID and 
auto-seek are performed. Then ten more retries are 
attempted before setting the ID Not Found error bit. 
When retries are disabled (T = 1 ) only two tries are 
made. No auto-scan or auto-seek operations are 
performed. 
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Figure 12b. Read Sector Command Flow (Continued) 
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When the correct ID is found, WR GATE is asserted 
and data is written to the disk. When the CRC/ECC 
bit (SDH Register, bit 7) is zero, the 82064 gener- 
ates a two byte CRC character to be appended to 
the data. When the CRC/ECC bit is one, four ECC 
bytes replace the CRC character. When L = 1 , the 
polynomial generator is inhibited and neither CRC or 
ECC bytes are generated. Instead four bytes of data 
supplied by the host are written. 

During a WRITE MULTIPLE SECTOR command (M 
= 1), the SECTOR NUMBER register is increment- 
ed and the SECTOR COUNT register is decrement- 
ed. If BRDY is asserted after the first sector is read 
from the sector buffer, the 82064 continues to read 
data from the sector buffer for the next sector. If 
BRDY is deasserted, the 82064 asserts BDRQ and 
waits for the host to place more data in the sector 
buffer. 

In summary then, the WRITE SECTOR operation is 
as follows: 

When M = 0,1 

1. HOST: Sets up parameters. Issues READ SEC- 

TOR command. 

2. 82064: Asserts BDRQ and DRQ. 

3. HOST: Loads sector buffer with data. 

4. 82064: Waits for rising edge of BRDY. 

5. 82064: Finds specified ID field. Writes sector to 
disk. 

6. 82064: If M = 0, asserts INTRQ. End. 

7. 82064: Increments SECTOR NUMBER. Deere- 
merits SECTOR COUNT. 

8. 82064: IF SECTOR COUNT = 0, assert INTRQ. 

End. 

9. 82064: Go to 2. 

A flowchart of the WRITE SECTOR command is 
shown in Figure 13. 


SCAN ID 

The SCAN ID command is used to update the SDH, 
SECTOR , NUMBER, and CYLINDER NUMBER 
LOW/HIGH registers. 

After the command is loaded, the SC line is sampled 
until it is valid. The DRDY and WR FAULT lines are 
also monitored throughout execution of the com- 
mand. If a fault occurs the command is aborted and 
the appropriate error bits are set. When the first ID 
field is found, the ID information is loaded into the 
SDH, SECTOR NUMBER, and CYLINDER NUMBER 
registers. The internal cylinder position register is 
also updated. If this is an auto-scan caused by a 


change in drive numbers, only the internal position 
register is updated. If a bad block is detected, the 
BAD BLOCK bit will also be set. 

If an ID field is not found, or if a CRC error occurs, 
and if retries are enabled (T = 0), ten attempts are 
made to read it. If retries are disabled (T = 1), only 
two tries are made. There is no auto-seek in this 
command and the sector buffer is not disturbed. 

A flowchart of the SCAN ID command is shown in 
Figure 14. 

WRITE FORMAT ' 

The WRITE FORMAT command is used to format 
one track using information in the Task Register File 
and the sector buffer. During execution of this com- 
mand, the sector buffer is used for additional param- 
eter information instead of data. Shown in Figure 1 5 
is the contents of a sector buffer for a 32 sector 
track with an interleave factor of two. 

Each sector requires a two byte sequence. The first 
byte designates whether a bad block mark is to be 
recorded in the sector’s ID field. An 00H is normal; 
an 80H indicates a bad block mark for that sector. In 
the example of Figure 1 5, sector 04 will get a bad 
block mark recorded. The second byte indicates the 
logical sector number to be recorded. This allows 
sectors to be recorded with any interleave factor de- 
sired. The remaining memory in the sector buffer 
may be filled with any value; its only purpose is to 
generate a BRDY to tell the 82064 to begin format- 
ting the track. 

If the drive number has been changed since the last 
command, an auto-restore is initiated, positioning 
the heads to track 000. The internal cylinder position 
register is set to zero and the heads seek to the 
track specified in the Task Register File CYLINDER 
NUMBER register. This prevents an ID Not Found 
error from occuring due to an incompatible format, 
or the track having been erased. A normal implied 
seek is also in effect for this command. 

The SECTOR COUNT register is used to hold the 
total number of sectors to be formatted (FFH = 255 
sectors), while the SECTOR NUMBER register holds 
the number of bytes, minus three, to be used for 
Gap 1 and Gap 3. If, for example, the SECTOR 
COUNT register value is 02H and the SECTOR 
NUMBER register value is 00H, then 2 sectors are 
formatted and 3 bytes of 4EH are written for Gap 1 
and Gap 3. The data fields are filled with FFH and 
the CRC or ECC is automatically generated and ap- 
pended. After the last sector is written the track is 
filled with 4EH. 


5-622 


231242-001 



82064 


AOWANCS . OMF©^ AYD©IM 


intef 



*lf retries disabled then dashed path is taken after 2 index pulses. 


Figure 13. Write Sector Command Flow 
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Figure 14. Scan ID Command Flow 
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ADDR 

0 

1 

2 

DATA 

3 

4 

5 

6 

7 

00 

00 

00 

00 

10 

00 

01 

00 

11 

08 

00 

02 

00 

12 

00 

03 

00 

13 

10 

80 

04 

00 

14 

00 

05 

00 

15 

18 

00 

06 

00 

16 

00 

07 

00 

17 

20 

00 

08 

00 

18 

00 

09 

00 

19 

28 

00 

0A 

00 

1 A 

00 

0B 

00 

IB 

30 

00 

OC 

00 

1C 

00 

0D 

00 

ID 

38 

00 

0E 

00 

IE 

00 

OF 

00 

IF 

40 

FF 

FF 

FF 

FF 

FF 

FF 

FF 

FF 

F0 

FF 

FF 

FF 

FF 

FF 

FF 

FF 

FF 


Figure 15. Format Command Buffer Contents 


The Gap 3 value is determined by the drive motor 
speed variation, data sector length, and the inter- 
leave factor. The interleave factor is only important 
when 1:1 interleave is used. The formula for deter- 
mining the minimum Gap 3 length is: 

Gap 3 = (2*M*S) + K + E 

where: 

M = motor speed variation (e.g., 0.03 for + 3%) 
S = sector length in bytes 
K = 18 for an interleave factor of 1 
0 for any other interleave factor 
E = 2 if ECC is enabled (SDH register, bit 7 = 1) 

As for all commands, if WR FAULT is asserted or 
DRDY is deasserted during execution of the com- 
mand, the command terminates and the Aborted 
Command bit in the ERROR register is set. 

Figure 16 shows the format which the 82064 will 
write on the disk. 

A flowchart of the WRITE FORMAT command is 
shown in Figure 1 7. 

COMPUTE CORRECTION 

The COMPUTE CORRECTION command deter- 
mines the location and pattern of a single burst er- 
ror, but does not correct it. The host, using the data 
provided by the 82064, must perform the actual cor- 
rection. The COMPUTE CORRECTION command is 
used following a data field ECC error. The command 
initiating the read must specify no retries (T = 1). 

The COMPUTE CORRECTION command first writes 
the four syndrome bytes from the internal ECC regis- 
ter to the sector buffer. Then the ECC register is 
clocked. With each clock, a counter is incremented 


and the pattern examined. If the pattern is correcta- 
ble, the procedure is stopped and the count and pat- 
tern are written to the sector buffer, following the 
syndrome. The process is also stopped if the count 
exceeds the sector size before a correctable pattern 
is found. 

When the command terminates the sector buffer 
contains the following data: 

Syndrome MSB 
Syndrome 
Syndrome 
Syndrome LSB 
Error Pattern Offset 
Error Pattern Offset 
Error Pattern MSB 
Error Pattern 
Error Pattern LSB 

As an example, when the Error Pattern Offset is zero 
the following procedure may correct the error. The 
first data byte of the sector is exclusive OR’d with 
the MSB of the Error Pattern, the second data byte 
with the second byte of the Error Pattern, and the 
third data byte with the LSB of the Error Pattern. 

If the sector buffer count exceeds the sector size, or 
if the error burst length is greater than that selected 
by the Set Parameter command, the ECC/CRC error 
in the ERROR register and the Error bit in the 
STATUS register is set. 

SET PARAMETER 

This command selects the correction span to be 
used for the error correction process. A 5-bit span is 
selected when bit zero of the command equals 0, 
and an 11 -bit span when bit zero equals 1. The 
82064 defaults to a 5-bit span after a RESET. 
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ID FIELD 

A1 

_ 

A1 H with OAH Clock 

IDENT 


Bits 3,1,0 = Cylinder High ■ 
FE = 0-255 Cylinders 
FF = 256-511 Cylinders 
FC = 51 2-767 Cylinders 
FD = 768-1023 Cylinders 
F6 = 1024-1279 Cylinders 
F7 = 1280-1535 Cylinders 
F4 = 1536-1791 Cylinders 
F5 = 1792-2047 Cylinders 

HEAD 


Bits 0, 1, 2 = Head Number 
Bits 3, 4 = 0 
Bits 5, 6 = Sector Size 
Bit 7 = Bad Block Mark 

Sec # 

= 

Logical Sector Number 

DATA FIELD 


A1 

= 

A1 H with OAH clock 

F8 

= 

Data Address Mark; Normal Clock 

' USER 

= 

Data Field 128 to 1024 Bytes 


NOTES: 

1. GAP 1 and 3 length determined by Sector Number Register contents during formatting. 

2. RD GATE asserted 2 bytes after the start of DRUN. 

3. RD GATE de-asserted: 

• 4f DRUN does not last until A1 

• When any part of ID does not match the one expected. 

• After CRC if correct ID has been read. 

4. Write splice recorded on disk by asserting WR GATE 

5. RD GATE is suppressed until after write splice. 

6. Not a proper A1 or F8, set DAM error. 

7. Sector size as stated in ID field, plus two for CRC or 4 for ECC. 


Figure 16. Track Format 
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Figure 17. Write Format Command Flow 
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ELECTRICAL CHARACTERISTICS 
ABSOLUTE MAXIMUM RATINGS* 


Ambient Temperature Under Bias 0°C to 70°C 

Storage Temperature - 65°C to + 1 50°C 

Voltage on any pin with 

respect to GND -0.5V to + 7V 

Power Dissipation 1.5 Watt 


* Notice: Stresses above those listed under “ Abso- 
lute Maximum Ratings” may cause permanent dam- 
age to the device. This is a stress rating only and 
functional operation of the device at these or any 
other conditions above those indicated in the opera- 
tional sections of this specification is not implied. Ex- 
posure to absolute maximum rating conditions for 
extended periods may affect device reliability. 

NOTICE: Specifications contained within the 
following tables are subject to change. 


D.C. CHARACTERISTICS (T A = 0°C to 70°C; V CC = +5V ± 10%;GND = 0V) 


Symbol 

Parameter 

Min 

Max 

Units 

Test Conditions 

IlL 

Input Leakage Current 


±10 

ju,A 

V|N = Vcc to 0V 

•OFL 

Output Leakage Current 


±10 

jutA 

Vqut = Vcc to 0.45V 

V|H 

Input High Voltage 

2.0 


V 


V|L 

Input Low Voltage 


0.8 

V 


V OH 

Output High Voltage 

2.4 


V 

Iqh = — 1 00 /xA 

Vol 

Output Low Voltage 


m 

V 


ice 

Supply Current 



mA 

All Outputs Open 

C|N 

Input Capacitance 


10 

PF 

f c = 1 MHz 

Unmeasured pins returned 
to GND 

c i/o 

I/O Capacitance 


20 

pF 


For Pins 25, 34, 37, 39 





VlH 

Input High Voltage 

4.6 


V 


V,L 

Input Low Voltage 


0.5 

V 


TRS 

Rise Time 


30 

5? i 

0.9V to 4.2V 


A.C. CHARACTERISTICS (T A = 0°C to 70°C; Vcc = +5V ± 10%;GND = 0 V) 


HOST READ TIMING 


Symbol 

Parameter 

Min 

Max 

Units 

Test Conditions 

1 

Address Stable Before RD X 

0 


ns 


2 

Data Delay from RD X 


70 

ns 


3 

RD Pulse Width 


10 

fJbS 


4 

RD to Data Floating 

10 


ns 


5 

Address Hold Time after RD t 

0 


ns 


6 

Read Recovery Time 

300 


ns 


7 

CS Stable before RD 4, 

0 


ns 

See Note 6 
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MISCELLANEOUS TIMING 



Symbol 

Parameter 

28 

BDRQ Reset from BRDY 

29 

BRDY Pulse Width 

30 

BCR Pulse Width 

31 

STEP Pulse Width 

* 

32 

INDEX Pulse Width 

33 

RESET Pulse Width 

34 

RESET T to BCR 

35 


36 

WR CLOCK Frequency 

37 

RD CLOCK Frequency 



Test Conditions 



Symbol Parameter 

38 RD CLOCK Pulse Width 


RD DATA after RD CLOCK 1 


RD DATA before RD CLOCK f 


RD DATA Pulse Width 


42 DRUN Pulse Width 


Min 1 Typ 

95 


Test Conditions 


50% Duty Cycle 
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A.C. TESTING INPUT, OUTPUT WAVEFORM 


Input Output 



TEST POINTS 



231242-27 

AC Testing: Inputs Are Driven At 2.4V For A Logic .1, And 
0.45V For A Logic .0. Timing Measurements Are Made At 
2.0V For a Logic .1, And 0.8V For A Logic .0. 


A.C. TESTING LOAD CIRCUIT 


OE VICE 
UNDER 
TEST 


1 

I 


Cl = 150 pF 


231242-28 


Cl Includes Jig Capacitance 


NOTES 

1. Based on WR CLOCK = 5.0 MHz 

2. 24 WR CLOCK periods = 4.8 /as at 5.0 MHz. 

3. 2 WR CLOCK periods ± 100 ns. 

4. When used with a DMA controller BRDY must be > 4 /as or a spurious BDRQ pulse may exist for up to 4 /as after the 
rising edge of BDRY. 

5. WR CLOCK Frequency = RD CLOCK Frequency ± 15%. 

6. RD may be asserted before CS as long as it remains active for at least the minimum. T3. pulse width after CS is asserted. 

7. WR may be asserted before <55 as long as it remains active for at least the minimum Til pulse width after CS is 
asserted. 
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CHAPTER 1 
INTRODUCTION 


Accompanying the introduction of microprocessors 
such as the 8080, 8085, 8088, and 8086 there has been 
a rapid proliferation of intelligent peripheral de- 
vices. These special purpose peripherals extend 
CPU performance and flexibility in a number of im- 
portant ways. 


Table 1-1. Intelligent Peripheral Devices 


8255 (GPIO) 

Programmable Peripheral 
Interface 

8251A (USART) 

Programmable 
Communication Interface 

8253 (TIMER) 

Programmable Interval Timer 

8257 (DMA) 

Programmable DMA Controller 

8259 

Programmable Interrupt 
Controller 

8271 (SDFDC), 

8272 (DDFDC) 

Programmable Floppy Disk 
Controllers 

8273 (SDLC) 

Programmable Synchronous 
Data Link Controller 

8274 

Programmable Multiprotocol- 
Serial Communications 
Controller 

8275/8276 (CRT) 

Programmable CRT 
Controllers 

8279 (PKD) 

Programmable 
Keyboard/Display Controller 

8291A, 8292, 8293 

Programmable GPIB System 
Talker, Listener, Controller 


Intelligent devices like the 8272 floppy disk control- 
ler and 8273 synchronous data link controller (see 
Table 1-1) can preprocess serial data and perform 
control tasks which off-load the main system proces- 
sor. Higher overall system throughout is achieved 
and software complexity is greatly reduced. The in- 
telligent peripheral chips simplify master processor 
control tasks by performing many functions exter- 
nally in peripheral hardware rather than internally 
in main processor software. 

Intelligent peripherals also provide system flexibil- 
ity. They contain on-chip mode registers which are 
programmed by the master processor during system 
initialization. These control registers allow the pe- 
ripheral to be configured into many different oper- 
ation modes. The user-defined program for the 
peripheral is stored in main system memory and is 
transferred to the peripheral’s registers whenever a 
mode change is required. Of course, this type of 
flexibility requires software overhead in the master 
system which tends to limit the benefit derived from 
the peripheral chip. 

In the past, intelligent peripherals were designed to 
handle very specialized tasks. Separate chips were 


designed for communication disciplines, parallel 
I/O, keyboard encoding, interval timing, CRT con- 
trol, etc. Yet, in spite of the large number of devices 
available and the increased flexibility built into 
these chips, there is still a large number of micro- 
computer peripheral control tasks which are not 
satisfied. 

With the introduction of the Universal Peripheral 
Interface (UPI) microcomputer, Intel has taken the 
intelligent peripheral concept a step further by 
providing an intelligent controller that is fully user 
programmable. It is a complete single-chip micro- 
computer which can connect directly to a master 
processor data bus. It has the same advantages of in- 
telligence and flexibility which previous peripheral 
chips offered. In addition, the UPI is user- 
programmable: it has IK bytes of ROM or EPROM 
memory for program storage plus 64 bytes of RAM 
memory for data storage or initialization from the 
master processor. The UPI device allows a designer 
to fully specify his control algorithm in the periph- 
eral chip without relying on the master processor. 
Devices like printer controllers and keyboard scan- 
ners can be completely self-contained, relying on the 
master processor only for data transfer. 

The UPI family currently consists of five components: 

• 8741A microcomputer with IK EPROM 
memory 

• 8041AH microcomputer with IK ROM mem- 
ory 

• 8042 microcomputer with 2K ROM memory 

• 8243 I/O expander device 

• 8742 microcomputer with 2K EPROM 
memory 

The 8741A, 8041AH, 8742 and 8042 single chip 
microcomputers are functionally equivalent except 
for the type and amount of program memory avail- 
able with each. These devices have the following 
main features: 

• 8-bit CPU 

• 8-bit data bus interface registers 

• IK by 8 bit ROM or EPROM memory (2K for 
8042/8742) 

• 64 by 8 bit RAM memory (128 bytes for 
8042/8742) 

• Interval timer/event counter 

• Two 8-bit TTL compatible I/O ports 

• Resident clock oscillator 

• 12 MHZ operation, 1.25 jiisec instruction cycle 
for 8041AH, 8742, 8042 
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Figure 1-1. Interfacing Peripherals To Microcomputer Systems 


HMOS processing has been applied to the UPI fam- 
ily to allow for additional performance and memory 
capability while reducing costs. The 8041 AH, 8741 A, 
8042, 8742 are all pin and software compatible. This 
allows growth in present designs to incorporate new 
features and add additional performance. For new 
designs, the additional memory and performance of 
the 8042/8742 extends the UPI ‘grow your own solu- 
tion’ concept to more complex motor control tasks, 
80-column printers and process control applications 
as examples. 

The 8243 device is an I/O multiplexer which allows 
expansion of I/O to over 100 lines (if seven devices 
are used). All three parts are fabricated with N- 
channel MOS technology and require a single, 5V 
supply for operation. 

INTERFACE REGISTERS FOR MULTI- 
PROCESSOR CONFIGURATIONS 

In the normal configuration, the 8041AH/8741A, 
8042/8742 interfaces to the system bus, just like any 
intelligent peripheral device (see Figure 1-1). The 
host processor and the 8041AH/8741A, 8042/8742 
form a loosely coupled multi-processor system, that 
is, communications between the two processors are 
direct. Common resources are three addressable reg- 
isters located physically on the 8041AH/8741A, 
8042/8742. These registers are the Data Bus Buffer 
Input (DBBIN), Data Bus Buffer Output 
(DBBOUT), and Status (STATUS) registers. The 
host processor may read data from DBBOUT or 
write commands and data into DBBIN. The status 
of DBBOUT and DBBIN plus user-defined status is 
supplied in STATUS. The host may read STATUS 


at any time. An interrupt to the UPI processor is 
automatically generated (if enabled) when DBBIN 
is loaded. 

Because the UPI contains a complete microcom- 
puter with program memory, data memory, and 
CPU it can function as a “Universal” controller. A 
designer can program the UPI to control printers, 
tape transports, or multiple serial communication 
channels. The UPI can also handle off-line arithme- 
tic processing, or any number of other low speed con- 
trol tasks. 




8041 AH, 8042 
MASK 

PROGRAMMED 

ROM 


8741 A, 8742 
ELECTRICALLY 
PROGRAMMABLE 
LIGHT ERASABLE 
EPROM 


Figure 1-2. Pin Compatible ROM/EPROM Versions 
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POWERFUL 8-BIT PROCESSOR 

The UPI contains a powerful, 8- bit CPU with as fast 
as 1.25 fisec cycle time and two single-level inter- 
rupts. Its instruction set includes over 90 instruc- 
tions for easy software development. Most 
instructions are single byte and single cycle and 
none are more than two bytes long. The instruction 
set is optimized for bit manipulation and I/O oper- 
ations. Special instructions are included to allow bi- 
nary or BCD arithmetic operations, table lookup 
routines, loop counters, and N-way branch routines. 

SPECIAL INSTRUCTION SET 
FEATURES 

• For Loop Counters: 

Decrement Register and Jump if not 
zero. 

• For Bit Manipulation: 

AND to A (immediate data or Register) 

OR to A (immediate data or Register) 

XOR to A (immediate data or Register) 
AND to Output Ports (Accumulator) 

OR to Output Ports (Accumulator) 

Jump Conditionally on any bit in A 

• For BDC Arithmetic: 

Decimal Adjust A 

Swap 4-bit Nibbles of A 

Exchange lower nibbles of A and Register 

Rotate A left or right with or without 

Carry 

• For Lookup Tables: 

Load A from Page of ROM (Address in A) 
Load A from Current Page of ROM 
(Address in A) 


Features for Peripheral Control 

The UPI 8-bit interval timer/event counter can be 
used to generate complex timing sequences for con- 
trol applications or it can count external events such 
as switch closures and position encoder pulses. Soft- 
ware timing loops can be simplified or eliminated by 
the interval timer. If enabled, an interrupt to the 
CPU will occur when the timer overflows. 

The UPI I/O complement contains two TTL-com- 
patible 8-bit bidirectional I/O ports and two general- 
purpose test inputs. Each of the 16 port lines can 
individually function as either input or output under 
software control. Four of the port lines can also func- 
tion as an interface for the 8243 I/O expander which 
provides four additional 4-bit ports that are directly 
addressable by UPI software. The 8243 expander al- 
lows low cost I/O expansion for large control applica- 
tions while maintaining easy and efficient software 
port addressing. 



Figure 1-4. 8243 I/O Expander Interface 



PERIPHERAL 

CONTROL 


Figure 1-3. Interfaces And Protocols For Multiprocessor Systems 
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On-Chip Memory 

The UPI’s 64 (128) bytes of data memory include 
dual working register banks and an 8-level program 
counter stack. Switching between the register banks 
allows fast response to interrupts. The stack is used 
to store return addresses and processor status upon 
entering a subroutine. 

The UPI program memory is available in two types 
to allow flexibility in moving from design to proto- 
type to production with the same PC layout. The 
8741A, 8742 device with EPROM memory is very 
economical for initial system design and develop- 
ment. Its program memory can be electrically pro- 
grammed using the Intel Universal PROM 
Programmer. When changes are needed, the entire 
program can be erased using UV lamp and 
reprogrammed in about 20 minutes. This means the 
8741A/8742 can be used as a single chip 
“breadboard” for very complex interface and control 
problems. After the 8741A/8742 is programmed it 
can be tested in the actual production level PC 
board and the actual functional environment. 
Changes required during system debugging can be 
made in the 8741 A/8742 program much more' easily 
than they could be made in a random logic design. 
The system configuration and PC layout can remain 
fixed during the development process and the turn 
around time between changes can be reduced to a 
minimum. 

At any point during the development cycle, the 
8741A/8742 EPROM part can be replaced with the 
low cost 8041AH, 8042 respectively with factory 
mask programmed memory. Tfye transition from 
system development to mass production is made 
smoothly because the 8741A and 8041AH, 8742 and 
8042 parts are completely pin compatible. 8742s or 


8042s can be used in an 8041 AH/8741 socket. This 
feature allows extensive testing with the EPROM 
part, even into initial shipments to customers., Yet, 
the transition to low-cost ROM is simplified to the 
point of being merely a package substitution. 

PREPROGRAMMED UPFs 

The 8292, 8294, and 8295 are 804lA’s that are pro- 
grammed by Intel and sold as standard peripherals. 
The 8292 is a GPIB controller, part of a three chip 
GPIB system. The 8294 is a Data Encryption Unit 
that implements the National Bureau of Standards 
data encryption algorithm. The 8295 is a dot matrix 
printer controller designed especially for the LRC 
7040 series dot matrix impact printers. These parts 
illustrate the great flexibility offered by the UPI 
family. 

DEVELOPMENT SUPPORT 

The UPI microcomputer is fully supported by Intel 
with development tools like the UPP PROM pro- 
grammer already mentioned. An ICE-41A in-circuit 
emulator is also available to allow UPI software and 
hardware to be developed easily and quickly. The 
combination of device features and Intel develop- 
ment support make the UPI an ideal component for 
low-speed peripheral control applications. 

UPI DEVELOPMENT SUPPORT 

• 8048/8041AH/8042 Assembler 

• Universal PROM Programmer UPP Series 

• ICE-41A Module 

• MULTI-ICE 

• Insite User’s Library 

• Application Engineers 

• Training Courses 
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CHAPTER 2 

FUNCTIONAL DESCRIPTION 


The UPI-41AH, 42 microcomputer is an intelligent 
peripheral controller designed to operate in iAPX- 
86, 88, MCS-85, MCS-80, MCS-51 and MCS-48 sys- 
tems. The UPI’S architecture, illustrated in Figure 
2-1, is based on a low cost, single-chip microcom- 
puter with program memory, data memory, CPU, 
I/O, event timer and clock oscillator in a single 40- 
pin package. Special interface registers are included 
which enable the UPI to function as a peripheral to 
an 8-bit master processor. 

This chapter provides a basic description of the UPI 
microcomputer and its system interface registers. 
Unless otherwise noted the descriptions in this sec- 


tion apply to both the 8741A, 8742 (with UV eras- 
able program memory) and the 8041 AH, 8042 (with 
factory mask programmed memory). These two de- 
vices are so similar that they can be considered iden- 
tical under most circumstances. All functions 
described in this chapter apply to the 8041AH, 8042, 
and 8741A, 8742. 

PIN DESCRIPTION 

The 8041AH/8741A, 8042/8742 are packaged in 40- 
pin Dual In-Line (DIP) packages. The pin configu- 
ration for both devices is shown in Figure 2-2. Figure 
2-3 illustrates the UPI Logic Symbol. 



SYSTEM PERIPHERAL INTERFACE 

INTERFACE AND 

I/O EXPANSION 


Figure 2-1. UPI-41AH, 42 Single Chip Microcomputer - 
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Figure 2-2. Pin Configuration 


Figure 2-3. Logic Symbol 


The following section summarizes the functions of or more functions which are described in separate 
each UPI-41A pin. NOTE that several pins have two paragraphs. 


Table 2-1. Pin Description 



Pin No. 

Type 

Name and Function 

D 0 -D 7 

(BUS) 

12-19 

1/0 

Data Bus: Three-state, bidirectional DATA BUS BUFFER lines used to interface the 
UPI-41AH, 42 microcomputer to an 8 -bit master system data bus. 


1EE31 

I/O 

Port 1: 8 -bit, PORT 1 quasi -bidirectional I/O lines. 


1 

I/O 

Port 2: 8-bit, PORT 2 quasi-bidirectional I/O lines. The lower 4 bits (P 20 -P 23 ) inter- 
face directly to the 8243 I/O expander device and contain address and data information 
during PORT 4-7 access. The upper 4 bits (P 24 -P 27 ) can he programmed to provide 
interrupt Request and DMA Handshake capability. Software control can configure P 24 
as Output Buffer Full (OBF) interrupt, P 25 as Input Buffer Full (IBF) interrupt, P 26 
as DMA Request (DRQ), and P 27 as DMA ACKnowledge (DACK). 

_i 


I 

Write: I/O write input which enables the master CPU to write data and command 
words to the UPI-41A INPUT DATA BUS BUFFER. 

RD 

8 

I 

Read: I/O read input which enables the master CPU to read data and status words 
from the OUTPUT DATA BUS BUFFER or status register. 

CS 

6 

I 

Chip Select: Chip select input used to select one UPI-41AH, 42 microcomputer out of 
several connected to a common data bus. 

AO 


I 

Command/Data Select: Address input used by the master processor to indicate 
whether byte transfer is data (Ao=0) or command (Ao*l). 

TESTO, 
TEST 1 

1 

39 

I 

Test Inputs: Input pins which can be directly tested using conditional branch instruc- 
tions. 

Frequency Reference: TEST 1 (Ti) also functions as the event timer input (under 
software control). TEST 0 (To) is used during PROM programming and verification in 
the 8741A, 8742. 
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Symbol 


XTAL 1, 
XTAL2 


SYNC 



Table 2-1. Pin Description (Continued) 


Name and Function 


Inputs: Inputs for a crystal, LC or an external timing signal to determine the internal 

oscillator frequency. 

Output Clock: Output signal which occurs once per UPI-41A instruction cycle. SYNC 
can be used as a strobe for external circuitry; it is also used to synchronize single step 
operation. 


RESET 


SS 


Reset: Input used to reset status flip-flops and to set the program counter to zero. 
RESET is also used during PROM programming and verification. 

Single Step: Single step input used in conjunction with the SYNC output to step the 
program through each instruction. 






»- PROM PROGRAM SUPPtV 

- +S SUPPLY 
► GROUNO 






Figure 2-4. UPM1AH, 42™ Block Diagram 
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CPU SECTION 

The CPU section of the UPI-41AH, 42 micro- 
computer performs basic data manipulations and 
controls data flow throughout the single chip com- 
puter via the internal 8-bit data bus. The CPU sec- 
tion includes the following functional blocks shown 
in Figure 2-4: 

• Arithmetic Logic Unit (ALU) 

• Instruction Decoder 

• Accumulator \ 

• Flags 

Arithmetic Logic Units (ALU) 

The ALU is capable of performing the following op- 
erations: 

• ADD with or without carry 

• AND, OR, and EXCLUSIVE OR 

• Increment, Decrement 

• Bit complement 

• Rotate left or right 

• Swap 

• BCD decimal adjust 

In a typical operation data from the accumulator is 
combined in the ALU with data from some other 
source on the UPI-41AH, 42 internal bus (such as a 
register or an I/O port). The result of an ALU oper- 
ation can be transferred to the internal bus or back 
to the accumulator. 

If an operation such as an ADD or ROTATE re- 
quires more than 8 bits, the CARRY flag is used as 
an indicator. Likewise, during decimal adjust and 
other BCD operations the AUXILIARY CARRY 
flag can be set and acted upon. These flags are part 
of the Program Status Word (PSW). 

Instruction Decoder 

During an instruction fetch, the operation code (op- 
code) portion of each program instruction is stored 
and decoded by the instruction decoder. The de- 
coder generates outputs used along with various tim- 
ing signals to control the functions performed in the 
ALU. Also, the instruction decoder controls the 
source and destination of ALU data. 

Accumulator 

The accumulator is the single most important regis- 
ter in the processor. It is the primary source of data 
to the ALU and is often the destination for results as 
well. Data to and from the I/O ports and memory 
normally passes through the accumulator. 

PROGRAM MEMORY 

The UPI-41AH, 42 microcomputer has 1024, 2048 8- 
bit words of resident, read-only memory for program 


storage. Each of these memory locations is directly 
addressable by a 10-bit program counter. Depending 
on the type of application and the number of pro- 
gram changes anticipated, two types of program 
memory are available: 

• 8041AH, 8042 with mask programmed ROM 
Memory 

• 8741A, 8742 with electrically programmable 
EPROM Memory 

The 8041AH and 8741A, 8042 and 8742 are function- 
ally identical parts and are completely pin compati- 
ble. The 8742 and 8042 can be used in 8041 AH, 
8741A sockets. The 8041AH, 8042 has ROM memory 
which is mask programmed to user specification 
during fabrication. The 8741A/8742 are electrically 
programmed by the user using the Universal PROM 
Programmer (UPP series) with a UPP-848 or UPP- 
549 Personality Card. It can be erased using 
ultraviolet light and reprogrammed at any time. 


A program memory map is illustrated in Figure 2-5. 
Memory is divided into 256 location ‘pages’ and 
three locations are reserved for special use: 



Figure 2-5. Program Memory Map 


INTERRUPT VECTORS 

1) Location 0 

Following a RESET input to the processor, the 
next instruction is automatically fetched from 
location 0. 
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2) Location 3 

An interrupt generated by an Input Buffer Full 
(IBF) condition (when the IBF interrupt is en- 
abled) causes the next instruction to be fetched 
from location 3. 

3) Location 7 

A timer overflow interrupt (when enabled) will 
cause the next instruction to be fetched from lo- 
cation 7. 


Following a system RESET, program execution be- 
gins at location 0. Instructions in program memory 
are normally executed sequentially. Program control 
can be transferred out of the main line of code by an 
input buffer full (IBF) interrupt or a timer inter- 
rupt, or when a jump or call instruction is encoun- 
tered. An IBF interrupt (if enabled) will 1 
automatically transfer control to location 3 while a 
timer interrupt will transfer control to location 7. 

All conditional JUMP instructions and the indirect 
JUMP instruction are limited in range to the current 
256-location page (that is, they alter PC bits 0-7 
only). If a conditional JUMP or indirect JUMP be- 
gins in location 255 of a page, it must reference a des- 
tination on the following page. 

Program memory can be used to store constants as 
well as program instructions. The UPI-41AH, 42 in- 
struction set contains an instruction (M(?)VP3) de- 
signed specifically for efficient transfer of look-up 
table information from page 3 of memory. 

DATA MEMORY 

The UPI-41AH, 42 universal peripheral interface 
has 64, 128 8-bit words of random access data mem- 
ory. This memory contains two working register 
banks, an 8-level program counter stack and a 
scratch pad memory, as shown in Figure 2-6. The 
amount of scratch pad memory available is variable 
depending on the number of addresses nested in the 
stack and the number of working registers being 
used. 

Addressing Data Memory 

The first eight locations in RAM are designated as 
working registers R 0 -R 7 . These locations (or regis- 
ters) can be addressed directly by specifying a regis- 
ter number in the instruction. Since these locations 
are easily addressed, they are generally used to store 
frequently accessed intermediate results. Other lo- 
cations in data memory are addressed indirectly by 
using Ro or Ri to specify the desired address. Since 
all RAM locations (including the eight working reg- 
isters) can be addressed by 6 bits, the two most sig- 
nificant bits (6 and 7) of the addressing registers are 
ignored. 



DIRECTLY 
ADDRESSABLE 
WHEN BANK 1 
IS SELECTED 


ADDRESSED 
INDIRECTLY 
THROUGH 
Ri OR Ro 
(R 0 ' OR R-| ) 


DIRECTLY 
ADDRESSABLE 
WHEN BANK 0 
IS SELECTED 


Figure 2-6. Data Memory Map 


Working Registers 

Dual banks of eight working registers are included in 
the UPI-41AH, 42 data memory. Locations 0-7 
make up register bank 0 a nd locations 24-31 form 
register bank 1. A RESET signal automatically se- 
lects register bank 0. When bank 0 is selected, 
references to R 0 -R 7 in UPI-41AH, 42 instructions 
operate on locations 0-7 in data memory. A “select 
register bank” instruction is used to select between 
the banks during program execution. If the instruc- 
tion SEL RBI (Select Register Bank 1) is executed, 
then program references to R 0 -R 7 will operate on 
locations 24-31. As stated previously, registers 0 and 
1 in the active register bank are used as indirect ad- 
dress registers for all locations in data memory. 

Register bank 1 is normally reserved for handling in- 
terrupt service routines, thereby preserving the con- 
tents of the main program registers. The SEL RBI 
instruction can be issued at the beginning of an in- 
terrupt service routine. Then, upon retufn to the 
main program, an RETR (return & restore status) 
instruction will automatically restore the previously 
selected bank. During interrupt processing, registers 
in bank 0 can be accessed indirectly using Ro' and 
Rl'. 

If register bank 1 is not used, registers 24-31 can still 
serve as additional scratch pad memory. 
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Program Counter Stack 

RAM locations 8-23 are used as an 8-level program 
counter stack. When program control is temporarily 
passed from the main program to a subroutine or in- 
terrupt service routine, the 10-bit program counter 
and bits 4-7 of the program status word (PSW) are 
stored in two stack locations. When control is re- 
turned to the main program via an RETR instruc- 
tion, the program counter and PSW bits 4-7 are 
restored. Returning via an RET instruction does not 
restore the PSW bits, however. The program counter 
stack is addressed by three stack pointer bits in the 
PSW (bits 0-2). Operation of the program counter 
stack and the program status word is explained in 
detail in the following sections. 

The stack allows up to eight levels of subroutine 
‘nesting’; that is, a subroutine may call a second sub- 
routine, which may call a third, etc., up to eight lev- 
els. Unused stack locations can be used as scratch 
pad memory. Each unused level of subroutine nest- 
ing provides two additional RAM locations for gen- 
eral use. 

The following sections provide a detailed descrip- 
tion of the Program Counter Stack and the Program 
Status Word. 

PROGRAM COUNTER 

The UPI-41AH, 42 microcomputer has a 10-bit pro- 
gram counter (PC) which can directly address any of 
the 1024 location^ in program memory. The program 
counter always contains the address of the next in- 
struction to be executed and is normally incre- 
mented sequentially for each instruction to be 
executed when each instruction fetches occurs. 

When control is temporarily passed from the main 
program to a subroutine or an interrupt routine, 
however, the PC contents mqst be altered to point to 
the address of the desired routine. The stack is used 
to save the current PC contents so that, at the end of 
the routine, main program execution can continue. 
The pro gram counter is initialized to zero by a 
RESET signal. 


STACK 

POINTER 






DATA 

MEMORY 

LOCATION 


r 

23 


i 

22 


1 

21 


i 

j 

20 


i 

i 

19 


i 

18 


i 

i 

17 


i 

i 

16 

Oil 

i 

i 

15 

i 

i 

14 

010 

i 

i 

13 

i 

j 

12 


1 

j 

11 


i 

i 

10 

000 


PSW(4-7) 

i 

PC(8-9) 


9 


PC(4-7) 


PC(0-3) 


. 8 

MSB 




LSB 


Figure 2-7. Program Counter Stack 


A 3-bit Stack Pointer which is part of the Program 
Status Word (PSW) determines the stack pair to be 
used at a give n time. The stack pointer is initialized 
by a RESET signal to 00H which corresponds to 
RAM locations 8 and 9. 

The first call or interrupt results in the program 
counter and PSW contents being transferred to 
RAM locations 8 and 9 in the format shown in Figure 
2-7. The stack pointer is automatically incremented 
by 1 to point to locations 10 and 11 in anticipation of 
another CALL. 

Nesting of subroutines within subroutines can con- 
tinue up to 8 levels without overflowing the stack. If 
overflow does occur the deepest address stored (lo- 
cations 8 and 9) will be overwritten and lost since the 
stack pointer overflows from 07H to 00H. Likewise, 
the stack pointer will underflow from 00H to 07H. 


PROGRAM COUNTER STACK 

The Program Counter Stack is composed of 16 loca- 
tions in Data Memory as illustrated in Figure 2-7. 
These RAM locations (8 through 23) are used to 
store the 10-bit program counter and 4 bits of the 
program status word. 

An interrupt or CALL to a subroutine causes the 
contents of the program counter to be stored in one 
of the 8 register pairs of the program counter stack. 


The end of a subroutine is signaled by a return in- 
struction, either RET or RETR. Each instruction 
will automatically decrement the Stack Pointer and 
transfer the contents of the proper RAM register 
pair to the Program Counter. 

PROGRAM STATUS WORD 

The 8-bit program status word illustrated in Figure 
2-8 is used to store general information about pro- 
gram execution. In addition to the 3-bit Stack 
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SAVED IN STACK 

I 


STACK POINTER 


I CY 

AC 

F 0 

BS 

- 

S2 

Si 

So j 


Bit 6 


Figure 2-8. Program Status Word 

Pointer discussed previously, the PSW includes the 
following flags: 

• CY — Carry 

• AC — Auxiliary Carry 

• Fo — Flag 0 

• BS — Register Bank Select 

The Program Status Word (PSW) is actually a col- 
lection of flip-flops located throughout the machine 
which are read or written as a whole. The PSW can 
be loaded to or from the accumulator by the MOV A, 
PSW or MOV PSW, A instructions. The ability to 
write directly to the PSW allows easy restoration of 
machine status after a power-down sequence. 

The upper 4 bits of the PSW (bits 4, 5, 6, and 7) are 
stored in the PC Stack with every subroutine CALL 
or interrupt vector. Restoring the bits on a return is 
optional. The bits are restored if an RETR instruc- 
tion is executed, but not if an RET is executed. 

PSW bit definitions are as follows: 


Bits 0-2 

Stack Pointer Bits So, Si, S 2 

Bit 3 

Not Used 

Bit 4 

Working Register Bank 


0 = Bank 0 


1 = Bank 1 

Bit 5 

Flag 0 bit (Fq) 


This is a general purpose flag 
which can be cleared or comple- 


mented and tested with condi- 
tional jump instructions. It may 
be used during data transfer to 
an external processor. 

Auxiliary Carry (AC) 

The flag status is determined by 
an ADD instruction and is used 
by the Decimal Adjustment in- 
struction DAA. 

• Bit 7 Carry (CY) 

.The flag indicates that a previous 
operation resulted in overflow of 
the accumulator. 

CONDITIONAL BRANCH LOGIC 

Conditional Branch Logic in the UPI-41AH, 42 al- 
lows the status of various processor flags, inputs, and 
other hardware functions to directly affect program 
execution. The status is sampled in state 3 of the 
first cycle. 

Table 2-2 lists the internal conditions which are test- 
able and indicates the condition which will cause a 
jump. In all cases, the destination address must be 
within the page of program memory (256 locations) 
in which the jump instruction occurs. 


OSCILLATOR AND TIMING CIRCUITS 

The 8041A’s internal timing generation is controlled 
by a self-contained oscillator and timing circuit. A 
choice of crystal, L-C or external clock can be used to 
derive the basic oscillator frequency. 

The resident timing circuit consists of an oscillator, 
a state counter and a cycle counter as illustrated in 
Figure 2-9. Figure 2-10 shows instruction cycle 
timing. 


Table 2-2. Conditional Branch Instructions 


Device 

Instruction Mnemonic 

Jump Condition 
Jump if: 

Accumulator 

JZ 

addr 

All bits zero 


JNZ 

addr 

Any bit not zero 

Accumulator bit 

JBb 

addr 

Bit “b” = 1 

Carry flag 

JC 

addr 

Carry flag = 1 


JNC 

addr 

Carry flag = 0 

User flag 

JFO 

addr 

Fo flag = 1 


JF1 

addr 

Fi flag = 1 

Timer flag 

JTF 

addr 

Timer flag = 1 

Test Input 0 

JTO 

addr 

To-1 


JNTO 

addr 

T 0 = 0 

Test Input 1 

JT1 

addr 

Ti = 1 


JNT1 

addr 

Ti - 0 

Input Buffer flag 

JNIBF 

addr 

IBF flag = 0 

Output Buffer flag 

JOBF 

addr 

OBF flag = 1 
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Figure 2-9. Oscillator Configuration 


Oscillator 

The on-board oscillator is a series resonant circuit 
with a frequency range of 1 to 12 (8041AH-2/ 
8042/8742) MHz. Pins XTAL 1 and XTAL 2 are in- 
put and output (respectively) of a high gain ampli- 
fier stage. A crystal or inductor and capacitor 
connected between XTAL 1 and XTAL 2 provide 
the feedback and proper phase shift for oscillation. 
Recommended connections for crystal or L-C are 
shown in Figure 2-11. 
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Figure 2-10. Instruction Cycle Timing 

State Counter 

The output of the oscillator is divided by 3 in the 
state counter to generate a signal which defines the 
state times of the machine. 

Each instruction cycle consists of five states as illus- 
trated in Figure 2-10 and Table 2-3. The overlap of 
address and execution operations illustrated in Fig- 
ure 2-10 allows fast instruction execution. 


Table 2-3. Instruction Timing Diagram 


INSTRUCTION 

CYCLE 1 

CYCLE 2 

SI 

S2 

S3 

S4 

S5 

SI 

S2 

S3 

S4 

S5 

IN A,Pp' 

Fetch 

Instruction 

Increment 
Program Counter 

- 

Increment 

Timer 

- 

- 

Read Port 

- 

- 

- 

OUTL Pp,A 

Fetch 

Instruction 

Increment 
Program Counter 

- 

Increment/ 

Timer 

Output 
To Port 

- 

- 

- 

- 

- 

ANL Pp. DATA 

Fetch 

Instruction 

Increment 
Program Counter 

- 

Increment 

Timer 

Read Port 

Fetch 

Immediate Data 

- 

Increment 
Program Counter 

Output 
To Port 

- 



Increment 
Program Counter 

“ 

Increment 

Timer 

Read Port 

Fetch 

Immediate Data 

- 

Increment 
Program Counter 

Output 
To Port 


MOVD A,Pp 

Fetch 

Instruction 

Increment 
Program Counter 

Output 

Opcode/Address 

Increment 

Timer 

- . 

- 

Read 
P2 Lower 

- 

~ 

- 

MOVD Pp.A 

Fetch 

Instruction 

Increment 
Program Counter 

Output 

Opcode/Address 

Increment 

Timer 

Output Data 
To P2 Lower 

- 

- 

- 

- 

- 

ANLD Pp,A 

Fetch 

Instruction 

Increment 
Program Counter 

Output 

Opcode/Address 

Increment 

Timer 

Output 

Data 

- 

- 

- 

- 

- 

ORLD Pp,A 

Fetch 

Instruction 

Increment 
Program Counter 

Output 

Opcode/Address 

Increment 

Timer 

Output 

Data 

- 

- 

- 

- 

- 

J (Conditional) 

Fetch 

Instruction 

Increment 
Program Counter 

Sample 

Condition 

Increment 

Timer 


Fetch 

Immediate Data 

- 

Update 

Program Counter 

- 

- 

MOV STS, A 

Fetch 

Instruction 

Increment 
Program Counter 

- 

Increment 

Timer 

Update 

Status Register 


IN A.DBB 

Fetch 

Instruction 

Increment 
Program Counter 

- 

Increment 

Timer 

- 

OUT DBB,A 

Fetch 

Instruction 

Increment 
Program Counter 

- 

Increment 

Timer 

Output 
To Port 

STRT T 
STRT CNT 

Fetch 

Instruction 

Increment 
Program Counter 

- 

- 

Start 

Counter 

STOP TCNT 

Fetch 

Instruction 

Increment 
Program Counter 

- 

- 

Stop 

Counter 

ENI 

Fetch 

Instruction 

Increment 
Program Counter 

- 

Enable 

Interrupt 

- 

OISI 

Fetch 

Instruction 

Increment 
Program Counter 

- 

Disable 

Interrupt 

- 

ENDMA 

Fetch 

Instruction 

Increment 
Program Counter 

- 

DMA Enabled 
DRQ Cleared 

- 

EN FLAGS 

Fetch 

Instruction 

Increment 
Program Counter 

- 

OBF.iBF 
Output Enabled 

- 
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Figure 2-11. Recommended Crystal and L-C Connections 


Cycle Counter 

The output of the state counter is divided by 5 in the 
cycle counter to generate a signal which defines a 
machine cycle. This signal is call SYNC and is avail- 
able continously on the SYNC output pin. It can be 
used to synchronize external circuitry or as a general 
purpose clock output. It is also used for synchroniz- 
ing single-step. 

Frequency Reference 

The external crystal provides high speed and accu- 
rate timing generation. A crystal frequency of 5.9904 
MHz is useful for generation of standard communi- 
cation frequencies by the 8041AH/8741, 8042/8742. 
However, if an accurate frequency reference and 
maximum processor speed are not required, an in- 
ductor and capacitor may be used in place of the cry- 
stal as shown in Figure 2-11. 

A recommended range of inductance and capaci- 
tance combinations is given below: 

• L = 130 /jlH corresponds to 3 MHz 

• L = 45 /^H corresponds to 5 MHz 



Figure 2-12. Recommended Connection 
For External Clock Signal 


An external clock signal can also be used as a fre- 
quency reference to the 8741AH, 8741A, 8742 or 
8042; however, the levels are not TTL compatible. 
The signal must be in the 1-12 MHz frequency range 
and must be connected to pins XTAL 1 and XTAL 2 
by buffers with a suitable pull-up resistor to guaran- 
tee that a logic “1” is above 3.8 volts. The recom- 
mended connection is shown in Figure 2-12. 

INTERVAL TIMER/EVENT COUNTER 

The 8041AH, 8042 has a resident 8-bit timer/ 
counter which has several software selectable modes 
of operation. As an interval timer, it can generate ac- 
curate delays from 80 microseconds to 20.48 milli- 
seconds without placing undue burden on the 
processor. In the counter mode, external events such 
as switch closures or tachometer pulses can be 
counted and used to direct program flow. 

Timer Configuration 

Figure 2-13 illustrates the basic timer/counter con- 
figuration. An 8-bit register is used to count pulses 
from either the internal clock and prescaler or from 
an external source. The counter is presettable and 
readable with two MOV instructions which transfer 
the contents of the accumulator to the counter and 
vice-versa (i.e. MOV T, A and MOV A, T). The 
counter is stopped by a RESET or STOP TCNT in- 
struction and remains stopped until restarted either 
as a timer (START T instruction) or as a counter 
(START CNT instruction). Once started, the 
counter will increment to its maximum count (FFH) 
and overflow to zero continuing its co unt unt il 
stopped by a STOP TCNT instruction or RESET. 

The increment from maximum count to zero (over- 
flow) results in setting the Timer Flag (TF) and gen- 
erating an interrupt request. The state of the 
overflow flag is testable with the conditional jump 
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Figure 2-13. Timer Counter 


instruction, JTF. Th e flag is reset by executing a 
JTF or by a RESET signal. 

The timer interrupt request is stored in a latch apd 
ORed with the input buffer full interrupt request. 
The timer interrupt can be enabled or disabled inde- 
pendent of the IBF interrupt by the EN TCNTI and 
DIS TCTNI instructions. If enabled, the counter 
overflow will cause a subroutine call to location 7 
where the timer service routine is stored. If the timer 
and Input Buffer Full interrupts occur simulta- 
neously, the IBF source will be recognized and the 
call will be to location 3. Since the timer interrupt is 
latched, it will remain pending until the DBBIN reg- 
ister has been serviced and will immediately be rec- 
ognized upon return from the service routine. A 
pending timer interrupt is reset by the initiation of a 
timer interrupt service routine. 

Event Counter Mode 

The STRT CNT instruction connects the TEST 1 
input pin to the counter input and enables the 
counter. Note this instruction does not clear the 
counter. The counter is incremented on high to low 
transitions of the TEST 1 input. The TEST 1 input 
must remain high for a minimum of one state in or- 
der to be registered (250 ns at 12 MHz). The maxi- 
mum count frequency is one count per three 
instruction cycles (267 kHz at 12 MHz). There is no 
minimum frequency limit. 


input clock is derived from the SYNC signal of the 
internal oscillator and the divide-by-32 prescaler. 
The configuration is illustrated in Figure 2-13. Note 
this instruction does not clear the timer register. 
Various delays and timing sequences between 40 
fxsec and 10.24 msec can easily be generated with a 
minimum of software timing loops (at 12 MHz). 

Times longer than 10.24 msec can be accurately 
measured by accumulating multiple overflows in a 
register under software control. For time resolution 
less than 40 /isec, an external clock can be applied to 
the TEST 1 counter input (see Event Counter 
Mode). The minimum time resolution with an exter- 
nal clock is 3.75 \x sec (267 kHz at 12 MHz). 

TEST 1 Event Counter Input 

The TEST 1 pin is multifunctional. It is aut omati- 
cally initialized as a test input by a RESET signal 
and can be tested using UPI-41A conditional branch 
instructions. 

In the second mode of operation, illustrated in Fig- 
ure 2-13, the TEST 1 pin is used as an input to the 
internal 8-bit event counter. The Start Counter 
(STRT CNT) instruction controls an internal switch 
which connects TEST 1 through an edge detector to 
the 8-bit internal counter. Note that this instruction 
does not inhibit the testing of TEST 1 via condi- 
tional Jump instructions. 


Timer Mode 

The STRT T instruction connects the internal clock 
to the counter input and enables the counter. The 


In the counter mode the TEST 1 input is sampled 
once per instruction cycle. After a high level is de- 
tected, the next occurence of a low level at TEST 1 
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will cause the counter to increment by one. 

The event counter functions can be stopped by the 
Stop Timer/Counter (STOP TCNT) instruction. 
When this instruction is executed the*TEST 1 pin 
becomes a test input and functions as previously de- 
scribed. 

TEST INPUTS 

There are two multifunction pins designated as Test 
Inputs, TEST 0 and TEST 1. In the normal mode of 
operation, status of each of these lines can be di- 
rectly tested using the following conditional Jump 
instructions: 

• JTO Jump if TEST 0 = 1 

• JNTO Jump if TEST 0 = 0 

• JT1 Jump if TEST 1 = 1 

• JNT1 Jump if TEST 1 = 0 

The test inputs are TTL compatible. An external 
logic signal connected to one of the test inputs will 
be sampled at the time the appropriate conditional 
jump instruction is executed. The path of program 
execution will be altered depending on the state of 
the external signal when sampled. 

INTERRUPTS 

The 8041AH/8741A, 8042/8742 has the following in- 
ternal interrupts: 


• Input Buffer Full (IBF) interrupt 

• Timer Overflow interrupt 

The IBF interrupt forces a CALL to location 3 in 
program memory; a timer-overflow interrupt forces 
a CALL to location 7. The IBF interrupt is enabled 
by the EN I instruction and disabled by the DIS I 
instruction. The timer-overflow interrupt is enabled 
and disabled by the EN TNCTI and DIS TCNTI 
instructions, respectively. 

Figure 2-14 illustrates the internal interrupt l ogic. 
An IBF interrupt request is generated whenever WR 
and CS are both low, regardless of whether inter- 
rupts are enabled. The interrupt request is cleared 
upon entering the IBF service routine only. That is, 
the DIS I instruction does not clear a pending IBF 
interrupt. 

Interrupt Timing Latency 

When the IBF interrupt is enabled and an IBF inter- 
rupt request occurs, an interrupt sequence is initi- 
ated as soon as the currently executing instruction is 
completed. The following sequence occurs: 

• A CALL to location 3 is forced. 

• The program counter and bits 4-7 of the Pro- 
gram Status Word are stored in the stack . 1 

• The stack pointer is incremented. 



Figure 2-14. Interrupt Logic 
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Location 3 in program memory should contain an 
unconditional jump to the beginning of the IBF in- 
terrupt service routine elsewhere in program mem- 
ory. At the end of the service routine, an RETR 
(Return and Restore Status) instruction is used to 
return control to the main program. This instruction 
will restore the program counter and PSW bits 4-7, 
providing automatic restoration of the previously 
active register bank as well. RETR also re-enables 
interrupts. 

A timer-overflow interrupt is enabled by the EN 
TCNTI instruction and disabled by the DIS TCNTI 
instruction. If enabled, this interrupt occurs when 
the timer/counter register overflows. A CALL to lo- 
cation 7 is forced and the interrupt routine proceeds 
as described above. 

The interrupt service latency is the sum of current 
instruction time, interrupt recognition time, and the 
internal call to the interrupt vector address. The 
worst case latency time for servicing an interrupt is 7 
clock cycles. Best case latency is 4 clock cycles. 

Interrupt Tinning 

Interrupt inputs may be enabled or disabled under 
program control using EN I, DIS I, EN T CNTI and 
DIS TCNTI instructions. Also, a RESET input will 
disable interrupts. An interrupt request must be re- 
moved before the RETR instruction is executed to 
return from the service routine, otherwise the pro- 
cessor will re-e nter the service routine immediately. 
Thus, the WR and CS inputs should not be held low 
longer than the duration of the interrupt service 
routine. 

The interrupt system is single level. Once an inter- 
rupt is detected, all further interrupt requests are 
latched but are not acted upon until execution of an 
RETR instruction re-enables the interrupt input 
logic. This occurs at the beginning of the second cy- 
cle of the RETR instruction. If an IBF interrupt and 
a timer-overflow interrupt occur simultaneously, the 
IBF interrupt will be recognized first and the timer- 
overflow interrupt will remain pending until the end 
of the interrupt service routine. 

External Interrupts 

An external interrupt can be created using the UPI- 
41AH, 42 timer/counter in the event counter mode. 
The counter is first preset to FFH and the EN 
TCNTI instruction is executed. A timer-overflow in- 
terrupt is generated by the first high to low transi- 
tion of the TEST 1 input pin. Also, if an IBF 
interrupt occurs during servicing of the 
timer/counter interrupt, it will remain pending until 
the end of thfe service routine. 


Host Interrupts And DMA 

If needed, two external interrupts to the host system 
can be created using the EN FLAGS instruction. 
This instruction allocates two I/O lines on PORT 2 
(P24 and P25). P24 is the Output Buffer Full inter- 
rupt request line to the host system; P25 is the Input 
Buffer empty interrupt request line. These interrupt 
outputs reflect the internal status of the OBF flag 
and the IBF inverted flag. Note, these outputs may 
be inhibited by writing a “0” to these pins. Reenab- 
ling interrupts is done by writing a “1” to these port 
pins. Interrupts are typically enabled after power on 
since the I/O ports are set in a “1” condition. The EN 
FLAG’S effect is only cancelled by a device RESET. 

DMA handshaking controls are available from two 
pins on PORT 2 of the UPI-41A microcomputer. 
These lines (P26 and P27) are enabled by the EN 
DMA instruction. P26 becomes DMA request 
( DRQ) and P27 becomes DMA acknowledge 
(DACK). The UPI program initiates a DMA request 
by writing a “1” to P26* The DMA controller trans- 
fers the data into the DBBIN data register using 
DACK which acts as a chip select. The EN DMA in- 
struction can only be cancelled by a chip RESET. 

RESET 

The RESET input provides a means for internal 
initialization of the processor. An automatic 
initialization pulse can be generated at power-on by 
simply c onnecting a 1 ti fd capacitor between the 
RESET input and ground as shown in Figure 2-15. It 
has an internal pull-up resistor to charge the capaci- 
tor and a Schmitt-trigger circuit to generate a clean 
transition. A 2-stage sychronizer has been added to 
support reliable operation up to 12 MHz. 


If automatic initialization is used, RESET should be 
held low for at least 10 milliseconds to allow the 
power supp ly to stab ilize. If an external RESET sig- 
nal is used, RESET may be held low for a minimum 
of 8 instruction cycles. Figure 2-15 illustrates a con- 
fig uration u sing an external TTL gate to generate 
the RESE T input. This configuration can be used to 
derive the RESET signal from the 8224 clock gener- 
ator in an 8080 system. 


The RESET input performs the following functions: 

• Disables Interrupts 

• Clears Program Counter to Zero 

• Clears Stack Pointer 

• Clears Status Register and Flags 

• Clears Timer and Timer Flag 

• Stops Timer 

• Selects Register Bank 0 

• Sets PORTS 1 and 2 to Input Mode 
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Figure 2-15. External Reset Configuration 


DATA BUS BUFFER 

Two 8-bit data bus buffer registers, DBBIN and 
DBBOUT, serve as temporary buffers for commands 
and data flowing between it and the master proces- 
sor. Externally, data is transmitted or received by 
the DBB registers upon execution of an INput or 
OUTput instruction by the master processor. Four 
control signals are used: 

v • Ao Address input signifying control or 
data 

• CS Chip Select 

• RD Read strobe 

• WR Write strobe 

Transfer can be implemented with or without UPI 
program interference by enabling or disabling an in- 
ternal UPI interrupt. Internally, data transfer be- 


tween the DBB and the UPI accumulator is under 
software control and is completely asynchronous to 
the external processor timing. This allows the UPI 
software to handle peripheral control tasks indepen- 
dent of the main processor while still maintaining a 
data interface with the master system. 

Configuration 

Figure 2-16 illustrates the internal configuration of 
the DBB registers. Data is stored in two 8-bit buffer 
registers, DBBIN and DBBOUT. DBBIN and 
DBBOU T ma y be accessed by the external processor 
using the WR line and the RD line, respectively. The 
data bus is a bidirectional, three-state bus which can 
be connected directly to an 8- bit microprocessor sys- 
tem. Four control lines (WR, RD, CS, Ao) are used 
by the external processor to transfer data to and 
from the DBBIN and DBBOUT registers. 



2-16. Data Bus Buffer Configuration 


5-651 




FUNCTIONAL DESCRIPTION 


. An 8-bit register containing status flags is used to 
indicate the status of the DBB registers. The eight 
status flags are defined as follows: 

• OBF Output Buffer Full This flag is auto- 
matically set when the UPI-Mierocomputer 
loads the DBBOUT register and is cleared when 
the master processor reads the data register. 

• IBF Input Buffer Full This flag is set when 
the master processor writes a character to the 
DBBIN register and is cleared when the UPI IN- 
puts the data register contents to its accumula- 
tor. 

• Fo This is a general purpose flag which can be 
cleared or toggled under UPI software control. 
The flag is used to transfer UPI status informa- 
tion to the master processor. 

• Fi Command/Data This flag is set to the con- 
dition of the Ao input line when the master pro- 
cessor writes a character to the data register. The 
Fi flag can also be cleared or toggled under UPI- 
Microconiputer program control. 

• ST4 Through ST7 These bits are user defined 
status bits. They are defined by the MOV STS, A 
instruction. 

All flags in the stat us register are automatically 
cleared by a RESET input. 


SYSTEM INTERFACE 

Figure 2-17 illustrates how an UPI-Microcomputer 
can be connected to a standard 8080-type bus sys- 
tem. Data lines D0-D7 form a three-state, 
bidirectional port which can be connected directly to 
the system data bus. The UPI bus interface has suf- 
ficient drive capability (400 /iA) for small systems, 
however, a larger system may require buffers. 

Four control signals are required to handle the data 
and st atus information transfer: 

• WR I/O WRITE signal used to transfer data 

from the system bus to the UPI DBBIN 
register and set the Fi flag in the status 
register. 

• RD I/O READ signal used to transfer data 

from the DBBOUT register or status 
register to the system data bus. 

• CS CHIP SELECT signal used to enable 

one 8041 A out of several connected to a 
common bus. 

• Ao Address input used to select either the 

8-bit status register or DBBOUT regis- 
ter during an I/O READ. 

Also, the signal is used to set the Fi flag 
in the status register during an I/O 
WRITE. 
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The WR and RD signals are active low and are stan- 
dard MCS-80 peripheral control signals used to syn- 
chronize data transfer between the system bus and 
peripheral devices. 

The CS and Ao signals are decoded from the address 
bus of the master system. In a system with few I/O 
devices a linear addressing configuration can be used 
where Ap and Ai lines are connected directly to Ao 
and CS inputs (see Figure 2-17). 

Data Read 

Table 2-4 illustrates the relati ve t iming of a 
DBBOUT Read. When CS, Ao, and RD are low, the 
contents of the DBBOUT register is placed on the 
three-state Data lines D0-D7 and the OBF flag is 
cleared. 

The master processor uses CS, Ao, WR, and RD to 
control data transfer between the DBBOUT register 
and the master system. The following operations are 
under master processor control:’ 


Table 2-4. Data Transfer Controls 


CS 

0 

RD 

0 

WR 

1 

Ao 

0 

Read DBBOUT register 

0 

0 

1 

1 

Read STATUS register 

0 

1 

0 

0 

Write DBBIN data register 

0 

1 

0 

1 

Write DBBIN command register 

1 

x 

X 

X 

Disable DBB 


Status Read 

Table 2-4 shows the logic sequence required for a 
STATUS register read. When CS and RD are low 
with Ao high, the contents of the 8-bit status register 
appears on Data lines D0-D7. 

Data Write 

Table 2-4 shows the sequence for writing informa- 
tion to the DBBIN register. When CS and WR are 
low, the contents of the system data bus is latched 
into DBBIN. Also, the IBF flag is set and an inter- 
rupt is generated, if enabled. 

Command Write 

During any write (Table 2-4), the state of the Ao in- 
put is latched into the status register in the Fi 
(command/data) flag location. This additional bit is 
used to signal whether DBBIN contents are com- 
mand (Ao = 1) or data (Ao = 0) information. 

INPUT/OUTPUT INTERFACE 

The UPI-41A has 16 lines for input and output func- 
tions. These I/O lines are grouped as two 8-bit TTL 
compatible ports: PORTS 1 and 2. The port lines 


can individually function as either inputs or outputs 
under software control. In addition, the lower 4 lines 
of PORT 2 can be used to interface to an 8243 I/O 
expander device to increase I/O capacity to 28 or 
more lines. The additional lines are grouped as 4-bit 
ports: PORTS 4, 5, 6, and 7. 

PORTS 1 and 2 

PORTS 1 and 2 are each 8 bits wide and have the 
same I/O characteristics. Data written to these ports 
by an OUTL Pp,A instruction is latched and re- 
mains unchanged until it is rewritten. Input data is 
sampled at the time the IN, A,Pp instruction is ex- 
ecuted. Therefore, input data must be present at the 
PORT until read by an INput instruction. PORT 1 
and 2 inputs are fully TTL compatible and outputs 
will drive one standard TTL load. 

Circuit Configuration 

The PORT 1 and 2 lines have a special output struc- 
ture (shown in Figure 2-18) that allows each line to 
serve as an input, an output, or both, even though 
outputs are statically latched. 

Each line has a permanent high impedance pull-up 
(50K12) which is sufficient to provide source current 
for a TTL high level, yet can be pulled low by a stan- 
dard TTL gate drive. Whenever a “1” is written to a 
line, a low impedance pull-up (5K) is switched in 
momentarily (500 ns) to provide a fast transition 
from 0 to 1. When a “0” is written to the line, a low 
impedance pull-down (30012) is active to provide 
TTL current sinking capability. 

To use a particular PORT pin as an input, a logic “1” 
must first be written to that pin. 


NOTE: A RESET intializes all PORT pins to the 
high impedance logic “1” state. 

An external TTL device connected to the pin has 
sufficient current sinking capability to pull-down 
the pin to the low state. An IN A,Pp instruction will 
sample the status of PORT pin and will input the 
proper logic level. With no external input connected, 
the IN A,Pp instruction inputs the previous output 
status. 

This structure allows input and output information 
on the same pin and also allows any mix of input and 
output lines on the same port. However, when inputs 
and outputs are mixed on one PORT, a PORT write 
will cause the strong internal pull-ups to turn on at 
all inputs. If a switch or other low impedance device 
is connected to an input, a PORT write (“1” to an 
input) could cause current limits on internal lines to 


5-653 





FUNCTIONAL DESCRIPTION 



Figure 2-18. Quasi-Bidirectional Port Structure 


be exceeded. Figure 2-19 illustrates the recom- 
mended connection when inputs and outputs are 
mixed on one PORT. 

The bidirectional port structure in combination with 
the UPI-41AH, 42 logical AND and OR instructions 
provides an efficient means for handling single line 
inputs and outputs within an 8-bit processor. 

PORTS 4, 5, 6, and 7 

By using an 8243 I/O expander, 16 additional I/O 
lines can be connected to the UPI-41AH, 42 and di- 
rectly addressed as 4-bit I/O ports using UPI-41AH, 
42 instructions. This feature saves program space 
and design time, and improves the bit handling ca- 
pability of the UPI-41AH, 42. 


The lower half of PORT 2 provides an interface to 
the 8243 as illustrated in Figure 2-20. The PROG pin 
is used as a strobe to clock address and data informa- 
tion via the PORT 2 interface. The extra 16 I/O lines 
are referred to in UPI software as PORTS 4, 5, 6, and 
7. Each PORT can be directly addressed and can be 
ANDed and ORed with an immediate data mask. 
Data can be moved directly to the accumulator from 
the expander PORTS (or vice-versa). 

The 8243 I/O ports, PORTS 4, 5, 6, and 7, provide 
more drive capability than the UPI-41AH, 42 
bidirectional ports. The 8243 output is capable of 
driving about 5 standard TTL loads. 




Figure 2-19. Recommended PORT Input Connections 


5-654 




FUNCTIONAL DESCRIPTION 



PROG 


\ 


/ 


— < X > 

ADDRESS (4-BITS) DATA (4-BITS) 


BITS 0,1 


BITS 2,3 


00 

01 PORT 

10 “ ADDRESS 

11 


READ 

WRITE 

OR 

AND 


Figure 2-20. 8243 Expander Interface 


Multiple 8243’s can be connected to the PORT 2 in- 
terface. In normal operation, only one of the 8243’s 
would be active at the time an Input or Output com- 
mand is executed. The upper half of PORT 2 is used 
to provide chip select signals to the 8243’s. Figure 2- 
21 shows how four 8243’s could be connected. Soft- 


ware is needed to select and set the proper PORT 2 
pin before an INPUT or OUTPUT command to 
PORTS 4-7 is executed. In general, the software 
overhead required is very minor compared to the 
added flexibility of having a large number of I/O 
pins available. 



Figure 2-21. Multiple 8243 Expansion 
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INSTRUCTION SET 


The UPI-41AH, 42 Instruction Set is opcode-com- 
patible with the MCS-48 set except for the elimina- 
tion of external program and data memory 
instructions and the addition of the data bus buffer 
instructions. It is very straightforward and efficient 
in its use of program memory. All instructions are 
either 1 or 2 bytes in length (over 70% are only 1 
byte long) and over half of the instructions execute 
in one machine cycle. The remainder require only 
two cycles and include Branch, Immediate, and I/O 
operations. s 

The UPI-41AH, 42 Instruction Set efficiently han- 
dles the single-bit operations required in control ap- 
plications. Special instructions allow port bits to be 
set or cleared individually. Also, any accumulator bit 
can be directly tested via conditional branch instruc- 
tions. Additional instructions are included to 
simplify loop counters, table look-up routines and 
N-way branch routines. 

The UPI-41AH, 42 Microcomputer handles 
arithmetic operations in both binary and BCD for 
efficient interface to peripherals such as keyboards 
and displays. 

The instruction set can be divided into the following 
groups: 

• Data Moves 

• Accumulator Operations 

• Flags 

• Register Operation 

• Branch Instructions 

• Control 

• Timer Operations 

• Subroutines 

• Input/Output Instructions 

Data Moves 

(See Instruction Summary) 

The 8-bit accumulator is the control point for all 
data transfers within the UPI-41AH, 42. Data can be 
transferred between the 8 registers of each working 
register bank and the accumulator directly (i.e., with 
a source or destination register specified by 3 bits in 
the instruction). The remaining locations in the 
RAM array are addressed either by Ro or Ri of the 
active register bank. Transfers to and from RAM re- 
quire one cycle. 

Constants stored in Program Memory can be loaded 
directly into the accumulator or the eight working 
registers. Data can also be transferred directly be- 
tween the accumulator and the on-board timer/ 
counter, the Status Register (STS), or the Program 
Status Word (PSW). Transfers to the STS register 
alter bits 4-7 only. Transfers to the PSW alter ma- 


chine status accordingly and provide a means of re- 
storing status after an interrupt or of altering the 
stack pointer if necessary. 

Accumulator Operations 

Immediate data, data memory, or the working regis- 
ters can be added (with or without carry) to the ac- 
cumulator. These sources can also be ANDed, ORed, 
or exclusive ORed to the accumulator. Data may be 
moved to or from the accumulator and working reg- 
isters or data memory. The two values can also be 
exchanged in a single operation. 

The lower 4 bits of the accumulator can be ex- 
changed with the lower 4 bits of any of the internal 
RAM locations. This operation, along with an in- 
struction which swaps the upper and lower 4-bit 
halves of the accumulator, provides easy handling of 
BCD numbers and other 4-bit quantities. To facili- 
tate BCD arithmetic a Decimal Adjust instruction is 
also included. This instruction is used to correct the 
result of the binary addition of two 2-digit BCD 
numbers. Performing a decimal adjust on the result 
in the accumulator produces the desired BCD result. 

The accumulator can be incremented, decremented, 
cleared, or complemented and can be rotated left or 
right 1 bit at a time with or without carry. 

A subtract operation can be easily implemented in 
UPI-41AH, 42 software using three single-byte, 
single-cycle instructions. A value can be subtracted 
from the accumulator by using the following instruc- 
tions: 

• Complement the accumulator 

• Add the value to the accumulator 

• Complement the accumulator 

Flags 

There are four user accessible flags: 

• Carry 

• Auxiliary Carry 

• Fo 

• Fi 

The Carry flag indicates overflow of the accumula- 
tor, while the Auxiliary Carry flag indicates overflow 
between BCD digits and is used during decimal ad- 
just operations. Both Carry and Auxiliary Carry are 
part of the Program Status Word (PSW) and are 
stored in the stack during subroutine calls. The Fo 
and Fi flags are general-purpose flags which can be 
cleared or complemented by UPI instructions. Fo is 
accessible via the Program Status Word and is 
stored in the stack with the Carry flags. Fi reflects 
the condition of the Ao line, and caution must be 
used when setting or clearing it. 
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Register Operations 

The working registers can be accessed via the accu- 
mulator as explained above, or they can be loaded 
with immediate data constants from program mem- 
ory. In addition, they can be incremented or 
decremented directly, or they can be used as loop 
counters as explained in the section on branch 
instructions. 

Additional Data Memory locations can be accessed 
with indirect instructions via Ro and Ri. 

Branch Instructions 

The UPI-41AH, 42 Instruction Set includes 17 jump 
instructions. The unconditional jump instruction al- 
lows jumps anywhere in the IK words of program 
memory. All other jump instructions are limited to 
the current page (256 words) of program memory. 

Conditional jump instructions can test the following 
inputs and machine flags: 

• TEST 0 input pin 

• TEST 1 input pin 

• Input Buffer Full flag 

• Output Buffer Full flag 

• Timer flag 

• Accumulator zero 

• Accumulator bit 

• Carry flag 

• Fo flag 

• Fi flag 

The conditions tested by these instructions are the 
instantaneous values at the time the conditional 
jump instruction is executed. For instance, the jump 
on accumulator zero instruction tests the accumula- 
tor itself, not an intermediate flag. 

The decrement register and jump if not zero (DJNZ) 
instruction combines decrement and branch oper- 
ations in a single instruction which is useful in im- 
plementing a loop counter. This instruction can 
designate any of the 8 working registers as a counter 
and can effect a branch to any address within the 
current page of execution. 

A special indirect jump instruction (JMPP @A) al- 
lows the program to be vectored to any one of several 
different locations based on the contents of the accu- 
mulator. The contents of the accumulator point to a 
location in program memory which contains the 
jump address. As an example, this instruction could 
be used to vector to any one of several routines based 
on an ASCII character which has been loaded into 
the accumulator. In this way, ASCII inputs can be 
used to initiate various routines. 


Control 

The UPI-41AH, 42 Instruction Set has six instruc- 
tions for control of the DMA, interrupts, and selec- 
tion of working register banks. 

The UPI-41AH, 42 provides two instructions for 
control of the external microcomputer system. IBF 
and OBF flags can be routed to PORT 2 allowing in- 
terrupts of the external processor. DMA 
handshaking signals can also be enabled using lines 
from PORT 2. f 

The IBF interrupt can be enabled and disabled 
using two instructions. Also, the interrupt is auto- 
matically disabled following a RESET input or dur- 
ing an interrupt service routine. 

The working register bank switch instructions allow 
the programmer to immediately substitute a second 
8 register bank for the one in use. This effectively 
provides either 16 working registers or the means for 
quickly saving the contents of the first 8 registers in 
response to an interrupt. The user has the option of 
switching register banks when an interrupt occurs. 
However, if the banks are switched, the original 
bank will automatically be restored upon execution 
of a return and restore status (RETR) instruction at 
the end of the interrupt service routine. 

Timer 

The 8-bit on-board timer/counter can be loaded or 
read via the accumulator while the counter is 
stopped or while counting. 

The counter can be started as a timer with an inter- 
nal clock source or as an event counter or timer with 
an external clock applied to the TEST 1 pin. The 
instruction executed determines which clock source 
is used. A single instruction stops the counter 
whether it is operating with an internal or an exter- 
nal clock source. In addition, two instructions allow 
the timer interrupt to be enabled or disabled. 

Subroutines 

Subroutines are entered by executing a call instruc- 
tion. Calls can be made to any address in the IK 
word program memory. Two separate return 
instructions determine whether or not status (i.e., 
the upper 4 bits of the PSW) is restored upon return 
from a subroutine. 

Input/Output Instructions 

Two 8-bit data bus buffer registers (DBBIN and 
DBBOUT) and an 8-bit status register (STS) enable 
the UPI-41A universal peripheral interface to com- 
municate with the external microcomputer system. 
Data can be INputted from the DBBIN register to 
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the accumulator. Data can be OUTputted from the 
accumulator to the DBBOUT register. 

The STS register contains four user- definable bits 
(ST4-ST7) plus four reserved status bits (IBF, OBF, 
Fo, and Fi). The user-definable bits are set from the 
accumulator. 

The UPI-41AH, 42 peripheral interface has two 8- 
bit static I/O ports which can be loaded to and from 
the accumulator. Outputs are statically latched but 
inputs to the ports are sampled at the time an IN 
instruction is executed. In addition, immediate data 
from program memory can be ANDed and ORed di- 
rectly to PORTS 1 and 2 with the result remaining 
on the port. This allows “masks” stored in program 
memory to be used to set or reset individual bits on 
the I/O ports. PORTS 1 and 2 are configured to al- 
low input on a given pin by first writing a “1” to the 
pin. 

Four additional 4-bit ports are available through the 
8243 I/O expander device. The 8243 interfaces to the 
UPI-41AH, 42 peripheral interface via four PORT 2 
lines which form an expander bus. The 8243 ports 
have their own AND and OR instructions like the 
on-board ports, as well as move instructions to trans- 
fer data in or out. The expander AND or OR instruc- 
tions, however, combine the contents of the 
accumulator with the selected port rather than with 
immediate data as is done with the on-board ports. 


INSTRUCTION SET DESCRIPTION 

The following section provides a detailed descrip- 
tion of each UPI instruction and illustrates how the 
instructions are used. 

For further information about programming the 
UPI, consult the 8048/8041A Assembly Language 
Manual. 


Table 3-1. Symbols and Abbreviations Used 


Symbol 

Definition 

A 

Accumulator 

C 

Carry 

DBBIN 

Data Bus Buffer Input 

DBBOUT 

Data Bus Buffer Output 

Fo, Fi 

FLAG 0, FLAG X (C/D flag) 

I 

Interrupt 

P 

Mnemonic for “in-page” operation 

PC 

Program Counter 

Pp 

Port designator (p = 1, 2, or 4-7) 

PSW 

Program Status Word 

Rr 

Register designator (r = 0-7) 

SP 

Stack Pointer 

STS 

Status register 

T 

Timer 

TF 

Timer Flag 

To, Ti 

TEST 0, TEST 1 

# 

Immediate data prefix 

@ 

Indirect address prefix 

(( )) 

Double parentheses show the effect of @, 


that is, @RO is shown as ((RO)). 

() 

Contents of 


Table 3-2. instruction Set Summary 



Mnemonic 

Operation Description 

Bytes 

Cycles 

Accumulator 

ADD A,Rr 

Add register to A 

1 

1 

ADD 

A,@Rr 

Add data memory to A 

1 

1 

ADD 

A,#data 

Add immediate to A 

2 

2 

ADDC 

A,Rr 

Add register to A with carry 

1 

1 

ADDC 

A,@Rr 

Add data memory to A with carry 

1 

1 - 

ADDC 

A,#data 

Add immediate to A with carry 

2 

2 

ANL 

A,Rr 

And register to A 

1 

1 

ANL 

A,@Rr 

And data memory to A 

1 

1 

ANL 

A,#data 

And immediate to A 

2 

2 

ORL 

A,Rr 

Or register to A 

1 

1 

ORL 

A,@Rr 

Or data memory to A 

1 

1 

ORL 

A,#data 

Or immediate to A 

2 

2 

XRL 

A,Rr 

Exclusive Or register to A 

1 

1 

XRL 

A,@Rr 

Exclusive Or data memory to A 

1 

1 

XRL 

A,#data 

Exclusive Or immediate to A 

2 

2 

INC 

A 

Increment A 

1 

1 

DEC 

A 

Decrement A 

1 

1 

CLR 

A 

Clear A 

1 

1 

CPL 

A 

Complement A 

1 

1 

DA 

A 

Decimal Adjust A 

1 

1 

SWAP 

A 

Swap nibbles of A 

1 

1 

RL 

A 

Rotate A left 

1 

1 

RLC 

A 

Rotate A left through carry 

1 

1 

RR 

A 

Rotate A right 

1 

1 

RRC 

A 

Rotate A right through carry 

1 

1 
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Table 3-2. Instruction Set Summary (Con’t.) 


Mnemonic 

Operation Description 

Bytes 

Cycles 

INPUT/OUTPUT 




IN A,Pp 

Input port to A 

1 

2 

OUTL Pp,A 

Output A to port 

1 

2 

ANL Pp,#data 

And immediate to port 

2 

2 

ORL Pp,#data 

Or immediate to port 

2 

2 

IN A,DBB 

Input DBB to A, clear IBF 

1 

1 

OUT DBB,A 

Output A to DBB, Set OBF 

1 

1 

MOV STS, A 

A4-A7 to bits 4-7 of status 

1 

1 

MOVD A,Pp 

Input Expander port to A 

1 

2 

MOVD Pp,A 

Output A to Expander port 

1 

2 

ANLD Pp,A 

And A to Expander port 

1 

2 

ORLD Pp,A 

Or A to Expander port 

1 

2 

DATA MOVES 




MOV A,Rr 

Move register to A 

1 

1 

MOV A,@Rr 

Move data memory to A 

1 

1 

MOV A,#data 

Move immediate to A 

2 

2 

MOV Rr,A 

Move A to register 

1 

1 

MOV @Rr,A 

Move A to data memory 

1 

1 

MOV Rr,#data 

Move immediate to register 

2 

2 

MOV (a)Rr,#data 

Move immediate to data memory 

2 

2 

MOV A,PSW 

Move PSW to A 

1 

1 

MOV PSW,A 

Move A to PSW 

1 

1 

XCH A,Rr 

Exchange A and registers 

1 

1 

XCH A,@Rr 

Exchange A and data memory 

1 

1 

XCHD A,@Rr 

Exchange digit of A and register 

1 

1 

MOVP A,@A 

Move to A from current page 

1 

2 

MOVP 3 A,@A 

Move to A from Page 3 

1 

2 

TIMER/COUNTER 




MOV A,T 

Read Timer/Counter 

1 

1 

MOV T,A 

Load Timer/Counter 

1 

1 

STRT T 

Start Timer 

1 

1 

STRT CNT 

Start Counter 

1 

1 

STOP TCNT 

Stop Timer/Counter 

1 

1 

EN TCNTI 

Enable Timer/Counter Interrupt 

1 

1 

DIS TCNTI 

Disable Timer/Counter Interrupt 

1 

1 

CONTROL 




EN DMA 

Enable DMA Handshake Lines 

1 

1 

EN I 

Enable IBF interrupt 

1 

1 

DIS I 

Disable IBF interrupt 

1 

1 

EN FLAGS 

Enable Master Interrupts 

1 

1 

SEL RBO 

Select register bank 0 

1 

1 

SEL RBI 

Select register bank 1 

1 

1 

NOP 

No Operation 

1 

1 

REGISTERS 




INC Rr 

Increment register 

1 

1 

INC @Rr 

Increment data memory 

1 

1 

DEC Rr 

Decrement register 

c 

1 

1 

SUBROUTINE 




CALL addr 

Jump to subroutine 

2 

2 

RET 

Return 

1 

2 

RETR 

Return and restore status 

1 

2 

FLAGS 




CLRC 

Clear Carry 

1 

1 

CPLC 

Complement Carry 

1 

1 

CLR FO 

Clear Flag 0 

1 

1 

CPL FO 

Complement Flag 0 

1 

1 

CLR FI 

Clear Fi Flag 

1 

1 

CPL FI 

Complement Fi Flag 

1 

1 
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Table 3-2. Instruction Set Summary (Con’t.) 



Mnemonic 

Operation Description 

Bytes 

Cycles 

JMP 

BRANCH 

addr 

Jump unconditional 

2 

2 

JMPP 

@A 

Jump indirect 

1 

2 

DJNZ 

Rr,addr 

Decrement register and jump on non-zero 

2 

2 

JC 

addr 

Jump on Carry =1 

2 

2 

JNC 

addr 

Jump on Carry =0 

2 

2 

JZ 

addr 

Jump on A Zero 

2 

2 

JNZ 

addr 

Jump on A not Zero 

2 

2 

JT0 

addr 

Jump on To=l 

2 

2 

JNTO 

addr 

Jump on To=0 

2 

2 

JT1 

addr 

Jump on Ti=l 

2 

2 

JNT1 

addr 

Jump on Ti=0 

2 

2 

JFO 

addr 

Jump on Fo Flag=l 

2 

2 

JF1 

addr 

Jump on Fi Flag=l 

2 

2 

JTF 

addr 

Jump on Timer Flag=l 

2 

2 

JNI^F 

addr 

Jump on IBF Flag=0 

2 

2 

JOBF 

addr 

Jump on OBF Flag=l 

2 

2 

JBb 

addr 

Jump on Accumulator Bit 

2 

2 


ALPHABETIC LISTING 

ADD A,Rr Add Register Contents to Accumulator 


Opcode: 


0 


0 


r 2 r 1 ro 


The contents of register ‘r’ are added to the accumulator. Carry is affected. 
(A) — (A) + (Rr) r=0— 7 

Example: ADDREG: ADD A,R6 ;ADD REG 6 CONTENTS 

;TO ACC 


ADD A,@Rr Add Data Memory Contents to Accumulator 


Opcode: 


1 1 


0 0 0 


Example: 


The contents of the standard data memory location addressed by register ‘r’ bits 0-5 are added to the 
accumulator. Carry is affected. 

r=0— 1 

;MOVE 47 DECIMAL TO REG 0 
;ADD VALUE OF LOCATION 
;47 TO ACC 


(A) - (A) + ((Rr)) 
ADDM: MOV RO,#47 
ADD A,@R0 


ADD A,#data Add Immediate Data to Accumulator 


Opcode: 


0 0 0 0 

0 0 11 

• 

d7 d6 ds d4 

d3 d2 d-j do 


This is a 2-cycle instruction. The specified data is added to the accumulator. Carry is affected. 
(A) (A) + data 

Example: ADDID: ADD A,# ADDER ;ADD VALUE OF SYMBOL 

;‘ADDER’ TO ACC 
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ADDC A,Rr Add Carry and Register Contents to Accumulator 


Opcode: 



0 111 

1 T 2 ri ro 


The content of the carry bit is added to accumulator location 0. The contents of register ‘r’ are then added to 
the accumulator. Carry is affected. 

(A) — (A) + (Rr) + (C) - r=0— 7 

Example: ADDRGC: ADDC A.R4 ;ADD CARRY AND REG 4 

CONTENTS TO ACC 


ADDC A,@Rr Add Carry and Data Memory Contents to Accumulator 


Opcode: 


0 


1 0 0 0 r 


Example: 


The content of the carry bit is added to accumulator location 0. Then the contents of the standard data 
memory location addressed by register Y bits 0-5 are added to the accumulator. Carry is affected. 

(A) •*- (A) + ((Rr)) + (C) r=0-1 


ADDMC: MOV R1,#40 
ADDC A,@R1 


MOV ‘40’ DEC TO REG 1 
ADD CARRY AND LOCATION 40 
CONTENTS TO ACC 


ADDC A,# data Add Carry and Immediate Data to Accumulator 


Opcode: 


0 0 0 1 

0 0 11 

• 

d7 d6 ds d4 

d3 d2 di do 


This is a 2-cycle instruction. The content of the carry bit is added to accumulator location 0. Then the 
specified data is added to the accumulator. Carry is affected. 

(A) — (A) + data + (C) 

Example: ADDC A,#255 ;ADD CARRY AND ‘225’ DEC 

;TO ACC 


ANL A,Rr Logical AND Accumulator With Register Mask 


Opcode: 


0 1 0 


r 2 M ro 


Data in the accumulator is logically ANDed with the mask contained in working register Y. 
(A) — (A) AND (Rr) r=0-7 

Example: ANDREG: ANL A,R3 ;‘AND' ACC CONTENTS WITH MASK 

;MASK IN REG 3 


ANL A,@Rr 
Opcode: 


Logical AND Accumulator With Memory Mask 



0 10 1 

0 0 0 r 



Example: 


Data in the accumulator is logically ANDed with the mask contained in the data memory location referenced 


by register Y, bits 0-5. 
(A)-(A)AND((Rr)) 
ANDDM: MOV R0,#0FFH 
ANL A,#0AFH 


r=0-1 

;MOVE ‘FF’ HEX TO REG 0 
;‘AND’ ACC CONTENTS WITH 
;MASK IN LOCATION 63 
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ANL A,# data Logical AND Accumulator With Immediate Mask 


Opcode: 


0 10 1 

0 0 11 

• 

<*7 d6 ds 64 

d3 d2 d-| do 


This is a 2-cycle instruction. Data in the accumulator is logically ANDed with an immediately-specified mask. 
(A) — (A) AND data 

;‘AND’ ACC CONTENTS 
:WITH MASK 10101111 
;‘AND’ ACC CONTENTS 
;WITH VALUE OF EXP 

;‘3+X/Y’ 


Example: ANDID: ANL A,#0AFH 

ANL A,#3+X/Y 


ANL Pp y #data Logical AND Port 1-2 With Immediate Mask 


Opcode: 


10 0 1 

1 0 Pi PO 

• 

d 7 d6 ds 64 

d3 d2 di do 


This is a 2-cycle instruction. Data on port ‘p’ is logically ANDed with an immediately-specified mask. 
(Pp) (Pp) AND data p= 1 -2 


Note: Bits 0-1 of the opcode are used to represent PORT 1 and PORT 2. If you are coding in binary rather than 

assembly language, the mapping is as follows: 


Bits pi 

0 

0 

1 

1 

Example: ANDP2: ANL P2,#OFOH 


PO 

0 

1 

0 

1 


Port 

X 

1 

2 

X 


‘AND' PORT 2 CONTENTS 
WITH MASK ‘FO' HEX 
(CLEAR P20-23) 


ANLD Pp,A Logical AND Port 4-7 With Accumulator Mask 


Opcode: 


10 0 1 


1 1 PI PO 


This is a 2-cycle instruction. Data on port ‘p’ on the 8243 expander is logically ANDed with the digit mask 
contained in accumulator bits 0-3. 

(Pp) — (Pp) AND (AO-3) p=4— 7 


Note: The mapping of Port ‘p’ to opcode bits pi.po is as follows: 

PI PO Port 


0 0 

0 1 

1 0 

1 1 

Example: ANDP4: ANLD P4,A 


4 

5 

6 
7 

;‘AND’ PORT 4 CONTENTS 
;WITH ACC BITS 0-3 
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CALL address Subroutine Call 


Opcode: 


0 ag as 1 

0 10 0 

• 

a 7 a6 as a4 

a 3 a2 ai ao 


Example: 


This is a 2-cyc!e instruction. The program counter and PSW bits 4-7 are saved in the stack. The stack 
pointer (PSW bits 0-2) is updated. Program control is then passed to the location specified by ‘address’. 


Execution continues at the instruction following the CALL upon return from the subroutine. 
((SP» - (PC), (PSW4-7) 

(SP) — (SP) + 1 


(PC8-9) ( addr 8— 9) 

(PC0-7) (addro-7) 


Add three groups of two numbers 
MOV R0,#50 

BEGADD: MOV A,R1 

ADD A,R2 
CALL SUBTOT 
ADD A,R3 
ADD A,R4 
CALL SUBTOT 
ADD A,R5 
ADD A,R6 
CALL SUBTOT 


Put subtotals in locations 50, 51 and total in location 52. 

MOVE ‘50’ DEC TO ADDRESS 

REGO 

MOVE CONTENTS OF REG 1 
TO ACC 

ADD REG 2 TO ACC 
CALL SUBROUTINE ‘SUBTOT’ 

ADD REG 3 TO ACC 
ADD REG 4 TO ACC 
CALL SUBROUTINE ‘SUBTOT’ 

ADD REG 5 TO ACC 
ADD REG 6 TO ACC 
CALL SUBROUTINE ‘SUBTOT’ 


SUBTOT: MOV @R0,A 


INC RO 
RET 


MOVE CONTENTS OF ACC TO 
LOCATION ADDRESSED BY 
REGO 

INCREMENT REG 0 
RETURN TO MAIN PROGRAM 


CLR A Clear Accumulator 


Opcode: 


0 0 


1 


The contents of the accumulator are cleared to zero. 
(A) — 00H 


CLR C Clear Carry Bit 


Opcode: 


1 0 0 


1 0 


1 


During normal program execution, the carry bit can be set to one by the ADD, ADDC, RLC, CPLC, RRC, and 
DAA instructions. This instruction resets the carry bit to zero. 

(C) 0 


CLR FI Clear Flag 1 


Opcode: 


10 10 


0 10 1 


The F-| flag is cleared to zero. 
(Fi)-O 
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CLRFO Clear Flag 0 


Opcode: 


10 0 0 


0 


0 1 


Flag 0 is cleared to zero. 
<F 0 )-0 

CPL A Complement Accumulator 


Opcode: 


0 0 


10 111 


The contents of the accumulator are complemented. This is strictly a one’s complement. Each one is 
changed to zero and vice-versa. 

(A) — NOT (A) 

Example: Assume accumulator contains 01101010. 

CPLA: CPL A ;ACC CONTENTS ARE COMPLE- 

MENTED TO 10010101 


CPL C Complement Carry Bit 


Opcode: 


The setting of the carry bit is complemented; one is changed to zero, and zero is changed to one. 
(C) — NOT (C) 

Example: Set C to one; current setting is unknown. 

CT01: CLR C ;C IS CLEARED TO ZERO 

CPL C ;C IS SET TO ONE 


CPL FO Complement Flag 0 


Opcode: 


10 0 1 


0 10 1 


The setting of Flag 0 is complemented; one is changed to zero, and zero is changed to one. 
F 0 — NOT (FO) 


CPL FI Complement Flag 1 


Opcode: 


10 11 


0 10 1 


The setting of the F-j Flag is complemented; one is changed to zero, and zero is changed to one. 
(F-j) NOT (Fi) 
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DA A Decimal Adjust Accumulator 


Opcode: 


0 1 0 


1 0 


1 


The 8-bit accumulator value is adjusted to form two 4-bit Binary Coded Decimal (BCD) digits following the 
binary addition of BCD numbers. The carry bit C is affected. If the contents of bits 0-3 are greater than nine, 
or if AC is one, the accumulator is incremented by six. 

The four high-order bits are then checked. If bits 4-7 exceed nine, or if C is one, these bits are increased by 
six. If an overflow occurs, C is set to one; otherwise, it is cleared to zero. 

Example: Assume accumulator contains 9AH. 

DA A ; ACC ADJUSTED TO 0 1 H with C set 


c 

AC 

ACC 


0 

0 

9AH 

INITIAL CONTENTS 



06H 

ADD SIX TO LOW DIGIT 

0 

0 

A1H 




60H 

ADD SIX TO HIGH DIGIT 

1 

0 

01H 

RESULT 


DEC A Decrement Accumulator 


Opcode: 


0 0 0 0 


0 


1 


Example: 


The contents of the accumulator are decremented by one. 
(A) -(A)- 1 


Decrement contents of data memory location 63. 


MOV R0,#3FH 
MOV A,@R0 

DEC A 
MOV @R0,A 


MOVE ‘3F’ HEX TO REG 0 
MOVE CONTENTS OF LOCATION 63 
TO ACC 

DECREMENT ACC 

MOVE CONTENTS OF ACC TO 

LOCATION 63 


DEC Rr Decrement Register 


Opcode: 


1 


0 0 1 


r 2 M ro 


The contents of working register Y are decremented by one. 

(Rr) — (Rr) - 1 r=0-7 

Example: DECR 1 : DEC R 1 DECREMENT ADDRESS REG 1 


DIS I Disable IBF Interrupt 


Opcode: 


0 0 0 


10 1 0 1 


The input Buffer Full interrupt is disabled. The interrupt sequence is not initiated by WR and CS, however, 
an IBF interrupt request is latched and remains pending until an EN I (enable IBF interrupt) instruction is 
executed. 

Note: The IBF flag is set and cleared independent of the IBF interrupt request so that handshaking protocol can 

continue normally. 


5-665 








INSTRUCTION SET 


DIS TCNTI Disable Timer/Counter Interrupt 


Opcode: 


0 0 


10 1 0 1 


The timer /counter interrupt is disabled. Any pending timer interrupt request is cleared. The interrupt se- 
quence is not initiated by an overflow, but the timer flag is set and time accumulation continues. 


DJNZ Rr, address Decrement Register and Test 








Opcode: 

1110 

1 r 2 M r 0 

• 

ay a$ as a4 

9 

«T 

CM 

CO 

CO 

CO 


Note: 


Example: 


This is a 2-cycle instruction. Register V is decremented and tested for zero. If the register contains all zeros, 
program control falls through to the next instruction. If the register contents are not zero, control jumps to the 
specified address within the current page. 

(Rr) - (Rr) - 1 


If R * 0, then; 


(PC0-7) addr 

A 10-bit address specification does not cause an error if the DJNZ instruction and the jump target are on the 
same page. If the DJNZ instruction begins in location 255 of a page, it will jump to a target address on the 
following page. Otherwise, it is limited to a jump within the current page. 

Increment values in data memory locations 50-54. 


MOV R0,#50 
MOV R3,#05 
INCRT : INC @R0 

INC RO 

DJNZ R3, INCRT 
NEXT 


MOVE ‘50' DEC TO ADDRESS 
REGO 

MOVE ‘5’ DEC TO COUNTER 
REG 3 

INCREMENT CONTENTS OF 
LOCATION ADDRESSED BY 
REGO 

INCREMENT ADDRESS IN REG 0 

DECREMENT REG 3 JUMP TO 

‘INCRT’ IF REG 3 NONZERO 
‘NEXT’ ROUTINE EXECUTED 
IF R3 IS ZERO 


EN DMA Enable DMA Handshake Lines 


Opcode: 


1 


0 1 


DMA handshaking is enabled using P26 as DMA request (DRQ) and P27 as DMA acknowledge (DACK). The 
DACK line forces CS and Aq low internally and clears DRQ. 


EN FLAGS Enable Master Interrupts 


Opcode: 


11 1 10 1 0 1 


The Output Buffer Full (OBF) and the Input Buffer Full (IBF) flags (IBF is inverted) are routed to P24 and P25. 
For proper operation, a “ 1 ” should be written to P25 and P24 before the EN FLAGS instruction. A “0” written 
to P24 or P25 disables the pin. 
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ENI Enable IBF Interrupt 


Opcode: 


0 0 0 0 


0 


0 1 


The Input Buffer Full interrupt is enabled. A low signal on WR and CS initiates the interrupt sequence. 


i 

EN TCNTI Enable Timer/Counter Interrupt 


Opcode: 


0 0 


0 1 


The timer /counter interrupt is enabled. An overflow of this register initiates the interrupt sequence. 


IN A,DBB Input Data Bus Buffer Contents to Accumulator 


Opcode: 


0 0 


0 


0 0 


0 


Data in the DBBIN register is transferred to the accumulator and the Input Buffer Full (IBF) flag is set to zero. 
(A) - (DBB) 

(IBF) 0 

Example: INDBB: IN A,DBB ;INPUT DBBIN CONTENTS TO 

; ACCUMULATOR 


IN A,Pp Input Port 1-2 Data to Accumulator 


Opcode: 


0 0 0 0 


1 o PI PO 


This is a 2-cycle instruction. Data present on port ‘p’ is transferred (read) to the accumulator. 


Example: 


(A) - (Pp) 

INP12: IN A, PI 

MOV R6,A 

IN A,P2 

MOV R7,A 


p=1-2 (see ANL instruction) 

INPUT PORT 1 CONTENTS 
TO ACC 

MOVE ACC CONTENTS TO 
REG 6 

INPUT PORT 2 CONTENTS 
;TO ACC 

MOVE ACC CONTENTS TO REG 7 


INC A Increment Accumulator 


Opcode: 


0 0 0 


1 0 


1 


r» 


The contents of the accumulator are incremented by one. 
(A) (A) + 1 


Example: 


Increment contents of location 10 in data memory. 


INCA: MOV R0,#10 
MOV A,@R0 
INCA 

MOV @RO t A 


MOV '10' DEC TO ADDRESS 
REGO 

MOVE CONTENTS OF LOCATION 
10 TO ACC 
INCREMENT ACC 
MOVE ACC CONTENTS TO 
LOCATION 10 
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INC Rr Increment Register 


Opcode: 


0 0 0 1 


1 r 2 ri r 0 


The contents of working register V are incremented by one. 

(Rr) — (Rr) + 1 r=0-7 

Example: INCRO: INC RO INCREMENT ADDRESS REG 0 


INC @Rr Increment Data Memory Location 


Opcode: 


Example: 


0 0 0 1 0 0 0 r 


The contents of the resident data memory location addressed by register Y bits 0-5 are incremented by 
one. 

((Rr)) **- ((Rr)) + 1 r=0-1 

INCDM: MOV R1,#OFFH ;MOVE ONES TO REG 1 

INC @ R 1 INCREMENT LOCATION 63 


JBb address Jump If Accumulator Bit is Set 


Opcode: 


b2 bi bo 1 

0 0 10 

• 

a 7 a6 as a4 

a 3 a2 ai ao 


Example: 


This is a 2-cycle instruction. Control passes to the specified address if accumulator bit ‘b’ is set to one. 

(PC 0 - 7 ) — addr if b= 1 

(PC) — (PC) + 2 if b=0 

JB4IS1: JB4 NEXT ;JUMP TO ‘NEXT’ ROUTINE / 

;IF ACC BIT 4=1 


JC address Jump If Carry Is Set 


Opcode: 


1111 

0 110 

• 

37 36 35 a4 

a3 a2 3-j ao 


This is a 2 -cycle instruction. Control passes to the specified address if the carry bit is set to one. 
(PC 0 - 7 ) — addr if C=1 

(PC) — (PC) + 2 if C=0 4 

Example: JC 1 : JC OVERFLOW ; JUMP TO ‘OVFLOW’ ROUTINE 

;IF C=1 


JFO address Jump If Flag 0 Is Set 


Opcode: 


10 11 

0 110 

• 

aj aQ as a 4 

a 3 a 2 ai ao 


This is a 2-cycle instruction. Control passes to the specified address if flag 0 is set to one. 
(PC 0 _ 7 ) — addr if F 0 =1 

Example: JFOIS 1 : JFO TOTAL ; JUMP TO TOTAL' ROUTINE 

;IF F 0 =1 
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JF1 address Jump If C/D Flag (FI) Is Set 


Opcode: 


0 111 

0 110 

• 

a 7 a 6 a 8 a 4 

a 3 a 2 ai ag 


This is a 2-cycle instruction. Control passes to the specified address if the C/D flag (F-|) is set to one. 
(PC 0 - 7 ) — addr if F-| = 1 

Example: JF 1IS1: JF1 FILBUF ;JUMP TO ‘FILBUF’ 

;ROUTINE IF F -| = 1 

JMP address Direct Jump Within IK Block 


Opcode: 


aiO ag a 8 0 

0 10 0 

• 

a 7 ag as 84 

a 3 a 2 ai ao 


Example: 


This is a 2-cycle instruction. Bits 0-9 of the program counter are replaced with the directly-specified 


address. 

(PC 8 - 9 ) — addr 8-9 
(PC 0 - 7 ) — addr 0-7 
JMP SUBTOT 
JMP $-6 

JMP 2 FH 


JUMP TO SUBROUTINE ‘SUBTOT’ 

JUMP TO INSTRUCTION SIX LOCATIONS 
BEFORE CURRENT LOCATION 
JUMP TO ADDRESS ‘ 2 F’ HEX 


JMPP @A Indirect Jump Within Page 


Opcode: 


Example: 


1 0 


10 0 1 1 


This is a 2 -cycle instruction. The contents of the program memory location pointed to by the accumulator are 
substituted for the ‘page’ portion of the program counter (PC 0-7). 

(PC 0 - 7 ) •*- ((A)) 

Assume accumulator contains OFH 

JMPPAG: JMPP @A ;JMP TO ADDRESS STORED IN 

LOCATION 15 IN CURRENT PAGE 


JNC address Jump If Carry Is Not Set 


Opcode: 


1110 

0 110 

• 

^7 36 a 5 a4 

a3 a2 ai ao 


Example: 


This is a 2-cycle instruction. Control passes to the specified address if the carry bit is not set, that is, equals 
zero. 

(PC 0 - 7 ) — addr if C =0 

JCO: JNC NOVFLO ; JUMP TO ‘NOVFLO’ ROUTINE 

;IF C=0 


JNIBF address Jump If Input Buffer Full Flag Is Low 


Opcode: 


110 1 

0 110 

• 

a 7 ag as a 4 

a 3 a 2 ai ao 


This is a 2-cycle instruction. Control passes to the specified address if the Input Buffer Full flag is low 
(IBF=0). 

(PC 0 - 7 ) — addr if IBF=0 

' Example: LOC 3:JNIBF LOC 3 ;JUMP TO SELF IF IBF=0 

;OTHERWISE CONTINUE 
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JNTO address Jump If TEST 0 Is Low 


Opcode: 


0 0 10 

0 110 

• 

a7 a6 as a4 

a3 a2 ai ao 


This is a 2-cycle instruction. Control passes to the specified address, if the TEST 0 signal is low. Pin is 
sampled during SYNC. 

(PC 0 - 7 ) ^ addr if T 0 =0 

Example: JTOLOW: JNTO 60 ;JUMP TO LOCATION 60 DEC 

;IF T 0 =0 


JNT1 address Jump If TEST 1 Is Low 








Opcode: 

0 10 0 

0 110 

• 

®7 &6 as a4 

a3 a2 ai ao 


This is a 2-cycle instruction. Control passes to the specified address if the TEST 1 signal is low. Pin is 
sampled during SYNC. 

(PC 0 - 7 ) — addr if T-|=0 

Example: JT1LOW: JNT1 OBBH ;JUMP TO LOCATION ‘BB’ HEX 

;IFT-|=0 


JNZ address Jump If Accumulator Is Not Zero 


Opcode: 


10 0 1 

0 110 

• 

37 36 35 a4 

a3 a2 ai ao 


This is a 2-cycle instruction. Control passes to the specified address if the accumulator contents are nonzero 
at the time this instruction is executed. 

(PC 0 - 7 ) — addr ifA #0 

Example: JACCNO: JNZ OABH ;JUMP TO LOCATION ‘AB’ HEX 

;IF ACC VALUE IS NONZERO 


JOBF Address Jump If Output Buffer Full Flag Is Set 


Opcode: 


10 0 0 

0 110 

• 

37 36 as a4 

a3 a2 ai ao 


This is a 2-cycle instruction. Control passes to the specified address if the Output Buffer Full (OBF) flag is set 
(= 1) at the time this instruction is executed. 

(PC 0 - 7 ) **“ addr ifOBF =1 

Example: JOBFHI: JOBF OAAH ; JUMP TO LOCATION ‘AA’ HEX 

;IF OBF=1 


JTF address Jump If Timer Flag Is Set 


Opcode: 


0 0 0 1 

0 110 

• 

aj a$ as a 4 

a3 a2 ai ao 


This is a 2-cycle instruction. Control passes to the specified address if the timer flag is set to one, that is, the 
timer /counter register overflows to zero. The timer flag is cleared upon execution of this instruction. (This 
overflow initiates an interrupt service sequence if the timer-overflow interrupt is enabled.) 

(PC 0 - 7 ) — addr if TF=1 

Example: JTF 1: JTF TIMER ; JUMP TO ‘TIMER’ ROUTINE 

;IF TF= 1 
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JTO address Jump If TEST 0 Is High 


Opcode: 


0 0 11 

0 110 

• 

a7 a6 as a4 

a3 a2 ai ao 


This is a 2-cycle instruction. Control passes to the specified address if the TEST 0 signal is high (= 1). Pin is 
sampled during SYNC. 

(PC0-7) — addr if T 0 =1 

Example: JTOHI: JTO 53 ;JUMP TO LOCATION 53 DEC 

;IF T 0 = 1 


JT1 address Jump If TEST 1 Is High 


Opcode: 


0 10 1 

0 110 

• 

a 7 ^6 as a 4 

a3 a 2 ai ao 


This is a 2-cycle instruction. Control passes to the specified address if the TEST 1 signal is high (= 1). Pin is 
sampled during SYNC. 

(PC 0 - 7 ) — addr if T-| = 1 

Example: JT1HI: JT1 COUNT ;JUMP TO ‘COUNT’ ROUTINE 

;IF T*| = 1 


JZ address Jump If Accumulator Is Zero 


Opcode: 


110 0 

0 110 

• 

a7 a6 as a4 

a3 a2 ai ao 


This is a 2 -cycle instruction. Control passes to the specified address if the accumulator contains all zeros at 
the time this instruction is executed. 

(PC 0 - 7 ) — addr if A =0 

Example: JACCO: JZ OA3H ;JUMP TO LOCATION ‘A3’ HEX 

;IF ACC VALUE IS ZERO 

MOV A,#data Move Immediate Data to Accumulator 


Opcode: 


0 0 10 

0 0 11 

• 

d7 d6 ds d4 

d3 d2 di do 


This is a 2-cycle instruction. The 8 -bit value specified by ‘data’ is loaded in the accumulator. 
(A) data 

Example: MOV A,#OA3H ;MOV ‘A3’ HEX TO ACC 


MOV A, PSW Move PSW Contents to Accumulator 


Opcode: 


1 


0 0 


1 


The contents of the program status word are moved to the accumulator. 
(A) — (PSW) 

Example: Jump to ‘RBI SET’ routine if bank switch, PSW bit 4, is set. 

BSCHK: MOV A.PSW ;MOV PSW CONTENTS TO ACC 

JB4 RBI SET ;JUMP TO ‘RBI SET’ IF ACC 

;BIT 4=1 
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INSTRUCTION SET 


MOV A, Rr Move Register extents to Accumulator 


Opcode: 


1 1 1 1 1 r 2 r-| tq 


Eight bits of data are moved from working register ‘r’ into the accumulator. 
(A) (Rr) r=0-7 

Example: MAR: MOV A,R3 ;MOVE CONTENTS OF REG 3 

;TO ACC 


MOV A,@Rr Move Data Memory Contents to Accumulator 


Opcode: 


1 1 1 1 0 0 0 r 


The contents of the data memory location addressed by bits 0-5 of register ‘r’ are moved to the accumula- 
tor. Register Y contents are unaffected. 

(A) - ((Rr)) r=0-1 

Example: Assume R1 contains 00110110. 

MADM: MOV A,@R1 ;MOVE CONTENTS OF DATA MEM 

; LOCATION 54 TO ACC 


MOV A,T Move Timer /Counter Contents to Accumulator 


Opcode: 


0 


0 0 


0 0 


0 


The contents of the timer /event-counter register are moved to the accumulator. The timer /event-counter is 
not stopped. 

(A) - (T) 

Example: Jump to “EXIT” routine when timer reaches ‘64’, that is, when bit 6 is set — assuming initialization to zero. 

TIMCHK: MOV A,T ;MOVE TIMER CONTENTS TO 

;ACC 

JB6 EXIT ;JUMP TO ‘EXIT’ IF ACC BIT 

;6=1 


MOV PSW, A Move Accumulator Contents to PSW 


Opcode: 


1 1 0 


1 0 


1 


The contents of the accumulator are moved into the program status word. All condition bits and the stack 
pointer are affected by this move. 

(PSW) -(A) 

Example: Move up stack pointer by two memory locations, that is, increment the pointer by one. 

INCPTR: MOV A, PSW ;MOVE PSW CONTENTS TO ACC 

INC A -.INCREMENT ACC BY ONE 

MOV PSW, A ;MOVE ACC CONTENTS TO PSW 
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INSTRUCTION SET 


MOV Rr,A Move Accumulator Contents to Register 


Opcode: 


10 10 


r 2 r 1 r 0 


The contents of the accumulator are moved to register ‘r’. 

(Rr) — (A) r=0-7 

Example: MRA MOV R0,A ;MOVE CONTENTS OF ACC TO 

;REG 0 


MOV Rr,#data Move Immediate Data to Register 


Opcode: 1 0 1 1 1 r 2 H ro • d 7 dg ds d 4 m 3 d 2 di do 


This a 2 -cycle instruction. The 8 -bit value specified by ‘data’ is moved to register *r\ 


(Rr) — data 
Example: MIR4: MOV R4,#HEXTEN 


MIR5: MOV R5;#PI*(R*R) 
MIR 6 : MOV R 6 ,#OADH 


r=0-7 

THE VALUE OF THE SYMBOL 
HEXTEN’ IS MOVED INTO 
REG 4 

THE VALUE OF THE 
EXPRESSION ‘PI*(R*R)’ 

IS MOVED INTO REG 5 
‘AD’ HEX IS MOVED INTO 
REG 6 


MOV @Rr,A Move Accumulator Contents to Data Memory 


Opcode: 


1 0 , 1 


0 


0 0 0 r 


The contents of the accumulator are moved to the data memory location whose address is specified by bits 
0-5 of register ‘r\ Register Y contents are unaffected. 

((Rr)) — (A) r=0-1 

Example: Assume RO contains 1 1 000 111 . 

MDMA: MOV @R,A ;MOVE CONTENTS OF ACC TO 

; LOCATION 7 (REG) 


MOV @Rr,#data Move Immediate Data to Data Memory 


Opcode: 


10 11 

0 0 0 r 

• 

d7 <*6 ds d4 

d3 d 2 di do 


Example: 


This is a 2-cycle instruction. The 8 -bit value specified by ‘data’ is moved to the standard data memory 
location addressed by register ‘r\ bit 0-5. 

((Rr)) — data r=0-1 

Move the hexadecimal value AC3F to locations 62-63. 


MIDM: MOV R0,#62 

MOV @RO,#OACH 
INCRO 

MOV @R0,#3FH 


MOVE ‘62’ DEC TO ADDR REGO 
MOVE ‘AC’ HEX TO LOCATION 62 
INCREMENT REG 0 TO ‘63’ 

MOVE ‘3F’ HEX TO LOCATION 63 
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INSTRUCTION SET 


MOV STS, A Move Accumulator Contents to STS Register 



10 0 1 

0 0 0 0 


The contents of the accumulator are moved into the status register. Only bits 4-7 are affected. 

(STS4-7) - (A4-7) 

Example: Set ST4-ST7 to “1”. 

MSTS: MOV A,#OFOH ;SET ACC 

MOV STS, A ;MOVE TO STS 


MOV T,A Move Accumulator Contents to Timer /Counter 


Opcode: 


0 


0 


0 0 


0 


The contents of the accumulator are moved to the timer /event-counter register. 
(T) - (A) 

Example: Initialize and start event counter. 


INITEC: CLR A ;CLEAR ACC TO ZEROS 

MOV T,A ;MOVE ZEROS TO EVENT COUNTER 

STRT CNT ;START COUNTER 


MOVD A,Pp Move Port 4-7 Data to Accumulator 


Opcode: 


0 0 0 0 1 


1 PI PO 


Note: 


This is a 2-cycle instruction. Data on 8243 port ‘p’ is moved (read) to accumulator bits 0-3. Accumulator bits 
4-7 are zeroed. 

(A0-3) PP p=4-7 

(A4-7) — 0 

Bits 0-1 of the opcode are used to represent PORTS 4-7. If you are coding in binary rather than assembly 
language, the mapping is as follows: 

Bits pi po Port 

0 0 4 

0 1 5 

10 6 

1 1 7 


Example: INPPT5: MOVD A,P5 


;MOVE PORT 5 DATA TO ACC 
;BITS 0-3, ZERO ACC BITS 4-7 


MOVD Pp,A 


Move Accumulator Data to Port 4, 5, 6 and 7 


Opcode: 


0 0 


PI PO 


This is a 2-cycle instruction. Data in accumulator bits 0-3 is moved (written) to 8243 port ‘p\ Accumulator 
bits 4-7 are unaffected. (See NOTE above regarding port mapping.) 

(Pp) - (A0-3) P=4-7 

Example: Move data in accumulator to ports 4 and 5. 

OUTP45: MOVD P4,A ;MOVE ACC BITS 0-3 TO PORT 4 

SWAP A EXCHANGE ACC BITS 0-3 AND 4-7 

MOVD P5,A ;MOVE ACC BITS 0-3 TO PORT 5 
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INSTRUCTION SET 


MOVP A,@A Move Current Page Data to Accumulator 


Opcode: 



10 10 

0 0 11 


Note: 

Example: 


This is a 2-cycle instruction. The contents of the program memory location addressed by the accumulator 
are moved to the accumulator. Only bits 0-7 of the program counter are affected, limiting the program 
memory reference to the current page. The program counter is restored following this operation. 

(A) -((A)) 

This is a 1-byte, 2-cycle instruction. If it appears in location 255 of a program memory page, @ A addresses 
a location in the following page. 

MOV 128: MOV A,# 128 ;MOVE ‘128’ DEC TO ACC 

MOVP A, @ A ;CONTENTS OF 1 29TH LOCATION 

;IN CURRENT PAGE ARE MOVED TO 
;ACC 


MOVP3 A,@A Move Page 3 Data to Accumulator 


Opcode: 1 1 1 0 0 0 1 1 


Example: 


This is a 2-cycle instruction. The contents of the program memory location within page 3, addressed by the 
accumulator, are moved to the accumulator. The program counter is restored following this operation. 

(A) ((A)) within page 3 

Look up ASCII equivalent of hexadecimal code in table contained at the beginning of page 3. Note that ASCII 
characters are designated by a 7-bit code; the eighth bit is always reset. 


TABSCH: MOV A,#OB8H 
ANL A,#7FH 


MOVE ‘B8’ HEX TO ACC (101 1 1000) 

LOGICAL AND ACC TO MASK BIT 
7 (00111000) 

MOVP3, A, @ A ;MOVE CONTENTS OF LOCATION 

38’ HEX IN PAGE 3 TO ACC 
(ASCII ‘8’) 

Access contents of location in page 3 labelled TAB1. Assume current program location is not in page 3. 


TABSCH: MOV A,#TAB1 


MOVP3 A,@A 


ISOLATE BITS 0-7 
OF LABEL 
ADDRESS VALUE 
MOVE CONTENT OF PAGE 3 
LOCATION LABELED ‘TAB1’ 
TO ACC 


NOP The NOP Instruction 


Opcode: 


0 0 0 0 


0 0 0 0 


No operation is performed. Execution continues with the following instruction. 


ORL A,Rr Logical OR Accumulator With Register Mask 


Opcode: 


0 10 0 


r 2 M r 0 


Data in the accumulator is logically ORed with the mask contained in working register *r\ 
(A) — (A) OR (Rr) r=0-7 

Example: ORREG: ORL A,R4 ;‘OR’ ACC CONTENTS WITH 

;MASK IN REG 4 
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INSTRUCTION SET 


ORL A,@Rr Logical OR Accumulator With Memory Mask 


Opcode: 


0 


0 0 


0 0 0 r 


Data in the accumulator is logically ORed with the mask contained in the data memory location referenced by 
register ‘r\ bits 0-5. 

(A) (A) OR ((Rr)) r=0-1 

Example: ORDM: MOVE R0,#3FH ;MOVE *3F’ HEX TO REG 0 

ORL A,@R0 ; ‘OR’ ACC CONTENTS WITH MASK 

;IN LOCATION 63 


ORL A,#data Logical OR Accumulator With Immediate Mask 


Opcode: 


0 10 0 

0 0 11 

• 

d7 d 6 d 5 d 4 

d3 d2 di do 


This is a 2-cycle instruction. Data in the accumulator is logically ORed with an immediately-specified mask. 
(A) — (A) OR data 

Example: ORID: ORL A,#‘X’ ;‘OR’ ACC CONTENTS WITH MASK 

;0101 1000 (ASCII VALUE OF ‘X’) 


ORL Pp,#data Logical OR Port 1-2 With Immediate Mask 


Opcode: 


10 0 0 

1 0 Pi PO 

• 

d 7 d 6 d 5 d 4 

d3 d2 di do 


This is a 2-cycle instruction. Data on port ‘p’ is logically ORed with an immediately-specified mask. 
(Pp) (Pp) OR data p = 1-2 (see OUTL instruction) 

Example: ORP1: ORL P1,#OFFH ;'OR’ PORT 1 CONTENTS WITH 

;MASK ‘FF’ HEX (SET PORT 1 
‘TO ALL ONES) 


ORLD Pp,A Logical OR Port 4-7 With Accumulator Mask 


Opcode: 


1 0 0 0 1 


PI PO 


This is a 2-cycle instruction. Data on 8243 port ‘p’ is logically ORed with the digit mask contained in accumu- 
lator bits 0-3, 

(Pp) (Pp) OR (A0-3) p=4-7 (See MOVD instruction) 

Example: 1 ORP7: ORLD P7,A ; ‘OR’ PORT 7 CONTENTS 

;WITH ACC BITS 0-3 


OUT DBB,A Output Accumulator Contents to Data Bus Buffer 


Opcode: 


Example: 


0 0 0 0 


0 0 


0 


Contents of the accumulator are transferred to the Data Bus Buffer Output register and the Output Buffer Full 
(OBF) flag is set to one. 

(DBB) — (A) 

OBF — 1 

OUTDBB: OUT DBB,A ;OUTPUT THE CONTENTS OF 

;THE ACC TO DBBOUT 
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INSTRUCTION SET 


OUTL Pp,A Output Accumulator Data to Port 1 and 2 


Opcode: 0 0 1 11 0 pi po 


This is a 2 -cycle instruction. Data residing in the accumulator is transferred (written) to port *p’ and latched. 
(Pp)-(A) P= 1-2 


Note: 


Example: 


Bits 0-1 of the opcode are used to represent PORT 1 and PORT 2. If you are coding in binary rather than 
assembly language, the mapping is as follows: 


Bits 


Pi 

0 

0 

1 

1 


OUTLP: MOV A,R7 
OUTL P2,A 
MOV A,R 6 
OUTL PI, A 


pO 

0 

1 

0 

1 


Port 

X 

1 

2 

X 


;MOVE REG 7 CONTENTS TO ACC 
;OUTPUT ACC CONTENTS TO PORT2 
;MOVE REG 6 CONTENTS TO ACC 
;OUTPUT ACC CONTENTS TO PORT 1 


RET Return Without PSW Restore 


Opcode: 


10 0 0 


0 0 


1 


This is a 2-cycle instruction. The stack pointer (PSW bits 0-2) is decremented. The program counter is then 
restored from the stack. PSW bits 4-7 are not restored. 

(SP)-(SP )-1 

(PC) - ((SP)) * 


RETR Return With PSW Restore 


Opcode: 


1 0 0 


10 0 1 1 


This is a 2-cycle instruction. The stack pointer is decremented. The program counter and bits 4-7 of the 
PSW are then restored from the stack. Note that RETR should be used to return from an interrupt, but should 
not be used within the interrupt service routine as it signals the end of an interrupt routine. 

(SP) — (SP) - 1 
(PC) - ((SP)) 

(PSW4-7) — «SP)) 


RL A Rotate Left Without Carry 


Opcode: 


1 


1 


The contents of the accumulator are rotated left one bit. Bit 7 is rotated into the bit 0 position. 
(An+l) (An) n = 0— 6 

(Ao) — (A 7 ) 

Example: Assume accumulator contains 1011 000 1 . 


RLNC: RL A ;NEW ACC CONTENTS ARE 01 10001 1 
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INSTRUCTION SET 


RLC A Rotate Left Through Carry 


Opcode: 


11110 111 


Example: 


The contents of the accumulator are rotated left one bit. Bit 7 replaces the carry bit; the carry bit is rotated 
into the bit 0 position. 

(An+l) (An) n=0-6 

(Ao)-(C) 

(O — (A7) 

Assume accumulator contains a ‘signed’ number; isolate sign without changing value. 


RLTC: CLR C 
RLC A 

RR A 


CLEAR CARRY TO ZERO 
ROTATE ACC LEFT, SIGN 
BIT (7) IS PLACED IN CARRY 
ROTATE ACC RIGHT — VALUE 
(BITS 0-6) IS RESTORED, 
CARRY UNCHANGED, BIT 7 
IS ZERO 


RR A Rotate Right Without Carry 


Opcode: 


0 


10 1 1 1 


The contents of the accumulator are rotated right one bit. Bif 0 is rotated into the bit 7 position. 
(An) (An+ 1) n = 0— 6 

(A7) — (Ao) 

Example: Assume accumulator contains 1011 000 1 . 

RRNC: RRA ;NEW»ACC CONTENTS ARE 1 101 1000 


RRC A Rotate Right Through Carry 


Opcode: 


0 


1 


The contents of the accumulator are rotated right one bit. Bit 0 replaces the carry bit; the carry bit is rotated 
into the bit 7 positiort. 

(An) (An+l) n = 0— 6 

(A 7 )-(C) 

(C)-(Ao) 

Example: Assume carry is not set and accumulator contains 101 10001. 

RRTC: RRCA ;CARRY IS SET AND ACC 

CONTAINS 0101 1000 


SEL RBO Select Register Bank 0 


Opcode: 


1 


0 0 


0 


0 1 


PSW BIT 4 is set to zero. References to working registers 0-7 address data memory locations 0-7. This is 
the recommended setting for normal program execution. 

(BS) — 0 
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INSTRUCTION SET 


SEL RBI Select Register Bank 1 


Opcode: 


Example: 


1 1 0 


10 1 0 1 


PSW bit 4 is set to one. References to working registers 0-7 address data memory locations 24-31 . This is 
the recommended setting for interrupt service routines, since locations 0-7 are left intact. The setting of 
PSW bit 4 in effect at the time of an interrupt is restored by the RETR instruction when the interrupt service 
routine is completed. 

(BS)-1 

Assume an IBF interrupt has occurred, control has passed to program memory location 3, and PSW bit 4 
was zero before the interrupt. 

LOC3: JMP INIT ; JUMP TO ROUTINE ‘INIT’ 


INIT: MOV R7,A 

SEL RBI 
MOV R7,#OFAH 


MOV ACC CONTENTS TO 
LOCATION 7 
SELECT REG BANK 1 
MOVE ‘FA’ HEX TO LOCATION 31 


SELECT REG BANK 0 
RESTORE ACC FROM LOCATION 7 
RETURN— RESTORE PC AND PSW 


STOP TCNT Stop Timer/Event Counter 


OfcL KL1U 

MOV A,R7 
RETR 


Opcode: 


0 


0 1 


Example: 


This instruction is used to stop both time accumulation and event counting. 

Disable interrupt, but jump to interrupt routine after eight overflows and stop timer. Count overflows in 


register 7. 

START: DIS TCNTI 
CLR A 
MOV T,A 
MOV R7,A 
STRTT 

MAIN: JTF COUNT 

JMP MAIN 
COUNT: INC R7 

MOV A,R7 
JB3 INT 

JMP MAIN 


DISABLE TIMER INTERRUPT 
CLEAR ACC TO ZERO 
MOV ZERO TO TIMER 
MOVE ZERO TO REG 7 
START TIMER 

JUMP TO ROUTINE ‘COUNT’ 

IF TF=1 AND CLEAR TIMER FLAG 
CLOSE LOOP 
INCREMENT REG 7 
MOVE REG 7 CONTENTS TO ACC 
JUMP TO ROUTINE ‘INT’ IF ACC 
BIT 3 IS SET (REG 7=8) 
OTHERWISE RETURN TO ROUTINE 
MAIN 


INT: STOP TCNT 
JMP 7H 


STOP TIMER 

JUMP TO LOCATION 7 (TIMER 
INTERRUPT ROUTINE) 
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INSTRUCTION SET 


STRT CNT Start Event Counter 


Opcode: 


0 1 


0 0 


0 


0 1 


Example: 


The TEST 1 (T-j) pin is enabled as the event-counter input and the counter is started. The event-counter 
register is incremented with each high to low transition on the Ti pin. 

Initialize and start event counter. Assume overflow is desired with first T i input. 


STARTC: EN TCNTI 

MOV A,#OFFH 

MOV T,A 
STRT CNT 


ENABLE COUNTER INTERRUPT 
MOVE ‘FF’ HEX (ONES) TO 
ACC 

MOVE ONES TO COUNTER 
INPUT AND START 


STRT T Start Timer 


Opcode: 


0 1 0 


10 1 0 1 


Example: 


Timer accumulation is initiated in the timer register. The register is incremented every 32 instruction cycles. 
The prescaler which counts the 32 cycles is cleared but the timer register is not. 

Initialize and start timer. 


STARTT: EN TCNTI 
CLR A 
MOV T,A 
STRT T 


ENABLE TIMER INTERRUPT 
CLEAR ACC TO ZEROS 
MOVE ZEROS TO TIMER 
START TIMER 


SWAP A Swap Nibbles Within Accumulator 


Opcode: 


0 10 0 


1 


Example: 


Bits 0-3 of the accumulator are swapped with bits 4-7 of the accumulator. 

(A4_7) ► (A0-3) 

Pack bits 0-3 of locations 50-51 into location 50. 


PCKDIG: MOV R0,#50 
MOV R1,#51 
XCHD A,@R0 

SWAP A 
XCHD A,@R1 

MOV @R0,A 


MOVE ‘50’ DEC TO REG 0 
MOVE ‘51’ DEC TO REG 1 
EXCHANGE BIT 0-3 OF ACC 
AND LOCATION 50 
SWAP BITS 0-3 AND 4-7 OF ACC 
EXCHANGE BITS 0-3 OF ACC AND 
LOCATION 51 

MOVE CONTENTS OF ACC TO 
LOCATION 51 


XCH A,Rr Exchange Accumulator-Register Contents 


s 


Opcode: 


0 0 10 1 


r2 M r 0 


Example: 


The contents of the accumulator and the contents of working register Y are exchanged. 
(A) — (Rr) r=0-7 


Move PSW contents to Reg 7 without losing accumulator contents. 


XCHAR7: XCH A,R7 

MOV A, PSW 
XCH A,R7 


EXCHANGE CONTENTS OF REG 7 
AND ACC 

MOVE PSW CONTENTS TO ACC 
EXCHANGE CONTENTS OF REG 7 
AND ACC AGAIN 
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INSTRUCTION SET 


XCH A,@Rr Exchange Accumulator and Data Memory Contents 


Opcode: 


0 0 


0 


0 0 0 r 


Example: 


The contents of the accumulator and the contents of the data memory location addressed by bits 0-5 of 
register Y are exchanged. Register V contents are unaffected. 

(A) ** — ► ((Rr)) r=0-1 


Decrement contents of location 52. 


DEC52: MOV R0,#52 

XCH A,@R0 

DEC A 
XCH A,@R0 


MOVE ‘52’ DEC TO ADDRESS 
REGO 

EXCHANGE CONTENTS OF ACC 
AND LOCATION 52 
DECREMENT ACC CONTENTS 
EXCHANGE CONTENTS OF ACC 
AND LOCATION 52 AGAIN 


XCHD A,@Rr Exchange Accumulator and Data Memory 4-bit Data 


Opcode: 


0 0 


1 0 0 0 r 


Example: 


This instruction exchanges bits 0-3 of the accumulator with bits 0-3 of the data memory location addressed 
by bits 0-5 of register Y. Bits 4-7 of the accumulator, bits 4-7 of the data memory location, and the 
contents of register Y are unaffected. 


(Aq- 3) ((Rro-3)) r=0- 1 


Assume program counter contents have been stacked in locations 22-23. 


XCHNIB: MOV R0,#23 
CLR A 

XCHD A,@R0 


MOVE ‘23’ DEC TO REG 0 
CLEAR ACC TO ZEROS 
EXCHANGE BITS 0-3 OF ACC 
AND LOCATION 23 (BITS 8-11 
OF PC ARE ZEROED, ADDRESS 
REFERS TO PAGE 0) 


XRL A,Rr Logical XOR Accumulator With Register Mask 


Opcode: 


1 1 0 


*2 M ro 


Data in the accumulator is EXCLUSIVE ORed with the mask contained in working register ‘r\ 
(A) — (A) XOR (Rr) r=0-7 

Example: XORREG: XRL A,R5 ;‘XOR' ACC CONTENTS WITH 

;MASK IN REG 5 


XRL A,@Rr Logical XOR Accumulator With Memory Mask 


Opcode: 


Example: 


1 1 


0 0 0 r 


Data in the accumulator is EXCLUSIVE ORed with the mask contained in the data memory location ad- 
dressed by register Y, bits 0-5. 


(A) - (A) XOR ((Rr)) 
XORDM: MOV R1,#20H 
XRL A,@R1 


r=0-1 

;MOVE ‘20’ HEX TO REG 1 
‘XOR’ ACC CONTENTS WITH MASK 
IN LOCATION 32 


5-681 








INSTRUCTION SET 


XRL A,# data Logical XOR Accumulator With Immediate Mask 








Opcode: 

110 1 

0 0 11 

• 

d7 ^6 d 5 64 

d3 d2 di do 


Example: 


This is a 2-cycle instruction. Data in the accumulator is EXCLUSIVE ORed with an immediately-specified 
mask. 


(A) — (A) XOR data 
XORID: XOR A,#HEXTEN 


XOR CONTENTS OF ACC WITH 
MASK EQUAL VALUE OF SYMBOL 
‘HEXTEN’ 






CHAPTER 4 

SINGLE-STEP, PROGRAMMING, 
AND POWER-DOWN MODES 


SINGLE-STEP 

{ 

The UPI family has a single-step mode which allows 
the user to manually step through his program one 
instruction at a time. While 'stopped, the address of 
the next instruction to be fetched is available on 
PORT 1 and the lower 2 bits of PORT 2. The single- 
step feature simplifies program debugging by allow- 
ing the user to easily follow program execution. 


Figure 4-1 illustrates a recommended circuit for sin- 
gle-step operation, while Figure 4-2 shows the tim- 
ing relationship between the SYNC output and the 
SS input. During single-step operation, PORT 1 and 
part of PORT 2 are used to output address informa- 
tion. In order to retain the normal I/O functions of 
PORTS 1 and 2, a separate latch can be used as 
shown in Figure 4-3. 



Figure 4- 1 . Single-Step Circuit 
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Figure 4-3. Latching Port Data 


Timing 

The sequence of single-step operation is as follows: 

1 ) The processoris requested to stop by applying a 
low level on SS. The SS input should not be 
brought low while SYNC is high. (The UPI 
samples the SS pin in the middle of the SYNC 
pulse). 

2) The processor responds to the request by stop- 
ping during the instruction fetch portion of the 
next instruction. If a double cycle instruction is 
in progress when the single-step command is re- 
ceived, both cycles will be completed before 
stopping. 

3) The processor acknowledges it has entered the 
stopped state by raising SYNC high. In this 
state, which can be maintained indefinitely, the 
10-bit address of the next instruction to be 
fetched is present on PORT 1 and the lower 2 
bits of PORT 2. 

4) SS is then raised high to bring the processor out 
of the stopped mode allowing it to fetch the 
next instruction. The exit from stop is indicated 
by the processor bringing SYNC low. 


5) To stop the processor at the next instruction SS 
must be brought low again before the next 
SYNC pulse — the circuit in Figure 4-1 uses the 
trailing edge of the previous pulse. If SS is left 
high, the processor remains in the “RUN” 
mode. 

Figure 4-1 shows a schematic for implementing sin- 
gle-step. A single D-type flip-flop with preset and 
clear is used to generate SS. In the RUN mode SS is 
held high by keeping the flip-flop preset (preset has 
precedence over the clear input). To enter single- 
step, preset is removed allowing SYNC to bring SS 
low via the clear input. Note that SYNC must be 
buffered since the SN7474 is equivalent to 3 TTL 
loads. 

The processor is now in the stopped state. The next 
instruction is initiated by clocking “1” into the flip- 
flop. This “1” will not appear on SS unless SYNC is 
high (i.e., clear must be removed from the flip-flop). 
In response to SS going high, the processor begins an 
instruction fetch which brings SYNC low. SS is then 
reset through the clear input and the processor again 
enters the stopped state. 
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PROGRAMMING, VERIFYING AND ERASING 
EPROM (8741 A, 8742 EPROM ONLY) 

The internal Program Memory of the 8741 A and 
8742 may be erased and reprogrammed by the user 
as explained in the following sections. See the data 
sheet for more detail. 

Programming 

The programming procedure consists of the follow- 
ing: activating the program mode, applying an 
address, latching the address, applying data, and 
applying a programming pulse. Each word is pro- 
grammed completely before moving on to the next 
and is followed by a verification step. Figure 4-4 
illustrates the programming and verifying sequence. 
The following is a list of the pins used for program- 
ming and a description of their functions: 

• XTAL 1, Clock Input 
XTAL2 

• RESET Initialization and Address Latching 

• TESTO Selection of Program or Verify 

Mode 

• EA Activation of Program/Verify 

Modes 

• D0-D7 Address and Data Input 

Data Output During Verify 


• P20> P21 Address Input 

• VdD Programming Power Supply 

• PROG Program Pulse Input 

NOTE: All set-up and hold times are 4 cycles. 

The detailed Programming sequence (for one byte) 
is as follows: 

1) Initial Conditions: VQC = Vqd = 5 V; Clock 
Running; Ao = OV, CS = 5V; EA = 5V; D0-D7 
and PROG Floating. 

2) RESET = OV, TEST 0 = OV (Select Program- 
ming Mode). 

3) EA = 23V for 8741A 
EA = 18V for 8742 

4) Address applied to D0-D7 and PORTS 20-22. 

5) RESET = 5V (Latch Address). 

6) Data applied to D0-D7. 

7) VDD = 25V for 8741A 

VDD = 21V for 8742 (Programming Power). 



Figure 4-4. Programming Sequence 
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8) PROG = OV followed by one 50 msec pulse of 
23V for 8741A 

PROG = 0V followed by one 50 msec pulse of 
18V for 8742. 

9) VDD = 5V. < 

10) TEST 0 = 5V (Select Verify Mode). 

11) Read data on D0-D7 and verify EPROM cell 
contents. 

WARNING 

An attempt to program a mis -socketed 8741 A 
or 8742 will result in severe damage to the part. 

An indication of a properly socketed part is the 
appearance of the SYNC clock output. The 
lack of this clock may be used to disable the 
programmer. 

r 

Verification 

Verification is accomplished by latching in an ad- 
dress as in the Programming Mode and then apply- 
ing “1” to the TEST 0 input. The word stored at the 
selected address then appears on the D0-D7 lines. 
Note that verification can be applied to both ROM’s 
and EPROM’s independently of the programming 
procedure. See the data sheet. 

The detailed Verifying sequence (for one byte) is as 
follows: 

1) Initial Conditions: VCC = Vdd = 5 V; Clock 
Running; Ao = 0V, CS = 5V; EA = 5V; D0-D7 
and PROG Floating. 


2) RESET = 0V, TEST 0 = 5V (Verify Mode). 

3) EA = 23V for 8741A 
EA = 18V for 8742 

4) Address applied to D0-D7 and PORTS 20-22. 

5) RESET = 5V (Latch Address) 

6) Read data on D0-D7 and verify EPROM cell 
contents. 

Erasing 

The program memory of the 8741 A or 8742 may be 
erased to zeros by exposing its translucent lid to 
shortwave ultraviolet light. 

EPROM Light Sensitivity 

The erasure characteristics of the 8741A or 8742 
EPROM are such that erasure begins to occur when 


exposed to light with wavelengths shorter than ap- 
proximately 4000 Angstroms. It should be noted 
that sunlight and certain types of fluorescent lamps 
have wavelengths in the 3000-4000 Angstrom range. 
Data shows that constant exposure to room level flu- 
orescent lighting could erase the typical 8741A in ap- 
proximately 3 years while it would take 
approximately 1 week to cause erasure when ex- 
posed to direct sunlight. If the 8741 A or 8742 is to be 
exposed to these types of lighting conditions for ex- 
tended periods of time, opaque labels (available 
from Intel) should be placed over the 8741A or 8742 
window to prevent unintentional erasure. 

The recommended erasure procedure for the 8741A 
or 8742 is exposure to shortwave ultraviolet light 
which has a wavelength of 2537 Angstroms. The in- 
tegrated dose (i.e., UV intensity X exposure time) 
for erasure should be a minimum of 15W-sec/cm 2 
power rating. The erasure time with this dosage is 
approximately 15 minutes using an ultraviolet lamp 
with a 12,000 /uW/cm 2 power rating. The 8741A or 
8742 should be placed within 1 inch of the lamp 
tubes during erasure. Some lamps have a filter on 
their tubes which should be removed before erasure. 

EXTERNAL ACCESS 

The UPI family has an External Access mode (EA) 
which puts the processor into a test mode. This 
mode allows the user to disable the internal program 
memory and execute from external memory. Exter- 
nal Access mode is useful in testing because it allows 
the user to test the processor’s functions directly. It 
is only useful for testing since this mode uses D0-D7, 
PORTS 10-17 and PORTS 20-22. 

This mode is invoked by connecting the EA pin to 
5V. The 11 -bit current program counter contents 
then come out on PORTS 10-17 and PORTS 20-22 
after the SYNC output goes high. (PORT 10 is the 
least significant bit.) The desired instruction opcode 
is placed on D0-D7 before the start of state Si. Dur- 
ing state Si, the opcode is sampled from D0-D7 and 
subsequently executed in place of the internal pro- 
gram memory contents. 

The program counter contents are multiplexed with 
the I/O port data on PORTS 10-17 and PORTS 2Q- 
22. The I/O port data may be demultiplexed using 
an external latch on the rising edge of SYNC. The 
program counter contents may be demultiplexed 
similarly using the trailing edge of SYNC. 

Reading and/or writing the Data Bus Buffer regis- 
ters is still allowed although only when D0-D7 are 
not being sampled for opcode data. In practice, since 
this sampling time is not known externally, reads or 
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writes on the system bus are done during SYNC high early enough to guarantee the 8041 AH or 8042 

time. Approximately 600ns are available for each can save all necessary data before Vcc falls 

read or write cycle. outside normal operating tolerance. 

POWER DOWN MODE 
(8041AH/8042 ROM ONLY) 

Extra circuitry is included in the ROM version to al- 
low low-power, standby operation. Power is removed 
from all system elements except the internal data 
RAM in the low-power mode. Thus the contents of 
RAM can be maintained and the device draws only 
10 to 15% of its normal power. 

The Vcc pin serves as the 5V power supply pin for 
all of the ROM version’s circuitry except the data 
RAM array. The Vdd pin supplies only the RAM 
array. In normal operation, both Vcc an d Vdd are 
connected to the same 5V power supply. 

To enter the Power-Down mode, the RESET signal 
to the UPI is asserted. This ensures the memory will 
not be inadvertently altered by the UPI during 
power-down. The VCC pin is then grounded while 
VDD is maintained at 5V. Figure 4-5 illustrates a 
recommended Power-Down sequence. The sequence 
typically occurs as follows: 

1) Imminent power supply failure is detected by 
user defined circuitry. The signal must occur 



Figure 4-5. Power-Down Sequence 


2) A “Power Failure” signal is used to interrupt 
the processor (via a timer overflow interrupt, 
for instance) and call a Power Failure service 
routine. 

3) The Power Failure routine saves all important 
data and machine status m the RAM array. The 
routine may also initiate transfer of a backup 
supply to the Vdd pin and indicate to external 
circuitry that the Power Failure routine is com- 
plete. 

4) A RESET signal is applied by external hard- 
ware to guarantee data will not be altered as the 
power supply falls out of limits. RESET must 
be low until Vcc reaches ground potential. 

Recovery from the Power-Down mode can occur as 
any other pow er-on seq uence. An external 1 fi fd ca- 
pacitor on the RESET input will provide the neces- 
sary initialization pulse. 
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BUS INTERFACE 

The UPI-4lAH, 42 Microcomputer functions as a 
peripheral to a master processor by using the data 
bus buffer registers to handle data transfers. The 
DBB configuration is illustrated in Figure 5-1. The 
UPI-41AH, 42 Microcomputer’s 8 three-state data 
lines (D 7 -D 0 ) connect directly to the master proces- 
sor’s data bus. Data transfer to the master is con- 
trolled by 4 external inputs to the UPI: 

• Ao Address Input signifying command 

or data 

• CS^ Chip Select 

• RD Read strobe 

• WR Write strobe 



Figure 5-1. Data Bus Register Configuration 


The master processor addresses the UPI-41AH, 42 
Microcomputer as a standard peripheral device. Ta- 
ble 5-1 shows the conditions for data transfer: 


Table 5-1. Data Transfer Controls 


C5 

Ao 

RD 

WR 

Condition 

0 

0 

0 

1 

Read DBBOUT 

0 

1 

0 

1 

Read STATUS 

0 

0 

1 

0 

Write DBBIN data, set Fi = 0 

0 

1 

1 

0 

Write DBBIN command set 

Fl-1 

1 

X 

X 

X 

Disable DBB 


Reading the DBBOUT Register 

The sequence for reading the DBBOUT register is 
shown in Figure 5-2. This operation causes the 8-bit 
contents of the DBBOUT register to be placed on 


the system Data Bus. The OBF flag is cleared auto- 
matically. 

Reading STATUS 

The sequence for reading the UPI-41AH, 42 
Microcomputer’s 8 STATUS bits is shown in Figure 
5-3. This operation causes the 8-bit STATUS regis- 
ter contents to be placed on the system Data Bus as 
shown. 

Write Data to DBBIN 

The sequence for writing data to the DBBIN register 
is shown in Figure 5-4. This operation causes the sys- 
tem Data Bus contents to be transferred to the 
DBBIN register and the IBF flag is set. Also, the Fi 
flag is cleared (Fi = 0) and an interrupt request is 
generated. When the IBF interrupt is enabled, a 
jump to location 3 will occur. The interrupt request 
is cleared upon entering the IBF service routine or 
by a system RESET input. 
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Figure 5-5. Writing Commands to DBBIN 


Writing Commands to DBBIN 

The sequence for writing commands to the DBBIN 
register is shown in Figure 5-5. This sequence is 
identical to a data write except that the Ao input is 
latched in the Fi flag (Fi = 1). The IBF flag is set 
and an interrupt request is generated when the mas- 
ter writes a command to DBB. 

Operations of Data Bus Registers 

The UPI-41AH, 42 Microcomputer controls the 
transfer of DBB data to its accumulator by execut- 
ing INput and OUTput instructions. An IN A, DBB 
instruction causes the contents to be transferred to 
the UPI accumulator and the IBF flag is cleared. 

The OUT DBB, A instruction causes the contents of 
the accumulator to be transferred to the DBBOUT 
register. The OBF flag is set. 

The UPFs data bus buffer interface, is applicable to a 
variety of microprocessors including the 8086, 8088, 
8085 AH, 8080, and 8048. 

A description of the interface to each of these pro- 
cessors follows. 

DESIGN EXAMPLES 
8085AH Interface 

Figure 5-6 illustrates an 8085AH system using a 
UPI-41AH, 42. The 8085AH system uses a multi- 
plexed address and data bus. During I/O the 8 upper 
address lines (A8-A15) contain the same I/O address 
as the lower 8 address/data lines (A0-A7); therefore 
I/O address decoding is done using only the upper 8 
lines to eliminate latching of the address. An 8205 
decoder provides address decoding for both the 
UPI-41AH, 42 and the 8237. Data is transferred 


using the two DMA handshaking lines of PORT 2. 
The 8237 performs the actual bus transfer operation. 
Using the UPI-41AH* 42’s OBF master interrupt, 
the UPI-41A notifies the 8085AH upon transfer 
com pletion using the RST 5.5 interrupt input. The 
IBF master interrupt is not used in this example. 

8088 Interface 

Figure 5-7 illustrates a UPI-41AH, 42 interface to an 
8088 minimum mode system. Two 8-bit latches are 
used to demultiplex the address and data bus. The 
address bus is 20 -lines wide. For I/O only, the lower 
16 address lines are used, providing an addressing 
range of 64K. UPI address selection is accomplished 
using an 8205 decoder. The Ao address line of the 
bus is connected to the corresponding UPI input for 
register selection. Since the UPI-41 A is polled by the 
8088, neither DMA nor master interrupt capabilities 
of the UPI-41 AH, 42 are used in the figure. 

8086 Interface 

The UPI-41AH, 42 can be used on an 8086 maxi- 
mum mode system as shown in figure 5-8. The ad- 
dress and data bus is demultiplexed using three 8282 
latches providing separate address and data buses. 
The address bus is 20-lines wide and the data bus is 
16-lines wide. Multiplexed control lines are decoded 
by the 8288. The UPFs CS input is provided by lin- 
ear selection. Note that the UPI-41AH, 42 is both 
I/O mapped and memory mapped as a result of the 
linear addressing technique. An address decoder 
may be used to limit the UPI-41AH, 42 to a specific 
I/O mapped address. Address line Ai is connected to 
the UPFs Ao input. This insures that the registers of 
the UPI will have even I/O addresses. Data will be 
transferred on D0-D7 lines only. This allows the I/O 
registers to be accessed using byte manipulation 
instructions. 
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Figure 5-6. 8085AH-UPI System 



Figure 5-7. 8088-UPI Minimum Mode System 
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Figure 5-8. 8086-UPI Maximum Mode Systems 


8080 Interface 

Figure 5-9 illustrates the interface to an 8080A sys- 
tem. In this example, a crystal and capacitor are 
used for UBI-41AH, 42 timing reference and power- 
on RESET. If the 2-MHz 8080A 2-phase clock were 
used instead of the crystal, the UPI-41AH, UPI-42 
would run at only 16% full speed. 

The Ao. and CS inputs are direct connections to the 
8080 address bus. In larger systems, however, either 
of these inputs may be decoded from the 16 address 
lines. 

The RD and W R inp uts to th e U PI can be either the 
IOR and 10 W or the MEMR and MEMR signals de- 
pending on the I/O mapping technique to be used. 

The UPI can be addressed as an I/O device using IN- 
put and OUTput instructions in 8080 software. 


The 8048 RD and WR outputs are directly compati- 
ble with the UPI. Figure 5-11 shows a distributed 
processing system with up to seven UPI’s connected 
to a single 8048 master processor. 

In this configuration the 8048 uses PORT 0 as a data 
bus. I/O PORT 2 is used to select one of the seven 
UPI’s when data transfer occurs. The UPFs are pro- 
grammed to handle isolated tasks and, since they op- 
erate in parallel, system throughput is increased. 

GENERAL HANDSHAKING PROTOCOL 

1) Master reads STATUS register (RD, CS, Ao = 
(0, 0 , 1)) in polling or in response to either an 
IBF or an OBF interrupt. 


2) If the UPI DBBIN register is empty (IBF flag = 
0), M aster writes a word to the DBBIN register 
(WR, CS, Ao = (0, 0, 1) or (0, 0, 0)). If Ao = 1, 
write command word, set Fi. If Ao = 0, write 
data word, Fi = 0. 


8048 Interface 

Figure 5-10 shows the UPI interface to an 8048 mas- 
ter processor. ! 
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Figure 5-9. 8080A-UPI Interface 



Figure 5-10. 8048-UPI Interface 


3) If the UPI DBBOUT register is full (OBF flag - 5) UPI-41AH, 42 recognizes OBF flag = 0 (via 

1), Master reads a word from the DBBOUT reg- JOBF). Next word is output to DBBOUT regis- 

ister (RD, CS, Ao = (0, 0, 0)). ter, OBF is set. Repeat step 1 above. 

4) UPI recognizes IBF (via IBF interrupt or 
JNIBF). Input data or command word is 
processed, depending on Fi; IBF is reset. Re- 
peat step 1 above. 
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Figure 5-11. Distributed Processor System 
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ABSTRACTS 

The UPI-41A is designed to fill a wide variety of low 
to medium speed peripheral interface applications 
where flexibility and easy implementation are im- 
portant considerations. The following examples il- 
lustrate some typical applications. 

Keyboard Encoder 

Figure 6-1 illustrates a keyboard encoder config- 
uration using the UPI and the 8243 I/O expander 
to scan a 128-key matrix. The encoder has switch 
matrix scanning logic, N-key rollover logic, ROM 
look-up table, FIFO character buffer, and additional 
outputs for display functions, control keys or other 
special functions. 

PORT 1 and PORTs 4-7 provide the interface to the 
keyboard. PORT 1 lines are set one at a time to se- 
lect the various key matrix rows. 

When a row is energized, all 16 columns (i.e., PORTs 
4-7 inputs) are sampled to determine if any switch 
in the row is closed. The scanning software is code 
efficient because the UPI instruction set includes in- 
dividual bit set/clear operations and expander 
PORTs 4-7 can be directly addressed with single, 2- 
byte instructions. Also, accumulator bits can be test- 
ed in a single operation. Scan time for 128 keys is 
about 10 ms. Each matrix point has a unique binary 


code which is used to address ROM when a key clo- 
sure is detected. Page 3 of ROM contains a look-up 
table with useable codes (i.e., ASCII, EBCDIC, etc.) 
which correspond to each key. When a valid key clo- 
sure is detected the ROM code corresponding to that 
key is stored in a FIFO buffer in data memory for 
transfer to the master processor. To avoid stray 
noise and switch bounce, a key closure must be de- 
tected on two consecutive scans before it is consid- 
ered valid and loaded into the FIFO buffer. The 
FIFO buffer allows multiple keys to be processed as 
they are depressed without regard to when they are 
released, a condition known as N-key rollover. 

The basic features of this encoder are fairly standard 
and require only about 500 bytes of memory. Since 
the UPI is programmable and has additional mem- 
ory capacity it can handle a number of other func- 
tions. For example, special keys can be programmed 
to give an entry on closing as well as opening. Also, 
I/O lines are available to control a 16-digit, 7-seg- 
ment display. The UPI can also be programmed to 
recognize special combinations of characters such as 
commands, then transfer only the decoded informa- 
tion to the master processor. 

A complete keyboard application has been devel- 
oped for the UPI-41A. A description is included in 
this section. The code for the application is available 
in the Intel Insite Library (program A6 147). 


INTERFACE 
TO 8-BIT 
MASTER 
PROCESSOR 



Figure 6-1. Keyboard Encoder Configuration 
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Matrix Printer Interface 

The matrix printer interface illustrated in Figure 6-2 
is a typical application for the UPI-41A. The actual 
printer mechanism could be any of the numerous 
dot-matrix types and similar configurations can be 
shown for drum, spherical head, daisy wheel or chain 
type printers. 

The bus structure shown represents a generalized, 8- 
bit system bus configuration. The UPI’s three-state 
interface port and asynchronous data buffer regis- 
ters allow it to connect directly to this type of system 
for efficient, two-way data transfer. 

The UPFs two on-board I/O ports provide up to 16 
input and output signals to control the printer 
mechanism. The timer/event counter is used for 
generating a timing sequence to control print head 
position, line feed, carriage return, and other se- 
quences. The on-board program memory provides 
character generation for 5 X 7, 7 X 9, or other dot 
matrix formats. As an added feature a portion of the 
64 X 8-bit data memory can be used as a FIFO buffer 
so that the master processor can send a block of data 
at a high rate. The UPI can then output characters 
from the buffer at a rate the printer can accept while 
the master processor returns to other tasks. 


The 8295 Printer Controller is an example of an 
8041A preprogrammed as a dot matrix printer inter- 
face. 

Tape Cassette Controller 

Figure 6-3 illustrates a digital cassette interface 
which can be implemented with the UPI-41A. Two 
sections of the tape transport are controlled by the 
UPI: digital data/command logic, and motor servo 
control. 

The motor servo requires a speed reference in the 
form of a monostable pulse whose width is propor- 
tional to the desired speed. The UPI monitors a 
prerecorded clock from the tape and uses its on- 
board interval timer to generate the required speed 
reference pulses at each clock transition. 

Recorded data from the tape is supplied serially by 
the data/command logic and is converted to 8-bit 
words by the UPI, then transferred to the master 
processor. At 10 ips tape speed the UPI can easily 
handle the 8000 bps data rate. To record data, the 
UPI uses the two input lines to the data/command 
logic which control the flux direction in the record- 
ing head. The UPI also monitors 4 status lines from 
the tape transport including: end of tape, cassette 


INTERFACE 
TO 8-BIT 
MASTER 
PROCESSOR 



Figure 6-2. Matrix Printer Controller 
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Figure 6-3. Tape Transport Controller 


inserted, busy, and write permit. All control signals PORT 1 is used strictly for I/O in this example while 

can be handled by the UPI’s two I/O ports. PORT 2 lines provide five functions: 

• P23-P20 I/O lines (bidirectional) 

Universal I/O Interface • p 24 Request to send (RTS) 

Figure 6-4 shows an I/O interface design based on • P 25 Clear to Send (CTS) 

the UPI. This configuration includes 12 parallel I/O • P 26 Interrupt to master 

lines and a serial (RS232C) interface for full duplex • P 27 Serial data out 

data transfer up to 1200 baud. This type of design The parallel I/O lines make use of the bidirectional 

can be used to interface a master processor to a port structure of the UPI. Any line can function as 

broad spectrum of peripheral devices as well as to a an input or output. All po rt lines a re automatically 

serial communication channel. initialized to 1 by a system RESET pulse and remain 



Figure 6-4. Universal I/O Interface 
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latched. An external TTL signal connected to a port 
line will override the UPI’s 50K-ohm internal pull- 
up so that an INPUT instruction will correctly sam- 
ple the TTL signal. 

Four PORT 2 lines function as general I/O similar to 
PORT 1. Also, the RTS signal is generated on PORT 
2 under software control when the UPI has serial 
data to send. The CTS signal is monitored via PORT 
2 as an enable to the UPI to send serial data. A 
PORT 2 line is also used as a software generated in- 
terrupt to the master processor. The interrupt func- 
tions as a service request when the UPI has a byte of 
data to transfer or when it is ready to receive. Alter- 
natively, the EN FLAG S ins truction could be used 
to create the OBF and IBF interrupts on P 24 and 
^ 25 - 

The RS232C interface is implemented using the 
TEST 0 pin as a receive input and a PORT 2 pin as a 
transmit output. External packages (Ao, Ai) are 
used to provide RS232C drive requirements. The 
serial receive software is interrupt driven and uses 
the on-chip timer to perform time critical serial con- 
trol. After a start bit is detected the interval timer 


can be preset to generate an interrupt at the proper 
time for sampling the serial bit stream. This elimi- 
nates the need for software timing loops and allows 
the processor to proceed to other tasks (i.e., parallel 
I/O operations) between serial bit samples. Software 
flags are used so the main program can determine 
when the interrupt driven receive program has a 
character assembled for it. 

This type of configuration allows system designers 
flexibility in designing custom I/O interfaces for spe- 
cific serial and parallel I/O applications. For in- 
stance, a second or third serial channel could be 
substituted in place of the parallel I/O if required. 
The UPI’s data memory can buffer data and com- 
mands for up to 4 low-speed channels (110 baud tele- 
typewriter, etc.) 

Application Notes 

The following application notes illustrate the var- 
ious applications of the UPI family. Other related 
publications including the 8048 Family Application 
Handbook are available through the Intel Literature 
Department. 
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INTRODUCTION TO THE UPI-41A™ 
Introduction 

Since the introduction in 1974 of the second genera- 
tion of microprocessors, such as the 8080, a wide 
range of peripheral interface devices have appeared. 
At first, these devices solved application problems of 
a general nature; i.e., parallel interface (8255), serial 
interface (8251), timing (8253), interrupt control 
(8259). However, as the speed and density of LSI 
technology increased, more and more intelligence 
was incorporated into the peripheral devices. This 
allowed more specific application problems to be 
solved, such as floppy disk control (8271), CRT con- 
trol (8275), and data link control (8273). The advan- 
tage to the system designer of this increased 
peripheral device intelligence is that many of the pe- 
ripheral control tasks are now handled externally to 
the main processor in the peripheral hardware 
rather than internally in the main processor soft- 
ware. This reduced main processor overhead results 
in increased system throughput and reduced soft- 
ware complexity. 

In spite of the number of peripheral devices avail- 
able, the pervasiveness of the microprocessor has 
been such that there is still a large number of periph- 
eral control applications not yet satisfied by dedi- 
cated LSI. Complicating this problem is the fact that 
new applications are emerging faster than the manu- 
facturers can react in developing new, dedicated pe- 
ripheral controllers. To address this problem, a new 
microcomputer-based Universal Peripheral Inter- 
face (UPI-41A) device was developed. 

In essence, the UPI-41A acts as a slave processor to 
the main system CPU. The UPI contains its own 
processor, memory, and I/O, and is completely user 
programmable; that is, the entire peripheral control 
algorithm can be programmed locally in the UPI, in- 
stead of taxing the master processor’s main memory. 
This distributed processing concept allows the UPI 
to handle the real-time tasks such as encoding key- 
boards, controlling printers, or multiplexing dis- 
plays, while the main processor is handling non- real- 
time dependent tasks such as buffer management or 
arithmetic. The UPI relies on the master only for 
initialization, elementary commands, and data 
transfers. This technique results in an overall in- 
crease in system efficiency since both processors — 
the master CPU and the slave UPI — are working in 
parallel. 

This application note presents three UPI-41 A appli- 
cations which are roughly divided into two groups: 
applications whose complexity and UPI code space 


requirements allow them to either stand alone or be 
incorporated as just one task in a "multi-tasking” 
UPI, and applications which are complete UPI ap- 
plications in themselves. Applications in the first 
group are a simple LED display and sensor matrix 
controllers. A combination serial/parallel/ I/O de- 
vice is an application in the second group. Each ap- 
plication illustrates different UPI configurations 
and features. However, before the application de- 
tails are presented, a section on the UPI/master pro- 
tocol requirements is included. These protocol 
requirements are key to UPI software development. 
For convenience, the UPI block diagram is repro- 
duced in Figure 1 and the instruction set summary 
in Table 1. 

UPI-41 vs. UPI-41 A 

The UPI-41A is an enhanced version of the UPI-41. 
It incorporates several architectural features not 
found on the "non-A” device: 

• Separate Data In and Data Out data bus buf- 
fer registers 

• User-definable STATUS register bits 

• Pro gram mable master interrupts for the OBF 
and IBF flags 

• Programmable DMA interface to external 
DMA controller. 

The separate Data In (DBBIN) and Data Out 
(DBBOUT) registers greatly simplify the master/ 
UPI protocol compated to the UPI-41. The master 
need only check IBF before writing to DBBIN and 
OBF before reading DBBOUT. No data bus buffer 
lock-out is required. 

The most significant nibble of the STATUS register, 
undefined in the UPI-41, is user-definable in UPI- 
41A. It may be loaded directly from the most signifi- 
cant nibble of the Accumulator (MOV STS, A). 
These extra four STATUS bits are useful for trans- 
ferring additional status information to the master. 
This application note uses this feature extensively. 

A new instruction, EN FLAGS, allows OBF and IBF 
to be reflected on PORT 2 BIT 4 and PORT 2 BIT 5 
respectively. This feature enables interrupt-driven 
data transfers when these pins are interrupt sources 
to the master. 

By executing an EN DMA instruction PORT 2 BIT 
6 becomes a DRQ (DM A Requ est) output and 
PORT 2 BIT 7 becomes DACK (DMA Acknowl- 
edge). Setting DRQ requests a DMA cycle to an ex- 
ternal DMA controller. When the cycle is gran ted, 
the DMA cont roller returns DACK plus either RD 
(Read) or WR (Write). DACK automatically forces 
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1-768 
r- 767 


*-512 

p511 


LOCATION 7 — TIMER 
INTERRUPT VECTORS 
PROGRAM HERE 


LOCATION 3 — IBF 
INERRUPT VECHTORS 
PROGRAM HERE 


RESET VECTORS 
PROGRAM HERE 



Figure 1A. Program Memory Map 


Figure IB. Data Memory Map 


CS and Ao low internally and clears DRQ. This se- 
lects the appro priat e data buffer register (D BBO UT 
for DACK and RD, DBBIN for DACK and WR) for 
the DMA transfer. 

Like the “non-A”, the UPI-41A is available in both 
ROM (8041A) and EPROM (8741A) Program Mem- 
ory versions. This application note deals exclusively 
with the UPI-41A since the applications use the “A”s 
enhanced features. 

UPI/MASTER PROTOCOL 

As in most closely coupled multiprocessor systems, 
the various processors communicate via a shared re- 
source. This shared resource is typically specific lo- 
cations in RAM or in registers through which status 
and data are passed. In the case of a master proces- 
sor and a UPI-41A, the shared resource is 3 separate, 
master-addressable, registers internal to the UPI. 
These registers are the status register (STATUS), 
the Data Bus Buffer Input register (DBBIN), and 
the Data Bus Output register (DBBOUT). [Data 
Bus Buffer direction is relative to the UPI]. To illus- 
trate this register interface, consider the 8085A/UPI 
system in Figure 2. 


Looking into the UPI from the 8085A, the 8085A 
sees only the three registers mentioned above. If the 
8085A wishes to issue a command to the UPI, it does 
so by writing the command to the DBBIN register 
according to the decoding of Table 2. Data for the 
UPI is also passed via the DBBIN register. (The UPI 
differentiates commands and data by examining the 
Ao pin. Just how this is done is covered shortly.) 
Data from the UPI for the 8085A is passed in the 
DBBOUT register. The 8085A may interrogate the 
UPI’s status by reading the UPI’s STATUS register. 
Four bits of the STATUS register act as flags and 
are used to handshake data and commands into and 
out of the UPI. The STATUS register format is 
shown in Figure 3. 

BIT 0 is OBF (Output Buffer Full). This flag indi- 
cates to the master when the UPI has placed data in 
the DBBOUT register. OBF is set when the UPI 
writes to DBBOUT and is reset when the master 
reads DBBOUT. The master finds meaningful data 
in the DBBOUT register only when OBF is set. 

The Input Buffer Full (IBF) flag Is BIT 1. The UPI 
uses this flag as an indicator that the master has 
written to the DBBIN register. The master uses IBF 
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MASTER 
„ SYSTEM 
INTERFACE 


CRYSTAL 
LC, OR 
CLOCK 



Figure 1C. UPI-41A Block Diagram 


to indicate when the UPI has accepted a particular 
command or data byte. The master should examine 
IBF before outputting anything to the UPI. IBF is 
set when the master writes to DBBIN and is reset 
when the UPI reads DBBIN. The master must wait 
until IBF=0 before writing new data or commands 
to DBBIN. Conversely, the UPI must ensure IBF=1 
before reading DBBIN. 

The third STATUS register bit is Fo (FLAG 0). This 
is a general purpose flag that the UPI can set, reset, 
and test. It is typically used to indicate a UPI error 
or busy condition to the master. 

FLAG 1 (Fi) is the final dedicated STATUS bit. 
Like Fo the UPI can set, reset, and test this flag. 
However, in addition, Fi reflects the state of the Ao 
pin whenever the master writes to the DBBIN regis- 
ter. The UPI uses this flag to delineate between mas- 
ter command and data writes to DBBIN. 

The remaining four STATUS register bits are user 
definable. Typical uses of these bits are as status in- 



Figure 2. Register Interface 


dicators for individual tasks in a multitasking UPI 
or as UPI generated interrupt status. These bits find 
a wide variety of uses in the upcoming applications. 

Looking into the 8085A from the UPI, the UPI sees 
the two DBB registers plus the IBF, OBF, and Fi 
flags. The UPI can write from its accumulator to 
DBBOUT or read DBBIN into the accumulator. 
The UPI cannot read OBF, IBF, or Fi directly, but 
these flags may be tested using conditional jump 
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Table 1. Instruction Set Summary 


Mnemonic 

Description 

Bytes Cycles 

Accumulator j 

ADD A,R r 

Add register to A 

1 

1 

ADD A,@R r 

Add data memory to A 

1 

1 

ADD A,#data 

Add immediate to A 

2 

2 

ADDC A,R r 

Add register to A with carry 

1 

1 

ADDC A @R r 

Add data memory to A with carry 

1 

1 

ADDC A,#data 

Add immed. to A with carry 

2 

2 

ANL a,R r 

AND register to A 

1 

1 

ANL A,@R r 

AND data memory to A 

1 

1 

ANL A,#data 

AND immediate to A 

2 

2 

ORL A,R r 

OR register to A 

1 

1 

ORL A@R r 

OR data memory to A 

1 

1 

ORL A,#data 

OR immediate to A 

2 

2 

XRL A,R r 

Exclusive OR register to A 

1 

1 

XRL A,@R r 

Exclusive OR data memory to A 

1 

1 

XRL A,#data 

Exclusive OR immediate to A 

2 

2 

INCA 

Increment A 

1 

1 

DEC A 

Decrement A 

1 

1 

CLR A 

Clear A 

1 

1 

CPL A 

Complement A 

1 

1 

DA A 

Decimal Adjust A 

1 

1 

SWAP A 

Swap digits of A 

1 

1 

RL A 

Rotate A left 

1 

1 

RLC A 

Rotate A left through carry 

1 

1 

RR A 

Rotate A right 

1 

1 

RRC A 

Rotate A right through carry 

1 

1 

Input/Output | 

IN A,P p 

Input port to A 

1 

2 

OUTL P p ,A 

Output A to port 

1 

2 

ANL P p ,#data 

AND immediate to port 

2 

2 

ORL P p ,#data 

OR immediate to port 

2 

2 

IN A, DBB 

Input DBB to A, clear IBF 

1 

1 

OUT DBB, A 

Output A to DBB, set OBF 

1 

1 

MOV STS, A 

A4-A7 to Bits 4-7 of Status 

1 

1 

MOVD A,P p 

Input Expander port to A 

1 

2 

MOVD P p ,A 

Output A to Expander port 

1 

2 

ANLD P p ,A 

AND A to Expander port 

1 

2 

ORLD P p ,A 

OR A to Expander port 

1 

2 

Data Moves [ 

MOV A,R r 

Move register to A 

1 

1 

MOV A,@R r 

Move data memory to A 

1 

1 

MOV A,#data 

Move immediate to A 

2 

2 

MOV R r ,A 

Move A to register 

1 

1 

MOV @R r ,A 

Move A to data memory 

1 

1 

MOV R r ,#data 

Move immediate to register 

2 

2 

MOV @R r ,#data 

Move immediate to data memory 

2 

2 

MOV A,PSW 

Move PSW to A 

1 

1 

MOV PSW, A 

Move A to PSW 

1 

1 

XCH A,R r 

Exchange A and register 

1 

1 

XCH A,@R r 

Exchange A and data memory 

1 

1 

XCHD A@R r 

Exchange digit of A and register 

1 

1 

MOVP A.@A 

Move to A from current page 

1 

2 

MOVP 3 , A,@A 

Move to A from page 3 

1 

2 


Mnemonic 

Description 

Bytes Cycles 

Timer/Counter j 

MOV A,T 

Read Timer/Counter 

1 

1 

MOV T,A 

Load Timer/Counter 

1 

1 

STRTT 

Start Timer 

1 

1 

STRT CNT 

Start Counter 

1 

1 

STOP TCNT 

Stop Timer/Counter 

1 

1 

EN TCNTI 

Enable Timer/Counter Interrupt 

1 

1 

DIS TCNTI 

Disable Timer/Counter Interrupt 

1 

1 

Control j 

EN DMA 

Enable DMA Handshake Lines 

1 

1 

EN I 

Enable IBF Interrupt 

1 

1 

DIS I 

Disable IBF Interrupt 

1 

1 

EN FLAGS 

Enable Master Interrupts 

1 

1 

SEL RBO 

Select register bank 0 

1 

1 

SEL RBI 

Select register bank 1 

1 

1 

NOP 

No Operation 

1 

1 

Registers ( 

INC R r 

Increment register 

1 

1 

INC @R r 

Increment data memory 

1 

1 

DEC R r 

Decrement register 

1 

1 

Subroutine j 

CALL addr 

Jump to subroutine 

2 

2 

RET 

Return 

1 

2 

RETR 

Return and restore status 

1 

2 

Flags | 

CLR C 

Clear Carry 

1 

1 

CPL C 

Complement Carry 

1 

1 

CLR F 0 

Clear Flag 0 

1 

1 

CPL F 0 

Complement Flag 0 

1 

1 

CLR FI 

Clear Fl Flag 

1 

1 

CPL FI 

Complement Fl Flag 

1 

1 

Branch | 

JMP ADDR 

Jump unconditional 

2 

2 

JMPP @A 

Jump indirect 

1 

2 

DJNZ R,addr 

Decrement register and skip 

2 

2 

JC addr 

Jump on Carry =1 

2 

2 

JNC addr 

Jump on Carry =0 

2 

2 

JZ addr 

Jump on A Zero 

2 

2 

JNZ addr 

Jump on A not Zero 

2 

2 

JTO addr 

Jump on T 0=1 

2 

2 

JNTO addr 

Jump on T 0=0 

2 

2 

JT1 addr 

Jump on Tl=l 

2 

2 

JNT1 addr 

Jump on T 1=0 

2 

2 

JFO addr 

Jump on F 0 Flag=l 

2 

2 

JF1 addr 

Jump on Fl Flag=l 

2 

2 

JTF addr 

Jump on Timer Flag = 1 , Clear Flag 

2 

2 

JNIBF addr 

Jump on IBF Flag =0 

2 

2 

JOBF addr 

Jump on OBF Flag=l 

2 

2 

JBb addr 

Jump on Accumulator Bit 

2 

2 


Table 2. Register Decoding 


CS 

AO 

RD 

WR 

REGISTER 

0 

0 

0 

1 

READ DBBOUT 

0 

1 

0 

1 

READ STATUS 

0 

0 

1 

0 

WRITE DBBIN (DATA) 

0 

1 

1 

0 

WRITE DBBIN (COM- 
MAND) 

1 

X 

X 

X 

NO ACTION 


1 H e 1 s | 4 | 3 1 2 | 1 I 0 1 

mr 

pm 


1 ' OBF — DBBOUF FULL 

< IBF — DBBIN FULL 

FO — FLAG 0 

Fl — FLAG 1 

USER DEFINED 

>TATUS REGISTER 


Figure 3. Status Register Format 
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instructions. The UPI should make sure that OBF is 
reset before writing new data into DBBOUT to en- 
sure that the master has read previous DBBOUT 
data. IBF should also be tested before reading 
DBBIN since DBBIN data is valid only when IBF is 
set. As was mentioned earlier, the UPI uses Fi to dif- 
ferentiate between command and data contents in 
DBBIN when IBF is set. The UPI may also write the c 
upper 4-bits of its accumulator to the upper 4-bits of 
the STATUS register. These bits are thus user 
definable. 1 

The UPI can test the flags at any time during its in- 
ternal program execution. It essentially “polls” the 
STATUS register for changes. If faster response is 
needed to master commands and data, the UPI’s in- 
ternal interrupt structure can be used. If IBF inter- 
rupts are enabled, a master write to DBBIN (either 
command or data) sets IBF which generates an in- 
ternal CALL to location 03H in program memory. At 
this point, working register contents can be saved 
using bank switching, the accumulator saved in a 
spare working register, and the DBBIN register read 
and serviced. The interrupt logic for the IBF inter- 
rupt is shown in Figure 4. A few observations con- 
cerning this logic are appropriate. Note that if the 
master writes to DBBIN while the UPI is still servic- 
ing the last IBF interrupt (a RETR instruction has 
not been executed), the IBF Interrupt Pending line 


is made high which causes a new CALL to 03H as 
soon as the first RETR is executed. No EN I (Enable 
Interrupt) instruction is needed to rearm the inter- 
rupt logic as is needed in an 8080 or 8085A system; 
the RETR performs this function. Also note that ex- 
ecuting a DIS I to disable further IBF interrupts 
does not clear a pending interrupt. Only a CALL to 
location 03H or RESET clears a pending IBF inter- 
rupt. 

Keeping in mind that the actual master/UPI proto- 
col is dependent on the application, probably the 
best way to illustrate correct protocol is by example. 
Let’s consider using the UPI as a simple parallel I/O 
device. (This is a trivial application but it embodies 
all of the important protocol considerations.) Since 
the UPI may be either interrupt or non-interrupt 
driven internally, both cases are considered. 

Let’s take the easiest configuration first; using the 
UPI PORT 1 as an 8-bit output port. From the UPI’s 
point-of-view, this is an input-only application since 
all that is required is that the UPI input data from 
the master. Once the master writes data to the UPI, 
the UPI reads the DBBIN register and transfers the 
data to PORT 1. No testing for commands versus 
data is needed since the UPI “knows” it only per- 
forms one task — no commands are needed. 



FORCE 
INTERRUPT | 
CALL 


Figure 4. UPI-41A Interrupt Structure 
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Non-interrupt driven UPI software is shown in Fig- 
ure 5A while Figure 5B shows interrupt based soft- 
ware. For Figure 5A, the UPI simply waits until it 
sees IBF go high indicating the master has written a 
data byte to DBBIN. The UPI then reads DBBIN, 
transfers it to PORT 1, and returns to waiting for the 
next data. For the interrupt-driven UPI, Figure 5B, 
once the EN I instruction is executed, the UPI sim- 
ply waits for the IBF interrupt before handling the 
data. The UPI could handle other tasks during this 
waiting time. When the master writes the data to 
DBBIN, an IBF interrupt is generated which per- 
forms a CALL to location 03H. At this point the UPI 
reads DBBIN (no testing of IBF is needed since an 
IBF interrupt implies that IBF is set), transfers the 
data to PORT 1, and executes an RETR which re- 
turns program flow to the main program. 

Software for the master 8085A is included in Figure 
5C. The only requirement for the master to output 
data to the UPI is that it check the UPI to be sure 
the previous data had been taken before writing new 
data. To accomplish this the master simply reads the 
STATUS register looking for IBF=0 before writing 
the next data. 


! UPI INPUT ONLY EXAMPLE 

-PORT 1 USED AS OUTPUT PORT 

UPI POLLS IBF FOR DATA 

RESET JNIBF 

RESET 

, WAIT ON IBF FOR INPUT 

IN 

A.DBB 

; INPUT THERE, SO READ IT 

OUTL 

PI, A 

, TRANSFER DATA TO PORT 1 

JMP 

RESET 

, GO WAIT FOR NEXT DATA 


Figure 5A. Single Output Port Example— Polling 


! UPI INPUT ONLY EXAMPLE 

-PORT 1 USED AS OUTPUT PORT 


DATA INPUT IS INTERRUPT-DRIVEN ON IBF 

RESET 

EN 

1 

; ENABLE IBF INTERRUPTS 


JMP 

RESET+1 

, LOOP WAITING FOR INPUT 

IBFINT- 

IN 

A.DBB 

; READ DATA FROM DBBIN 


OUTL 

PI, A 

; TRANSFER DATA TO PORT 1 


RETR 


, RETURN WITH RESTORE 


Figure 5B. Single Output Port Example— Interrupt 


! 8085 SOFTWARE FOR UPI INPUT-ONLY EXAMPLE 

, DATA FOR OUTPUT IS PASSED IN REG C 

UPIOUT IN 

STATUS 

READ UPI STATUS 

ANI 

IBF 

LOOK AT IBF 

JNZ 

UPIOUT 

WAIT FOR IBF=0 

MOV 

A.C 

GET DATA FROM C 

OUT 

DBBIN 

OUTPUT DATA TO DBBIN 

RET 


DONE, RETURN 


Figure 5C. 8085A Code for Single Output Port Ex- 
ample 


Figure 6A illustrates the case where UPI PORT 2 is 
used as an 8-bit input port. This configuration is 
termed UPI output-only as the master does not 
write (input) to the UPI but simply reads either the 
STATUS or the DBBOUT registers. In this example 
only the OBF flag is used. OBF signals the master 
that the UPI has placed new port data in DBBOUT. 
The UPI loops testing OBF. When OBF is clear, the 
master has read the previous data and UPI then 
reads its input port (PORT 2) and places this data in 
DBBOUT. It then waits on OBF until the master 
reads DBBOUT before reading the input port again. 
When the master wishes to read the input port data, 
Figure 6B, it simply checks for OBF being set in the 
STATUS register before reading DBBOUT. While 
this technique illustrates proper protocol, it should 
be noted that it is not meant to be a good method of 
using the UPI as an input port since the master 
would never get the newest status of the port. 


! UPI OUTPUT ONLY EXAMPLE 

-PORT 2 USED AS INPUT PORT 

PORT DATA IS AVAILABLE IN DBBOUT 

RESET JOBF 

RESET 

, LOOP IF OBF = 1 (DATA NOT READ) 

IN 

A,P2 

, DBBOUT CLEAR, READ PORT 

OUT 

DBB.A 

, TRANSFER PORT DATA TO DBBOUT 

JMP 

RESET 

, WAIT FOR MASTER TO READ DATA 


* Figure 6A. Single Input Port Example 


; 8085 SOFTWARE FOR UPI OUTPUT— ONLY EXAMPLE 
INPUT DATA RETURNED IN REG A 


IN 

STATUS 

, READ UPI STATUS 

ANI 

OBF 

, LOOK AT OBF 

JZ 

UPIIN 

, WAIT UNTIL OBF= 1 

IN 

DBBOUT 

, READ DBBOUT 

RET 


, RETURN WITH DATA IN A 


Figure 6B. 8085A Single Input Port Code 

The above examples can easily be combined. Figure 
7 shows UPI software to use PORT 1 as an output 
port simultaneously with PORT 2 as an input port. 
The program starts with the UPI checking IBF to 
see if the master has written data destined for the 
output port into DBBIN. If IBF is set, the UPI reads 
DBBIN and transfers the data to the output port 
(PORT 1). If IBF is not set or once the data is trans- 
ferred to the output port if it was, OBF is tested. If 
OBF is reset (indicating the master has read 
DBBOUT), the input port (PORT 2) is read and 
transferred to DBBOUT. If OBF is set, the master 
has yet to read DBBOUT so the program just loops 
back to test IBF. 

The master software is identical to the separate 
input/output examples; the master must test IBF 
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; UPI INPUT/OUTPUT EXAMPLE 

-PORT 1 0UTPUT, PORT 2 INPUT 

RESET- 

JNIBF 

OUT 1 

, IF IBF=0, DO OUTPUT 


IN 

A, DBB 

; IF IBF= 1, READ DBBIN 


OUTL 

PI, A 

, TRANSFER DATA TO PORT 1 

OUT1: 

JOBF 

RESET 

; IF OBF =1, GO TEST IBF 


IN 

A, P2 

, IF OBF=0, READ PORT 2 


OUT 

DBB, A 

; TRANSFER PORT DATA TO DBBOUT 


JMP 

RESET 

; GO CHECK FOR INPUT 


Figure 7. Combination Output/Input Port Example 


and OBF before writing output port data into 
DBBIN or before reading input port from DBBOUT 
respectively. 

In all of the three examples above, the UPI treats 
information from the master solely as data. There 
has been no need to check if DBBIN information is a 
command rather than data since the applications do 
not require commands. But what if both PORTs 1 
and 2 were used as output ports? The UPI needs to 
know into which port to put the data. Let’s use a 
command to select which port. 

Recall that both commands and data pass through 
DBBIN. The state of the Ao pin at the time of the 
write to DBBIN is used to distinguish commands 
from data. By convention, DBBIN writes with Ao=0 
are for data, and those with Ao=l are commands. 
When DBBIN is written into, Fi (FLAG 1) is set to 
the state of A(). The UPI tests Fi to determine if the 
information in the DBBIN register is data or 
command. 

For the case of two output ports, let’s assume that 
the master selects the desired port with a command 
prior to writing the data. (We could just use Fi as a 
port select but that would not illustrate the subtle 
differences between commands and data). Let’s de- 
fine the port select commands such that BIT 1=1 if 
the next data is for PORT 1 (Write PORT 1=0000 
0010) and BIT 2=1 if the next data is for PORT 2 
(Write PORT 2=0000 0100). (The number of the set 
bit selects the port.) Any other bits are ignored. This 
assignment is completely arbitrary; we could use any 
command structure, but this one has the advantage 
of being simple. N 


, UPI DUAL OUTPUT PORT EXAMPLE— BOTH PORT 1 AND 2 OUTPUTS 


COMMAND SELECTS DESIRED PORT 


WRITE PORT 1 - 

-0000 0010 (02H) i 


WRITE PORT 2- 

-0000 0100 (04H) 


FLAG 0 USED TO REMEMBER WHICH PORT WAS SELECTED 
BY LAST COMMAND. 

RESET 

JNIBF 

RESET 

; WAIT FOR MASTER INPUT 


IN 

A, DBB 

, READ INPUT 


JF1 

CMD 

, IF FI-1, COMMAND INPUT 


JFO 

PORT2 

, INPUT IS DATA, TEST F0 


OUTL 

PI, A 

; F0=0, SO OUTPUT TO PORT 1 


JMP 

RESET 

, WAIT FOR NEXT INPUT 

PORT2 

OUTL 

P2,A 

, F0= 1 , SO OUTPUT TO PORT 2 


JMP 

RESET 

; WAIT FOR NEXT INPUT 

CMD 

JB1 

PT 1 

, TEST COMMAND BITS (BIT 1) 


JB2 

PT2 

, TEST BIT 2 


JMP 

RESET 

, NEITHER BIT SET, WAIT FOR INPUT 

PT1 

CLR 

FO 

, PORT 1 SELECTED, CLEAR FO 


JMP 

RESET 

, WAIT FOR INPUT 

PT2 

CLR 

F0 

, PORT 2 SELECTED, SET F0 


CPL 

FO 



JMP 

RESET 

; WAIT FOR INPUT 


Figure 8A. Dual Output Port Example 


Initially, the UPI simply waits until IBF is set indi- 
cating the master has written into DBBIN. Once 
IBF is set, DBBIN is read and Fi is tested for a com- 
mand. If Fi=l, the DBBIN byte is a command. As- 
suming a command, BIT 1 is tested to see if the 
command selected PORT 1. If so, Fo is cleared and 
the program returns to wait for the data. If BIT 1=0, 
BIT 2 is tested. If BIT 2 is set, PORT 2 is selected so 
Fo is set. The program then loops back waiting for 
the next master input. This input is the desired port 
data. If BIT 2 was not set, Fo is not changed and no 
action is taken. 

When IBF=1 is again detected, the input is again 
tested for command or data. Since it is necessarily 
data, DBBIN is read and Fo is tested to determine 
which port was previously selected. The data is then 
output to that port, following which the program 
waits for the next input. Note that since Fo still se- 
lects the previous port, the next input could be more 
data for that port. The port selection command 
could be thought of as a port select flip-flop control; 
once a selection is made, data may be repeatedly 
written to that port until the other port is selected. 
Master software, Figure 8B, simply must check IBF 
before writing either a command or data to DBBIN. 
Otherwise, the master software is straightforward. 


Note that the UPI must “remember” from DBBIN 
write to write which port has been selected. Let’s use 
Fo (FLAG 0) for this purpose. If a Write PORT 1 
command is received, Fo is reset. If the command is 
Write PORT 2, Fo is set. When the UPI finds data in 
DBBIN, Fo is interrogated and the data is loaded 
into the previously selected port. The UPI software 
is shown in Figure 8A. 


For the sake of completeness, UPI software for im- 
plementing two input ports is given in Figure 9. This 
case is simpler than the dual output case since the 
UPI can assume that all writes to DBBIN are port 
selection commands so no command/data testing is 
required. Once the Port Read command is input, the 
selected port is read and the port data is placed in 
DBBOUT. Note that in this case Fq is used as a UPI 
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error indicator. If the master happened to issue an 
invalid command (a command without either BIT 1 
or 2 set), Fo is set to notify the master that the UPI 
did not know how to interpret the command. Fo is 
also set if the master commanded a port read before 
it had read DBBOUT from the previous command. 
The UPI simply tests OBF just prior to loading 
DBBOUT and if OBF=l, Fo is set to indicate the 
error. 

All of the above examples are, in themselves, rather 
trivial applications of the UPI although they could 
easily be incorporated as one of several tasks in a 
UPI handling multiple small tasks. We have covered 
them primarily to introduce the UPI concept and to 
illustrate some master/UPI protocol. Before moving 
on to more realistic UPI applications, let’s discuss 
two UPI features that do not directly relate to the 
master/UPI protocol but greatly enhance the UPI’s 
transfer capability. 

In addition to the OBF and IBF bits in the STATUS 
register, these flags can also be made available di- 
rectly on two port pins. These port pins can then be 
used as interrupt sources to the master. By execut- 
ing an EN FLAGS instruction, PORT 2 pin 4 re- 
flects the condition of OBF and PO RT 2 pin 5 
reflects the inverted condition of IBF (IBF). These 
dedicated outputs can then be enabled or disabled 
via their respective port bit values; i.e., P24 reflects 
OBF as long as an instruction is executed which sets 
P24 (i.e. ORL P2,#10H). The same action applies to 
the IBF output except P25 is used. Thus P24 may 
serve as a DATA AVAILABLE interrupt output. 
Likewise for P25 as a READY-TO-ACCEPT-DATA 
interrupt. This greatly simplifies interrupt-driven 
master-slave data transfers. 


, 8085 SOFTWARE FOR DUAL OUTPUT PORT EXAMPLE 

THIS ROUTINE WRITES DATA IN REG. C TO PORT 1 

, (SAME ROUTINE FOR PORT 2— JUST CHANGE COMMAND) 

PORT 1 IN 

STATUS 

, READ UPI STATUS 

ANI 

IBF 

, LOOK AT IBF 

JNZ 

PORT 1 

, WAIT UNTIL IBF=0 

MVI 

A, OOOOOOI OB 

, LOAD WRITE PORTl CMD 

OUT 

UPICMD 

, OUTPUT TO UPI COMMAND PORT 

PI IN 

STATUS 

. READ UPI STATUS AGAIN 

ANI 

IBF 

, LOOK AT IBF 

JNZ 

PI 

, WAIT UNTIL COMMAND ACCEPTED 

MOV 

A, C 

, GET DATA FROM C 

OUT 

DBBIN 

, OUTPUT TO DBBIN 

RET 


, DONE, RETURN 


Figure 8B. 8085A Dual Output Port Example Code 


The UPI also supports a DMA transfer interface. If 
an EN DMA instruction is executed, PORT 2 pin 6 
becomes a DMA Request (DRQ) output and P27 be- 
comes a high impedance DMA Acknowledge 


! UPI DUAL INPUT PORT EXAMPLE— BOTH PORT 1 AND 2 INPUTS 


COMMAND SELECTS WHICH PORT IS TO BE READ 
FLAG 0 USED AS ERROR FLAG 

RESET 

JNIBF 

RESET 

, Wait for input 


CLR 

FO 

, CLEAR ERROR FLAG 


IN 

A, DBB 

; READ INPUT (COMMAND) 


JB1 

PT 1 

, TEST BIT 1 (PORT 1) 


JB2 

PT2 

, TEST BIT 2 (PORT 2) 

ERROR 

CPL 

FO 

, ERROR— COMPLEMENT FO 


JMP 

RESET 

. WAIT FOR INPUT 

PT 1 

IN 

A, PI 

, READ PORT 1 


JOBF 

ERROR 

, TEST OBF BEFORE LOADING DBBOUT 


OUT 

DBB, A 

, LOAD PORT 1 DATA INTO DBBOUT 


JMP 

RESET 

, WAIT FOR INPUT 

PT2 

IN 

A, P2 

, READ PORT 2 


JOBF 

ERROR 

, TEST OBF BEFORE LOADING DBBOUT 


OUT 

DBB, A 

; LOAD PORT 2 DATA INTO DBBOUT 


JMP 

RESET 

; WAIT FOR INPUT 


Figure 9. Dual Input Port Example 


(DACK) input. Any instruction which would nor- 
mally s et P26 now sets DRQ. D RQ is cleared when 
DACK is low and either RD or WR is low. When 
DACK is low, CS and AO are forced low internally 
which allows data bus transfers between DB BOU T 
or DBBIN to occur, depending upon whether WR or 
RD is true. Of course, the function requires the use 
of an external DMA controller. 

Now that we have discussed the aspects of the UPI 
protocol and data transfer interfaces, let’s move on 
to the actual applications. 

EXAMPLE APPLICATIONS 

Each of the following three sections presents the 
hardware and software details of a UPI application. 
Each application utilizes one of the protocols men- 
tioned in the last section. The first example is a sim- 
ple 8-digit LED display controller. This application 
requires only that the UPI perform input operations 
from the DBBIN; DBBOUT is not used. The reverse 
is true for the second application: a sensor matrix 
controller. The final application involves both 
DBBOUT and DBBIN operations: a combination 
serial/parallel I/O device. 

The core master processor system with which these 
applications were developed is the iSBC 80/30 single 
board computer. This board provides an especially 
convenient UPI environment since it contains a 
dedicated socket specifically interfaced for the UPI- 
41A. The 80/30 uses the 8085A as the master proces- 
sor. The I/O and peripheral complement on the 
80/30 include 12 vectored priority interrupts (8 on 
an 8259 Programmable Interrupt Controller and 4 
on the 8085 A itself), an 8253 Programmable Interval 
Timer supplying three 16-bit programmable timers 
(one is dedicated as a programmable baud rate gen- 
erator), a high speed serial channel provided by a 
8251 Programmable US ART, and 24 parallel I/O 
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lines implemented with an 8255A Programmable 
Parallel Interface. The memory complement con- 
tains 16K bytes of RAM using 2117 16K bit Dynamic 
RAMs and the 8202 Dynamic RAM Controller, and 
up to 8K bytes of ROM/EPROM with sockets com- 
patible with 2716, 2758, or 2332 devices. The 80/30’s 
RAM uses a dual port architecture. That is, the 
memory can be considered a global system resource, 
accessible from the on-board 8085A as well as from 
remote CPUs and other devices via the 
MULTIBUS. The 80/30 contains MULTIBUS con- 
trol logic which allows up to 16 80/30s or other bus 
masters to share the same system bus. (More de- 
tailed information on the iSBC 80/30 and other 
iSBC products may be found in the latest Intel 
Systems Data Catalog.) 

•A block diagram of the iSBC 80/30 is shown in Fig- 
ure 10. Details of the UPI interface are shown in Fig- 
ure 11. This interface decodes the UPI registers in 
the following format: 

Register 

Read STATUS 
Write DBBIN (command) 

Read DBBOUT (data) 

Write DBBIN (data) 


Operations 

IN E5H 
OUT E5H 
IN E4H 
OUT E4H 


8-Digit Multiplexed LED Display 

The traditional method of interfacing an LED dis- 
play with a microprocessor is to use a data latch 
along with a BDC-to-7-segment decoder for each 
digit of the display. Thus two ICs, seven current 
limiting resistors, and about 45 connections are re- 
quired for each digit. These requirements are, of 
course, multiplied by the total number of digits de- 
sired. The obvious disadvantages of this method are 
high parts count and high power dissipation since 
each digit is “ON” continuously. Instead, a scheme 
of time multiplexing the display can be used to de- 
crease both parts count and power dissipation. , 


processing, go update the display, and then return to 
its normal flow. This extra burden is ideally handled 
by a UPI. The master CPU could simply give charac- 
ters to the UPI and let the UPI do the actual seg- 
ment decoding, display multiplexing, and 
refreshing. 


As an example of this technique, Figure 13 shows the 
UPI controlling an 8-digit LED display. All digit 
segments are connected in parallel and are driven 
through segment drivers by the UPI PORT 1. The 
lower 3 bits of PORT 2 are inputs to a 3-to-8 decoder 
which selects an individual digit through a digit 
driver. A fourth PORT 2 line is used as a decoder 
enable input. The remaining PORT 2 lines plus the 
TEST 0 and TEST 1 inputs are available for other 
tasks. 

Internally, the UPI uses the counter/timer in the in- 
terval timer mode to define the interval between dis- 
play refreshes. Once the timer is loaded with the 
desired interval and started, the UPI is free to han- 
dle other tasks. It is only when a timer overflow in- 
terrupt occurs that the UPI handles the short 
display multiplexing routine. The display multiplex- 
ing can be considered a background task which is en- 
tirely interrupt-driven. The amount of time spent 
multiplexing is such that there is ample time to han- 
dle a non-timer task in the UPI foreground. (We’ll 
discuss this timing shortly.) 

When a timer interrupt occurs, the UPI turns off all 
digits via the decoder enable. The next digit’s seg- 
ment contents are retrieved from the internal data 
memory and output via PORT 1 to the segment 
drivers. Finally, the next digit’s location is placed on 
PORT 2 (P20-P22) and the decoder enabled. This 
displays the digit’s segment information until the 
next interrupt. The timer is then restarted for the 
next interval. This process continues repeatedly for 
each digit in sequence. 


Display multiplexing basically involves connecting 
the same segment (a, b, c, d, e, f, or g) of each digit in 
parallel and driving the common digit element (an- 
ode or cathode) of each digit separately. This is 
shown schematically in Figure 12. The various digits 
of the display are not all on at once; rather, only one 
digit at a time is energized. As each digit is ener- 
gized, the appropriate segments for that digit are 
turned on. Each digit is enabled in this way, in se- 
quence, at a rate fast enough to ensure that each 
digit appears to be “ON” continuously. This implies 
that the display must be “refreshed” at periodic in- 
tervals to keep the digits flicker-free. If the CPU had 
to handle this task, it would have to suspend normal 


As a prelude to discussing the UPI software, let’s ex- 
amine the internal data memory structure used in 
this application, Figure 14. This application requires 
only 14 of the 64 total data memory locations. The 
top eight locations are dedicated to the Display 
Map; one location for each digit. These locations 
contain the segment and decimal point information 
for each character. Just how characters are loaded 
into this section of memory is covered shortly. Regis- 
ter R7 of Register Bank 1 is used as the temporary 
Accumulator store during the interrupt service 
routines. Register R3 stores the digit number of the 
next digit to be displayed. R2 is a temporary storage 
register for characters during input routine. Rq is 
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Figure 10. iSBC 80/30 Block Diagram 


the offset pointer pointing to the Display Map loca- 
tion of the next digit. That makes 12 locations so far. 
The remaining two locations are the two stack loca- 
tions required to store the return address plus status 
during the timer and input interrupt service 
routines. The remaining unused locations, all of 
Register Bank 0, 14 bytes of stack, 4 in Register 
Bank 1, and 24 general purpose RAM locations, are 
all available for use by any foreground task. 

The UPI software consists of only three short 
routines. One, INIT, is used strictly during 
initialization. DISPLA is the multiplexing routine 
called at a timer interrupt. INPUT is the character 
input handler called at an IBF interrupt. The flow 


charts for these routines are shown in Figures 14A 
through 14C. 

INIT initializes the UPI by simply turning off all 
segment and digit drivers, filling the Display Map 
with blank characters, loading and starting the 
timer, and enabling both timer and IBF interrupts. 
Although the flow chart shows the program looping 
at this point, it is here that the code for any fore- 
ground task is inserted. The only restrictions on this 
foreground task are that it not use I/O lines dedi- 
cated to the display and that it not require dedicated 
use of the timer. It could share the timer if precau- 
tions are taken to ensure that the display will still be 
refreshed at the required interval. 
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Figure 13. UPI Controlled 8-Dlgit LED Display 



REGISTER 
BANK 1 


REGISTER 
BANK 0 



Figure 14. LED Display Controller Data Memory 
Allocation 


Figure 14A. INIT Routine Flow 
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Figure 14B. INPUT Routine Flow 


The INPUT routine handles the character input. It 
is called when an IBF interrupt occurs. After the 
usual swapping of register banks and saving of the 
accumulator, DBBIN is read and stored in register 
R2- DBBIN contains the Display Data Word. The 
format for this word, Figure 15, has two fields: Digit 
Select and Character Select. The Digit Select field 
selects the digit number into which the character 
from the Character Select field is placed. Notice that 
the character set is not limited strictly to numerics, 
some alphanumeric capability is provided. Once 
DBBIN is read, the offset for the selected digit is 
computed and placed in the Display Map Pointer 
R(). Next the segment information for the selected 
character is found through a look-up table starting 
in page 3 of the program memory. This segment in- 
formation is then stored at the location pointed at by 
the Display Map Pointer. If the Character Select 
field specified a decimal point, the segment corre- 
sponding to the decimal point is ANDed into the 
present segment information for that digit. After the 
accumulator is restored, execution is returned to the 
main program. 

The DISPLA routine simply implements the 
multiplexing actions described earlier. It is called 
whenever a timer interrupt occurs. After saving pre- 



Figure 14C. DISPLA Routine Flow 


interrupt status by switching register banks and 
storing the Accumulator, all digit drivers are turned 
off. The Display Map Pointer is then updated using 
the Current Digit Register to point at that digit’s 
segment information in the Display Map. This infor- 
mation is output to PORT 1; the segment drivers. 
The number of the current digit, R3, is then sent to 
the digit select decoder and the decoder is enabled. 
This turns on the current digit. The digit counter is 
incremented and tested to see if all eight digits have 
been refreshed. If so, the digit counter is reset to 
zero. If not, nothing is done. Finally, the timer is 
loaded and restarted, the Accumulator is restored, 
and the routine returns execution to the main pro- 
gram. Thus DISPLA refreshes one digit each time it 
is CALLed by the timer interrupt. The digit remains 
on until the next time DISPLA is executed. 

The UPI software listing is included as Appendix 
Al. Appendix A2 shows the 8085 A test routine used 
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DISPLAY DATA WORD 



Figure 15. LED Display Controller Display Data 
Word Format 


to display the contents of a display buffer on the dis- 
play. The 8085A software takes care of the display 
digit numbering. Since the application is input-only 
for the UPI, the only protocol required is that the 
master must test IBF before writing a Display Data 
Word into DBBIN. 

On the iSBC 80/30, the UPI frequency is at 5.5296 
MHz. To obtain a flicker-free display, the whole dis- 
play must be refreshed at a rate of 50 Hz or greater. 


If we assume a 50 Hz refresh rate and an 8-digit dis- 
play, this means the DISPLA routine must be 
CALLed 50X8 or 400 times/sec. This transfers, using 
the timer interval of 87 ns at 5.5296 MHz, to a timer 
count of 227. (Recall from the UPI-41 A User's Man- 
ual that the timer is an “8-bit up-counter”.) Hence 
the TIME equate of 227D in the UPI listing. Obvi- 
ously, different frequency sources or display lengths 
would require that this equate be modified. 

With the UPI running at 5.5296 MHz, the instruc- 
tion cycle time is 2.713 ^s. The DISPLA routine re- 
quires 28 instruction cycles, therefore, the routine 
executes in 76 ^s. Since DISPLA is CALLed 400 
times/sec, the total time spent refreshing the display 
during one second is then 30 ms or 3 % of the total 
UPI time. This leaves 97.0% for any foreground 
tasks that could be added. 


While the basic UPI software is useful just as it 
stands, there are several enhancements that could be 
incorporated depending on the application. Auto-in- 
crementing of the digit location could be added to 
the input routine to alleviate the need for the master 
to keep track of digit numbers. This could be (op- 
tionally) either right-handed or left-handed entry a 
la TI or HP calculators. The character set could be 
easily modified by simply changing the lookup table. 
The display could be expanded to 16 digits at the 
expense of one additional PORT 2 digit select line, 
the replacement of the 3-to-8 decoder with a 4-to-16 
decoder, and 8 more Display Map locations. 

Now let’s move on to a slightly more complex appli- 
cation that is UPI output-only— a sensor matrix 
controller. 


Sensor Matrix Controller 

Quite often a microprocessor system is called upon 
to read the status of a large number of simple SPST 
switches or sensors. This is especially true in a proc- 
ess or industrial control environment. Alarm sys- 
tems are also good examples of systems with a large 
sensor population. If the number of sensors is small, 
it might be reasonable to dedicate a single input port 
pin for each sensor. However, as the number of sen- 
sors increase, this technique becomes very wasteful. 
A better arrangement is to configure the sensors in a 
matrix organization like that shown in Figure 16. 
This arrangement of 16 sensors requires only 4 input 
and 4 output lines; half the number needed if dedi- 
cated inputs were used. The line saving becomes 
even more substantial as the number of sensors 
increases. 
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In Figure 16, the basic operation of the matrix in- 
volves scanning individual row select lines in se- 
quence while reading the column return lines. The 
state of any particular sensor can then be deter- 
mined by decoding the row and column information. 
The typical configuration pulls up the column re- 
turn lines and the selected row is held low. De- 
selected rows are held high. Thus a return line re- 
mains high for an open sensor on the selected row 
and is pulled low for a closed sensor. Diode isolation 
is used to prevent a phantom closure which would 
occur when a sensor is closed on a selected row and 
there are two or more closures on a deselected row. 
Germanium diodes are used to provide greater noise 
margin at the return line input. 
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Figure 16. 4X4 Sensor Matrix 


If the main processor was required to control such a 
matrix it would periodically have to output at the 
row port and then read the column return port. The 
processor would need to maintain in memory a map 
of the previous state of the matrix. A comparison of 
the new return information to the old information 
would then be made to determine whether a sensor 
change had occurred. Any changes would be pro- 
cessed as needed. A row counter and matrix maj>^ 
pointer also require maintenance each scan. Since in 
most applications sensors change very slowly com- 
pared to most processing actions, the processor 
probably would scan the rows only periodically with 
other tasks being processed between scans. 

Rather than require the processor to handle the 
rather mundane tasks of scanning, comparing, and 
decoding the matrix, why not use a dedicated pro- 
cessor? The UPI is perfect. 

Figure 17 shows a UPI configuration for controlling 
up to 128 sensors arranged in a 16X8 matrix. The 4- 
to-16 line decoder is used as the row selector to save 
port pins and provides the expansion to 128 sensors 
over the maximum of 64 sensors if the port had been 
used directly. It also helps increase the port drive ca- 
pability. The column return lines go directly into 
PORT 1. Features of this design include complete 
matrix management. As the UPI scans the matrix it 
compares its present status to the previous scan. If 
any change is detected, the location of the change is 
decoded and loaded, along with the sensor’s present 
state, into DBBOUT. This byte is called a Change 
Word. The Master processor has only to read one 
byte to determine the status and coordinate of a 
changed sensor. If the master had not read a pre- 
vious Change Word in DBBOUT (OBF=l) before a 
new sensor change is detected, the new Change 



Figure 17. 128 Sensor Matrix Controller 


5-712 







APPLICATIONS 


Word is loaded into an internal FIFO. This FIFO 
buffers up to 40 changes before it fills. The status of 
the FIFO and OBF is made available to the master 
either by polling the UPI STATUS register, Figure 
18A, or as interrupt sources on port pins P24 and 
P25 respectively. Figure 17. The FIFO NOT EMP- 
TY pin and bit are true as long as there are changes 
not yet read in the FIFO. As long as the FIFO is not 
empty, the UPI monitors OBF and loads new 
Change Words from the FIFO into DBBOUT. Thus, 
the UPI provides complete FIFO management. 



Figure 18A. Sensor Matrix Status Register Format 


DBBOUT REGISTER — CHANGE WORD 


SENSOR COORDINATE 

SENSOR STATE 

0 = CLOSED 

1 =OPEN 


Figure 18B. Sensor Matrix Change Word Format 

Internally, the matrix scanning software is pro- 
grammed to run as a foreground task. This allows 
the timer/counter to be used by any background task 
although the hardware configuration leaves only 2 
inputs (TEST 0 and TEST 1) plus 2 I/O port pins 
available. Also, to add a background task, the FIFO 
would have to be made smaller to accommodate the 
needed register and data memory space. (It would be 
possible however to turn the table here and make the 
scanning software timer/counter interrupt-driven 
where the timer times the scan interval.) 

The data memory organization for this application is 
shown in Figure 19. The upper 16 bytes form the 
Matrix Map and store the sensor states from the 
previous scan; one bit for each sensor. The Change 
Word FIFO occupies the next 40 locations. (The top 
and bottom addresses of this FIFO are treated as 
equate variables in the program so that the FIFO 
size may easily be changed to accommodate the reg- 
ister needs of other tasks.) Register Ro serves as a 
pointer into the matrix map area for comparisons 


and updates of the sensor status. Ri is a general 
FIFO pointer. The FIFO is implemented as a circu- 
lar buffer with In and Out pointer registers which 
are stored in R4 and R5 respectively. These registers 
are moved into FIFO pointer Ri for actual transfers 
into or out of the FIFO. R2 is the Row Select 
Counter. It stores the number of the row being 
scanned. 
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Figure 19. Sensor Matrix Data Memory Map 


Register R3 is the Column Counter. This counter is 
normally set to 00H; however, when a change is de- 
tected somewhere in a particular row, it is used to 
inspect each sensor status bit individually for a 
change. When a changed counter sensor bit is found, 
the Row Select Counter and Column Counter are 
combined to give the sensor’s matrix coordinate. 
This coordinate is temporarily stored in the Change 
Word Store, register Rg. Register R7 is the Compare 
Result. As each row is scanned, the return informa- 
tion is Exclusive-OR’d with the return information 
from the previous scan of that row. The result of this 
operation is stored in R7. If R7 is zero, there have 
been no changes on that row. A non-zero result indi- 
cates at least one changed sensor. 

The basic program operation is shown in the flow 
chart of Figure 20. At RESET, the software ini- 
tializes the working registers, the ports, and clears 
the STATUS register. To get a starting point from 
which to perform the sensor comparisons, the cur- 
rent status of the matrix is read and stored in the 
Matrix Map. At this point, the UPI begins looking 
for changed sensors starting with the first row. 
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INITIALIZATION 



Figure 20. Sensor Matrix Controller Flow Chart ^ 


Before delving further into the flow, let’s pause to 
describe the general format of the operation. The 
UPI scans the matrix one row at a time. If no 
changes are detected on a particular row, the UPI 
simply moves to the next row after checking the sta- 
tus of DBBOUT and the FIFO. If a change is de- 
tected, the UPI must check each bit (sensor) within 
the row to determine the actual sensor location. 
(More than one sensor on the scanned row could 
have changed.) Rather than test all 8 bits of the row 
before checking the DBBOUT and FIFO status 
again, the UPI performs the status check in between 
each of the bit tests. This ensures the fastest re- 
sponse to the master reading previous Change 
Words from DBBOUT and the FIFO. 

With this general overview in mind, let’s go first 
thru the flow chart assuming we are scanning a row 
where no changes have occurred. Starting at the 
Scan -and -Compare section, the UPI first checks if 
the entire matrix has been scanned. If it has, the var- 
ious pointers are reset. If not, the address of the 
next row is placed on PORTs 20 thru 23. This selects 
the desired row. The state of the row is then read 
on PORT 1; the column return lines. This present 
state is compared to the previous state by retriev- 
ing the previous state from the matrix map and 
performing an Exclusive-OR with the present state. 
Since we are assuming that no change has occurred, 
the result is zero. No coordinate decoding is needed 
and the flow branches to the FIEO-DBBOUT Man- 
agement section. 

The FIFO-DBBOUT Management section simply 
maintains the FIFO and loads DBBOUT whenever 
Change Words are present in the FIFO and 
DBBOUT is clear (OBF=0). The section first tests if 
the FIFO is full. (If we assume our “no-change” row 
is the first row scanned, the FIFO obviously would 
not be full.) If it is, the UPI waits until OBF=0, at 
which point the next Change Word is retrieved from 
the FIFO and placed in DBBOUT. This “unfills” the 
FIFO making room for more Change Words. At this 
point, the Column Counter, R3, is checked. For rows 
with no changes, the Column Counter is always zero 
so the test simply falls through. (We cover the case 
for changes shortly.) Now the FIFO is tested for be- 
ing empty. If it is, there is no sense in any further 
tests so the flow simply goes back up to scan the next 
row. If the FIFO is not empty, DBBOUT is tested 
again through OBF. If a Change Word is in 
DBBOUT waiting for the master to read it, nothing 
can be done and the flow likewise branches up for 
the next row. However, if the DBBOUT is free and 
remembering that the previous test showed that the 
FIFO was not empty, DBBOUT is loaded with the 
next Change Word and the last two conditional tests 
repeat. 
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Now let’s assume the next row contains several 
changed sensors. Like before, the row is selected, the 
return lines read, and the sensor status compared to 
the previous scan. Since changes have occurred, the 
Exclusive-OR result is now non-zero. Any l’s in the 
result reflect the positions of the changed sensors. 
This non-zero result is stored in the Compare Result 
register, R7. At this point, the Column Counter is 
preset to 8. To determine the changed sensors’ loca- 
tions, the Compare Result register is shifted bit-by- 
bit to the left while decrementing the Column 
Counter. After each shift, BIT 7 of the result is test- 
ed. If it is a one, a changed sensor has been found. 
The Column Counter then reflected the sensor’s ma- 
trix column position while the Scan Row Select reg- 
ister holds it row position. These registers are then 
combined in Rg, the Change Word Store, to form the 
sensor’s matrix coordinate section of the Change 
Word. The 8th bit of the Change Word Store is cod- 
ed with the sensor’s present state (Figure 18). This 
byte forms the complete Change Word. It is loaded 
into the next available FIFO position. If BIT 7 of the 
Compare Result had been zero, that particular sen- 
sor had not changed and the coordinate decoding is 
not performed. 

In between each shift, test, and coordinate encode (if 
necessary), the FIFO-DBBOUT Management is 
performed. It is the Column Counter test within this 
section that routes the flow back up to the Change 
Word Encoding section if the entire Compare Result 
(row) has not been shifted and tested. 

The FIFO is implemented as a circular buffer with 
IN and OUT pointers (R4 and R5 respectively). The 
operations of the FIFO is best understood using an 
example, Figure 21. This series of figures show how 
the FIFO, DBBOUT, and OBF interact as changes 
are detected and Change Words are read by the mas- 
ter. The letters correspond to sequential Change 
Words being loaded into the FIFO. Note that the fig- 
ures show only a 4X8 FIFO however, the principles 
are the same in the 40X8 FIFO. 

Figure 21A shows the condition where no Change 
Words have been loaded into the FIFO or DBBOUT. 
In Figure 21B a change, “A”, has been detected, de- 
coded, and loaded into the FIFO at the location 
equal to the value of the FIFO-IN pointer. The 
FIFO-OUT pointer is reset to the bottom of the 
FIFO since it had reached the FIFO top. Now that a 
Change Word is in the FIFO, OBF is checked to see 
if DBBOUT is empty. Because OBF=0, DBBOUT is 
empty and the Change Word is loaded from the 
FIFO location pointed at by the FIFO-OUT pointer. 
This is shown in Figure 21C. Loading DBBOUT 
automatically sets OBF. OBF remains set until the 


master reads DBBOUT. Figures 21D and 21E show 
two more Change Words loaded into the FIFO. In 
Figure 21 F the first Change Word is finally read by 
the master resetting OBF. This allows the next 
Change Word to be loaded into DBBOUT. Note that 
each time the FIFO is loaded, the FIFO-IN pointer 
increments. Each time DBBOUT is read the FIFO- 
OUT pointer increments unless there are no more 
Change Words in the FIFO. Both pointers wrap- 
around to the bottom once they reach the FIFO top. 
The remaining figures show more Change Words be- 
ing loaded into the FIFO. When the entire FIFO fills 
and DBBOUT can not be loaded (OBF=l), scanning 
stops until the master reads DBBOUT making room 
for more Change Words. 

As was mentioned earlier, two interrupt outputs to 
the master are available: Change Word Ready (P25, 
OBF) and FIFO NOT EMPTY (P24). The Change 
Word Ready interrupt simply reflects OBF and is 
handled automatically by the UPI since an EN 
FLAGS instruction is executed during initialization. 
The FIFO NOT EMPTY interrupt is generated and 
cleared as appropriate, each pass through the FIFO 
management code. 

No debouncing is provided although it could be 
added. Rather, the scan time is left as an equate 
variable so that it could be varied to account for both 
debounce time and expected sensor change rates. 
The minimum scan time for this application is 
2 msec when using a 6MHz clock. Since the matrix 
controller is coded as a foreground task, scan time 
simply uses a software delay loop. 

The UPI software is included as Appendix Bl. Ap- 
pendix B2 is 8085 A test software which builds a 
Change Word buffer starting at BUFSRT. This soft- 
ware simply polls the STATUS register looking for 
Change Word Ready to go true. DBBOUT is then 
read and loaded into the buffer. Now let’s move on to 
an application which combines both the foreground 
and background concepts. 

Combination I/O Device 

The final UPI application was designed especially to 
add additional serial and parallel I/O ports to the 
iSBC 80/30. This UPI simulates a full-duplex UART 
(Universal Asynchronous Receiver/Transmitter) 
combined with an 8-bit parallel I/O port. Features of 
the UART include: software selectable baud rates 
(110, 300, 600, or 1200 baud), double buffering for 
both the transmitter and receiver, and receiver test- 
ing for false start bit, framing, and overrun errors. 
For parallel I/O, one 8-bit port is programmable for 
either input or output. The output port is statically 
latched and the input port is sampled. 
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Figure 22 shows the interface of this combination 
I/O device to the dedicated UPI socket on the iSBC 
80/30. The only external requirement is a 76.8 kHz 
source which serves as the baud rate standard. The 
internal baud rates are generated as multiples of this 
external clock. This clock is obtained from one of the 
8253 counters. Otherwise, an RS-232 driver and re- 
ceiver already available for UPI use in serial I/O ap- 
plications. Sockets are also provided for termination 
of the parallel port. 



PARALLEL PORT 


TxD 


RxD 


TICK SAMPLE 

EXT CLOCK(76 3 KHz) 
FROM 8253 


either the receiver or the parallel input port, the Fo 
and Fi flags (BITs 2 and 3) code the source. Thus, 
when the master finds OBF set, it must decode Fo 
and Fi to determine the source. 


STATUS FORMAT 



FO FI OPERATION (BF = 1) 

0 0 NO OPERATION 

0 1 PARALLEL I 0 DATA 

1 0 SERIAL I O DATA 

1 1 COMMAND ERROR 


Figure 24. STATUS Register Format 


Figure 22. Combination I/O Device 

There are three commands for this application. 
Their format is shown in Figure 23. The CON- 
FIGURE command specifies the serial baud rate 
and the parallel I/O direction. Normally this com- 
mand is issued once during system initialization. 
The I/O command causes a parallel I/O operation to 
be performed. If the parallel port direction is out, 
the UPI expects the data byte immediately following 
an I/O command to be data for the output port. If 
the port is in the input direction, an I/O command 
causes the port to be read and the data placed in 
DBBOUT. The RESET ERROR command resets 
the serial receiver error bits in the STATUS register. 


COMMAND FORMAT 

I 7 1 6 I 5 I 4 I 3 I 2 I 1 I °~1 

CONFIGURE COMMAND 

OOOABCDP A— 1200 BAUD SELECT 
B— 600 BUAD SELECT 
C— 300 BAUD SELECT 
D— 110 BAUD SELECT 
P— PARALLEL I/O DIRECTION 

0— INPUT 

1— OUTPUT 

1 0 0 0 0 0 0 0 1/0 COMMAND 

1 1 0 0 0-0 0 0 RESET ERROR COMMAND 


Figure 23. Combination I/O Command Format 

The STATUS register format is shown in Figure 24. 
Looking at each bit, BIT 0 (OBF) is the DATA 
AVAILABLE flag. It is set whenever the UPI places 
data into DBBOUT. Since the data may come from 


BIT 1 (IBF) functions as a busy bit. When IBF is set, 
no writes to DBBIN are allowed. BIT 5 is the TxINT 
(Transmitter Interrupt) bit. It is asserted whenever 
the transmitter buffer register is empty. The master 
uses this bit to determine when the transmitter is 
ready to accept a data character. 

BITS 6 and 7 are receiver error flags. The framing 
error flag, BIT 6, is set whenever a character is re- 
ceived with an invalid stop bit. BIT 7, overrun error, 
is set if a character is received before the master has 
read a previous character. If an overrun occurs, the 
previous character is overwritten and lost. Once an 
error occurs, the error flag remains set until reset by 
a RESET ERROR command. A set error flag does 
not inhibit receiver operation however. 

Figure 25 shows the port pin definition for this ap- 
plication. PORT 1 is the parallel I/O port. The 
UART uses PORT 2 and the Test inputs. P20 is the 
transmitter data out pin. It is set for a mark and re- 
set for a space. P23 is a transmitter interrupt output. 
This pin has the same timing as the TxINT bit in the 
STATUS register. It is normally used in interrupt- 
driven systems to interrupt the master processor 
when the transmitter is ready to accept a new data 
character. 

The OBF flag is brought out on P24 as a master in- 
terrupt when data is available in DBBOUT. P26 is a 
diagnostic pin which pulses at four times the se- 
lected baud rate. (More about this pin later.) The re- 
ceiver data input uses the TEST 0 input. One of the 
PORT 2 pins could have been used, however, the 
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PORT PIN DEFINITION 

PORT 

BIT 

FUNCTION 

1 

0-7 

PARALLEL I/O 

2 

0 

Tx Data 


1 

NOT USED 


2 

NOT USED 


3 

Tx INTERRUPT 


4 

OBF INTERRUPT 


5 

NOT USED 


6 

NOT USED (TICK SAMPLE) 


7 

NOT USED 

TO 


Rx DATA 

T1 


EXTERNAL CLOCK (76.8 kHz) 


Figure 25. Combination I/O Port Definition 


software can test the TEST 0 in one instruction 
without first reading a port. 

The TEST 1 input is the baud rate external source. 
The UART divides this input to determine the tim- 
ing needed for the selected baud rate. The input is a 
non-synchronous 76.8 kHz source. 

Internally, when the CONFIGURE command is re- 
ceived and the selected baud rate is determined, the 
internal timer/counter is loaded with a baud rate 
constant and started in the event counter mode. 
Timer/counter interrupts are then enabled. The 
baud rate constant is selected to provide a counter 
interrupt at four times the desired baud rate. At 
each interrupt, both the transmitter and receiver are 
handled. Between interrupts, any new commands 
and data are recognized and executed. 

As a prelude to discussing the flow charts, Figure 26 
shows the register definition. Register Bank 0 serves 
the UART receiver and parallel I/O while Register 
Bank 1 handles the UART transmitter and com- 
mands. Looking at RBO first, R3 is the receiver sta- 
tus register, RxSTS. Reflected in the bits of this 
register is the current receiver status in sequential 
order. Figure 27 shows this bit definition. BIT 0 is 
the Rx flag. It is set whenever a possible start bit is 
received. BIT 1 signifies that the start bit is good 
and character construction should begin with the 
next received bit. BIT 1 is the Good Start flag. BIT 2 
is the Byte Finished flag. When all data bits of a 
character are received, this flag is set. When all the 
bits, data and stop bits are received, the assembled 
character is loaded into the holding register (R4 in 
Figure 27) BIT 3, the Data Ready flag, is set. The 
foreground routine which looks for commands and 
data continuously, looks at this bit to determine 
when the receiver has received a character. BITS 4 
and 5 signify any error conditions for a particular 
character. 


63 




USER RAM 


32 

(NOT USED) 


31 

AC TEMP STORE 

R7 

30 

COMMAND STORE 

R6 

29 

Tx STATUS — TxSTS 

R5 

28 

Tx BUFFER 

R4 REGISTER 



BANK 1 

27 

Tx SERIALIZER 

R3 

26 

Tx TICK COUNTER 

R2 

25 

BAUD RATE CONSTANT 

R1 

24 

NOT USED 

RO 

23 

STACK 


8 

(ONE LEVEL USED) 


7 

STATUS STORE 

R7 

6 

Rx DESERIALIZER 

R6 

5 

Rx TICK COUNTER 

R5 

4 

Rx HOLDING 

R4 REGISTER 

3 

Rx STATUS— RxSTS 

„ BANK 0 

R3 

2 

NOT USED 

R2 

1 

NOT USED 

R1 

0 

NOT USED 

RO 


Figure 26. Combination I/O Register Map 


RxSTS FORMAT 


Rx FLAG— POSSIBLE START BIT 
START FLAG— GOOD START BIT 
BYTE FINISHED FLAG 
DATA READY FLAG 
FRAMING ERROR > 

OVERRRUN ERROR 
I/O DIRECTION 
I/O FLAG 


Figure 27. RxSTS Register 

The parallel I/O port software uses BITS 6 and 7. 
BIT 6 codes the I/O direction specified by the last 
CONFIGURE command, BIT 7 is set whenever an 
I/O command is received. The foreground routine 
tests this bit to determine when an I/O operation has 
been requested by the master. 

As was mentioned, R4 is the receiver holding regis- 
ter. Assembled characters are held in this register 
until the foreground routine finds DBBOUT free, at 
which time the data is transferred from R4 to 
DBBOUT. R5 is the receiver tick counter. Recall 
that counter interrupts occur at four times the baud 
rate. Therefore, once a start bit is found, the receiver 
only needs to look at the data every four interrrupts 
or tick counts. R5 holds the current tick count. 

R6 is the receiver de-serializing register. Data char- 
acters are assembled in this register. R6 is preset to 
80H when a good start bit is received. As each bit is 
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sampled every four timer ticks, they are rotated into 
the leftmost bit of Rg. The software knows the char- 
acter assembly is complete when the original preset 
bit rotates into the carry. 

An image of the upper 4 bits of the STATUS register 
is stored in R7. These bits are the TxINT, Framing 
and Overrun bits. This image is needed since the 
UPI may load the upper 4 STATUS register bits 
from its accumulator; however, it cannot read STA- 
TUS directly. 

In Register Bank 1 (Figure 26), R1 holds the baud 
rate constant which is found from decoding the baud 
rate select bits of the CONFIGURE command. The 
counter is reloaded with this constant every timer 
tick. Like the receiver, the transmitter only needs to 
update the transmitter output every four ticks. R2 
holds the transmitter tick count. The value of R2 de- 
termines which portion of the data is being trans- 
mitted; start bit, data bits, or stop bit. The transmit 
serializer is R3. R3 holds the data character as each 
character bit is transmitted. 

R4 is the transmitter holding register. It provides 
the double buffering for the transmitter. While 
transmitting one character, it is possible to load the 
next character into R4 via DBBIN. The TxINT bit 
in STATUS and pin on PORT 2 reflect the “full- 
ness” of R4. If the holding register is empty, the in- 
terrupt bit and pin are set. They are reset when the 
master writes a new data byte for the transmitter 
into DBBIN. The transmitter status register 
(TxSTS) is R5. Like RxSTS,TxSTS contains flag 
bits which indicate the current state of the transmit- 
ter. This flag bit format is shown in Figure 28. 

TxSTS BIT 0 is the Tx flag. It is set whenever the 
transmitter is transmitting a character. It is set from 
the beginning of the start bit until the end of the 
stop bit. BIT 1 is the Tx request flag. This bit is set 
by the foreground routine when it transfers a new 
character from DBBIN to the Tx holding register, 
R4. The transmitter software uses this flag to tell if 
new data is available. It is reset when the transmitter 
transfers the character from the holding register to 
the serializer. 


TxSTS FORMAT 


7TTT 

pz 

q: 

Tfl 

L_l 

J_J 



I 

1 — Tx FLAG — TRANSMITTING 

REQUEST FLAG 

PIPELINED DATA BIT 

START BIT FLAG 







Figure 28. TxSTS Register 


BIT 2 is the pipelined Tx data bit. The transmitter 
uses a pipelining technique which sets up the next 
output level in BIT 2 after processing the current 
timer tick. The output level is always changed at the 
same point after a timer tick interrupt. This tech- 
nique ensures that no bit timing distortion results 
from different length processing paths through the 
receiver and transmitter routines. 

BIT 3 of TxSTS is the Start Bit flag. It is set by the 
transmitter when the start bit space is set up in the 
pipelined data bit. This allows the transmitter to 
differentiate between the start bit and the data bits 
on following timer ticks. 

The flow charts for this application are shown in 
Figures 29A-F. At reset, the INIT routine is exe- 
cuted which initializes the registers and port pins. 
After initialization, IBF and OBF are tested in 
MNLOOP. These flags are tested continually in this 
loop. If IBF is set, Fi is tested for command or data 
and execution is transferred to the appropriate rou- 
tine (CMD or DATA). If IBF=0, OBF is checked. If 
OBF=0 (DBBOUT is free), the Rx data ready and 
I/O flags in RxSTS are tested. If Rx data ready is set, 
the received data is retrieved from the Rx holding 
register and transferred to DBBOUT. Any error 
flags associated with that data are also transferred to 
STATUS. If the I/O flag is set and the I/O direction 
is input, PORT 1 is read and the data transferred to 
DBBOUT. In either case, Fo and Fi are set to indi- 
cate the data source. 

If IBF is set by a command write to DBBIN, CMD 
reads the command and decodes the desired oper- 
ation. If an I/O operation is specified, the I/O flag is 
set to indicate to the MNLOOP and DATA routines 
that an I/O operation is to be performed. If the com- 
mand is a CONFIGURE command, the constant for 
the selected baud rate is loaded into both Baud Rate 
Constant register and the timer/counter. The timer/ 
counter is started in the event counter mode and 
timer/counter interrupts are enabled. In addition, 
the I/O port is initialized to all l’s if the I/O direction 
bit specifies an input port. If the command is a RE- 
SET ERROR command, the two error flags in STA- 
TUS are cleared. 

If the IBF flag is set by a data write, the DATA rou- 
tine reads DBBIN and places the data in the appro- 
priate place. If the I/O flag is set, the data is for the 
output port so the port is loaded. If the I/O flag is 
reset, the data is for the UART transmitter. Data for 
the transmitter resets the TxINT bit and pin plus 
sets the Tx request flag in TxSTS. The data is trans- 
ferred to the Tx holding register, R4. 
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INITIALIZE 
PORTS AND 
REGISTERS 



RESET RxSTS 
ERROR AND 
DATA FLAGS 


TRANSFER DATA 
FROM HOLDING 
TO DBBOUT 


READ PORT 
AND TRANSFER 
TO DBBOUT 


Figure 29A. INIT Flow Chart 


Once a CONFIGURE command is received and the 
counter started, timer/counter interrupts start oc- 
curring at four times the selected baud rate. These 
interrupts cause a vector to the TIMINT routine, 
Figure 29D. A 76.8 kHz counter input provides a 
13.02 /tis counter resolution. Since it requires several 
UPI instruction cycles to reload the counter, the 
counter is set to two counts less than the desired 
baud rate and the counter is reloaded in TIMINT 
synchronous with the second low-going transition 
after the interrupt. Once the counter is reloaded, an 
output port (P26) is toggled to give an external indi- 


cation of internal counter interval. This is a helpful 
diagnostic feature. After the tick sample output, the 
pipelined transmitter data in TxSTS is output to the 
TxD pin. Although this occurs every timer tick, the 
pipelined data is changed only every fourth tick. 

The receiver is now handled, Figure 29E. The Rx 
flag in RxSTS is examined to see if the receiver is 
currently in the process of receiving a character. If it 
is not, the RxD input is tested for a space condition 
which might indicate a possible start bit. If the input 
is a mark, no start bit is possible and execution 
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Figure 29B. CMD Flow Chart 


branches to the transmitter flow, XMIT. If the input 
is a space, the Rx flag is set before proceeding with 
XMIT. 

If the Rx flag is found set when entering RCV, the 
receiver is in the process of receiving a character. If 
so, the start bit flag is then tested to determine if a 
good start bit was received. The Rx tick counter is 
initialized to 4 and the Rx deserializer is set to 80H. 
A mark indicates a bad start bit; the Rx flag is reset 
to abort the reception. 

If the start bit flag is set, the program is somewhere 
in the middle of the received character. Since the 
data should be sampled every fourth timer tick, the 
tick counter is decremented and tested for zero. If 
non-zero no sample is needed and execution contin- 
ues with XMIT. If zero, the tick counter is reset to 
four. Now the byte finished flag is tested to deter- 
mine if the data sample is a data or stop bit. If reset, 
the sample is a data bit. The sample is done and the 
new bit rotated into the Rx deserializer. If this rotate 



Figure 29C. Data Flow Chart 
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Figure 29D. TIMINT Flow Chart 


sets the carry, that data bit was the last so the byte 
finished flag is set. If the carry is reset, the data bit is 
not the last so execution simply continues with 
XMIT. 

Had the byte finished flag been set, this sample is for 
the stop bit. The RxD input is tested and if a space, 
the framing error flag is set. Otherwise, it is reset. 
Next, the Rx data ready flag is tested. If it is set, the 
master has not read the previous character so the 
overrun error flag is set. Then the Rx data ready flag 
is set and the received data character is transferred 
into the Rx holding register. The Rx, start bit, and 
byte finished flags are reset to get ready for the next 
character. 

Execution of the transmitter routine, XMIT, follows 
the receiver, Figure 29F. The transmitter starts by 
checking the start bit flag in TxSTS. Recall that the 
actual transmit data is output at the beginning of 
the timer routine. The start bit flag indicates wheth- 
er the current timer tick interrupt started the start 
bit. If it is set, the pipelined data output earlier in 
the routine was the start of the start bit so the flag is 
reset and the Tx tick counter is initialized. Nothing 
else is done this timer tick so the routine returns to 
the foreground. 


If the start bit flag is reset, the Tx tick counter is 
incremented and tested. The test is performed mod- 
ulo 4. If the counter mod 4 is not zero, it has not been 
four ticks since the transmitter was handled last so 
the routine simply returns. If the counter mod 4 is 
zero, it is time to handle the transmitter and the Tx 
flag is tested. 

The Tx flag indicates whether the transmitter is ac- 
tive. If the transmitter is inactive, no character is 
currently being transmitted so the Tx request flag is 
tested to see if a new character is waiting in the Tx 
buffer. If no character is waiting (Tx request 
flag=0), the Tx interrupt pin and bit are set before 
returning to the foreground. If there is a character 
waiting, it is retrieved from the buffer and placed in 
the Tx serializer. The Tx request flag is reset while 
the Tx and start bit flags are set. A space is placed in 
the Tx pipelined data bit so a start bit will be output 
on the next tick. Since the Tx buffer is now empty, 
the Tx interrupt bit and pin are set to indicate the 
availability of the buffer to the master. The routine 
then returns to the foreground. 

If the tick counter mod 4 is zero and the Tx flag in- 
dicates the transmitter is in the middle of a charac- 
ter, the tick counter is checked to see what transmit- 
ter operation is needed. If the counter is 28H (40D), 
all data bits plus the stop bits are complete. The 
character is therefore done and the Tx flag is reset. If 
the counter is 24H (36D), the data bits are complete 
and the next output should be a mark for the stop bit 
so a mark is loaded into the Tx pipelined data bit. 

If neither of the above conditions are met for the 
counter, the transmitter is some place in the data 
field, so the next data bit is rotated out of the Tx 
serializer into the pipelined data bit. The next tick 
outputs this bit. 

At this point the program execution is returned to 
the foreground. 

That completes the discussion of the combination 
I/O device flow charts. The UPI software listing is 
shown in Appendix Cl. Appendix C2 is example 
8085A driver software. 

Several observations concerning the drivers are ap- 
propriate. Notice that since the receiver and input 
port of the UPI use the OBF flag and interrupt out- 
put, the interrupt and flag are cleared when the mas- 
ter reads DBBOUT. This is not true for the 
transmitter. There is always some time after a mas- 
ter write of new transmitter data before the trans- 
mitter bit and pin are cleared. Thus in an interrupt- 
driven system, edge-sensitive interrupts should be 
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RESET Rx FLAG 


RESET OTHER FLAGS 



Figure 29E. RCV Flow Chart 


used. For polled-systems, the software must wait 
after writing new data for IBF=0 before re-examin- 
ing the Tx interrupt flag in STATUS. 

Notice that this application uses none of the user 
data memory above Register Bank 1 and only 361 
bytes of program memory. This leaves the door open 
for many improvements. Improvements that come 
to mind are increased buffering of the transmit or 
received data, modem control pins, and parallel port 
handshaking inputs. 


these applications that you might find useful in your 
own designs. 

DEBUG TECHNIQUES 

Since the UPI is essentially a single-chip microcom- 
puter, the classical data, address, and control buses 
are not available to the outside world during normal 
operation. This fact normally makes debugging a 
UPI design difficult; however, certain “tricks” can be 
included in the UPI software to ease this task. 

If a UPI is handling multiple tasks, it is usually 
easier to code and debug each task individually. This 
is fairly standard procedure. Since each task usually 
utilizes only a subset of the total number of I/O pins, 


This completes our discussion of specific UPI appli- 
cations. Before concluding, let’s look briefly at two 
debug techniques used during the development of 
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coding only one task leaves some I/O pins free. Port 
output instructions can then be added in the task 
code being debugged which toggle these unused pins 
to determine which section of task code is being ex- 
ecuted at any particular time. The task can also be 
made to “wait” at various points by using an extra 
pin as an input and adding code to loop until a par- 
ticular input condition is met. 

One example of using an extra pin as an output is 
included in the combination serial/parallel device 
code. During initial development the receiver was 
not receiving characters correctly. Since this could 
be caused by incorrect sampling, three lines of code 
were added to toggle BIT 6 of PORT 2 at each tick of 
the sample clock. This code is at lines 184 and 185 of 
tjhe listing. Thus by looking at the location of the tick 


sample pulse with respect to the received bit, the 
UPI sampling interval can be observed. The tick 
sample time was incorrect and the code was modi- 
fied accordingly. Similar techniques could be ap- 
plied at other locations in the program. 

The EPROM version of the UPI (8741A) also con- 
tains another feature to aid in debug: the capability 
to single step thru a program. The user may step 
thru the program instruction-by-instruction. The 
address of the next instruction to be fetched is avail- 
able on PORT 1 and the lower 2 bits of PORT 2. Fig- 
ure 30 shows the timing used inthe discussion below. 
When the single step input, SS, is brought low, the 
internal processor responds by stopping during the 
fetch portion of the next instruction. This action is 
acknowledged by the processor raising the SYNC 
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output. The address of the instruction to be fetched 
is then placed on the port pins. This state may _be 
held indefinitely. To step to the next instruction, SS 
is raised high, which causes SYNC to go low, which is 
then used to return SS low. This allows the processor 
to advance to the next instruction. If SS is left high, 
the processor continues to execute at normal speed 
until SS goes low. 

To preserve port functionality, port data is valid 
while SYNC is low. Figure 31 shows the external cir- 
cuitry required to implement single step while pre- 
serving port functionality. Si is the RUN/STOP 
switch. When in the RUN position, the 7474 is held 
preset so SS is high and the UPI executes normally. 
When switched to STOP, the preset is removed and 


the next low-going transition of SYNC causes the 
7474 to clear, lowering SS. While sync is low, the 
port data is valid and the current instruction is ex- 
ecuting. Low SYNC is also used to enable the tri- 
state buffers when the ports are used as inputs. 
When execution is complete, SYNC goes high. This 
transition latches the valid port data in the 
74LS374s. SYNC going high also signifies that the 
address of the next instruction will appear on the 
port pins. This state can be held indefinitely with 
the address data displayed on the LEDs. 

When the S 2 is depressed, the 7474 is set which 
causes SS to go high. This allows the processor to 
fetch and execute the instruction whose address was 
displayed. SYNC going low during execution, clears 



Figure 31. Single Step External Circuitry 
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the 7474 lowering SS. Thus the processor again stops 
when execution is complete and the next fetch is 
started. 

All UPI functions continue to operate while single 
stepping (the processor is actually executing NOPs 
internally while stopped). Both IBF and timer/ 
counter interrupts can be serviced. The only change 
is that the interval timer is prescaled on single 
stepped instructions and, of course, will not indicate 
the correct intervals in real time. The total number 
of instruction which would have been executed dur- 
ing a given interval is the same however. 

The single step circuitry can be used to step through 
a complete program; however, this might be a time- 
consuming job if the program is long or if only a por- 
tion is to be examined. The circuitry could easily be 
modified to incorporate the output toggling tech- 
nique to determine when to run and stop. If you 
would like to step thru a particular section of code, 


an extra port pin could replace switch Si. Extra 
instructions would then be added to lower the port 
when entering the code section and raise the port 
when exiting the section. The program would then 
stop when that section of code is reached allowing it 
to be stepped through. At the end of the section, the 
program would execute at normal speed. 

CONCLUSION 

Well, that’s it. Machine readable (floppy disk or pa- 
per tape) source listings of UPI software for these 
applications are available in Insite, the Intel library 
of user-donated programs. Also available in Insite 
are the source listings for some of Intel’s pre-pro- 
grammed UPI products. 

For information about Insite, write to: 

Insite 
Intel Corp. 

3065 Bowers Ave. 

Santa Clara, Ca 95051 
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FI ASM48 F3 LED PRINT( LF ) NOOBJECT 


ISIS-II MCS-48/UP I —4 1 MACRO ASSEMBLER, V3 0 


PAGE 1 


LOC OBJ LINE SOURCE STATEMENT 

1 HM0D41A 

2 , ***###**********************#******#***w******* 

3 , * UP I -41 A 8-DIGIT LED DISPLAY CONTROLLER * 

4 , ####*#*##»##***##•»###*###*****##***#*#****»*#** 

5 , 

6 , 

7 , 

8 .THIS PROGRAM USES THE UP I -41 A AS A LED DISPLAY CONTROLLER 

9 .WHICH SCANS AND REFRESHES EIGHT SEVEN-SEGMENT LED DISPLAYS 

10 , THE CHARACTERS ARE DEFINED BY INPUT FROM A MASTER CPU IN THE 

11 .FORM OF ONE EIGHT BIT WORD PER DIGIT-CHARACTER SELECTION 

12 , 

13 , 

14 , 

16 , 


17 

.REGISTER DEFINITIONS 



18 

, REGISTER 

RBI 

RBO 

19 


— 

— 

20 

, RO 

DISPLAY MAP POINTER 

NOT USED 

21 

, R 1 

NOT USED 

NOT USED 

22 

, R2 

DATA WORD AND CHARACTER 

STORAGE NOT USED 

23 

, R3 

DIGIT COUNTER 

NOT USED 

24 

, R4 

NOT USED 

NOT USED 

25 

, R5 

NOT USED 

NOT USED 

26 

, R6 

NOT USED 

NOT USED 

27 

i R7 

ACCUMULATOR STORAGE 

NOT USED 

28 

j *********************1 

»*********«****#*********'i 

t##*********##*#***#*#** 

29 




30 

* PORT PIN DEFINITIONS 



31 

32 

, PIN 

PORT 1 FUNCTION 

PORT 2 FUNCTION 




33 

i PO-7 

SEGMENT DRIVER CONTROL 

DIGIT DRIVER CONTROL 


34 i 

35 REJECT 


1 
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LOC * 


FFF1 


OOOO 

OOOO 

0002 

0003 

0005 

0006 
0007 


0009 
OOOA 
OOOC 
OOOE 

0010 
0011 
0012 
0013 
0015 
0017 
0019 
001 A 
001B 
001C 
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MCS-48/UPI-41 MACRO ASSEMBLER, V3 O 


PAGE 


3 


INE SOURCE STATEMENT 

90 » *###******#*#*###********####*#*#*****##**#*#**#***#*#*###***#*•*******# 

91 i EQUATES 

92 iTHE FOLLOWING CODE DESIGNATES "TIME" AS A VARIABLE THIS 

93 j ADJUSTS THE AMOUNT OF CYCLES THE TIMER COUNTS BEFORE 

94 jA TIMER INTERRUPT OCCURS AND REFRESHES THE DISPLAY APPROXIMATELY 

95 i 50 TIMES PER SECOND 

96 TIME EQU -OFH i TIMER VALUE 2 5MSEC 


98 i INTERRUPT BRANCHING 

99 i THIS PORTION OF MEMORY IS DEDICATED FOR USE OF RESET AND 

100 i INTERRUPT BRANCHING WHEN THE INTERRUPTS ARE ENABLED THE 

101 , CODE AT THE FOLLOWING DESIGNATED SPOTS ARE EXECUTED WHEN A 

102 j RESET OR A INTERRUPT OCCURS 



103 


ORG 

0 

i 

0409 

104 


JMP 

START 

; RESET 

00 

105 


NOP 



0436 

106 


JMP 

INPUT 

, IBF INTERRUPT 

00 

107 


NOP 



00 

108 


NOP 



04 ID 

109 


JMP 

DISPLA 

j TIMER INTERRUPT 


110 

, ************************************************************************* 


111 

i 


INITIALIZATION 


112 

i THE FOLLOWING 

CODE SETS UP 

THE UP I —41 AND DISPLAY HARDWARE 


113 

i INTO OPERATIONAL FORMAT. THE DISPLAY IS TURNED OFF, THE DISPLAY 


114 

.MAP IS 

FILLED 

WITH "BLANK" 

CHARACTERS, THE TIMER SET AND THE 


115 

116 
117 

j INTERRUPTS ARE ENABLED 


D5 

START' 

SEL 

RBI 

, 

BA08 

118 


ORL 

P2, #08H 

i TURN DIGIT DRIVERS OFF 

B838 

119 


MOV 

RO, #38H 

i DISPLAY MAP POINTER. BOTTOM OF DISPLAY MAP 

23FF 

120 

BLKMAP. 

MOV 

A, #OFFH 

i FF-" BLANK" 

AO 

121 


MOV 

®R0, A 

.BLANK TO DISPLAY MAP 

18 

122 


INC 

RO 

, INCREMENT DISPLAY MAP POINTER 

F8 

123 


MOV 

A, RO 

i DISPLAY MAP POINTER TO ACCUMULATOR 

B20E 

124 


JB5 

BLKMAP 

i BLANK DISPLAY MAP TILL FILLED 

BBOO 

125 


MOV 

R3, #00H 

» SET DIGIT COUNTER TO 0 

23F1 

126 


MOV 

A, #TIME 

.TIMER VALUE 

62 

127 


MOV 

T, A 

iLOAD TIMER 

55 

128 


STRT 

T 

j START TIMER 

25 

129 


EN 

TCNTI 

.ENABLE TIMER INTERRUPT 

05 

130 


EN 

I 

i ENABLE IBF INTERRUPT 


131 i **##*#****#******#*#******#**#*#**#####**##***************************** 

132 ; USER PROGRAM 

133 jA USERS PROGRAM WOULD INITIALIZE AT THIS POINT THE FOLLOWING 

134 ; CODE IS UND CONCLUDED WITH 

135 , SYNC CHARACTERS ( OAAH ) A CHECKSUM BYTE IMMEDIATELY PRECEEDS THE 

136 .FINAL SYNC WHEN READING, THE CONTROLLE************************************* 

137 REJECT 


) 
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LOC OBJ 


LINE SOURCE STATEMENT 


1 38 , *******«***«**«****^****«***»***«**«*****#*********************-»******* 
13? , DISPLAY ROUTINE 

140 , THIS PORTION OF THIS PROGRAM IS AN INTERRUPT ROUTINE WHICH IS 

141 .ACTED UPON WHEN THE TIMER COUNT IS COMPLETED THE ROUTINE UPDATES 

142 , ONE DISPLAY DIGIT FROM THE DISPLAY MAP PER INTERRUPT SEQUENTIALLY, 

143 , THUS EIGHT TIMER INTERRUPTS WILL HAVE REFRESHED THE ENTIRE DISPLAY 

144 , REGISTER BANK 1 IS SELECTED AND THE ACCUMULATOR IS SAVED UPON 

145 .ENTERING THE ROUTINE ONCE THE DISPLAY HAS BEEN REFRESHED THE TIMER 

146 , IS RESET AND THE ACCUMULATOR AND PRE-INTERRUPT REGISTER BANK IS RESTORED 

147 . 


00 ID 

D5 

148 DISPLA 

SEL 

RBI 

.REGISTER BANK 1 

00 IE 

AF 

149 

MOV 

R7, A 

.SAVE ACCUMULATOR 

00 IF 

8A08 

150 

ORL 

P2, #08H 

.TURN DIGIT DRIVERS OFF 

0021 

FB 

151 

MOV 

A, R3 

.DIGIT COUNTER TO ACCUMULATOR 

0022 

4338 

152 

ORL 

A, #38H 

, "OR" TO GET DISPLAY MAP ADDRESS 

0024 

A8 

153 

MOV 

RO, A 

.DISPLAY MAP POINTER 

0025 

FO 

154 

MOV 

A, CRO 

.GET CHARACTER FROM DISPLAY MAP 

0026 

39 

155 

OUTL 

PI, A 

.OUTPUT CHARACTER TO SEGMENT DRIVER! 

0027 

FB 

156 

MOV 

A, R3 

.DIGIT COUNTER VALUE TO ACCUMULATOR 

0028 

3A 

157 

OUTL 

P2, A 

.OUTPUT TO DIGIT DRIVERS 

0029 

IB 

158 

INC 

R3 

, INCREMENT DIGIT COUNTER 

002A 

D307 

159 

XRL 

A, #07H 

.CHECK IF AT LAST DIGIT 

0O2C 

9630 

160 

JNZ 

SET I ME 

.RESET TIMER IN NOT LAST DIGIT 

002E 

BBOO 

161 

MOV 

R3, #00H 

.RESET DIGIT COUNTER 

0030 

23F1 

162 SET I ME 

MOV 

A, #TIME 

i TIMER VALUE 

0032 

62 

163 

MOV 

T, A 

* LOAD TIMER 

0033 

55 

164 

STRT 

T 

.START TIMER 

0034 

FF 

165 

MOV 

A, R7 

i RESTORE ACCUMULATOR 

0035 

93 

166 

RETR 


. RETURN 


167 , 

168 *EJECT 
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LOC OBJ LINE SOURCE STATEMENT 


0036 D5 

0037 AF 

0038 22 

0039 AA 
003A 47 
003B 77 
003C 5307 
003E 4338 

0040 A8 

0041 FA 

0042 53 IF 

0044 E3 

0045 AA 

0046 D37F 
0048 C64E 
004A FA 
004B AO 
004C 0451 
004E FA 
004F 50 

0050 AO 

0051 FF 

0052 93 


169 , 

171 ; INPUT CHARACTER AND DIGIT ROUTINE 

172 . THIS PORTION OF THE PROGRAM IS AN INTERRUPT ROUTINE WHICH 

173 J IS ACTED UPON WHEN THE IBF BIT IS SET THE ROUTINE GETS THE 

174 i DISPLAY DATA WORD FROM THE DBB AND DEFINES BOTH THE DIGIT AND 

175 , THE CHARACTER TO BE DISPLAYED. THIS IS DONE BY MEANS OF A 

176 i CHARACTER LOOP-UP TABLE AND A DISPLAY MAP FOR DIGIT AND CHARACTER 

177 .LOCATION. SPECIAL CONSIDERATION IS TAKEN FOR A DECIMAL POINT WHICH IS 

178 . SIMPLY ADDED TO THE EXISTING CHARACTER IN THE DISPLAY MAP REGISTER 

179 .BANK 1 IS SELECTED AND THE ACCUMULATOR IS SAVED UPON ENTERING 

180 .THE ROUTINE ONCE THE DATA WORD HAS BEEN FULLY DEFINED THE ACCUMULATOR 

181 , AND THE PRE-INTERRUPT REGISTER BANK IS RESTORED 


182 

, 




183 

INPUT. 

SEL 

RBI 

.REGISTER BANK 1 

184 


MOV 

R7» A 

.SAVE ACCUMULATOR 

185 


IN 

A. DBB 

.GET DATA 

186 


MOV 

R2. A 

. SAVE DATA WORD 

187 


SWAP 

A 

i DEFINE DIGIT LOCATION 

188 


RR 

A 

, 

189 


ANL 

A, #07H 

i 

190 


ORL 

A. #38H 

, 

191 


MOV 

RO. A 

.DIGIT LOCATION IN DIGIT POINTER 

192 


MOV 

A. R2 

.SAVED DATA WORD TO ACCUMULATOR 

193 


ANL 

A. #1FH 

, DEFINE CHARACTER LOOK-UP-TABLE LOC 

194 

I 

MO VP 3 

A. ©A 

.GET CHARACTER 

195 

MOV 

R2. A 

i SAVE CHARACTER 

196 


XRL 

A. #7FH 

. IS CHARACTER DECIMAL POINT 

197 


JZ 

DPOINT 

, 

198 


MOV 

A. R2 

. SAVED CHARACTER TO ACCUMULATOR 

199 


MOV 

©RO. A 

.CHARACTER TO DISPLAY MAP 

200 


JMP 

RETURN 

i 

201 

DPOINT 

MOV 

A. R2 

i SAVED CHARACTER TO ACCUMULATOR 

202 


ANL 

A. ©RO 

, "AND" WITH OLD CHARACTER 

203 


MOV 

©RO. A 

.BACK TO DISPLAY MAP 

204 

205 

RETURN 

MOV 

RETR 

A. R7 

.RESTORE ACCUMULATOR 

206 

207 

. **#***********##*************#«*#***##**#****«*********#**#**«#***«*** 
♦EJECT 
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LOC OBJ 


SOURCE STATEMENT 


0300 

0300 CO 

0301 F9 

0302 A4 

0303 BO 

0304 99 

0305 92 

0306 82 

0307 F8 

0308 80 

0309 98 
030A 88 
030B 83 
030C C6 
030D A1 
030E 86 
030F 8E 

0310 7F 

0311 C2 

0312 89 

0313 FB 

0314 El 

0315 C7 

0316 AB 

0317 A3 

0318 8C 

0319 AF 
031 A 87 
03 IB Cl 
03 1C 91 
03 ID BF 
03 IE FD 
03 IF FF 


208 

209 

210 
211 
212 

213 

214 

215 

216 

217 

218 

219 

220 
221 
222 

223 

224 

225 

226 

227 

228 

229 

230 

231 

232 

233 

234 

235 

236 

237 

238 

239 

240 

241 

242 

243 

244 

245 

246 

247 

248 

249 

250 

251 


; *****•«*****«*************************#***********#*******«'#'*•******* 
, LOOK-UP TABLE 

, THIS LOOK-UP TABLE ORIGINATES IN PAGE 3 OF THE UP I -41 PROGRAM 
> MEMORY IT IS USED TO DEFINE THE CORRECT LEVEL OF EACH SEGMENT 
.AND DECIMAL POINT FOR A SELECTED CHARACTER FROM THE INPUT ROUTINE 
.INVERSE LOGIC IS USED BECAUSE OF THE SPECIFIC DRIVER CIRCUITRY, THUS 
, A 1 ON A GIVEN SEGMENT MEANS IT IS OFF AND A O MEANS IT IS ON 


. *******SEOMENTS*** 
, DP G F E D C 

, 1 1 0 0 0 0 

. 1 11110 


0 0 0 0 


l 

ORG 300H 

CHO DB OCOH 

CHI DB 0F9H 

CH2 DB 0A4H ,1 01 

CH3 DB OBOH ,1 0 1 

CH4 DB 99H ,1 0 0 

CHS DB 92H ,1 O 0 

CH6' DB 82H i 1 0 0 

CH7 DB 0F8H ,1 11 

CHS DB 80H ,1 0 0 

CH9 DB 98H ,1 0 0 

CHA DB 88H ,1 00 

CHB DB 83H ,1 00 

CHC DB 0C6H ,1 10 

CHD DB 0A1H ,1 01 

CHE DB 86H ,1 0 0 

CHF DB 8EH ; 1 0 0 

CHDP DB 7FH ,0 11 

CHG‘ DB 0C2H ,1 10 

CHH DB 89H ,1 0 0 

CHI DB OFBH ,1 11 

CHJ DB 0E1H ,1 1 1 0 0 0 0 1 

CHL DB 0C7H ,1 1 0 0 0 1 1 1 

CHN- DB OABH ,1 0 10 10 11 

CHO DB 0A3H ,1 0 1 0 0 0 1 1 | 

CHP DB 8CH ,1 0 0 0 1 1 0 0 

CHR DB OAFH ,1 0 10 1111 

CHT DB 87H ,1 0 0 0 0 1 1 1 

CHU DB OC1H ,1 1 0 0 0 0 0 1 

CHY DB 91H ,1 0 0 1 0 0 0 1 

CHD ASH DB OBFH ,1 0111111 

CHAPOS DB OFDH ,1 1111101 

BLANK DB OFFH ,1 1111111 

, *************#******************************#******#****************-B-*** 

END 


10 11 


USER SYMBOLS 
BLANK 03 IF 

CH6 0306 

CHD 030D 

CHJ 0314 

CHY 03 1C 


BLKMAP OOOE 
CH7 0307 
CHDASH 03 ID 
CHL 0315 
DISPLA 00 ID 


CHO 
CH8 
CHDP 
CHN * 


0300 

0308 

0310 

0316 


CHI 

CH9 

CHE 

CHO 


0301 

0309 

030E 

0317 


CH2 

CHA 

CHF 

CHP 


0302 

030A 

030F 

0318 


DPOINT 004E 


INPUT 0036 RETURN 0051 


CH3 0303 
CHAPOS 03 IE 
CHG 0311 
CHR 0319 
SET I ME 0030 


CH4 

CHB 

CHH 

CHT 

START 


0304 
030B 
0312 
031 A 
0009 


CHS 

CHC 

CHI 

CHU 

TIME 


0305 
030C 
0313 
031B 
FFF 1 


ASSEMBLY COMPLETE, 


5-733 




APPLICATIONS 


FI ASM48 F3 SENSOR NOOBJECT PRINK LP ) 


ISIS-II MCS-48/UPI-41 MACRO ASSEMBLER, V3 0 


PAGE 


1 


LOC OBJ LINE 


SOURCE STATEMENT 


1 4M0D41A , 

2 , #*###**#*###****#*#*#**#*****#######*##***#**# 

3 , * UP I -4 1 A SENSOR MATRIX CONTROLLER * 

4 , ***#**#**##******#####****#*##*###**#****##**# 

3 . 

6 , THIS PROGRAM USES THE UP I -41 A AS A SENSOR MATRIX CONTROLLER 

7 , IT HAS MONITORING CAPABILITIES OF UP TO 128 SENSORS THE COORDINATE 

8 .AND SENSOR STATUS OF EACH DETECTED CHANGE IS AVAILABLE TO THE MASTER 

9 .MICROPROCESSOR IN A SINGLE BYTE A 40X8 FIFO QUEUE IS PROVIDED FOR 

10 .DATA BUFFERING BOTH HARDWARE OR POLLED INTERRUPT METHODS CAN BE USED 

11 .TO NOTIFY THE MASTER OF A DETECTED SENSOR CHANGE 

12 , 

1 3 , ****«***********************«**#**********-»**«**********#**«****«#***** 


13 

16 

REGISTER DEFINITIONS 
REGISTER 

RBQ 

RBI 

17 


— 

— 

18 

RO 

MATRIX MAP POINTER 

NOT USED 

19 

R 1 

FIFO POINTER 

NOT USED 

20 

R2 

SCAN ROW SELECT 

NOT USED 

21 

R3 

COLUMN COUNTER 

NOT USED 

22 

R4 

FIFO-IN 

NOT USED 

23 

R3 

FIFO-OUT 

NOT USED 

24 

R6 

CHANGE WORD 

NOT USED 

23 

R7 

COMPARE 

NOT USED 


26 , 

27 i *********************************************************************** 

28 i 


29 .PORT PIN 

30 . 

DEFINITIONS 



31 .PIN 

32 , 

PORT 1 FUNCTION 

PIN 

PORT 2 FUNCTION 

COLUMN LINE INPUTS 

PO-3 

ROW SELECT OUTPUTS 

33 . PO-7 

34 . 


P4 

FIFO NOT EMPTY INTERRUPT 

33 i 


P5 

OBF INTERRUPT 

36 i 


P6-7 

NOT USED 


37 , 

38 . *********************************************************************** 

39 

40 REJECT 
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LOC OBJ LINE 


SOURCE STATEMENT 


OOOF 

0008 

002F 


41 

42 

43 

44 
43 

46 

47 

48 

49 

30 

31 

52 

33 

34 

53 
56 

37 

38 

39 
60 
61 
62 

63 

64 

65 

66 

67 

68 

69 

70 

71 

72 

73 

74 
73 

76 

77 

78 


.CHANGE WORD BIT DEFINITION 
, BIT 


DO-6 

D7 


FUNCTION 


SENSOR COORDINATE 
SENSOR STATUS 


, *********#*«*********»*************************'»****»*******«-»******«*» 


.STATUS REGISTER BIT DEFINITION 
, BIT 


FUNCTION 


DO 

Dl-3 

D4 

D5-7 


OBF 

IBF. FO, FI (NOT USED) 

FIFO NOT EMPTY 

USED DEFINED (NOT USED) 


, #****####**#********#*#*****#**********#***##***********#*#*#***#*#**** 


, EQUATES 

.THE FOLLOWING CODE DESIGNATES THREE VARIABLES. SCANTM, FIFOBA 
.AND FIFOTA SCANTM ADJUSTS THE LENGTH OF A DELAY BETWEEN 
.SCANNING SWITCH THIS SIMULATES DEBOUNCE FUNCTIONS FIFOBA 
, IS THE BOTTOM ADDRESS OF THE FIFO FIFOTA IS THE TOP ADDRESS 
, OF THE FIFO THIS MAKES IT POSSIBLE TO HAVE A FIFO 3 TO 40 
. BYTES IN LENGTH 


, ********************************************************************* 


SCANTM EQU OFH 
FIFOBA EQU 08H 
FIFOTA EQU 2FH 


.SCAN TIME ADJUST 
.FIFO BOTTOM ADDRESS 
.FIFO TOP ADDRESS 


•EJECT 
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LOC OBJ LINE SOURCE STATEMENT 

80 , 

81 , INITIALIZATION 

82 , 

83 , THE PROGRAM STARTS AT THE FOLLOWING CODE UPON RESET WITHIN 

84 .THIS INITIALIZATION SECTION THE REGISTERS THAT MAINTAIN THE MATRIX 

85 , MAP, FIFO AND ROW SCANNING ARE SET UP PORT 1 IS SET HIGH FOR USE 

86 , AS AN INPUT PORT FOR THE COLUMN STATUS BIT 4 OF STATUS REGISTER IS 

87 .WRITTEN TO CONVEY A FIFO EMPTY CONDITION THE INITIAL COLUMN STATUS 

88 , OF ALL THE ROWS IN THE SENSOR MATRIX IS THEN READ INTO THE MATRIX 

89 , MAP ONCE THE MATRIX MAP IS FILLED THE OBF INTERRUPT (PORT 2-4) IS 

90 .ENABLED 

91 , 

92 , *********************************************************************** 




93 





0000 


94 


ORG 

0 


0000 

B83F 

95 

INITMX 

MOV 

RO, #3FH 

.MATRIX MAP POINTER REGISTER. TOP ADDRESS 

0002 

BAOF 

96 


MOV 

R2, #OFH 

.SCAN ROW SELECT REGISTER, TOP ROW 

0004 

BC08 

97 


MOV 

R4, 4FIF0BA 

.FIFO INPUT ADDRESS REGISTER, BOTTOM OF FIFO 

0006 

BD2F 

98 


MOV 

R5» 4FIFQTA 

.FIFO OUTPUT ADDRESS REGISTER, TOP OF FIFO 

0008 

89FF 

99 


ORL 

PI, #OFFH 

, INITIALIZE PORT 1 HIGH FOR INPUTS 

OOOA 

2300 

100 


MOV 

A, #00H 

, INITIALIZE STATUS REGISTER, FIFO EMPTY 

OOOC 

90 

101 


MOV 

STS, A 

.WRITE TO STATUS REGISTER, BITS 4-7 

OOOD 

FA 

102 

FILLMX 

MOV 

A, R2 

, SCAN ROW SELECT TO ACCUMULATOR 

OOOE 

3A 

103 


OUTL 

P2, A 

, OUTPUT SCAN ROW SELECT TO PORT 2 

OOOF 

09 

104 


IN 

A, PI 

, INPUT COLUMN STATUS PORT 1 

0010 

AO 

105 


MOV 

®R0, A 

.LOAD MATRIX MAP WITH COLUMN STATUS 

0011 

FA 

106 


MOV 

A, R2 

, CHECK SCAN ROW SELECT REGISTER VALUE FOR 0 

0012 

C61B 

107 


JZ 

OBFINT 

, IF 0 ENABLE OBF INTERRUPT 

0014 

C8 

108 


DEC 

RO 

.DECREMENT TO NEXT MATRIX MAP ADDRESS 

0015 

CA 

109 


DEC 

R2 

, DECREMENT TO SCAN NEXT ROW 

0016 

040D 

110 


JMP 

FILLMX 

.FILL NEXT MATRIX MAP ADDRESS 

0018 

BA10 

111 

OBFINT 

MOV 

R2, #10H 

.BIT 4 HIGH IN ROW SCAN SELECT REGISTER 

001 A 

FA 

112 


MOV 

A, R2 

, ROW SCAN SELECT VALUE TO ACCUMULATOR 

00 IB 

3A 

113 


OUTL 

P2» A 

, INITIALIZE PORT 2, BIT 4 FOR "EN FLAGS" 

001C 

F5 

114 


EN 

FLAGS 

.ENABLE OBF INTERRUPT, PORT 2, BIT 4 



116 

♦EJECT * 





\ 
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LINE SOURCE STATEMENT 


117, »*•***»««*•««*••**«•*********««*****«••********»*«*«***»«**»*«**«**•** 

118 , 

119 , SCAN AND COMPARE 

120 , 

121 , THE FOLLOWING CODE IS THE SCAN AND COMPARE SECTION OF THE PROGRAM 

122 .UPON ENTERING THIS SECTION A CHECK IS MADE TO SEE IF THE ENTIRE MATRIX 

123 .HAS BEEN SCANNED IF SO THE REGISTERS THAT MAINTAIN THE MATRIX MAP AND ROW 

124 .SCANNING ARE RESET TO THE BEGINNING OF THE SENSOR MATRIX IF THE ENTIRE 

125 .MATRIX HASNT BEEN SCANNED THE REGISTERS INCREMENT TO SCAN THE NEXT ROW 

126 .FROM THIS POINT ON THE ROW SCAN SELECT REGISTER IS USED FOR TWO FUNCTIONS 

127 .BITS 0-3 FOR SCANNING AND BITS 4 AND 5 FOR THE EXTERNAL INTERRUPTS THUSLY 

128 .ALL USAGE OF THE REGISTERS IS DONE BY LOGICALLY MASKING IT SO AS TO ONLY 

129 .AFFECT THE FUNCTION DESIRED ONCE THE REGISTERS ARE RESET, ONE ROW OF THE 

130 .SENSOR I^ATRIX IS SCANNED A DELAY IS EXECUTED TO ADJUST FOR SCAN TIME 

131 . (DEBOUNCE) A BYTE OF COLUMN STATUS IS THEN READ INTO THE MATRIX MAP 

132 .AT THE TIME THE NEW COLUMN STATUS IS COMPARED TO THE OLD THE RESULT IS 

133 .STORED IN THE COMPARE REGISTER THE PROGRAM IS THEN ROUTED ACCORDING TO 

134 .WHETHER OR NOT A CHANGE WAS DETECTED 

135 , 

1 36 , ********************************************************************* 

137 


00 1 D 

FA 

138 

ADJREG 

MOV 

A. R2 

, SCAN ROW SELECT TO ACCUMULATOR 

OOIE 

530F 

139 


ANL 

A, #0FH 

, CHECK FOR 0 SCAN VALUE ONLY, NOT INTERRUPT 

0020 

C626 

140 


JZ 

RSETRG 

, IF 0 RESET REGISTERS 

0022 

C8 

141 


DEC 

RO 

.DECREMENT MATRIX MAP POINTER 

0023 

CA 

142 


DEC 

R2 

, DECREMENT SCAN ROW SELECT 

0024 

042C 

143\ 


JMP 

SCANMX 

, SCAN MATRIX 

0026 

B83F 

144 

RSETRG 

MOV 

RO, #3FH 

.RESET MATRIX MAP POINTER REGISTER, TOP ADDRESS 

0028 

FA 

145 


MOV 

A, R2 

, SCAN ROW SELECT TO ACCUMULATOR 

0029 

430F 

146 


ORL 

A, #OFH 

.RESET SCAN ROW SELECT, NO INTERRUPT CHANGE 

002B 

AA 

147 


MOV 

R2, A 

.SCAN ROW SELECT REGISTER 

002C 

FA 

148 

SCANMX 

MOV 

A, R2 

, SCAN ROW SELECT TO ACCUMULATOR 

002D 

3A 

149 


OUTL 

P2, A 

, OUTRUT SCAN ROW SELECT TO PORT 2 

002E 

BBOF 

150 


MOV 

R3. 4SCANTM 

, SET DELAY FOR OUTPUT SCAN TIME 

0030 

EB30 

151 

DELAY2 

DJNZ 

R3, DELAY2 

, DELAY 

0032 

09 

152 


IN 

A, PI * 

, INPUT COLUMN STATUS FROM PORT 1 TO ACCUMULATOR 

0033 

20 

153 


XCH 

A, «RO 

, STORE NEW COLUMN STATUS SAVE OLD IN ACCUMULATOR 

0034 

DO 

154 


XRL 

A, «R0 

.COMPARE OLD WITH NEW COLUMN STATUS 

0035 

AF 

155 


MOV 

R7 , A 

.SAVE COMPARE RESULT IN COMPARE REGISTER 

0036 

C669 

156 


JZ 

CHFFUL 

, IF THE SAME, CHECK IF FIFO IS FULL 



158 

♦EJECT 
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LOC OBJ LINE SOURCE STATEMENT 


0038 BB08 
003 A CB 
003B FO 
003C 77 
003D AO 
003E FF 
003F 77 

0040 AF 

0041 F245 
0043 0469 

0045 FA 

0046 530F 

0048 E7 

0049 E7 
004A E7 
004B 4B 

004C AE 
004D FO 
004E 5380 

0050 4E 

0051 AE 


1 59 » #*****#*##**#*********#****###*#####*##**********###******#***********#* 

160 \ , 

161 , CHANGE WORD ENCODING 

162 * 

163 , THE FOLLOWING CODE IS THE CHANGE WORD ENCODING SECTION THIS 

164 , SECTION IS ONLY EXECUTED IF A CHANGE WAS DETECTED THE COLUMN COUNTER 

165 , IS SET AND DECREMENTED TO DESIGNATE EACH OF THE 8 COLUMNS THE COMPARE 

166 .REGISTER IS LOOKED AT ONE BIT AT A TIME TO FIND THE EXACT LOCATION OF 

167 .THE CHANGE ( S ) WHEN A CHANGE IS FOUND IT IS ENCODED BY GIVING IT A 

168 .COORDINATE FOR ITS LOCATION THIS IS DONE BY COMBINING THE PRESENT VALUE 

169 , IN THE ROW SCAN SELECT REGISTER AND THE COLUMN COUNTER THE ACTUAL STATUS 

170 .OF THAT SENSOR IS ESTABLISHED BY LOOKING AT THE CORRESPONDING BYTE IN 

171 .THE MATRIX MAP THIS STATUS IS COMBINED WITH THE COORDINATE TO ESTABLISH 

172 .THE CHANGE WORD THE CHANGE WORD IS THEN STORED IN THE CHANGE WORD REGISTER 

173 , 

174 . *********#****#**#**##**#*******#** ##*##****#*##**#**#******#•******#* 

175 , 

176 MOV R3. #08H .SET COLUMN COUNTER REGISTER TO 8 

177 RRLOOK DEC R3 . DECREMENT COLUMN COUNTER 

178 MOV A, SRO , COLUMN STATUS TO ACCUMULATOR 

179 RR A .ROTATE COLUMN STATUS RIGHT , 

180 MOV ®R0. A .ROTATED COLUMN STATUS BACK TO MATRIX MAP 

181 MOV A.R7 .COMPARE REGISTER VALUE TO ACCUMULATOR 

182 RR A .ROTATE COMPARE VALUE RIGHT 

183 MOV R7, A .ROTATED COMPARE VALUE TO COMPARE REGISTER 

184 JB7 ENCODE .TEST BIT 7 IF CHANGE DETECTED ENCODE CHANGE WORD 

185 JMP CHFFUL , IF NO CHANGE IS DETECTED CHECK FOR FIFO FULL 

186 ENCODE MOV A. R2 .SCAN ROW SELECT TO ACCUMULATOR OOOOXXXX 

187 ANL A. #OFH , ROTATE ONLY SCAN VALUE 

188 RL A , ROTATE LEFT OOOXXXXO 

189 RL A , ROTATE LEFT OOXXXXOO 

190 RL A .ROTATE LEFT OXXXXOOO 

191 ORL A, R3 . .ESTABLISH MATRIX COORDINANT OXXXXXXX 

192 ‘ , (OR) COLUMN COUNTER VALUE WITH ACCUMULATOR 

193 MOV R6. A .SAVE COORDINANT IN CHANGE WORD REGISTER 

194 MOV A, SRO .COLUMN STATUS FROM MATRIX MAP TO ACCUMULATOR 

195 ANL A, #80H ,0 ALL BITS BUT BIT 7 

196 ORL A, R6 . (OR) SENSOR STATUS WITH COORDINATE FOR COMPLETED CHANGE WORD 

197 MOV R6. A .SAVE CHANGE WORD XXXXXXXX 

198 

199 REJECT 
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ISIS- I I MCS-48/UPI-41 MACRO ASSEMBLER, V3 0 PAGE 6 

LOC OBJ LINE SOURCE STATEMENT 

200 , *#***********************«^************************#*******#********* 

201 , 

202 , FIFO-DBBOUT MANAGEMENT 

203 , 

204 .THE FOLLOWING CODE IS THE FIFO-DBBOUT MANAGEMENT SECTION OF THE 

203 .PROGRAM THIS SECTION TAKES AN ENCODED CHANGE WORD AND LOADS IT INTO 

206 .THE FIFO THE FIFO NOT EMPTY INTERRUPT IS THEN SET AND THE FIFO-IN 

207 .POINTER GETS UPDATED A FIFO FULL CONDITION IS THEN CHECKED FOR AND 

208 .ROUTED ACCORDINGLY IF BOTH THE FIFO AND OBF HAVE CHANGE WORDS THE 

209 .PROGRAM LOCKS UP UNTIL THIS HAS CHANGED IF THE FIFO ISNT FULL COLUMN 

210 , COUNTER* O, FIFO EMPTY AND OBF CONDITIONS ARE CHECKED THE FIFO-OUT 

211 .POINTER IS SET AND DBBOUT IS LOADED IF THE FIFO ISNT EMPTY AND OBF ISNT 

212 .SET IF THIS ISNT THE SITUATION, PROGRAM FLOW IS ROUTED BACK TO THE 

213 .THE SCAN AND COMPARE SECTION TO SCAN THE NEXT ROW 

214 , 

215 » ****#•»**#***##****##*#•»*#**•»•»**#***#*#**#*#*#*******•»*#*#**##******** 


0032 

FC 

216 

217 

LOADFF 

MOV 

A, R4 

.FIFO INPUT ADDRESS TO ACCUMULATOR 

0033 

A9 

218 


MOV 

Rl, A 

.FIFO POINTER USED FOR INPUT 

0034 

FE 

219 


MOV 

A, R6 

, CHANGE WORD TO ACCUMULATOR 

0055 

A1 

220 


MOV 

SR 1 , A 

.LOAD FIFO AT FIFO INPUT ADDRESS 

0036 

2310 

221 

STATNE 

MOV 

A, # 1 OH 

.BIT 4 FOR FIFO NOT EMPTY 

0038 

90 

222 


MOV 

STS, A 

.WRITE TO STATUS REGISTER, FIFO NOT EMPT' 

0059 

8A20 

223 

INTRH1 

ORL 

P2, #20H 

.FIFO NOT EMPTY INTERRUPT PORT 2-5 HIGH 

005B 

FA 

224 


MOV 

A. R2 

, ROW SCAN SELECT TO ACCUMULATOR 

003C 

4320 

223 


ORL 

A, #20H 

, SAVE INTERRUPT. NO CHANGE TO SCAN VALUE 

OOSE 

AA 

226 


MOV 

R2, A 

.ROW SCAN SELECT REGISTER 

00 5F 

232F 

227 

ADJFIN 

MOV 

A, #FIFOTA 

, FIFO TOP ADDRESS TO ACCUMULATOR 

0061 

DC 

228 


XRL 

A, R4 

.COMPARE WITH CURRENT FIFO INPUT ADDRESS 

0062 

C667 

229 


JZ 

RSFFIN 

, IF THE SAME RESET FIFO INPUT REGISTER 

0064 

1C 

230 


INC 

R4 

.NEXT FIFO INPUT ADDRESS 

0063 

0469 

231 


JMP 

CHFFUL 

, CHECK FIFO FULL 

0067 

BC08 

232 

RSFFIN 

MOV 

R4, #FIFOBA 

.RESET FIFO INPUT REGISTER, BOTTOM OF FIFC 

0069 

FC 

233 

CHFFUL 

MOV 

A, R4 

, FIFO INPUT ADDRESS TO ACCUMULATOR 

006A 

DD 

234 


XRL 

A, R3 

.COMPARE INPUT WITH OUTPUT FIFO ADDRESS 

006B 

967D 

233 


JNZ 

CHCNTR 

, IF NOT SAME CHECK COLUMN COUNTER VALUE 

006D 

866D 

236 

CH0BF1 

JOBF 

CH0BF1 

, IF OBF IS 1 THEN CHECK OBF 

006F 

232F 

237 

ADJFOT 

MOV 

A, 4FIF0TA 

, FIFO TOP ADDRESS TO ACCUMULATOR 

0071 

DD 

238 


XRL 

A, R5 

.COMPARE TOP TO OUTPUT FIFO ADDRESS 

0072 

C677 

239 


JZ 

RSFFOT 

, IF THE SAME RESET FIFO OUTPUT REGISTER 

0074 

ID 

240 


INC 

R3 

.NEXT FIFO OUTPUT ADDRESS 

0075 

0479 

241 


JMP 

LOADDB 

, LOAD DBBOUT 

0077 

BD08 

242 

RSFFOT 

MOV 

R5, #F IFQBA 

.RESET FIFO OUTPUT ADDRESS TO BOTTOM OF f 

0079 

FD 

243 

LOADDB 

MOV 

A, R3 

.OUTPUT FIFO ADDRESS TO ACCUMULATOR 

007A 

A9 

244 


MOV 

Rl, A 

.FIFO POINTER USED FOR OUTPUT 

007B 

FI 

245 


MOV 

A, SRI 

, CHANGE WORD TO ACCUMULATOR 

007C 

02 

246 


OUT 

DBB > A 

, CHANGE WORD TO DBBOUT 

007D 

FB 

247 

CHCNTR 

MOV 

A, R3 

, COLUMN COUNTER TO ACCUMULATOR 

007E 

963A 

248 


JNZ 

RRLOOK 

, IF NOT 0 FINISH CHANGE WORD ENCODING 

0080 

2308 

249 

CHFFEM 

MOV 

A, 4FIF0BA 

, FIFO BOTTOM ADDRESS TO ACCUMULATOR 



250 

251 

♦EJECT 
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ISIS-II MCS-48/UPI-41 MACRO ASSEMBLER. V3 O 


PAGE 


LOC 

OBJ 

LINE 


SOURCE 

STATEMENT 

0082 

DC 

252 


XRL 

A, R4 

0083 

C68C 

253 


JZ 

ADJFEM 

0085 

FC 

254 


MOV 

A, R 4 

0086 

07 

255 


DEC 

A 

0087 

DD 

256 


XRL 

A, R5 

0088 

C69 1 

257 


JZ 

STATMT 

008A 

049C 

258 


JMP 

CH0BF2 

008C 

232F 

259 

ADJFEM 

MOV 

A, 4FIF0TA 

008E 

DD 

260 


XRL 

A, R 5 

008F 

969C 

261 


JNZ 

CH0BF2 

0091 

2300 

262 

STATMT 

MOV 

A, *00H 

0093 

90 

263 


MOV 

STS. A 

0094 

9ADF 

264 

INTRLO 

ANL 

P2, 40DFH 

0096 

FA 

265 


MOV 

A, R2 

0097 

53DF 

266 


ANL 

A, #ODFH 

0099 

AA 

267 


MOV 

R2, A 

009A 

04 1 D 

268 


JMP 

ADJREG 

009C 

86 ID 

269 

CH0BF2 

JOBF 

ADJREG 

009E 

046F 

270 


JMP 

ADJFOT 


271 

272 END 


.COMPARE FIFO INPUT ADDRESS WITH FIFO BOTTOM ADD 
. IF THE SAME, ADJUST TO CHECK FOR FIFO EMPTY 
.FIFO INPUT ADDRESS TO ACCUMULATOR 
.DECREMENT FIFO INPUT ADDRESS IN ACCUMULATOR 
.COMPARE INPUT TO OUTPUT FIFO ADDRESSES 
, IF SAME, WRITE STATUS REGISTER FOR FIFO EMPTY 
.CHECK OBF 

.FIFO TOP ADDRESS TO ACCUMULATOR 

.COMPARE TOP TO OUTPUT FIFO ADDRESS 

, IF NOT SAME THEN FIFO IS NOT EMPTY, CHECK OBF 

.CLEAR BIT O FOR FIFO EMPTY 

.WRITE TO STATUS REGISTER 

.FIFO EMPTY, INTERRUPT PORT 2-5 LOW 

, SCAN ROW SELECT TO ACCUMULATOR 

, SAVE INTERRUPT . NO CHANGE TO SCAN VALUE 

, SCAN ROW SELECT REGISTER 

.ADJUST REGISTERS 

, IF OBF=l THEN ADJUST REGISTERS 

.ADJUST FIFO OUT ADDRESS TO LOAD DBBOUT 


USER SYMBOLS 
ADJFEM 008C ADJFIN 

CH0BF2 009C DELAY2 

INTRLO 0094 LOADDB 

SCANMX 002C SCANTM 


005F ADJFOT 006F 
0030 ENCODE 0045 
0079 LOADFF 0052 
OOOF STATMT 0091 


ADJREG 00 ID CHCNTR 
FIFOBA 0008 FIFOTA 
OBFINT 0018 RRLOOK 
STATNE 0056 


007D CHFFEM 0080 
002F FILLMX OOOD 
003A RSETRG 0026 


CHFFUL 0069 CH0BF1 
INITMX 0000 INTRH1 
RSFFIN 0067 RSFFOT 


ASSEMBLY COMPLETE, NO ERRORS 


006D 

0059 

0077 
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PROGRAMMABLE KEYBOARD INTERFACE 


■ Simultaneous Keyboard and Display 
Operations 

■ Interface Signals for Contact and 
Capacitive Coupled Keyboards 

■ 128-Key Scanning Logic 

■ 10.7msec Matrix Scan Time for 128 Keys 
and 6MHz Clock 


■ Eight Character Keyboard FIFO 

This application is a general purpose programmable 
keyboard and display interface device designed for 
use with 8-bit microprocessors like the MCS-80 and 
MCS-85. The keyboard portion can provide a 
scanned interface to 128-key contact or capacitive- 
coupled keyboards. The keys are fully debounced 
with N-key rollover and programmable error genera- 
tion on multiple new key closures. Keyboard entries 
are stored in an 8-character FIFO with overrun sta- 


■ N-Key Rollover with Programmable 
Error Mode on Multiple New Closures 


■ Sixteen or Eight Character Seven- 
Segment Display Interface 

■ Right or Left Entry Display RAM 

■ Depress/Release Mode Programmable 

■ Interrupt Output on Key Entry 


tus indication when more than 8 characters are en- 
tered. Key entries set an interrupt request output to 
the master CPU. 

The display portion of the UPI-41A provides a 
scanned display interface for LED, incandescent 
and other popular display technologies. Both nu- 
meric displays and simple indicators may be used. 
The UPI-41A has a 16X4 display RAM which can be 


RL 

XI 

X2 

RESET 

NC 

CS 

GND 

RD 

AO 

WR 

SYNC 

DO 

Dl 

D 2 

D3 

04 

05 

06 
07 

GND 



vcc 

CLR 

B3 

B2 

Bl 

BO 

KCL 

M6 

M5 

M 4 

M3 

M2 

Mi 

Mo 

VDD 

NC 

ERROR 

IRQ 

HYS 

BP 



+5 

PWR 


INTERNAL 

BUS 


GND ► 


Figure 1. Pin Configuration 


Figure 2. Block Diagram 


5-741 








APPLICATIONS 


loaded or interrogated by the CPU. Both right entry 
calculator and left entry typewriter display formats 
are possible. Both read and write of the display 
RAM can be done with auto increment of the display 
RAM address. 

ORDERING INFORMATION: 

This part may be ordered as an 8041A with ROM 
code number 8278. The source code is available 
through Insite. 

Throughout this application of the UPI-41A, it will 
be referred to by its ROM code number, 8278. The 
8278 is packaged in a 40-pin DIP. The following is a 
brief functional description of each pin. 


PRINCIPLES OF OPERATION 

The following is a description of the major elements 
of the Programmable Keyboard/Display interface 
device. Refer to the block diagram in Figure 1. 

I/O Control and Data Buffers 

The I/O control section uses the CS, Ao, RD, and 
WR lines to control data flow to and from the var- 
ious internal registers and buffers (see Table 2). All 
data flow to and from the 8278 is enabled by CS. The 
8-bits of information being transferred by the CPU 
is identified by Ao. A logic one means information is 
command or status. A log ic zero means the informa- 
tion is data. RD and WR determine the direction of 
data flow through the Data Bus Buffer (DBB). The 


Table 1. Pin Description 


Signal 

Pin. No. 

Type 

Name and Function 

D 0 -D 7 

12-19 

I/O 

Data Bus: Three-state, bi-directional data bus lines used to transfer data and com- 
mands between the CPU and the 8278. 



I 

Write: Write strobe which enables the master CPU to write data and commands be- 
tween the CPU and the 8278. 

RD 

8 

I 

Read: Read strobe which enables the master CPU to read data and status from the 
8278 internal registers. 

CS 

6 

I 

Chip Select: Chip select input used to enable reading and writing to the 8278. 

Ao 

9 

I 

Control/Data: Address input used by the CPU to indicate control or data. 


4 

I 

Reset: A low signal on this pin resets the 8278. 

Xi,X 2 

m 

I 

Freq. Reference Inputs: Inputs for crystal, L-C or external timing signal to deter- 
mine internal oscillator frequency. 

IRQ 


0 

Interrupt Request: Interrupt Request Output to the master CPU. In the keyboard 
mode the IRQ line goes low with each FIFO read and returns high if there is still infor- 
mation in the FIFO or an ERROR has occurred. 

M 0 -M 6 N 

27-33 

0 

Matrix Scan Lines: Matrix scan outputs. These outputs control a decoder which 
scans the key matrix columns and the 16 display digits. Also, the Matrix scan outputs 
are used to multiplex the return lines from the key matrix. 

RL 

1 

I 

Keyboard Return Line: Input from the multiplexer which indicates whether the key 
currently being scanned is closed. 

HYS 

22 

0 

Hysteresis: Hysteresis output to the analog detector. (Capacitive keyboard configu- 
ration). A “0” means the key currently being scanned has already been recorded. 

KCL 

34 

0 

Key Clock: Key Clock output to the analog detector (capacitive keyboard configura- 
tion) used to reset the detector before scanning a key. 

SYNC 

11 

0 

Output Clock: High frequency (400 kHz) output signal used in the key scan to detect 
a closed key (capacitive keyboard configuration). 

B 0 -B 3 

35-38 

0 

Display Outputs: These four lines contain binary coded decimal display information 
synchronized to the keyboard column scan. The outputs are for multiplexed digital 
displays. 

■ 



Error Signal: This line is high whenever two new key closures are detected during a 
single scan or when too many characters are entered into the keyboard FIFO. It is reset 
by a system RESET pulse or by a “1” input on the CLR pin or by the CLEAR ERROR 
command. 

CLR 

j 39 

I 

Clear Error: Input used to clear an ERROR condition in the 8278. 

BP 


0 

Tone Enable: Tone enable output. This line is high for 10 ms following a valid key 
closure; it is set high and remains high during an ERROR condition. 

\masm 


I 

Power: +5 volt power input: +5V ±10%. 

| GND 

| 20,7 

I 

Ground: Signal ground. 


\ 
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DBB register is a bi-directional 8-bit buffer register 
which connects the internal 8278 bus buffer register 
to the external bus. When the chip is not selected 
(CS = 1) the DBB is in the hig h impeda nce state. 
The DBB acts as an input whe n (RD , WR, CS) = (1, 
0, 0) and an output when (RD, WR, CS) = (0, 1, 0). 


Table 2. I/O Control and Data Buffers 


CS 

Ao 

WR 

RD 

Condition 

0 

0 

1 

0 

Read DBB Data 

0 

1 

1 

0 

Read STATUS 

0 

0 

0 

1 

Write Data to DBB 

0 

1 

0 

1 

Write Command to DBB 

1 

X 

X 

X 

Disable 8278 Bus, 
High Impedance 


Scan Counter 

The scan counter provides the timing to scan the 
keyboard and display. The four MSB’s (M3-M6) 
scan the display digits and provide column scan to 
the keyboard via a 4 to 16 decoder. The three LSB’s 
(M0-M2) are used to multiplex the row return lines 
into the 8278. 

Keyboard Debounce and Control 

The 8278 system configuration is shown in Figure 3. 
The rows of the matrix are scanned and the outputs 


are multiplexed by the 8278. When a key closure is 
detected, the debounce logic waits about 12 msec to 
check if the key remains closed. If it does, the ad- 
dress of the key in the matrix is transferred into a 
FIFO buffer. 


FIFO and FIFO Status 

The 8278 contains an 8X8 FIFO character buffer. 
Each new entry is written into a successive FIFO lo- 
cation and each is then read out in the order of entry. 
A FIFO status register keeps track of the number of 
characters in the FIFO and whether it is full or emp- 
ty. Too many reads or key entries will be recognized 
as an error. The status can be read by a RD with CS 
low and Ao high. The status logic also provides a 
IRQ signal to the master processor whenever the 
FIFO is not empty. 

Display Address Registers and Display RAM 

The Display Address registers hold the address of 
the word currently being written or read by the CPU 
and the two 4 -bit nibbles being displayed. The 
read/write addresses are programmed by CPU com- 
mand. They also can be set to auto increment after 
each read or write. The display RAM can be directly 
read by the CPU after the correct mode and address 
is set. Data entry to the display can be set to either 
left or right entry. 


TO 

8080 8085 OR 8048 
MASTER 
PROCESSOR 



Figure 3. System Configuration for Capacitive-Coupled Keyboard 
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Figure 4. System Configuration for Contact Keyboard 


COMMANDS 

The 8278 operating mode is programmed by the 
master CPU using the Ao, WR and D0-D7 inputs as 
shown below: 



The master CPU presents the proper command on 
the D0-D7 data lines with Ao =1 and then sends a 
WR pulse. The com mand is latched by the 8278 on 
the rising edge of the WR and is decoded internally 
to set the proper operating mode. See the 
8041 A/8741 A data sheet for timing details. 

Command Summary 

KEYBOARD/DISPLAY MODE SET 



Where the mode set bits are defined as follows: 

K — the keyboard mode select bit 

0 — normal key entry mode 

1 — special function mode: Entry on key closure 
and on key release 

D — the display entry mode select bit 

0 — left display entry 

1 — right display entry 

I — the interrupt request (IRQ) output enable bit. 

0 — enable IRQ output 

1 — disable IRQ output 

E — the error mode select bit 

0 — error on multiple key depression 

1 — no error on multiple key depression 
N— the number of display digits select 

0— 16 display digits 

1 — 8 display digits 

NOTE: 

The default mode following a RESET input is all bits zero: 
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Where AI indicates Auto Increment and A3-A0 is 
the address of the next display character to be read 
out. 

AI = 1 AUTO increment 
AI = 0 no AUTO increment 


STATUS DESCRIPTION 

The S3-S0 status bits indicate the number of entries 
(0 to 8) in the 8-level FIFO. A FIFO overrun will lock 
status at 1111. The overrun condition will prevent 
further key entries until cleared. 


WRITE DISPLAY COMMAND 

CODE 

Where AI indicates Auto Increment and A3-A0 is 
the address of the next display character to be 
written. 



A multiple key closure error will set the KE flag and 
prevent further key entries until cleared. 

The IBF and OBF flags signify the status of the 8278 
data buffer registers used to transfer information 
(data, status or commands) to and from the master 
CPU. 


CLEAR/BLANK COMMAND 



Where the command bits are defined as follows: 

CE = Clear ERROR 
CF = Clear FIFO 
CD = Clear Display to all High 
BD = Blank Display to all High 
UD = Unblank Display 

The display is cleared and blanked following a 
Reset. 

Status Read 

The status register in the 827 8 can be read by the 
master CPU using the Ao, RD, and D0-D7 inputs as 
shown below: 



The 8278 places 8-bits of status information on the 
D0-D7 lines following (Ao, CS, RD) = 1, 0, 0 inputs 
from the master. 


The IBF flag is set when the master CPU writes 
Data or Commands to the 8278. The IBF flag is 
cleared by the 8278 during its response to the Data 
or Command. 

The OBF flag is set when the 8278 has output data 
ready for the master CPU. This flag is cleared by a 
master CPU Data READ. 

The Busy flag in the status register is used as a 
LOCKOUT signal to the master processor during re- 
sponse to any command or data write from the 
master. 

The master must test the Busy flag before each read 
(during a sequence) to be sure that the 8278 is ready 
with valid DATA. 

The ERROR and TONE outputs from the 8278 are 
set high for either type of error. Both types of error 
are cleared by the CLR input, by the CLEAR ER- 
ROR command, or by a reset. The FIFO and Display 
buffers are cleared independently of the Errors. 

FIFO status is used to indicate the number of char- 
acters in the FIFO and to indiate whether an error 
has occurred. Overrun occurs when the entry of an- 
other character into a full FIFO is attempted. Un- 
derrun occurs when the CPU tries to read an empty 
FIFO. The character read will be the last one en- 
tered. FIFO status will remain at 0000 and the error 
condition will not be set. 


Status Format 



°7 d 6 d 5 d 4 d 3 °2 d 1 D 0 

Where the status bits are defined as follows: 

IBF = Input Buffer Full Flag 

OBF = Output Buffer Full Flag 

KE = Keyboard Error Flag (multiple depression) 

B = BUSY Flag 

S3-S0 = FIFO Status 


Data Read 

The master CPU can read DATA from the 8278 
FIFO or Display buffers by using the Ao, RD, and 
D0-D7 inputs. 

The master sends a RD pulse with Ao = 0 and CS = 0 
and the 8278 responds by outputting data on lines 
D0-D7. The data is strobed by the trailing edge of 
RD. 
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DATA READ SEQUENCE 

Before reading data, the master CPU must send a 
command to select FIFO or Display data. Following 
the command, the master must read STATUS and 
test the BUSY flag and the OBF flag to verify that 
the 8278 has responded to the previous command. A 
typical DATA READ sequence is as follows: 


BUSY 


J 


l 


OBF 


! t 


READ DISPLAY 
OR FIFO COMMAND 
FROM MASTER 


FIRST 
DATA BYTE 
READY 


8278 

PROCESSING 
NEXT BYTE 


After the first read following a Read Display or Read 
FIFO command, successive reads may occur as soon 
as OBF rises. 


Data Write 

The master CPU can write DATA to the 8278 Dis- 
play buffers by using the Ao, WR and D 0 -D 7 inputs 
as follows: 


Ao, CS 



VALID 


X 


INVALID 


WR 




The master CPU presents the Dat a on the D 0 -D 7 
lines with Ao=0 and then sends a WR pulse. The 
data is latched by the 8278 on the rising edge of WR. 

DATA WRITE SEQUENCE 

Before writing data to the 8278, the master CPU 
must first send a command to select the desired dis- 
play entry mode and to specify the address of the 
next data byte. Following the commands, the master 
must read STATUS and test the BUSY flag (B) and 
IBF flag to verify that the 8278 has responded. A 
typical sequence is shown below. 


~j — 1 1 — 1 r ~ l 



t 




WRITE DISPLAY 8278 MASTER 
COMMAND READY DATA WRITE 
FOR FIRST BYTE 
COMMAND 
OR DATA 


8278 8278 

READY READY 


MASTER WRITES 
NEXT BYTE 


INTERFACE CONSIDERATIONS 
Scanned Keyboard Mode 

With N-key rollover each key depression is treated 
independently from all others. When a key is de- 
pressed the debounce logic waits for a full scan of 
128 keys and then checks to see if the key is still 
down. If it is, the key is entered into the FIFO. 

If two key closures occur during the same scan the 
ERROR output is set, the KE flag is set in the Status 
word, the TONE output is activated and IRQ is set, 
and no further inputs are accepted. This condition is 
cleared by a high signal on the CLEAR input or by a 
system RESET input or by the CLEAR ERROR 
command. 

In the special function mode both the key closure 
and the key release cause an entry to the FIFO. The 
release is entered with the MSB= 1 . 

Any key entry triggers the TONE output for 10 ms. 

The HYS and KCL outputs enable the analog multi- 
plexer and detector to be synchronized for interface 
to capacitive coupled keyboards. 

Data Format 

In the scanned keyboard mode, the code entered 
into the FIFO corresponds to the position or address 
of the switch in the keyboard. The MSB is relevant 
only for special function keys in which code “ 0 ” sig- 
nifies closure and “1” signifies release. The next four 
bits are the column count which indicates which col- 
umn the key was found in. The last three bits are 
from the row counter. 


7 

6 

5 

4 

3 

2 

1 

0 

SF 

m 6 

m 5 

m 4 

m 3 

m 2 

Ml 

M 0 


1 FOR SPECIAL FUNCTION 
MODE AND KEY RELEASED 
0 FOR KEY DEPRESSED 


Display 

Display data is entered into a 16X4 display register 
and may be entered from the left, from the right or 
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into specific locations in the display register. A new 
data character is put out on B0-B3 each time the 
M6-M3 lines change (i.e., once every 0.75ms with a 6 
MHz crystal). Data is blanked during the time the 
column select lines change by raising the display 
outputs. Output data is positive true. 

LEFT ENTRY 

The left entry mode is the simplest display format in 
that each display position in the display corresponds 
to a byte (or nibble) in the Display RAM. ADDRESS 
0 in the RAM is the left-most display character and 
ADDRESS 15 is the right-most display character. 
Entering characters from position zero causes the 
display to fill from the left. The 17th character is en- 
tered back in the left-most position and filling again 
proceeds from there. 

RIGHT ENTRY 

Right entry is the method used by most electronic 
calculators. The first entry is placed in the right- 
most display character. The next entry is also placed 
in the right-most character after the display is 
shifted left one character. The left-most character is 
shifted off the end and is lost. 


14 15 0 


□ 

□ 


□ 

□ 

□ 

2 

3 

15 

0 

i 

□ 

n 


□ 

□ 

B 

3 

4 

0 

1 

2 

□ 

n 


□ 

E 

B 

0 

i 

13 

14 

15 

□ 

E 


H 

15 

B 

1 

2 

14 

15 

0 

E 

E 


15 

16 

B 

2 

3 

15 

0 

i 

E 

E 


16 

E 

0 


DISPLAY 

RAM 

ADDRESS 


Note that now the display position and register ad- 
dress do not correspond. Consequently, entering a 
character to an arbitrary position in the Auto Incre- 
ment mode may have unexpected results. Entry 
starting at Display RAM ADDRESS 0 with sequen- 
tial entry is recommended. A Clear Display com- 
mand should be given before display data is entered 
if the number of data characters is not equal to 16 (or 
8) in this mode. 


AUTO INCREMENT 

In the Left Entry mode, Auto Incrementing causes 
the address where the CPU will next write to be in- 
cremented by one and the character appears in the 
next location. With non-Auto Incrementing the en- 
try is both to the same RAM address and display po- 
sition. Entry to an arbitrary address in the Left 
Entry — Auto Increment mode has no undesirable 
side effects and the result is predictable: 


DISPLAY 

0 1 2 3 4 5 6 7 RAM 

ADDRESS 

1 


0 1 2 3 4 5 6 7 


0 1 2 3 4 5 6 7 


COMMAND 

10010101 


ENTER NEXT AT LOCATION 5 AUTO INCREMENT 


0 1 2 3 4 5 6 7 

3RD ENTRY I 1 I 2 I I I I 3 I 7™ 


0 1 2 3 4 5 6 7 

4TH ENTRY I 1 I 2 I I I I 3 I 4 I 


In the Right Entry mode, Auto Incrementing and 
non-incrementing have the same effect as in the Left 
Entry except that the address sequence is inter- 
rupted. 


1ST ENTRY 


COMMAND 

10010101 


i 

2 

3 

4 

5 

6 

7 

0 








B 

2 

3 

4 

5 

6 

7 

0 

i 








B 

2 

3 

4 

5 

6 

7 

0 

i 

r 






1 


ER NEXT AT LOCATION 5 AUTO INCREMEN 

3 

4 

5 

6 

7 

0 

1 

2 

E 


3 


E 

' 

B 


4 

5 

6 

7 

0 

1 

2 



3 

E 

3 

4 

_ 

’ 

JL 

1 


DISPLAY 

RAM 

ADDRESS 
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APPLICATIONS 


Starting at an arbitrary location operates as shown 
below. 


COMMAND 

10010101 


DISPLAY 

0 1 2 3 4 5 6 7 RAM 

1 1 1 1 1 1 1 1 ADDRESS 


ENTER NEXT AT LOCATION 5 AUTO INCREMENT 

1 2 3 4 5 6 7 0 

1ST ENTRY I I I I rn I I I 


2 3 4 5 6 7 0 1 

2ND ENTRY I I I I 1 I 2 I [~T~ 


8TH ENTRY 

□ 

H 

1 6 

EJ 

1 8 

□ 












9TH ENTRY 

H 

6 


8 

H 

H 

H 

□ 


Entry appears to be from the initial entry point. 
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INTRODUCTION 

The UPI-42 is the newest member of Intel’s Universal 
Peripheral' Interface (UPI) microcomputer family. It 
represents a significant growth in UPI capabilities 
resulting in a broader spectrum of applications. The 
UPI-42 incorporates twice the EPROM/ ROM of the 
UPI-41 A, 2048 vs 1024 bytes, twice the RAM, 128 vs 64 
bytes, and operates at a maximum speed twice that of 
the UPI-41 A, i.e. 12 MHz vs 6 MHz. The ROM based 
8042 and the EPROM based 8742 provide more highly 
integrated solutions for complex stepping motor and 
dot matrix printer applications. Those applications 
previously requiring a microprocessor plus a UPI chip 
can now be implemented entirely with the UPI-42. 

The software features of the UPI-42, such as indirect 
Data and Program Memory addressing, two inde- 
pendent and selectable 8 byte register banks, and 
directly software testable I/O pins, greatly simplify the 
external interface and software flow. The software and 
hardware design of the UPI-42 allows a complex 
peripheral to be controlled with a minimum of external 
hardware. 



Many microcomputer systems need real time control of 
peripheral devices such as a printer, keyboard, complex 
motor control or process control. These medium speed 
but still time consuming tasks require a fair amount of 
system software overhead. This processing burden can 
be reduced by using a dedicated peripheral control 
processor 


U ntil recently, the dedicated control processor approach 
was usually not cost effective due to the large number of 
components needed; CPU, RAM, ROM, I/O, and 
Timer/ Counters. To help make the approach more cost 
effective, in 1977 Intel introduced the UPI-41 family of 
Universal Peripheral Interface controllers consisting of 
an 8041 (ROM) device and an 8741 (EPROM) device. 
These devices integrated the common microprocessor 
system functions into one 40 pin package. The UPI-42 
family, consisting of the 8042 and 8742, further extends 
the UPI’s cost effectiveness through more memory and 
higher speed. 

Another member of the UPI family is the Intel 8243 
Input/ Output Expander chip. This chip provides the 
UPI-41 A and UPI-42 with up to 16 additional inde- 
pendently programmable I/O lines, and interfaces 
directly to the UPI-41 A/42. Up to seven 8243s can be 
cascaded to provide over 100 I/O lines. 

The UPI is a single chip microcomputer with a standard 
microprocessor interface. The UPI’s architecture, illus- 
trated in Figure 3, features on-chip program memory, 
ROM (8041 A/ 8042) or EPROM (8741 A/ 8742), data 
memory (RAM), CPU, timer/ counter, and I/O. Spe- 
cial interface registers are provided which enable the 
UPI to function as a peripheral to an 8-bit central 
processor. 

Using one of the UPI devices, the designer simply codes 
his proprietary peripheral control algorithm into the 
UPI device itself, rather than into the main system 
software. The UPI device then performs the peripheral 
control task while the host processor simply issues 
commands and transfers data. With the proliferation of 
microcomputer systems, the use of UPIs or slave 
microprocessors to off load the main system micropro- 
cessor has become quite common. 

This Application Note describes how the UPI-42 can be 
used to control dot matrix printing and the printer 
mechanism, using stepper motors for carriage/ print 
head assembly and paper feed motion. Previous Intel 
Application Notes AP-27, AP-54, and AP-91 describe 
using intelligent processors and peripherals to control 
single solenoid driven printer mechanisms with 80 
character line buffering and bidirectional printing. This 
Application Note expands on these previous themes 
and extends the concept of complex device control by 
incorporating full 80 character line buffering, bidirec- 
tional printing, as well as drive and feedback control of 
two four phase stepper motors. 

The Application Note assumes that the reader is famil- 
iar with the 8042/8742 and 8243 Data Sheets, and 
UPI-41 A/ 42 Assembly Language. Although some back- 
ground information is included, it also assumes a basic 
understanding of stepper motors and dot matrix printer 
mechanisms. A complete software listing is included in 
Appendix A. 


\ 
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Figure 2. UPI-42 Block Diagram 


DOT MATRIX PRINTING 

A dot matrix printer print head typically consists of 
seven to nine solenoids, each of which drives a stiff wire, 
or hammer, to impact the paper through an inked rib- 
bon. Characters are formed by firing the solenoids to 
form a matrix of “dots” (impacts of the wires). Figure 4 
shows how the character “E” is formed using a 5 x 7 
matrix. The columns are labeled Cl through C5, and 
the rows R1 through R7. The print head moves left-to- 
right across the paper, so that at time T 1 the head is over 
column Cl. The character is formed by activating the 
proper solenoids as the print head sweeps across the 
character position. 

Dot matrix printers are a cost effective way of provid- 
ing good quality hard copy output for microcomputer 
systems. There is an ever increasing demand for the 
moderately priced printer to provide more functional- 
ity with improved costand performance. Using stepper 
motors to control the paper feed and carriage/ print 
head assembly motion is one way of enabling the dot 
matrix printer to provide more capabilities, such as 
expanded or contracted characters, dot or line gra- 
phics, variable line and character spacing, and subscript 
or superscript printing. 

However, stepper motors require fairly complex contol 
algorithms. Previous solutions involved the use of a 


main CPU, UPI, RAM, ROM, and I/O onboard the 
peripheral. The CPU acted as supervisor and used 
parallel processing to achieve accurate stepper motor 
control via a UPI, character buffering via the I/O 
device, RAM, and ROM. The CPU performed real- 
time decoding of each character into a dot matrix patt- 
ern. This Application Note demonstrates that the 
increased memory and performance of the UPI-42 facil- 
itates integrating these control functions to reduce the 
cost and component count. 


THE PRINTER MECHANISM 

The printer mechanism used in this application is the 
Epson Model 3210. It consists of four basic sub- 
assemblies; the chassis or frame, the paper feed mecha- 
nism and stepper motor, the carriage motion mecha- 
nism and stepper motor, and the print head assembly. 

The paper feed mechanism is a tractor feed type. It 
accomodates up to 8.5 inch wide paper (not including 
tractor feed portion). There is no platen as such; the 
paper is moved through the paper guide by two sprock- 
eted wheels mounted on a center sprocket shaft. The 
sprocket shaft is driven by a four phase stepper motor. 
The rotation of the stepper motor is transmitted to the 
sprocket shaft through a series of four reduction gears. 
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SYSTEM PERIPHERAL INTERFACE 

INTERFACE AND 

I/O EXPANSION 


Figure 3. U PI-41 A, 42 Functional Block Diagram 
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Figure 4. Character E in 5 x 7 Dot Matrix Format 


The carriage motion mechanism consists of another 
four phase stepper motor which controls the left-to- 
right or right-to-left print head assembly motion. The 
print speed is 80 CPS maximum. Both the speed of the 
stepper motor and the movement of the print head 
assembly are independently controllable in either direc- 
tion. The rotation of the stepper motor is converted to 
the linear motion of the print head assembly via a series 
of reduction gears and a toothed drive belt. The drive 
belt also controls a second set of reduction gears which 
advances the print ribbon as the print head assembly 
moves. 

Two optical sensors provide feedback information on 
the carriage assembly position and speed. The first of 
these optical sensors, called the ‘HOME RESET’ or 
HR, is mounted near the left-most physical position to 
which the print head assembly can move. As the print 
head assembly approaches the left-most position, a 
flange on the print head assembly interferes with the 
light source and sensor, causing the output of the sensor 
to shift from a logic level one to zero. The right-most 
printer position is monitored in software rather than by 
another optical sensor. The right-most print position is 
a function of the number of characters printed and the 
distance required to print them. 

The second optical sensor, called the ‘PRINT TIMING 
SIGNAL’ or PTS, provides feedback on carriage 
stepper motor velocity and relative position within a 
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Figure 5. Carriage Stepper Motor Assembly 


given step of the motor. The feedback is generated by 
the optical sensor as an “encoder disk” moves across it. 
Figure 5 illustrates the carriage stepper motor, optical 
sensor, encoder disk and reduction gears, and drive belt 
assembly. The optical sensor outputs a pulse train with 
the same period as the phase shift signal used to drive 
the stepper, but slightly out of phase with it when the 
motor is at a constant speed (see Software Functional 
Block: Phase Shift Data for additional details). The 
disk acts as a timing wheel, providing feedback to the 
UPI software of the carriage speed, position, and opti- 
mum position for energizing the print head solenoids. 
The two optical sensors are monitored under software 
and provide the critical feedback needed to control the 
print head assembly and paper feed motion accurately. 
The process of stepper motor drive and control via 
feedback signals is called “closed loop” stepper motor 
control, and is covered in more detail in the software 
discussion. 

The print head assembly consists of nine solenoids and 
nine wires or hammers. Figure 6 illustrates a print head 
assembly. The available dot matrix measures 9x9. This 
large matrix enables the Epson 3210 print mechanism to 
print a variety of character fonts, such as expanded or 


contracted characters, as well as line or block graphics 
(see Appendix B, Printer Enhancements). It also facili- 
tates printing lower case ASCII characters with “lower 
case descenders.” That is to say, certain lower case 
letters (e.g. y, p, etc.) will print below the bottom part of 
all upper case letters. 



Figure 6. Print Head Solenoid Assembly 
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Figure 7. Hardware Interface Block Diagram 


HARDWARE DESCRIPTION 

Figure 7 shows a block diagram of the UPI-42 and 8243 
interface to the printer mechanism drive circuit. A 
complete schematic is shown in Figure 8. The UPI-42 
provides all signals necessary to control character buf- 
fering and handshaking, paperfeed and carriage motion 
stepper motor timing, print head solenoid activation, 
and monitoring of external status switches. 


The Epson 3210 printer mechanism manual recom- 
mends a specific interface circuit to provide proper 
drive levels to the stepper motors windings and print 
head solenoids. The hardware interface used for this 


Application Note followed those recomendations j 

exactly (see Appendix C, Printer Mechanism Drive • 

Circuit Schematics). 


I/O Ports 

The lower half of the UPI-42 Port 2, pins 0-3, provides 
an interface to the 8243 I/O expander. The PROG pin 
of the UPI-42 is used as a strobe to clock address and 
data information via the Port 2 interface. The extra 16 
I/O lines of the 8243 become PORTS 4, 5, 6, and 7 to 
the UPI software. Combined, the UPI-42 and 8243 
provide a total of 28 independently programmable I/O 
line. These lines are used as follows: 
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Port 

No of 
lines 

Bits 

I/O 

Description 

1 

8 

0-7 

0 

Character dot column data to print head solenoids 

2 

1 

6 

0 

(same) 

2 

1 

7 

o 

Print head solenoid trigger 

2 

2 

4,5 

0 

Host system data transfer handshaking (ACK/BUSY) 

4 

4 

0-3 

0 

Carriage & paper feed stepper motors 

5 

3 

1-3 

0 

Stepper motor select and current limiting 

5 

1 

0 

1 

Paper End sense 

6 

1 

1 

0 

Print head trigger reset 

6 

3 

0,2,3 

- 

(unused) 

7 

5 

0-3 

1 

External status switches; (LF, FF, TEST, 





ON/OFF Line) 


Figure 9. UPI-42 and 8243 I/O Port Map 


Note: The notation used in the balance of this Applica- 
tion Note, when referring to a port number and a par- 
ticular pin or bit, is Port 23 rather than Port 2 bit 3. 


The two printer mechanism optical sensors, discussed 
in the Printer Mechanism discription, are tied to the 
two “Test Input” pins, TO and Tl, of the UPI-42 
through a buffer circuit for noise supression. These 
inputs are directly testable in software. 
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Host System Interface 

The host system interfaces to the printer through a 
parallel port to the UPI-42 Data Bus. Four handshake 
ing signals are used to control data transfer; Data 
Strobe (STB/), Acknowledge (ACK), Busy (BUSY), 
and Online or Select. The Data Strobe line of the host 
parallel port is tied directly to the UPI-42 WR/ pin. 
This provides a low going pulse on the UPI-42 WR/ pin 
whenever a data byte is written to the U PI-42. The ACK 
and BUSY handshake signals are tied to two UPI-42 
I / O port lines for software control of data transfer. The 
“On Line” handshake signal is tied to a single-pole 
single-throw fixed position switch, which externally 
enables or disables character transfer from the host 
system. Characters transmitted to the UPI-42 by the 
host are loaded into the UPI-42 Data Bus Buffer In 
(DBBIN) register, and the Input Buffer Full (IBF) inter- 
rupt and U PI-42 status flag are set (see Figure 9. U PI-42 
and 8243 I/O Ports). 


Stepper Motor Interface 

Port 4 (41-43) of the 8243, provides both carriage and 
paper feed stepper motor phase shift signals to the 
printer mechanism drive circuit. Each of the two 
stepper motors is driven by 2 two phase excitation 
signals (4 phases). Figure 10 shows the wave form for 
each stepper motor. Each signal consists of two compo- 
nents (Sig. 1 A/B & Sig. 2 C/D) 180 degrees out of 
phase with the other. Each of these signal pairs (A/B & 
C/O) is 90 degrees out of phase with the other pair. For 
each signal pair, one port line supplies both halves by 
using an inverter. 

Each of the resulting eight stepper motor drive signals is 
interfaced to a discrete drive transistor through an 
inverter. The emitter of the drive transistor is tied to the 
open collector of the inverter to provide high current 
sinking capability for the drive transistor. Each half of 
the motor winding is tied to the collector of the drive 
transistor (see Appendix C, Printer Mechanism Drive 
Circuit Schematic). 

Each stepper motor requires two current levels for 
operation. These levels are called “Rush” current and 
“Hold” current. Rush current refers to the high current 
required to cause the rotor to rotate within its windings 
as the polarity of the power applied to the windings is 
changing. Each change in the polarity of the power 
applied to the motor windings is called a step or phase 
shift. Hold current refers to the low level of current 
required to stabilize and maintain the rotor in a fixed 
position when the the polarity applied to the windings is 
not changing. Hold current is simply Rush current with 
a current limiting transistor switched in. Switching 
from Hold to Rush current “selects” or enables that 
stepper motor to move with the next step signal output. 
In the balance of , this Application Note, the term 
“select” will be used to refer to turning on Rush current, 
and “deselect” will refer to switching to Hold currrent. 
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CARRIAGE STEPPER MOTOR DRIVE SIGNALS (FORWARD) 



Figure 10. Stepper Motor Step Sequence 
Waveforms 


Three 8243 port lines are dedicated to the select/ dese- 
lect control of the two stepper motors. One line is for 
the paper feed stepper motor, and two lines are for the 
carriage motion stepper motor (80 and 132 column). 
These lines are labeled SLF, 80Col, and 132Col, and are 
8243 PORT 53, 52, and 51, respectively. 

By varying the voltage applied to the stepper motor 
biasing circuit and the current, it is possible to vary the 
distance the motor moves the print head assembly with 
each step. Enabling one of two different voltage biasing 
levels, and changing the timing rate at which the motor 
is stepped, facilitates either 80 or 132 character column 
printing. Only 80 character column printing is imple- 
mented in the software design. Appendix B, Printer 
Enhancements, details the software algorithm for han- 
dling 132 character printing. 


Print Head Interface 

A total of eleven I/O lines are used to control the print 
head solenoids and solenoid firing (see Figure 9 above). 
Nine are used for character dot data, one for the Print 
Head Trigger, and one for Reset of the Print Head 
Trigger circuit. Each of the nine character dot data lines 
is buffered by an open collector hex inverter. 
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The Print Head Trigger output is tied to the Trigger 
input of a 555 Monostable Multivibrator. The output 
pulse generated by the 555 triggers the print head sole- 
noids to fire. The 555 Output pulse width is independ- 
ent of the input trigger waveform. The pulse width is 
determined by an RC network across the 555 inputs and 
the voltage level applied to the Control Voltage 555 
input. The 555 Output is tied to the base of a PNP 
transistor through an inverter, biased in a normally off 
configuration. The PNP transistor supplies enough 
drive to pull up the open collector inverter on each print 
head solenoid line, Port 10-17 and 26. The 555 output 
pulse momentarily enables the print head solenoid line 
open collector inverter output, turning on the solenoid 
drive transistor, and firing the print head hammer. The 
555 Ouput pulse width is approximately 400 us. Further 
details of the print head firing operation can be found in 
the software description below. 


Miscellaneous Interface Signals 

The 8243 Port 5 pin 0 is tied to the Paper End Detector, 
a reed switch located on the printer paper guide. This 
sensor detects when the paper is nearly exhausted. 

Three LED status lights complete the hardware inter- 
face design. One status light is used for each of the 
following: Power ON/ OFF, On/ Off Line, and Out of 
Paper. 


BACKGROUND 

Before a detailed discussion of^the software begins, a 
few terms and software functions referenced through- 
out the software need introduction. 

A. What is a Stepper Motor? 

A stepper motor has the ability to rotate in either 
direction as well as start and stop at predetermined 
angular positions. The stepper motor’s shaft (rotor) 
moves in precise angular increments for each input step. 
The displacement is repeated for each input step com- 
mand, accurately positioning the rotor for a given 
number and sequence of steps. 

The stepper motor controls position, velocity, apd 
direction. The accuracy of stepper motors is generally 5 
percent of one step. The number of steps in each revolu- 
tion of the shaft varies, depending oh the intended 
application. 


B. Open/Closed Loop Stepper Motor Drive and 
Control 

The carriage stepper motor is closed loop driven. The 
paper feed stepper motor is open loop driven. 

There are two major types of stepper motor control 
known by the broad headings of open and closed loop. 


Open loop is simply continuous pulses to drive the 
motor at a predetermined rate based on the voltage, 
current, and the timing of the step pulses applied. 
Closed loop control is characterized by continuous 
monitoring of the stepper motor, through feedback 
signals, and adjusting the motor’s operation based upon 
the feedback received. 


C. Stepper Motor Drive Phase Shift 
or Step Sequence 

Each change in the polarity of the power applied to the 
motor windings is called a step or phase shift. The 
sequence of the steps or phase shifts, and the pattern of 
polarity changes output to the stepper motor, determines 
the direction of rotation. 

Figure 10 shows the waveforms for each of the two 
stepper motors. Figure 11 lists the step sequence for 
carriage motor clockwise rotation, which moves the 
print head assembly Left-to-Right. Figure 11 also lists 
the step sequence for counterclockwise rotations; the 
print head assembly moves Right-to-Left. Figure 12 
lists the step sequence for the paper feed stepper motor 
clockwise drive. The phase sequence, for either stepper 
motor, may begin at any point within the sequence list, ( 
but must then continue in order. 


Step No. 

A-Step 

B-Step 

C-Step 

D-Step 

1 

On 

Off 

Off 

On 

2 

On 

Off 

On 

Off 

3 

Off 

On 

On 

Off 

4 

Off 

On 

Off 

On 


Carriage stepper motor rotates clockwise 
Print head assembly moves from left to right 


Step No. 

A-Step 

B-Step 

C-Step 

D-Step 

1 

On 

Off 

On 

Off 

2 

On 

Off 

Off 

On 

3 

Off 

On 

Off 

On 

4 

Off 

On 

On 

Off 


Carriage stepper motor rotates counter clockwise 
Print head assembly moves from right to left 

Figure 11. Carriage Stepper Motor Step 
Sequence 
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Step No. 

A-Step 

B-Step 

C-Step 

D-Step 

1 

On 

Off 

On 

Off 

2 

On 

Off 

Off 

On 

3 

Off 

On 

Off 

On 

4 

Off 

On 

On 

Off 


Figure 12. Paper Feed Stepper Motor Step 
Sequence 


placement is required to accelerate a stepper motor to 
its full speed. Conversely, deceleration must begin some 
time before the final angular position. The time interval 
and angular displacement of the carriage stepper motor 
translates into the distance the print head assembly 
travels before it reaches a constant speed. The distance 
traveled during acceleration is constant. The distance 
the print head assembly travels during deceleration 
must be the same as the distance traveled during accel- 
eration in order to accurately align the character dot 
columns from one line to the next. 


C. Acceleration and Deceleration 
of Stepper Motors 

The carriage stepper motor starts from a fixed position, 
accelerates to a constant speed, maintains constant 
speed, and then decelerates to a fixed position. Printing 
may occur from the time and position the print head 
assembly reaches constant speed, until the time and 
position the print head assembly begins to decelerate 
from constant speed. Whether printing occurs during 
any carriage stepper motor drive sequence is controlled 
by software. Figure 18, below, illustrates these com- 
ponents of print head assembly line motion. 

Due to inertia, a finite time interval and angular dis- 


E. Stepper Motor Predetermined 
Time Constant 

Whenever the stepper motor is stepped, or energized, 
the angular velocity of the rotor is greater than the 
constant speed which is ultimately required. This is 
called “overshoot.” The frictional load of the carriage 
assembly (motor rotor, reduction gears, drive belt and 
print head assembly, or paper feed sprocket shaft and 
wheels) provides damping or frictional load. Damping 
slows the motor to less than the required constant speed 
and is called “undershoot” (see Figure 13, Carriage 
Stepper Motor Drive Timing). A constant rate of speed 
is achieved through the averaging of the overshoot and 
undershoot within each step. 


HR SIGNAL 



PT C = PREDETERMINED TIME CONSTANT Ti . . . T 6 TIME = PT C + T x 

PT s =Ti-T n T 7 TIME = PT c 

Tg ... Tii Time = PTc 


Figure 13. Carriage Stepper Motor Drive 
Timing 
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The Predetermined Time (PT) Constant is the time 
required to average the overshoot and undershoot of 
the particular stepper motor for a desired constant rate 
of speed. The PT also is the time required to move the 
print head assembly a specific distance, acounting for 
both overshoot and undershoot of the stepper motor. 

Changing the Predetermined Time Constant changes 
the angular displacement of the stepper motor rotor, 
this in turn changes the output. Figure 14 lists the Time 
Constants for both standard and condensed character 
printing. Figure 15 lists the paper feed stepper motor 
Time Constants used for various line spacing formats. 
This Application Note implements standard character 
print and paper feed (6 lines per inch) Time Constants* 
See Appendix B, Printer Enhancements, for details on 
implementing non-standard Time Constants. 


Character mode 

Predetermined time 

Standard or Enlarged 

2.08ms 

+10% 

Character 


-4% 

Condensed Character 

4.16ms 

+10% 



-4% 


Figure 14. Carriage Stepper Motor 

Predetermined Time Constants 


Paper feed pitch 

0 12mm(1/216”) /I pulse 
4 23mm(1/6”) /36 pulses 
318mm(1/8”) 121 pulses 
2 82mm(1/9”) /24 pulses 

Paper feed time 

150ms/4 23mm 

Approx 6 6 lines/s (continuous feed) 

113ms/3 18mm 

Approx 8.8 lines/s (continuous feed) 

100m s/2 82mm 

Approx 10 lines/s (contihuous feed) 


Figure 15. Paper Feed Stepper Motor 

Predetermined Time Constants 


D. Relationship Between PTS and PT 

Figure 13 illustrates how PTS lags PT at the start of 
acceleration, and moves to lead PT as the motor 
achieves constant speed. Figure 13 also illustrates the 
relationship between HR, PTS, PT, acceleration, con- 
stant speed, and printing. Figure 1 6 and 1 7 illustrate the 
relationship between PTS and PT during acceleration 
and at constant speed. 


PTS SIGNAL 

(PREDt 

SOLENOID 


n 


- 

SOLENOID DRIVE PULSE 

TERMINED TIME)- 


DRIVE PULSE — 


i 


MOTOR A PHASE 


L 

1 

r 


C PHASE /— j 



D PHASE 1 


1 

! 



Figure 16. PTS Lags PT Timing 
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MOTOR A PHASE 
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Figure 17. PTS Leads PT Timing 


PTS is the point of peek angular velocity within a step 
of the motor. PTS is a function of the slot spacing on 
the encoder disk, shown in Figure 5. The spacing is 
determined by the mechanics of the printer mechanism. 

When the carriage stepper motor is accelerated from a 
fixed position, the effects of damping slows the angular 
velocity of engergizing the stepper motor. This causes 
PTS to occur after the PT, or PTS lags PT. When PTS 
lags PT, the next step signal is output at PTS rather 
than at PT. If the step signal is outputted at PTS, the 
rotor could be midway through a rotation. Energizing 
the motor at PT could cause it to bind or shift in the 
wrong direction. When the carriage stepper motor is at 
a constant rate of speed, PTS leads PT and the step 
signal is output at PT (see Figure 13).G. Stored Time 
Constants. 
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The time between each step, for a constant number of 
steps, required for the motor to reach a constant speed, 
is calculated and stored in Data Memory during accel- 
eration. The values stored are used, in reverse order, 
during deceleration as the Predetermined Time (PT) 
Constants. This ensures that the acceleration and decel- 
eration distance traveled by the print head assembly is 
the same, and that it accurately aligns character dot 
columns from one line to the next during printing. The 
time values stored are called “Stored Time Constants.” 
Steps T1 through Til in Figure 13, represent the Stored 
Time Constants. 

The equations for the Stored Time Constants are given 
at the bottom of Figure 13, Carriage Stepper Motor 
Drive Timing. 


H. Print Head Assembly “Home” Position 

The “logical” Home position for the print head assem- |j. 

bly is the left-most position at which printing begins 
(for L-to-R motion) or ends (for R-to-L motion). The 
“physical” Home position is the logical HOME posi- 
tion, plus the distance required by the carriage stepper 
motor to fully accelerate the print head assembly to a 
constant speed. Printing can only occur when the print 
head is moving at a constant speed. The printer mecha- 
nism manual stipulates eleven step time periods are i 

required to ensure the the print head assembly is at a 
constant speed. These eleven step time periods are the 
Stored Time Constants described above. Figure 18 
illustrates the components of print head assembly line 1 

motion and character printing. 


Left-to-Right Printing: 


Acceleration Deceleration 

Begins Begins 


Constant 
Speed, Printing 
Can Begin 


Store Time 
Constants 

► 


(direction of printing) 


Output 
Stored ! 
Time Constants 

l « » i 


Physical Home Space Available For Printing 
Left-most (HR) 

Position 


Right-most Physical 
Print Right-most 

Position Position 


Right-to-Left Printing: 


► 

Output 

Stored 

Constants 


(direction of printing) 


Deceleration 

Begins 


► 

Store Time 
Constants 


Constant » 

Speed, Printing 
Can Begin j 

Acceleration 

Begins 


Figure 18. Components of Print Head 

Assembly Line Motion and Printing 
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SOFTWARE 

Introduction 

The software description is presented in three sections. 
First, a brief overview of the software to familiarize the 
reader with the interdependencies and overall program 
flow. Second, data and program memory allocation and 
status register flag definitions. And third, each of the ten 
software blocks is presented with its own flowchart. 

Software Overview 

The software is written in Intel UPI-41 A/42 Assembly 
Language. A block structure approach is used for ease 
of development, maintance, and comprehension. The 
software is divided into five principal parts. 

1. Initialization 

2. Character Buffering or Input 

3. Stepper Motor Drive and Control 

4. Character Processing 

5. Character Printing or Output 


The five principal parts are incorporated into ten soft- 
ware blocks, listed below. 


1. Power On/ Reset Initialization 

2. Home Print Head Assembly 

3. External Status Switch Check 

4. Character Buffer Fill 

5. Carriage Stepper Motor Drive and 
Line Printing 

6. Accelerate Stepper Motor Time Storage 

7. Process Characters for Printing 

8. Translate Character-to-Dots 

9. Decelerate Carriage Stepper Motor 

10. Paperfeed Stepper Motor Drive 


Flow Chart No. 1 illustrates the overall software algo- 
rithm. Below, is a description of the algorithm. 


, MAIN PROGRAM BODY 



Flow Chart No. 1. Main Program Body 
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Upon power-on or reset, a software and hardware 
initialization is performed. This stablizes and sets inac- 
tive the printer hardware and electronics. The print 
head assembly is then moved to establish its HOME 
position. The default status registers are set for charac- 
ter buffering, carriage, and paper feed stepper motor 
drive. The External Status switches are checked; 
FORMFEED, LINEFEED, ON/OFF LINE, and 
Character Print TEST. If the printer is ON LINE, the 
software will loop on filling the Data Memory Charac- 
ter Buffer. 

Character or data input to the UPI-42 is interrupt 
driven. Characters sent by the host system set the Input 
Buffer Full (IBF) interrupt and the IBF Program Status 
flag. Character input servicing (completed during the 
paper feed and carriage stepper motor drive end Delay 
subroutine) tests for various ASCII character codes, 
loads characters into the Character Buffer (CB), and 
repeats until one of several conditions sets the CB Full 
status flag. Once the CB Full flag is set, further charac- 
ter transmission by the host system is inhibited and 
printing can begin. 

The carriage stepper motor is initialized, and drive 
begins for the direction indicated. The motor is acceler- 
ated to constant speed, printable character codes are 
translated to dot patterns and printed (if printing is 
enabled), and the motor is decelerated to a stop. Two 
timing loops guarantee both constant speed and protec- 
tion (Failsafe Time) against stepper motor burn out due 
to high current overload. The two optical sensors, des- 
cribed in the Printer Mechanism section above, are 
constantly monitored to maintain constant speed, and 
trigger print head solenoid firing. 

Once the line is printed and the carriage stepper motor 
drive routine has been completed, a Linefeed is forced. 
The paper feed stepper motor drive subroutine tests the 
number of lines to move, and energizes the paper feed 
stepper motor for the required distance. The lines per 
page default is 66; if 66 lines have been received, a 
Formfeed to Top-of-Next-Page is performed. The Top- 
Of-Page is set at Power On/ Reset. 

When the EOF code i£ received, the EOF status flag is 
set. When the last line has been printed, the EOF check 
will force the print head assembly to the HOME posi- 
tion. The EOF flag is tested following each Paper Feed 
stepper motor drive. The next entry to the External 
Status Check subroutine begins a loop which waits for 
input from either the external status switches or the 
host system. 

The software character dot matrix used in this applica- 
tion is 5 x 7 of the available 9x9 print head solenoid 
matrix. Although lower case descenders and block/ line 
graphics characters are not implemented, Appendix B, 
Printer Enhancements, discusses how and where these 
enhancements could be added. The software imple- 
rrients the full 95 ASCII printable characters set. 


Memory and Register Allocation 

Data Memory Allocation (RAM) 

The UPI-42 has 128 bytes of Data Memory. Sixteen 
bytes are used by the two 8 byte register banks (RBO and 
RBI). Sixteen additional bytes are used for the Pro- 
gram Stack. The Stored Time Constants utilize 11 
bytes, while the stepper motor phase storage requires 4 
bytes. Below is a detailed description of Data and Pro- 
gram Memory 

Hex Address Description 


2F-7FH 


80 Character Line Buffer (80 Bytes) 

2S-2EH 


Stored Time Constants Buffer (11 Bytes) 

24H 


Unused 






Start Temporary Storage 

22H 


Pseudo Register Paperfeed Stepper 

21 H 


Motor Last Phase Inderect Address 


Pseudo Register Carriage Stepper 



Motor Forward/Reverse Last Phase 

20H 


Pseudo Register Last Phase of 



Stepper Motor Not Being Driven 



Register Bank 1 Character Processing 

8-17H 


8 Level Stack 

0-07H 


Register Bank 0 Stepper Motor 



Forward/Reverse Acceleration/Drive 


Figure 19. Data Memory Allocation Map 


Register Bank 0 is used for stepper motor drive functions. 
Register Bank 1 is used for character processing. Each 
register bank’s register assignments is listed in Figure 20 
and 22, respectively. Each register bank has one register 
allocated as a Status Register. Figure 21 and 23 detail the 
Status Register flag assignments. Note that bit 7 of each 
Status Byte is used as a print head assembly motion 
direction flag. This saves coding of the Select Register 
Bank (SEL RBn) instruction at each point the flag is 
checked. 


l 


Register Bank 0 

Register Program Description 
Label 

R0 

TmpROO 

RBO Temporary Register 

R1 

* TStrRO 

Store Time Register 

R2 

GStR20 

General Status Register 

R3 

PhzR30 

Stepper Motor Step Register 

R4 

CntR40 

Count Register 

R5 

TConRO 

Time Constant Register 

R6 

LnCtRO 

Line Count Register 

R7 

OpnR70 

Available, Scratch 


Figure 20. Register Bank 0 Register Assignment 
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Bit 


Definition 


H»I»H4»Hq| 

L Accel/Decelerate Drive 
Ready= 1/NotRdy=0 

i - 1 Do Not Prmt/0= Print 

1 Form Feed/0=Line Feed 

— 1 FailSafe/O-Constant 

Time Window 

Accel/Deceleration Initialization, 

1 Done/0=Not Done 
1 Stepper Motor at Speed and 

Print Head Not Left of Home 

1 Sync/0=Not Sync'd, Print 

Head Initialize and Fire 

- Stepper Motor Direction 

L-to-R-1 R-to-LrO 


Figure 21. Register Bank 0 Status Byte 
Flag Assignments 


Register 

Program 

Label 

Description 

R0 

TmpRlO 

RBO Temporary Register 

R1 

CAdrRI 

Character Data Memory 



Address Register 

R2 

ChStRt 

Character Processing 



Status Byte Register 

R3 

CDtCRI 

Character Dot Count Register 

R4 

CDotRI 

Character Dot Temporary 



Storage Register 

R5 

CCntRI 

Character Count Temporary 



Register 

R6 

StrCRI 

Store Character Register 

R7 

OpnR71 

Available/Scratch 


Figure 22. Register Bank 1 Register Assignment 


03 


3 2 1 


0 


L 


CB Registers 1 = Initialize 
/0=Do Not Initialize, 

1 = CR/(LF)/0= Not CR/(LF) 
Character Buffer 
Full= 1/Not Full=0, 

1 = EOF/0=Not EOF 
(unused) 

Character Lookup Table Page 
1 = Pg 1, 0=Pg 2 
Character Initialized, 

1= Done/0=Not Done 
Carriage Stepper Motor Direction 
L-to-R= 1, R-to-L=0 


illustrates the Program Memory allocation map by 
page. 


Page Hex Address Description 


Page 7 

1792-2047 

Character to Dot Pattern 

Page 6 

1536-1791- 

Lookup Table; Page 2: 
ASCII 50H-7EH 

Character to Dot Pattern 

Page 5 

1280-1535 

Lookup Table; Page 1: 
ASCII 20H-4FH <sp-M) 

Miscellaneous Subroutines: 

Page 4 

1024-1279 

InitAI/AIIOff 
Clear Data Memory 
Home Print Head Assembly 
Character Print Test 
Initialize Carriage Stepper 
Motor 
Delay 

Stepper Motor Deselect 
Paper Feed Stepper 

Page 3 

768-1023 

Motor Drive 

Stepper Motor Step LookUp 

Page 2 

51-767 

Table(lndexed) 
Character Processing and 
Translation 
Print Head Firing 

Carriage Stepper Motor 

Page 1 

256-511 

Acceleration 
Time Calculation and 
Storage 

Stepper Motor Deceleration 
Carriage Stepper Motor Drive 

Page 0 

0-255 

Initialization - Jump-on-Reset 


\ 

Main Program Body 
External Status Switch 
Check 

Character Buffer Fill 


Figure 24. Program Memory Allocation Map 


Figure 23. Register Bank 1 Status Byte 
Flag Assignments 


Software Functional Blocks 

Below is a decription and flow chart for each of the ten 
software blocks listed above. 


Program Memory Allocation (EPROM/ROM) 

The UPI-42 has 2048 bytes of Program' Memory 
divided into eight pages, each 256 bytes. Figure 24 


1. Power-On/Reset Initialization 

The first operational part in Flow Chart No. 1 is the 
Power-On or Reset Initialization. Flowchart No. 2 
illustrates the Initialization sequence in detail. 
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Flow Chart No. 2. Power-On/Reset Initialization 


Initialization first disables both interrupts. This is done 
as a precaution to prevent the system software from 
hanging-up should an interrupt occur before the proper 
registers and Data Memory values are initialized. 

Initialization then deactivates the system electron- 
ics. This is also a precaution to protect the printer 
mechanism and includes the print head solenoid (trigger 
and data) lines and the stepper motor select lines. The 
host system handshake signals are activated to inhibit 
data transfer from the host until the printer is ready to 
accept data. 

Next, Data Memory is cleared from 20H to 7FH. This 
includes; the 80 byte Character Buffer, the 11 byte 
Stored Time Constants buffer, and the 4 bytes used as 
pseudo registers. The pseudo registers are Data Memory 
locations used as if they were registers. They serve as 
storage loacations for step data used in accurately 
reversing the direction of the carriage stepper motor, 
and stablizing either of the stepper motors not being 
driven. 


The Data Memory locations 00H through 1FH are not 
cleared. These locations are Register Bank 0 (00H- 
07H), Program Stack (08H-17H), and Register Bank 1 
(18H-1 FH) (see Figure 19). Clearing the Program Reg- 
isters or Stack would cause the initialization subroutine 
to become lost. The registers are used from the begin- 
ning of the program. Care is taken to initialize the 
registers and stack accurately prior to each program 
subroutine as required. 

Upon power-on, it is necessary to initialize the two 
stepper motors, verify their operation, and locate the 
print head assembly in the left-most ‘HOME’ position. 
This sequence serves as a system checkout. If a failure 
occurs, the motors are deselected and the external status 
light is turned on. Each stepper motor is selected and 
energized for a sequence of four steps. This serves to 
align and stabilize each stepper motor’s rotor position, 
preventing the rotor from skipping or binding when the 
first drive sequence begins. 

At the end of each stepper motor’s initialization, the last 
step data address is stored in one of the Data Memory 
pseudo registers. The last step data address is recalled at 
the beginning of the next corresponding stepper motor 
drive sequence, and used as the basis of the next step 
sequence. This ensures that the stepper motor always 
receives the exact next step data, in sequence, to garan- 
tee smooth stepper motor motion. This also garantees 
the motor never skips or jerks, which would misalign 
the start, stop, and character dot column positions. A 
stepper motor not being driven has its last phase data 
output held constant to stabilize it. 

Following any stepper motor drive sequence of either 
motor, a delay of 30-60 ms occurs by switching the 
current to Hold Current, stabilizing the motor before it 
is deselected. 


2. Home Print Head Assembly ' 

At the end of the carriage stepper motor four step 
initialization, the output of the HR optical sensor is 
tested. The level of the HR signal indicates which drive 
sequence will be required to ‘HOME’ the print head 
assembly. If the print head assembly is to the right of 
HR, HR is high, the print head assembly need only be 
moved to from Right-to-Left until HR is low, then 
decelerated to locate the physical home position. If HR 
is low, the print head assembly must be moved first 
Left-to-Right until HR is high, then Right-to-Left to 
locate both the logical and physical ‘HOME’ positions. 
In each case, the software accelerates the carriage 
stepper motor, generating the Stored Time Constants 
then decelerates the stepper motor using the Stored 
Time Constants (see Background section above). Flow 
Chart No. 3 details the HOME print head assembly 
subroutine. Figures Band 18 illustrate the components 
of acceleration and print head assembly line motion. 
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L 

L 


^ START ^ 


SET DO NOT PRINT STATUS FLAG 


< HR = 1 > ? 

! N 

CARRIAGE STEPPER MOTOR DRIVE (L-TO-R) 
& LINE PRINT (FLOWCHART #6) 


& LINE PRINT (FLOWCHART #6) 


CLEAR DO NOT PRINT FLAG 


7 

7 


Flow Chart No. 3. HOME Print Head Assembly 

The carriage stepper motor drive subroutines used to 
HOME the print head assembly and to print, are the 
same. A status flag, called Do-Not-Print, determines 
whether the Character Processing subroutine is called. 
The flag is set by the subroutine which calls the Carriage 
Stepper Motor Drive subroutine. Details of the car- 
riage and paper feed stepper motor drive and character 
processing subroutines are covered separately below. 

3. External Status Switch Check 

Once the system is initialized and the print head is at the 


HOME position, the software enters a loop which^on- 
tinually monitors the four external status switches, and 
exits if any one is active. Flow Chart No. 4 details the 
External Status Switch Check subroutine. 


Flow Chart No. 4. External Status Switch Check 

If the LINEFEED or FORMFEED switch is set, the 
Paper Feed subroutine is called. The Paper Feed sub- 
routine is discussed. in detail below. If the ONLINE 
switch is set, the Character Buffer (CB) Fill subroutine 
is called. 

If the Character Print TEST switch is set, the Data 
Memory Character Buffer (CB) is automatically loaded 
with the ASCII code sequence, beginning at 20H (a 
Space character), the first ASCII printable character 
code. The software then proceeds as if the CB had been 
filled by characters received from the host system. The 
External Status Switch Check subroutine is exited and 
character printing begins. When the line has finished 
printing, a linefeed occurs (as shown in the main pro- 
gram Flow Chart No.l) and the program returns to the. 
External Status Switch Check subroutine. If the TEST 
switch remains active, the ASCII character code is 
incremented and program continues as before. This will 
eventually print all 95 ASCII printable characters. An 
example of the TEST printer output, the complete 
ASCII character code printed, is shown in Figure 25. 



Flow Chart No. 4. External Status Switch Check 
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4. Caracter Buffer Fill 

The Character Buffer (CB) Fill subroutine is called 
from three points within the main program; External 
Status Switch subroutine, and the Delay subroutine 
following the carriage and paper feed stepper motor 
drive subroutines. Flowchart No. 5 details the Charac- 
ter Buffer Fill subroutine operation. 



Flow Chart No. 5. Character Buffer Fill 


The approximate 80 ms total pre-deselect delay at the 
end of each stepper motor drive sequence, 40 ms car- 
riage and 40 ms paper feed stepper motor pre-deselect 
delay, is sufficient to load an entire 80 Character line. 
Half the CB is filled at the end of printing the current 
line, and the second half is filled at the end of a paper 
feed. There is no time lost in printing throughput due to 
filling the character buffer. 

Character input is interrupt driven. When the IBF 
interrupt is enabled, a transmitted character sets the 
IBF interrupt and IBF Program Status flag. Three 
instructions make up the IBF interrupt service routine. 
This short routine disables further interrupts, sets the 
BUSY handshake line active, inhibiting further trans- 
mission by the host, and returns. The subroutine can be 
executed at virtually any point in the software flow 
without effecting the printer mechanism operation. 
Processing of the received character takes place during 
one of the three program segments mentioned above. 
The BUSY line remains active until the character is 
processed by the CB Fill subroutine. 

The CB is 80 bytes from the top of Data Memory 
(30H-7FH). It is a FIFO for forward, left-to-right print- 
ing, and a LIFO for reverse, right-to-left, printing. 
Loading the CB always begins at the top, 7FH. One 
character may be loaded into the buffer each time the 
CB Fill subroutine is called. 

The CB is always filled with 80 bytes of data prior to 
printing. If the total number of characters input up to a 
Carriage Return (CR)/ Linefeed (LF), does not com- 
pletely fill the CB, the CR code is loaded into the CB 
and the balance of the CB is padded with 20H (Space 
Character) until the CB is full. A Linefeed (LF) charac- 
ter following a Carriage Return is ignored. A LF is 
always forced at the end of a printed line. When the CB 
is full, the CB Full status byte flag is set and printing can 
begin. 

A LF character alone is treated as a CR/ LF at the end 
of a full 80 character line. This is a special case of a 
printed line and is handled during character processing 
for printing (see No. 7, Processing Characters for Print- 
ing, below). A Formfeed (FF) character sets the FF 
status byte flag. The flag is tested at each paper feed 
stepper motor drive subroutine entry. 

When the software is available to load the CB with a 
character, entry to the CB Fill subroutine checks three 
status flags; CB Full, CB Pad, and IBF flag. If the CB 
Full flag is set, the program returns without entering the 
body of the CB Fill subroutine. The CB Pad flag will 
cause another Space character to be loaded. If the IBF 
flag is not set, the program returns. If the IBF flag is set, 
the character is read from the Data Bus Buffer register, 
tested for printable or nonprintable ASCII code, and, if 
printable, loaded into the CB. If the character is a 
non-printable ASCII code and not an acceptable 
ASCII control code (CR, LF, FF, EOF), a 20H (Space 
Character) is loaded into the CB. 

Exiting the CB Full subroutine with the CB Full or CB 
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Figure 25. ASCII Character Code TEST 
Output and Print Example 



Pad flag set does not re-enable IBF interrupts or reset 
the BUSY line. If neither of these flags is set, exiting the 
CB Fill subroutine sets BUSY inactive and IBF inter- 
rupts are enabled. Once the CB Full status byte flag is 
set, IBF interrupts are disabled until the CB has been 
entirely emptied, the line printed, or the system Reset. 

5. Carriage Stepper Motor Drive and Line Printing 

The carriage stepper motor drive subroutine controls 


both L-to-R and R-to-L print head assembly motion. 
Upon entering the subroutine, the HR signal level is 
tested to determine the direction of print head assembly 
motion and the Direction status flag is set. The default 
control register values are loaded and balance of the 
default status flags are set for stepper motor control and 
character processing. The default control register values 
include PT and the step sequence look-up table start 
address for the direction indicated. 
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The direction flag is tested throughout the carriage 
stepper motor drive and character processing subrou- 
tines. This enables the same subroutines to control 
activities for either direction, simplifying and shorting 
the overall program. Flow Chart No. 6 illustrates the 
carriage stepper motor drive subroutine. 



Flow Chart No. 6. Carriage Stepper 

Motor Drive/Line Printing 


Next, the carriage and paper feed stepper motor step 
data is initialized. The last step data output to the paper 
feed stepper motor is loaded into the Last Phase pseudo 
register. This data is masked with each step data output 
to the carriage stepper motor. Masking the step data in 
this manner guarantees the paper feed motor signals do 
not change as the carriage stepper motor is being 
driven. 

Figure 26 illustrates the carriage stepper motor step 
sequence verses the actual step data output for clock- 
wise rotation, Left-to-Right motion, and counterclock- 
wise rotation, Right-to-Left print head assembly 
motion. An eight step sequence is depicted in the figure. 
Note that the sequence for Right-to-Left motion is the 
reverse of the sequence for Left-to-Right motion. Note 
also, that for the L-to-R sequence step 4 is the same as 
step 0, step 5 the same as step 1, etc., through step 7 
matching step 3. The four step sequence simply repeats 
itself until the motor is stopped via the Deceleration 
subroutine. 


L-to-R 

Motion 

Sequence 

Phase/Step 
Data 
(3 2 10) 

R-to-L 

Motion 

Sequence 

BCD 
(3 2 10) 

0 

10 0 1 

7 

0000 

1 

10 10 

6 

000 1 

2 

0 110 

5 

00 10 

3 

0 10 1 

4 

00 11 

4 

10 0 1 

3 

0 100 

5 

10 10 

2 

0 10 1 

6 

0 110 

1 

0 110 

7 

0 10 1 

0 

0 111 


Figure 26. Carriage Stepper Motor 
Phase/Step Data 


When the carriage stepper motor is driven for a specific 
direction of print head assembly motion, the step 
sequence must be consistant for the motion to be 
smooth and accurate. The same holds true for the tran- 
sition from one direction of motion to the other. Since 
the sequence for one direction is the opposite for the 
other direction, incrementing the sequence for L-to-R 
and decrementing for R-to-L provides the needed step 
data flow. For example, referring to Figure 26, if the 
print head assembly moved L-to-R and the last step 
output was #1, the first step for R-to-L motion would be 
#7. Thus, when the carriage stepper motor is initialized 
for a clockwise (L-to-R) or counterclockwise (R-to-L) 
rotation, the last step sequence number is incremented 
or decremented to obtain the proper next step. In this 
way, the smooth motion of the stepper motors is 
assured. 

The step data is referenced indirectly via the step 
sequence number. The step data is stored in a Program 
Memory look-up table whose addresses correspond to 
the step sequence numbers. For example, as shown in 
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Figure 26, at location 0 the step data “1001" is stored. 
This method is particularly well suited to the UPI-42 
software. The UPI-42 features a number of instructions 
which perform an indirect move or data handling oper- 
ation. One of these instructions, MOVP3 A,@A, unlike 
the others, allows data to be moved from Page 3 of 
Program Memory to any other page of Program 
Memory. This instruction allows the step data to be 
centrally located on Page 3 of Program Memory and 
accessed by various subroutines. 

Each time the carriage stepper motor step data is out- 
put, the step data lookup table address is incremented 
or decremented, depending upon the direction of rota- 
tion, and tested for restart of the sequence. The address 
is tested because the actual step data, Figure 26, is not a 
linear sequence and thus is not an easily testable condi- 
tion for restarting the sequence. The sequence number 
is tested for rollover of the sequence count from 03 H to 
04H and clockwise motor rotation via the Jump on 
Accumulator Bit instruction ( JBn), with 00H loaded to 
restart the sequence. The same bit is tested when decre- 
menting the sequence count for counterclockwise motor 
rotation, R-to-L motion, because the count rolls over 
from 00H to OFFH, with 03 H loaded to restart the 
sequence. 

At this point the UPI-42 Timer/ Counter is loaded, the 
step signal is output, and the timer started. The next 
step data to be output has been determined and the 
At-Speed flag is tested for entry to one of two subrou- 
tines; Stepper Motor Acceleration Time Storage or 
Character Processing. 

The first entry to the Acceleration Time Storage sub- 
routine initializes the subroutine and returns. All other 
entries to one of the two subroutines perform the neces- 
sary operations, detailed below (Blocks 6 and 7), and 
returns. The program loops until the PT times out or the 
PTS level change is detected. PTS is tied to TO of the 
UPI-42. The level present on TO is directly tested via 
conditional jump instructions. The software loops on 
polling the timer Time Out Program Status flag and the 
TO input level. 

As described in the Background section above (shown 
in Figure 13), ifPT times out before PTS is detected, the 
software waits for PTS before outputing the next step 
signal. If PT times out before PTS, a second timer 
count value is loaded into the UPI-42 timer. The timer 
value is called “Failsafe.”This is the maximum time the 
stepper motor can be selected, with no rotor motion, 
and not damage the motor. If PTS is not detected, 
either the carriage stepper motor is not rotating or the 
optical sensor is defective. In either case, program excu- 
tion halts, the motor is deselected, and the external 
status light is turned on to indicate a malfunction. A 
system reset is required to recover from this condition. 
The Failsafe time is approximately 20 milliseconds, 
including PT. 

The Failsafe time loop also serves as a means of track- 
ing the elapsed time between PT time out and PTS. 


Entry to the Failsafe time loop sets the Failsafe/ Con- 
stant Time Window status flag. This flag is tested by the 
Acceleration Time Storage subroutine for branching to 
the proper time storage calculation to be perform (see 
Figure 13 and Block 6 below for further description). 

During the Failsafe timer loop, if PTS is detected and 
verified as true, the Failsafe timer value is read and 
stored in the Time Storage register. This value is used 
during the next Acceleration Time Storage subroutine 
call to calculate the Stored Time Constant (see Block 6 
below). If PTS is invalid, the flow returns to the timer 
loop just exited, again waiting for PTS or Failsafe time 
out. 

During the PT time loop, if PTS is detected and veri- 
fied, the Sync flag is tested for entry to the print head 
solenoid firing subroutine. This “flag is set by the first 
entry to the Character Processing subroutine. The flag 
synchronizes the solenoid firing with character process- 
ing. Only if characters are processed for printing will 
the solenoids be enabled, via the Snyc flag, for firing. 
This prevents the solenoids from being fired without 
valid character dot data present. 

As described in the Background section “Relationship 
Between PTS and PT,” PTS is the point of peek angular 
velocity within a step of the motor. After PTS is 
detected the motor speed ramps down, compensating 
for the overshoot of the rotor motion. PTS is the opti- 
mum time for print head solenoid firing, as shown in 
Figure 13. This is the most stable point of motor rota- 
tion and, thus, the.print head assembly motion. If PTS 
is detected during PT, printing is enabled, the Sync flag 
is set, and the solenoid trigger is fired. 

The firing of the solenoid trigger, following PTS, is very 
time critical. The time between PTS and solenoid firing 
must be consistant for accurate dot column alignment 
throughout the printed line. The software is designed to 
meet this requirement by placing all character process- 
ing and motor control overhead before the solenoid 
firing subroutine is called. The actual instruction 
sequence which fires the print head solenoid trigger is 
plus or minus one instruction for any call to the 
subroutine. 

Once the timer loop is complete, the software tests for 
Exit conditions. If the Exit conditions fail, the software 
loops to output the next step signal, starts the PT timer, 
and continues to accelerate the carriage stepper motor, 
or process, and print characters. If the Exit test is true, 
the carriage stepper motor is decelerated to a fixed 
position, and the program returns to the main program 
flow (see Flowchart 1). 

The exit conditions are different for the two directions 
of print head assembly motionT For L-to-R printing, if a 
Carriage Return (CR) character code is read from CB, 
the carriage stepper motor drive terminates and the 
motor is decelerated to a fixed position. There are two 
conditions for terminating carriage stepper motor drive 
upon detecting a CR during L-to-R motion. If less than 
half a character line (40 characters) has been printed, 
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the print head assembly returns to the HOME position 
to start the next printed line. Otherwise, the print head 
assembly continues to the right-most position for a full 
80 character line, and then begins printing the next line 
from R-to-L. R-to-L printing always returns the print 
head assembly to the HOME position before the next 
line is printed L-to-R. When HR is high, character 
printing always stops and the carriage stepper motor 
drive subroutine exits to the deceleration subroutine. 

6. Accelerate Stepper Motor Time Storage 

As described above, when the carriage stepper motor is 
accelerated the step time required to guarantee the 
motor is at a constant rate of speed translates to a 
specific distance traveled by the print head assembly 
(see Figure 18). In order to position the print head 
assembly accurately for bi-directional printing, the dis- 
tance traveled during deceleration must be the same as 
during acceleration. The Carriage Motor Acceleration 
Time Storage subroutine calculates the step times 
needed to accelerate the carriage stepper motor, and 
stores them in Data Memory for use as PT during 
deceleration. 

The first call of the Carriage Stepper Motor Accelera- 
tion Time Storage subroutine initializes the required 
registers and status flags. The time calculation begins 
with the second carriage stepper motor step signal out- 
put. The program returns to the carriage stepper motor 
drive subroutine and loops on PT. Each subsequent call 
of the Acceleration Time Storage subroutine tests the 
Failsafe/ Constant flag and branches accordingly (see 
Flow Chart 7). The Acceleration Time Storage subrou- 
tine has two parts which correspond to PTS leading or 
PTS lagging PT. 



Flow Chart No. 7. Carriage Stepper Motor 

Acceleration Time Storage 


If the Failsafe/ Constant flag is set, PTS lagged PT. The 
time from PT time out to PTS, Tx (see Figure 13), must 
be added to the PT and stored in Data Memory. As 
described above, if PT lagged PT, the Failsafe time is 
loaded and PTS is again polled during the time loop. 
When PTS occurs within the Failsafe time, the timer is 
stopped and the timer value stored. The UPI-42 timer is 
an up timer, which means that the value stored is the 
time remaining of the Failsafe time when PTS occured. 
The elapsed time must be calculated by subtracting the 
time remaining (the value stored) from the Failsafe time 
constant. This is done in software by using two’s 
complement arithmetic. If the Failsafe flag is not set 
PTS led PT, and PT is the Stored Time Constant stored. 

Indirect addressing of Data Memory is used to reference 
the Stored Time Constant Data Memory location. The 
Data Memory location address is decremented each 
time the Acceleration Time Storage subroutine is exited 
and a Stored Time Constant has been generated. 

The last Acceleration Time Storage subroutine exit sets 
the At-Speed status flag and initializes the character 
processing registers and flags. 


3. Process Characters for Printing 

The Character Processing subroutine is entered only if 
the Home Reset (HR) optical sensor signal is high and 
printing is enabled. Otherwise, the software simply 
returns to the Carriage Stepper Motor Drive subrou- 
tine. There are two cases when printing is not enabled; 
during the HOME subroutine operation, and when the 
print head assembly returns to the HOME position 
after printing less than half an 80 character line. If 
printing is enabled, the Sync status flag is set. 

All character processing operations use the second UPI- 
42 Data Memory Register Bank, RBI. Register Bank 1 
is independent of Data Memory Register Bank 0, used 
for stepper motor control. The use of two independent 
register banks greatly simplfies the software flow, and 
helps to ensure the accuracy of event sequences that 
must be handled in parallel. Each register bank must be 
initialized only once for any entry to either the Carriage 
Stepper Motor Drive or Character Processing subrou- 
tines. A single UPI-42 Assembly Language instruction 
selects the appropriate register bank. Initializing the 
character processing registers includes loading the max- 
imum character count (80), dot matrix size count (6), 
and CB start address. The CB start address is print 
direction dependant, as described in Block 4, above. 

Character processing reads a character from the CB, 
tests for control codes, translates the character to dots, 
and conditionally exits, returning to the Carriage 
Stepper Motor Drive subroutine. Flow Chart 8 details 
the character processing subroutine. 
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Flow Chart No. 8. Process Characters for Printing 

Each character requires six steps of the carriage stepper 
motor to print; five for the 5 character dot columns and 
1 for the blank dot column between each character. 
Reading a character from the CB and character-to-dot 
pattern translation takes place during the last character 
dot column, or blank column, tiitie. 

The first character line entry to the Character Process- 
ing subroutine appears to the software as if a last char- 


acter dot column (blank column) had been entered. The 
next character, in this case the first character in the line, 
is translated and printing can begin. This method of 
intiializing the Character Processing subroutine utilizes 
the same software for both start-up and normal charac- 
ter flow. Once a character code has been translated to a 
.dot matrix pattern starting address in the look-up table, 
all subsequent entries to the Character Processing sub- 
routine simply advance the dot column data address 
and outputs the data. 

The decision to translate the character to dots during 
the blank column time was an arbitary one. As was the 
choice of the blank column following rather than 
preceding the actual character dot matrix printing. 


4. Translate Character-to-Dots 

Character-to-dot pattern translation involves convert- 
ing the ASCII code into a look-up table address, where 
the first of the five bytes of charcter dot column data is 
stored. TheKaddress is then incremented for the next 
column of dot pattern data until the full character has 
been printed. 

The dot pattern look-up table occupies two pages, or 
approximately 512 bytes of Program Memory. A prin- 
table ASCII character is tested for its dot pattern loca- 
tion page and the offset address, from zero, on that 
page. Both the page test and page offset calculations use 
two’s complement arithmetic, with a jump on carry or 
not carry causing the appropriate branching. Once the 
pattern page and address are determined the indirect 
addressing and data move instructions are used to read 
and output the data to the print head solenoids. Flow- 
chart 9 details the Character-to-Dots Translation sub- 
routine. 

In the case of R-to-L printing, although the translation 
operation is the same, the character is printed in 
reverse. This requires that the character dot pattern 
address be incremented by five, before printing begins, 
so that the first dot column data output is the last dot 
column data of the character. The dot pattern look-up 
table address is then decremented rather that incre- 
mented, as in L-to-R printing, for the balance of the 
character. Translation still takes place during the last 
character dot column, the blank column, and the blank 
column follows the character matrix. 

Only one control code, a Carriage Return (CR), is 
encountered by the character translation subroutine. 
Linefeed (LF) characters are stripped off by the CB Fill 
subroutine. If a CR code is detected the software tests 
for a mid-line exit condition; less than half the line 
printed exits the stepper motor drive subroutine and 
HOMEs the print head assembly before printing the 
next line. If the test fails, more than half the line has 
been printed, the CR is replaced by a 20H (Space char- 
acter) and printing continues for the balance of the line; 
the space characters padding the CB are printed. 
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Flow Chart No. 9. Translate Character-to-Dots 


As mentioned above, the character dots are printed and 
the print head trigger is fired when the PTS signal is 
detected and verified and the carriage stepper motor is 
At Speed. 

When the character to print test fails the CB Buffer size 
count equals zero, the Carriage Stepper Motor Drive 
subroutine exit flags are set, and the flow passes to the 
Deceleration and Delay subroutines and programs 
returns to the main program flow. 


9. Decelerate Carriage Stepper Motor 

The transition from the Carriage Stepper Motor Drive 
subroutine to the Deceleration subroutine outputs the 
next step signal in sequence, and then initializes the 
Deceleration subroutine registers; Stored Time Con- 
stants Data Memory buffer end address and size. The 
Stored Time Constant Buffer is a LIFO for deceleration 
of the carriage stepper motor. The buffer size is ujsed as 
the step count. When the step count decrements to zero, 
the step signal output is terminated, and the last step 
sequence number is stored in the carriage stepper motor 
Next Step pseudo register. The last step sequence 
number is recalled, during initialization of the next 
carriage stepper motor drive, as the basis of the next 
step data signal to be output. See Flow Chart 10. 



Flow Chart No. 10. Decelerate Carriage 
Stepper Motor 


When the carriage stepper motor is decelerated, Fail- 
safe protection and PTS monitoring are not necessary. 
The Deceleration subroutine acts as its own failsafe 
mechanism. Should the stepper motor hang-up, the 
subroutine would exit and deselect the motor in suffi- 
cient time to protect the motor from burnout. Since 
neither Failsafe nor print head solenoid firing take 
place during deceleration, PTS is not needed. PT is 
replaced by the Stored Time Constant values in Data 
Memory. The Deceleration subroutine determines the 
next step signal to output, loads the Timer with the 
Stored Time Constant, starts the U PI-42 Timer, and 
loops until time out. The subroutine loops to output the 
next step until all of the Stored Time Constants have 
been used. The program returns to the Carriage 
Stepper Motor Drive subroutine and the motor is dese- 
lected following the Delay subroutine execution. The 
Delay subroutine is called to stablize the stepper motor 
before it is deselected. During the DELAY subroutine, 
the IBF interrupt is enabled and characters are pro- 
cessed. A paper feed is forced following the carriage 
stepper motor being deselected. 


10. Paper Feed Stepper Motor Drive 

The paper feed stepper motor subroutine outputs a 
predefined number of step signals to advance the paper, 
in one line increments, for the required number of lines. 
The number of step signals per line increment is a func- 
tion of the defined number of lines per inch, given the 
distance the paper moves in one step. Figure 16 lists 
three step (or pulse) count and line spacing configura- 
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tions, as well as the distance the paper moves in one 
step. Standard 6 lines per inch spacing has been imple- 
mented in this Application Note (Appendix B details 
how variable line spacing could be implemented). 
Flowchart 1 1 illustrates the Paper Feed subroutine. 



Flow Chart No. 11. Paper Feed Stepper Motor 
Drive 


The number of lines the paper is to be moved is called 
the “Line Count.” The Line Count defaults to one 
unless the Formfeed flag is set, or the total number of 
lines previously moved equals a full page. The default 
total lines per page for this application is 66. When the 
total number of lines moved equals 66, the paper is 
moved to the top of the next page. The Top-of-Page is 
set at power-on or reset. 


If the Formfeed flag has been set in the Character Buffer 
Fill subroutine, the software calculates the number of 
lines needed for a top of next page paper feed. The 
resulting line count is loaded in the Line Count Regis- 
ter. The Paper Feed subroutine loops on the line count 
until done and then returns to the main program body. 

Once the Paper Feed subroutine is complete, the soft- 
ware loops to test the End of File (EOF) Flag (see 
Flow Chart 1). If EOF is set, the print head assembly is 
moved to the HOME position, the program again 
enters the External Status Switch Test subroutine, and 
begins polling the external status switches. If EOF is not 
set, the profgram directly calls the External Status 
Switch Check subroutine, and the program repeats for 
the next line. 

CONCLUSION 

Although the full speed, 12 MHz, of the UPI-42 was 
used, the actual speed required is approximately 8-9 
MHz. 1400 bytes of the available 2K bytes of Program 
Memory were used; 500 bytes for the 95 character 
ASCII code dot pattern look-up table, 900 bytes for 
operational software. This means that the UPI-42 has 
excess processing power and memory space for imple- 
menting the additional functions such as those listed 
below and discussed in Appendix B. 

Special Characters or Symbols 
Lower Case Descenders 
Inline Control Codes 
Different Character Formats 
Variable Line Spacing 

The software developed for this Application Note was 
not fully optimized and could be further packed by 
combining functions. This would require creating 
another status register, which could also serve to 
implement some of the features listed above. Since the 
full 16 byte stack is not used for subroutine nesting, 
there are 6-8 bytes of Program Stack Data Memory that 
could be used for this purpose. In several places, extra 
code was added for clarity of the Application Note. For 
example, each status byte flag is set with a separate 
instruction, using a equate label, rather than setting 
several flags simultaneously at the same point in the 
code. 

This Application Note has demonstrated that the UPI- 
42 is easily capable of independently controlling a com- 
plex peripheral device requiring real time event moni- 
toring. The moderate size of the program required to 
implement this application attests to the effectiveness of 
the UPI-42 for peripheral control. 
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int^ 


APPENDIX A. 

SOFTWARE LISTING 

1 $M0D42 TITLE('UPI 42 APR NOTE'); 

2 ♦MACROFILE NOSYMBOLS NOGEN DEBUG 

3 

4 * INCLUDED FI: ANECD. OV1) 

= 5 i PG 

= 6 

= 7; ************************************** 

= 8 i Complex Peripheral Control With the UPI-42 

= 9 

= 10 i Intel Corporation 

= 11 ; 3065 Bowers Avenue 

= 12 j Santa Clara; Ca. 95051 

= 13 

= 14 

= 15 i Written By Christopher Scott 

= 16 
= 17 

= 18 , ************************************** 
= 19 

= 20 ; Notes and Comments 

= 21 

= 22 ; Three Assembly Language files comprise the full Application 

=* 23 ; Note source code; 

= 24 

= 25 ; 1 ANECD. OV1 App Note Equates, Constants, Declarations . Overlay 

= 26 

- 27 i 2. 42ANC. SRC UPI-42 App Note Code Source 

= 28 

= 29 , 3 CHRTBL. OV1 Character Table . Overlay (Character Lookup Tables) 

= 30 

= 31 

= 32 

= 33 

= 34 i PG 

= 35 i ************************************** 

= 36 i Equates, Constants and System Definitions 

= 37; ************************************** 

= 38 

= 39 i ‘ Data & Program Memory Allocations 

= 40 

■ 41 i Program Memory 

= 43 , Page No. Hex Addr Description 

= 44 , 

= 45 

= 46 ; Page 7 1792-2047 

= 47 ; 

= 48 ; Page 6 1536-1791 

= 49 ; 

= 50 , Page 5 1280-1535 

= 51 , 

= 52 , 

= 53 ; 

= 54 , 

= 55 ; 

— 56 ; 

= 57 , 

= 58 ; Page 4 1024-1279 

= 59 ; Page 3 768-1023 

= 60 ; 

= 61 ; 

= 62 , Page 2 512-767 

= 63 , 

= 64 ; Page 1 256-511 

= 65 ; 

= 66 » Page 0 0-255 

= 67 ; 

= 68 ; 

= 69 ; 

= 70 


Char to Dot pattern lookup table 
Page 2. ASCII 50H-7FH <N-~) 

Char to Dot pattern lookup table 
Page 1: ASCII 20H-4FH <sp-M> 

Misc called routines: 

Ini tAl/Al lOf f 
Clear Data Memory 
CR Home 

Char Print Test - load Ascii char codes 
Initialize CR Stpr Mtr 
Delay short/long/very long 
Stpr Mtr deselect 
PaperFeed Stpr Mtr Init and Drive 
Stpr Mtr Phase LookUp Table - Indexed 
Character Translation and processing 
PrintHead firing 

Stpr Mtr Accel. Time calc, and memorization 
Stpr Mtr Deceleration 

SMDriv (FAccel/RAccel ) - Forward & Reverse 
Stpr Mtr acceleration & drive 
Initiaization Jmp-on-Reset 
Program Body - all calls 

Character Input test and Char Buffer fill loop 
Interrupt service routines 
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inteT 




71 

72 

73 

74 

i PG 




i 

Data Memory 

1 








= 

75 

' 

Dec. 

Hex 

Description 









= 

77 

; TOP 




=S 

78 

} 





* 

79 

# 

48-127 

2F-7FH 

80 Character Line Buffer 


= 

80 

> 

37-47 

25-2EH 

Stpr Mtr Accel/Decel time* memorization 


= 

81 

i 

36 

24H 

Unused 


= 

82 

, 

35 

23H 

Char Print test ASCII code start tmp store 


= 

83 

i 

34 

22H 

LF SM last Ph z Inderect Addr psuedo reg 


= 

84 

i 

33 

21H 

CR SM Forward/Reverse last Phz psuedo reg 


= 

85 

} 

32 

20H 

Psuedo Reg: Last Phase of stpr mtr not 


= 

86 

, 



being driven 

, 

= 

87 

, 

24-31 

18-1FH 

Register Bank 1: Character Handling 


= 

88 

, 

8-23 

8-17H 

8 Level Stack 


= 

89 

, 

0-7 

0-07H 

Register Bank 0 Stpr Mtr F/R Accel/Drive 


= 

90 

} 





= 

91 

i BOTTOM 


« 


= 

92 






=* 

93 

i 

Data Memory Equates. 

















= 

95 





0050 

« 

96 

CHBFSZ 

EQU 

50H 

* char buffer size 0-79 = 80 

00D9 

= 

97 

HlfCpl 

Equ 

0D9H 

, Cpl<l/2 CbBfSz) => cpl of 27H = 0D9H 


ss 

98 





007F 

= 

99 

FOB f St 

Equ 

7f H 

i start of char buffer 

0080 

, = 

100 

FOB f IS 

Equ 

80H 

i init CB strt-alloujs xtra Dec by 1 

002F 

= 

101 

RCBf IS 

Equ 

2FH 

i init CB strt-alloujs xtra Inc by 1 

0051 

as 

102 

ChBf IS 

Equ 

81 

* load char cnt reg w/char bufr Init Size 


=s 

103 





002F 

« 

104 

ENDBUF 

EQU 

2FH 

i END OF CHAR BUFFER 

0003 

= 

105 

ASBfSz 

EQU 

OBH 

i Accelerate stpr mtr buf count 

OOOA 

as 

106 

DSBfSz 

Equ 

OAH 

> Decelerate stpr mtr buf count 

002F 

= 

107 

SMBFST 

EQU 

2FH 

i STPR MTR BUFFER START 

0025 

= 

108 

SMBEnd 

Equ 

25H 

# Stpr Mtr Data Memory Address end 

007F 

=s 

109 

DMT op 

Equ 

7FH 

i Data Memory Top 

0050 

* 

110 

DMSize 

Equ 

93 

i Data Memory Size (less two working reg's) 


=s 

111 





0020 

= 

112 

LastPh 

Equ 

20H 

; last phz psuedo reg addr 

0021 

= 

113 

CPSAdr 

EQU 

21H 

* CR phz psuedo reg 

0022 

= 

114 

LPSAdr 

Equ 

22H 

i LF phz psuedo reg 

0023 

as 

115 

PTAscS 

Equ 

23H 

i Char Print Test code start tmp store 


as 

116 






S 

117 

i PG 





= 

118 

•, * * * 

* * * 

******** 

************************ 


s 

119 

i 

Register allocation 



= 

120 

* * * 

* at * 

******** 

************************ 


as 

121 



) 



as 

122 

; 

All Indirect Data Memory Addressing via @Rn Inst must use 


as 

123 

i 

only 

registers 0 & 

1 of either register bank. Any other will 


as 

124 

i 

be rejected by the 

Assembler 


as 

125 

, 

Last character in lable indicates Register Bank referenced 


as 

126 






: 

127 

i 

Register Bant 0 




i mo 







lco 





0000 

as 

129 

TmpROO 

Equ 

RO 

i RBO Temporary Register 

0001 

as 

130 

TStrRO 

EQU 

R 1 

i Store Time Register RBO 

0002 

as 

131 

GStR20 

EQU 

R2 

i General Status Register RBO 

0003 

as 

132 

Ph zR30 

EQU 

R3 

i Stpr Mtr Phase Register RBO 

0004 

= 

133 

CntR40 

Equ 

R4 

; Count Reg. Phase count-Stpr Mtr loops 


as 

134 




i Accel/Decel Count 

0005 

=s 

135 

TConRO 

Equ 

R5 

iTime constant reg RBO 

0006 

=s 

136 

LnCtRO 

Equ 

R6 

iLine count 


as 

137 





0007 

= 

138 

0pnR70 

EQU 

R7 

< aval lab 1 e 


as 

139 






as 

140 

i f 

Register Bank 0 Data 

Memory Address 


as 

141 

— 
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0000 

= 

142 

TmpAOO 

Equ 

OOH 

0001 

as 

143 

TStrAO 

EQU 

01H 

0002 

sa 

144 

GStRAd 

Equ 

02H 

0003 

sa 

145 

Ph z A20 

EQU 

03H 

0004 

* 

146 

CntRAO 

Equ 

04H 


3! 

147 




0005 

= 

148 

TConAO 

Equ 

05H 

0006 

= 

149 

LnCtAO 

Equ 

06H 


as 

150 




0007 

as 

151 

0pnA70 

EQU 

07H 


as 

152 





= 

153 





= 

154 

i PG 





155 

i 

— 



s 

156 

i 

RBO 

Status B 


3S 

157 

. 

— 



= 

158 





as 

159 

/ 

Bit 



as 

160 

, 

— 



sa 

161 

, 

7 



as 

162 

, 

6 



as 

163 

i 

5 



as 

164 

, 

4 



a= 

165 





as 

166 

, 

3 



as 

167 

■, 

2 



as 

168 

i 

1 



as 

169 

/ 

0 



as 

170 

■, 




as 

171 





as 

172 

, 

Bit 

Masks: 


= 

173 

, 

Stepper Motor 


as 

174 

/ 

— 



as 

175 





as 

176 

LRPrnt 

Equ 

80H 


= 

177 

RLPrnt 

Equ 

7FH 


as 

178 

SnkSet 

Equ 

40H 


as 

179 

ClrSnk 

Equ 

OBFH 


= 

180 

AtSpdF 

Equ 

20H 


* 

181 

NAtSpd 

Equ 

ODFH 


= 

182 

ADIntD 

Equ 

10H 


as 

183 

ADIntN 

Equ 

OEFH 


as 

184 





as 

185 

FsCTm 

Equ 

08H 


as 

186 

ClrFsC 

Equ 

0F7H 


sa 

187 

FrmFd 

Equ 

04H 


as 

188 

LmeFd 

Equ 

OFBH 


= 

189 

DoNotP 

Equ 

02H 


as 

190 

OkPrnt 

Equ 

OFDH 


as 

191 

Ready 

Equ 

01H 


s= 

192 

NotRdy 

Equ 

OFEH 


=s 

193 





as 

194 





= 

195 

J PG 




= 

196 

i * * * 

* * 

* * * * * 


= 

197 

i 

Register alloc 


= 

198 

j * * * 

* * 

* * * * * 


=s 

199 





= 

200 





s 

201 

i 

Register Bank 


= 

202 

} 



0000 

= 

203 

TmpRIO 

Equ 

RO 

0001 

= 

204 

CAdrRl 

EQU 

R 1 

0002 

= 

205 

ChStRl 

EQU 

R2 

0003 

= 

206 

CDtCRl 

EQU 

R3 

0004 

= 

207 

CDotRl 

Equ 

R4 

0005 

= 

208 

CCntRl 

Equ 

R5 

0006 

= 

209 

StrCRl 

EQU 

R6 


as 

210 




0007 

as 

211 

0pnR71 

EQU 

R7 


as 

212 





= 

213 

, 

Register Bank 


= 

214 

. 

— 



» Temporary Register DM address 
(Time Store Register DM address 
( RBO Char Status Reg DM address 
( Stpr Mtr Phase Register DM address 
(Count Reg. Phase count-Stpr Mtr loops 
i Accel/Decel Count DM address 
(Time constant reg DM address 
(Line Count Register DM address 

; avai lab le 


Definition 

Stpr Mtr Direction. L-to-R * 1# R-to-L =» O 
1 = Sink / 0 « Not Sinked. Print Head Init and Fire 
Stpr Mtr at speed and CR not left of Home 
Accel/Decel Init( 1 * Done / 0 * Not Done 

1 = FailSafe / 0 * Constant/ Time Window 
1 = Form Feed / 0 35 Line Feed 
1 = Do Not Print / 0 * Print 

FAccel/DAccel drive Ready = 1/NotRdy <* 0 (exit 
drive & decel stpr mtr) 

RBO 


/Left to Right Printing (ORL) 
(Right to Left Printing (ANL) 

/ Ready Print flag 
/dear Ready to Print Bit 
/Stpr Mtr at constant speed 
(Stpr Mtr Not at speed 
(Accel/Decel Init Done 
(Accel/Decel Init Not Done 

; Fai ISaf e/Constant Time 
/Clear Fai ISaf e/Const time flag 
j do formfeed 
i d o line feed 

; set Do Not Print Stat bit 
/Reset - Ok to Print 
j Ready drive Stpr Mtr 
(Not Ready exit Stpr Mtr drive 


* * * * 


* * * * 


* ****** 


*********** 


( char data memory addr register 
; char processing status byte register 
i Char Dot count register 
/Char dot temp storage register 
/Char count temp register 
(Store Char Register 

; Avai lab le 


1 Data Memory Address 
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ooie 

= 

215 

TmpAlO 

Equ 

24 


> temporary /scratch register 

0019 

= 

216 

ChARRl 

EQU 

25 


; char data memory addr register 

001 A 

= 

217 

ChStAd 

Equ 

26 


;RB1 Char Status Reg address 

00 IB 

= 

218 

CDtCAl 

EQU 

27 


/Char Dot count register 

001C 

= 

219 

CDotAl 

Equ 

28 


; Char dot temp storage register 

00 ID 

* 

220 

CCntAl 

Equ 

29 


; Char count temp register 

OOIE 

= 

221 

StrCAl 

EQU 

30 


i Store Char Register 


= 

222 





00 IF 

= 

223 

0pnA71 

EQU 

31 


; Available 


= 

224 







= 

225 







= 

226 

i PG 














s 

228 

i 

RBI 

Status Byte Bit Definition 


















= 

230 







= 

231 

; 

Bit 

Definition 



232 














= 

233 


7 

Stpr Mtr 

Direction: L-to-R = 1, R-to-L = 0 


= 

234 

* 

6 

Char Initi 1 = Done / 0 = Not Done 


* 

235 

i 

5 

Char Lookup Table Page: 1 = Pgl/ 0 = Pg2 


SB 

236 

5 

4 

1 

= Test 

/ 0 = Normal char print/input 


= 

237 






1 ss 

238 

, 

3 

1 

= EOF 

/ 0 == Not EOF 


= 

239 

i 

2 

Full as 1 /Not Full = 0, Line in Char .Buffer 


= 

240 

, 

1 

1 

= CR/<LF> / 0 = Not CR/<LF> 


= 

241 

i 

0 

1 

= Init 

/ 0 ss Do Not Init/ CB registers done 


as 

242 






as 

243 

i 

Bit 

Masks. RBI 



= 

244 

, 

Character printing 

bit masks function on ChStRl 

















0080 

as 

246 

ChrPrn 

Equ 

80H 


i Stpr Mtr Direction: L-to-R = 1 

007F 

= 

247 

ClrCPr 

Equ 

7FH 


; Stpr Mtr Direction. R-to-L = 0 

0040 

= 

248 

ChlntD 

Equ 

. 040H 


/Set Char Init Done 

OOBF 

= 

249 

CIntND 

Equ 

OBFH 


/Reset Char Init Not Done 

0020 

« 

250 

ChOnPl 

Equ 

20H 


/Page 1 char/ set rentry bit <ORL) 

OODF 

as 

251 

Ch0nP2 

Equ 

ODFH 


/Page 2 char/ reset rentry bit <ANL) 

0010 

as 

252 

TstPrn 

Equ 

10H 


/Char print test 

OOEF 

ss 

253 

NrmPrn 

Equ 

OEFH 


/Normal char input 


as 

254 





0008 

as 

255 

EOF 

Equ 

08H 


/ set EOF Flag 

OOF7 

= 

256 

ClrEOF 

Equ 

0F7H 


, clear EOF flag - Not EOF 

0004 

=* 

257 

CRLF 

Equ 

04H 


/ CR/LF 

OOFB 

as 

258 

ClrCR 

Equ 

OFBH 


» Clear CR/LF 

0002 

=s 

259 

CBFLn 

Equ 

02H 


/Full Line in Char Buffer 

OOFD 

=s 

260 

NCBFLn 

Equ 

OFDH 


/Not Full Line in Char Buffer 

0001 

as 

261 

IntCBR 

Equ 

01H 


/Init of CB registers done 

OOFE 

as 

262 

C1ICBR 

Equ 

OFEH 


; Init of CB registers not done 


SB 

263 






as 

264 







= 

265 

) PG 






SB 

266 

, * * * 

* * 

******* 

* * * 

***************** 


S 

267 

1 


Equates 

Ccont) 



ss 

268 

i * * * 

* * 

«*«***« 

* * * 

•**■*•**•«•■»■**■*■*<■■*■«■•*■*** 


as 

269 







= 

270 

07 1 

* 

Mi sc 






c£ / 1 






0004 

=s 

272 

RLPShf 

Equ 

04H 


; R-to-L print lookup table addr shift 


ss 

273 





0020 

= 

274 

Asc i i 

Equ 

20H 


/hex nmbr of first Ascii Char 

007F 

= 

275 

AscLst 

Equ 

7FH 


/hex nmbr of last Ascii Char 


= 

276 






00F3 

a= 

277 

CRCpl 

Equ 

0F3H 


/ASCII control code 2's complement 

00F6 

= 

278 

LFCpl 

Equ 

0F6H 


00F4 

= 

279 

FFCpl 

Equ 

0F4H 


. i. 

OOE5 

= 

280 

EscCpl 

Equ 

0E5H 


/ " 

OOEO 

as 

281 

AscCp 1 

Equ 

OEOH 


, " 

00C8 

=s 

282 

FTCpl 

Equ 

0C8H 


i " 

OOOD 

= 

283 

CR 

Equ 

ODH 


i Ascii code <hex > 

0020 

= 

284 

Space 

Equ 

20H 


/Ascii code (hex) 


as 

285 






0081 

= 

286 

LAsEnd 

Equ 

81H 


/Ascii End 2's cpl - test line start 

0082 

= 

287 

PAsEnd 

Equ 

82H 


/Ascii End 2's cpl - uiithin line print 

007F 

= 

288 

AscStp 

Equ 

7 f H 


;Ascii mask/ strip off MSB 

0042 

ss 

289 

PgLnCt 

Equ 

66 


/Page Line Count- Default = 66. 

00C4 

* 

290 

PgLCp 1 

Equ 

0C4H 


/Printed lines per page test 

001B 

=s 

291 

EOFCpl 

Equ 

1BH 


/EOF ascii code cpl 


as 

292 






=s 

293 

i 

Loop 

count values 




ss: 

294 

♦ — — — — 
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0006 

= 

295 

NDtCCt 

Equ 


06H 

i Normal Dot Column Count 

OOOA 

= 

296 

EDtCCt 

Equ 


OAH 

. Expanded Dot Column Count 

0004 

= 

297 

PHCntl 

EQU 


04H 

; NUMBER OF SM PHASES ON INIT 


= 

298 






0004 

= 

299 

ILFCnt 

Equ 


04 

i Init LF step/phz count 

0024 

= 

300 

LP I6p6 

Equ 


36 

# Lines Per Inch 6. 6 

00 IB 

= 

301 

LP I8p8 

Equ 


27 

i Lines Per Inch 8 8 

0018 

= 

302 

LP 1 10 

Equ 


24 

; Lines Per Inch 10 


= 

303 






0001 

= 

304 

LineCt 

Equ 


01 

» linefeed count 

0042 

= 

305 

FmFdCt 

Equ 


66 

> lines per formfeed count 

0003 

= 

306 

Status 

EQU 


03H 

, SEE BELOW FOR STATUS BYTE DEF 


= 

307 





. TEST SET FOR CR STPR MTR CONTROL 


=3 

308 







= 

309 







s 

310 

i PG 






= 

311 

i * * * 

* * * 

* 

****** 

******************* 


= 

312 

t 

TIMER 

VALUES - UPI Timer/Counter is UP Counter 



313 

* * * 

* * * 

* 

****** 

******************* 


= 

314 

. 

12 MHz 

Clk timings 


















0080 

* 

316 

DLYCL 

EQU 


80H 

; DELAY COUNT Long 

0030 

sa 

317 

DLYCS 

EQU 


30H 

; DELAY COUNT Short 

OOCC 

= 

318 

DlyTim 

EQU 


256-52 

iTIME DELAY constant **2. OmS 

0000 

= 

319 

Fai lTm 

EQU 


256-256 

; FailSafe TIME = ~ 17. OmS 

OOCC 

as 

320 

CrTmr 1 

EQU 


256-52 

i CR Stpr Mtr Phase TIME = *2. 08mS 

OOBA 

as 

321 

CrTmr2 

EQU 


256-70 

, CR Stpr Mtr Phase TIME = *2 40mS 

0092 

as 

322 

CrTmr3 

EQU 


256-110 

i CR Stpr Mtr Phase TIME = 'M. 16mS 

OOCO 

ss 

323 

IntTm2 

EQU 


256-64 

; Init Stpr Mtr Phase TIME = **2. 40mS 

0098 

as 

324 

LFTMR1 

EQU 


256-104 

; LF Stpr Mtr Phase TIME = 'M 16mS 


as 

325 







as 

326 


I/O port bit masks 


OODF 

a= 

327 

NotBsy 

Equ 


ODFH 

> Not Busy 

0020 

= 

328 

Busy 

Equ 


20H 

; Busy 

OOEF 

as 

329 

Ac k 

Equ 


OEFH 

; Ack 

0010 

as 

330 

ReSAck 

Equ 


10H 

; ReSet Ack 


as 

331 







= 

332 

■, 

Misc bit Masks 


OOOC 

= 

333 

StrpLF 

Equ 


OCH 

; Strip off all bits but LF Stpr Mtr 

0003 

= 

334 

Str pCR 

Equ 


03H 

/Strip off all bits but CR Stpr Mtr 


as 

335 







ss 

336 

. 

Print 

Head fires on 

low going edge of Trigger 


= 

337 

; 

bit 

#9 in dot column is masked off* always. P2. bit 6 

0040 

sa 

338 

PTRGLO 

EQU 


40H 

i PH TRIGGER BIT - LOW 

OOCO 

= 

339 

PTRGHI 

EQU 


OCOH 

i PH TRIGGER BIT - HIGH 


as 

340 







35 

341 

, * * * 

* * * 

* 

****** 

******************* 


= 

342 

i 

Stepper 

Motor Phase 

State Equates 


= 

343 

; * * * 

* * * 

* 

****** 

******************* 


as 

344 







=s 

345 

; 

Stepper 

Motor Phase 

Shift Index Offset Offset 

0000 

=s 

346 

FStCRP 

EQU 


OOH 

i F CR stpr mtr phase data start addr 

0003 

= 

347 

RStCRP 

EQU 


03H 

; R CR stpr mtr phase data start addr 

0008 

as 

348 

STLFF 

Equ 


08H 

.Paper feed stpr mtr phase data start addr 


= 

349 







= 

350 

> 

CARRIAGE STEPPER MOTOR PHASE EQUATES 


as 

351 

, 

Forward 

<1 thru 4) 

8c Reverse (4 thru 1) : 

0001 

sa 

352 

CRMFP1 

EQU 


01B 

. CR STPR MTR PHASE 1 

0003 

as 

353 

CRMFP2 

EQU 


11B 

iCR STPR MTR PHASE 2 

0002 

sa 

354 

CRMFP3 

EQU 


10B 

i CR STPR MTR PHASE 3 

0000 

as 

355 

CRMFP4 

EQU 


OOB 

,CR STPR MTR PHASE 4 


as 

356 







=s 

357 


i LINE 

FEED STEPPER MOTOR PHASE EQUATES 


= 

358 

i 

Forward : 



0004 

as 

359 

LFMFPl 

EQU 


01 OOB 

;LF STPR MTR PHASE 1 

OOOC 

= 

360 

LFMFP2 

EQU 


11 OOB 

i LF STPR MTR PHASE 2 

0008 

= 

361 

LFMFP3 

EQU 


1000B 

iLF STPR MTR PHASE 3 

0000 

= 

362 

LFMFP4 

EQU 


OOOOB 

iLF STPR MTR PHASE 4 


as 

363 







= 

364 

; PG 
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365 i 

366 i 

367 i 

368 

369 i 

370 

371 

372 

373 

374 j 

375 ; 

376 { 

377 

378 

379 

380 

381 

382 


* * * * * 


*********** 


* * * * 


STEPPER MOTOR SELECT & CONTROL [CURRENT LIMITING] 


****** 


********* 


******** 


PORT BIT ASSIGNMENT: 

\ \ \ 

S S S - 
L C C 
F R R 
8 1 
0 3 
2 


5 5 5 
3 2 1 



= 

383 

i 

SLF 

0 110 


06H 



= 

384 

i 

SCR80 

10 0 0 


OAH 



= 

385 

} 

SCR132 

110 0 


OCH 



* 

386 

i 

SMOFF 

1110 


OEH 



= 

387 

} 


W/SCR80 & 

SCR 132 

'0' [BOTH SELECTED] 


= 

388 

i 


DEFAULT 

IS TO 

80 COL. 



= 

389 

} 


EDO NOT 

KNOW 

WHETHER SCR80a'0' WILL 


= 

390 

; 


SELECT 80 COL 

ONLY 1 - 

REQUIRES TEST. 


= 

391 








0008 

* 

392 

SCR80 

EQU 

08H 



SELECT 

CR STPR MTR - 80 


= 

393 






w/LF 

STPR MTR OFF 

OOOC 

= 

394 

SCR 132 

EQU 

OCH 



SELECT 

CR STPR MTR - 132 


= 

395 






w/LF 

STPR MTR OFF 

0006 

a 

396 

SLF 

EQU 

06H 



SELECT 

LF STPR MTR ON 


= 

397 






w/CR 

STPR MTR OFF 

OOOE 


398 

SMOFF 

EQU 

OEH 



SELECT 

CR & LF STPR MTR ( 


399 

400 

401 

402 

403 


PG 


* * * * 


*************** 


************** 


MAIN PROGRAM BODY 


0000 

0000 040B 


0003 

0003 1425 
0005 93 

0007 

0007 1429 
0009 C5 
OOOA 83 


OOOB 15 
OOOC 35 
OOOD B40F 
OOOF B42F 

0011 B44B 
0013 9400 


0015 B422 

0017 B400 
0019 142C 


404 i ************************************* 

405 


406 ; 

407 

408 i 

409 

410 

411 

412 START: 

413 

414 ; 

415 

416 IBFIV: 

417 

418 i 

419 

420 TMRIV: 

421 

422 

423 


Power On / Reset Program Entry 


PROGRAM START 
Org OOH 

, JMP RESET 

INPUT BUFFER FULL INTERRUPT CALL ENTRY AND VECTOR 
ORG 03H 

Call IBFIS 

RETR 

TIMER OVERFLOW INTERRUPT CALL ENTRY AND VECTOR 

ORG 07H 

Call TMRIS 

SEL RBO 

Ret 


424 ; 


INITIALIZATION 


425 

426 ReseT: 

Dis 

427 

Dis 

428 

Call 

429 

Call 

430 


431 

Call 

432 

Call 

433 


434 ; 



i 

TCntI 

InitAl : set all critical outputs inactive 

ClrDM i clear all data memory - 93H to 7FH 

» do not clear RBO* RBI or Stack 
InitCR .CALL CR SM POWER ON INIT 

InitLF iCALL LF SM POWER ON INIT 

MAIN PROGRAM LOOP 


435 

436 

437 

438 

439 

440 

441 

442 


Home: Call 

Call 

CBInpt: Call 


All program segments are called from here 

CRHome iCall Home CR routine - 

; fixes logical and physical CR Home 
Defalt > set default register values 

ESCBfF i Stat Switch / CB Input Service Test 

; test for: CB full/fill, LF, FF. 

; Char Prnt Test 
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00 IB 

3400 

443 Repeat: 

Call 

SMDriv 

i Call 

Forward Stpr Mtr Drive 

00 ID 

940D 

444 

Call 

LFDr l v 

> Call 

Linefeed Stpr Mtr Drive 

00 IF 

D5 

445 

SEL 

RBI 



0020 

FA 

446 

Mov 

A> ChStRl 

/ get 

the Char Status Register RBI 

0021 

7215 

447 

JB3 

Home 

i jump 

to CR SM Home if EOF bit set 

0023 

0419 

448 

Jmp 

CBInpt 

i loop 

to Char Buffer Input test 


449 


450 J PG 


0025 8A20 

0027 15 

0028 83 


0029 15 
002 A 35 
002B 83 


451 , 

452 i 

453 i 

454 

455 j 

456 ; 


************************************* 

Interrupt Service Routine 

************************************* 


Input Buffer Full Interrupt Service Routine 


457 

458 

459 

460 

461 

462 

463 

464 

465 

466 


IBFIS: 


Acknowledge Char input and set Hold/Busy Active 
ORL P2, #Busy / get & set DBB ACK/Busy Bits 

Dis I /disable IBF interrupts 

Ret 


467 ; Timer / Counter Interrupt Service Routine 


468 , 

469 i 

470 i 

471 TMRIS. 

472 

473 

474 

475 J PG 


ITF interrupt service routine disables all intr during 
stpr mtr phase shifting 

Dis I /disable IBF interrupts 
Dis TCntI / dicable ITF interrupts 
Ret 


476 i ************************************* 

477 ; External Status Switch Check/Char. Buffer Fill 


478 , ************'*******************•****** 

479 ESCBfF- /Prep for normal character handling/input 


002C 

D5 

480 

SEL 

RBI 


002D 

FA 

481 

Mov 

At ChStRl 

/ get the character stat reg byte 

002E 

53EF 

482 

ANL 

At #NrmPrn 

/ set normal character input 

0030 

AA 

483 

Mov 

ChStRl, A 

/ store the stat byte 

0031 

C5 

484 

SEL 

RBO 




485 






486 i 

Test 

External Status Port 

0032 

OF 

487 

MovD 

A, P7 

» get the stat switch port bits 

0033 

123D 

488 

JBO 

FormF d 

, service Formfeed 

0035 

3245 

489 

JB1 

LinFd 

, service Linefeed 

0037 

5249 

490 

JB2 

ChrTst 

, service Character TEST 

0039 

72 5E 

491 

JB3 

OnLme 

/ service Char Buffer Check/Fill 

003B 

042C 

492 

Jmp 

ESCBfF 

/ Loop 













003D 

FA 

494 FormFd. 

Mov 

A, GStR20 

, get the status byte 

003E 

4304 

495 

□RL 

A, #FrmFd 

• set the formfeed stat flag 

0040 

AA 

496 

Mov 

GStR20, A 

i store trhe status byte 

0041 

940D 

497 

Call 

LfDriv 

i do a formfeed 

0043 

042C 

498 

Jmp 

ESCBfF 


0045 

940D 

500 LinFd 

Call 

LfDriv 

/do a line drive 

0047 

042C 

501 

“in'"? • - - 

Jmp 

ESCBfF 




yJSJtZ 9 




0049 

D5 

503 ChrTst 

SEL 

RBI 


004A 

FA 

504 

Mov 

A, ChStRl 

i get the character stat reg byte 

004B 

4310 

505 

□RL 

A, #TstPrn 

/ set character test flag 

004D 

AA 

506 

Mov 

ChStRl, A 

i store the stat byte 

004E 

B823 

507 

Mov 

TmpRIO, #PTAscS 

i load the psuedo Ascii code tmp reg addr 

0050 

FO 

508 

Mov 

A, ©TmpRlO 

# get the inc'd ascii code 

0051 

0381 

509 

ADD 

A, #LAsEnd 

> test for code end 

0053 

9657 

510 

JNZ 

AscCLd 

; if not code end jmp to load 



511 



i if end restart ascii at begining 

0055 

B020 

512 

Mov 

©TmpRlO, #Asc i i 

/store the ascii code start 

0057 

FO 

513 AscCLd • 

Mov 

A, ©TmpRIO 

/get the ascii code again 

0058 

AF 

514 

Mov 

0pnR71 , A 

, place in the empty register 

0059 

10 

515 

Inc 

©TmpRIO 

/ Inc start ASCII char in data memory 

00 5 A 

B439 

516 

Call 

PrnTst 

/call the DM load procedure 

005C 

C5 

517 

SEL 

RBO 

/ reselect reg bank 0 

005D 

83 

518 

Ret 




519 , 
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/ 


005E 

D5 

520 

OnLine: 

SEL 

RBI 

i select char buffer registers 

0O5F 

05 

521 


EN 

I 

» enable interrupts 

0060 

FA 

522 

CBfCkl: 

Mov 

A, ChStRl 

; get the Char Stat Byte 

0061 

3267 

523 


JB1 

CBCkEx 

i if Chr Buf has full line exit 

0063 

146D 

524 

IBfCk : 

Call 

CBFill 

i read a char into Char Buffer 

0065 

0460 

525 


Jmp 

CBFCkl 

i loop to Char Buf Ful test 

0067 

C5 

526 

CBCkEx: 

SEL 

RBO 

0068 

83 

527 


Ret 





528 







529 

530 

) RG 












531 

i 

Character Input 


















533 


Input 

Buffer Full service routine: test for Char buffer full-exit 



534 

> 

else load char into char buffer 

0069 

D5 

535 

IBFSrv: 

SEL 

RBI 


006A 

FA 

536 


Mov 

A, ChStRl 

i get the RBO stat byte 

Q06B 

32EC 

537 


JB1 

CBFull 

> if Do Not Print Bit Set - EXIT 

006 D 

527C 

538 

CBFill: 

JB2 

CBPad 

i test for CB padding flag 



539 




t if not pad enable char input 



540 




; tell the host to send char's 

006F 

05 

541 


EN 

I 


0070 

D6EC 

542 


JNIBF 

CBFIEx 











544 

i 

Acknowledge Char input 

and set Hold/Busy Active 

0072 

FA 

545 


Mov 

A, ChStRl 

; get the RBI Char Stat Byte 

0073 

127C 

546 


JBO 

Skplnt 

i test for CB has been Initialized 










548 

> 

Ini t 

of all Char handling registers 

0075 

4301 

549 


ORL 

A, #IntCBR 

i set CB Reg skip Initialization stat bit 

0077 

AA 

550 


Mov 

ChStRl, A 

; save the altered stat byte 

0078 

B97F , 

551 


Mov 

CAdrRl, #FCBf St 

} load char reg w/char bufr strt 

007 A 

BD50 

552 


Mov 

CCntRl, #ChBfSz 

; load char cnt reg w/char bufr size 



553 

CBPad : 


i 

007C 

E086 

554 

Skplnt: 

DJNZ 

CCntRl, LdChar 

j DECREMENT BUFFER SIZE 

007E 

FA 

555 


Mov ' 

A, ChStRl 

» get the status byte 

007F 

4302 

556 


ORL 

A, #CBFLn 

# set Char Buffer Full Line statbit 

0081 

53FB 

557 


ANL 

A, #C lrCr 

i clear the CR/<LF) stat bit 

0083 

53FE 

558 


ANL 

A, #C 1 ICBR 

i reset CB Init bit: init CB reg on entry 

0085 

AA 

559 


Mov 

ChStRl, A 

; store the status byte 

0086 

FA 

560 

LdChar: 

Mov 

A, ChStRl 

; get the status byte 

0087 

52E1 

561 


JB2 

CBPad 1 

i CB not full but CR/LF previously 



562 




» received so pad CB 

0089 

9AEF 

563 


ANL 

P2, #Ac k 

i output DBB Ack low 

008B 

22 

564 


In 

A, DBB 

i read the Char 

008C 

537F 

565 


ANL 

A, #AscStp 

i strip off MSB 

008E 

A8 

566 


Mov 

TmpRIO, A 

; temp save char 

008F 

8A10 

567 


ORL 

P2, #ReSAck 

i output DBB ACK High 



JOO 







569 

j 

test 

for ASCII printable character 

0091 

03EO 

570 


ADD 

A, #ASCCp 1 

; test for Carriage Return 

0093 

F697 

571 


JC 

AsciiC 

i jmp to service 

0095 

049C 

572 


Jmp 

ChrCh k 

0097 

97 

573 

AsciiC: 

Clr 

C 

i clear carry flag 

0098 

FS 

574 


Mov 

A, TmpRIO 

i get the char back / 

0099 

A1 

575 


Mov 

©CAdrRl, A 

i load data memory w/Char 

009A 

04E3 

576 

577 

• - 

Jmp 

' IBFSrE 










578 

i 

test 

for CR/LF: if CR/LF Strip off LF and exit setting 



579 

i 

Char Buffer Init Stat 

bit 

009C 

F8 

580 

ChrCh k : 

Mov 

A, TmpRIO 

; get the char back 

009D 

03F3 

581 


ADD 

A, #CRCp 1 

i test for Carriage Return 

009F 

C6C3 

582 


JZ 

CRChr 

; if CR go service it 

00A1 

F8 

583 


Mov 

A, TmpRIO 

, get the char back 

00A2 

03 IB 

584 


ADD 

A, #EOFCp 1 

i test for End Of File 

00A4 

96AA 

585 


JNZ 

ChrCkl 

} if not EOF jmp to CB Pad 

00A6 

F8 

586 


Mov 

A, TmpRIO 

i if EOF, place it in CB 

00A7 

A1 

587 


Mov 

©CAdrRl, A 

! load data memory w/CR Char 

00A8 

04B9 

588 


Jmp 

ExtSet 

# Ex i t 

OOAA 

F8 

589 

ChrCkl: 

Mov 

A, TmpRIO 

; get the status byte 

OOAB 

03F4 

590 


ADD 

A, #FFCp 1 

i test for FormFeed 

OOAD 

96E1 

591 


JNZ 

CBPad 1 

i if not FF Pad the CB 

OOAF 

C5 

592 


SEL 

RBO 


OOBO 

FA 

593 


Mov 

A, GStR20 

» get the status byte 

00B1 

4304 

594 


ORL 

A, #FrmFd 

, set the formfeed flag 

00B3 

AA 

595 


Mov 

GStR20, A 

; store the status byte 

00B4 

D5 

596 


SEL 

RBI 


00B5 

FA 

597 


Mov 

A, ChStRl 

i get the status byte 

00B6 

4304 

598 


ORL 

A, #CRLF 

i set CRLF stat bit pad balance of CB 



599 




; with Spaces until fill 

00B8 

AA ' 

600 


Mov 

ChStRl, A 

, store the status byte 

00B9 

FA 

601 

ExtSet: 

Mov 

A, ChStRl 

, get the status byte 
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OOBA 

4302 

• 602 


ORL 

A* #CBFLn 

j set Char Buffer Full Line stat bit 


OOBC 

53FB 

603 


ANL 

A, #ClrCr 

; clear the CR/(LF) stat bit 


OOBE 

53FE 

604 


ANL 

A» #C 1 ICBR 

i reset CB Init bit. init CB reg on 

entry 

OOCO 

AA 

605 


Mov 

ChStRl, A 

; store the status byte 


OOC1 

04EC 

606 


Jmp 

CBFIEx 

, Exit 












608 

, 

Store CR char read in LF char (assume its always there) and 

ignor 

00C3 

F8 

609 

CRChr 

Mov 

A, TmpRIO 

i get the char bac k 


00C4 

A1 

610 


Mov 

SCAdrRl, A 

> load data memory w/CR Char 


OOCS 

C5 

611 


3EL 

RBO 



00C6 

IE 

612 


INC 

LnCtRO 

» inc the 1 ine count 


00C7 

FE 

613 


Mov 

A, LnCtRO 

; get the 1 ine count 


00C8 

03C4 

614 


Add 

A, #PgLCp 1 

; test for page feed In cnt 




615 




) if LnCt => PgLnCt set formfeed flag 

OOCA 

E6D0 

616 


JNC 

NoFmFd 

'• if not at end of page skip 


OOCC 

FA 

617 


Mov 

A, GStR20 

; get the status byte 


OOCD 

4304 

618 


ORL 

A, #FrmFd 

, set the form feed status flag 


OOCF 

AA 

619 


Mov 

GStR20» A 

; save the status byte 


OODO 

D5 

620 

NoFmFd . 

SEL 

RBI 



OOD1 

05 

621 


En 

I 

, enable the IBF service 


00D2 

9ADF 

622 


ANL 

P2* ttNotBsy 

, output a not busy to Host 


00D4 

D6D4 

623 

LFTest: 

JNIBF 

LFTest 

; loop to next char 


00D6 

9AEF 

624 


ANL 

P2» #Ac k 

» output DBB Ac k low 


00D8 

22 

625 


In 

A, DBB 

i get next Char - assume it's a LF 




626 




i and ignor it (LF is forced upon 




627 




i detection of CR at print time) 


00D9 

FA 

628 

SetPad: 

Mov 

A, ChStRl 

; get the status byte 


OODA 

4304 

629 


ORL 

A, #CRLF 

; set CRLF stat bit pad balance of 

CB 



630 




i with Spaces until fill 


OODC 

AA 

631 


Mov 

ChStRl, A 

i store the status byte 


OODD 

8A10 

632 


ORL 

P2, #ReSAc k 

# output DBB ACK High 


OODF 

04E3 

633 


Jmp 

IBfSrE 

i jmp to addr step & exit 




635 

j 

fill Char Buffer with space 


OOE1 

B120 

636 

CBPadl: 

Mov 

SCAdrRl, #Space 

) load data memory w/Char 












638 

» 

step the char address test for CB full &/or pad 


00E3 

C9 

639 

IBFSrE: 

DEC 

CAdrRl 

; Decrement dat memory location 


00E4 

FA 

640 


Mov 

A, ChStRl 

i get the status byte 


OOE5 

32EC 

641 


JB1 

CBFull 

i test for CB Full 


00E7 

52EC 

642 


JB2 

CBFIEx 

i test for CB pad - exit w/Busy set 












644 

i 

Set Busy Line Low - Not 

Busy 


00E9 

05 

645 


EN 

I 



OOEA 

9ADF 

646 

Z.A7 


ANL 

P2» #NotBsy 

i output a not busy to Host 




O 4 * / 








648 

i 

exit w/ 

Busy Still set 

high 




649 

CBFull: 





OOEC 

83 

650 

CBFIEx: 

Ret 






651 








652 

J PG 







653 

; # # # 

* * * * 

**#*#*#* 

■a***##**#******##* 

# * * 



654 

i 

L-to-R/R-to-L Carriage Stepper Motor Drive 




655 

i 

and Line Printing 





656 


* * * * 

*****»■»* 

it***************** 

* * * • 



657 






0100 


658 


ORG 

100H 





659 






0100 

3622 

660 

SMDr iv: 

JTO 

RAccel 

i if Print Head at left drive right 




661 

662 

, pssssssss: 



i else drive left 




663 

FAccel: 


i L-to-R 

Accelerate Stepper Motor 




664 

i 

Set the 

Forward acceleration/drive Entry status bits 


0102 

FA 

665 


Mov 

A, GStR20 

i get the status byte 


0103 

53BF 

666 


ANL 

A, #ClrSnk 

i set not at speed flag = 0 


0105 

53DF 

667 


ANL 

A, #NAtSpd 

» set Not At Speed flag = 0 


0107 

4380 

668 


ORL 

A, #LRPrn t 

, set L-to-R prnt stat bit = 1 


0109 

4301 

669 


ORL 

A, #Ready 

; set stpr mtr. ready - Drive On 


010B 

53EF 

670 


ANL 

A, #ADIntN 

; set A/D Init Not Done 


010D 

AA 

671 


Mov 

GStR20, A 

; store the status byte 


010E 

D5 

672 

CBRDir : 

SEL 

RBI 



010F 

FA 

673 


Mov 

A, ChStRl 

i get the Char Stat Reg Data Mem Addr 

0110 

4380 

674 


ORL 

A, #LRPrn t 

> Set L-to-R print bit 


0112 

AA 

675 


Mov 

ChStRl, A 

i save the Char Stat byte 


0113 

C5 

676 


SEL 

RBO 





677 








678 


Restore 

the phase register index addresses 


0114 

B821 

679 


Mov 

TmpROq, #CPSAdr 

; get Phz Storage Addr psuedo reg 


0116 

FO 

680 


Mov 

A, STmpROO 

, get stored CR last phase index addr 

0117 

AB 

681 


Mov 

Ph zR30, A 

, place last LF phase index addr in 

Phz Reg 



682 
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0118 IB 

0119 FB 
01 1 A 52 IE 
011C 2440 
01 IE BBOO 

0120 2440 


0122 FA 

0123 53BF 
0125 53DF 
0127 537F 

0129 4301 
012B 53EF 
01 2D AA 
012E D5 
012F FA 

0130 537F 

0132 AA 

0133 C5 


0134 B821 

0136 FO 

0137 AB 

0138 CB 

0139 FB 
013A 523E 
013C 2440 
013E BB03 


0140 B822 

0142 FO 

0143 E3 

0144 B820 
0146 AO 


0147 BDBA 


0149 2308 
014B 3D 


01 4C FD 
014D 62 
014E FB 
01 4F E3 


0150 B820 

0152 40 

0153 3C 

0154 55 


0155 740C 


0157 FA 

0158 F264 


01 5A CB 
015B FB 
015C 5260 
015E 2462 
0160 BB03 
0162 246C 


AP-161 


683 i 

Set up 

for next phase 

bit output before entering timing loops 

684 

INC 

Ph zR30 

# STEP PHASE DB ADDRESS 

685 

MOV 

A, Ph zR30 

i CHECK THE PHASE COUNT REG 

686 

JB2 

IAFZrP 

iCHK FOR COUNT BIT ROLLOVER 

687 

JMP 

SMDf It 

{skip adr index reset 

688 IAFZrP 

MOV 

Ph zR30# #FStCRP 

# ZERO CR SM PHASE REGISTER 

689 

Jmp 

SMDf It 



690 


692 

RAccel 


# R-to-L Accelerate Stepper Motor 






694 

i 

Set the Reverse acceleration/drive Entry status bits 

695 


Mov 

A# GStR20 

# get the status byte 

696 


ANL 

A# #ClrSnk 

#clear Print Ready bit 

697 


ANL 

A. #NAtSp d 

# set Not At Speed flag = 0 

698 


ANL 

A# #RLPrnt 

# set R-to-L prnt status bit 

699 


ORL 

A# #Ready 

# set stpr mtr ready - Drive On 

700 


ANL 

A# #ADIntN 

# set A/D Init Not Done 

701 


Mov 

GStR20, A 

# store the status byte 

702 

RCBRDr 

SEL 

RBI 


703 


Mov 

A, ChStRl 

# get the Char Stat Reg Data Mem Addr 

704 


ANL 

A# #RLPrnt 

# Set R-to-L print bit 

705 


Mov 

ChStRl# A 

# save the Char Stat byte 

706 


SEL 

RBO 







708 

i 

Restore the phase register index address 

709 


Mov 

TmpROO, #CPSAdr 

» get Phz Storage Addr psuedo reg 

710 


Mov 

A# STmpROO 

# get stored CR last phase index addr 

711 


Mov 

Ph zR30# A 

# place last LF phase index addr in Phz 

712 

, 

Set up 

for next phase 

bit output before entering timing loops 

713 


Dec 

Ph zR30 

{STEP PHASE DB ADDRESS 

714 


MOV 

A# Ph zR30 

# CHECK THE PHASE COUNT REG 

715 


JB2 

IARZrP 

iCHK FOR COUNT BIT ROLLOVER 

716 


JMP 

SMDf It 


717 

IARZrP: 

MOV 

Ph zR30, #RStCRP 

# ZERO CR SM PHASE REGISTER 

718 





719 

SMDf It. 


< 







721 

i 

for stablization of unused stpr mtr during CR stpr mtr drive# 

722 


store the unused stpr mtr current phase bits v 

723 


Mov 

TmpROO# #LPSAdr 

#get the CR phz storeage addr 

724 


Mov 

A# STmpROO 

# get the byute stored there 

725 


MovP3 

A# @A 

# get the phz data byte 

726 


Mov 

TmpROO# #LastPh 

# load Last Phz psuedo reg to Temp Reg 

727 


Mov 

STmpROO# A 

# store Last Phase bits - inderect 

728 





729 

i 

SetUp 

Stpr Mtr Time Constant 

730 


MOV 

TConRO# #CrTmr2 

# Load time constant Reg 

731 





732 

Select 



# Select the Stpr Mtr 

733 


MOV 

A# #SCR80 

# GET CR SM SELECT BITS 

734 


MOVD 

P5, A 

# SELECT SM CSCR803 , 






736 

i 

SetUp 

Stpr Mtr Phase Shift index address register 

737 

» 

Output 

next phase and 

init timer to Std Time constant 

738 

STRTT: 

MOV 

A# TConRO 

# get time constant from reg 

739 


MOV 

T, A 

# load the timer 

740 


MOV 

A, Ph zR30 

# get the phz reg indirect addr index 

741 


MovP3 

A# @A 

# do indirect get of phz bits 

742 





/ 





744 

i 

patch 

together the CR 

last and LF next phase bits 

745 


Mov 

TmpROO, #LastPh 

# load Last Phz psuedo reg to Temp Reg 

746 


ORL 

A, STmpROO 

#patch together CR existing & new LF 

747 


MOVD 

P4# A 

{OUTPUT BITS 

748 


STRT 

T 

# START TIMER 

749 





750 

i 

At start of timing loop do all Stpr Mtr Accel/Decel or 

751 

i 

Character SetUp overhead 

752 


Call 

ADPTst 

»call Accel/Decel/Print Test 

753 





754 

i 

Set up 

for next phase 

bit output before entering timing loops 

755 

PNRdyl: 

# test 

for forward / reverse phase start indirect index to load 

756 


Mov 

A, GStR20 

# store stat byte 

757 


JB7 

Ac 1F2 


758 





759 

# reverse: 



760 

i 

Set up 

for next phase 

bit output before entering timing loops 

761 


Dec 

Ph zR30 

# STEP PHASE DB ADDRESS 

762 


MOV 

A, Ph zR30 

{CHECK THE PHASE COUNT REG 

763 


JB2 

ARZroP 

iCHK FOR COUNT BIT ROLLOVER 

764 


JMP 

ARNxtP 


765 

ARZroP : 

MOV 

Ph zR30, #RStCRP 

# ZERO CR SM PHASE REGISTER 

766 

ARNxtP: 

Jmp 

ANxtPh 
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0164 IB 

0165 FB 

0166 526 A 
0168 246C 
016A BB00 


016C 1682 
016E 5672 
0170 246C 

0172 00 

0173 5677 
0175 246C 


0177 FA 

0178 D27C 
017A 247E 
017C 74CA 


017E 1698 
0180 247E 


0182 2300 

0184 62 

0185 55 


0186 FA 

0187 4308 

0189 AA 
018A 5690 
01 8C 16AC 
018E 248A 

0190 00 

0191 5695 
0193 248A 

0195 65 

0196 42 

0197 A1 


0198 FA 

0199 F2A7 


0193 26AC 
019D FA 
019E 124C 

01 AO 4302 
01A2 53BF 
01A4 AA 
01A5 244C 


01A7 FA 
01A8 124C 

01 AA 24AC 


01 AC 5437 


01AE FA 
01 AF F2B3 


767 

768 

769 

770 

771 

772 

773 

774 

775 

776 

777 

778 


forward: 

Set up for next phase bit output before entering timing loops 


Ac 1F2: INC 

MOV 
JB2 
JMP 

AFZroP: MOV 
ANxtPh: 

i 


PhzR30 
A, Ph zR30 
AFZroP 
ANxtPh 

PhzR30# #FStCRP 


STEP PHASE DB ADDRESS 
CHECK THE PHASE COUNT REG 
CHK FOR COUNT BIT ROLLOVER 
skip adr index reset 
i ZERO CR SM PHASE REGISTER 


786 

787 


stage one timer loop - T occurs before Std timeout 
wait for time out 

> JMP ON TIME OUT-t DOES NOT OCCUR 1ST 
i IS T HIGH- JMP TO tCHK 
iLOOP FOR JT1 OR JTF 
i delay# then double check T signal 
i JUMP T TEST TRUE-WAIT FOR JTF 


test for Print Ready bit - was Print Head Fire Setup Done? 
insert acceleration time/store time count done/notdone flag bit 

# get the status byte - prep for prnt 
i if Ready Print bit set call PHFire 
i else skip Print Head Fire 

# print head solenoid fire routine 


779 

TL00P2: 

JTF 

FAILSF 

780 


JT1 

tCHKl 

781 


JMP 

TL00P2 

782 

tCHKl : 

NOP 


783 


JT1 

tTruWl 

784 

785 

tTruWl : 

JMP 

TL00P2 


788 


Mov 

A, GStR20 

789 


JB6 

RdyPr2 

790 


Jmp 

SkpPHF 

791 

RdyPr2: 

Call 

PHFire 

792 

PNRdy2: 



793 

SkpPHF. 



794 

tTr uW2: 

JTF 

NXTPHZ 

795 


JMP 

tTr uW2 


i JUMP TO SM ERROR 
i LOOP TO TL00P3 


796 

797 

798 

799 

800 

801 FAILSF: 

802 

803 

804 i 

805 # 


Step into fai 1 safe/startup timer setup - T does not 

occurs before Std Time timeout# load failsafe SM protection 
time and wait for failsafe timeout or T. If T occurs 
output phase immediately after T verify. 

MOV A# #Fai lTm # LOAD TIMER W/^IS. OmS 

MOV T# A i SM PROTECTION TIMEOUT 

STRT T ; START TIMER 


set the Status bit 


818 

819 

820 

821 i 

822 i 

823 NXTPHZ: 


for Store time test 

> get the status byte 
# set Failsafe/constant time flag 
; store the status byte 
# IS T HIGH 

# IF TIME OUT GO SM ERROR 
; LOOP UNTIL T HIGH OR T-OUT 
i WAIT 

# jump out and store elapsed time 
; JMP TO FAILSF LOOP 
i stop the failSafe Timer 
, read the timer 

.Store the time read in indexed addr 
» - next entry to A/D Memorize Time 

• routine will add time constant to it 

Test is CR Stpr Mtr Drive is finished prior to next phase output 


806 


Mov 

A# GStR20 

807 


ORL 

A# #FSCTm 

808 


Mov 

GStR20# A 

809 

TL00P3: 

JT1 

tCHK2 

810 


JTF 

DSLECT 

811 


JMP 

TL00P3 

812 

tCHK2: 

NOP 


813 


JT1 

StrTml 

814 


JMP 

TL00P3 

815 

StrTml : 

Stop 

TCnt 

816 


Mov 

A, T 

817 


MOV 

STStrRO# A 


824 ; 

test for forward / reverse phase start indirect index to 

825 

Mov 

A, GStR20 

# store stat byte 

826 

JB7 

FDrive 


827 ; 

Reverse — 

test for Reverse 

Stpr Mtr Drive procedure exit 

828 # 

ALWAYS 

drive the CR to 

the left most HOME position 

829 

JNTO 

EOLn 

itest if home position jmp stop 

830 

Mov 

A, GStR20 

i get the status byte 

831 

JBO 

StrtT 

itest Ready stat bit: 

832 



i if bit 0=1 then Print More 

833 

ORL 

A# #DoNotP 

i set the do not print flag 

834 

ANL 

A, #ClrSnk 

iclear Print Ready bit 

835 

Mov 

GStR20# A 

# save the status byte 

836 

Jmp 

StrtT 

» continue CR SM drive 


837 

838 # Forward 

839 FDrive: 

840 

841 

842 

843 

844 

845 DSLECT 

846 EOLn- 

847 # 

848 ; 

849 

850 


» -only exit is HR 

test for Forward Stpr Mtr Drive procedure exit 


Mov 

A# GStR20 

# get the status byte 


JBO 

StrtT 

itest Ready stat bit. 

# if bit 0=1 then Print 

More 

Jmp 

EOLn 

i else jmp to End Of Line 
# jump to start timer again 

exit 

Call 

Dec ISM 

icall Sptr Mtr Deceleration 


test for forward / reverse phase start indirect index to load 

Mov A# GStR20 # store stat byte 

JB7 FDrvFS # jmp to f drive flag set 
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01B1 

53FD 

851 

ANL 

A, #OkPrn t 

i reset print flag - OTt Print 



852 



> only if printing R-to-L 



853 






854 

; updat 

e the status byte 


01B3 

53BF 

855 

FDrvFS: ANL 

A, #C IrSn k 

> clear Print Ready bit 



856 



i set the Status bit for Store time test 

01B5 

53DF 

857 

ANL 

A, #NAtSp d 

/Clear At Print Speed Bit 

01B7 

AA 

858 

Mov 

GStR20, A 

; save the status byte 

01B8 

83 

859 

RET 





860 






861 

i PG 





862 

, ****** 

********* 

******************** 



863 

i Stepper Motor Accel. Time Storeage 



864 

; ****** 

********* 

******************** 



865 




0200 


866 

ORG 

200H 




867 


, 

) Entry has Gen Stat Byte in A 

0200 

920C 

868 

ADMmTS: JB4 

DADInt 

i is A/D init done - then jmp 



869 






870 

i 1st Entry initializes the A/D Time store working registers 

0202 

B92F 

871 

Mov 

TStrRO, #SMBf St 

/Load the Stpr Mtr Buffer Start Addr 

0204 

BCOB 

872 

Mov 

CntR40, #ASBf S z 

<Load the Buffer Size 

0206 

FA 

873 

Mov 

A, GStR20 

■> get the status byte » 

0207 

4310 

874 

ORL 

A, #ADIntD 

i set not 1st Accel Entry Flag 

0209 

AA 

875 

Mov 

GStR20/ A 

; store the status byte 

020A 

4436 

876 

Jmp 

ADExit 

i exit - 1st entry has not generated 



877 



; a closed time window 



878 






879 

> Step 

the A/D Store count 

020C 

EC26 

880 

DADInt: DJNZ 

CntR40, StorCt 

» dec Times to store count 



881 



» if not 0 store the count 



882 



; else at end-set done flag 

020E 

FA 

883 

Mov 

A, GStR20 

> get the status byte 

020F 

4320 

884 

ORL 

Ai #AtSpdF 

> set at speed/no more to store flag 

0211 

AA 

885 

Mov 

GStR20< A 

; store the status byte 



886 







887 

j 

Initialize Char Print Registers- if printing enabled 

0212 

3226 

888 


JB1 

StorCt 

i if Do Not Print stat bit set 



889 




/ Skip the Char register init 



890 







891 

j 

Initialize all Char Reg 

's 



892 

, 

Test 

for L-to-R (forward) or R-to-L (reverse) printing 

0214 

D5 

893 


SEL 

RBI 


0215 

FA 

894 


Mov 

A, ChStRl 

/ get the status byte 

0216 

4340 

895 


ORL 

A/ #CHIntD 

* set Char Init Done flag - bypass 

0218 

AA 

896 


Mov 

ChStRl, A 

; save the status byte 

0219 

F21F 

897 


JB7 

LdCBRl 

; test Chr Stat Byte Returned 



898 




; if bit 7 * 1 then Print L-to-R 

02 IB 

B92F 

899 

LdCBR: 

Mov 

CAdrRl/ #RCBf IS 

i load char reg w/char bufr strt R-to-L 

02 ID 

4421 

900 


Jmp 

LdCBR2 




901 





02 IF 

B980 

902 

LdCBRl: 

Mov 

CAdrRl/ #FCBf IS 

i load char reg w/char bufr strt L-to-R 



903 





0221 

BD51 

904 

LdCBR2: 

Mov 

CCntRl/ #ChBf IS 

; load char cnt reg w/char bufr size 

0223 

BB01 

905 


Mov 

CDtCRl/ #01 

/ set the chr dot column cnt 

0225 

C5 

906 


SEL 

RBO 




907 







908 

j 

Test 

for t > Tc or t < 

Tc 

0226 

722C 

909 

StorCt: 

JB3 

Fai 1ST 

/test for failsafe time switch 




910 





911 i 

t < Tc = store Time 

Constant in use 

0228 

FD 

912 

Mov A/ TConRO 

j Get time constant currently in use 

0229 

Al 

913 

Mov @TStrR0, A 

; Memori ze/Store the time - indirect 

022A 

4435 

914 

Jmp ADPRet 




915 





916 > 

t > Tc = store Time 

Constant + FailSafe Time Elapsed 



917 i 

[see Accel/Cnst Speed/Decel WaveForml 



918 i 

equation is: Trd 

- FailSafe Time = Tx 



919 i 

=> Trd 

+ Cpl(FailSafe Time) = Tx 



920 i 

Tx 

+ Tcnst = T 



921 i 

Store/Memorize T 



922 



022C 

FI 

923 Fai 1ST: 

Mov A/ GTStrRO . 

/ get the stored time 

022D 

03C8 

924 

Add A. #FTCp 1 

i 2's cpl add 

022F 

6D 

925 

Add A, TConRO 

/Add: Time stored + Time constant 



926 


i currently in use 

0230 

Al 

927 

Mov STStrRO, A 

/Memorize/Store the time 



928 ; 

Reset the Status bit for Store time test 



929 

* 


0231 

FA 

930 

Mov A, GStR20 

i get the status byte 

0232 

53F7 

931 

ANL A/#ClrFSC 

/reset Fai Isaf e/constant , time flag 



932 


; assumes entry via constant time 
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0234 

AA 

933 


Mov 

GStR20, A 

i store the status byte 

0239 

C9 

934 

ADPRet: 

Dec 

TStrRO 

i step the A/D time data store addr 

0236 

83 

935 

ADExit 

Ret 





936 







937 

i PG 






938 

i * * * 

* * * 

******** 

****************** 



939 

> 

Carnage Stepper Motor Deceleration 



940 

, * * * 

* * * 

******** 

****************** 



941 







942 

Dec ISM. 






943 

i 

Setup 

the Deceleration 

registers 

0237 

B925 

944 


Mov 

TStrRO, #SMBEnd 

i Load the Stpr Mtr Buffer End Addr 

0239 

BCOA 

945 


Mov 

CntR40, #DSBfSz 

i Load the Buffer Size 

023B 

FB 

946 


MOV 

A, Ph zR30 

i get phase index address 

023C 

E3 

947 


MovP3 

A, ©A 

i get phase from indexed address 



948 

, 

patch 

together the CR 

last and LF next phase bits 

023D 

B820 

949 


Mov 

TmpROO, #LastPh 

i load Last Phz psuedo reg to Temp Reg 

023F 

40 

950 


ORL 

A, ©TmpROO 

i patch together CR existing & new LF 

0240 

3C 

951 


MOVD 

P4, A 

i OUTPUT BITS 

0241 

FI 

952 

StrtTD: 

MOV 

A, ©TStrRO 

, get time from indexed data memory 

0242 

62 

953 


MOV 

T, A 

, load timer 

0243 

55 

954 


STRT 

T 

i START TIMER 

0244 

19 

955 


Inc 

TStrRO 

; step the Memorized time addr index reg 



956 


test for forward / reverse phase start indirect index to load 

0245 

FA 

957 


Mov 

A, GStR20 

, store stat byte 

0246 

F252 

958 


JB7 

Dc 1F2 




959 







960 

< reverse' 





961 

, 

Set up 

for next phase 

bit output before entering timing loops 

0248 

CB 

962 


Dec 

Ph zR30 

; decrement the phase addr 

0249 

FB 

963 


MOV 

A, Ph zR30 

;Get the phz data addr 

024A 

524E 

964 


UB2 

DRZroP 

» CHK FOR COUNT BIT ROLLOVER 

024C 

445A 

965 


UMP 

DNxtPh 


024E 

BB03 

966 

DRZroP 

MOV 

Ph zR30, #RStCRP 

, ZERO CR SM PHASE REGISTER 

0250 

445A 

967 


Jmp 

Dc 1R2 




968 







969 

i forward- 





970 

, 

Set up 

for next phase 

bit output before entering timing loops 

0252 

IB 

971 

Dc 1F2: 

Inc 

Ph zR30 

i increment the phase addr 

0253 

FB 

972 


MOV 

A, Ph zR30 

i Get the phz data addr 

0254 

5258 

973 


JB2 

DZroPh 

» CHK FOR COUNT BIT ROLLOVER 

0256 

445A 

974 


JMP 

DNxtPh 

iskip adr index reset 

0258 

BBOO 

975 

DZroPh . 

MOV 

Ph zR30, #FStCRP 

i ZERO CR SM PHASE REGISTER - 



976 

DNxtPh 



* set up for next phase shift 

025A 

FB 

977 

Dc 1R2: 

MOV 

A, Ph zR30 

; get phase index address 

02 5 B 

E3 

978 


MovP3 

A, ©A 

* get phase from indexed address 



979 

, 

patch 

together the CR 

last and LF next phase bits 

02 5C 

B820 

980 


Mov 

TmpROO, #LastPh 

» load Last Phz psuedo reg to Temp Reg 

025E 

40 

981 


ORL 

A, ©TmpROO 

i patch together CR existing & new LF 

025F 

1663 

982 

TLoopD: 

JTF 

Nx tPD2 

i JMP ON TIME OUT TO NEXT PH 

0261 

445F 

983 


JMP 

TLoopD 

iLOOP UNTIL TIME OUT 

0263 

3C 

984 

Nx tPD2: 

MOVD 

P4, A 

; OUTPUT BITS 

0264 

EC41 

985 


DJNZ 

CntR40, StrtTD 

iExit Test 



986 







987 

i 

Set Storeage of next phase data in psuedo addr. This insures 



988 

i 

next phase is sequence 

correct for stpr mtr drive direction 

0266 

B821 

989 

SetRN: 

Mov 

TmpROO, #CPSAdr 

i get Phz Storeage Addr psuedo reg 

0268 

FB 

990 


MOV 

A. PhzR30 

i get Phz data 

0269 

AO 

991 


Mov 

©TmpROO, A 

; store CR Next phase index addr 

026A 

B478 

992 

DMExit 

Call 

DlyLng 


026C 

B490 

993 


Call 

DeSISM 


026E 

83 

994 


RET 





995 







996 

; PG 






997 

i * * * 

* * * 

******** 

********************* 



998 

i 

Stepper Motor Phase Shift Definitions 



999 

i 

All 

program procedures call this data 



1000 

i * * * 

* * * 

******** 

********************* 



1001 





0300 


1002 


ORG 

300H 




1003 







1004 


DEFINE 

PHASE ADDRESSES 




1005 

, 

THE PHASE DATA IS ENCODED TO THE ADDRESS CALLED DURING THE 



1006 

, 

STPR MTR ENERGIZE SEQUENCE CORRESPONDING TO THE NEXT PHASE' 



1007 

, 

OF THE 

SEQUENCE REQUIRED. 



1008 







1009 

» 

CARRAGE MOTOR ENCODING 

FORWARD - LEFT-to-RIGHT 



1010 

» 



REVERSE - RIGHT-to-LEFT 


1011 
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inter 


0300 01 

0301 03 

0302 02 

0303 00 


0308 

0308 04 

0309 0C 
030A 08 
030B 00 


030C FA 
030D B21 1 

030F 4400 


0311 2668 
0313 326 A 
0315 D21B 

0317 FA 

0318 4340 
031 A AA 
03 IB D5 
03 1C FA 
03 ID D23A 


03 IF FI 
0320 03F3 
0322 C626 
0324 6437 

0326 FA 

0327 F22B 

0329 6432 


AP-161 


1012 

1013 

1014 

1015 

1016 

1017 

1018 

1019 

1020 
1021 
1022 

1023 

1024 

1025 


Reverse direction ENCODING is the same bytes accessed in 
reverse direction 

DB CRMFP1 
DB CRMFP2 
DB - CRMFP3 
DB CRMFP4 


********* 


******** 


* * * * 


LF MOTOR PHASE ENCODE & DECODE. FORWARD (CLOCKWISE) 
Forward direction ENCODING: 


1026 

1027 

ORG 

308H 

1028 

DB 

LFMFP1 

1029 

DB 

LFMFP2 

1030 

DB 

LFMFP3 

1031 

DB 

LFMFP4 


1032 

1033 

1034 i PG 

1035 

1036 


i ********************** 

; Accel/Decel / Character Handling Test 


***** 


* * * * 


1037 

1038 

1039 

1040 

1041 

1042 

1043 

1044 

1045 

1046 

1047 

1048 

1049 

1050 

1051 

1052 

1053 

1054 

1055 

1056 

1057 

1058 

1059 

1060 
1061 
1062 

1063 

1064 

1065 


************************** * * ********** 
TEST > Is CR Stpr Mtr At Speed ?? 

Yes - SetUp do Character Processing 

No - Calculate / Store the Acceleration 1 Phase Shift Time (11) 


Mov 

JB5 


A, GStR20 
PHFSet 


Jmp ADMmTS 

******** 


i get the status byte 
; test if Stpr Mtr At Speed 
i jmp to Prnt Head Fire Setup 
i else Call Accel/Decel Memory Time Store 


**************** 


******* 


Process Characters for Printing 


********* 


****** 


***** 


* * * * 


***** 


Character dot matrix - normal char 
d = Dot Column 
b = Blank, Column 

b d d d d d 
(Char Matrix) 

0 0 0 0 b 
0 0 0 1 d 
0 0 1 0 d 
0 0 1 1 d 
0 10 0 d 
0 10 1 d 


1066 

PHFSet: 

JNTO 

Retrn 

1067 


JB1 

NPRet 

1068 


JB6 

SinkSt 

1069 


Mov 

A. GStR20 

1070 


ORL 

A. #SnkSet 

1071 


Mov 

GStR20. A 

1072 

SinkSt : 

SEL 

RBI 

1073 


Mov 

A, ChStRl 

1074 


JB6 

PageCk 

1075 




1076 




11)77 

j PG 







1079 

1080 

; 

Call 

for Individual 

1081 

GetChr : 



1082 

i 

test 

for CR/ (LF) if 

1083 

CRChCk. 

Mov 

A. eCAdrRl 

1084 


ADD 

A. #CRCp 1 

1085 


JZ 

CrLnCk 

1086 


Jmp 

AsciCl 

1087 

CRLnCk : 

Mov 

A, ChStRl 

1088 


JB7 

HlfLn 

1089 




1090 

1091 


Jmp 

SpFill 


# if R=0 not ready to print-exit 
» if Do Not Print stat bit set - EXIT 
i if bit previously set-skip setting it 
; got the status byte 
set Prnt Ready Sink bit 
; save the status byte 

; get char status register addr 
i test Char Init Done. 1 = Print Dot 
} o * Get Char 


mid line test if CR/(LF> 


. get character 
test for Carriage Return 
if CR go. service it 
if not CR Insert Space Char 
get char status register #ddr 
test Chr Stat Byte Returned 

if bit 7=1 then Print L-to-R 
if R-to-L print skip exit upon CR detect 


5-790 


230795-001 



AP-161 


irrteT 


032B FD 
032C 03D9 
032E F632 

0330 648A 

0332 97 

0333 2320 
0335 6438 

0337 FI 

0338 7498 


033A FA 
033B B241 
033D F4EB 
033F 6443 
0341 D4F0 


0343 EB61 

0345 FA 

0346 53BF 

0348 AA 

0349 ED58 
034B 53FD 
034D 53FE 
034F AA 

0350 C5 

0351 FA 

0352 53FE 

0354 A A 

0355 D5 

0356 6468 


0358 FA 

0359 F25E 

035B 19 
035C 6468 
035E C9 
035F 6468 


0361 FA 

0362 F267 

0364 CC 

0365 6468 
0367 1C 


1092 ; 

1093 HlfLn: 

1094 

1095 

1096 

1097 

1098 SpFill. 

1099 LnPad . 

1100 
1101 

1102 , 

1103 AsciCl 

1104 Chlsrt: 

1105 i 

1106 i 

1107 PageCk. 


if L-to-R printing exit the line if less than 1/2 line printed 


Mov 

ADD 

JC 

Jmp 

Clr 

Mov 

Jmp 


A, CCntRl 
A, #H1 f Cp 1 
LnPad 


C 

A, #5pace 
Chlsrt 


; load char cnt reg w/char bufr size 
;add the 2's cpl of 1/2 chr buf size 
, if CB>l/2 full set CR/LF stat bit for 
i If CBC1/2 set buffer full stat bit 
imid-line exit 

, clear carry flag 

, insert a space char 

» char inserted jmp over get char 


pad 


Mov 

Call 


A, eCAdrRl 
GCharl 


> get character 

;call the char lookup/trns table 


1113 

1114 

1115 

1116 

1117 

1118 


fetch the char dot column data 

i page test for balance of char 
i get the status byte 
> fix jmp over page boundries 
; Ascii char 50 - 7F Hex 
j jump to Matrix Test 
i Ascii char 20 - 4F Hex 
i fall thru to print matrix 

i and CB count tests 


1108 

Mov 

A, ChStRl 

1109 

JB5 

Fx Jmp 1 

1110 

Call 

ChrPg2 

1111 

Jmp 

MtxTst 

1112 Fx Jmp 1 . 

Call 

ChrPgl 


i PG 


test the Char dot column print matrix count and Char buffer count 



1120 MtxTst: 

1121 

DJNZ 

CDtCRl, PrntDt 

/test for dot col or blank 
/ status byte in A upon entry here 

1122 

Mov 

A/ ChStRl 

; get the status byte 

1123 

ANL 

A, #CIntND 

, set Char Init NotDone stat Flag 

1124 

Mov 

ChStRl, A 

, store the status byte 

1125 

DJNZ 

CCntRl, NotLCh 

/dec char cnt-jmp if Not Last Char 

1126 

ANL 

A, #NCBFln 

, if 0 reset stat bit Not CB Full Line 

1127 

ANL 

A, #C 1 ICBR 

/reset CB Reg Init Flag - do Init 

1128 

Mov 

ChStRl, A 

, save the status byte 

1129 

1130 

SEL 

RBO 


1131 

Mov 

A, GStR20 

, get Gen Status register addr 

1132 

ANL 

A, #NotRdy 

/dear the ready bit 

1133 

Mov 

GStR20, A 

, store the General Status Byte 

1134 

SEL 

RBI 


1135 

Jmp 

Retrn 

, EX it 


1136 

1137 i 

1138 ; 

1139 i 

1140 NotLCh • 


Test for L-to-R (forward) or R-to-L (reverse) printing 
(see GCharl ASCII char code translation procedure) 

iA contains LR/RL bit properly set 


1141 


Mov 

A, ChStRl 

, get char status 

register addr 

1142 


JB7 

StpCh2 

, test Chr Stat Byte Returned 

1143 




, if bit 7 = 1 

then Print L-to-R 

1144 

StpChl- 

Inc 

CAdrRl 

, Increment char 

data memory addr 

1145 


Jmp 

Retrn 



1146 

StpCh2: 

Dec 

CAdrRl 

/Decrement char 

data memory addr 

1147 


Jmp 

Retrn 

, fall thru to 

Get Char 


1148 

1149 

1150 

1151 

1152 

1153 

1154 

1155 

1156 

1157 

1158 

1159 

1160 
1161 
1162 

1163 

1164 

1165 

1166 

1167 

1168 

1169 j PG 


Re-Entry Exit point for same char: 
(before returning step the matrix) 


. 


Test for L-to-R (forward) or R-to-L (reverse) printing 
(see GCharl ASCII char code translation procedure) 


* get char status byte 

* <est Chr Stat Byte Returned 

* if bit 7=1 then Print L-to-R 
/reverse step char dot col index 

» addr if R-to-L print 
;skip over L-to-R print addr inc 
i forward step char dot col index 
; addr if L-to-R print 
i EXIT 


PrntDt: 
PrnDir : 

Mov 

A, ChStRl 


JB7 

StpCD2 

StpCDl: 

Dec 

CDotRl 


Jmp 

Retrn 

StpCD2: 

INC 

CDotRl 


I 
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inter 


1170 i ' •; 

1171 ; Charac ter fr int SetUp Exit Procedures 

1172 . — — 

1173 ; Clean Standard Exit 

1174 i • 

0368 C5 1175 Retrn: SEL RBO 

0369 83 1176 Ret ;EXIT - return w/ Reg Bank 0 Reset 

1177 

1178 i Do Not Print exit. set Stpr Mtr drive routine count loop 

036A D5 1179 NPRet: SEL RBI 

036B FA 1180 Mov A, ChStRl i get the status byte 

036C F27C 1181 JB7 SkpNPI i test print direction 

1182 ; Reverse 

036E C5 1183 SEL RBO 

036F FA 1184 Mov A, GStR20 i get the status byte 

0370 53BF 1185 ANL A, #ClrSnk i reset the print ready bit- skips PHFire c^ll 

0372 83 1186 Ret 

1187 i Forward 

0373 D27C 1188 JB6 SkpNPI ; test for first PHFSet entry reg init 

1189 i Initialize register variables upon first entry 

1190 » end of count clears char to print bit in status byte 

0375 4340 1191 ORL A, #ChIntD ; set Char Reg Init Done stat bit 

0377 AA 1192 Mov ChStRl. A .save the status byte 

0378 B807 1193 Mov TmpRIO. #07H ; load CR stpr mtr count during NoPrnt 

037 A 6488 1194 Jmp NPExit 

037C E888 1195 SkpNPI - DJNZ TmpR 10. NPEx i t 

037E FA 1196 Mov A, ChStRl ; get the status byte 

037F 53BF 1197 ANL A. #CIntND preset - char init not done 

0381 AA 1198 Mov ChStRl. A > save the status byte 

0382 C5 1199 SEL RBO 

0383 FA 1200 Mov A. GStR20 ; get Gen Status register addr 

0384 53FE 1201 ANL A. #NotRdy i clear the ready bit 

0386 AA 1202 Mov GStR20. A ; store the General Status Byte 

0387 83 1203 NSetEx Ret 

0388 C5 1204 NPExit: SEL RBO 

0389 83 1205 Ret 

1206 

1207 , Mid-Line Exit 

1208 i 

1209 » EXIT - if CR and not > 1/2 line done during L-to-R print 

038A FA 1210 MdLnEx : Mov A. ChStRl ; get the status byte 

038B 53FD 1211 ANL A. #NCBFln ; if 0 reset stat bit Not CB Full Line 

038D 53FE 1212 ANL A. #C 1 ICBR ; reset CB Reg Init Flag - do Init 

038F AA 1213 Mov ChStRl. A ; save the status byte 

0390 C5 1214 SEL RBO 

0391 FA 1215 Mov A. GStR20 ; get the RBO status byte 

0392 4302 1216 ORL A. #DoNotP ; set the Do Not Print Flag (for RAccel) 

0394 53BF 1217 ANL A, #ClrSnk ; reset the print ready bit-exit FAccel 

0396 AA 1218 Mov GStR20. A i save the status byte 

0397 83 1219 Ret 

1220 

1221 J RG 

' 1222 i . 

1223 ; Character Dot Generator Math 

1224 i Look-up Table Page Vectoring 

1225 . Print Head Firing 

1226 i 

1227 


0398 

AE 

1228 

1229 

GCHAR1 : 

MOV 

StrCRl, A 

i STORE THE CHAR 



1230 

» screen for 

printable char 

Cchar +(cpl 20 Hex + 1 = EO Hex>3 

0399 

03E0 

1231 


ADD 

A, #OEOH 


039B 

F69F 

1232 


JC 

PrntCh 


039D 

64C9 

1233 


jmp 

CntlCh 

) jmp to control char lookup table 

039F 

97 

1234 

PrntCh: 

Clr 

C 

. clear carry flag 

03A0 

FE 

1235 


Mov 

A, StrCRl 

i get the char again 


1236 

1237 , screen for char page Cchar +<cpl 50 Hex + 1 = BO Hex>3 

1238 i if carry char on page 2 else page 1 

03A1 03B0 1239 ADD A. #OBOH 

03A3 F6AE 1240 JC Page2 

1241 

1242 . Page 1 Character — ASCII 20 Hex thru 4F Hex 

1243 . Correct offset for lookup table page 

1244 » {(char + EO Hex)*5 = Page 1 index addr> 


03 A 5 

FA 

1246 Pagel: 

Mov 

A. ChStRl 

; get 

the status byte 

03A6 

4320 

1247 

OrL 

A. #ChOnPl 

; set 

the page rentry flag bit 

03A8 

AA 

1248 

Mov 

ChStRl. A. 

i store the status byte 

03A9 

FE 

1249 

Mov 

A. StrCRl 

. get 

the char agian 

03AA 

03E0 

1250 

ADD 

A. #0E0H 

; set 

page 1 relative 00 offset 

03AC 

64B8 

1251 

Jtap 

Multi5 

; jump 

to address math function 



1252 
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03AE 97 
03AF FA 
03B0 53DF 
03B2 AA 
03B3 FE 
03B4 03B0 
03B6 64B8 


03B8 AE 
03B9 E7 
03BA E7 
03BB 6E 
03BC AC 


1253 i 

1254 i 

1255 ; 

1256 , 

1257 , 

1258 Page2 

1259 

1260 
1261 
12^2 

1263 

1264 

1265 

1266 , 


1267 

1268 

1269 

1270 

1271 

1272 

1273 

1274 

1275 


MULT I 5: Mov 
RL 
RL 
ADD 
MOV 


Page 2 Character — ASCII 20 He'x thru 4F Hex 

Correct offset for lookup table page two's complement 
of ASCII chr code LookUp Table page base char of 50H plus 
char * 5 {(char + BO Hex)#5 = Page 2 index addr> 

Clr C » clear carry flag 

Mov A, ChStRl ;get the status byte 

AnL A# #Ch0nP2 i set the page rentry flag bit 

Mov ChStRl, A i store the status byte 

Mov A, StrCRl i get the char agian 

ADD A, #OBOH i set page 2 relative 00 offset 

Jmp MultiS ifall thru to address math function 

Compute character page offset dot pattern index address 


StrCR 1 , A 

A 

A 

A* StrCR 1 
CDotRl, A 


i store the zero offset 
; MULTIPLY CHR BY 5 TO 
i FIND THE ADDRESS 
i ADD 1 TO COMPLETE 5X 
i SAVE THE ADDRESS 


char 


Test for L-to-R (forward) or R-to-L (reverse) printing 
(see OCharl ASCII char code translation procedure) 


03BD 

FA 

1276 

Mov 

Ai ChStRl 

} get char status byte 

03BE 

F2C4 

1277 

JB7 

LRPrn 

; test Chr Stat Byte Returned 



1278 



i if bit 7=1 then Print L-toR 

03C0 

FC 

1279 

MOV 

A, CDotRl 

i get the char index addr 

03C1 

0304 

1280 

ADD 

A, #RLPShf 

j add char offset - start at end 



1281 



i of char, print it R-to-L 

03C3 

AC 

1282 

MOV 

CDotRl, A 

i SAVE THE ADDRESS 


1283 

1284 

1285 


Set the status byte for Character Setup done 


03C4 

FA 

1286 LRPrn: 

Mov 

A, ChStRl 

, get the status byte 

03C5 

4340 

1287 

ORL 

A, #Ch IntD 

i set 1st char col test bit 

03C7 

AA 

1288 

Mov 

ChStRl, A 

i store the status byte 

03C8 

83 

1289 

Ret 


; return w/status byte in A 


1290 i 

1291 CntlCh: 

1292 

1293 

1294 

1295 

1296 

1297 

1298 


test for non printable characters goes here 
Ret 


*************************** 
Print Head Fire 

*************************** 


******** 

******** 


Entry point for print head solenoid firing 

- test for status byte for dot/blank column position 


03CA 

D5 

1299 PHFire : 

SEL 

RBI 


03CB 

FB 

1300 

Mov 

A, CDtCRl 

i set the chr dot column cnt 

03CC 

96D2 

1301 

JNZ 

Fire 

, if char cnt not 0 Fire Head Sol. 



1302 



» if Chr Dot Cnt 0, reset the 

03CE 

BB06 

1303 SetCnt * 

Mov 

CDtCRl, #NDtCCt 

i char dot column count 

03D0 

64D8 

1304 

Jmp 

Retrn 1 

> sk ip PH Fire 

03D2 

2340 

1305 Fire. 

MOV 

A, #PTrgLo 

; get the Prnt Head Trigger byte 

03D4 

3A 

1306 

OUTL 

P2, A 

; FIRE PRINT HEAD 

03D5 

23C0 

1307 

MOV 

A, #PTrgHi 

, get the Prnt Head Trigger byte 

03D7 

3A 

1308 

OUTL 

P2, A 

» FIRE PRINT HEAD 

03D8 

C5 

1309 Retrnl : 

SEL 

RBO 


03D9 

83 

1310 

1311 

Ret 

* 

EXIT - return w/ Reg Bank 0 Reset 



1312 J RG 






1313 i * * * 

* * * 

********* 

******************* 



1314 i 

PaperFeed Stpr Mtr Drive 



1315 j * * * 

1316 

* * * 

********* 

* * * * *************** 

0400 


1317 

1318 

ORG 

400H 




1319 i 

Ini t 

psuedo register with LF inderect addr start - subsequent 



1320 , 

exchanges of the psuedo register will yield correct value 

0400 

BC04 

1321 ImtLF 

MOV 

CntR40, #ILFCNT 

i INIT PHASE COUNT REG 

0402 

B822 

1322 

Mov 

TmpROO, #LPSAdr 

j get Phz Inderect Addr psuedo reg 

0404 

2308 

1323 

MOV 

A, #StLFF 

i get LF starting addr 

0406 

AO 

1324 

Mov 

STmpRQO, A 

i store LF phase index addr start 



1325 


; in psuedo register 

0407 

BE01 

1326 

Mov 

LnCtRO, #LineCt 

i set line count reg for 1 In 



1327 



i enables exit following LF SM init 

0409 

841B 

1328 

Jmp 

LfDrvl 

; jump over line/form feed amd variabli 



1329 



; line spacing tests & setups 


1330 

1331 


LineFeed / FormFeed Drive 
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inteT 


1332 i 

1333 

1334 , load step count constant for standard line spacing 

1335 i 


1336 > test for various line/inch spacing would go here 

1337 , (and removal of constant setup below) 


0408 

BC IB 

1338 

MOV 

CntR40. #LP I8p8 

; init cnt reg for standard line feed 



1339 






1340 , 

LineFeed/FormFeed Test 


040D 

FA 

1341 LfDriv: 

Mov 

A, GStR20 

; get the status byte 

040E 

5214 

1342 

JB2 

FmFd 

» if linefeed jmp to cnt load 

0410 

BEOl 

1343 LnCtLd. 

Mov 

LnCtRO. #LineCt 

; set line count reg for 1 line 

0412 

84 IB 

1344 

Jmp 

LfDrvl 

; jmp to Start of Drive 

0414 

FE 

1345 FmFd . 

Mov 

A. LnCtRO 

i get the 1 me count 

0415 

37 

1346 

Cpl 

A 

; 2 's cpl Line Count 

0416 

0301 

1347 

Add 

A, #01 


0418 

0342 

1348 

Add 

A. #PgLnCt 

iAdd 2 ' s cpl for Paging 



1349 



i PgLnCt - LnCt * n Lines to move 



1350 



i PgLnCt+(cpl (LnCt ) = n lines to move 

041 A 

AE 

1351 

Mov 

LnCtRO, A 

i set the line count for FF 



1352 






1353 ; 

for stablization of unused stpr mtr during CR stpr mtr drive. 



1354 , 

store 

the unused stpr 

mtr current phase bits 

04 IB 

B821 

1355 LFDrvl : 

Mov 

TmpROO, #CPSAdr 

i get the CR phz storeage addr 

04 ID 

FO 

1356 

Mov 

A, ©TmpROO 

; get the byute stored there 

04 IE 

E3 

1357 

MovP3 

A, QA 

i get the phz data byte 

04 IF 

B820 

, 1358 

Mov 

TmpROO, #LastPh 

; load Last Phz psuedo reg to Temp Reg 

0421 

AO 

1359 

Mov 

©TmpROO, A 

.store Last Phase Mts - inderect 



1360 i 

exchange/store the phase 

register index addresses 

0422 

B822 

1361 

Mov 

TmpROO, #LPSAdr 

; get Phz Inderect Addr psuedo reg 

0424 

FO 

1362 

Mov 

A, ©TmpROO 

; get LF last phase index addr 

0425 

AB 

1363 

Mov 

Ph zR30, A 

.place last LF phase index addr in Phz 

0426 

BD98 

1364 

MOV 

TConRO, #LFTMR 1 

.Load time constant Reg 



1365 






1366 i 

Select 

the Stpr Mtr 


0428 

2306 

1367 

MOV 

A, #SLF 

> GET CR SM SELECT BITS 

04 2 A 

3D 

1368 

MOVD 

P5, A 

; SELECT SM CSCR803 


1369 

1370 i 

1371 i LineFeed / FormFeed Drive Loop 










042B 

FB 

1373 


MOV 

A, Ph zR30 

i get the phz reg indirect addr index 

042C 

E3 

1374 


MovP3 

A, ©A 

i do indirect get of phz bits 




1375 

, 

patch 

together the CR 

last and LF next phase bits 


042D 

B820 

1376 


Mov 

TmpROO, #LastPh 

» load Last Phz psuedo reg to 

Temp Reg 

042F 

40 

1377 


ORL 

A, ©TmpROO 

.patch together CR existing 

it new LF 



1378 

i 

start 

timer and step motor 

V 

0430 

3C 

1379 


MOVD 

P4, A 

, OUTPUT BITS 




1380 








1381 

StrtLF- 





0431 

FD 

1382 

STRLFT: 

MOV 

A, TConRO 

i get time constant from reg 


0432 

62 

1383 


MOV 

T, A 

load the timer 


0433 

55 

1384 


STRT 

T 

; START TIMER 




1385 

i 

setup 

the next phase to output 


0434 

IB 

1386 


INC 

Ph zR30 

i STEP PHASE DB ADDRESS 


0435 

FB 

1387 


MOV 

A, Ph zR30 

i get the phase index address 


0436 

523A 

1388 


JB2 

ZROPHL 

i test phase 


0438 

843C 

1389 


JMP 

NXTPHL 



043A 

BB08 

1390 

ZROPHL: 

MOV 

Ph zR30, #STLFF 

,re-init phase register 




1391 






043C 

FB 

1392 

NXTPHL: 

MOV 

A, Ph zR30 

> get the phz reg indirect addr index 

043D 

E3 

,1393 


MovP3 

A, ©A 

i do indirect get of phz bits 




1394 

, 

patch 

together the CR 

last and LF next phase bits 


043E 

B820 

1395 


Mov 

TmpROO, #LastPh 

i load Last Phz psuedo reg to 

Temp Reg 

0440 

40 

1396 


ORL 

A, ©TmpROO 

i patch together CR existing 

8c new LF 



1397 






0441 

1645 

1398 

TLoopL 

JTF 

NXPHLF 

, jmp on time out to output n 

x t phz 

0443 

8441 

1399 


JMP 

TLOOPL 

; loop until timer times out 




1400 






0445 

3C 

1401 

NXPHLF. 

MOVD 

P4, A 

, step motor - OUTPUT BITS 


0446 

EC31 

1402 


DJNZ 

CntR40, StrLFT 

; test for end of phase count 

for line 



1403 




; prep for next line 




1404 





| 



1405 

; 

test 

for various line/inch spacing would go here 


0448 

BC IB 

1406 


MOV 

CntR40, #LP I8p8 

i init cnt reg for standard line feed 

044A 

EE31 

1407 


DJNZ 

LnCtRO, StrtLF 

} test for end of line count 




1408 






044C 

FA 

1409 


Mov 

A, GStR20 

i Get the status byte 


044D 

53FB 

1410 


ANL 

A, #LineFd 

.reset for line feed 


044F 

AA 

1411 


Mov 

GStR20, A 

i save the status byte 




1412 








1413 

i 

store 

the phase register index addresses 




1414 

i 

Set LineFeed Stpr Mtr 

Next Phase index address 


0450 

B822 

1415 

SetLRN 

Mov 

TmpROO, #LPSAdr 

; get Phz Storage Addr psuedo 

reg 
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inter 


0452 FB 

0453 AO 

0454 B478 
0456 B490 


0458 83 


0500 


0500 D5 

0501 FA 

0502 53F7 

0504 AA 

0505 B823 
0507 B020 
0509 C5 


050 A FA 
050B 53FD 
0500 AA 
050E 83 


050F C5 
0510 230F 

0512 3E 

0513 23FF 

0515 39 

0516 23C0 

0518 3A 

0519 8A03 
051 B BAOO 
051D 05 
051E BAOO 

0520 C5 

0521 83 


0522 FA 

0523 4302 

0525 AA 

0526 362A 

0528 3402 
052A 3422 

052C B474 
052E 83 


052F B87F 
0531 B95D 
0533 BOOO 


1416 

1417 

1418 

1419 

1420 

1421 ; 

1422 i 

1423 , 

1424 i 

1425 i 

1426 ByPasl: 

1427 


Mov 

A, Ph zR30 

, get the 

phase 

index 

address 

Mov 

STmpROO, A 

j store LF 

Next 

phase 

index addr 

Call 

DlyLng 





Call 

DeSISM 






Check if Char Buffer contains full line <80 char or nChar & CR) 
exit otherwise continue to read in characters 


Mov 

JB1 

Call 

Ret 


A, GStR20 

ByPasl 

CBFck 


, get the stat byte 
i if Do Not Print Bit Set - EXIT 


1428 ; PG 

1429 , * * 

1430 j 


******* 


***** 


Minor Software Subroutines 


1431 ; * * * 

1432 

1433 

1434 

1435 ; 

1436 i 

1437 ; 

1438 Defalt. 

1439 , 

1440 i 

1441 

1442 

1443 

1444 

1445 

1446 

1447 

1448 ; 

1449 i 

1450 

1451 

1452 

1453 

1454 InitAl: 

1455 AllOff: 

1456 , 

1457 

1458 

1459 

1460 

1461 

1462 

1463 

1464 

1465 

1466 

1467 

1468 

1469 

1470 

1471 

1472 


************************** 


System initialization subroutines 


reset/set EOF status flag bit 


SEL 

Mov 

ANL 

Mov 

Mov 

Mov 

SEL 


RBI 
A# ChStRl 
A, #C IrEOF 
ChStRl* A 
TmpRIO, #PTAscS 
QTmpRlO, #Asc i i 
RBO 


; get the char status byte 
/dear the EOF flag bit 
i store the char status byte 
, get the Ascii code tmp store addr 
/load the tmp stor reg w/ascii start 


reset/set Ok-to-Print status flag bit 


Mov 

ANL 

Mov 

RET 


CLEAR 

SEL 

MOV 

MOVD 

MOV 

OUTL 

MOV 

OUTL 

ORL 

Mov 

SEL 

Mov , 

SEL 

RET 


A, GStR20 
A, #OkPrnt 
GStR20/ A 


ill outputs 
RBO 
A / #OFH 
P6/ A 
A, #OFFH 
PI, A 

A/ #PTRGHI 
P2, A 
P2/ #03 
GStR20/ #00H 

ChStRl, #00H 
RBO 


, get the status byte 
/reset print flag - Ok Print 
, save the status byte 


, FORCE PORT HI - R/ OF 555 

/TURN ALL PRNT SOL'S OFF 

i print head fire tirgger inactive 

;set comm hdsk to ACK hi/Busy hi 
/dear the status registers 


; RETURN TO INIT ROUTINE 


PG 


1473 

1474 

1475 

1476 

1477 CRHome 

1478 

1479 

1480 

1481 

1482 

1483 RtoL: 

1484 

1485 

1486 

1487 

1488 ; * * 

1489 ; 

1490 , * * 

1491 

1492 ; 

1493 ; 

1494 ClrDM: 

1495 

1496 ClrDMl 


*********************** 

Home Carriage / Print Head Assembly 
*************************** 


******* 


* * * * 


******** 


Mov 

ORL 

Mov 

JTO 

Call 

Call 

Call 

Ret 


A, GStR20 
A, #DoNotP 
GStR20, A 
RtoL 

FAccel 

RAccel 

DlyVLg 


, get the status byte 
i set the do not print flag 
/•save the status*, byte 
i test for position of PH assembly 
, drive accordingly 
} drive CR Stpr Mtr 

/find the logical left home CR position 
i delay a long time before continuing 


********************* 
Clear Data Memory 
************** 


********** 


* * * * 


* * * * 


At PowerUp or Reset, following CR & LF Stpr Mtr Init, this 
procedure clears data memory above RBO, Stack and RBI. 

MOV RO, #DMTop ; GET BUFFER START LOCATION EHEX3 

MOV R 1 , #DMSI ZE 

MOV @R0, #00H i ZERO MEMORY LOCATION 
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0535 

C8 

1497 


DEC 

RO 


0536 

E933 

1498 


DJNZ 

Rl# ClrDMl 

idee buffer# loop if not zeroEendD 

0538 

83 

v 1499 


RET 


i RETURN TO INIT ROUTINE 



1500 







1501 

PG 






1502 

* * * 

* * * * 

******** 

********************* 



1503 


Character Print TEST 




1504 

* * * 

* * * * 

******** 

********************* 



1505 







1506 

3 rnTst : 






1507 

TEST 

load the char buffer with successive increments of 



1508 


the 

ascii code start. test for end of ascii 



1509 


pr 

ntable chars and 

reinit the char stream loaded. 



1510 





0539 

B97F 

1511 

-Tint : 

Mov 

CAdrRli #FCBf St 

i load char reg w/char bufr strt 

053B 

BD50 

1512 


Mov 

CCntRl, #ChBf Sz 

; load char ent reg w/char bufr size 



1513 

ShTst. 



» Test char buffer fill with ASCII Char Code 

053D 

FF 

1514 


Mov 

Ai opnr71 

i get the ascii char ' 

053E 

A1 

1515 


Mov 

SCAdrRl » A 

i load data memory w/Char 

053F 

C9 

1516 


DEC 

CAdrRl 

; Decrement dat memory location 

0540 

IF 

1517 


INC 

opnr71 

i Increment Ascii char number 

0541 

0382 

1518 


ADD 

A, #PAsEnd 

i test for ascii code end 

0543 

9647 

1519 


JNZ 

ChrTGo 

i if not end jmp over code restart 

0545 

BF20 

1520 


Mov 

0pnR71* #Ascii 


0547 

ED3D 

1521 

ShrTGo: 

DJNZ 

CCntRl, ChTst 

# dec bufferi loop if not zeroCendJ 

0549 

C5 

1522 


SEL 

RBO 

, , 

054A 

83 

1523 


RET 


; ELSE RETURN TO INIT ROUTINE 



1524 







1525 

PG 






1526 

* * * 

* * * * 

******** 

********************* 



1527 


CR Stpr 

Mtr Power On Ini t ial i zation and 



1528 

* * * 

* * * * 

******** 

********************* 



1529 


This routine drives the 

CR or LF stpr mtr for four phase 



1530 


shifts for initialization. 



1531 

INITCR: 



i POWER ON INIT STPR MTR 

054B 

BC04 

1532 


MOV 

CntR40, #PhCnt 1 

i load phase ent reg for INIT 

054D 

2308 

1533 


MOV 

A, #SCR80 

; GET CR SM SELECT BITS 

054F 

3D 

1534 


MOVD 

P5i A 

i SELECT SM CSCR803 

0550 

BDCO 

L535 


MOV 

TConRO, #IntTm2 

i Load time constant Reg 

0552 

BBOO 

1536 


MOV 

Ph zR30i #FStCRP 

i zero SM phase reg - forward 

0554 

FB 

1537 


MOV 

A, PhzR30 

i get phase index register byte 

0555 

E3 

1538 


MovP3 

Ai @A 

i load indexed phase shift byte 

0556 

3C 

1539 


MOVD 

P4i A 

i OUTPUT BITS 

0557 

FD 

1540 

STRTTR : 

MOV 

A, TConRO 

i GET TIMER CONSTANT 

0558 

62 

1541 


MOV 

T, A 


0559 

55 

1542 


STRT 

T 

» START TIMER 

055A 

IB 

1543 


INC 

Ph zR30 

i step phase index register 

055B 

FB 

1544 


MOV 

A, Ph zR30 

i CHECK THE PHASE COUNT REG 

055C 

5260 

1545 


JB2 

ZroRg2 


055E 

A462 

1546 


JMP 

NxtPhR 


0560 

BBOO 

1547 

ZroRg2: 

MOV 

Ph zR30, #FStCRP 

i zero SM phase reg - forward 



1548 

NxtPhR: 




0562 

FB 

1549 


MOV 

Ai Ph zR30 

i get phase index register byte 

0563 

E3 

1550 


MovP3 

A, @A 

# load indexed phase shift byte 

0564 

1669 

1551 

TLoopR: 

JTF 

NXPHR1 

i JMP ON TIME OUT TO NEXT PH 

0566 

A464 

1552 


JMP 

TLoopR 

i LOOP UNTIL TIME OUT 

0568 

3C 

1553 


MOVD 

P4, A 

; OUTPUT BITS 

0569 

EC 57 

1554 

4 cce 

NXPHR1: 

DJNZ 

CntR40i STRTTR 




1 JJv) 







1556 

i 

store the last phase register index addresses 

056B 

B821 

1557 


Mov 

TmpROOi #CPSAdr 

i get Phz Storage Addr psuedo reg 

056D 

FB 

1558 


Mov 

A, Ph zR30 

i place last CR phase index addr in Phz Reg 

056E 

AO 

1559 


Mov 

©TmpROOi A 

> store CR last phase index addr 

056F 

B478 

1560 


Call 

DlyLng 


0571 

B490 

1561 


‘Call 

DeSISM 


0573 

83 

1562 


RET 





1563 







1564 

i PG 













1566 

i 

Time Delay Subroutines 




1 tiA7 














1568 







1569 

i 

Very Long 


0574 

B87F 

1570 

DlyVLg : 

MOV 

TmpROOi #7FH 

iLOAD DELAY COUNT IN REG. 

0576 

A47E 

1571 


Jmp 

DlyST 




1572 







1573 

i 

Long 



0578 

B880 

1574 

DlyLng : 

MOV 

TmpROOi #D1 yCL 

i LOAD DELAY COUNT IN REG. 

057A 

A47E 

1575 


Jmp 

DlyST 




1576 
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1577 

i 

Not So' Long - Short 


057C 

B830 

1578 

1579 

DlySht: 

MOV 

TmpROO, #D1 yCS 

iLOAD DELAY COUNT IN REG. 



1580 

i 

Start 

Delay 


057E 

23CC 

1581 

DlyST : 

MOV 

A, #D1 yTi m 

i GET MAX TIMER DELAY 

0580 

62 

1582 

NxtTLd 

MOV 

T, A 

iLOAD TIMER 

0581 

55 

1583 

1584 


STRT 

T 

.START TIMER 

0582 

168D 

1585 

1586 

DlyLop . 

JTF 

DlyTO 

iLOOP 



1587 

i 

Char 

buffer fill during 

time loop: 

0584 

D5 

1588 


SEL 

RBI 


0585 

FA 

1589 


Mov 

A, ChStRl 

i get the character stat reg byte 

0586 

928A 

1590 


JB4 

SkpCI 

. test for normal char input 



1591 




. or skip if char prnt test 

0588 

1469 

1592 


Call 

IBFSrv 

» service the char buffer fill 

058 A 

C5 

1593 

SkpCI: 

SEL 

RBO 


058B 

A482 

1594 


JMP 

DlyLOP 


058D 

E880 

1595 

DlyTO: 

DJNZ 

TmpROO, NxtTLd 

idee delay count & test for exit 

058F 

83 

1596 


RET 












1598 

* 

Stpr 

Mtr Deselect 











1600 

i 

Stepper Motor Deselect 

Routine 



1601 

DESLSM. 



i DESELECT LF/CR SM 

0590 

230E 

1602 

SMEROR . 

MOV 

A, #SMOFF 

. GET LF/CR SM DE-SELECT BITS 

0592 

3D 

1603 


MOVD 

P5, A 

i DE-SELECT CR SM 

0593 

83 

1604 


RET 




1605 

1606 *INCLUDE<:F1.CHRTBL. 0V1> 

*1607 

*1608 i ********** ************************** 

=160? < Character Dot Generator Look-up Table Page 1 

*1610 i *********************************** 
■1611 

*1612 ^ 

=1613 ; Character Table Page 1, contains 


0600 


■1614 
*1615 i 
■1616 
*1617 i 
= 1618 
■1619 ; 
■1620 
■1621 
■ 1622 
■1623 i 

=1624 i 


20H > 4FH 

(sp ) ! "#*•/.&' ( )*+, /01 23456789' i <»>^®ABCDEFGHI JKLM " 


ORG 600H 


Page 1 — Character Dot Pattern Fetch 


■1625 i <« actual assembled character table code not listed »> 

*1626 i 

■1627 *NoList 
*1676 *List 

*1677 ; Listing below is for reference only, actual code is not listed 

■1678 ; at assembly time. 

*1679 

= 1680 i 


*1681 

asc20 

DB 

7FH. 

7FH. 

7FH, 

7FH, 

7FH 

i SPACE 

■1682 

asc21 

DB 

7FH. 

7FH. 

20H. 

7FH, 

7FH 

i ! 

= 1683 

asc22 

DB 

7FH. 

7FH. 

78H. 

7FH, 

78H 

> " 

= 1684 

asc23 

DB 

6BH. 

OOH, 

6BH/ 

OOH, 

6BH 

i # 

*1685 

asc24 

DB 

5BH. 

55H. 

OOH. 

55H, 

6DH 

i * 

= 1686 

asc25 

DB 

5CH. 

6CH, 

77H. 

1BH, 

1DH 

i 7. 

■1687 

a sc 26 

DB 

19H. 

26H. 

26H. 

59H, 

2FH 

; & 

*1688 

asc27 

DB 

7FH. 

7FH# 

7CH, 

7FH, 

7FH 

; ' 

= 1689 

asc28 

DB 

63H, 

5DH. 

3EH. 

7FH, 

7FH 

i ( 

= 1690 

asc29 

DB 

7FH. 

7FH. 

3EH. 

5DH, 

63H 

; ) 

■1691 

asc2A 

DB 

5DH. 

6BH. 

OOH. 

6BH, 

5DH 

i ^ 

= 1692 

asc2B 

DB 

77H. 

77H, 

41H. 

77H, 

77H 

+ 

= 1693 

asc2C 

DB 

7FH. 

3FH. 

4FH. 

7FH, 

7FH 

; , 

■1694 

asc2D 

DB 

77H, 

77H. 

77H, 

77H, 

77H 

» - 

= 1695 

asc2E 

DB 

7FH, 

lFH, 

1FH. 

7FH, 

7FH 

i . 

= 1696 

asc2F 

DB 

5FH. 

6FH. 

77H. 

7BH, 

7DH 

; / 

■1697 

asc30 

DB 

41H. 

2EH. 

36H. 

3 AH, 

41H 

i 0 

■1698 

asc31 

DB 

7FH. 

3DH. 

OOH, 

3FH, 

7FH 

i i 

■1699 

asc32 

DB 

3DH. 

1EH. 

2EH, 

36H, 

39H 

i 2 

■1700 

asc33 

DB 

5DH, 

3EH. 

36H, 

36H, 

49H 

! 3 

= 1701 

a sc 34 

DB 

67H. 

6BH. 

6DH, 

OOH, 

6FH 

i 4 

■1702 

asc35 

DB 

58H. 

3 AH. 

3AH. 

3AH, 

46H 

; 5 

*1703 

asc36 

DB 

43H. 

35H. 

36H, 

36H, 

4EH 

i 6 

■1704 

asc37 

DB 

7EH. 

OEH. 

76H, 

7AH, 

7CH 

i 7 

*1705 , 

asc38 

DB 

49H, 

36H# 

36H, 

36H, 

49H 

i 8 
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= 1706 

asc39: 

DB 

39H, 

36H, 

36H, 

56H, 

61H 

; 9 

= 1707 

asc3A: 

DB 

7FH, 

7FH, 

6BH, 

7FH, 

7FH 

i ; 

= 1708 

asc3B ' 

DB 

7FH, 

3FH, 

4BH, 

7FH, 

7FH 

i i 

= 1709 

asc3C: 

DB 

77H, 

6BH, 

SDH, 

3EH, 

7FH 

i < 

= 1710 

a sc 3D: 

DB 

6BH, 

6BH, 

6BH, 

6BH, 

6BH 

» = 

= 1711 

asc3E: 

DB 

7FH, 

3EH, 

5DH, 

6BH, 

77H 

i > 

= 1712 

asc3F: 

DB 

79Hi 

7EH, 

26H, 

7AH, 

7DH 

; ? 

*1713 

a sc 40* 

DB 

41H, 

3EH, 

22H, 

36H, 

71H 

t @ 

= 1714 

asc41 : 

DB 

03H, 

6DH, 

6EH, 

6DH, 

03H 

* A 

= 1715 

asc42: 

DB 

OOH, 

36H, 

36H, 

36H, 

49H 

i B 

= 1716 

asc43: 

DB 

41H, 

3EH, 

3EH, 

3EH, 

SDH 

; C 

= 1717 

a sc 44: 

DB 

OOH, 

3EH, 

3EH, 

5DH, 

63H 

i D 

= 1718 

asc45 

DB 

OOH, 

36H, 

36H, 

36H, 

36H 

iE 

= 1719 

asc46: 

DB 

OOH, 

76H, 

76H, 

76H, 

76H 

iF 

=1720 i 

asc47: 

DB 

41H, 

3EH, 

3EH, 

2EH, 

ODH 

i Q 

=1721 i 

asc48: 

DB 

OOH, 

77H, 

77H, 

77H, 

OOH 

i H 

=1722 i 

asc49: 

DB 

7FH, 

3EH, 

OOH, 

3EH, 

7FH 

l I 

=1723 i 

asc4A: 

DB 

5FH, 

3FH, 

3FH, 

3FH, 

40H 

; J 

=1724 ; 

asc4B. 

DB 

OOH, 

77H, 

6BH, 

5DH, 

3EH 

i K 

=1725 } 

asc4C: 

DB 

OOH, 

3FH, 

3FH, 

3FH, 

3FH 

i L 

-1726 ,i 

asc4D: 

DB 

OOH, 

7DH, 

73H, 

7DH, 

OOH 

i M 

=1727 i 

a sc4E: 

DB 

OaaH, 

Odf H, OefH, Of 7H, OaaH 

i test 

=1728 s 

asc4F: 

DB 

55H, 

OdfH 

Oef H, Of 7H, 55H 

i test 

=1729 i 

asc4E: 

DB 

OOH, 

7BH, 

77H, 

6FH, 

OOH 

; N 

=1730 i 

asc4F: 

DB 

41H, 

3EH, 

3EH, 

3EH, 

41H 

i 0 

=1731 i 
=1732 i 









End 

Page 1 ~ 

Character 

Dot 

Pattern Fetch 



= 1733 

=1734 i 

=1735 j Character Dot Pattern Fetch 


=1736 ; 
= 1737 


06F0 

FC 

=1738 ChrPgl: 

MOV 

A, CDotRl 

; get char index address offset 

06F1 

A3 

= 1739 
*1740 

MOVP 

A, @A 

i get column dot patern byte 



=1741 : 
=1742 ; 
= 1743 

this bit fix necessary to not underline each character 
this saves fixing each bit in the look up table 

06F2 

4380 

= 1744 

ORL 

A, #80H 

i char bit fix 

06F4 

39 

= 1745 

OutL 

PI, A 

• output the dot pattern , 

06F5 

83 

*1746 

*1747 

*1748 i 

RET 


;exit with byte in acc 


=1749 ; END Page 1 — Character Dot Pattern Fetch 

= 17S0 i ? 

= 1751 
= 1752 

=1753 i PAGE 2 -- Character Dot Generator Look-Up Table 


= 1754 ; * 

= 1755 

=1756 i r Character Table Page 2> contains, 

=1757 1 

= 1758 i 50H > 7EH 

= 1759 


= 1760 i " NOPQRSTUVWXYZ C \ 3 ?>abcdefghijk lmnop qr stuvwx y 2 -C ! >~ " 

= 1761 

= 1762 i 

= 1763 

0700 =1764 ORG 700H 

= 1765 

\ =1766 ; 

=1767 i Page 2 — Character Dot Pattern Fetch 

= 1768 i <« Actual assembled character table code not listed »> 

= 1769 i 

=1770 *NoLIST 
=1818 *List 


=1819 j 

=1820 j 
= 1821 


Listing below 
at assembly 

is for 
time. 

reference 

only 

actual 

code is 

=1823 i 

ascSO. 

DB 

OOH, 

76H, 

76H, 

76H, 

79H 

i P 

= 1824 

asc51 : 

DB 

41H, 

3EH, 

2EH, 

5EH, 

21H 

; G 

= 1825 

asc52: 

DB 

OOH, 

76H, 

66H, 

56H, 

39H 

i R 

= 1826 ,i 

asc 53: 

DB 

' 59H, 

36H, 

36H, 

36H, 

4DH 

i S 

=1827 i 

asc54: 

DB 

7EH, 

7EH, 

OOH, 

7EH» 

7EH 

; T 

=1828 ; 

asc55 

DB 

40H, 

3FH, 

3FH, 

3FH, 

40H 

! U 

=1829 i 

asc56' 

DB 

60H, 

5FH, 

3FH, 

5FH, 

60H 

i V 

=1830 ; 

asc57: 

DB 

OOH, 

5FH, 

67H, 

5FH, 

OOH 

; w 

=1831 ; 

asc 58' 

DB 

1CH, 

6BH, 

77H, 

6BH, 

1CH 

i X 

=1832 ; 

a sc 59: 

DB 

7CH, 

7BH, 

07H, 

7BH, 

7CH 

i Y 
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*1833 

a sc 5 A 

DB 

1EH, 

2EH, 36H, 3 AH, 3CH 


, Z 

= 1834 

asc5B. 

DB 

OOH, 

3EH, 3EH, 3EH, 7FH 


, C 

= 1835 

asc 5C: 

DB 

7DH, 

7BH, 77H, 6FH, 5FH 


, \ 

*1836 

asc 5D. 

DB 

7FH, 

3EH, 3EH, 3EH, OOH 


i 1 

*1837 

ascSE 

DB 

6FH, 

77H, 7BH, 77H, 6FH 


i * 

*1838 

ascSF 

DB 

3FH, 

3FH, 3FH, 3FH, 3FH 


■, _ 

*1839 

asc60 

DB 

7DH, 

7BH, 77H, OFFH, OFFH 

, \ 

*1840 

asc61 . 

DB 

ODFH, 

OABH, 

OABH, 

OABH, 

087H 

, a 

= 1841 

a s c 62 . 

DB 

080H, 

0B7H, 

0B7H, 

0B7H, 

OCFH 

, b 

*1842 

asc63 

DB 

0C7H, 

OBBH, 

OBBH, 

OBBH, 

OBBH 

» C 

= 1843 

asc 64. 

DB 

OCFH, 

0B7H, 

0B7H, 

0B7H, 

080H 

> d 

= 1844 

asc65 

DB 

0C7H, 

OABH, 

OABH, 

OABH, 

0B7H 

i e 

= 1845 

asc66 

DB 

0F7H, 

081H, 

0F6H, 

OFEH, 

OFDH 

; f 

*1846 

asc 67. 

DB 

0F7H, 

OABH, 

OABH, 

OABH, 

0C3H 

i 9 

= 1847 

asc68. 

DB 

080H» 

0F7H, 

OFBH, 

OFBH, 

087H 

i h 

= 1848 

a sc 69 

DB 

OFFH, 

OBFH, 

08BH, 

OBFH, 

OFFH 

; i 

= 1849 

asc6A 

DB 

ODFH, 

OBFH, 

OBBH, 

0C2H, 

OFFH 

* J 

= 1850 

asc6B 

DB 

OFFH, 

080H, 

OEFH, 

0D7H, 

OBBH 

i k 

= 1851 

asc6C. 

DB 

OFFH, 

OBEH, 

080H, 

OBFH, 

OFFH 

i 1 

=1852 i 

asc6D 

DB 

087H, 

OFBH, 

0E7H, 

OFBH, 

087H 

, m 

=1853 , 

asc6E 

DB 

083H, 

0F7H, 

OFBH, 

OFBH, 

087H 

i n 

=1854 i 

asc6F. 

DB 

0C7H, 

OBBH, 

OBBH, 

OBBH, 

0C7H 

; o 

=1855 ; 

asc70. 

DB 

084H, 

OEBH, 

OEBH, 

OEBH, 

0F7H 

; p 

=1856 , 

asc71 : 

DB 

0F7H, 

OEBH, 

OEBH, 

OEBH, 

084H 

» 4 

*1857 , 

asc72 

DB 

OFFH, 

083H, 

0F7H, 

OFBH, 

OFBH 

i r 

=1858 , 

asc 73 

DB 

0B7H, 

OABH, 

OABH, 

OABH, 

ODBH 

> s 

=1859 i 

asc74 

DB 

OFBH, 

0C1H, 

OBBH, 

ODFH, 

OFFH 

; t 

=1860 , 

asc75 

DB 

0C3H, 

OBFH, 

OBFH, 

OBFH, 

0C3H 

; u 

=1861 , 

asc76 

DB 

0E3H, 

ODFH, 

OBFH, 

ODFH, 

0E3H 

i V 

*1862 ; 

asc 77 

DB 

0C3H, 

OBFH, 

OCFH, 

OBFH, 

0C3H 

ru» 

*1863 ; 

asc78 

DB 

OBBH, 

0C7H, 

OEFH, 

0C7H, 

OBBH 

; x 

=1864 , 

asc79. 

DB 

OFFH, 

0B3H, 

OAFH, 

OAFH, 

0C3H 

i y 

*1865 ; 

asc7A 

DB 

OBBH, 

09BH, 

OABH, 

0B3H, 

OBBH 

; z 

*1866 i 

ASC7B 

DB 

07FH, 

077H, 

049H, 

03EH, 

03EH 

; < 

*1867 , 

ASC7C : 

DB 

OFFH, 

OFFH, 

088H, 

OFFH, 

OFFH 

i 1 

*1868 ; 

ASC7D. 

DB 

03EH, 

03EH, 

009H, 

077H, 

07FH 

■> y 

*1869 ; 

ASC7E 

DB 

067H, 

07BH, 

067H, 

05FH, 

067H 

i ~ 


*1870 

=1871 i 

=1872 ; Character Dot Pattern Fetch 


*1873 i 

*1874 

*1875 ChrPg2 MOV AiCDotRl » get char index address offset 

*1876 MOVP A, @A ;get column dot patern byte 

*1877 

*1878 » this bit fix necessary to not underline each character 

*1879 , this saves fixing each bit in the look up table 

*1880 

*1881 ORL A# #80H , char bit fix 

*1882 OutL P 1 , A ;output the dot pattern 

=1883 RET »exit with byte in acc 

1884 

1885 

1886 

1887 , ************************************** 

1888 i Program End 

1 889 i ****************** ******************** 

1890 

1891 END 
ASSEMBLY COMPLETE, NO ERRORS 


07EB FC 
07EC A3 


07ED 4380 
07EF 39 
07F0 83 
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APPENDIX B. 

SOFTWARE PRINTER 
ENHANCEMENTS 

This section describes several software enhancements 
which could.be implemented as additions to the soft- 
ware developed for this Application Note. Space is 
available for most of the ite.ms described. Approxi- 
mately 5 bytes of Data Memory would be required to 
implement most of the features. Two bytes would be 
used for status flags, and two bytes for temporary data 
or count storage. It is possible to use less than five bytes, 
but this would require the duplicate use of some flags, 
or other Data Memory storage, which will significantly 
complicate the software coding and debug tasks. 

Special Characters or Symbols 

Dot matrix printing lends itself well to the creation of 
custom characters and symbols. There are two aspects 
to implementing special characters. First, a character 
look-up table, and second, additional software for dec 
oding and processing the special characters or symbols. 
Special characters might be scientific notation, mathe- 
matical symbols, unique language characters, or block 
and line graphics characters. 

The character look-up table could be an additional 
page of Program Memory dedicated to the special 
characters, or replace part, or all, of the existing look- 
up tables. If an additional look-up table is used, a third 
page test would be needed at the beginning of the Char- 
acter Translation subroutine. There is fundamentally 
no difference between the processing of special charac- 
ters and standard ASCII printable characters. If the 
characters require the same 5x7 dot matrix, the bal- 
ance of the software would remain the same. If, how- 
ever, the special characters require a different matrix, or 
the manipulation of the matrix, the software becomes 
more complex. 

In general, the major software modification required to 
implement special characters is the size of the dot 
matrix printed or the dot matrix configuration used. In 
the case of scientific characters, it would often be 
necessary to shift the 5x7 matrix pattern within the 
available 9x9 matrix. Block or line graphics characters, 
on-the-other-hand, would require using the entire 9x9 
print head matrix and printing during normally blank 
dot columns. This would require suspending the blank 
column blanking mechanism implemented in this Appli- 
cation Note. This would be the most complex aspect of 
implementing special characters. It would possibly 
change the number of required instructions, and thus 
the timing between PTS detection and print head 
solenoid trigger firing. This could cause the dot columns 
to be misaligned within a printed line and between lines. 

In the case of a matrix change, two approaches are 
possible: dynamically changing the matrix, in line, as 


standard ASCII characters are being printed, or 
isolating the special characters to a separate processing 
flow where special characters are handled as a unique 
and complete line of characters only. A discussion of in 
line matrix changes for special characters is beyond the 
scope of this Appendix. It is sufficient to say that the 
changes would require the conditions setting the EOLN 
flag, character count, and dot column count software be 
modified during character processing and printing. 

Lower Case Descenders 

The general principle of implementing lower case des- 
cenders is to shift the 5 x 7 character dot matrix within 
the available 9x9 print head solenoid matrix. Imple- 
menting lower case descenders requires two software 
modifications and the creation of status flag for the 
purpose. First, the detection of characters needing des- 
cenders and setting a dedicated status flag during the 
character code to dot pattern translation subroutine. 
Second, the character dot column data output to the 
print head solenoids must be shifted for each dot 
column of the character. At the end of the character, the 
flag would be reset. 

Inline Control Codes 

Inline control codes are two to three character sequen- 
ces, which indicate special hardware conditions or 
software flow control and branching. The first charac- 
ter indicates that the control code sequence is beginning 
and is typically an ASCII Escape character (ESC), 

1 BH. Termination of the inline code sequence would be 
indicated by a default number of code sequence charac- 
ters. This would decrease the buffer size available for 
characters. Full 80 character line buffering would 
require loading the Character Buffer with a received 
character as a character is removed from it and 
processed. ^ 

The Inline Control^Code test would be performed in 
two places: in the Character Buffer Fill subroutine and 
in the Character Processing (translation) subroutine. 
The test would be performed in the same manner that a 
Carriage Return (CR) character code test is imple- 
mented. Examples are horizontal tabs and expanded or 
condensed character fonts. In the case of horizontal 
tabs, 20H (Space Character) would have to be placed in 
the Character Buffer for inline processing during char- 
acter processing and printing. Unless fixed position 
tabs are used, a minimum of a nibble of Data Memory 
would be required to maintain a “spaces-to-tab” count. 
Fixed tab positions could be set via another inline 
control code, by default of the printer software, or 
through the use of external hardware switch settings. 
The control code method of setting the tab positions is 
the most desireable, but the most complex to implement. 

Different Character Formats 

Figure B1 illustrates three different character fonts; 
standard, condensed, and enlarged or expanded char- 
acters. As the the figure illustrates, condensed and 


. 5-800 


230795-001 



AP-161 


iny 


enlarged characters are variations in either the number 
of dots and/ or the space used to print them. Thus, each 
character is a variation of the stepper motor and/or 
print head solenoid trigger timings. Figure B2 illus- 
trates the timings required to implement the additional 
character printing. 

In addition to the three character fonts shown, it is 
possible to print each in bold face by printing each dot 
twice per dot column position. This would require little 
software modification, but would require a status flag. 
Again, care must be used to ensure that the delay in 
retriggering the solenoids is precisely the same for each 
type of event. Without this precise timing the dot 
column alignment will not be accurate. The software 
modifications needed to implement enlarged or con- 
densed characters is essentially the same. The carriage 
and print head solenoid firing software flow is the same, 
but the timing for each changes. For condensed charac- 
ters, the step Time Constant is doubled to approxi- 
mately 4.08 ms, and the solenoids are fired four times 
within each step time. The step rate actually becomes a 
multiple of the solenoid firing time, and a counter 
incrementing once for each solenoid firing would be 
needed. At the count of four, the carriage stepper motor 
is stepped and the counter reset. 

In the case of condensed characters, PTS does not play 
the same roll as in standard or enlarged character print- 
ing. PTS is not used to indicate the optimum print head 
solenoid firing time. Solenoid firing is purely a time 
function for condensed characters. PTS would only be 
used for Failsafe protection. 

Enlarged characters would require the solenoids be 
fired twice per dot column data, in two sequential dot 
columns, at the same rate as standard characters. The 
character dot column data and dot column count would 
not be incremented at each output but at every other 
output. A flag could be used for this purpose. 

When printing either condensed or enlarged characters, 
the maximum character count would have to compen- 
sate for the increased or decreased characters per line 
count. When printing enlarged characters, the maxi- 


mum characters per line would be 40. The Character 
Buffer could hold two complete lines of characters. But, 
condensed characters presents a quite different situa- 
tion. The available character per line increases to 132, 
well beyond the 80 character Character Buffer size. The 
solution is to re-initialize the Character Buffer Size 
Count register count during condensed character pro- 
cessing. This will effectively inhibit the carriage stepper 
motor drive EOLN detection. 

Two status flags would be required; one for standard or 
enlarged characters, and the second for condensed 
characters. A third status flag would be required to 
implement bold face printing. Activating one of the 
alternate character fonts could be either through the use 
of external status switches or through inline control 
code sequences, as detailed above. Note, that if the 
alternate character fonts are implemented in such a way 
that format changing is to occur dynamically during 
any single line being printed, the same control code 
problems described above also apply. In addition, the 
effect on the timing and dot column alignment must 
^also be investigated. 

Variable Line Spacing 

Variable line spacing is another feature which could be 
implemented either through the use of external status 
switches or inline control codes. The line spacing is a 
function of the number of steps the stepper motor 
rotates fora given line. Figure 15, Paper Feed Stepper 
Motor Predetermined Time Constants, in the Back- 
ground section above, lists the Time Constants required 
for three different line spacings; 6, 8, and 10 lines per 
inch. At the beginning of the Paper Feed Stepper 
Motor Drive subroutine, the default line step count is 
loaded. The software required is a conditional load for 
the line spacing, indicated by a status flag set in the 
External Status Switch Check subroutine or the Char- 
acter Buffer Fill subroutine. Implementing the three 
different line spacings would require two additional 
status flags. 
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APPENDIX C. 

PRINTER MECHANISM 
DRIVE CIRCUIT 



PARTS NO. 


TYPE 

MAKER 

IC1HC10 


SN7406 

Tl 

IC11 


/;A555 

Fairchild 

D1—D9 

DIODE 

S5277B 

Toshiba 

Q1-Q9 

TRANSISTOR 

2SD986 

NEC 

Q10 

TRANSISTOR 

2SA1015 

Toshiba 

Q11 

TRANSISTOR 

2SD633 

Toshiba 

R1-R9 

RESISTOR 

1.2kQ Va 


RIO 

RESISTOR 

220 Va 


R11 

RESISTOR 

580Q 2 


R12 

RESISTOR 

15kO Va 
Carbon fil= 


R13 

RESISTOR 

1.2kO Va . 


VR1 

VARIABLE RESISTOR 

20kO Va 


Cl 

CAPACITOR 

1/jF 100V 


C2 

CAPACITOR 

0.01 /iF 


C3 

CAPACITOR 

0.001//F 


C4 

CAPACITOR 

10//F 16V 


C5 

CAPACITOR 

0.1/lF fil= 


ZD1 

ZENOR DIODE 

HZ24 

Hitachi 

ZD2 

ZENOR DIODE 

HZ5C1 

Hitachi 
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Recommended Carriage Motor Drive Circuit 

HOLD SIGNAL DRIVE SIGNAL 



PARTS NO. 


TYPE 

MAKER 

QTY 

R1 

Resistor 

1kO±10% Va 


1 

R2-R5 

Resistor 

2200+10% Va 


4 

R6 

Resistor 

10kO±10% Va 


1. 

R7 

Resistor 

4700+10% 3 


1 

R8 

Resistor 

1300+10% 7 


1 

R9 

Resistor 

3300+10% 3 


1 

Q1 

Transistor 

2SC1815 

Toshiba 

1 

Q2—Q5 

Transistor 

2SD526— Y 

Toshiba 

4 

Q6 

Transistor 

2SB669 

Matsushita 

1 

D1-D4 

Diode 

1S954 

NEC 

4 
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Recommended Paper Feed Motor Drive Circuit 


HOLD SIGNAL DRIVE SIGNAL 



PARTS NO. 


TYPE 

MAKER 

QTY 

R1 

Resistor 

1 kO±10% Va 


1 

R2-R5 

Resistor 

220Q±10% Va 


4 

R6 

Resistor 

10kO+10% Va 


1 

R7 

Resistor 

4700+10% 3 


1 

R8 

Resistor 

1300+10% 7 


1 

R9 

Resistor 

• 3300+10% 3 


1 

Q1 

Transistor 

2SC1815 


1 

Q2—Q5 


2SD526— Y 


4 

Q6 


\ 2SB669 


1 

D1-D4 


1S954 

NEC 

4 
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INTRODUCTION 

The microcomputer system designer requiring a 
low-cost, non-volatile storage medium has a difficult 
choice. His options have been either relatively 
expensive, as with floppy discs and bubble memories, 
or non-transportable, like battery backed-up RAMs. 
The full-sized digital cassette option was open but 
many times it too was too expensive for the applica- 
tion. Filling 'this void of low-cost storage is the 
recently developed digital mini-cassette. These 
mini-cassettes are similar to, but not compatible 
with, dictation cassettes. The mini-cassette trans- 
ports are inexpensive (well under $100 in quantity), 
small (less than 25 cu. in.), low-power (one watt), 
and their storage capacity is a respectable 200K 
bytes of unformatted data on a 100-foot tape. These 
characteristics make the mini-cassette perfect for 
applications ranging from remote datalogging to 
program storage for hobbyist systems. 

The only problem associated with mini-cassette 
drives is controlling them. While these drives are 
relatively easy to interface to a microcomputer 
system, via a parallel I/O port, they can quickly 
overburden a CPU if other concurrent or critical 
real-time I/O is required. The cleanest and probably 


the least expensive solution in terms of development 
cost is to use a dedicated single-chip controller. 
However, a quick search through the literature 
turns up no controllers compatible with these new 
transports. What to do? Enter the UPI-41A family 
of Universal Peripheral Interfaces. 

The UPI-41A family is a group of two user- 
programmable slave microcomputers plus a com- 
panion I/O expander. The 8741A is the “flag-chip” 
of the line. It is a complete microcomputer with 
1024 bytes of EPROM program memory, 64 bytes of 
RAM data memory, 16 individually programmable 
I/O lines, an 8-bit event counter and timer, and a 
complete slave peripheral interface with two inter- 
rupts and Direct Memory Access (DMA) control. 
The 8041 A is the masked ROM, pin compatible 
version of the 8741A. Figure 2 shows a block 
diagram common to both parts. The 8243 I/O port 
expander completes the family. Each 8243 provides 
16 programmable I/O lines. 

Using the UPI concept, the designer can develop a 
custom peripheral control processor for his par- 
ticular I/O problem. The designer simply develops 
his peripheral control algorithm using the UPI-41 A 
assembly language and programs the EPROM of 



Figure 1. Comparison of Mini-Cassette and Floppy Disk Transports and Media. 
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Figure 2. 8741 A/8041 A Block Diagram 


the 8741A. Voila! He has a sipgle-chip dedicated 
controller. Testing may be accomplished using 
either an ICE-41A or the Single-step mode of the 
8741A. UPI-41A peripheral interfaces are being 
used to control printers, keyboards, displays, custom 
serial interfaces, and data encryption units. Of 
course, the UPI family is perfect for developing a 
dedicated controller for digital mini-cassette tran- 
sports. To illustrate this application for the UPI 
family let’s consider the job of controlling the 
Braemar CM-600 Mini-Dek®. 

THE CM-600 MINI-DEK* 

The Braemar CM-600 is representative of digital 
mini-cassette transports. It is a single-head, single- 
motor transport which operates entirely from a 
single 5-volt power supply. Its power requirements, 
including the motor, are 200ma for read or write 
and 700ma for rewind. Tapes speeds are 3 inches 
per second (IPS) during read or write, 5 IPS fast 
forward, and 15 IPS rewind. With these speeds and 
a maximum recording density of 800 bits per inch 
(BPI), the maximum data rate is 2400 bits per 
second (BAUD). The data capacity using both sides 
of a 100-foot tape is 200K bytes. On top of this. 


the transport occupies only 22.5 cubic inches 
(3"x3"x2.5"). 

All I/O for the CM-600 is TTL-compatible and can 
be divided into three groups: motor control, data 
control, and cassette status. The motor group con- 
trols are GO/STOP, FAST/SLOW, and FORWARD/ 
REVERSE. The data controls are READ/ WRITE, 
DATA IN, and DATA OUT. The remaining 
group of outputs give the transport’s status: CLEAR 
LEADER, CASSETTE PRESENCE, FILE PRO- 
TECT, and SIDE SENSOR. These signals, shown 
schematically in figure 3 and table 1, give the pin 
definition of the CM-600 16-pin I/O connector. 

RECORDING FORMAT) 

The CM-600 does not provide either encoding or 
decoding of the recorded data: that task is left for 
the peripheral interface. A multitude of encoding 
techniques from which the user may choose are 
available. In this single-chip dedicated controller 
application, a “self-clocking” phase encoding scheme 
similar to that Used in floppy discs was chosen. This 
scheme specifies that a logic “0” is a bit cell with no 
transition; a cell with a transition is a logic “1.” 
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Table 1. CM-600* I/O Pin Definition 


Pin 

I/O 

Function 

1 

— 

Index pin— not used 

2 

— 

Signal ground 

3 

0 

Cassette side (0— side B, 1— side A) 

4 

I 

Data input (0— space, 1— mark) 

5 

0 

Cassette presence (0— cassette, 1 — no 



cassette) 

6 

I 

Read/Write (0— read, 1— write) 

7 

0 

File protect (0— tab present, 1— tab 



removed) 

8 

— 

+5v motor power 

9 

— 

Power ground 

10 

— 

Chassis ground 

11 

I 

Direction (0 — forward, 1 — rewind) 

12 

I 

Speed (0 — fast, 1 — slow) 

13 

0 

Data output (0— space, 1— mark) 

14 

0 

Clear leader (0— clear leader, 1— off 



clear leader) 

15 

I 

Motion (0— go, 1— stop) 

16 

— 

+5v logic power 


INPUTS BLOCK DIAGRAM OUTPUTS 

+ 5V MOTOR POWER ► 

+ 5V LOGIC POWER ► 

TAPE DIRECTION (I WD/REW)-*- 

TAPE MOTION (STOP/GO) ► 

TAPE SPEED (FAST/SLOW) ► 

SELECT READ/WRITE ► 

DATA INPUT ► 

POWER GROUND ► 

SIGNAL GROUND ► 

CHASSIS GROUND ► 


Figure 3. Braemar CM-600* Block Diagram 


Figure 4 illustrates the encoding of the character 
3AH assuming the previous data ended with the 
data line high. (The least significant bit is sent 
first.) Notice that there is always a “clocking” 
transition at the beginning of each cell. Decoding is 
simply a matter of triggering on this “clocking” 
transition, waiting 3/4 of a bit cell time, and 
determining whether a mid-cell transition has 
occurred. Cells with no mid-cell transitions are data 
0’s; cells with transitions are data Vs. This encoding 
technique has all the benefits of Manchester encod- 
ing with the added advantage that the encoded data 
may be “decoded by eyeball:” long cells are always 
0’s, short cells are always Vs. 

Besides the encoding scheme, the data format is also 
up to the user. This controller uses a variable byte 
length, checksum protected block format. Every 
block starts and ends with a SYNC character 



Character 3A Hex v 


(AAH), and the character immediately preceeding 
the last SYNC is the checksum. The checksum is 
capable of catching 2 bit errors. The number of data 
characters within a block is limited to 64K bytes. 
Blocks are separated by an Inter-Record Gap (IRG). 
The IRG is of such a length that the transport can 
stop and start within an IRG, as illustrated in the 
data block timing, figure 5. Braemar specifies a 
maximum start or stop time of 150ms for the 
transport, thus the Controller uses 450ms for the 
IRG. This gives plenty of margin for controlling the 
transport and also for detecting IRGs while skipping 
blocks. 

THE UPI-41 A™ CONTROLLER 

The goal of the UPI software design for this applica- 
tion was to make the UPI-41A microcomputer into 
an intelligent cassette control processor. The host 
processor (8086, 8088, 8085A, etc.) simply issues a 
high-level command such as READ-a-block or 
WRITE-a-block. The 8741A accepts the command, 
performs the requested operation, and returns to 
the host system a result code telling the outcome of 
the operation, eg. Good-Completion, Sync Error, 
etc. Table 2 shows the command and result code 
repertoire. The 8741 A completely manages all the 
data transfers for reading and writing. 

As an example, consider the WRITE-a-block com- 
mand. When this command is issued, the UPI-41A 
expects a 16-bit number from the host telling how 
many data bytes to write (up to 64K bytes per 
block). Once this number is supplied in the form of 
two bytes, the host is free to perform other tasks; a 
bit in the UPPs STATUS register or an interrupt 
output will notify the host when a data transfer is 
required. The 8741A then checks the transport’s 
status to be sure that a cassette is present and not 
file protected. If either is false, a result code is 


BRAEMAR 
CM-600'" 
DIGITAL 
MINI CASSETTE 
TRANSPORT 


►CASSETTE SIDE 
►FILE PROTECT 
►CASSETTE PRESENCE 
►CLEAR LEADER 
► DATA OUTPUT 
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BLOCK WRITE OPERATION 


-450MS— 

| SYNC | .DATA (jl 

| | CHECKSUM | SYNC | j 

| SYNC | DATA 


450MS — ► 



^START TRANSPORT ^ STOP TRANSPORT 


Figure 5. IRG/Block Timing Diagram (not to scale) 


Table 2. Controller Command/Result Code Set 


Command 

Result 

Read (01H) 

Good-Completion (00H) 
Buffer Overrun Error (41H) 
Bad Synchl Error (42H) 
Bad Synch2 Error (43H) 
Checksum Error (44H) 
Command Error (45H) 

End of Tape Error (46H) 

Rewind (04H) 

Good-Completion (00H) 

Skip (03H) 

Good-Completion (00H) 

End of Tape Error (47H) 
Beginning of Tape Error (48H) 

Write (02H) 

Good-Completion (00H) 

Buffer Underrun Error (81H) 
Command Error (82H) 

End of Tape Error (83H) 


returned to the host; otherwise the transport is 
started. After the peripheral controller checks to 
make sure that the tape is off the clear leader and 
past the hole in the tape, it writes a 450ms IRG, a 
SYNC character, the block of data, the checksum,, 
and the final SYNC character. (The tape has a clear 
leader at, both ends and a small hole 6 inches from 
the end of each leader.) The data transfers from the 
host to the UPI-41A slave microcomputer are double 
buffered. The controller requests only the desired 
number of data bytes by keeping track of the count 
internally. 

If nothing unusual happened; such as finding clear 
leader while writing, it returns a Good-Completion 
result code to the host. If clear leader was encoun- 
tered, the transport is stopped immediately and an 
End-of-Tape result code is returned to the host. 
Another possible error would be if the host is late in 
supplying data. If this occurs, the controller writes 


an IRG, stops the drive, and returns the appropriate 
Data-Underrun result code. 

The READ-a-block command also provides error 
checking. Once this command is issued by the host, 
the controller checks for cassette presence. If 
present, it starts the transport. The data output 
from the transport is then examined and decoded 
continuously. If the first character is not a SYNC, 
that’s an error and the controller returns a Bad- 
First-SYNC result code (42H) after advancing to 
the next IRG. If the SYNC is good, the succeeding 
characters are read into an on-chip 30 character 
circular buffer. This continues until an IRG is 
encountered. When this occurs, the transport is 
stopped. The controller then tests that the last 
character. If it is a SYNC, the controller then 
compares the accumulated internal checksum to 
the block’s checksum, the second to the last character 
of the block. If they match, a Good-Completion 
result code (00H) is returned to the host. If either 
test is bad, the appropriate error result code is 
returned. The READ command also checks for the 
End-of-Tape (EOT) clear leader and returns the 
appropriate error result code if it is found before the 
read operation is complete. 

The 30 character circular buffer allows the host up 
to 30 character times of response time before the 
host must collect the data. All data transfers take 
place thru the UPI-41A Data Bu^ Buffer Output 
register (DBBOUT). The controller continually 
monitors the status of this register and moves 
characters from the circular buffer to the register 
whenever it is empty. * 

The SKIP-n-blocks command allows the host to skip 
the transport forward or backward up to 127 
blocks. Once the command is issued, the controller 
expects one data byte specifying the number of 
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blocks to skip. The most significant bit of this byte 
selects the direction of the skip (0=forward, 
l=reverse). SKIP is a dual-speed operation in the 
forward direction. If the number of blocks to skip is 
greater than 8, the controller uses fast-forward (5 
IPS) until it is within 8 blocks of the desired 
location. Once within 8 blocks, the controller 
switches to the normal read speed (3 IPS) to allow 
accurate placement of the tape. The reverse skip 
uses only the rewind speed (15 IPS). Like the READ 
and WRITE commands, SKIP also checks for EOT 
and beginning-of-tape (BOT) depending upon the 
tape's direction. An error result code is returned if 
either is encountered before the number of blocks 
skipped is complete. f 

The REWIND command simply rewinds the tape to 
the BOT clear leader. The ABORT command allows 
the termination of any operation in progress, except 
a REWIND. All commands, including ABORT, 
always leave the tape positioned on an IRG. 

THE HARDWARE INTERFACE 

There's hardly any hardware design effort required 
for the controller and transport interface in figure 
6. Since the CM-600 is TTL compatible, it connects 


directly to the I/O ports of the UPI controller. If the 
two are separated (i.e. on different PC cards), it is 
recommended that TTL buffers be provided.) The 
only external circuitry needed is an LED driver for 
the DRIVE ACTIVE status indicator. 

The 8741A-to-host interface is equally straightfor- 
ward. It has a standard asynchronous peripheral 
interface: 8 data lines (D 0 -D 7 ), read (RD), write 
(WR), register select (AO), and chip select (CS). 
Thus it connects directly to an 8086, 8088, 8085A, 
8080, or 8048 bus structure. Two interrupt outputs 
are provided for data transfer requests if the 
particular system is interrupt-driven. DMA transfer 
capability is also available. The clock input can be 
driven from a crystal directly or with the system 
clock (6MHz max). The UPI-41A clock may be 
asynchronous with respect to other clocks within 
the system. 

This application was developed on an Intel iSBC 
80/30 single board computer. The iSBC 80/30 is 
controlled by an 8085A microprocessor, contains 
16K bytes of dual-ported dynamic RAM and up to 
8K bytes of either EPROM or ROM. Its I/O comple- 
ment consists of an 8255A Programmable Parallel 
Interface, an 8251A Programmable Communica- 



Figure 6. Controller/Transport System Schematic 
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tions Interface, an 8253 Programmable Interval 
Timer, and an 8259A Programmable Interrupt 
Controller. The iSBC 80/30 is especially convenient 
for UPI development since it contains an uncom- 
mitted socket dedicated to either an 8041 A or 
8741A, complete with buffering for its I/O ports. 
The iSBC 80/30 to 8741 A interface is reflected in 
figure 8. (Optionally, an iSBC 569 Digital Controller 
board could be used. The iSBC 569 board contains 
three uncommitted UPI sockets with an interface 
similar to that in figure 8.) 

Looking at the host-to-controller interface, the host 
sees the 8741A as three registers in the host’s I/O 
address space: the data register, the command 
register, and the status register. The decoding of 
these registers is shown in figure 7. All data and 
commands for the controller are written into the 
Data Bus Buffer Input register (DBBIN). The state 
of the register select input, AO, determines whether 
a command or data is written. (Writes with AO set 
to 1 are commands by convention.) All data and 
results from the controller are read by the host from 
the Data Bus Buffer Output register (DBBOUT). 


CS RD WR AO Register 
OOIO DBBOUT 
0 O I I STATUS 
0 10 0 DBBIN (DATA) 

0 10 1 DBBIN (COMMAND) 

1 X X X NONE 


Figure 7. 8741 A/8041 A Interface Register 
Decoding 


STATUS 



Figure 8. Status Register Bit Definition 


The Status register contains flags which give the 
host the status of various operations within the con- 
troller. Its format is given in figure 8. The Input 
Buffer Full (IBF) and Output Buffer Full (OBF) 
flags show the Status of the DBBIN and DBBOUT 
registers respectively. IBF indicates when the 
DBBIN register contains data writtenjDy the host. 
The host may write to DBBIN only whett4BF is 0. 
Likewise, the host may read DBBOUT only when 
OBF is set to a 1. These bits are handled automa- 
tically by the UPI-41A internal hardware. FLAG 0 
(F 0 ) and FLAG 1 (F x ) are general purpose flags 
used internally by the controller which have no 
meaning externally. 

The remaining four bits are user-definable. For this 
application they are DRIVE ACTIVE, FILE PRO- 
TECT, CASSETTE PRESENCE, and BUSY flags. 
The FILE PROTECT and CASSETTE PRESENCE 
flags reflect the state of the corresponding I/O lines 
from the transport. DRIVE ACTIVE is set whenever 
the transport motor is on and the controller is 
performing an operation. The BUSY flag indicates 
whether the contents of the DBBOUT register is 
data or a result code. The BU S Y flag is set whenever 
a command is issued by the host and accepted by the 
controller. As long as BUSY is set, any character 
found in DBBOUT is a result code. Thus whenever 
the host finds OBF set, it should test the BU S Y flag 
to determine whether the character is data or a 
result code. 

Notice the OBF and IBF are available as interrupt 
outputs to the host processor, figure 6. These outputs 
are self-clearing, that is, OBF is set automatically 
upon the controller loading DBBOUT and cleared 
auto mati cally by the host reading DBBOUT. Like- 
wise IBF is cleared to a 0 by the host writing into 
DBBIN: set to a 1 when the controller reads DBBIN 
into the accumulator. 

The flow charts of figure 9 show the flow of sample 
host software assuming a polling software interface 
between the host and the controller. The WRITE 
command requires two additional count bytes which 
form the 16-bit byte count. These extra bytes are 
“handshaked” into the controller using the IBF flag 
in the STATUS register. Once these bytes are 
written, the host writes data in response to IBF 
being cleared. This continues until the host finds 
OBF set indicating that the operation is complete 
and reads the result code from DBBOUT. No 
testing of BU S Y is needed since only the result code 
appears in the DBBOUT register. 

The READ command does require that BUSY be 
tested. Once the READ command is written into the 
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controller, the host must test BU S Y whenever OBF 
is set to determine whether the contents of DBBOUT 
is data from the tape or the result code. 

THE CONTROLLER SOFTWARE 

The UPI-41A software to control the cassette can be 
divided up into various commands such as WRITE, 
READ and ABORT. In a previous version of this appli- 
cation note (May 1980), software was described that 


implemented these commands. This code however did 
not adequately compensate for speed variations of the 
motor during record and playback nor for data distor- 
tion caused by the magnetic media. Since then, new 
code has been written to include these effects. This 
revised software is now available through the INTEL 
User’s Library, INSITE. For more information on this 
software or INSITE, contact your local INTEL Sales 
Office. 


1 
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8041 A/8641 A/8741 A 

UNIVERSAL PERIPHERAL INTERFACE 
8-BIT MICROCOMPUTER 


■ Fully Compatible with All 
Microprocessor Families 

■ Interchangeable ROM and EPROM 
Versions 

■ 3.6 MHz 8741 A-8 Available 

■ Expandable I/O 

■ RAM Power-Down Capability 

■ Over 90 Instructions: 70% Single Byte 

a 1024 x 8 ROM/EPROM, 64 x 8 RAM, ■ Available in EXPRESS 

8-Bit Timer/Counter, 18 Programmable — Standard Temperature Range 

I/O Pins — Extended Temperature Range 

The Intel® 8041A/8741A Is a general purpose, programmable interface device designed for use with a variety of 8-bit 
microprocessor systems. It contains a low cost microcomputer with program memory, data memory, 8-bit CPU, I/O 
ports, timer/counter, and clock in a single 40-pin package. Interface registers are included to enable the UPI device to 
function as a peripheral controller in MCS-48™, MCS-80™, MCS-85™, MCS-86™, and other 8-bit systemp. 

The UPI-41A™ has 1 K words of program memory and 64 words of data memory on-chip. To allow full user flexibility the 
program memory is available as ROM in the 8041 A version or as UV-erasable EPROM in the 8741 A version. The 8741 A 
and the 8041 A are fully pin compatible for easy transition from prototype to production level designs. The 8641 A is a 
j one-time programmable (at the factory) 8741 A which can be ordered as the first 25 pieces of a new 8041 A order. The 
substitution of 8641 A’s for 8041 A’s. allows for very fast turnaround for initial code verification and evaluatioh results. 

The device has two 8-bit, TTL compatible I/O ports and two test inputs. Individual port lines can function as either in- 
puts or outputs under software control. I/O can be expanded with the 8243 device which is directly compatible and has 
16 I/O lines. An 8-bit programmable timer/counter is included in the UPI device for generating timing sequences or 
counting external inputs. Additional UPI features include: single 5V supply, low power standby mode (in the 8041A), 
single-step mode for debug (in the 8741 A), and dual working register banks. 

Because it’s a complete microcomputer, the UPI provides more flexibility for the designer than conventional LSI inter- 
face devices. It is designed to be an efficient controller as well as an arithmetic processor. Applications include key- 
board scanning, printer control, display multiplexing and similar functions which involve interfacing peripheral 
devices to microprocessor systems. 


■ 8-Bit CPU plus ROM, RAM, I/O, Timer 
and Clock in a Single Package 

■ One 8-Bit Status and Two Data Regis- 
ters for Asynchronous Slave-to-Master 
Interface 

■ DMA, Interrupt, or Polled Operation ' 
Supported 



Intel Corporation Assumes No Responsibilty for the Use of Any Circuitry Other Than Circuitry Embodied in an Intel Product. No Other Circuit Patent Licenses are Implied 
©INTEL CORPORATION, 1982 5-814 MARCH 1982 
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Table 1. Pin Description 


Signal 

Description 

XTAL1 , 
XTAL2 

Inputs for a crystal, LC or an external timing 
signal to determine the internal oscillator 
frequency. 

SYNC 

Output signal which occurs once per UPI- 
41 A instruction cycle. SYNC can be used as a 
strobe for external circuitry; it is also used to 
synchronize single step operation. 

EA 

External access input which allows emula- 
tion, testing and PROM/ROM verification. 

PROG 

Multifunction pin used as the program pulse 
input during PROM programming. 

During I/O expander access the PROG pin 
acts as an address/data strobe to the 8243. 

RESET 

Input used to reset status flip-flops and to set 
the program counter to zero. 

RESET is also used during PROM program- 
ming and verification. 

RESET should be held low fora minimumof 8 
instruction cycles after power-up. 

SS 

Single step input used in the 8741 A in con- 
junction with the SYNC output to step the 
program through each instruction. 

v C c 

+5V main power supply pin. 

V D D 

+5V during normal operation. +25V during 
programming operation. Low power standby 
pin in ROM version. 

Vss 

Circuit ground potential. 


Signal 

Description 

□o-Dy 

(BUS) 

Three-state, bidirectional DATA BUS BUF- 
FER lines used to interface the UPI-41 A to an 
8 -bit master system data bus. 

p 10“ p 17 

8 -bit, PORT 1 quasi-bidirectional I/O lines. 

P 20 -P 27 

8 -bit, PORT 2 quasi-bidirectional I/O lines. 
The lower 4 bits (P 20 ~ p 23 ) interface directly 
to the 8243 I/O expander device and contain 
address and data information during PORT 
4-7 access. The upper 4 bits (P24~ p 27) can 
be programmed to provide Interrupt Request 
and DMA Handshake capability. Software 
control can configure P 24 as OBF (Output 
Buffer Full), P 25 as IBF (Input Buffer Full), P 26 
as DRQ (DMA Request), and P 27 as DACK 
(DMA ACKnowledge). 

WR 

I/O write input which enables the master CPU 
to write data and command words to the UPI- 
41 A INPUT DATA BUS BUFFER. 

RD 

I/O read input which enables the master CPU 
to read data and status words from the OUT- 
PUT DATA BUS BUFFER or status register. 

CS 

Chip select input used to select one UPI-41 A 
out of several connected to a common data 
bus. 

A 0 

Address input used by the master processor 
to indicate whether byte transfer is data or 
command. During a write operation flag Fi is 
set to the status of the Aq input. 

TEST 0, 
TEST 1 

Input pins which can be directly tested using 
conditional branch instructions. 

T-j also functions as the event timer input 
(under software control). Tq is used during 
PROM programming and verification in the 
8741 A. 
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PROGRAMMING, VERIFYING, AND 
ERASING THE 8741A EPROM 

Programming Verification 

In brief, the programming process consists of: activating 
the program mode, applying an address, latching the 
address, applying data, and applying a programming pulse. 
Each word is programmed completely before moving on to 
the next and is followed by a verification step. The follow- 
ing i$ a list of the pins used for programming and a descrip- 
tion of their functions: 


Pin 

Function 

XTAL1 

Clock Input (1 to 6MHz) 

Reset 

Initialization and Address Latching 

TestO 

Selection of Program or Verify Mode 

EA 

Activation of Program/Verify Modes 

BUS 

Address and Data Input 
Data Output During Verify 

P20-1 

Address Input 

V DD 

Programming Power Supply 

PROG 

Program Pulse Input 


WARNING 

An attempt to program a missocketed 8741 A will result in severe 
damage to the part. An indication of a properly socketed part is the 
appearance of the SYNC clock output. The lack of this clock may 
be used tp disable the prdgrammer. 

The Program/Verify sequence is: 

1 . A 0 = OV, CS = 5V, E A = 5V, RESET = OV, TESTO = 5V, 
VpD = 5V, clock applied or internal oscillator operating, 

BUS and PROG floating. 

2. Insert 8741 A in programming socket 

3. TEST Q = Ov (select program mode) 

4. EA = 23V (activate program mode) 

5. Address applied to BUS and P20-1 


6. RESET = 5v (latch address) 

7. Data applied to BUS 

8. Vqq = 25v (programming power) 

9. PROG = Ov followed by one 50ms pulse to 23V 

10. V DD = 5v 

11. TEST 0 = 5v (verify mode) 

1 2. Read and verify data on BUS 

13. TEST 0 = Ov 

14. RESET = Ov and repeat from step 5 

15. Programmer should be at conditions of step 1 when 
8741 A is removed from socket. 


8741 A Erasure Characteristics 

The erasure characteristics of the 8741 A are such that 
erasure begins to occur when exposed to light with 
wavelengths shorter than approximately 4000 Ang- 
stroms (A). It should be noted that sunlight and certain 
types of fluorescent lamps have wavelengths in the 
3000- 4000 A range. Data show that constant exposure to 
room level fluorescent lighting could erase the typical 
8741 A in approximately 3 years while it would take ap- 
proximately one week to cause erasure when exposed 
to direct sunlight. If the 8741 A is to be exposed to these 
types of lighting conditions for extended periods of 
,time, opaque labels are available from Intel which 
should be placed over the 8741 A window to prevent 
unintentional erasure. 

The recommended erasure procedure for the 8741 A is 
exposure to shortwave ultraviolet light which has a 
wavelength of 2537 A. The integrated dose (i.e., UV inten- 
sity x exposure time) for erasure should be a minimum 
of 15 w-sec/cm 2 . The erasure time with this dosage is 
approximately 15 to 20 minutes using an ultraviolet 
lamp with a 12,000 jiW/cm 2 power rating. The 8741 A 
should be placed within one inch of the lamp tubes dur- 
ing erasure. Some lamps have a filter on their tubes 
which should be removed before erasure. 
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U PI-41 A™ FEATURES AND 
ENHANCEMENTS 


1. Two Data Bus Buffers, one for input and one for out- 
put. This allows a much cleaner Master/Slave pro- 
tocol. 

INTERNAL 
DATA BUS 



If “EN FLAGS” has been executed, P 25 becomes the 
IBF (Input Buffer Full) pin. A “1” written to P 2 5 
enables the IBF pin (the pin outputs the inverse of the 
IBF Status Bit). A ”0” written to P 2 5 disables the IBF 
pin (the pin remains low). | This pin can be used to 
indicate that the UPI-41A is ready for data. 



DATA BUS BUFFER INTERRUPT CAPABILITY 

2. 8 Bits of Status 


st 7 

st 6 

st 5 

st 4 

F 1 

F 0 

IBF 

OBF 


D 7 D 6 D s D 4 D 3 D 2 D-J d 0 


ST4-ST7 are user definable status bits. These bits are 
defined by the ‘‘MOV STS, A” single byte, single 
cycle instruction. Bits 4-7 of the accumulator are 
moved to bits 4-7 of the status register. Bits 0-3 of 
the status register are not affected. 

MOV STS, A Op Code 90H 

1 0 0 1 0 0 0 0 
D 7 D 0 


3. RD and WR are edge triggered. IBF, OBF, F 1 and INT 
change internally after the trailing edge of RD or WR. 



EN FLAGS Op Code: 0F5H 


I 1 | 1 I 1 I 1 | 0 | 1 I 0 | 1 I 

t> 7 D q 


5. P 26 and P 27 are port pins or DMA handshake pins for 
use with a DMA controller. These pins default to port 
pins on Reset. 

If the ‘‘EN DMA” instruction has been executed, P 26 
becomes the DRQ (DMA ReQuest) pin. A “1” written 
to P 26 causes a DMA request (DRQ is activated). DRQ 
is deactivated by DACK • RD, DACK • WR, or execution 
of the ‘‘EN DMA” instruction. 

If “EN DMA” has been executed, P 27 becomes the 
DACK (DMA ACKnowledge) pin. This pin acts as a 
chip select input for the Data Bus Buffer registers 
during DMA transfers. 


4 . P 2 4 and P 25 are port pins or Buffer Flag pins which 
can be used to interrupt a master processor. These 
pins default to port pins on Reset. 

If the “EN FLAGS” instruction has been executed, 
P 24 becomes the OBF (Output Buffer Full) pin. A “1” 
written to P 24 enables the OBF pin (the pin outputs 
the OBF Status Bit). A “0” written to P 24 disables the 
OBF pin (the pin remains low). This pin can be used 
to indicate that valid data is available from the UPI- 
41 A (in Output Data Bus Buffer). 



DMA HANDSHAKE CAPABILITY 


EN DMA Op Code: 0E5H 


|i|i|i|o|o|i|o|i| 

Di D 0 
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Figure 1. 8085A-8041A Interface Figure 2. 8048-8041 A Interface 



Figure 3. 8041A-8243 Keyboad Scanner 


Figure 4. 8041 A Matrix Printer Interface 
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ABSOLUTE MAXIMUM RATINGS* 


Ambient Temperature Under Bias 0°C to 70®C 

Storage Temperature -65®C to + 150°C 

Voltage on Any Pin With Respect 

to Ground 0.5V to + 7V 

Power Dissipation 1.5 Watt 


* COMMENT : Stresses above those listed under "Absolute Maximum 
Ratings” may cause permanent damage to the device. This is a stress 
rating only and functional operation of the device at these or any other 
conditions above those indicated in the operational sections of this 
specification is not implied. Exposure to absolute maximum rating con- 
ditions for extended periods may affect device reliability. 


D.C. AND OPERATING CHARACTERISTICS 

T a =0°C to 70°C, Vss=0V, V C c=Vdd=+5V ±10%* 


Symbol 

Parameter 

Min. 

Max. 

Unit 

Test Conditions 

V,L 

Input Low Voltage (Except XTAL1, XTAL2, RESET) 

-0.5 

0.8 

V 


V,L1 

input Low Voltage (XTAL1, XTAL2, RESET) 

-0.5 

0.6 

V 


V| H 

Input High Voltage (Except XTAL1, XTAL2, RESET) 

2.2 

o< 

0 



V| H 1 

Input High Voltage (XTAL1, XTAL2, RESET) 

3.8 

0 

0 

> 

V 


_i 

o 

> 

Output Low Voltage (D 0 -D 7 ) 


0.45 

V 

l 0L = 2.0 mA 

VOLI 

Output Low Voltage (P 10 P 17 , p 20 p 27 > Sync) 


0.45 

V 

l 0L = 1.6 mA 

V OL2 

Output Low Voltage ( p rog) 


0.45 

V 

l 0L = 1.0 mA 

X 

o 

> 

Output High Voltage (D 0 -D 7 ) 

2.4 


V 

Iqh =: ~ 400 mA 

V<DH1 

Output High Voltage (All Other Outputs) 

2.4 


V 

•oh = ~ 50 /*A 

IlL 

Input Leakage Current (T 0 , T 1t RD, WR, CS, A 0 , EA) 


±10 

mA 

V SS - V iN - V CC 

•oz 

Output Leakage Current (D 0 -D 7 , High Z State) 


±10 

M A 

Vss + 0.45 < V 1N < Vqc 

'Ll 

Low Input Load Current (Pk) p i 7 , p 20 p 27 ) 


0.5 

mA 

V, L = 0.8V 

*LI1 

Low Input Load Current (RESET, SS) 


0.2 

mA 

V, L = 0.8V 

•dd 

V DD Supply Current 


15 

mA 

Typical = 5 mA 

*cc + !dd 

Total Supply Current 


125 

mA . 

Typical = 60 mA 


A.C. CHARACTERISTICS 

T a = 0°C to 70°C, V S S=0V, V cc = V DD = + 5V ±10% * 

DBB READ 


Symbol 

Parameter 

Min. 

Max. 

Unit 

Test Conditions 

*AR 

CS, A 0 Setup to RD1 

0 


ns 


*RA 

CS, A 0 Hold After TOt 

0 


ns 


*RR 

RD Pulse Width 

250 


ns 


Ud 

CS, A 0 to Data Out Delay 


225 

ns 

C L = 150 pF 

*RD 

RDJ to Data Out Delay 


225 

ns 

C L = 150 pF 

{ DF 

RT5t to Data Float Delay 


100 

ns 


^CY 

Cycle Time (Except 8741 A-8) 

2.5 

15 

fiS 

6.0 MHz XTAL 

*CY 

Cycle Time (8741 A-8) 

4.17 

15 

fiS 

3.6 MHz XTAL 


DBB WRITE 


Symbol 

Parameter 

Min. 

Max. 

Unit 

Test Conditions 

*AW * 

CS, A 0 Setup toWRi 

0 


ns 


*WA 

55, A 0 Hold After WRl 

0 


ns 


t W w 

WR Pulse Width 

250 


ns 


^DW 

Data Setup to WRt 

150 


ns 


*WD 

Data Hold After WRt 

0 


ns 
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A.C. TIMING SPECIFICATION FOR PROGRAMMING 


Ta= 0°C to 70°C, Vcc= +5V ± 10% * 


Symbol 

Parameter 

Min. 

Max. 

Unit 

Test Conditions 

tAW 

Address Getup Time to RESET 1 

4tcy 




tWA 

Address Hold Time After RESET t 

4tcy 




tow 

Data in Setup Time to PROG t 

4tcy 




tWD 

Data in Hold Time After PROG 1 

4tcy 




tPH 

RESET Hold Time to Verify 






V DD Setup Time to PROG 1 

■ 




tvDDH 

Vdd Hold Time After PROG i 

Hj 




tPW 

Program Pulse Width 

50 


mS 


tTW 

Test 0 Setup Time for Program Mode 

tCfM 




tWT 

Test 0 Hold Time After Program Mode 

m 




tDO 

Test 0 to Data Out Delay 


4tcy 



tww 

RESET Pulse Width to Latch Address 

4tcy 




t r , tf 

Vdd and PROG Rise and Fall Times 

0 5 

20 

MS 


tcv 

CPU Operation Cycle Time 

50 


M S 


tRE 

RESET Setup Time Before EA t. 

4tcy 





Note: If TEST 0 is high, tQQ can be triggered by RESET t . 

* For Extended Temperature EXPRESS, use M8741 A electrical parameters. 

D.C. SPECIFICATION FOR PROGRAMMING 

T a = 25 'C ±5°C,V ce = 5V ±5%, V DD = 25V ±1V 


Symbol 

Parameter 

Min. 

Max. 

Unit 

Test Conditions 

Vdoh 

Vdd Program Voltage High Level 

24 0 

26 0 

V 


Vddl 

Vdd Voltage Low Level 

4 75 

5 25 

V 


Vph 

PROG Program Voltage High Level 

21 5 

24.5 

V 


Vpl 

PROG Voltage Low Level 


02 

V 


Veah 

EA Program or Verify Voltage High Level 

21.5 

24 5 

V 


Veal 

EA Voltage Low Level 


5 25 

V 


Idd 

Vdd High Voltage Supply Current 


30 0 

mA 

1 


IPROG 

PROG High Voltage Supply Current 


16.0 

mA 


Iea 

EA High Voltage Supply Current 


1 0 

mA 




A.C. CHARACTERISTICS— PORT 2 

T a = 0"C to 70°C, : V cc = +5V ±10% 


Symbol 

Parameter 

Min. 

Max. 

Unit 

Test Conditions 

tCP 

Port Control Setup Before Falling 
Edge of PROG 

110 


ns 


tpc 

Port Control Hold After Falling 
Edge of PROG 

100 


ns 

* 

tPR * 

PROG to Time P2 Input Must Be Valid 


810 

ns 


tPF 

Input Data Hold Time 

0 

150 

ns 


tDP 

Output Data Setup Time 

250 


ns 


tPD 

Output Data Hold Time 

65 


ns 


tpp 

PROG Pulse Width 

1200 


ns 
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A.C. CHARACTERISTICS- DMA 


Symbol 

Parameter 

Min. 

Max. 

Unit 

Test Conditions 

Ucc 

DACK to WR or RD 

0 


ns 


*CAC 

RD or WR to DA CR 

0 


ns 


UCD 

DACK to Data Valid 


225 

ns 

C L = 150 pF 

tcRQ 

RD or WR to DRQ Cleared 


200 

ns 



CRYSTAL OSCILLATOR MODE 


DRIVING FROM EXTERNAL SOURCE 


< 15 pF 
(INCLUDES XTAL, 
SOCKET, STRAY) 



15-25 pF ZT 
(INCLUDES SOCKET, [ 
STRAY! - 4 - 


CRYSTAL SERIES RESISTANCE SHOULD BE 
<7552 AT 6 MHz, <18052 AT 3 6 MHz 


+ 5V 

r 


> 47052 


2 

XTAL1 

1 7 

+ 5V 


V-/ > 47052 


[ 1 3 


1 

BOTH XTAL1 AND XTAL2 SHOULD BE DRIVEN 
RESISTORS TO V C c ARE NEEDED TO ENSURE V| H = 3 8V 
IF TTL CIRCUITRY IS USED 


LC OSCILLATOR MODE 


_L_ C_ NOMINAL f 

45 m H 20 pF 5.2 MHz 

120 mH 20 pF 3.2 MHz 



vta.o Cp P = 5- 10 pF PIN TO-PIN 

XTAL2 CAPACITANCE 


EACH C SHOULD BE APPROXIMATELY 20 pF, INCLUDING STRAY CAPACITANCE 


TYPICAL 8041/8741 A CURRENT 


A.C. TESTING LOAD CIRCUIT 


+ 40 mA 

r 


20 mA 

i 

1 


20° 

40° € 



TEMP (°C) 
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WRITE OPERATION— DATA BUS BUFFER REGISTER. 



PORT 2 TIMING 


EXPANDER 

PORT 


top *| 'PD I 


EXPANDER 

PORT 
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WAVEFORMS FOR PROGRAMMING 



NOTES: 

1. PROG MUST FLOAT IF EA IS LOW (I.e., *23 V), OR IF T0 = 5V FOR THE 8741A. FOR THE 
8041 A PROG MUST ALWAYS FLOAT. 

2. XTAL1 AND XTAL 2 DRIVEN BY 3.6 MHz CLOCK WILL GIVE 4.17 ^sec t CY . THIS IS ACCEPT- 
ABLE FOR 8741A-8 PARTS AS WELL AS STANDARD PARTS. 

3. AO MUST BE HELD LOW (I.e., = 0V) DURING PROGRAM/VERIFY MODES. 


The 8741 A EPROM can be programmed by either of two 
Intel products: 

1. PROMPT-48 Microcomputer Design Aid, or 

2. Universal PROM Programmer (UPP series) peripheral 
of the Intellec® Development System with a UPP-848 
Personality Card. 
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WAVEFORMS- DMA 



INPUT AND OUTPUT WAVEFORMS FOR A.C. TESTS 


3G 


^TEST POINTS^ 2 


2^r 

±*A- 


C L = 150 pF 


Table 2. UPI™ Instruction Set 


Mnemonic 

Description 

Bytes 

Cycles 

Accumulator 




ADD A,Rr 

Add register to A 

1 

1 

ADD A,@Rr 

Add data memory to A 

1 

1 

ADD A,#data 

Add immediate to A 

2 

2 

ADDC A,Rr 

Add register to A with 
carry 

1 

1 

ADDC A,@Rr 

Add data memory to A 
with carry 

1 

1 

ADDC A, 
#data 

Add immed. to A with 
carry 

2 

2 

ANL A,Rr 

AND register to A 

1 

1 

ANL A,@Rr 

AND data memory to A 

1 

1 

ANL A,#data 

AND immediate to A 

2 

2 

ORL A,Rr 

OR register to A 

1 

1 • 

ORL A,@Rr 

OR data memory to A 

1 

1 

ORL A,#data 

OR immediate to A 

2 

2 

XRL A,Rr 

Exclusive OR register 
to A 

1 

1 


Mnemonic 

Description 

Bytes 

Cycles 

XRL A,@Rr 

Exclusive OR data 
memory to A 

1 

1 

XRL A,# data 

Exclusive OR imme- 
diate to A 

2 

2 

INC A 

Increment A 

1 

1 

DEC A 

Decrement A 

1 

1 

CLR A 

Clear A 

1 

1 

CPL A 

Complement A 

1 

1 

DA A 

Decimal Adjust A 

1 

1 

SWAP A 

Swap nibbles of A 

1 

1 

RL A 

Rotate A left 

1 

1 

RCL A 

Rotate A left through 
carry 

1 

1 

RR A 

Rotate A right 

1 

1 

RRC A 

Rotate A right through 
carry * 

1 

1 
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Table 2. UPI™ Instruction Set (Cont’d.) 


Mnemonic 

Description 

Bytes 

Cycles 

Input/Output 




In A,Pp 

Input port to A 

1 

2 

OUTL Pp,A 

Output A to port 

1 

2 

ANL Pp,#data 

AND immediate to port 

2 

2 

ORL Pp,#data 

OR immediate to port 

2 

2 

In A, DBB 

Input DBB to A, 
clear IBF 

1 

1 

OUT DBB, A 

Output A to DBB, 
set OBF 

1 

1 

MOV STS, A 

A4-A7 to Bits 4-7 
of Status 

1 

1 

MOVD A,Pp 

Input Expander port 
to A 

1 

2 

MOVD Pp, A 

Output A to Expander 
port 

1 

2 

ANLD Pp,A 

AND A to Expander 

1 

2 

ORLD Pp,A 

OR A to Expander 
port 

1 

2 

Data Moves 




MOV A,Rr 

Move register to A 

1 

1 

MOV A,@Rr 

Move data memory 
to A 

1 

1 

MOV A,# data 

Move immediate to A 

2 

2 

MOV Rr,A 

Move A to register 

1 

1 

MOV @Rr,A 

Move A to data 
memory 

1 

1 

MOV Rr,#data 

Move immediate to 
register 

2 

2 

MOV @Rr, 
#data 

Move immediate to 
data memory 

2 

2 

MOV A, PSW 

Move PSW to A 

1 

1 

MOV PSW,A 

Move A to PSW 

1 

1 

XCH A,Rr 

Exchange A and 
register 

1 

1 

XCH A,@Rr 

Exchange A and data 
memory 

1 

1 

XCHD A,@Rr 

Exchange digit of A 
and register 

1 

1 

MOVP A,@A 

Move to A from 
current page 

1 

2 

MOVP 3 , A,@A 

Move to A from 
page 3 

1 

2 

Timer/Counter 




MOV A,T 

Read Timer/Counter 

1 

1 

MOV T,A 

Load Timer/Counter 

1 

1 

STRTT 

Start Timer 

1 

1 

STRT CNT 

Start Counter 

1 

1 

STOP TCNT 

Stop Timer/Counter 

1 

1 

EN TCNTI 

Enable Timer/Counter 

1 

1 

DIS TCNTI 

Disable Timer/ 
Counter Interrupt 

1 

1 


Mnemonic 

Description 

Bytes 

Cycles 

Control 
EN DMA 

Enable DMA Hand- 
shake Lines 

1 

1 

EN 1 

Enable IBF Interrupt 

1 

1 

DIS 1 

Disable IBF Interrupt 

1 

1 

EN FLAGS 

Enable Master 
Interrupts 

1 

1 

SEL RBO 

Select register 
bank 0 

1 

1 

SEL RBI 

Select register 
bank 1 

1 

1 

NOP 

No Operation 

1 

1 

Registers 

INC Rr 

Increment register 

1 

1 

INC @Rr 

Increment data 
memory 

1 

1 

DEC Rr 

Decrement register 

1 

1 

Subroutine 

CALL addr 

Jump to subroutine 

2 

2 

RET 

Return 

1 

2 

RETR 

Return and restore 
status 

1 

2 

Flags 

CLRC 

Clear Carry 

1 

1 

CPLC 

Complement Carry j 

1 

1 

CLR F 0 

Clear Flag 0 

1 

1 

CPL F 0 

Complement Flag 0 

1 

1 

CLR FI 

Clear FI Flag 

1 

1 

CPL FI 

Complement FI Flag 

1 

1 

Branch 

JMPaddr 

Jump unconditional 

2 

2 

JMPP @A 

Jump indirect 

1 

2 

DJNZ Rr,addr 

Decrement register 
and jump 

2 

2 

JC addr 

. Jump on Carry =1 

2 

2 

JNC addr 

Jump on Carry -0 

2 

2 

JZ addr 

Jump on A Zero 

2 

2 

JNZ addr 

Jump on A not Zero 

2 

2 

JTO addr 

Jump on T 0=1 

2 

2 

JNTO addr 

Jump on T 0=0 

2 

2 

JT 1 addr 

Jump on T 1 =1 

2 

2 

JNT1 addr 

Jump on T 1=0 

2 

2 

JFO addr 

Jump on F 0 Flag =1 

2 

2 

JF 1 addr 

Jump on FI Flag =1 

2 

2 

JTF addr 

Jump on Timer 
Flag= 1 , Clear Flag 

2 

2 

JN 1 BF addr 

Jump on IBF Flag =0 

2 

2 

JOBF addr 

Jump on OBF Flag =1 

2 

2 

JBb addr 

Jump on Accumulator 
Bit 

2 

2 
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UNIVERSAL PERIPHERAL INTERFACE 
8-BIT MICROCOMPUTER 

■ 8042/8742: 12 MHz 

■ Pin, Software and Architecturally 
Compatible with 8041 A/8741 A 

■ 8-Bit CPU plus ROM, RAM, I/O, Timer 
and Clock in a Single Package 

■ 2048 x 8 ROM/EPROM, 128 x 8 RAM, 

8-Bit Timer/Counter, 18 Programmable 
I/O Pins 

■ One 8-Bit Status and Two Data 
Registers for Asynchronous 
Slave-to-Master Interface 

■ DMA, Interrupt, or Polled Operation 
Supported 

The Intel 8042/8742 is a general-purpose Universal Peripheral Interface that allows the designer to grow his own 
customized solution for peripheral device control. It contains a low-cost microcomputer with 2K of program memory, 
128 bytes of data memory, 8-bit CPU, I/O ports, 8-bit timer/counter, and clock generator in a single 40-pin package. 
Interface registers are included to enable the UPI device to function as a peripheral controller in the MCS-48™, 
MCS-51™, MCS-80™, MCS-85™, iAPX-88, iAPX-86 and other 8-, 16-bit systems. 

The 8042/8742 is software, pin, and architecturally compatible with the 8041 A, 8741 A. The 8042/8742 doubles the on-chip 
memory space to allow for additional features and performance to be incorporated in upgraded 8041 A/8741 A designs. For 
new designs, the additional memory and performance of the 8042/8742 extends the UPI condept to more complex motor 
control tasks, 80-column' printers and process control applications as examples. 

To allow full user flexibility, the program memory is available as ROM in the 8042 version or as UV-erasable EPROM in 
the 8742 version. The 8742 and the 8042 are fully pin compatible for easy transition from prototype to production level 
designs. 


■ Fully Compatible with all Intel and 
Most Other Microprocessor 
Families 

■ Interchangeable ROM and EPROM 
Versions 

■ Expandable I/O 

■ RAM Power-Down Capability 

■ Over 90 Instructions: 70% Single Byte 

■ Available in EXPRESS 

— Standard Temperature Range 




PERIPHERAL 

INTERFACE 


TEST 0 C 1 
XTAL1 C 2 
XTAL2 C 3 
RESET C * 
SSC 5 

CSC 6 
EAC 7 
SBC • 
AoC 
WRC 
SYNC C 

°0C 

01 C 

02 C 

03 C 

04 C 

05 C 

o«C 

07 C 
vssC 


10 


17 


40 I)VCC 
39 □ TEST 1 
30 □P27/BSCK 
17 □ P26/DRO 

30 DPjs/iSF 
3$ □P24/OSF 
34 I)Pl7 

33 HRlO 
32 3P15 

31 3P14 
30 I]P13 

» I]P12 

!0 Jhl 
IT □ PlO 
» D VOD 
!5 DPROG 
!4 HP23 
!3 DP22 

!2 UP21 
(1 JPX 


Figure 2. Pin Configuration 


Figure 1. Block Diagram 


Intel Corporation Assumes No Responsibilty for the Use of Any Circuitry Other Than Circuitry Embodied in an Intel Product No Other Circuit Patent Licenses are Implied 
©INTEL CORPORATION, 1983 FEBRUARY 1983 
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Table 1 . Pin Description 


Symbol 

Pin 

No. 

Type 

Name and Function 

SYNC 

11 

0 

Output Clock: Output signal which 
occurs once per UPI-42 instruction 
cycle. SYNC can be used as a strobe 
for external circuitry; it is also used to 
synchronize single step operation. 

D 0 -D 7 

(BUS) 

12-19 

I/O 

Data Bus: Three-state, bidirectional 
DATA BUS BUFFER lines used to in- 
terface the UPI-42 microcomputer to 
an 8-bit master system data bus. 

P10-P17 

27-34 

I/O 

Port 1: 8-bit, PORT 1 quasi-bid irec- 
tional I/O lines. 

P20‘P27 

21-24 

35-38 

I/O 

Port 2: 8-bit, PORT 2 quasi-bidirec- 
tional I/O lines. The lower 4 bits (P 20 - 
P 23 ) interface directly to the 8243 I/O 
expander device and contain address 
and data information during PORT 4-7 
access The upper 4 bits (P 2 4 -P 27 ) can 
be programmed to provide interrupt 
Request and DMA Handshake capa- 
bility. Software control can configure 
P 24 as Output Buffer Full (OBF) inter- 
rupt, P 25 as Input Buffer Full (IBF) 
interrupt, P 26 as DMA Request 
(DRQ), and P 27 as DMA ACKnowledge 
(DACK). 

PROG 

25 

I/O 

Program: Multifunction pin used as 
the program pulse input during 
PROM programming. 

During I/O expander access the PROG 
pin acts as an address/data strobe to 
the 8243. This pin should be tied high 
if unused. 

v cc 

,40 


Power: +5V main power supply pin. 

Vdd 

26 


Power: +5V during normal opera- 
tion. + 21V during programming 
operation. Low power standby pin in 
ROM version. 

v ss 

20 


Ground: Circuit ground potential. 


Symbol 

Pin 

No. 

Type 

Name and Function 

TEST 0, 

1 

1 

Test Inputs: Input pins which can be 

TEST 1 

39 


directly tested using conditional 
branch instructions. 

Frequency Reference: TEST 1 (T-,) 
also functions as the event timer in- 
put (under software control). TEST 0 
(T 0 ) is used during PROM program- 
ming and verification in the 8742. 

XTAL 1, 

2 

1 

Inputs: Inputs for a crystal, LC or an 

XTAL2 

3 


external timing signal to determine 
the internal oscillator frequency. 

RESET 

4 


Reset: Input used to reset status flip- 
flops and to set the program counter 
to zero. 

RESET is also used during PROM pro- 
gramming and verification. 

SS 

5 

1 

Single Step: Single step input used 
in conjunction with the SYNC out- 
put to step the program through 
each instruction. (8742 only) 

CS 

6 

1 

Chip Select: Chip select input used to 
select one UPI microcomputer out of 
several connected to a common data 
bus. 

EA 

7 

1 

External Access: External access 
input which allows emulation, testing 
and PROM/ROM verification. This 
pin should be tied low if unused. 

RD 

8 

1 

Read: I/O .read input which enables 
the master CPU to read data and 
status wprds from the OUTPUT DATA 
BUS BUFFER or status register. 

A 0 

9 

1 

Command/Data Select: Address input 
used by the master processor to in- 
dicate whether byte transfer is data 
(A 0 =0, FI is reset) or command 
(A 0 = 1, FI is set). 

WR 

10 

l 

Write: I/O write input which enables 
the master CPU to write data and 
command words to the UPI INPUT 
DATA BUS BUFFER 
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U PI-42 FEATURES 


pin (the pin remains low). This pin can be used to 
indicate that the UPI-42 is ready for data. 


1. Two Data Bus Buffers, one for input and one for out- 
put. This allows a much cleaner Master/Slave pro- 
tocol. 


INTERNAL 
DATA BUS 



2. 8 Bits of Status 


st 7 

st 6 

st 5 

st 4 

Pi 

p 0 

IBF 

OBF 


°7 °6 °5 °4 °3 °2 °1 D 0 



OBF (INTERRUPT REQUEST) 


IBF (INTERRUPT REQUEST) 


DATA BUS BUFFER INTERRUPT CAPABILITY 


EN FLAGS OpCode 0F5H 

11110 10 1 
°7 D 0 

5. P 2 6 and P 2 7 are port pins or DMA handshake pins for 
use with a DMA controller. These pins default to port 
pins on Reset. 


ST 4 -ST 7 are user definable status bits These bits are 
defined by the “MOV STS, A” single byte, single 
cycle instruction Bits 4-7 of the accumulator are 
moved to bits 4-7 of the status register. Bits 0-3 of 
the status register are not affected 

MOV STS, A Op Code 90H 

1 0 | 0 1 0 0 0 0 
d 7 d 0 


If the “EN DMA” instruction has been executed, P 26 
becomes the DRQ (DMA ReQuest) pin. A “1” written 
to P 26 causes a DMA request (DRQ is activated). DRQ 
is deactivated by DACKRD, DACKWR, or execution 
of the “EN DMA” instruction. 

If “EN DMA” has been executed, P 27 becomes the 
DACK (DMA ACKnowledge) pin. This pin acts as a 
chip select input for the Data Bus Buffer registers 
during DMA transfers. 


3. RD and WR are edge triggered IBF, OBF, F 1 and INT 
change internally after the trailing edge of RD or WR 



During the time that the host CPU is reading the 
status register, the 8042/8742 is prevented from up- 
dating this register or is ‘locked out.’ 

4. P 24 and P 25 are port pins or Buffer Flag pins which* 
can be used to interrupt a master processor. These 
pins default to port pins on Reset. 

If the “EN FLAGS” instruction has been executed, 
P 24 becomes the OBF (Output Buffer Full). pin. A “1” 
written to P 24 enables the OBF pin (the pin outputs 
the OBF Status Bit). A “0” written to P 24 disables the 
OBF pin (the pin remains low) This pm can be used 
to indicate that valid data is available from the UPI- 
41A (in Output Data Bus Buffer) 

If “EN FLAGS” has been executed, P 25 becomes the 
IBF (Input Buffer Full) pin. A “1” written to P 25 
enables the IBF pin (the pin outputs the inverse of the 
IBF Status Bit). A “0” written to P 25 disables the fiBF* 



DMA HANDSHAKE CAPABILITY 


EN DMA Op Code- 0E5H 


i 1 1 1 1 M 0 1 0 I 1 I 0 I 1 I 

D 1 °0 


6. The RESET input on the 8042/8742 includes a 2-stage 
synchronizer to support reliable reset operation for 
12 MHz operation. 

7. When EA is enabled on the 8042/8742, the program 
counter is placed on Port 1 and the lower three bits of 
Port 2 (MSB = P 22 , LSB = P 10 ). On the 8042/8742 this* 
information is multiplexed with PORT DATA (see port 
timing diagrams at end of this data sheet). 
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APPLICATIONS 



Figure 3. 8088-8042/8742 Interface Figure 4. 8048 H -8042/8742 Interface 


Figure 5. 8042/8742-8243 Keyboard Scanner Figure 6. 8042/8742 80-Column Matrix Printer Interface 

WARNING 

An attempt to program a missocketed 8742 will result in severe damage 
to the part An indication of a properly socketed part is the appearance 
of the SYNC clock output The lack of this clock may be used to disable 
the programmer 

The Program/Verify sequence is: 

1. Aq = 0V, CS = 5V, EA = 5V, RESET = 0V, TESTO = 5V, 

Vqd = 5V, clock applied or internal oscillator operating, BUS 
floating, PROG = 5V 

2. Insert 8742 m programming socket 

3. TEST 0 = Ov (select program mode) 

4. EA = 18V (active program mode)* 

5. Address applied to BUS and P 20.22 

6. RESET = 5v (latch address) 

7. Data applied to BUS** 

8. Vqd - 21V (programming power)** 

9. PROG = Vcc followed by one 50 ms pulse to 1 8V** 

10. V dd = 5v 

11. TEST 0 = 5v (verify mode) 


PROGRAMMING, VERIFYING, AND 
ERASING THE 8742 EPROM 

Programming Verification 

In brief, the programming process consists of: activating 
the program mode, applying an address, latching the 
address, applying data, and applying a programming pulse. 
Each word is programmed completely before moving on to 
the next and is followed by a verification step. The follow- 
ing is a list of the pins used for programming and a descrip- 
tion of their functions: 


Pin 

Function 

XTAL 1 

Clock Input 

Reset 

Initialization and Address Latching 

Test 0 

Selection of Program or Verify Mode 

EA 

Activation of Program/Verify Modes 

BUS 

Address and Data Input 
Data Output During Verify 

P20-12 

Address Input 

V DD 

Programming Power Supply 

PROG 

Program Pulse Input 
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12: Read and verify data on BUS 

13. TEST 0 = Ov 

14. RESET = Ov and repeat from step 5 

15. Programmer should be at conditions of step 1 when 
8742 is removed from socket 

*When verifying ROM, EA= 12V. 

**Not used in verifying ROM procedure. 

8742 Erasure Characteristics 

The erasure characteristics of the 8742 are such that 
erasure begins to occur when exposed to light with 
wavelengths shorter than approximately 4000 Ang- 
stroms (A). It should be noted that sunlight and certain 
types of fluorescent lamps have wavelengths in the 
3000-4000A range. Data show that constant exposure to 
room level fluorescent lighting could erase the typical 
8742 in approximately 3 years while it would take ap- 


proximately one week to cause erasure when exposed 
to direct sunlight. If the 8742 is to be exposed to these 
types of lighting conditionssfor extended periods of 
time, opaque labels are available from Intel which 
should be placed over the 8742 window to prevent unin- 
tentional erasure. 

The recommended erasure procedure for the 8742 is 
exposure to shortwave ultraviolet light which has a 
wavelength of 2537 A. The integrated dose (i.e., UV inten- 
sity x exposure time) for erasure should be a minimum 
of 15 w-sec/cm 2 . The erasure time with this dosage is 
approximately 15 to 20 minutes using an ultraviolet* 
lamp with a 12,000 j*W/cm 2 power rating. The 8742 
should be placed within one inch of the lamp tubes dur- 
ing erasure. Some lamps have a filter on their tubes 
which should be removed before erasure. 


> 
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ABSOLUTE MAXIMUM RATINGS* 


Ambient Temperature Under Bias . .. .0°Cto70°C 

Storage Temperature -65°Cto +150°C 

Voltage on Any Pin With Respect 

to Ground -0.5V to +7V 

Power Dissipation 1 5 Watt 


* NOTICE- Stresses above those listed under “ Absolute 
Maximum Ratings” may cause permanent damage to the 
device This is a stress rating only and functional opera- 
tion of the device at these or any other conditions above 
those indicated in the operational sections of this specifi- 
cation is not implied Exposure to absolute maximum 
rating conditions for Extended periods may affect device 
reliability. 


D.C. CHARACTERISTICS (T A = o° to +70° c, Vqc = v dd = + 5V ± 10 %) 


Symbol 

Parameter 

8042/8742 

Units 

Notes 

Min. 

Max. 

V|L 

Input Low Voltage (Except XTAL1, XTAL2, RESET) 

-0.5 

08 

V 


V|L 1 

Input Low Voltage (XTAL1, XTAL2, RESET) 

-0.5 

06 

V 


V|H 

Input High Voltage (Except XTAL1, XTAL2, RESET) 

20 

v cc 

V 


V|H 1 

Input High Voltage /XTAL1, RESET) 

35 

v cc 

V 


V IH2 

Input High Voltage (XTAL2) 

22 

V CC 

V 


VOL 

Output Low Voltage (D 0 -D 7 ) 


0 45 

V 

Iql = 20 mA 

VOL 1 

Output Low Voltage (P-|o p 17- p 20 p 27- Sync) 


0 45 

V 

•OL = 16 mA 

v OL2 

Output Low Voltage (PROG) 


0 45 

V 

Iql = 1 0 mA 

v OH 

Output High Voltage (D 0 -D 7 ) 

24 


V 

Iqh = ~ 400 M A 

v OH1 

Output High Voltage (All Other Outputs) 

24 



*OH = ~ 50 mA 

•iL 

Input Leakage Current (Tq, T-j, RD, WR, CS, Aq, EA) 


± 10 

mA 

V SS^ V IN^ V CC 

•OFL 

Output Leakage Current (D 0 -D 7 , High Z State) 


± 10 

mA 

V SS + 0 45 
^ v OUT^ V CC 

'Ll 

Low Input Load Current (Pio p i 7 - p 20 p 27) 


03 

mA 

V| L = 0 8 V 

•lii 

Low Input Load Current (RESET, SS) 


02 

mA 

V| L = 0 8 V 

•dd 

Vqd Supply Current 


20 

mA 

Typical = 5 mA 

•cc + 'dd 

Total Supply Current 


135 

mA 

Typical = 60 mA 

'IH 

Input Leakage Current (Pio~ p l 7 - p 20“ p 27) 


100 

mA 

V IN = V CC 

C IN 

Input Capacitance 


10 

pF 


c IO 

I/O Capacitance 


20 

PF 



D.C. CHARACTERISTICS — PROGRAMMING (t a =25°c ±5°c, v cc = 5 V ± 5 %, v DD = 2 iv ±o. 5 V 


Symbol 

Parameter 

Min. 

Max. 

Units 

Test Conditions 

Vdoh 

Vqo Program Voltage High Level 

20.5 

21.5 

V 


V DDL 

Vdd Voltage Low Level 

4.75 

5.25 

V 


V PH 

PR0.G Program Voltage High Level 

17.5 

18.5 

V 


V PL 

PROG Voltage Low Level 

Vcc-0.5 

Vcc 

V 


VEAH 

EA Program or Verify Voltage High Level 

17.5 

18.5 

V 


Veal 

E A Voltage Low Level 


5.25 

V 


•dd 

Vdd H'9 h Voltage Supply Current 


30.0 

mA 


•prog 

PROG High Voltage Supply Current 


1.0 

mA 


•ea 

EA High Voltage Supply Current 


1.0 

mA 
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A.C. CHARACTERISTICS (T A =o°cto +70°c, v S s=ov, v C c=v DD =+5V± 10%) 

DBB READ 


Symbol 

Parameter 

8042 

8742 



Units 

Min. 

Max. 

Min. 

Max. 

*AR 

CS, Ao Setup to RD| 

0 


0 


ns 

tRA 

CS, Aq Hold After RDf 

0 


0 


ns 

tRR 

RD Pulse Width 

160 


160 


ns 

tAD 

CS, Ao to Data Out Delay 


130 


130 

ns 

tRD 

RDi to Data Out Delay 


130 


130 

ns 

*DF 

RD| to Data Float Delay 


85 


85 

ns 


DBB WRITE 


Symbol 

Parameter 

Min. 

Max. 

Min. 

Max. 

Units 

*AW 

CS, Aq Setup to WR| 

0 


0 


ns 

*WA 

CS, Aq Hold After WR| 

0 


0 


ns 

tww 

WR Pulse Width 

160 


160 


ns 

tpw 

Data Setup to WR| 

130 


130 


ns 

tWD 

Data Hold After WR| 

0 


0 


ns 


CLOCK 


Symbol 

Parameter 

8042 

8742 

Units 

Min. 

Max. 

Min. 

Max. 


Cycle Time 

1.25 

9.20 

1.25 

9 20 

/uS 1 ’ 1 

*CYC 

, Clock Period 

83.3 

613 

83 3 

613 

ns 

tpWH 

Clock High Time 

33 


38 


ns 

*PWL 

Clock Low Time 

33 


38 


ns 

l R 

Clock Rise Time 


10 


10 

ns 

>F 

Clock Fall Time 


10 


10 

ns 


NOTE: 

1. t CY = 15/f(XTAL) 
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A.C. CHARACTERISTICS (T a =25 0 c±5°c, v C c=5V±5%, v D d= 21 v ±o.5V) 

PROGRAMMING 


Symbol 

Parameter 

Min. 

Max. 

Unit 

Test Conditions 

*AW 

Address Setup Time to RESETf 

4t C Y 





Address Hold Time After RESETf 

4t C Y 




*DW 

Data in Setup Time to PROGT 

4t C Y 




*WD 

Data in Hold Time After PROGj 

4t C Y 




tpH 

RESET Hold Time to Verify 

4t C Y 




tyDDW 

' Vdd Setup Time to PROG| 

0 

1.0 

mS 


tVDDH 

V DD Hold Time After PROGf 

0 

1.0 

mS 


tpw 

Program Pulse Width 

50 

60 

mS' 


tTW 

Test 0 Setup Time for Program Mode 

4t C y 




tWT 

Test 0 Hold Time After Program Mode 

4tcY 




*DO 

Test 0 to Data Out Delay 


4t C Y 



tww 

RESET Pulse Width to Latch Address 

4tcY 




tr.tf 

Vqd and PROG Rise and Fall Times 

0.5 

100 

/AS 


tCY 

CPU Operation Cycle Time 

4.0 


fJL s 


tRE 

RESET Setup Time Before EA| 

4tcY 





NOTE: 

If TEST 0 is high, too can be triggered by RESETj. 

A.C. CHARACTERISTICS dma 


Symbol 

Parameter 

8042 

8742 

Units 

Min. 

Max. 

Min. 

Max. 

Ucc 

DACK to WR or RD 

0 


0 


ns 

*CAC 

RD or WR to DACK 

0 


0 


ns 

t A CD 

DACK to Data Valid 


130 


130 ' 

ns 

tCRQ 

RD or WR to DRQ Cleared 


110 


130 

ns [1) 


NOTE: 

1. C L = 150 pF. 


A.C. CHARACTERISTICS port 2 (T A =o°cto + 70°c, v cc = + 5V ±io%) 


Symbol 

Parameter 

f(tCY) 

8042/8742 131 

Units 

Min. 

Max. 

tCP 

Port Control Setup Before Falling Edge of PROG 

1/15 t C Y“ 28 

55 


ns [11 

tpc 

Port Control Hold After Falling Edge of PROG 

1/10 t C Y 

125 


ns [21 

tpR 

PROG to Time P2 Input Must Be Valid 

<8/15t C Y-16 


650 

ns^ 1 ^ 

tpp 

Input Data Hold Time 


0 

150 

ns^ 

*DP 

Output Data Setup Time 

2/10 T C Y 

250 


ns^ 1 ^ 

tPD 

Output Data Hold Time 

1/10tcY-80 

45 


ns' 2 ! 

tpp 

PROG Pulse Width 

6/10 tQY 

750 


ns 


NOTES: 


1. C l =80 pF. 

2. C|_=20 pF. 

3. tcY = 1 25 fis 
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A.C. TESTING INPUT, OUTPUT WAVEFORM A.C. TESTING LOAD CIRCUIT 



DRIVING FROM EXTERNAL SOURCE-TWO OPTIONS 



LC OSCILLATOR MODE 


L C NOMINAL 

f 


45 .<H 20 pF 5 2 MHz 


' ~ 2"\/’LC' 

120 ,-H 20 pF 3 2 MHz 





XTAL1 r 

C + 3Cpp 

: 

- C 1 

» /• 2 

s~ = 

3 L 

r c I 



r i 

Cpp ~ 5- 10 pF PIN TO PIN 



XTAL2 CAPACITANCE 

EACH C SHOULD BE APPROXIMATELY 20 pF INCLUDING STRAY CAPACITANCE 


CRYSTAL OSCILLATOR MODE 

£. XTAL1 

I I 163-12 

1 MHz 

T 

j | XTAL2 

3 

Cl 5pF (STRAY 5pF) 

C2 (CRYSTAL + STRAY) 8pF 
C3 20-30pF INCLUDING STRAY 

CRYSTAL SERIES RESISTANCE SHOULD BE LESS THAN 
300 AT 12 MHz; LESS THAN 750 AT 6 MHz; LESS THAN 
1800 AT 3.6 MHz. 
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WAVEFORMS (Continued) 



VERIFY MODE (ROM/EPROM) 

18V 


EA 5V i 
5 V 


5V / " 


-*WW- 




X 


\ 


X 


-t AW- 


Z>-< 


X 


JwaI 


ADDRESS 
(0-7) VALID 


X DATA OUT \ 

VAUD / V 


x 


NEXT 

ADDRESS 


ADDRESS (8-10) VALID 


X 

\/ NEXT DATA \ 

OUT VALID r* ' 


NEXT ADDRESS VALID 


NOTES: 

1 PROG MUST FLOAT IF EA IS LOW OR IF TEST 0 = 5V FOR THE 8742 FOR THE 8042 PROG MUST ALWAYS FLOAT. 

2 A 0 MUST BE HELD LOW (i e , = OV) DURING PROGRAM/VERIFY MODES. 

3 TEST 0 MUST BE HELD HIGH. 


The 8742 EPROM can be programmed by the following 2. iU P-200/ ill P-201 PROM Programmer with the iUP- 
Intel products: v F87/44 Personality Module. 

1. Universal PROM Programmer (UPP 103) peripheral 
of the Intellec® Development System with a UPP-549 
Personality Card. 


5-836 


210393-001 





8042/8742 


mOMDIMIRV 


WAVEFORMS (Continued) 



5-837 


210393-001 


1 








8042/8742 


iny 


Table 2. UPI™ Instruction Set 


| Mnemonic 

Description 

Bytes 

Cycles | 

| DATA MOVES ] 

MOV A, Rr 
MOV A, @Rr 

MOV A, #data 

MOV Rr, A 
MOV @Rr, A 

MOV Rr, #data 

MOV @Rr, 
#data 

MOV A, PSW 
MOV PSW, A 
XCH A, Rr 

XCH A, @Rr 

XCHD A, @Rr 

MOVP A, @A 

MOVP3, A, @A 

Move register to A 
Move data memory 
to A 

Move immediate 
TO A 

Move A to register 
Move A to data 
memory 

Move immediate to 
register 

Move immediate to 
data memory 
Move PSW to A 
Move A to PSW 
Exchange A and 
register 

Exchange A and 
data memory 
Exchange digit of A 
and register 
Move to A from 
current page 
Move to A from 
page 3 

1 

1 

2 

1 

1 

2 

2 

1 

1 

1 

1 

1 

1 

1 

1 

1 

2 

1 

1 

2 

2 

1 

1 

1 

1 

^ 1 
2 
2 

TIMER/COUNTER | 

MOV A, T 

Read Timer/Counter 

1 

1 

MOV T, A 

Load Timer/Counter 

1 

1 

STRTT 

Start Timer 

1 

1 

STRT CNT 

start Counter 

1 

1 

STOP TCNT 

Stop Timer/Counter 

1 

1 

EN TCNTI 

Enable Timer/ 

1 

1 


Counter Interrupt 



DIS TCNTI 

Disable Timer/ 

1 

1 


Counter Interrupt 



CONTROL ) 

EN DMA 

Enable DMA Hand- 

1 

1 


shake Lines 



EN 1 

Enable IBF Interrupt 

1 

1 

DIS 1 

Disable IBF Inter- 

1 

1 


rupt 



EN FLAGS 

Enable Master 

1 

1 


Interrupts 



SEL RBO 

Select register 

1 

1 


bank 0 



SEL RBI 

Select register 

1 

1 


bank 1 



NOP 

No Operation 

1 

1 

REGISTERS | 

INC Rr 

Increment register 

1 

1 

INC @Rr 

Increment data 

1 

1 


memory 



DEC Rr 

Decrement register 

1 

1 

[ SUBROUTINE j 

CALL addr 

Jump to subroutine 

2 

2 

RET 

Return 

1 

2 

RETR 

Return and restore 

1 

2 


status 




Mnemonic 

Description 

Bytes 

Cycles 

ACCUMULATOR 




ADD A, Rr . 
ADD A, @Rr 

ADD A, #data 
ADDC A, Rr 

ADDC A, @Rr 

ADDC A, #data 

ANL A, Rr 
ANL A, @Rr 

ANL A, #data 
ORLA, Rr 
ORLA, @Rr 

ORL A, #data 
XRL A, Rr 

XRL A, @Rr 

XRL A, #data 

INCA 
DEC A 
CLR A 
CPL A 
DA A 
SWAP A 
RL A 
RLC A 

RR A 
RRC A 

Add register to A 
Add data memory 
to A 

Add immediate to A 
Add register to A 
with carry 
Add data memory 
to A with carry 
Add immediate 
to A with carry 
AND register to A 
AND data memory 
to A 

AND immediate to A 
OR register to A 
OR data memory 
to A 

OR immediate to A 
Exclusive OR regis- 
ter to A 

Exclusive OR data 
memory to A 
Exclusive OR imme- 
diate to A 
Increment A 
Decrement A 
Clear A 

Complement A 
Decimal Adjust A 
Swap nibbles of A 
Rotate A left 
Rotate A left through 
carry 

Rotate A right 
Rotate A right 
through carry 

1 

1 

2 

1 

1 

2 

1 

1 

2 

1 

1 

2 

1 

1 

2 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

2 

1 

1 

2 

1 

1 

2 

1 

1 

2 

1 

' 1 

2 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

INPUT/OUTPUT 




IN A, Pp 

Input port toA 

1 

2 

OUTL Pp, A 

Output A to port 

1 

2 

ANL Pp, #data 

AND immediate to 
port 

2 

2 

ORL Pp, #data 

OR immediate to 
port 

2 

2 

IN A, DBB 

Input DBB to A, 
clear IBF 

1 

1 

OUT DBB, A 

Output A to DBB, 
set OBF 

1 

1 

MOV STS, A 

A4-A7 to Bits 4-7 of 
Status 

1 

1 

MOVD A, Pp 

Input Expander 
port to A 

1 

2 

MOVD Pp, A 

Output A to 
Expander port 

1 

2 

ANLD Pp, A 

AND A to Expander 
port 

1 

2 

ORLD Pp, A 

OR A to Expander, 
port 

1 

2 




( 
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Table 2. UPI™ Instruction Set (Continued) 


Mnemonic 

Description 

Bytes 

Cycles 

| FLAGS 1 

CLRC 

Clear Carry 

1 

1 

CPLC 

Complement Carry 

1 

1 

CLR FO 

Clear Flag 0 

1 

1 

CPL FO 

Complement Flag 0 

1 

1 

CLR FI 

Clear FI Flag 

1 

1 

CPL FI 

Complement FI Flag 

1 

1 

BRANCH 

JMP addr 

Jump unconditional 

2 

2 

JMPP @A 

Jump indirect 

1 

2 

DJNZ Rr, addr 

Decrement register 

2 

2 


and jump 



JC addr 

Jump on Carry =1 

2 

2 

JNC addr 

Jump on Carry = 0 

2 

2 

JZ addr 

Jump on A Zero 

2 

2 

JNZ addr 

Jump on A not Zero 

2 

2 

JTO addr 

Jump on T0=1 

2 

2 

JNTO addr 

Jump on T0=0 

2 

2 

JT1 addr 

Jump on T1 = 1 

2 

2 

JNT1 addr 

Jump on T1 = 0 

2 

2 

JFO addr 

Jump on FO Flag = 1 

2 

2 

JF1 addr 

Jump on FI Flag = 1 

2 

2 

JTF addr 

Jump on Timer Flag 

2 

2 


= 1, Clear Flag 



JNIBF addr 

Jump on IBF Flag 

— fi 

2 

2 

JOBF addr 

Jump on OBF Flag 
= 1 

Jump on Accumula- 

2 

2 

JBb addr 

2 

2 


tor Bit 
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8243 

MCS-48® INPUT/OUTPUT EXPANDER 


■ Low Cost 

■ Simple Interface to MCS-48® 
Microcomputers 

■ Four 4-Bit I/O Ports 

■ AND and OR Directly to Ports 


■ 24-Pin DIP 

■ Single 5V Supply 

■ High Output Drive 

■ Direct Extension of Resident 8048 I/O 
Ports 


The Intel® 8243 is an input/output expander designed specifically to provide a low cost means of I/O 
expansion for the MCS-48® family of single chip microcomputers. Fabricated in 5 volts NMOS, the 8243 
combines low cost, single supply voltage and high drive current capability. 

The 8243 consists of four 4-bit bidirectional static I/O ports and one 4-bit port which serves as an interface to 
the MCS-48 microcomputers. The 4-bit interface requires that only 4 I/O lines of the 8048 be used for I/O 
expansion, and also allows multiple 8243’s to be added to the same bus. 

The I/O ports of the 8243 serve as a direct extension of the resident I/O facilities of the MCS-48 microcomputers 
and are accessed by their own MOV, ANL, and ORL instructions. 



PORT 4 


PORT 5 


PORT 6 


PORT 7 


P50 C 

1 v ^ r 

24 

^ V CC 

P40 C 

2 

23 

3 P51 

P41C 

3 

22 

I]P52 

P42 C 

4 

21 

U P53 

P43 C 

5 

20 

3 P60 

esc 

6 

8243 

19 

3 P61 

progC 

7 

18 

HP62 

P23 C 

8 

17 

H P63 

P22 C 

9 

16 

3P.73 

P21 C 

10 

15 

3 P72 

P20 C 

11 

14 

DP71 

gndC 

12 

13 

U P70 


Figure 2. 8243 
Pin Configuration 
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Table 1. Pin Description 


Symbol 

Pin No. 

Function 

PROG 

7 

Clock Input. A high to low transi- 
tion on PROG signifies that ad- 
dress and control are available on 
P20-P23, and a low to high transi- 
tion signifies that data is available 
on P20-P23. 

CS 

6 

Chip Select Input. A high on CS 
inhibits any change of output or 
internal status. 

P20-P23 

11-8 

Four (4) bit bi-directional port con- 
tains the address and control bits 
on a high to low transition of 
PROG. During a low to high tran- 
sition contains the data for a sel- 
ected output port if a write opera- 
tion, or the data from a selected 
port before the low to high transi- 
tion if a read operation. 

GND 

12 

0 volt supply 

P40-P43 

2-5 

Four (4) bit bi-directional I/O ports. 

P50-P53 

1, 23-21 

May be programmed to be input 

P60-P63 

20-17 

(during read), low impedance 

P70-P73 

13-16 

latched output (after write), or a tri- 
state (after read). Data on pins 
P20-P23 may be directly written, 
ANDed or ORed with previous 
data. 

V CC 

24 

+5 volt supply 


FUNCTIONAL DESCRIPTION 
General Operation 

The 8243 contains four 4-bit I/O ports which serve 
as an extension of the on-chip I/O and are ad- 
dressed as ports 4-7. The following operations may 
be performed on these ports: 

• Transfer Accumulator to Port. 

• Transfer Port to Accumulator. 

• AND Accumulator to Port. 

• OR Accumulator to Port. 

All communication between the 8048 and the 8243 
occurs over Port 2 (P20-P23) with timing provided 
by an output pulse on the PROG pin of the proces- 
sor. Each transfer consists of two 4-bit nibbles: 

The first containing the “op code” and port address 
and the second containing the actual 4-bits of data. 
A high to low transition of the PROG line indicates 
that address is present while a low to high transition 
indicates the presence of data. Additional 8243’s 
may be added to the 4-bit bus and chip selected 
using additional output lines from the 8048/8748/ 
8035. 


Power On Initialization 

Initial application of power to the device forces 
input/output ports 4, 5, 6, and 7 t'o the tri-state and 
port 2 to the input mode. The PROG pin may be 
either high or low when power is applied. The first 
high to low transition of PROG causes device to 
exit power on mode. The power on sequence is 
initiated if VCC drops below IV. 


Address Instruction 


P21 

P20 

Code 

P23 

P22 

Code 

0 

0 

Port 4 

0 

0 

Read 

0 

1 

Port 5 

0 

1 

Write 

1 

0 

Port 6 

1 

0 

ORLD 

1 

1 

Port 7 

1 

1 

ANLD 


Write Modes 

The device has three write modes. MOVD Pi, A dir- 
ectly writes new data into the selected port and old 
data is lost. ORLD Pi, A takes new data, OR’s it with 
the old data and then writes it to the port. ANLD Pi, A 
takes new data, AND’s it with the old data and then 
writes it to the port. Operation code and port ad- 
dress are latched from the input port 2 on the high 
to low transition of the PROG pin. On the lowto high 
transition of PROG data on port 2 is transferred to 
the logic block of the specified output port. 

After the logic manipulation is performed, the data 
is latched and outputed. Ttfe old data remains 
latched until new valid outputs are entered. 

Read Mode 

The device has one read mode. The operation code 
and port address are latched from the input port 2 on 
the high to low transition of the PROG pin. As soon 
as the read operation and port address are decoded, 
the appropriate outputs are tri-stated, and the input 
buffers switched on. The read operation is termina- 
ted by a low to high transition of the PROG pin. The 
port (4, 5, 6 or 7) that was selected is switched to the 
tri-stated mode while port 2 is returned to the input 
mode. 

Normally, a port will be in an output (write mode) or 
input (read mode). If modes are changed during 
operation, the first read following a write should 
be ignored: all following reads are valid. This is to 
allow the external driver on the port to settle after 
the first read instruction removes the low imped- 
ance drive from the 8243 output. A read of any port 
will leave that port in a high impedance state. 
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ABSOLUTE MAXIMUM RATINGS* 


Ambient Temperature Under Bias 0° C to 70° C 

Storage Temperature -65° C to +1 50° C 

Voltage on Any Pin 

With Respect to Ground -0.5 V to +7V 

Power Dissipation 1 Watt 


* NOTICE: Stresses above those listed under “Absolute 
Maximum Ratings" may cause permanent damage to the 
device. This is a stress rating only and functional opera- 
tion of the device at these or any other conditions above 
those indicated in the operational sections of this specifi- 
cation is not implied. Exposure to absolute maximum 
rating conditions for extended periods may affect device 
reliability. 


D.C. CHARACTERISTICS t a = o°c to 70 °c, Vcc = 5 v 10% 


Symbol 

Parameter 

Min 

Typ 

Max 

Units 

Test 

Conditions 

VIL 

Input Low Voltage 

-0.5 


0.8 

V 


VIH 

Input High Voltage 

2.0 


VCC+0.5 

V 


VOL1 

Output Low Voltage Ports 4-7 



0.45 

V 

IOL = 4.5 mA* 

VOL2 

Output Low Voltage Port 7 



1 

V 

IOL = 20 mA 

VOH1 

Output High Voltage Ports 4-7 

2.4 



V 

IOH = 240juA 

ML1 

Input Leakage Ports 4-7 

-10 


20 

MA 

Vin = VCC to OV 

1 1 L2 

Input Leakage Port 2, CS, PROG 

-10 


10 

mA 

Vin = VCC to OV 

VQL3 

Output Low Voltage Port 2 



.45 

V 

IOL = 0.6 mA 

ICC 

VCC Supply Current 


1 

10 

20 ' 

mA 


VOH2 

Output Voltage Port 2 

2.4 




IOH = 100/uA 

IOL 

Sum of all IqL from 16 Outputs 



72 

mA 

4.5 mA Each Pin 


*See following graph for additional sink current capability 


A.C. CHARACTERISTICS t a = o°c to 70°c, v C c = 5V 10 % 


Symbol 

Parameter 

Min 

Max 

Units 

Test Conditions 

tA 

Code Valid Before PROG 

100 


ns 

80 pF Load. 

tB 

Code Valid After PROG 

60 


ns 

20 pF Load 

to 

Data Valid Before PROG 

200" 


ns 

80 pF Load 

tD 

Data Valid After PROG 

20 


ns 

20 pF Load 

tH 

Floating After PROG 

0 

150 

ns 

20 pF Load 

tK 

PROG Negative Pulse Width 

700 


ns 


tcs 

CS Valid Before/ After PROG 

50 


ns 


tPO 

Ports 4-7 Valid After PROG 


700 

ns 

100 pF Load 

tLPI 

Ports 4-7 Valid Before/ After PROG 

100 


ns 


tACC 

Port 2 Valid After PROG 


650 

ns 

80 pF Load 


24 


0 45 


x> 
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WAVEFORMS 
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MAXIMUM SINK CURRENT ON ANY PIN @ .45V 
MAXIMUM IOL WORST CASE PIN (mA) 


Figure 3 


Sink Capability 

The 8243 can sink 5 m A @ .45V on each of its 1 6 I/O 
lines simultaneously. If, however, all lines are not 
sinking simultaneously or all lines are not fully 
loaded, the drive capability of any individual line 
increases as is shown by the accompanying curve. 


Example: This example shows how the use of the 20 mA 
sink capability of Port 7 affects the sinking 
capability of the other I/O lines. 


An 8243 will drive the following loads simul- 
taneously. 


For example, if only 5 of the 16 lines are to sink 
current at one time, the curve shows that each of 
those 5 lines is capable of sinking 9 mA @ .45V (if 
any lines are to sink 9 mA the total IOL must not 
exceed 45 mA or five 9 mA loads). 


2 loads — 20 mA @ IV (port 7 only) 
8 loads — 4 mA @ .45V 
6 loads — 3.2 mA@ .45V 
Is this within the specified limits? 


Example: How many pins can drive 5 TTL loads (1.6 mA) 
assuming remaining pins are unloaded? 

IOL = 5 x 1.6 mA = 8 mA 
elOL - 60 mA from curve 
# pins = 60 mA 8 mA/pin = 75 = 7 

In this case, 7 lines can sink 8 mA for a total of 
56mA. This leaves 4 mA sink current capability 
which can be divided in any way among the 
remaining 8 I/O lines of the 8243. 


elOL = (2 x 20) + (8 x 4) + (6 x 3.2) = 91.2 mA. 
From the curve: for IOL = 4 mA, elOL » 93 mA. 
since 91.2 mA < 93 mA the loads are within 
specified limits. 


Although the 20 mA @ IV loads are used in 
calculating elOL, it is the largest current re- 
quired @ .45V which determines the maximum 
allowable elOL. 


NOTE: A10 to 50K& pullup resistor to +5V should be added to 8243 outputs when driving to 5V CMOS directly 
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INTRODUCTION 

The 82062 Winchester Disk Controller (WDC) was de- 
veloped to ease the complex task of interfacing Win- 
chester disk drives to microprocessor systems. Specifi- 
cally, the 82062 WDC interfaces to drives that conform 
to the ST506 specification, which is the dominant inter- 
face for 5% inch drives. This Application Note pro- 
vides some background on the 82062 WDC, the drive 
interfaces and general software routines. It concludes 
with a design example using the 82062 WDC interfaced 
to the SBX™ bus. Appendix B contains the listing of 
the software necessary to operate this controller board. 

ST506 Winchester Drive Overview 

Since the 82062 WDC interfaces only to drives con- 
forming to the ST506 specification, this overview will 
limit itself to those drives. A summary of the ST506 
specification is shown in Appendix A for those who are 
not familiar with it. The ST506 Winchester Disk con- 
tains from 1 to 8 hard disks (or platters) with the aver- 
age being 2 to 3 disks. These disks are made from alu- 
minum (hence the term hard disk) and are coated with 
some type of recording media. The recording media is 
typically made of magnetic-oxide, which is similar to 
the material used on floppy disks and cassette tapes. 
Each side of a hard disk is coated with recording media 
and each side can store data. Each surface of a disk has 
its own read/write head. 

Hard disk drives are sealed units because the R/W 
heads actually fly above the disk surface at about 8 to 
20 microinches. A piece of dust or dirt, which appears 
as a boulder to the gap between the heads and the disk 
surface, will wreak havoc upon the disk media. 

The R/W heads are mechanically connected together 
and move as a single unit across the surface of the disk. 
There are 2 basic methods for positioning the heads. 
The first is with stepper motors, which is the most com- 
mon method and is also used on most floppy disk 


drives. These positioners are used mainly because of 
their low cost. 

The second method of positioning the heads is to use a 
voice-coil mechanism. These units do not move in steps 
but swing across the disk. These mechanisms generally 
permit greater track density than steppers, but also re- 
quire complex feedback electronics which increases the 
cost of the drive. Generally, voice-coil head positioners 
use closed loop servo positioning, as compared to the 
open loop positioning used with stepper motors. 

The surface of a disk is divided logically into concentric 
circles radiating from the center as shown in Figure 1 . 
Each concentric circle is called a track. 

The group of same tracks on all cylinders is collectively 
called a cylinder. The number of tracks on a surface 
(which affects storage density) is determined by the 
head positioners. Typically, stepper head positioners 
have fewer tracks than drives that use a voice coil posi- 
tioner. Which type of positioner is used is irrelevant to 
the 82062 as positioners are part of the drive electron- 
ics. The 82062 can access up to 1024 tracks per surface. 

Once the surface is divided into cylinders it is further 
divided radially (as with a pie). The area between the 
radial spokes is referred to as a sector. The number of 
sectors per track is determined by many variables, but 
is basically determined by the number of data bytes and 
the length of the ID field (which locates a sector). Fig- 
ure 2 shows one manufacturer’s specifications for their 
drive. The manufacturer formats the drive with 32-256 
byte sectors per track. Alternatively, the drive could be 
reformatted to contain 17-512. byte sectors per track. 
This second option has fewer sectors per track but 
stores more data. Determining how many bytes each 
sector contains is done by extensive analysis of the 
hardware and operating system. The 82062 WDC is 
programmable for sector size during formatting. 

The order in which sectors are logically numbered on 
the track is called interleaving. An interleave factor of 
four would have three sectors separating logically se- 
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Capacity 

Unformatted 

Per Drive 

6.38 Megabytes 

Per Surface 

1.59 Megabytes 

Per Track 

10416 Bytes 

Formatted 

Per Drive 

5.0 Megabytes 

Per Surface 

1.25 Megabytes 

Per Track 

8192 Bytes 

Per Sector 

256 Bytes 

Sectors per Track 

32 

Transfer Rate 

5.0 Megabits 
per second 

Access Time 

Track to Track 

3 ms 

Average (Inc. Settle) 

170 ms 

Maximum (Inc. Settle) 

500 ms 

Settling Time 

15 ms 

Average Latency 

8.33 ms 

Functional Specifications 

Rotational speed 

3600 rpm ± 1% 

Recording density 

7690 bpi max 

Flux density 

7690 fci 

Track density 

255 tpi 

Cylinders 

153 

Tracks 

612 

R/W Heads 

4 

Disks 

2 


Figure 2. A Typical Drive Specification 


quential sectors. Starting at the index pulse, an example 
of four way interleaving is: 

Sector 1, Sector X, Sector Y, Sector Z, Sector 2, Sec- 
tor . . . 

Interleaving is used primarily because one sector at a 
time is transferred from disk to sector buffer to system 
RAM. Without interleaving, the delay in transferring 
data would result in sectors on the disk rotating past 
the heads. The operating system would then have to 
wait one disk revolution to get to the next sector (a 16.7 
msec delay). With interleaved sectors, the next logical 
sector would be positioned beneath the heads after the 
previous sector of data had been transferred to the sys- 
tem RAM. Interleaving unfortunately slows down the 
overall transfer rate from the disk. A 5 Mbit/second 
transfer rate averages out to a 1.25 Mbit/second trans- 
fer rate when many sectors are transferred with four 
way interleaving. Again, how much interleaving to use 
is determined by extensive hardware/software bench- 
marking. 

Whenever data is stored on a multiple platter disk 
drive, the same track on all surfaces whould be used 


before repositioning the heads to another track. Repo- 
sitioning the heads generates a longer delay due to the 
mechanical delay of moving the heads. Switching to 
another head incurs no mechanical positioning delay. 
Only one head can be selected at a time. 

Hard disk drives tend to be faster than floppies for two 
reasons. The speed at which the disk spins is about 10 
times faster than the floppy (a floppy spins at 360 rpm). 
This yields an immediate one-tenth reduction in access 
times for the same size drive. While both ST506 drives 
and floppies use stepper motors, the steppers utilized by 
the hard disk drives are approximately twice as fast as 
those used by floppies. 

82062 WINCHESTER DISK 
CONTROLLER 

The 82062 WDC provides most of the functions neces- 
sary to interface between a microprocessor and an 
ST506 compatible disk drive. The 82062 converts the 
high level commands and parallel data of a microproc- 
essor bus into ST506 compatible disk control signals 
and serial MFM encoded data. Thi^ section presents a 
detailed description of the 82062 and a discussion of 
various techniques which can be used to interface the 
82062 to a microprocessor. 

The internal structure of the 82062 is divided into sev- 
eral sections as shown in Figure 3. They are: 

1. the microprocessor interface which includes the 
status and task registers; 

2. sector buffer control; 

3. the drive interface; 

4. and the data transfer section, which includes the 
CRC logic and the conversion and MFM encoding/ 
decoding of microprocessor data. 

Clock Inputs 

The 82062 has two clock inputs: read clock (RD 
CLOCK) and write clock (WR CLOCK). The PLA 
controller, the processor interface, buffer control and 
MFM encoding sections operate off the WR CLOCK 
input. The RD CLOCK input is used only for decoding 
the MFM data stream. The clocks may be asynchro- 
nous to one another. Both clocks have non-TTL com- 
patible inputs. The easiest method to interface to TTL 
requires a pull-up resistor to satisfy their input voltage 
needs. The resistor’s value must be compatible with the 
VIL specification of these pins. See the Pin Descrip- 
tions Section for more specific information. 


Microprocessor Interface 

The microprocessor interface of the 82062 contains the 
control logic which permits commands and data to be 
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Figure 3. 82062 internal Block Diagram 


transferred between the host and the 82062. The inter- 
face consists of an 8 bit, tri-state, bidirectional data bus; 
the task registers; a 3 to 8 address decoder for selecting 
one of the seven registers; and the general read, write, 
and chip select logic. Externally, the 82062 expects a 
buffer equal in size to a sector on the disk, and tri-state 
transceivers between the sector buffer and the micro- 
processors data bus in order to isolate itself from the 
microprocessor during disk data transfers. 


A0-A2, Data Bus 

These three address lines are active high signals and 
select one of the seven register locations in the 82062. 
They are not latched internally. If the three addresses 
are equal to 0 and the 82062 is selected, the data bus is 
kept tri-stated to ease interfacing to a sector buffer. The 
82062’s data bus is controlled by both the microproces- 
sor and the 82062. The microprocessor has control for 
loading the registers and command. During disk reads 
or writes, control switches to the 82062 so that it may 
access the local sector buffer when transferring data 
between the disk and the buffer. 


RD, WR, cs 

The chip select (CS) is typically decoded from the high- 
er order address lines. CS only permits data to be 
placed into, or read from, the_82062’s task registers. 
Once a dis k op eratio n starts, CS no longer efffects the 
82062. RD and WR are bidirectional lines and are used 
to read or write the 82062’s registers by the host micro- 
processor and are valid only if CS is present. The 82062 
will drive RD and WR when transferring data between 
the sector buffer and the disk. A signal is provided to 
tri-state the RD and WR lines from the host during a 
buffer access. This is covered in the Sector Buffer Con- 
trol Section. 


Interrupts 

An interrupt is issued at the end of all commands, and 
the interrupt is cleared by reading any register. For the 
Read Sector command only, the 82062 allows the user 
the option of an interrupt either at the termination of 
the command, as is the case with all other commands, 
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or when data needs to be transferred to the host from 
the sector buffer. This is discussed further in the Inter- 
rupt Mode Section. When selecting the data transfer 
option, the interrupt line will go active at the same time 
as the BDRQ line and the interrupt will be removed 
only when the proper handshake occurs with the sector 
buffer. 


Task Registers 

The Task Register File contains the command, status, 
track number, sector number, and other information 
necessary to properly execute a com man d. Th ese regis- 
ters are accessed with A0-A2, RD (or WR), and CS 
being valid and are not cleared by a reset. The registers 
are covered in detail in the Task Register File Section. 


Sector Buffer Control 

The 82062 was designed to operate with an external 
buffer equal in size to one sector. To ease the design-in 
of this buffer, the 82062 provides all of the control sig- 
nals it needs to operate the buffer. This buffer must be 
isolated from the system bus, using tri-state buffers, 
during disk transfers to prevent contention during the 
period that the 82062 is accessing the buffer. A sector 
buffer is generally used to ease interfacing to the system 
due to the high disk data rates (625 kbytes/sec), al- 
though it is not required. 


BCS 

The Buffer Chip Select (BCS) line goes active whenever 
the 82062 is accessing the sector buffer. This signal 
should remove the microprocessors ability to access the 
82062 and sector buffer and must enable the sector 
buffer for use by the 82062. 

At a 5 Mbit/sec disk data rate, the 82062 will access 
the b uffer every 1.6 microseconds (8 bits , X 200 ns/bit). 
BCS will remain low the entire time the 82062 is ac cess- 
in g the buffer. The 82062 will pulse the appropriate RD 
or WR line for each byte transferred. 


BCR 

Buffe r Counter Reset (BCR) goes active each time that 
BCS changes state. Its purpose is to reset the address 
counter of the sector buffer back to zero before and 
after the 82062 uses the sector buffer. Its function is 
optimized for single sector transfers. Multiple sector 
transfers should use a softw are controlled buffer coun- 
ter reset and not use BCR as the sector buffer will be 
reset to the beginning after each sector is transferred. 


BDRQ, BRDY 

Buffer Data Request (BDRQ) and Buffer Ready 
(BRDY) provide the handshake needed to transfer data 
between the sector buffer and the host. BDRQ signals 
that data must be moved to/from the sector buffer and 
the host. BRDY has two functions. Once the transfer 
signaled by BDRQ is finished, asserting BRDY will 
inform the 82062 that the transfer is completed and 
that it may finish executing the command. BRDY is 
also used in fnultiple sector commands. BRDY going 
high during a multiple sector transfer indicates that the 
buffer is full (or empty — depending upon the com- 
mand) and the transfer should wait until the buffer is 
serviced. The sector that was being t ransf erred will fin- 
ish and the 82062 wilT deactivate BCS and activate 
BDRQ. The host microprocessor must then transfer 
the data between the buffer and system memory. When 
this transfer is finished, asserting BRDY will cause the 
82062 to resume the command. 

The handshaking between BDRQ and BRDY occurs 
only in full sector increments — not on a byte basis. A 
high on BDRQ indicates a full sector’s worth of data is 
required; BRDY going high indicates a full sector of 
data is available to the 82062 without interruption. 

Only the rising edge of BRDY is valid . A fa lling edge 
may occu r at any time without effect. BCR will pulse 
and BCS will go active eight byte times (8 bytes X 8 
bits/byte X 200 ns/bit = 12.8 microseconds) before 
the first data byte is transferred from the sector buffer 
to the disk. 



Figure 4. BRDY GeneratiorN^ogic 


Data Transfer Logic 

This section of the 82062 is responsible for conversion 
of serial disk data to parallel data (and vice versa); en- 
coding/decodipg of the disk’s MFM serial bit stream; 
detecting the address mark; and verifying data integrity 
through its CRC generation and checking logic. 


5-852 


231133-002 




AP-182 



MFM Encoding/Decoding 

The MFM encoding section will receive 8 bit parallel 
data when a valid command has been recognized and 
BRDY has gone high. The parallel data is first serial- 
ized and converted to an intermediate, NRZ encoded, 
data stream. The serial NRZ data is sent to the MFM 
encoding section and then transferred to the disk. De- 
coding of the MFM bit stream (during disk reads) hap- 
pens in reverse order. 

The control logic operates off the write clock (WR 
CLOCK) running at a frequency of the desired tranfer 
rate. The MFM decoding portion operates off of the 
read clock (RD CLOCK) input, which is supplied by 
an external phase lock loop. The two clocks need not be 
synchronized to each other. Data is written (and hence 
read) with the most significant bit first. 


Address Mark Detector 

The address mark is a unique 2 byte code written at the 
beginning of each ID field and data field. This address 
mark serves two purposes. It tells the controller what 
type of data is about to be received so that internal 
computations can be performed, and to ensure that ID 
fields are not sent to the host. The second purpose is to 
align the serial data back to the original 8 bit bounda- 
ries that existed when data was written (there are no 
byte boundaries on a disk). 

An address mark is always preceded by the all zeros 
synchronization field. The 82062 starts comparing the 
incoming data stream when the synchronization field 
ends. A high speed comparator is used since the 82062 
does not yet know where the proper byte boundaries 
are. When a proper comparison of the address mark is 
made the controller starts assembling bytes, starting 
with the second byte of the address mark. 

The first byte of the address mark is an “A 1” Hex, but 
purposely violates the MFM encoding rules by remov- 
ing a clock pulse. In Figure 5, the first example is of a 
normal MFM encoded A1H. The second example is of 
the address mark and shows the missing clock pulse. 
The non-MFM compatible A1 is to prevent the host 


from issuing a similar data byte and possibly confusing 
detection logic. 

The second byte specifies either an ID or data field and 
is encoded according to normal MFM rules. It is either 
an “F8” Hex for a data field, or “FC” through “FF” 
for an ID field. The different values ‘correspond to a 
range of cylinders on the drive in increments of 256 
tracks. The 82062 makes no use of this information, but 
writes it for compatibility with the ST506 specification 
during formatting. 


CRC Generation/Checking 

The CRC generator computes and checks the cyclic 
redundancy check bytes that are appended to the ID 
and data fields. CRC generation/checking is always 
done on ID fields. Data fields have a choice between 
82062 CRC or externally supplied ECC. Read Sector 
commands with a CRC error will still have transferred 
( the data into the sector buffer. When bit 7 in the SDH 
register is low (enabling CRC for data fields) the CRC 
bytes are not transferred to the sector buffer or host. 

The generator polynomial for the CRC-CCITT (CRC- 
16) code is: 

x16 + x12 + x5 + 1 = (x + 1) (x15 + x14 + x13 + 
x12 + x4 + x3 + x2 + x + 1) 

The code’s capability is as follows: 

a) Detects all occurrences of an odd -number of bits in 
error. 

b) Detects all single, double, and triple bit errors if the 
record length (including check bits) is less than 
32,767 bits. 

c) Detects all single-burst errors of sixteen bits or less. 

d) Detects 99.99695% of all possible 17 bit burst er- 
rors, and 99.99847% of all possible longer burst, as- 
suming all errors are possible and equally probable. 

The CRC code has some double-burst capability when 
used with short records (sectors). For a 256 byte sector 
the code will detect double-bursts as long as the total 
number of bits in error does not exceed 7. 
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PLA Control 

The PLA Controller interprets, command sent by the 
microprocessor. Its operation is synchronized to the 
WR CLOCK' input. The PLA controller is started 
when a\ command is written into the command register. 
It generates control signals and operates in a handshake 
mode when communicating with the MFM decoding 
block. 


Magnitude Comparator 

A 10 bit magnitude comparator is used to calculate the 
direction and number of step pulses needed to move the 


head from the present cylinder position to the desired 
position. A separate high speed equivalence comparator 
is used to compare ID field bytes when searching for a 
sector ID field. 


Drive Interface 

The drive interface of the 82062 contains the logic that 
makes possible the storage and reliable recovery of 
data. This interface consists of the drive and head ^elect 
logic, the disk control signals, and read and write data 
logic as shown in Figure 6. This section describes the 
external circuitry which is required to complete the 
82062’s drive interface. r 



Figure 6. Drive Interface 
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Figure 7. Write Precompensation Logic 


Drive/Head Select 

The 82062 has no outputs for selecting the head or 
drive. Therefore these signals must be generated by the 
user as shown in Figure 6. Data bits 0-4 should be 
latched whenever the SDH register is written. Bits 0-2 
would then be driven onto the drive cable with open 
collector buffers. Bits 3 and 4 would be decoded after 
being latched, then buffered for the cable. The head 
information written to the 82062’s SDH register is used 
to write the proper ID fields during formatting. Chang- 
ing the drive bits in the SDH register will cause a Scan 
ID to be performed by the 82062 to update non user 
accessible registers. 


Drive Control 

The drive control (STEP, DIR, WR FAULT, TRACK 
000, INDEX, SC, RWC, and WR GATE) signals are 
merely conditioned for transmission over the drive 
cable. The purpose of each pin can be found in the sec- 


tion on Pin Descriptions and their use in the Command 
Section. 


WR DATA, EARLY, LATE 

Figure 7 is a diagram of the interface required on the 
write data line. The final stage of the MFM encoding 
requires applying the WR DATA to an external flip- 
flop clocked at 10 MHz. The 82062 monitors the serial 
write data output for particular bit pattern s that req uire 
precom pensation to prevent bit shifting. EARLY and 
LATE are active on all cylinders and will normally re- 
quire that RWC be factored into them to activate the 
data precompensation on the proper cylinder. 

A delay line is required t6 generate the delayed data for 
precompensation sinc e the act ual d elay va ries between 
drive manufacturers. EARLY and LATE go active in 
the same clock period that generates the data bit to be 
shifted. 



Figure 8. Data Recovery Logic 
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RD Data, DRUN, RD Gate 

The read data interface is shown in Figure 8, and con- 
sists of the data run (DRUN) signal and a phase lock 
loop to generate the RD CLOCK input to decode the 
serial data. DRUN is generated from a retriggerable 
one-shot with a period just exceeding one bit cell. A 
sync field consisting of a string of clock pulses will con- 
tinually retrigger the one-shot producing a steady high 
level on DRUN. The 82062 counts off 16 clock pulses 
internally, and if DRUN is still active, will make RD 
GATE active. Any byte other than an address mark 
will deactivate RD GATE and the sequence starts over. 

The phase lock loop generates RD CLOCK which is 
used to decode the incoming serial data. Until RD 
GATE is activated by the 82062, the phase lock loop 
(PLL) should be locked onto a local 10 MHz clock to 
minimize PLL lock-up times. When RD GATE is acti- 
vated, the PLL starts locking onto the incoming data 
stream, which should consist of the all zeros sync field. 
Once the PLL locks onto this synch field, the 82062 
will start examining the serial data for a non-zero byte. 
A non-zero byte will be indicated by DRUN dropping 
since the address mark follows the sync field and is an 
“Al” Hex. This sequence is shown in Figure 9. If the 
address mark is detected, and if it was preceded by at 
least 9 bytes of zeros, RD GATE will stay active. The 
82062 will then assemble bytes of data, and ensure the 
proper ID field is found. If a non-zero or non-address 
mark byte was detected, RD GATE will go inactive for 
a minimum of 2 byte times. If a data field or the wrong 
ID field is detected, or the ID field was not preceded by 
8 bytes Of zeros, then RD GATE goes inactive and the 
sequence starts over with the 82062 examining the 
DRUN input. 

Microprocessor Interfaces 

This section shows the general 82062 interfaces to a 
microprocessor system. There ar6 essentially four inter- 
faces which consist of a combination of polled, DMA, 
and interrupts. While the 82062 was designed to inter- 
face directly to one type, it accommodates all with mi- 
nor additional logic. 


DMA Interface 

The 82062 is designed to use a DMA controller for data 
transfer between its sector buffer and the host system, 
and to interrupt the host when the command has fin- 
ished. This interface is shown in Figure 10. 

When the 82062 determines that a transfer is needed 
between the sector buffer and the host (either at the 
beginning of a command or through BRDY going ac- 
tive in a multiple sector transfer), it will assert BDRQ. 
BDRQ will initiate a DMA transfer via the DMA re- 
1 


quest input. The DMA controller will generate reads or 
writes which will increment an address counter. BRDY 
indicates that the data transfer has finished and is is- 
sued off the carry-out line (or high order address line) 
of the counter. T he 8 2062 will assert BDRQ at this 
point and activate BCS to prevent the host from intefer- 
ing with disk/buffer transfers. There can be no polling 
for a data transfer or a register read without an inter- 
rupt in this scheme. 
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Figure 9. PLL Control Sequence 
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Figure 10. 82062 DMA Interface 
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Polled Interface 

Since the 82062 isolates itself from the host during sev- 
eral commands, the host cannot read the status register 
during some periods to determine what course should 
be tak en. I n Figure 10, trying to read the status register 
when BCS is active will return indeterminate data. To 
prevent the microprocessor from reading this indeter- 
minate data, a hardware generated “ Busy ” pattern 
should be driven onto the data bus if BCS is active. 
This is shown in Figure 11. The status register contains 
a data request (DRQ) bit whose timipg is equal to the 
BDRQ output signal, thus making a polled operation 
possible. DRQ will stay set in the status register until a 
BRDY is generated. 

One design issue with the polled interface occurs when 
the microp rocess or is polling the status and the 82062 
deactivates BCS. The microprocess or wo uld normally 
read the hardware busy pattern. If BCS is deasserted, 
the hardware pattern is disabled and the microproces- 
sor will start to read the real status register. The read 


cycle may almost be finished, and .the read access peri- 
od of the 82062 will not be satisfied. The data returned 
to the microprocessor will be invalid. 

Interrupt Interface 

There are cases where the designer does not want to tie 
up the microprocessor with polling. The typical 82062 
design will need two interrupts per command. One for a 
data transfer and one for the completion of the com- 
mand. The 82062 has an output to issue an interrupt 
when the command has finished. However for data 
transfers an interrupt must be generated from the 
BDRQ line as shown in Figure 12 (whether a DMA 
controller is used or not). When a data transfer is need- 
ed, the 82062 will activate the BDRQ line. The micro- 
processor will be interrupted and do the data transfer 
function. BDRQ will stay active until BRDY is gener- 
ated, so the system must either use edge (triggered inter- 
rupts or must not write the end-of-interrupt byte until 
BDRQ is removed (this is true of Intel’s 8259A). 


PIN DESCRIPTIONS 


Symbol 

Pin. No. 

Type 

Name and Function 

BCS 

1 

0 

Buffer Chip Select: Output used to enable reading or writing of the 
external sector buffer by the 82062. When low, the host should not 
be able to drive the 82062 data bus, RD, or WR lines. 

BCR 

2 

0 

Buffer Counter Reset: Output that is stfobed by the 82062 prior to 
read/write operation. This pin is strobed whenever BCS changes 
state. Used to reset the address counter of the buffer memory. 

INTRQ 

3 

0 

Interrupt Request: Interrupt generated by the 82062 upon 
command termination. It is reset when any register is read. 
Optionally signifies when a data transfer is required on Re^d Sector 
commands. 

N/C 

4 


No connection. Reserved for future use. 

RESET 

5 

1 

Reset: Initializes the controller and clears all status flags. Does not 
clear the Task Registers. 

RD 

6 

I/O 

Read: As an input, RD controls the transfer of information from the 
82062 registers to the host. RD is an output when the 82062 is 
reading data from the sector buffer (BCS low). 

WR 

7 

I/O 

Write: As an input, WR controls the transfer of command or task 
information into the 82062 registers. WR is an output when the 
82062 is writing data to the sector buffer (BCS low). , 

CS 

8 

l 

Chip Select: Enables RD and WR as inputs for access to the Task 
Registers. It has no effect once a disk command starts. 

A0-A2 

9-11 

1 

Address: Used to select a register from the task register file. 

DB0-DB7 

12-19 

I/O 

Data Bus: Bidirectional 8-bit Data Bus with control determined by 
BCS. When BCS is high the microprocessor has full control of the 
data bus for reading and writing the Task Registers. When BCS is 
low the 82062 controls the data bus to transfer data to or from the 


J 


buffer. 
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Pin Descriptions (continued) 


Symbol 

Pin. No. 

Type 

Name and Function 

GND 

20 


Ground. 

WR DATA 

21 

0 

Write Data: Open drain output that shifts out MFM data at a rate 
determined by Write Clock. Final stage requires an external flip-flop 
clock at 1 0 MHz. See note 1 . 

LATE 

22 

0 

Late: Open drain output used to derive a delay value for write 
precompensation. Valid when WR GATE is high. Active on all 
cylinders. See note 1 . 

EARLY 

23 

0 

Early: Open drain output used to derive a delay value for write 
precompensation, ^alid when WR GATE is high. Active on all 
cylinders. See note 1 . 

WR GATE 

24 

0 

Write Gate: High when write data is valid. WR GATE goes low if 
the WR FAULT input is active. This output is used by the drive to 
enable head write current. 

WR CLOCK 

25 

1 

Write Clock: Clock input used to derive the write data rate. 
Frequency -5 MHz for the ST506 interface, 4.34 MHz for the SA 
1 000 interface. See Note 2. 

DIR 

26 

0 

Direction: High level on this output tells the drive to move the head 
inward (increasing cylinder number). The state of this signal is 
determined by the 82062’s internal comparison of actual cylinder 
location vs desired cylinder. 

STEP 

27 

0 

Step: Provides 8.4 microsecond pulses to move the drive head to 
another cylinder at a programmable frequency. 

DRDY 

28 

1 

Drive Ready: If DRDY from the drive goes low, the command will 
be terminated. 

INDEX 

29 

1 

Index: Signal from the drive indicating the beginning of a track. It is 
used by the 82062 during formatting, and for counting retries. Index 
is edge triggered. Only the rising edge is valid. 

WR FAULT 

30 

1 

Write Fault: An error input to the 82062 which indicates a fault 
condition at the drive. If WR FAULT from the drive goes high, the 
command-will be terminated. ^ 

TRACK 000 

31 

1 

Track Zero: Signal from the drive which indicates that the head is 
at the outermost cylinder. Used by the Restore command. 

SC 

32 

1 

Seek Complete: Signal from the drive indicating to the 82062 that 
the drive head has settled and that reads or writes can be made. 
SC is edge triggered. Only the rising edge is valid. 

RWC 

33 

0 

Reduced Write Current: Signal goes high for all cylinder numbers 
above the value programmed in the Write Precomp Cylinder 
register. It is used by the precompensation logic and by the drive to 
reduce the effects of bit shifting. 

DRUN 

34 

1 

Data Run: This signal informs the 82062 when a field of ones or 
zeros has been detected by an external one-shot. This indicates 
the beginning of an ID field. RD GATE is brought high when DRUN 
is sampled high for 16 clock periods. See Note 2. 

BRDY 

35 

1 

Buffer Ready: Input used to signal the controller that the buffer is 
ready for reading (full), or writing (empty), by the host juP. Only the 
rising edge indicates the condition. 
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Pin Descriptions (continued) 



Pin. No. 

Type 

Name and Function 

BDRQ 

36 

0 

Buffer Data Request: Activated during Read or Write commands 
when a data transfer between the host and the 82062’s sector 
buffer is required. Typically used as a DMA request line, or to 
generate an interrupt. 

RD DATA 

37 

1 

Read Data: Single ended input that accepts MFM data from the 
drive. See note 2. 

RD GATE 

38 

0 

Read Gate: Output that is high for data and ID fields. Goes active 
when DRUN has been high for 16 WR CLOCK periods to permit the 
external phase lock loop to lock onto the incoming disk data 
stream. 

RD CLOCK 

39 

1 

Read Clock: Clock input derived from the external data recovery 
circuits. See note 2. 

Vcc 

40 

1 

D.C. Power: + 5 V 


NOTES: 

1. „This pin requires a pull-up resistor to function properly. A value of 1000 ohms will work satisfactorily. 

2. This pin requires input levels that are npt TTL compatible. These lines can be interfaced to TTL with a pull-up resistor. Too small 
of a resistor will produce a Vjl level that is too high. Too large of a resistor will degrade the signal’s rise time. A minimum value for 
the resistor is determined as follows: 

(Vcc max) — (82062 Vjl max) 

: = Resistor 

(TTL Iql min.) — (82062 Ijl max) 


TASK REGISTER FILE 

The Task Register File is a bank of registers used to 
hold parameter information pertaining to each com- 
mand. These registers and their addresses are: 


A2 

A1 

A0 

READ 

WRITE 

0 

0 

0 

(Bus Tri-Stated) 

(Bus Tri-Stated) 

0 

0 

1 

Error Flags 

Reduce Write Current 

0 

1 

0 

Sector Count 

Sector Count 

0 

1 

1 

Sector Number 

Sector Number 

1 

0 

0 

Cylinder Low 

Cylinder Low 

1 

0 

1 

Cylinder High 

Cylinder High 

1 

1 

0 

SDH 

SDH 

1 

1 

1 

Status Register 

Command Register 


NOTE: 

Registers are not cleared by RESET 


Error Register 

This read-only register contains specific error status af- 
ter the completion of a command. If any bit in this 
register is set, then the Error bit in the Status Register 
will also be set. The bits are defined as follows: 


7 

6 

5 

4 

3 

2 

1 

0 

BBD 

CRC 

E 

ID 

□ 

AC 

TK000 

DM 


Bit 7 - Bad Block Detect 

This bit is set when an ID field has been encountered 
that contains a bad block mark. The bad block bit is set 
only during formatting. The 82062 will terminate a 
command if an attempt is made to read a sector that 
contains this bit. 

Bit 6 - CRC Data Field 

This bit is set when a data field CRC error has oc- 
curred. The sector buffer may still be read but will con- 
tain errors. 

Bit 5 - Reserved. 

Not used. Set to zero. 

Bit 4 - ID Not Found 

This bit is set when the desired cylinder, head, sector or 
size parameter cannot be found after 8 revolutions of 
the disk, or if an ID field CRC error has occurred. 

Bit 3 - Reserved. 

Not used. Set to zero. 
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Bit 2 - Aborted Command 

This bit is set if a command was issued or in progress 
while DRDY (Pin 28) was deasserted or WR FAULT 
(Pin 30) was asserted. The Aborted Command bit will 
also be set if an undefined command is written into the 
COMMAND register, but an implied seek will be exe- 
cuted. 

Bit 1 - TRACK 000 

This bit is set only by the RESTORE command. It 
indicates that TRACK 000 (Pin 31) has not gone active 
after the issuance of 1024 stepping pulses. 

Bit 0 - Data Address Mark 

This bit is set during a READ SECTOR command if 
the Data Address Mark is not found after the proper 
Sector ID is read. 


Reduce Write Current Register 

This register is used to define the cylinder number 
where RWC (Pin 33) is asserted: 

7 6 5 4 3 2 1 0 

CYLINDER NUMBER / 4 


The value (0-255) written into this register is internally 
multiplied by 4 to specify the actual cylinder where 
RWC is asserted. Thus a value of 01H will cause RWC 
to activate on cylinder 4, 02H on cylinder 8 and so on. 
RWC will be asserted when the present cylinder is 
greater than or equal to the cylinder indicated by this 
register. For example, one ST506 compatible drive re- 
quires precompensation on cylinder 128 (80H) and 
above. Therefore the REDUCE WRITE CURRENT 
register should be loaded with 32 (20H). A value of 
FFH will keep the RWC output inactive regardless of 
the actual cylinder number. 


Sector Count Register 

This register is used to define the number of sectors 
that need to be transferred to the buffer during a 
READ MULTIPLE SECTOR or WRITE MULTI- 
PLE SECTOR command. 

7 6 5 4 3 2 1 0 

# OF SECTORS 


The value contained in the register is decremented after 
each sector is transferred to/from the sector buffer. A 
zero represents a 256 sector transfer, a one a 1 sector 
transfer, etc. This register is ignored when single sector 
commands are specified in the Command register. 


Sector Number 

This register holds the sector number of the desired 
sector: 

7 6 5 4 3 2 1 0 

SECTOR NUMBER 


For a multiple sector command it specifies the first sec- 
tor to be transferred. It is decremented after each sector 
is transferred to/from the sector buffer. The SECTOR 
NUMBER register may contain any value from 0 to 
255. The ID Not Found bit will be set if the desired 
sector cannot be located on the track. 

The SECTOR NUMBER register is also used to pro- 
gram the Gap 1 and Gap 3 lengths to be used when 
formatting a disk. See the WRITE FORMAT com- 
mand description for further explanation. 


Cylinder Number Low Register 

This register holds the lower byte of the desired cylin- 
der number: 

7 6 5 4 3 2 1 0 

LS BYTE OF CYLINDER NUMBER 


It is used in conjunction with the CYLINDER NUM- 
BER HIGH register to specify a range of 0 to 1024 
tracks. 


Cylinder Number High Register 

This register holds the two most significant bits of the 
desired cylinder number: 

7 6 5 4 3 2 1 0 

x x x x x x (9) (8) 

x = ignored 

The 82062 contains a pair of registers that store the 
actual position where the R/W head are located. The 
CYLINDER NUMBER HIGH and LOW registers are 
considered the cylinder destination registers for seeks 
and other commands. The 82062 compares its internal 
registers to the destination registers and issues the num- 
ber of steps in the right direction to make both sets of 
registers equal. After a command is executed, the inter- 
nal cylinder position registers’ contents are equal to the 
cylinder high/low registers. If a drive number change is 
detected on a new command, the 82062 automatically 
reads an ID field to update its internal cylinder position 
registers. This affects all commands except a RE- 
STORE. 
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Sector/Drive/Head Register 

The SDH register contains the desired sector size, drive 
number, and head number parameters. The format is 
shown below. 


7 

6 5 

4 3 

2 1 -0 

EXT 

SECT 

SIZE 

DRIVE 

HEAD # 


Both head number and sector size are compared against 
the disk’s ID field. Head select and drive select lines are 
not available as outputs from the 82062 and must be 
generated externally. 

Bit 7, the extension bit (EXT), is used to extend the 
data field by seven bytes when using ECC codes for 
READ/WRITE SECTOR commands. When EXT= 1, 
the CRC is not appended to the end 6f the data field 
and the data field becomes “sector size + 7” bytes 
long. The CRC is checked on the ID field regardless of 
the state of EXT. The SDH byte written into the ID 
field is different than the SDH Register contents. The 
reccorded SDH byte does not have the drive number 
(DRIVE) written but does have the BAD BLOCK 
mark written. The EXT bit must not be set during the 
Format command. 

Note that use of the extension bit requires the gap 
lengths to be modified as described in the WRITE 
FORMAT command description. 


Status Register 

The status register is a read-only register which informs 
the host of certain events. This register is a flow- 
through latch until the microprocessor reads it at 
which point the drive status lines are latched. The 
INTRQ line will be reset when this register is read. The 
format is: 


7 

6 

5 

4 

3 

2 

1 

0 

BUSY 

READY 

WF 

SC 

DRQ 

□ 

CIP 

ERROR 


Bit 7 - Busy 

This bit is set whenever the 82062 is transferring data 
between its s ector buffer and the d isk and reflects the 
state of the BCS pin. When BCS is active, the host 
should not access the sector buffer o r an y 8 2062 regis- 
ter. The 82062 will be generating a RD or WR pulse 
every 1.6 jixsec and the host must not interfere with 
these data transfers. Busy is cleared when the data 
transfer operation is completed. 


During other non-data transfer commands, Busy 
should be ignored as it will go active for short periods. 

Bit 6 - Ready 

This bit reflects the state of the DRDY (Pin 28) line at 
the time the microprocessor reads the status register. 
Transitions on the DRDY line will abort a command 
and set the aborted command bit in the error register. 

Bit 5 - Write Fault 

This bit reflects the state of the WR FAULT (Pin 30) 
line. Transitions on this line will abort a command and 
set the aborted command bit in the error register. 

Short transitions on DRDY and WR FAULT may not 
show up in the status register. These pins are not 
latched until the microprocessor reads the status and by 
that time the error condition may have disappeared. 
However the aborted command bit will be set to notify 
the host of an error. To hold short transitions on these 
pins it is recommended that they be latched. 

Bit 4 - Seek Complete 

This bit reflects the state of the SC (Pin 32) line. Com- 
mands which initiate a seek will pause until Seek Com- 
plete is set. 

Bit 3 - Data Request 

The Datu request bit (DRQ) reflects the state of the 
BDRQ (Pin 36) line. It is set when the sector buffer 
should be loaded with data or read by the host proces- 
sor, depending upon the command. The DRQ bit and 
the BDRQ line remain high until BRDY is sampled, 
indicating the operation has completed. 

Bit 2 - Reserved 

Not used. Set to zero. 

Bit 1 - Command in Progress 

When this bit is set, a command is being executed and a 
new command should not be loaded until it is cleared. 
Although a command may be executing, the sector 
buffer is still available for access by the host processor. 
If CIP is set, only the status register can be read regard- 
less of which register is selected. 

Bit 0 - Error 

This bit is an OR of the contents of the error register. 
Any bit being set in the error register sets this bit. This 
bit is cleared when a new command is loaded. 


\ 
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Command Register 

This write-dnly register is loaded with the desired com : 
mand: 

7 6 5 4 3 2 1 0 

COMMAND 


The 82062 begins to execute immediately upon loading 
any value into this register. This register should not be 
written while the Busy or Command in Progress bits 
are set in the STATUS register. The INTRQ line (Pin 
3) if set, will be cleared by a write to the COMMAND 
register. 


Instruction Set 

The 82062 WDC instruction set contains six com- 
mands. Prior to loading the command register, the host 
processor must first set up the Task Register File with 
the information needed for the command. Except for 
the COMMAND register, the registers may be loaded 
in any order. If a command is in progress, a subsequent 
write to the COMMAND register will be ignored. A 
command is finished when the command in progress 
(CIP) bit in the STATUS register is cleared. See the 
Command Section for an explanation of each com- 
mand. 


COMMAND 7 

6 

5 

4 

3 

2 

1 


RESTORE 

0 

0 

0 

1 

R3 

R2 

R1 

R0 

SEEK 

0 

1 

1 

1 

R3 

R2 

R1 

R0 

READ SECTOR 0 

0 

1 

0 

1 

M 

0 

T 

WRITE SECTOR 0 

0 

1 

1 

0 

M 

0 

T 

SCAN ID 

0 

1 

0 

0 

0 

0 

0 

T 

WRITE FORMAT 0 

1 

0 

1 

0 

0 

0 

0 

R 3-0 = Rate Field 

For 5 MHz WR Clock: 








0000 — 

~ 35 jus 








0001 — 

0.5 ms 








0010 — 

1.0 ms 








0011 — 

1.5 ms 








0100 — 

2.0 ms 








0101 — 

2.5 ms 








0110 — 

3.0 ms 








0111 — 

3.5 ms 








1000 — 

4.0 ms 








1001 — 

4.5 ms 








1010 — 

5.0 ms 








1011 — 

5.5 ms 








1100 — 

6.0 ms 








1101 — 

6.5 ms 








1110 — 

7.0 ms 








1111 — 

7.5 ms 









COMMAND 7654321 

T = 

Retry Enable 

H H 

II II 

o 

Enable Retries 
Disable Retries 

M = 

Multiple Sector Flag 

M = 0 
M = 1 

Transfer 1 Sector 
Transfer Multiple Sectors 

1 = 

Interrupt Enable 

1 = 0 
1 = 1 

Interrupt at BDRQ time 
Interrupt at end of command 


Programming the 82062 

This section consists of two parts. The first part gives 
an explanation of each command, a flowchart showing 
the 82062’s sequence of events, and the commands’ se- 
quence of events as seen by the host microprocessor. 
The second section shows flowcharts of general soft- 
ware routines and their PLM equivalent, for both 
polled and interrupt driven software. 

The designer must remember that the 82062 expects a 
full sector buffer that can be isolated from the host 
during data transfers between the 82062 and the disk. 
Since the 82062 assumes a full sector buffer is available, 
it does not check for data overrun or underrun error 
conditions. If such a condition occurs, corruption of 
data will happen and the host will have no indication of 
an error. The design must guarantee against over-run 
and under-run conditions when not using the sector 
buffer approach. 


Commands 

A command is placed into the command register only 
after the Task Registers have been written with proper 
values. The Task Registers may be loaded in any order. 
A command, once started, can only be terminated by a 
hardware reset to the 82062. This may corrupt data on 
the disk by removing necessary control signals out of 
sequence. 

The general sequence of a command is as follows: 

— The host loads the Task Registers 

— The host loads the Command Register 

— The 82062 locates the correct cylinder 

— Data transfer takes place 

— The 82062 issues an interrupt 


5-863 


231133-002 





AP-182 


Restore Command - 
000 1 R3R2R1 R0 

The Restore command is used to position the heads to 
cylinder 0. This command must be issued to the 82062 
on power-up to initialize internal registers. The user 
specified rate field (R3-R0) is stored internally for FU- 
TURE use in commands with implied seeks. The step 
rate value is not used with this command. The actual 
stepping rate used is dependent upon the handshake 
delay between the 82062 issuing a step pulse and the 
drive returning a seek complete for each track (roughly 
20 ms). After each step pulse is issued, the 82062 waits 
for a rising edge on the Seek Complete (SC) line before 
issuing the, next pulse. If 8 index pulses are received 
without a rising edge on SC, the 82062 will switch to 
sampling the level of the SC line. If after 1,024 step 
pulses the Track 00 signal has not gone active, the 
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Figure 13. Restore Command Flow 


r 

82062 will terminate the command and set the TRACK 
000 bit in the Error Register. The command will termi- 
nate if WR Fault goes active or DRDY goes inactive at 
any time. Figure 13 is a flow chart of the command. 

This command should precede the format command. 
The format command will be aborted if an ID field is 
not present (because the disk was never formatted) and 



CALCULATE 
* OF STEPS 
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a new drive is selected. Recall the 82062 will do a Scan 
ID to update internal registers when the drive is 
changed. This information is used to calculate the num- 
ber of steps required to get to the destination cylinder. 
When the heads are positioned to track zero the 82062 
will not try to read an ID field, but will issue the cor- 
rect number of steps. 


Seek Command - 
0 1 1 1 R3 R2 R1 R0 

The Seek command positions the heads to the cylinder 
specified in the Task Registers. The direction and num- 
ber of step pulses issued is calculated by comparing the 
cylinder high/low registers to an internal “present posi- 
tion” cylinder register. The present position register is 
updated after all step pulses are issued and the com- 
mand is terminated. The Seek Complete input is not 
checked. 

The actual stepping rate is taken from the rate field bits 
(R3-R0) and stored for future use. The command ter- 
minates at once if WR FAULT goes active or DRDY 
goes inactive at any time. Figure 14 is a flowchart of the 
command. 

Since the data transfer commands feature implied 
seeks, tfyis command is of use mainly to those using 
multiple drives and software that can take advantage of 
overlapped seeks. 


Scan ID Command - 
0 1 00000T 

The Scan ID command is used by both the 82062 and 
the host to update the SDH, the Sector Number, Cylin- 
der and internal present position registers. Once the 
command is issued, the Seek Complete line is sampled 
until valid. The first ID field found, as indicated by the 
address mark, is loaded into the previously mentioned 
registers. The Bad Block bit will be set if detected, and 
the command will terminate. ID CRC errors will start 
the search sequence over for a maximum of 10 index 
pulses, but the registers will be loaded with whatever 
data the 82062 had perceived as ID information. Im- 
proper states on WR Fault on DRDY will terminate 
the command. Figure 15 is the flow chart of the com- 
mand. 

The main use for this command is to determine where 
the heads are currently located and what size the sec- 
tors are (i.e. 256, 512 etc.). Without this command, it 
would be necessary to recall the heads to track zero and 
then step out to the desired cylinder each time a drive 
was changed. Specifying the wrong sector size would 
yield an ID not found error. This command enables the 
system to read the disk drive to determine what size 
sectors were recorded. 


Read Sector Command - 
0 0 1 0 I M 0 T 

The READ SECTOR command is used to transfer one 
or more sectors of data from the disk to the sector 
buffer. Upon receipt of the READ SECTOR com- 
mand, the 82062 checks the CYLINDER NUMBER 
LOW/HIGH register pair against an internal cylinder 
position register to see if they are equal. If not, the 
direction and number of steps are calculated and a seek 
takes place. If an implied seek is performed, the 82062 
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will search until a rising edge of SC is received. The 
WR FAULT and DRDY lines are monitored through- 
out the command. 

Once the Seek Complete (SC) line is high (with or with- 
out an implied seek having occurred), the search for an 
ID field begins. If T = 0 (retries enabled), the 82062 
must find an ID with the correct cylinder number, 
head, sector size, and CRC within 10 revolutions, or a 
Scan ID and re-Seek will be performed. The search for 
the proper ID will again be tried for up to 10 revolu- 
tions. If the correct sector is still not found, the appro- 
priate error bits will be set and the command terminat- 
ed. Data CRC errors will also.be retried for up to 10 
revolutions (if T = 0). 

If T = 1 (retries disabled), the ID search must find the 
correct sector within 2 revolutions or the appropriate 
error bits will be set and the command terminated. 

Both the READ SECTOR and WRITE SECTOR 
commands feature a “simulated completion” to ease 
programming. DRQ/BDRQ will be generated upon de- 
tecting an error condition. This allows the same pro- 
gram flow for successful or unsuccessful completion of 
a command. 


When the data address mark is found, the 82062 is 
ready to tranfer data to the sector buffer. After the data 
has been transferred, the I bit is checked. If I = 0, 
INTRQ is made active coincident with BDRQ, indicat- 
ing that a transfer of data from the buffer to the host 
processor is required. If I = 1, INTRQ will occur at 
the end of the command, i.e. after the buffer is unload- 
ed by the host. 

The M bit is set for multiple sector transfers. When 
M = 0, one sector is transferred and the SECTOR 
COUNT register is ignored. When M = 1, multiple 
sectors are transferred. After each sector is transferred, 
the 82062 decrements the SECTOR COUNT register 
and increments the SECTOR NUMBER register. The 
next logical sector will be transferred regardless of any 
interleave. Sectors are numbered at format time. 

Multiple sector transfers continue until the SECTOR 
COUNT register equals zero, or the BRDY line goes 
active (low to high). If the SECTOR COUNT register 
is non-zero (indicating more sectors are to be trans- 
ferred but the buffer is full), BDRQ will be made active 
and the host must unload the buffer. After this occurs, 
the buffer will again be free to accept the remaining 
sectors from the 82062. This scheme enables the user to 
transfer more sectors than the buffer memory has ca- 
pacity for. 


In summary then, READ SECTOR operation is as follows: 


When M = 0 (READ SECTOR) 


( 1) Host: Sets up param eters; issues READ SECTOR command. 

( 2) 82062: Strobes BCR; sets BCS = 0. 

( 3) 82062: Finds sector specified; transfers data to buffer. 

( 4) 82062: Strobes BCR; sets BCS = 1 . 

( 5) 82062: Sets BDRQ = 1; DRQ - 1. 

( 6) 82062: If I bit = 1 go to (9). 

( 7) Host: Reads contents of sector buffer. 

( 8) 82062: Waits for BRDY, then sets INTRQ = 1 : END. 

( 9) 82062: Sets INTRQ = 1. 

(10) Host Reads out contents of buffer; END. 

(1 1 ) 82062: If I = 1 wait for BRDY, then clear BDRQ; END. 

When M = 1 (READ MULTIPLE SECTOR) 

( 1) Host: Sets up param eter s; iss ues READ SECTOR command. * 

( 2) 82062: Strobes BCR; sets BCS = 0. 

( 3) 82062: Finds sector specified; transfers data to buffer. 

( 4) 82062: Decrements SECTOR COUNT register; increments SECTOR NUMBER register. 

( 5) 82062: Strobes BCR; sets BCS = 0. 

( 6) 82062: Sets BDRQ = 1; DRQ = 1. 

( 7) Host: Reads out contents of buffer. 

( 8) 82062: Waits for BRDY. 

( 9) 82062: When BRDY = 1 , if Sector Count = 0 then go to (1 1 ). 

(10) 82062: Go to (2). 

(1 1 ) 82062: Set INTRQ = 1 ; End. 


A flowchart of the READ SECTOR command is shown in Figures 16A and 16B. 
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Write Sector Command - 
0 1 1 1 OMOT 

The WRITE SECTOR command is used to write one 
or more sectors of data to the disk from the sector 
buffer. Upon receipt of a WRITE SECTOR command 
the 82062 checks the CYLINDER NUMBER LOW/ 
HIGH register pair against the internal cylinder posi- 
tion register to see if they are equal. If not, the direction 
and number of steps calculation is performed and a 
seek takes place. The WR FAULT and DRDY lines 
are checked throughout the command. 

When the Seek Complete (SC) line is found to be true 
(with or without an implied seek having occurred), the 
BDRQ signal is made active and the host proceeds to 
load the buffer. Once BRDY goes high, the ID field 
with the specified cylinder number, head, and sector 
size is searched for. Once found, WR GATE is made 


active and the data is written to the disk. If retries are 
enabled (T = 0), and if the ID field cannot be found 
within 10 revolutions, a Scan ID and re-Seek are per- 
formed. If the correct ID field is not found within 10 
additional revolutions, the ID Not Found error bit is 
set and the command is terminated. If retries are dis- 
abled, (T = 1) and if the ID field cannot be found 
within 2 revolutions, the ID Not Found error bit is set 
and the command is terminated. 

During a WRITE MULTIPLE SECTOR command 
(M = 1), the SECTOR NUMBER register is decre- 
mented and the SECTOR COUNT register is incre- 
mented after the transfer to the disk takes place. Dur- 
ing multiple sector transfers if BRDY is asserted after 
the first sector is transferred from the buffer, the 82062 
will transfer the next sector before issuing BDRQ. The 
82062 will set BDRQ and wait for the host processor to 
place more data in the buffer. 


In summary then, the WRITE SECTOR operation is as follows: 


When M = 0, 1 (WRITE SECTOR) 


( D 
( 2 ) 
( 3) 
( 4) 
( 5) 
( 6) 
( 7) 
( 8 ) 
( 9) 


Host: Sets up parameters; issues WRITE SECTOR command. 

82062: Sets BDRQ = 1, DRQ = 1. 

Host: Loads sector buffer with data. 

82062: Waits for BRDY = 0 to 1 . 

82062: Finds specified ID field; writes sector to disk. 

82062: If M = 0, then set INTRQ = 1 ; END. 

82062: Increment SECTOR NUMBER register; decrement SECTOR COUNT register. 

82062: If SECTOR = 0, then set INTRQ = 1 ; END. 

82062: Go to (2). 


A flowchart of the WRITE SECTOR command is shown in Figure 17. 


Write Format Command 
01010000 

The WRITE FORMAT command is used to format 
one track using the Task Register File and the sector 
buffer. During execution of this command, the sector 
buffer is used for additional parameter information in- 
stead of sector data. Shown in Figure 18 is the contents 
of the sector buffer for a 32 sector/track format with an 
interleave factor of two. Each sector requires a two byte 
sequence. The first byte designates whether a bad block 
mark is to be recorded in the sector’s ID field. A 00 
Hex is normal; an 80H indicates a bad block mark for 
the sector. In the example of Figure 18, sector 04 will 
get a back block mark recorded. Any attempt to access 
sector 4 in the future will terminate the command. 

The second byte indicates the logical sector number to 
be recorded. This allows sectors to be recorded with 
any interleave factor desired. The remaining memory in 
the sector buffer may contain any value. Its only pur- 
pose is to generate a BRDY to tell the 82062 to begin 
formatting the track. An implied seek is in effect on this 


command. As for other commands, if the drive number 
has been changed an ID field will be scanned for cylin- 
der position information before the implied seek is per- 
formed. If no ID field can be read (because the track 
had been erased or because an incomplete format had 
been used), an ID Not Found error will result and the 
WRITE FORMAT command will be aborted. This can 
be avoided by issuing a RESTORE command before 
formatting. 

The SECTOR COUNT register is used to hold the total 
number of sectors to be formatted (01H = 1 sector; 
00H = 256 sectors), while the SECTOR NUMBER 
register holds the number of bytes (minus three) to be 
used for Gap 1 and Gap 3. For instance, if the SEC- 
TOR COUNT register value is 02H and the SECTOR 
NUMBER register value is 00H, then 2 sectors are 
written on a track and 3 bytes of 4EH are written for 
Gap 1 and Gap 3. The data fields are filled with FFH 
and the CRC is automatically generated and appended. 
All gaps are filled with 4EH. After the last sector is 
written, the track is filled with 4EH until the index 
pulse terminates the write. The Gap 3 value is deter- 
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^ READ SECTOR ^ 

RESET INTRQ, 
ERRORS 
SET BUSY, CIP 


YES 




SCAN ID 
GET CYL » 


NO 





O" 



PERFORM 

SEEK 

COMMAND 


7 


PULSE BCR 
SET INTRQ, AC 
PRESET BUSY, CIP, BCS 


D 


ACTIVATE BCS 
PULSE BCR 



i <-*4 yes 


SET 

ID NOT FOUND 


( PULSE BCR A 

SET INTRQ 1 

RESET BUSY, CIP, BC 


*IF T-1 THEN DASHED PATH IS TAKEN 
AFTER 2 INDEX PULSES. 


Figure 16A. Read Sector Command Flow 
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Figure 17. Write Sector Command Flow 
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Figure 18. Sector Buffer Contents For Format 


mined by the drive motor speed variation, data sector 
length, and the interleave factor. The interleave factor 
is only important when 1:1 (no) interleave is used. The 
formula for determining the minimum Gap 3 length 
value is: 

Gap 3 = (2*M*S) + K + E 
M = motor speed variation (e.g., 0.03 for ± 3%) 

S = sector length in bytes 
K = 25 for interleave factor of 1 
K = 0 for any other interleave factor 
E = 7 if the sector is to be extended 

As with all commands, a WR FAULT or drive not 
ready condition, will terminate execution of the 
WRITE FORMAT command. Figure 19 shows the 
format that the 82062 will write on the disk. The ex- 
tend bit in the SDH register must not be set during the 
Format command. 

A flowchart of the WRITE FORMAT command is 
shown in Figure 20. 


SOFTWARE SECTION: GENERAL 
PROGRAMMING 

This section describes the software needed to communi- 
cate with the 82062 in order to store and retrieve data. 


This chapter describes the software in a general manner 
and Appendix B contains the actual implementation 
used to exercise the 82062 SBX board. 


Polled Mode 

As discussed in the Polled Interface Section, the 82062 
does not directly support polled operation for data 
transfers without the addition of hardware. This section 
is based upon the polled interface as described in the 
Polled Interface Section. 

The six 82062 commands can be divided into two 
groups, those with data transfers and those without. 
The commands that do not use the sector buffer are: 
Restore, Seek and Scan ID. The functions of each com- 
mand are explained in the Commands Section. Figure 
21 is a flowchart of a polled operation and a PLM ex- 
ample. 

The last status that was read will contain any error 
conditions that might have occurred during the com- 
mand. 

For commands that do make use of the sector buffer, 
the size of the sector buffer will affect the software. If 
the sector buffer is equal in size to one sector, then a 
carry out of an address counter (for the sector buffer) 
as the buffer is being filled will indicate to the 82062 
that the command should continue. If the sector buffer 



Figure 19. 82062 Sector Format 
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Figure 20. Write Format Command Flow 
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size is equal to two or more disk sectors, and only one 
sector is being transferred, then the carry out signal 
would not go active, and the 82062 will be forever wait- 
ing for BRDY. In this case an I/O port would have to 
be used to generate this signal for the 82062 so that 
command execution can finish. Figure 22 is a flowchart 
of the READ SECTOR command, and its PLM repre- 
sentation. The WRITE SECTOR and FORMAT 
TRACK commands are equivalent in terms of software 
interfacing. Their flowcharts and their PLM equiva- 
lents are shown in Figure 23. 

Once the command register is written the 82062 re- 
quests a data transfer before locating the proper track. 
Once the buffer is filled and BRDY is asserted, the 
82062 will locate the target track and sector. If the ID 
is not located before the selected number of retries have 
occurred, the 82062 will terminate the command. The 
data transferred to the sector buffer will not have been 
used. Once the command has finished (i.e., CIP = 0), 
the status and error registers will inform the host of an 
error. 

Figure 24 is the PLM routine that allows for all six of 
the commands. It differs from the READ and WRITE 
routines in that the direction that data is to be trans- 
ferred is determined by the command. 


Figure 24 also works for multiple sector transfers. 
However, the BRDY signal must be generated in hard- 
ware (the carry-out of an address counter). 


Interrupt Mode 

Interrupt driven software is chosen when the micro- 
processor must execute other tasks and cannot sit wait- 
ing for the disk to reposition its heads, as in a polled 
environment. The delay in repositioning heads can be 
anything from a couple of milliseconds to a second or 
more. 

The 82062’s interrupt (INTRQ) pin goes active to indi- 
cate that the command has finished. The READ SEC- 
TOR command provides the programmable choice of 
having the interrupt occur at the end of the data trans- 
fer or the normal end of the command. The reason for 
this option is that when the 82062 signals that a data 
transfer is required (via BDRQ, DRQ) the disk has 
been read and the data has been, placed in the buffer. 
The host would remove the data and issue BRDY. The 
82062 would then issue an interrupt indicating that the 
command has finished. The interrupt procedure would 
only have to read the status register. If the interrupt is 
issued at BDRQ the host would remove the buffer data 



Disk$0peration: Procedure; 

Call Write$82062$Task$Reg l s ; /* Write Task Registers */ 

Output (CommandftReg) = Command; 

Status = Input (StatusftReg) ; /* Read Status Reg */ 

Do while Status and CIP = CIP; /*Wait until command finishes */ 
Status = Input (Status$Reg) ; 

End ; 

End Disk$0peration ; 


Figure 21. Polling Status 
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) 


READ SECTOR COMMAND 



Disk$Operation: Procedure; 

Call Write$82062$Task$Regs ; 

Output (Command $ Reg) = Command; 
Status = Input (StatusftReg) ; 

Do while Status and CIP = CIP; 

If Status and DRQ = DRQ then Do ; 
Call Read$Data$From$Buffer ; 
Output (BRDYftPORT) = 01; 

End ; 

Status = Input (StatusfPort ) 

End ; 

End DiskftOperation ; 


Figure 22. Polling For Read Data 
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WRITE, FORMAT COMMANDS 



Disk$Operation: Procedure; 

Call Write$82062$Task$Regs ; 

Output (Command$Reg) - Command; 

Status = Input (StatusftReg) ; 

Do while status and CIP = CIP; 

If status and DRQ = DRW then do ; 

Call Write$Data$to$Buffer ; 

Output (BRDYftPort) = 01 ; /* Make BRDY go active */ 
End ; 

Status = Input (StatusftReg) 

End ; 

End Disk$Operation ; 


Figure 23. Polling For Write Data 
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Disk$Operation : Procedure; 

Call Write$82062$Task$Regs ; /* Write registers */ 

Output (Command$Reg) = Command; /* Start command */ 

Status = Input (Status$Reg) ; /* Read status */ 

Do while status and CIP = CIP; /* Is a command in progress */ 
If status and DRQ = DRQ then do; /* Data transfer? = yes */ 
If command = Read$Sector then 

Call Read$Data$From$Buf fer ; /* Remove data */ 

Else Call Write$Data$to$Buf fer ; /* Send data */ 

Output (BRDYftPORT) - 01; /* Toggle BRDY 0 to 1 */ 

End ; 

End Disk$Operation ; 


Figure 24. Complete Polled Flow 


Start$Disk$Operation ; Procedure; 

Call Write$82062$Task$Reg f s ; 
x Output (Command $ Reg) = Command; 
End Start$Disk$Operation ; 


Figure 25. Interrupt Mode; Starting a Disk Transfer 


and generate BRDY. At this point the status and error 
registers contain valid information. Generating an in- 
terrupt at BDRQ time may save some systems some 
software overhead. 

The WRITE SECTOR and FORMAT commands dd 
not have this option because the sector buffer is filled 
before the track and sector are located. Hence, there 
can be significant delays between asking for data and 
the command terminating. 

In an interrupt driven environment, the 82062 can in- 
terface to a DMA controller for data transfers between 
the sector buffer and the host’s RAM. If a DMA con- 
troller is not available an interrupt must be generated 
via the BDRQ line. However, BDRQ can stay active 
for long periods of time (until BRDY is generated). The 
interrupt sensing logic must take this into account to 
avoid being retriggered constantly. Intel’s 8259A Inter- 
rupt Controller 8259A provides that capability. It 
should be programmed for edge triggered interrupts or 
the end of interrupt byte must not be issued until 
BDRQ is removed to prevent retriggering. 

Figure 25 is a PLM example of starting a disk opera- 
tion in an interrupt driven environment. The command 
starts, and some indefinite amount of time later an in- 
terrupt would be generated, indicating service is re- 
quired. 


If a DMA controller is used, it would have to be pro- 
grammed and initialized before the command is issued 
to the 82062. Recall that once a data transfer between 
the microprocessor and 82062 has finished, BRDY 
must be set high. As long as BRDY is generated from 
hardware, no microprocessor intervention is needed. If 
BRDY is generated by an I/O port the microprocessor 
will have to perform this function (this will be the case 
with any system that has a sector buffer larger than one 
sector). (One option could be to generate an interrupt 
from the terminal count pin of the DMA controller. 
The microprocessor would then issue a BRDY.) Data 
transfers between host RAM and the sector buffer 
would be handled without microprocessor intervention. 
The interrupt would then signal that the command has 
finished as shown in Figure 26. The only operation the 
host processor would perform is to check the status 
register of the 82062 for any error conditions. 

If BDRQ is used to generate an interrupt in addition to 
the normal interrupt, then the routines shown in Figure 
27 will check the status register to see if a data transfer 
should be executed or if the command is finished. If 
DRQ is not set, the command has finished and any 
error conditions would be in the status register. 

Another possibility would be to have separate interrupt 
routines for the two possible sources of interrupts 
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End$of$Transfer : Procedure Interrupt; 

Status = Input (StatusftRegister) ; 
Output (8259A PIC) = End$of ^Interrupt ; 
End End$of$Transfer ; 


Figure 26. Checking Status via Interrupt 


Se;rvice$Disk$Controller : Procedure Interrupt; 

Status = Input (StatusftPort) ; 

If Status and DRQ = DRQ then 

Call Transfer$Data$To/From$Buf fer ;/* Enable DMAC */ 
Output (8259A PIC) = Endftof ^Interrupt ; 

End Service|Disk$Controller ; 


Figure 27. Complete Interrupt Procedure 


' (INTRQ, BRDQ). There would then be no need to test 
the status to see which interrupt had occurred. 

APPLICATION EXAMPLE 

This section shows an application using the 82062 in- 
terfaced to the SBX bus. A quick overview of the SBX 
bus is provided (pin descriptions, general wave forms) 
as a background for the application. Designing the 
82062 onto an SBX Multimodule board was chosen to 
highlight the size and complexity differences between 
earlier TTL, MSI, LSI-based disk controller boards and 
what is possible using the 82062. Both the hardware 
and software sections will be applicable to most other 
designs using the 82062. This design example is called 
SBX82062 and does not represent a real product of- 
fered by Intel Corporation. Appendix C contains the 
schematic of the SBX board. 

The advantage of the SBX Multimodule is that it per- 
mits the system to be tailored for specific needs with a 
minimum of effort. The advantage of an SBX based 
disk controller is that a current system can make use of 
the capacity, reliability and speed of a hard disk with 
no (or minimal) hardware redesign. 


iSBX Bus Multimodule Boards 

The iSBX Multimodule boards are small, specialized, 
I/O mapped boards which plug onto base boards. The 
iSBX boards connect to the iSBX bus connector and 
convert the iSBX bus signals to a defined I/O interface. 


Base Boards 

The base board decodes I/O addresses and generates 
the chip selects for the iSBX Multimodule boards. In 8- 
bit systems, the base board decodes all but the lower 
three addresses in generating the iSBX Multimodule 
board chip selects. In 16-bit systems, the base board 
decodes all but the lower order four addresses in gener- 
ating the iSBX Multimodule board chip selects. Thus, a 
base board would normally reserve two blocks of 8 I/O 
ports for each iSBX socket it provides. 

There are two classes of base boards, those with Direct 
Memory Access (DMA) support and those without. 
Base boards with DMA support are boards with DMA 
controllers on them. These boards, in conjunction with 
an iSBX Multimodule board (with DMA capability), 
can perform direct I/O to memory or memory to I/O 
operations. 


iSBX Bus Interface 

The iSBX bus interface can be grouped into six func- 
tional classes: 

1. Control Lines 

2. Address and Chip Select Lines 

3. Data Lines 

4. Interrupt Lines 

5. Option Lines 

6. Power Lines 
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Control Lines 

The following signals are classified as control lines: 

COMMANDS: 

IORD (I/O Read) 

IOWRT (I/O Write) 

DMA: 

MDRQT (DMA Request) 

MDACK (DMA Acknowledge) 

TDMA (Terminate DMA) 

INITIALIZE: 

RESET 

CLOCK: 

MCLK (iSBX Multimodule Clock) 

SYSTEM CONTROL: 

MWAIT 

MPST (iSBX Multimodule Board Present) 


Command Lines (IORD, IOWRT) 

The command lines are active low signals which pro- 
vide the communication link between the base board 
and the iSBX Multimodule board. An active command 
line, conditioned by chip select, indicates to the iSBX 
Multimddule board that the address lines are valid and 
the iSBX Multimodule board should perform the speci- 
fied operation. 


DMA Lines (MDRQT, MDACK, TDMA) 

The DMA lines are the communication link between 
the DMA controller device on the base board and the 
iSBX Multimodule board. MDRQT is an active high 
output signal from the iSBX Multimodule board to the 


base boar d’s DMA device requesting a DMA cycle. 
MDACK is an active low input signal to the iSBX 
Multimodule board from the base board DMA device 
acknowledging that the requested DMA cycle has been 
granted. TDMA is an active high output signal from 
the iSBX Multimodule board to the base board. 
TDMA is used by the iSBX Multimodule board to ter- 
minate DMA activity. The use of the DMA lines is 
optional as not all base boards will provide DMA chan- 
nels and not all iSBX Multimodule boards will be capa- 
ble of supporting a DMA channel. 

Initialize Lines (Reset) 

This input line to the iSBX Multimodule board is gen- 
erated by the base board to put the iSBX Multimodule 
board into a known internal state. 


Clock Lines (MCLK) 

This input to the iSBX Multimodule board is a timing 
signal. The 10 MHz ( + 0%, —10%) frequency can 
vary from base board to base board. This clock is asyn- 
chronous from all other iSBX bus signals. 


System Contro l Lines 
(MWAIT, MPST) 

These output signals from the iSBX Multimodule 
board control the state of the system. 

An active MWAIT (Active Low) will put the CPU on 
the board into wait states providing additional time for 
the iSBX Multimodu le board to perform the requested 
operation. MWAIT must be generated from address 
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(address plus chip select) information only. If MW AIT 
is driven active du e to a glit ch on the CS line during 
address transitions, MW AIT must be driven inactive in 
less than 75 ns. 


The iSBX Multimodule board present (MPST) is an 
active low signal (tied to signal ground) that informs 
the base board I/O decode logic that an iSBX Multi- 
module board has been installed. 


Address and Chip Select Lines 

The address and chip select lines are made up of two 
groups of signals. 

Adress Lines: MA0-MA2 


Chip Select Lines: MCS0-MCS1 

The base board decodes I/O addresses and generates 
the chip selects for the iSBX Multimodule boards. The 
base board decodes all but the lower order three ad- 
dresses in generating the iSBX Multimodule board chip 
selects. 


Address Lines (MA0-MA2) 

These positive true input lines to the iSBX Multimod- 
ule boards are generally the least three significant bits 
of the I/O address. In conjunction with the command 
and chip select lines, they establish the I/O port ad- 
dress being accessed. In 16-bit systems, MA0-MA2 
may be connected to ADR1-ADR3 of the base board 
address lines. 


Chip Select Lines (MCS0-MCS1/) 

In an 8-bit system, these input lines to the iSBX Multi- 
module boa rd are the result of the base board I/O de- 
code logic. MCS is an active low signal which condi- 
tions the I/O command signals and thus enables com- 
munication with the iSBX Multimodule boards. 


The SBX82062 Design Example 

The SBX82062 Multimodule board will interface an 
ST506 compatible drive to any host board having an 
SBX connector. Two restrictions on the disk drive are 
that there is a maximum of 1024 cylinders and/or 8 
heads. The SBX connector cannot supply the power-up 
current requirements of the drive. The drive must be 
connected directly to the power supply. The SBX82062 
in Appendix C does not support DMA transfers. The 
version in Appendix D does support DMA transfers. 
Since this multimodule has a 2 kbyte sector buffer, the 
host microprocessor must generate a BRDY by access- 
ing an I/O port during data transfers. 


The software for communicating to the SBX board is 
intended to be interrupt driven. Polling for data trans- 
fers is not supported. Reading the status without an 
interupt is not recommended. During the times the 
82062 is accessing the sector buffer, the SBX82062 will 
isolate itself from the host. To support polling, a hard- 
ware generated busy pattern should be driven onto the 
hosts’s data bus as is shown in the Polled Interface 
section. The sector buffer stores up to 2 kbytes of disk 
data, for multiple sector transfers. The SBX board only 
interfaces to one drive (for space reasons), but four 
drives could be used with the addition of a read data 
multiplexor (one IC) and the drive data cables. 


Microprocessor Interface 

Figure 29 is a block diagram of the SBX82062’s micro- 
processor interface. The I/O port assignments are listed 
in Table 1. The functional blocks of the interface are: 

Sector Buffer Isolation Logic 
Wait State Logic 
Sector Buffer 

Sector/Drive/Head Register Logic 


Table 6-1. I/O Port Assignments 


Port Address 

Read 

Write 

80H 

Sector Buffer 

Sector Buffer 

82H 

Error Reg 

RWC Reg 

84H 

Sector Count 

Sector Count 

86H 

Sector Number 

Sector Number 

88H 

Cylinder Low 

Cylinder Low 

8AH 

Cylinder High 

Cylinder High 

8CH 

SDH Reg 

SDH Reg 

8EH 

Status Reg 

Command Reg 

90H 

None 

None 

92H 

None 

Asserts BCR 

94H 

None 

Asserts BRDY 


NOTE: 

Address assignments are determined by the host board. 


Sector Buffer Isolation Logic 

The host will be isolated from the SBX board whenever 
the 8206 2 is accessing its sector buff er which is enabled 
by BCS. T he host’s control signals, RD, WR, MCSO, 
and MCS1 and data bus are also disabled at the same 
time to prevent any data in the sector buffer from being 
corrupted. The host should wait for an interrupt before 
reading the 82062’s St atus register. Attempting to read 
the SBX board while BCS is active will return invalid 
data, since the SBX board will have the data bus tri- 
stated. 
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Figure 29. 82062 SBX Multimodule Block Diagram 
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Wait State Logic 

The wai t state logic drives the ‘not ready’ line, 
MW A IT, active whenever the host reads the SBX 
board. MWAIT does not go active for buffer or 82062 
register writes. This logic was required for two reasons. 
First, a delay ed read is generated, because the address 
setup to RD margin of the SBX bus is le ss th an the 
82062’s needs (50 ns vs 100 ns). Second, the RD to data 
valid access period of the 82062 (375 ns), is greater than 
the SBX bus’ full speed read cycle (275 ns) permits. 
MW AIT is deactivated after allowing for the delayed 
RD and the access period of the 82062. This delay is 
accomplished with a 500 ns delay line. The first tap at 
100 ns generates the read request to allow for the ad- 
dress setu p margin. The next tap 400 ns later removes 
MWAIT to allow the host to continue. 


Sector Buffer 

The sector buffer consists of an address counter (using 
Ts393’s) and a 2 kbyte static RAM. The address coun- 
ter i s incremented on the trailing edge of a valid RD or 
WR cycle, either host microprocessor or 82062 initiat- 
ed. The cou nter i s reset by a hardware reset, the 82062 
buffer reset BCR, or by accessing an I/O p ort to pro- 
vide softw are control. The 82062 will issue BCR each 
time BCS changes state (i.e. twice per sector). Resetting 
the buffer counter can be put under software control for 
multiple sector transfers. BRDY going high tells the 
82062 that the buffer is available for its use. BRDY is 
generated by the address counter, by filling or emptying 
the entire buffer in multiple sector transfers, or from an 
I/O port when single sector transfers are done (since 
single sectors won’t use all 2 kbytes of the buffer, the 
hardware signal wi ll not be generated). Whe n the 8 2062 
is using the buffer, BCS will be low, and the RD or WR 
line will be pulsed every 1.6 microseconds. 

When the 82062 is using the buffer it prevents access by 
the host by tristati ng th e read, write, select and data 
lines with a low on BCS. 


SDH Register Logic 

The drive and head select bits must be latched external- 
ly to the 82062, since these outputs are not provi ded. 
An 8 bit latch is strobed on the trailing edge of the WR 
pulse when the SDH register is selected. The two drive 
select bits are then demultiplexed to provide a one of 
four drive select line. If multiple drives are used then 
these outputs would also be used to select which disk’s 
read data line would be gated into the PLL. 


Interrupts 

While the interrupt line is programmable (to notify of 
an end of command or data transfer request for the 
Read Sector command only), software will ensure that 
the interrupt from the 82062 signifies command termi- 
nation. The BDRQ line is OR’ed with the 82062’s 
INTRQ line or BDRQ can generate its own interrupt. 
BDRQ is also gated off-board for a DMA controller. 


Disk Interface 

Figure 30 is a block diagram of the interface between 
the 82062 and the disk drive. The functional blocks are: 

Write Data Logic 
Read Data Logic (PLL) 

Drive Control 

Write Data Logic 

The WR DATA output requires a D flip-flop clocked 
at 10 MHz to complete the conversion of data to MFM. 
The output of this D flip-flop is true MFM and is sent 
to a delay line. A delay line determines the amount of 
delay for precompensation. No delay corresponds to 
shifting the data bit early; the first tap is approximately 
12 ns of delay and is the “normal”, or no delay and the 
second tap provides 12 ns of delay, referenced to the 
“normal” write data. Which out put is select ed is deter- 
mined by the states on RWC, Early and Late. This 
function was generate d with a 74 sl 5 1 m ultiplexer. 
When RWC is inactive EARLY and LATE only select 
“normal” data since they are always active. The pre- 
compensated write data is then driven onto the data 
cable by an RS-422 driver. 


Read Data Logic 

The PLL generates the RD CLOCK that is used to 
decode the serial MFM data from the drive. A selected 
drive issues read data, unless WR GATE is active. A 
one-shot generates a pulse of 220-270 ns to provide the 
DRUN input. Only during an all zero’s or one’s field 
will the DRUN input stay high, as it will be retriggered 
every 200 ns (the minimum distance that separates con- 
tinuous clock and data bits). As soon as DRUN is de- 
termined to be valid, the RD GATE output will go 
active, switching the PLL from the 10 MHz local clock 
input to disk data. The PLL will synchronize to the 
incoming serial data and generate a Read Clock of the 
proper timing and phase. The 82062 will then start to 
search for the address mark which is indicated by 
DRUN going low at the address mark. 
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Figure 30. 82062 Disk Interface Block Diagram 


No detail is provided herein on PLL design, as it is 
beyond the scope of this document. PLL design should 
be left to experienced designers, since minute changes 
in temperature and component values will drastically 
affect the soft error rate. As an alternative, several com- 
panies manufacture very high speed PLL chips for 
MFM encoded disk drives. Besides being fairly easy to 
design in, they reduce the number of components and 
board area needed for the sophisticated PLL. 


Software Driver Overview 

Presented in Appendix B is a listing of the software 
used to exercise the SBX 82062 board. Communication 
between the host software and the SBX driver routine is 
done through a structure located in system RAM. The 
host routine fills in required parameters, then passes the 
address of this communication block to the SBX driver 
routine. The driver routine pulls necessary values from 
this command block (CBL), executes a disk operation, 
then fills the CBL with the 82062’s register contents, 
plus status and error information. The command block 
structure is shown in Figure 31. 


Command 

Byte 

Rwc Reg 

Byte 

Sector Cnt. 

Byte 

Sector Num. 

Byte 

Cyl Low 

Byte 

Cyl High 

Byte 

SDH Reg 

Byte 

Status Reg 

Byte 

Error Reg 

Byte 

Host Buffer 

Pointer 


Figure 31 


The host board did not have a DMA controller avail- 
able, so an interrupt is issued from the BDRQ line and 
OR’ed with the 82062’s interrupt line as interrupt 
sources were limited by the host. When an interrupt 
occurs, the interrupt procedure checks for either a data 
transfer, and executes it, or the completion of the com- 
mand. If the interrupt signifies command completion, 
the interrupt procedure fills the command block with 
the 82062’s task, status and error registers. 
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In this example, the host software examines one byte in 
the command block and until this byte is changed to a 
00, no other command blocks will be passed to the disk 
driver routine. An alternative would be to issue a soft- 
ware interrupt to notify the microprocessor that the 
disk operation has finished and the command block 
contains parameters from the last operation and that a 
new disk command could start. 

The driver for this example allows polling for non-data 
transfer commands, and must use interrupts for data 
transfers. As mentioned earlier, microprocessor inter- 
vention is required since the sector buffer is much larg- 
er than one sector and will not generate a BRDY. The 
microprocessor must write to an I/O port, which sets 
BRDY, after each host to sector buffer transfer. An 
actual software implementation would not include the 
polling and interrupt routines together, as only one 
method would generally be used. 


The calling routine, which would normally be a direc- 
tory program, places the values for which sector, num- 
ber of sectors, etc., in the CBL. The disk routine is 
called and the address of this structure is passed on the 
stack. The disk driver places these parameters in the 
82062’s Task registers and initiates a command. 

If the interrupt driven method was chosen, the disk 
driver routine returns to the calling routine. This per- 
mits other processing to be performed while the disk is 
executing a command. At some point, an interrupt will 
be generated, either from BRDY or INTRQ. Control 
will pass to the driver and the status register will be 
checked. If a data transfer is needed, either the micro- 
processor can transfer data or a DMA controller can 
perform the function. Once the transfer of data to the 
buffer is finished, the microprocessor must set BRDY 
through an I/O port. 
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THE ST506 INTERFACE 

The ST506 interface is a modified version of Shugarts 
floppy disk drive interface and has been promoted by 
Seagate Technology. This interface is intended to be 
easy and low in cost to implement, yet provide a medi- 
um level of performance. The interface rigidly defines 
several areas: the hardware interconnects, the data 
transfer rate, the data encoding method, and how the 
disk is formatted. 


Data Transfer Rate 

The data transfer rate depends upon the linear bit den- 
sity of the disk media and the speed at which the disk 
spins. ST506 specifies a 5 Mbit/second transfer rate. 
The typical ST506 drive has a nominal linear density of 
10,416 bytes and a disk speed of 3600 rpm, which yields 
a 5 Mbit/second data transfer rate. No deviation from 
5 M/bits second is allowed. 

Increasing the linear density to increase storage capaci- 
ty would require a decrease in disk speed. Otherwise, 
the data rate would increase. This decrease in disk 
speed would cause access times to increase, which 
many would deem unacceptable. To increase storage 
capacity, and remain ST506 compatible, either the 
number of cylinders and/or the number of platters can 
increase. 


The encoding rules for MFM are fairly simple: 

1 . A clock bit is written when the previous and the cur- 
rent bit cell does not contain a data bit. 

2. A data bit is written whenever there is a “one” from 
the user. 

Sync fields are composed of zeroes which generates a 
series of clock bits in the bit cell’s. A phase lock loop 
locks on to the data stream during this period and gen- 
erates a signal of the proper phase and frequency which 
is used to decode the combined clock and data serial 
data stream. 


Disk Format 

All disk media must be written with a specified format 
so that data may be reliably stored and retrieved. The 
smallest unit of controller accessible data is the sector 
which typically contains sync fields, ID fields, and a 
data field, and buffer fields. 

The format of the disk required by ST506 is shown in 
Figure A-2. It should be noted that this format is fixed 
in the 82062. The user has options only for GAP1 and 
3 length (when changing sector size or ECC) and 
whether to have 82062 CRC checking or user supplied 
ECC syndrome bits. 


Data Encoding 

ST506 requires that the serial data, sent between the 
drive and the controller, be encoded according to MFM 
rules. The basic unit of storage is a bit cell, which stores 
one bit infromation. This bit cell is divided into two 
halves, consisting of a clock bit and a data bit (see Fig- 
ure A-l). 



| 







n 


CLOCK BIT | DATA BIT 

CLOCK BIT 

i 

^ BIT 


THIS WOULD EQUAL A USER 0 THIS WOULD EQUAL A USER 1 

^ 200 NS w. 

BIT CELL ^ 
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Figure A-1 


Gap 1 - Index Gap 

Gap 1 serves two purposes. The first is to allow for 
variations in the index pulse timing due to motor speed 
variations. The second purpose is to allow a small delay 
to permit a different head to be selected without miss- 
ing a sector. This is more of a data transfer optimiza- 
tion function and requires the disk controller to know 
which head is to be selected, when the last sector of a 
track has been read, and the next logical sector in the 
file exists on another platter. The 82062 does not switch 
heads automatically. Whether this scheme can be used 
or not depends upon the ju-P being able to alter one 
register in the 82062, before the next sector passes be- 
neath the heads. 

This gap is typically 12 bytes long and is written by the 
82062 as 4E Hex. 

Gap 2 - Write Splice Gap 

This gap follows the CRC bytes of the ID field and 
continues up to the data field address mark. When up- 
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( 

dating a previously written sector, motor speed varia- 
tions could turn on the write coil, as the head was pass- 
ing over the ID field. This gap prevents this from oc- 
curring. The value written is OOH and also serves as 
the PLL sync field for the data field. The minimum 
value is determined by the “lock up” performance of 
the PLL. The 82062 writes sixteen bytes for this field 
once WG is activated. The user has no control over this 
field. 


Gap 3 - Post Data Field Gap 

Gap 3 is very similar to Gap 2 as it is used as a speed 
tolerance buffer also. Without this gap, and with the 
motor speed varying slightly, it would be possible for 
the upcoming sector’s sync field and ID field to be 
overwritten. This value is ‘4E’ H and is typically 15 
bytes long. The 82062’s Gap 3 length is programmable. 
The exact value is dependent upon several factors. Re- 
fer to 82062 Format command, Software Section: Gen- 
eral Programming Section. 


Gap 4 - Track Buffer Gap 

This gap follows the last sector on a track and is written 
until an index pulse is received. Its purpose is to pre- 
vent the last sector from overflowing past the index 
gap, and absorb track length variations when ECC is 
used (ECC uses more bytes than CRC). The value is 
‘4E’ H and is about 320 bytes when CRC and 256 byte 
sectors are used. The 82062 writes this field only during 


formatting. The user has no control over the number of 
bytes Written with the 82062. 


ID Fields 

The controller uses ID fields to locate any individual 
sector. An address mark of two bytes precedes the ID 
field and the data field in a sector. An address mark 
tells the controller the nature of the upcoming informa- 
tion. ID fields are used by the disk controller and are 
not passed to the host. 

Sector Interleaving 

Sector interleaving occurs when logical sectors are in a 
non-sequential order, which is determined during for- 
matting. An advantage is that there is a delay between 
logically sequential sectors. This delay can be used for 
data processing and then deciding if the next sector 
should be read. Without interleaving, the next sector 
could slip by, imposing a one revolution delay (approx. 
16.7 ms). An additional benefit to this delay is that bus 
utilization is reduced by spreading the data transfer 
over a greater amount of time. The delay between sec- 
tors can be determined as follows: 

1 Revolution Period „ , t ^ , 

— — — — - — x (Interleave factor - 1) = Delay 


For the typical ST506 drive with four-way interleaving 
this yields 1.57 ms of delay. 



ID FIELD DATA FIELD 

A1 = Xl HEX WITH 0A HEX CLOCK A1 = A1 HEX WITH OA HEX CLOCK 

IDENT = 2LS.B. = CYLINDER HIGH F8 = DATA ADDRESS MARK; NORMAL CLOCK 

FE = 0-255 CYLINDERS USER = DATA FIELD 128 TO 1024 BYTES 

FF = 256-511 CYLINDERS 

FC = 512-767 CYLINDERS > 

FD = 768-1023 CYLINDERS 

HEAD - BITS 0, 1, 2 = HEAD NUMBER 
BITS 3, 4 = 0 
BITS 5, 6 = SECTOR SIZE 
BIT 7 = BAD BLOCK MARK 
SEC # = LOGICAL SECTOR NUMBER 

231133-26 


Figure A-2. Format Field 
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FLAT CABLE OR TWISTED PAIR 
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Figure A-3 


The disadvantage to interleaving is that file transfers 
take longer, which may slow down the overall system. 
A four-way interleaved disk will have the transfer rate 
reduced to an average of 1.25 Mbit/sec. 

The 82062 leaves the logical sector sequence to the 
user. 


ELECTRICAL INTERFACE 

The interface to the ST506 drive is divided into three 
categories and they are: 

1. control signals, 

2. data signals, 

3. power. 

Control Signals 

The functions of the control signals are not covered in 
detail here. Their purpose can be found in the pin de- 
scriptions section. All control lines are digital in nature 
and either provide signals to the drive or inform the 


host of certain conditions. A diagram of the 34 pin 
control connector is shown in Figure A-3. 

The driver/receiver logic diagram is shown in Figure 
A-4 and the electrical characteristics are: 

Voltage Current 

True 0.0 VDC to 0.4 VDC - 40 mA (IOL max.) 

False 2,5 VDC to 5.25 VDC 250 jllA (IOH open) 
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Data Signals 

The lines associated with the transfer of read/write data between the host and the drive are differential in nature and 
may not be multiplexed between drives. There is one pair of balanced lines for each read and write data line per drive 
and must conform to the RS-422 specification. Figure A-5 shows the receiver/transmitter combination. 



Figure A-5. El A RS22 Driver/Receiver Pair Flat Ribbon or Twisted Pair 
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APPENDIX B 
SOFTWARE DRIVER 


SERIES- 

-III PL/M-86 V2 

3 COMPILATION OF MODULE DISK_IO_MODULE 





OBJECT 

MODULE 

PLACED IN F2 DISKIO OBJ 






COMPILER INVOKED BY 

PLM86 86 F2 DISKIO 

P86 







*TITLE< 

82062 /SB X DISK 

CONTROLLER ' ) 





1 


DISK_IO_ 

.MODULE: DO, 









/* CBL 

PTR IS A POINTER TO 

A COMMAND BLOCK- HENCE 

CBL 






THIS COMMAND BLOCK 

RESIDES IN RAM AND CONTAINS 

ALL 






VALUES REQUIRED BY 

THIS 

PROGRAM TO OPERATE THE 

82062 





DISK CONTROLLER ONCE THIS PROCEDURE IS CALLED, 

THE 





CBL 

IS REMAIN UNTOUCHED 

UNTIL THE COMMAND BYTE 

IS 






SET 

TO A 00 VALUE 

THIS 

ROUTINE WILL CALL THE CALLING 





PROGRAM WHEN A COMMAND IS COMPLETED 







REV 

DATE 

NAME DESCRIPTION 






1 0 

l/JUL/84 

SLEEZER INITIAL 







*/ 










/* 

PROGRAM CONSTANTS 

*/ 





2 

1 

DECLARE 

LIT 

LITERALLY 'LITERALLY', 








TRUE 

LIT 

'OFFH ' , 








FALSE 

LIT 

' OOH ' , 








FOREVER 

LIT 

'WHILE TRUE', 







/* 

BOARD ADDRESSING 

FOR THE 86/05 

#/ 




3 

1 

DECLARE 

BASE ADDR 

LIT 

'80H ' , 








SCTR BFFR 

LIT 

'BASE ADDR', 








ERR REG 

LIT 

'BASE ADDR + 02H', 

/* 

READ 

ONLY */ 





SEC CNT REG 

LIT 

'BASE ADDR + 04H ' , 








SEC NUM REG 

LIT 

'BASE ADDR + 06H ' , 








CYL LOW REG 

LIT 

'BASE ADDR + 08H ' , 








CYL* HI REG 

LIT 

'BASE ADDR + OAH ' , 








S DR HD REG 

LIT 

'BASE ADDR + OCH', 








STATUS REG 

LIT 

'BASE ADDR + OEH ' , 

/* 

READ 

ONLY */ 





COMMAND REG 

LIT 

'BASE ADDR + OEH', 

/* 

WRITE 

ONLY */ 





WR PCMP REG 

LIT 

'BASE ADDR + 02H', 

/* 

WRITE 

ONLY */ 





BFFR RESET 

LIT 

' 92H ' , 








BFFR RDY 

LIT 

' 94H ' , 








SEC BUF 

LIT 

/ 2048 ' , 







/******* 82062 

COMMANDS ********/ 





4 

1 

DECLARE 

RESTORE 

LIT 

' 1FH ' , 








SEEK 

LIT 

' 7FH ' , 








FORMAT 

LIT 

' 50H ' , 








SCAN ID 

LIT 

' 40H ' , 








READ SEC 

LIT 

' 20H ' , 








WRITE SEC 

LIT 

' 30H ' , 








ECC EN 

LIT 

'80H', /* TO BE OR 'D 

WITH VALUE IN SDH 

REG */ 




NO INTERPT 

LIT 

'OOH', 








INTR ON CMD 

LIT 

' 08H ' , 








MULT_SCTR 

LIT 

' 04H ' , 
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STATUS REGISTER BITS 


DECLARE ERR 

LIT 

'01H ' , 

CIP 

LIT 

'02H ' , 

DRQ 

LIT 

'80H', 

SC 

LIT 

' 10H ' » 

WRF 

LIT 

' 20H y, 

DRDY 

LIT 

'40H ' , 

BUFBSY 

LIT 

'BOH', 


/* USER WILL NEVER SEE THIS 3IT SET */ 


PROGRAM VARIABLES 


CMD BLOCK PTR 

POINTER, 


CBL 

BASED 

CMD BLOCK PTR 


COMMAND 

BYTE, 


PRECMP 

BYTE, 


S CNT 

BYTE, 


SCTR 

BYTE, 


LOW CYL 

BYTE, 


HI CYL 

BYTE, 


SDH 

BYTE, 


STATUS 

BYTE, 


ERRS 

BYTE, 


INTERUPT 

BYTE, 


RET_PROC 

POINTER, 


BUFF JPTR 

POINTER); 

BUFFER J»TR 

POINTER, 


BUFF 

BASED BUFFER 

_PTR (1) BYTE, 

STATUS 

BYTE, 


ERRORS 

BYTE, 


COMMAND 

BYTE; 



8 1 

9 2 


10 

11 

12 

13 

15 

17 

18 

19 

20 
21 


23 1 

24 2 


/****#****************«*****»*******#/ 

/* 82062 POLL ROUTINE */ 

/**#***«******#***#***»**************/ 

POLL: PROCEDURE# 

DECLARE COUNT DWORD; 

COUNT « 7FFFFH; /* LOOP FAILSAFE - TWEAK AS REQUIRED */ 

STATUS * I NPUT < ST ATUS_REC ) ; 

DO WHILE ((STATUS AND (CIP OR DRDY ) ) » (CIP OR DRDY ) ) ; 

IF COUNT - 00 THEN RETURN. 

IF (STATUS AND DRQ) « DRQ THEN DO. 

CALL XFERJ3ATA; 

END; 

STATUS = I NPUT ( ST ATUS_REG ) ; 

COUNT » COUNT - 1; 

END; /* IF THE ROUTINE EXPIRES DUE TO COUNT * 0. ALL DISK #/ 

/* REG VALUES IN THE CBL WILL CONTAIN THE STATUS REG */ 
/* WHICH WILL » A BUSY PATTERN AND CBL COMMAND WILL */ 
/* CONTAIN 00. INDICATING THE COMMAND IS FINISHED */ 

END POLL, 

/♦♦♦a-**********#**** *###******************###************************/ 

/* TRANSFER DATA BETWEEN HOST RAM AND ONBOARD SECTOR BUFFER */ 

/**#************##*#**#****##***********#**#***##*********#■*****#****/ 

XFER DATA PROCEDURE, 


DECLARE CNT 

INDEX 

SZ1 

SECTR_SZ 


BYTE, 

WORD, 

BYTE, 

WORD, 
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25 2 

26 2 

28 2 
30 2 

32 2 


SZ1 = ( SHR (CBL SDH, 5) AND 03H), /* OBTAIN SECTOR SIZE BITS FROM SDH */ 

IF SZ1 = 00 THEN SECTR_SZ = 256, /* REGISTER */ 

ELSE IF SZ1 = 01 THEN SECTR.SZ = 512, 

ELSE IF SZ1 = 02 THEN SECTR_SZ = 1024, 

ELSE IF SZ1 - 03 THEN SECTR_SZ * 128, 


34 2 IF CBL SDH AND ECC_EN = ECC_EN THEN 

35 2 SECTR_SZ = SECTR_SZ + 7, 


36 2 

37 2 

38 3 

39 3 

40 4 

41 4 

42 3 

43 3 


IF ( < (CBL COMMAND AND OFOH = READ_SEC ) OR(CBL COMMAND AND OFOH = WRITE_SEC>) 
AND (CBL COMMAND AND OFH = MULT_SCTR>> THEN DO,/* VARIOUS SECTOR SIZES*/ 
CNT = <SEC_BUF/CBL S_CNT), /* ARE POSSIBLE THIS FIGURES */ 

DO WHILE (CNT * SECTR_SZ> > SEC_BUF, /* HOW MANY SECTORS WILL FIT */ 

CNT = CNT - 1, /* INTO THE BOARDS SECTOR BFFR */ 

END; 

SECTR_SZ = SECTR_SZ * CNT, 

END, 


44 2 

46 3 

47 4 

48 4 

49 3 

50 2 

51 3 

52 4 

53 4 

54 3 


/* OUTPUT (BFFR_RESET) = 00, */ 

IF ( SHR ( CBL COMMAND, 4) AND 03H ) = 02H THEN DO, /* READ COMMAND */ 
DO INDEX = 0 TO (SECTR_SZ - 1), 

BUFF (INDEX) = INPUT ( SCTR_BFFR ) , 

END, 

END, 

ELSE DO, /* WRITE OR FORMAT COMMAND */ 

DO INDEX = 0 TO (SECTR_SZ - 1), 

OUTPUT (SCTR_BFFR) = BUFF (INDEX), 

END, 

END, 


55 2 


OUTPUT (BFFR_RDY) = 00, /* ACTIVATES 062 'S BRDY LINE */ 


56 2 END XFER_DATA, 

REJECT 


/♦♦a****#*#******#****#**************/ 
/* UPDATE COMMAND BLOCK */ 
/**********#**#***#***************##*/ 


57 

1 

UPDATE_CBL PROCEDURE, 

58 

2 

CBL 

S_CNf = INPUT (SEC CNT REG);- 

59 

2 

CBL 

SCTR = INPUT (SEC NUM REG), 

60 

2 

CBL 

LOW_CYL = INPUT (CYL_LOW REG! 

61 

2 

CBL 

HI_CYL * INPUT (CYL_HI_REG) ; 

62 

2 

CBL 

SDH * INPUT ( S DR HD REG); 

63 

2 

CBL 

STATUS = STATUS, , 

64 

2 

CBL 

ERRS * INPUT ( ERR REG); 

65’ 

2 

END UPDATk_CBL, 


/******************#****#******** ,.****/ 
/* WRITE THE CBL TO 82062 */ 


/***********************************##/ 
66 1 WR_CBL • PROCEDURE, 


67 2 

68 2 

69 2 

70 2 

71 2 

72 2 


OUTPUT <WR_PCMP_R EG) = CBL PRECMP; 
OUTPUT ( SEC_CNT_REG ) = CBL S CNT » 
OUTPUT (SEC_NUM_REG) = CBL SCTR, 
OUTPUT CCYLJ_OW_REG) = CBL LOW_CYL, 
OUTPUT (CYL_HI_REG) = CBL HI_CYL, 
OUTPUT ( S_DR_HD_REG ) = CBL SDH, 


73 2 END WR_CBL, 


REJECT 
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74 

1 

/•a-*******#****#****************************/ 
/****♦ MAIN PROGRAM ***********/ 

DISK PROCEDURE (CBL_PTR) PUBLIC* 


75 

2 

DECLARE CBL_PTR POINTER, 


76 

2 

CMD BLOCK PTR = CBL PTR, 

/* ADDRESS OF STRUCTURE */ 

77 * 

2 

BUFFER PTR ■ CBL BUFF PTR, 

/* THAT CONTAINS 82062 */ 

78 

2 

CALL WR CBL; 

/* TASK REG DATA */ 

/* A DUMMY COMMAND TO READ*/ 

79 

2 

IF CBL. COMMAND - 99H THEN DO, 

/♦THE CURRENT REG VALUES */ 

81 

3 

CALL UPDATE CBL, 


82 

3 

CBL COMMAND - 00, 


83 

3 

CBL STATUS - I NPUT ( ST ATUS_REG ) , 


84 

3 

RETURN; 


85 

3 

END, 


86 

2 

IF ( INPUT(STATUS REG) AND DRDY ) <> DRDY THEN DO; /* NO COMMAND IS ISSUED */ 

88 

3 

CBL STATUS * INPUT (STATUS REG), 

/* IF THE 82062 SEES */. 

89 

3 

CBL COMMAND = OOH, 

/* THAT THE SELECTED */ 

90 

3 

RETURN; 

/* DRIVE IS NOT READY */ 

91 

3 

END, 


92 

2 

OUTPUT ( BFFR__RESET ) * OOH, 


93 

2 

IF (CBL. COMMAND AND OFOH) = READ SEC THEN 

/* FOR PROGRAM CONSISTENCY */ 

94 

2 

CBL COMMAND = CBL COMMAND OR INTR ON CMD, /* SET INTERUPT FOR COMMAND*/ 

95 

2 

OUTP0T( COMMAND REG) * CBL COMMAND; /* 

/* TERMINATION */ 

A DELAY IS NEEDED BECAUSE FAST*/ 

96 

2 

CALL TIME(IOO), /* 

UP'S CAN READ THE STATUS REG */ 

97 

2 

IF CBL INTERUPT = NO INTERPT THEN DO, /* 

BEFORE A VALID STATUS IS READY*/ 

99 

3 

CALL POLL, 


100 

3 

CALL UPDATE CBL, 


101 

3 

CBL COMMAND - 00, 


102 

3 

RETURN, 


103 

3 

END; 


104 

2 

END DISK; 


105 

1 

♦EJECT 

/«*##**#**********«****#*#******##*#**«**-»*#/ 
/* INTERRUPT SERVICE ROUTINE */ 

/•a-******#***********************************/ 
DISK_J5ERVICE PROCEDURE PUBLIC, 


106 

2 

CALL TIME (500) 


107 

2 

STATUS = INPUT t STATUS__REG > ; 


108 

2 

IF (STATUS AND CIP) ■ 00 THEN DO; 

* 

110 

3 

CALL UPDATE CBL, 


111 

3 

CBL COMMAND = 00, 


112 

3 

OUTPUT (BFFR RESET) * OOH, 


113 

3 

RETURN, 


114 

3 

END; 


115 

2 

ELSE CALL XFER_DATA, 


116 

2 

END DISK_SERVICE; 


117 

1 

END DISK_IO_MODULE, 


MODULE 

INFORMATION 



CODE AREA SIZE - 02EEH 750D 

CONSTANT AREA SIZE » OOOOH OD 

VARIABLE AREA SIZE * 0011H 17D 

MAXIMUM STACK SIZE * OOOAH 10D , 

272 LINES READ 
0 PROGRAM WARNINGS 
0 PROGRAM ERRORS 
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DICTIONARY SUMMARY 

31KB MEMORY AVAILABLE 
5KB MEMORY USED (167.) 
OKB DISK SPACE USED 

END OF PL/M-86 COMPILATION 


SERIES- III PL/M-86 V2. 3 COMPILATION OF MODULE HOST_MODULE 
OBJECT MODULE PLACED IN • F2: DSKHST OBJ 
COMPILER INVOKED BY PLM86 86 F2 DSKHST P86 


♦TITLE ('DEMO PROGRAM FOR SBX062') 
1 H0STJ10DULE DO; 


/* PROGRAM TO EXERCISE THE 82062/SBX BOARD USING THE 957 MONITOR 
ON AN SBC 86/05 THIS PROGRAM DEMONSTRATES HOW THE DISKIO MODULE 
IS USED. THE CASE STATEMENTS IN THE MAIN SECTION SHOW THE VARIOUS 
ROUTINES THE TYPICAL ROUTINES LIKE HEX TO ASCII, ETC , WERE 
NOT INCLUDED IN THIS LISTING SEVERAL OF THE ROUTINES USE 
STATEMENTS THAT COULD BE REDUCED CONSIDERABLY BUT WERE LEFT 
SIMPLIFIED SO THAT ALL WOULD UNDERSTAND 





REV DATE 

NAME 




1 0 20/ JUL/84 J 

SLEEZER 



*/ 





/* 

EXTERNAL ROUTINES 

*/ 

2 

1 

CO 

PROCEDURE (CHAR) EXTERNAL, 


3 

2 


DECLARE CHAR BYTE, 


4 

2 

END 

CO, 


5 

1 

Cl 

PROCEDURE BYTE EXTERNAL; 


6 

2 

END 

Cl * 



DESCRIPTION 

INITIAL 


7 1 DISK- PROCEDURE <CMD_BLK_PTR) EXTERNAL,/* THIS ROUTINE STARTS A DISK OPERATION */ 

8 2 DECLARE CMD BLK__PTR POINTER, 

9 2 END DISK, 


10 1 DISK_SERVICE PROCEDURE EXTERNAL, /* THIS ROUTINE SERVICES THE 82062 INTERUPTS*/ 

11 2 END DISK_SERVICE, 


/* PROGRAM 

CONSTANTS 

*/ 

DECLARE LIT 

LITERALLY 'LITERALl 

TRUE 

LIT 

'OFFH ' , 

FALSE 

LIT 

'OOH ' , 

FOREVER 

LIT 

'WHILE TRUE 

SPACE 

LIT 

'20H ' , 

CR 

LIT 

'ODH ', 

LF 

LIT 

'OAH', 

RUB 

LIT 

'7FH ' , 

BACKSP 

LIT 

'08H ' , 

ESC 

LIT 

' 1BH ', 


/* 82062 COMMANDS 


*/ 
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13 

1 

DECLARE 

RESTORE 

LIT 

'10H', 





SEEK 

LIT 

'70H', 





FORMAT 

LIT 

' 50H ' i 





SCAN ID 

LIT 

'40H 





READ_SECT 

LIT 

' 28H ' , /* INTR ONLY ON COMMAND' TERMINATION 

*/ 




WRITE SCT 

LIT 

'30H ', 





MULT SCTR 

LIT 

'04H', /* TO BE OR ' D WITH COMMAND */ 





NO RETRYS 

LIT 

'01H', /* TO BE OR ' D WITH COMMAND */ 





NO_CRC 

LIT 

'80>T, /* TO BE OR ' D WITH VALUE IN SDH REG 

*/ 




P COMP 

LIT 

'O', /* INDEXING INTO DISK REG ARRAY */ 





SEC CNT 

LIT 

'1 





SECTOR 

LIT 

'2', 


) 



CYL LB 

LIT 

'3', 





CYL HB 

LIT 

'4', 





SDH . 

LIT 

' 5 ', 




/* 

STATUS REGISTER 

BITS 

*/ 


14 

1 

DECLARE 

ERR 

LIT 

'0 1H ' , 





CIP 

LIT 

'02H ' , 





DRQ 

LIT 

'8QH ' , 





SC 

LIT 

' 1 OH ' , 





WRF 

LIT 

'20H', \ 





DRDY 

LIT 

'40H ' ; 





BUFBSY 

LIT 

'80H ' , /* USER WILL NEVER SEE THIS BIT SET 

*/ 



/* 

ERROR REGISTER 

BITS 

*/ 


15 

1 

DECLARE 

VALID BITS 

LIT 

'0D7H', 





AM NT FND 

LIT 

'001H ' , 





TKOO ERR 

LIT 

'002H ‘ , 





ABRTD CMD 

LIT 

'004H # , 





ID NT FND 

LIT 

'010H ' , 





DATA ERR 

LIT 

'040H', 





BADJ3LK 

LIT 

'080H ' , 




/**♦** 

PROGRAM VARIABLES *****/ 


16 

1 

DECLARE 

CMD BLK<1) 

STRUCTURE < COMMAND BYTE, 







PRECMP BYTE, 

S__CNT BYTE, 

SCTR BYTE, 

LOWB^CYL BYTE, 







HIBCYL BYTE, 







SDHD BYTE, 
STATUS BYTE, 
ERRS BYTE, 
INTERUPT BYTE, 







RET_J°ROC POINTER, 

BUFF_PTR POINTER), 


17 

1 

DECLARE 

COUNT 


WORD, 





CHAR 


BYTE, 





ERRORS 


BYTE, 





COMMAND 


BYTE, 





STEP RATE 


BYTE, 





I 


WORD, 





12 


BYTE, 





BUFFER < 1100) 


BYTE, 





INDEX 


WORD, 





DISK IS NOT BUSY 

BYTE, 





TRACKS 


BYTE, 





PLATTERS 


BYTE, 





PLAT CNT 


BYTE, 





TRACK_CNT 


BYTE, 





I FACTOR 


BYTE, 





FRMT BFFR SIZE 


BYTE, 





LOG_SECT NUM 


BYTE, 





MAKING TABLE 


BYTE, 





AA 


BYTE, 





INDX 


BYTE; 


18 

1 

DECLARE 

DISK_REGS < 6 ) 


BYTE, 




$NOLIST 







$EJECT 



231133-41 

f 


5-894 


231133-002 




AP-182 


337 

1 

/*********«*«*******»***««******«**«****««#/ 
/********* main program *******/ 

/*#*******#******#******««#****«********#*«/ 
MAIN. DO; 


330 

2 

STEP RATE = OFH, 


339 

2 

PLAT_CNT «OFFH, 


340 

2 

TRACK CNT =OFFH» 


341 

2 

PLATTERS * 00, 


342 

2 

TRACKS = 00, 


343 

2 

DO I « 0 TO 5; 


344 

3 

DISK REGS < I ) = 00, 


345 

3 

END; 


346 

2 

DISK REGS < P COMP) - OFFH, 


347 

2 

CALL UPDATE CMD BLK, 


348 

2 

CMD_BLK( INDX) INTERUPT * 00, 


349 

2 

CALL WRITEA(®(LF, LF, LF, LF, LF, 00) ), 


350 

2 

CALL WR I TEA < SSI GN ON), 


351 

2 

OUTPUT < 0C2H ) * OFDH; /* PERMITS AN INTERRUPT 1 */ 


352 

2 

INDX * 0, 


353 

2 

CMDJ3LM INDX) BUFF PTR * 8BUFFER; 


354 

2 

CALL SETf INTERRUPT (21H, CHECK DISK), 


355 

2 

ENABLE, 


356 

2 

D I SK_I S_NOT_BUS Y = TRUE, 


357 

2 

DO FOREVER, 


358 

3 

IF DISK IS NOT BUSY THEN DO, 


360 

4 

CMD BLK (INDX) COMMAND * OFFH, 


361 

4 

CALL WRITEA(®(CR> LF, 'COMMAND >',00)), 


362 

4 

CHAR * Cl, 


363 

4 

CALL CO (CHAR); 


364 

4 

CALL CO(CR), 


365 

4 

CALL CO(LF), 


366 

4 

COMMAND - FALSE, 


367 

4 

12 * 0, 


368 

4 

DO WHILE (COMMAND • FALSE); 


369 

5 

IF 12 > LENGTH ( VAL I D__CMDS ) THEN DO; 


371 

6 

CALL WRITEA<®( 'INVALID COMMAND ', CR, LF, 00 )) ; 


372 

6 

12 * 0, 


373 

6 

CHAR * Cl, 


374 

6 

END; 


375 

5 

IF CHAR = VAL I D_CMDS (12) THEN 


376 

5 

COMMAND = TRUE, 


377 

5 

12 = 12 + 1, 


378 

5 

END, 


379 

4 

DO CASE (12 - 1), 


380 

5 

/* CASE 0 -.READ SECTOR */ 

DO, 


381 

6 

CALL WRITEA(®( 'READ SECTOR COMMAND CR , LF, LF, 00 )) , 


382 

6 

CALL WR ITE__REGS, 


383 

6 

D I SK _ I S_NQT_B US Y « FALSE, 


384 

6 

CMD_BLK( INDX) COMMAND - READ_SECT, 


385 

6 

CALL WRITEA(®( 'MULTIPLE SECTOR'S'’ > ' , 00 ) ) , 


386 

6 

CHAR * Cl; 


387 

6 

IF CHAR * 'Y' THEN DO; 


389 

7 

CALL WRITEA(®( 'YES - ',00)); 


390 

7 

CMD BLK( INDX). COMMAND * 


391 

7 

CMD BLK ( INDX). COMMAND OR MULT SCTR, 

CALL WRITEA<® ( 'DO NOT EXCEED BUFFER LIMIT • ' , CR, LF, 00 ) ) , 

392 

7 

END; 


393 

6 

ELSE CALL WRITEA(®< 'NO ', CR, LF, 00) ) , 


394 

6 

CALL WRITEA(®( 'AUTOMATIC RETRIES? >',00)), 


395 

6 

CHAR » Cl, 


396 

6 

IF CHAR = 'N' THEN DO; 


398 

7 

CALL WRITEA(®( 'NO', CR, LF, 00) ), 


399 

7 

CMD BLK(INDX) COMMAND « 


400 

7 

CMD BLK (INDX) COMMAND OR NO_RETRYS, 

END; 


401 

6 

ELSE CALL WR ITEA (® ( ' YES ' , CR, LF, 00 ) ) , 


402 

6 

CALL DISK (®CMD BLK (INDX)); 


403 

6 

END, 
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/* 

CASE 1 - WRITE SECTOR */ 

404 

5 

DO, 


405 

6 


CALL WRITEA(8( 'WRITE SECTOR COMMAND ', CR, LF, LF, 00 )) ; 

406 

6 


CALL WRITE REGS; 

407 

6 


CALL DATA PAT, 

408 

6 


DISK_JS NOT BUSY * FALSE; 

409 

6 


CMD_BLK ( INDX ) COMMAND * WRITE_SCT; 

410 

6 


CAjLL WRITEA(®( 'MULTIPLE SECTOR'S'’ >',00)); 

411 

6 


CHAR * Cl; 

412 

6 


IF CHAR = 'Y ' THEN DO; 

414 

7 


CALL WRITEA(8< 'YES - ',00)); 

415 

7 


CMD BLK< INDX). COMMAND * 

CMD BLMINDX) COMMAND OR MULT SCTR, 

416 

7 


CALL WRITEA(®( 'DO NOT EXCEED BUFFER LIMIT 1 • ' , CR, LF, 00 ) ) ; 

417 

7 


END, 

418 

6 


ELSE CALL WRITEA(®( 'NO', CR, LF, 00) ); 

419 

6 


CALL WRITEA(8( "ENABLE RETRIES *> >',00)), 

420 

6 


CHAR * Cl; 

421 

6 


IF CHAR * 'N' THEN DO; 

423 

7 


CALL WRITEA<®< 'NO ', CR, LF, 00) ) ; 

424 

7 


CMD BLK< INDX). COMMAND * 

v CMD__BLK ( INDX ) COMMAND OR NO_RETRYS; 

425 

7 


END; 

426 

6 


ELSE CALL WRITEA(® ( 'YES', CR, LF, 00) >; 

427 

6 


CALL DISK (8CMD_BLK < INDX ) ) ; 

428 

6 

END 

/* 

CASE 2 - FORMAT TRACK */ 

429 

5 

DO, 


430 

6 


CALL WRITEA(8( 'FORMAT TRACK ' , CR, LF, LF, 00 ) ) , 

431 

6 


CALL WRITE REGS; 

432 

,6 


DISK IS NOT BUSY * FALSE; 

433 

6 


CMD^BLK< INDX). COMMAND * FORMAT; 

434 

6 


CALL WR I TEA ( 8 ( ' INTERLEAVE FACTOR? (1 TO ^>>>',00)); 

435 

6 


I _F AC TOR * Cl - 'O', 

436 

6 


CALL CO(I FACTOR + '0'), 

437 

6 


CALL CO ( CR), ; 

438 

6 


CALL CO(LF); 

439 

6 


FRMT BFFR SIZE * <2 * (CMD BLK(INDX) S CNT ) + 1), 

440 

6 


DO I * 0 TO FRMT_BFFR_SIZE, 

441 

7 


BUFFER ( I ) « 00; 

442 

7 


END; 

443 

6 


LOG SECT NUM * 0; 

444 

6 


I* 1; 

445 

6 


MAKINGJTABLE * TRUE, 

446 

6 


DO WHILE MAKING TABLE; 

447 

7 


DO WHILE I <= FRMT BFFR SIZE; 

448 

8 


BUFFER ( I ) * LOG SECT NUM; 

449 

8 


LOG SECT NUM * LOG SECT NUM + 1; 

450 

8 


I - I +(I FACTOR * 2); 

451 

8 


END; 

452 

7 


IF LOG SECT NUM < CMD BLMINDX) S CNT THEN DO, 

454 

8 


I » I - (FRMT BFFR SIZE + 1); 

455 

8 


IF (I ■ 1) OR ( BUFFER ( I ) O 00) THEN 

456 

8 


1*1+2; 

457 

8 


END; 

458 

7 


ELSE MAKINGJTABLE * FALSE, 

459 

7 


END; 

460 

6 


CALL WRITEA(8( '256 TRACKS IS THE LIMIT ', CR, LF, 00 )) , 

461 

6 


CALL WRITEA(8( 'HOW MAMY TRACKS? IN HEX > ' , 00 ) ) ; 

462 

6 


TRACKS = HEX IN (TRACKS); \ 

463 

6 


CALL CO(CR), 

464 

6 


CALL CO(LF), 

465 

6 


CALL WRITEA(®( 'HOW MANY SURFACES? I E , 01 > ' , 00 ) ) ; 

466 

6 


PLATTERS * HEX IN (PLATTERS); 

467 

6 


CALL CO(CR); 

468 

6 


CALL CO(LF) , 

469 

6 


TRACK.CNT =1, 

' r 231133-43 


5-896 


231133-002 




AP-182 


470 

6 

DO WHILE TRACK CNT <= TRACKS, 

471 

7 

PLAT CNT - 1, 

472 

7 

DO WHILE PLAT CNT <= PLATTERS, 

473 

8 

CALL UPDATE CUD BLK, 

474 

8 

CALL CO(CR), 

475 

8 

CALL WRITEA(«( 'TRACK = ',00)>, 

476 

8 

CALL DISP HEX ( ©TRACK CNT, 1 ) , 

477 

8 

CALL WR I TEA ( fi( ' , HEAD ■ ',00)), 

478 

8 

AA = DISK REGS (SDH) AND 07H, 

479 

8 

CALL DISP HEX (<2AA, 1 )i 

480 

8 

CMD BLK(INDX) COMMAND = FORMAT, 

481 

8 

CALL DISK ( QCMD BLK(INDX)), 

482 

8 

DO WHILE CMD BLK(INDX) COMMAND O 00, 

483 

9 

END; 

484 

8 

PLAT CNT * PLAT CNT + 1, 

485 

8 

DISK REGS (SDH) » DISK REGS (SDH) + 1, 

486 

8 

END, 

487 

7 

DISK REGS (SDH) - DISK REGS ( SDH ) - (PLATTERS); 

488 

7 

DISK REGS ( CYL LB) * DISK REGS ( CYL LB) + 1, 

489 

7 

IF DISK REGS(CYL LB) * 00 THEN 

490 

•7 

DISK REGS ( CYL HB ) = DISK REGS ( CYL_HB ) + 1, 

491 

7 

TRACK_CNT ■ TRACK CNT ♦ 1* 

492 

7 

CALL UPDATE CMD BLK, 

493 

7 

END, 

494 

6 

CALL CO(CR), 

495 

6 

CALL CO(LF); 

496 

6 

END, 



/* CASE 3 - SCAN ID */ 

497 

5 

DO, 

498 

6 

CALL WRITEA(8( ' SCAN ID ' , CR, LF, LF, 00 ) ) , 

499 

6 

CALL WRITE REGS, 

500 

6 

DISK IS NOT BUSY « FALSE; 

501 

6 

CMD BLK( INDX). COMMAND * SCAN ID; 

502 

6 

CALL DISK ( @CMD BLK(INDX)); 

503 

6 

END, 



/* CASE 4 - SEEK TRACK */ 

504 

5 

DO, 

505 

6 

CALL WRITEA(e( 'SEEK TRACK ', CR, LF, LF, 00 )) , 

506 

6 

CALL WR ITE_REGS, 

507 

6 

CMD_BLK ( INDX ) COMMAND = SEEK OR STEP RATE, 

508 

6 

DISK_IS NOT BUSY * FALSE, 

509 

6 

CALL DISK ( QCMD BLK ( INDX ) ) , 

510 

6 

END; 



/* CASE 5 - RESTORE */ 

51 1 

5 

DO, 

512 

6 

CALL WRITEA(Q( ' RESTORE COMMAND ', CR, LF, LF, 00 )) ; 

513 

6 

CALL WR ITE_REGS> 

514 

6 

, CMD__BLK( INDX > COMMAND * RESTORE OR STEP_RATE, 

515 

6 

DISK IS NOT BUSY * FALSE, 

516 

6 

CALL D I SK ( 8CMD __BLK (INDX)), 

517 

6 

END, 



/* CASE 6 - READ DISK REGISTER FILE */ 

518 

5 

DO, 

519 

6 

CALL WR ITEA ( @ ( ' READ DISK REGISTERS ', CR, LF, LF, 00) ), 

520 

6 

CMD_BLK ( INDX ) COMMAND * 99H, 

521 

6 

CALL DISK ( QCMD SLK(INDX)), 

522 

6 

CALL DISP CMD BLK, 

523 

6 

CMD BLK < INDX ) COMMAND = OFFH; 

524 

6 

END; 



/* CASE 7 - HELP TABLE */ 

525 

5 

DO, 

526 

6 

CALL WR I TEA ( QHELP ) , 

527 

6 

CALL CO(LF), 

528 

6 

END, 



/* CASE 8 - EXAMINE COMMAND BLOCK */ 

529 

5 

DO, 

530 

6 

CALL DISP_CMD BLK, 

531 

6 

END, 
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/* 

CASE 9 - DISPLAY BUFFER DATA */ 


532 

5 

DO, 



533 

6 


CALL WRITEA(@( 'DISPLAY ASCII<A> OR 

hex<:h:- ■> oo) ), 

534 

6 


CHAR = Cl, 


535 

6 


CALL CO (CHAR), 


536 

6 


CALL CO(CR), 


537 

6 


CALL CO(LF) , 


538 

6 


IF CHAR = 'A' THEN DO, 


, 540 

7 


INDEX = 0, 


541 

7 


DO WHILE CHAR O ESC, 


542 

8 


DO I = 0 TO 255, 


543 

9 


CALL CO ( BUFFER ( INDEX + 

i) ), 

544 

9 


END, 


545 

8 


INDEX = INDEX + I, 


546 

8 


CHAR a Cl, 


547 

8 

* 

END, 


548 

7 


END, 


549 

6 


IF CHAR a 'H 7 THEN DO; 


551 

7 


INDEX a o, 


552 

7 


DO WHILE CHAR <!> ESC, 


553 

8 


CALL DISP__HEX ( ©BUFFER ( INDEX ) , 256 ) , 

554 

8 


INDEX = INDEX + 256, 


555 

8 


CHAR = Cl, 


556 

8 


END, 


557 s' 

7 

' 

END, 


558 

6 

END 



559 

5 

END, /* 

DO CASE */ 


560 

4 

END; /* 

IF */ 


561 

3 

ELSE DO, 



562 

4 

CALL WR ITEA ( @ < '*** DISK IS BUSY *** ' , CR, 00 ) ) , 

563 

4 

END; 



564 

3 

IF CMD BLK(INDX) COMMAND * 00 THEN DO, 


566 

4 

DISK IS 

NOT BUSY = TRUE, 


567 

4 

CALL DISP STATUS, 


568 

4 

END; 



569 

3 

END, /* 

FOREVER */ 


570 

2 

END MAIN; 



571 

1 

END HOST_MODULE, 



MODULE 

INFORMATION 



CODE AREA 

SIZE - 0FD8H 

4056D 

- 

CONSTANT 

AREA SIZE « 093CH 

2364D 


VARIABLE 

AREA SIZE » 0480H 

1152D 


MAXIMUM STACK SIZE a 003EH 

62D 


868 LINES 

READ 



0 

PROGRAM 

WARNINGS 



0 

PROGRAM 

ERRORS 



DICTIONARY SUMMARY 



31KB MEMORY AVAILABLE 



12KB MEMORY USED (38*/.) 



OKB DISK 

SPACE USED 



END OF 

PL/M-B6 

COMPILATION 
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APPENDIX D 


This appendix contains a schematic of the previous design using PAL’s to replace the random logic. The previous 
design could not do DMA transfers and inserted a large delay when transferring data from buffer RAM to the 
system. The PAL version does do DMA transfers and buffer reads happen at full SBX bus speed. One other minor 
change was to replace the 500 ns delay line with a 74LS164, which is a more cost effective solution. 

This schematic is only a paper design since only random logic was replaced with the PAL’s. 

PAL Equation's 
PAL - Page 1: 

BDRD/ = ( IORD/ * MDACK/) + (IORD/ * MCSO/ * MAO * MAI * MA2) + 

(DELAYED-READ/ * CLK) IF BCS 

LTCHSDH/ = (MCSO/ * MAO/ * MAI * MA2 * IOWR/) 

RAMSEL/ = (MCSO * MAO * MAI * MA2) + (BCS/) + (MDACK/) 

I0BRDY/ = (MCS1/ * MAO/ * MAI * MA2/ * IOWR/) 

IOBCR/ = (MCS1/ * MAO * MAI/ * MA2/ * IOWR/) 

BDWR/ = (IOWR/) IF BCS 

CS/ = (MCSO/) IF BCS 

CLK = (MCSO/ * MAO * MAI/ * MA2/) + (MCSO/ * MAO/ * MAI * MA2/) + (MCSO/ 

* MAO * MAI * MA2/) .+ (MCSO/ * MAO/ * MAI/ * MA2) + (MCSO/ * MAO * MAI/ * 

MA2) + (MCSO/ * MAO/ * MAI * MA2) + (MCSO/ * MAO * MAI * MA2) 


PAL - Page 2: 

MINTR1/MDRQT = (PIN1) 

MINTRO = (PIN2) + (INTRQ) 

COUNT = (BDWR/ + BDRD/) * (RAMSEL/) 

RSTCOUNT = (IOBCR/) + (BCR/) 

OE/ = (MDACK/) + (CS/) 

CLR/ = (IOBCR/) + (BCR/) 


5-903 


231133-002 



5-904 x 231133-002 



AP-182 








5-905 231133-002 



AP-182 















5-906 231133-002 



AP-182 























5-907 231133-002 



AP-182 





















ICE™-42 

8042 IN-CIRCUIT EMULATOR 


■ Precise, full-speed, real-time emulation 
— Load, drive, timing characteristics 
— Full-speed program RAM 

— Parallel ports 
— Data Bus 

■ User-specified breakpoints 

■ Execution trace 

— User-specified qualifier registers 
— Conditional trigger 
— Symbolic groupings and display 
— Instruction and frame modes 

■ Emulation timer 


■ Full symbolic debugging 

* Single-line assembly and disassembly 
for program instruction changes 

■ Macro commands and conditional 
block constructs for automated 
debugging sessions 

■ HELP facility: ICE™-42 command 
syntax reference at the console 

■ User confidence test of ICE™-42 
hardware 


The ICE™-42 module resides in the Intellec Microcomputer Development System and interfaces to 
any user-designed 8042 or 8041 A system through a cable terminating in an 8042 emulator micropro- 
cessor and a pin-compatible plug. The emulator processor, together with 2K bytes of user program 
RAM located in the ICE-42 buffer box, replaces the 8042 device in the user system whil.e maintaining 
the 8042 electrical and timing characteristics. Powerful Intellec debugging functions are thus extended 
into the user system. Using the ICE-42 module, the designer can emulate the system’s 8042 chip in 
real-time or single-step mode. Breakpoints allow the user to stop emulation on user-specified 
conditions, and a trace qualifier feature allows the conditional collection of 1000 frames of trace data. 
Using the single-line 8042 assembler the user may alter program memory using the 8042 assembler 
mnemonics and symbolic references, without leaving the emulator environment. Frequently used com- 
mand sequences can be combined into compound commands and identified as macros with user- 
defined names. 



MAY 1983 

ORDER NUMBER: 210818-002 


©INTEL CORPORATION, 1983 
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inV 


FUNCTIONAL DESCRIPTION 


Integrated Hardware and Software 
Development 

The ICE-42 emulator allows hardware and soft- 
ware development to proceed interactively. This 
approach is more effective than the traditional 
method of independent hardware and software 
development followed by system integration. 
With the ICE-42 module, prototype hardware 
can be added to the system as it is designed. 
Software and hardware integration occurs while 
the product is being developed. Figure 1 shows 
the ICE-42 emulator connected to a user 
prototype. 

The ICE-42 emulator assists four stages of 
development: 

SOFTWARE DEBUGGING 

This emulator operates without being connected 
to the user’s system before any of the user’s 
hardware is available. In this stage ICE-42 de- 
bugging capabilities can be used in conjunction 
with the Intellec text editor and 8042 macro- 
assembler to facilitate program development. 

HARDWARE DEVELOPMENT 

The ICE-42 module’s precise emulation charac- 
teristics and full-speed program RAM make it a 
valuable tool for debugging hardware. 

SYSTEM INTEGRATION 

Integration of software and hardware begins 
when any functional element of the user system 
hardware is connected to the 8042 socket. As 
each section of the user’s hardware is 
completed, it is added to the prototype. Thus, 
each section of the hardware and software is 
“system” tested in real-time operation as it be- 
comes available. 

SYSTEM TEST 

When the user’s prototype is complete, it is 
tested with the final version of the user system 
software. The ICE-42 module is then used for 
real-time emulation of the 8042 chip to debug 
the system as a completed unit. 

The final product verification test may be per- 
formed using the 8742 EPROM version of the 


8042 microcomputer. Thus, the ICE-42 module 
provides the ability to debug a prototype or pro- 
duction system at any stage in its development 
without introducing extraneous hardware or soft- 
ware test tools. 

Symbolic Debugging 

The ICE-42 emulator permits the user to define 
and to use symbolic, rather than absolute, refer- 
ences to program and data memory addresses. 
Thus, there is no need to recall or look up the ad- 
dresses of key locations in the program, or to 
become involved with machine code. 

When a symbol is used for memory reference in 
an ICE-42 emulator command, the emulator sup- 
plies the corresponding location as stored in the 
ICE-42 emulator symbol table. This table can be 
loaded with the symbol table produced by the as- 
sembler during application program assembly. 
The user obtains the symbol table during soft- 
ware preparation simply by using the “DEBUG” 
switch in the 8042 macroassembler. Further- 
more, the user interactively modifies the emula- 
tor symbol table by adding new symbols or 
changing or deleting old ones. This feature pro- 
vides great flexibility in debugging and minimizes 
the need to work with hexadecimal values. 

Through symbolic references in combination 
with other features of the emulator, the user can 
easily: 

• Interpret the results of emulation activity col- 
lected during trace. 

• Disassemble program memory to 
mnemonics, or assemble mnemonic instruc- 
tions to executable code. 

• Reference labels or addresses defined in a 
user program. 

Automated Debugging and Testing 

MACRO COMMAND 

A macro is a set of commands given a name. A 
group of commands executed frequently can be 
defined as a macro. The user executes the 
group of commands by typing a colon followed 
by the macro name. Up to ten parameters may 
be passed to the macro. 

Macro commands can be defined at the begin- 
ning of a debug session and then used through- 
out the whole session. One or more macro defini- 
tions can be saved on diskette for later use. The 
Intellec text editor may be used to edit the macro 
file. The macro definitions are easy to include in 
any later ernuiation session. 
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The power of the development system can be 
applied to manufacturing testing as well as 
development by writing test sequences as 
macros. The macros are stored on diskettes for 
use during system test. 


COMPOUND COMMAND 


Compound commands provide conditional exe- 
cution of commands (IF command) and execu- 
tion of commands repeatedly until certain condi- 
tions are met (COUNT, REPEAT commands). 

Compound commands may be ruested any 
number of times, and may be used in macro 
commands. 


Example: 

‘DEFINE .1=0 
‘COUNT 100H 

.‘IF. I AND 1 THEN 
..*CBYTE.I = .I 

..‘END 
.‘.l-.l + l 
.‘END 


; Define symbol .1 to 0 
; Repeat the following 
commands 100H times. 
; Check if .1 is odd 
; Fill the memory at 
location .1 to value .1 

; Increment .1 by 1. 

; Command executes 
upon carriage-return 
after END 


(The asterisks are system prompts; the dots 
indicate the nesting level of compound 
commands.) 


Operating Modes 

The ICE-42 software is an Intellec RAM-based 
program that provides easy-to-use commands 
for initiating emulation, defining breakpoints, 
controlling trace data collection, and displaying 
and controlling system parameters. ICE-42 com- 
mands are configured with a broad range of 
modifiers that provide maximum flexibility in de- 
scribing the operation to be performed. 


EMULATION 

The ICE-42 module can emulate the operation of 
prototype 8042 system, at real-time speed (up to 
12MHz) or in single steps. Emulation commands 
to the ICE-42 module control the process of set- 
ting up, running, and halting an emulation of the 
user’s 8042-based system. Breakpoints and tra- 
cepoints enable the ICE-42 emulator to halt emu- 
lation and provide a detailed trace of execution 
in any part of the user’s program. A summary of 
the emulation commands is shown in Table 1 . 


Table 1 Major Emulation Commands 


1 

Command 

Description 

GO 

Begins real-time 
emulation and optionally 
specifies break 
conditions. 

BR0, BR1 , BR 

Sets or displays either or 
both Breakpoint Registers 
used for stopping 
real-time emulation. 

STEP 

Performs single-step 
emulation. 

QR0, QR1 

Specifies match 
conditions for qualified 
trace. 

TR 

Specifies or displays 
trace-data collection 
conditions and optionally 
sets Qualifier Register 
(QR0, QR1). 

Synchronization 
Line Commands 

Sets and displays status 
of synchronization line 
outputs or latched inputs. 
Used to allow real-time 
emulation or trace to start 
and stop synchronously 
with external events. 


Breakpoints 

The ICE-42, hardware includes two breakpoint 
registers that allow halting of emulation when 
specified conditions are met. The emulator con- 
tinuously compares the values stored in the 
breakpoint registers with the status of specified 
address, opcode, operand, or port values, and 
halts emulation when this comparison is 
satisfied. When an instruction initiates a break, 
that instruction is executed completely before 
the break takes place. The ICE-42 emulator then 
regains control of the console and enters the in- 
terrogation mode. With the breakpoint feature, 
the user can request an emulation break when 
the program: 

• Executes an instruction at a specific address 
or within a range of addresses. 


5-910 


210818-002 





ICE™-42 IN-CIRCUIT EMULATOR 


inleT 


• Executes a particular opcode. 

• Receives a specific signal on a port pin. 

• Fetches a particular operand from the user 
program memory. 

• Fetches an operand from a specific address 
in program memory. 

Trace and Tracepoints 

Tracing is used with real-time and single-step 
emulation to record diagnostic information in the 
trace buffer as a program is executed. The infor- 
mation collected includes opcodes executed, 
port values, and memory addresses. The ICE-42 
emulator collects 1000 frames of trace data. 

If desired this information can be displayed as 
assembler instruction mnemonics for analysis 
during interrogation or single-step mode. The 
trace-collection facility may be set to run condi- 


tionally or unconditionally. Two unique trace 
qualifier registers, specified in the same way as 
breakpoint registers, govern conditional trace 
activity. The qualifiers can be used to condition 
trace data collection to take place as follows: 

• Under all conditions (forever). 

• Only while the trace qualifier is satisfied. 

• For the frames or instructions preceding the 
time when a trace qualifier is first satisfied 
(pre-trigger trace). 

• For the frames or instructions after a trace 
qualifier is first satisfied (post-triggered 
trace). 

Table 2 shows an example of trace display. 

INTERROGATION AND UTILITY 

Interrogation and utility commands give conve- 
nient access to detailed information about the 


Table 2 Trace Display (Instruction Mode) 


FRAME L0C 

OBJ 

INSTRUCTION 

PI 

P5 

TO 

T1 

DBYIN 

YOUT 

YSTS 

TO VF 

0000 

100H 

5355 

MOV 

A t # 55H 

FFH 

FFH 

0 

0 

bbH 

DFH 

05H 

0 

0004 

105H 

3T 

0UTL 

<r 

HI 

CL 

FFH 

FFH 

0 

0 

, bbH 

DFH 

05H 

0 

oooa 

103H 

3 A 

0UTL 

P5 -i A 

55H 

FFH 

0 

0 

bbH 

DFH 

05H 

0 

0015 

104H 

55 

IN 

A-.DBB 

55H 

55H 

0 

0 

bbH 


05H 

0 

0014 

10SH 

37 

CPL 

A 

55H 

55H 

0 

0 


DFH 

05H 

0 

001b 

1 0 b H 

05 

OUT 

DBB i A 

5 5H 

55H 

0 

0 

bbH 


00H 

0 

001 A 

107H 

BA03 

MOV 

R5 t #03H 

55H 

55H 

0 

0 

bbH 

11H 

00H 

0 

0055 

lOTH 

BA 40 

MOV 

R0 -i # • TABLED 

55H 

55H 

0 

0 

bbH 

11H 

01H 

0 

005b 

10BH 

Blb-0 

MOV 

Rl,# . TABLE1 

55H 

55H 

0 

0 

bbH 

iih 

01H 

0 

• LOOP 












0030 

10DH 

F0 

MOV 

A •» @ R 0 

55H 

55H 

0 

0 


11H 

D1H 

0 

0035 

10EH 

A 1 

MOV 

@R1, A 

55H 

55H 

0 

0 

bbH 


01H 

0 

0034 

10FH 

ia 

INC 

RD 

55H 

55H 

0 

0 


11H 

D1H 

0 

003b 

110H 

n 

INC 

Rl 

55H 

5SH 

0 

0 

bbH 


01H 

0 

003 A 

111H 

E A 0 0 

DJNZ 

R5 -i -LOOP 

55H 

55H 

0 

0 

bbH 

11H 

01H 

0 

• LOOP 












0045 

10DH 

F0 

MOV 

A -» @ R 0 

55H 

55H 

0 

0 


11H 

01H 

0 

0044 

10EH 

A 1 

MOV 

@Rln A 

55H 

55H 

a 

0 

bbH 


01H 

0 

004b 

10FH 

ia 

INC 

RO 

55H 

55H 

0 

0 


11H 

01H 

0 

0048 

110H 

n 

INC 

Rl 

55H 

55H 

0 

0 

bbH 


01H 

0 

0050 

111H 

EA0D 

DJNZ 

RSi -LOOP 

55H 

55H 

0 

0 

bbH 

11H 

01H 

0 

• LOOP 












0054 

10DH 

F0 

MOV 

A i @ R 0 

55H 

55H 

0 

0 


11 H 

01H 

0 

005b 

1QEH 

A 1 

MOV 

@ Rl i A 

55H 

55H 

0 

0 

bbH 


01H 

0 

0058 

10FH 

ia 

INC 

RO 

' 55H 

55H. 

0 

0 


11H 

01H 

0 

OObO 

110H 

n 

INC 

Rl 

55H 

55H 

0 

0 

bbH 


01H 

0 

00b5 

111H 

EA0D 

DJNZ 

R5 i -LOOP 

55H 

55H 

0 

0 

bbH 

11H 

01H 

0 

OObb 

113H 

00 

NOP 


55H 

55H 

0 

0 


11H 

01H 

0 
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user program and the state of the 8042 that is 
useful in debugging hardware and software. 
Changes can be made in memory and in the 
8042 registers, flags, and port values. Com- 
mands are also provided for various utility opera- 
tions such as loading and saving program files, 
defining symbols, displaying trace data, controll- 
ing system synchronization and returning control 
to ISIS-II. A summary of the basic interrogation 
and utility commands is shown in Table 3. Two 
additional time-saving emulator features are dis- 
cussed below. 


Single-Line Assembler/Disassembler 

The single-line assembler/disassembler (ASM 
and DASM commands) permits the designer to 
examine and alter program memory using as- 
sembly language mnemonics, without leaving 
the emulator environment or requiring time- 
consuming program reassembly. When assem- 
bling new mnemonic instructions into program 
memory, previously defined symbolic references 
(from the original program assembly, or subse- 
quently defined during the emulation session) 


Table 3 Major Interrogation and Utility Commands 


Command 

Description 

HELP 

Displays help messages for ICE-42 emulator command-entry assistance. 

LOAD 

Loads user object program (8042 code) into user-program memory, and 
user symbols into ICE-42 emulator symbol table. 

SAVE 

Saves ICE-42 emulator symbol table and/or user object program in ISIS-II 
hexadecimal file. 

LIST 

Copies all emulator console input and output to ISIS-II file. 

EXIT 

Terminates ICE-42 emulator operation. 

DEFINE 

Defines ICE-42 emulator symbol or macro. 

REMOVE 

Removes ICE-42 emulator symbol or macro. 

ASM 

Assembles mnemonic instructions into user-program memory. 

DASM 

Disassembles and displays user-program memory contents. 

Change/Display 

Commands 

Change or display value of symbolic reference in ICE-42 emulator symbol 
table, contents of key-word references (including registers, I/O ports, and 
status flags), or memory references. 

EVALUATE 

Evaluates expression and displays resulting value. 

MACRO 

Displays ICE-42 macro or macros. 

INTERRUPT 

Displays contents for the Data Bus and timer interrupt registers. 

SECONDS 

Displays contents of emulation timer, in microseconds. 

trace Commands 

Position trace buffer poihter and select format for trace display. 

PRINT 

Displays trace data pointed to by trace buffer pointer. 

MODE 

Sets or displays the emulation mode, 8041 A or 8042. 


T 
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Table 4 HELP Command 


♦ HELP 

Help is available for the following items- Type HELP followed by the item name- 
The help items cannot be abbrevi ated • (For more inf ormation-. type HELP HELP or 
HELP INFO- ) 


Emulation : 

Trace Collection : 


Mi sc : 

< address > 

GO GR SYO 

TR <3R 

(3RD (3R1 SY1 

BASE 

<CPU$key word> 

BR BR0BR1 




DISABLE 

< expr > 

STEP 

Trace Display: 


ENABLE 

< ICE 45 #key wor d > 


TRACE 

MOVE PRINT 

ERROR 

< identi f ier > 


OLDEST NEWEST 


EVALUATE 

< instruct ion> 





HELP 

<masked#constant> 

Change/ 

Display/ Define/ 

Remove : 

; INFO 

< match$cond > 

<CH ANGE > 

REMOVE 

CBYTE 


<LIGHTS> 

<numeric$constant> 

<DISPLAY> 

SYMBOL 

DBYTE 

DASM 

LIST 

<partition> 

REGISTER 

RESET 


ASM 

LOAD 

< s tr i ng > 





MODE 


SECONDS 

WRITE 



SAVE 

<string$constant> 

DEFINE 

STACK 


SY 

SUFFIX 

< symbol ic$ref > 





SYMBOLIC 

<mode > 

Macro : 


Compound 



<trace$reference> 

DEFINE 

DIR 

Commands : 



<unlimited$match$cond>, 

DISABLE 

ENABLE 

COUNT 



<user$symbols > 

INCLUDE 

PUT 

IF 





<MACRO$DISPLAY> REPEAT 

<MACR0$INV0CATI0N> 

* 

* 

♦ HELP IF 

IF - The conditional command allows conditional execution of one or more commands 
based on the values of boolean conditions- 

IF<expr>'. THEN <cr> <true$list>:: = '<command><cr> @ 

<true$list> < fa 1 se$l is t > i i = '< command >< cr > @ 

* ORIF <expr> <lcr> <command>::=An ICE-42 command- 

<true$list> @ 



END 

The <expr>s are evaluated in order as lb-bit unsigned integers- If one is 
reached whose value has low-order bit 1 (TRUE)-, all commands in the <true$list> 
following that <expr> are then executed and all commands in the other <true$- 
list>s and in the <false$list> are skipped - If all <expr>s have value with low- 
order bit D (FALSE)-, then all commands in all <true$list>s are skipped and-, if 
ELSE is present-, all commands in the <false$list> are executed- 
(EX: IF - LOOP = 5 THEN 

STEP 
ELSE, 

GO 

END) 

♦ 

* 

♦ 

\ 

* 

♦ EXIT 
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may be used in the instruction operand field. 
The emulator supplies the absolute address or 
data values as stored in the emulator symbol 
table. These features eliminate user time spent 
translating to and from machine code and 
searching for absolute addresses, with a corre- 
sponding reduction in transcription errors. 

HELP 

The HELP file allows display of ICE-42 command 
syntax information at the Intellec console. By 
typing “HELP”, a listing of all items for which 
help messages are available is displayed. 
Typing “HELP <ltem>” then displays relevant 
information about the item requested, including 
typical usage examples. Table 4 shows some 
sample HELP messages. 


EMULATION ACCURACY 

The speed and interface demands of a high- 
performance single-chip microcomputer require 
extremely accurate emulation, including full- 
speed, real-time operation with the full function 
of the microcomputer. The ICE-42 module 
achieves accurate emulation with an 8042 
emulator chip, a special configuration of the 
8042 microcomputer family, as its emulation 
processor. 

Each of the 40 pins on the user plug is connected 
directly to the corresponding 8042 pin on the 
emulator chip. Thus the user system sees the 
emulator as an 8042 microcomputer at the 8042 
socket. The resulting characteristics provide ex- 
tremely accurate emulation of the 8042 including 


speed, timing characteristics, load and drive 
values, and crystal operation. However, the 
emulator may draw more power from the user 
system than a standard 8042 family device. 

Additional emulator processor pins provide sig- 
nals such as internal address, data, clock, and 
control lines to the emulator buffer box. These 
signals let static RAM in the buffer box substitute 
for on-chip program ROM or EPROM. The emula- 
tor chip also gives the ICE module “back-door” 
access to internal chip operation, allowing the 
emulator to break and trace execution without in- 
terfering with the values on the user-system 
pins. 



Figure 1 A Typical 8042 Development 

Configuration. The host system is 
an Intellec Series IV. The ICE-42 
module is connected to a user pro- 
totype system. x y 


SPECIFICATIONS 

ICE™-42 Operating Requirements 

Intellec Model 800, Series II, Series III, or Series 
IV Microcomputer Development SYstem (64K 
RAM required) 

System console (Model 800 only) 

Intellec Diskette Operating System: ISIS 
(Version 3.4 or later). 

Equipment Supplied 

• Printed circuit boards (2) 

• Emulation buffer box, Intellec interface 
cables, and user-interface cable with 8042 
emulation processor 


• Crystal power accessory 

• Operating instructions manuals 

• Diskette-based ICE-42 software (single and 
double density) 

Emulation Clock 

User’s system clock (up to 12MHz) or ICE-42 
crystal power accessory (1 2 MHz) 

Environmental Characteristics 

Operating Temperature — 0° to 40°C 

Operating Humidity — Up to 95% relative humidi- 
ty without condensation. 
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Physical Characteristics 


Electrical Characteristics 


Printed Circuit Boards 

Width: 12.00 in. (30.48 cm) 
Height: 6.75 in. (1 7.1 5 cm) 
Depth: 0.50 in. (1 .27 cm) 


Buffer Box 

Width: 8.00 in. (20.32 cm) 
Length: 1 2.00 in. (30.48 cm) 
Depth:-1.75 in. (4.44 cm) 
Weight: 4.0 lb. (1.81 kg) 


DC Power Requirements 
(from Intellec® system) 

V cc - + 5V, ± 5% 

l cc = 1 3.2A max; 1 1 .OA typical 

V DD = + 12V, ±5% 

l DD = 0-1 A max; 0.05A typical 

V bb = "10V, ±5% 

l BB = 0.05A max; 0.01 A typical 

User piug characteristics at 8042 socket — 
Same as 8042 or 8742 except that the user 
system sees an added load of 25 pF capacitance 
and 50/xA leakage from the ICE-42 emulator 
user plug at ports 1 , 2, TO, and T 1 . 


ORDERING INFORMATION 


Part Number Description 

ICE-42 8042 Microcontroller In-Circuit 

Emulator, cable assembly and in- 
teractive diskette software 
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MCS®-48 

DISKETTE-BASED SOFTWARE 
SUPPORT PACKAGE 


■ Extends Intellec microcomputer ■ Takes advantage of powerful ISIS-II file 

development system to support MCS-48 handling and storage capabilities 

development 

■ Provides assembler output in standard 

■ MCS-48 assembler provides conditional Intel hex format 
assembly and macro capability 


The MCS-48 assembler translates symbolic 8048 assembly language instructions into the appropriate machine 
operation codes, and provides both conditional and macroassembler programming. Output may be loaded 
either to an ICE-49 module for debugging or into the iUP Universal PROM Programmer for 8748 PROM 
programming. The MCS-48 assembler operates under the ISIS-II operating system on Intel Development 
systems. 



MCS-48 



FUNCTIONAL DESCRIPTION Table 1. Sample h/ICS-48 Diskette-Based 

The MCS-48 assembler translates symbolic 8048 
assembly language instructions into the appropriate 
machine operation codes. The ability to refer to program 
addresses with symbolic names eliminates the errors of 
hand translation and makes it easier to modify programs 
when adding or deleting instructions. Conditional 
assembly permits the programmer to specify which por- 
tions of the master source document should be includ- 
ed or deleted in variations on a basic system design, 
such as the code required to handle optional external 
devices. Macro capability allows the programmer use of 
a single label to define a routine. The MCS-48 assembler 
will assemble the code required by the reserved routine 
whenever the macro label is inserted in the text. Output 
from the assembler is in standard Intel hex format. It 
may be either loaded directly to an in-circuit emulator 
(ICE-49) module for integrated hardware/software 
debugging, or loaded into the iUP Universal PROM 
Programmer for 8748 PROM programming. A 
sample assembly listing is shown in Table 1. 

The MCS 48 assembler supports the 8048, 8049, 8050, 8020, 

8021 , 8022, 8041 and 8042. The MCS 48 assembler can also 
support CMOS versions of the 8048 family. 


ISIS II 8048 MACROASSEMBLER V 
LOC OBJ 


SOURCE STATEMENT 

DECIMAL ADDITION ROUTINE ADD BCD NUMBER 
AT LOCATION BETA TO BCD NUMBER AT ALPHA WITH 
RESULT IN ALPHA LENGTH OF NUMBER IS COUNT DIGIT 
PAIRS (ASSUME BOTH BETA AND ALPHA ARE SAME LENGTH 
AND HAVE EVEN NUMBER OF DIGITS OR MSD IS 0 IF 
ODD) 

AUGND ADDNDCNT 
R0 #AUGND 
R1 #ADDND 
R2 #CNT 


ALPHA 

BETA 

COUNT 


MACRO 

MOV 

MOV 

MOV 

ENDM 

EOU 


0Q01E 

0028 

0032 

0100 

0100 B81E 
0102 B928 
0104 BA32 

0106 97 

0107 F0 

0108 71 

0109 57 
010A A1 
010B 18 
010C 19 
010D EA07 

USER SYMBOLS 
ALPHA 0001 E 
LI 0102 


ASSEMBLY COMPLETE NO ERRORS 

ISIS II ASSEMBLER SYMBOL CROSS REFERENCE VI 0 
SYMBOL CROSS REFERENCE 


MOV 

MOV 

MOV 


COUNT 0005 LP 0107 


ALPHA 13# 
BETA 14# 
COUNT 15# 


40 

5 

100H 

ALPHA BETA COUNT 
R0 #ALPHA 
R1 #BETA 
R2 #COUNT 
C 

A <«R0 


SPECIFICATIONS 

Operating Environment 

(All) Intel Microcomputer Development Systems 
-x (Series li, Series Ill/Series iV) 

Intel Personal Development System 


Documentation Package 

Titles of: User Guides 

Operating Instructions 
Reference Manuals 


Ordering Information 

Part Number Description 

MDS-D48* MCS-48 Disk Based Assembler 

Requires Software License 


SUPPORT: 

Hotline Telephone Support, Software Performance 
Reports (SPR), Software Updates, Technical 
Reports, Monthly Newsletters are available. 


,*MDS is an ordering code only and is not used as a product name or trademark. MDS is a registered trademark of 
Mohawk Data Sciences Corporation. 
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iUP-200A/iUP-201 A UNIVERSAL 
PROM PROGRAMMERS 


MAJOR iUP-200A/iUP-201 A FEATURES: 

■ Support for all Intel PROM families 
through multiple-device personality 
modules, which may also be used with 
the Intel personal development 
system (iPDS™). 

■ Serial interface to all Intellec® 
development systems. 

■ Powerful PROM programming 
software (iPPS). 

■ iUP system self-tests plus device 
integrity checks. 


■ Support for new personality modules 
that provide state of the art fast 
programming algorithms, the 
int e ligent Identifier™, and a security 
bit. 

ADDITIONAL iUP-201 A FEATURES: 

■ Off-line editing, device duplication, 
and PROM memory locking. 

■ 32K-byte iUP RAM. 

■ 24-character alphanumeric display. 

■ Full hexadecimal plus 1 2-function 
keypad. 


The HJP-200A and iUP-201 A universal programmers program and verify data in all the Intel pro- 
grammable ROMs (PROMs). They can also program the PROM memory portions of Intel’s single-chip 
microcomputer and peripheral devices. When used with any Intellec® development system, the 
iUP-200A and iUP-201 A universal programmers provide on-line programming and verification using 
the Intel PROM programming software (iPPS). In addition, the iUP-201 A universal programmer sup- 
ports off-line, stand-alone program editing, PROM duplication, and PROM memory locking. The 
iUP-200A universal programmer is expandable to an iUP-201 A model. 



The following are trademarks of Intel Corporation and may be used only to describe Intel products CREDIT, Index, Intel, Insite, Intellec, 
Library Manager, Megachassis, Micromap, MULTIBUS, PROMPT, UPI, fx Scope, Promware, MCS, ICE, iRMX, iSBC, iSBX, inteligent 
Identifier, MULTIMODULE and ICS Intel Corporation assumes no responsibility for the use of any circuitry other than circuitry embodied 
in an Intel product No other circuit patent licenses are implied 

* INTEL CORPORATION, 1 984 5-918 March, 1984 

° Order Number: 210319-003 
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FUNCTIONAL DESCRIPTION 

The iUP-200A universal programmer operates in 
on-line mode. The iUP-201A universal program- 
mer operates in both on-line and off-line mode. 

On-line System Hardware 

The iUP-200A and iUP-201A universal program- 
mers are free-standing units that, when connect- 
ed to any Intel development system having at 
least 64K bytes of host memory, provide on-line 
PROM programming and verification of Intel pro- 
grammable devices. In addition, the universal 
programmer can read the contents of the ROM 
versions of these devices. 

The universal programmer communicates with 
the host through a standard RS-232C serial data 
link. A serial converter is needed when using the 
MDS 800 as a host system. (Serial converters 
are available from other manufacturers.) 

Each universal programmer contains an 8085 
CPU, selectable power supply, 4.3K bytes of 
static RAM, a programmable timer, an interface 
for personality modules, an interface for the host 
system, and 12K bytes of programmed EPROM. 
The iUP-201A also has a keyboard and display. 
The programmed EPROM contains the firmware 


needed for all universal programmer editing and 
control functions. 

A personality module adapts the universal pro- 
grammer to a family of PROM devices; it contains 
all the hardware and firmware necessary to pro- 
gram either a family of Intel PROMs or a single 
Intel device. The user inserts the personality 
module into the universal programmer front 
panel. The personality module comes ready to 
use; no additional sockets or adapters are 
required. 

Figure 1 shows the iUP-200A on-line system 
configuration, and Figure 2 shows the on-line 
system data flow. 

On-line System Software 

The Intel PROM programming software (iPPS) is 
included with both the iUP-200A and iUP-201A 
models of the universal programmer. Created to 
run on any Intellec development system, the 
iPPS software provides user control through an 
easy-to-use interactive interface. The iPPS soft- 
ware performs the’" following functions to make 
PROM programming quick and easy: 

• Reads PROMs and ROMs 

• Programs PROMs directly or from a file 



Figure 1 On-Line System Configuration 
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Figure 2 On-Line System Data Flow 


• Verifies PROM data with buffer data 

• Locks EPROM memory from unauthorized 
access (on devices which support this 
feature) 

• Prints PROM contents on the network or de- 
velopment system printer 

• Performs interactive formatting operations 
such as interleaving, nibble swapping, bit 
reversal, and block moves 

• Programs multiple PROMs from the source 
file, prompting the user to insert new PROMs 

• Uses a buffer to change PROM contents 

All iPPS commands, as well as program address 
and d&ta information, are entered through the 
development system ASCII keyboard and dis- 
played on the system CRT. Table 1 summarizes 
the iPPS commands. 

The iPPS software lets the user load programs 
into a PROM from. Intellec system memory or 


directly from a disk file. Access to the disk lets 
the user create and manipulate data in a virtual 
buffer with an address range up to 16^4. this 
large block of data can be formatted into dif- 
ferent PROM word sizes for program storage 
into several different PROM types. In addition, a 
program stored in the target PROM, the Intellec 
system memory, or a system disk file can be in- 
terleaved with a second program and entered 
into a specific target PROM or PROMs. 

The iPPS software supports data manipulation 
in the following Intel formats: 8080 hexadecimal 
ASCII, 8080 absolute pbject, 8086 hexadecimal 
ASCII, 8086 absolute object, and 80286 absolute 
object. Addresses and data can be displayed jn 
binary, octal, decimal, or hexadecimal. The user 
can easily change default data formats as well 
as number bases. 

The user invokes the iPPS software from the 
ISIS operating system (Intellec 800, Series II, 
and Series III, versions V3.4and later; Series IV, 
versions VI. 0 and later). The software can be 
run under control of ISIS submit files, thereby 
freeing the user from repetitious command entry. 
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Table 1 iPPS Command Summary 


Command 

! 

Description 

PROGRAM CONTROL GROUP 

CONTROLS EXECUTION OF THE iPPS SOFTWARE. 

EXIT 

Exits the iPPS software and returns control to the ISIS operating 


system. 

<ESC> 

Terminates the current command. 

REPEAT 

Repeats the previous command. 

ALTER 

Edits and re-executes the previous command. 

UTILITY GROUP 

DISPLAYS USER INFORMATION AND STATUS AND SETS 


DEFAULT VALUES. 

DISPLAY 

Displays PROM, buffer, or file data on the console. 

PRINT 

Prints PROM, buffer, or file data on the local printer. 

QUEUE 

Prints PROM, buffer, or file data on the network spooled printer. 

HELP 

Displays user assistance information. 

MAP 

Displays buffer structure and status. 

BLANKCHECK 

Checks for unprogrammed PROMs. 

OVERLAY 

Checks whether non-blank PROMs can be programmed. 

TYPE 

Selects the PROM type. 

INITIALIZE 

Initializes the default number base and file type. 

WORKFILES 

Specifies the drive device for temporary work files. 

BUFFER GROUP 

EDITS, MODIFIES, AND VERIFIES DATA IN THE BUFFER. 

SUBSTITUTE 

Examines and modifies buffer data. 

LOADDATA 

Loads a section of the buffer with a constant. 

VERIFY 

Verifies data in the PROM with buffer data. 

FORMATTING GROUP 

REARRANGES DATA FROM THE PROM, BUFFER, OR FILE. 

FORMAT* 

Formats and interleaves buffer, PROM, or file data. 

COPY GROUP 

COPIES DATA FROM ONE DEVICE TO ANOTHER. 

COPY (file to PROM) 

Programs the PROM with data in a file on disk. 

COPY (PROM to file) 

Saves PROM data in a file on disk. 

COPY (buffer to PROM) 

Programs the PROM with data from the buffer. 

COPY (PROM to buffer) 

Loads the buffer with data in the PROM. 

COPY (buffer to file) 

Saves the cpntents of the buffer in a file on disk. 

COPY (file to buffer) 

Loads the buffer from a file on disk. 

COPY (file to URAM) 

Loads file data into the iUP RAM (iUP-201 A model only). 

COPY (URAM to file) 

Saves iUP URAM data in a file on disk (iUP-201 A model only). 

COPY (buffer to URAM) 

Loads the buffer into the iUP URAM (iUP-201 A model only). 

COPY (URAM to buffer) 

Loads iUP URAM data into the buffer (iUP-201 A model only). 

SECURITY GROUP 

LOCKS SELECTED DEVICES TO PREVENT UNAUTHORIZED 


ACCESS. 

KEYLOCK 

Locks the PROM from unauthorized access. 
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System Expansion 

The iUP-200A universal programmer can be 
easily upgraded (by the user) to an iUP-201A 
universal programmer for off-line operation. The 
upgrade kit (iUP-PAK-A) is available from Intel 
or your local Intel distributor. 

Off-line System 

The iUP-201 A universal programmer has all the 
on-line features of the iUP-200A universal pro- 
grammer plus off-line editing, PROM 
duplication, program verification, and locking of 
PROM memory independent pf the host system. 
The iUP-201 A universal programmer also ac- 
cepts Intel hexadecimal programs developed on 
non-Intel development systems. Just a few key- 
strokes download the program into the iUP RAM 
for editing and loading into a PROM. 


Off-line commands are entered using the off-line 
command keys summarized in Table 2 ~ 

In addition to the hardware components included 
as part of the iUP-200A, the iUP-201 A contains 
a 2^-character alphanumeric display, full hexa- 
decimal 12-function keypad, and 32K bytes of 
iUP RAM. Figure 3 illustrates the iUP-201 A key- 
board and display. 

The two logical devices accessible during off- 
line operation are the PROM device and the iUP 
RAM. A typical operation is copying the data 
from a PROM (or ROM) into the iUP RAM, modify- 
ing this data in iUP RAM, and programming the 
modified data back into a PROM device. The ad- 
dress range of the iUP RAM is automatically 
determined by the universal programmer when 
PROM type selection is made. Figure 4 shows 
the off-line system data flow. 



Figure 3 iUP-201 A Keyboard and Display 
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Figure 4 Off-Line System Data Flow 


SYSTEM DIAGNOSTICS 

Both the iUP-200A and iUP-201A universal pro- 
grammers include self-contained system diag- 
nostics that verify system operation and aid the 
user in fault isolation. Diagnostics are performed 
on the power supply, CPU internal firmware 
ROM, internal RAM, timer, the iUP-201A 
keyboard, and the iUP RAM. In addition, tests 
are made on any personality module installed in 
the programmer the first time the module is 
accessed. The personality module tests include 
the ppwer select circuitry and up to 4K of 
module firmware. Straight-forward messages 
are provided on the development system display 
in on-line mode and on the iUP-201A display in 
off-line mode. 


PERSONALITY MODULES 

A personality module is the interface between 
the iUP-200A/iU P-201 A universal programmer 
(or an iPDS system) and a selected PROM (or 
ROM). Personality modules contain all the hard- 
ware and firmware for reading and programming 
a family of Intel devices. Each personality 
module is a single molded unit inserted into the 
front panel of the universal programmer. No addi- 
tional adapters or sockets are needed. Table 3 
lists the available personality modules. 

Each personality module connects to the univer- 
sal programmer through a 41-pin connector. 
Module firmware is uploaded into the iUP RAM 
and executed by the internal 8085A processor. 


Table 3 iUP Personality Modules 


Personality Module 

PROM Type 

PROMs and ROMs Supported 

iUP-Fast 27/K 

EPROM 

2764, 2764A, 27128, 27256 

iUP-F27/1 28 

E 2 /EPROM 

271 6, 2732, 2732A, 2764, 271 28, 281 5, 281 6 

iUP-F87/51 A 

Microcontroller 

8748, 8748H, 8048, 8749H, 8048H, 8049, 8049H, 
8050H, 8751, 8751 H, 8051 

iUP-F87/44A 

Peripheral 

8741 A, 8041 A, 8742, 8042, 8744H, 8044AH, 8755A 
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The personality module firmware contains rou- 
tines necessary to read and program a family of 
PROMs. In addition, the personality module 
sends specific information about the selected 
PROM to the universal programmer to help per- 
form PROM device integrity checks. 

LEDs on each personality module indicate 
operational status. On some personality 
modules a column of LEDs indicate which PROM 
device type the user has selected. On some per- 
sonality modules an LED below the socket indi- 
cates which socket is to be used. A red indicator 
light tells the user when power is tteing supplied 
to the selected device. Figure 5 shows the per- 
sonality modules supported on the universal 
programmer. 

In addition to the testing done by the iUP system 
self-tests, each personality module contains di- 
agnostic firmware that performs selected PROM 


tests and indicates status. These tests are per- 
formed in both on-line and off-line modes. The 
PROM installation test verifies that the device is 
installed in the module correctly and that the ZIF 
socket is closed. The PROM blank check deter- 
mines whether a device is blank. The universal 
programmer automatically determines whether 
the blank state is all zeros or all ones. The over- 
lay check (performed when a PROM is not 
blank) determines which bits are programmed, 
compares those bits against the program to be 
loaded, and allows programming to continue if 
they match. As with the system self-tests, 
straight-forward messages are provided. The 
user can invoke all of the PROM device integrity 
checks except the installation test (which 
occurs automatically any time an operation is 
selected). 

Figure 6 illustrates a typical testing sequence. 



Figure 5 Personality Modules 
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Figure 6 PROM Testing Sequence 
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iUP-200A/iUP-201 A SPECIFICATIONS 

Control Processor 

Intel 8085A microprocessor 
6.144 MHz clock rate 

Memory 

RAM •— 4.3 bytes static 
ROM - 12K bytes EPROM 

Interfaces 

Keyboard — 16-character hexadecimal and 12- 
function keypad (iUP-201 A model only) 

Display — 24-character alphanumeric 
(iUP-201 A model only) 

Software 

Monitor — system controller in pre-programmed 
EPROM 

iPPS — Intel PROM programming software on 
supplied diskette 

Physical Characteristics 

Depth — 15 inches (38.1 cm) 

Width — 15 inches (38.1 cm) 

Height — 6 inches (1 5.2 cm) 

Weight — 1 5 pounds (6.9 kg) 

Electrical Characteristics 

Selectable 100, 120, 200, or 240 Vac ± 10%; 
50-60 Hz 

Maximum power consumption — 80 watts 

Environmental Characteristics 

Reading temperature — 10°C to 40°C 
Programming temperature — 25°C ± 5° 
Operating humidity — 10% to 85% relative 
humidity 

Reference Material 

164852 - HJP-200A/201A Universal Program- 
mer User’s Guide. 


1 64861 — iPPS PROM Programming Software 
User’s Guide. 

164853 — iPPS PROM Programming Soft - 
ware/iUP-200A/201 A Universal Pro- 
grammer Pocket Reference. 


PERSONALITY MODULE 
SPECIFICATIONS 

Memory 

EPROM — up to 4K bytes 

Physical Characteristics 

Width — 5.5 inches (1.4 cm) 
Height — 1.6 inches ( 4.1 cm) 
Depth — 7.0 inches (17.8 cm) 
Weight — 1 pound (.45 kg) 


Electrical Characteristics 

Maximum power consumption (module) — 7.5 
watts 

Maximum power consumption (device) — 2.5 
watts 

Maximum power consumption (total from iUP) — 
1 0 watts 


Environmental Characteristics 

Reading temperature — 1 0°C to 40°C 
Programming temperature — 25°C ± 5° 
Operating humidity - 10% to 85% relative 
humidity 

Reference Material 

Appropriate personality module user’s guide: 

164376 - i UP- Fast 27/K Personality Module 
User’s Guide. 

162848 — IUP-F27/128 Personality Module 
User’s Guide. 

164855 — iUP-F87/51A Personality Module 
User’s Guide. 

164853 - iUP-F87/44A Personality Module 
User’s Guide. 


ORDERING INFORMATION 
Part number Description 


iUP-200A Intel on-line universal 

programmer 

iUP-201 A Intel on-line/off-line 

universal programmer 


iUP-Fast 27/K* 
iUP-F27/1 28 


EPROM personality 
module 

EPROM and E 2 PROM 
personality module 
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iUP-F87/51A Microcontroller 

personality module 

HJP-F87/44A Peripheral personality 

module 

Upgrades an 
iU P-200/ 201 universal 
programmer to an 
iUP-200A/201 A 
universal programmer 

iUP-PAK-A Upgrade Upgrades an iUP-200A 

Kit universal programmer 

to an iUP-201 A 
universal programmer 

*The iUP-Fast 27/K personality module can be used only with an iUP-200A/201 A universal programmer or an iUP-200 
/iUP-201 universal programmer upgraded to an A with the iUP-200/201 U1 upgrade kit. If used in an iPDS, this per- 
sonality module requires version 1 .4 or later of the iPPS-iPDS software. All iPDS-1 40 units shipped after June 1 984 
will contain this software. 


iUP-200/201 U1 
Upgrade Kit 
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INTEL DATA COMMUNICATIONS 
FAMILY OVERVIEW 


Data Communications has become an increasingly 
important factor in computer system design with the 
evolution of distributed processing and remote, net- 
worked peripherals. Intel’s data communications pro- 
duct line provides a range of components to satisfy the 
broad spectrum of speed, protocol support and protocol 
flexibility needs (Figure 1). 


GLOBAL DATA COMMUNICATIONS: 
ASYCHRONOUSANDSYNCHRONOUSPROTOCOLS 


Dedicated data communications controllers 


four more common peripheral functions of a micropro- 
cessor based system as well as a full-duplex, double buf- 
fered serial asynchronous receiver/ transmitter with an 
on-chip baud rate generator. 

The 8273 is a dedicated high level peripheral controller 
for SDLC/ HDLC protocol support. It provides an high 
level of Data Link Control support for IBM-SNA or 
CCITT X.25 compatible microcomputer systems. This 
device minimizes CPU overhead by supporting a com- 
prehensive frame level operation. The 8273 is compatible 
with every telephone network-based communication sys- 
tem due to its speed (up to 64 Kbps) and flexible modem 
interface. 


For low-to-medium speed (up to 19.2 Kbps), the 8251 A 
US ART (Universal Synchronous Asynchronous Receiver/ 
Transmitter) is the industry standard for asynchronous 
communications. It can be used in such applications as 
personal computers, workstations, word processors, CRT 
terminals point-of-sale terminals, banking terminals, 
printers, communications processors, data concentra- 
tors, industrial control networks, etc. 

The 8256 MU ART (Multi-function Universal Asynchro- 
nous Receiver/ Transmitter) is an highly competent 
asynchronous communications controller. It considera- 
bly minimizes the number of LSI required in a system 
with an asynchronous interface. The 8256 integrates the 


Multiprotocol controllers 

Multi-protocol controllers bridge the gap between byte 
oriented and bit oriented protocols (HDLC/ SDLC). 
They provide an easy migration path for the user through 
a single software reconfiguration. Design of high-level 
protocols like X.25 are considerably simplified when they 
are coupled with the power of high performance proces- 
sors such as the iAPX 86/88/ 186, or 188. They are also 
used to implement custom high-level protocols on top of 
standard bit-synchronous protocols. 

The dual-channel 8274 MPSC (Multi-Protocol Serial 


SPEED 



BIT SYNC 


FIGURE 1: A Spectrum of Data Communications Solutions 
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Controller) provide a solution for Asynchronous, Byte 
Synchronous (IBM Bisync) and Bit Synchronous 
(HDLC/SDLC) protocols support. It is optimized for 
high-speed applications requiring the flexibility of the 
protocol support and the integration of multiple com- 
munications channels. 

The 82530 SCC (Serial Communications Controller) is 
another dual channel multiprotocol controller. It con- 
tains new functions including on-chip baud rate genera- 
tors, digital phase locked loops, various data encoding/ - 
decoding schemes and extensive diagnostic capabilities. 
All these added features reduce the need for external logic 
and greatly improve the reliability and maintainability of 
the system. 

Distributed Intelligence Systems 

The 8044/ 8744 is a microcontroller with an on chip serial 
communication processor. It simplifies control of remote 
subsystems (subsystems that are physically separated 
from the host CPU and communicate over a serial link). 

The 8044 and 8051 CPUs are identical. The serial com- 
munication is handled by an additional processor called 
the Serial Interface U nit (SIU). The SIU operates concur- 
rently with the CPU and offers a high level of intelligence 
and performance for HDLC/SDLC based communica- 
tions. The SIU can handle 2.4 Mbps in Half-Duplex 
mode. 

In addition to controlling communications with the host 
CPU, the 8044 provides significant peripheral control. 
Examples include local keyboard, CRT and printer con- 
trol as well as design of network for Distributed Intelli- 
gence Systems (Medical instrumentation, CATV, PABX, 
etc. . . .) 

Detailed 8044/8744 information is contained in the Intel 
Microcontroller Handbook. 


Instrumentation 

The 8291 A, 8292, and 8293 family of components provide 
complete, high-performance support for IEEE-488 
(GPIB) standard interface. GPIB is used in instrumenta- 
tion applications. ; 


The 8291 A implements the Talker/ Listener functions of 
the GPIB. 

The 8292 provides the controller functions. Operating in 
tandem with the 8291 A, it complements its interface func- 
tions to provide a full-capability GPIB interface. 

The 8293 is a low-power, high-current, HMOS 8-line 
transceiver. It provides the electrical interface to the 
GPIB. 


Local Area Networks 

Intel has developed the first complete VLSI solution for 
Local Area Networks (LANs) and Ethernet in particular: 
the 82586 Local Area Network Coporcessor and the 
82501 ESI (Ethernet Serial Interface). 

Four on chip DMA channels allow the 82586 to operate 
as a bus master. The 82586 manages the entire process of 
transmitting and receiving frames, thereby relieving the 
host processor of the tasks of managing the com- 
munication interface to the network. 

An extensive set of diagnostic capabilities, implemented 
in silicon, simplifies the design of more reliable local 
networks and facilitates their maintenance. In order to 
take full advantage of the LAN concept and CSM A/ CD 
access method, the 82586 architecture is software config- 
urable. This allows the 82586 to be “customized” for 
other applications including serial backplanes (serial 
peripheral interconnection); low cost short distance 
LANs, broadband networks and medium speed (1-2 
Mbps) LANs. 

The 82501 is designed to work directly with the 82586 in 
Ethernet applications. The major functions of the ESI are 
to generate the 10 MHz transmit clock for the 82586, to 
perform Manchester encoding/ decoding of transmitted/ - 
received frames, and to provide the electrical interface to 
the Ethernet transceiver cable 

The Intel Data Communications product family provides 
a wide range of solutions for the needs of data communi- 
cations systems. 
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■ Synchronous and Asynchronous 
Operation 

■ Synchronous 5-8 Bit Characters; 
Internal or External Character 
Synchronization; Automatic Sync 
Insertion 

■ Asynchronous 5-8 Bit Characters; 
Clock Rate — 1, 16 or 64 Times Baud 
Rate; Break Character Generation; 
1, IV 2 , or 2 Stop Bits; False Start Bit 
Detection; Automatic Break Detect 
and Handling 

■ Synchronous Baud Rate — DC to 
64K Baud 


Asynchronous Baud Rate — DC to 
19.2K Baud 

Full-Dupiex, Double-Buffered 
Transmitter and Receiver 
Error Detection — Parity, Overrun and 
Framing 

Compatible with an Extended Range 

of Intel Microprocessors 

28-Pin DIP Package 

All Inputs and Outputs are TTL 

Compatible 

Available in EXPRESS 

— Standard Temperature Range 

— Extended Temperature Range 


8251 A 

PROGRAMMABLE COMMUNICATION INTERFACE 


The Intel® 8251A is the enhanced version of the industry standard, Intel 8251 Universal Synchronous/ 
Asynchronous Receiver/Transmitter (USART), designed for data communications with Intel’s microprocessor 
families such as MCS-48, 80, 85, and iAPX-86, 88. The 8251 A is used as a peripheral device and is programmed 
by the CPU to operate using virtually any serial data transmission technique presently in use (including IBM 
“bi-sync”). The USART accepts data characters from the CPU in parallel format and then converts them into a 
continuous serial data stream for transmission. Simultaneously, it can receive serial data streams and convert 
them into parallel data characters for the CPU. The USART will signal the CPU whenever it can accept a new 
character for transmission or whenever it has received a character for the CPU. The CPU can read the 
complete status of the USART at any time. These include data transmission errors and control signals such as 
SYNDET, TxEMPTY. The chip is fabricated using N-channel silicon gate technology. 
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Figure 1. Block Diagram 


Figure 2. Pin Configuration 
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FEATURES AND ENHANCEMENTS 

The 8251 A is an advanced design of the industry 
standard USART, the Intel^ 8251. The 8251 A 
operates with an extended range of Intel 
microprocessors and maintains compatibility with 
the 8251 . Familiarization time is minimal because of 
compatibility and involves only knowing the addi- 
tional features and enhancements, and reviewing 
the AC and DC specifications of the 8251 A. 

The 8251 A incorporates all the key features of the 
8251 and has the following additional features and 
enhancements: 

• 8251 A h&s double-buffered data paths with sepa- 
rate I/O registers for control, status, Data In, and 
Data Out, which considerably simplifies control 
programming and minimizes CPU overhead. 

• In asynchronous operations, the Receiver detects 
and handles “break” automatically, relieving the 
CPU of this task. 

• A refined Rx initialization prevents the Receiver 
from starting when in “break” state, preventing 
unwanted interrupts from a disconnected USART. 

• At the conclusion of a transmission, TxD line will 
always return to the marking state unless SBRK is 
programmed. 

• Tx Enable logic enhancement prevents aTx Dis- 
able command from halting transmission until all 
data previously written has been transmitted. The 
logic also prevents the transmitter from turning 
off in the middle of a word. 

• When External Sync Detect is programmed, Inter- 
nal Sync Detect is disabled, and an External Sync 
Detect status is provided via a flip-flop which 
clears itself upon a status read. 

• Possibility of false sync detect is minimized by 
ensuring that if double character sync is program- 
med, the characters be contiguously detected and 
also by clearing the Rx register to all ones 
whenever Enter Hunt command is issued in Sync 
mode. 

• As long as the 8251 A is not selected, the RD and 
WR do not affect the internal operation of the 
device. 

• The 8251 A Status can be read at any time but the 
status update will be inhibited during status read. 

• The 8251 A is free from extraneous glitches and 
has enhanced AC and DC characteristics, provid- 
ing higher speed and better operating margins. 

• Synchronous Baud rate from DC to 64K. 


FUNCTIONAL DESCRIPTION 


General 

The 8251 A is a Universal Synchronous/Asynchro- 
nous Receiver/Transmitter designed for a wide 
range of Intel microcomputers such as 8048, 8080, 
8085, 8086 and 8088. Like other I/O devices in a 
microcomputer system, its functional configuration 
is programmed by the system’s software for maxi- 
mum flexibility. The 8251 A can support most serial 
data techniques in use, including IBM “bi-sync.” 

In a communication environment an interface 
device must convert parallel format system data into 
serial format for transmission and convert incoming 
serial format data into parallel system data for recep- 
tion. The interface device must also delete or insert 
bits or characters that are functionally unique to the 
communication technique. In essence, the interface 
should appear “transparent” to the CPU, a simple 
input or output of byte-oriented system data. 


Data Bus Buffer 

This 3-state, bidirectional, 8-bit buffer is used to in- 
terface the 8251 A to the system Data Bus. Data is 
transmitted or received by the buffer upon execution 
of INput or OUTput instructions of the CPU. Control 
words, Command words and Status information are 
also transferred through the Data Bus Buffer. The 
Command Status, Data-In and Data-Out registers 
are separate, 8-bit registers communicating with the 
system bus through the Data Bus Buffer. 

This functional block accepts inputs from the system 
Control bus and generates control signals for overall 
device operation. It contains the Control Word Reg- 
ister and Command Word Register that store the 
various control formats for the device functional 
definition. 


RESET (Reset) 

A “high” on this input forces the 8251 A into an “Idle” 
mode. The device will remain at “Idle” until a new set 
of control words is written into the 8251 A to program 
its functional definition. Minimum RESET pulse 
width is 6 t CY (clock must be running). 

A command reset operation also puts the device into 
the “Idle” state. 


6-4 


205222-002 



iny 


8251 A 


CLK (Clock) 

The CLK input is used to generate internal device 
timing and is normally connected to the Phase 2 
(TTL) output of the Clock Generator. No external 
inputs or outputs are referenced to CLK but the 
frequency of CLK must be greater than 30 times the 
Receiver or Transmitter data bit rates. 

WR (Write) 

A “low” on this input informs the 8251 A that the CPU 
is writing data or control words to the 8251 A. 

RD (Read) 


C/D (Control/Data) 

This input, in conjunction with the WR and RD in- 
puts, informs the 8251 A that the word on the Data 
Bus is either a data character, control word or status 
information. 

1 = CONTROL/STATUS; 0 = DATA. 

CS (Chip Select) 

A “low”on this input selects the 8251 A. No reading or 
writing will occur unless the device is selected. 
When CS is high, the Data Bus is in the float state and 
RD and WR have no effect on the chip. 

Modem Control 


A “low” on this input informs the 8251 A that the CPU 
is reading data or status information from the 8251 A. 



Figure 3. 8251 A Slock Diagram Showing Data 
Bus Buffer and Read/Write Logic 
Functions 
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8251 A DATA - DATA BUS 
DATA BUS => 8251 A DATA 
STATUS => DATA BUS 
DATA BUS =* CONTROL 
DATA BUS => 3-STATE 
DATA BUS => 3-STATE 


The 8251 A has a set of control inputs and outputs 
that can be used to simplify the interface to almost 
any modem. The modem control signals are general 
purpose in nature and can be used for functions 
other than modem control, if necessary. 


DSR (Data Set Ready) 

The DSR input signal is a general-purpose, 1-bit in- 
verting input port. Its condition can be te sted by the 
CPU using a Status Read operation. The DSR input 
is normally used to test modem conditions such as 
Data Set Ready. 

DTR (Data Terminal Ready) 

The DTR output signal is a general-purpose, 1-bit 
inverting output port. It can be set “low” by pro- 
gramming the appr opria te bit in the Command In- 
struction word. The DTR output signal is normally 
used for modem control such as Data Terminal 
Ready. 

RTS (Request to Send) 

The RTS output signal is a general-purpose, 1-bit 
inverting output port. It can be set “low” by pro- 
gramming the appr opria te bit in the Command In- 
struction word. The RTS output signal is normally 
used for modem control such as Request to Send. 

CTS (Clear to Send) 

A “low” on this input enables the 8251A to transmit 
serial data if theTx Enable bit in the Command byte 
is set to a “one.” If either a Tx Enable off or CTS off 
condition occurs while theTx is in operation, theTx 
will transmit all the data in the USART, written prior 
to Tx Disable command before shutting down. 
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Transmitter Buffer 

The Transmitter Buffer accepts parallel data from the 
Data Bus Buffer, converts it to a serial bit stream, 
inserts the appropriate characters or bits (based on 
the communication technique) and outputs a com- 
posite serial stream of d ata on theTxD output pin on 
the falling edge of TxC. The transmi tter will begin 
transmission upon being enabled if CTS = 0. The 
TxD line will be held in the marking state immedi- 
ately upon a master Reset or whenTx Enable or CTS 
is off or the transmitter is empty. 

Transmitter Control 

The Transmitter Control manages all activities asso- 
ciated with the transmission of serial data. It accepts 
and issues signals both externally and internally to 
accomplish this function. 

TxRDY (Transmitter Ready) 

This output signals the CPU that the transmitter is 
ready to accept a data character. The TxRDY output 
pin can be used as an interrupt to the system, since it 
is masked byTxEnable; or, for Polled operation, the 
CPU can check TxRDY using a Status Read opera- 
tion. TxRDY is automatically reset by the leading 
edge of WR when a data character is loaded from 
the CPU. 

Note that when using the Polled operation, the 
TxRDY status bit is not masked byTxEnable, but will 
only indicate the Empty/Full Status of the Tx Data 
Input Register. 1 


TxE (Transmitter Empty) 

When the 8251 A has no characters to send, the 
TxEMPTYoutput will go “high.” It resets upon receiv- 
ing a character from CPU if the transmitter is en- 
abled. TxEMPTY remains high when the transmitter 
is disabled. TxEMPTY can be used to indicate the 
end of a transmission mode, so that the CPU “knows” 
when to “turn the linb around” in the half-duplex 
operational mode. 

In the Synchronous mode, a “high” on this output 
indicates that a character has not been loaded and 
the SYNC character or characters are about to be or 
are being transmitted automatically as “fillers.” 
TxEMPTY does not go low when the SYNC charac- 
ters are being shifted out. 



Figure 4. 8251 A Block Diagram Showing Modem 
and Transmitter Buffer and Control 
Functions § 


TxC (Transmitter Clock) 

The Transmitter Clock controls the rate at which the 
character is to be transmitted. In the Synchronous 
tra nsmis sion mode, the Baud Rate (lx) is equal to 
the TxC frequency. In Asynchronous transmis sion 
mode, the baud rate is a fraction of the actual TxC 
frequency. A portion of the mode instru ction selects 
this factor; it can be 1, 1/16 or 1/64 the TxC. 

For Example: 

If Ba ud Rate equals 110 Baud, 

TxC equals 110 Hz in the lx mode. | 

TxC equals 1.72 kHz in the 16x mode. 

TxC equals 7.04 kHz in the 64x mode. 

The falling edge of TxC shifts the serial data out of 
the 8251 A. 


Receiver Buffer 

The Receiver accepts serial data, converts this serial 
input to parallel format, checks for bits or characters 
that are unique to the communication technique 
and sends an “assembled” character to the CPU. 
Serial data is input to R xD pin, and is clocked in on 
the rising edge of RxC. 
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Receiver Control 

This functional block manages all receiver-related 
activities which consists of the following features. 

The RxD initialization circuit prevents the 8251 A 
from mistaking an unused input line for an active 
low data line in the “break condition.” Before 
starting to receive serial characters on the RxD 
line, a valid “1 ” must first be detected after a chip 
master Reset. Once this has been determined, a 
search for a valid low (Start bit) is enabled. This 
feature is only active in the asynchronous mode, 
and is only done once for each master Reset. 

The False Start bit detection circuit prevents false 
starts due to a transient noise spike by f i rst detect- 
ing the falling edge and then strobing the nominal 
center of the Start bit (RxD = low). 

Parity error detection sets the corresponding 
status bit. 

The Framing Error status bit is set if the Stop bit is 
absent at the end of the data byte (asynchronous 
mode). 


RxRDY (Receiver Ready) 

This output indicates that the 8251 A contains a char- 
acter that is ready to be input to the CPU. RxRDY can 
be connected to the interrupt structure of the CPU 
or, for polled operation, the CPU can check the con- 
dition of RxRDY using a Status Read operation. 

RxEnable, when off, holds RxRDY in the Reset Con- 
dition. For Asynchronous mode, to set RxRDY, the 
Receiver must be enabled to sense a Start Bit and a 
complete character must be assembled and trans- 
ferred to the Data Output Register. For Synchronous 
mode, to' set RxRDY, the Receiver must be enabled 
and a character must finish assembly and be trans- 
ferred to the Data Output Register. 

Failure to read the received character from the Rx 
Data Output Register prior to the assembly of the 
next Rx Dai<a character will set overrun condition 
error and thd previous character will be written over 
and lost. If the Rx Data is being read by the CPU 
when the internal transfer is occurring, overrun er- 
ror will be set and the old character will be lost. 


RxC (Receiver Clock) 

The Receiver Clock controls the rate at which the 
character is to be received. In Synchronous Mode, 
the B aud Rate (1 x) is equal to the actual frequency of 
RxC. In Asynchronou s Mo de, the Baud Rate is a 
fraction of the actual RxC frequency. A portion of 
the mod e ins truction selects this factor: 1, 1/16 or 
1/64 the RxC. 

For example: 

Bau d Rate equals 300 Baud, if 
RxC equals 300 Hz in the lx mode; 

RxC equals 4800 Hz in the 16x mode; 

RxC equals 19.2 kHz in the 64x mode. 

Bau d Rate equals 2400 Baud, if 
RxC equals 2400 Hz in the lx mode; 

RxC equals 38.4 kHz in the 16x mode; 

RxC equals 153.6 kHz in the 64x mode. 

Data is sampled into the 8251 A on the rising edge of 
RxC. 

NOTE: In most communications systems, the 8251 A 
will be handling both the transmission and reception 
operations of a single link. Consequently, the 
Rece ive a nd Trans mit Baud Rates will be the same. 
Both TxC and RxC will require identical frequencies 
for this operation and can be tied together and con- 
nected to a single frequency source (Baud Rate 
Generator) to simplify the interface. 



Figure 5. 8251 A Block Diagram Showing 

Receiver Buffer and Control Functions 
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SYNDET (SYNC Detect/ 

BRKDET Break Detect) 

This pin is used in Synchronous Mode for SYN- 
DET and may be used as either input or output, 
programmable through the Control Word. It is reset 
to output mode low upon RESET. When used as an 
output (internal Sync mode), the SYNDET pin will go 
“high” to indicate that the 8251 A has located the 
SYNC character in the Receive mode. If the 8251 A is 
programmed to use double Sync characters (bi- 
sync), then SYNDET will go “high” in the middle of 
the last bit of the second Sync character. SYNDET is 
automatically reset upon a Status Read operation. 

When used as an input (external SYNC detect mode), 
a positive going signal will cause the 8251 A to start 
asse mbli ng data characters on the rising edge of the 
next RxC. Once in SYNC, the “high” input signal can 
be removed. When External SYNC Detect is pro- 
grammed, Internal SYNC Detect is disabled. 

BREAK (Async Mode Only) 

This output will go high whenever the receiver 
remains low through two consecutive stop bit se- 
quences (including the start bits, data bits, and 
parity bits). Break Detect may also be read as a 
Status bit. It is reset only upon a master chip Reset or 
Rx Data returning to a “one” state. 




ADDRESS BUS 




A ° 1 ! 



CONTROL BUS 





j | i/o r| 

| l/OW 

RESET 

°2 

(TTL) 




DATA BUS 




i 


TV 


LULLLli 

C/D cs d 7 -d 0 rd wr reset clk 
8251 A 


DETAILED OPERATION DESCRIPTION 
General 

The complete functional definition of the 8251A is 
programmed by the system’s software. A set of con- 
trol words must be sent out by the CPU to initialize 
the 8251 A to support the desired communications 
format. These control words will program the: BAUD 
RATE, CHARACTER LENGTH, NUMBER OF STOP 
BITS, SYNCHRONOUS or ASYNCHRONOUS OPER- 
ATION, EVEN/ODD/OFF PARITY, etc. In the 
Synchronous Mode, options are also provided to 
select either internal or external character 
synchronization. 

Once programmed, the 8251 A is ready to perform its 
communication functions. The TxRDY output is 
raised “high” to signal the CPU that the 8251A is 
ready to receive a data character from the CPU. This 
output (TxRDY) is reset automatically when the CPU 
writes a character into the 8251 A. On the other hand, 
the 8251 A receives serial data from the MODEM or 
I/O device. Upon receiving an entire character, the 
RxRDYoutput is raised “high” to signal the CPU that 
the 8251 A has a complete character ready for the 
CPU to fetch. RxRDY is reset automatically upon the 
CPU data read operation. 

i 

The 8251 A cannot begin transmission until the Tx 
Enable (Transmitter Enable) bit is set in the Com- 
mand Instruction and it has received a ClearTo Send 
(CTS) input. TheTxD output will be held in the mark- 
ing state upon Reset. 



*THE SECOND SYNC CHARACTER IS SKIPPED IF MODE INSTRUCTION HAS PRO- 
GRAMMED THE 8251 A TO SINGLE CHARACTER SYNC MODE. BOTH SYNC 
CHARACTERS ARE SKIPPED IF MODE INSTRUCTION HAS PROGRAMMED THE 
8251 A TO ASYNC MODE. 


Figure 6. 8251 A Interface to 8080 Standard 
System Bus 
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Programming the 8251 A 

Prior to starting data transmission or reception, the 
8251 A must be loaded with a set of control words 
generated by the CPU. These control signals define 
the complete functional definition of the 8251 A and 
must immediately follow a Reset operation (internal 
or external). 

The control words are split into two formats: 

1. Mode Instruction 

2. Command Instruction 

Mode Instruction 

This instruction defines the general operational 
characteristics of the 8251 A. It must follow a Reset 
operation (internal or external). Once the Mode In- 
struction has been written into the 8251 A by the 
CPU, SYNC characters or Command Instructions 
may be written. 

Command Instruction 

This instruction defines a word that is used to control 
the actual operation of the 8251 A. 

Both the Mode and Command Instructions must 
conform to a specified sequence for proper device 
operation (see Figure 7). The Mode Instruction must 
be written immediately following a Reset 
operation, prior to using the 8251A for data 
communication. 

All control words written into the 8251 A after the 
Mode Instruction will load the Command Instruc- 
tion. Command Instructions can be written into the 
8251 A at any time in the data block during the opera- 
tion of the 8251 A. To return to the Mode Instruction 
format, the master Reset bit in the Command In- 
struction word can be set to initiate an internal Reset 
operation which automatically places the 8251 A 
back into the Mode Instruction format. Command 
Instructions must follow the Mode Instructions or 
Sync characters. 

Mode Instruction Definition 

The 8251 A can be used for either Asynchronous or 
Synchronous data communication. To- understand 
how the Mode Instruction defines the functional 
operation of the 8251 A, the designer can best view 
the device as two separate components, one 
Asynchronous and the other Synchronous, sharing 


the same package. The format definition can be 
changed only after a master chip Reset. For explana- 
tion purposes the two formats will be isolated. 

NOTE: When parity is enabled it is not considered 
as one of the data bits for the purpose of program- 
ming the word length. The actual parity bit received 
on the Rx Data line cannot be read on the Data Bus. 
In the case of a programmed character length of less 
than 8 bits, the least significant Data Bus bits will 
hold the data; unused bits are “don’t care” when 
writing data to the 8251 A, and will be “zeros” when 
reading the data from the 8251A. 

Asynchronous Mode (Transmission) 

Whenever a data character is sent by the CPU the 
8251 A automatically adds a Start bit (low level) fol- 
lowed by the data bits (least significant bit first), and 
the programmed number of Stop bits to each char- 
acter. Also, an even or odd Parity bit is inserted prior 
to the Stop bit(s), as defined by the Mode Instruc- 
tion. The character is then transmitted as a serial 
data stream on the TxD output. The serial data is 
shifted out on the falling edg e of TxC at a rate equal 
to 1, 1/16, or 1/64 that of theTxC, as defined by the 
Mode Instruction. BREAK characters can be contin- 
uously sent to the TxD if commanded to do so. 

When no data characters have been loaded into the 
8251 A theTxD output reamins “high” (marking) un- 
less a Break (continuously low) has been 
programmed. 



Figure 8. Mode Instruction Format, 
Asynchronous Mode 
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Asynchronous Mode (Receive) 


Synchronous Mode (Transmission) 


The RxD line is normally high. A falling edge on this 
line triggers the beginning of a START bit. The 
validity of this START bit is checked by again strob- 
ing this bit at its nominal center (16X or 64X mode 
only). If a low is detected again, it is a valid START bit, 
and the bit counter will start counting. The bit coun- 
ter thus locates the center of the data bits, the parity 
bit (if it exists) and the stop bits. If parity error oc- 
curs, the parity error flag is set. Data and parity bits 
are s ampled on the RxD pin with the rising edge of 
RxC. If a low level is detected as the STOP bit, the 
Framing Error flag will be set. The STOP bit signals 
the end of a character. Note that the receiver re- 
quires only one stop bit, regardless of the number of 
stop bits programmed. This character is then loaded 
into the parallel I/O buffer of the 8251 A. The RxRDY 
pin is raised to signal the CPU that a character is 
ready to be fetched. If a previous character has not 
been fetched by the CPU, the present character 
replaces it in the I/O buffer, and the OVERRUN Error 
flag is raised (thus the previous character is lost). All 
of the error flags can be reset by an Error Reset 
Instruction. The occurrence of any of these errors 
will not affect the operation of the 8251 A. 


GENERATED 

TRANSMITTER OUTPUT D °. Dl D * BY 8 * 51A 

TxD MARKING 

START 

BIT 

DATA BITS 

PARITY 

BIT 

STOP 

BITS 

RECEIVER INPUT 

DOES NOT APPEAR 
Do Di Dx ON THE DATA BUS 

t t .. t t 

RxD 

START 

BIT 

DATA BITS 

PARITY 

BIT 

STOP 

BITS 


PROGRAMMED 

CHARACTER 

LENGTH 


TRANSMISSION FORMAT 


CPU BYTE (5-8 BITS/CHAR) 

f9 


DATA CHARACTER 


RECEIVE FORMAT 


DATA CHARACTER 


SERIAL DATA INPUT (RxD) 


DATA CHARACTER 


CPU BYTE (5 8 BITS/CHAR)* 


DATA CHARACTER 
■ . . f f 


ASSEMBLED SERIAL DATA OUTPUT (TxD) 


PARITY 

STOP 

BIT 

BITS 


Figure 9. Asynchronous Mode 


The TxD output is continuously high until the CPU 
sends its first character to the 8251 A which usually is 
a SYNC character. When the CTS line goes low, the 
first character is serially transmitted ou t. All charac- 
ters are shifted out on the falling ed geof TxC. Data is 
shifted out at the same rate as the TxC. 


Once transmission has started, the data stream at 
the TxD output must continue at the TxC rate. If the 
CPU does not provide the 8251 A with a data charac- 
ter before the 8251 A Transmitter Buffers become 
empty, the SYNC characters (or character if in single 
SYNC character mode) will be automatically in- 
serted in the TxD data stream. In this case, the 
TxEMPTY pin is raised high to signal that the 8251A 
is empty and SYNC characters are being sent out. 
TxEMPTY does not go low when the SYNC is being 
shifted out (see figure below). The TxEMPTY pin is 
internally reset by a data character being written 
into the 8251 A. 


AUTOMATICALLY INSERTED BY USART 

J. 




NOMINAL CENTER OF LAST BIT 


Synchronous Mode (Receive) ^ 

In this mode, character synchronization can be inter- 
nally or externally achieved. If the SYNC mode has 
been programmed, ENTER HUNT command should 
be included in the first command instruction word 
written. Data on the RxD pin is then sampled on 
the rising edge of RxC. The content of the Rx buffer 
is compared at every bit boundary with the first 
SYNC character until a match occurs. If the 8251 A 
has been programmed for two SYNC characters, the 
subsequent received character is also compared; 
when both SYNC characters have been detected, 
the USARTends the HUNT mode and is in character 
synchronization. The SYNDET pin is then set high, 
and is reset automatically by a STATUS READ. If 
parity is programmed, SYNDET will not be set until 
the middle of the parity bit instead of the middle of 
the last data bit. 


In the external SYNC mode, synchronization is 
achieved by applying a high level on the SYNDET 
pin, thus forcing the 8251 A out of the H UNT mode. 
The high level can be removed after one RxC cycle. 
An ENTER HUNT command has no effect in the 
asynchronous mode of operation. 
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Parity error and overrun error are both checked in 
the same way as in the Asynchronous Rx mode. 
Parity is checked when not in Hunt, regardless of 
whether the Receiver is enabled or not. 



Figure 10. Mode Instruction Format, 
Synchronous Mode 


The CPU can command the receiver to enter the 
HUNT mode if synchronization is lost. This will also 
set all the used character bits in the buffer to a 
“one,” thus preventing a possible false SYNDET 
caused by data that happens to be in the Rx Buffer at 
ENTER HUNT time. Note that the SYNDET F/F is 
reset at each Status Read, regardless of whether 
internal or external SYNC has been programmed. 
This does not cause the 8251 A to return to the HUNT 
mode. When in SYNC mode, but not in HUNT, Sync 
Detection is still functional, but only occurs at the 
“known” word boundaries. Thus, if one Status Read 
indicates SYNDET and a second Status Read also 
indicates SYNDET, then the programmed SYNDET 
characters have been received since the previous 
Status Read. (If double character sync has been 
programmed, then both sync characters have been 
contiguously received to gate a SYNDET indication.) 
When external SYNDET mode is selected, internal 
Sync Detect is disabled, and the SYNDET F/F may be 
set at any bit boundary. 


CPU BYTES (5-8 BITS/CHAR) 


DATA CHARACTERS 


ASSEMBLED SERIAL DATA OUTPUT (TxD) 



. SYNC 
CHAR 1 

SYNC 
CHAR 2 

DATA CHARACTERS 

RECEIVE FORMAT 





SERIAL DATA INPUT (RxD) 


SYNC 
CHAR 1 

SYNC 
CHAR 2 

DATA CHARACTERS 


CPU BYTES (5 8 BITS/CHAR) 


DATA CHARACTERS 


Figure 11. Data Format, Synchronous Mode 

COMMAND INSTRUCTION DEFINITION 

Once the functional definition of the 8251 A has been 
programmed by the Mode Instruction and the sync 
characters are loaded (if in Sync Mode) then the 
device is ready to be used for data communication. 
The Command Instruction controls the actual opera- 
tion of the selected format. Functions such as: 
Enable Transmit/Receive, Error Reset and Modem 
Controls are provided by the Command Instruction. 

Once the Mode Instruction has been written into the 
8251 A and Sync characters inserted, if necessary, 
then all further “control writes” (C/D = 1) will load a 
Command Instruction. A Reset Operation (internal 
or external) will return the 8251A to the Mode In- 
struction format. 

Note: Internal Reset on Power-up 

When power is first applied, the 8251 A may come up 
in the Mode, Sync character or Command format. To 
guarantee that the device is in the Command In- 
struction format before the Reset command is is- 
sued, it is safest to execute the worst-case 
initialization sequence (sync mode with two sync 
characters). Loading three OOHs consecutively into 
the device with C/D = 1 configures sync operation 
and writes two dummy 00H sync characters. An In- 
ternal Reset command (40H) may then be issued to 
return the device to the “Idle” state. 
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• (HAS NO EFFECT 
IN ASYNC MODE) 

Note: Error Reset must be performed whenever Rx Enable 
and Enter Hunt are programmed. 


Figure 12. Command Instruction Format 

STATUS READ DEFINITION 

In data communication systems it is often necessary 
to examine the “status” of the active device to ascer- 
tain if errors have occurred or other conditions that 
require the processor’s attention. The 8251 A has 
facilities that allow the programmer to “read” the 
status of the device at any time during the func- 
tional operation. (Status update is inhibited during 
status read.) 

A normal “read” command is issued by the CPU with 
C/D = 1 to accomplish this function. 

Some of the bits in the Status Read Format have 
identical meanings to external output pins, so that 
the 8251 A can be used in a completely polled or 
interrupt-driven environment. TxRDY is an 
exception. 

Note that status update can have a maximum delay 
of 28 clock periods from the actual event affecting 
the status. 



Note 1 • T xRDY status bit has different meanings from the 
Tx RDY output pm The former is not conditioned 
by C TS and TxEN, the latter is conditioned by both 
CTS and TxEN 

i.e. TxRDY status bit = DB Buffer Empty 

TxRDY pin out - DB Buffer Empty -(CTS-O)* 
(TxEN-1 ) 


Figure 13. Status Read Format 


APPLICATIONS OF THE 8251A 



Figure 14. Asynchronous Serial Interface to CRT 
Terminal, DC-— 9600 Baud 
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Figure 15. Synchronous Interface to Terminal or 
Peripheral Device 





Figure 17. Synchronous Interface to Telephone 
Lines 


Figure 16. Asynchronous Interface to Telephone 
Lines 
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ABSOLUTE MAXIMUM RATINGS* 


Ambient Temperature Under Bias 0°C to 70°C 

Storage Temperature -65°C to +150°C 

Voltage On Any Pin 

With Respect To Ground -0.5V to +7V 

Power Dissipation 1 Watt 


* NOTICE : Stresses above those listed under “Absolute 
Maximum Ratings" may cause permanent damage to the 
device. This is a stress rating only and functional operation 
of the device at these or any other conditions above those 
indicated in the operational sections of this specification 
is not implied. Exposure to absolute maximum rating con- 
ditions for extended periods may affect device reliability. 


D.C. CHARACTERISTICS (t a = o°c to 70 ° c, v cc = s.ov ± 5%, gnd = ov>* 


Symbol 

Parameter 

Min. 

Max. 

Unit 

Test Conditions 

V|L 

Input Low Voltage 

-0.5 

0.8 

V 


V|H 

Input High Voltage 

2.0 

< 

0 

0 

V 


V 0 L 

Output Low Voltage 


0.45 

V 

Iql = 2.2 mA 

V 0 H 

Output High Voltage 

2.4 


V 

Iql = ~400 pA 

bFL 

Output Float Leakage 


±10 

pA 

v OUT=V cc TO 0.45V 

'IL 

Input Leakage 


±10 

pA 

V|n = V cc TO 0.45V 

•cc 

Power Supply Current 


100 

mA 

All Outputs = High 


CAPACITANCE (t a = 25°c, v cc = gnd = ov) 


Symbol 

Parameter 

Min. 

Max. 

Unit 

Test Conditions 

C IN 

Input Capacitance 


10 

PF 

fc = 1MHz 

C l/0 

I/O Capacitance 


20 

PF 

Unmeasured pins returned 
to GND 


A.C. CHARACTERISTICS <t a = o°c to 70 °c, v C c = s.ov ±10%, gnd = ov) * 

Bus Parameters (Note i) 

READ CYCLE 


Symbol 

Parameter 

Min. 

Max. 

Unit 

Test Conditions 

Ur 

Address Stable Before READ (CS, C/D) 

0 


ns 

Note 2 

*RA 

Address Hold Time for READ (CS, C/D) 

0 


ns 

Note 2 

l RR 

READ Pulse Width 

250 


ns 


*rd 

Data Delay from READ 


200 

ns 

3, C L = 150 pF 

l DF 

READ to Data Floating 

10 

100 

ns 



WRITE CYCLE 


Symbol 

Parameter 

Min. 

Max. 

Unit 

Test Condtions 

Uw 

Address Stable Before WRITE 

0 


ns 


%A 

Address Hold Time for WRITE 

0 


ns 


tww 

WRITE Pulse Width 

250 


ns 


tow 

Data Set-Up Time for WRITE 

150 


ns 


to/D 

Data Hold Time for WRITE 

20 


ns 

* ' 

tov 

' Recovery time Between WRITES 

6 


toy 

Note 4 
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A.C. CHARACTERISTICS (Continued) 


OTHER TIMINGS 


Symbol 

Parameter 

Min. 

Max. 

Unit 

Test Conditions 

t CY 

Clock Period 

320 

1350 

ns 

Notes 5, 6 


Clock High Pulse Width 

120 

o 

-< 

1 

CD 

O 

ns 



Clock Low Pulse Width 

90 


ns 



Clock Rise and Fall Time 


20 

ns 


*DTx 

TxD Delay from Falling Edge of TxC 


1 

/AS 


f Tx 

Transmitter Input Clock Frequency 






lx Baud Rate 

DC 

64 

kHz 



16x Baud Rate 

DC 

310 

kHz 



64x Baud Rate 

DC 

615 

kHz 


tTPW 

Transmitter Input Clock Pulse Width 






lx Baud Rate 

12 


*CY 



16x and 64x Baud Rate 

1 


! cy 


*TPD 

Transmitter Input Clock Pulse Delay 






lx Baud Rate 

15 


*CY 



16x and 64x Baud Rate 

3 


*CY 


f Rx 

Receiver Input Clock Frequency 






lx Baud Rate 

DC 

64 

kHz 



16x Baud Rate 

DC 

310 

kHz 



64x Baud Rate 

DC 

615 

kHz 


*RPW 

Receiver Input Clock Pulse Width 






lx Baud Rate 

12 


*CY 



16x and 64x Baud Rate 

1 


*CY 


tRPD 

Receiver Input Clock Pulse Delay 






lx Baud Rate 

15 


*CY 



16x and 64x Baud Rate 

3 


*CY 


*TxRDY 

TxRDY Pin Delay from Center of Last Bit 


14 

*CY 

Note 7 

*TxRDY CLEAR 

TxRDY i from Leading Edge ofWR 


400 

ns 

Note 7 

tRxRDY 

RxRDY Pin Delay from Center of Last Bit 


26 

t CY 

Note 7 

t RxRDY CLEAR 

RxRDY 1 from Leading Edge of RD 


400 

ns 

Note 7 

*IS 

Internal SYNDET Delay fro(n Rising 






Edge of RxC 


26 

*CY 

Note 7 

X ES 

External SYNDET Set-Up Time After 






Rising Edge of RxC 

18 


t CY 

Note 7 

^TxEMPTY 

TxEMPTY Delay from Center of Last Bit 


20 

X CY 

Note 7 

*WC 

Control Delay from Rising Edge of 






WRITE (TxEn, DTR, RTS) 


8 

l CY 

Note 7 

*CR 

Control to READ Set-Up Time (DSR, CTS) 

20 


^Y 

Note 7 


♦NOTE: 

1 For Extended Temperature EXPRESS, use M8251 A electrical parameters. 
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A.C. CHARACTERISTICS (Continued) 

NOTES: 

1. AC timings measured Vqh =■ 2.0 Vql = 2.0, Vqi_ = 0.8, and with load circuit of Figure 1. 

2. Chip Select (CS) and Command/Data (C/D) are considered as Addresses. 

3. Assumes that Address is valid before Rq|. 

4. This recovery time is for Mode Initialization only. Write Data is allowed only when TxRDY = 1. Recovery Time between 
Writes for Asynchronous Mode is 8 t CY and for Synchronous Mode is 16 tQ Y . 

5. TheTxC and RxC frequencies have the following limitations with respect to CLK: For lx Baud Rate, fj x or f Rx «= 1/(30 
tCY): 

For 16x and 64x Baud Rate, f Tx or f Rx ^1/(4. 5 t CY ). 

6. Reset Pulse Width = 6 t CY minimum; System Clock must be running during Reset. 

7. Status update can have a maximum delay of 28 clock periods from the event affecting the status. 



TYPICAL A O0TPUT DELAY VS. A CAPACITANCE (pF) 



AC TESTING INPUTS ARE DRIVEN AT 2 4V FOR A LOGIC 1 AND 0 45V FOR 
A LOGIC 0 TIMING MEASUREMENTS ARE MADE AT 2 0V FOR A LOGIC 1 
AND 0 8V FOR A LOGIC 0 


C L = 150 pF 
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WAVEFORMS 


SYSTEM CLOCK INPUT 




-II 

It 



CLOCK 0 r '1/ X_J 

' X r 


TRANSMITTER CLOCK AND DATA 


TiC (lx MODE) 


TiC (16xMODE) wwvwwwvwwwl 

-I 








iAA/WWVWWWV/WWY 
H . 


X 


RECEIVER CLOCK AND DATA 



WRITE DATA CYCLE (CPU -» USART) 


DATA IN 



READ DATA CYCLE (CPU «- USART) 
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WAVEFORMS (Continued) 


WRITE CONTROL OR OUTPUT PORT CYCLE (CPU -> USART) 


DTR" RTS ' 
(NOTE =1) ■ 




Lj 

tWD 

_D 

►| tWA 


, 

X 

-I tWA 


READ CONTROL OR INPUT PORT (CPU USART) 


DSR, CTS 
(NOTE =2) 


DATA OUT 
(DB) 


X 


1 

1 

'CR 1 

■ 1 


1 

t .. . 1 

/ * 

■ [*- tDF 

tRD — *■ 


tRA [-« 

tRA J-« 


NOTE *1 T wc INCLUDES THE RESPONSE TIMING OF A CONTROL BYTE 
NOTE *2 T cr INCLUDES THE EFFECT OF CTS ON THE TxENBL CIRCUITRY 


TRANSMITTER CONTROL AND FLAG TIMING (ASYNC MODE) 
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TRANSMITTER CONTROL AND FLAG TIMING (SYNC MODE) 


EXAMPLE FORMAT » S BIT CHARACTER WITH PARITY 2 SYNC CHARACTERS 


RECEIVER CONTROL AND FLAG TIMING (SYNC MODE) 
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PROGRAMMABLE HDLC/SDLC PROTOCOL 
CONTROLLER 


■ CCITT X.25 Compatible 

■ HDLC/SDLC Compatible 

■ Full Duplex, Half Duplex, or Loop 
SDLC Operation 

■ Up to 64K Baud Synchronous 
Ihmsfers (56K Baud with 8273-4) 

■ Automatic FCS (CRC) Generation and 
Checking 

■ Up to 9.6K Baud with On-Board Phase 
Locked Loop 


■ Programmable NRZI Encode/Decode 

■ Two User Programmable Modem 
Control Ports 

■ Digital Phase Locked Loop Clock 
Recovery 

■ Minimum CPU Overhead 

■ Fully Compatible with 8048/8080/8085/ 
8088/8086/80188/80186 CPUs 

■ Single +5V Supply 


The Intel® 8273 Programmable HDLC/SDLC Protocol Controller is a dedicated device designed to support the ISO / 
CCITT’s HDLC and IBM’s SDLC communication line protocols. It is fully compatible with Intel’s new hiqh performance 
microcomputer systems such as the MCS1 88/186™. A frame level command set is achieved by a unique microprogrammed 
dual processor chip architecture. The processing capability supported by the 8273 relieves the system CPU of the low 
level real-time tasks normally associated with controllers. 




Figure 2. Pin Configuration 


Intel Corporation Assumes No Responsibility for the Use of Any Circuitry Other Than Circuitry Embodied in an Intel Product No Other Circuit Patent Licenses are Implied Information Contained 
Herein Supersedes Previously Published Specifications On The Devices From Intel 
©INTEL CORPORATION. 1984 
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A BRIEF DESCRIPTION OF HDLC/SDLC 
PROTOCOLS 

General 

The High Level Data Link Control (HDLC) is a standard 
communication link protocol established by International 
Standards Organization (ISO). HDLC is the discipline 
used to implement ISO X.25 packet switching systems. 

The Synchronous Data Link Control (SDLC) is an IBM 
communication link protocol used to implement the 
System Network Architecture (SNA). Both the protocols 
are bit oriented, code independent, and ideal for full 
duplex communication. Some common applications 
include terminal to terminal, terminal to CPU, CPU to 
CPU, satellite communication, packet switching and other 
high speed data links. In systems which require expensive 
cabling and interconnect hardware, any of the two 
protocols could be used to simplify interfacing (by going 
serial), thereby reducing interconnect hardware costs. 
Since both the protocols are speedindependent, reducing 
interconnect hardware could become an important 
application. 

Network 

Iftboth ttre HDLC and SDLC line protocols, according to a 
pre-assigned hierarchy, a PRIMARY (Control) STATION 
controls the overall network (data link) and issues 
commands to the SECONDARY (Slave) STATIONS. The 
latter comply with instructions and respond by sending 
appropriate RESPONSES. Whenever a transmitting 
station must end transmission prematurely it sends an 
ABORT character. Upon detecting an abort character, a 
receiving station ignores the transmission block called a 
FRAME. Time fill between frames can be accomplished by 
transmitting either continuous frame preambles called 
FLAGS or an abort character. A time fill within a frame is 
not permitted. Whenever a station receives a string of 
more that fifteen consecutive ones, the station goes into 
an IDLE state. 

Frames 

A single communication element is called a FRAME which 
can be used for both Link Control and data transfer 
purposes. The elements of a frame are the beginning eight 
bit FLAG (F) consisting of one zero, six ones, and a zero, 
an eight bit ADDRESS FIELD (A), an eight bit CONTROL 
FIELD (C), a variable (N-bit) INFORMATION FIELD (l), a 
sixteen bit FRAME CHECK SEQUENCE (FCS), and an 
eight bit end FLAG (F), having the same bit pattern as the 
beginning flag. In HDLC the Address (A) and Control (C) 
bytes are extendable. The HDLC and the SDLC use three 


types of frames; an Information Frame is used to transfer 
data, a Supervisory Frame is used for control purposes, 
and a Non-sequenced Frame is used for initialization and 
control of the secondary stations. 

Frame Characteristics 

An important characteristic of a frame is that its con- 
tents are made code transparent by use of a zero bit 
insertion and deletion technique. Thus, the user can adopt 
any format or code suitable for his system — it may even 
be a computer word length or a “memory dump”. The 
frame is bit oriented that is, bits, not characters in each 
field, have specific meanings. The Frame Check 
Sequence (FCS) is an error detection scheme similar to 
the Cyclic Redundancy Checkword (CRC) widely used in 
magnetic disk storage devices. The Command and 
Response information frames contain sequence numbers 
in the control fields identifying the sent and received 
frames. The sequence numbers are used in Error 
Recovery Procedures (ERP) and as implicit acknowledge- 
ment of frame communication, enhancing the true full- 
duplex nature of the HDLC/SDLC protocols. 

In contrast, BISYNC is basically half-duplex (two way 
alternate) because of necessity to transmit immediate 
acknowledgement frames. HDLC/SDLC therefore saves 
propagation delay times and have a potential of twice the 
throughput rate of BISYNC. 

It is possible to use HDLC or SDLC over half duplex lines 
but there is a corresponding loss in throughput because 
both are primarily designed for full-duplex communi- 
cation. As in any synchronous system, the bit rate is 
determined by the clock bits supplied by the modem, 
protocols themselves are speed independent. 

A byproduct of the use of zero-bit insertion-deletion 
technique is the non-return-to-zero invert (NRZI) data 
transmission/reception compatibility. The latter allows 
HDLC/SDLC protocols to be used with asynchronous 
data communication hardware in which the clocks are 
derived from the NRZI encoded data. 

References 

IBM Synchronous Data Link Control General Information, IBM, GA27- 
3093-1 

Standard Network Access Protocol Specification, DATAPAC, Trans- 
Canada Telephone System CCG111- 
Recommendation X 25, ISO/CCITT March 2, 1976 
IBM 3650 Retail Store System Loop Interface OEM Information, IBM, GA 
27-3098-0 

Guidebook to Data Communications, Training Manual, Hewlett-Packard 
5955-1715 

IBM Introduction to Teleprocessing, IBM, GC 20-8095-02 
System Network Architecture, Technical Overview, IBM, GA 27-3102 
System Network Architecture Format and Protocol, IBM GA 27-3112 


OPENING 

ADDRESS 

CONTROL 

INFORMATION 

FRAME CHECK 

CLOSING 

FLAG (F) 

FIELD (A) 

FIELD (C) 

FIELD (1) 

SEQUENCE (FCS) 

FLAG (F) 

01111110 

8 BITS 

8 BITS 

VARIABLE LENGTH 
(ONLY IN 1 FRAMES) 

16 BITS 

01111110 


Figure 3. Frame Format 
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Table 1. Pin Description 


Symbol 

Pin 

No. 

Type 

Name and Function 

V C c 

40 


Power Supply: +5V Supply. 

GND 

20 


Ground: Ground. 

RESET 

4 


Reset: A high signal on this pin will 
force the 8273 to an idle state. The 
8273 will remain idle until a command 
is issued by the CPU. The modem 
interface output signals are forced 
high. Reset must be true for a 
minimum of 10 TOY. 

CS 

24 

1 

Chip Select: The RD and WR inputs 
are enabled by the chip select input. 

DB 7 -DB 0 

IQ- 

12 

I/O 

Data Bus: The Data Bus lines are bi- 
directional three-state lines which in- 
terface with the system Data Bus. 

WR 

10 


Write Input: The Write signal is used 
to control the transfer of either a 
command or data from CPU to the 
8273. 

■rd 

9 

1 

Read Input: The Read signal is used 
to control the transfer of either a data 
byte or a status word from the 8273 
to the CPU. 

TxINT 

2 

O 

Transmitter Interrupt: The Trans- 
mitter interrupt signal indicates that 
the transmitter logic requires service. 

RxINT 

11 

0 

Receiver Interrupt: The Receiver 
interrupt signal indicates that the Re- 
ceiver logic requires service. 

TxDRQ 

6 

0 

! 

Transmitter Data Request: Re- 
quests a transfer of data between 
memory and the 8273 for a transmit 
operation. 

RxRDQ 

8 

0 

Receiver DMA Request: Requests a 
transfer of data between the 8273 and 
memory for a receive operation. 

TxDACK 

5 

1 

Transmitter DMA Acknowledge: 

The Transmitter DMA acknowledge 
signal notifies the 8273 that the 
TxDMA cycle has been granted. 

RxDACK 

7 

1 

Receiver DMA Acknowledge: The 

Receiver DMA acknowledge signal 
notifies the 8273 that the RxDMA 
cycle has been granted. 

> 

o> 

22 - 

21 

1 

Address: These two lines are CPU 
Interface Register Select lines. 

TxD 

29 

0 

Transmitter Data: This line trans- 
mits the serial data to the communi- 
cation channel. 

TxC 

28 

1 

Transmitter Clock: The transmitter 
clock is used to synchronize the 
transmit data. 

RxD 

26 

1 

Receiver Data: This line receives 
serial data from the communication 
channel. 

RxC 

27 

1 

Receiver Clock: The Receiver Clock 
is used to synchronize the receive 
data. 


Symbol 

Pin 

No. 

Type 

Name and Function 

32X CLK 

25 

1 

32X Clock: The 32X clock is used to 
provide clock recovery when an 
asynchronous modem is used. In 
loop configuration the loop station 
can run without an accurate IX clock 
by using the 32X CLK in conjunction 
with the DPLL output. (This pin must 
be grounded when not used.) 

DPL I 

23 

O 

Digital Phase Locked Loop: Digital 
Phase Locked Loop output can be 
tied to RxC and/or TxC when 1 X clock 
is not available. DPLL is used with 
32X CLK. 

FLAG DET 

1 

O 

Flag Detect: Flag Detect signals that 
a flag ( 01111110 ) has been received 
by an active receiver. 

rts~ 

35 

0 

Request to Send: Request to Send 
signals that the 8273 is ready to trans- 
mit data. 

CTS 

30 

1 

Clear to Send: Clear to Send signals 
that the modem is ready to accept 
data from the 8273. 

CD 

31 

1 

Carrier Detect: Carrier Detect sig- 
nals that the line transmission has 
started and the 8273 may begin to 
sample data on RxD line. 

PA 2 -4 

32- 

34 

1 

General purpose input ports: The 

logic levels on these lines can be 
Read by the CPU through the Data 
Bus Buffer. 

PBi-4 • 

36- 

39 

0 

General purpose output ports: The 

CPU can write these output lines 
through Data Bus Buffer. 

CLK 

3 

1 

Clock: A square wave TTL clock. 


FUNCTIONAL DESCRIPTION 

General 

The Intel® 8273 HDLC/SDLC controller is a microcom- 
puter peripheral device which supports the International 
Standards Organization (ISO) High Level Data Link 
Control (HDLC), and IBM Synchronous Data Link Control 
(SDLC) communications protocols. This controller 
minimizes CPU software by supporting a comprehensive 
frame-level instruction set and by hardware implemen- 
tation of the low level tasks associated with frame 
assembly/disassembly and data integrity. The 8273 can be 
used in either synchronous or asynchronous applications. 

In asynchronous applications the data can be program- 
med to be encoded/decoded in NRZI code. The clock is 
derived from the NRZI data using a digital phase locked 
loop. The data transparency is achieved by using a zero- 
bit insertion/deletion technique. The frames are automati- 
cally checked for errors during reception by verifying the 
Frame. Check Sequence (FCS); the FCS is automatically 
generated and appended before the final flag in transmit. 
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The 8273 recognizes and can generate flags (01111110' 
Abort, Idle, and GA (EOP) characters. 

The 8273 can assume either a primary (control) or a 
secondary (slave) role. It can therefore be readily 
implemented in an SDLC loop configuration as typified by 
the IBM 3650 Retail Store System by programming the 
8273 into a one-bit delay mode. In such a configuration, a 
two wire pair can be effectively used for data transfer 
between controllers and loop stations. The digital phase 
locked loop output pin can be used by the loop station 
without the presence of an accurate Tx clock. 

CPU Interface 

The CPU interface is optimized for the MCS-80/85™ bus 
with an 8257 DMA controller. However, the interface is 
flexible, and allows either DMA or non-DMA data 
transfers, interrupt or non-interrupt driven. It further 
allows maximum line utilization by providing early 
interrupt mechanism for buffered (only the information 
field can be transferred to memory) Tx command , over- 
lapping. It also provides separate Rx and Tx interrupt 
output channels for efficient operation. The 8273 keeps 
the interrupt request active until all the associated 
interrupt results have been read. 

The CPU utilizes the CPU interface to specify commands 
and transfer data. It consists of seven registers addressed 
via CS, Ai, Ao, RD and WR signals and two independent 
data registers for receive data and transmit data. Ai , Ao are 
generally derived from two low order bits of ttie address 
bus. If an 8080 based CPU is utili zed, t he R D and WR 
signals may be driven by the 8228 I/OR and l/OW. The 
table shows the seven register select decoding: 



Interface Functions 


Ai 

A o 

TxDACK 

i 

rTdack 

c§ 

RD 

WR 

Register 

0 

0 

1 

1 

0 

1 

0 

Command 

0 

0 

1 

1 

0 

0 

1 

Status 

0 

1 

1 

1 

0 

1 

0 

Parameter 

0 

1 

1 

1 

0 

0 

1 

Result 

1 

0 

1 

1 

0 

1 

0 

Reset 

1 

0 

1 

1 

0 

0 

1 

TxINT Result 

1 

1 

1 

1 

0 

1 

0 

— 

1 

1 

1 

1 

0 

0 

1 

RxINT Result 

X 

X 

0 

1 

1 

1 

0 

Transmit Data 

X 

X 

1 

0 

1 

0 

1 

Receive Data 


Register Description 

Command 

Operations are initiated by writing an appropriate 
command in the Command Register. 

Parameter 

Parameters of commands that require additional informa- 
tion are written to this register. 

Result 

Contains an immediate result describing an outcome of an 
executed command. 

Transmit Interrupt Result 

Contains the outcome of 8273 transmit operation 
(good/bad completion). 

Receive Interrupt Result 

Contains the outcome of 8273 receive operation (good/ 
bad completion), followed by additional results which de- 
tail the reason for interrupt. 

Status 

The status register reflects the state of the 8273 CPU 
Interface. 

DMA Data Transfers 

The 8273 CPU interface supports two independent data 
interfaces: receive data and transmit data. At high data 
transmission speeds the data transfer rate of the 8273 is 
great enough to justify the use of direct memory access 
(DMA) for the data transfers. When the 8273 is configured 
in DMA mode, the elements of the DMA interfaces are- 

TxDRQ: Transmit DMA Request 

Requests a transfer of data between memory and the 
8273 for a transmit operation. 


TxDACK: Transmit DMA Acknowledge 

The TxDACK signal notifies the 8273 that a transmit DMA 
cycle has been granted. It is also used with WR to transfer 
data to the 8273 in non-DMA mode. Note: RD must not be 
asserted while TxDACK is active. 

RxDRQ: Receive DMA Request 

Requests a transfer of data between the 8273 and mem- 
ory for a receive operation. 
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RxDACK: Receive DMA Acknowledge 

The RxDACK signal notifies the 8273 that a receive DMA 
cycle has been granted. It is also used wit h RD to read 
data from the 8273 in non-D MA mode. Note: WR must not 
be asserted while RxDACK is active. 

RD, WR: Read, Write 

The RD and WR signals are used to specify the direction of 
the data transfer. 

DMA transfers require the use of a DMA controller such as 
the Intel 8257. The function of the DMA controller is to 
provide sequential addresses and timing for the transfer, 
at a starting address determined by the CPU. Counting of 
data block lengths is performed by the 8273. 

To request a DMA transfer the 8273 raises the appropriate 
DMA REQUEST. DMA ACKNOWLEDGE and READ en- 
ables DMA data onto the bus (independently of CHIP 
SELECT). DMA ACKNOWLEDGE and WRITE transfers 
DMA data to the 8273 (independent of CHIP SELECT). 

It is also possible to configure the 8273 in the non-DMA 
data transfer mode. In this mode the CPU module must 
pass data to the 8273 in response to non-DMA data re- 
quests indicated by the status word. 

Modem Interface 

The 8273 Modem interface provides both dedicated and 
user defined modem control functions. All the control 
signals are active low so that EIA RS-232C inverting 
drivers (MC 1488) and inverting receivers (MC 1489) may 
be used to interface to standard modems. For asynchro- 
nous operation, this interface supports programmable 
NRZI data encode/decode, a digital phase locked loop 
for efficient clock extraction from NR ZI data, and 
.modem cont rol ports with automatic CTS, CD monitor- 
ing and RTS generation. This interface also allows the 
8273 to operate in PRE-FRAME SYNC mode in which the 
8273 prefixes 16 transitions to a frame to synchronize 
idle lines before transmission of the first flag. 

It should be noted that all the 8273 port operations deal 
with logica l val ues, for instance, bit DO of Port A will be a 
one when CTS (Pin 30) is a physical zero (logical one). 

Port A — Input Port 

During operation, the 8273 interrogates input pins CTS 
(Clear to Send) and CD (Carrier Detect). CTS is used to 
cond ition the start of a transmission. If during transmis- 
sion CTS is lost the 8273 generates an interrupt. During 
reception, if CD is lost, the 8273 generates an interrupt. 


°6 °4 D ! q, 



The user defined input bits correspond to the 8273 PA 4 , 
PA 3 and PA 2 pins. The 8273 does not interrogate or ma- 
nipulate these bits. 



Figure 5. 8273 Block Diagram Showing Control 
Logic Functions 


Port B - Output Port 

During hormal operation, if the CPU sets RTS activ e, the 
8273 will notchangethispin; however, if the CPU sets RTS 
inactive, the 8273 will activate it before each transmission 
and deactivate it one byte time after transmission. While 
the receiver is active the flag detect pin is pulsed each time 
a flag sequence is detected in the receive data stream. 
Following an 8273 reset, all pins of Port Bare set to a high, 
inactive level. 


D; d 6 % d 4 d, Oj d, q, 



The user defined output bits correspond to the state of 
PB4-PB.1 pins. The, 8273 does not interrogate or manipu- 
late these bits. 
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Serial Data Logic 

The Serial dat a is s ynchronized by the user transmit ( T xC) 
and receive (RxC) clocks. The leading edge of TxC 
generates new transmit data and the trailing edge of RxC 
is used to capture receive data. The NRZI encoding/ 
decoding of the receive and transmit data is program- 
mable. 

The diagnostic features included in the Serial Data logic 
are programmable loop back of data and selectable clock 
forthe receiver. In the loop-back mode, the data presented 
to the TxD pin is internally routed to the receive data input 


circuitry in place of the RxD pin, thus allowing a CPU to 
send a message to itself to verify operation of the 8273. 

In the selectable clock diagnostic feature, when the data is 
looped back, the receiver may be presented incorrect 
sample timing by the exte rnal circui try. T he user may 
select to substitute the TxC pin forthe RxC input on-chip 
so that the clock used to generate the loop back data is 
used to sam ple it. Since TxD is generated off the leading 
edge of TxC and RxD is sampled on the trailing edge, the ‘ 
selected clock allows bit synchronism. 



Figure 6. Transmit/Receive Timing 


Asynchronous Mode Interface 

Although the 8273 is fully compatible with the HDLC/ 
SDLC communication line protocols, which are primarily 
designed for synchronous communication, the 8273 can 
also be used in asynchronous applications by using this 
interface. The interface employs a digital phase locked 
loop (DPLL) for clock recovery from a receive data stream 
and programmable NRZI encoding and decoding of data. 
The use of NRZI coding with SDLC transmission 


guarantees that within a frame, data transitions will occur 
at least every five bit times — the longest sequence of ones 
which may be transmitted without zero-bit insertion. The 
DPLL should be used only when NRZI coding is used 
since the NRZI coding will transmit zero sequence as line 
transitions. The digital phase locked loop also facilitates 
full-duplex and half-duplex asynchronous implemen- 
tation with, or without modems. 
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Digital Phase Locked Loop 

In asynchronous applications, the clock is derived from 
the receiver data stream by the use of the digital phase 
locked loop (DPLL). The DPLL requires a clock input at 32 
times the require d baud ra te. The receive data (RxD) is 
sampled with this 32X CLK and the 8273 DPLL supplies a 
sample pulse nominally centered on the RxD bit cells. The 
DPLL has a built-in “stiffness” which reduces sensitivity to 
line noise and bit distortion. This is accomplished by 
making phase error adjustments in discrete increments. 
Sin ce the no minal pulse is made to occur at 32 counts of 
the 32X CLK, these counts are subtracted or added to the 
nominal, depending upon which quadrant of the four error 
quadrants the data edge occurs in. For example if an RxD 
edge is detected in quadrant A1, it is apparent that the 
DPLL sample “A" was placed too close to the trailing edge 
of the data cell; sample “B" will then be place d at T = 
(Tnominai - 2 counts)) = 30 counts of the 32X CLK to move 
the sample pulse “B" toward the nominal center of the next 
bit ceil. A data edge occuring in quadrant B1 would cause 
a smaller adjustment of phase with T = 31 co unts of the 
32X CLK. Using this technique the DPLL pulse will 
converge to nominal bit center within 12 data bit times, 
worst case, with constant incoming RxD edges. 

A method of attaining bit synchronism following a line idle 
is to use PRE-FRAME SYNC mode of transmission. 



Figure 7. DPLL Sample Timing 
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SDLC Loop 

The DPLL simplifies the SDLC loop station implementa- 
tion. In this application, each secondary station on a loop 
data link is a repeater set in One-bit delay mode. The 
signals sent out on the loop by the loop controller (primary 
station) are relayed from station to station then, back to 
the controller. Any secondary station finding its address in 
the A field captures the frame for action at that station. All 
received frames are relayed to the next station on the loop. 

Loop stations are required to derive bit timing from the 
incoming NRZI data stream. The DPLL generates sample 
Rx clock timing for reception and uses the same clock to 
implement Tx clock timing. 
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PRINCIPLES OF OPERATION 

The 8273 is an intelligent peripheral controller which 
relieves the CPU of many of the rote tasks associated with 
constructing and receiving frames. It is fully compatible 
with the MCS-80/85™ system bus. As a peripheral device, 
it accepts commands from a CPU, executes these 
commands and provides an Interrupt and Result back to 
the CPU at the end of the execution. The communication 
with the CPU is done by activation of CS, RD, WR pins, 
while the Ai, Ao select the appropriate registers on the 
chip as described in the Hardware Description Section. 

The 8273 operation is composed of the following 
sequence of events: 


| COMMAND PHASE | 

1 

[ RESULT PHASE | 


CPU WRITES COMMAND AND PARAMETERS INTO THE 
8273 COMMAND AND PARAMETER REGISTERS 


THE 8273 IS ON ITS OWN TO CARRY OUT THE COMMAND 


THE 8273 SIGNALS THE CPU THAT THE EXECUTION 
HAS FINISHED. THE CPU MUST PERFORM A READ 
OPERATION OF ONE OR MORE OF THE REGISTERS. 


The Command Phase 

During the command phase, the software writes a com- 
mand to the command register. The command bytes pro- 
vide a general description of the type of operation re- 
quested. Many commands require more detailed infor- 
mation about the command. In such a case up to four 
parameters are written into the parameter register. The 
flowchart of the command phase indicates that a com- 
mand may not be issued if the Status Register indicates 
that the device is busy. Similarly if a parameter is issued 
when the Parameter Buffer shows full, incorrect operation 
will occur. 

The 8273 is a duplex device and both transmitter and 
receiver may each be executing a command or passing 
results at any given time. For this reason separate 
interrupt pins are provided. However, the command regis- 
ter must be used for one command sequence at a time. 

Status Register 

The status register contains the status of the 8273 activity. 
The description is as follows. 

Dy P 6 Cfc P 4 D 3 P, Dft 

1 CBSYlCBFlCPBFlCRBF|RxlNT|TxlNTlRxlRA|TxlRA 1 


Bit 7 CBSY (Command Busy) 

Indicates in-progress command, set for CPU poll when 
Command Register is full, reset upon command phase 
completion. It is improper to write a command when CBSY 
is set; it results in incorrect operation. 



Figure 9. Command Phase Flowchart 


Bit 6 CBF (Command Buffer Full) 

Indicates that the command register is full, it is reset when 
the 8273 accepts the command byte but does not imply 
that execution has begun. 

Bit 5 CPBF (Command Parameter Buffer Full) 

CPBF is set when the parameter buffer is full, and is reset 
by the 8273 when it accepts the parameter. The CPU may 
poll CPBF to determine when additional parameters may 
be written. 

Bit 4 CRBF (Command Result Buffer Full) 

Indicates that an executed command immediate result is 
present in the Result Register. It is set by 8273 and reset 
when CPU read’s the result. 
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Bit 3 RxINT (Receiver Interrupt) 

RxINT indicates that the receiver requires CPU attention. 
It is identical to Rxl NT (pin 1 1 ) and is set by the 8273 either 
upon good/bad completion of a specified command or by 
Non-DMA data transfer. It is reset only after the CPU has 
read the result byte or has received a data byte from the 
8273 in a Non-DMA data transfer. 

Bit 2 TxINT (Transmitter Interrupt) 

The TxINT indicates that the transmitter requires CPU 
attention. It is identical to TxINT (pin 2). It is set by 8273 
either upon good/bad completion of a specified command 
or by Non-DMA data transfer. It is reset only after the CPU 
has read the result byte or has transferred transmit data 
byte to the 8273 in a Non-DMA transfer. 

Bit 1 RxIRA (Receiver Interrupt Result Available) 

The RxIRA is set by the 8273 when an interrupt result 
byte is placed in the RxINT register. It is reset after the 
CPU has read the RxINT register. 

Bit 0 TxIRA (Transmitter Interrupt Result Available) 

The TxIRA is set by the 8273 when an interrupt result 
byte is placed in the TxINT register. It is reset when the 
CPU has read the TxINT register. 


The Execution Phase 

Upon accepting the last parameter, the 8273 enters into 
the Execution Phase. The execution phase may consist 
of a DMA or other activity, and may or may not require 
CPU intervention. The CPU intervention is eliminated in 
this phase if the system utilizes DMA for the data trans- 
fers, otherwise, for non-DMA data transfers, the CPU is 
interrupted by the 8273 via TxINT and RxINT pins, for 
each data byte request. 


The Result Phase 

During the result phase, the 8273 notifies the CPU of the 
execution outcome of a command. This phase is initiated 
by: 

1. The successful completion of an operation 

2. An error detected during an operation. 

To facilitate quick network software decisions, two types 
of execution results are provided: 

1. An Immediate Result 

2. A Non-lmmediate Result 
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A-| match or general receive 

Active 

0 

0 

0 

Dq received 


l* 

* 

* 

0 


0 

0 

0 

1 

A 2 match 

Active 

1 

0 

0 

D-|-Do received 

/ 0 

0 

0 

0 


0 

0 

1 

1 

CRC error 

Active 

0 

1 

0 

D2-D0 received 


0 

0 

0 


0 

1 

0 

0 

Abort detected 

Active 

1 

1 

0 

D3-D0 received 

1 0 

0 

0 

0 


0 

1 

0 

1 

Idle detect 

Disabled 

0 

0 

1 

D4-D0 received 

0 

0 

0 

0 


0 

1 

1 

0 

EOP detected 

Disabled 

1 

0 

1 

D5-D0 received 

0 

0 

0 

0 


0 

1 

1 

1 

Fr&me less than 32 bits 

Active 

0 

1 

1 

Dg-Dg received 

0 

0 

0 

0 


1 

0 

0 

0 

DMA overrun detected 

Disabled 





0 

0 

0 

0 


1 

0 

0 

1 

Memory buffer overflow 

Disabled 





0 

0 

0 

0 


1 

0 

1 

0 

Carrier detect failure 

Disabled 

'Partial Byte Received 

0 

0 

0 

0 


1 

0 

1 

1 

Receive interrupt overrun 

Disabled 


Figure 10. Rx Interrupt Result Byte Format 
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d 7 

d 6 

d 5 

d 4 

D 3 

d 2 

Di 

Do 
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D4 D3 D 

2 Dl Do 

/ 







0 


0 0 Early transmit interrupt 






0 


0 % 1 Frame transmit complete 






0 



0 DMA underrun 






0 



1 Clear to Send (CTS) error 






1 

0 0 

0 Abort complete 


Figure 11. Tx Interrupt Result Byte Format 
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Immediate result is provided by the 8273 for commands condition for the interrupt and, if required, one or more 

such as Read Port A and Read Port B which have bytes which detail the condition, 

information (CTS, CD, RTS, etc.) that the network 

software needs to make quick operational decisions. Tx and Rx Interrupt Result Registers 

The Result Registers have a result code, the three high 
order bits D 7 -D 5 of which are set to zero for all but the 
A command which cannot provide an immediate result will receive command. This command result contains a count 
generate an interrupt to signal the beginning of the Result that indicates the number of bits received in the last byte. If 

phase. The immediate results are provided in the Result a partial byte is received, the high order bits of the last data 

Register; all non-immediate results are available upon byte are indeterminate, 

device interrupt, through Tx Interrupt Result Register 

Txl/R or Rx Interrupt Result Register Rxl/R. The result All results indicated in the command summary must be 
may consist of a one-byte interrupt code indicating the read during the result phase. 



Figure 12. Result Phase Flowchart — Interrupt Results 
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IMMEDIATE RESULTS 


AFTER COMMAND PHASE COMPLETION (READ PORT A, PORT &) 



Figure 13. (Rx Interrupt Service) 
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DETAILED COMMAND DESCRIPTION 

General 

The 8273 HDLC/SDLC controller supports a comprehen- 
sive set of high level commands which allows the 8273 to 
be readily used in full-duplex, half-duplex, synchronous, 
asynchronous and SDLC loop configuration, with or 
without modems. These frame-level commands minimize 
CPU and software overhead. The 8273 has address and 
control byte buffers which allow the receive and transmit 
commands to be used in buffered or non-buffered modes. 

In buffered transmit mode, the 8273 transmits a flag 
automatically, reads the Address and Control buffer 
registers and transmits the fields, then via DMA, it fetches 
the information field. The 8273, having transmitted the 
information field, automatically appends the Frame Check 
Sequence (FCS) and the end flag. Correspondingly, in 
buffered read mode, the Address and Control fields are 
stored in their respective buffer registers and only 
Information Field is transferred to memory. 

In non-buffered transmit mode, the 8273 transmits the 
beginning flag automatically, then fetches and transmits 
the Address, Control and Information fields from the 
memory, appends the FCS character and an end flag. In 
the non-buffered receive mode the entire contents of a 
frame are sent to memory with the exception of the flags 
and FCS. 

HDLC Implemenation 

HDLC Address and Control field are extendable. The 
extension is selected by setting the low order bit of the 
field to be extended to a one, a zero in the low order bit 
indicates the last byte of the respective field. 

Since Address/Control field extension is normally done 
with software to maximize extension flexibility, the 8273 
does not create or operate upon contents of the extended 
HDLC Address/Control fields. Extended fields are 
transparently passed by the 8273 to user as either 
interrupt results or data transfer requests. Software must 
assemble the fields for transmission and interrogate them 
upon reception. 

However, the user can take advantage of the powerful 
8273 commands to minimize CPU/Software overhead and 
simplify buffer management [n handling extended fields. 
For instance buffered mode can be used to separate the 
first two bytes, then interrogate the others from buffer. 
Buffered mode is perfect for a two byte address field. 

The 8273 when programmed, recognizes protocol 
characters unique to HDLC such as Abort, which is a 
string of seven or more ones (01111111). Since Abort 
character is the same as the GA (EOP) character used in 
SDLC Loop applications, Loop Transmit and Receive 
commands are not recommended to be used in HDLC. 
HDLC does not support Loop mode. 


Initialization Set/Reset Commands 

These commands are used to manipulate data within the 
8273 registers. The Set commands have a single param- 
eter which is a mask that corresponds to the bits to be set. 
(They perform a logical-OR of the specified register with 
the mask provided as a parameter). The Register 
commands have a single parameter which is a mask that 
has a zero in the bit positions that are to be reset. (They 
perform a logical-AND of the specified register with the 
mask). 

Set One-Bit Delay (CMD Code A4) 

A, Aq D ? D 6 D 5 D 4 D 3 D 2 D, D 0 

CMD 0 0 1 0 1 0 0 1 0 0 

PAR- 01 1000000 0 


When one bit delay is set, 8273 retransmits the received 
data stream one bit delayed. This mode is entered at a 
receiver character boundary, and should only be used by 
Loop Stations. 

Reset One-Bit Delay (CMD Code 64) 

A 1 A 0 °7 °6 ^ °4 °3 °2 Pi P> 

CMD: |o|o|o|l|l|o|o|l| 0L0 
PAR. 0 10 1111111 


The 8273 stops the one bit delayed retransmission mode. 

Set Data Transfer Mode (CMD Code 97) 

A 1 A 0 P 7 D 6 P 5 D 4 P 3 °2 °l P 0 

CMD. 0 0 1 0 0 1 0 1 1 1 

PAR. 0 100 00 00 0 1 


When the data transfer mode is set, the 8273 will interrupt 
when data bytes are required for transmission or are 
available from a receive. If a transmit interrupt occurs and 
the status indicates that there is no Transmit Result 
(TxIRA = 0), the interrupt is a transmit data request. If a 
receive interrupt occurs and the status indicates that there 
is no receive result (RxIRA = 0), the interrupt is a receive 
data request. 

Reset Data Transfer Mode (CMD Code 57) 

A 1 A 0 D 7 °6 D 5 °4 D 3 °2 D 1 D 0 

CMD' 0 0 0 1 0 1 0 1 1 1 

PAR 0 1 1 1 1 1 1 1 1 0 


If the Data Transfer Mode is reset, the 8273 data transfers 
are performed through the DMA requests without interrupt- 
ing the CPU. 


6-33 


210479-002 








8273, 8273-4 



Set Operating Mode (CMD Code 91) 

A 1 A o °7 P 6 P S °4 P 3 P 2 P 1 °0 
CMD: 0010 0 10001 

i>AR: 0 1 0 0 



Reset Operating Mode (CMD Code 51) 

A 1 A 0 P 7 P 6 P 5 P 4 P 3 P 2 P 1 D 0 

CMD: 0 0 0 1 0 1 0 0 0 1 

PAR: 0111 


Any mode switches set in CMD code 91 can be reset using 
this command by placing zeros in the appropriate 
positions. 

(D5) HDLC Mode 

In HDLC mode, a bit sequence of seven ones (01 1 1 1 1 1 1 ) is 
interpreted as an abort character. Otherwise, eight ones 
(011111111) signal an abort. 

(D4) EOP Interrupt Mode 

In EOP interrupt mode, an interrupt is generated 
whenever an EOP character (01 1 1 1 1 1 1) is detected by an 
active receiver. This mode is useful for the implementation 
of an SDLC loop controller in detecting the end of a 
message stream after a loop poll. 


(D3) Transmitter Early Interrupt Mode (Tx) 

The early interrupt mode is specified to indicate when the 
8273 should generate an end of frame interrupt. When set, 
an early interrupt is generated when the last data 
character has been passed to the 8273. If the user software 
responds with another transmit command before the final 
flag is sent, the final flag interrupt will not be generated 
and a new frame will immediately begin when the current 
frame is complete. This permits frames to be separated by 
a single flag. If no additional T x commands are provided, a 
final interrupt will follow. 

Note: In buffered mode, if a supervisory frame (no Infor- 
mation) Transmit command is sent in response to an early 
Transmit Interrupt, the 8273 will repeatedly transmit the 
same supervisory frame with one flag in between, until a 
non-supervisory transmit is issued. 

Early transmitter interrupt can be used in buffered mode 
by waiting for a transmit complete interrupt instead of 
early Transmit Interrupt before issuing, a transmit frame 
command for a supervisory frame. See Figure 14. 


Tx INTERRUPT PROCEDURE 



OTHER PROCESSING 


Figure 14. 

If this bit is zero, the interrupt will be generated only after 
the final flag has been transmitted. 

(D2) Buffered Mode 

If the buffered mode bit is set to a one, the first two bytes 
(normally the address (A) and control (C) fields) of a frame 
are buffered by the 8273. If this bit is a zero the address and 
control fields are passed to and from memory. 

(D1) Preframe Sync Mode 

If this bit is set to a one the 8273 will transmit two charac- 
ters before the first flag of a frame. 

To guarantee sixteen line transitions, the 8273 sends two 
bytes of data (00) H if NRZI is set or data (55) H if NRZI is not 
set. 

(DO) Flag Stream Mode 

If this bit is set to a one, the following table outlines the 
operation of the transmitter. 


TRANSMITTER STATE 

ACTION 

Idle 

Transmit or Transmit-! 
Transparent Active J 
Loop Transmit Active 
1 Bit Delay Active 

Send Flags immediately. 
Send Flags after the 
transmission complete 

Ignore command. 

Ignore command. 
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If this bit is reset to zero the following table outlines the 
operation of the transmitter. 


TRANSMITTER STATE 

ACTION 

IDLE 

Send Idles on next character 
boundary. 

Transmit or Transmit- 1 

Send Idles after the transmission 

Transparent Active J 

is complete. 

Loop Transmit Active 

Ignore command. 

1 Bit Delay Active 

Ignore command. 


Set Serial I/O Mode (CMD Code AO) 

Al Ap °7 ° 6 Os °4 D 3 P Z P 1 D 0 

CMD: 00101 00000 

PAR: 0 1 0 0 0 0 0 

| 1 = NRZI MODE 

1 = TxC -*>RxC 

1 = LOOP BACK TxD -►RxD 


Reset Serial I/O Mode (CMD Code 60) 

This command allows bits set in CMD code A0 to be reset 
by placing zeros in the appropriate positions. 

A 1 A) °7 D 6 °5 °4 °3 °2 D 1 D 0 

CMD. 0001100000 
PAR- 0 111111 


(D2) Loop Back 

If this bit is set to a one, the transmit data is internally routed 
to the receive data circuitry. 

(DI)TxC-^RxC 

If this bit is set to a one, the transmit clock is internally 
routed to the receive clock circuitry. It is normally used 
with the loop back bit (D2). 

(DO) NRZI Mode 

If this bit is set to a one, NRZI encoding and decoding of 
transmit and receive data is provided. If this bit is a zero, the 
transmit and receive data is treated as a normal positive logic 
bit stream. 

NRZI encoding specifies that a zero causes a change in the 
polarity of the transmitted signal and a one causes no polarity 
change. NRZI is used in all asynchronous operations. 
Refer to IBM document GA27-3093 for details. 

Reset Device Command 



A i 

Ao 

Dy 

D 6 

D 5 

d 4 

D 3 

d 2 

Di 

Do 

TMR. 

1 

0 

0 

0 

0 

0 

0 

0 

0 

‘1 

TMR: 

1 

0 

0 

0 

0 

0 

0 

0 

0 

0 


An 8273 reset command is executed by outputing a(01) H 
followed by (00) H to the reset register (TMR). See 8273 
AC timing characteristics for Reset pulse specifica- 
tions. 


The reset command emulates the action of the reset pin. 

1. The modem control signals are forced high (inactive 
level). 

2. The 8273 status register flags are cleared. 

3. Any commands in progress are terminated immedi- 
ately. 

4. The 8273 enters an idle state until the next command is 
issued. 

5. The Serial I/O and Operating Mode registers are set 
to zero and DMA data register transfer mode is 
selected. 

6. The device assumes a non-loop SDLC terminal role. 

Receive Commands 

The 8273 supports three receive commands: General 

Receive, Selective Receive, and Selective Loop Receive. 

General Receive (CMD Code CO) 

General receive is a receive mode in which frames are 

received regardless of the contents of the address field. 



Ai 

A 0 

D 7 D$ D 5 D 4 D 3 D 2 Di Do 

CMD: 

0 

0 

O 

O 

O 

O 

O 

O 

PAR. 

0 

1 

LEAST SIGNIFICANT BYTE OF THE 
RECEIVE BUFFER LENGTH (B0) 

PAR- 

0 

1 

MOST SIGNIFICANT BYTE OF RECEIVE 
BUFFER LENGTH (B1) 


NOTES: 

1. If buffered mode is specified, the R0,‘ R1 receive frame length 
(result) is the number of data bytes received. 

2. If non-buffered mode is specified, the R0, R1 receive frame 
length (result) is the number of data bytes received plus two 
(the count includes the address and control bytes). 

3. The frame check sequence (FCS) is not transferred to 
memory. 

4. Frames with less than 32 bits between flags are ignored (no 
interrupt generated) if the buffered mode is specified. 

5. In the non-buffered mode an interrupt is generated when a 
less than 32 bit frame is received, since data transfer requests 
have occurred. 

6. The 8273 receiver is always disabled when an Idle is received 
after a valid frame. The CPU module must issue a receive 
command to re-enable the receiver. 

7. The intervening ABORT character between a final flag and an 
IDLE does not generate an interrupt. 

8. If an ABORT Character is not preceded by a flag and is fol- 
lowed by an IDLE, an interrupt will be generated for the ABORT 
followed by an IDLE interrupt one character time later. The 
reception of an ABORT will disable the receiver. 

Selective Receive (CMD Code Cl) 



Ai 

Ao 

D 7 Dg D 5 D 4 D 3 D 2 Di Do 

CMD: 

0 

0 

0 

0 

0 

PAR: 

0 

1 

LEAST SIGNIFICANT BYTE OF THE 
RECEIVE BUFFER LENGTH (B0) 

PAR: 

0 

1 

MOST SIGNIFICANT BYTE OF RECEIVE 
BUFFER LENGTH (B1) 

PAR.- 

0 

1 

RECEIVE FRAME ADDRESS MATCH 
FIELD ONE (AI) 

PAR: 

0 

1 

RECEIVE FRAME ADDRESS MATCH 
FIELD TWO (A2) 
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Selective receive is a receive mode in which frames are 
ignored unless the address field matches any one of two 
address fields given to the 8273 as parameters. 

When selective receive is used in HDLC the 8273 looks at 
the first character, if extended, software must then decide 
if the message is for this unit. 

Selective Loop Receive (CMD Code C2) 



Ai 

Ao 

D7 Do D5 D4 D3 D2 Di tf 0 

CMD: 

0 

0 

1 1 1 1 0 | 0 | 0 ] 0 ] 1 jo 

PAR: 

0 

0 

LEAST SIGNIFICANT BYTE OF THE 
RECEIVE BUFFER LENGTH (BO) 

PAR: 

0 

1 

MOST SIGNIFICANT BYTE OF RECEIVE 
BUFFER LENGTH (B 1 ) 

PAR: 

0 

1 

RECEIVE FRAME ADDRESS MATCH 
FIELD ONE (AI) 

PAR: 

0 

1 

RECEIVE FRAME ADDRESS MATCH 
FIELD TWO (A 2 ) 


Selective loop receive operates like selective receive ex- 
cept that the transmitter is placed in flag stream mode 
automatically after detecting an EOP (01111111) following 
a valid received frame. The one bit delay mode is also 
reset at the end of a selective loop receive. 

Receive Disable (CMD Code C5) 

Terminates an active receive command immediately. 

Ai Ao D7 D6 D5 D4 D3 D2 Di Do 
CMD - 1 0 | 0 | 1 | 1 | 0 | 0 | 0 | 1 | 0 | 1 | 

PAR. NONE 

Transmit Commands 

The 8273 supports three transmit commands: Transmit 
Frame, Loop Transmit, Transmit Transparent. 

Transmit Frame (CMD Code C8) 


Ai Ao D7 Dg D5 D4 D3 D2 Di Dq 


CMD: 

0 

0 

0 

O 

O 

0 

PAR: 

0 

1 

LEAST SIGNIFICANT BYTE OF 
FRAME LENGTH (LO) 

PAR: 

0 

1 

MOST SIGNIFICANT BYTE OF 
FRAME LENGTH (LI) 

PAR: 

0 

1 

ADDRESS FIELD OF TRANSMIT FRAME (A) 

PAR: 

~ 0 ~ 

"T~ 

CONTROL FIELD OF TRANSMIT FRAME (C) 


Transmits one frame including: initial flag, frame check 
sequence, and the final flag. 

If the buffered mode is specified, the LO, LI, frame length 
provided as a parameter is the length of the information 
field and the address and control fields must be input. 

In unbuffered mode the frame length provided must be the 
length of the information field plus two and the address 
and control fields must be the first two bytes of data. Thus 
only the frame length bytes are required as parameters. 


Loop Transmit (CMD Code CA) 


Ai Aq D7 Dq D5 D4 D3 D2 Di Dq 


CMD: 

0 

0 

1 I 1 I 0 | 0| T| 0 | 1 | 0 

PAR: 

0 

1 

LEAST SIGNIFICANT BYTE OF 
FRAME LENGTH (LO) 

PAR: 

0 

1 

MOST SIGNIFICANT BYTE OF 
FRAME LENGTH (LI) 

PAR: 

0 

1 

ADDRESS FIELD OF TRANSMIT FRAME (A) 

PAR: 

0 

1 

CONTROL FIELD OF TRANSMIT FRAME (C) 


Transmits one frame in the same manner as the transmit 
frame command except: 

1. If the flag stream mode is not active transmission will 
begin after a received EOP has been converted to a 
flag. 

2. If the flag stream mode is active transmission will 
begin at the next flag boundary for buffered mode or at 
the third flag boundary for non-buffered mode. 

3. At the end of a loop transmit the one-bit delay mode is 
entered and the flag stream mode is reset. 

Transmit Transparent (CMD Coded C9) 



Ai 

A 0 

D7 Do D5 D4 D3 D2 Di Do 

CMD: 

0 

0 

1 1 1 1 0 | 0 1 1 | 0 1 0 1 1 

PAR: 

0 

1 

LEAST SIGNIFICANT BYTE OF 
FRAME LENGTH (LO) 

PAR: 

0 

1 

MOST SIGNIFICANT BYTE OF 
FRAME LENGTH (LI) 


The 8273 will transmit a block of raw data without 
protocol, i.e., no *ero bit insertion, flags, or frame check 
sequences. 

Abort Transmit Commands 

An abort command is supported for each type of transmit 
command. The abort commands are ignored if a transmit 
command is not in progress. 

Abort Transmit Frame (CMD Code CC) 

Ai Ao D7 D$ D5 D4 D3 D2 Di Do 
CMD: [ 0 1 0 1 1 1 1 1 0 1 0 1 1 1 1 1 0 [ 0 1 
PAR: NONE 

After an abort character (eight contiguous ones) is trans- 
mitted, the transmitter reverts to sending flags or idles as a 
function of the flag stream mode specified. 

Abort Loop Transmit (CMD Code CE) 

Ai Ao D7 Dg D5 D4 D3 D2 Di Do 

CMD- | 0 I 0 | 1 | 1 I 0 | 0 | 1 | 1 | 1 | 0 | 

PAR: NONE ~ ~ 

After a flag is transmitted the transmitter reverts to one bit 
delay mode. 

Abort Transmit Transparent (CMD Code CD) 

Ai Aq D7 Dp P5 D4 D3 D2 Di Dp 

CMD' [ 0 1 0 I 1 | 1 | 0 1 0 | 1 | 1 1 0 | 1 1 

PAR. NONE 

The transmitter reverts to sending flags or idles as a func- 
tion of the flag stream mode specified. 
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Modem Control Commands 

The modem control commands are used to manipulate the 
modem control ports. 

When read Port A or Port B commands are executed the 
result of the command is returned in the result register. 
The Bit Set Port B command requires a parameter that is a 
mask that corresponds to the bits to be set. The Bit Reset 
Port B command requires a mask that has a zero in the bit 
positions that are to be reset. 

Read Port A (CMD Code 22) 

Ai Ao D7 Db D 5 D4 D3 D2 Di Do 

OVID: |o|o|o|o|l|o|o|o|l|o | 

PAR- NONE 


(Ds) Flag Detect 

This bit can be used to set the flag detect pin. However, it 
will be reset when the next flag is detected. 

(D4-D1) User Defined Outputs 

These bits correspond to the state of the PB 4 -PB 1 output 
pins. 

(Do) Request to Send 

This is a dedicated 8273 modem control signal, and 
reflects the same logical state of RTS pin. 

Reset Port B Bits (CMD Code 63) 

This command allows Port B user defined bits to be reset. 


Read Port B (CMD Code 23) 

A 1 A 0 D 7 °6 °5 °4 °3 °2 D 1 D 0 

CMD o|o|o[o|l|o|o|o|l|l| 

PAR NONE 

Set Port B Bits (CMD Code A3) 

This command allows user defined Port B pins to be set. 

A i A o ^7 C>b D 5 D 4 D 3 D 2 Di Do 

CMD 0 0 1 0 1 0 0 0 1 1 

PAR. 0 10 0 I 

' 1 1 RTS - REQUEST TO SEND 

USER DEFINED 

FLAG DETECT 


A 1 A 0 D 7 D 6 ^5 ^4 ^3 D 2 Dt Dq 

CMD 0 0 0 1 1 0 0 0 1 1 

PAR 0111 

1 1 1 RTS -REQUEST TO SEND 

USER DEFINED r __ 

FLAG DETECT 


This command allows Port B (D 4 -D 1 ) user defined bits to 
be reset. These bits correspond to Output Port pins<PB4- 
PBi). 


8273 Command Summary 


Command Description 

Command 

(HEX) 

Parameter 

Results 

Result 

Port 

Completion 

Interrupt 

Set One Bit Delay 

A4 

Set Mask 

None 

- 

No 

Reset One Bit Delay 

64 

Reset Mask 

None 

— 

No 

Set Data Transfer Mode 

97 

Set Mask 

None 

- 

No 

Reset Data Transfer Mode 

57 

Reset Mask 

None 

- 

No 

Set Operating Mode 

91 

Set Mask 

None 

- 

No 

Reset Operating Mode 

51 

Reset Mask 

None 

- 

No 

Set Serial I/O Mode 

A0 

Set Mask 

None 

- 

No 

Reset Serial I/O Mode 

60 

Reset Mask 

None 

- 

No 

General Receive 

CO 

B0.B1 

RIC,R0,R1,(A,C)< 2 > 

RXI/R 

Yes 

Selective Receive 

Cl 

B0,B1,A1,A2 

RIC,R0,R1,(A,C)< 2 > 

RXI/R 

Yes 

Selective Loop Receive 

C2 

B0,B1,A1,A2 

RIC,R0,R1,(A,C)< 2 > 

RXI/R 

Yes 

Receive Disable 

C5 

None 

None 

- 

No 

Transmit Frame 

C8 

L0,L1,(A,C)h) 

TIC 

TXI/R 

Yes 

Loop Transmit 

CA 

L0,L1,(A,C)h) 

TIC 

TXI/R 

Yes 

Transmit Transparent 

C9 

L0.L1 

TIC 

TXI/R 

Yes 

Abort Transmit Frame 

CC 

None 

TIC 

TXI/R 

Yes 

Abort Loop Transmit 

CE 

None 

TIC 

TXI/R 

Yes 

Abort Transmit Transparent 

CD 

None 

TIC 

TXI/R 

Yes 

Read Port A 

22 

None 

Port Value 

Result 

No 

Read Port B 

23 

None 

Port Value 

Result 

No 

Set Port B Bit 

A3 

Set Mask 

None 

- 

No 

Reset Port B Bit 

63 

Reset Mask 

None 

- 

No 


NOTES: 

1. Issued only when in buffered mode. 

2. Read as results only in buffered mode. 
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8273 Command Summary Key 

BO ( — Least significant byte of the receive buffer 

length. 

B1 — Most significant byte of the receive buffer 
length. 

LO — Least significant byte of the Tx frame length. 

LI — Most significant byte of the Tx frame length. 

A1 — Receive frame address match field one, 

A2 — Receive frame address match field two. 

A — Address field of received frame. If non-buffered 
mode is specified, this result is not provided. 

C — Control field of received frame. If non-buffered 
mode is specified this result is not provided. 

RXI/R — Receive interrupt result register. 

TXI/R — Transmit interrupt result register. 

RO — Least significant byte of the length of the frame 
received. 

R1 — Most significant byte of the length of the frame 
received. 

RIC — Receiver interrupt result code. 

TIC — Transmitter interrupt result code. 


i GENERAL 
RECEIVE 

(R 0 , Ri) 



IDLE 

IDLE 








FLAG 

FLAG 

FLAG 

DATA IN 

OR , 
FLAG 

OR 

FLAG 

FLAG 

A 

C 

*1 

FCS 1 

fcs 2 

FLAG 

OR 

ABORT 

OR 

IDLE 

OR 

IDLE 


DMA REQUESTS 
OR 

DATA INTERRUPTS 


CPU INTERRUPTS 


A C I, 

I r 

NON-BUFFERED MODE FRAME A POSSIBLE 
COMPLETE | IDLE INTERRUPT 


Figure 15. Typical Frame Reception 


NOTE: 

In order to ensure proper operation to the maximum baud rate, Receive commands or Read/Write Port commands should be written 
only when either the transmitter or the receiver is inactive. In full duplex systems, it is recommended that these commands be issued 
after servicing a transmitter interrupt but before a new transmit command is issued. 
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WAVEFORMS 



Table 2. Command Phase Timing (Full Duplex) 


Symbol 

Timing Parameter 

Buffered 

Non-Buffered 

Unit 

Min. 

Max. 

Min. 

Max. 

T1 

Between command & first parameter 

13 

756 

13 

857 

tcy 

T2 

Between consecutive parameters 

10 

604 

10 

705 

tcy 

T3 

Command Parameter Buffer full bit 
Reset after Parameter loaded 

10 

604 

10 

705 

tcy 

T4 

Command busy bit reset after last 
parameter 

128 

702 

128 

803 

tcy 

T5 

CPBF bit reset after last parameter 

10 

604 

10 

705 

tcy 
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WAVEFORMS (Continued) 



Table 3. Receiver Interrupt Result Timing 


Symbol 

Timing Parameter (clock cycles) 

Buffered 

Non-Buffered 

Unit 

Min. 

Max. 

Min. 

Max. 

T1 

RxIRA bit set after RIC read 

18 

29 

18 

29 

tcy 

T2 

RxINT goes away after last Int. Result 
read 

16 

27 

16 

27 

toy 
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WAVEFORMS (Continued) 


TRANSMIT INTERRUPT 


STATUS 




INTERRUPT , 
\ RESULTS I 


\ 


I 


\ 


Table 4. Transmit Interrupt Result 


Symbol 

Timing (Clock Cycle) 

Buffered 

Non-Buffered 

Unit 

Min. 

Max. 

Min. 

Max. 

T1 

TxINT inactive after Int. Results read 

13 

353 

13 

454 

tcy 
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ABSOLUTE MAXIMUM RATINGS* 


Ambient Temperature Under Bias 0°Cto70°C 

Storage Temperature -65°Cto+150°C 

Voltage on Any Pin With 

Respect to Ground -0.5Vto+7V 

Power Dissipation 1 Watt 


*NOTICE: Stresses above those listed under “Absolute 
Maximum Ratings” may cause permanent damage to the 
device. This is a stress rating only and functional opera- 
tion of the device at these or any other conditions above 
those indicated in the operational sections of this specifi- 
cation is not implied. Exposure to absolute maximum 
rating conditions for extended periods may affect device 
reliability. 


D.C. CHARACTERISTICS (8273, 8273-4) (T a = 0° C to 70° C, V cc = +5.0V ± 5%) 


Symbol 

Parameter 

Min. 

Max. 

Unit 

Test Conditions 

V,L 

Input Low Voltage 

-0.5 

0.8 

V 


V, H 

Input High Voltage 

2.0 

Vcc +0.5 

V 


VOL 

Output Low Voltage 


0.45 

V 

l 0 L= 2.0mA for Data Bus Pins 
| 0L = 1.0mA for Output Port Pins 
| 0L = 1.6 mA for All Other Pins 

V 0 H 

Output High Voltage 

2.4 


a 

l 0H = -200fiA for Data Bus Pins 
| 0H = -100^A for All Other Pins 

■iL 

Input Load Current 


±10 

mA 

Vin = V cc to 0V 

•OFL 

Output Leakage Current 


±10 

pA 

VquT = V CC to .45V 

i lee 

Vcc Supply Current 


180 

mA 



CAPACITANCE (8273,8273-4) (T a = 25°C, V CC = GND = 0V) 


Symbol 

Parameter 

Min. 

Typ. 

Max. 

Unit 

Test Conditions 

C|N 

Input Capacitance 



10 

PF 

t c = 1 MHz 

C|/o 

I/O Capacitance 



20 

pF 

Unmeasured Pins j 
Returned to GND | 


A.C. CHARACTERISTICS (T A =o*c to 7<rc, v cc =+5.ov±5%) 

CLOCK TIMING (8273) 


Symbol 

Parameter 

Min. 

Typ. 

Max. 

Unit 

Test Conditions 

tCY 

, Clock 

250 


1000 


64 K Baud Max 
Operating Rate 

tCL 

Clock Low 

120 



1 

tcH 

Clock High 

120 



ns 


CLOCK TIMING (8273-4) 


Symbol 

Parameter 

Min. 

Typ. 

Max. 

Unit 

Test Conditions 

tCY 

Clock 

286 


1000 

ns 

56K Baud Max 
Operating Rate 

tCL 

Clock Low 

135 



ns 

tcH 

Clock High 

135 



ns 
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A.C. CHARACTERISTICS (8273, 8273-4) (T A = 0°C to 70° C, V cc = +5.0V ± 5%) 

READ CYCLE 


Symbol 



Parameter 


Select Setup to RD 


Select Hold from RD 


Data Delay from Address 
Data Delay from TO 


Output Float Delay 


■ i/iw El ; 


Test Conditions 


Note 2 


e 2 



WRITE CYCLE 


Symbol 



DAOK Hold from RD 


Data Delay from DACK 


Parameter 


Select Setup to WR 


Select Hold from WR 


WR Pulse Width 


Data Hold from WR 


DACK Setup toWE 





C L =150pF, Note 2 


C|_=20pF for Minimum; 
150pF for Maximum 





Symbol ' 

Parameter 

Min. 

Max. 

Unit 

Test Conditions 

*CQ 

Request Hold from WR or TO 
(for Non-Burst Mode) 


200 

ns 

V 

OTHER TIMING 

Symbol 

Parameter 

Min. 

Max. 

Unit 

Test Conditions 


Reset Pulse Width 


Input Signal Rise Time 


Input Signal Fall Time 




Data Clock Low 


Data Clock High 


Data Clock 


Transmit Data Delay 


tos 

Data Setup Time 

200 

fDH 

Data Hold Time 

100 

*FLD 

FLAG DET Output Low 

8 * tcy ± 50 


1. All timing measurements are made at the reference voltages unless otherwise specified: Input “1” at 2.0V, “0” at 0.8V; 
Output “1” at 2.0V, “0” at 0.8V. 

2. tAD> tRD, tAC» and tcA are not concurrent specs. 

3. If receive commands or Read/Write Port commands are issued while both the transmitter and receiver are active, this specification 
will be 81.5 Tcy min. 
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WAVEFORMS (Continued) 

DPLL OUTPUT 


DPLL ^ 

H 

*DPLL *• 


FLAG DETECT OUTPUT 

FLAG DET 1 ^ 

/ 

"• 'fld H 
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8274 

MULTI-PROTOCOL SERIAL 
CONTROLLER (MPSC) 


Asynchronous, Byte Synchronous and 
Bit Synchronous Operation 

Two Independent Full Duplex 
Transmitters and Receivers 

Fully Compatible with 8048, 8051, 8085, 
8088, 8086, 80188 and 80186 CPU’s; 8257 
and 8237 DMA Controllers; and 8089 I/O 
Proc. 

4 Independent DMA Channels 
Baud Rate: DC to 880K Baud 
Asynchronous: 

— 5-8 Bit Character; Odd, Even, or No 
Parity; 1, 1.5 or 2 Stop Bits 
— Error Detection: Framing, Overrun, 
and Parity 


■ Byte Synchronous: 

- Character Synchronization, Int. or Ext. 

- One or Two Sync Characters 
-Automatic CRC Generation and 

Checking (CRC-16) 

- IBM Bisync Compatible 

■ Bit Synchronous: 

- SDLC/HDLC Flag Generation and 
Recognition 

- 8 Bit Address Recognition 

- Automatic Zero Bit Insertion and 
Deletion 

- Automatic CRC Generation and 
Checking (CCITT-16) 

' - CCITT X.25 Compatible 

■ Available in EXPRESS 

— Standard Temperature Range 


The Intel® 8274 Multi-Protocol Series Controller (MPSC) is designed to interface High Speed Communications 
Lines using Asynchronous, IBM Bisync, and SDLC/HDLC protocol to Intel microcomputer systems. It can be 
interfaced with Intel's MCS-48, -85, -51; iAPX-86, -88, -186 and -188 families, the 8237 DMA Controller, or the 8089 
I/O. Processor in polled, interrupt driven, or DMA driven modes of operation. 

The MPSC is a 40 pin device fabricated using Intel's High Performance HMOS Technology. 



► TxD a 
-TxC a 

-CD a 

- CTS a 

- rts a 

► SYNDE 1 

- DTft A 


- RxD a 

- RxC a 



CLK £ 1 
RESET E 2 
CD a C 3 
PbC 4 
CDbC 5 
CTS b E 3 

T^CbC 7 

TxD b E 8 
RxDbC $ 

RTS b /SYNDET b E 1< 

RDY b /TxDRQ a E 1 

DB7 E 1! 
DB6 E 1! 
DBS E 1' 
DB4 E 1! 
DB3 E 1' 
DB2 E T 
DB1 C 11 
DB0 E 1' 
GNDC 2 


3*cc 
1 CTSa 
UrTSa 
]TxD a 
3 TkC A 
3 RxC a 
3RxD a 
3 SYNDETa 
3 RDY a /RxDRQ a 

3 ctr a 

3 IPO/TxDRQb 
3 iPi/RxDRQ B 
3iNT 
3inta 
3 DTR b 
□ A 0 

3 a, 

3cs 
3rd 
3 WR 


Figure 2. Pin Configuration 


Intel Corporation Assumes No Responsibility for the Use of Any Circuitry Other Than Circuitry Embodied in an Intel Product No Other Circuit Patent 

Herein Supersedes Previously Published Specifications On The Devices From Intel 

©INTEL CORPORATION, 1984 g 


are Implied Information Contained 

170102-001 






8274 


inter 


Table 1. Pin Description 


Symbol 

Pin 

No, 

Type 

Name and Function 

RDY b / 

TxDRQa 

11 

0 

Ready (Channel B)/Transmitter DMA 
Request (Channel A): In mode 0 this 
pin is RDY b and is used to syn- 
chronize data transfers between the 
processor and the MPSC (Channel 
B) In modes 1 and 2 this pin is 
TxDRQa and is used by the Channel 
A transmitter to request a DMA 
transfer 

DB7 

12 

I/O 

Data Bus: The Data Bus lines are bi- 
directional three state lines which 
interface with the system’s Data Bus. 

DB6 

13 



DB5 

14 



DB4 

15 



DB3 

16 



DB2 

17 



DB1 

18 



DBO 

19 



GND 

20 


Ground. 

V cc 

40 


Power: +5V Supply. 

CTSa 

39 

1 

Clear to Send (Channel A): This 
interface signal is supplied by the 
Modem in response to an active RTS 
signal. CTS indicates that the data 
terminal/computer equipment is per- 
mitted to transmit data In addition, if 
the auto enable control is set, the 
8274 will not transmit data bytes until 
CTS has been activated. 

rT5« 

38 

0 

Request To Send (Channel A): gen- 
eral purpose output commonly used 
to signal that Channel A is ready to 
send data. 

TxDa 

37 

0 

Transmit Data (Channel A): This pin 
transmits serial data to the communi- 
cations channel (Channel A) 

TxCa 

36 

1 

Transmit Clock (Channel A): The 

serial data are shifted out from the 
Transmit Data output (TxDa) on the 
falling edge of the Transmit Clock 

AxCa 

35 

1 

Receive Clock (Channel A): The 

serial data are shifted into the Re- 
ceive Data input (RxDa) on the rising 
edge of the Receive Clock 

RxD a 

34 

1 

Receive Data (Channel A): This pin 
receives serial data from the com- 
munications channel (Channel A). 

SYNDETa 

33 

I/O 

Synchronous Detection (Channel A): 

This pin is used in byte synchronous 
mode as either an internal sync 
detect (output) or as a means to 
force external synchronization (in- 
put) In SDLC mode, this pin is an 
output indicating flag detection In 
asynchronous mode it is a general 
purpose input (Channel A). 

RDYa/ 

RxDRQa 

32 

0 

Ready: In mode 0 this pin is RDY A 
and is used to synchronize data 
transfers between the processor 
and the MPSC (Channel A). In 
modes 1 and 2 this pin is RxDRQa 
and is used by the channel A receiver 
to request a DMA transfer 

DTRa 

31 

0 

Data Terminal Ready (Channel A): 

General purpose output. 


Symbol 

Pin 

No. 

Type 

Name and Function 

CLK 

1 

1 

Clock: System clock, TTL compat- 
ible. 

AeSet 

2 

1 

Reset: A low signal on this pin will 
force the MPSC to an idle state. TxDa 
and TxD b are forced high The 
modem interface output signals are 
forced high. The MPSC will remain 
idle until the control registers are 
initialized. Reset must be true for one 
complete CLK cycle. 

6£)a 

3 

1 

Carrier Detect (Channel A): This 
interface signal is supplied by the 
modem to indicate that a data carrier 
signal has been detected and that a 
valid data signal is present on the 
RxDa line If the auto enable control 
is set the 8274 will not enable the 
serial receiver until CD A has been 
activated. 

AxCb 

4 

1 

Receive Clock (Channel B): The 

serial data are shifted into the Re- 
ceive Data input (RxD B ) on the rising 
edge of the Receive Clock. 

CDb 

5 

1 

Carrier Detect (Channel B): This 
interface signal is supplied by the 
modem to indicate that a data carrier 
signal has been detected and that a 
valid data signal is present on the 
RxDb line If the auto enable control 
is set the 8274 will not_ enable the 
serial receiver until CD B has been 
activated. 

CTSb 

6 

1 

Clear to Send (Channel B): This 
interface signal is supplied by the 
modem in response to an active RTS 
signal. CTS indicates that the data 
terminal/computer equipment is per- 
mitted to transmit data In addition, if 
the auto enable control is set, the 
8274 will not transmit data bytes until 
CTS has been activated. 

TxCb 

7 

1 

Transmit Clock (Channel B): The 

serial data are shifted out from the 
Transmit Data output (TxDb) on the 
falling edge of the Transmit Clock 

TxD b 

8 

° 

Transmit Data (Channel B): This pm 
transmits serial data to the communi- 
cations channel (Channel B) 

RxDb 

9 

1 

Receive Data (Channel B): This pin 
receives serial data from the com- 
munications channel (Channel B). 

SYKlb^Te 

/RT^ 

10 

I/O 

Synchronous Detection (Channel B): 

This pin is used in byte synchronous 
mode as either an internal sync 
detect (output) or as a means to 
force external synchronization (in- 
put) In SDLC mode, this pin is an 
output indicating Flag detection. In 
asynchronous mode it is a general 
purpose input (Channel B) 

Request to Send (Channel B): Gen- 
eral purpose output, generally used 
to signal that Channel B is ready to 
send data 

SYNDETb or RTSb selection is done 
1 by WR2; D7 (Channel A) 
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Table 1. Pin Description 


Symbol 

Pin 

No. 

Type 

Name and Function 

f PU/ 
TxDRQb 

30 

0 

Interrupt Priority Out/Transmitter 
DMA Request (Channel B): In modes 
0 and 1, this pin is Interrupt Priority 
Out. It is used to establish a hardware 
interrupt priority scheme with IPI. It 
is low only if FPi is low and the 
controlling processor is not servicing 
an interrupt from this MPSC. In mode 
2 it is TxDRQb and is used to request 
a DMA cycle for a transmit operation 
(Channel B). 

ipi/ 

RxDRQs 

29 

I/O 

Interrupt Priority In/Receiver DMA 
RequestJChannel B): In modes 0 
and 1, IPJJs Interrupt Priority In. A 
low on IPI means that no higher 
priority device is being serviced by 
the controlling processor’s interrupt 
service routine. In mode 2 this pin is 
RxDRQb and is used to request a 
DMA cycle for a receive operation 
(Channel B). In Interrupt mode, this 
pin must be tied low. 

HsTT 

28 

o 

Interrupt: The interrupt signal indi- 
cates that the highest priority internal 
interrupt requires service (open col- 
lector). Priority can be resolved via 
an external interrupt controller or a 
daisy-chain scheme. 


RESET 

When the 8274 RESET line is activated, both MPSC 
channels enter the idle state. The serial output lines are 
forced to the m arking state (high) and the modem 
interface signals (RTS, 5TR) are forced high. In addi- 
tion, the pointers registers are set to zero. 

GENERAL DESCRIPTION 

The Intel 8274 Multi- Protocol Serial Controller is a 
microcomputer peripheral device which supports 
Asynchronous, Byte Synchronous (Monosync, IBM 
Bisync), and Bit Synchronous (ISO’s HDLC, IBM’s 
SDLC) protocols. This controller’s flexible architecture 
allows easy implementation of many variations of these 
three protocols with low software and hardware 
overhead. 

The Multi-Protocol Serial controller (MPSC) imple- 
ments two independent serial receiver/transmitter 
channels. 

The MPSC supports several microprocessor interface 
options: Polled, Wait, Interrupt driven and DMA driven. 
The MPSC is designed to support INTEL’S MCS-85 
and iAPX 86, 88, 186, 188 families. 


Symbol 

Pin 

No. 

Type 

Name and Function 

nrrft 

27 


Interrupt Acknowledge: This Inter- 
rupt Ackowledge signal allows the 
highest priority interrupting device 
to generate an interrupt vector. This 
pin must be pulled high (inactive) in 
non-vector mode. 

DTR" b 

26 

0 

Data Terminal Ready (Channel B): 

This is a general purpose output. 

Ao 

25 

1 

Address: This line selects Channel A 
or B during data or command trans- 
fers. A low selects Channel A. 

Ai 

24 

1 

Address: This line selects between 
data orcommalnd infoririation trans- 
fer. A low means data. 

C5 

23 

1 

Chip Select: This signal selects the 
MSPC and enables reading from or 
writing into its registers 

rD 

22 

1 

Read: Read controls a data byte or 
status byte transfer from the MPSC 
to the CPU. 

WP 

21 


Write: Write controls transfer of data 
or commands to the MPSC. 


FUNCTIONAL DESCRIPTION 

Additional information on Asynchronous and Syn- 
chronous Communications with the 8274 is available 
respectively in the Applications Notes AP 134 and AP 
145. 

Command, parameter, and status information is stored 
in 21 registers within the MPSC (8 writable registers for 
each channel, 2 readable registers for Channel A and 3 
readable registers for Channel B). 

In the following discussion, the writable registers will 
be referred to as WRO through WR7 and the readable 
registers will be referred to as RRO through RR2. 

This section of the data sheet describes how the 
Asynchronous and Synchronous protocols are imple- 
mented in the MPSC. It describes general considera- 
tions, transmit operation, and receive operation for 
Asynchronous, Byte Synchronous, and Bit Synchro- 
nous protocols. 
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ASYNCHRONOUS OPERATIONS 

TRANSMITTER/RECEIVER INITIALIZATION 


7. Transmitter Enable. The serial channel transmitter 
operation may be enabled or disabled by setting or 
clearing bit 3 of WR5 


(See Detailed Command Description Section for com- 
plete information) 

In order to operate in asynchronous mode, each MPSC 

channel must be initialized with the following infor- 
mation: 

1. Transmit/Receive Clock Rate. This parameter is 
specified by bits 6 and 7 of WR4. The clock rate may 
be set to 1, 16, 32, or 64 times the data-link bit rate. If 
the XI clock mode is selected, the bit synchroniza- 
tion must be accomplished externally. 

2. Number of Stop Bits. This parameter is specified by 
bits 2 and 3 of WR4. The number of stop bits may be 
set to 1, 1 1/2, or 2. 

3. Parity Selection. Parity may be set for odd, even, or 
no parity by bits 0 and 1 of WR4. 

4. Receiver Character Length. This parameter sets the 
length of received characters to 5, 6, 7, or 8 bits. This 
parameter is specified by bits 6 and 7 of WR3. 

5. Receiver Enable. The serial-channel receiver opera- 
tion may be enabled or disabled by setting or 
clearing bit 0 of WR3. 

6. Transmitter Character Length. This parameter sets 
the length of transmitted characters to 5, 6, 7, or 8 
bits. This parameter is specified by bits 5 and 6 of 
WR5. Characters of less than 5 bits in length may be 
transmitted by setting the transmitted length to five 
bits (set bits 5 and 6 of WR5 to 0). 

The MPSC then determines the actual number of 
bits to be transmitted from the character data byte. 
The bits to be transmitted must be right justified in 
the data byte, the next three bits must be set to 0 and 
all remaining bits must be set to 1. The following 
table illustrates the data formats for transmission of 
1 to 5 bits of data: 



Number of 
Bits Transmitted 

D7 

D6 

D5 

D4 

D3 

D2 

D1 

DO 

(Character Length) 

1 

1 

1 

1 

0 

0 

0 

c 

1 

1 

1 

1 

0 

0 

0 

c 

c 

2 

1 

1 

0 

0 

0 

c 

c 

c 

3 

1 

0 

0 

0 

c 

c 

c 

c 

4 

0 

0 

0 

c 

c 

c 

c 

c 

5 


8. Interrupt Mode. 

For data transmission via a modem or RS-232-C 
interface, the following information must also be 
specified: 

1. The Request To Send (RTS) (WR5; D1) and Data 
Terminal Ready (DTR) (WR5; D7) bits must be set 
along with the Transmit Enable bit (WR5; D3). 

2. Auto Enable may be set to allow the MPSC to 
automatically enable the channel transmitter when 
the clear-to-send signal is active and to automatically 
enable the receiver when the carrier-detect signal is 
active. However, the Transmit Enable bit (WR3; D3) 
and Receive Enable bit (WR3; D1) must be set in 
order to use the Auto Enable mode. Auto Enable is 
controlled by bit 5 of WR3. 

When loading Initialization parameters into the MPSC, 
WR4 information must be written before the WR1 , WR3, 
WR5 parameters commands. 

During initialization, it is desirable to guarantee that the 
external/status latches reflect the latest interface 
information. Since up to two state changes are 
internally stored by the MPSC, at least two Reset 
External/Status Interrupt commands must be issued. 
This procedure is most easily accomplished by simply 
issuing this reset command whenever the pointer 
register is set during initialization. 

An MPSC initialization procedure (MPSC$RX$INIT) 
for asynchronous communication is listed in Intel 
Application Note AP 134. 

TRANSMIT 

The transmit function begins when the Transmit Enable 
bit (WR5; D3) is set. The MPSC automatically adds the 
start bit, the programmed parity bit (odd, even or no 
parity) and the programmed number of stop bits (1, 1.5 
or 2 bits) to the data character being transmitted. 1.5 
stop bits option must be used with X16, X32 or X64 
clock options only. 
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The serial data are shifted out from the Transmit Data 
(TxD) output on the falling edge of the Transmit Clock 
(TxC) input ata rate programmable to 1, 1/16th, 1/32nd, 
or 1/64th of the clock rate supplied to the TxC input. 

The TxD output is held high when the transmitter has 
no data to send, unless, under program control, the 
Send Break (WR5; D4) command is issued to hold the 
TxD low. 

If the External /Sta tus I nterrupt b it (WR1; DO) is set, the 
status of CO, CTS and SYNDET are monitored and, if 
any changes occur for a period of time g reater than the 
minim um s pecified pulse width, an interrupt is gener- 
ated. CTS is usually monitored using this interrupt 
feature (e.g. Auto Enable option). 

The Transmit Buffer Empty bit (RRO; D2) is set by the 
MPSC when the data byte from the buffer is loaded in 
the transmit shift register. Data should be written to the 
MPSC only when the Tx buffer becomes empty to 
prevent overwriting. 

Receive 

The receive function begins when the Receive Enable 
(WR3; DO) bit is set. If the Auto Enable (WR3: D5) 
option is selected, then Carrier Detect (CD) must also 
be low. A valid start bit is detected if a low persists for at 
least 1/2 bit time on the Receive Data (RxD) input. 

The data is sampled at mid-bit time, on the rising edge 
of RxC, until the entire character is assembled. The 
receiver inserts 1’s when a character is less than 8 bits. 
If parity (WR4; DO) is enabled and the character is less 
than 8 bits the parity bit is not stripped from the 
character. 


Error Reporting 

The receiver also stores error status for each of the 3 
data characters in the data buffer. Three error condi- 
tions may be encountered during data reception in the 
asynchronous mode: 

1. Parity. If parity bits are computed and transmitted 
with each character and the MPSC is set to check 
parity (bit 0 in WR4 is set), a parity error will occur 
whenever the number of “1 ” bits within the character 
(including the parity bit) does not match the 
odd/even setting of the parity check flag (bit 1 in 
WR4). When a parity error is detected, the parity 
error flag (RR1; D4) is set and remains set until it is 
reset by the Error Reset command (WRO; D5, D4, 
D3). 


2. Framing. A framing error will occur if a stop bit is not 
detected immediately following the parity bit (if 
parity checking is enabled) or immediately following 
the most-significant data bit (if parity checking is not 
enabled). When a Framing Error is detected, the 
Framing Error bit (RR1; D6) is set. The detection of a 
Framing Error adds an additional 1/2 bit time to the 
character time so the Framing Error is not interpreted 
as a new start bit. 

3. Overrun. If the CPU fails to read a data character 
while more than three characters have been received, 
the Receive Overrun bit (RR1; D5) is set. When this 
occurs, the fourth character assembled replaces the 
third character in the receive buffers. Only the 
overwritten character is flagged with the Receive 
Overrun bit. The Receive Overrun bit (RR1, D5) is 
reset by the Error Reset command (WRO; D5, D4, D3). 


External/Status Latches 

The MPSC continuously monitors the state of five 
external/status conditions: 

1. CTS — clear-to-send input pin. 

2. CD — carrier-detect input pin. 

3. SYNDET — sync-detect input pin. This pin may be 
used as a general-purpose input in the asynchronous 
communication mode. 

4. BREAK — a break condition (series of space bits on 
the receiver input pin). 

5. Tx UNDERRUN/EOM — Transmitter Underrun/End 
of Message. 

A change of state in any of these monitored conditions 
will cause the associated status bit in RRO to be latched 
(and optionally cause an interrupt). 

If the External/Status Interrupt bit (WR1 ; DO) is enabled, 
Break Detect (RRO; D7) and Carrier Detect (RRO; D3) 
will cause an interrupt. Reset External/Status interrupts 
(WRO; D5, D4, D3) will clear Break Detect and Carrier 
Detect bits if they are set. 
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Asynchronous Mode Register Setup 



D7 

D6 

D5 

D4 

D3 

D2 

D1 

DO 

WR3 

00 Rx 5 b/char 

01 Rx 7 b/char 

10 Rx 6 b/char 

1 1 Rx 8 b/char 

AUTO 

ENABLE 

0 

0 

0 

0 

Rx 

ENABLE 

WR4 

00 XI Clock 

01 X16 Clock 

10 X32 Clock 

11 X64 Clock 

0 

0 

01 1 STOP BIT 

10 V/2 STOP BITS 

11 2 STOP BITS 

EVEN/ 

ODD 

PARITY 

PARITY 

ENABLE 

WR5 

DTR 

00 Tx<5 b/char 

01 Tx 7 b/char 

10 Tx 6 b/char 

1 1 Tx 8 b/char 

SEND 

BREAK 

Tx 

ENABLE 

0 

RTS 

0 


SYNCHRONOUS OPERATION— 
MONOSYNC, BISYNC 


General 

The MPSC must be initialized with the following pa- 
rameters: odd or even parity (WR4; D1 ,D0), XI clock 
mode (WR4; D7, D6), 8- or 16-bit sync character 
(WR4; D5, D4), CRC polynomial (WR5; D2), Trans- 
mitter Enable (WR5; D3), interrupt modes (WR1, 
WR2), transmit character length (WR5; D6, D5) and 
receive character length (WR3; D7, D6). WR4 pa- 
rameters must be written before WR1, WR3, WR5, 
WR6 and WR7. 

The data is transmitted on the falling edge of the 
Transmit Clock, (TxC) and is received on the rising 
edge of Receive Clock (RxC). The XI clock is used 
for both transmit and receive operations for all three 
sync modes: Mono, Bi and External. 


Transmit Set-Up — Monosync, Bisync 

Transmit data is held high after channel reset, or if 
the transmitter is not enabled. A break may be pro- 
grammed to generate a spacing line that begins as 
soon as the Send Break (WR5; D4) bit is set. With the 
transmitter fully initialized and enabled, the default 
condition is continuous transmission of the 8- or 
16-bit sync character. 

Using interrupts for data transfer requires that the 
Transmit Interrupt/DMA Enable bit (WR1; D1) be set. 
An interrupt is generated each time the transmit buf- 
fer becomes empty. The interrupt can be satisfied 


Synchronous Mode Register Setup — Monosync, Bisync 



D7 

D6 

D5 

D4 

D3 

D2 

D1 

DO 

WR3 

00 Rx 5 b/char 

01 Rx 7 b/char 
10 Rx 6 b/char 

• 11 Rx 8 b/char 

AUTO 

ENABLE 

ENTER 

HUNT 

MODE 

Rx CRC 
ENABLE 

0 

SYNC 

CHAR 

LOAD 

INHIBIT 

Rx 

ENABLE 

WR4 

0 

0 

00 8 bit Sync 

01 16 bit Sync 
1 1 Ext Sync 

0 

0 

EVEN/ 

ODD 

PARITY 

PARITY 

ENABLE 

WR5 

DTR 

00 Tx<5 b/char 

01 Tx 7 b/char 

10 Tx 6 b/char 

11 Tx 8 b/char 

SEND 

BREAK 

Tx 

ENABLE 

1 

(SELECTS 

CRC-16) 

RTS 

Tx CRC 
ENABLE 
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Command, parameter, and status information is stored 
in 21 registers within the MPSC (8 writable registers for 
each channel, 2 readable registers for Channel A and 3 
readable registers for Channel B). They are all acce- 
ssed via the command ports. 

An internal pointer register selects which of the 
command or status registers will be read or written 
during a command/status access of an MPSC 
channel. 


After reset, the contents of the pointer registers are 
zero. The first write to a command register causes 
the data to be loaded into Write Register 0 (WRO). 
The three least significant bits of WRO are loaded 
into the Command/Status Pointer. The next read or 
write operation accesses the read or write register 
selected by the pointer. The pointer is reset after the 
read or write operation is completed. 
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either by writing another character into the transmit- 
ter or by resetting the Transmitter Interrupt/DMA 
Pending latch with a Reset Transmitter Interrupt/ 
DMA Pending Command (WRO; D5, D4, D3). If noth- 
ing more is written into the transmitter, there can be 
no further Transmit Buffer Empty interrupt, but this 
situation does cause a Transmit Underrun condition 
(RRO; D6). 

Data T ransfers using the RDY signal are for software 
controlled data transfers such as block moves. RDY 
tells the CPU that the MPSC is not ready to accept/ 
provide data and that the CPU must extend the 
output/input cycle. DMA data transfers use the 
TxDRQ A/B signals which indicate that the transmit 
buffer is empty, and that the MPSC is ready to accept 
the next data character. If the data character is not 
loaded into the MPSC by the time the transmit shift 
register is empty, the MPSC enters the Transmit 
Underrun condition. 

The MPSC has two programmable options for solv- 
ing the transmit underrun condition: it can insert 
sync characters, or it can send the CRC characters 
generated so far, followed by sync characters. Fol- 
lowing a chip or channel reset, the Transmit 
Underrun/EOM status bit (RRO; D6) is in a set condi- 
tion allowing the insertion of sync characters when 
there is no data to send. The CRC is not calculated 
on these automatically inserted sync characters. 
When the CPU detects the end of message, a Reset 
Transmit Underrun/EOM command can be issued. 
This allows CRC to be sent when the transmitter has 
no data to send. 

In the case of sync insertion, an interrupt is gener- 
ated only after the first automatically inserted sync 
character has been loaded in the Transmit Shift Regis- 
ter. The status register indicates the Transmit Underrun/ 
EOM bit and the Transmit Buffer Empty bit are set. 

In the case of CRC insertion, the Transmit 
Underrun/EOM bit is set and the Transmit Buffer 
Empty bit is reset while CRC is being sent. When 
CRC has been completely sent, the Transmit Buffer 
Empty status bit is set and an interrupt is generated 
to indicate to the CPU that another message can 
begin (this interrupt occurs because CRC has been 
sent and sync has been loaded into the Tx Shift Reg- 
ister). If no more messages are to be sent, the pro- 
gram can terminate transmission by resetting RTS, 
and disabling the transmitter (WR5; D3). 

Bisync CRC Generation. Setting the Transmit CRC 
enable bit (WR5; DO) indicates CRC accumulation 
when the program sends the first data character to 


the MPSC. Although the MPSC automatically 
transmits up to two sync characters (16 bit sync), it is 
wise to send a few more sync characters ahead of 
the message (before enabling Transmit CRC) to 
ensure synchronization at the receiving end. 

The Transmit CRC Enable bit can be changed on the 
fly any time in the message to include or exclude a 
particular data character from CRC accumulation. 
The Transmit CRC Enable bit should be in the de- 
sired state when the data character is loaded into 
the transmit shift register. To ensure this bit in the 
proper state, the Transmit CRC Enable bit must be 
issued before sending the data character to the 
MPSC. 

Transmit Transparent Mode. Transparent mode 
(Bisync protocol) operation is made possible by the 
ability to change Transmit CRC Enable on the fly and 
by the additional capability of inserting 16 bit sync 
characters. Exclusion of DLE characters from CRC 
calculation can be achieved by disabling CRC calcu- 
lation immediately preceding the DLE character 
transfer to the MPSC. 

In the transmit mode, the transmitter always sends 
the programmed number of sync bits (8 or 1 6) (WR4; 
D5, D4). When in the Monosync mode, the transmit- 
ter sends from WR6 and the receiver compares 
against WR7. One of two CRC polynomials, CRC 16 
or SDLC, may be used with synchronous modes. In 
the transmit initialization process, the CRC 
generator is initialized by setting the Reset Transmit 
CRC Generator command (WRO; D7, D6). 

The External/Status interrupt (WR1; DO) mode can 
be used to monitor the status of the CTS input as 
well as the Transmit Underrun/EOM'latch. Option- 
ally, the Auto Enable (WR3; D5) f eatu re can be used 
to enable the transmitter when CTS is active. The 
first data transfer to the MPSC can begin when the 
External/Status interrupt occurs (CTS (RRO; D5) 
status bit set) following the Transmit Enable com- 
mand (WR5; D3). 

Receive 

After a channel reset, the receiver is in the Hunt 
phase, during which the MPSC looks for character 
synchronization. The Hunt begins only when the re- 
ceiver is enabled and data transfer begins only when 
character synchronization has been achieved. If 
character synchronization is lost, the hunt phase 
can be re-entered by writing the Enter Hunt Phase 
(WR3; D4) bit. The assembly of received data con- 
tinues until the MPSC is reset or until the receiver is 
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disabled (by command or by CD while in the Auto 
Enables mode) or until the CPU sets the Enter Hunt 
Phase bit. Under program control, all the leading 
sync characters of the message can be inhibited 
from loading the receive buffers by setting the Sync 
Character Load Inhibit (WR3; D1 ) bit. After character 
synchronization is achieved the assembled charac- 
ters are transferred to the receive data FIFO. After 
receiving the first data character, the Sync Character 
Load Inhibit bit should be reset to zero so that all 
characters are received, including the sync charac- 
ters. This is important because the received CRC 
may look like a sync character and not get received. 

Data may be transferred with or without interrupts. 
Transferring data without interrupts is used for a 
purely polled operation or for off-line conditions. 
There are three interrupt modes available for data 
transfer: Interrupt on First Character Only, Interrupt 
on Every Character, and Special Receive Conditions 
Interrupt. 

Interrupt on First Character Only mode is normally 
used to start a polling loop, a block transfer se- 
quence using RDY to synchronize the CPU to the in- 
coming data rate, or a DMA transfer using the RxDRQ 
signal. TheMPSC interrupts on the first character 
and thereafter only interrupts after a Special Re- 
ceive Condition is detected. This mode can be 
reinitialized using the Enable Interrupt On Next Re- 
ceive Character (WRO; D5, D4, D3) command which 
allows the next character received to generate an 
interrupt. Parity Errors do not cause interrupts, but 
End of Frame (SDLC operation) and Receive Over- 
run do cause interrupts in this mode. If the external 
status interrupts (WR1 ; DO) are enabled an interrupt 
may be generated any time the CD changes state. 

Interrupt On Every Character mode generates an 
interrupt whenever a character enters the receive 


buffer. Errors and Special Receive Conditions gen- 
erate a special vector if the Status Affects Vector 
(WR1 B; D2) is selected. Also the Parity Error may be 
programmed (WR1 ; D4, D3) not to generate the spe- 
cial vector while in the Interrupt On Every Character 
mode. 

The Special Receive Condition interrupt can only 
occur while in the Receive Interrupt On First Charac- 
ter Only or the Interrupt On Every Receive Character 
modes. The Special Receive Condition interrupt is 
caused by the Receive Overrun (RR1 ; D5) error con- 
dition. The error status reflects an error in the cur- 
rent word in the receive buffer, in addition to any 
Parity or Overrun errors since the last Error Reset 
(WRO; D5, D4, D3). The Receive Overrun and Parity 
error status bits are latched and can only be reset by 
the Error Reset (WRO; D5, D4, D3) command. 

The CRC check result may be obtained by checking 
for CRC bit (RR1 ; D6). This bit gives the valid CRC 
result 16 bit times after the second CRC byte has 
been read from the MPSC. After reading the second 
CRC byte, the user software must read two more 
characters (may be sync characters) before check- 
ing for CRC result in RR1. Also for proper CRC com- 
putation by the receiver, the user software must reset 
the Receive CRC Checker (WRO; D7, D6) after receiv- 
ing the first valid data character. The receive CRC 
Enable bit (WR3; D3) may also be enabled at this 
time. 

3 

SYNCHRONOUS OPERATION— SDLC 
General 

Like the other synchronous operations the SDLC 
mode must be initialized with the fbllowing parame- 
ters: SDLC mode (WR4; D5, D4), SDLC polynomial 
(WR5; D2), Request to Send, Data Terminal Ready, 


Synchronous Mode Register Setup— SDLC/HDLC 



D7 

D6 

D5 

D4 

D3 

D2 

D1 

DO 


00 Rx 5b/char 

01 Rx 7b/char 

10 Rx 6b/char 

1 1 Rx 8b/char 

AUTO 

ENABLES 

ENTER 

HUNT 

MODE 

Rx 

CRC 

ENABLE 

ADDRESS 

SEARCH 

MODE 

0 

□ y 

ENABLE 

WR4 

0 

0 

1 0 
(SELECTS SDLC/ 
HDLC MODE) 

0 

0 

0 

0 

WR5 

DTR 

00 Tx ^5b/char 
01 Tx 7b/char 

10 Tx 6b/char 

11 Tx 8b/char 

SEND 

BREAK 

Tx 

ENABLE 

0 

(SELECTS 
SDLC / 
HDLC 
CRC) 

RTS 

Tx 

CRC 

ENABLE 
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transmit character length (WR5; D6, D5), interrupt 
modes (WR1 ; WR2), Transmit Enable (WR5; D3), 
Receive Enable (WR3; DO), Auto Enable (WR3; D5) 
and External/Status Interrupt (WR1; D0).WR4 
parameters must be written before WR1, WR3, 
WR5, WR6 and WR7. 

The Interrupt modes for SDLC operation are similar 
to those discussed previously in the synchronous 
operations section. 

Transmit 

After a channel reset, the MPSC begins sending 
SDLC flags. 

Following the flags in an SDLC operation the 8-bit 
address field, control field and information field may 
be sent to the MPSC by the microprocessor. The 
MPSC transmits the Frame Check Sequence using 
the Transmit Underrun feature. The MPSC automat- 
ically inserts a zero after every sequence of 5 con- 
secutive 1’s except when transmitting Flags or 
Aborts. 

SDLC — like protocols do not have provision for fill 
characters within a message. The MPSC therefore 
automatically terminates an SDLC frame when the 
transmit data buffer and output shift register have 
no more bits to send. It does this by sending the two 
bytes of CRC and then one or more flags. This allows 
very high-speed transmissions under DMA or CPU 
control without requiring the CPU to respond 
quickly to the end-of-message situation. 

After a reset, the Transmit Underrun/EOM status bit 
is in the set state and prevents the insertion of CRC 
characters during the time there is no data to send. 
Flag characters are sent. The MPSC begins to send 
the frame when data is written into the transmit buf- 
fer. Between the time the first data byte is written, 
and the end of the message, the Reset Transmit 
Underrun/EOM (WRO; D7, D6) command must be 
issued. The Transmit Underrun/EOM status bit (RRO; 
D6) is in the reset state at the end of the message 
which automatically sends the CRC characters. 

The MPSC may be programmed to issue a send 
Abort command (WRO; D5, D4, D3). This command 
causes at least eight 1 ’s but less than fourteen 1 ’s to 
be sent before the line reverts to continuous flags. 


Receive 

After initialization, the MPSC enters the Hunt phase, 
and remains in the Hunt phase until the first Flag is 
received. The MPSC never again enters the Hunt 
phase unless the microprocessor writes the Enter 
Hunt command. The MPSC will also detect flags 
separated by a single zero. For example, the bit pat- 
tern 011111101111110 will be detected as two flags. 

The MPSC can be programmed to receive all frames 
or it can be programmed to the Address Search 
Mode. In the Address Search Mode, only frames with 
addresses that match the value in WR6 or the global 
address (OFFH) are received by the MPSC. Extended 
address recognition must be done by the micropro- 
cessor software. 

The control and information fields are received as 
data. 

SDLC/HDLC CRC calculation does not have an 8-bit 
delay, since all characters are included in the calcu- 
lation, unlike Byte Synchronous Protocols. 

Reception of an abort sequence (7 or more 1’s) will 
cause the Break/Abort bit (RRO; D7)to be set and will 
cause an External/Status interrupt, if enabled. After 
the Reset External/Status Interrupts Command has 
been issued, asecond interrupt will occur at the end 
of the abort sequence. 


MPSC 

Detailed Command/Status Description 

GENERAL 

The MPSC supports an extremely flexible set of se- 
rial and system interface modes. 


The system interface to the CPU consists of 8 ports 
or buffers: 


cs 

Al 

Ap 

Read Operation 

Write Operation 

0 

0 

0 

Ch A Data Read 

Ch A Data Write 

0 

1 

0 

Ch A Status Read 

Ch A Command/Parameter 

0 

0 

1 

Ch B Data Read 

Ch B Data Write 

0 

1 

1 

Ch B Status Read 

Ch B Command/Parameter 

1 

X 

X 

High Impedance 

High Impedance 


Data buffers are addressed by A 1 = 0, and Command 
ports are addressed by A., = 1. 
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COMMAND/STATUS DESCRIPTION 

The following command and status bytes are used 
during initialization and execution phases of opera^ 
tion. All Command/Status operations on the two 
channels are identical, and independent, except 
where noted. 


Command 0 
Command 1 


Command 2 


Detailed Register Description 


Write Register 0 (WRO): 


Command 3 


MSB 


LSB 

“T 

D7 ^ D6 

D5 1 D4 ^ D3 
1 1 

1 1 

D2 | D1 ^ DO 

v — -„ Y J 



COMMAND/STATUS POINT ER 
REGISTER POINTER 

Command 4 



NULL CODE 
SEND ABORT (SDLC) 

RESET EXT/STATUS INTERRUPTS 
CHANNEL RESET 
ENABLE INTERRUPT ON NEXT Rx 
CHARACTER 

RESET TxINT/DMA PENDING 
ERROR RESET 
END OF INTERRUPT 


Command 5 


NULL CODE 

RESET Rx CRC CHECKER 
RESET Tx CRC GENERATOR 
RESET Tx UNDERRUN/EOM LATCH 

Command 6 


WRO 

D2, D1, DO^-Command/Status Register Pointer bits 
determine which write-register the next byte is to be 
written into* or which read-register the next byte is to 
be read from. After reset, the first byte written into 
either channel goes into WRO. Following a read or 
write to any register (except WRO) the pointer will 
point to WRO. 

D5, D4, D3 — Command bits determine which of the 
basic seven commands are to be performed. 


Command 7 


D7, D6 
00 
01 



Null — has no effect. 

Send Abort — causes the genera- 
tion of eight to thirteen I’s when 
in the SDLC mode. 

Reset External/Status Interrupts — 
resets the latched status bits of 
RRO and re-enables them, allowing 
interrupts to occur again. 

Channel Reset— resets the Latch- 
ed Status bits of RRO, the 
interrupt prioritization logic and 
all control registers for the 
channel. Four extra system 
clock cycles should be allowed 
for MPSC reset time before any 
additional commands or controls 
are written into the channel. 

Enable Interrupt on Next Receive 
Character — if the Interrupt on 
First Receive Character mode is 
selected, this command reacti- 
vates that mode after each com- 
plete message is received to 
prepare the MPSC for the next 
message. 

Reset Transmitter Interrupt/DMA 
Pending — if The Transmit 
Interrupt/DMA, Enable mode is 
selected, the MPSC automatically 
interrupts or requests DMA data 
transfer when the transmit buffer 
becomes empty. When there are no 
more characters to be sent, 
issuing this command prevents 
further transmitter interrupts or 
DMA requests until the next 
character has been completely 
sent. 

Error Reset — error latches, Pari- 
ty and Overrun errors in RR1 are 
reset. 

End of Interrupt — resets the 
interrupt-in-service latch of the 
highest-priority internal device 
under service. 

CRC Reset Code 
Null — has no effect. 

Reset Receive CRC Checker — 
resets the CRC checker to 0’s. If in 
SDLC mode the CRC checker is 
initialized to all I’s. 
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10 Reset Transmit CRC Generator D1 

— resets the CRC generator to 

0’s. If in SDLC mode the CRC 
generator’s initialized to all 1’s. 

11 Reset Tx Underrun/End of Message D2 

Latch. 


Write Register 1 (WR1): 


D4 D3 


EXT INTERRUPT 


D4, D3 
0 0 


0 1 

TxINTERRUPT/ 

DMA ENABLE 


1 o 

1 = VARIABLE 

STATUS AFFECTS VECTOR 


VECTOR (CHB ONLY) 0 = FIXED 
(NULL CODE CH A) VECTOR 


0 0 RxINT/DMA DISABLE 


1 


0 1 RxINT ON FIRST CHAR OR SPECIAL 

CONDITION 

1 0 INT ON ALL Rx CHAR (PARITY AFFECTS 

VECTOR) OR SPECIAL CONDITION 

1 1 INT ON ALL Rx CHAR (PARITY DOES 

NOT AFFECT VECTOR) OR SPECIAL 
CONDITION 


1 = WAIT ON Rx, 0 = WAIT ON Tx 


MUST BE ZERO 


WAIT ENABLE 1 = ENABLE, 0 -■= DISABLE 


WR1 

DO External/Status Interrupt Enable 

— allows interrupt to occur as the 
result of transitions on the CD, 

CTS or SYNDET inputs. Also 
allows interrupts as the result of a 
Break/Abort detection and termi- 
nation, or atthe beginning of CRC, D6 
or sync character transmission 
when the Transmit Underrun/EOM D7 
latch becomes set. 


Transmitter Interrupt/DMA Enable 
— allows the MPSC to interrupt or 
request a DMA transfer when the 
transmitter buffer becomes empty. 

Status Affects vector — (WR1, D2 
active in channel B only.) If this 
bit is not set, then the fixed vector, 
programmed in WR2, is returned 
from an interrupt acknowledge 
sequence. If the bit is set then the 
vector returned from an interrupt 
acknowledge is variable as shown 
in the Interrupt Vector Table. 

Receive Interrupt Mode 

Receive Interrupts/DMA Disabled 

Receive Interrupt on First Charac- 
ter Only or Special Condition 

Interrupt on All Receive Charac- 
ters or Special Condition (Parity 
Error is a Special Receive Condi- 
tion) 

Interrupt on All Receive Charac- 
ters or Special Condition (Parity 
Error is not a Special Receive 
Condition). 

Wait on Receive/Transmit — when 
the following conditions are met 
the RDY pin is activated, otherwise 
it is held in the High-Z state. 
(Conditions: Interrupt Enabled 
Mode, Wait Enabled, CS = 0, 
AO = 0/1, and A1 = 0). The RDY 
pin is pulled low when the trans- 
mitter buffer is full or the receiver 
buffer is empty and it is driven 
High when the transmitter buffer is 
empty or the receiver buffer is full. 
The RDY a and RDY B may be 
wired OR connected since only 
one signal is active at any one time 
while the other is in the High Z 
state. 

Must be Zero 

Wait Enable— enables the wait 
function. 
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The following table describes the MPSC’s response to an interrupt acknowledge sequence: 


D5 

D4 

D3 

IPI 

MODE 

INTA 

Data Bus 

0 

X 

X 

X 

Non-vectored 

Any INTA 

D7 DO 

High Impedance 

1 

0 

0 

0 

85 Mode 1 

1st INTA 
2nd INTA 
3rd INTA 

110 0 1 10 1 

V7 V6 V5 V4* V3* V2* VI V0 
0000 0 0 00 

1 

0 

0 

1 

85 Mode 1 

1st INTA 
2nd INTA 
3rd INTA 

110 0 1 1 0 1 
High Impedance 
High Impedance 

1 

1 

0 

0 

86 Mode 

1st INTA 
2nd INTA 

High Impedance 

Ml V6 V5 V4 V3 V2* VI* V0* 

1 

0 

1 

0 

85 Mode 2 

1st INTA 
2nd INTA 
3rd INTA 

High Impedance 
Ml V6 V5 V4* V3* V2* VI V0 
00000000 

1 

0 

1 

1 

85 Mode 2 

1st INTA 
2nd INTA 
3rd INTA 

High Impedance 
High Impedance 
High Impedance 

1 

1 

0 

1 

86 Mode 

1st INTA 
2nd INTA 

High Impedance 
High Impedance 


*These bits are variable if the “status affects vector'' mode has been programmed, (WR1B, D2). 


Interrupt/DMA Mode, Pin Functions, and Priority 





Int/DMA 






Ch. A WR2 

Mode 


Pin Functions 


Priority 






rdy a / 

RDY b / 

IPI / 

IPO / 







RxDRQ a 

ITxDRQ. 

RxDRQ B 

TxDRQg 


D 2 

Dl 

D 0 

CH. A 

CH. B 

Pin 32 

S*in 11 

Pin 29 

Pin 30 

Highest Lowest 

0 

0 

0 

INT 

INT 





RxA, TxA, RxB, TxB, EXT A , EXTg 






rdy a 

HDYg 

IPI 

IPO 


1 

0 

0 

INT 

INT 





RxA, RxB, TxA, TxB, EXT A , EXTg 

0 

0 

1 

DMA 






RxA, TxA (DMA) 





INT 

RxDRQ a 

TxDRQ a 

_ 



RxA 1 , RxB, TxB, EXT A , EXTg (INT) 






IPI 

IPO 


1 

0 

1 

DMA 






RxA, TxA (DMA) 





INT 





RxA 1 , RxB, TxB, EXT A , EXTg (INT) 

0 

1 

0 

DMA 

DMA, 





RxA, TxA, RxB, TxB (DMA) 







TxDRQ a 

RxDRQg 

TxDRQg 

RxA 1 , RxB 1 , EXT a , EXTg (INT) 






RxDRQ a 

RxA, RxB, TxA, TxB, (DMA) 

1 

1 

0 

DMA 

DMA 



1 


RxA 1 , RxB 1 , EXT a , EXTg (INT) 


Special Receive Condition 
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Interrupt Vector Mode Table 


808S Modes 
8086/88 Mode 

v 4 v 3 v 2 

V 2 V, v 0 

Channel 

Condition 

Note 1 : Special 
Receive Condition = 
Parity Error, 

Rx Overrun Error, 
Framing Error, 

End of Frame (SDLC) 

0 0 0 
0 0 1 
0 1 0 
0 1 1 

B 

Tx Buffer Empty 
Ext/Status Change 
Rx Char. Available 
Special Rx Condition 
(Note 1) 

1 0 0 
1 0 1 
1 1 0 
1 1 1 

A 

Tx Buffer Empty 
Ext/Status Change 
Rx Char. Available 
Special Rx Condition 
(Note 1) 


Write Register 2 (WR2): Channel B WR2 CHANNEL B 

D7-D0 Interrupt vector — This register contains 

the value of the interrupt vector placed 
on the data bus during interrupt ac- 
knowledge sequences. 


Interrupt 

Vector 


I 1 1 1 1 1 1 

V7 V6 V5 V4 V3 V2 VI VO 

_J 1 I I I I I 


Write Register 3 (WR3): 


MSB LSB 



0 0 Rx 5 BITS/CHAR 

0 1 Rx 7 BiTS/CHAR 

1 0 Rx 6 BITS/CHAR 

1 1 Rx 8 BITS/CHAR 
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WR3 

DO Receiver Enable — A one enables the re- 
ceiver to begin. This bit should be set only 
after the receiver has been initialized. 

D1 Sync Character Load Inhibit — A one pre- 
vents the receiver from loading sync 
characters into the receive buffers. In 
SDLC, this bit must be zero. 

D2 Address Search Mode — If the SDLC mode 
has been selected, the MPSC will re- 
ceive all frames unless this bit is a 1 . If this 
bit is a 1 , the MPSC will receive only frames 
with address bytes that match the global 
address (OFFH) or the value loaded into 
WR6. This bit must be zero in non-SDLC 
modes. 

D3 Receive CRC Enable — A one in this bit 
enables (or re-enables) CRC calculation. 
CRC calculation starts with the last charac- 
ter placed in the Receiver FIFO. A zero in 
this bit disables, but does not reset, the 
Receiver CRC generator. 

D4 Enter Hunt Phase — After initialization, the 
MPSC automatically enters the Hunt mode. 
If synchronization is lost, the Hunt phase 
can be re-entered by writing a one to this 
bit. 

D5 Auto Enable— A one written to this bit causes 
CD to be a utom atic enable signal for the 
receiver and CTS to be an automatic enable 
signal for the transmitter^ zer o wr itten to 
this bit limits the effect of CD and CtS signals 
to setting/resetting their corresponding bits 
in the status register (RRO). 

D7, D6 Receive Character length 

0 0 Receive 5 Data bits/character 

0 1 Receive 7 Data bits/character 

1 0 Receive 6 Data bits/character 

1 1 Receive 8 Data bits/character 


Write Register 4 (WR4): 


MSB LSB 



0 1 X16 CLOCK 


1 0 X32 CLOCK 

1 1 X64 CLOCK 


WR4 

DO Parity — a one in this bit causes a parity 

bit to be added to the programmed number 
of data bits per character for both the 
transmitted and received character. If the 
MPSC is programmed to receive 8 bits per 
character, the parity bit' is not transferred 
to the microprocessor. With other receiver 
character lengths, the parity bit is trans- 
ferred to the microprocessor. 

D1 Even/Odd Parity— if parity is enabled, a 
one in this bit causes the MPSC to transmit 
and expect even parity, and a zero causes 
it to send and expect odd parity. 

D3, D2 Stop bits/sync mode 
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0 0 Selects synchronous modes. 

0 1 Async mode, t stop bit/character 

1 0 Async mode, I-V 2 stop bits/character 

1 1 Async mode, 2 stop bits/character 

D5, D4 Sync mode select 

0 0 8 bit sync character 

0 1 16 bit sync character 

1 0 SDLC mode (Flag sync) 

1 1 External sync mode 

D7, D6 Clock mode— selects the clock/data rate 
multiplier for both the receiver and the 
transmitter, lx mode must be selected for 
synchronous modes. If the lx mode is 
selected, bit synchronization must be done 
externally. 

0 0 Clock rate = Data rate x 1 

0 1 Clock rate = Data rate x 16 

1 0 Clock rate = Data rate x 32 

1 1 Clock rate = Data rate x 64 

Write Register 5 (WR5): 


MSB LSB 



WR5 

DO Transmit CRC Enable — a one in this bit 
enables the transmitter CRC generator. 
The CRC calculation is done when a 
character is moved from the transmit 
buffer into the shift-register. A zero in this 
bit disables CRC calculations. If this bit is 
not set when a transmitter underrun 
occurs, the CRC will not be sent. 

D1 Req uest to Send — a one in this bit forces 
the RTS pin active (low) and zero in this bit 
forces the RTS pin inactive (high). 

D2 CRC Select — a one in this bit selects the 
CRC -16 polynomial (X 16 + X 15 + X 2 + 1) 
and a zero in this bit selects the CCITT-CRC 
polynomial (X 16 + X 12 + X 5 + 1). In SDLC 
mode, CCITT-CRC must be selected. 

D3 Transmitter Enable — a zero in this bit 
forces a marking state on the transmitter 
output. If this bit is set to zero during data 
or sync character transmission, the mark- 
ing state is entered after the character has 
been sent. If this bit is set to zero during 
transmission of a CRC character, sync or 
flag bits are substituted for the remainder 
of the CRC bits. 


D4 Send Break— a one in this bit forces the 
transmit data low. A zero in this bit allows 
normal transmitter operation. 

D6, D5 Transmit Character length 

0 0 Transmit 1 - 5 bits/character 

0 1 Transmit 7 bits/character 

1 0 Transmit 6 bits/character 

1 1 Transmit 8 bits/character 

Bits to be sent must be right justified least significant 
bit first, eg: 

D7 D6 D5 D4 D3 D2 D1 DO 

0 0 B5 B4 B3 B2 B1 BO 
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Five or less mode allows transmission of one to five bits per 
character. The microprocessor must format the data in 
the following way: 


D7 

D6 

D5 

D4 

D3 

D2 

D1 

DO 


1 

1 

1 

1 

0 

0 

0 

B0 

Sends one data bit 

1 

1 

1 

0 

0 

0 

B1 

B0 

Sends two data bits 

1 

1 

0 

0 

0 

B2 

B1 

B0 

Sends three data bits 

1 

0 

0 

0 

B3 

B2 

B1 

B0 

Sends four data bits 

0 

0 

0 

B4 

B3 

B2 

B1 

B0 

Sends five data bits 


D7 Data Termi nal R eady — when set, this bit 
forces the DTR pin act ive ( low). When 
reset, this bit forces the DTR pin inactive 
(high). 


Write Register 6 (WR6): 


Write Register 7 (WR7): 


I 1 1 1 1 1 1 — 

D7 D6 D5 D4 D3 D2 D1 DO 

I I I I I I I 


Least significant 


Sync byte (Address 
in SDLC/HDLC Mode) 


D7 * D6 ^ D5 * D4 ^ D3 * D2 ' D1 ' DO 

I I l , .l_l » I 


Most Significant 


, Sync byte (must 
be 01111110 in 
SDLC/HDLC Mode) 


WR6 

D7-D0 Sync/Address — this register contains the 
transmit sync character in Monosync 
mode, the low order 8 sync bits in Bisync 
mode, or the Address byte in SDLC mode. 


WR7 

D7-D0 Sync/Flag — this register contains the re- 
ceive sync character in Monosync mode, 
the high order 8 sync bits in Bisync mode, 
or the Flag character (01111110) in SDLC 
mode. WR7 is not used in External Sync 
mode. 
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Read Register 0 (RRO): 


E 

D6 

" 

D4 

" 


JL 

DO 


Rx CHAR AVAILABLE 
Int PENDING (CHA ONLY) 

Tx BUFFER EMPTY 
CARRIER DETECT 
SYNC/HUNT 
CTS 

Tx UNDERRUN/EOM 
BREAK/ABORT 


, EXTERNAL STATUS 
’ INTERRUPT MODE 


RRO 

DO Receive Character Available— this bit is 
set when the receive FIFO contains data 
and is reset when the FIFO is empty. 

D1 Interrupt Periding* — This Interrupt-Pend- 
ing bit is reset when an EOI command is 
issued and there is no other interrupt re- 
quest pending at that time. 

D2 Transmit Buffer Empty— This bit is set 
whenever the transmit buffer is empty 
except when CRC characters are being 
sent in a synchronous mode. This bit is 
reset when the transmit buffer is loaded. 
This bit is set after an MPSC reset. 

D3 Carrier Detect — This bit contains the state 
of the CD pin at the time of the last change 
of any of the External/Status bits (CD, 
CTS, Sync/Hunt, Break/Abort, or Tx 
Underrun/EOM). Any change of state of the 
CD pin causes the CD bit to be latched and 
causes an External/Status interrupt. This bit 
indicates current state of the CD pin im- 
mediately following a Reset External/Status 
Interrupt command. 

*ln vector m ode t his bit is set at the falling edge of 
the second INTA in an INTA cycle for an internal 
interrupt request. In non-vector mode, this bit is 
set at the falling edge of RD input after pointer 2 
is specified. This bit is always zero in Channel B. 

% 


D4 Sync/Hunt— In asynchronous modes, the 

operation of this bit is similar to the CD 
status bit, ex cept that S ync/Hunt shoyvs the 
state of the SYNDET input. A ny High-to- 
Low transition on the SYNDET pin sets this 
bit, and causes an External/Status inter- 
rupt (Tf enabled). The Reset External/Status 
Interrupt command is issued to clear the 
interrupt. A Low-to-High transition clears 
this bit and sets the External/Status inter- 
rupt. When the External/Status interrupt is 
set by the change in state of any other input 
or condition, this bit shows the inverted 
state of the SYNDET pin at time pf the 
change. This bit must be read immediately 
following a Reset External/Status Interrupt 
command to read the current state of the 
SYNDET input. 

In the External Sync mode, the Sync/Hunt 
bit operates in a fashion similar to the 
Asynchronous mode, except the Enter 
Hunt Mode control bit enables the external 
sync detection logic. When the External 
Sync Mode and Enter Hunt Mode bits are 
set (for example, when the re ceiver is 
enabled following a reset), the SYNDET 
input must be held High by the external 
logic until external character syn chroniza- 
tion is achieved. A High at the SYNDET 
input holds the Sync/Hunt status in the 
reset condition. 


6-66 


170102-001 






When e xternal synchronization is 
achieved, SYNDET must be drive n Low on 
the second ri sing edge of RxC after the 
rising edge of RxC on which the last bit of 
the sync character was received. In other 
words, after the sync pattern is detected, 
the external logic must wait for tw o full 
Rece ive Clock c ycles to a ctivate the SYN- 
DET input. Once SYNDET is forced Low, it 
is good practice to keep it Low until the 
CPU informs the external sync logic that 
synchronization has been lost or a new 
message is about to start. T he High-to-Low 
transition of the SYNDET output sets the 
Sync/Hunt bit, which sets the External/ 
Status interrupt. The CPU must clear the 
interrupt by issuing the Reset External/ 
Status Interrupt Command. 


When the SYNDET input goes High again, 
another External/Status interrupt is gener- 
ated that must also be cleared. The Enter 
Hunt Mode control bit isset whenever 
character synchronization is lost or the end 
of message is detected. In this case, the 
MPSC again looks for a High-to*Low transi- 
tion on the SYNDET input and the opera- 
tion repeats as explained previously. This 
implies the CPU should also inform the ex- 
ternal logic that character synchronization 
has been los t and that the MPSC is waiting 
for SYNDET to become active. 

In the Monosync and Bisync Receive D6 
modes, the Sync/Hunt status bit is initially 
set to 1 by the Enter Hunt Mode bit. The 
Sync/Hunt bit is reset when the MPSC es- 
tablishes character synchronization. The 
High-to-Low transition of the Sync/Hunt bit 
causes an External/Status interrupt that 
must be cleared by the CPU issuing the 
Reset External/Status Interupt command. 

This enables the MPSC to detect the next 
transition of other External/Status bits. 

When the CPU detects the end of message D7 
or that character synchronization is lost, it 
sets the Enter Hunt Mode control bit, which 
sets the Sync/Hunt bit to 1. The Low-to- 
High transition of the Sync/Hunt bit sets the 
External/Status Interrupt, which mu st also 
be cleared by the Reset External/Status 
Interrupt Command. Note that the SYNDET 
pin acts as an output in this mode, and 
goes low every time a sync pattern is de- 
tected in the data stream. 
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In the SDLC mode, the Sync/Hunt bit is 
initially set by the Enter Hunt mode bit, or 
when the receiver is disabled. In any case, it 
is reset to 0 when the opening flag of the 
first frame is detected by the MPSC. The 
External/Status interrupt is also generated, 
and should be handled as discussed 
previously . 


Unlike the Monosync and Bisync modes, 
once the Sync/Hunt bit is reset in the SDLC 
mode, it does not need to be set when the 
end of message is detected. The MPSC au- 
tomatically maintains synchronization. 
The only way the Sync/Hunt bit can be set 
again is by the Enter Hunt Mode bit, or by 
disabling the receiver. 


Clear to Send — t his b it contains the in- 
verted state oftheCTSpin at the time of the 
last change of any of the External/Status 
bits (CD, CTS, Sync/Hunt, Break/Abort, or 
Tx U nder run/EOM). Any change of state of 
the CTS pin causes the CTS bit to be 
latched and causes an External/Status 
interrupt. This bit indicates the in verse of 
the current state of the CTS pin im- 
mediately following a Reset External/ 
Status Interrupt command. 


Transmitter Underrun/End of Message — 
this bit is in a set condition following a reset 
(internal or external). The only command 
that can re«et this bit is the Reset Transmit 
Underrun/EOM Latch command (WRO, D 6 
and D 7 ). When the Transmit Underrun con- 
dition occurs, this bit is set, which causes 
the External/Status Interrupt which must 
be reset by issuing a Reset External/Status 
command (WRO; command 2). 


Break/Abort— in the Asynchronous Re- 
ceive mode, this bit is set when a Break 
sequence (null character plus framing 
error) is detected in the data stream. The 
External/Status interrupt, if enabled, is set 
when break is detected. The interrupt ser- 
vice routine must issue the Reset 
External/Status Interrupt command (WRO, 
Command 2) to the break detection logic 
so the Break sequence termination can be 
recognized. 
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The Break/Abort bit is reset when the ter- 
mination of the Break sequence is detected 
in the incoming data stream. The termina- 
tion of the Break sequence also causes the 
External/Status interrupt to be set. The 
Reset External/Status Interrupt command 
must be issued to enable the break detec- 
tion logic to look for the next Break se- 
quence. A single extraneous null character 
is present in the receiver after the termina- 
tion of a break; it should be read and 
discarded. 


DO All sent — this bit is set when all charac- 

ters have been sent, in asynchronous 
modes. It is reset when characters are in 
the transmitter, in asynchronous modes. 
In synchronous modes, this bit is always 
set. 

D3, D2, D1 Residue Codes— bit synchronous pro- 
tocols ailow l-fields that are not an inte- 
gral number of characters. Since trans- 
fers from the MPSC to the CPU are char- 
acter oriented, the residue codes 
provide the capability of receiving 
leftover bits. Residue bits are right jus- 
tified in the last two data bytes received. 


In the SDLC Receive mode, this status bit is D4 
set by the detection of an Abort sequence 
(seven or more Ts). The External/Status 
interrupt is handled the same way as in the 
case of a Break. The Break/Abort bit is not 
used in the Synchronous Receive mode. 


Parity Error — If parity is enabled, this bit 
is set for received characters whose par- 
ity does not match the programmed 
sense (Even/Odd). This bit is latched. 
Once an error occurs, it remains set until 
the Error Reset command is written. 
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Read Register 1 (RR1): (Special Receive Condition Mode) 


MSB LSB 



D5 Receive Overrun Error — this bit indi- 

cates that the receive FIFO has been 
overloaded by the receiver. The last 
character in the FIFO is overwritten and 
flagged with this error. Once the over- 
written character is read, this error con- 
dition is latched until reset by the Error 
Reset command. If the MPSC is in the 
, status affects vector mode, the overrun 
causes a special Receive Condition 
Vector. 

D6 CRC/Framing Error — In async modes, a 

one in this bit indicates a receive fram- 


ing error. In synchronous modes, a one 
in this bit indicates that the calculated 
CRC value does not match the last two 
bytes received. It can be reset by issuing 
an Error Reset command. 


D7 End of Frame — this bit is valid only in 

SDLC mode. A one indicates that a valid 
ending flag has been received. This bit is 
reset either by an Error Reset command 
or upon reception of the first character 
of the next frame. 
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Read Register 2 (RR2): 


MSB LSB 



Vector Vector Mode (WR1 ; D2) 

RR2 Channel B 

D7-D0 Interrupt vector— contains the interrupt 
vector programmed into WR2. If the status 
affects vector mode is selected (WR1; D2), it 
contains the modified vector (See WR2). RR2 
contains the modified vector for the highest 
priority interrupt pending. If no interrupts are 
pending, the variable bits in the vector are set 
to one. 

SYSTEM INTERFACE 

General 

The MPSC to Microprocessor System interface can 
be configured in many flexible ways. The basic inter- 
face types are polled, wait, interrupt driven, or direct 
memory access driven. 

Polled operation is accomplished by repetitively 
reading the status of the MPSC, and making deci- 
sions based on that status. The MPSC can be polled 
at any time. 

Wait operation allows slightly faster data throughput 
for the MPSC by manipulating the Ready input to the 
microprocessor. Block Read or Write Operations to 
the MPSC are started at will by the microprocessor 
and the MPSC deactivates its RDY signal if it is not 
yet ready to transmit the new byte, or if reception of 
nevtf byte is not completed. 

Interrupt driven operation is accomplished via an 
internal or external interrupt controller. When the 
MPSC requires service, it sends an interrupt request 
signal to the microprocessor, which responds with 
an interrupt acknowledge signal. When the internal 
or external interrupt controller receives the ac- 
knowledge, it vectors the microprocessor to a ser- 
vice routine, in which the transaction occurs. 


DMA operation is accomplished via an external DMA 
controller. When the MPSC needs a data transfer, it 
request a DMA cycle from the DMA controller. The 
DMA controller then takes control of the bus and 
simultaneously does a read from the MPSC and a 
write to memory or vice-versa. 

The following section describes the many config- 
urations of these basic types of system interface 
techniques for both serial channels. 

POLLED OPERATION: 

In the polled mode, the CPU must monitor the de- 
sired conditions within the MPSC by reading the ap- 
propriate bits in the read registers. All data available, 
status, and error conditions are represented by the 
appropriate bits in read registers 0 and 1 for chan- 
nels A and B. 

There are two ways in which the software task of 
monitoring the status of the MPSC has been re- 
duced. One is the “ORing” of all conditions into the 
Interrupt Pending bit. (RRO; D1 channel A only). This 
bit is set when the MPSC requires service, allowing 
the CPU to monitor one bit instead of four status reg- 
isters. The other is available when the “status- 
affects-vector” mode is selected. By reading RR2 
Channel B, the CPU can read a vector who’s value 
will indicate that one or more of group of conditions 
has occurred, narrowing the field of possible condi- 
tions. See WR2 and RR2 in the Detailed Command 
Description section. 

Software Flow, Polled Operation 


RECEIVE TRANSMIT 

RRO, DO is reset automatically when the data is read 
RRO, D2 is reset automatically when the data is written 
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Hardware Configuration, Polled Operation 



WAIT OPERATION: 

Wait Operation is intended to facilitate data trans- 
mission or reception using block move operations. If 
a block of data is to be transmitted, for example, the 
CPU can execute a String I/O instruction to the 
MPSC. After writing the first byte, the CPU will at- 
tempt to write a second byte immediately as is the 
case of block move. The MPSC forces the RDY 
signal low which inserts wait states in the CPU’s 
write cycle until the transmit buffer is ready to ac- 
cept a new byte. At that time, the RDY signal is high 
allowing the CPU to finish the write cycle. The CPU 
then attempts the third write and the process is 
repeated. 

Similar operation can be programmed for the re- 
ceiver. During initialization, wait on transmit (WR1; 
D5 = 0) or wait on receive (WR1 ; D5 = 1 ) can be 
selected. The wait operation can be enabled/ 
disabled by setting/resetting the Wait Enable Bit 
(WR1 ; D7). 

CAUTION: ANY CONDITION THAT CAN CAUSE THE 
TRANSMITTER TO STOP (EG, CTS GOES INAC- 
TIVE) OR THE RECEIVER TO STOP (EG, RX DATA 
STOPS) WILL CAUSE THE MPSC TO HANG THE 
CPU UP IN WAIT STATES UNTIL RESET. EXTREME 
CARE SHOULD BE TAKEN WHEN USING THIS FEA- 
TURE. 

INTERRUPT DRIVEN OPERATION: 

The MPSC can be programmed into several inter- 
rupt modes: Non-Vectored, 8085 vectored, and 
8088/86 vectored. In both vectored modes, multiple 
MPSC’s can be daisy-chained. 

In the vectored mode, the MPSC responds to an 
interrupt acknowledge sequence by placing a call 


instruction (8085 mode) and interrupt vector (8085 
and 8088/86 mode) on the data bus. 

The MPSC can be programmed to cause an interrupt 
due to up to 14 conditions in each channel. The 
status of these interrupt conditions is contained in 
Read Registers 0 and 1. These 14 conditions are all 
directed to cause 3 different types of internal inter- 
rupt request for each channel: receive/interrupts, 
transmit interrupts and external/status interrupts (if 
enabled). 

This results in up to 6 internal interrupt request 
signals. The priority of those signals can be pro- 
grammed to one of two fixed modes: 

Highest Priority Lowest Priority 

RxA RxB TxA TxB ExTA ExTB 
RxA TxA RxB TxB ExTA ExTB 

The interrupt priority resolution works differently for 
vectored and non-vectored modes. 


PRIORITY RESOLUTION: VECTORED MODE 

Any interrupt condition can be accepted internally 
to the MPSC at any time, unless the MPSC’s internal 
INTA signal is active, unless a higher priority inter- 
rupt is currently accepted, or if IPI is inactive (high). 
The MPSC’s internal INTA is s et on the leading (fall- 
ing) edge of the first External INTA pulse and reset 
on th e trailing (rising) edge of the second External 
INTA pulse. After an interrupt is accepted internally; 
an External INT request is generated and the IPO 
goes inactive. IPO and IPI are used for daisy- 
chaining MPSC’s together. 
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RECEIVE CHARACTER 

PARITY ERROR SPECIAL 

RECEIVE OVERRUN ERROR ► RECEIVE 

FRAMING ERROR CONDITION 

END OF FRAME (SDLC ONLY) INTERRUPT 

FIRST DATA CHARACTER 

FIRST NON-SYNC CHARACTER (SYNC MODES) 

VALID ADDRESS BYTE (SDLC ONLY) 

CD TRANSITION 

CTS TRANSITION 

SYNC TRANSITION 

Tx UNDERRUN/EOM 

BREAK/ABORT DETECT 

TRANSMIT BUFFER EMPTY 


INTERRUPT ON FIRST 
R x CHARACTER 


EXTERNAL/ 

STATUS 

INTERRUPT 



The MPSC’s internal INTA is s et on the leading (fall- 
ing) edge of the first external INTA pulse, and reset 
on th e trailing (rising) edge of the second external 
tNTA pulse. After an interrupt is accepted internally, 


an external INT r eque st is generated and IPO goes 
inactive (high). IPO and IPI are used for daisy- 
chaining MPSC’s together. 
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In-Service Timing 



Each of the six interrupt sources has an associated highest priority In-Service latch is set. After the In- 

In-Service latch. After priority has been resolved, the Service latch is set, the INT pin goes inactive (high). 
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EOI Command Timing 



Lower priority interrupts are not accepted internally 
while the In-Service latch is set. However, higher 
priority in terr upts are accepted internally and a new 
external INT request is generated. If the CPU re- 
sponds with a new INTA sequence, the MPSC will re- 
spond as before, suspending the lower priority 
interrupt. 


After the interrupt is serviced, the End-of-lnterrupt 
(EOI) command should be written to the MPSC. This 
command will cause an internal pulse that is used to 
reset the In-Service Latch which allows service for 
lower priority interrupts in the daisy-chain to re- 
sume, provided a new INTA sequence does not start 
for a higher priority interrupt (higher than the high- 
est under service). If therejs no interrupt pending in- 
ternally, the IPO follows IPI. 
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PRIORITY RESOLUTION: 
NON-VECTORED MODE 


, In non-vectored mode, the MPSC does n ot res pond 
to interrupt acknowledge sequences. The INTA input 
(pin 27) must be pulled high for proper operation. 
The MPSC should be programmed to the Status- 
Affects- Vector mode, and the CPU should read RR2 
(Ch. B) in its service routine to determine which inter- 
rupt requires service. 


In this case, the internal pointer being set to RR2 
provides the same function as the internal INTA 
signal in the vectored mode. It inhibits acceptance 
of any additional internal interrupts and its leading 
edge starts the interrupt priority resolution circuit. 
The interrupt priority resolution is ended by the lead- 
ing edge of the read signal used by the CPU to 
retrieve the modified vector. The leading edge of 
read sets the In-Service latch and forces the external 
INT output inactive (high). The internal pointer is 
reset to zero after the trailing edge of the read pulse. 
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Note that if RR2 is specified but not read, no internal 
interrupts, regardless of priority, are accepted. 

DAISY CHAINING MPSC: 

In the vectored interrupt mode, multipl e MP SC’s can 
be daisy-chained on the same INT, INTA signals. 
These signals, in conjunction with the IPI and IPO 
allow a daisy - chain - like interrupt resolution 
scheme. This scheme can be configured for either 
8085 or 8086/88 based system. 

In either mode, Jtje same hardware configuration is 
called for. The INT request lines are wire-OR’ed to- 
gether at the input of a T TL inv erter which drives the 
INT pin of the CPU. The INTA signal from the CPU 
drives all of the daisy-chained MPSC’s. 

The MPSC drives IPO (Interrupt Priority Output) in- 
active (high) if IF! (Interrupt Priority input) is inactive 
(high), or if the MPSC has an interrupt pending. 

The IPO of the highest priority MPSC is connected to 
the IPI of the next highest priority MPSC, and so on. 


If IPI is active (low), the MPSC knows that all highor 
priority MPSC’s have no interrupts pending. The IPI 
pin of the highest priority MPSC is strapped active 
(low) to ensure that it always has priority over the 
rest. 

MPSC’s Daisy-chained on an 8088/86 CPU should be 
programmed to the 8088/86 Interrupt mode (WR2; 
D4, D3 (Ch. A). MPSC’s Daisy-chained on an 8085 
CPU should be programmed to 8085 interrupt mode 
1 if it is the highest priority MPSC. In this mode, the 
highest priority MPSC issues the CALL instruction 
during the first INTA cycle, and the interrupting 
MPSC provides the interrupt vector during the fol- 
lowing INTA cycles. Lciwer priority MPSC’s should 
be programmed to 8085 interrupt mode 2. 

MPSC’s used alone in 8085 systems should be pro- 
grammed to 8085 mode 1 interrupt operation. 
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DMA Acknowledge Circuit 



DMA Timing 



DMA OPERATION 

Each MPSC can be programmed to utilize up to four 
DMA channels: Transmit Channel A, Receive Chan- 
nel A, Transmit Channel B, Receive Channel B. Each 
DMA Channel has an associated DMA Request line. 
Acknowledgement of a DMA cycle is done via nor- 
mal data read or write c ycles. This is accomplished 
by encoding the DACK signals to generate A 0 , A-,, 
and CS signals, and_multiplexing them with the 
normal A 0 , A-,, and CS signals. 

PERMUTATIONS 

Channels A and B can be used with different system 
interface modes. In all cases it is impossible to poll 
the MPSC. The following table shows the possible 


permutations of interrupt, wait, and DMA modes for 
channels A and B. Bits D-,, D 0 of WR2 Ch. A deter- 
mine these permutations. 


Permutation 
WR2 Ch. A 
Di D 0 

Channel A 

Channel B 


Wait 

Wait 

0 0 

Interrupt 

Interrupt 


Polled 

Polled 

' 0 1 

DMA 

Interrupt 


Polled 

Polled 

1 0 

DMA 

DMA 


Polled 

Polled 


D1, DO =- 1,1 is illegal. 
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PROGRAMMING HINTS 


Transmit Under-run/EOM Latch 


This section will describe some useful programming 
hints which may be useful in program development. 


Asynchronous Operation 

At the end of transmission, the CPU must issue “Reset 
Transmit Interrupt/DMA Pending” command in WROto 
reset the last transmit empty request which was not 
satisfied. Failing to do so will result in the MPSC 
locking up in a transmit empty state forever. 


Non-Vectored Mode 

In non-vectored mode, the Interrupt Acknowledge pin 
(INTA) on the MPSC must be tied high through a 
pull-up resistor. Failing to do so will result in unpre- 
dictable response from the 8274. 


HDLC/SDLC Mode 

When receiving data in SDLC mode, the CRC bytes 
must be read by the CPU (or DMA controller) just like 
any other data field. Failing to do so will result in 
receiver buffer overflow. Also, the End of Frame Inter- 
rupt indicates that the entire frame has been received. 
At this point, the CRC result (RR1:D6) and residue code 
(RR1;D3, D2, D1) may be checked. 


Status Register RR2 

RR2 contains the vector which gets modified to indicate 
the source of interrupt (See the section titled MPSC 
Modes of Operation). However, the state of the vector 
does not change if no new interrupts are generated. 
The contents of RR2 are only changed when a new 
interrupt is generated. Jn order to get the correct 
information, RR2 must be read only after an interrupt is 
generated, otherwise it will indicate the previous state. 


Initialization Sequence 

The MPSC initialization routine must issue a channel 
Reset Command at the beginning. WR4 should be 
defined before other registers. At the end of the 
initialization sequence, Reset External/Status and Error 
Reset commands should be issued to clear any 
spurious interrupts which may have been caused at 
power up. 


In SDLC/HDLC, bisync and monosync mode, the 
transmit under-run/EOM must be reset to enable the 
CRC check bytes to be appended to the transmit frame 
or transmit message. The transmit under-run/EOM 
latch can be reset only after the first character is loaded 
into the transmit buffer. When the transmitter under- 
runs at the end of the frame, CRC check bytes are 
appended to the frame/message. The transmit under- 
run/EOM latch can be reset at any time during the 
transmission after the first character. However, it should 
be reset before the transmitter under-runs otherwise, 
both bytes of the CRC may not be appended to the 
frame/message. In the receive mode in bisync opera- 
tion, the CPU must read the CRC bytes and two more 
SYNC characters before checking for valid CRC result 
in RR1. 


Sync Character Load Inhibit 

In bisync/monosync mode only, it is possible to prevent 
loading sync characters into the receive buffers by 
setting the sync character load inhibit bit (WR3;D1=1). 
Caution must be exercised in using this option. It may 
be possible to get a CRC character in the received 
message which may match the sync character and not 
get transferred to the receive buffer. However, sync 
character load inhibit should be enabled during all 
pre-frame sync characters so the software routine does 
not have to read them from the MPSC. 

In SDLC/HDLC mode, sync character load inhibit bit 
must be reset to zero for proper operation. 


EOI Command 

EOI command can only be issued through channel A 
irrespective of which channel had generated the 
interrupt. 


Priority in DMA Mode 

There is no priority in DMA mode between the fol- 
lowing four signals: TxDRQ(CHA), RxDRQ(CHA), 
TxDRQ(CHB), RxDRQ(CHB). The priority between 
these four signals must be resolved by the DMA 
controller. At any given time, all four DMA channels 
from the 8274 are capable of going active. 
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ABSOLUTE MAXIMUM RATINGS* 


Ambient Temperature' 

Under Bias i 0°C to +70°C 

Storage Temperature 

(Ceramic Package) -65°C to +150°C 

(Plastic Package) -40°C to +125°C 

Voltage On Any Pin With 

Respect to Ground -0.5V to +7.0V 


*NOTICE: Stresses above those listed under “Absolute 
Maximum Ratings’’ may cause permanent damage to the 
device. This is a stress rating only and functional opera- 
tion of the device at these or any other conditions above 
those indicated in the operational sections of this specifi- 
cation is not implied. Exposure to absolute maximum 
rating conditions for extended periods may affect device 
reliability. 


D.C. CHARACTERISTICS (T» = 0°C to 70X; V cc = +5V ±10%) 


Symbol 

Parameter 

Min. 

Max. 

Units 

Test Conditions 

V|L 

Input Low Voltage 

-0.5 

+0.8 

v 


V| H 

Input High Voltage 

+ 2.0 

v cc + 0 - 5 

V 


V OL 

Output Low Voltage 


+ 0.45 

V 

IqL = 2.0mA 

V OH 

Output High Voltage 

+ 2.4 


V 

l<0H ='-200pA 

'IL 

Input Leakage Current 


±10 

fxA 

V|N = V cc to 0V 

*OL 

Output Leakage Current 


±10 

fx A 

v OUT = v CC to0V 

! CC 

V cc Supply Current 


200 

mA 



CAPACITANCE (t a = 25°C; Vcc = GND = 0V) 


Symbol 

Parameter 

Min. 

Max. 

Units 

Test Conditions 

C IN 

Input Capacitance 


10 

pF 

f c = 1 MHz; 

C OUT 

Output Capacitance 


15 

PF 

Unmeasured 
pins returned 
to GND 

C l/0 

Input/Output Capacitance 


20 

PF 


6-80 


170102-001 





8274 


CLK High Time 


CLK Rise Time 


CLK Fall Time 
AO, A1 Setup to RDJ, 

AO, A1 to Data Output Dlay 
AO, A1 Hold After RD| 


RDj to Data Output Delay 


RD Pulse Width 
Output Float Delay 
CS, AO, A1 Setup to WR1 
CS, AO, A1 Hold after WR 
WR Pulse Width 
Data Setup to WRf 
Data Hold After WRf 

IPI Setup to iNTA| 


IPI Hold after INTAj 


INTA Pulse Width 


IPI 4, to IPO Delay 
INTA| to Data Output Deay 




120 



0 




0 




250 





150 



0 

• 



0 




RD or WR to DRQ| 

Recovery Time Between Controls 
CS, AO, A1 to RDY a or RDY B Delay 

Data Clock Cycle 


Data Clock Low Time 


Data Clock High Time 


RxD Setup to RxCf 


RxD Hold after RxC| 
TxC to INT Delay 
RxC to INT Delay 


CTS, CD, SYNDET Low Time 


CTS, CD, SYNDET High Time 
External INT from CTS, CD, SYNDET 





















intef 


A.C. TESTING INPUT, OUTPUT WAVEFORM 

I INPUT/OUTPUT 



A C TESTING INPUTS ARE DRIVEN AT 2 4V FOR A LOGIC 1 AND 0 45V FOR 
A LOGIC 0 TIMING MEASUREMENTS ARE MADE AT 2 OV FOR A LOGIC 1 
AND 0 8V FOR A LOGIC 0 


WAVEFORMS 


8274 


A.C. TESTING LOAD CIRCUIT 


DEVICE 


TEST 

1 

T 


C L « 150 pF 

C L INCLUDES JIG CAPACITANCE 
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NOTES: 

1. INTA signal acts as RD signal. 

2. IPI signal acts as CS signal. 
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SERIAL COMMUNICATIONS CONTROLLER (SCC) 


int< 


Two independent full duplex serial 
channels 


■ On chip crystal oscillator, Baud- Rate 
Generator and Digital Phase Locked Loop 
for each channel 


■ Programmable for NRZ, NRZI or FM data 
encoding/decoding 

■ Diagnostic local loopback and automatic 
echo for fault detection and isolation 

■ System Clock Rates: 

— 4 Mhz for 82530 
— 6 Mhz for 82530-6 

■ Max Bit Rate (4 Mhz) 

-i Externally clocked: 1Mbps 

-*Self clocked: 

250 Kbps FM coding 
125 Kbps NRZI coding 

■ Interfaces easily with any INTEL CPU, 
DMA or I/O processor 


Asynchronous Modes 

— 5-8 bit character; odd, even or no 
parity; 1, 1.5 or 2 stop bits 

— Independent transmit and receive 
clocks. IX, 16X, 32X or 64X 
programmable sampling rate 

— Error Detection: Framing, Overrun and 
Parity 

— Break detection and generation 

Bit synchronous Modes 

— SDLC Loop/Non-Loop Operation 

— CRC-16 or CCITT Generation Detection 

— Abort generation and detection 

— l-field residue handling 

— CCITT X.25 compatible 

Byte synchronous Modes 

— Internal or external character 
synchronization (1 or 2 characters) 

— Automatic CRC generation and 
checking (CRC 16 or CCITT) 

— IBM Bisync compatible 


The INTEL 82530 Serial Communications Controller (SCC) is a dual-channel, multi-protocol 
data communications peripheral. It is designed to interface high speed communications lines 
using Asynchronous. Byte synchronous and Bit synchronous protocols to INTEL’S micro- 
processors based systems. It can be interfaced with Intel’s MCS51, iAPX86/88/186 and 188 in 
polled, interrupt driven or DMA driven modes of operation. 

The SCC is a 40 pin device manufactured using INTEL’S high-performance HMOS II technology. 


Intel Corporation Assumes No Responsibility for the Use of Any Circuitry Other Than Circuitry Embodied in an Intel Product No Other Circuit Patent Licenses 
are implied 


©INTEL CORPORATION, 1984 
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The following section describes the pin functions 
of the SCC. Figure 2 details the pin assignments 


Table 1. Pin Description 



Pin No. 


Name and Function 

DB 0 

40 

I/O 

Data Bus: The Data Bus lines are bi-directional three-state lines which 

DB 1 

1 

I/O 

interface with the system’s Data Bus. These lines carry data and 

db 2 

39 

I/O 

commands to and from the SCC. 

db 3 

2 

I/O 


db 4 

38 

I/O 


db 5 

3 

I/O 


db 6 

37 

I/O 


db 7 

4 

I/O 


INT 

5 

0 

Interrupt Request: The interrupt signal is activated when the SCC 
requests an interrupt. It is an open drain output. 

IEO 

6 

0 

Interrupt Enable Out: IEO is High only if IEI is High and the CPU is not 
servicing an SCC interrupt or the SCC is not requesting an interrupt 
(Interrupt Acknowledge cycl£ only). IEO is connected to the next lower 
priority device’s IEI input and thus inhibits interrupts from lower priority 
devices. 

IEI 

7 

1 

Interrupt Enable In: IEI is used with IEO to form an interrupt daisy chain 
when there js more than one interrupt-driven device. A High IEI indi- 
cates that no other higher priority device has an interrupt under service 
or is requesting an interrupt. 

Tnta 

8 

1 

Interrupt Acknowledge: This signal indicates an active Interrupt Acknowl- 
edge cycle. During this cycle, the SCC interrupt daisy chain settles. 
When RD becomes active, the SCC places an interrupt vector on the 




data bus (if IEI is High). INTA is latched by the rising edge of CLK. 

v cc 

9 


Power: +5V Power supply 

rdy a /req a 

10 

0 

Ready/Request (output, open-drain when programmed for a Ready 

RDY b /REQ b 

30 

0 

function, driven High or Low when programmed fora Requestfunction). 
These dual-purpose outputs may be programmed as Request lines fora 
DMA controller or as Ready lines to synchronize the CPU to the SCC 
data rate. The reset state is Ready. 

sync a 

11 

I/O 

Synchronization: These pins can act either as inputs, outputs or part of 

SYNC b 

29 

I/O 

the crystal oscillatorcircuit. In the Asynchronous Receive mode (crystal 
oscillator option not selected), these pins are inputs similar to CTS and 




CD. In this mode, transitions on these lines affect the state of the 
Synchronous/Hunt status bits in Read Register 0 (Figure 9) but have no 
other function. 




In External Synchronization mode with the crystal oscillator not 
selected, these lines also act as inputs. In this mode, SYNC must be 
driven LOW two receive clock cycles after the last bit in the synchronous 
character is received. Character assembly begins on the rising edge of 
the receive clock immediately preceding the activation of SYNC. 




In the Internal Synchronization mode (Monosync and Bisync) with the 
crystal oscillator not selected, these pins act as outputs and are active 
only during the part of the receive clock cycle in which synchronous 
characters are recognized. The synchronous condition is not latched, so 
these outputs are active each time a synchronization pattern is 




recognized (regardless of characters boundaries). In SDLC mode, these 
pins act as outputs and are valid on receipt of a flag. 
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Table 1. Pin Description (Cont.) 


HHIS 

Pin No. 

EH 

Name and Function 

wmmm 

12 

i 

Receive/Ttansmit clocks: These pins can be programmed in several 
different modes of operation. In each channel, mxC may supply the 
receive clock, the transmit clock, the clock for the baud rate generator, 
or the clock for the Digital Phase Locked Loop. These pins can be 
programmed for use with the respective SYNC pins as a crystal 
oscillator. The receive clock may be 1, 16, 32, or 64 times the data rate in 
Asynchronous modes 

■ 

28 

i 

RxD a 

13 

i 

Receive Data: These lines receive serial data at standard TTL levels. 

RxD b 

27 

i 


TRxC a 

14 

I/O 

Transmit/Receive clocks: These pins can be programmed in several 

TRxC b 

26 

I/O 

different modes of operation. TR'xC may supply the receive clock or the 
transmit clock in the input mode or supply the output of the Digital 
Phase Locked Loop, the crystal oscillator, the baud rate generator, or the 
transmit clock in the output mode. 

TxDA 

15 

0 

Transmit Data: These output signals transmit serial data at standard TTL 

TxDA 

25 

0 

levels 

dTr a req a 

16 

0 

Data Terminal Ready/Request: These outputs follow the state pro- 

DTR b REQ b 

24 

o 

grammed into the DTR bit They can also be used as general purpose 
outputs or as Request lines for a DMA controller. 

RTS a 

17 

0 

Request To Send: When the Request to Send (RTS) bit in Write Register 5 

rts b 

23 , 

0 

is set (figure 10), the RTS signal goes Low When the RTS bit is reset in 
the Asynchronous mode and Auto Enable is on, the signal goes High 
after the transmitter is empty. In Synchronous mode or in Asynchronous 
mode with Auto Enable off, the RTS pin strictly follows the state of the 
RTS bit. Both pins can be used as general-purpose outputs. 

cts a 

18 

1 

Clear To Send: If these pinsare programmed as Auto Enables, a Low on 

cts b 

22 

1 

the inputs enables the respective transmitters. If not programmed as 
Auto Enables, they may be used as general-purpose inputs. Both inputs 
are Schmitt-trigger buffered to accommodate slow rise-time inputs. 
The SCC detects pulses on these inputs and can interrupt the CPU on 
both logic level transitions. 

CDa 

19 

1 

Carrier Detect: These pins function as receiver enables if they are 

CD b 

21 

1 

programmed for Auto Enables, otherwise they may be used as general- 
purpose input pins Both pins are Schmitt-trigger buffered to accom- 
modate slow rise time signals. The SCC detects pulses on these pins and 
can interrupt the CPU on both logic level transitions. 

CLK 

20 

1 

Clock: This is the system SCC clock used to synchronize internal 
signals. CLK is a TTL level signal 

GND 

31 


Ground ^ 

D/C 

32 

■ 

Data/Command Select: This signal defines the type of information 
transferred to or from the SCC A High means data is transferred, a Low 
indicates a command 

cs 

33 

n 

Chip Select:This signal selects the SCC for a read or write operation. 

A/B 

34 

■ 

Channel A/Channel B Select: This signal selects the channel in which 
the read or write operation occurs 

WR 

35 

■ 

Write: When the SCC is selected this signal indicates a write operation 
The coincidence of RD and WR is interpreted as a reset 

RD 

36 

i 

1 

Read: This signal indicates a read operation and when the SCC is 
selected, enables the.SCC’s bus drivers. During the Interrupt Acknowl- 
edge cycle, this signal gates the interrupt vector onto the bus if the SCC 
is the highest priority device requesting an interrupt 
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GENERAL DESCRIPTION 

The INTEL 82530 Serial Communications Con- 
troller (SCC) is a dual-channel, multi-protocol data 
communications peripheral. The SCC functions as 
a serial-to-parallel, parallel-to-serial converter/con- 
troller. The SCC can be software-configured to 
satisfy a wide range of serial communications appli- 
cations. The device contains new, sophisticated 
internal functions including on-chip baud rate gen- 
erators, digital phase locked loops, various data 
encoding and decoding schemes, and crystal oscil- 
lators that dramatically reduce the need for external 
logic. 

In addition, diagnostic capabilities - automatic echo 
and local loopback - allow the user to detect and 
isolate a failure in the network. They greatly improve 
the reliability and maintainability of the system. 

The SCC handles Asynchronous'formats, Synch- 
ronous byte-oriented protocols such as IBM Bisync, 
and Synchronous bit-oriented protocols such as 
HDLC and IBM SDLC. This versatile device sup- 
ports virtually any serial data transfer application 
(Terminal, Personal Computer, Peripherals, Indus- 
trial Controller, Telecommunication system, etc.). 

The 82530 can generate and check CRC codes in 
any Synchronous mode and can be programmed to 
check data integrity in various modes. The SCC also 
has facilities for modem controls in both channels. 
In applications where these controls are not needed, 
the modem controls can be used for general- 
purpose I/O. 

The INTEL 82530 is designed to support INTEL’S 
MCS51, iAPX86/88 and iAPX186/188 families. 


ARCHITECTURE 

The 82530 internal structure includes two full- 
duplex channels, two baud rate generators, internal 
control and interrupt logic, and a bus interface to a 
non-multiplexed CPU bus. Associated with each 
channel are a number of read and write registers for 
mode control and status information, as well as 
logic necessary to interface to modems or other 
external devices. 


The logic for both channels provides formats, syn- 
chronization, and validation for data transferred to 
and from the channel interface. The modem control 
inputs are monitored by the control logic under 
program control. All of the modem control signals 
are general-purpose in nature and can optionally be 
used for functions other than modem control. 


The register set for each channel includes ten con- 
trol (write) registers, two synchronous character 
(write) registers, and four status (read) registers. In 
addition, each baud rate generator has two (read/w- 
rite) registers for holding the time constant that 
determines the baud rate. Finally, associated with 
the interrupt logic is a write register for the interrupt 
vector accessible through either channel, a write- 
only Master Interrupt Control register and three 
read registers: one containing the vector with status 
information (Channel B only), one containing the 
vector without status (A only), and one containing 
the Interrupt Pending bits (A only). 

The registers for each channel are designated as 
follows: 

WR0-WR15 - Write Registers 0 through 15. 
RR0-RR3, RR10, RR12, RR13, RR15- Read Registers 
0 through 3, 10, 12, 13, 15 

Table 2 lists the functions assigned to each read or 
write register. The SCC contains only one WR2 
and WR9, but they can be accessed by either 
channel. All other registers are paired (one for 
each channel). 


DATA PATH 

The transmit and receive data path illustrated in 
Figure 3 is identical for both channels. The receiver 
has three 8-bit buffer registers in a FIFO arrange- 
ment, in addition to the 8-bit receive shift register. 
This scheme creates additional time for the CPU to 
service an interrupt at the beginning of a block of 
high-speed data. Incoming data is routed through 
one of several paths (data or CRC) depending on 
the selected mode (the character length in asynch- 
ronous modes also determines the data path). 

The transmitter has an 8-bit transmit data buffer 
register loaded from the internal data bus and a 
20-bit transmit shift register that can be loaded 
either from the sync-character registers or from the 
transmit data register. Depending on the opera- 
tional mode, outgoing data is routed through one of 
four main paths before it is transmitted from the 
Transmit Data output (TxD). 
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Table 2. Read and Write Register Functions 

READ REGISTER FUNCTIONS 

WRITE REGISTER FUNCTIONS 

RRO 

Transmit/Receive buffer status and 

WR0 

CRC initialize, initialization commands for 


External status 


the various modes, shift right/shift left 

RR1 

Special Receive Condition status 


command 

RR2 

Modified interrupt vector 
(Channel B only) 

WR1 

Transmit/Receive interrupt and data 
transfer mode definition 


Unmodified interrupt 

WR2 

Interrupt vector (accessed through either 


(Channel A only) 


channel) 

RR3 

Interrupt Pending bits 

WR3 

Receive parameters and control 


(Channel A only) 

WR4 

Transmit/Receive miscellaneous parame- 

RR8 

Receive buffer 


ters and modes 

RR10 

Miscellaneous status 

WR5 

Transmit parameters and controls 

RR12 

Lower byte of baud rate generator time 

WR6 

Sync characters or SDLC address field 


constant 

WR7 

Sync character or SDLC flag 

RR13 

Upper byte of baud rate generator time 
constant 

WR8 

Transmit buffer 

RR15 

External/Status interrupt information 

WR9 

Master interrupt control and reset 
(accessed through either channel) 



WR10 

Miscellaneous transmitter/ receiver control 
bits 



WR11 

Clock mode control 



WR12 

Lower Byte of baud rate generator time 
constant 



WR13 

Upper byte of baud rate generator time 
constant 



WR14 

Miscellaneous control bits 



WR15 

External/Status interrupt control 
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Figure 3 Data Path 
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FUNCTIONAL DESCRIPTION 

The functional capabilities of the SCC can be des- 
cribed from two different points of view: as a data 
communications device, it transmits and receives 
data in a wide variety of data communications pro- 
tocols; as a microprocessor peripheral, it interacts 
with the CPU and provides vectored interrupts and 
handshaking signals. 

DATA COMMUNICATIONS 
CAPABILITIES 

The SCC provides two independent full-duplex 
channels programmable for use in any common ' 
asynchronous or synchronous data-comm unications 
protocol. Figure 4 and the following description 
briefly detail these protocols. 

Asynchronous Modes 

Transmission and reception can be accomplished 
independently on each channel with five to eight 
bits per character, plus optional even or odd parity. 
The transmitter can supply one, one-and-a-half or 
two stop bits per character and can provide a break 
output at any time. The receiver break-detection 
logic interrupts the CPU both at the start and at the 


end of a received break. Reception is protected from 
spikes by a transient spike-rejection mechanism 
that checks the signal one-half a bit time after a Low 
level is detected on the receive data input (RxD A or 
RxD b ). If the Low does not persist (as in the case of a 
transient), the character assembly process does not 
start. 

Framing errors and overrun errors are detected and 
buffered together with the partial character on 
which they occur. Vectored interrupts allow fast ser- 
vicing or error conditions using dedicated routines. 
Furthermore, a built-in checking process avoids the 
interpretation of framing error as a new start bit: a 
framing error results in the addition of one-half a bit 
time to the point at which the search for the next 
start bit begins. 

The SCC does not require symmetric transmit and 
receive clock signals — a feature allowing use of the 
wide variety of clock sources. The transmitter and 
receiver can handle data at a rate of 1, 1/16, 1/32, or 
1/64 of the clock rate supplied to the receive and 
transm it clock inputs. In asynchronous modes, the 
SYNC pin may be programmed as an input used for 
functions such as monitoring a ring indicator. 


START PARITY 


It 


MARKING LINE 


DATA 


STOP 

T 


DATA 


DATA 


MARKING LINE 


ASYNCHRONOUS 


SYNC 

DATA 

f f 

DATA 

CRCi 

crc 2 



1 i — 





SYNC 


DATA 


MONOSYNC 


SIGNAL 


-4 f- 


DATA 


CRCi 


CRC 2 


BISYNC 




DATA 



/ / 

DATA 

CRCi 

crc 2 





EXTERNAL SYNC 

t L 






FLAG 

ADDRESS 

7 i 

INFORMATION 

/ t 

CRCi 

crc 2 

FLAG 

1 




7 t 

SDLC/HDLC/X.25 






Figure 4. SCC Protocols 
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Synchronous Modes 

The SCC supports both byte-oriented and bit- 
oriented synchronous communication. Synchronous- 
byte-oriented protocols can be handled in several 
modes allowing character synchronization with a 
6-bit or 8-bit synchronous character (Monosync), 
any 12-bit synchronous pattern (Bisync), or with an 
external synchronous signal. Leading.synchronous 
characters can be removed without interrupting the 
CPU. 

Five- or 7-bit synchronous characters are detected 
with 8- or 16-bit patterns in the SCC by overlapping 
the larger pattern across multiple incoming syn- 
chronous characters as shown in Figure 5. 

CRC checking for Synchronous byte-oriented 
mode is delayed by one character time so that the 
CPU may disable CRC checking on specific charac- 
ters. This permits the implementation of protocols 
such as IBM Bisync. 

Both CRC-16 (X 16 + X 15 + X 2 + 1 ) and CCITT (X 16 + X 12 
+ X 5 + 1) error checking polynomials are supported. 
Either polynomial may be selected in all synchro- 
nous modes. Users may preset the CRC generator 
and checker to all Is or all Os. The SCC also pro- 
vides a feature that automatically transmits CRC 
data when no other data is available for transmis- 
sion. 

This allows for high-speed transmissions under 
DMA control, with no need for CPU intervention at 
the end of a message. When there is no data or CRC 
to send in synchronous modes, the transmitter 
inserts 6-, 8-, or 16-bit synchronous characters, 
regardless of the programmed character length. 

The SCC supports synchronous bit-oriented pro- 
tocols, such as SDLC and HDLC, by performing 
automatic flag sending, zero insertion, and CRC 
generation. A special command can be used to 
abort a frame in transmission. At the end of a mes- 
sage, the SCC automatically transmits the CRC 
and trailing flag when the transmitter underruns. 
The transmitter may also be programmed to send an 
idle line consisting of continuous flag characters or 
a steady marking condition. 


If a transmit underrun occurs in the middle of a 
message, an external status interrupt warns the 
CPU of this status change so that an abort may be 
issued. The SCC may also be programmed to send 
an abort itself in case of an underrun, relieving the 
CPU of this task. One to eight bits per character can 
be sent allowing reception of a message with no 
prior information about the character structure in 
the information field of a frame. 

The receiver automatically acquires synchroniza- 
tion on the leading flag of a frame in SDLC or HDLC 
and provides a synchronization signal on the SYNC 
pin (an interrupt can also be programmed). The 
receiver can be programmed to search for frames 
addressed by a single byte (or four bits within a 
byte) of a user-selected address or to a global 
broadcast address. In this mode, frames not match- 
ing either the user-selected or broadcast address 
are ignored. The number of address bytes can be 
extended under software control. For receiving 
data, an interrupt on the first received character, or 
an interrupt on every character, or on special condi- 
tion only (end-of-frame) can be selected. The 
receiver automatically deletes all Os inserted by the 
transmitter during character assembly. CRC is also 
calculated and is automatically checked to validate 
frame transmission. At the end of transmission, the 
status of a received frame is available in the status 
registers. In SDLC mode, the SCC must be pro- 
grammed to use the SDLC CRC polynomial, but the 
generator and checker may be be preset to all Is or 
all Os. The CRC is inverted before transmission and 
the receiver checks against the bit pattern 
0001110100001111. 

NRZ, NRZ I or FM coding may be used in any IX 
mode. The parity options available in asynchronous 
modes are available in synchronous modes. 

The SCC can be conveniently used under DMA 
control to provide high-speed reception or trans- 
mission. In reception, for example, the SCC can 
interrupt the CPU when the first character of a mes- 
sage is received. The CPU then enables the DMA to 
transfer the message to memory. The SCC then 
issues an end-of-frame interrupt and the CPU can 
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check the status of the received message. Thus, the 
CPU is freed for other service while the message is 
being received. The CPU may also enable the DMA 
first and have the SCC interrupt only on end-of- 
frame. This procedure allows all data to be trans- 
ferred via DMA. 

SDLC LOOP MODE 

The SCC supports SDLC Loop mode in addition to 
normal SDLC. In an SDLC Loop, there is a primary 
controller station that manages the message traffic 
flow and any number of secondary stations. In 
SDLC Loop mode, the SCC performs the functions 
of a secondary station while an SCC operating in 
regular SDLC mode can act as a controller (Figure 6). 



Figure 6. An SDLC Loop 


A secondary station in an SDLC Loop is always 
listening to the messages being sent around the 
loop, and in fact must pass these messages to the 
rest of the loop by retransmitting them with a one- 
bit-time delay. The secondary station can place its 
own message on the loop only at specific times. The 
controller signals that secondary stations may 
transmit messages by se nding a special character, 
cajjed an EOP (End of Poll), around the loop. T he 
EOP character is the bit pattern 11111110. Because 
of zero insertion during messages, this bit pattern is 
unique and easily recognized. 

When a secondary station has a message to trans- 
mit and recognizes, an EOP on the line, it changes 
the last binary one of the EOP to a zero before 
transmission. This has the effect of turning the EOP 
into a flag sequence. The secondary station now 
places its message oh the loop and terminates the 
message with an, EOP. Any secondary stations 


further down the loop with messages to transmit 
can then append their messages to the message of 
the first secondary station by the same process. Any 
secondary stations without messages to send merely 
echo the incoming messages and are prohibited 
from placing messages on the loop (except upon 
recognizing an EOP). 

SDLC Loop mode is a programmable option in the 
SCC. NRZ, NRZI.and FM Coding may all be used in 
SDLC Loop mode. 


BAUD RATE GENERATOR 

Each channel in the SCC contains a programmable 
Baud rate generator. Each generator consists of two 
8-bit time constant registers that form a 16-bit time 
constant, a 16-bit down counter, and a flip-flop on 
the output producing a square wave. On startup, the 
flip-flop on the output is set in a High state, the value 
in the time constant register is loaded into the coun- 
ter, and the counter starts counting down. The out- 
put of the baud rate generator toggles upon reach- 
ing zero, the value in the time constant register is 
loaded into the counter, and the process is repeated. 
The time constant may be changed at any time! but 
the new value does not take effect until the next load 
of the counter. 

The output of the baud rate generator may be used 
as either the transmit clock, the receive clock, or 
both. It can also drive the digital phase-locked loop 
(see next section). 

If the receive clock or tra nsmit clock is not pro- 
grammed to come from the TRxC pin, the output of 
the ba ud rate generator may be echoed out via the 
TRxC pin. 

The following formula relates the time constant to 
the baud rate. (The baud rate is in bits/second and 
the BR clock period is in seconds.) 

1 

baud rate = : ; 

2 (time constant + 2) x (BR clock period) 
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Time Constant Values 

for Standard Baud Rates at BR Clock = 3 . 9936 MHz 


Rate 

(Baud) 

Time Constant 
(decimal notation) 

Error 

19200 

102 

— 

9600 

206 

— 

7200 

275 

0.12% 

4800 

414 

— 

3600 

553 

0.06% 

2400 

830 

— 

2000 

996 

0.04% 

1800 

1107 

0.03% 

1200 

1662 

— 

600 

3326 

— 

300 

6654 

— 

150 

13310 

— 

134.5 

14844 

0.0007% 

110 

18151 

0.0015% 

75 

26622 

— 

50 

39934 

— 


DIGITAL PHASE LOCKED LOOP 

The SCC contains a digital phase locked-loop 
(DPLL) to recover clock information from a data- 
stream with NRZI or FM encoding. The DPLL is 
driven by a clock that is nominally 32 (NRZI) or 16 
(FM) times the data rate. The DPLL uses this clock, 
along with the datastream, to construct a clock for 
the data. This clock may then be used as the SCC 
receive clock, the transmit clock, or both. 

For NRZI coding, the DPLL counts the 32X clock to 
create nominal bit times. As the 32X clock is 
counted, the DPLL is searching the incoming data- 
stream for edges (either 1/0 or 0/1).^A/henever an 
edge is detected, the DPLL makes a count adjust- 
ment (during the next counting cycle), producing a 
terminal count closer to the center of the bit cell. 

For FM encoding, the DPLL still counts from 1 to 31, 
but with a cycle corresponding to two bit times. 
When the DPLL is locked, the clock edges in the 
datastream should occur between counts 15 and 16 
and between counts 31 and 0. The DPLL looks for 
edges only during a time centered on the 15/16 
counting transition. 

The 32X clock for th e DPLL can be programmed to 
come from either the RTxC input or the output of the 
baud rate generator. The DPLL output may b e pro- 
grammed to be echoed out of the SCCviathe+Rxt 
pin (if this pin is not being used as an input). 

DATA ENCODING 

The SCC may be programmed to encode and 
decode the serial data in four different ways (Figure 
7). In NRZ encoding, a 1 is represented by a High 
level and a 0 is represented by a Low level. In NRZI 


encoding, as 1 is represented by no change in level 
and a 0 is represented by a change in level. In FM-, 
(more properly, bi-phase mark) a transition occurs 
at the beginning of every bit cell. A 1 is represented 
by an additional transition at the center of the bit cell 
and a 0 is represented by no additional transition at 
the center of the bit cell. In FM 0 (bi-phase space), a 
transition occurs at the beginning of every bit cell. A 
0 is represented by an additional transition at the 
center of the bit celLand a 1 is represented by no 
additional transition at the center of the bit cell. In 
addition to these four methods, the SCC can be 
used to decode Manchester (bi-phase level) data by 
using the DPLL in the FM mode and programming 
the receiver for NRZ data. Manchester encoding 
always produces a transition at the center of the bit 
cell. If the transition is 0/1 the bit is a 0. If the transi- 
tion is 1/0 the bit is a 1. 

AUTO ECHO AND LOCAL LOOPBACK 

The SCC is capable of automatically echoing every- 
thing it receives. This feature is useful mainly in 
asynchronous modes, but works in synchronous 
and SDLC modes as well. In Auto Echo modeTxD 
is RxD. Auto Echo mode can be used with NRZI or 
FM encoding with no additional delay, because the 
datastream is not decod ed be fore retransmission. In 
Auto Echo mode, the CTS input is ignored as a 
transmitter enable (although transitions on this 
input can still cause interrupts if programmed to do 
so). In this mode, the transmitter is actually bypassed 
and the programmer is res ponsible for disab ling 
transmitter interrupts and READV/REQUE^t on 
transmit. 

The SCC is also capable of local loopback. In this 
mode, TxD is RxD just as in Auto Echo mode. How- 
ever, in Local Loopback mode, the internal transmit 
data is tied to the internal receive data and R xD is v 
ignored (except to be echoed out via TxD). CTS 
and CD inputs are also ignored as transmit and 
receive enables. However, transitions on these inputs 
can still cause interrupts. Local Loopback works in 
asynchronous, synchronous and SDLC modes with 
NRZ, NRZI or FM coding of the data stream. 

SERIAL BIT RATE 

To run the 82530 (4Mhz) at 1 Mbps the receive and 
transmit clocks must be externally generated and 
synchr onized to t he syst em clock. If the serial 
clocks (RTxC and TRxC) and the system clock 
(CLK) are asynchronous, the maximum bit rate is 
880 Kbps. Forself-clocked operation, i.e using the 
on chip DPLL, the maximum bit rate is 125 Kbps if 
NRZI coding is used and 250 Kbps if FM coding is 
used. 
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Figure 7. Data Encoding Methods 


Mode 

System 

clock 

System clock/ 
Serial clock 

Serial bit rate 

Conditions 

Serial clocks 

generated 

externally 

4Mhz 

4 

1 Mbps 

Serial clocks synchronized with 
system clock. Refer to parameter #3 
and #10 in general timings. 


6 Mhz 

4 

1.5 Mbps 

Serial clocks synchronized with 
system clock. Refer to parameter #3 and 
#10 in general timings. 


4 Mhz 

4.5 

880 Kbps 

Serial blocks and system 
clock asynchronous. 

Self-clocked 

operation 

6 Mhz 

4.5 

1.3 Mbps 

Serial clocks and system 
clock^synchronous 

NRZI 

4 Mhz 

32 

125 Kbps 



6 Mhz 

32 

187 Kbps 


FM 

4 Mhz 
6 Mhz 

16 

16 

250 Kbps 
375 kbps 
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I/O INTERFACE CAPABILITIES 

The SCC offers the choice of Polling, Interrupt (vec- 
tored or non vectored) and Block Transfer modes to 
transfer data, status, and control information to and 
from the CPU. The Block Transfer mode can be 
implemented under CPU or DMA control. 

POLLING 

All interrupts are disabled. Three status registers in 
the SCC are automatically updated whenever any 
function is performed. For example, end-of-frame in 
SDLC mode sets a bit in one of these status registers. 
The idea behind polling is for the CPU to periodi- 
cally read a status register until the register contents 
indicate the need for data to be transferred. Only 
one register needs to be read; depending on its 
contents, the CPU either writes data, reads data, or 
continues. Two bits in the register indicate the need 
for data transfer. An alternative is a poll of the Inter- 
rupt Pending register to determine the source of an 
interrupt. The status for both channels resides in 
one register. 

INTERRUPTS 

When a SCC responds to an Interrupt Acknowledge 
signal (iKltA) from the CPU, an interrupt vector may 
be placed on the data bus. This vector is written in 
WR2 and may be read in RR2A or RR2B (Figures 9 
and 10). 

To speed interrupt response time, the SCC can mod- 
ify three bits in this vector to indicate status. If the 
vector is read in Channel A, status is never included; 
if it is read in Channel B, status is always included. 


Each of the six sources of interrupts in the SCC 
(Transmit, Receive and External/Status interrupts in 
both channels) has three bits associated with the 
interrupt source: Interrupt Pending (IP), Interrupt 
Under Service (IUS), and Interrupt Enable (IE). 
Operation of the IE bit is straightforward. If the IE bit 
is set for a given interrupt source, then that source 
can request interrupts. The exception is when the 
MIE (Master Interrupt Enable) bit in WR9 is reset 
and no interrupts may be requested. The IE bits are 
write-only. 

The other two bits are related to the interrupt prior- 
ity chain (Figure 8). As a peripheral, the SCC may 
request an interrupt only when no higher-priority 
device is requesting one, e.g., when IEI is High. If the 
device in question requests an interru pt, it pulls 
down INT. The CPU then responds with INTA, and 
the interrupting device places the vector on the data 
bus. 

In the SCC, the IP bit signals a need for interrupt 
servicing. When an IP bit is 1 and the IEI input is 
High, the INT output is pulled Low, requesting an 
interrupt. In the SCC, if the IE bit is not set by 
enabling interrupts, then the IP for that source can 
never be set. The IP bits are readable in RR3A. 

The IUS bits signal that an interrupt request is being 
serviced. If an IUS is set, all interrupt sources of 
lower priority in the SCC and external to the SCC 
are prevented from requesting interrupts. The inter- 
nal interrupt sources are inhibited by the state of the 
internal daisy chain, while lower priority devices are 
inhibited by the IEO output of the SCC being pulled 



Figure 8. Daisy Chaining SCC’s 
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Low and propagated to subsequent peripherals. An 
IUS bit is set during an Interrupt Acknowledge cycle 
if there are no higher priority devices requesting 
interrupts. 

There are three types of interrupts: Transmit, Receive 
and External/Status interrupts. Each interrupt type 
is enabled under program control with Channel A 
having, higher priority than Channel B, and with 
Receiver, Transmit and External/Status interrupts 
prioritized in that order within each channel. When 
the Transmit interrupt is enabled, the CPU is inter- 
rupted when the transmit buffer becomes empty. 
(This implies that the transmitter must have had a 
data character written into it so that it can become 
empty.) When enabled, the receiver can interrupt 
the CPU in one of three ways: 

• Interrupt on First Receive Character or Special 
Receive condition. 

• Interrupt on all Receive Characters or Special 
Receive condition. 

• Interrupt on Special Receive condition only. 

Interrupt on First Character or Special Condition 
and Interrupt on Special Condition Only are typi- 
cally used with the Block Transfer mode. A Special 
Receive Condition is one of the following: receiver 
overrun, framing error in Asynchronous mode, End- 
of-Frame in SDLC mode and, optionally, a parity 
error. The Special Receive Condition interrupt is 
different from an ordinary receive character avail- 
able interrupt only in the status placed in the vector 
during the Interrupt-Acknowledge cycle. In Inter- 
rupt on First Receive Character, an interrupt can 
occur from Special Receive conditions any time 
after the first receive character interrupt. 

The main function of the External/Stat us in t erru pt is 
to mo nitor the signal transitions of the CTS, CD, and 
SYNC pins; however, an External/Status interrupt is 
also caused by a Transmit Underrun condition, or a 
zero count in the baud rate generator, or by the 
detection of a Break (asynchronous mode), Abort 
(SDLC mode) or EOP (SDLC Loop mode) sequence 
in the data stream. The interrupt caused by the Abort 
or EOP has a special feature allowing the SCC to 
interrupt when the Abort or EOP sequence is 
detected or terminated. This feature facilitates the 
proper termination of the current message, correct 
initialization of the next message, and the accurate 
timing of the Abort condition in external logic in 
SDLC mode. In SDLC Loop mode this feature 
allows secondary stations to recognize the wishes 
of the primary station to regain control of the loop 
during a poll sequence. 


CPU/DMA BLOCK TRANSFER 

The SCC provides a Block Transfer mode to ac- 
commodate CPU block transfer functions and DMA 
controllers. The B lock Transfer mode uses the 
READY/EeqOeST output in conjunction with the 
Ready/ request bits in wri. The ready/re- 

dUESt o utput ca n be defined under software con- 
trol as a READY line in the CPU Block Transfer 
mode (WRI; D6=0) or as a request line in the DMA ' 
Block Transfer m ode (WRI; D6=1 ). To a DMA con- 
troller, the SCC REQUEST output indicates that 
the SCC is ready to t ransfer data to or from 
memory. To the CPU, the READY line indicates that 
the SCC is not ready to transfer data, thereby 
requesting that t he CPU extend the I/O cycle. The 
DTR/REQUEST line allows full-duplex operation 
under DMA control. 


PROGRAMMING 

Each channel has fifteen Write registers that are 
individually programmed from the system bus to 
configure the functional personality of each chan- 
nel. Each channel also has eight Read registers from 
which ime system can read Status, Baud rate, or 
Interrupt information. 

Only the four data registers (Read, Write for channel 
A and B) are directly selected by a High on the D/C 
input and the appropriate levels on the RD, WR and 
A/Fpins. All other registers are addressed indirectly 
by the content of Write Register 0 in conjunction 
with a Low oh the D/C input and the appropriate 
levels on the RD, WR and A/B pins. If bit 4 in WWO is 
1 and bits 5 and 6 are 0 then bits 0, 1, 2 address the 
higher registers 8 through 15. If bits 4, 5, 6 contain a 
different code, bits 0, 1 , 2 address the lower registers 
0 through 7 as shown on Table 3. 

Writing to or reading from any register except RRO, 
WRO and the Data Registers thus involves two 
operations: 

First write the appropriate code into WRO, then fol- 
low this by a write or read operation on the register 
thus specified. Bits 0 through 4 in WWO are automat- 
ically cleared after this operation, so that WWO then 
points to WRO or RRO again. 

Channel A/Channel B selection is made by the A/B 
input (High = A, Low = B) 

The system program first issues a series of com- 
mands to initialize the basic mode of operation. This 
is followed by other commands to qualify condi- 
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TABLE 3. REGISTER ADDRESSING 


D/C “Point High” 
Code in WR0 

D2 Di 

in WR0 

Do 

Write 

Register 

Read 

Register 

High 

Either Way 

X 

X 

X 

Data 

Data 

Low 

Not True 

0 

0 

0 

0 

0 

Low 

Not True 

0 

0 

1 

1 

1 

Low 

Not True 

0 

1 

0 

2 

2 

Low 

Not True 

0 

1 

1 

3 

3 

Low 

Not True 

1 

0 

0 

4 

(0) 

Low 

Not True 

1 

0 

1 

5 

(1) 

Low 

Not True 

1 

1 

0 

6 

(2) 

Low 

Not True 

1 

1 

1 

7 

(3) 

Low 

True 

0 

0 

0 

Data 

Data 

Low 

True 

0 

0 

1 

9 

- 

Low 

True 

0 

1 

0 

10 

10 

Low 

True 

0 

1 

1 

11 

(15) 

Low 

True 

1 

0 

0 

12 

12 

Low 

True 

1 

0 

1 

13 

13 

Low 

True 

1 

1 

0 

14 

(10) 

Low 

True 

1 



1 

1 

15 

15 


tions within the selected mode. For example, the 
asynchronous mode, character length, clock rate, 
number of stop bits, even or odd parity might be set 
first. Then the interrupt mode would be set, and 
finally, receiver or transmitter enable. 

READ REGISTERS 

The SCC contains eight read registers (actually 
nine, counting the receive buffer (RR8) in each 
channel). Four of these may be read to obtain status 
information (RRO, RR1, RR10, and RR15). Two regis- 
ters (RR12 and RR13) may be read to earn the baud 
rate generator time constant. RR2 contains either 
the unmodified interrupt vector (Channel A) or the 
vector modified by status information (Channel B). 
RR3 contains the Interrupt Pending (IP) bits (Chan- 
nel A). Figure 9 shows the formats for each read 
register. 


The status bits of RRO and RR 1 are careful ly g rou ped 
to simplify status monitoring: e.g. when the inter- 
rupt vector indicates a Special Receive Condition 
interrupt, all the appropriate error bits can be read 
from a single register (RR1). 

WRITE REGISTERS 

The SCC contains 15 write registers (16 counting 
WR8, the transmit buffer) in each channel. These 
write registers are programmed separately to con- 
figure the functional “personality” of the channels. 
In addition, there are two registers (WR2 and WR9) 
shared by the two channels that may be accessed 
through either of them. WR2 contains the interrupt 
vector for both channels, while WR9 contains the 
interrupt control bits. Figure 10 shows the format of 
each write register. 
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Figure 9. Read Register Bit Functions 
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bbbIIbbb 

BBBBBBBB 



WRITE REGISTER 3 

I D 7 I D„ I D S I D 4 I D 3 I D 2 I D, I Do I 


POINT HIGH REGISTER GROUP 
FRESET EXT/STATUS INTERRUPTS 


ENABLE INT ON NEXT Rx CHARACTER 
RESET Tx INT PENDING 


I EXT. INT ENABLE 

L— — — Tx INT ENABLE 

PARITY is special condition 

1 o Rx INT DISABLE 

1 R X INT ON FIRST CHARACTER OR SPECIAL CONDITION 
0 INT ON ALL Rx CHARACTERS OR SPECIAL CONDITION 
FT Rx INT ON SPECIAL CONDITION ONLY 

READY/DMA REQUEST ON RECEIVE/TRANSMIT 

READY/DMA REQUEST FUNCTION 

READY/DMA REQUEST ENABLE 


■ Rx ENABLE 

■ SYNC CHARACTER LOAD INHIBIT 

- ADDRESS SEARCH MODE (SDLC) 

- Rx CRC ENABLE 

- ENTER HUNT MODE 

- AUTO ENABLES 


J| 0_ R X 5 BITS/CHARACTER 

0 1 Rx 7 BITS/CHARACTER 

1 0 Rx 6 BITS/CHARACTER 

1 1 Rx 8 BITS/CHARACTER 


WRITE REGISTER 4 



WRITE REGISTER 5 

| D 7 I D 6 I D S I 0 4 I 0 3 I D 2 I Di I D 0 I 


Tx CRC ENABLE 
RTS 

§DLC/CRC-16 
Tx ENABLE 
SEND BREAK 


INTERRUPT VECTOR 


WRITE REGISTER 6 

I d 7 I d 6 I d 5 I d 4 


Tx 5 BITS (OR LESS)/CHARACTER 
Tx 7 BITS/CHARACTER 
Tx 6 BITS/CHARACTER 
Tx 8 BITS/CHARACTER 


D 3 D 2 Di j D 0 


SYNC 7 

SYNCs 

SYNCs 

sync 4 

sync 3 

sync 2 

SYNCi 

SYNCo 

MONOSYNC 8 BITS 

SYNCi 

SYNCo 

SYNCs 

sync 4 

sync 3 

sync 2 

SYNCi 

SYNCo 

MONOSYNC 8 BITS 

SYNCr 

SYNCs 

SYNCs 

sync 4 

sync 3 

sync 2 

SYNCi 

SYNCo 

BISYNC 16 BITS 

sync 3 

SYNC 2 

SYNCi 

SYNC 0 

1 

1 

1 

1 

BISYNC 12 BITS 

ADR 7 

adr 6 

adr 5 

adr 4 

adr 3 

adr 2 

ADRi 

AORo 

SDLC 

ADR 7 

adr 6 

adr 5 

adr 4 

1 

1 

1 

1 

SDLC (ADDRESS 0) 


Figure 10. Write Register Bit Functions 
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SYNC 7 SYNCg 

SYNC5 SYNC« 

SYNC 5 SYNCm 


SYNCz SYNC, SYNCo 

SYNCo 1 1 

SYNCio SYNCj SYNCg 

SYNCg SYNCs SYNCg 



07 Dg Os I 0« D 3 0 2 Id, Do 


STATUS HIGH/STATUS LOW 


1 I FORCE HARDWARE RESET 


D 6 D S Dg D 3 0 2 0, Do 



FMO (TRANSMISSION 0) 


1 TRxC OUT = TRANSMIT CLOCK 
0 TfiiC OUT = BR GENERATOR OUTPUT 
[ 1 TRIC OUT = DPLL OUTPUT 


TRANSMIT CLOCK = RTxC PIN 
TRANSMIT CLOCK = ffiiC PIN 
TRANSMIT CLOCK = BR GENERATOR OUTPUT 
TRANSMIT CLOCK = DPLL OUTPUT 



SET SOURCE = BR GENERATOR 
SET SOURCE = ftt * t 


E CLOCK = mC PIN 
E CLOCK = TRxC PIN 
E CLOCK « BR GENERATOR OUTPUT 



Figure 10. Write Register Bit Functions (Cont.) 


6-102 


230834-002 






82530/82530-6 


inter 


82530 TIMING 

The SCC generates internal control signals from 
WR and ED that are related to CLK. Since CLK has 
no phase relationship with WR and ED, the circuitry 
generating these internal control signals must pro- 
vide time for metastable conditions to disappear. 
This gives rise to a recovery time related to CLK. The 
recovery time applies only between bus transac- 
tions involving the SCC. The recovery time required 
fo r pro per operaton is specified from the rising edge 
of wR or ED in the first transaction involving the 
SCC to the falling edge of WR orED in the second 
transaction involving the SCC. This time must be at 
least 6 CLK cycles plus 200ns. 

Read Cycle Timing 

Figure 11 illustrates Read cycle t iming . Addresses 
on A/Band D/C and the status on INTAmust remain 
stable throughout the cycle. If D§ falls after ED falls 
or if it rises before ED rises, the effective RD is 
shortened. * 


Write Cycle Timing 

Figure 12 illustrates Write cycle timin g. Addresses 
on A/Eand D/tfand the status on INTA mus t rem ain 
stable throughout the cycle. If CS falls after WR fa lls 
or if it rises before Wr rises, the effective WR is 
shortened. 

Interrupt Acknowledge Cycle Timing 

Figure 13 illustrates Interr upt A cknowledge cycle 
timing. Between the time INTA goes Low and the 
falling edge of ED, the internal and external IEI/IEO 
daisy chains settle. If there is an interrupt pending in 
theSCCand IEI is High whenED falls, the Acknow- 
ledge cycle is intended for the SCC. In this case, the 
SCC may be programmed to respond to RD Low by 
placing its interrupt vector on D 0 -D 7 and it then sets 
the appropriate Interrupt-Under-Service internally. 
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ABSOLUTE MAXIMUM RATINGS* 

Case Temperature 

Under Bias 0°C to +70°C 

Storage Temperature 

(Ceramic Package) -65°C to +150°C 

(Plastic Package) -40°C to +125°C 

Voltage On Any Pin With 

Respect to Ground -0.5V to +7.0V 


* NOTICE: Stresses above those listed under “ Absolute 
Maximum Ratings’’ may cause permanent damage to the 
device. This is a stress rating only and functional opera- 
tion of the device at these or any other conditions above 
those indicated in the operational sections of this specifi- 
cation is not implied. Exposure to absolute maximum 
rating conditions for extended periods may affect device 
reliability. 


i 


D.C. CHARACTERISTICS (T c =0° C to 70° C; V C c=+5V±5%) 


Symbol 

Parameter 

Min. 

Max. 

Units 

Test Conditions 

V|L 

Input Low Voltage 

-0.3 

+ 0.8 

V 


V| H 

Input High Voltage 

+ 2.0 

V C c +03 

V 


V 0 L 

Output Low Voltage 


+0.40 

V 

Iql = 2 0rnA 

V OH 

Output High Voltage 

+ 2.4 


V 

Ioh = ” 2 50 /xA, 

'IL 

Input Leakage Current 


±10 

/x A 

0 4 to 2.4V 

'OL 

Output Leakage Current 


±10 

mA 

0 4 to 2.4V 

'cc 

v cc Supply Current 


250 

mA 



CAPACITANCE (T c =25° ; Vcc=GND=0V) 


Symbol 

Parameter 

Min. 

Max. 

Units 

Test Conditions 

C IN 

Input Capacitance 


10 

pF 

f c = 1 MHz; 

C OUT 

Output Capacitance 


15 

pF 

Unmeasured 
pins returned 
to GND 

C l/0 

Input/Output Capacitance 


20 

PF 
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A.C CHARACTERISTICS (Tc=0° C to 70° C; V CC =+5V±5%) 


READ AND WRITE TIMING 



82530 (4MHz) 



Number 


Parameter 

Min 

Max 

Min 

Max 

Units 

1 


CLK Low Time 

KEEN 



1000 

ns 

2 

E&mH 

CLK High Time 



70 


BSSU 

3 

tf 

CLK Fall Time 


20 


10 


4 

tr 

CLK Risfe Time 




15 

ns 

5 


CLK Cycle Time 

mm 



2000 

ns 

6 

tAW 

Address to WRi Setup Time 

MM 


80 


ns 

7 

tWA 

Address to WRt Hold Time 

0 


0 


ns 

8 


Address to RDl Setup Time 



80 


ns 

9 

tRA 

Address to RDl Hold Time 

0 


0 


ns 

10 

tic 

INTA to CLKt Setup Time 

0 


0 


ns 

11 

tiw 

IFTTO to WRT Setup Time (Note 1) 



200 


ns 


twi 

iNTA to WRI Hold Time 

m 


m 


ns 

13 

tlR 

INtA to RDi Setup Time (Note 1) 



B9 


ns 

14 

tRI 

FnTA to RT3t Hold Time 

■a 


0 


ns 

15 

tci 

INTA to CLKt Hold Time 






16 


CS Low to WRi Setup Time 

mm 


0 


Uyi 

17 


CS to WRt Hold Time 

0 


0 



18 

tCHW 

CS High to WRI Setup Time 



70 



19 

tCLR 

CS Low to RDi Setup Time (Note 1) 

0 


0 



20 

tRCS 

CS to RCt Hold Time (Note 1) 

0 


0 


mm 

21 

tCHR 

CS High to RDi Setup Time (Note 1) 

100 


HI 


BB 

22 

E29H 

RD Low Time (Note 1) 

390 


mm 


ms 

24 


R5t to Data Not Valid Delay 

0 


0 


ns 

25 

tRDV 

RDi to Data Valid Delay 




KkJI 

ns 

26 

tDF 

RDf to Output Float Delay (Note 2) 


70 


1 

ns 


NOTES: 

1 . Parameter does not apply to Interrupt Acknowledge transactions. 

2. Float delay is defined as the time required for a + 0.5V change 
in the output with a maximum D.C load and minimum A.C load. 

‘Timings are preliminary and subject to change. 
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82530/82530-6 

A.C. TESTING INPUT, OUTPUT WAVEFORM 

INPUT OUTPUT 
2 4 

0 45 

AC TESTING INPUTS ARE DRIVEN AT 2 4V FOR A LOGIC 1 AND 0 45V 
FOR A LOGIC 0 TIMING MEASUREMENTS ARE MADE AT 2 0V FOR A 
LOGIC '1 AND 0 8V FOR A LOGIC 0 


A.C. TESTING LOAD CIRCUIT 

F 


CL=150pF 

CL=150pF 

C L INCLUDES JIG CAPACITANCE 





OPEN DRAIN TEST LOAD 










82530/82530-6 
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inteT 


INTERRUPT ACKNOWLEDGE TIMING, RESET TIMING, CYCLE TIMING 


Number 


Parameter 

82530 

(4MHz) 

[ 82530-6 (6 MHz) 

Units 

Min 

Max 

Min 

Max 

27 

tAD 

Address Required Valid to Read Data 
Valid Delay 





ns 

28 

TWW 

WR Low Time 

390 


250 


ns 

29 

tDW 

Data to WRi Setup Time 

0 


0 


ns 

30 

tWD 

Data to WRt Hold Time 

0 


0 


ns 

31 

tWRV 

WRi to Ready Valid Delay (Note 4) 




200 


32 

tRRV 

RDi to Ready Valid Delay (Note 4) 






33 

tWRI 

WR1 to READY/REQ Not Valid Delay 





ns 

KB 

tRRI 

EDI to READY/REG Not Valid Delay 




IK5UI 

ns 


tDWR 

WRt to DTR/REQ Not Valid Delay 





ns 

39 

til 

RD (Acknowledge) Low Time 



250 


■gSl^ 


tIDV 

RDi (Acknowledge) to Read Data 
Valid Delay 





m 

41 

tEI 

IEI to RDi (Acknowledge) Setup Time 





i m 

42 

tIE 

IEI to RDt (Acknowledge) Hold Time 

0 


0 


iSSSl 

43 

tElEO 

IEI to IEO Delay Time 





ns 

44 

tCEQ 

CLKt to IEO Delay 


mm 




45 

tRII 

RDi to InT Inactive Delay (Note 4) 


mm 


500 

SilSI 

46 

tRW 

RDt to WRi Delay for No Reset 

I 


15 


■si 

47 

tWR 

WRt to RDi Delay for No Reset 

■ 


30 


■SI 

48 

tRES 

WR and RD Coincident Low 
for Reset 



250 


■ 

49 

tREC 

Valid Access Recovery Time 
(Note 3) 



6 tCY 
+ 130 


ns 


NOTES: 

3. Parameter applies only between transactions involving the SCC. 

4. Open-drain output, measured with open-drain test load. 

5. Parameter is system dependent. For any SCC in the daisy chain, tl ID must be greater than the sum of tCEQ for the highest 
priority device in the daisy chain, tEI for the SCC and tElEO for each device separating them in the daisy chain. 

‘Timings are preliminary and subject to change. 
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Figure 17. Cycle Timing 
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inter 


GENERAL TIMING 


Number 


Parameter 

82530 (4MHz) 

82530-6 (6 MHz) 

Units 

Min 

Max 



3 


RxCt to CLKt Setup Time (Notes 1,4) 

50 


HiiK 


ns 

4 

|ff|| 

RxD to RxCt Setup Time (XI Mode) 
(Note 1) 

0 


m 


ns 


tRCR 





[ B 

— 

Hi 

tDRC 

RxD to RxCt Setup Time (XI Mode) 
(Notes 1,5) 

0 


m 

IB 

m 


tRCD 

RxD to RxCi Hold Time (XI Mode) 
(Notes 1,5) 

150 





8 

tSRC 

SYNC to RxCt Setup Time (Note 1) 

-200 


-200 


ns 


tRCS 

SYNC to RxCt Hold Time (Note 1) 

3 tCY 
+ 200 


3 tCY 
+ 200 


ns 

10 

tTCC 

TxCi to CLKt Setup Time (Notes 2,4) . 

0 


0 


ns 

■■ 

tTCT 

TkCi to TxD Delay (XI Mode) 
(Note 2) 




300 

ns 

■ m 

tTCD 

TXCt to TxD Delay (XI Mode) 
(Notes 2,5) 


300 


300 

ns 

■a 

tTDT 

TxD to TRxC Delay (Send Clock 
Echo) 





ns 

14 

tDCH 

RTxC High Time 

180 




ns 

15 

tDCL 

RTxC Low Time 

180 


180 


ns 

16 

tDCY 

RTxC Cycle Time 

4TCY 


4TCY 


ns 

17 

tCLCL 

Crystal Oscillator Period 
(Note 3) 

250 

1000 



ns 

18 

tRCH 

TRxC High Time 

180 


mm 


ns 

19 

fRCL 

TRxC Low Time 

180 


SIS-sM! 


ns 

20 

tRCY 

TRxC Cycle Time 

4TCY 


K231I 


ns 

21 

tcc 

CD or CTS Pulse Width 

200 


200 


ns 

22 

tss 

SYNC Pulse Width 

200 


200 


ns 


NOTES: 

1. RxC is RTxC or TRxC> whichever is supplying the receive clock. 

2. TxC i s TRx C or RTxC, whichever is supplying the transmit clock. 

3. Both RTxC and SYNC have 30pF capacitors to ground connected to them. 

4. Paramet er ap plies only if t he da ta rate is one-fourth the system clock (CLK) rate. In all other cases, no phase relationship 
between RxC and CLK or TxC and CLK is required. 

5. Parameter applies only to FM encoding/decoding. 

‘Timings are preliminary and subject to change. 
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Figure 18. General Timing 
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INTRODUCTION 

The Intel 8251 is a Universal Synchronous/Asyn- 
chronous Receiver/Transmitter (US ART) which is 
capable of operating with a wide variety of serial 
communication formats. Since many peripheral 
devices are available with serial interfaces, the 825 1 
can be used to interface a microcomputer to a 
broad spectrum of peripherals, as well as to a serial 
communications channel. The 8251 is part of the 
MCS-80™ Microprocessor Family, and as such it is 
capable of interfacing to the 8080 system with a 
minimum of external hardware. 

This application note describes the 8251 as a com- 
ponent and then explains its use in sample applica- 
tions via several examples. A specific use of the 
8251 to facilitate communication between two 
MCS-80 systems is discussed in detail from both 
the hardware and software viewpoints. The first 
two sections of this application note describe the 
8251 first from a functional standpoint and then 
on a detailed level. The function of each input and 
output pin is fully defined. The next section de- 
scribes the various operating modes and how they 
can be selected, and finally, a sample design is dis- 
cussed using the 8251 as a data link between the 
MCS-80 systems. 

COMMUNICATION FORMATS 

Serial communications, either on a data link or 
with a local peripheral, occurs in one of two basic 
formats; asynchronous or synchronous. These for- 
mats are similar in that they both require framing 
information to be added to the data to enable 
proper detection of the character at the receiving 
end. The major difference between the two for- 
mats is that the asynchronous format requires 
framing information to be added to each character, 
while the synchronous format adds framing infor- 
mation to blocks of data, or messages. Since the 
synchronous format is more efficient than the 
asynchronous format but requires more complex 
decoding, it is typically found on high-speed data 
links, while the asynchronous format is used on 
lower speed lines. 

The asynchronous format starts with the basic data 
bits to be transmitted and adds a “START” bit to 
the front of them and one or more “STOP” bits 
behind them as they are transmitted. The START 
bit is a logical zero, or SPACE, and is defined as 
the positive voltage level by RS-232-C. The STOP 
bit is a logical one, or MARK, and is defined as the 
negative voltage level by RS-232-C. In current loop 
applications current flow normally indicates a 
MARK and lack of current a SPACE. The START 
bit tells the receiver to start assembling a character 
and allows the receiver to synchronize itself with 
the transmitter. Since this synchronization only 


has to last for the duration of the character (the 
next character will contain a new START bit), this 
method works quite well assuming a properly 
designed receiver. One or more STOP bits are 
added to the end of the character to ensure that 
the START bit of the next character will cause a 
transition on the communication line and to give 
the receiver time to “catch up” with the transmit- 
ter if its basic clock happens to be running slightly 
slower than that of the transmitter. If, on the other 
hand, the receiver clock happens to be running 
slightly faster than the transmitter clock, the re- 
ceiver will perceive gaps between characters but 
will still correctly decode the data. Because of this 
tolerance to minor frequency deviations, it is not 
necessary that the transmitter and receiver clocks 
be locked to the identical frequency for successful 
asynchronous communication. 

The synchronous format, instead of adding bits to 
each character, groups characters into records and 
adds framing characters to the record. The framing 
characters are generally known as SYN characters 
and are used by the receiver to determine where 
the character boundaries are in a string of bits. 
Since synchronization must be held over a fairly 
long stream of data, bit synchronization is nor- 
mally either extracted from the communication 
channel by the modem or supplied from an ex- 
ternal source. 

An example of the synchronous and asynchronous 
formats is shown in Figure 1. The synchronous 
format shown is fairly typical in that it requires 
two SYN characters at the start of the message. 
The asynchronous format, also typical, requires a 
START bit preceding each character and a single 
STOP bit following it. In both cases, two 8-bit 
characters are to be transmitted. In the asynchro- 
nous mode 10*n bits are used to transmit n charac- 
ters and in the synchronous mode 8N + 1 6 bits are 
used. For the example shown the asynchronous 
mode is actually more efficient, using 20 bits 
versus 32. To transmit a thousand characters in the 
asynchronous mode, however, takes 10,000 bits 
versus 8,016 for the synchronous format mode. 
For long messages the synchronous format be- 
comes much more efficient than the asynchronous 
format; the crossover point for the examples 
shown in Figure 1 is eight characters, for which 
both formats require 80 bits. 

In addition to the differences in format between 
synchronous and asynchronous communication, 
there are differences with regards to the type of 
modems that can be used. Asynchronous modems 
typically employ FSK (Frequency Shift Keying) 
techniques which simply generate one audio tone 
for a MARK and another for a SPACE. The receiv- 
ing modem detects these tones on the telephone 
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ASYNCHRONOUS 




DATA 


SYN SYN 

CHAR #2 CHAR #1 


Figure 1. Transmission Formats 


line, converts them to logical signals, and presents 
them to the receiving terminal. Since the modem 
itself is not concerned with the transmission speed, 
it can handle baud rates from zero to its maximum 
speed. Synchronous modems, in contrast to asyn- 
chronous modems, supply timing information to 
the terminal and require data to be presented to 
them in synchronism with this timing information. 
Synchronous modems, because of this extra clock- 
ing, are only capable of operating at certain preset 
baud rates. The receiving modem, which has an 
oscillator running at the same frequency as the 
transmitting modem, phase locks its clock to that 
of the transmitter and interprets changes of phase 
as data. 

In some cases it is desirable to operate in a hybrid 
mode which involves transmitting data with the 
asynchronous format using a synchronous modem. 
This occurs when an increase in operating speed is 
required without a change in the basic protocol of 
the system. This hybrid technique is known as 
isosynchronous and involves the generation of the 
start and stop bits associated with the asynchro- 
nous format, while still using the modem clock for 
bit synchronization. 

The 8251 USART has been designed to meet a 
broad spectrum of requirements in the synchro- 
nous, asynchronous, and isosynchronous modes. In 
the synchronous mode the 8251 operates with 5, 
6, 7, or 8-bit characters. Even or odd parity can be 
optionally appended and checked. Synchronization 
can be achieved either externally via added hard- 
ware or internally via SYN character detection. 
SYN detection can be based on one or two charac- 
ters which may or may not be the same. The single 
or double SYN characters are inserted into the 
data stream automatically if the software fails to 
supply data in time. The automatic generation of 
SYN characters is required to prevent the loss of 
synchronization. In the asynchronous mode the 
8251 operates with the same data and parity struc- 
tures as it does in the synchronous mode. In addi- 
tion to appending a START bit to this data, the 


825 1 appends 1 , 1 Vi, or 2 STOP bits. Proper fram- 
ing is checked by the receiver and a status flag set 
if an error occurs. In the asynchronous mode the 
USART can be programmed to accept clock rates 
of 16 or 64 times the required baud rate. Isosyn- 
chronous operation is a special case of asynchro- 
nous with the multiplier rate programmed as one 
instead of 16 or 64. Note that XI operation is only 
valid if the clocks of the receiver and transmitter 
are synchronized. 

The 8251 USART can transmit the three formats 
in half or full duplex mode and is double-buffered 
internally (i.e., the software has a complete charac- 
ter time to respond to a service request). Although 
the 8251 supports basic data set control signals 
(e.g., DTR and RTS), it does not fully support the 
signaling described in EIA-RS-232-C. Examples of 
unsupported signals are Carrier Detect (CF), Ring 
Indicator (CE), and the secondary channel signals. 
In some cases an additional port will be required to 
implement these signals. The 8251 also does not 
interface to the voltage levels required by EIA- 
RS-232-C; drivers and receivers must be added to 
accomplish this interface. 

BLOCK DIAGRAM 

A block diagram of the 8251 is shown in Figure 2. 
As can be seen in the figure, the 8251 consists of 
five major sections which communicate with each 
other on an internal data bus. The five sections are 
the receiver, transmitter, modem control, read/ 
write control, and I/O Buffer. In order to facilitate 
discussion, the I/O Buffer has been shown broken 
down into its three major subsections: the status 
buffer, the transmit data/command buffer, and the 
receive data buffer. 

Receiver 

The receiver accepts serial data on the RxD pin and 
converts it to parallel data according to the appro- 
priate format. When the 8251 is in the asynchro- 
nous mode and it is ready to accept a character 
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TxE 
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RxRDY 

SYNDET 

RxC 


RxD 


Figure 2. 8251 Block Diagram 


(i.e., it is not in the process of receiving a charac- 
ter), it looks for a low level on the RxD line. When 
it sees the low level, it assumes that it is a START 
bit and enables an internal counter. At a count 
equivalent to one-half of a bit time, the RxD line is 
sampled again. If the line is still low, a valid 
START bit has probably been received and the 
8251 proceeds to assemble the character. If the 
RxD line is high when it is sampled, then either a 
noise pulse has occurred on the line or the receiver 
has become enabled in the middle of the transmis- 
sion of a character. In either case the receiver 
aborts its operation and prepares itself to accept a 
new character. After the successful reception of a 
START bit the 8251 clocks in the data, parity, and 
STOP bits, and then transfers the data on the 
internal data bus to the receive data register. When 
operating with less than 8 bits, the characters are 
right-justified. The RxRDY signal is asserted to 
indicate that a character is available. 

In the synchronous mode the receiver simply 
clocks in the specified number of data bits and 
transfers them to the receiver buffer register, 
setting RxRDY. Since the receiver blindly groups 
data bits into characters, there must be a means of 
synchronizing the receiver to the transmitter so 
that the proper character boundaries are main- 
tained in the serial data stream. This synchroniza- 
tion is achieved in the HUNT mode. 

In the HUNT mode the 8251 shifts in data on the 


RxD line one bit at a time. After each bit is re- 
ceived, the receiver register is compared to a regis- 
ter holding the SYN character (program loaded). 
If the two registers are not equal, the 8251 shifts in 
another bit and repeats the comparison. When the 
registers compare as ; equal, the 8251 ends the 
HUNT mode and raises the SYNDET line to indi- 
cate that it has achieved synchronization. If the 
US ART has been programmed to operate with two 
SYN characters the process is as described above, 
except that two contiguous characters from the 
line must compare to the two stored SYN charac- 
ters before synchronization is declared. Parity is 
not checked. If the USART has been programmed 
to accept external synchronization, the SYNDET 
pin is used as an input to synchronize the receiver. 
The timing necessary to do this is discussed in the 
SIGNALS section of this note. The USART enters 
the HUNT mode when it is initialized into the 
synchronous mode or when it is commanded to do 
so by the command instruction. Before the receiver 
is operated, it must be enabled by the RxE bit (D 2 ) 
of the command instructions. If this bit is not set 
the receiver will not assert the RxRDY bit. 

Transmitter 

The transmitter accepts parallel data from the 
processor, adds the appropriate framing informa- 
tion, serializes it, and transmits it on the TxD pin. 
In the asynchronous mode the transmitter always 
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adds a START bit; depending on how the unit is 
programmed, it also adds an optional even or odd 
parity bit, and either 1, P/ 2 , or 2 STOP bits. In the 
synchronous mode no extra bits (other than parity, 
if enable) are generated by the transmitter unless 
the computer fails to send a character to the 
USART. If the USART is ready to transmit a char- 
acter and a new character has not been supplied by 
the computer, the USART will transmit a SYN 
character. This is necessary since synchronous 
; communications, unlike asynchronous communica- 
tions, does not allow gaps between characters. If 
the USART is operating in the dual SYN mode, 
both SYN characters will be transmitted before the 
message can be resumed. The USART will not 
generate SYN characters until the software has sup- 
plied at least one character; i.e., the USART will 
fill ‘holes’ in the transmission but will not initiate 
transmission itself. The SYN characters which are 
to be transmitted by the USART are specified by 
the software during the initialization procedure. In 
.either the synchronous or asynchronous modes, 
tran smission is inhibited until TxEnable and the 
CTS input are asserted. 

An additional feature of the transmitter is the abil- 
ity to transmit a BREAK. A BREAK is a period of 
continuous SPACE on the communication line and 
is used in full duplex communication to interrupt 
the transmitting terminal. The 8251 USART will 
transmit a BREAK condition as long as bit 3 
(SBRK) of the command register is set. 

Modem Control 

The mod em c ontrol section provides for t he gener- 
ation of RTS and the reception of CTS. In addi- 
tion, a general purpose output and a general pur- 
pose input are provided. The out p ut is labeled 
DTR and the input is labeled DSR. DTR can be 
assert ed by setting bit 2 of the command instruc- 
tion; DSR can be sensed as bit 7 of the status 
register. Although the USART itself attaches no 
special significance to these signals, DTR (Data 
Terminal Ready) is normally assigned to the 
modem, indicating that the terminal is ready to 
communicate and DSR (Data Set Ready) is a signal 
from the modem indicating that it is ready for 
communications. 

I/O Control 

The Read /Write Control Logic decodes control- 
signals on the' 8080 control bus into signals which 
gate data on and off the USART’s internal bus and 
controls the external I/O bus (DBo— DB 7 ). The 
truth table for these operations is as follows: 

If neither READ or WRITE is a zero, th en the 
USART will not perform an I/O function. READ 


I 







CE 

C/D 

READ 

WRITE 

Function 

0 

0 

0 

1 

CPU Reads Data from 
USART 

0 

1 

0 

1 

CPU Reads Status from 
USART 

0 

0 

1 

0 

CPU Writes Data to 
USAftT 

0 

1 

1 

0 

CPU Writes Command to 
USART 

1 

X 

X 

X 

USART Bus Floating 
(NO-OP) 


and WRITE being a zero at the same time is an 
illegal state with undefined results. The Read/ 
Write Control Log ic cont ains s ynchron ization cir- 
cuits so that the READ and WRITE pulses can 
occur at any time with, respect to the clock inputs 
to the USART. 

The I/O buffer contains the STATUS buffer, the 
RECEIVE DATA buffer and the XMIT DATA/ 
CMD buffer as shown in Figure 2. Note, that al- 
though there are two registers which store data for 
transfer to the CPU (STATUS and RECEIVE 
DATA), there is only one register which stores data 
being transferred to the USART. The sharing of 
the input register for both transmit data and com- 
mands makes it important to ensure that the 
USART does not have data stored in this register 
before sending a command to the device. The 
TxRDY signal can be monitored to accomplish 
this. Neither data nor commands should be trans- 
ferred to the USART if TxRDY is low. Failure to 
perform this check can result in erroneous data 
being transmitted. 

INTERFACE SIGNALS 

' The interface signals of the 8251 USART can be 
broken down into two groups — a CPU-related 
group and a device-related group. The CPU-related 
sigfials have been designed to optimize the attach- 
ment of the 8251 to a MCS-80™ system. The 
device-related signals ’are intended to interface a 
modem or like device. Since many peripherals 
(TTY, CRT, etc.) can be obtained with a modem- 
like interface, the USART has a broad range of 
applications which do not include a modem. Note 
that although the USART provides a logical inter- 
face to an EIA-RS-232 device, it does not provide 
El A compatible drive, and this must be added via 
circuitry external to the 825 1 . As an example of a 
peripheral interface application and^ to aid in 
understanding the signal descriptions which follow, 
Figure 3 shows a system configured to interface 
with a TTY or CRT. 
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CPU-Related Signals 

V CC (26) I 

GND (4) I 

CLK (20) I 


+5 Volt Supply 
+5 Volt Common 

The CLK input generates in- 
ternal device timing. No ex- 
ternal inputs or outputs are 
referenced to CLK, but the 
frequency of CLK must be 
greater than 30 times the 
Receiver or Transmitter 
clock inputs for synchronous 
mode or 4.5 times the clock 
inputs for an asynchronous 
mode. An additional con- 
straint is imposed by the 
electrical specifications (ref. 
Appendix B) which require 
the period of CLK be be- 
tween 0.42 /usee and 1.35 
/usee. The CLK input can. 
generally be connected to the 
Phase 2 (TTL) output of the 
8224 clock generator. 


RESET (21) I A high on this input per- 
forms a master reset on the 
8251. The device returns to 
the idle mode and will re- 
main there until reinitialized 
with the appropriate control 
words. 


DB 7 — DBo 
( 8 , 7 , 6 , 5 , 2 , 1 , 
28,27) 


CS(ll) 


C/D (12) 


RD (13) 


I/O The DB signals form a three- 
state bus which can be con- 
nected to the CPU data bus. 
Control, status, and data are 
transferred on this bus. Note 
that the CPU always remains 
in control of the bus and all 
transfers are initiated by it. 

I Chip Select. A low on this 
input enables communica- 
tion between the USART 
and the CPU. Chip Select 
should go low when the 
USART is being addressed by 
the CPU. 

I Control /Data. During a read 

operation this pin selects 
either status or data to be in- 
put to the CPU (high=status, 
low=data). During a write 
operation this pin causes the 
USART to interpret the data 
on the bus as a command if it 
is high or as data if it is low. 

I A , low on this input causes 
the USART to gate either 


WR ( 1 0) 


TxRDY (15) 


TxE (18) 


RxRDY (14) 


status or data onto the data 
bus. 

I A low on this input causes 
the USART to accept data 
on the data bus as either a 
command or as a data char- 
acter. 

O Transmitter Ready. This out- 
put signals the CPU that the 
USART is ready to accept a 
data character or command. 
It can be used as an interrupt 
to the system or, for polled 
operation, the CPU can 
check TxRDY using the 
status read operation. Note, 
however, that while the 
TxRDY status bit will be as- 
serted whenever the XMIT 
DATA/CMD buffer is empty, 
the TxRDY output will be 
asserted onjy if the buffer is 
empty and the USAR T is e n- 
abled to transmit (i.e., CTS is 
low and TxEN is high). 
TxRDY will be reset when 
the USART receives a charac- 
ter from the program. 

O Transmitter Empty. A high 
output on this line indicates 
that the parallel to serial 
converter in the transmitter 
is empty. In the synchronous 
mode, if the CPU has failed 
to load a new character in 
time, TxE will go high mo- 
mentarily as SYN characters 
are loaded into the trans- 
mitter to fill the gap in trans- 
mission. 

O Transmitter Ready. This out- 
put goes high to indicate that 
the 8251 has received a char- 
acter on its serial input and is 
ready to transfer it to the 
CPU. Although the receiver 
runs continuously, RxRDY 
will only be asserted if the 
RxE (Receive Enable) bit in 
the command register has 
been set. RxRDY can be con- 
nected to the interrupt struc- 
ture or, for polled operation, 
the CPU can check the condi- 
tion of RxRDY using a status 
read operation. RxRDY will 
be reset when the character is 
read by the CPU. 
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SYNDET (16) I/O Synch Detect. This line is used 
in the synchronous mode only. 
It can be either an input or 
output, depending on whether 
the initialization program sets 
the USART for external or in- 
ternal synchronization. SYN- 
DET is reset to a zero by RE- 
SET. When in the internal 
synchronization mode, the 
USART uses SYNDET as an 
output to indicate that the 
device has detected the re- 
quired SYN character(s). A 
high output indicates syn- 
chronization has been achiev- 
ed. If the USART is pro- 
grammed to operate with 
double SYN characters, SYN- 
DET will go high in the mid- 
dle of the last bit of the 
second SYN character. SYN- 
DET will be reset by a status 
read operation. When in the 
external synchronization mode 
a positive-going input on the 
SYNDET line will cause the 
8251 to start assembling 
characte rs on the next falling 
edge of RxC. The high input 
should be maintained at least 
for one RxC cycle following 
this edge. 


\ 

Device-Related Signals 


DTR (24) 


DSR (22) 


RTS (23) 


0 Data Terminal Ready. This is a 
general purpose output signal 
which can be set low by pro- 
gramming a ‘T in command 
instruction bit 1. This signal 
allows additional device con- 
trol. 

1 Data Set Ready. This is a gen- 
eral purpose input signal. The 
status of this signal can be 
tested by the CPU through a 
status read. This pin can be 
used to test device status and 
is read as bit 7 of the status 
register. 

O Request to Send. This is a gen- 
eral purpose outp ut signal 
equivalent to DTR. RTS is 
normally used to request that 
the modem prepare itself to 
transmit (i.e, establish car- 

rier). RTS can be asserted 


CTS (17) 


RxC (25) 


RxD (3) 


TxC (9) 


TxD (19) 


(brought low) by setting bit 5 
in the command instruction. 

I Clear to Send. A low on this 
input enables the USART to 
transmit data. CTS is normally 
generated b y the modem in re- 
sponse to a RTS. 

I Receiver Clock. This clock 
controls the. data rate of char- 
acters to be received by the 
USART. In the synchronous 
mode RxC is equivalent to the 
baud rate, and is supplied by 
the m odem . In asynchronous 
mode RxC is 1, 16, or 64 
times the baud rate. The clock 
division is preselected by the 
mode control instruction. 
Data is sampled by the US ART 
on the rising edge of RxC. 

I Receiver Data. Characters are 

received serially on this pin 
and assembled into parallel 
characters. RxD is high true 
(i.e. High = MARK or ONE). 

I Transmitter Clock. This clock 

controls the rate at which 
characters are transmitted by 
the USART. The relationship 
between clock rate and baud 
rate is the same as for RxC. 
Data is shifted out of the 
USART on the falling edge of 
TxC. 

O Transmit Data. Parallel charac- 

ters sent by the CPU are trans- 
mitted serially by the USART 
on this line. TxD is high true 
(i.e. High = MARK or ONE). 


MODE SELECTION 

The 8251 USART is capable of operating in a num- 
ber of modes (e.g, synchronous or asynchronous). 
In order to keep the hardware as flexible as possi- 
ble (both at the chip and end product level), these 
operating modes are selected via a series of control 
outputs to the USART. These mode control out- 
puts must occur between the time the USART is 
reset and the time it is utilized for data transfer. 
Since the USART needs this information to struc- 
ture its internal logic it is essential to complete the 
initialization before any attempts are made at data 
transfer (including reading status). 

A flowchart of the initialization process appears in 
Figure 4. The first operation which must occur 
following a reset is the loading of the mode control 
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SYSTEM RESET 



Figure 4. Initialization Flowchart 


register. The mode control register is loaded by the 
first control output (C/D=l, RD=1, WR=0, CS=0) 
following a reset. The format of the mode control 
instruction is shown in Figure 5. The instruction 
can be considered as four 2-bit fields. The first 
2-bit field (Dj Do) determines whether the US ART 
is to operate in the synchronous (00) or asynchro- 
nous mode. In the asynchronous mode this field 
also controls the clock scaling factor . As an exam- 
ple, if Dj and Dq are both ones, the RxC and TxC 
will be divided by 64 to establish the baud rate. 
The second field, D3— D2, determines the number 
of data bits in the character and the third, D5-D4, 
controls parity generation. Note that the parity bit 
(if enabled) is added to the data bits and is not 
considered as part of them when setting up the 
character length. As an example, standard ASCII 
transmission, which is seven data bits plus even 
parity, would be specified as: 

X X 1 1 1 0 X X 



Figure 5. Mode Instruction Format 


The last field, D7— D6, has two meanings, depend- 
ing on whether operation is to be in the synchro- 
nous or asynchronous mode. For the asynchronous 
mode (i.e., Di Do =£ 00), it controls the number of 
STOP bits to be transmitted with the character. 
Since the receiver will always operate with only 
one STOP bit, D7 and only control the trans- 
mitter. In the synchronous mode (Di Do = 00), 
this field controls the synchronizing process. Note 
that the choice of single or double SYN characters 
is independent of the choice of internal or external 
synchronization. This is because even though the 
receiver may operate with external synchronization 
logic, the transmitter must still know whether to 
send one or two SYN characters should the CPU 
fail to supply a character in time. 

Following the loading of the mode instruction the 
appropriate SYN character (or characters) must be 
loaded if synchronous mode has been specified. 
The SYN character(s) are loaded by the same con- 
trol output instruction used to load the mode in- 
struction. The US ART determines from the mode 
instruction whether no, one, or two SYN charac- 
ters are required and uses the control output to 
load SYN characters until the required number are 
loaded. 

At completion of the load of SYN characters (or 
after the mode instruction in the asynchronous 
mode), a command character is issued to the 
USART. The command instruction controls the 
operation of the USART within the basic frame- 
work established by the mode instruction. The 
format of the command instruction is shown in 
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Figure 6. Note that if, as an example, the USART 
is waiting for a SYN character load and instead is 
issued an internal reset command, it will accept the 
command as a SYN character instead of resetting. 
This situation, which should only occur if two 
independent programs control the USART, can be 
avoided by outputting three all zero characters as 
commands before issuing the internal reset com- 
mand. The USART indicates its state in a status 
register which can be read under program control. 
The format of the status register read is shown in 
Figure 7. 

When operating the receiver it is important to real- 
ize that RxE (bit 2 of the command instruction) 
only inhibits the assertion of RxRDY ; it does not 
inhibit the actual reception of characters. Because 
the receiver is constantly running, it is possible for 
it to contain extraneous data when it is enabled. 
To avoid problems this data should be read from 
the USART and discarded. The read should be 
done immediately following the setting of Receive 
Enable in the asynchronous mode, and following 
the setting of Enter Hunt in the synchronous 
mode. It is not necessary to wait for RxRDY be- 
fore executing the dummy read. 


°7 d 6 d 5 D4 d 3 Dj D 1 D 0 



Figure 6. Command Instruction Format 


D7 D6 D 5 D4 D3 D2 Di Do 



Figure 7. Status Register Format 
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PROCESSOR DATA LINK 

The ability to change the operating mode of the 
USART by software makes the 8251 an ideal 
device to use to implement a serial communication 
link. A terminal initially configured with a simple 
asynchronous protocol can be upgraded to a syn- 
chronous protocol such as IBM Binary Synchro- 
nous Communication by a software only upgrade. 
In order to demonstrate the use of (he 8251 
USART, the remainder of this document will 
describe the implementation of an interrupt-driven, 
full duplex communication link on the Intel 
MDS™ system. With minor modifications, the 
program developed could be used on the Intel 
SBC-80/10™ OEM card, thus implementing a data 
link between the two systems. Such a facility can 
be used to down-load programs, run diagnostics, 
and maintain common data bases in multiprocessor 
systems. 

The factors which must be considered in the design 
of such a link include the desired transmission rate 
and format, the error checking requirements, the 
desirability of full duplex operation, and the phys- 
ical implementation of the link. The basic require- 
ment of the system described here is that it allow 
an Intel SBC-80/10 OEM card to be loaded from 
.an IV1DS development system, either locally or on 
the switched telephone network. An additional 
constraint is that the modem used on the switched 
network be readily available and inexpensive. 
These requirements led to the choice of a modem 
such as the Bell 103 A to implement the link. These 
modems, which support full duplex communica- 
tion at up to 300 baud, are readily available from a 
number of sources at reasonable cost. These 
modems are also available in acoustically coupled 
versions which do not require permanent installa- 
tion on the telephone network. Interface to' the 
103 A modem is accomplished with nine wires: 
Protective Ground, Signal Ground, Transmitted 
Data, Received Data, Clear to Send, Data Set 
Ready, Data Terminal Ready, Carrier Detector, 
and Ringing Indicator. 

The utilization of the interface signals to the 
modem is as follows: 

Protective Protective Ground is used to bond 
Ground the chassis ground of the modem to 

that of the terminal. 

Signal Signal Ground provides a common 

Ground ground reference between the mo- 

dem and the terminal. 

Transmitted Transmitted Data is used to transfer 
Data serial data from the terminal to the 

modem. 


Received 

Data 

Received Data is used to transfer 
serial data from the modem to the 
terminal. 

Clear to 
Send 

Clear to Send indicates that the 
modem has established a connec- 
tion with a remote modem and is 
ready to transmit data. 

Data Set 
Ready 

Data Set Ready indicates that the 
modem is connected to the tele- 
phone line and is in the data mode. 

Data 

Terminal 

Ready 

Data Terminal Ready is a signal 
from the terminal which permits 
the modem to enter the data mode. 

Carrier 

Detector 

Carrier Detector is identical to 
Clear to Send in the 103 modem 
and will not be used in this inter- 
face. 

Ringing 

Indicator 

Ringing Indicator indicates that the 
modem is receiving a ringing signal 


from the telephone system. This 
signal will not be used in the inter- 
face, since it is possible for the 
terminal to assert Data Terminal 
* Ready whenever it is ready for the 
modem to “answer the telephone”. 
The modem uses Data Set Ready to 
indicate that it has answered the 
call. 

A block diagram showing the connections between 
the MDS and the SBC-80/10 through the modems 
is shown in Figure 8. Figure 9 shows the portion of 
the MDS monitor board devoted to the USARTs 
and Figure 10 shows the equivalent section of the 
SBC-80/10 board. Note that several signals on the 
MDS to not have the proper EIA defined voltage 
levels, and for this reason the adapter shown in 
Figure 1 1 was added to the MDS. The 390 pF 
capacitor was added to the 1488 driver to bring the 
rise time within EIA imposed limits of 30 volts/ 
jusec. In Figure 7 the signal labels within the MDS 
and SBC-80/10 blocks correspond to the labels on 
the schematics, the signal labels within the modem 
blocks correspond to EIA conventions, and the 
signal labels on the wires between the blocks are 
abbreviations for the English language names of the 
signals. 

As an example of how the USART clocks can be 
generated, circuits A27, A16, and A15 of Figure 9 
form a divider of the OSC signal. The OSC signal 
has a frequency of 18.432 MHz and is generated by 
the 8224 which generates system timing for the 
8080A. The 18.432 MHz signal results in a state 
time of 488 ns versus the normal 500 ns for the 
8080A. (This does not violate 8080A specifica- 
tions.) The 18.432 MHz signal can be divided by 
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1 r 



Figure 8. System Block Diagram 


1 



Figure 9. EIA Adapter 


30 and then 64 to give a 9600 baud communica- 
tion standard. The 9600 baud signal can be further 
divided to give 4800, 2400, 1200, 600, and 300 
baud signals. The 1200 baud signal can be divided 
by 11 to give a 109.1 baud signal which is within 
1% of the 1 10 baud standard signal rate. Note that 
because of constraints on the CLK input 9600 
J)aud operation is not possible in the X64 mode. 
The divide by 64 can be accomplished by dividing 
by 4 with a counter and then 16 within the 
USART. 

In order to keep the system as general purpose as 
possible, it was decided to transmit 8-bit data char- 
acters with an appended odd parity bit. Having a 
full 8-bit byte available for data enables the trans- 
mission of codes such as ASCII (which is 7-level 
with an additional parity bit) to be transmitted 
and received transparently in the system. Also, of 
course, it allows 8-bit bytes from the 8080A mem- 
ory to be transferred in one transmission character. 
If error checking beyond the parity check is re- 
quired, it could be added to the data record to be 
transmitted in the form of redundant check charac- 
ters. 


Before the software design of the system could be 
undertaken, it was necessary to decide whether 
service requests from the USART would be han- 
dled on a polled or interrupt driven mode. Polled 
operation normally results in more compact code 
but it requires that whatever programs are running 
concurrently with a transmission or reception must 
periodically either check the status of the USART 
or call a routine that does. Since it was not possible 
to determine what program might be running dur- 
ing a receive or transmit operation, it was decided 
to operate in an interrupt driven mode. 

The program which operates the 8251 must be 
instructed as to what data it should transmit or 
feceive from some other program resident in the 
8080 system. To facilitate the discussion of the 
operation of the software, the following definitions 
will be made: 

USRUN is the program which controls the 

operation of the 8251. 

USER is a program which utilizes USRUN in 

order to effect a data transmission. 

USER passes commands and parameters to 
USRUN by means of the control block shown in 
Figure 12. The first byte of the block contains the 
command which USER wants USRUN to execute. 
Valid contents of this byte are “C” which causes 
USRUN to initialize itself and the 8251, “R” 
which causes the execution of the data input (or 
READ) operation, and “W” which causes a data 
output (WRITE) operation. The second byte of the 
control block is used by USRUN to inform USER 
of the status of the requested operation. The third 
and fourth bytes specify the starting address of a 
buffer set up by USER which contains the data for 
a transmit operation or which will be used by 
USRUN to store received data. The fifth and sixth 
bytes are concatenated to form a positive binary 
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number which specifies how many bytes of data 
USER wants transferred. The seventh and eighth 
bytes are concatenated and used by USRUN to 
count the number of bytes that have been trans- 
ferred. When the required number of characters 
have been transferred, or if USRUN terminates a 
READ or WRITE due to an abnormal condition, 
then USRUN calls a subroutine at an address de- 
fined by the ninth and tenth bytes of the com- 
mand block. This subroutine, which is provided by 
USER, must determine the state of the process and 
then take appropriate action. 

Since USRUN must be capable of operation in a 
full duplex mode (i.e., be able to receive and trans- 
mit simultaneously), it keeps the address of two 
control blocks; one for a READ operation and one 
for a WRITE. The address of the controlling com- 
mand block is kept in RAM locations labeled 
RCBA for the READ operation and TCBA for the 
WRITE operation. If RCBA (Receive Control 
Block Address) or TCBA (Transmit Control Block 
Address) is zero, it indicates that the corresponding 
operation is in an idle status. 

Flowcharts of USRUN appear in Figure 1 3 and the 
listings appear in Figure 14. The first section of the 
flowcharts (Figures 13.1 and 13.2) consists of two 
subroutines which are used as convenient tools for 
operating on the control blocks. These routines are 
labeled LOADA and CLEAN. LOADA is entered 
with the address of a control block in registers H 
and L. Upon return registers D and E have been set 
equal to the address in the buffer which is the 
target of the next data transfer (i.e., D,E = BAD+ 
CCT); and CCT (transferred byte count) has then 
been incremented. In addition, the B register is set 
to zero if the number of bytes that have been 
transferred is equal to the number requested (i.e., 
CCT = RCT). CLEAN, the second routine, is also 
entered with the address of a command block in 
the H and L registers. In addition, the Accumulator 
holds the status which will be placed in the 
STATUS byte of the command block. On exit the 
STATUS byte has been updated and the address of 
the completion routine has been placed in H and L. 

Upon interrupt, control of the MCS-80 system is 
transferred to VECTOR (Figure 13.3). Vector is a 
program which saves the state of the system, gets 
the status of the US ART and jumps to the RISR 
(Receive Interrupt Service Routine) or the TISR 
(Transmit Interrupt Service Routine), depending 
on which of the two ready flags is active. If neither 
ready flag is active, VECTOR restores the status of 
the running program, enables interrupts, and re- 
turns. (Interrupts are automatically disabled by the 
hardware upon an interrupt.) This exit from VEC- 
TOR, which is labeled VOUT, is used from other 



THESE TWO BYJES FORM 
THE BUFFER ADDRESS 
THESE TWO BYTES INDICATE 
THE NUMBER OF BYTES TO 
BE TRANSFERRED 
THESE TWO BYTES INDICATE 
THE NUMBER OF BYTES THAT 
HAVE BEEN TRANSFERRED 
THESE TWO BYTES FORM 
THE ADDRESS OF A SUB- 
ROUTINE TO BE CALLED 
WHEN THE OPERATION 
IS TERMINATED 


| 


Figure 12. Control Block 



Figure 13.1. LOADA Subroutine 



Figure 13.2. CLEAN Subroutine 
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Figure 13.3. Interrupt Entry 



Figure 13.4. Transmit Interrupt Service Routine 


portions of USRUN if return from the interrupt 
mode is required. 

In addition to handling normal data transfers, 
TISR (Figure 13.4) checks a location in memory 
named TCMD in order to determine if the receive 
program wishes to send a command to the USART. 
Since the transmit data and command must share a 
buffer within the USART, any command output 
must occur when TxRDY is asserted. If TCMD is 
zero, TISR proceeds with the data transfer. If 
TCMD is non-zero, TISR calls TUTE (Transmit 
Utility, Figure 13.5) which, depending on the value 



Figure 13.5. Transmit Utility Routine 
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in TCMD, turns , off the receiver, turns on the re- 
ceiver, or clears error conditions. Note that the 
error flags (parity, framing, and overrun)^are al- 
ways cleared by the software when the receiver is 
first enabled. 

The flowchart of the RISR is shown in Figure 
13.6. Note that in addition to terminating when- 
ever the required number of characters have been 
received, the RISR also terminates if one of the 
error flags becomes set or if the received character 
matches a character found in a table pointed to by 
the label ETAB. This table, which starts at ETAB 
and continues until an all “ones” entry is found, 
can be used by USER to define special characters, 
such as EOT (End Of Transmission), which will ter- 
minate a READ operation. The remainder of Fig- 
ure 13 (13.7) shows the decoding of the commands 
to USRUN. The listings also include a test USER 
which exercises USRUN. This program sets up a 
256-byte transmit buffer and transfers it to a simi- 
lar input buffer by means of a local loop. When 
both the READ and WRITE operations are com- 
plete, the test USER checks to insure that the two 
buffers are identical. If the buffers differ, the MDS 
monitor is called; if the data is correct, the test is 
repeated. 

CONCLUSION 

The 8251 USART has been described both as a 
device and as a component in a system. Since not 
only modems but also many peripheral devices 
have a serial interface, the 8251 is an extremely 
useful component in a microcomputer system. A 
particular advantage of the device is that it is capa- 
ble of operating in various modes without requir- 
ing hardware modifications to the system of which 
it is a part. As with any complex subsystem, how- 
ever, the 8251 USART must be carefully applied 
so that it can be utilized to full advantage in the 
overall system. It is hoped that this application 
note will aid in the designer in the application of 
the 825 1 USART. As a further aid to the applica- 
tion of the 8251, the appendix of this document 
includes a list of design hints based on past experi- 
ence with the 825 1 . 



Figure 13.6. Receive Interrupt Service Routine 
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Figure 14. Program Listing 



****** 




» 

5 

SYSTEM 

ORIGIN STATEMENT 


;««*»« 



4000 


ORG 

4000H 




.****« 

> 

5 

DATA 

STORAGE FOR 

TEST USER 




;***«* 





4000 


BUFIN: 

DS 

100H 

; INPUT BUFFER 


4100 


BUFOUT: 

DS 

1 0 0 H 

;OUTPUT BUFFER 


4200 

5200 

RBLOCK : 

DB 

' R ' , 00H 

^RECEIVE CONTROL 

BLOCK 

4202 

0040 

RBAD : 

DW 

BUFIN 



4204 

FFOO 

RRCT : 

DW 

0 FFH 



4206 

0000 

RCCT : 

DW 

0 0 H 



4208 

1742 

RCRA: 

DW 

RCR 



420A 

5700 

TBLOCK : 

DB 

'W' , OOH 

; TRANSMIT CONTROL 

BLOCK 

420C 

004 1 

TBAD : 

DW 

BUFOUT 



420E 

FFOO 

TRCT : 

DW 

OFFH 



4210 

0000 

TCCT : 

DW 

OOH 



4212 

2742 

TCRA: 

DW 

TOR 



4214 

4300 ' 

GBLOCK : 

DB 

'C' , OOH 



4216 

00 

FLAG: 

DB 

OOH 






.####* 

» 






» 

» 

COMPLETION ROUTINES 



> 

;##*#* 




4217 

AF 

RCR: 

XR A 

A 

; CLEAR A 

4218 

323B42 


STA 

RCB A 

; TU RN OFF RECEIVE 

4 2 1 B 

323C42 


STA 

RCBA+1 


4 2 1 E 

3A1642 


LD A . 

FLAG 

; GET FLAG 

4221 

E60F 


ANI 

OFH 

; CLEAR UPPER FOUR BITS 

4223 

321642 


STA 

FLAG 

; RESTORE FLAG 

4226 

C9 


RET 



4227 

AF 

TCR : 

XR A 

A 

; CLEAR A 

4228 

323942 


STA 

TCB A 

; TU RN x OFF TRANSMIT 

422B 

323A4 2 


STA 

TCBA+1 

r 

4 22E 

3A1642 


LD A 

FLAG 

; GET FLAG 

4231 

E6F0 


ANI 

OF 0 H 

; CLEAR LOWER FOUR BITS 

4233 

321642 


STA 

FLAG 

; RESTORE FLAG 

4236 

C9 


RET 


; THEN RETURN 
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* # * # * 

SYSTEM EQUATES 

* * * * * 


00F5 

USTAT 

EQU 

0F5H 

; USA RT STATUS ADDRESS 

00F5 

USCMD 

EQU 

0F5H 

;USART CMD ADDRESS 

00F4 

USD AI 

EQU 

0F4H 

;USART DATA INPUT ADDRESS 

00F4 

USDAO 

EQU 

0F4H 

; USA R T DATA OUTPUT ADDRESS 

0000 

GSTAT 

EQU 

00 H 

; GOOD STATUS 

OOFF 

BSTAT 

EQU 

OFFH 

; B AD STATUS 

000 1 

CEND 

EQU 

0 1 H 



# * * * # 

SYSTEM DATA TABLE 

** # * # 


37 

00 

LCMD : 

DB 

OOH 

; C U R R E N T OPERATING COMMAND 

38 

00 

TCMD : 

DB 

OOH 

; IF NON ZERO A COMMAND TO BE SENT 

39 

0000 

TCB A : 

DW 

OOH 

; ADDRESS OF XMIT CBLOCK 

3B 

00.00 

RCBA : 

DW 

OOH 

; ADDRESS OF RECEIVE CBLOCK 

3D 

FF 

MTAB : 

DB 

OFFH 

; END CHARACTER TABLE 


6-133 


231309-001 


APPLICATIONS 


LOAD ADDRESS ROUTINE 

LOADA IS ENTERED WI-TH THE ADDRESS OF A CONTROL 

BLOCK IN H , L . ON EXIT D,E CONTAINS THE ADDRESS 

WHICH IS THE TARGET OF THE NEXT DATA TRANSFER ( BAD+CCNT ) 

AND B HAS BEEN SET TO ZERO IF THE REQUESTED NUMBER OF 

TRANSFERS HAS BEEN ACCOMPLISHED. CCNT ,IS INCREMENTED 

AFTER THE TARGET ADDRESS HAS BEEN CALCULATED. 


423E 

23 

LOADA: 

IN X 

H 

423F 

23 


INX 

H 

4240 

5E 


MOV 

E , M 

424 1 

23' 


INX 

H 

4242 

56 


MOV 

D , M 

4243 

23 


INX 

H 

4244 

23 


INX 

H 

4245 

23 


’ INX 

H 

4246 

4 E 


MOV 

C , M 

4247 

23 


INX 

' H 

4248 

46 


MOV 

B,M 

4249 

EB 


XCHG 


4 2 4 A 

09 


DAD 

B 

42 4B 

EB 


XCHG 


4 2 4C 

03 


INX 

B 

4 2 4 D 

70 


MOV 

M, B 

4 2 4 E 

2B 


DCX 

H 

4 2 4 F 

7 1 


MOV 

M, C 

4250 

OB 


DCX 

B 

425 1 

2B 


DCX 

H 

4252 

7 E 


MOV 

A , M 

4253 

90 


SUB 

B 

4254 

47 


MOV 

3 , A 

4255 

CO 

* 

RNZ 


4256 

2B 


DCX 

H 

4257 

7 E 


MOV 

A, M 

4258 

91 


SUB 

C 

4259 

47 


MOV 

B, A 

4 2 5 A 

C9 


RET 



; D , E GETS BUFFER ADDRESS 


; DONE 

; B , C GETS COMPLETED COUNT (CCNT) 


; DONE 

; D , E GETS BAD + CCNT 
DONE 

; CCNT GETS INCREMENTED 


; DONE 

; DOES OLD CCNT = RCNT? 


; NO-RETURN WITH B NOT ZERO 


; RETURN WITH B = 0 IF RCNT = CCNT 
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***** 

CLEAN-UP ROUTINE 

CLEAN IS ENTERED WITH THE ADDRESS OF A CONTROL 
BLOCK IN H , L AND A NEW STATUS TO BE 
ENTERED INTO IT IN A . ON EXIT THE ADDRESS OF THE 
CONTROL BLOCK IS IN D,E; THE STATUS OF THE BLOCK 
HAS BEEN UPDATED; AND THE ADDRESS OF THE COMPLETION 
ROUTINE IS IN H,L. 

***** 


425B 

5D 

CLEAN : 

MOV 

E , L 

; SA VE THE ADRESS OF 

THE COMMAND 

4 2 5 C 

54 


MOV 

D , H 



425D 

23 


I N X 

H 

;POINT AT STATUS 


425E 

77 


MOV 

M, A 

; SET STATUS EQUAL TO 

A 

425F 

010700 


LXI 

B , 7 

; SET INDEX TO SEVEN 


4262 

09 


DAD 

B 

; POINT AT COMPLETION 

ADDRESS 

4263 

7E 


MOV 

A , M 

; GET LOWER ADDRESS 


4264 

23 


INX 

H 

; POINT AT UPPER ADDRESS 

4265 

66 


MOV 

H , M 

; H GETS HIGH ADDRESS 

BYTE 

4266 

6F 


MOV 

L , A 

; L GETS LOW ADDRESS 

BYTE 

4267 

C9 


RET 





***** 

INT ERUPT VECTOR ROUTINE 

VECTOR SAVES THE STATUS OF THE RUNNING PROGRAM 
THEN READS THE STATUS OF THE USART TO DETERMINE 
IF A RECEIVE OR TRANSMIT INTERUPT OCCURRED. 

VECTOR THEN CALLS THE APPROPRIATE SERVICE ROUTINE. 
IF NEITHER INTERUPTS OCCURRED THEN VECTOR RESTORES 
THE STATUS OF THE RUNNING PROGAM. THE SERVICE 
ROUTINES USE THE EXIT CODE, LABLED VOUT, TO EFFECT 
THEIR EXIT FROM INTERUPT MODE. 

***** 


4268 

F5 

VECTOR : 

PUSH 

PSW 

PUSH STATUS INTO THE STACK 

4269 

C5 


PUSH 

B 


426A 

D5 


PUSH 

D 


42 6B 

E5 


PUSH 

H 


4 2 6C 

DBF 5 

* 

IN 

USTAT 

GET USART ADDRESS 

426E 

DBF A 


IN 

OFAH 

MDS-GET' MONITOR CARD INT. STATUS 

4270 

OF 


RRC 


ROTATE TWO PLACES 

427 1 

OF 


RRC 


SO THAT CARRY=RXRDY 

4272 

DA8842 


JC 

RISR 

IF RXRDY GO TO SERVICE ROUTINE 

4275 

07 


RLC 


IF NOT ROTATE BACK 

4276 

07 


RLC 


LEAVING TXRDY IN CARRY 

4277 

DAD 4 4 2 


JC 

T I SR 

IF TXRDY THEN GO TO SERVICE ROUTINE 

4 2 7 A 

3 EF C 


M VI 

A , OFCH 

MDS-CLEAR OTHER LEVEL THREE INTERUPTS 

4 2 7 C 

D3F3 


OUT 

0F3H 

MDS 

427E 

El 

VOUT: 

POP 

H 

ELSE EXIT FROM INTERUPT MODE 

427F 

D 1 


POP 

D 

4280 

Cl 


POP 

B 


4281 

3E20 


M VI 

A , 20H ; 

; MDS-RESTORE CURRENT LEVEL 

4283 

D3FD 


OUT 

OFDH ; 

; MDS 

4286 

FB 


El 

) 

[ENABLE INTERUPTS 

4287 

C 9 


RET 
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RECEIVE INTERUPT SERVICE ROUTINE; 

RISR PROCESSES A RECEIVE INTERUPT 
AT THE END OF RECEIVE THE USER SUPPLIED 
COMPLETION ROUTINE IS CALLED AND THEN AN 
EXIT IS TAKEN THROUGH VOUT OF THE 
VICTOR 


4288 

2A3B42 

RISR : 

LHLD 

RCB A 

42 8B 

3E82 


M VI 

A ,82H 

42 8D 

D3F3 


OUT 

OF 3H 

428F 

2C 


INR 

L 

4290 

2D 


DCR 

L 

4291 

C29942 


JNZ 

RISRB 

4294 

24 


INR 

H 

4295 

25 


DCR 

H 

4296 

CA7E42 


JZ 

VOUT 

4299 

CD3E42 

RISRB : 

CALL 

LOADA 

429C 

DBF4 


IN 

USDAI 

429E 

12 


STAX , 

D 

429F 

4F 


MOV 

C, A 

42 AO 

DBF5 


IN 

USTAT 

42A2 

E638 


ANI 

38H 

42A4 

C2B942 


JNZ 

RISRE 

42A7 

04 


INR 

B 

42A8 

05 


DCR 

B 

42A9 

C2BE42 


JNZ 

EXCHAR 

4 2AC 

3 E00 


MVI 

A , GSTAT 

42 AE 

217E42 

RISRA: 

LX I 

H, VOUT 

42B1 

E5 


PUSH 

H' 

42B2 

2A3B42 


LHLD 

RCB A 

42B5. 

CD5B42 


CALL 

CLEAN 

42B8 

E9 


PCHL 


42B9 

3EFF 

RISRE: 

MVI 

A , BST A T 

42BB 

C3AE42 


JMP 

RISRA 

42BE 

21 3D42 

EXCHAR: 

LXI 

H , MTAB 

4 2 C 1 

7E 

EXA: 

MOV 

A , M 

42C2 

FEFF 


CPI 

OFFH 

42C4 

CA7E42 


JZ 

VOUT 

42C7 

B 9 


CMP 

C 

42C8 

CACF42 


JZ 

PEND 

4 2 CB 

23 


INX 

H 

42CC 

C3C142 


JMP 

EXA 

42CF 

3E01 

PEND: 

MVI 

A , CEND 

42D1 

C3AE42 


JMP 

RISRA 


; MDS-CLE AR RECEIVE INTERUPT 
; MDS 


; RE ADY-SET UP ADDRESS 
; GET INPUT DATA 
; AND PUT IN THE BUFFER 
; SA VE INPUT DATA IN C 
; GET STATUS AGAIN 
; MASK FOR ERROR FIELD 
; NOT ZERO-TAKE ERROR EXIT 
; B WAS 00 IF DONE 

: NOT DONE-EXIT 
; A GETS GOOD STATUS 
; G ET RETURN ADDRESS 
; AND PUSH IT INTO THE STACK 
; POINT H,L AT THE CMD BLOCK 
; C ALL CLEANUP ROUTINE 

; EFFECTIVELY CALLS COMPLETION ROUTINE 
; RETURN IS TO VOUT BECAUSE OF PUSH H 
; A GETS BAD STATUS 
;OTHERWISE EXIT IS NORMAL 
; TEST CHARACTER AGAINST EXIT TABLE 

; END OF TABLE 


; MATCH -TERMINATE READ 
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TRANSMIT INTERUPT SERVICE ROUTINE 
TISR PROCCESSES TRANSMITTER INTERUPTS 
WHEN THE END OF A TRANSMISSION IS 
DETECTED THE USER SUPPLIED COMPLETION 
ROUTINE IS CALLED AND THEN AN EXIT IS 
TAKEN THROUGH VOUT OF VECTOR 


42D4 

3A3842 

TISR: 

LDA 

TCMD 

42D7 

B7 


ORA 

A 

42D8 

C40443 


CNZ 

TUTE 

42DB 

3 E 8 1 


MV I 

A , 08 1 H 

42DD 

D3F3 


OUT 

OF 3H 

42DF 

2 A 39 4 2 


LHLD 

TCB A 

42E2 

2 C 


INR 

L 

4 2E 3 

2D 


DC R 

L 

42E4 

C 2 EC 4 2 


JNZ 

TISRA 

42E7 

24 


INR 

H 

42E8 

25 


DC R 

H 

42E9 

CA7E42 


JZ 

VOUT 

4 2EC 

CD3E42 

TISRA: 

CALL 

LOADA 

4 2EF 

1 A 


LDAX 

D 

4 2F0 

D3F4 


OUT 

USDAO 

4 2F2 

04 


INR 

B 

42F3 

05 


DC R 

B 

42F4 

C27E42 


JNZ 

VOUT 

42F7 

217E42 


L X I 

H, VOUT 

4 2 F A 

E5 


PUSH 

H 

4 2FB 

3 E 00 


M VI 

A , GSTAT 

4 2 F D 

2A 39 4 2 


LHLD 

TCB A 

4300 

CD5B42 


CALL 

CLEAN 

4303 

E9 


PCHL 


4304 

FE01 

TUTE: 

CPI 

01 

430 6 

CA2443 


JZ 

TUTE 1 

4309 

FE02 


CPI 

02 

4 3 0 B 

CA1443 


JZ 

TUTE2 

4 3 0 E 

FE03 


CPI 

03 

4310 

CA1C43 


JZ 

TUTE3 

4313 

C 9 


RET 


4314 

3 A 37 4 2 

TUTE2 : 

LDA 

LCMD 

4317 

F6 0 4 


OR I 

04 

4319 

323742 


STA 

LCMD 

43 1C 

3 A 37 4 2 

TUTE3 : 

LDA 

LCMD 

4 3 1 F 

F610 


OR I 

1 0 H 

4321 

D3F5 

TUTE4: 

OUT 

USCMD 

4323 

C9 


RET 


4324 

3A3742 

TUTE 1 : 

LDA 

LCMD 

4327 

E6FB 


ANI 

OFBH 

4329 

323742 


STA 

LCMD 

432C 

C32143 


JMP 

TUTE4 


; GET POTENTIAL COMMAND 
; DESIGNATE ON IT > 

; DO UTILITY COMMAND 
;MDS- CLEAR XMIT INTERUPTS 
; MDS 

; MAKE SURE HAVE VALID CONTROL BLOCK 
; GOOD 


; NON VALID BLOCK (H,L=0) 

; SET UP ADDRESS 
; GET DATA FROM BUFFER 
; AND OUTPUT IT 
; B WAS 00 IF DONE 

; NOT DONE-EXIT FROM SERVICE ROUTINE 
; SET UP RETURN ADDRESS 
; AND PUSH IT INTO THE STACK 
; A GETS GOOD STATUS 
; POINT H , L AT COMMAND BLOCK 
; C ALL CLEANUP ROUTINE 
; CALL COMPLETION ROUTINE 
; RETU RN WILL BE TO VOUT 
; RECE IVER OFF 

jRECEIVER ON 

; CLEAR ERRORS- 
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USART COMMAND BLOCK INTERPRETER 

USRUN IS CALLED BY USER WITH THE ADDRESS 

OF THE COMMAND BLOCK IN H , L . USRUN EXAMINES 

THE BLOCK AND INTIALIZES THE REQUESTED OPERATION 


4 32F 

1 A 

USRUN: 

LDAX 

D 

4330 

F E4 3 


CPI 

'C ' 

4332 

C A 4 0 4 3 


JZ 

UCLEAR 

4335 

FE52 


CPI 

'R ' 

4337 

CA5D43 


JZ 

UREAD 

433A 

FE 57 


CPI 

'W' 

4330 

CA9D43 


JZ 

UWRITE 

433F 

C9 


RET 


4340 

F 3 

UCLEAR: 

DI 


434 1 

AF 


XRA 

A 

4342 

D3F5 


OUT 

USCMD 

4344 

D3F5 


OUT 

USCMD 

4346 

D3F5 


OUT 

USCMD 

4348 

3E40 


M VI 

A , 40 H 

4 3 4A 

D3F5 


OUT 

USCMD 

4 3 4 C 

3E5E 


M VI 

A , 05 EH 


it 3 4 E 

D3F5 

OUT 

USCMD 

4350 

AF 

XRA 

A ‘ 

4 351 

213942 

LXI 

H , TC B A 

4354 

77 

MOV 

M, A 

4355 

23 

INX 

H 

4356 

77 

MOV 

M, A 

4357 

23 

INX 

H 

4358 

77 

MOV 

M, A 

4359 

23 

INX 

H 

4 3 5 A 

77 

MOV 

M, A 

4 3 5 B 

FB 

El 


435C 

C9 

RET 



4 35D 

2 1 3B42 

UREAD: 

LXI 

H, RCBA 

4360 

7E 


MOV 

A, M 

4361 

B7 


ORA 

A 

4362 

C26B43 


JNZ 

UROUT 

4365 

23 


INX 

H 

4366 

7 E 


MOV 

A , M 

4367 

B 7 


ORA 

A 

4368 

CA7743 


JZ 

URDA 

436B 

3EFE 

UROUT: 

M VI 

A , OFEH 

436D 

217643 


LXI 

H , URDB 

4370 

E 5 


PUSH 

H 

4371 

EB 


XCHG 


4372 

CD5B42 


CALL 

CLEAN 

4375 

E 9 


PCHL 


4376 

C 9 

URDB : ' 

RET 


4377 

EB 

URDA: 

XCHG 


4378 

223B42 


SHLD 

RCBA 

437B 

3A3742 


LDA 

LCMD 

437E 

F616 


OR I 

16H 

4380 

323742 


STA 

LCMD 

4383 

OF 


RRC 



GET THE CMD FROM THE BLOCK 
IS IT A CLEAR COMMAND? 

YES GO TO CLEAR ROUTINE 
IS IT A READ COMMAND? 

YES-GO TO READ ROUTINE 
IS IT A WRITE COMMAND? 

GO TO WRITE ROUTINE 
NOT A GOOD COMMAND-RETURN 
DISABLE INTERUPTS 
CLEAR A 

OUTPUT THREE TIMES TO ENSURE 
THAT THE USART IS IN A KNOWN STATE 

CODE TO RESET USART , 

OUTPUT ON CMD CHANNEL 
CE IMPLIES ASYN MODE ( X 1 6 ) 

8 DATA BITS 
ODD PARITY 
1 STOP BIT 
OUTPUT ON CMD CHANNEL 
CLEAR A, SET ZERO 
CLEAR TCB A AND RCBA 


ENABLE INTERUPTS 
AND RETURN TO USER 


CHECK READ IDLE 


; RE AD IS IDLE-PROCEDE 
;ALREADY RUNNING-ERROR STATUS 
; SET UP RETURN ADDRESS 
; PUSH IT INTO STACK 
; H GETS COMMAND BLOCK ADDRESS 
; C ALL CLEANUP ROUTINE 
;EFFECTIVELY CALLS END ROUTINE 
;RETURN TO USER 

; H GETS COMMAND BLOCK ADDRESS 
; RCBA GETS COMMAND BLOCK ADDRESS 
; GET LAST COMMAND 

; SET RXE AND DTR AND RESET ERRORS 
; AND RETURN TO MEMORY 
; SET CARRY EQUAL TO TXE 
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4384 

D28C43 


JNC 

URDC 

4387 

3E02 


MV I 

A, 2 

4389 

323842 


STA 

TCMD 

438C 

07 

UR DC : 

RLC 


438D 

D3F5 


OUT 

USCMD 

438F 

DBF4 


IN 

US DA I 

4391 

DBF4 


IN 

USD AI 

4393 

3E82 


M VI 

A , 82H 

4395 

D3F3 


OUT 

OF 3 H 

4397 

3EF6 


MV I 

A , OF 6H 

4399 

D3FC 


OUT 

OF C H 

439B 

FB 


El 


439C 

C9 


RET 



439D 

213942 

UWRITE: LXI 

H , TC B A 

4 3 A 0 

7E 

MOV 

A , M 

43 A 1 

B7 

ORA 

A 

4 3 A 2 

C26B43 

JNZ 

UROUT 

4 3 A 5 

23 

INX 

H 

4 3 A 6 

7E 

MOV 

A , M 

4 3 A7 

C26B43 

JNZ 

UROUT 

4 3 A A 

EB 

XCHG 


4 3 AB 

223942 

SHLD 

TCBA 

4 3 AE 

3 A 37 4 2 

LDA 

LCMD 

4 3 B 1 

F 62 3 

OR I 

023H 

43B3 

323742 

STA 

LCMD 

4 3B6 

D3F5 

OUT 

USCMD 

43B8 

3EF6 

MV I 

A , OF 6H 

4 3 BA 

D3FC 

OUT 

OFCH 

4 3 BC 

FB 

El 


4 3 B D 

C9 

RET 



;0UTPUT CMD 

; CLEAR USART OF LEFT OVER CHARACTERS 

; MDS-CLEAR RECEIVE INTERUPT 
; MDS 

; MDS-EN ABLE LEVEL THREE 
; MDS 

;ENABLE INTERUPTS 
; RETURN TO USER 


;CHECK WRITE IDLE 


; BUSY-EXIT 


; BUSY-EXIT 

; 0 K-H GETS COMMAND BLOCK ADDRESS 
; TCBA GETS COMMAND BLOCK ADDRESS 
; GET LAST COMMAND 
; SET RTS , DTR , AND TXEN 


; MDS-EN ABLE LEVEL THREE INTERUPTS 
; MDS 

;ENABLE SYSTEM INTERUPTS 
; AN D RETURN 
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** *« * 


USER IS A TEST PROGRAM WHICH EXERCISES USRUN 

***** 


4 3BE 

3EC3 

USER: 

MVI 

A , OC 3 H ; MDS-SET INTERUPT VECTOR 

4 3C0 

321800 


STA 

018H < 

43C3 

216842 


LXI 

H, VECTOR 

43C6 

221900 


SHLD 

01 9H 

43C9 

3E43 


MVI 

A,'C' ; SET GENERAL BLOCK TO A 'C' 

43CB 

1 1 1442 


LXI 

D , GBLOCK 

4 3CE 

12 


STAX 

D 

43CF 

CD2F4 3 


CALL 

USRUN 

43D2 

210040 


LXI 

H, BUFIN ; CLEAR INPUT BUFFER 

43D5 

AF 


XRA 

A 

43D6 

77 


MOV 

M, A 

43D7 

2C 


INR 

L 

4 3D8 

C2D643 


JNZ 

$-2 

43DB 

210041 


LXI 

H , BUFOUT ; IN IT IA LI ZE OUTPUT BUFFER 

43DE 

75 


MOV 

M, L 

43DF 

2C 


INR 

L 

43E0 

C2DE43 


JNZ 

$-2 

43E3 

65 


MOV 

H , L ; REINTIALI ZE CONTROL BLOCKS 

4 3E4 

2E52 


MVI 

L, 'R ' 

43E6 

220042 


SHLD 

RBLOCK 

43E9 

2E57 


MVI 

L , ' W ' 

4 3EB 

220A42 


SHLD 

TBLOCK 

4 3EE 

6C 


MOV 

L , H 

4 3EF 

220642 


SHLD 

RCCT 

4 3F2 

221042 


SHLD 

TCCT 

43F5 

1 10042 


LXI 

D, RBLOCK ; ST ART READ 

43F8 

CD2F43 


CALL 

USRUN 

4 3FB 

1 10A42 


LXI 

D, TBLOCK ; ST ART WRITE 

4 3FE 

CD2F4 3 


CALL 

USRUN 

4401 

3EFF 


MVI 

A , OFFH ; LOOP WAITING COMPLETION 

4403 

321642 


STA 

FLAG ; FL AG WILL BE SET BY COMPLETION ROUTINES 

4406 

3A1642 


LDA 

FLAG 

4409 

B7 


ORA 

A 

44 0 A 

C20644 


JNZ 

$-4 

440D 

210040 


LXI 

H, BUFIN ; TEST INPUT BUFFER =OUTPUT BUFFER 

44 10 

7E 

COMLP : 

MOV 

A , M 

4411 

24 


INR 

H 

44 1 2 

BE 


CMP 

M 

4413 

C21E44 


JNZ 

COMER 

44 1 6 

25 

, 

DCR 

H 

4417 

2C 


INR 

L 

4418 

C21044 


JNZ 

COMLP 

44 1 B 

C3BE43 


JMP 

USER ; G OOD COMPARE-REPEAT TEST 

^)44 IE 

C7 

COMER: 

RST 

0 ;ERROR-RETURN TO MONITOR 


0000 END 
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BSTAT 

OOFF 

BUFIN 

4000 

BUFOU 

4100 

CEND 

0001 

CLEAN 

42 5 B 

COMER 

44 1 E 

COMLP 

44 1 0 

EXA 

42C1 

EXCHA 

4 2BE 

FLAG 

4216 

GBLOC 

4214 

GSTAT 

0000 

LCMD 

4237 

LOADA 

42 3 E 

MTAB 

42 3D 

PEND 

42 CF 

R BAD 

4202 

RBLOC 

4200 

RCBA 

42 3 B 

RCCT 

4206 

RCR 

4217 

RCRA 

4208 

RISR 

4288 

RISRA 

4 2 AE 

RISRB 

4299 

RISRE 

42B9 

RRCT 

4204 

TB AD 

420C 

T BLOC 

4 20 A 

TCB A 

4239 

TCCT 

4210 

TCMD 

4238 

TCR 

4227 

TCRA 

4212 

TISR 

42D4 

TISRA 

42EC 

TRCT 

420E 

TUTE 

4304 

TUTE 1 

4324 

TUTE2 

4314 

TUTE3 

43 1 C 

TUTE4 

432 1 

UCLEA 

4340 

URDA 

4377 

URDB 

4376 

URDC 

438C 

UREAD 

4 3 5 D 

UROUT 

4 3 6B 

USCMD 

00F5 

USD AI 

00 F4 

USDAO 

00F4 

USER 

4 3 BE 

U SR UN 
VOUT 

432F 

427E 

USTAT 

00F5 

UWRIT 

439D 

VECTO 

4268 
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APPENDIX A 

8251 DESIGN HINTS 

/ 


1 . Output of a command to the USART destroys 
the integrity of a transmission in progress if 
timed incorrectly. 

Sending a command into the USART will over- 
write any character which is stored in the buffer 
waiting for transfer to the parallel-to-serial con- 
verter in the device. This can be avoided by 
waiting for TxRDY to be asserted before send- 
ing a command if transmission is taking place. 
Due to the internal structure of the USART, it is 
also possible to disturb the transmission if a 
command is sent whiles SYN character is being 
generated by the device. (The USART generates 
a SYN if the software fails to respond to 
TxRDY.) If this occurrence is possible in a sys- 
tem, commands should be transferred only when 
a positive-going edge is detected on the TxRDY ( 
line. 

2. RxE only acts as a mask to RxRDY ; it does not 
control the operation of the receiver. 

When the receiver is enabled, it is possible for it 
to already contain one or two characters. These 
characters should be read and discarded when 
the RxE bit is first set. Because of these extrane- 
ous characters the proper sequence for gaining 
synchronization is as follows: 

1 . Disable interrupts 

2. Issue a command to enter hunt mode, clear 
errors, and enable the receiver (EH,ER,RxE= 
1 ) 

3. Read USART data (it is not necessary to 
check status) 

4. Enable interrupts 

The first RxRDY that occurs after the above 
sequence will indicate that the SYN character or 


characters have been detected and the next char- 
acter has been assembled and is ready to be read. 

3. Loss of CTS or dropping TxEnable will immedi- 
ately clamp the serial output line. 

TxEnable and RTS should remain asserted until 
the transmission is complete. Note that this im- 
plies that not only has the USART completed 
the transfer of all bits of the last character, but 
also that they have cleared the modem. A delay 
of 1 msec following a proper occurrence of 
TxEmpty is usually sufficient (see item 4). An 
additional problem can occur in the synchro- 
nous mode because the loss of TxEnable clamps 
the data in at a SPACE instead of the normal 
MARK. This problem, which does not occur in 
the asynchronous mode, can be corrected by an 
external gate combining RTS and the serial out- 
put data. 

4. Extraneous transitions can occur on TxEmpty 
while data (including USART generated SYNs) 
is transferred to the parallel-to-serial converter.. 

This situation can be avoided by ensuring that 
TxEmpty occurs during several consecutive 
status reads before assuming that the transmitter 
is truly in the empty state. 

5. A BREAK (i.e., long space) detected by the 
receiver results in a string of characters which 
have framing errors. 

If reception is to be continued after a BREAK, 
care must be taken to ensure that valid data is 
being received; special care must be taken with 
the last character perceived during a BREAK, 
since its value, including any framing error asso- 
ciated with it, is indeterminate. 
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INTRODUCTION 

The Intel 8273 is a Data Communications ProtocoJ Con- 
troller designed for use in systems utilizing either SDLC 
or HDLC (Synchronous or High-Level Data Link Control) 
protocols. In addition to the usual features such as full 
duplex operation, automatic Frame Check Sequence 
generation and checking, automatic zero bit insertion 
and deletion, and TTL compatibility found on other 
single component SDLC controllers; the 8273 features a 
frame level command structure, a digital phase locked 
loop, SDLC loop operation, and diagnostics. 

The frame level command structure is made possible by 
the 8273’s unique internal dual processor architecture. 
A high-speed bit processor handles the serial data 
manipulations and character recognition. A byte pro- 
cessor implements the frame level commands. These 
dual processors allow the 8273 to control the necessary 
byte-by-byte operation of the data channel with a 
minimum of CPU (Central Processing Unit) intervention. 
For the user this means the CPU has time to take on 
additional tasks. The digital phase locked loop (DPLL) 
provides a means of clock recovery from the received 
data stream on-chip. This feature, along with the frame 
level commands, makes SDLC loop operation extremely 
simple and flexible. Diagnostics in the form of both data 
and clock loopback are available to simplify board 
debug and link testing. The 8273 is a dedicated function 
peripheral in the MCS-80/85 Microcomputer family and 
as such, it interfaces to the 8080/8085 system with a 
minimum of external hardware. 

This application note explains the 8273 as a component 
and shows its use in a generalized loop configuration 
and a typical 8085 system. The 8085 system was used to 
verify the SDLC operation of the 8273 on an actual IBM 
SDLC data communications link. 

The first section of this application note presents an 
overview of the SDLC/HDLC protocols. It is fairly tutorial 
in nature and may be skipped by the more knowledge- 
able reader. The second section describes the 8273 from 
a functional standpoint with explanation of the block 
diagram. The software aspects of the 8273, including 
command examples, are discussed in the third section. 
The fourth and fifth sections discuss a loop SDLC con- 
figuration and the 8085 system respectively. 


SDLC/HDLC OVERVIEW 

SDLC is a protocol for managing the flow of information 
on a data communications link. In other words, SDLC 
can be thought of as an envelope — addressed, 
stamped, and containing an s.a.s.e. — in which informa- 
tion is transferred from location to location on a data 
communications link. (Please note that while SDLC is 
discussed specifically, all comments also apply to 
HDLC except where noted.) The link may be either point- 
to-point or multi-point, with the point-to-point configura- 
tion being either switched or nonswitched. The informa- 
tion flow may use either full or half duplex exchanges. 
With this many configurations supported, it is difficult 
to find a synchronous data communications application 
where SDLC would not be appropriate. 


Aside from supporting a large number of configurations, 
SDLC offers the potential of a 2x increase in through- 
put over the presently most prevalent protocol: Bi-Sync. 
This performance increase is primarily due to two charac- 
teristics of SDLC: full duplex operation and the implied 
acknowledgement of transferred information. The per- 
formance increase due to full duplex operation is fairly 
obvious since, in SDLC, both stations can communicate 
simultaneously. Bi-Sync supports only half-duplex (two- 
way alternate) communication. The increase from im- 
plied acknowledgement arises from the fact that a sta- 
tion using SDLC may acknowledge previously received 
information whife transmitting different information. Up 
to 7 messages may be outstanding before an acknowl- 
edgement is required. These messages may be acknowl- 
edged as a block rather than singly. In Bi-Sync, acknowl- 
edgements are unique messages that may not be 
included with messages containing information and 
each information message requires a separate acknowl- 
edgement. Thus the line efficiency of SDLC is superior 
to Bi-Sync. On a higher level, the potential of a 2x 
increase in performance means lower cost per unit of 
information transferred. Notice that the increase is not 
due to higher data link speeds (SDLC is actually speed 
independent), but simply through better line utilization. 
Getting down to the more salient characteristics of 
SDLC; the basic unit of information on an SDLC link is 
that of the frame. The frame format is shown in Figure 1. 
Five fields comprise each frame: flag, address, control, 
information, and frame check sequence. The flag fields 
(F) form the boundary of the frame and all other fields 
are positionally related to one of the two flags. All 
frames start with an opening flag and end with a closing 
flag. Flags are used for frame synchronization. They 
also may serve as time-fill characters between frames. 
(There are no intraframe time-fill characters in SDLC as 
there are in Bi-Sync.) The opening flag serves as a refer- 
ence point for the address (A) and control (C) fields. The 
frame check sequence (FCS) is referenced from the 
closing flag. All flags have the binary configuration 
01111110 (7EH). 

SDLC is a bit-oriented protocol, that is, the receiving 
station must be able to recognize a flag (or any other 
special character) at any time, not just on an 8-bit 
boundary. This, of course, implies that a frame may be 
N-bits in length. (The vast majority of applications tend 
to use frames which are multiples of 8 bits long, 
however.) 


FRAME 

OPENING ADDRESS CONTROL INFORMATION SEQUENCE CLOSING 
FLAG FIELD (A) FIELD (C) FIELD (I) (FCS) FLAG 


0 1111110 8 BITS 


8 BITS 


ANY LENGTH 
0 TO N BITS 


16 BITS 


0 111 


1 1 0 


Figure 1. SDLC Frame Format 


6-146 


231311-001 




APPLICATIONS 


The fact that the flag has a unique binary pattern would 
seem to limit the contents of the frame since a flag pat- 
tern might inadvertently occur within the frame. This 
would cause the receiver to think the closing flag was 
received, invalidating the frame. SDLC handles this 
situation through a technique called zero bit insertion. 
This techniques specifies that within a frame a binary 0 
be inserted by the transmitter after any succession of 
five contiguous binary Is. Thus, no pattern of 01111110 
is ever transmitted by chance. On the receiving end, 
after the opening flag is detected, the receiver removes 
any 0 following 5 consecutive Is. The inserted and 
deleted Os are not counted for error determination. 

Before discussing the address field, an explanation of 
the roles of an SDLC station is in order. SDLC specifies 
two types of stations: primary and secondary. The 
primary is the control station for the data link and thus 
has responsibility of 'the overall network. There is only 
one predetermined primary station, all other stations on 
the link assume the secondary station role. In general, a 
secondary station speaks only when spoken to. In other 
words, the primary polls the secondaries for responses. 
In order to specify a specific secondary, each secondary 
is assigned a unique 8-bit address. It is this address that 
is used in the frame’s address field. 

When the primary transmits a frame to a specific sec- 
ondary, the address field contains the secondary’s ad- 
dress. When responding, the secondary uses its own 
address in the address field. The primary is never iden- 
tified. This ensures that the primary knows which of 
many secondaries is responding since the primary may 
have many messages outstanding at various secondary 
stations. In addition to the specific secondary address, 
an address common to all secondaries may be used for 
various purposes. (An all Is address field is usually used 
for this “All Parties” address.) Even though the primary 
may use this common address, the secondaries are ex- 
pected to respond with their unique address. The 
address field is always the first 8 bits following the 
opening flag. 

The 8 bits following the address field form the control 
field. The control field embodies the link-level control of 
SDLC. A detailed explanation of the commands and 
responses contained in this field is beyond the scope of 
this application note. Suffice it to say that it is in the 
control field that the implied acknowledgement is car- 
ried out through the use of frame sequence numbers. 
None of the currently available SDLC single chip con- 
trollers utilize the control field. They simply pass it to 
the processor for analysis. Readers wishing a more 
detailed explanation of the control field, or of SDLC in 
general, should consult the IBM documents referenced 
on the front page overleaf. 

In some types of frames, an information field follows 
the control field. Frames used strictly for link manage- 
ment may or may not contain one. When an information 
field is used, it is unrestricted in both content and 
length. This code transparency is made possible 
because of the zero bit insertion mentioned earlier and 
the bit-oriented nature of SDLC. Even main memory core 
dumps may be transmitted because of this capability. 
This feature is unique to bit-oriented protocols. Like the 


control field, the information field is not interpreted by 
the SDLC device; it is merely transferred to and from 
memory to be operated on and interpreted by the 
processor. 

The final field is the frame check sequence (FCS). The 
FCS is the 16 bits immediately preceding the closing 
flag. This 16-bit field is used for error detection through 
a Cyclic Redundancy Checkword (CRC). The 16-bit 
transmitted CRC is the complement of the remainder 
obtained when the A, C, and I fields are “divided” by a 
generating polynomial. The receiver accumulates the A, 
C, and I fields and also the FCS into its internal CRC 
register. At the closing flag, this register contains one 
particular number for an error-free reception. If this 
number is not obtained, the frame was received in error 
and should be discarded. Discarding the frame causes 
the station to not update its frame sequence numbering. 
This results in a retransmission after the station sends 
an acknowledgement from previous frames. [Unlike all 
other fields, the FCS is transmitted MSB (Most Signifi- 
cant Bit) first. The A, C, and I fields are transmitted LSB 
(Least Significant Bit) first.] The details of how the FCS 
is generated and checked is beyond the scope of this 
application note and since all single component SDLC 
controllers handle this function automatically, it is 
usually sufficient to know only that an error has or has 
not occurred. The IBM documents contain more detailed 
information for those readers desiring it. 

The closing flag terminates the frame. When the closing 
flag is received, the receiver knows that the preceding 
16 bits constitute the FCS and that any bits between the 
control field and the FCS constitute the information 
field. 

SDLC does not support an interframe time-fill character 
such as the SYN character in Bi-Sync. If an unusual con- 
dition occurs while transmitting, such as data is not 
available in time from memory or CTS (Clear-to-Send) is 
lost from the modem, the transmitter aborts the frame 
by sending an Abort character to notify the receiver to 
invalidate the frame. The Abort character consists of 
eight contiguous Is sent without zero bit insertion. In- 
traframe time-fill consists of either flags, Abort charac- 
ters, or any combination of the two. 

While the Abort character protects the receiver from 
transmitted errors, errors introduced by the transmis- 
sion medium are discovered at the receiver through the 
FCS check and a check for invalid frames. Invalid 
frames are those which are not bounded by flags or are 
too short, that is, less than 32 bits between flags. All in- 
valid frames are ignored by the receiver. 

Although SDLC is a synchronous protocol, it provides 
an optional feature that allows its use on basically asyn- 
chronous data links — NRZI (Non-Return-to-Zero- 
Inverted) coding. NRZI coding specifies that the signal 
condition does not change for transmitting a binary 1, 
while a binary 0 causes a change of state. Figure 2 illus- 
trates NRZI coding compared to the normal NRZ. NRZI 
coding guarantees that an active line will have a transi- 
tion at least every 5-bit times; long strings of zeroes 
cause a transition every bit time, while long strings of Is 
are broken up by zero bit insertion. Since asynchronous 
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operation requires that the receiver sampling clock be 
derived from the rebeived data, NRZI encoding plus zero 
bit insertion make the design of clock recovery circuitry 
easier. 

All of the previous discussion has applied to SDLC on 
either point-to-point or multi-point data networks, SDLC 
(but not HDLC) also includes specification for a loop 
configuration. Figure 3 compares these three configura- 
tions. IBM uses this loop configuration in its 3650 Retail 
Store System. It consists of a single loop controller sta- 
tion with one or more down-loop secondary stations. 
Communications on a loop rely on the secondary sta- 
tions repeating a received message down loop with a 
delay of one bit time. The reason for the one bit delay 
will be evident shortly. 


DATA 
BIT SAMPLE 





NRZ 


NRZI 


1 


LTL 

l_t 


Figure 2. NRZI vs NRZ Encoding 


Loop operation defines a new special character: the 
EOP (End-of-Poll) character which consists of a 0 fol- 
lowed by 7 contiguous, non-zero bit inserted, ones. After 
the loop controller transmits a message, it idles the line 
(sends all Is). The final zero of the closing flag plus the 
first 7 Is of the idle form an EOP character. While 
repeating, the secondaries monitor their incoming line 
for an EOP character. When an EOP is detected, the 
secondary checks to see if it has a message to transmit. 
If it does, it changes the seventh 1 to a 0 (the one bit 
delay allows time for this) and repeats the modified EOP 
(now alias flag). After this flag is transmitted, the sec- 
ondary terminates its repeater function and inserts its 
message (with multiple preceding flags if necessary). 
After the closing flag, the secondary resumes its one bit 
delay repeater function. Notice that the final zero of the 
secondary’s closing flag plus the repeated Is from the 
controller form an EOP for the next down-loop sec- 
ondary, allowing it to insert a message if it desires. 


One might wonder if the secondary missed any mes- 
sages from the controller while it was inserting its own 
message. It does not. Loop operation is basically half- 
duplex. The controller waits until it receives an EOP 
before it transmits its next message. The controller’s 
reception of the EOP signifies that the original message 
has propagated around the loop followed by any mes- 
sages inserted by the secondaries. Notice that second- 
aries cannot communicate with one another directly, all 
secondary-to-secondary communication takes place by 
way of the controller. 





MULTIPOINT 


Figure 3. Network Configurations 
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Loop protocol does not utilize the normal Abort charac- 
ter. Instead, an abort is accomplished by simply trans- 
mitting a flag character. Down loop, the receiver sees 
the abort as a frame which is either too short (if the 
abort occurred early in the frame) or one with an FCS 
error. Either results in a discarded frame. For more 
details on loop operation, please refer , to the IBM 
documents referenced earlier. 

Another protocol very similar to SDLC which the 8273 
supports is HDLC (High-Level Data Link Control). There 
are only three basic differences between the two: HDLC 
offers extended address and control fields, and the 
HLDC Abort character is 7 contiguous Is as opposed to 
SDLC’s 8 contiguous Is. 

Extended addressing, beyond the 256 unique addresses 
possible with SDLC, is provided by using the address 
field’s least significant bit as the extended address 
modifier. The receiver examines this bit to determine if 
the octet should be interpreted as the final address 
octet. As long as the bit is 0, the octet that contains it is 
considered an extended address. The first time the bit is 
a 1, the receiver interprets that octet as the final address 
octet. Thus the address field may be extended to any 
number of octets. Extended addressing is illustrated in 
Figure 4a. 

A similar technique is used to extend the control field 
although the extension is limited to only one extra con- 
trol octet. Figure 4b illustrates control field extension. 

Those readers not yet asleep may have noticed the simi- 
larity between the SDLC loop EOP character (a 0 follow- 
ed by 7*1s) and the HDLC Abort (7 Is). This possible in- 
compatibility is neatly handled by the HDLC protocol 
not specifying a loop configuration. 

This completes our brief discussion of the SDLC/HDLC 
protocols. Now let us turn to the 8273 in particular and 
discuss its hardware aspects through an explanation of 
the block diagram and generalized system schematics. 



A HDLC ADDRESS FIELD EXTENSION 


Figure 4a 



Figure 4b 


BASIC 8273 OPERATION 

It will be helpful for the following discussions to have 
some idea of the basic operation of the 8273. Each 
operation, whether it is a frame transmission, reception 
or port read, etc., is comprised of three phases: the 
Command, Execution, and Result phases. Figure 5 
shows the sequence of these phases. As an illustration 
of this sequence, let us look at the transmit operation. 



Figure 5. 8273 Operational Phases 


When the CPU decides it is time to transmit a frame, the 
Command phase is entered by the CPU issuing a Trans- 
mit Frame command to the 8273. It is not sufficient to 
just instruct the 8273 to transmit. The frame level com- 
mand structure sometimes requires more information 
such as frame length and address and control field con- 
tent. Once this additional information is supplied, the 
Command phase is complete and the Execution phase 
is entered. It is during the Execution phase that the 
actual operation, in this case a frame transmission, 
takes place. The 8273 transmits the opening flag, A and 
C fields, the specified number of I field bytes, inserts 
the FCS, and closes with the closing flag. Once the clos- 
ing flag is transmitted, the 8273 leaves the Execution 
phase and begins the Result phase. During the Result 
phase the 8273 notifies the CPU of the outcome of the 
command by supplying interrupt results. In this case, 
the results would be either that the frame is complete or 
that some error condition causes the transmission to be 
aborted. Once the CPU reads all of the results (there is 
only one for the Transmit Frame command), the Result 
phase and consequently the operation, is complete. 
Now that we have a general feeling for the operation of 
the 8273, let us discuss the 8273 in detail. 


HARDWARE ASPECTS OF THE 8273 

The 8273 block diagram is shown in Figure 6. It consists 
of two major interfaces: the CPU module interface and 
the modem interface. Let’s discuss each interface 
separately. 
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Figure 6. 8273 Block Diagram 


CPU Interface 

The CPU interface consists of four major blocks: Con- 
trol/Read/Write logic (C/R/W), internal registers, data 
transfer logic, and data bus buffers. 

The CPU module utilizes the C/R/W logic to issue com- 
mands to the 8273. Once the 8273 receives a command 
and executes it, it returns the results (good/bad comple- 
tion) of the command by way of the C/R/W logic. The 
C/R/W logic is supported by seven registers which are 
addressed via the A 0 , A 1f RD, and WR signals, in addi : 
tion to CS. The A 0 and A-| signals are generally derived 
from the two low order bits of the CPU module address 
bus while RD and WR are the normal I/O Read and Write 
signals found on the system control bus. Figure 7 
shows the address of each register using the C/R/W 
logic. The function of each register is defined as 
follows: 


1 ADDRESS INPUTS 

CONTROL INPUTS j 

Ai 

A 0 

CS* RD 

CS • WR 

0 

0 

STATUS 

COMMAND 

0 

1 

RESULT 

PARAMETER 

1 

0 

Txl/R 

TEST MODE 

1 

1 

Rxl/R 

— ' 


Figure 7. 8273 Register Selection 


Command — 8273 operations are initiated by writing 
the appropriate command byte into this register. 

Parameter — Many commands require more informa- 
tion than found in the command itself. This addi- 
tional information is provided by way of the param- 
eter register. 

Immediate Result (Result) — - The completion infor- 
mation (results) for commands which execute im- 
mediately are provided in this register. 

Transmit Interrupt Result (Txl/R) — Results of 
transmit operations are passed to the CPU in this 
register. 

Receiver Interrupt Result (Rxl/R) — Receive opera- 
tion results are passed to the CPU via this register. 

Status — The general status of the 8273 is provided 
in this register. The Status register supplies the 
handshaking necessary during various phases of the 
8273 operation. 

Test Mode — This register provides a software reset 
function for the 8273. 


The commands, parameters, and bit definition of these 
registers are discussed in the following software sec- 
tion. Notice that there are not specific transmit or 
receive data registers. This feature is explained in the 
data transfer logic discussion. 
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The final elements of the C/R/W logic are the interrupt 
lines (RxINT and TxINT). These lines notify the CPU 
module that either the transmitter or the receiver re- 
quires service; i.e., results should be read from the 
appropriate interrupt result register or a data transfer is 
required. The interrupt request remains active until all 
the associated interrupt results have been read or the 
data transfer is performed. Though using the interrupt 
lines relieves the CPU module of the task of polling the 
8273 to check if service is needed, the state of each 
interrupt line is reflected by a bit in the Status register 
and non-interrupt driven operation is possible by exam- 
ing the contents of these bits periodically. 

The 8273 supports two independent data interfaces 
through the data transfer logic; receive data and trans- 
mit data. These interfaces are programmable for either 
DMA or non-DMA data transfers. While the choice of the 
configuration is up to the system designer, it is based 
on the intended maximum data rate of the communica- 
tions channel. Figure 8 illustrates the transfer rate of 
data bytes that are acquired by the 8273 based on link 
data rate. Full-duplex data rates above 9600 baud usu- 
ally require DMA. Slower speeds may or may not require 
DMA depending on the task load and interrupt response 
time of the processor. 

Figure 9 shows the 8273 in a typical DMA environment. 
Notice that a separate DMA controller, in this case the 
Intel 8257, is required. The DMA controller supplies the 
timing and addresses for the data transfers while the 
8273 manages the requesting of transfers and the actual 
counting of the data block lengths. In this case, 
elements of the data transfer interface are: 

TxDRQ: Transmit DMA Request — Asserted py the 
8273, this line requests a DMA transfer from memory 
to the 8273 for transmit. 

TxDACK: Transmit DMA Acknowledge — Returned 
by the 8257 in response to TxDRQ, this line notifies 
the 8273 that a request has been granted,, and pro- 
vides access to the transmitter data register. 

RxDRQ: Receiver DMA Request — Asserted by the 
8273, it requests a DMA transfer from the 8273 to 
memory for a receive operation. 

TxDACK: Receiver DMA Acknowledge — Returned by 
the 8257, it notifies the 8273 that a receive DMA cycle 
has been granted, and provides access to the 
receiver data register. 

RD: Read — Supplied by the 8257 to indicate data is 
to be read from the 8273 and placed in memory. 

WR: Write — Supplied by the 8257 to indicate data is 
to be written to the 8273 from memory. 

To request a DMA transfer the 8273 raises the appropri- 
ate DMA request line; let us assume it is a transmitter 
request (TxDRQ). Once the 8257 obtains control of the 
system bus by way of its HOLD and HLDA (hold 
acknowledge) lines, it notifies the 8273 that TxDRQ has 
been granted by returning TxDACK and WR. The 
TxDACK and WR signals transfer data to the 8273 for a 
transmit, independent of the 8273 chip select pin (CS). A 
similar sequence of events occurs for receiver requests. 
This “hard select” of data into the transmitter or out of 


the receiver alleviates the need for the normal transmit 
and receive data registers addressed by a combination 
of address lines, CS, and WR or RD. Competitive 
devices that do not have this “hard select” feature re- 
quire the use of an external multiplexer to Supply the 
correct inputs for register selection during DMA. (Do not 
forget that the SDLC controller sees both the addresses 
and control signals supplied by the DMA controller dur- 
ing DMA cycles.) Let us look at typical frame transmit 
and frame receive sequences to better see how the 8273 
truly manages the DMA data transfer. 

Before a frame can be transmitted, the DMA controller is 
supplied, by the CPU, the starting address for the 
desired information field. The 8273 is then commanded 
to transmit a frame. (Just how this is done is covered 
later during our software discussion.) After the com- 
mand, but before transmission begins, the 8273 needs a 
little more information (parameters). Four parameters 
are required for the transmit frame command: the ad- 
dress field byte, the control field byte, and two bytes 
which are the least significant and most significant 
bytes of the information field byte length. Once all four 
parameters are loaded, the 8273 makes RTS (Request-to- 
Send) active and waits for CTS (Clear-to-Send) to go ac- 
tive. Once CTS is active, the 8273 starts the frame trans : 
mission. While the 8273 is transmitting the opening flag, 
address field, and control field; it starts making trans- 
mitter DMA requests. These requests continue at char- 
acter (byte) boundaries until the pre-loaded number of 
bytes of information field have been transmitted. At this 
point the requests stop, the FCS and closing flag are 
transmitted, and the TxINT line is raised, signaling the 
CPU that the frame transmission is complete. Notice 
that after the initial command and parameter loading, 
absolutely no CPU intervention was required (since 
DMA is used for data transfers) until the entire frame 
was transmitted. Now let’s look at a frame reception. 



100 IK 10K 100K 

BAUD RATE (bps) 


Figure 8. Byte Transfer Rate vs Baud Rate 



Figure 9. DMA, Interrupt-Driven System 
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The receiver operation is very similar. Like the initial 
transmit sequence, the DMA controller is loaded with a 
starting address for a receiver data buffer and the 8273 
is commanded to receive. Unlike the transmitter, there 
are two different receive commands: General Receive, 
where all received frames are transferred to memory, 
and Selective Receive, where only frames having an ad- 
dress field matching one of two preprogrammed 8273 
address fields are transferred to memory. Let’s assume 
for now that we want to general receive. After the 
receive command, two parameters are required before 
the receiver becomes active: the least significant and 
most significant bytes of the receiver buffer length. 
Once these bytes are loaded, the receiver is active and 
the CPU may return to other tasks. The next frame 
appearing at the receiver input is transferred to memory 
using receiver DMA requests. When the closing flag is 
received, the 8273 checks the FCS and raises its RxINT 
line. The CPU can then read the results which indicate if 
the frame was error-free or not. (If the received frame 
had been longer than the pre-loaded buffer length, the 
CPU would have been notified of that occurrence earlier 
with a receiver error interrupt. The command description 
section contains a complete list of error conditions.) 
Like the transmit example, after the initial command, 
the CPU is free for other tasks until a frame is com- 
pletely received. These examples have illustrated the 
8273’s management of both the receiver and transmitter 
DMA channels. 

It is possible to use the DMA data transfer interface in a 
non-DMA interrupt-driven environment. In this case, 4 in- 
terrupt levels are used: one each for TxINT and RxINT, 
and one each for TxDRQ and RxDRQ. This configuration 
is shown in Figure 10. This configuration offers the 
advantages that no DMA controller is required and data 
requests are still separated from result (completion) re- 
quests. The disadvantages of the configuration are that 
4 interrupt levels are required and that the CPU must ac- 
tually supply the data transfers. This, of course, reduces 
the maximum data rate compared to the configuration 
based strictly on DMA. This system could use an Intel 
8259 8-level Priority Interrupt Controller to supply a vec- 
tored CALL (subroutine) address based on requests on 
its inputs. The 8273 transmitter and receiver make data 
requests by raising the respective DRQ line. The CPU is 
interrupted by the 8259 and vectored to a data transfer 
routine. This routine either writes (for transmit) or reads 
(for receive) the 8273 using the respective TxDACK or 
RxDACK line. As in the case above, the DACK lines 
serve as “hard” chip selects into and out of the 8273. 
(TxDACK + WR writes data into the 8273 for transmit. 
RxDACK + RD reads data from the 8273 for receive.) 
The CPU is notified of operation completion and results 
by way of TxINT and RxINT lines. Using the 8273, and 
the 8259, in this way, provides a very effective, yet sim- 
ple, interrupt-driven interface. 

Figure 11 illustrates a system very similar to that 
described above. This system utilizes the 8273 in a non- 
DMA data transfer mode as opposed to the two DMA ap- 
proaches shown in Figures 9 and 10. In the non-DMA 
case, data transfer requests are made on the TxINT and 
RxINT lines. The DRQ lines are not used. Data transfer 
requests are separated from result requests by a bit in 


the Status register. Thus, in response to an interrupt, 
the CPU reads the Status register and branches to either 
a result or a data transfer routine based on the status of 
one bit. As before, data transfers are made via using the 
DACK lines as chip selects to the transmitter and 
receiver data registers. 



Figure 10. Interrupt- Based DMA System 



Figure 11. Non-DMA Interrupt-Driven System 


Figure 12 illustrates the simplest system of all. This 
system utilizes polling for all data transfers and results. 
Since the interrupt pins are reflected in bits in the 
Status register, the software can read the Status 
register periodically looking for one of these to be set. If 
it finds an INT bit set, the appropriate Result Available 
bit is examined to determine if the “interrupt” is a data 
transfer or completion result. If a data transfer is called 
for, the DACK line is used to enter or read the data from 
the 8273. If the interrupt is a completion result, the ap- 
propriate result register is read to determine the good / 
bad completion of the operation. 

The actual selection of either DMA or non-DMA modes 
is controlled by a command issued during initialization. 
This command is covered in detail during the software 
discussion. 
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The final block of the CPU module interface is the Data 
Bus Buffer. This block supplies the tri-state, bidirec- 
tional data bus interface to allow communication to and 
from the 8273. 


Modem Interface 

As the name implies, the modem interface is the modem 
side of the 8273. It consists of two major blocks: the 
modem control block and the serial data timing block. 

The modem control block provides both dedicated and 
user-defined modem control functions. All signals sup- 
ported by this interface are active low so that EIA 
inverting drivers (MC1488) and inverting receivers 
(MCI 489) may be used to interface to standard modems. 

Port A is a modem control input port. Its representation 
on the data bus is shown in Figure 13. Bits D 0 and D-| 
hav e ded icated functions. D 0 r eflec ts the logical state of 
the CTS (Clear-to-Send) pin. [If CTS is active (low), D 0 is a 
1.] This signal is used to condit ion the start of a trans- 
mission. The 8273 waits until CTS is active befo re it 
starts transmitting a frame. While transmitting, if CTS 
goes inactive, the frame is aborted and the CPU is inter 
rupted. When the CPU reads the interrupt result, a CTS 
failure is indicated. 

D! reflects the logical state of the CD (Carrier Detect) 
pin. CD is used to condition the start of a frame recep- 
tion. CD must be active in time for a frame’s address 
field. If CD is lost (goes inactive) while receiving a frame, 
an interrupt is generated with a CD failure result. CD 
may go inactive between frames. 

Bits D 2 thru D 4 reflect the logical state of the PA^ thru 
PA 4 pins respectively. These inputs are user defined. 
The 8273 does not interrogate or manipulate these bits. 
Bits D 5 , D 6 ,and D 7 are not used and each is read as a 1 
for a Read Port A command. 

Port B is a modem control output port. Its data bus 
representation is shown in Figure 14. As in Port A, the 
bit values represent the logical condition of the pins. Dq 
and P 5 are dedicated function out puts. D 0 represents 
the RT& (Request-to-Send) pin. RTS is normally used to 
notify the modem that the 8273 wishes to transm it. Th is 
function is handled automatically by the 8273. If RTS is 
inactive (pin is high) when the 8273 is commanded to 
tran smit, the 8273 makes it active and then waits for 
CTS before transmitting the frame. O ne b yte time after 
the end of the fra me, th e 8273 returns RTS to its inactive 
state. However, if RTS was active when a transmit com- 
mand is issued, the 8273 leaves it active when the frame 
is complete. 

Bit D 5 reflects the state of the Flag Detect pin. This pin 
is activated whenever an active receiver sees a flag 
character. This function is useful to activate a timer for 
line activity timeout purposes. 

Bits D! thru P 4 provide four user-defined outputs. Pins 
PB! thru PB 4 reflect the logical state of these bits. The 
8273 does not interrogate or manipulate these bits. D 6 
and D 7 are not used. In addition to being able to output 
to Port B, Port B may be read using a Read Port B com- 
mand. All Modem control output pins are forced high on 


reset. (All commands mentioned in this section are 
covered in detail later.). 

The final block to be covered is the serial data timing 
block. This block contains two sections: the serial data 
logic and the digital phase locked loop (DPLL). 

Elements of the serial data logic section are the data 
pins, TxD (transmit data output) and RxD (rec eive data 
input), and the respective data clocks, TxC and RxC. The 
tran smit and receive data is synchronized by the TxC 
and RxC clocks. Figure 15 shows the timing for t hese 
signals. The leading edge (negative transition) of TxC 
generates new transmit da ta and the trailing edge 
(positive transition) of RxC is used to capture the 
receive data. 

It is possible to reconfigure this section under program 
control to perform diagnostic functions; both data and 
clock loopback are available. In data loopback mode, the 
TxD pin is internally routed to the RxD pin. This allows 
simple board checkout since the CPU can send an SDLC 
message to itself. (Note that transmitted data will still 
appear on the TxD pin.) 


-ADDRESS BUS 




NC NC NC NC 

— t 1 , 1 1 

TxINT RxINT TxDRQ RxDRQ 

-J TxDACK RD 

8273 

»| RxDACK WR 

S A0 A1 D7-D0 



Figure 12. Polled System 
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CTS - CLEAR TO SEND 
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Figure 13. Port A (Input) Bit Definition 
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PBz i USER DEFINED OUTPUTS 
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Figure 14. Port B (Output) Bit Definition 
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When data loopback is utilized, t he r eceiver may be 
presented incorrect sample timing (RxC) by the external 
circuitry. Clock loopback over come s th is p roblem by 
allowing the internal routing of TxC and RxC. Thus the 
same clock used to transmit the data is used to receive 
it. Examination of Figure 15 shows that this method en- 
sures bit synchronism. The final element of the serial 
data logic is the Digital Phase Locked Loop. 

The DPLL provides a means of clock recovery from the 
received data stream. This feature allows the 8273 to in- 
terface without external synchronizing logic to low cost 
asynchronous modems (modems which do not supply 
clocks). It also makes the problem of clock timing in 
loop configurations trivial. 

To use the DPLL, a clock at 3 2 times th e required baud 
rate must be supplied to the 32xCLK pin. This clock 
provides the interval that the DPLL samples the received 
data. The DPLL uses the 32 x clock and the received 
data to generate a pulse at the DPLL output pin. This 
DPLL pulse is positioned at the nomin al center of the 
received data bit c ell. T hus the DPLL output may be 
wired to RxC and/or TxC to supply the data timing. The 
exact position of the pulse is varied depending on the 
line noise and bi t disto rtion of the received data. The ad- 
justment of the DPLL position is determined according 
to the rules outlined in Figure 16. 

Adjustments to the sample phase of DPLL with respect 
to the received data is made in discrete increments. 
Refer ring to Figure 16, follo wing the occurrence of 
DPLL pulse A, the DPLL counts 32 x CLK pulses and ex- 
amines the received data for a dat a edg e. Should no 
edge be de tected in 32 pulses, the DPLL positions the 
next DPLL pulse (B) at 32 clock pulses from pulse A. 
Since no new phase information is contained in the data 
stream, the sample phase is assumed to be at nominal 
1 x baud rate. Now assume a data edge occurs after 


DPLL pulse B. The distance from B to the next pulse C is 
influenced according to which quadrant (A 1? B 1f B 2 , or 
A 2 ) the d ata edge falls in. (Each quadrant represents 8 
32 x CLK times.) For example, if the edge is detected in 
quadrant A 1f it is apparent that pulse B was too close to 
the data edge and the time to the next pulse must be 
shortened. The adjustm ent for quadrant A^ is specified 
as -2. Thus, the next DPLL pulse, pulse C, is posi- 
tioned 32-2 or 30 32 x CLK pulses following DPLL 
pulse B. This adjustment moves pulse C closer to the 
nominal bit center of the next received data cell. A data 
edge occurring in quadrant B 2 would have ca used the 
adjustment to be small, namely 32 + 1 or 33 32 x CLK 
pulses. Using this technique, the DPLL pulse converges 
to the nominal bit center within 12 data transitions, 
worse case — 4-bit times adjusting through quadrant A ^ 
or A 2 and 8-bit times adjusting through Bt or B 2 . 



RxD 


h- 

T T 


X 


Z-A. 


1 BIT TIME 

HX 




Figure 16. DPLL Phase Adjustments 
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When the receive data stream goes idle after 15 ones, 
DPLL pulses are generated at 32 pulse intervals of the 
32x CLK. This feature allows the DPLL pulses to be 
used as both transmitter and receiver clocks. 

In order to guarantee su fficien t transitions of the re- 
ceived data to enable the DPLL to lock, NRZI encoding 
of the data is recommended. This ensures that, within a 
frame, data transitions occur at least every five bit times 
— the longest sequence of Is which may be transmitted 
with zero bit insertion. It is also recommended that 
frames following a line idle be transmitted with pre- 
frame sync characters which provi de a m inimum of 12 
transi tions. This ensures that the DPLL is generating 
DPLL pulses at the nominal bit centers in time for the 
opening flag. (Two 00H characters meet this require- 
ment by supplying 16 transitions with NRZI encoding. 
The 8273 contains a mode which supplies such a pre- 
frame sync.) 

Figure 17 illustrates 8273 clock configurations using 
either sy nchro nous or asynchronous mode ms. Noti ce 
how the DPLL output is used for both TxC and RxC in 
the asynchronous case. This feature eliminates the 
need for external clock generation logic where low cost) 
asynchronous modems are used and also allows direct 
connection of 8273s for the ultimate in low cost data 
links. The configuration for loop applications is dis- 
cussed in a following section. 

This completes our discussion of the hardware aspects 
of the 8273. Its software aspects are now discussed. 


SOFTWARE ASPECTS OF THE 8273 

The software aspects of the 8273 involve the communi- 
cation of both commands from the CPU to the 8273 and 
the return of results of those commands from the 8273 


to the CPU. Due to the internal processor architecture of 
the 8273, this CPU-8273 communication is basically a 
form of interprocessor communication. Such communi- 
cation usually requires a form of protocol of its own. 
This protocol is implemented through use of handshak- 
ing supplied in the 8273 Status register. The bit defini- 
tion of this register is shown in Figure 18. 

CBSY: Command Busy — CBSY indicates when the 
8273 is in the command phase. CBSY is set when the 
CPU writes a command into the Command register, 
starting the Command phase. It is reset when the last 
parameter is deposited in the Parameter register and 
accepted by the 8273, completing the Command 
phase. 

CBF: Command Buffer Full — When set, this bit in- 
dicates that a byte is present in the Command 
register. This bit is normally not used. 

CPBF: Command Parameter Buffer Full — This bit in- 
dicates that the Parameter register contains a 
parameter. It is set when the CPU deposits a 
parameter in the Parameter register. It is reset when 
the 8273 accepts the parameter. 

CRBF: Command Result Buffer Full — This bit is set 
when the 8273 places a result from an immediate 
type command in the Result register. It is reset when 
the CPU reads the result from the Result register. 

RxINT: Receiver Interrupt — The state of the RxINT 
pin is reflected by this bit. RxINT is set by the 8273 
whenever the receiver needs servicing. RxINT is reset 
when the CPU reads the results or performs the data 
transfer. 

TxINT: Transmitter Interrupt — This bit is identical to 
RxINT except action is initiated based on transmitter 
interrupt sources. 



SYNCHRONOUS MODEM INTERFACE 



ASYNCHRONOUS MODEM INTERFACE 

Figure 17. Serial Data Timing Configuration 
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RxIRA: Receiver Interrupt Result Available — RxIRA 
is set when the 8273 places an interrupt result byte 
into the Rxl/R register. RxIRA is reset when the CPU 
reads the Rxl/R register. 

TxIRA: Transmitter Interrupt Result Available — 
TxIRA is the corresponding Result Available bit for 
the transmitter. It is set when the 8273 places an in- 
terrupt result byte in the Txl/R register and reset 
when the CPU reads the register. 

The significance of each of these bits will be evident 
shortly. Since the software requirements of each 
8273 phase are essentially independent, each phase 
is covered separately. 



Figure 18. Status Register Format 


Command Phase Software 

Recalling the Command phase description in an earlier 
section, the CPU starts the Command phase by writing a 
command byte into the 8273 Command register. If fur- 
ther information about the command is required by the 
8273, the CPU writes this, information into the Parameter 
register. Figure 19 is a flowchart of the Command 
phase. Notice that the CBSY and CPBF bits of the 
Status register are used to handshake the command 
and parameter bytes. Also note that the chart shows 
that a command may not be issued if the Status register 
indicates the 8273 is busy (CBSY = 1). If a command is 
issued while CBSY=1, the original command is over- 
written and lost. (Remember that CBSY signifies the 
command phase is in progress and not the actual execu- 
tion of the command.) The flowchart also includes a 
Parameter buffer full check. The CPU must wait until 
CPBF = 0 before writing a parameter to the Parameter 
register. If a parameter is issued while CPBF=1, the 
previous parameter is overwritten and lost. An example 
of command output assembly language software is pro- 
vided in Figure 20a. This software assumes that a com- 
mand buffer exists in memory. The buffer is pointed at 
by the HL register. Figure 20b shows the command buf- 
fer structure. 

The 8273 is a full duplex device, i.e., both the transmitter 
and receiver may be executing commands or passing in- 
terrupt results at any given time. (Separate Rx and Tx in- 
terrupt pins and result registers are provided for this 
reason.) However, there is only one Command register. 
Thus, the Command register must be used for only one 
command sequence at a time and the transmitter and 
receiver may never be simultaneously in a command 


phase. A detailed description of the commands and 
their parameters is presented in a following section. 



Figure 19. Command Phase Flowchart 


; FUNCTION: COMMAND DISPATCHER 
; INPUTS: HL - COMMAND BUFFER ADDRESS 
; OUTPUTS: NONE 
; CALLS: NONE 

; DESTROYS : A, B, H,L,F/F ' S 

; DESCRIPTION: CMDOUT ISSUES THE COMMAND + PARAMETERS 
; IN THE COMMAND BUFFER POINTED AT BY HL 


CMDOUT: 

LX I 

H,CMDBUF 

; POINT HL AT BUFFER 


MOV 

B,M 

; 1ST ENTRY IS PAR. COUNT 


INX 

H 

; POINT AT COMMAND BYTE 

CMDl : 

IN 

STAT73 

; READ 8273 STATUS 


RLC 

{ ROTATE 

CBSY INTO CARRY 


JC 

CMDl 

; WAIT UNTIL CBSY=0 


MOV 

A,M 

{MOVE COMMAND BYTE TO A 


OUT 

COMM73 

{ PUT COMMAND IN COMMAND REG 

CMD2: 

MOV 

A,B 

; GET PARAMETER COUNT 


ANA 

A 

•test IF ZERO 


RZ 

{IF 0 THEN DONE 


INX 

H 

; NOT DONE, SO POINT AT NEXT PAR 


DCR 

B 

; DEC PARAMETER COUNT 

CMD3: 

IN 

STAT73 

; READ 8273 STATUS 


AN I 

CPBF 

;TEST CPBF BIT 


JNZ 

CMD3 

; WAIT UNTIL CPBF IS 0 


MOV 

A,M 

?GET PARAMETER FROM BUFFER 


OUT 

PARM73 

{OUTPUT PAR TO PARAMETER REG 


JMP 

CMD2 

{CHECK IF MORE PARAMETERS 


Figure 20A. Command Phase Software 
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+4 

+3 

+2 

+1 

CMDBUF: 


PARAMETER 3 
PARAMETER 2 
PARAMETER 1 
COMMAND 
PARAMETER COUNT 


-HL 


Figure 20B. Command Buffer Format 


Execution Phase Software 

During the Execution phase, the operation specified by 
the Command phase is performed. If the system utilizes 
DMA for data transfers, there is no CPU involvement 
during this phase, so no software is required. If non- 
DMA data transfers are used, either interrupts or polling 
is used to signal a data transfer request. 

For interrupt-driven transfers the 8273 raises the appro- 
priate INT pin. When responding to the interrupt, the 
CPU must determine whether it is a data transfer re- 
quest or an interrupt signaling that an operation is com- 
plete and results are available. The CPU determines the 
cause by reading the Status register and interrogating 
the associated IRA (Interrupt Result Available) bit (Tx- 
IRA for TxINT and RxIRA for RxINT). If the IRA = 0, the in- 
terrupt is a data transfer request. If the IRA=1, an 
operation is complete and the associated Interrupt 
Result register must be read to determine the comple- 
tion status (good/bad/etc.). A software interrupt handier 
implementing the above sequence is presented as part 
of the Result phase software. 

When polling is used to determine when data transfers 
are required, the polling routine reads the Status 
register looking for one of the INT bits to be set. When a 
set INT bit is found, the corresponding IRA bit is ex- 
amined. Like in the interrupt-driven case, if the IRA = 0, a 
data transfer is required. If IRA= 1, an operation is com- 
plete and the Interrupt Result register needs to be read. 
Again, example polling software is presented in the next 
section. 

Result Phase Software 

During the Result phase the 8273 notifies the CPU of the 
outcome of a command. The Result phase is initiated by 
either a successful completion of an operation or an er- 
ror detected during execution. Some commands such 
as reading or writing the I/O ports provide immediate 
results, that is, there is essentially no delay from the 
issuing of the command and when the result is avail- 
able. Other commands such as frame transmit, take 
time to complete so their result is not available im- 
mediately. Separate result registers are provided to 
distinguish these two types of commands and to avoid 
interrupt handling for simple results. 

Immediate results are provided in the Result register. 
Validity of information in this register is indicated to the 
CPU by way of the CRBF bit in the Status register. When 
the CPU completes the Command phase of an im- 
mediate command, it polls the Status register waiting 
until CRBF = 1 . When this occurs, the CPU may read the 


Result register to obtain the immediate result. The 
Result register provides only the results from immedi- 
ate commands. 

Example software for handling immediate results is 
shown in Figure 21. The routine returns with the result 
in the accumulator. The CPU then uses the result as is 
appropriate. 

All non-immediate commands deal with either the trans- 
mitter or receiver. Results from these commands are 
provided in the Txl/R (Transmit Interrupt Result) and 
Rxl/R (Receive Interrupt Result) registers respectively. 
Results in these registers are conveyed to the CPU by 
the TxIRA and RxIRA bits of the Status register. Results 
of non-immediate commands consist of one byte result 
interrupt code indicating the condition for the interrupt 
and, if required, one or more bytes supplying additional 
information. The interrupt codes and the meaning of the 
additional results are covered following the detailed 
command description. 

Non-immediate results are passed to the CPU in 
response to either interrupts or polling of the Status 
register. Figure 22 illustrates an interrupt-driven result 
handler. (Please note that all of the software presented 
in this application note is not optimized for either speed 
or code efficiency. They are provided as a guide and to 
illustrate concepts.) This handler provides for interrupt- 
driven data transfers as was promised in the last sec- 
tion. Users employing DMA-based transfers do not need 
the lines where the IRA bit is tested for zero. (These 
lines are denoted by an asterisk in the comments col- 
umn.) Note that the INT bit is used to determine when all 
results have been read. All results must be read. Other- 
wise, the INT bit (and pin) will remain high and further in- 
terrupts may be missed. These routines place the 
results in a result buffer pointed at by RCRBUF and 
TxRBUF. 

A typical result handler for systems utilizing polling is 
shown in Figure 23. Data transfers are also handled by 
this routine. This routine utilizes the routines of Figure 
22 to handle the results. 

At this point, the reader should have a good conceptual 
feel about how the 8273 operates. It is now time for the 
particulars of each command to be discussed. 


FUNCTION: IMDRLT 
INPUTS: NONE 

OUTPUTS: RESULT REGISTER IN A 
CALLS: NONE 
DESTROYS: A,F/F'S 

DESCRIPTION: IMDRLT IS CALLED AFTER A CMDOUT FOR AN 
IMMLLIATE COMMAND TO READ THE RESULT REGISTER 


IMDRLT: 


IN 
AN I 
JZ 
IN 
RET 


STAT73 ; READ 8273 STATUS 
CRBF ;TEST IF RESULT REG READY 
IMDRLT ; NAIT IF CRBF=0 
RESL71 ; READ RESULT REGISTER 
; RETURN 


Figure 21. Immediate Result Handler 
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; FUNCTION : RXI - INTERRUPT DRIVEN RESULT/DATA HANDLER 
; INPUTS : RCRBUF , RCVPNT 
; CALLS: NONE 

; OUTPUTS: RCRBUF, RCVPNT 
; DESTROYS: NOTHING 

; DESCRIPTION : RXI IS ENTERED AT A RECEIVER INTERRUPT. 
;THE INTERRUPT IS TESTED FOR DATA TRANSFER (IRA=0) 

;OR RESULT (IRA«1) . FOR DATA TRANSFER, THE DATA IS 
; PLACED IN A BUFFER AT RCVPNT. RESULTS ARE PLACED IN 
jA BUFFER AT RCRBUF. 

; A FLAG (RXFLAG) IS SET IF THE INTERRUPT WAS A RESULT. 
; (DATA TRANSFER INSTRUCTIONS ARE DENOTED BY (*) AND 
; MAYBE ELIMINATED BY USERS USING DMA. 


l 

RXI: 

4 

PUSH 

H 

;SAVE HL 


PUSH 

PSW 

.-SAVE PSW 


PUSH 

B 

,-SAVE B 


IN 

STAT73 

; (*) READ 8273 STATUS 


AN I 

RXIRA 

; (*) TEST IRA BIT 


JZ 

RXI 2 

; (*) IF 0, DATA TRANSFER NEEDED 

RXI 1 : 

LHLD 

RCRBUF 

;GET RESULT BUFFER POINTER 


IN 

STAT73 

.•READ 827 3 STATUS ACAIN 


AN I 

RXI NT 

.•TEST I NT BIT 


JZ 

RXI 4 

,-IF 0, THEN DONE 


IN 

STAT73 

.•READ 827 3 STATUS AGAIN 


AN I 

RXIRA 

.•TEST IRA AGAIN 


JZ 

RXI1 

.•LOOP UNTIL RESULT IS READY 


IN 

RXIR73 

; READY, READ RXI/R 


MOV 

M, A 

.•STORE RESULT IN BUFFER 


I NX 

H 

;BUMP RESULT POINTER 


SHLD 

RCRBUF 

.•RESTORE BUFFER POINTER 


JMP 

RXI1 

;GO BACK TO SEE IF. MORE 

RXI 2: 

SHLD 

RCVPNT 

; (*) GET DATA BUFFER POINTER 


IN 

RCVDAT 

; (*) READ DATA VIA RXDACK 


MOV 

M, A 

; (*) STORE DATA IN BUFFER 


INX 

H 

} (*) BUMP DATA POINTER 


JMP 

RXI 3 

; (*) DONE 

RXI 4: 

MVI 

A, 01H 

;SET RX FLAG TO SHOW COMPLETION 


STA 

RXFLAG 

.•COMPLETION 

RXI 3: 

POP 

B 

.•RESTORE BC 


POP 

PSW , 

.•RESTORE PSW 


POP 

H 

.•RESTORE HL 


El 

; ENABLE 

INTERRUPTS 


RET 

.•DONE 



; FUNCTION : TXI - INTERRUPT DRIVEN RESULT/DATA HANDLER 
; INPUTS: TXRBUF, TXPNT, TXFLAG 
; OUTPUTS: TXRBUF, TXPNT, TXFLAG 
; CALLS: NONE 
.•DESTROYS: NOTHING 

.•DESCRIPTION: TXI IS ENTERED AT A TRANSMITTER INTERRUPT. 
; THE INTERRUPT IS TESTED BY WAY OF THE IRA BIT TO SEE 
; If A DATA TRANSFER OR RESULT COMPLETION HAS OCCURED. 

; FOR DATA TRANSFERS' (IRA=0), THE DATA IS OBTAINED FROM 
; A BUFFER LOCATION POINTED AT BY TXPNT. FOR COMPLETION, 
; (IRA=1) , THE RESULTS ARE READ AND PLACED AT A RESULT 
; BUFFER POINTED AT BY TXRBUF, AND THE TXFLAG IS SET 
;TO INDICATE TO THE MAIN PROGRAM THAT A OPERATION IS 


.•COMPLETE. \TX OPERATIONS 

HAVE ONLY ONE RESULT. 

; DATA 

TRANSFER 

INSTRUCTIONS ARE DENOTED BY (*) . THESE 

.•MAYBE 

REMOVED 

BY USERS 

USING DMA. 

TXI: 

PUSH 

H 

; SAVE HL 


PUSH 

PSW 

;SAVE PSW 


IN 

STAT73 

; (*) READ 8273 STATUS 


AN I 

TXIRA 

; (*) TEST TXIRA ?IT 

* 

JZ 

TXI2 

J (*) IF 0, DATA TRANSFER 


IN 

TXIR73 

; 1 , THEN READ TXIR 


LHLD 

TXRBUF 

;GET RESULT BUFFER POINTER 


MOV 

M , A 

; STORE RESULT IN BUFFER 


INX 

H 

; BUMP RESULT POINTER 


SHLD 

TXRBUF 

.•RESTORE RESULT POINTER 


MVI 

A.01H 

; SET TXFLAG TO SHOW COMPLETION 


STA 

TXFLAG 

;SET FLAG 

TXIl: 

POP 

PSW 

.•RESTORE PSW 


POP 

H 

; RESTORE HL 


El 

.•ENABLE 

INTERRUPTS 


RET 

; DONE 


TXI2: 

LHLD 

TXPNT 

} (*) GET DATA POINTER 


MOV 

A,M 

; (*) GET DATA FROM BUFFER 


OUT 

TXDATA 

i (*) OUTPUT TO 8273 VIA TXDACK 


INX 

H 

; (*) BUMP DATA POINTER 


SHLD 

TXPNT 

; (*) RESTORE POINTER 


JMP 

TXIl 

; (*) RETURN AFTER RESTORE 


.•FUNCTION: POLOP 
; INPUTS: NONE 

.•OUTPUTS: C=0 (NO STATUS), *1 (RX COMPLETION), 

; =2 (TX COMPLETION) , *3 (BOTH) 

; CALLS: TXI, RXI 
.•DESTROYS: B.C 

; DESCRIPTION: POLOP IS CALLED TO POLL THE 8273 FOR 
.•DATA TRANSFERS AND COMPLETION RESULTS. THE 
.•ROUTINES TXI AND RXI ARE USED FOR THE ACTUAL 
.•TRANSFERS AND BUFFER WORK. POLOP RETURNS 
;ThE STATPS OF THEIR ACTION. 


POLOP : 

PUSH 

PSW 

,-SAVE PSW 


MVI 

C.00H 

.•CLEAR C 

POLOPl : 

IN 

STAT7 3 

.•READ 827 3 STATUS 


ANI 

INT 

.-ARE TXINT OR RXINT SET? 


JZ 

PEXIT 

;NO, EXIT 


IN 

ST AT 7 3 

.•READ 8273 STATUS 


ANI 

RXINT 

.-TEST RX INT 


JNZ 

RXIC 

; YES , GO SERVICE RX 


CALL 

TXI 

.•MUST BE TX, GO SERVICE IT 


LDA 

TXFLAG 

.•GET TX FLAG 


CPI 

01H 

; WAS IT A COMPLETION? (01) 


JNZ 

PEXIT 

;NO, SO JUST EXIT 


INR 

C 

; YES . UPDATE C 


INR 

C 



JMP 

POLOPl 

,-TRY AGAIN 

RXIC : 

CALL 

RXI 

;GO SERVICE RX 


LDA 

RXFLAG 

;GET RX FLAG 


CPI 

0 1H 

; WAS IT A COMPLETION? (01) 


JNZ 

PEXIT 

;NO, SO JUST EXIT 


INR 

C 

; YES , UPDATE C 


JMP 

POLOPl 

; TRY AGAIN 

PEXIT: 

POP 

PSW 

.•RESTORE PSW 


RET 

.•RETURN 

WITH COMP. STATUS IN C 


Figure 23. Polling Result Handler 


8273 COMMAND DESCRIPTION 

In this section, each command is discussed in detail. In 
order to shorten the notation, please refer to the com- 
mand key in Table 1. The 8273 utilizes five different 
command types: Initialization/Configuration, Receive, 
Transmit, Reset, and Modem Control. 

Initialization/Configuration Commands 

The Initialization/Configuration commands manipulate 
registers internal to the 8273 that define the various 
operating modes. These commands either set or reset 
specified bits in the registers depending on the type of 
command. One parameter is required. Set commands 
perform a logical OR operation of the parameter (mask) 
and the internal register. This mask contains Is where 
register bits are to be set. A 0 in the mask causes no 
change in the corresponding register bit. Reset com- 
mands perform a logical AND operation of the param- 
eter (mask) and the internal register, i.e., the mask is 0 to 
reset a register bit and a 1 to cause no change. Before 
presenting the commands, the register bit definitions 
are discussed. 


TABLE 1. COMMAND SUMMARY KEY 


Bo, B-| - LSB AND MSB OF RECEIVE BUFFER LENGTH 
Ro, Ri - LSB AND MSB OF RECEIVED FRAME LENGTH 
L 0 , Lt - LSB AND MSB OF TRANSMIT FRAME LENGTH 
Ai, A 2 - MATCH ADDRESSES FOR SELECTIVE RECEIVE 
RIC - RECEIVER INTERRUPT RESULT CODE- 
TIC - TRANSMITTER INTERRUPT RESULT CODE 
A — ADDRESS FIELD OF RECEIVED FRAME 
C - CONTROL FIELD OF RECEIVED FRAME 


Figure 22. Interrupt-Driven Result Handlers 
with Non-DMA Data Transfers 
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Operating Mode Register (Figure 24) 

D 7 -D 6 : Not Used — These bits must not be manipu- 
lated by any command; i.e., D 7 -De must be 0 for 
the Set command and 1 for the Reset command. 

D 5 : HDLC Abort — When this bit is set, the 8273 will 

interrupt when 7 1s (HDLC Abort) are received 
by an active receiver. When reset, an SDLC 
Abort (8 Is) will cause an interrupt. 

D 4 : EOP Interrupt — Reception of an EOP character 

(0 followed by 7 Is) will cause the 8273 to inter- 
rupt the CPU when this bit is set. Loop con- 
troller stations use this mode as a signal that a 
polling frame has completed the loop. No EOP 
interrupt is generated when this bit is reset. 

D 3 : Early Tx Interrupt — This bit specifies when the 

transmitter should generate an end of frame in- 
terrupt. If this bit is set, an interrupt is gener- 
ated when the last data character has been 
passed to the 8273. If the user software issues 
another transmit command within two byte 
times, the final flag interrupt does not occur and 
the new frame is transmitted with only one flag 
of separation. If this restriction is not met, more 
than one flag will separate the frames and a 
frame complete interrupt is generated after the 
closing flag. If the bit is reset, only the frame 
complete interrupt occurs. This bit, when set, 
allows a single flag to separate consecutive 
frames. 

D 2 : Buffered Address and Control — When set, the 

address and control fields of received frames 
are buffered in the 8273 and passed to the CPU 
as results after a received frame interrupt (they 
are not transferred to memory with the informa- 
tion field). On transmit, the A and C fields are 
passed to the 8273 as parameters. This mode 
simplifies buffer management. When this bit is 
reset, the A and C fields are passed to and from 
memory as the first two data transfers. 

D-|: Preframe Sync — When set, the 8273 prefaces 

each transmitted frame with two characters 
before the opening flag. These two characters 
provide 16 transitions to allow synchronization 
of the opposing receiver. To guarantee 16 tran- 
sitions, the two characters are 55H-55H for non- 
NRZI mode (see Serial I/O Register description) 
or 00H-00H for NRZI mode. When reset, no 
preframe characters are transmitted. 

D 0 : Flag Stream — When set, the transmitter will 

start sending flag characters as soon as it is 
idle; i.e., immediately if idle when the command 
is issued or after a transmission if the transmit- 
ter is active when this bit is set. When reset, the 
transmitter starts sending Idle characters on 
the next character boundary if idle already, or at 
the end of a transmission if active. 


D7 °6 d 5 d 4 d 3 °2 D 1 DO 



Figure 24. Operating Mode Register 


Serial I/O Mode Register (Figure 25) 

D 7 -D 3 : Not Used — These bits must be 0 for the Set 
command and 1 for the Reset command. 

D 2 : Data Loopback— When set, transmitted data 

(TxD) is internally routed to the receive data cir- 
cuitry. When reset, TxD and RxD are indepen- 
dent. 

D^ Clock Lo opba ck — When set, TxC is internally 
routed to RxC. When reset, the clocks are inde- 
pendent. 

D 0 : NRZI (Non-Return to Zero Inverted) — When set, 

the 8273 assumes the received data is NRZI en- 
coded, and NRZI encodes the transmitted data. 
When reset, the received and transmitted data 
are treated as a normal positive logic bit stream. 

Data Transfer Mode Register (Figure 26) 

D 7 -D-|: Not Used — These bits must be 0 for the Set 
command and 1 for the Reset command. 

D 0 : Interrupt Data Transfer — When set, the 8273 

will interrupt the CPU when data transfers are 
required (the corresponding IRA Status register 
bit will be 0 to signify a data transfer .interrupt 
rather than a Result phase interrupt). When 
reset, 8273 data transfers are performed through 
DMA requests on the DRQ pins without inter- 
rupting the CPU. 


I 1 1 1 I — 


NRZI MODE 

CLOCK LOOPBACK 

DATA LOOPBACK 

NOT USED - DO NOT CHANGE 


Figure 25. Serial I/O Mode Register 


D7 Dg D5 D4 D3 D2 Di Do 


INTERRUPT DATA TRANSFERS 
NOT USED - DO NOT CHANGE 


Figure 26. Data Transfer Mode Register 
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Selective Receive 


One Bit Delay Register (Figure 27) 

D 7 : One Bit Delay — When set, the 8273 retransmits 

the received data stream one bit delayed. This 
mode is entered and exited at a received char- 
acter boundary. When reset, the transmitted and 
received data are independent. This mode is 
utilized for loop operation and is discussed in a 
later section. 

D 6 -D 0 : Not Used — These bits must be 0 for the Set 
command and 1 for the Reset command. 


D7 Dg D5 O4 D3 D2 D-| Do 

1 IXIXIXIXIXIXIXI 


1 1 1 



NOT USED - DO NOT CHANGE 

1 ONE BIT DELAY ENABLE 

Figure 27. One Bit Delay Mode Register 


Figure 28 shows the Set and Reset commands associ- 
ated with the above registers. The mask which sets or 
resets the desired bits is treated as a single parameter. 
Th<ese commands do not interrupt nor provide results 
during the Result phase. After reset, the 8273 defaults to 
all of these bits reset. 


REGISTER 



PARAMETER 

ONE BIT DELAY MODE 

SET 

■9 

SET MASK 


64 

RESET MASK 

DATA TRANSFER MODE 

SET 

mm 

Emm 


mm 


OPERATING MODE 

SET 

mm 

SET MASK 


51 

RESET MASK 

SERIAL I/O MODE 

SET 



RESET 

60 

imh 


Figure 28. Inltiallzation/Configuration Command Summary 


Receive Commands 

The 8273 supports three receive commands plus a 
receiver disable function. 

General Receive 

When cortimanded to General Receive, the 8273 passes 
all frames either to memory (DMA mode) or to the CPU 
(non-DMA mode) regardless of the contents of the 
frame’s address field. This command is used for primary 
and loop controller stations. Two parameters are re- 
quired: B 0 and B-|. These parameters are the LSB and 
MSB of the receiver buffer size. Giving the 8273 this 
extra information alleviates the CPU of the burden of 
checking for buffer overflow. The 8273 will interrupt the 
CPU if the received frame attempts to overfill the 
allotted buffer space. 


In Selective Receive, two ad_ditional parameters besides 
B 0 and B-i are required: At and A 2 . These parameters are 
two address match bytes. When commanded to Selec- 
tive Receive, the 8273 passes tp memory or the CPU 
only those frames having an 'address field matching 
either A 1 or A 2 . This command is usually used for sec- 
ondary stations with A-i being the secondary address 
and A 2 is the “All Parties” address. If only one match 
byte is needed, A-, and A 2 should be equal. As in General 
Receive, the 8273 counts the incoming data bytes and 
interrupts the CPU if B 0 , B 1 is exceeded. 

Selective Loop Receive 

This command is very similar in operation to Selective 
Receive except that One Bit Delay mode must be set and 
that the loop is captured by placing transmitter in Flag 
Stream mode automatically after an EOP character is 
detected following a selectively received frame. The 
details of using the 8273 in loop configurations is 
discussed in a later section so please hold questions 
until then. 

The handling of interrupt results is common among the 
three commands. When a frame is received without 
error, i.e., the FCS is correct and CD (Carrier Detect) was 
active throughout the frame or no attempt was made to 
overfill the buffer; the 8273 interrupts the CPU following* 
the closing flag to pass the completion results. These 
results, in order, are the receiver interrupt result code 
(RIC), and the byte length of the information field of the 
received frame (R 0 , R-i). If Buffered mode is selected, the 
address and control fields are passed as two additional 
results. If Buffered mode is not selected, the address 
and control fields are passed as the first two data 
transfers and R 0 , Ri reflect the information field length 
plus two. 

Receive Disable 

The receiver may also be disabled using the Receive 
Disable command. This command terminates any 
receive operation immediately. No parameters are re- 
quired and no results are returned. 

The details for the Receive command are shown in 
Figure 29. The interrupt result code key is shown in 
Figure 30. Some explanation of these result codes is 
appropriate. 

The interrupt result code is the first byte passed to the 
CPU in the Rxl/R register during the Result phase. Bits 
D 4 -D 0 define the cause of the receiver interrupt. Since 
each result code has specific implications, they are 
discussed separately below. 


COMMAND 

HEX 

CODE 

PARAM- 

ETERS 

RESULTS* 

Rxl/R 

GENERAL RECEIVE 

CO 

Bo, Bi 

RIC, R 0 , Ri,A,C 

SELECTIVE RECEIVE 

Cl 

B 0 > Bi,A 1 ,A 2 

RIC, R 0 , Ri,A,C 

SELECTIVE LOOP RECEIVE 

C2 

B 0 , Bi, At, A 2 

RIC, Rq, Ri,A,C 

DISABLE RECEIVER 

C5 

NONE 

NONE 


*A AND C ARE PASSED AS RESULTS ONLY IN BUFFERED MODE 


Figure 29. Receiver Command Summary 
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RIC 

P 7 -P 0 

Rx STATUS 

RECEIVER INTERRUPT RESULT CODE AFTER INT 

* 00000 

At MATCH OR GENERAL RECEIVE 

ACTIVE 

* 00001 

A2 MATCH 

ACTIVE 

000 00011 

CRC ERROR 

ACTIVE 

000 00100 

ABORT DETECTED 

ACTIVE 

000 00101 

IDLE DETECTED 

DISABLED 

000 00110 

EOP DETECTED 

DISABLED 

000 00111 

FRAME < 32 BITS 

ACTIVE 

000 01000 

DMA OVERRUN 

DISABLED 

000 01001 

MEMORY BUFFER OVERFLOW 

DISABLED 

000 01010 

CARRIER DETECT FAILURE 

DISABLED 

000 01011 

RECEIVER INTERRUPT OVERRUN 

DISABLED 


*d 7 -d 5 

PARTIAL BYTE RECEIVED 

111 

ALL 8 BITS OF LAST BYTE 

000 

DO 

100 

Dl-D0 

010 

D2-D0 

110 

D3-D0 

001 

D4D-0 

101 

D5-D0 

011 

De-Do 


Figure 30. Receiver Interrupt Result Codes (RIC) 


The first two result codes result from the error-free 
reception of a frame. If the frame is received correctly 
after a General Receive command, the first result is 
returned. If either Selective Receive command was used 
(normal or loop), a match with A-j generates the first 
result code and a match with A 2 generates the second. 
In either case, the receiver remains active after the inter- 
rupt; however, the internal buffer size counters are not 
reset. That is, if the receive command indicated 100 
bytes were allocated to the receive buffer (B 0 , and an 
80-byte frame was received correctly, the maximum next 
frame size that could be received without recomman- 
ding the receiver (resetting B 0 and B-|) is 20 bytes. Thus, 
it is common practice to recommand the receiver after 
each frame reception. DMA and/or memory pointers are 
usually updated at this time. (Note that users who do 
not wish to take advantage of the 8273’s buffer manage- 
ment features may simply use B 0 , B 1 = OFFH for each 
receive command. Then frames of 65K bytes may be 
received without buffer.overflow errors.) 

The third result code is a CRC error. This indicates that 
a frame was received in the correct format (flags, etc.); 
however, the received FCS did not check with the inter- 
nally generated FCS. The frame should be discarded. 
The receiver remains active. (Do not forget that even 
though an error condition has been detected, all frame 
information up until that error has either been trans- 
ferred to memory or passed to the CPU. This informa- 
tion should be invalidated. This applies to all receiver 
error conditions.) Note that the FCS, either transmitted or 
received, is never available to the CPU. 

The Abort Detect result occurs whenever the receiver 
sees either an SDLC (8 Is) or an HDLC (7 Is), depending 
on the Operating Mode register. However, the interven- 
ing Abort character between a closing flag and an Idle 
does not generate an interrupt. If an Abort character 
(seen by an active receiver within a frame) is not pre- 
ceded by a flag and is followed by an Idle, an interrupt 
will be generated for the Abort, followed by an Idle inter- 


rupt one character time later. The Idle Detect result oc- 
curs whenever 15 consecutive Is are received. After the 
Abort Detect interrupt, the receiver remains active. After 
the Idle Detect interrupt, the receiver is disabled and 
must be recommanded before further frames may be 
received. 

If the EOP Interrupt bit is set in the Operating Mode 
register, the EOP Detect result is returned whenever an 
EOP character is received. The receiver is disabled, so 
the Idle following the EOP does not generate an Idle 
Detect interrupt. 

The minimum number of bits in a valid frame between 
the flags is 32. Fewer than 32 bits indicates an error. If 
Buffered mode is selected, such frames are ignored, i.e., 
no data transfers or interrupts are generated. In non- 
Buffered mode, a < 32-bit frame generates an interrupt 
with the < 32-bit Frame result since data transfers may 
already have disturbed the 8257 or interrupt handler. The 
receiver remains active. 

The DMA Overrun result results from the DMA controller 
being too slow in extracting data from the 8273, i.e., the 
RxDACK signal is not returned before the next received 
byte is ready for transfer. The receiver is disabled if this 
error condition occurs. 

The Memory Buffer Overflow result occurs when the 
number of received bytes exceeds the receiver buffer 
length supplied by the B 0 and B 1 parameters in the 
receive command. The receiver is disabled. 

The Carrier Detect Failure result occurs when the CD 
pin goes high (inactive) during reception of a frame. The 
CD pin is used to qualify reception and must be active 
by the time the address field starts to be received. If CD 
is lost during the frame, a CD Failure interrupt is 
generated and the receiver is disabled. No interrupt is 
generated if CD goes inactive between frames. 

If a condition occurs requiring an interrupt be generated 
before the CPU has finished reading the previous inter- 
rupt results, the second interrupt is generated after the 
current Result phase is complete (the RxINT pin and 
status bit go low then high). However, the interrupt 
result for this second interrupt will be a Receive Inter- 
rupt Overrun. The actual cause of the second interrupt is 
lost. One case where this may occur is at the end of a 
received frame where the line goes idle. The 8273 
generates a received frame interrupt after the closing 
flag and then 15-bit times later, generates an Idle Detect 
interrupt. If the interrupt service routine is slow in 
reading the first interrupt’s results, the internal Rxl/R 
register still contains result information when the Idle 
Detect interrupt occurs. Rather than wiping out the 
previous results, the 8273 adds a Receive Interrupt Over- 
run result as an extra result. If the system’s interrupt 
structure is such that the second interrupt is not 
acknowledged (interrupts are still disabled from the first 
interrupt), the Receive Interrupt Overrun result is read as 
an extra result, after those from the first interrupt. If the 
second interrupt is serviced, the Receive Interrupt Over- 
run is returned as a single result. (Note that the INT pins 
supply the necessary transitions to support a Program- 
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mable Interrupt Controller such as the Intel 8259. Each 
interrupt generates a positive-going edge on the appro- 
priate INT pin and the high level is held until the inter- 
rupt is completely serviced.) In general, it is possible to 
have interrupts occurring at one character time inter- 
vals. Thus the interrupt handling software must have at 
least that much response and service time. 

The occurrence of Receive Interrupt Overruns is an in- 
dication of marginal software design; the system’s inter- 
rupt response and servicing time is not sufficient for the 
data rates being attempted. It is advisable to configure 
the interrupt handling software to simply read the Inter- 
rupt results, place them into a buffer, and clear the inter- 
rupt as quickly as possible. The software can then ex- 
amine the buffer for new results at its leisure, and take 
appropriate action. This can easily be accomplished by 
using a result buffer flag that indicates when new 
results are available. The interrupt handler sets the flag 
and the main program resets it once the Results are 
retrieved. 

Both SDLC and HDLC allow frames which are of arbi- 
trary length (>32 bits). The 8273 handles this N-bit 
reception through the high order bits (D 7 -D 5 ) of the 
result code. These bits code the number of valid re- 
ceived bits in the last received information field byte. 
This coding is shown in Figure 30. The high order bits of 
the received partial btye are indeterminate. [The ad- 
dress, control, and information fields are transmitted 
least significant bit (A 0 ) first. The FCS is complemented 
and transmitted most significant bit first.] 

Transmit Commands 

The 8273 transmitter is supported by three Transmit 
commands and three corresponding Abort commands. 

Transmit Frame 

The Transmit Frame command simply transmits a 
frame. Four parameters are required when Buffered 
mode is selected and two when it is not. In either case, 
the first two parameters are the least and the most 
significant bytes of the desired frame length (L 0 , Li). In 
Buffered mode, L 0 and Li equal the length in bytes of 
the desired information field, while in the non-Buffered 
mode, L 0 and Li must be specified as the information 
field length plus two. (L 0 and Li specify the number of 
data transfers to be performed.) In Buffered mode, the 
address and control fields are presented to the transmit- 
ter as the third and fourth parameters respectively. In 
non-Buffered mode, the A and C fields must be passed 
as the first two data transfers. 

When t he Tr ansmit Frame command is issued, the 8273 
makes RTS (Request-to-Send) activ e (pin low) if it was 
not already. It then waits until CTS (Clear-to-Send) goes 
active (pin low) before starting the frame. If the Preframe 
Sync bit in the Operting Mode register is set, the trans- 
mitter prefaces two characters (16 transitions) before 
the opening flag. If the Flag Stream bit is set in the 
Operating Mode register, the frame (including Preframe 
Sync if selected) is started on a flag boundary. Other- 
wise the frame starts on a character boundary. 


At the end of the frame, the transmitter interrupts the 
CPU (the interrupt results are discussed shortly) an<^ 
returns to either Idle or Flag Stream, depending on the 
Flag Stream bit of the Operating Mode register. If RTS 
was active before the transmit command, the 8273 does 
not change it. If it was inactive, the 8273 will deactivate 
it within one character time. 

Loop Transmit 

Loop Transmit is similar to Frame Transmit (the param- 
eter definition is the same). But since it deals with loop 
configurations, One Bit Delay mode must be selected. 

If the transmitter is not in Flag Stream mode when this 
command is issued, the transmitter waits until after a 
received EOP character has been converted to a flag 
(this is done automatically) before transmitting. (The 
one bit delay is, of course, suspended during transmit.) 
If the transmitter Is already in Flag Stream mode as a 
result of a selectively received frame during a Selective 
Loop Receive command, transmission will begin at the 
next flag boundary for Buffered mode or at the third flag 
boundary for non-Buffered mode. This discrepancy is to 
allow time for enough data transfers to occur to fill up 
the internal transmit buffer. At the end of a Loop Trans- 
mit, the One Bit Delay mode is re-entered and the flag 
stream mode is reset. More detailed loop operation is 
covered later. 

Transmit Transparent 

The Transmit Transparent command enables the 8273 to 
transmit a block of raw data. This data is without SDLC 
protocol, i.e., no zero bit insertion, flags, or FCS. Thus it 
is possible to construct and transmit a Bi-Sync message 
for front-end processor switching or to construct and 
transmit an SDLC message with incorrect FCS for diag- 
nostic purposes. Only the L 0 and Li parameters are used 
since there are not fields in this mode, (the 8273 does 
not support a Receive Transparent command.) 

Abort Commands 

Each of the above transmit commands has an associ- 
ated Abort command. The Abort Frame Transmit com- 
mand causes the transmitter to send eight contiguous 
ones (no zero bit insertion) immediately and then revert 
to either idle or flag streaming based on the Flag Stream 
bit. (The 8 Is as an Abort character is compatible with 
both SDLC and HDLC.) 

For Loop Transmit, the Abort Loop Transmit command 
causes the transmitter to send one flag and then revert 
to one bit delay. Loop protocol depends upon FCS 
errors to detect aborted frames. 

The Abort Transmit Transparent simply causes the 
transmitter to revert to either idles or flags as a function 
of the Flag Stream mode specified. 

The Abort commands require no parameters, however, 
they do generate an interrupt and return a result when 
complete. 

A summary of the Transmit commands is shown in 
Figure 31. Figure 32 shows the various transmit inter- 
rupt result codes. As in the receiver operation, the 
transmitter generates interrupts based on either good 
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completion of an operation or an error condition to start 
the Result phase. 

The Early Transmit Interrupt result occurs after the Idst 
data transfer to the 8273 if the Early Transmit Interrupt 
bit is set in the Operating Mode register. If the 8273 is 
commanded to transmit again within two character 
times, a single flag will separate the frames. (Buffered 
mode must be used for a single flag to separate the 
frames. If non-Buffered mode is selected, three flags 
will separate the frames.) If this time constraint is not 
met, another interrupt is generated and multiple flags or 
idles will separate the frames. The second interrupt is 
the normal Frame Transmit Complete interrupt. The 
Frame Transmit Complete result occurs at the closing 
flag to signify a good completion. 

The DMA Underrun result is analogous to the DMA Over- 
run result in the receiver. Since SDLC does not support 
intraframe time fill, if the DMA controller or CPU does 
not supply the data in time, the frame must be aborted. 
The action taken by the transmitter on this error is auto- 
matic. It aborts the frame just as if an Abort command 
had been issued. 

Clear-to-Send Error result is generated if CTS goes inac- 
tive during a frame transmission. The frame is aborted 
as above. 

The Abort Complete result is self-explanatory. Please 
note however that no Abort Complete interrupt is 
generated when an automatic abort occurs. The next 
command type consists of only one command. 


COMMAND 

HEX 

CODE 

PARAMETERS* 

RESULTS 

Txl/R 

TRANSMIT FRAME 

C8 

L 0 , L 1( A, C 

TIC 

ABORT 

CC 

NONE 

TIC 

LOOP TRANSMIT 

CA 

L0, L 1f A, C 

TIC 

ABORT 

CE 

NONE 

TIC 

TRANSMIT TRANSPARENT 

CO 

Lo- «-1 

TIC 

ABORT 

CD 

NONE 

TIC 


*A AND C ARE PASSED AS PARAMETERS IN BUFFERED MODE ONLY. 


writing of the 01 and the 00. The action taken is the 
same as if a hardware reset is performed, namely: 

1. The modem control outputs are forced high 
inactive). 

2. The 8273 Status register is cleared. 

3. Any commands in progress cease. 

4. The 8273 enters an idle state until the next com- 
mand is issued. 

Modem Control Commands 

The modem control ports were discussed earlier in the 
Hardware section. The commands used to manipulate 
these ports are shown in Figure 33. The Read Port A and 
Read Port B commands are immediate. The bit defini- 
tion for the returned byte is shown in Figures 13 and 14. 
Do not forget that the returned value represents the 
logical condition of the pin, i.e., pin active (low) = bit 
set. 


PORT 

COMMAND 

HEX 

CODE 

PARAMETER 

REG 

RESULT 

A INPUT 

READ 

22 

NONE 

PORT VALUE 

B OUTPUT 

READ 

23 

NONE 

PORT VALUE 

SET 

A3 

SET MASK 

NONE 

RESET 

63 

RESET MASK 

NONE 


Figure 33. Modem Control Command Summary 


The Set and Reset Port B commands are similar to the 
Initialization commands in that they use a mask param- 
eter which defines the bits to be changed. Set Port B 
utilizes a logical OR mask and Reset Port B uses a 
logical AND mask. Setting a bit makes the pin active 
(low). Resetting the bit deactivates the pin (high). 

To help clarify the numerous timing relationships that 
occur and their consequences, Figures 34 and 35 are 
provided as an illustration of several typical sequences. 
It is suggested that the reader go over these diagrams 
and re-read the appropriate part of the previous sections 
if necessary. 


Figure 31. Transmitter Command Summary 

HLDC CONSIDERATIONS 


TIC Tx STATUS 

D 7 -Dq TRANSMITTER INTERRUPT RESULT CODE AFTER INT 


000 01100 EARLY Tx INTERRUPT 
000 01101 FRAME Tx COMPLETE 
000 OHIO DMA UNDERRUN 
000 01111 CLEAR TO SEND ERROR 
000 10000 ABORT COMPLETE 


ACTIVE 

IDLE OR FLAGS 
ABORT 
ABORT 

IDLE OR FLAGS 


Figure 32. Transmitter Interrupt Result Codes 


Reset Command 

The Reset command provides a software reset function 
for the 8273. It is a special case and does not utilize the 
normal command interface. The reset facility is provided 
in the Test Mode register. The 8273 is reset by simply 
outputting a 01 H followed by a 00H to the Test Mode 
register. Writing the 01 followed by the 00 mimicks the 
action required by the hardware reset. Since the 8273 re- 
quires time to process the reset internally, at least 10 
cycles of the 0CLK clock must occur between the 


The 8273 supports HDLC as well as SDLC. Let’s discuss 
how the 8273 handles the three basic HDLC/SDLC dif- 
ferences: extended addressing, extended control, and 
the 7 Is Abort character. 

Recalling Figure 4A, HDLC supports an address field of 
indefinite length. The actual amount of extension used 
is determined by the least significant bit of the charac- 
ters immediately following the opening flag. If the LSB 
is 0, more address field bytes follow. If the LSB is 1, this 
byte is the final address field byte. Software must be 
used to determine this extension. 

If non-Buffered mode is used, the A, C, and I fields are in 
memory. The software must examine the initial charac- 
ters to find the extent of the address field. If Buffered 
mode is used, the characters corresponding to the 
SDLC A and C fields are transferred to the CPU as inter- 
rupt results. Buffered mode assumes the two characters 
following the opening flag are to be transferred as inter- 
rupt results regardless of content or meaning. (The 8273 
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does not know whether it is being used in an SDLC or an 
HDLC environment.) In SDLC, these characters are 
necessarily the A and C field bytes, however in HDLC, 
their meaning may change depending on the amount of 
extension used. The software must recognize this and 
examine the transferred results as possible address 
field extensions. 

Frames may still be selectively received as is needed for 
secondary stations. The Selective Receive command is 
still used. This command qualifies a frame reception on 
the first byte following the opening flag matching either 
of the A-, or A 2 match byte parameters. While this does 
not allow qualification over the complete range of HDLC 
addresses, it does perform a qualification on the first 
address byte. The remaining address field bytes, if any, 
are then examined via software to completely qualify 
the frame. 

Once the extent of the address field is found, the follow- 
ing bytes form the control field. The same LSB test used 
for the address field is applied to these bytes to deter- 
mine the control field extension, up to two bytes maxi- 
mum. The remaining frame bytes in memory represent 
the information field. 

Thk Abort character difference is handled in the 
Operating Mode register. If the HDLC Abort Enable bit is 
set, the reception of seven contiguous ones by an active 
receiver will generate an Abort Detect interrupt rather 
than eight ones. (Note that both the HDLC Abort Enable 
bit and the EOP Interrupt bit must not be set simultane- 
ously.) 

Now let’s move on to the SDLC loop configuration 
discussion. 


LOOP CONFIGURATION 

Aside from use in the normal data link applications, the 
8273 is extremely attractive in loop configuration due to 
the special frame-level loop commands and the Digital 
Phase Locked Loop. Toward this end, this section 
details the hardware and software considerations when 
using the 8273 in a loop application. 

The loop configuration offers a simple, low-cost solu- 
tion for systems with multiple stations within a small 
physical location, i.e., retail stores and banks. There are 
two primary reasons to consider a loop configuration. 
The interconnect cost is lower for a loop over a multi- 
point configuration since only one twisted pair or fiber 
optic cable is used. (The loop configuration does not 
support the passing of distinct clock signals from sta- 
tion to station.) In addition, loop stations do not need 
the intelligence of a multi-point station since the loop 
protocal is simpler. The most difficult aspects of loop 
station design are clock recovery and implementation of 
one bit delay (both are handled neatly by the 8273). 

Figure 36 illustrates a typical loop configuration with 
one controller and two down-loop secondaries. Each 
station must derive its own data timing from the 
received data stream. Reca lling our earlier discussion of 
the DP LL, no tice that TxC and RxC clocks are provided 
by the DPLL output. The only clock required in the 
secondaries is a simple, non-synchronized clock at 32 
times the desired baud rate. The controller requires both 
32 x and 1 x clocks. (The 1 x is usually implemented by 
dividing the 32 x clock with a 5-bit divider. However, 
there is no synchronism requirement between these 
clocks so any convenient implementation may be used.) 
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Figure 36. SDLC Loop Application 


A quick review of loop.protocol is appropriate. All com- 
munication on the loop is controlled by the loop con- 
troller. When the controller wishes to allow the sec- 
ondaries to transmit, it sends a polling frame (the con- 
trol field contains a poll code) followed by an EOP (End- 
of-Poll) character. The secondaries use the EOP 
character to capture the loop and insert a response 
frame as will be discussed shortly. 

The secondaries normally operate in the repeater mode, 
retransmitting received data with one bit time of delay. 
All received frames are repeated. The secondary uses 
the one bit time of delay to capture the loop. 

When the loop is idle (no frames), the controller trans- 
mits continuous flag characters. This keeps transitions 
on the loop for the sake of down-loop phase locked 
loops. When the controller has a non-polling frame to 
transmit, it simply transmits the frame and continues to 
send flags. The non-polling frame is then repeated 
around the loop and the controller receives it to signify a 
complete traversal of the loop. At the particular second- 
ary addressed by the frame, the data is transferred to 
memory while being repeated. Other secondaries simply 
repeat it. 

If the controller wants to poll the secondaries, it 
transmits a polling frame followed by all Is (no zero bit 
insertion). The final zero of the closing frame plus the 
first seven Is form an EOP. While repeating, the secon- 
daries monitor their incoming line for an EOP. When an 
EOP is received, the secondary checks if it has any 
response for the controller. If not, it simply continues 
repeating. If the secondary has a response, it changes 
the seventh EOP one into a zero (the one bit time of 
delay allows time for this) and repeats it, forming a flag 
for the down-loop stations. After this flag is transmitted, 


the secondary terminates its repeater function and in- 
serts its response frame (with multiple preceding flags 
if necessary). After the closing flag of the response, the 
secondary re-enters its repeater function, repeating the 
up-loop controller Is. Notice that the final zero of the 
response’s closing flag plus the repeated Is from the 
controller form a new EOP for the next down-loop 
secondary. This new EOP allows the next secondary to 
insert a response- if it desires. This gives each secon- 
dary a chance to respond. 

Back at the controller, after the polling frame has been 
transmitted and the continuous Is started, the con- 
troller waits until it receives an EOP. Receiving an EOP 
signifies to the controller that the original frame has 
propagated around the loop followed by any responses 
inserted by the secondaries. At this point, the controller 
may either send flags to idle the loop or transmit the 
next frame. Let’s assume that the loop is implemented 
completely with the 8273s and describe the command 
flows for a typical controller and secondary. 

The loop controller is initialized with commands which 
specify that the NRZI, Preframe Sync, Flag Stream, and 
EOP Interrupt modes are set. Thus, the controller en- 
codes and decodes all data using NRZI format. Preframe 
Sync mode specifies that all transmitted frames be 
prefaced with 16 line transitions. This ensures that the 
minimum of 12 transitions needed by the DPLLs to lock 
after an all Is line have occurred by the time the second- 
ary sees a frame’s opening flag. Setting the Flag Stream 
mode starts the transmitter sending flags which idles 
the loop. And the EOP Interrupt mode specifies that the 
controller processor will be interrupted whenever the 
active receiver sees an EOP, indicating the completion 
of a poll cycle. 

When the controller wishes to transmit a non-polling 
frame, it simply executes a Frame Transmit command. 
Since the Flag Stream mode is set, no EOP is formed 
after the closing flag. When a polling frame is to be 
transmitted, a General Receive command is executed 
first. This enables the receiver and allows reception of 
all incoming frames; namely, the original polling frame 
plus any response frames inserted by the secondaries. 
After the General Receive command, the frame is trans- 
mitted with a Frame Transmit command. When the 
frame is complete, a transmitter interrupt is generated. 
The loop controller processor uses this interrupt to 
reset Flag Stream mode. This causes the transmitter to 
start sending ali Is. An EOP is formed by the last flag 
and the first 7 Is. This completes the loop controller 
transmit sequence. 

At any time following the start of the polling frame 
transmission the loop controller receiver will start 
receiving frames. (The exact time difference depends, of 
course, on the number of down-loop secondaries due to 
each inserting one bit time of delay.) The first received 
frame is simply the original polling frame. However, any 
additional frames are those inserted by the secondaries. 
The loop controller processor knows all frames have 
been received when it sees an EOP Interrupt. This inter- 
rupt is generated by the 8273 since the EOP Interrupt 
mode was set during initialization. At this point, the 
transmitter may be commanded either to enter Flag 


\ 
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Stream mode, idling the loop, or to transmit the next 
frame. A flowchart of the above sequence is shown in 
Figure 37. 

The secondaries are initialized with the NRZI and One 
Bit Delay modes set. This puts the 8273 into the repeater 
mode with the transmitter repeating the received data 
with one bit time of delay. Since a loop station cannot 
transmit until it sees and EOP character, any transmit 
command is queued until an EOP is received. Thus 
whenever the secondary wishes to transmit a response, 
a Loop Transmit command is issued. The 8273 then 
waits until it receives an EOP. At this point, the receiver 
changes the EOP into a flag, repeats it, resets One Bit 
Delay mode stopping the repeater function, and sets the 
transmitter into Flag Stream mode. This captures the 
loop. The transmitter now inserts its message. At the 
closing flag, Flag Stream mode is reset, and One Bit 
Delay mode is set, returning the 8273 to repeater func- 
tion and forming an EOP for the next down-loop station. 
These actions happen automatically after a Loop 
Transmit command is issued. 



When the secondary wants its receiver enabled, a Selec- 
tive Loop Receive command is issued. The receiver then 
looks for a frame having a match in the Address field. 
Once such a frame is received, repeated, and trans- 
ferred to memory, the secondary’s processor is inter- 
rupted with the appropriate Match interrupt result and 
the 8273 continues with the repeater function until an 
EOP is received, at which point the loop is captured as 
above. The processor should use the interrupt to deter- 
mine if it has a message for the controller. If it does, it 
simply issues a Loop Transmit command and things 
progress as above. If the processor has no message, the 
software must reset the Flag Stream mode bit in the 
Operating Mode register. This will inhibit the 8273 from 
capturing the loop at the EOP. (The match frame and the 
EOP may be separated in time by several frames de- 
pending on how many up-loop stations inserted mes- 
sages of their own.) If the timing is such that the 
receiver has already captured the loop when the Flag 
Stream mode bit is reset, the mode is exited on a flag 
boundary and the frame just appears to have extra clos- 
ing flags before the EOP. Notice that the 8273 handles 
the queuing of the transmit commands and the setting 
and resetting of the mode bits automatically. Figure 38 
illustrates the major points of the secondary command 
sequence. 



o DENOTES COMMANDS 

( ^ DENOTES INTERRUPT CODES 


Figure 37. Loop Controller Flowchart 


Figure 38. Loop Secondary Flowchart 
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When an off-line secondary wishes to come on-line, it 
must do so in a manner which does not disturb data on 
the loop. Figure 39 shows a typical hardware interface. 
The line labeled Port could be one of the 8273 Port B out- 
puts and is assumed to be high (1) initially. Thus up-loop 
data is simply passed down-loop with no delay; how- 
ever, the receiver may still monitor data on the loop. To 
come on-line, the secondary is initialized with only the 
EOP Interrupt mode set. The up-loop data is then moni- 
tored until an EOP occurs. At this point, the secondary’s 
CPU is interrupted with an EOP interrupt. This signals 
the CPU to set One Bit Delay mode in the 8273 and then 
to set Port low (active). These actions switch the sec- 
ondary’s one bit delay into the loop. Since after the EOP 
only Is are traversing the loop, no loop disturbance oc- 
curs. The secondary now waits for the next EOP, cap- 
tures the loop, and inserts a “new on-line” message. 
This signals the controller that a new secondary exists 
and must be acknowledged. After the secondary re- 
ceives its acknowledgement, the normal command flow 
is used. 

It is hopefully evident from the above discussion that 
the 8273 offers a very simple and easy to implement 
solution for designing loop stations whether they are 
controllers or down-loop secondaries. 



Figure 39. Loop Interface 


APPLICATION EXAMPLE 

This section describes the hardware and software of the 
8273/8085 system used to verify the 8273 implementa- 
tion of SDLC on an actual IBM SDLC Link. This IBM link 
was gratefully volunteered by Raytheon Data Systems in 
Norwood, Mass, and I wish to thank them for their 
generous cooperation. The IBM system consisted of a 
370 Mainframe, a 3705 Communications Processor, and 
a 3271 Terminal Controller. A Comlink II Modem sup- 
plied the modem interface and all communications took 
place at 4800 baud. In addition to observing correct 
responses, a Spectron D601B Datascope was used to 
verify the data exchanges. A block diagram ot the 
system is shown in Figure 40. The actual verification 
was accomplished by the 8273 system receiving and 
responding to polls from the 3705. This method was 
used on both point-to-point and multi-point configura- 
tions. No attempt was made to implement any higher 
protocol software over that of the poll and poll re- 
sponses since such software would not affect the veri- 
fication of the 8273 implementation. As testimony to the 
ease of use of the 8273, the system worked on the first 
try. 



Figure 40. Raytheon Block Diagram 


An SDK-85 (System, Design Kit) was used as the core 
8085 system. This system provides up to 4K bytes of 
ROM/EPROM, 512 bytes of RAM, 76 I/O pins, plus two 
timers as provided in two 8755 Combination EPROM/I/O 
devices and two 8155 Combination RAM/I/O/Timer 
devices. In addition, 5 interrupt inputs are supplied on 
the 8085. The address, data, and control buses are buf- 
fered by the 8212 and 8216 latches and bidirectional bus 
drivers. Although it was not used in this application, an 
8279 Display Driver/Keyboard Encoder is included to in- 
terface the on-board display and keyboard. A block 
diagram of the SDK-85 is shown in Figure 41. The 8273 
and associated circuitry was constructed on the ample 
wire-wrap area provided for the user. 

The example 8273/8085 system is interrupt-driven and 
uses DMA for all data transfers supervised by an 8257 
DMA Controller. A 2400 baud asynchronous line, imple- 
mented with an 8251A USART, provides communication 
between the software and the user. 8253 Programmable 
Interval Timer is used to supply the baud rate clocks for 
the 8251 A and 8273. (The 8273 baud rate clocks were 
used only during initial system debug. In actual opera- 
tion, the modem supplied these clocks via the RS-232 in- 
terface.) Two 2142 1Kx4 RAMs provided 512 bytes of 
transmitter and 512 bytes of receiver buffer memory. 
(Command and result buffers, plus miscellaneous 
variables are stored in the 8155s.) The RS-232 interface 
utilized MCI 488 and MCI 489 RS-232 drivers and 
receivers. The schematic of the system is shown in 
Figure 42. 

One detail to note is the DMA and interrupt structure of 
the transmit and receive channels. In both cases, the 
receiver is always given the higher priority (8257 DMA 
channel 0 has priority over the remaining channels and 
the 8085 RST 7.5 interrupt input has priority over the 
RST 6.5 input.) Although the choice is arbitrary, this 
technique minimizes the chance that received data 
could be lost due to other processor or DMA com- 
mitments. 

Also note that only one 8205 Decoder is used for both 
the peripherals’ and the memorys’ Chip Selects. This 
was done to eliminate separate memory and I/O 
decoders since it was known beforehand that neither 
address space would be completely filled. 

The 4 MHz crystal and 8224 Clock Generator were used 
only to verify that the 8273 operates correctly at that 
maximum spec speed. In a normal system, the 3.072 
MHz clock from the 8085 would be sufficient. (This fact 
was verified during initial checkout.) 
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The software consists of the normal monitor program 
supplied with the SDK-85 and a program to input com- 
mands to the 8273 and to display results. The SDK-85 
monitor allows the user to read and write on-board RAM, 
start execution at any memory location, to single-step 
through a program, and to examine any of the 8085’s in- 
ternal registers. The monitor drives either the on-board 
keyboard/LED display or a serial TTY interface. This 
monitor was modified slightly in order to use the 8251 A 
with a 2400 baud CRT as opposed to the 110 baud nor- 
mally used. The 8273 program implements monitor-like 
user interface. 8273 commands are entered by a two- 
character code followed by any parameters required by 
that command. When 8273 interrupts occur, the source 
of the interrupt is displayed along with any results 
associated with it. To gain a flavor of how the user/pro- 
gram interface operates, a sample output is shown in 
Figure 43. The 8273 program prompt character is a “ - ” 
and user inputs are underlined. 

The “SO 05” implements the Set Operating Mode com- 
mand with a parameter of 05H. This sets the Buffer and 
Flag Stream modes. “SS 01” sets the 8273 in NRZI mode 
using the Set Serial I/O Mode command. The next com- 
mand specifies General Receiver witlva receiver buffer 
size of 0100H bytes (B 0 = 00, B-j = 01). The “TF” com- 
mand causes the 8273 to transmit a frame containing an 
address field of C2H and control field of 11H. The infor- 
mation field is 001 1 22. The “TF” command has a special 
format. The L 0 and L-) parameters are computed from the 
number of information field bytes entered. 

After the TF command is entered, the 8273 transmits the 
frame (assuming that the modem protocol is observed). 
After the closing flag, the 8273 interrupts the 8085. The 
8085 reads the interrupt results and places them in a 
buffer. The software examines this buffer for new 
results and if new results exist, the source of the inter- 
rupt is displayed along with the results. 

In this example, the 0DH result indicates a Frame Com- 
plete interrupt. There is only one result for a transmitter 
interrupt, the interrupt’s trailing zero results were in- 
cluded to simplify programming. 

The next event is a frame reception. The interrupt 
results are displayed in the order read from the 8273. 
The E0H indicates a General Receive interrupt with the 
last byte of the information field received on an 8-bit 
boundary. The 03 00 (R 0 , Ri) results show that there are 
3H bytes of information field received. The remaining 
two results indicate that the received frame had a C2H 
address field and a 34H control field. The 3 bytes of in- 
formation field are displayed on the next line. 


8273 MONITOR VI. 2 



RxtNT - E0 03 00 C2 34 
FF EE DD 


Figure 43. Sample 8273 Monitor I/O 


Figures 44 through 51 show the flowcharts used for the 
8273 program development. The actual program listing 
is included as Appendix A. Figure 44 is the main status 
poll loop. After all devices are initialized and a prompt 
character displayed, a loop is entered at LOOPIT. This 
loop checks for a change of status in the result buffer or 
if a keyboard character has been received by the 8251 or 
if a poll frame has been received. If any of these condi- 
tions are met, the program branches to the appropriate 
routine. Otherwise, the loop is traversed again. 

The result buffer is implemented as a 255-byte circular 
buffer with two pointers: CNADR and LDADR. CNADR is 
the console pointer. It points to the next result to be 
displayed LDADR is the load pointer. It points to the 
next empty position in the buffer into which the inter- 
rupt handler places the next result. The same buffer is 
used for both transmitter and receiver results. LOOPIT 
examines these pointers to detect when CNADR is not 
equal to LDADR indicating that the buffer contains 
results which have not been displayed. When this oc- 
curs, the program branches to the DISPLY routine. 

DISPLY determines the source of the undisplayed 
results by testing the first result. This first result is 
necessarily the interrupt result code. If this result is 
0CH or greater, the result is from a transmitter interrupt. 
Otherwise it is from a receiver source. The source of the 
result code is then displayed on the console along with 
the next four results from the buffer. If the source was a 
transmitter interrupt, the routine merely repoints the 
pointer CNADR and returns to LOOPIT. For a receiver 
source, the receiver data buffer is displayed in addition 
to the receiver interrupt results before returning to 
LOOPIT. 


START 

CMDREC 

LOOPIT 



Figure 44. Main Status Poll Loop 
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Figure 45. DISPLY Subroutine 




Figure 47. TF Subroutine 



Figure 48. TxPOL Subroutine 



Figure 46. GETCMD Subroutine 


Figure 49. COMM Subroutine with Command Buffer Format 
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Figure 50. Txl (Transmitter Interrupt) Routine 


If the result buffer pointers Indicate an empty buffer, the 
8251 A is polled for a keyboard character. If the 8251 has 
a character, GETCMD is called. There the character is 
read and checked if legal. Illegal characters simply 
cause a reprompt. Legal characters indicate the start of 
a command input. Most commands are organized as two 
characters signifying the command action; i.e., GR — 
General Receive. The software recognizes the two char- 
acter command code and takes the appropriate action. 
For non-Transmit type commands, the hex equivalent of 
the command is placed in the C register and the number 
of parameters associated with that command is placed 
in the B register. The program then branches to the 
COMM routine. 

The COMM routine builds the command buffer by 
reading the required number of parameters from the 
keyboard and placing them at the buffer pointed at by 
CMDBUF. The routine at COMM2 then issues this com- 
mand buffer to the 8273. 

If a Transmit type command is specified, the command 
buffer is set up similarly to the the COMM routine; 
however, since the information field data is entered 
from the keyboard, an intermediate routine, TF, is 
called. TF loads the transmit data buffer pointed at by 
TxBUF. It counts the number of data bytes entered and 
loads this number into the command buffer as L 0 , 
L|. The command is then issued to the 8273 by jumping 
to CMDOUT. 

One command does not directly result in a command be- 
ing issued to the 8273. This command, Z, operates a 
software flip-flop which selects whether the software 
will respond automatically to received polling frames. If 


) the Poll-Response mode is selected, the prompt 
character is changed to a ' + ’. If a frame is received 
which contains a prearranged poll control field, the 
memory location POLIN is made nonzero by the receiver 
interrupt handler. LOOPIT examines this location and if 
it is nonzero, causes a branch to the TxPOL routine. The 
TxPOL routine clears POLIN, sets a pointer to a special 
command buffer at CMDBUF1, and issues the command 
by way of the COMM2 entry in the COMM routine. The 
special command buffer contains the appropriate 
response frame for the poll frame received. These ac- 
tions only occur when the Z command has changed the 
prompt to a ' + If the prompt is normal polling 
frames are displayed as normal frames and no response 
is transmitted. The Poll-Response mode was used dur- 
ing the IBM tests. , 



Figure 51. Rxl (Recevier Interrupt) Routine 
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The final two software routines are the transmitter and 
receiver interrupt handlers. The transmit interrupt 
handier, Txl, simply saves the registers on the stack and 
checks if loading the result buffer will fill it. If the result 
buffer will overfill, the program is exited and control is 
passed to the SDK-85 monitor. If not, the results are 
read from the Txl/R register and placed in the result buf- 
fer at LDADR. The DMA pointers are then reset, the 
registers restored, and interrupts enabled. Execution 
then returns to the pre-interrupt location. 

The receiver interrupt handler, Rxl, is only slightly more 
complex. As in Txl, the registers are saved and the 
possibility of overfilling the result buffer is examined, if 
the result buffer is not full, the results are read from 
Rxl/R and placed in the buffer. At this point the prompt 
character is examined to see if the Poll-Response mode 
is selected. If so, the control field is compared with two 
possible polling control fields. If there is a match, the 


special command buffer is loaded and the poll indicator, 
POLIN, is made nonzero. If no match occurred, no action 
is taken. Finally, the receiver DMA buffer pointers are 
reset, the processor status restored, and interrupts are 
enabled. The RET instruction returns execution to the 
pre-interrupt location. 

This completes the discussion of the 8273/8085 system 
design. 

CONCLUSION 

This application note has covered the 8273 in some 
detail. The simple and low cost loop configuration was 
explored. And an 8273/8085 system was presented as a 
sample design illustrating the DMA/interrupt-driven in- 
terface. It is hoped that the major features of the 8273, 
namely the frame-level command structure and the 
Digital Phase Locked Loop, have been shown to be a 
valuable asset in an SDLC system design. 
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APPENDIX A 

ASH80 . Fi RAYT73. SRC 

ISIS— II 8080/3685 MACRO ASSEMBLER.. X108 MODULE PAGE 1 


LOC OBJ 5E0 SOURCE STATEMENT 

i INOPAGING M0D85 NOCOND 


0606 

2 TRUE 

2 , 

EQU 

60H 

.09 FOR RAYTHEON 
;FF FOR SELF-TEST 

0000 

4 TRUE1 

5 ■ 

EOU 

_ 00H 

;00 FOR NQRMRL RESPONSE 

,FF fop: loop response 

0000 

6 DEM 

7 ; 

EQU 

00H 

.00 FOR NO DEMO 
,FF FOR DEMO 


8 


10 .GENERAL 8273 MONITOR WITH RAYTHEON POLL MODE ADDED 

11 ; 

17 ; 

18 ; 

19 ..COMMAND SUPPORTED ARE' RS - RESET SERIAL I/O MODE 


26 ; 

SS 

- SET SERIAL I/O MODE 

21 i 

RO 

- RESET OPERATING MODE 

22 ; 

SO 

- SET OPERATING MODE 

22 

RD 

- RECEIVER DISABLE 

24 , 

GR 

- GENERAL RECEIVE 

25 , 

SR 

- SELECTIVE RECEIVE 

26 ; 

TF 

- TRANSMIT FRAME 

27 ; 

AF 

- ABORT FRAME 

28 ; 

SR 

- SET PORT B 

2? ; 

RP 

- RESET PORT B 

20 ; 

RB 

- RESET 0NE BIT DELAY (PAR = 7F! 

21 , 

SB 

- SET ONE BIT DELAY (PAR = 80) 

32 , 

SL 

- SELECTIVE LOOP RECEIVE 


TL - TRANSMIT LOOP 


24 s 


Z - CHANGE MODES FLIP/FLOP 


28 i 

46 ; 

41 ; NOTE . SET’ COMMANDS IMPLEMENT LOGICAL 'OR 7 FUNCTIONS 

42 , , -RESET ' COMMANDS IMPLEMENT LOGICAL 'AND " FUNCTIONS 

42 ; 

45 ; 

48 i BUFFERED MODE MUST BE SELECTED WHEN SELECTIVE RECEIVE IS USED. 

47 i 

48 , COMMAND FORMAT IS: 'COMMAND (2 LTRS) 7 'PAR.#! 7 7 PRR.#2 7 ETC. 

43 } 

56 > THE TRANSMIT FRAME COMMAND FORMAT IS; 7 TF 7 -'A "C 7 'BUFFER CONTENTS'. 

51 ; NO LENGTH COUNT IS NEEDED. BUFFER CONTENTS IS ENDED WITH A CR. 

52 j 

54 ; 

55 ; POLLED MODE: WHEN POLLED MODE IS SELECTED (DENOTED BY A 7 + 7 PROMPT), IF 
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- A SNRM-P OR RR*,8)-P IS RECEIVED, ft RESPONSE FRftME OF NSft-F 
OR RRC0)-F IS TRfiNSMITTED. OTHER COMMANDS OPERATE NORMALLY. 

( 

*************** ******************* 4 ********* 44 ***************************** 

; 8273 EQUATES 


8898 

67 

STAT71 

EQU 

98H 

, STATUS REGISTER 

8898 

68 

COUNT? 

EOU 

90H 

i COMMAND REGISTER 

8091 

69 

PAPH73 

ECU 

91H 

PARAMETER REGISTER 

8891 

78 

RESL71 

EOU 

91H 

; RESULT REGISTER 

8092 

71 

TXIP7S 

EQU 

92H 

■TX INTERRUPT RESULT REGISTER 

0891 

72 

RXIR71 

EQU 

91H 

/ RX INTERRUPT RESULT REGISTER 

0092 

71 

TEST72 

EQU' 

92H 

; TEST MODE REGISTER 

0028 

74 

CPBF 

EQU 

26H 

.-PARAMETER BUFFER FULL BIT 

0884 

75 

TXINT 

EQU 

84H 

;TX INTERRUPT BIT in STATUS REGISTER 

0868 

76 

RXINT 

EOU 

88H 

, RX INTERRUPT BIT IN STATUS REGISTER 

0001 

77 

TXIRA 

EQU 

01H 

. TX INT RESULT AVAILABLE BIT 

0802 

78 

RXIRA 

EOU 

02H 

' ,RX INT RESULT AVAILABLE BIT 


i . 
88 
81 
82 

; 8251 EQUATES 


- 

0898 

NODES? 

EQU 

9BH 

.8251 MODE WORD REGISTER 

089C 

81 

CNT851 

EQU 

9CH 

, COUNTER 8 REGISTER 

009D 

84 

CNT153 

EOU 

9DH ' 

; COUNTER 1 REGISTER 

089E 

85 

CNT251 

EQU 

9EH 

; COUNTER 2 REGISTER 

008C 

86 

core 

EQU 

mm 

, CONSOLE BAUD RATE <2480 * 

8016 

87 

NDCNTO 

EQU 

16H 

; MODE FOR COUNTER 8 

0886 

88 

MDCNT2 

EQU ' 

9B6H 

; MODE FOR COUNTER 2 

2017 

89 

LKBR1 

EQU 

2917H 

,8273 BAUD RATE LSB ADR 

2818 

90 

LKBR2 

EQU 

2818H 

; 8271 BAUD RATE MSB ADR 


91 . 


92 ; BAUD RATE TABLE 

BAUD PATE 

LK8R1 

LKBR2 

91 ; 

********* 

***** 

***** 

94 ; 

9608 

2E 

00 

95 ; 

4809 

5C 

00 

96 .* 

2400 

B9 

08 

97 ; 

1208 

72 

01 

98 ; 

688 

E5 

82 

99 ; 

108 

C9 

05 



181 .1 

102 : 8257 EQUATES 
181 ; 


80A8 

194 H0DE57 

EOU 

0A8H 

00A0 

195 CH0ADR 

EQU 

8A0H 

00A1 

106 CH8TC 

EQU 

8R1H 

80A2 

187 CHlfiDR 

EQU 

8A2H 

00A1 

188 CH1TC 

EQU 

, 8A3H 

08A8 

109 STAT57 

EQU 

0A8H 

8200 

110 RXBUF 

EQU 

8208H 

8880 

ill TXBUF 

EQU 

8980H 

0862 

112 DRDMA 

EQU 

62H 

41FF 

113 RXTC 

EQU 

41FFH 

0863 

114 ENDHA 

EQU 

63H 

0061 

115 DTDMA 

EQU 

61H 

81FF 

116 TXTC 

117 ; 

EQU 

81FFH 


,8257 NODE PORT 
,CH8 <RK) ADR REGISTER 
• CHO TERMINAL COUNT REGISTER 
J CHI <TX) ADR REGISTER 
■ CHi TERMINAL COUNT REGISTER 
; STATUS REGISTER 
;RX BUFFER START ADDRESS 
TX BUFFER START ADDRESS 
i DISABLE RX DMA CHANNEL TX STILL ON 
; TERMINAL COUNT AND MODE FOR RX CHANNEL 
; ENABLE BOTH TX AND RX CHANNELS-EXT. NR, TX STOP 
; DISABLE TX DMA CHANNEL. RX STILL ON 
TERMINAL COUNT AND MODE FOR TX CHANNEL 
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008? 

118 , 8251ft EQUATES 

119 , 

120 CNTL51 EQU 89H 

.•CONTROL WORD REGISTER 

0889 

121 5TAT51 

EQU 89H 

•STATUS REGISTER 

0088 

122 TXD51 

EQU 88H 

;TX DflTfi REGISTER 

8868 

122 RXD51 

EQU 88H 

■ RX DATft REGISTER 

80CE 

124 MDE51 

EQU 8CEH 

• MODE 16X, 2 STOP, NO PARITY 

0027 

125 CMD51 

EQU 27H 

i COMMAND, ENABLE TX&RX 

0002 

126 RDV 

EQU 02H 

, RXPDY BIT 


127 . 

128 .MONITOR SUBROUTINE EQURTES 

061F 

129 s 
128 GETCH 

EQU 861FH 

GET CHR FROM KEYBOARD, ASCII IN CH 

05F8 

131 ECHO 

EQU 85F8H 

, ECHO CHR TO DISPLAY 

075E 

132 VflLBG 

EQU 875EH 

i CHECK IF VALID DIGIT, CARRY SET IF VALID 

05BB 

132 CNVBN 

EQU 05BBH 

; CONVERTS ASCII TO HEX 

05EB 

134 tPLF 

EQU 05EBH 

DISPLAY CR, HENCE LF TOO 

06C7 

135 NHOUT 

EQU 86C7H 

; CONVERT BYTE TO 2 ASCII CHR AND DISPLAY 

20C0 

126 ,* 

137 ,HISt EQURTES 

138 ; 

129 STKSRT EQU 28C8H 

•STACK START 

0083 

140 CNTLC 

EQU 03H 

, CNTL-C EQUIVALENT 

0008 

141 MONTOR 

EQU 8888H 

• MONITOR 

2808 

142 CHBBUF 

EQU 2000H 

; START OF COMMAND BUFFER 

2820 

142 CMDBF1 

EQU 2026H 

POLL MODE SPECIAL TX COMMAND BUFFER 

000D 

144 CR 

EQU 8DH 

; ASCI I CR 

0000 

145 IF 

EQU 8ftH 

} ASCII LF 

2004 

146 PST75 

EQU 28D4H 

,* RST7 5 JUMP ADDRESS 

28CE 

147 RST65 

EQU 28CEH 

;RST6. 5 JUMP ADDRESS 

2010 

148 LDRDR 

EQU 2018H 

; RESULT BUFFER LOAD POINTER STORAGE 

2013 

149 CNRDR 

EQU 2813H 

; RESULT BUFFER CONSOLE POINTER STORAGE 

2880 

158 RESBUF 

EQU 2880H 

..RESULT BUFFER START - 255 BYTES 

0092 

151 SNPHP 

EQU 93H 

, SNRM-P CONTROL CODE 

0011 

152 RR6P 

EQU ilH 

;RR(8«-P CONTROL CODE 

8072 

152 NSftF 

EQU 73H 

NSA-F CONTROL CODE 

8011 

154 RR0F 

EQU HH 

;RR(0'.-F CONTROL CODE 

2815 

155 PRMPT 

EQU 2815H 

: PRMPT SrORAGE 

2816 

156 PXIN 

EQU 2816H 

.•POLL MODE SELECTION INDICATOR 

2827 

157 DEMODE 

EQU 2827H 

i DEMO MODE INDICATOR 


161 , 


162 ; 

164 jRflM STORAGE DEFINITIONS: 


165 ; 

LX 

DEF 


166 

— 

— 


167 i 

2000-206F 

COMMAND BUFFER 


168 ; 

2018-2011 

RESULT BUFFER LOAD POINTER 


169 , 

2013-2014 

RESULT BUFFER CONSOLE POINTER 


178 ; 

2815 

PROMPT CHARACTER STORAGE 


171 , 

2016 

POLL MODE INDICATOR 


172 i 

2017 

BAUD PATE LSB FOR SELF-TEST 


172 s 

2018 

BAUD RATE MSB FOR SELF-TEST 


177 i 

2919 

SPARE 


179 . 

2028-2026 

RESPONSE COMMAND BUFFER FOR PXL MODE 


189 ; 

2800-28FF 

RESULT BUFFER 


181 ; 

182 .I **^’k^*^#+**** 3 l i ^**H!^**%^^**#*****^**#^^^******t'**#**5|t5|<i|«^##H!*i|'#**!jf!|f***#5|t** 
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182 





184 

; PROGRAM STftRT 




185 

, 




186 

> INITIALIZE 8253, 8257, 8251ft. 

AND RESET 8273. 


187 

; ALSO SET NORMAL MODE, AND PRINT SIGNON MESSAGE 


188 




mm 

189 

ORG 

800H 



190 

/ 



0880 31C820 

191 

STftRT: LKI 

SP, STKSRT 

; INITIALIZE SP 

mm 2E*6 

192 

MV I 

ft, MDCNTO 

;8253 MODE SET 

0805 D39B 

193 

OUT 

M0DE53 

i 8253 MODE PORT 

0887 201720 

194 

LOft 

LKBR1 

■ GET 8273 BAUD RATE LSB 

088ft D29C 

195 

OUT 

CNT053 

; USING COUNTER 0 fiS BAUD RfiTE GEN 

080C 301820 

196 

LOft 

LKBR2 

i GET 8273 BUftD RATE MSB 

880F D39C 

197 

OUT 

CNT053 

i COUNTER 0 

8811 CD100B 

198 

CALL 

RXDMA 

' i INITIALIZE 8257 RK DMA CHANNEL 

8814 CD250B 

v 199 

CALL 

TKOMfi 

; INITIALIZE 8257 TK OMft CHfiNNEL 

8817 3E01 

208 

MV I 

ft, 01H 

; OUTPUT 1 FOLLOWED BV ft 8 

0819 0392 

281 

OUT 

TEST73 

iTO TEST MODE REGISTER 

881B 3E08 

202 

MV I 

ft, 80H 

i TO RESET THE 8273 

0810 0392 

202 

OUT 

TEST73 


081F 2E20 

284 

MV I 

ft, 

i NORMAL MODE PROMPT CHR 

8821 221528 

285 

STft 

PRMPT 

j PUT IN STORAGE 

8824 3E08 

206 

MVI 

ft,00H 

,TK POLL RESPONSE INDICATOR 

8826 321620 

287 

STft 

POLIN 

,0 MEANS NO SPECIAL TK 

8829 322720 

288 

STft 

DEMODE 

.CLEAR DEMO MODE 

882C 2ift38C 

212 

LKI 

H, SIGNON 

SIGNON MESSAGE ADR 

882F C0920C 

212 

CALL 

TVMSG 

DISPLAY SIGNON 


214 

.* 




215 

:• MONITOR USES JUMPS IN RftM TO DIRECT INTERRUPTS 

j 

216 

; 



8832 210428 

217 

LKI 

H, RST75 

i RST7. 5 JUMP LOCATION USED BV MONITOR 

8835 81880C 

218 

LKI 

B, RKI 

i ADDRESS OF RK INT ROUTINE 

8838 26C3 

219 

MVI 

M, 0C3H 

; LOAD 'JMP' OPCODE 

882ft 22 

228 

INK 

H 

i INC POINTER 

887B 71 

221 

MOV 

M,C 

; LOAD RKI LSB 

883C 22 

222 

INK 

H 

i INC POINTER 

8830 78 

223 

MOV 

M,B 

i LOAD RKI MSB 

882E 21CE28 

224 

LKI 

H, RST65 

.;RST6. 5 JUMP LOCATION USED BV MONITOR 

0841 81CE8C 

225 

LKI 

B, TKI 

i ADDRESS OF TK INT ROUTINE 

0844 36C2 

226 

MVI 

M, 6C3H 

; LOAD 'JMP OPCODE 

0846 23 

227 

INK 

H 

i INC POINTER 1 

8847 71 

228 

MOV 

M, C 

iLOAD TKI LSB 

8848 22 

229 

INK 

H 

i INC POINTER 

8849 78 

230 

MOV 

M,B 

iLOAD TKI MSB 

884ft 3E18 

231 

MVI 

ft, 18H 

;GET SET TO RESET INTERRUPTS 

884C 28 

232 

SIM 


i RESET INTERRUPTS 

8840 FB 

233 

El 


i ENABLE INTERRUPTS 


234 

} 




235 

i INITIALIZE BUFFER POINTER 



236 





237 

i 



884E 210828 

238 

LKI 

H, RESBUF 

i SET RESULT BUFFER POINTERS 

8851 221228 

239 

SHLD 

CNftDR 

i RESULT CONSOLE POINTER 

0854 221820 

240 

SHLD 

LOflDR 

i RESULT LOAD POINTER 


241 





242 

;MAIN PROGRAM LOOP - CHECKS FOR CHANGE IN RESULT POINTERS, USftRT STATUS, 


243 

i OR POLL STATUS 
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8857 CDEB05 

244 ; 

245 CMDREC . 

CALL 

CRLF 

DISPLAY CR 

885ft 301520 

246 

LB0 

PRMPT 

/GET CURRENT PROMPT CHR 

085D 4F 

247 

MOV 

C/ft 

; MOVE TO C 

085E CDFS85 

248 

CALL 

ECHO 

i DISPLAY IT 

0881 201320 

249 LOOP IT : 

LHLD 

CN0DR 

; GET CONSOLE POINTER 

0864 7D 

250 

MOV 

0,L 

/SAVE POINTER LSB 

0865 2ftl820 

251 

LHLD 

LD0DR 

i GET LOftD POINTER 

8868 BD 

252 

CMP 

L 

; SAME LSB? 

0869 02399ft 

253 

JNZ 

0I SPY 

..NO, RESULTS NEED DISPLAYING 

0860 DB89 

259 

IN 

ST0T51 

/YES/ CHECK KEYBOARD 

086E E602 

268 

AN I 

RDV 

/CHR RECEIVED? 

0870 C27D08 

261 

JNZ 

GETCMD 

MUST BE CHR 50 GO GET IT 

8873 301620 

262 

LD0 

POLIN 

/GET POLL MODE STATUS 

0876 07 

263 

0N0 

0 

/ IS IT 0? 

0877 C24C89 

264 

JNZ 

TKPOL 

; NO.- THEN POLL OCCURRED 

0870 036108 

< 265 

JMP 

LOOPIT 

; YES/ TRY AGAIN 

087B CD1F96 

266 ; 

267 ; 

268 COMMAND RECOGNIZER ROUTINE 

269 ; 

278 ; 

271 6ETCMD. CALL GETCH 

/GET CHR 

0880 CDF895 

272 

CALL 

ECHO 

/ECHO IT 

8883 79 

273 

MOV 

AC 

/SETUP FOR COMPARE 

8884 FE52 

274 

CPI 

'R- 

;R? 

8886 CfiflF88 

275 

JZ 

RDWN 

/GET MORE . 

8889 FE53 

276 

CPI 

•'S*' 

;S? 

988B CAD708 

277 

JZ 

SOWN 

/GET MORE 

0S8E FE47 

278 

CPI 

'G' 

;G? 

0898 CftFF08 

279 

JZ 

GDWN 

/GET MORE 

8893 FE54 

288 

CPI 

•T** 

;T? 

8895 C08E09 . 

281 

JZ 

TOWN 

/GET MORE 

0898 FE41 

282 

CPI 

•ft' 

;0? 

0890 002209 

283 

JZ 

ADWN 

GET MORE 

089D FE50 

284 

CPI 

'2' 

;Z? 

089F Cfi3109 

285 

JZ 

CMODE 

i YES.. GO CHANGE MODE 

0802 FE03 

298 

CPI 

CNTLC 

; CNTL-C 7 

0804 000880 

291 

JZ 

MONTOR 

/EMIT TO MONITOR 

0807 8E3F 

292 ILLEG. 

MV I 

c, •-?••' 

/PRINT ? 

0809 CDF805 

293 

CALL 

ECHO 

/DISPLAY IT 

8800 035708 

294 

JMP 

CMDREC , 

i LOOP FOR COMMAND 

880F CD1F06 

295 

296 RDMN: 

CALL 

GETCH 

/GET NEXT CHR 

08B2 CDF805 

297 

CALL 

ECHO 

/ECHO IT 

88B5 79 

298 

MOV 

0..C 

.. SETUP FOR COMPARE 

08B6 FE4F 

299 

CPI 

'O' 

/O? 

08B8 C05D09 

300 

JZ 

ROCMD 

;R0 COMMAND 

98BB FE53 

301 

CPI 

/ S / 

/S? 

08BB 006709 

392 

JZ 

RSCMD 

;RS COMMAND 

0800 FE44 

303 

CPI 

, D / 

..D? 

0802 007109 

384 

JZ 

RDCMD 

/RD COMMAND 

0805 FE50 

305 

CPI 


>r> 

9807 C0D889 

306 

JZ 

RPCMD 

/RP COMMAND 

0800 FE52 

387 

CPI 

, R / 

;R? 

0800 008808 

388 

JZ 

ST0RT 

START OVER . 

08CF FE42 

389 

CPI 


;B? 

08D1 C07B89 

318 

JZ 

RBCMD 

/RB COMMAND 
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08D4 030798 

311 

JMP 

ILLEG 

; ILLEGAL TRV 0G0IN 


312 




8807 CO1F06 

313 SOWN: 

CRLL 

GETCH 

; GET NEXT CHR 

0800 COF805 

314 

C0LL 

ECHO 

;ECHO IT 

0800 78 

315 

HOV 

R,B 

i SETUP FOR COMPARE 

880E FE4F 

316 

CPI 

'O' 

;0? 

08E0 000609 

317 

JZ 

SOCMO 

;S0 COMMAND 

88E3 FE53 

318 

CPI 

'S' 

iS? 

88E5 C0B009 

319 

JZ 

55CM0 

iSS COMMAND 

08E8 FE52 

320 

CPI 

'R' 

iR? 

08E8 C0B009 

321 

J2 

SRCMO 

;SR COMMAND 

98E0 FE50 

322 

CPI 

'P' 

;P? 

08EF C0E209 

323 

J2 

SPCMD 

;SP COMMAND 

08F2 FE42 

324 

CPI 

'B' 

;B? 

98F4 008509 

325 

J2 

SBCMO 

;SB COMMAND 

08F7 FE4C 

326 

CPI 

'L' 

;L? 

08F9 C08F09 

327 

J2 

SLCMO 

;SL COMMAND 

08FC 030708 

328 

JMP 

ILLEG 

ILLEGAL, TRV AGAIN 


329 




08FF CD1F06 

330 GOWN: 

CRLL 

GETCH 

jGET NEXT CHR 

8902 CDF805 

331 

C0LL 

ECHO 

i ECHO IT 

0905 78 

332 

NOV 

0,B 

; SETUP FOR COMPARE 

0906 FE52. 

333 

CPI 

'R' 

i R? 

8908 000409 • 

334 

JZ 

GRCMD 

QR COMMAND 

090B 030708 

335 

JMP 

ILLEG 

i ILLEGAL, TRV AGAIN 


336 




098E CD1F06 

337 TOWN: 

CRLL 

GETCH 

;GET NEXT CHR 

0911 C0F895 

338 

CRLL 

ECHO 

i ECHO IT 

0914 78 

339 

HOV 

A,B 

; SETUP FOR COMPARE 

8915 FE46 

348 

CPI 

'F' 

; F? 

8917 C0EC09 

341 

JZ 

TFCMO 

;TF COMMAND 

0910 FE4C 

342 

CPI 

'L- 

;L? 

0910 009989 

343 

JZ 

TLCMD 

; TL COMMAND 

991F 030798 

344 

JMP 

ILLEG 

} ILLEGAL, TRV AGAIN 


345 




0922 CD1F86 

346 BONN. 

CALL 

GETCH 

i GET NEXT CHR 

0925 CDF885 

347 

CRLL 

ECHO 

iECHO IT 

0928 78 

348 

MOV 

A,B 

i SETUP FOR COMPARE 

0929 FE46 

349 

CPI 

'F' 

;F? 

892B C0CE09 

350 

JZ 

RFCMD 

:RF COMMAND 

092E 030708 

351 

JMP 

ILLEG 

j ILLEGAL, TRV RGRIN 


352 , 





353 RESET POLL NODE RESPONSE 

- CHANGE PROMPT CHR AS INDICATOR 


354 ; 




0931 F3 

355 CHGOE 

01 


i DISABLE INTERRUPTS 

0932 301520 

356 

LOR 

PRMPT 

;GET CURRENT PROMPT 

9935 FE20 

357 

CPI 

/«./ 

; NORMAL MODE? 

0937 024309 

358 

JNZ 

SW 

* no, change IT 

0930 3E2B 

359 

NVI 

0.. '+' 

iNEU PROMPT 

8930 321529 

360 

STR 

PRMPT 

} STORE NEW PROMPT 

093F FB 

365 

El 


; ENABLE INTERRUPTS 

9940 C35708 

366 

JMP 

CMOREC 

; RETURN TO LOOP 

0943 3E2D 

367 SW: 

MVI 

0, 

NEW PROMPT CHR 

0945 321520 

368 

STfi 

PRMPT 

, STORE IT 

@948 FB 

369 ' 

El 


. i ENABLE INTERRUPTS 

0949 035788 

378 

JMP 

CMOREC 

i RETURN TO LOT 


• 371 , , 





372 , 
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373 

, TRANSMIT ANSMER TO POLL SETUP 




374 

j 




094C 

3E06 

382 

TKPOL 

• MVI 

A..08H 

i CLEAR POLL INDICATOR 

094E 

321628 

384 


STR 

POLIN 

; INDICATOR ADR 

0951 

216188 

385 


LX I 

H.. LOOPIT 

i SETUP STACK FOR COMMAND OUTPUT 

9954 

E5 

386 


PUSH 

H 

:> PUT RETURN TO CMDREC ON STACK 

0955 

8604 

387 


MVI 

B..04H 

•GET # OF PARAMETERS READY 

0957 

212820 

388 


LX I 

H.< CMDBFi 

i POINT TO SPECIAL BUFFER 

095ft 

C3FF0B 

389 


JHP 

C0MM2 

; JUMP TO COMMAND OUTPUTER 



398 







391 

} 






392 

; 






393 

; COMMAND IMPLEMENTING ROUTINES 




394 







395 







396 

;R0 - 

RESET OPERATING MODE 




397 

.. 




095D 

8601 

398 

ROCMC* 

: MVI 

B,01H 

i# OF PARAMETERS 

095F 

8E51 

399 


MVI 

C,51H 

COMMAND 

0961 

CDE50R 

480 


CALL 

COMM 

; GET PARAMETERS AND ISSUE COMMAND 

0964 

C35708 

401 


JMP 

CMDREC 

•GET NEXT COMMAND 



402 







403 

;RS - 

RESET SERIAL I/O MODE COMMAND 



484 





0967 

8601 

405 

RSCMD 

■ MVI 

B..01H 

,# OF PARAMETERS 

0969 

8E68 

486 


MVI 

C,68H 

• COMMAND 

096B 

CDE58ft 

487 


CftLL 

COMM 

i GET PARAMETERS AND ISSUE COMMAND 

096E 

C35788 

408 


JMP 

CMDREC 

.i GET NEXT COMMAND 



489 







418 

;RD - 

RECEIVER 1 

DISABLE COMMAND 




411 





0971 

0688 

412 

RDCMD 

MVI 

B..08H 

i# OF PARAMETERS 

0973 

0EC5 

413 


MVI 

C.« 8C5H 

.•COMMAND 

0975 

CDE58ft 

414 


CALL 

COMM 

} ISSUE COMMAND 

0978 

C35788 

415 


JMP 

CMDREC 

;GET NEXT COMMAND 



416 

} 






417 

,RB - 

RESET ONE 

BIT DELAY COMMAND 



418 





897B 

8601 

419 

RBCMD : 

: MVI 

B,01H 

;# OF PARAMETERS 

097D 

0E64 

428 


MVI 

C,64H 

> COMMAND 

097F 

CDE56fi 

421 


CALL 

COMM 

.;QET PARAMETER AND ISSUE COMMAND 

0982 

C35788 

422 


JMP 

CMDREC 

i GET NEXT COMMAND 



423 

.* 






424 

.;SB - 

SET ONE BIT DELAY COMMAND 




425 

; 




0985 

0601 

426 

SBCMD : 

: MVI 

B,01H 

.;# OF PARAMETERS 

0987 

0ER4 

427 


MVI 

C,0A4H 

COMMAND 

9989 

CDE-58R 

428 


CALL 

COMM 

iGET PARAMETER AND ISSUE COMMAND 

098C 

C35788 

429 


JMP 

CMDREC 

i GET NEXT COMMAND 



438 

> 






431 

;SL - 

SELECTIVE 

LOOP RECEIVE COMMAND 



432 

; 




098F 

0684 

433 

SLCHD: 

MVI 

B..84H 

,# OF PARAMETERES 

8991 

8EC2 

434 


MVI 

C/8C2H 

; COMMAND 

0993 

CDE58R 

435 


CftLL 

COMM 

j GET PARAMETERS AND ISSUE COMMAND 

0996 

C35788 

436 


JMP 

CMDREC 

;GET NEXT COMMAND 



437 







438 

;TL - 

TRANSMIT LOT COMMAND 
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0999 

210020 

440 

TLCMD: LXI 

H.- CMD8UF 

i SET CONHAND BUFFER POINTER 

899C 

0602 

441 

MVI 

B.02H 

LOAD PARAMETER COUNTER 

099E 

26C8 

442 

MVI 

M,8CAH 

; LOAD COMMAND INTO BUFFER 

09fl0 

210220 

442 

LXI 

H,CNDBUF+2 

i POINT AT ADR AND CNTL POSITIONS 

0982 

C2F689 

444 

JMP 

TFCM01 

; FINISH OFF COMMAND IN TF ROUTINE 



445 

} 





446 

; SO - SET OPERATING MODE COMMAND 



447 




0986 

0601 

448 

SOCHO' MVI 

B,81H 

; # OF PARAMETERS 

0988 

0E91 

449 

MVI 

C.91H 

; COMMAND 

0988 

CDE508 

459 

C8LL 

COMM 

jGET PARAMETER AND ISSUE COMMAND 

0980 

C25708 

451 

JMP 

CMOREC 

; GET NEXT COMMAND 



452 

; 





452 

;SS - SET SERI8L I/O C0MM8N0 




454 

; 



0980 

0601 

455 

SSCMD : MVI 

B,01H 

i # OF PARAMETERS 

0982 

0E80 

456 

MVI 

C>0A0H 

•COMMAND 

0984 

CDE508 

457 

C8LL 

COMM 

i GET PARAMETER AND ISSUE COMMAND 

0987 

C25708 

458 

JMP 

CMOREC 

;GET NEXT COMMAND 



459 

; 





460 

;SR - SELECTIVE RECEIVE COMMAND 




461 


/ 


0988 

0684 

462 

SRCMO : MVI 

B.04H 

.;# OF PARAMETERS 

89BC 

0EC1 

462 

MVI 

C,0C1H 

COMMAND 

09BE 

CDE508 

464 

C8LL 

COMM 

.-GET PARAMETERS AND ISSUE COMMAND 

09C1 

C25708 

465 

JMP 

CMOREC 

;6ET NEXT COMMAS 



466 

j 





467 

;GR - GENER8L RECEIVE COMMAND 




468 

i 



09C4 

0602 

469 

GRCMD: MVI 

B,82H 

;N0 PARAMETERS 

89C6 

0EC0 

478 

MVI 

e,0C0H 

* COMMAND 

89C8 

COE508 

471 

CALL 

COMM 

; ISSUE COMMAND 

09C8 

C25708 

472 

JMP 

CMOREC 

.;GET NEXT COMMAND 



472 

i 





474 

AF - ABORT FRAME COMMAND 




475 

} 


i 

09CE 

0600 

476 

AFCMO: MVI 

B,00H 

;N0 PARAMETERS 

8900 

0ECC 

477 

MVI 

C,0CCH 

COMMAND 

0902 

C0E588 

478 

CALL 

COMM 

; ISSUE COMMAND 

0905 

C25788 

479 

JMP 

CMOREC 

;GET NEXT COMMAND 



480 

i 





481 

;RP - RESET PORT COMMAND 




482 




0908 

0601 

482 

RPCMO- MVI 

8> 01H 

;# OF PARAMETERS 

0908 

8E62 

484 

MVI 

C.62H 

COMMAND 

09OC 

COE508 

485 

CALL 

COMM 

;GET PARAMETER AND ISSUE COMMAND 

890F 

C25708 

486 

JMP 

CMOREC 

; GET NEXT COMMAND 



487 






488 

;SP - SET PORT 

COMMAND 




489 

i 



09E2 

8601 

498 

SPCMD : MVI 

B.01H 

;# OF PARAMETERS 

89E4 

0E82 

491 

MVI 

C,0A2H 

COMMAS) 

89E6 

C0E598 

492 

CALL 

COMM 

i GET PARAMETER AND ISSUE COMMAND 

09E9 

C25788 

492 

JMP 

CMOREC 

; GET NEX COMMAND 


494 

i 





495 

;TF - TRANSMIT 

FRAME COMMAND 



496 ; 
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89EC 218020 

497 

TFCMD: LX I 

H,CHDBUF 

/SET CQMM0ND BUFFER POINTER 

09EF 8602 

498 

MV I 

B,82H 

/LOAD P0R0METER COUNTER 

09F1 36C8 

499 

MVI 

M/8C8H 

/LOAD COMMAND INTO BUFFER 

89F3 210228 

cart 

vfW? 

LXI 

H.> CMDBUF+2 

; POINT 0T 0DR AND CNTL POSITIONS 

89F6 78 

581 

TFCMDi: MOV 

0,B 

/ TEST PARAMETER COUNT 

09F7 ft7 

502 

0N0 

0 

/ IS IT 8? 

09F8 C00700 

503 

JZ 

TBUFL 

iVESi LO0O TX D0T0 BUFFER 

09FB CD0D00 

584 

C0LL 

PRRIN 

/GET PARAMETER 

09FE D00708 

505 

JC 

ILLEG 

ILLEGAL CHR RETURNED 

0ft01 23 

506 

INX 

H 

/ INC COMMAND BUFFER POINTER 

0002 05 

587 

OCR 

B 

/DEC PARAMETER COUNTER 

0083 77 

588 

MOV 

M,A 

/LOAD PARAMETER INTO COMMAND BUFFER 

0004 C3F689 

509 

JHP 

TFCID1 

/GET NEXT PARAMETER 


518 




0007 210080 

511 

TBUFL : LXI 

H, TXBUF 

/LOAD TX DATA BUFFER POINTER 

0000 010000 

512 

LXI 

B,0000H 

/CLEAR BC - BVTE COUNTER 

0000 C5 

513 

TBUFL1: PUSH 

B 

/SAVE BVTE COUNTER 

000E CD0080 

514 

C0LL 

P0RIN 

/GET DATA, ALIAS PARAMETER 

8011 D01B00 

515 

JC 

ENDCHK 

/ M0VBE END IF ILLEGAL 

0014 77 

516 

MOV 

M,0 

/LOAD' DATA BVTE INTO BUFFER 

0015 23 

517 

INX 

H 

/ INC BUFFER POINTER 

0016 Cl 

518 

POP 

B 

/RESTORE BVTE COUNTER 

0017 03 

519 

INX 

B 

; INC BVTE COUNTER 

8018 C30D00 

520 

JMP 

TBUFL! 

! GET NEXT DATA 

801B FE00 

521 

ENDCHK: CPI 

CR 

/RETURNED ILLEGAL CHR CR 7 

0010 C02480 

522 

JZ- 

TBUFFL 

;VES, THEN TX BUFFER FULL 

0028 Cl 

523 

POP 

B 

..RESTORE B TO SAVE STACK 

0021 C30788 

524 

JMP 

ILLEG 

/ ILLEGAL CHR 

0024 Cl 

525 

TBUFFL . POP 

B 

.-RESTORE BVTE COUNTER 

0025 210129 

526 

LXI 

H,CMDBUF+1 

/POINT INTO COMMAND BUFFER 

8028 71 

527 

MOV 

ft C 

/STORE BVTE COUNT LSB 

0029 23 

528 

INX 

H 

; INC POINTER 

8020 78 

529 

MOV 

M,B 

/STORE BVTE COUNT MSB 

8028 0604 

538 

MVI 

B,04H 

/LOAD PARAMETER COUNT INTO B 

8020 213600 

531 

LXI 

H, TFRET 

;GET RETURN ADR FOR THIS ROUTINE 

0038 C5 

532 

PUSH 

B 

, PUSH ONCE 

0031 E3 

533 

XTHL 


/PUT RETURN ON STACK 

8032 C5 

534 

eusH 

B 

/PUSH IT SO CMDOUT CAN USE IT 

0033 C3FB80 

535 

JHP 

CMOOUT 

/ ISSUE COMMAND 

0036 C35708 

536 

TFRET : IMP 

CMOREC 

/GET NEXT COMMAND 


537 

; 




538 

/ 




539 

/ ROUTINE TO OISPL0V RESULT IN RESULT BUFFER WHEN LORD 0NO CONSOLE 


548 

; POINTERS 0RE DIFFERENT. 



541 

/ 




542 

/ 



0039 1685 

543 

DISPV MVI 

0,85H 

/D IS RESULT COUNTER 

003B 201320 

544 

LHLD 

CN0DR 

, GET CONSOLE POINTER 

803E E5 

545 

PUSH 

H 

/SAVE IT 

003F 7E 

546 

MOV 

0,M 

/GET RESULT IC 

0048 E61F 

547 

0NI 

1FH 

/LIMIT TO RESULT CODE 

0042 FE8C 

548 

CPI 

8CH 

/TEST IF RX OR TX SOURCE 

0044 006*200 

549 

JC 

RXSORC 

/ CARRV, THEN RX SOURCE 

0047 21C30C 

550 

TXSORC. LXI 

Hi TXIMSG 

/ TX INT MESSAGE 

0040 CD920C 

< 551 

CHLL 

TVMSG 

/ DISPLAV IT 

0040 El 

552 

0ISPV2: POP 

H 

/RESTORE CONSOLE POINTER 

004E 7E 

553 

0ISPV1: MOV 

A,M 

/GET RESULT 

004F CPC786 

554 

C0LL 

NMOUT 

/CONVERT AND DISPLAV 
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0852 

0E20 

555 

MVI 

C,' ' 

jSPCW? 

0fl54 

CDF805 

556 

C8LL 

ECHO 

- ; 0ISPL8V IT 

0857 

2C 

557 

INR 

L 

i INC BUFFER POINTER 

0858 

15 

558 

DCR 

D 

j DEC RESULT COUNTER 

0859 

C24E08 

559 

•JNZ 

DISPV1 

; NOT DONE 

me 

221328 

568 

SHLD 

CN8DR 

UPD8TE CONSOLE POINTER 

085F 

C35708 

561 

JMP 

CMDREC 

J RETURN TO LOOP 

8862 

\ 

21B80C 

562 j 

563 

564 i RECEIVER SOURCE - DISPL8V RESULTS AND RECEVIE BUFFER CONTENTS 

565 ; 

566 i 

567 RXSORC : LXI liRXIMSG i RX INT MESSAGE 8DR 

0865 

CD920C 

568 

C8LL 

TVMSG 

/DISPLAY MESS8GE 

0868 

El 

569 

POP 

H 

) RESTORE CONSOLE POINTER 

0869 

7E 

578 RXS1: 

NOV 

8,M 

i RETRIEVE RESULT FROM BUFFER 

0868 

CDC706 

571 

CALL 

NMOUT 

i CONVERT 8ND DISPL8V IT 

086D 

0E20 

572 

MVI 

C,' ' 

i ASCII SP 

086F 

CDF805 

573 

C8LL 

ECHO 

i DISPLAY IT 

0872 

2C 

574 

INR 

L 

; INC CONSOLE POINTER 

0873 

15 

575 

DCR 

D 

; DEC RESULT COUNTER 

0874 

78 

576 

MOV 

8,D 

;GET SET TO TEST COUNTER 

0875 

FE04 

577 

CPI ‘ 

04H 

; IS THE RESULT R0? 

0877 

C88288 

578 

JZ 

R0PT 

;VES, GO S8VE IT 

0878 

FE83 

579 

CPI 

03H 

; IS THE RESULT Rl? 

887C 

C88708 

580 

JZ 

RIPT 

i YES.* GO S8VE IT 

087F 

87 

.581 RX52: 

8N8 

8 

i TEST RESULT COUNTER 

0880 

C26908 

582 

JNZ 

RXSi 

;NOT DONE VET, GET NEXT RESULT 

0883 

221320 

583 

SHLD 

CN8DR 

i DONE.- SO UPDATE CONSOLE POINTER 

@886 

CDEB05 

584 

CRLL 

CRLF 

, DISPLAY CR 

0889 

210082 

585 

LXI 

H,RXBUF 

i POINT AT RX BUFFER 

088C 

Cl 

586 

POP 

B 

> RETRIEVE RECEIVED COUNT 

088D 

78 

587 RXS3 • 

NOV 

8,B 

i IS COUNT 0? 

088E 

81 

588 

0R8 

C 


088F 

C85708 

589 

JZ 

CMDREC 

;YES, GO BACK TO LOOP 

0892 

7E 

598 

NOV 

8,M 

; NO, GET CHR 

8893 

C5 

591 

PUSH 

B 

} SAVE BC 

0894 

CDC786 

592 

C8LL 

NMOUT 

> CONVERT AND DISPLAY CHR 

0897 

0E20 

593 

MVI 

C,' ' 

; ASCII SP 

0899 

CDF805 

594 

C8LL 

ECHO 

} DISPLAY IT TO SEPARATE D8T8 

089C 

Cl 

595 

POP 

B 

i RESTORE BC 

089D 

08 

596 

DCX 

B 

;DEC COUNT 

089E 

23 

597 

I NX 

H 

; INC POINTER 

089F 

C38D08 

598 

JMP 

RXS3 

i GET NEXT CHR 

0882 

4E 

599 

600 R0PT: 

MOV 

C,M 

i GET R8 FOR RESULT BUFFER 

0883 

C5 

601 - 

PUSH 

B 

; SAVE IT 

0884 

C37F88 

682 

JMP 

RXS2 

RETURN 

9887 

Cl 

603 

604 RiPT: 

POP 

B 

; GET R0 

0888 

46 

605 

MOV 

B/M 

,GET Rl FOR RESULT BUFFER 

0889 

C5 

686 

PUSH 

B 

i SAVE IT 

0888 

C37F08 

607 JMP RXS2 

608 ; 

609 

610 

611 j PARAMETER INPUT - PARAMETER RETURNED IN E REGISTER 

612 ; 
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613 

j 



0880 C5 

614 

PBRIN: PUSH 

B 

jSBVE bc 

98BE 1601 

615 

MV I 

D,01H 

■SET CHR COUNTER 

0880 CD1F06 

616 

CBLL 

GETCH 

; GET CHR 

0883 CDF805 

617 

CfiLL 

ECHO 

ECHO IT 

0886 79 

618 

MOV 

A,C 

.j PUT CHR IN 8 

0887 FE20 

619 

CPI 

/ / 

;SP? 

08B9 C2E008 

628 

JNZ 

PARIN1 

;N0, ILLEGAL, TRV 8G8IN 

08BC CD1F06 

621 

P8RIN3: CBLL 

GETCH 

GET CHR OF P8R8METER 

08BF CDF805 

622 

CBLL 

ECHO 

■ ECHO IT 

08C2 CO5E07 

623 

CBLL 

V8L0G 

i IS IT 8 VALID CHR? 

88C5 D2E808 

624 

JNC 

P8RIN1 

;N0, TRV8G8IN 

08C8 COBB05 

625 

OBU- 

CNVBN 

i CONVERT IT TO HEX 

08CB 4F 

626 

HOV 

C,A 

S8VE IT IN C 

08CC 78 

627 

MOV 

8,0 

i GET CHR COUNTER 

08CD 87 

628 

fiHfl 

ntin 

8 

i IS IT 8? 

08CE CBDG8B 

629 

JZ 

P8RIN2 

; VES, DONE WITH THIS P8R8METER 

08D1 15 

630 

OCR 

0 

; DEC CHR COUNTER 

0802 8F 

631 

m 

8 

; CLE8R C8RRV 

8803 79 

632 

MOV 

8, C 

; RECOVER 1ST CHR 

0804 17 

633 

RRL 


i R0T8TE LEFT 4 PL8CES 

0805 17 

634 

R8L 



0806 17 

635 

R8L 



0807 17 

636 

R8L 



0808 5F 

637 

MOV 

Ei 8 

} S8VE IT IN E 

0809 C38C08 

638 

IMP 

P8RIN3 

; GET NEXT CHR 

08OC 79 

639 

P8RIN2: MOV 

8,C 

;2ND CHR IN 8 

0flDD 83 

648 

ORB 

E 

i COMBINE BOTH CHRS 

08OE Cl 

641 

POP 

B 

i RESTORE BC 

08OF C9 

642 

RET 


; RETURN TO CALLING PR06R8M 

08E0 79 

643 

PAR INI: MOV 

8,C 

.j PUT ILLEG8L CHR IN 8 

08E1 37 

644 

STC 


; SET C8RRV 8S ILLEGAL ST8TUS 

08E2 Cl 

645 

POP 

B 

> RESTORE BC 

08E3 C9 

646 

RET 


• RETURN TO CALLING PROGRAM 


647 





648 





649 

i JUMP HERE IF BUFFER FULL 

, 


650 




08E4 CF 

651 

BUFFUL: DB 

0CFH 

; EXIT TO MONITOR 


652 

9 




653 

9 




654 

; C0MM8ND 0ISP8TCHER 



655 





656 

i 



08E5 210020 

657 

COMM: LXI 

H.« CM08UF 

;SET POINTER 

98E8 C5 

658 

PUSH 

B 

iSBVE BC 

08E9 71 

659 

MOV 

M,C 

; LORD COMMAND INTO BUFFER 

08E8 78 

660 

C0MM1 MOV 

8,8 

; CHECK P8R8METER COUNTER 

08EB 87 

661 

ANA 

8 

i IS IT 8? 

08EC C8FB08 

662 

JZ 

CMOOUT 

VES, GO ISSUE COMMAND 

08EF CO8O08 

663 

CBLL 

P8RIN 

it GET PARAMETER 

08F2 088708 

664 

JC 

ILLEG 

i ILLEGAL CHR RETURNED 

08F5 23 

665 

INX 

H 

; INC BUFFER POINTER 

08F6 &5 

666 

OCR 

B 

; DEC PARAMETER COUNTER 

08F7 77 

667 

MOV 

M,8 

; PARAMETER TO BUFFER 

08F8 C3E808 

668 

JMP 

am 

; GET NEXT PARAMETER 

88FB 210820 

669 

CHCM3UT: LXI 

H..CMOBUF 

; REPOINT POINTER 

08FE Cl 

670 

POP 

B 

; RESTORE PARAMETER COUNT 


6-185 


231311-001 


i 

APPLICATIONS 


0AFF DB38 

671 COM2: 

IN STAT73 

;READ 8273 STATUS 

0B01 87 

672 

RLC 

ROTATE CBSV INTO C8RRV 

8B02 DAFF8A 

673 

-JC C0MM2 

; WAIT FOR OK 

8B85 7E 

674 

MOV 8; M 

:• OK, MOVE COMMAND INTO 8 

8B0€ D390 

675 

OUT C0MM73 

; OUTPUT COMMAND 

8B08 78 

676 P8R1: 

MOV A, B 

; GET PARAMETER COUNT 

0B89 87 

677 

ANA 8 

, IS IT 0? 

0B0fl C8 

678 

RZ 

; VES, DONE, RETURN ’ 

0B0B 22 

679 

INX H 

i INC COMMAND BUFFER POINTER 

0B8C 85 

688 

OCR B 

;DEC PARAMETER COUNT 

8B8D DB90 

681 F8R2: 

IN STAT73 

j READ STATUS 

9B8F E628 * 

682 

8NI CPBF 

; IS CPBF BIT SET? 

0B11 C20D0B 

683 

JNZ P8R2 

, WAIT TIL Its 0 

0B14 7E 

684 

MOV A,M 

iOK, GET PARAMETER FROM BUFFER 

0B15 D291 

685 

OUT P8RM72 

j OUTPUT PARAMETER 

9B17 C2080B 

686 

JMP P8R1 

} GET NEXT PARAMETER 


687 .5 




688 ; 




689 ; INITIALIZE 8N0 ENABLE RX DMA CHANNEL 


698 ; 




691 i 



0B1A 3E62 

692 RXDMA: 

MVI A,DRDMA 

; DISABLE RX DMA CHANNEL 

0B1C D3A8 

693 

OUT M00E57 

; 8257 MODE PORT 

0B1E 818882 

694 

LXI B,RXBIJF 

,*RX BUFFER START ADDRESS 

0B21 79 

695 

MOV A.- C 

;RX BUFFER LSB 

8B22 D2fl0 

696 

OUT CH88DR 

.;CH0 ADR PORT 

8B24 78 

697 v 

MOV A,B 

■ RX BUFFER MSB 

8B25 0388 

698 

OUT CH08DR 

•CH0 ADR PORT 

8B27 81FF41 

699 

LXI B, RXTC 

;RX CH TEERMINAL COUNT 

8B28 79 

700 

MOV A, C 

i RX TERMINAL COUNT LSB 

8B2B 0381 

701 

OUT CH0TC 

iCH8 TC PORT 

0B2D 78 

782 

MOV 8,8 

i RX TERMINAL COUNT MSB 

8B2E 0381 

702 

OUT CH0TC 

; CH8 TC PORT 

8BS& 3E62 

784 

MVI A, EN0M8 

ENABLE DMA WORD 

8B22 0388 

705 

OUT M00E57 

; 8257 MODE PORT 

8B34 C9 

786 

RET 

RETURN 


787 ; 




708 ; 




789 i INITIALIZE ANO ENABLE TX OMA CHANNEL 


710 / 




711 ; 



8B35 3E61 

712 TXDMR: 

mvi r, mm 

.j DISABLE TX DMA CHANNEL 

8B37 0388 

713 

OUT M00E57 

; 8257 MODE PORT 

8B39 018880 

714 

LXI B, TXBUF 

jTX BUFFER START ADDRESS 

8B3C 79 

715 

MOV A, C 

;TX BUFFER LSB 

0B2O 0382 

716 

OUT CH180R 

i CHI ADR PORT 

0B2F 78 

717 

MOV A,B 

;TX BUFFER MSB 

0B48 0382 

718 

OUT CH180R 

iCHl ADR PORT 

8842 91FF81 

719 TXDMA1: 

LXI B, TXTC 

;TX CH TERMINAL COUNT 

8B45 79 

720 

MOV A,C 

>TX TERMINAL COUNT LSB 

8B46 0383 

721 

OUT CH1TC 

i CHI TC PORT 

0B48 78 

722 

MOV 8,B 

iTX TERMINAL COUNT MSB 

0B43 0283 

722 

OUT CH1TC 

;CH1 TC PORT 

8B4B 3E63 

724 

MVI A, ENDM8 

i ENABLE DMA WORD 

8B4D 0388 

725 

OUT M00E57 

i 8257 MODE PORT 

8B4F C9 

726 

RET 

j RETURN 


727 , 




728 ; 
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729 ; INERRUPT PROCESSING SECTION 
738 ; 

0008 731 ORG 0C80H 

732 ; 

733 s 

734 ; RECEIVER INTERRUPT - RST 7.5 <LOC 3CH) 

735 ; 


0C08 E5 

736 RXI * 

PUSH 

H 

; S0VE HL 

0C01 F5 

73? 

PUSH 

P5N 

S0VE PSW 

0C02 C5 

738 

PUSH 

B 

SRVE BO 

0C83 05 

739 

PUSH 

D 

; S0VE DE 

0C84 3E62 

740 

MVI 

0,DRDN0 

DIS0BLE RX DM0 

0086 D308 

741 

OUT 

MODES? 

; 8257 NODE PORT 

0088 3E18 

742 

HVI 

0, 13H 

> RESET RST7.5 F/F 

0C0ft 30 

743 

sih 



8C88 1604 

744 

HVI 

D,84H 

;D IS RESULT COUNTER 

0C0D 201820 

745 

LHLD 

LD0DR 

; GET LORD POINTER 

8C18 E5 

746 

PUSH 

H 

;S0VE IT 

8011 E5 

747 

PUSH 

H 

SRVE IT 0G0IN 

0012 45 

748 

MOV 

B,L 

SRVE LSB 

0C13 201328 

749 

LHLD 

CN0DR 

.:GET CONSOLE POINTER 

0016 84 

758 RXU. 

INR 

B 

;BUHP LORD POINTER LSB 

8017 78 

751 

NOV 

0.-B 

•GET SET TO TEST 

8018 BD 

752 

CMP 

L 

; LO0D=CGNSOLE ? 

0019 C0E400 

753 

JZ 

BUFFUL 

iV ES, BUFFER FULL 

0010 15 

754 

DOR 

D 

,-DEC COUNTER 

0C-1D 021600 

755 

JNZ 

RXIi 

;NOT DONE, TRY 0G0IN 

0020 1685 

756 

HVI 

D, 05H 

i RESET COUNTER 

0022 El 

757 

POP 

H 

RESTORE LORD POINTER 

8023 DB98 

758 RXI 2 

IN 

ST0T73 

;RE0D STATUS 

8025 E608 

759 

0NI 

RXI NT 

TEST RX INT BIT 

0027 003900 

768 

JZ 

RXI3 

; DONE, GO FINISH UP 

0020 DB90 

761 

IN 

ST0T73 

RE0D STATUS AGAIN 

0020 E682 

762 

0NI 

RXIR0 

; IS RESULT READY? 

0C2E 002300 

763 

JZ 

RXI2 

.:N0, TEST 0G0IN 

0031 DB93 

764 

IN 

RXIR73 

,* YES, READ RESULT 

0033 77 

765 

MOV 

M..0 

: STORE IN BUFFER 

0034 20 

766 

INR 

L 

i INC BUFFER POINTER 

8035 15 

767 

DOR 

D 

;DEC COUNTER 

0036 032300 

768 

JMP 

RXI2 

; GET MORE RESULTS 

8039 70 

769 RXI3: 

NOV 

0,0 

; GET SET TO TEST 

8030 07 

770 

0NR 

0 

;0LL RESULTS? 

0C3B 004500 

771 

JZ 

RXI4 

; YES, SO FINISH UP 

8C3E 3600 

772 

HVI 

M, 08H 

i NO, LOAD 8 TIL DONE 

0040 20 

773 

INR 

L 

, BUMP POINTER 

0041 15 

774 

DOR 

D 

;DEC COUNTER 

8042 033900 

775 

JMP 

RXI3 

■GO AGAIN 

8045 221028 

776 RXI4 : 

SHLD 

LD0DR 

UPDATE LOAD POINTER 

0048 301528 

777 

LD0 

PRMPT 

:GET MODE INDICATOR 

8C4B FE2D 

778 

CPI 


, NORMAL MODE? 

0040 008500 

779 

JZ 

RXI 6 

; YES, CLEAN UP BEFORE RETURN 


780 i 





781 ; 

POLL MODE SO CHECK CONTROL BYTE 


782 i 

IF CONTROL IS 0 POLL. 

SET UP SPECIAL TX COMMAND BUFFER 


783 i 

0ND RETURN WITH POLL INDIC0TOR NOT 8 


784 ; 




9050 El 

785 

POP 

H 

; GET PREVIOUS LOAD ADR POINTER 

0051 7E 

786 

MOV 

R,M 

;GET 10 BYTE FROM BUFFER 
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0052 E61E 

787 

mi 

1EH 

LOOK AT GOOD FRAME BITS 

0C54 C2890C 

788 

JNZ 

RXI5 

IF NOT 0, INTERRUPT WASN'T FROM ft GOOD FRAME 

0057 20 

789 

INR 

L 

BYPASS R0 AND R1 IN BUFFER 

0058 20 

798 

INR 

L 


0059 20 

791 

INR 

L 


005ft 56 

792 

MOV 

D> M 

GET ADR BYTE AND SAVE IT IN D 

0C5& 20 

793 

INR 

L 


0050 7E 

794 

NOV 

ft,M 

GET CNTL BYTE FROM BUFFER 

0C5D FE93 

795 

CPI 

SNRMP 

WAS IT 5NRM-P? 

0C5F 006000 

796 

JZ 

Tl 

YES, GO SET RESPONSE 

0062 FE11 

797 

CPI 

RR0P 

WAS IT RR<0)-P? 

0064 028900 

798 

JNZ 

RXI5 

YES, 60 SET RESPONSE, OTHERWISE RETURN 

0067 1E11 

799 

MVI 

LRR0F 

RR<0)-P SO SET RESPONSE TO RR(0)-F 

0069 C36E0C 

800 

JMP 

TXRET 

GO FINISH LOADING SPECIAL BUFFER 

0060 1E73 

801 Tl: 

MVI 

EiN SftF 

5NRM-P SO SET RESPONSE TO NSfl-F 

0C6E 212028 

802 TXRET • 

LX I 

H..CMDBF1 

SPECIAL BUFFER ADR 

0071 3608 

806 

MVI 

M..0CSH 

LOAD TX FRAME COMMAND 

0073 23 

888 

INK 

H 

INC POINTER 

0074 3600 

889 

MVI 

M..00H 

L0=0 

0076 23 

810 

I NX 

H 

INC POINTER 

0077 3600 

811 

MVI 

M..80H 

L1=0 

01379 23 

812 

INK 

H 

INC POINTER 

007ft 72 

813 

MOV 

M,D 

LOAD RCVD ADR BYTE 

0C7B 23 

814 

INK 

H 

INC POINTER 

0070 73 

815 

MOV 

M,E 

LOAD RESPONSE CNTL BYTE 

0C7D 3E81 

816 

MVI 

fl,81H 

SET POLL INDICATOR NOT 0 

0C7F 321620 

817 

STft 

POLIN 

LOAD POLL INDICATOR 

0082 038900 

818 

JMP 

RXI5 

RETURN 


819 




0085 El 

820 RXI6: 

POP 

H ; CLEAN UP STACK IF NORMAL MODE 

8086 038900 

821 

JMP 

RXI5 

RETURN 


822 




0089 CD1A0B 

823 RXI5: 

CALL 

RXDMft 

RESET DMA CHANNEL 

0080 D1 

824 

POP 

D 

RESTORE REGISTERS 

0C8D 01 

825 

POP 

B 


0C8E FI 

826 

POP 

PSW 


0C8F El 

827 

POP 

H 


0090 FB 

828 

El 


ENABLE INTERRUPTS 

0091 09 

829 

RET 

RETURN 


838 ; 





831 ; 





832 MESSfiGE TVPER 

- ASSUMES MESSAGE STARTS AT HL 


833 } 





834 ; 




0092 05 

835 TYMSG: 

PUSH 

B 

;SAVE BC 

0093 7E 

836 TYMSG2: 

MOV 

ft,M 

GET ASCII CHR 

0094 23 

837 

I NX 

H 

INC POINTER 

0095 FEFF 

838 

CPI 

0FFH 

iSTOP? 

0097 CAA10C 

839 

JZ 

TVMSG1 

; YES, GET SET FOR EXIT 

009ft 4F 

840 

MOV 

C,A 

:SET UP FOR DISPLAY 

0098 CDF805 

841 

CALL 

ECHO • 

DISPLAY CHR 

0C9E 039300 

842 

JMP 

TYMSG2 

;GET NEXT CHR 

0Cftl 01 

843 TVHSG1: 

POP 

B 

; RESTORE BC 

0Cft2 09 

844 

RET 


; RETURN 


845 ; 





846 ; 



- 


847 jSIGNON MESSAGE 



848 ; 
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0CA3 0D 849 SIGNON: DB OR. '8273 MONITOR VI 1', CR, 0FFH 

0Cfl4 28322733 

0CR8 284D4F4E 

0CAC 49544F52 

0CB0 20205831 

0CB4 2E31 

8CB6 8D 

0CB7 FF 

850 ; 

851 ; 

852 ; 

853 ; RECEIVER INTERRUPT MESSAGES 

854 i 

855 ; 

0CB8 0D 856 RXIMSG: DB CR, 'RX INT - ', 0FFH 

0CB9 52582049 

0CBD 4E54202D 

0CC1 20 

0CC2 FF 

857 ; 

858 ; TRANSMITTER INTERRUPT MESSAGES 

859 ; 

8CC3 0D 868 TXIMSG: DB CR, 'TX INT - ", 8FFH 

8CC4 54582049 

0CC8 4E54202D 

0CCC 20 

0CCD FF 

861 ; 

862 ; 

863 i TRANSMITTER INTERRUPT ROUTINE 

864 ; 


0CCE E5 

865 TXI . 

PUSH 

H 

; SAVE HL 

0CCF F5 

866 

PUSH 

PSW 

; SAVE PSN 

0CD0 C5 

867 

PUSH 

B 

, SAVE BC 

0CD1 D5 

8 68 

PUSH 

D 

SAVE DE 

0CD2 3E61 

869 

MVI 

A, DTDMA 

; DISABLE TX DNR 

0CO4 D3A8 

878 

OUT 

M0DE57 

; 8257 MODE PORT 

0CD6 1604 

871 

MVI 

D, 04H 

; SET COIMER 

0CD8 2A1020 

872 

LHLD 

LDADR 

i GET LOAD POINTER 

0CDB E5 

873 

PUSH 

H 

SAVE IT 

0CDC 45 

874 

MOV 

B,L 

SAVE LSB IN B 

0CDD 2A1320 

875 

LHLD 

CNADR 

jGET C(MOLE POINTER 

0CE0 04 

876 TXU: 

INR 

B 

; INC POINTER 

0CE1 78 

877 

MOV 

A,B 

i GET SET TO TEST 

0CE2 BD 

878 

CMP 

L 

,LOAD=CONSOLE? 

0CE3 CAE40A 

879 

JZ 

BUFFUL 

VES, BUFFER FULL 

0CE6 15 

880 

DCR 

D 

;N0, TEST NEXT LOCATION 

0CE7 C2E80C 

881 

JNZ 

TXU 

;TRY AGAIN 

0CEA El 

882 

POP 

H 

i RESTORE LOAD POINTER 

8CEB DB92 

883 

IN 

TXIR73 

jREAD RESULT 

8CED 77 

884 

MOV 

M, A 

i STORE IN BUFFER 

0 CEE 2C 

885 

INR 

L 

; INR POINTER 

0CEF 3608 

886 

MVI 

M.-00H 

i EXTRA RESULT SPOTS 8 

0CF1 2C 

887 

INR 

L 


0CF2 3600 

888 

MVI 

M,00H 


0CF4 2C 

889 

INR 

L 


0CF5 3600 

898 

MVI 

M,00H 


0CF7 2C 

891 

INR 

L 
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0CF8 3600 

892 

MVI 

M,08H 


0CFfl 2C 

893 

INR 

L ’ 


0CFB 221020 

894 

SHLD 

LDflDR 

i UPDATE LOAD POINTER 

0CFE CD350B 

899 

CALL 

TXDMfi 

RESET DMA CHANNEL 

0D01 Di 

900 

POP 

D 

; RESTORE DE 

0D02 Cl 

901 

POP 

B 

; RESTORE BC 

0D03 Fl 

902 

POP 

PSW 

; RESTORE PSW 

0084 El 

903 

POP 

H 

RESTORE HL 

8D05 FB 

904 

El 


; ENABLE INTERRUPTS 

0D06 C9 

905 

RET 


i RETURN 


«?0D > 

907 .* 

952 i 

953 i 

954 END 

PUBLIC SVfIBOLS 


EXTERNAL SYMBOLS 




USER SVMBOLS 


1 


ftOWN ft 0922 

ftFCMD ft 09CE 

BUFFUL 

ft 0flE4 

CHD51 fl 0027 

CMDBF1 fl 2820 

CMDBUF 

fl 2000 

CNT053 fl 009C 

CNT153 fl 009D 

.CNT253 

fl 809E 

COMM fl 0flE5 

COMM! ABflEft 

cmz 

fl 0AFF 

DEM fl 0008 

DEMODE fl 2027 

DISPY 

fl 0ft39 

ECHO fl 05F8 

ENDCHK ft 0fllB 

ENDMfl 

ft 0063 

ILLEG fl 08fl7 

LDflDR fl 2010 

LF 

fl 000ft 

MDCNT2 fl 00B6 

MDE51 fl 00GE 

M0DE53 

fl 089B 

PftRl ft 0B08 

PfiR2 fl 0B0D 

PfHRIN 

fl, 0flfiD 

POLIN ft 2016 

PRMPT fl 2015 

R0PT 

fl 0AA2 

RDY ft 0082 

RESBUF fl 2880 

RESL73 

fl 0891 

RSCMD ft 0967 

RST65 ft 20CE 

RST75 

ft 20D4 

RXU fl 0C16 

RXI2 fl 0C23 

RXI3 

fl 0C39 

RXINT fl 0808 

RXIR73 fl 8093 

RXIRft 

fl 0002 

RXTC fl 41FF 

SBCMD ft 8985 

SDWN 

fl 08D7 

SPCMD ft 09E2 

SRCMD ft 09Bfl 

SSCMD 

ft 09B0 

STKSRT fl 20C0 

SI4 fl 0943 

Ti 

fl 0C6C 

TEST73 fl 0092 

TFCMD ft 09EC 

TFCMD1 

fl 89F6 

TXBUF ft 8008 

TXD51 fl 0088 

TXDMft 

fl 0B35 

TXINT fl 8084 

TXIR73 fl 8092 

TXIRfl 

ft 0081 

TVMSG fl 0C92 

TYMSG1 fl OCfil 

TYMSG2 

fl 0C93 

ASSEMBLY COMPLETE, NO ERRORS 




ruflono 

L-noni/i% 

fl 

nnofl 

oOrio 

. CH8TC fl 00fll 

CHlflDR fl 00ft2 

CMDOUT 

fl 

0flFB 

CMDREC fl 8857 

CNQDE 

fl 0931 

CNTL51 

fl 

0089 

CNTLC ft 0003 

CNYBN 

fl 05BB 

C0MM73 

fl 

0090 

CPBF fl 0020 

CR 

fl 008D 

DISPY1 

fl 

0fl4E 

DISPY2 fl 0fi4D 

DRDMft 

fl 0062 

GDUN 

ft 

08FF 

GETCH ft 061F 

GETCMD fl 087D 

LKBR1 

ft 

2817 

LKBR2 fl 2018 

LO(FIT fl 0861 

M0DE57 

fl 

00ft8 

MGNTOR fl 0008 

mom 

fl 06C7 

PflRINl 

ft 

0ftE0 

PARIN2 fl 0ftDC 

mm ft 0flBc 

R1PT 

fl 

0flft7 

RBCMD ft 097B 

RDCMD 

fl 0971 

ROCMD 

fl 

095D 

RPCMD ft 09D8 

RR0F 

fl 8911 

RXBUF 

fl 

8208 

RXD51 fl 0888 

RXDMfl 

fl 0B1R 

RXI4 

fl 

0C45 

RXI5 fl 0C89 

RXI6 

ft 8C85 

RXS1 

fl 

0ft69 

RXS2 fl 0A7F 

RXS3 

ft ^8D 

SIGNON 

ft 

0Cft3 

SLCMD ft 098F 

s mp 

fl 8093 

START 

fl 

0380 

STftTSl fl 0889 

STAT57 fl 08fl8 

TBUFFL 

fl 

0fl24 

tbufl nm? 

TBUFL1 ft 0fl0D 

TFRET 

fl 

0fl36 

TLCMD ft 0999 

TRUE 

a oaofi 
n 

TXDMftl 

ft 

6B42 

TXI fl 0CCE 

TXU 

fl 0CE8 

TXPOL 

ft 

094C 

TXRET fl 0C6E 

TXSORC fl 8ft47 

VflLBG 

ft 

075E 





CH1TC B60R3 
CNfiDR ft 2813 
CQBR R 009C 
CRLF fl 05EB 
DTDMfl R 0061 
GRCMD fl 0904 
NDCNT0 R 8036 
NSRF fl 9073 
PARM73 fl 0091 
RDMN fl 08RF 
RR0P fl 0011 
RXI fl 0C00 
RXIMSG fl 0CB8 
RXSORC fl 8R62 
SOCMD ft 09fl6 
STAT73 fl 0090 
TDHN fl 090E 
TRUE1 fl 0006 
TXIMSG fl 0CC3 
TXTC fl 81FF 
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INTRODUCTION 

The 8274 Multiprotocol serial controller (MPSC) is a 
sophisticated dual-channel communications controller 
that interfaces microprocessor systems to high-speed 
serial data links (at speeds to 880K bits per second) 
using synchronous or asynchronous protocols. The 
8274 interfaces easily to most common microproces- 
sors (e.g., 8048, 8051, 8085, 8086, and 8088), to DMA 
controllers such as the 8237 and 8257, and to the 8089 
I/O processor. Both MPSC communication channels 
are completely independent and can operate in a full- 
duplex communication mode (simultaneous data trans- 
mission and reception). 

Communication Functions 

The 8274 performs many communications-oriented 
functions » including: 

— Converting data bytes from a microprocessor system 
into a serial bit stream for transmission over the data 
link to a receiving system. 

— Receiving serial bit streams and reconverting the 
data into parallel data bytes that can easily be pro- 
cessed by the microprocessor system. 

— Performing error checking during data transfers. Er- 
ror checking functions include computing/ 
transmitting error codes (such as parity bits or CRC 
bytes) and using these codes to check the validity of 
received data. 

— Operating independently of the system processor in a 
manner designed to reduce the system overhead in- 
volved in data transfers. 


System Interface 

The MPSC system interface is extremely flexible, 

supporting the following data transfer modes: 

1. Polled Mode. The system processor periodically 
reads (polls) an 8274 status register to determine 
when a character has been received, when a charac- 
ter is needed for transmission, and when transmis- 
sion errors are detected. 

2. Interrupt Mode. The MPSC interrupts the system 
processor when a character has been received, when 
a character is needed for transmission, and when 
transmission errors are detected. 

3. DMA Mode. The MPSC automatically requests data 
transfers from system memory for both transmit and 
receive functions by means of two DMA request 
signals per serial channel. These DMA request sig- 
nals may be directiy interfaced to an 8237 or 8257 
DMA controller or to an 8089 I/O processor. 


4. WAIT Mode. The MPSC ready signal is used to 
synchronize processor data transfers by forcing the 
processor to enter wait states until the 8274 is ready 
for another data byte. This feature enables the 8274 
to interface directly to an 8086 or 8088 processor by 
means of string I/O instructions for very high-speed 
data links. 

Scope 

This application note describes the use of the 8274 in 
asynchronous communication modes. Asynchronous 
communication is typically used to transfer data 
to/from video display terminals, modems, printers, and 
other low-to-medium- speed peripheral devices. Use of 
the 8274 in both interrupt-driven and polled system 
environments is described. Use of the DMA and WAIT 
modes are not described since these modes are 
employed mainly in synchronous communication sys- 
tems where extremely higk data rates are common. 
Programming examples are written in PL/M-86 
(Appendix B and Appendix C). PL/M-86 is executed by 
the iAPX-86 and iAPX-88 processor families. In addi- 
tion, PL/M-86 is very similar to PL/M-80 (executed by 
the MCS-80 and MCS-85 processor families). In addi- 
tion, Appendix D describes a simple application exam- 
ple using an SDK-86 in an iAPX-86/88 environment. 

SERIAL-ASYNCHRONOUS DATA LINKS 


A serial asynchronous interface is a method of data 
transmission in which the receiving and transmitting 
systems need not be synchronized. Instead of transmit- 
ting clocking information with the data, locally 
generated clocks (16, 32 or 64 times as fast as the data 
transmission rate) are used by the transmitting and 
receiving systems. When a character of information is 
sent by the transmitting system, the character data is 
framed (preceded and followed) by special START and 
STOP bits. This framing information permits the receiv- 
ing system to temporarily synchronize with the data 
transmission. (Refer to Figure 1 during the following 
discussion of asynchronous data transmission.) 


i_rn n_n_r 


DATA LINK IDLE START « 
(MARKING) BIT Zj 


CHARACTER (UPPER CASE S 53H) 
10 1 0 0 11 


Figure 1. Transmission of a 7-Bit ASCII Character 
with Even Parity 
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Normally the data link is in an idle or marking state, 
continuously transmitting a “mark” (binary 1). When a 
character is to be sent, the character data bits are imme- 
diately preceded by a “space” (binary 0 START bit). 
The mark-to-space transition informs the receiving sys- 
tem that a character of information will immediately 
follow the start bit. Figure 1 illustrates the transmission 
of a 7-bit ASCII character (upper case S) with even 
parity. Note that the character is transmitted immedi- 
ately following the start bit. Data bits within the charac- 
ter are transmitted from least-significant to 
most-significant. The parity bit is transmitted immedi- 
ately following the character data bits and the STOP 
framing bit (binary 1) signifies the end of the character. 

Asynchronous interfaces are often used with human 
interface devices such as CRT/keyboard units where 
the time between data transmissions is extremely 
variable. 


Characters 

In asynchronous mode, characters may vary in length 
from five to eight bits. The character length depends on 
the coding method used. For example, five-bit charac- 
ters are used when transmitting Baudot Code, seven-bit 
characters hre required for ASCII data, and eight-bit 
characters are needed for EBCDIC and binary data. To 
transmit messages composed of multiple characters, 
each character is framed and transmitted separately 
(Figure 2). 


This framing method ensures that the receiving system 
can easily synchronize with the start and stop bits of 
each character, preventing receiver synchronization er- 
rors. In addition, this synchronization method makes 
both transmitting and receiving systems insensitive to 
possible time delays between character transmissions. 



Figure 2. Multiple Character Transmission 


Framing 

Character framing is accomplished by the START and 
STOP bits described previously. When the START bit 
transition (mark-to-space) is detected, the receiving 
system assumes that a character of data will follow. In 
order to test this assumption (and isolate noise pulses 
on the data link), the receiving system waits one-half bit 
time and samples the data link again. If the link has 
returned to the marking state, noise is assumed, and the 
receiver waits for another START bit transition. 

When a valid START bit is detected, the receiver 
samples the data link for each bit of the following char- 
acter. Character data bits and the parity bit (if required) 
are sampled at their nominal centers until all required 
characters are received. Immediately following the 
data bits, the receiver samples the data link for the 
STOP bit, indicating the end of the character. Most 
systems permit specification of 1, V/ 2 , or 2 stop bits. 

Timing 

The transmitter and receiver in an asynchronous data 
link arrangement are clocked independently. Normally, 
each clock is generated locally and the clocks are not 
synchronized. In fact, each clock may be a slightly 
different frequency. (In practice, the frequency differ- 
ence should not exceed a few percent. If the transmitter 
and receiver clock rates vary substantially, errors will 
occur because data bits may be incorrectly identified as 
START or STOP framing bits.) These clocks are de- 
signed to operate at 16, 32, or 64 times the communica- 
tions data rate. These clock speeds allow the receiving 
device to correctly sample the incoming bit stream. 

Serial-interface data rates are measured in bits/ second. 
The term “baud” is used to specify the number of times 
per second that the transmitted signal level can change 
states. In general, the baud is not equal to the bit rate. 
Only when the transmitted signal has two states 
(electrical levels) is the baud rate equal to the bit rate. 
Most point-to-point serial data links use RS-232-C, RS- 
422, or RS-423 electrical interfaces. These specifica- 
tions call for two electrical signal levels (the baud is 
equal to the bit rate). Modem interfaces, however, may 
often have differing bit and baud rates. 

While there are generally no limitations on the data 
transmission rates used in an asynchronous data link, a 
limited set of rates has been standardized to promote 
equipment interconnection. These rates vary from 75 
bits per second to 38,400 bits per second. Table 1 il- 
lustrates typical asynchronous data rates and the asso- 
ciated clock frequencies required for the transmitter 
and receiver circuits. 
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Table 1. Communication Data Rates and 
Associated Transmitter/ Receiver 
Clock Rates 


Data Rate (bits/second) 

Clock Rate (kHz) j 

XI 6 

X32 

X64 

75 

1.2 

2.4 

4.8 

150 

2.4 

4.8 

9.6 

300 

4.8 

9.6 

19.2 

600 ' 

9.6 

19.2 , 

38.4 

1200 

19.2 

38.4 

76.8 

2400 

38.4 

76.8 

153.6 

4800 

76.8 

153.6 

307.2 

9600 

153.6 

307.2 

614.2 

19200 

307.2 

614.4 

— 

38400 

614.4 

- 

— 


Parity 

In order to detect transmission errors, a parity bit may 
be added to the character data as it is transferred over 
the data link. The parity bit is set or cleared to make the 
total number of “one” bits in the character even (even 
parity) or odd (odd parity). For example, the letter “A” 
is represented by the seven-bit ASCII code 1000001 
(41H). The transmitted data code (with parity) for this 
character contains eight bits; 01000001 (41H) for even 
parity and 1 1000001 (OC1H) for odd parity. Note that a 
single bit error changes the parity of the received char- 
acter and is therefore easily detected. The 8274 sup- 
ports both odd and even parity checking as well as a 
parity disable mode to support binary data transfers. 

Communication Modes 

Serial data transmission between two devices can oc- 
cur in one of three modes. In the simplex transmission 
mode, a data link can transmit data in one direction 
only. In the half-duplex mode, the data link can transmit 
data in both directions, but not simultaneously. In the 
full-duplex mode (the most common), the data link can 
transmit data in both directions simultaneously. The 
8274 directly supports the full-duplex mode and will 
interface to simplex and half-duplex communication 
data links with appropriate software controls. 

BREAK Condition 

Asynchronous data links often include a special se- 
quence known as a break condition. A break condition 
is initiated when the transmitting device forces the data 
link to a spacing state (binary 0) for an extended length 
of time (typically 150 milliseconds). Many terminals 
contain keys to initiate a break sequence. Under 


software control, the 8274 can initiate a break sequence 
when transmitting data and detect a break sequence 
when receiving data. 

MPSC SYSTEM INTERFACE 
Hardware Environment 

The 8274 MPSC interfaces to the system processor over 
an 8-bit data bus. Each serial I/O channel responds to 
two I/O or memory addresses as shown in Table 2. In 
addition, the MPSC supports vectored and daisy- 
chained interrupts. 

The 8274 may be configured for memory-mapped or 
I/O-mapped operation. 


Table 2. 8274 Addressing 


CS 

A 1 

A 0 

Read Operation 

Write Operation 

0 

0 

0 

Ch A Data Read 

Ch A Data Write 

0 

1 1 

0 

Ch A Status Read 

Ch A Command/Paranfieter 

0 

0 

1 

Ch. B Data Read 

Ch B Data Write 

0 

1 

1 

Ch B Status Read 

Ch B Command/Parameter 

1 

X 

X 

High Impedence 

High Impedence 


The 8274-processor hardware interface can be con- 
figured in a flexible manner, depending on the operating 
mode selected — polled, interrupt-driven, DMA, or 
WAIT. Figure 3 illustrates typical MPSC configurations 
for use with an 8088 microprocessor in the polled and 
interrupt-driven modes. 

All serial- to-parallel conversion, parallel-to-serial con- 
version, and parity checking required during 
asynchronous serial I/O operation is automatically per- 
formed by the MPSC. 


Operational Interface 

Command, parameter, and status information is stored 
in 22 registers within the MPSC (8 writable registers 
and 3 readable registers for each channel). These regis- 
ters are all accessed by means of the command/ status 
ports for each channel. An internal pointer register 
selects which of the command or status registers will be 
written or read during a command/ status access of an 
MPSC channel. Figure 4 diagrams the command/ status 
register architecture for each serial channel. In the 
following discussion, the writable registers will be 
referred to as WR0 through WR7 and the readable regis- 
ters will be referred to as RR0 through RR2. 
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a) Polled Configuration 



b) Daisy-chained Interrupt Configuration 


INT 

INTA IQ. 




£1 


INT INTA 

IPI IPO 


0 Cl 


INT INTA 

IPI IPO I 


INT INTA 

IPI IPO 

MPSC 

LOWEST PRIORITY 


Figure 3. 8274 Hardware Interface for Polled and Interrupt-driven Environments 


The least-significant three bits of WRO are automati- 
cally loaded into the pointer register every time WRO is 
written. After reset, WRO is set to zero so that the first 
write to a command register causes the data to be 
loaded into WRO (thereby setting the pointer register). 
After WRO is written, the following read or write acces- 
ses the register selected by the pointer. The pointer is 
reset after the read or write operation is completed. In 
this manner, reading or writing an arbitrary MPSC 
channel register requires two I/O accesses. The first 
access is always a write command. This write command 
is used to set the pointer register. The second access is 
either a read or a write command; the pointer register 
(previously set) will ensure that the correct internal 
register is read or written. After this second access, the 
pointer register* is automatically reset. Note that writ- 
ing WRO and reading RRO does not require presetting of 
the pointer register. 


During initialization and normal MPSC operation, 
various registers are read and/or written by the system 
processor. These actions are discussed in detail in the 
following paragraphs. Note that WR6 and WR7 are not 
used in the asynchronous communication modes. 


RESET 

When the 8274 RESET line is activated, both MPSC 
channels enter the idle state. The serial output lines are 
forced to the marking state (high) and the modem inter- 
face signals (RTS, DTR) are forced high. In addition, 
the pointer register is set to zero. 


6-195 


210311-001 











AP-134 



External/Status Latches 

The MPSC continuously monitors the state of four ex- 
ternal/status conditions: 

1. CTS — clear-to-send input pin. 

2. CD — carrier-detect input pin. 

3. SYNDET — sync-detect input pin. This pin may be 
used as a general-purpose input in the asynchronous 
communication mode. 


4. BREAK — a break condition (series of space bits on 
the receiver input pin). 

A change of state in any of these monitored conditions 
will cause the associated status bit in RRO (Appendix A) 
to be latched (and optionally cause an interrupt). 

Error Reporting 

Three error conditions may be encountered during data 
reception in the asynchronous mode: 
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1 . Parity. If parity bits are computed and transmitted 
with each character and the MPSC is set to check 
parity (bit 0 in WR4 is set), a parity error will occur 
whenever the number of “ 1” bits within the charac- 
ter (including the parity bit) does not match the 
odd/even setting of the parity check flag (bit 1 in 
WR4). 

2. Framing. A framing error will occur if a stop bit is 
not detected immediately following the parity bit (if 
parity checking is enabled) or immediately following 
the most-significant data bit (if parity checking is not 
enabled). 

3. Overrun. If an input character has been assembled 
but the receiver buffers are full (because the previ- 
ously received characters have not been read by the 
system processor), an overrun error will occur. 
When an overrun error occurs, the input character 
that has just been received will overwrite the imme- 
diately preceding character. 

Transmitter/ Receiver Initialization 

In order to operate in the asynchronous mode, each 

MPSC channel must be initialized with the following 

information: 

1 . Clock Rate. This parameter is specified by bits 6 and 
7 of WR4. The clock rate may be set to 16, 32, or 64 
times the data-link bit rate. (See Appendix A for WR4 
details.) 

2. Number of Stop Bits. This parameter is specified by 
bits 2 and 3 of WR4. The number of stop bits may be 
set to 1, 1 Vi, or 2. (See Appendix A for WR4 details.) 

3. Parity Selection. Parity may be set for odd, even, or 
no parity by bits 0 and 1 of WR4. (See Appendix A 
for WR4 details.) 

4. Receiver Character Length. This parameter sets the 
length of received characters to 5, 6, 7, or 8 bits. This 
parameter is specified by bits 6 and 7 of WR3. (See 
Appendix A for WR3 details.) 

5. Receiver Enable. The serial-channel receiver opera- 
tion may be enabled or disabled by setting or clear- 
ing bit 0 of WR3 . (See Appendix A for WR3 details .) 

6. Transmitter Character Length. This parameter sets 
the length of transmitted characters to 5, 6, 7, or 8 
bits. This parameter is specified by bits 5 and 6 of 
WR5. (See Appendix A for WR5 details.) Characters 
of less than 5 bits in length may be transmitted by 
setting the transmitted length to five bits (set bits 5 
and 6 of WR5 to 1). 

The MPSC then determines the actual number of 
bits to be transmitted from the character data byte. 
The bits to be transmitted must be right justified in 
the data byte, the next three bits must be set to 0 and 


all remaining bits must be set to 1. The following 
table illustrates the data formats for transmission of 
1 to 5 bits of data: 

Number of 
Bits Transmitted 
D7 D6 D5 D4 D3 D2 D1 DO (Character Length) 

1 1 1 1 0 0 0 c 1 

1 1 1 0 0 0 c c 2 

llOOOccc 3 

lOOOccC'C 4 

OOOccccc 5 

7. Transmitter Enable. The serial channel transmitter 
operation may be enabled or disabled by setting or 
clearing bit 3 of WR5. (See Appendix A for WR5 
details.) 

For data transmissions via a modem or RS-232-C inter- 
face, the following information must also be specified: 

1. Request-to-Send/Data-Terminal-Rfcady. Must be 
set to indicate status of data terminal equipment. 
Request-to-send is controlled by bit 1 of WR5 and 
data terminal ready is controlled by bit 7. (See Ap- 
pendix A for WR5 details.) 

2. Auto Enable. May be set to allow the MPSC to 
automatically enable the channel transmitter when 
the clear-to-send signal is active and to automati- 
cally enable the receiver when the carrier-detect 
signal is active. Auto Enable is controlled by bit 5 of 
WR3. (See Appendix A for WR3 details.) 

During initialization, it is desirable to guarantee that the 
external/ status latches reflect the latest interface infor- 
mation. Since up to two state changes are internally 
stored by the MPSC, at least two Reset External/ Status 
Interrupt commands must be issued. This procedure is 
most easily accomplished by simply issuing this reset 
command whenever the pointer register is set during 
initialization. 

An MPSC initialization procedure (MPSC$RX$INIT) 
for asynchronous communication is listed in Appendix 
B. Figure 5 illustrates typical MPSC initialization 
parameters for use with this procedure. 


call MPSC$RX$INIT(41 , 

1,1, 0,1, 3,1,1, 3, 1,1, 0,1), 

initializes the 8274 at address 41 as follows. 

XI 6 clock rate 

Enable transmitter and receiver 

1 stop bit 

Auto enable set 

Odd parity 

OTR and RTS set 

8-bit characters (Tx and Rx) 

Break transmission disabled 


Figure 5. Sample 8274 Initialization Procedure 
for Polled Operation 
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Polled Operation 

In the polled mode, the processor must monitor the 
MPSC status by testing the appropriate bits in the read 
register. Data available, status, and error conditions are 
represented in RRO and RR1 for channels A and B. An 
example of MPSC : polled transmitter/receiver routines 
are given in Appendix B. The following routines are 
detailed: 

1. MPSC$POLL$RCV$CHARACTER— This proce- 
dure receives a character from the serial data link. 
The routine waits until the character-available flag in 
RRO has been set. When this flag indicates that a 
character is available, RR1 is checked for errors 
(overrun, parity, or framing). If an error is detected, 
the character in the MPSC receive buffer must be 
read and discarded and the error routine 
(RECEIVE$ERROR) is called. If no receive errors 
have been detected, the character is input from the 
8274 data port and returned to the calling program. 

MPSC$POLL$RCV$CHARACTER requires 
three parameters — the address of the 8274 channel 
data port (data$port), the address of the 8274 chan- 
nel command port (cmd$port), and the address of a 
byte variable in which to store the received charac- 
ter (character$ptr). 

2. MPSC$POLL$TRAN$CHARACTER — This pro- 
cedure transmits a character to the serial data link. 
The routine waits until the transmitter-buffer-empty 
flag has been set in RRO before writing the character 
to the 8274. 

. MPSC$POLL$TRAN$CHARACTER requires 
three parameters — the address of the 8274 channel 
data port (dataSport), the address of the 8274 chan- 
nel command port (cmd$port), and the character of 
data that is to be transmitted (character). 

3. RECEIVE$ERROR — This procedure processes 
receiver errors. First, an Error Reset command is 
written to the affected channel. All additional error 
processing is dependent on the specific application. 
For example, the receiving device may immediately 
request retransmission of the character or wait until 
a message has been completed. 

RECEIVE$ERROR requires two parameters — 
the address of the affected 8274 command port 
(cmd$port) and the error status (status) from 8274 
register RR1. 

Interrupt-driven Operation 

In an interrupt-driven environment, all receiver 
operations are reported to the system processor by 
means of interrupts. Once a character has been 
received and assembled, the MPSC interrupts the sys- 
tem processor. The system processor must then read 


the character from the MPSC data buffer and clear the 
current interrupt. During transmission, the system pro- 
cessor starts serial I/O by writing the first character of a 
message to the MPSC. The MPSC interrupts the system 
processor whenever the next character is required (i.e.*, 
when the transmitter buffer is empty) and the processor 
responds by writing the next character of the message 
to the MPSC data port for the appropriate channel. 

By using interrupt-driven I/O, the MPSC proceeds in- 
dependently of the system processor, signalling the 
processor only when characters are required for trans- 
mission, when characters are received from the data 
link, or when errors occur. In this manner, the system 
processor may continue execution of other tasks while 
serial I/O is performed concurrently. 

Interrupt Configurations 

The 8274 is designed to interface to 8085- and 8086-type 
processors in much the same manner as the 8259A is 
designed. When operating in the 8085 mode, the 8274 
causes a “call” to a prespecified, interrupt-service 
routine location. In the 8086 mode, the 8274 presents 
the processor with a one-byte interrupt-type number. 
This interrupt-type number is used to “vector” through 
the 8086 interrupt service table. In either case, the 
interrupt service address or interrupt-type number is 
specified during MPSC initialization. 

To shorten interrupt latency, the 8274 can be program- 
med to modify the prespecified interrupt vector so that 
no software overhead is required to determine the 
cause of an interrupt. When this “status affects vector” 
mode is enabled, the following eight interrupts are dif- 
ferentiated automatically by the 8274 hardware: 

1 . Channel B Transmitter Buffer Empty. 

2. Channel B External/ Status Transition. 

3. Channel B Character Available. 

4. Channel B Receive Error. 

5. Channel A Transmitter Buffer Empty. 

6. Channel A External/ Status Transition. 

7. Channel A Character Available. 

8. Channel A Receive Error. 

Interrupt Sources/Priorities 

The 8274 has three interrupt sources for each channel: 

1 . Receiver (RxA, RxB). An interrupt is initiated when 
a character is available in the receiver buffer or when 
a receiver error (parity, framing, or overrun) is 
detected. 
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2. Transmitter (TxA, TxB). An interrupt is initiated 
when the transmitter buffer is empty and the 8274 is 
ready to accept another character for transmission. 

3. External/ Status (ExTA, ExTB). An interrupt is in- 
itiated when one of the external/ status conditions 
(CD, CTS, SYNDET, BREAK) changes state. 

The 8274 supports two interrupt priority orderings 
(selectable during MPSC initialization) as detailed in 
Appendix A, WR2, CH-A. 

Interrupt Initialization 

In addition to the initialization parameters required for 
polled operation, the following parameters must be sup- 
plied to the 8274 to specify interrupt operation: 

1. Transmit Interrupt Enable. Transmitter-buffer- 
empty interrupts are separately enabled by bit 1 of 
WR1. (See Appendix A for WR1 details.) 

2. Receive Interrupt Enable. Receiver interrupts are 
separately enabled in one of three modes: a) inter- 
rupt on first received character only and on receive 
errors (used for message-oriented transmission sys- 
tems), b) interrupt on all received characters and on 
receive errors, but do not interrupt on parity errors, 
and c) interrupt on all received characters and on 
receive errors (including parity errors). The ability 
to separately disable parity interrupts can be ex- 
tremely useful when transmitting messages. Since 
the parity error bit in RR1 is latched, it will not be 
reset until an error reset operation is performed. 
Therefore, the parity error bit will be set if any parity 
errors were detected in a multicharacter message. If 
this mode is used, the serial I/O software must poll 
the parity error bit at the completion of a message 
and issue an error reset if appropriate. The receiver 
interrupt mode is controlled by bits 3 and 4 of WR1. 
(See Appendix A for WR1 details.) 

3. External/ Status Interrupts. External/ Status inter- 
rupts can be separately enabled by bit 0 of WR1. 
(See Appendix A for WR1 details.) 

4. Interrupt Vector. An eight-bit interrupt-service 
routine location (8085) or interrupt type (8086) is 
specified through WR2 of channel B. (See Appendix 
A for WR2 details). Table 3 lists interrupt vector 
addresses generated by the 8274 in the “status af- 
fects vector” mode. 

5. “Status Affects Vector” Mode. The 8274 will auto- 
matically modify the interrupt vector if bit 3 of WR1 
is set. (See Appendix A for WR1 details.) 

6. System Configuration. Specifies the 8274 data trans- 
fer mode. Three configuration modes are available: 
a) interrupt-driven operation for both channels, b) 


DMA operation for both channels, and c) DMA 
operation for channel A, interrupt-driven operation 
for channel B. The system configuration is specified 
by means of bits 0 and 1 of WR2 (channel A). (See 
Appendix A for WR2 details.) 

7. Interrupt Priorities. The 8274 permits software 
specification of receive/transmit priorities by means 
of bit 2 of WR2 (channel A). (See Appendix A of 
WR2 details.) 

8. Interrupt Mode. Specifies whether the MPSC is to 
operate in a non-vectored mode (for use with an 
external interrupt controller), in an 8086- vectored 
mode, or in an 8085-vectored mode. This parameter 
is specified through bits 3 and 4 of WR2 (channel A). 
(See Appendix A for WR2 details.) 


Table 3. MPSC-generated Interrupt Vectors in 
“Status Affects Vector” Mode 


V7 V6V5 V4 V3 V2V1 V0 

V7 V6 V5 V4 V3V2 VIVO 

Original Vector 
(specified during 
initialization) 

8086 

Interrupt Type 

8085 

Interrupt Location 

Interrupt, 

Condition 

V7 V6 V5 V4 V3 0 0 0 

V7 V6 V5 0 0 0 VI V0 

Channel B Transmitter 
Buffer Empty 

V7 V6 V5 V4 V3 0 0 1 

V7 V6 V5 0 0 1 VI V0 

Channel B External/Status 
Change 

V7 V6 V5 V4 V3 0 1 0 

V7 V6 V5 0 1 0 VI V0 

Channel B Receiver 
Character Available 

V7 V6 V5 V4 V3 0 1 1 

V7V6V5 0 1 1 VIVO 

Channel B Receive Error 

V7 V6 V5 V4 V3 1 0 0 

V7 V6V5 1 0 0 VI V0 

Channel A Transmitter 
Buffer Empty 

V7 V6 V5 V4 V3 1 0 1 

V7V6V5 1 0 1 VIVO 

Channel A External/Status 
Change 

V7 V6 V5 V4 V3 1 1 0 

V7V6V5 1 1 0 VIVO 

Channel A Receiver 
Character Available 

V7 V6 V5 V4V3 1 1 1 

V7V6V5 1 1 1 VIVO 

Channel A Receive Error 


An MPSC interrupt initialization procedure 
(MPSC$INT$INIT) is listed in Appendix C. 


Interrupt Service Routines 

Appendix C lists four interrupt service procedures, a 
buffer transmission procedure, and a buffer reception 
procedure that illustrate the use of the 8274 in interrupt- 
driven environments. Use of these procedures assumes 
that the 8086/8088 interrupt vector is set to 20H and 
that channel B is used with the “status affects vector” 
mode enabled. 

1. TRANSMIT$BUFFER — This procedure begins 
serial transmission of a data buffer. Two parameters 
are required — a pointer to the buffer (buf$ptr) and 
the length of the buffer (buf$length). The procedure 
first sets the global buffer pointer, buffer length, and 
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initial index for the transmitter-interrupt service 
routine and initiates transmission by writing the first 
character of the buffer to the 8274. The procedure 
then enters a wait loop until the I/O completion 
status is set by the transmit-interrupt service routine 
(MPSC$TR AN SMIT$CH AR ACTER$INT) . 

2. RECEIVE$BUFFER — This procedure inputs a line 
(terminated by a line feed) from a serial I/O port. 
Two parameters are required — a pointer to the input 
buffer (buf$ptr) and a pointer to the buffer length 
variable (buf$length$ptr). The buffer length will be 
set by this procedure when the complete line has 
been input. The procedure first sets the global buffer 
pointer and initial index for the receiver interrupt 
service routine. RECEIVE$BUFFER then enters a 
wait loop until the I/O completion status is set by the 
receive interrupt routine (MPSC$RECEIVE$- 
CH AR ACTER$INT) . 

3. MPSC$RECEIVE$CHARACTER$INT — This 
procedure is executed when the MPSC Tx-buffer- 
empty interrupt is acknowledged. If the current 
transmit buffer index is less than the buffer length, 
the next character in the buffer is written to the 
MPSC data port and the buffer pointer is updated. 
Otherwise, the transmission complete status is 
posted. 

4. MPSC$RECEIVE$CHARACTER$INT — This 
procedure is executed when a character has been 
assembled by the MPSC and the MPSC has issued a 
character-available interrupt. If no input buffer has 
been set up by RECEIVE$BUFFER, the character 
is ignored. If a buffer has been set up, but it is full, a 
receive overrun error is posted. Otherwise, the 
received character is read from the MPSC data port 
and the buffer index is updated. Finally, if the 
received character is a line feed, the reception com- 
plete status is posted. 

5. RECEIVE$ERROR$INT — This procedure is ex- 
ecuted when a receive error is detected. First, the 
error conditions are read from RRI and the charac- 
ter currently in the MPSC receive buffer is read and 
discarded. Next, an Error Reset command is written 
to the affected channel. All additional error proces- 
sion is application dependent. 

6. EXTERNAL$STATUS$CHANGE$INT — This 
procedure is executed when an external status con- 
dition change is detected. The status conditions are 
read from RRO and a Reset External/ Status Inter- 
rupt command is issued. Further error processing is 
application dependent. 


DATA LINK INTERFACE 
Serial Data Interface 

Each serial I/O channel within the 8274 MPSC inter- 
faces to two data link lines — one line for transmitting 
data and one for receiving data. During transmission, 
characters are converted from parallel data format (as 
supplied by the system processor or DMA device) into 
a serial bit stream (with START and STOP bits) and 
clocked out on the TxD pin. During reception, a serial 
bit stream is input on the RxD pin, framing bits are 
stripped out of the data stream, and the resulting char- 
acter is converted to parallel data format and passed to 
the system processor or DMA device. 

Data Clocking 

As discussed previously, the frequency of data trans- 
mission/reception on the data link is controlled by the 
MPSC clock in conjunction with the programmed clock 
divider (in register WR4). The 8274 is designed to permit 
all four serial interface lines (TxD and RxD for each 
channel) to operate at different data rates. Four clock 
input pins (TxC and RxC for each channel) are available 
for this function. Note that the clock rate divider speci- 
fied in WR4 is used for both RxC and TxC on the 
appropriate channel; clock rate dividers for each chan- 
nel are independent. 

Modem Control 

The following four modem interface signals may be 
connected to the 8274: 

1. Data Terminal Ready (DTR). This interface signal 
(output by the 8274) is software controlled through 
bit 7 of WR5. When active, DTR indicates that the 
data terminal/computer equipment is active and 
ready to interact with the data communications 
channel. In addition, this signal prepares the modem 
for connection to the communication channel and 
maintains connections previously established (e.g., 
manual call origination). 

2 . Request To Send (RTS) . This interface signal (output 
by the 8274) is software controlled through bit 1 of 
WR5. When active, RTS indicates that the data ter- 
minal/computer equipment is ready to transmit 
data. 

3. Clear To Send (CTS). This interface signal (input to 
the 8274) is supplied by the modem in response to an 
active RTS signal. CTS indicates that the data termi- 
nal/computer equipment is permitted to transmit 


6-200 


210311-001 




AP-134 


data. The state of CTS is available to the program- 
mer as bit 5 of RRO. In addition, if the auto enable 
control is set (bit 5 of WR3), the 8274 will not trans- 
mit data bytes until RTS has been activated. If CTS 
becomes inactive during transmission of a character, 
the current character transmission is completed 
before the transmitter is disabled. 

4. Carrier Detect (CD). This interface signal (input to 
the 8274) is supplied by the modem to indicate that a 
data carrier signal has been detected and that ^a valid 
data signal is present on the RxD line. The state of 
CD is available to the programmer as bit 3 of RRO. In 


addition, if the auto enable control is set (bit 5 of 
WR3), the 8274 will not enable the serial receiver 
until CD has been activated. If the CD signal be- 
comes inactive during reception of a character, the 
receiver is disabled, and the partially received char- 
acter is lost. 

In addition to the above modem interface signals, the 
8274 S YNDET input pin for channel A may be used as a 
general-purpose input in the asynchronous communi- 
cation mode. The status of this signal is available to the 
programmer as bit 4 of status register RRO. 
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APPENDIX A 

COMMAND/STATUS DETAILS FOR ASYNCHRONOUS 
COMMUNICATION 



Command 3 Channel Reset — resets the Latched 
Status bits of RRO, the interrupt 
prioritization logic and all control regis- 
ters for the channel. Four extra system 
clock cycles should be allowed for MPSC 
reset time before any additional com- 
mands or controls are written into the 
channel. 

Command 4 Enable Interrupt on Next Receive 
Character — if the Interrupt-on-First- 
Receive Character mode is selected, this 
command reactivates that mode after 
each complete message is received to pre- 
pare the MPSC for the next message. 

Command 5 Reset Transmitter Interrupt Pending — if 
The Transmit Interrupt mode is selected, 
the MPSC automatically interrupts data 
when the transmit buffer becomes empty. 
When there are no more characters to be 
sent, issuing this command prevents fur- 
ther transmitter interrupts until the next 
character has been completely sent. 

Command 6 Error Reset — error latches, Parity and 
Overrun errors in RR1 are reset. 


D2,D1,D0 Command/ Status Register Pointer bits 

determine which write-register the next 
byte is to be written into, or which read- 
register the next byte is to be read from. 
After reset, the first byte written into 
either channel goes into WRO. Following 
a read or write to any register (except 
WRO) the pointer will point to WRO. 

D5,D4,D3 Command bits determine which of the ba- 
sic seven commands are to be performed. 

Command 0 Null— has no effect. 

Command 1 Not used in asynchronous modes. 

Command 2 Reset External/Status Interrupts — 
resets the latched status bits of RRO and 
reenables them, allowing interrupts to oc- 
cur again. 


Command 7 End of Interrupt — resets the interrupt-in- 
service latch of the highest-priority inter- 
nal device under service. 

DO External/Status Interrupt Enable — 

allows interrupt t o occur as th e result of 
transitions on the CD, CTS or SYNDET 
inputs. Also allows interrupts as the 
result of a Break/ Abort detection and ter- 
mination, or at the beginning of CRC, or 
sync character transmission when the 
Transmit Underrun/EOM latch becomes 
set. 

D1 Transmitter Interrupt/DMA Enable 

— allows the MPSC to interrupt or re- 
quest a DMA transfer when the trans- 
mitter buffer becomes empty. 

D2 Status Affects Vector — (WR1, D2 active 

in channel B only.) If this bit is not set, 
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Write Register 1 (WR1): 


07 0 I D5 D4 , 03 02 01 00 


EXT INTERRUPT 
ENABLE 


High-Z state. (Conditions: Interrupt En- 
abled Mode, Wait Enabled, CS=0, 
AO =0/1, and A 1=0). The RDY pin is 
pulled low when the transmitter buffer is 
full or the receiver buffer is empty and it 
is driven High when the transmitter buf- 
fer is empty or the receiver buffer is full. 
The RDY a and RDY B may be wired or 
connected since only one signal is active 
at any one time while the other is in the 
High Z state. 


| 1 VARIABLE 

[STATUS AFFECTS VECTOR 

VECTOR (CHB ONLY) 0 = FIXED 

(NULL CODE CH A) VECTOR 


Must be Zero. 


Wait Enable — enables the wait function. 


0 RxINT/DMA DISABLE 


0 1 RxINT ON FIRST CHAR OR SPECIAL 

CONDITION 

1 0 INT ON ALL Rx CHAR (PARITY AFFECTS 

VECTOR) OR SPECIAL CONDITION 

1 1 INT ON ALL Rx CHAR (PARITY DOES 

NOT AFFECT VECTOR) OR SPECIAL 
CONDITION 


Write Register 2 (WR2): Channel A 


D7 0 I D5 D4 D3 I D2 | D1 DO 


0 0 BOTH INTERRUPT 


1 = WAIT ON Rx, 0 = WAIT ON Tx 


0 1 A DMA. B INT 


1 0 BOTH DMA 


WAIT ENABLE 1 - ENABLE, 0 -- DISABLE 


then the fixed vector, programmed in 
WR2, is returned from an interrupt ac- 
knowledge sequence. If the bit is set, then 
the vector returned from an interrupt ac- 
knowledge is variable as shown in the 
Interrupt Vector Table. 


1 1 ILLEGAL 


1 = PRIORITY RxA >RxB >TxA > 

TxB >EXTA* > EXTB* 

0 = PRIORITY RxA >TxA >RxB > 

TxB >EXTA*> EXTB* 


Receive Interrupt Mode. 

Receive Interrupts/DMA Disabled. 


1 = VECTORED INTERRUPT 
0 = NON VECTORED INTERRUPT 


Receive Interrupt on First -Character 
Only or Special Condition. 


1 PIN 10= SYNDET R 


0 PIN10 = RTS b 


Interrupt on All Receive Characters of 
Special Condition (Parity Error is a Spe- 
cial Receive Condition). 


♦EXTERNAL STATUS INTERRUPT- 
ONLY IF EXT INTERRUPT ENABLE (WR1 , D0)IS SET 


Interrupt on All Receive Characters or 
Special Condition (Parity Error is not a 
Special Receive Condition). 


System Configuration — These specify 
the data transfer from MPSC channels to 
the CPU, either interrupt or DMA based. 


Wait on Receive/Transmit — when the 
following conditions are met, the RDY pin 
is activated, otherwise it is held in the 


Channel A and Channel B both use 
interrupts. 
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0 1 

Channel A uses DMA, Channel Busses 
interrupt. 

D7-D0 Interrupt vector — this register contains 

the value of the interrupt vector placed on 
the data bus during acknowledge 

1 0 

Channel A and Channel B both use DMA. 

sequences. 

1 1 

Illegal Code. 

Write Register 3 (WR3): 


D2 Priority — this bit specifies the relative 

priorities of the internal MPSC inter- 
rupt/DMA sources. 

0 (Highest) RxA, TxA, RxA, RxB, 
TxBExTA, ExTB (Lowest). 

1 (Highest) RxA, RxB, TxA, TxB, ExTA, 
ExTB (Lowest). 

D5,D4,D3 Interrupt Code — specifies the behavior 
of the MPSC when it receives an interrupt 
acknowledge sequence from the CPU. 
(See Interrupt Vector Mode Table). 

0 X X Non-vectored interrupts — intended for 

use with an external interrupt controller 
such as the 8259 A. 

1 0 0 8085 Vector Mode 1 — intended for use as 

the primary MPSC in a daisy-chained 
priority structure. 


MSB LSB 

Rx ENABLE 

NOT USED IN 
ASYNCHRONOUS 
MODES 

AUTO ENABLES 

0 0 Rx 5 BITS/CHAR 

0 1 Rx 7 BITS/CHAR 

1 0 Rx 6 BITS/CHAR 

1 1 Rx 8 BITS/CHAR 



1 0 1 8085 Vector Mode 2 — intended for use as 

any secondary MPSC in a daisy-chained 
priority structure. 

1 1 0 8086/88 Vector Mode — intended for use 

as either a primary or secondary in a 
daisy-chained priority structure. 

D6 Must be Zero. 

D7 

0 Pin 10 = RTS b . 

1 Pin 10 = SYNDETg. 


DO Receiver Enable — A one enables the 

receiver to begin. This bit should be set 
only after the receiver has been 
initialized. 


D5 Auto Enables — A one written to this bit 

causes CD to be an auto matic e nable sig- 
nal for the receiver and CTC to be an 
automatic enable signal for the transmit- 
ter. A zero written to th is bit limits the 
effect of CD and CTS signals to set- 
ting/resetting their corresponding bits in 
the status register (RR0). 


Write Register 2 (WR2): Channel B 

MSB LSB 



Vector 


D7,D6 Receiver Character length. 

0 0 Receive 5 Data bits/character. 

0 1 Receive 7 Data bits/character. 

1 0 Receive 6 Data bits/character. 

1 1 Receive 8 Data bits/character. 
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Write Register 4 (WR4): 


MSB LSB 



0 1 X16 CLOCK 


1 0 X32 CLOCK 

1 1 X64 CLOCK 


DO 

Parity — a one in this bit causes a parity 
bit to be added to the programmed num- 
ber of data bits per character for both the 
transmitted and received character. If the 
MPSC is programmed to receive 8 bits 
per character, the parity bit is not trans- 
ferred to the microprocessor. With other 
receiver character lengths, the parity bit 
is transferred to the microprocessor. 

D1 

Even/Odd Parity — if parity is enabled, a 
one in this bit causes the MPSC to trans- 
mit and expect even parity, and zero 
causes it to send and expect odd parity. 

D3,D2 

Stop Bits. 

0 0 

Selects synchronous modes. 

0 1 

Async mode, 1 stop bit/character. 

1 0 

Async mode, 1 Vi stop bits/character. 

1 1 

< Async mode, 2 stop bits/character. 

P7,D6 

Clock mode — selects the clock/data rate 
multiplier for both the receiver and the 
transmitter. If the lx mode is selected, bit 


synchronization must be done externally. 


0 0 Clock rate = Data rate x 1 . 

0 1 Clock rate = Data rate x 16. 

1 0 Clock rate = Data rate x 32. 

1 1 Clock rate = Data rate x 64. 

Write Register 5 (WR5): 


MSB LSB 



D1 Req uest to Send — a one in this bit forces 

the RTS pin active (low) and zero in this 
bit forces the RTS pin inactive (high). 

D3 Transmitter Enable — a zero in this bit 

forces a marking state on the transmitter 
output. If this bit is set to zero during data 
or sync character transmission, the mark- 
ing state is entered after the character has 
been sent. If this bit is set to zero during 
transmission of a CRC character, sync or 
flag bits are substituted for the remainder 
of the CRC bits. 

D4 Send Break — a one in this bit forces the 

transmit data low. A zero in this bit allows 
normal transmitter operation. 

D6,D5 Transmit Character length. 

0 0 Transmit 5 or less bits/character. 

0 1 Transmit 7 bits/character. 

1 0 Transmit 6 bits/character. 
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1 1 Transmit 8 bits/character. D4 

Bits to be sent must be right justified, least- significant 
bit first, e.g.: 

D7 D6 D5 D4 D3 D2 D1 DO 
0 0 B5 B4 B3 B2 B1 BO 

Read Register 0 (RRO): 


MSB LSB 



D5 


DO Receive Character Available — this bit is 

set when the receive FIFO contains data 
and is reset when the FIFO is empty. 

D1 Interrupt Pending — This Interrupt- 

Pending bit is reset when an E01 com- 
mand is issued and there is no other 
interrupt request pending at that time. In 
vector mode, this bit is set at the falling 
edge of the second INTA in an INTA 
cycle for an internal interrupt request. In 
non-vector mode, this bit is set at the D7 
falling edge of RD input after pointer 2 is 
specified. This bit is always zero in 
Channel B. 

D2 Transmit Buffer Empty — This bit is set 

whenever the transmit buffer is empty 
except when CRC characters are being 
sent in a synchronous mode. This bit is 
reset when the transmit buffer is loaded. 

This bit is set after an MPSC reset. 


SYNDET — In asynchronous modes, the 
operation of this bit is similar to the CD 
status bit, except that it shows the state of 
the SYNDET in put. Any High-to-Low 
transition on the SYNDET pin sets this 
bit, and causes an External/ Status inter- 
rupt (if enabled). The Reset Exter- 
nal/Status Interrupt command is issued 
to clear the interrupt. A Low-to-High 
transition clears this bit and sets the Ex- 
ternal/Status interrupt. When the Exter- 
nal/Status interrupt is set by the change 
in state of any other input or condition, 
this bit sh ows the inverted state of the 
SYNDET pin at time of the change. This 
bit must be read immediately following a 
Reset External/ Status Interrupt com- 
mand to read the current state of the 
SYNDET input. 


Clear to Send — th is bit contains the in- 
verted state of the CTS pin at the time of 
the last change of any o f tfye Exter- 
nal/Status bits (CD, CTS, Sync/Hunt, 
Break/ Abort, or Tx Un derr un/EOM). 
Any chan ge of state of the CTS pin causes 
the CTS bit to be latched and causes an 
External/ Status interrupt. This bit indi- 
cate s the inverse of the current state of 
the CTS pin immediately following a 
Reset External/Status Interrupt 
command. 


Break — m the Asynchronous Receive 
mode, this bit is set when a Break se- 
quence (null character plus framing error) 
is detected in the data stream. The Exter- 
nal/Status interrupt, if enabled, is set 
when break is detected. The interrupt ser- 
vice routine must issue the Reset Exter- 
nal/Status Interrupt command (WRO, 
Command 2) to the break detection logic 
so the Break sequence termination can be 
recognized. 


D3 Carrier Detect — This bit contains the 

state of the CD pin at the time of the last 
change of any of the External/ Status bits 
(CD, CTS, Sync/Hunt, Break/ Abort, or 
Tx Underrun/EOM). Any change of state 
of the CD pin causes the CD bit to be 
latched and causes an External/ Status in- 
terrupt. This bit indicates current state of 
the CD pin immediately following a Reset 
External/Status Interrupt command. 


The Break bit is res^t when the termination of the Break 
sequence is detected in the incoming data stream. The 
termination of the Break sequence also causes the Ex- 
ternal/Status interrupt to be set. The Reset Exter- 
nal/Status Interrupt command must be issued to enable 
the break detection logic to look for the next Break 
sequence. A single, extraneous null character is present 
in the receiver after the termination of a break; it should 
be read and discarded. 
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Read Register 1 (RR1) 


MSB LSB 



ged with this error. Once the overwritten 
character is read, this error condition is 
latched until reset by the Error Reset 
command. If the MPSC is in the “status 
affects vector” mode, the overrun causes 
a special Receive Error Vector. 

D6 Framing Error — in async modes , a one in 

this bit indicates a receive framing error. 
It can be reset by issuing an Error Reset 
command. 

Read Register 2 (RR2): 


DO 


D4 


D5 


All sent — this bit is set when all charac- 
ters have been sent, in asynchronous 
modes. It is reset when characters are in 
the transmitter, in asynchronous modes. 
In synchronous modes, this bit is always 
set. 


MSB LSB 

1 1 1 1 1 1 1 

V7 V6 V5 V4* V3* V2* VI* VO* 

I I I I I 1 1 

V J 


Interrupt 

Vector 


* Variable in 

Status Affects 

Vector Mode (WR1;D2) 


Parity Error — if parity is enabled, this bit 
is set for received characters whose 
parity does not match the programmed 
sense (Even/Odd). This bit is latched. 
Once an error occurs, it remains set until 
the Error Reset command is written. 


Receive Overrun Error — this bit indi- 
cates that the receive FIFO has been 
overloaded by the receiver. The last char- 
acter in the FIFO is overwritten and flag- 


Channel B 

Interrupt vector — contains the interrupt 
vector programmed into WR2. If the 
“status affects vector” mode is selected, 
it contains the modified vector. (See 
WR2.) RR2 contains the modified vector 
for the highest priority interrupt pending. 
If no interrupts are pending, the variable 
bits in the vector are set to one. 
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APPENDIX B 

MPSC-POLLED TRANSMIT/RECEIVE CHARACTER ROUTINES 


MPSC$RX$INIT: procedure 

(cmd$por t , 

clock$rate, stop$bits , par ity$ type, par ity$ enable , 
rx$char $ length , rx$ enable , auto$ enable , 



tx$char $ length , tx$ enable , dtr , brk , r ts) ; 

declare cmd$port 

byte, 

clock$ rate 

byte, 

stop$bits 

byte, 

par ity$ type 

byte, # 

par ity$enable 

byte, 

rx$char $length 

byte, 

rx$ enable 

byte, 

au to$enable 

byte, 

tx$char $length 

byte , 

tx$enable 

byte, 

dtr 

byte, 

brk 

byte, 

rts 

byte ; 

output (cmd$port) =3 OH ; 

/* channel reset */ 

output (cmd$ port) =14H ; 

/* point to WR4 */ 

/* set clock rate, stop bits, and parity information */ 

output (cmd$port) =shl (clock$rate , 6) or shl ( stop$bits , 2 ) or shl (par ity$type, 1) 


or par ity$enable ? 


output (cmd$port) =13H ; /* point to WR3 */ 

/* set up ieceiver parameters */ 

output (cmd$port) =shl (rx$char $length , 6) or rx$enable or shl (auto$enable , 5) ; 

output (cmd$port) =15H ; /* point to WR5 */ 

/* set up transmitter parameters */ 

output (cmd$port) =shl ( tx$char$length , 5) or shl ( tx$enable , 3) or shl(dtr,7) 
or shl(brk,4) or shl(rts,l); 


end MPSC$RX$INIT; 
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MPSC$POLL$RCV$CHARACTER: procedure (da ta$ port ,cmd$ port , character $ptr) by te ; 


declare data$port byte, 

cmd$port byte, 

character $ptr pointer, 

character based char ac ter $ptr byte, 

status byte; 


declare char$avail 
rcv$er ror 


literally 'l', 
literally '70H'; 


/* wait for input character ready */ 

while ( input (cmd$port) and char$avail) <> 0 do; end; 


/* check for errors in received character 
output (cmd$ port) =1; 

if ( status : =input (cmd$port) and rcv$error) 
then do; 

character = input (data$port) ; 
call RECEI VE$ERROR (cmd$port , status) ; 
return 0; 
end ; 

else do; 

character =input (data$port) ; 
return OFFH ; 
end ; 


V 

/* point to RRl */ 


/* read character to clear MPSC */ 

/* clear receiver errors */ 

/* error return - no character avail 


/* good return - character avail */ 


V 


end MPSC$POLL$RCV$CHARACTER ; 


MPSC $POLL$TRAN$CHARAC TER: procedure (data$por t ,cmd$ port , character ) ; 

declare data$port byte, 

cmd$port ^ byte, 

character byte; 

declare tx$buf fer $empty literally '4'; 

/* wait for transmitter buffer empty */ 

while not ( input (cmd$port) and tx$buf f er $empty) do; end; 

/* output character */ 
output (da ta$ port) =character ; 

end MPSC$POLL$TRAN$CHARACTER; 


RECEI VE$ERROR: procedure (cmd$port , status) ; 

declare cmd$port byte, 

status byte; 

dutput (cmd$port) =30H ; /* error reset */ 

/* other application dependent 

error processing should be placed here *** */ 

end RECEI VE$ERR0R; 
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TRANSMIT$BUFFER: procedur e ( buf $pt,r , buf $leng th) 
declare 

buf$ptr pointer, 

buf$length byte; 

/* set up transmit buffer pointer and buffer length in global variables for 
interrupt service */ 
tx$buf fer $ptr =buf $ptr ; 
tr ansmit $leng th=buf $length ; 

transmit $status=not$comple te ; /* setup status for not complete */ 

output (data$port) =transmit$buf fer (0 ) ? /* transmit first character */ 

transmit$index=l; i /* first character transmitted */ 

/* wait until transmission complete or error detected */ 
while transmi t$S tatus = not$complete do; end; 
if ' transmit$s tatus <> complete 
then return false; 
else return true; 

end TRANSMIT$BUFFER ; 


RECEIVE? BUFFER: procedure ( buf $ptr , buf $leng th$ptr ) ; 
declare 

buf$ptr pointer, 

buf $leng th$ptr pointer, 

buf$length based buf $length$ptr byte; 

/* set up receive buffer pointer in global variable for interrupt service */ 

rx$buf fer $ptr=buf $ptr ; 

receive$index=0; 

receive$status=not$complete ; /* set status to not complete */ 

/* wait until buffer received */ 
while receive$status = not$complete do; end; 
buf $leng th=r eceive$length ; f 

if receive$status = complete 
' then return true; 
else return false; 

end RECEI VE$BUFFER’; 
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MPSC?RECEIVE?CHARACTER$INT: procedure interrupt 22H; 

/* ignore input if no open buffer */ 
if receive$s tatus <> not$complete then return; 

/* check for receive buffer overrun */ 
if receive$ index = 128 

then receive?status=overrun; 
else do; 

/* read character from MPSC and place in buffer - note that the 
parity of the character must be masked off during this step if 
the character is less than 8 bits (e.g., ASCII) */ 
receive$buf fer ( receive$ index) , character =input (data$port) and 7FH ; 
receive?index=receive?index+l; /* update receive buffer index */ 

/* check for line feed to end line */ 
if character = line$feed 

then do; receive$length=receive$index; r ece ive?status=comple te ; end; 

end ; 

end MPSC$RECEI VE$CHARACTER$INT ; 


MPSC?TRANSMIT?CHARACTER?INT : procedure interrupt 20H; 

/* check for more characters to transfer */ 
if tr ansmit$index < , tr ansmit?leng th 
then do; 

/* write next character from buffer to MPSC */ 1 

output (data? port) =tr ansmit$buf fer ( transmit? index) ; 

transmit?index=transmit?index+l; /* update transmit buffer index */ 

end ; 

else transmit?status=comple te ; 
end MPSC?TRANSMIT?CHARACTER?INT; 


RECEIVE? ERROR? I NT : procedure interrupt 23H; 


declare 

temp byte; 

output (cmd?port) =1 ; 
r ece ive$s tatus = input (cmd?port) ; 
temp=input (data?por t) ; 
output (cmd?port) =error?reset; 


/* temporary character storage */ 

/* point to RRl */ 

/* discard character */ 

/* send error reset */ 


/* *** other application dependent 

error processing should be placed here *** */ 


end RECEI VE?ERROR?INT ; 


EXTERNAL? STATUS ?CHANGE?INT: procedure interrupt 21H; 

transmit?s tatus=input (cmd?por t) /* input status change information */ 

output (cmd?por t ) =reset? ex t$s tatus; 

/* *** other application dependent 

error processing should be placed here *** */ 

end EX TERNAL? STATUS ?CHANGE?INT; 
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APPENDIX C 

INTERRUPT-DRIVEN TRANSMIT/RECEIVE SOFTWARE 


declare' 

/* global variables for buffer manipulation */ 


rx$buf fer $ptr 
receive$buf fer 
receive$status 
receive$index 
receive$length 


pointer , 

based rx$buf fer $ptr (0.28 ) 
byte initial (0) , 
byte, 
byte, 


/* pointer to receive buffer */ 
byte, 

/* indicates receive buffer status */ 

/* current index into receive buffer */ 
/* length of final receive buffer */ 


tx$buf fer $ptr pointer, 

transmit$buf fer based tx$buf fer$ptr (128) 
transmit$status byte initial(O), 

transmit$index byte, 

transmit$length byte, 


/* pointer to transmit buffer */ 
byte, 

/* indicates transmit buffer status */ 

/* current index into transmit buffer * / 
/* length of buffer to be transmitted */ 


cmd$port 

data$port 

a$cmd$port 

b$cmd$por t 

line$feed 

not$complete 

complete 

overrun 


literally '43H * , 
literally "41H", 
literally '42H", 
literally '43H', 
literally ^OAH^ , 
literally 'O', 
literally "OFFH", 
literally '1' , 


channel$reset 
error $reset 
reset$ext$status 


literally 'IQH', 
literally '30H", 
literally "10H"? 
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MPSC$INT$INIT: procedure (clock$ rate , stop$ bits , par ity $ type , par ity $ enable , 

rx$char $ length , rx$ enable , auto$ enable , 
tx$char$ length , tx$ enable ,dtr,brk,rts, 
ext$en,tx$en,rx$en, sta t$af fee ts$ vector , 
conf ig , prior ity ,vector$int$mode, int$vector) ; 

declare 

clock$rate byte, 

stop$bits byte, 

parity$type byte, 

par ity$enable byte, 

rx$char $length byte, 

rx$enable byte, 

auto$enable byte, 

tx$char $length byte, 

tx$enable byte, 

dtr byte, 

brk byte, 

rts byte, 

ext$en byte, 

tx$en byte, 

rx$en byte, 

stat$af f $vector byte, 

config byte, 

priority byte, 

vector $int$mode byte, 

int$vector byte; 


output (b$cmd$port) =channel$reset ; /* channel reset */ 

output (b$cmd$port) =14H ; /* point to WR4 */ 

/* set clock rate, stop bits, and parity information */ 

output (b$cmd$port) =shl (clock$r ate , 6) or shl (stop$bits , 2) or shl (par ity$ type , 1) 
or par ity$enable ; 

output (b$cmd$port) = 13H ; /* point to WR3 */ 

/* set up receiver parameters */ 

output (h$cmd$port) =shl ( rx$char $length , 6) or rx$enable or shl (auto$enable , 5) ; 

output (b$cmd$port) =15H ; /* point to WR5 */ 

/* set up transmitter parameters */ 

output (b$cmd$port) =shl ( tx$char$lenqth , 5) or shl ( tx$enable , 3 ) or shl(dtr,7) 
or shl(brk,4) or shl(rts,l); 

output (b$cmd$port) =12H ; /* point to WR2 */ 

/* set up interrupt vector */ 
output (b$cmd$por t) = in t$ vector ; 

output (a$cmd$port) = 12H ; /* point to WR2 , channel A */ 

/* set up interrupt modes */ 

output (a$cmd$port) =shl (vector $int$mode , 3) or shl (pr ior ity , 2) or config; 

output (b$cmd$port) =11H ; /* point to WR1 */ 

/* set up interrupt enables */ 

outpu t ( b$cmd$port) =shl ( rx$en , 3 ) or shl ( stat$af f $vector , 2 ) or shl(tx$en,l) 
or ext$en; 

end MPSC$INT$INIT; 


/* 2-bit code for clock rate divisor */ 
/* 2-bit code for number of stop bits */ 
/* 1-bit parity type */ 

/* 1-bit parity enable */ 

/* 2-bit receive character length */ 

/* 1-bit receiver enable */ 

/* 1-bit auto ena.ble flag */ 

/* 2-bit transmit character length */ 

/* 1-bit transmitter enable */ 

/* 1-bit status of DTR pin */ 

/* 1-bit data link break enable */ 

/* 1-bit status of RTS pin */ 

/* 1-bit external/status enable */ 

/* 1-bit Tx interrupt enable */ 

/* 2-bit Rx interrupt enable/mode */ 

/* 1-bit status affects vector flag */ 

/* 2-bit system config - int/DMA */ 

/* 1-bit priority flag */ 

/* 3-bit interrupt mode code */ 

/* 8-bit interrupt type code */ 
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APPENDIX D 

APPLICATION EXAMPLE USING SDK-86 


This application example shows the 8274 in a simple 
iAPX-86/88 system. The 8274 controls two separate 
asynchronous channels using its internal interrupt con- 
troller to request all data transfers. The 8274 driver 
software is described which transmits and receives data 
buffers provided by (he CPU. Also, status registers are 
maintained in system memory to allow the CPU to 
monitor progress of the buffers and error conditions. 

THE HARDWARE INTERFACE 

Nothing could be easier than the hardware design of an 
interrupt-driven 8274 system. Simply connect the data 
bus lines, a few bus control lines, supply a timing clock 
for baud rate and, voila, it’s done! For this example, the 
ubiquitous SDK-86 is used as the host CPU system. The 
8274 interface is constructed on the wire-wrap area 
provided. While discussing the hardware interface, 
please refer to Diagram 1. 

Placing the 8274 on the lower 8 bits of the 8086 data bus 
allows byte-wide data transfers at even I/O addresses. 
For simplicity, the 8274’s CS/ input is generated by 
combining the M-IO/ select line with address line A7 via 
a 7432. This places the 8274 adless range in multiple 
spots within the 8086 I/O address space. (While fine for 
this example, a more complete address decoding is 
recommended for actual prototype systems.) The 
8086’s A1 and A2 address lines are connected to the AO 
and A1 8274 register select inputs respectively. Al- 
though other port assignments are possible because of 
the overlapping address spaces, the following I/O port 
assignments are used in this example: 

Port Function I/O Address 

Data channel A 0000H 

Command/status A 0002H 

Data channel B 0004H 

Command/ status B 0006H 

To connect the 8274’s interrupt controller into the sys- 
tem an inverter and pull-up resistor are needed to con- 
vert the 8274’s active-low, interrupt-request output, 
IRQ, into the correct polarity for the 8086 ’s INTR 
interrupt input. The 8274 recognizes interrupt- 
acknowledge bus cycles by connecting the INTA 
(INTerrupt Acknowledge) lines of the 8274 and 8086 
together. 


The 8274 ReaD and WRite lines directly connect to the 
respective 8086 lines. The RESET line requires an in- 
verter. The system clock for the 8274 is provided by the 
PCLK (peripheral clock) output of the 8284A clock 
generator. 

On the 8274’s serial side, traditional 1488 and 1489 
RS-232 drivers and receivers are used for the serial 
interface. The onboard baud rate generator supplies the 
channel baud rate timing. In this example, both sides of 
both channels operate at the same baud rate although 
this certainly is not a requirement. (On the SDK-86, the 
baud rate selection is hard- wired thru jumpers. A more 
flexible approach would be to incorporate an 8253 Pro- 
grammable Interval Timer to allow software- 
configurable baud rate selection.) 

That’s all there is to it. This hardware interface is 
completely general-purpose and supports all of the 8274 
features except the DMA dqta transfer mode which 
requires an external DMA controller. Now let’s look at 
the software interface. 


SOFTWARE INTERFACE 

In this example, it is assumed that the 8086 has better 
things to do rather than continuously run a serial chan- 
nel. Presenting the software as a group of callable pro- 
cedures lets the designer include them in the main body 
of another program. The interrupt-driven data transfers 
give the effect that the serial channels are handled in the 
background while the main program is executing in the 
foreground. There are five basic procedures: a serial 
channel initialization routine and buffer handling 
routines for tjhe transmit and receive data buffers of 
each channel. Appendix D-l shows the entire software 
listing. Listing line numbers are referenced as each 
major routing is discussed. 

The channel initialization routine (INITIAL 8274), 
starting with line #203, simply sets each channel into a 
particular operating mode by loading the command reg- 
isters of the 8274. In normal operation, once these 
registers are loaded, they are rarely changed. (Although 
this example assumes a simple asynchronous operating 
mode, the concept is easily extended for the byte- and 
bit- synchronous modes.) 
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PROM 

DECODE LOGIC 


PROM PROM RAM RAM 

2316E 231 6E 2142x2 2142x2 

EXPANSION EXPANSION EXPANSION EXPANSION 

SOCKET SOCKET SOCKETS SOCKETS 


BAUD RATE 
GENERATOR 



KEYBOARD { QQQQ QQ 


(FOR DETAILED DESCRIPTION ON SDK-86, REFER TO SDK-86 MCS-86 SYSTEM DESIGN KIT 
ASSEMBLY MANUAL.) 


SDK-86 

EXPANSION 

BUS 




Figure D-1. 8274/SDK-86 Hardware Interface 
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The channel operating modes are contained in two 
tables starting with line #163. As the 8274 has only one 
command register per channel, the remaining seven 
registers are loaded indirectly through the WRO (Write 
Register 0) register. The first byte of each table entry is 
the register pointer value which is loaded into WRO and 
the second byte is the value for that particular register. 

The indicated modes set the 8274 for asynchronous 
operation with data characters 8 bits long, no parity, 
and 2 stop bits. An X 16 baud rate clock is assumed. Also 
selected is the “interrupt on all RX character” mode 
with a variable interrupt vector compatible with the 
8086/8088. The transmitters are enabled and all model 
control lines are put in their active state. 

In addition to initializing the 8274, this routine also sets 
up the appropriate interrupt vectors. The 8086 assumes 
the first IK bytes of memory contain up to 256 separate 
interrupt vectors. On the SDK-86 the initial 2K bytes of 
memory is RAM and therefore must be initialized with 
the appropriate vectors. (In a prototype system, this 
initial memory is probably ROM, thus the vector set-up 
is not needed.) The 8274 supplies up to eight different 
interrupt vectors. These vectors are developed from 
internal conditions such as data requests, status 
changes, or error conditions for each channel. The in- 
itialization routine arbitrarily assumes that the initial 
8274 vector Corresponds to 8086 vector location 80H 
(memory location 200H). This choice is arbitrary since 
the 8274 initial vector location is programmable. 

Finally, the initialization routine sets up the status and 
flag in RAM. The meaning and use of these locations are 
discussed later. 

Following the initialization routine are those for the 
transmit commands (starting with line #268). These 
commands assume that the host CPU has initialized the 
publically declared variables for the transmit buffer 
pointer, TX_POINTER_CHx, and the buffer length, 
TX_LENGTH_CHx. The transmit command routines 
simply clear the transmitter empty flag, TX EMPTY 
CHx, and load the first character of the buffer into the 
transmitter. It is necessary to load the first character in 
this manner since transmitter interrupts are generated 
only when the 8274’s transmit data buffer becomes 
empty. It is the act of becoming empty which generates 
the interrupt not simply the buffer being empty, thus the 
transmitter needs one character to start. 

The host CPU can monitor the transmitter empty flag, 
TX_EMPTY_CHx, in order to determine when trans- 
mission of the buffer is complete. Obviously, the CPU 
should only call the command routine after first check- 
ing that the empty flag is set. 


After returning to the main program, all transmitter 
data transfers are handled via the transmitter-interrupt 
service routines starting at lines #360 and #443. These 
routines start by issuing an End-Of-Interrupt command 
to the 8274. (This command resets the internal- 
interrupt controller logic of the 8274 for this particular 
vector and opens the logic for other internal interrupt 
requests. The routines next check the length count. If 
the buffer is completely transmitted, the transmitter 
empty flag,TX_EMPTY_CHx, is set and a command is 
issued to the 8274 to reset its interrupt line. Assuming 
that the buffer is not completely transmitted, the next 
character is output to the transmitter. In either case, an 
interrupt return is executed to return to the main CPU 
program. 

The receiver commands start at line #314. Like the 
transmit commands, it is assumed that the CPU has 
initialized the receive-buffer-pointer public variable, 
RX_POINTER_CHx. This variable points to the first 
location in an empty receive buffer. The command 
routines clear the receiver ready flag, RX_READY- 
_CHx, and then set the receiver enable bit in the 8274 
WR3 register. With the receiver now enabled, any 
received characters are placed in the receive buffer 
using interrupt-driven data transfers. 

The received data service routines, starting at lines 
#402 and #485, simply place the received character in 
the buffer after first issuing the EOI command. The 
character is then compared to an ASCII CR. An ASCII 
CR causes the routine to set the receiver ready flag, 
RX_READY_CHx, and to disable the receiver. The 
CPU can interrogate this flag to determine when the 
buffer contains a new line of data. The receive buffer 
pointer, RX_POINTER_CHx, points to the last 
received character and the receive counter, RX- 
_COUNTER_CHx, contains the length. 

That completes our discussion of the command routines 
and their associated interrupt service routines. Al- 
though not used by the commands, two additional ser- 
vice routines are included for completeness. These 
routines handle the error and status-change interrupt 
vectors. 

The error service routines, starting at lines #427 and 
#510, are vectored to if a special receive condition is 
detected by the 8274. These special receive conditions 
include parity, receiver overrun, and framing errors. 
When this vector is generated, the error condition is 
indicated in RR1 (Read Register 1). The error service 
routine issues an EOI command, reads RR1 and places 
it in the ERROR_MSG_CHx variable, and then issues 
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a reset error command to the 8274. The CPU can moni- 
tor the error message location to detect error condi- 
tions. The designer, of course, can supply his own error 
service routine. 

Similarily, the status-change routines (starting lines 
#386 and #469) are initiated by a change in the modem- 
control status lines CTS/, CD/, or SYNDET/. (Note 
that WR2 bit 0 controls whether the 8274 generates 
interrupts based upon changes in these lines. Our WR2 
parameter is such that the 8274 is programmed to ignore 
changes for these inputs.) The service routines simply 

8274 APPLICATION BRIEF PROGRAM 

MCS-86 HfiCRO ASSEMBLER ASYNCB 


ISI5-II HCS-86 MACRO ASSEMBLER V2. 1 ASSEMBLY OF MODULE ASYNCB 
OBJECT MODULE PLACED IN FI. ASYNCB. OBJ 
ASSEMBLER INVOKED BY: ASH86 .Fi. ASYNCB. SRC 


read RRO, place its contents in the STATUS-MSG- 
_CHx variable and then issue a reset external status 
command. Read Register 0 contains the state of the 
modem inputs at the point of the last change. 

Well, that’s it. This application example has presented 
useful, albeit very simple, routines showing how the 
8274 might be used to transmit and receive buffers using 
an asynchronous serial format. Extensions for byte- or 
bit-synchronous formats would require no hardware 
changes due to the highly programmable nature of the 
8274’s serial formats. 


LOC OBJ LINE SOURCE 


2 i * ♦ 

3 ;* 8274 APPLICATION BRIEF PROGRAM * 

4 * 

5 ;* * 

6 i* * 

7 ;* THE 8274 IS INITIALIZED FOR SIMPLE ASYNCHRONOUS SERIAL * 

8 >* FORMAT AND VECTORED INTERRUPT-DRIVEN DATA TRANSFERS. * 

9 j* THE INITIALIZATION ROUTINE ALSO LOADS THE 8886'S INTERRUPT * 

18 ;* VECTOR TABLE FROM THE CODE SEGMENT INTO LOW RAM ON THE * 

11 ;* SDK-86. THE TRANSMITTER AND RECEIVER ARE LEFT ENABLED. * 

12 ;* * 

13 }* FOR TRANSMIT, THE CPU PASSES IN MEMORY THE POINTER OF A * 

14 ,* BUFFER TO TRANSMIT AND THE BYTE LENGTH OF THE BUFFER. * 

15 ;* THE DATA TRANSFER PROCEED USING INTERRUPT-DRIVEN TRANSFERS. * 

16 ,* A STATUS BIT IN MEMORY IS SET HHEN IF BUFFERS IS EMPTY. * 

17 i* * 

18 ;* FOR RECEIVE, THE CPU PASSES THE POINTER OF A BUFFER TO FILL. * 

19 i* THE BUFFER IS FILLED UNTIL A 'CR_CHR' CHARACTER IS RECEIVED. * 

28 )* A STATUS BIT IS SET AND THE CPU MAY READ THE RX POINTER TO * 

21 ; * DETERMINE THE LOCATION OF THE LAST CHARACTER. * 

22 i* * 

23 i* ALL ROUTINES ARE ASSUMED TO EXIST IN THE SAME CODE SEGMENT. * 

24 ;* CALL'S TO THE SERVICE ROUTINE^ ARE ASSUMED TO BE “SHORT- OR * 

25 i* INTRASEGMENT (ONLY THE RETURN ADDRESS IP IS ON THE STACK). * 

26 ;* * 

27 i* * 

28 ;* * 

29 i* * 
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ICS-86 MACRO ASSEMBLER 

ASVNCB 



OC OBJ 

LINE 

SOURCE 



31 




32 

NAME ASVNCB .MODULE NAME 


33 




34 

; PUBLIC DECLARATIONS FOR COMMAND ROUTINES 


35 




36 

PUBLIC INITIAL_8274 

. INITIALIZATION ROUTINE 


37 

PUBLIC TX_C0MMAND_CH6 

.TX BUFFER COMMAND CHANNEL B 


38 

PUBLIC TX_.CQMMRND_.CHA 

■TX BUFFER COMMAND CHANNEL A 


39 

PUBLIC RX.COMMAND-CHB 

..RX BUFFER COMMAND CHANNEL B 


40 

PUBLIC RX-COMMAND_CHA 

.RX BUFFER COMMAND CHANEL A 


41 




42 

.■PUBLIC DECLARATIONS FOR STATUS 

VARIABLES 


43 




44 

PUBLIC RX_READV_CHB 

.RX READY FLAG CHB 


45 

PUBLIC RX_READY_CHA 

.RX REFOV FLAG CHA 


46 

PUBLIC TX.EMPTV.CHB 

.TX EMPTY FLAG CHB 


47 

PUBLIC TX-EMPTV.CHA 

.TX EMPTY FLAG CHA 


48 

PUBLIC RX_COUNT_CHB 

. RX BUFFER COUNTER CHB 


49 

PUBLIC RX_.C0UNT_.CHA 

•RX BUFFER COUNTER CHA 


50 

PIM.IC EP.ROR_MSG_CHB 

. ERROR’ FLAG CHB 


51 

PUBLIC ERROR_MSG_CHA 

.ERROR FLAG CHA 


52 

PUBLIC STATUS_MSG_CHB 

•STATUS FLAG CHB 


53 

PUBLIC STATUS.MSG.CHA 

.STATUS FLAG CHA 


54 




55 

.PUBLIC DECLARATIONS FOR VARIABLES PASSED TO THE TRANSMIT 


56 

•AND RECEIVE COMMANDS. 



57 




58 

PUBLIC TX.POINTER.CHB 

.TX BUFFER POINTER FOR CHB 


59 

PUBLIC TX_LENGTH_CHB 

.TX LENGTH OF BUFFER FOR CHB 


66 

PUBLIC TX_POINTEP_CHR 

.TX BUFFER POINTER FOR CHA 


61 

PUBLIC TX_LENGTH_CHA 

•TX LENGTH OF BUFFER FOP CHA 


62 

PUBLIC RX-POINTER-CHB 

•RX BUFFER POINTER FOR CHB 


63 

PUBLIC RX_PO INTER _CHA 

.RX BUFFER POINTER FOR CHA 


64 




65 

. I/O PORT ASSIGNMENTS 



66 




67 

.CHANNEL A PORT ASSIGNMENTS 



68 



8000 

69 

DATA_PORT_CHA EQU 

0 . DATA I/O PORT 

0082 

76 

COMMAND-PORT.CHA , EQU 

2 • COMMAND PORT 

0002 

71 

STATUS-PORT.CHA EQU 

COMMAND_PORT-CHA -STATUS PORT 


72 




73 

• CHANNEL B PORT ASSIGNMENTS 



74 



0004 

75 

OATA_PORT_CHB EQU 

4 -DATA I/O PORT 

0006 

76 

COMMAND_PORT_CHB EQU 

6 . COMMAND PORT 

0006. 

77 

STATUS_PORT_CHB EQU 

COMHfiND_PORT_CHB .STATUS PORT 


78 




79 

• MISC SYSTEM EQUATES 



88 



0800 

81 

CR.CHR EQU ODH 

■ASCII CP CHARACTER CODE 

0208 

82 

INL.TABLE_.6ASE EQU 206H 

. I NT VECTOR BASE AC-DRESS 

0500 

83 

CODE-START EQU 500H 

. START LOCATION FOP COC€ 


84 




35 +1 

REJECT 



86 




87 

■ RAM ASSSIGNMENTS FOR’ DATA SEGMENT 


88 



— 

89 

DATA SEGMENT 



96 
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MCS-86 MACRO ASSEMBLER 

ASVNCB 




LOG OBJ 

LIME 

SOURCE 




91 

, VECTOR INTERRUPT TABLE 

- ASSUME INITIAL 8274 INTERRUPT 


92 

. VECTOR IS NUMBER 80 (C-200H;* 

FOP EACH VECTOR. THE TABLE 


95 

• CONTAINS START LOCATION AND CODE SEGMENT REGISTER VALUE 


94 

■ THE TABLE IS LOADED FROM PROM 



95 




0200 

96 

ORG INT.TABLE.BASE 



97 




0209 0000 

98 

TX.VECTOR.CHB DM 

0 

■ TX INTERRUPT VECTOR FOR CHB 

0202 0000 

99 

TX.CS.CHB DM 

0 



100 




0204 0000 

101 

STS.VECTOF.CHB DM 

0 

• STATUS INTERRUPT VECTOR' FOR' CHB 

0206 0000 

102 

STS.CS.CHB DM 

0 



195 




0208 0000 

104 

RX.VECTOR.CHB DM 

0 

/ PX INTERRUPT VECTOR FOP CHB 

020A 0000 

105 

PX-CS.CHB DM 

0 



106 




020C 0000 

107 

ERR-VECTOPJIHB DM 

0 

■ ERROR INTERRUPT VECTOR FOR CHB 

020E 0000 

108 

ERR.CS.CHB DM 

0 



109 




0210 0000 

110 

TX_VECTOR_CHR DM 

0 

• TX INTERRUPT VECTOR FOR CHfl 

0212 0000 

111 

TX_CS_CHA DM 

0 



112 




0214 0000 

115 

STS_VECTOR_CHA DM 

0 

•STATUS INTERRUPT VECTOR FOR CHA 

0216 0000 

114 

STS.CS.CHA DM 

0 



115 



\ 

0218 0000 

116 

RX_VECTOR_CHA DU 

0 

.RX INTERRUPT VECTOR FOP CHA 

021A 0000 

117 

RX_CS.CHA dm 

0 



118 




021C 0000 

119 

ERP_VECTOR_CHA DM 

0 

■ERROR INTERRUPT VECTOR FOR CHA 

021E 0000 

120 

ERP_CS_CHA DM 

0 



121 





122 

/ MI SC' RAM LOCATIONS FOP CHANNEL STATUS AND POINTERS 


125 





124 

, CHANNEL B POINTERS AND STATUS 



125 




0220 0000 

126 

TX_POINTER_CHB DM 

0 

■TX BUFFER POINTER FOR CHB 

0222 0000 

127 

TX.LENGTH.CHB DM 

0 

/TX BUFFER LENGTH FOR CHB 

0224 0000 

128 

RX_POINTER_CHB DM 

0 

/RX BUFFER POINTER FOR CHB 

0226 0000 

129 

RX.COUNT.CHB DM 

0 

•RX LENGTH COUNTER FOP CHB 

0228 00 

150 

TX_EMPTV_CHB DB 

0 

/TX DONE FLAG 

0229 00 

151 

RX.READV-CHB DB 

0 

• READY FLAG '(I IF CR.CHR RECEIVED- ELSE i 

022A 00 

152 

STATUS_MSG_CHB DB 

8 

■STATUS CHANGE MESSAGE 

022B 00 

155 

ERROR.MSG.CHB DB 

0 

• ERROR STATUS LOCATION -0 IF NO ERROR’ 1 


154 





155 

^CHANNEL A POINTERS AND STATUS 



156 




022C 0000 

157 

TX_POINTER_CHA DM 

0 

/TX BUFFER POINTER FOR CHA 

022E 0000 

158 

TX_LENGTH_CHA DM 

0 

/TX BUFFER LENGTH FOR CHA 

0250 0000 

159 

RX_POINTEP_CHA DM 

0 

•RX BUFFER POINTER FOR CHA 

0252 0080 

140 

RX_COUNT_CHA DM 

0 

/RX LENGTH COUNTER FOR CHA 

0254 08 

141 

TX..EMPTY_CHA DB 

0 

•TX DONE FLAG 

0255 00 

142 

RX_READY_CHA DB 

0 

•READY FLAG <1 IF CR.CHR RECEIVED. ELSE 

0256 00 

145 ' 

STATUS-MSG.CHA DB 

0 

/STATUS CHANGE MESSAGE 

0257 00 

144 

ERROR.MSG.CHB DB 

0 

• ERROR STATUS LOCATION <8 IF NO ERROR.- 


145 




— 

146 

DATA ENDS 




147 





148 +1 

REJECT 
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MCS-86 MACRO ASSEMBLER ASVNCB 


LOC OBJ 


LINE 


SOURCE 


149 

150 

151 

152 
152 

154 

155 

156 
15? 

158 

159 

160 


ABC SEGMENT 

ASSUME CS . ABC, DS . DATA, SS . DATA 
ORG CODE-START 

. **)|<++*++* ) |t*)|t*+.+**)* l +.* ) |(**+***+-.tif:**++:^*++***>f*+*+**++**+++>|c+++>f**+* 
;* * 

,* PARAMETERS FOR CHANNEL INITIALIZATION * 

,* * 

;*********)Mt**^*^*******************+************+.JMt+*******+** 

, CHANNEL B PARAMETERS 



161 




162 

, WR1 - 

INTERRUPT ON ALL RX CHR, VARIABLE INT VECTOR, TX 

0500 01 

162 

CMDSTRB DB 

1, 16H 

0501 16 

164 

, HR2 - 

INTERRUPT VECTOR: 

0502 02 

165 

DB 

2, ( INTJTABLE-BASE/4.* 

0502 88 

166 

;WR2 - 

RX 8 BITS/CHR, RX DISABLE 

0504 62 
8505 C0 

16? 

DB 

2, 0C8H 

168 

• NR4 - 

X16 CLOCK, 2 STOP BITS. NO PARITY 

0506 04 

169 

DB 

4, 4CH 

0507 4C 

1?0 

,HR5 - 

DTR ACTIVE, TX 8 BITS/CHR, TX ENABLE, RTS ACTIVE 

0588 05 
8589 EA 

1?1 

DB 

5,0EAH 


172 

,HR6 AND HR? NOT REQUIRED FOR ASYNC 

058A 08 

172 

DB 

0,0 

0588 08 

174 




175 

, CHANNEL A PARAMETERS 


176 




177 

;HRi - 

INTERRUPT ON ALL RX CHR, TX INT ENABLE 

050C 01 

178 

CMDSTRA DB 

1, 12H 

050D 12 

179 

;HR2 - 

VECTORED INTERRUPT FOR 8086 

050E 82 

188 

DB 

2, 20H 

050F 20 

181 

,HR2 - 

RX 8 BITS/CHR, RX DISABLE 

0510 02 

182 

DB 

2,0C0H 

0511 C0 

182 

,UR4 - 

X16 CLOCK, 2 STOP BITS, NO PARITY 

0512 04 

184 

DB 

4, 4CH 

0512 4C 

185 

,WR5 - 

DTR ACTIVE, TX 8 BITS/CHR. TX ENABLE. RTS ACTIVE 

8514 05 
0515 EA 

186 

DB 

5, 0EAH 


187 

,WR6 AND HR? NOT REQUIRED FOR ASYNC 

0516 00 

188 

DB ' 

0,0 

0517 08 

189 




190+1 IEJECT 
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ICS-86 MACRO ASSEMBLER 

ASVNCB 





LOC OBJ 

LINE 

SOURCE 





191 






192 

. START OF COMMAND ROUTINES 



193 






194 

i *****+*+************i(<******if * ***** +** ****** ******* ***** ********* 


195 

,* 



* 


196 

.* 

INITIALIZATION COMMAND FOR THE 8274 - THE 8274 * 


197 

.* 

IS SETUP ACCORDING TO THE PARAMETERS STORED IN * 


198 

,* 

PROM ABOVE STARTING AT CMSTRB FOR CHANNEL B AND * 


199 

.* 

CMSTRA FOP CHANNEL A 

* 


206 

.* 



* 


201 

.t******************************************^*************^*^ 


202 





0518 

203 

INITIAL_8274. 




204 


•COPV INTERRUPT VECTOR IP fit® CS VALUES FROM PROM TO PAH 

&518 C70600028806 

285 


MOV 

TX-VECTOR-CHB. OFFSET XNTIHB .TX DATA VECTOR CHB 

051E 8C0E0202 

206 


MOV 

TX-cs-om cs 


0522 C78604023506 

207 


MOV 

STS-VECTOR-CHB. OFFSET STAINB .STATUS VECTOR CHB 

0528 8C0E0602 

208 


MOV 

STS_CS_CHB. CS 


052C C70608024906 

209 


MOV 

RX.VECTOR-CHB. OFFSET PCVINB .RX DATA VECTOR CHB 

0532 8C0E0A02 

210 


MOV 

RX-CS-CHB. CS 


0536 C7060C027706 

211 


MOV 

ERR-VECTOR.CHB. OFFSET ERRINB .ERROR VECTOR CHB 

053C 8C0E0A82 

212 


MOV 

RX-CS-CHB. CS 


0540 C70610028C06 

213 


MOV 

TX-VECTOR-CHA. OFFSET XMTINA .TX DATA VECTOR CHA 

0546 8C8E1202 

214 


MOV 

TX-CS-CHA. CS 


054A C7061402B906 

215 


MOV 

STS-VECTOR-Cm. OFFSET STAINA .STATUS VECTOR CHA 

8550 8C0E1682 

216 


MOV 

STS-CS-CHA. CS 


0554 C7061802CD66 

217 


MOV 

RX_VECTOR_CHA. OFFSET RCVINA jRX DATA VECTOR CHA 

055A 8C0E1A82 

218 


MOV 

RX-CS-CHA. CS 


855E C7061C82FB06 

219 


MOV 

ERR-VECTOR-CHA. OFFSET ERRINA .ERROR VECTOR CHA 

0564 8C0E1E02 

220 


MOV 

ERR-CS-CHA. CS 



221 






222 

.COPY SETUP TABLE PARAMETERS INTO 8274 



223 





0568 BF0065 

224 


MOV 

DI. CFFSET CMDSTRB 

. INITIALIZE CHB 

056B BA0600 

225 


MOV 

DX. COMMAND-POPT-CHB 


056E E82E00 

226 


CALL 

SETUP 

.COPY CHB PARAMETERS 

0571 BF0C05 

227 


MOV 

DI. OFFSET CMBSTRA 

. INITIALIZE CHA 

0574 BA8280 

228 


MOV 

DX. COMMAND_PORT_CHA 


0577 E82500 

229 


CALL 

SETUP 

.COPY CHA PARAICTERS 


230 






231 

. INITIALIZE STATUS BYTES AND FLAGS 



232 





057A B80800 

233 


MOV 

AX. 0 


057D A22B02 

234 


MOV 

ERROR-MSG-CHB. AL 

; CLEAR ERROR FLAG CHB 

0580 A23702 

235 


MOV 

ERROR_MSG_CHA. AL 

.CLEAR ERROR FLAG CHA 

0583 A22A02 

236 


MOV 

STATUS-MSG.CHB. AL 

.CLEAR STATUS FLAG CHB 

0586 A23602 

237 


MOV 

STATUS-MSG-CHA. AL 

•CLEAR STATUS FLAG CHA 

0589 A32602 

238 


MOV 

RX-COUNT-CHB, AX 

.CLEAR RX COUNTER CHB 

058C A33282 

239 


MOV 

RX-COUNT-CHA. AX 

.CLEAR RX COUNTER CHA 

058F B001 

240 


MOV 

AL. 1 


0591 A22902 

241 


MOV 

rx_ready_chb. al 

.SET RX DONE FLAG CHB 

0594 A23502 

242 


MOV 

RX_READY_CHA. AL 

.SET RX DONE FLAG CHA 

0597 A22802 

243 


rev 

TX-EMPTY-CHB. AL 

.SET TX DONE FLAG CHB 

059A A23402 

244 


MOV 

TX_EMPTY_CHA. AL 

■SET TX DONE FLAG CHA 

0590 FB 

245 


STI 


•ENABLE INTERRUPTS 

059E C3 

246 


RET 


.RETURN - DONE WITH SETUP 


247 





059F 8A05 

248 

SETUP 

ICV 

AL. CDI3 

. PARAMETER COPYING ROUTINE 

05A1 3C06 

249 


CMP 

AL 0 


05A3 7404 

256 


JE 

DONE 
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LOC OBJ 

LINE 

SOURCE 



05A5 EE 

251 


OUT 

DX, AL 

05A6 47 

252 


INC 

DI 

05A7 EBF6 

252 


JMP 

SETUP 

05A9 C2 

254 

DONE. 

RET 



255 





256 +1 

♦EJECT 




05C8 


257 

258 

259 
269 
261 
262 
262 

264 

265 


.OUTPUT PARAMETER 
, POINT AT NEXT PARAMETER 
: GO LOAD IT 
■DONE - SO RETURN 


.■ * TX CHANNEL B COMMAND ROUTINE - ROUTINE IS CALLED TO * 
, * TRANSMIT A BUFFER THE BUFFER STARTING ADDRESS * 
,* TX-POINTER.CHB, AND THE BUFFER LENGTH, TX.LENGTH.CHB, * 
,* MUST BE INITIALIZED BV THE CALLING PROGRAM. * 
,* BOTH ITEMS ARE WORD VARIABLES. * 


1 

266 

267 

; *>w*********** 

****> 


05AA 

268 

TX.COMMAND.CHB. 



05AA 50 

269 

PUSH 

AX 

, SAVE REGISTERS 

05AB 57 

270 

PUSH 

DI 


05AC 52 

271 

PUSH 

DX 


05AD C606280200 

272 

MOV 

TX-EMPTV.CHB, 0 , CLEAR EMPTY FLAG 

85B2BA0408 

272 

, MOV 

DX, 

DATA.PORT.CHB , SETUP PORT POINTER 

05B5 8B2E2802 

274 

MOV 

DI, 

TX-POINTER.CHB ,GET TX BUFFER POINTER CHB 

85B9 8A85 

275 

MOV 

AL, 

EDI 3 ,GET FIRST CHARACTER TO TX ' 

05B6 EE 

276 

OUT 

DX, 

AL , OUTPUT IT TO 8274 TO GET IT STARTED 

85BC 5A 

277 

POP 

DX 


05BD 5F 

278 

POP 

DI 


05BE 58 

279 

POP 

AX 


05BF C2 

288 

RET 


, RETURN 


281 

282 

282 

284 

285 

286 

287 

288 

289 

290 

291 

292 


TX CHANNEL A COMMAND. ROUTINE - ROUTINE IS CALLED TO 
TRANSMIT A BUFFER. THE BUFFER STARTING ADDRESS, 
TX.POINTER.CHA, AND THE BUFFER LENGTH, TX_LENGTH_CHA, 
MUST BE INITIALIZED BV THE CALLING PROGRAM. 

BOTH ITEMS ARE WORD VARIABLES. 


TX-COMMAND.CHA. 


05C0 50 

292 

PUSH 

AX i SAVE REGISTERS 

05C1 57 

294 

PUSH 

DI 

05C2 52 

295 

PUSH 

DX 

05C2 C606340200 

2% 

MOV 

TX_EMPTY_CHA, 0 ; CLEAR EMPTY FLAG 

05C8 BA8000 

297 

MOV 

DX, DATA-PORT..CHA , SETUP PORT POINTER 

05CB 8B2E2C02 

298 

MOV 

DI, TX_POINTER-CHA ;GET TX BUFFER POINTER CHA 

05CF 8A05 

299 

MOV 

AL, EDI] ,GET FIRST CHARAC:TER TO TX 

05D1 EE 

200 

OUT 

DX, AL ; OUTPUT IT TO 8274 TO GET IT STARTED 

05D2 5A 

201 

POP 

DX 

05D2 5F 

202 

POP 

DI 

05D4 58 

202 

POP 

AX 

05D5C3 

204 

RET 

i RETURN 


205 

206 

207 

208 

209 

210 


* * 
,* RX COMMAND FOR CHANNEL B - THE CALLING ROUTINE MUST * 

,* INITIALIZE RX.POINTER.CHB TO POINT AT THE RECEIVE * 

,* BUFFER BEFORE CALLING THIS ROUTINE * 
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LOC OBJ LINE SOURCE 


311 ,* * 


212 .*******m*w**w************iMt*+**+************+**********+*+** 

313 


05D6 

314 

PX_CGMMAND_CHB 



05D6 50 

' 315 

PUSH 

AX 

■SAVE REGISTERS 

05D7 52 

316 

PUSH 

DX 


05D8 C606290280 

317 

MOV 

RX_READV_CHB. 

0 .-CLEAR RX READV FLAG 

05DD C70626020000 

318 

MOV 

RX_COUNT_CHB. 

8 -CLEAR RX COUNTER 

05E3 BA0600 

319 

MOV 

DX, COMHAND.PORT_CHB .-POINT AT COMMAND PORT 

05E6 B063 

320 

MOV 

AL, 3 

, SET UP FOR MP3 

05E8 EE 

321 

OUT 

DX. AL 


05E9 B0C1 

322 

MOV 

AL 0C1H 

,WR3 - 8 BITS/CHP. ENABLE RX 

05EB EE 

323 

OUT 

DX. AL 


05EC 5A 

324 

POP 

DX 


05ED 58 

325 

POP 

AX 


05EE C3 

326 

RET 


, RETURN 


327 

328 


329 ,* * 

338 ,* RX COMMAND FOR CHANNEL ft - THE CALLING ROUTINE MUST * 

331 ,* INITIALIZE RX_POINTER_CHA TO POINT fiT THE RECEIVE * 

332 .* BUFFER BEFORE CALLING THIS ROUTINE * 

333 , * * 


334 , *♦♦♦♦******♦♦*****♦********+♦♦♦♦**♦♦********♦***+******+*♦♦+♦♦** 

335 


05EF 

336 

RX-COMHAND-CHA 



05EF 58 

337 

PUSH 

RX 

.SAVE REGISTERS 

05F0 52 

338 

PUSH 

DX 


05F1 C606350200 

339 

MOV 

RX-READYJm 

0 .CLEAR RX READV FLAG 

05F6 C70632020000 

340 

MOV 

RX.COUNT.CHA, 

0 , CLEAR RX COUNTER 

05FC BA0208 

341 

MOV 

DX, COMMAND.PORT.CHA .POINT AT COMMAND PORT 

05FF B003 

342 

MOV 

AL, 3 

, SET UP FOR WR3 

0601 EE 

343 

OUT 

DX, AL 


0682 B0C1 

344 

MOV 

AL, 0C1H 

,HR3 - 8 BITS/CHR. ENABLE RX 

0604 EE 

345 

OUT 

DX, AL 


0685 5A 

346 

POP 

DX 


0606 58 

347 

POP 

AX 


0607 C3 

348 

RET 


; RETURN 


349 

358 +1 REJECT 



351 

352 

, ****** 


»|e3|n|c4u|c9|o|c4c3|(3|c9|c3|c4c9|n|e9|c3ic4c: 




353 

i* 




* 


354 

,* 


START OF INTERRUPT SERVICE ROUTINES 

* 


355 

)* 




* 


356 

, **************************************************************** 


357 







358 

, CHANNEL B TRANSMIT DATA SERVICE ROUTINE 



359 






0688 52 

360 

XMTINB. 

PUSH 

DX 

, SAVE REGISTERS 


0689 57 

361 


PUSH 

DI 



060A 50 

362 


PUSH 

AX 



060B E80201 

363 


CALL 

EOI 

•SEW) EOI COMMAND TO 8274 


060E FF062002 

364 


INC 

TX.POINTER_CHB 

; POINT TO NEXT CHARACTER 


0612 FF0E2202 

365 


DEC 

TX-LENGTH-CHB 

, DEC LENGTH COUNTER 


0616 740E 

366 


JE 

XIB 

;TEST IF DONE 


0618 BA0408 

367 


MOV 

DX, DATA-PORT.CHB , NOT DONE - GET NEXT CHARACTER 

061B 8B3E2082 

368 


MOV 

DI, TX_POINTER_CHB 


061F 8A85 

369 


MOV 

AL, EDI 3 

, PUT CHARACTER IN AL 


0621 EE 

378 


OUT 

DX, AL 

..OUTPUT IT TO 8274 
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ASYNCB 




LOG OBJ 

LINE 

SOURCE 



8622 58 

371 

POP 

AX 

; RESTORE REGISTERS 

0623 5F 

372 

POP 

DI 


8624 5ft 

373 

POP 

DX 


0625 CF 

374 

IRET 


.RETURN TO FOREGROUND 

8626 BR0600 

375 

XIB. MOV 

DX, COMMflND_PORT_CHB ;ALL CHARACTERS HAVE BEEN SEND 

0629 B828 

376 

MOV 

fib 28H 

..RESET TRANSMITTER INTERRUPT PENDING 

062B EE 

377 

OUT 

DX, AL 


062C C606280281 

378 

MOV 

TX_EMPTY_CHB, 

1 .-DONE - SO SET TX EMPTV FLAG CHB 

0631 58 

379 

POP 

ftX 

..RESTORE REGISTERS 

0632 5F 

380 

POP 

DI 


0633 5fl 

381 

POP 

DX 


0634 CF 

382 

IRET 


; RETURN TO FOREGROUND 


383 





384 

, CHANNEL B STATUS CHANGE SERVICE ROUTINE 


385 




9635 52 

386 

STfilNB: PUSH 

DX 

;SAVE REGISTERS 

0636 5? 

387 

PUSH 

DI 


0637 58 

388 

PUSH 

ftX " 


0638 E8D500 

389 

CALL 

EOI 

;SEND EOI COMMAND TO 8274 

063B BA0600 

390 

MOV 

DX, COMMAND_PORT_CHB 

063E EC 

391 

IN 

flL, DX 

;READ RR8 

063F R22fl02 

392 

MOV 

STftTUS_MSG_CHB, AL i PUT RR0 IN STATUS MESSAGE 

0642 B810 

393 

MOV 

AL, 10H 

SEND RESET STATUS INT COMMAND TO 8274 

0644 EE 

394 

OUT 

DX, AL 


0645 58 

395 

POP 

AX 

j RESTORE REGISTERS 

0646 5F 

396 

POP 

DI 


0647 5ft 

397 

POP 

DX 


0648 CF 

398 

IRET 




399 





400 

.■CHANNEL B RECEIVED DATA SERVICE ROUTINE 


401 




0649 52 

402 

RCVINB. PUSH 

DX 

;SfiVE REGISTERS 

064ft 57 

483 

PUSH 

DI 


064B 50 

404 

PUSH 

AX 


064C E8C100 

405 

CALL 

EOI 

■SEND EOI COMMAND TO 8274 

064F 8B3E2402 

406 

MOV 

DI, RX_POINTER_CHB ,GET RX CHB BUFFER POINTER 

0653 BA0400 

407 

MOV 

DX. DATA„PORT_CHB 

0656 EC 

408 

IN 

AL. DX 

iREAD CHAPACTEP 

0657 8805 

409 

MOV 

CDI], AL 

• STORE IN BUFFER 

0659 FF062402 

410 

INC 

RX.POINTEP.CHB ,BUMP THE BUFFER POINTER 

0650 FF962602 

411 

INC 

RX_COUNT_CHB 

•BUMP THE COUNTER 

0661 3C0O 

412 

CMP 

AL, CR-CHR 

.TEST IF LAST CHARACTER TO BE RECEIVED 0 

0663 750E 

413 

JNE 

RIB 


0665 C606298201 

414 

MOV 

RX_READV_CHB. 

1 .YES, SET READY FLAG 

666ft BR8600 

415 

MOV 

DX, COMMAHD_PORT_CHB , POINT ftT COMMAS) PORT 

0660 B003 

416 

MOV 

AL, 3 

'-‘.POINT AT HRS 

066F EE 

417 

OUT 

DX. AL 


0670 B0C0 

418 

MOV 

AL. 0C0H 

. DISABLE RX 

0672 EE 

419 

OUT 

DX, AL 


0673 58 

420 

RIB POP 

AX 

■EITHER WAY. RESTORE REGISTERS 

0674 5F 

421 

POP 

DI 


0675 5fl 

422 

PDF’ 

DX 


0676 CF 

423 

IRET 


.RETURN TO FOREGROUND 


424 





425 

.CHANNEL B ERROR SERVICE ROUTINE 


426 




0677 52 

427 

ERRINB PUSH 

DX 

, SAVE REGISTERS 

0678 50 

428 

PUSH 

AX 

J. 

0679 E89400 

429 

CALL 

EOI 

. SEND EOI COMMAND TO 8274 

067C BA0600 

430 

MOV 

DX. COMMAND-PORT _C HB 
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8SVNCB 



| 

LX OBJ 

LINE 

SOURCE 


,1 

: I 

067F B801 

431 

MOV 

AL, 1 

; POINT AT RR1 

9681 EE 

432 

OUT 

DX, AL 

V 

9682 EC 

433 

IN 

AL DX 

iREBD RR1 ; 

9683 822802 

434 

MOV 

ERROR-MSOm f 

L iSflVE IT IN ERROR FLAG • 

0686 8830 

435 

MOV 

AL, 30H 

; SEND RESET ERROR COBWND TO 8274 S 

9688 EE 

436 

OUT 

DX, AL 

1 

i RESTORE REGISTERS |j 

it 

0689 58 

437 

POP 

AX 

0688 58 

438 

POP 

DX 

0686 CF 

439 

IRET 


; RETURN TO FOREGROUND ; 


448 



li 


441 

; CHANNEL 8 TRANSMIT DATA SERVICE ROUTINE 


442 



, 

06X 52 

443 

XMTINfl: PUSH 

DX 

, SAVE REGISTERS 

0680 57 

444 

PUSH 

DI 


068E 58 

445 

PUSH 

AX 


068F E87E00 

446 

CALL 

EOI 

;SEND EOI COMMAND TO 8274 

0692 FF062C02 

447 

INC 

TX_POINTER_CHA 

, POINT TO NEXT CHARACTER 

0696 FF0E2E02 

448 

OEC 

TX_LENGTH_CHfl 

J DEC LENGTH COUNTER 

0698 740E 

449 

JE 

Xlfl 

, TEST IF DONE 

WTV DllWW 

458 

MOV 

DX, DATA-PORT-CHA , NOT DONE - GET NEXT CHARACTER 

069F 8B3E2C02 

451 

MOV 

DI, TX_POINTER_CHA 

0683 8885 

452 

MOV 

AL, CDI3 

;PUT CHARACTER INAL j 

9685 EE 

453 

OUT 

DX, AL 

, OUTPUT IT TO 8274 

0686 58 

454 

POP 

AX 

i RESTORE REGISTERS 

0687 5F 

455 

POP 

DI 


06W 58 

456 

POP 

DX 


0689 CF 

457 

IRET 


; RETURN TO FOREGROUND ! 

0688 BA8200 

458 

XIA: MOV 

DX, COMHflHD-PORT.CHB ;HLL CHflRflCTERS HHVE BEEN SEND ! 

0680 8828 

459 

MOV 

AL, 28H 

i RESET TRANSMITTER INTERRUPT PENDING 1 

068F EE 

468 

OUT 

DX, AL 


96B8 C606340201 

461 

MOV 

TX.EMPTV.CHA, 1 

;DONE - SO SET TX EMPTV FLAG CHB 

0685 58 

462 

POP 

AX 

i RESTORE REGISTERS 

0686 5F 

463 

POP 

DI 

I 

06B7 58 

464 

POP 

DX 


06B8 CF 

465 

IRET 


; RETURN TO FOREGROUND 


466 



! 


467 

; CHANNEL 8 STATUS CHANGE SERVICE ROUTINE 


468 




0689 52 

469 

ST8IN8 PUSH 

DX 

i SAVE REGISTERS 

0668 57 

470 

PUSH 

DI 

' 

8688 58 

471 

PUSH 

AX 


06BC E85100 

472 

CALL 

EOI 

•SEND EOI COMMAND TO 8274 1 

868F 880280 

473 

MOV 

DX, COMMAND.PORT.CHA 

06C2 EC 

474 

IN 

AL, DX 

,READ RR6 

06C3 823682 

475 

MOV 

STATUS_MSG_CHA, 

AL .PUT RR0 IN STATUS MESSAGE 

06C6 8810 

476 

MOV 

AL, 18H 

•SEND RESET STATUS INT COMMAND TO 8274 

06C8 EE 

477 

OUT 

DX, AL 


06C9 58 

478 

POP 

AX 

, RESTORE REGISTERS 

06C8 5F 

479 

POP 

DI 

| 

06CB 58 

488 

POP 

DX 


86CC CF 

481 

IRET 




482 





483 

i CHANNEL 8 RECEIVED DATA SERVICE ROUTINE 


484 




06CD 52 

485 

RCVINA PUSH 

DX 

,SAVE REGISTERS 

06CE 57 

486 

PUSH 

DI 


06CF 56 

487 

PUSH 

AX 


0600 E83O08 

488 

CALL 

EOI 

,SEND EOI COMMAND TO 8274 

8603 8B3E3002 

489 

MOV 

DI, RX_POINTER_CHA ..GET RX CHA BUFFER POINTER 

0607 B80900 

490 

MOV 

DX, DATA.PORT.CHA 
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LOG OBJ . LINE SOURCE 


66DA EC 

' 491 

IN 

ALi DX 

•READ CHARACTER 

06DB 8805 

492 

MOV 

EDI]. AL 

■STORE IN BUFFER 

06DD FF063002 

492 

INC 

RX-POINTER-CHA 

■BUMP THE BUFFER POINTER 

06E1 FF063202 

494 

INC 

RX_COUNT_CHA 

;BUMP THE COUNTER 

06E5 3C0D 

495 

CMP 

AL, CR-CHR 

•TEST IF LAST CHARACTER TO BE RECEIVED’ 

06E7 750E 

.496 

JNE 

RIA 


06E9 C606350201 

497 

MOV 

RX_READY_CHA, 1 

, YES, SET READY FLAG 

06EE BA0200 

498 

MOV 

DX, COMMAND.PORT_.CHA , POINT AT COMMAND PORT 

06F1 B003 

499 

MOV 

AL, 3 

* POINT AT WR3 

06F3 EE 

500 

OUT 

DX, AL 


06F4 B0C0 

501 

MOV 

AL, 0C0H 

•DISABLE RX 

06F6 EE 

502 

OUT 

DX, AL 


06F7 58 

503 

RIA POP 

AX 

, EITHER WAY, RESTORE REGISTERS 

06F8 5F 

504 

POP 

BI 


06F9 5A 

505 

POP 

DX 


06FA CF 

506 

IRET 


.•RETURN TO FOREGROUND 


507 





508 

; CHANNEL A ERROR SERVICE ROUTINE 


509 




06FB 52 

510 

ERRINA. PUSH 

DX 

, SAVE REGISTERS 

06FC 50 

511 

PUSH 

AX 


86FD E81000 

512 

CALL 

EOI 

: SEND EOI COMMAND TO 8274 

0700 BA0200 

512 

MOV 

DX, COMMAND.PORT.CHA 

0782 B001 

514 

MOV 

AL, 1 

, POINT AT RR1 

0705 EE 

515 

OUT 

DX, AL 


0706 EC 

516 

IN 

AL, DX 

, READ RR1 

8707 A22702 

517 

MOV 

ERROR._MSG.CHA, 

AL i SAVE IT IN ERROR FLAG 

070A B030 

518 

MOV 

AL, 30H 

; SEND RESET ERROR COMMAND TO 8274 

070C EE 

519 

OUT 

DX, AL 


070D 58 

520 

POP 

AX 

..RESTORE REGISTERS 

070E 5A 

521 

POP 

DX 


070F CF 

522 

IRET 


..RETURN TO FOREGROUND 

\ 

523 





524 

;END-OF-INTERRUPT ROUTINE - SENDS EOI COMMAND TO 8274 


525 

; THIS COMMAND MUST ALWAYS TO ISSUED ON CHANNEL A 


526 




0710 50 

527 

EOI: PUSH 

AX 

•SAVE REGISTERS 

0711 52 

528 

PUSH 

DX 


0712 BA0208 

529 

MOV 

DX, COIflAND.PORT.CHA i ALWAYS FOR CHANNEL A !!! 

0715 B028 

520 

MOV 

AL, 38H 


0717 EE 

531 

OUT 

DX, AL 


0718 5A 

532 

POP 

DX 


0719 58 

533 

POP 

AX 


071A C3 

534 

RET 




535 





536 

i END OF CODE ROUTINE 



527 




— 

538 

ABC 

ENDS 



539 

END 




ASSEMBLY COMPLETE, NO ERRORS FOUND 
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INTRODUCTION: 

Vv 

The INTEL 8274 is a Multi-Protocol Serial Controller, 
capable of handling both asynchronous and synchronous 
communication protocols. Its programmable features al- 
low it to be configured in various operating modes, provid- 
ing optimization to given data communication 
application. 

This application note describes the features of the MPSC 
in Synchronous Communication applications only. It is 
strongly recommended that the reader read the 8274 Data 
Sheet and Application Note API 34 “Asynchronous Com- 
munication with the 8274 Multi-Protocol Serial Control- 
ler” before reading this Application Note. This 
Application note assumes that the reader is familiar with 
the basic structure of the MPSC, in terms of pin descrip- 


tion, Read /Write registers and asynchronous communi- 
cation with the 8274. Appendix A contains the software 
listings of the Application Example and Appendix B 
shows the MPSC Read/ Write Registers for quick 
reference. 

The first section of this application note presents an over- 
view of the various sysnchronous protocols. The second 
section discusses the block diagram description of the 
MPSC. This is followed by the description of MPSC inter- 
rupt structure and mode of operation in the third and 
fourth sections. The fifth section describes a hardware/ 
software example, using the INTEL single board comput- 
er iSBC88/45 as the hardware vehicle. The sixth section 
consists of some specialized applications of the MPSC. Fi- 
nally, in section seven, some useful programming hints are 
summarized. 


OPENING 

ADDRESS* 

CONTROL** 

DATA 

FRAME 

CLOSING 

FLAG 

BYTE 

FIELD/A) 

FIELD(C) 

FIELD 

CHECK 

SEQUENCE 

FLAG 

BYTE 


Figure 1. HDLC/SDLC Frame Format 


* Extendable to 2 or More Bytes 
** Extendable to 2 Bytes 


SYNCHRONOUS PROTOCOL OVERVIEW 

This section presents an overview of various synchronous 
protocols. The contents of this section are fairly tutorial 
and may be skipped by the more knowledgeable reader. 

Bit Oriented Protocols Overview 

Bit oriented protocols have been defined to manage the 
flow of information on data communication links. One of 
the most widely known protocol is the one defined by the 
International Standards Organization: HDLC (High 
Level Data Link Control). The American Standard Asso- 
ciations’ protocol, ADCCP is similar to HDLC. CCITT 
Recommendation X.25 layer 2 is also an acceptable ver- 
sion of HDLC. Finally, IBM’s SDLC (Synchoronous 
Data Link Control) is also a subset of the HDLC. 

In this section, we will concentrate most of our discussion 
on HDLC. Figure 1 shows a basic HDLC frame format. 

A frame consists of five basic fields: Flag, Address, Con- 
trol, Data and Error Detection. A frame is bounded by 
flags - opening and closing flags. An address field is 8 bits 
wide, extendable to 2 or more bytes. The control field is 
also 8 bits wide, extendable to two bytes. The data field or 
information field may be any number of bits. The data 
field may or may not be on an 8 bit boundary. A powerful 
error detection code called Frame Check Sequence con- 
tains the calculated CRC (Cycle Redundancy Code) for 
all the bits between the flags. 


ZERO BIT INSERTION 

The flag has a unique binary bit pattern: 7E HEX. To 
eliminate the possibility of the data field containing a 7E 
HEX pattern, a bit stuffing technique called Zero Bit In- 
sertion is used. This technique specifies that during trans- 
mission, a binary 0 be inserted by the transmitter after any 
succession of five contiguous binary l’s. This will ensure 
that no pattern of 0 1 1 1 1 1 1 0 is ever transmitted be- 
tween flags. On the receiving side, after receiving the flag, 
the receiver hardware automatically deletes any 0 follow- 
ing five consecutive l’s.The 8274 performs zero bit inser- 
tion and deletion automatically in the SDLC/HDLC 
mode. The zero-bit stuffing ensures periodic transitions in 
the data stream. These transitions are necessary for a 
phase lock circuit, which may be used at the receiver end 
to generate a receive clock which is in phase to the re- 
ceived data. The inserted and deleted 0’s are not included 
in the CRC checking. The address field is used to address 
a given secondary station. The control field contains the 
link-level control information which includes implied ac- 
knowledgement, supervisory commands and responses, 
etc. A more detailed discussion of higher level protocol 
functions is beyond the scope of this application note. In- 
terested readers may refer to the references at the end of 
this application note. 

The data field may be of any length and content in 
HDLC. Note that SDLC specifies that data field be a 
multiple of bytes only. In data communications, it is gen- 
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erally desirable to transmit data which may be of any con- 
tent. This requires that data field should not contain 
characters which are defined to assist the transmission 
protocol (like opening flag 7EH in HDLC/SDLC com- 
munications). This property is referred to as “data trans- 
parency”. In HDLC/SDLC, this code transparency is 
made possible by Zero Bit Insertion discussed earlier and 
the bit orientated nature of the protocol. 

The last field is the FCS (Frame Check Sequence). The 
FCS uses the error detecting techniques called Cyclic Re- 
dundancy Check. In SDLC/HDLC, the CCITT-CRC 
must be used. 

NON-RETURN TO ZERO INVERTED (NRZI) 

NRZI is a method of clock and data encoding that is well 
suited to the HDLC protocol. It allows HDLC protocols to 
be used with low cost asynchronous modems. NRZI cod- 
ing is done at the transmitter to enable clock recovery 
from the data at the receiver terminal by using standard 
digital phase locked loop techniques. NRZI coding speci- 
fies that the signal condition does not change for transmit- 
ting a 1, while a 0 causes a change of state. NRZI coding 
ensures that an active data line will have transition at least 
every 5-bit times (recall Zero Bit Insertion), while contig- 
uous 0’s will cause a change of state. Thus, ZBI and NRZI 
encoding makes it possible for a phasfe lock circuit at the 
receiver end to derive a receive clock (from received data ) 
which is synchronized to the received data and at the same 
time ensure data transparency. 

Byte Synchronous Communication 

As the name implies, Byte Synchronous Communication 
is a synchronous communication protocol which means 
that the transmitting station is synchronized to the receiv- 
ing station through the recognition of a special sync char- 
acter or characters. Two examples of Byte Synchronous 
protocol are the IBM Bisync and Monosync. Bisync has 
two starting sync characters per message while monosync 
has only one sync character. For the sake of abrevity, we 


will only discuss Bisync here. All the discussion is valid for 
Monosyne also. Any exceptions will be noted. Figure 2 
shows a typical Bisync message format. 

The Bisync protocol is defined for half duplex communi- 
cation between two or more stations over point to point or 
multipoint communication lines. Special characters con- 
trol link access, transmission of data and termination of 
transmission operations for the system. A detailed discus- 
sion of these special control characters (SYN, ENQ, 
STX, ITB, ETB, ETX, DLE, SOH, ACKO, ACK1, 
WACK, NAK and EOT, etc) is beyond the scope of this 
Application Note. Readers interested in more detailed 
discussion are directed to the references listed at the end of 
this Application Note. 

As shown in Figure 2, each message is preceded by two 
sync characters. Since the sync characters are defined at 
the beginning of the message only, the transmitter must 
insert fill characters (sync) in order to maintain synchro- 
nization with the receiver when no data is being 
transmitted. 

TRANSPARENT TRANSMISSION 

Bisync protocol requires special control characters to 
maintain the communication link over the line. If the data 
is EBCDIC encoded, then transparency is ensured by the 
fact that the data field will not contain any of the bisync 
control characters. However, if data does not conform to 
standard character encoding techniques, transparency in 
bisync is achieved by inserting a special character DLE 
(Data Link Escape) before and after a string of characters 
which are to be transmitted transparently. This ensures 
that any data charaters which match any of the special 
characters are not confused for special characters. An ex- 
ample of a transparent block is shown in Figure 3. 

In a transparent mode, it is required that the CRC(BCC) 
is not performed on special characters. Later on, we will 
show how the 8274 can be used to achieve transparent 
transmission in Bisync mode. 


SYNC 

SYNC 

SOH 

HEADER 

STX TEXT 

ETX OR ETB 

CRC 1 

CRC 2 


Figure 2. Bisync Message Format 


DLE 

r 

STX 

TRANSPARENT TRANSMISSION 

DLE 

ETX 

BCC 


Enter transparent mode return to normal mode 


Figure 3. Bisync Transparent Format 
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CPU Interface 


This section discusses the block diagram view of the 8274. 
The CPU interface and serial interface is discussed sepa- 
rately. This will be followed by a hardware example in the 
fifth section, which will show how to interface the 8274 
with the Intel CPU 8088. The 8274 block diagram is 
shown in Figure 4. 


The CPU interface to the system interface logic block uti- 
lizes the AO, Al, CS, RD and WR inputs to communicate 
with the internal registers of the 8274. Figure 5 shows the 
address of the internal registers. The DMA interface is 
achieved by utilizing DMA request lines for each channel: 
TxDRQ a , TxDRQ b , RxDRQ A , RxDRQ B . Note that 


clk - 

RESET ■ 
RDYb/TxDRQa - 

RDYa/RxDRQa * 

TpO/TxDRQb - 
IpT/RxDRQb * 


CHANNEL A 
WRITE 
REGISTERS 



1 CHANNEL A i 

TRANSMITTER L , I 


CHANNEL A 
CONTROL 
LOGIC 


SYSTEM 

INTERFACE 

CONTROL 

LOGIC 


1 



4—JL 


CHANNEL A 

n 

— 

READ 

REGISTERS 



CHANNEL A 
RECEIVER 


SYSTEM INTERFACE 



CTSB 

( SYNDETb 
RTSb 
BTKb 


NETWORK INTERFACE 


Figure 4. 8274 Block Diagram 


CS 

Al 

A0 

Read Operation 

Write Operation 

0 

0 

0 

CHA DATA READ 

CHA DATA WRITE 

0 

1 

0 

CHA STATUS REGISTER 
(RR0,RR1) 

CHA COMMAND/PARAMETER 
(WR0-WR7) 

0 

0 

1 

CHB DATA READ 

CHB DATA WRITE 

0 

1 

1 

CHB STATUS REGISTER 
(RR0,RR1,RR2) 

CHB COMMAND/PARAMETER 
(WR0-WR7) 

1 

X 

X 

HIGH Z 

HIGH Z 


Figure 5. Bus interface 
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TxDRQ B and RxDRQ B becomes IPO and IPI respective- 
ly in non-DMA mode. IPI is the Interrupt Priority Input 
and IPO is the Interrrupt Priority Output. These two pins 
can be used for connecting multiple MPSCs in a daisy 
chain. If the Wait Mode is programmed, then TxRDQ A 
and RxDRQ a pins become RDY B and RDY A pins. These 
pins can be wire-or’ed and are usually hooked up to the 
CPU RDY line to synchronize the CPU for block trans- 
fers. The INT pin is activated whenever the MPSC re- 
quires CPU attention. The INTA may be used to utilize 
the powerful vectored mode feature of the 8274. Detailed 
discussion on these subjects will be done later in this Ap- 
plication Note. The Reset pin may be used for hardware 
reset while the clock is required to click the internal logic 
on the MPSC. 

Serial Interface 

On the serial side, there are two completely independent 
channels: Channel A and Channel B. Each channel con- 
sists of a transmitter block, receiver block and a set of 
read/ write registers wljich are used to initialize the de- 
vice. In addition, a control logic block provides the modem 
interface pins. Channel B serial interface logic is a mirror 
image of Channel A serial interface logic, except for one 
exception: there is only one pin for RTS B and SYNDET B . 


At a given time, this pin is either RTS B or SYNDET B . 
This mode is programmable through one of the internal 
registers on the MPSC. 

Transmit And Receive Data Path 

Figure 6 shows a block diagram for transmit and receive 
data path. Without describing each block on the diagram, 
a brief discussion of the block diagram will be presented 
here. 

TRANSMIT DATA PATH 

The transmit data is transferred to the twenty-bit serial 
shift register. The twenty-bits are needed to store two 
bytes of sync characters in bisync mode. The last three bits 
of the shift register are used to indicate to the internal con- 
trol logic that the current data byte has been shifted out of 
the shift register. The transmit data in the transmit shift 
register is shifted out through a two bit delay onto the 
TxData line. This two bit delay is used to synchronize the 
internal shift clock with the external transmit clock. The 
data in the shift register is also presented to zero bit inser- 
tion logic which inserts a zero after sensing five contiguous 
ones in the data stream. In parallel to all this activity, the 
CRC-generator is computing CRC on the transmitted 
data and appends the frame with CRC bytes at the end of 
the data transmission. 


CPU I/O 



TxCA 


Figure 6. Transmit and Receive Data Path 
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RECEIVE DATA PATH top of the FIFO at the chip clock rate (not the receiver 

clock). It takes three chip clock/periods to transfer data 
The received data is passed through a one-bit delay before from the serial shift register to the top of the FIFO. The 

it is presented for flag/sync comparison. In bisync mode, , three bit deep Receive Error FIFO shifts any error condi- 
after the synchronization is achieved, the incoming data tion which may have occured during a frame reception, 

bypasses the sync register and enters directly into the While all this is happening, the CRC checker is checking 

three bit buffer on its way to receive shift register. In the CRC on the incoming data. The computed CRC is 

SDLC mode, the incoming data always passes through the checked with the CRC bytes attached to the incoming 

sync register where data pattern is continously monitored frame and an error generated under a no-check condition, 

for contiguous ones for zero deletion logic. The data then Note that the bisync data is presented to the CRC checker 

enters the three bit buffer and the receive shift register. with an 8-bit delay. This is necessary to achieve transpar- 

From the receive shift register, the data is transferred to ency in bisync mode as will be shown later in this Applica- 

the three byte deep FIFO. The data is transferred to the tion Note. 



Figure 7. MPSC Interrupt Structure 
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MULTI-PROTOCOL SERIAL CONTROLLER 
(MPSC) INTERRUPT STRUCTURE 

The MPSC offers a very powerful interrupt structure, 
which helps in responding to an interrupt condition very 
quickly. There are multiple sources of interrupts within 
the MPSC. However, the MPSC resolves the priority be- 
tween various interrupting sources and interrupts the 
CPU for service through the interrupt line. This section 
presents a comprehensive discussion on all the 8274 inter- 
rupts and the priority resolution between these interrupts. 

All the sources of interrupts on the 8274 can be grouped 
into three distinct catagories. (See Figure 7) 

1 . Receive Interrupts 

2. Transmit Interrupts 

3. External/Status Interrupts. 

An internal interrupt priority structure sets the priority 
between the interrupts. There are two programmable op- 
tions available on the MPSC. The priority is set by 
WR2A, D2. (Figure 8) 


PRIORITY 


WR2A:D2 

Highest 





Lowest 

0 

RxA 

TxA 

RxB 

TxB 

EXTA 

EXTB 

1 

RxA 

TxA 

RxB 

TxB 

EXTA 

EXTB 


Figure 8. Interrupt Priority 

Receive Interrupt 

All receive interrupts may be catagorized into two distinct 
groups: Receive Interrupt on Receive Character and Spe- 
cial Receive Condition Interrupts. 

RECEIVE INTERRUPT ON RECEIVE CHARACTER 

A receive interrupt is generated when a character is re- 
ceived by the MPSC. However, as will be discussed later, 
this is a programmable feature on the MPSC . A Rx char- 
acter available interrupt is generated by the MPSC after 
the receive character has been assembled by the MPSC. It 
may be noted that in DMA transfer mode too, a receive 
interrupt on the first receive character should be pro- 
grammed. In SDLC mode, if address search mode has 
been programmed, this interrupt will be generated only 
•after a valid address match has occured. In bisync mode, 
this interrupt is generated on receipt of a character after 
at least two valid sync characters. In monosync mode, a 
character followed by at least a single valid sync character 
will generate this interrupt. An interrupt on first receive 
character signifies the beginning of a valid frame. An end 
of the frame is characterized by an “End of Frame” Inter- 
rupt (RR1: D7).* This bit (RR1:D7) is set in 
SDLC/HDLC mode only and signifies that a valid ending 


flag (7EH) has been received. This bit gets reset either by 
an “Error Reset” command (WRO: D5D4D3 = 110) or 
upon reception of the first character of the next frame. In 
multiframe reception, on receiving the interrupt at the 
“End of Frame” the CPU may issue an Error Reset com- 
mand which will reset the interrupt. In DMA mode, the 
interrupt on first receive character is. accompanied by a 
RxDRQ (Receiver DMA request) on the appropriate 
channel. At the end of the frame, an End of Frame inter- 
rupt is generated. The CPU may use this interrupt to jump 
into a routine which may redefine the receive buffer for 
the next incoming frame. 

*RR1:D7 is bit D7'in Read Register 1. 

SPECIAL RECEIVE CONDITION INTERRUPTS 

So far, we have assumed that the reception is error free. 
But this is not a ‘typical’ case in most real life applications. 
Any error condition during a frame reception generates 
yet another interrupt — special receive condition inter- 
rupt. There are four different error conditions which can 
generate this interrupt. 

(i) Parity error 

(ii) Receive Overrun error 

(iii) Framing error 

(iv) End of Frame 

(i) Parity error: Parity error is encountered in asynchro- 
nous (start-stop bits) and in bisync/monosync protocols. 
Both odd or even parity can be programmed. A parity er- 
ror in a received byte will generate a special receive condi- 
tion interrupt and sets bit 4 in RR1. 

(ii) Receive Overrun error: If the CPU or the DMA con- 
troller (in DMA mode) fails to read a received character 
within three byte times after the received character inter- 
rupt (or DMA request) was generated, the receiver buffer 
will overflow and this will generate a special receive condi- 
tion interrupt and sets bit 5 in RR1. 

(iii) Framing error: In asynchronous mode, a framing er- 
ror will generate a special receive interrupt and set bit D6 
in RR1. This bit is not latched and is updated on the next 
received character. 

(iv) End of frame: This interrupt is encountered in 
SDLC/HDLC mode only. When the MPSC receives the 
closing flag, it generates the special receive condition in- 
terrupt and sets bit D7 in RR1 . 

All the special receive condition interrupts may be reset by 
issuing an Error Reset Command. 

CRC Error: In SDLC/HDLC and synchronous modes, a 
CRC error is indicated by bit D6 in RR1. When used to 
check CRC error, this bit is normally set until a correct 
CRC match is obtained which resets this bit. After receiv- 
ing a frame, the CPU must read this bit (RR1:D6) to de- 
termine if a valid CRC check had occured. It may be 
noted that a CRC error does not generate an interrupt. 
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It may be also be pointed out that in SDLC/HDLC mode, 
receive DMA requests are disabled by a special receive 
condition and can only be re-enabled by issuing an Error 
Reset Command. 

Transmit Interrupt 

A transmit buffer empty generates a transmit interrupt. 
This has been discussed earlier under “Transmit in Inter- 
rupt Mode” and it would be sufficient to note here that a 
transmit buffer empty interrupt is generated only when 
the transmit buffer gets empty — assuming it had a data 
character loaded into it earlier. This is why on starting a 
frame transmission, the first data character is loaded by 
the CPU without a transmit empty interrupt (or DMA re- 
quest in DMA mode). After this character is loaded into 
the serial shift register, the buffer becomes empty, and an 
interrupt (or DMA request) is generated. This interrupt is 
reset by a “Reset Tx Interrupt/DMA Pending” command 
(WRO: D5 D4 D3 = 101). 

External/Status Interrupt 

Continuing our discussion on transmit interrupt, if the 
transmit buffer is empty and the transmit serial shift reg- 
ister also becomes empty (due to. the data character shift- 
ed out of the MPSC), a transmit underrun interrupt will 
be generated. This interrupt may be reset by “Reset/Ex- 
ternal Status Interrupt” command (WRO: D5 D4 D3 = 
101 ). 

The External Status Interrupt can be caused by five dif- 
ferent conditions: 

(i) DCD Transition 

(ii) CTS Transition 

(iii) Sync/Hunt Transition 

(iv) Tx under-run/EOM condition 

(v) Break/Abort Detection. 

DCD, CTS TRANSITION 

Any transition on these inputs on the serial interface will 
generate an External/Status interrupt and set the corre- 
sponding bits in status register RRO. This interrupt will 
also be generated in DMA as well as in Wait Mode. In or- 
der to find out the state of the CTS or DCD pins before the 
transition had occurred, RRO must be read before issuing 
a Reset External/Status Command through WRO. A read 
of RRO after the Reset External/Status Command will 
give the condition of CTS or DCD pins after the transition 
had occurred. Note that bit D5 in RRO gives the comple- 
ment of the state of CTS pin while D3 in RRO reflects the 
actual state of the DCD pin. 

SYNC HUNT TRANSITION 

Any transition on the SYNDET input generates an inter- 
rupt. However, sync input has different functions in dif- 
ferent modes and we shall discuss th^m individually. 


SDLC Mode 

In SDLC mode, the SYNDET pin is an output. Status 
register RR1, D4 contains the state of the SYNDET pin. 
The Enter Hunt Mode initially sets this bit in R0. An 
opening flag in a received SDLC frame resets this bit and 
generates an external status interrupt. Every time the re- 
ceiver is enabled or the Enter Hunt Code Command is is- 
sued, an external status interrupt will be generated on 
receiving a valid flag followed by a valid address/data 
character. This interrupt may be reset by the “Reset Ex- 
ternal Status Interrupt” command. 

External SYNC Mode 

The MPSC can be programmed into External Sync Mode 
by setting WR4, D5 D4 = 11. The SYNDET pin is an in- 
put in this case and must be held high until an external 
character synchronization is established. However, the 
External Sync mode is enabled by the Enter Hunt Mode 
control bit (WR3: D4). A high at the SYNDET pin holds 
the sync/Hunt bit (RR0,D4) in the reset state. When ex- 
ternal synchronization is established, SYNDET must be 
driven low on second rising edge of RxC after the rising 
edge of RxC on which the last bit of sync character was 
received. This high to low transition sets the Sync/ Hunt 
bit and generates an external status interrupt, which must 
be reset by the Reset External/Status command. If the 
SYNDET input goes high again, another External Status 
Interrupt is generated, which may be cleared by Reset Ex- 
ternal Status command. 

Mono-Sync/Bisync Mode 

SYNDET pin acts as an output in this case. The Enter 
Hunt Mode sets the Sync/Hunt bit in R0. Sync/Hunt bit 
is reset when the MPSC achieves character sysnchroniza- 
tion. This high to low transition will generate an external 
status interrupt. The SYNDET pin goes active every time 
a sync pattern is detected in the data stream. Once again, 
the external status interrupt may be reset by the Reset Ex- 
ternal Status command. 

Tx UNDER-RUN/END OF MESSAGE (EOM) 

The transmitter logic includes a transmit buffer and a 
transmit serial shift register. The CPU loads the character 
into the transmit buffer which is transferred into the 
transmit shift register to be shifted out of the MPSC. If 
the transmit buffer gets empty, a transmit buffer empty 
interrupt is generated (as discussed earlier). However, if 
the transmit buffer gets empty and the serial shift register 
gets empty, a transmit under-run condition will be cre- 
ated. This generates an External Status Interrupt and the 
interrupt can be cleared by the Reset External Status 
command. The status register RRO, D6 bit is set when the 
transmitter under-runs. This bit plays an important role in 
controlling a transmit operation, as will be discussed later 
in this application note. 
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BREAK/ ABORT DETECTION 

In asynchronous mode, bit D7 in RRO is set when a break 
condition is detected on the receive data line. This also 
generates an External/ Status interrupt which may be re- 
set by issuing a Reset External/Status Interrupt com- 
mand to the MPSC. Bit D7 in RRO is reset when the break 
condition is terminated on the receive data line and this 
causes another External/ Status interrupt to be generated. 
Again, a Reset External/Status Interrupt command will 
reset this interrupt and will enable the break detection log- 
ic to look for the next break sequence. 

In SDLC Receive Mode, an Abort sequence (seven or 
more 1 ’s) detection on the receive data line will generate 
an External/Status interrupt and set RR0,D7. A Reset 
External/Status command will clear this interrupt. How- 
ever, a termination of the Abort sequence will generate 
another interrupt and set RRO, D7 again. Once again, it 
may be cleared by issuing Reset External/Status 
Command. 

This concludes our discussion on External Status 
Interrupts. 

Interrupt Priority Resolution 

The internal interrupt priority between various interrupt 
sources is resolved by an internal prority logic circuit, ac- 
cording to the priority set in WR2A. We will now discuss 


the interrupt timings during the priority resolution. Fig- 
ures 9 and 10 show the timing diagrams for vectored and 
non- vectored modes. 

VECTORED MODE 

We shall assume that the MPSC accepted an internal re- 
quest for an interrupt by activating the internal INT sig- 
nal. This leads to generating an external interrupt signal 
on the INT pin. The CPU responds with an interrupt ac- 
knowledge (INTA) sequence. The leading edge of the first 
INT A pulse sets an internal interrupt acknowledge signal 
(we will call it Internal INTA). Internal INTA is reset by 
the high going edge of the third INTA pulse. The MPSC 
will not accept any internal requests for an interrupt dur- 
ing the period when Internal INTA is active (high). The 
MPSC resolves the priority during various existing inter- 
nal interrupt requests during the Interrupt Request Prior- 
ity Resolve Time, which is defined as the time between the 
leading edge of the first INTA and the leading edge of the 
second INTA from the CPU. Once the internal priorities 
have been resolved, an internal Interrupt-in-service Latch 
is set. The external INT is also deactivated when the In- 
terrupt-in-Service Latch is set. 

The lower priority interrupt requests are not accepted in- 
ternally until an EOI (WRO: D5 D4 D3 = 111) command 
is issued by the CPU. The EOI command enables the low- 
er priority interrupts. However, a higher priority interrupt 
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request will still be accepted (except during the period 
when internal INTA is active) even though the Internal- 
in-Service Latch is set. This higher priority request will 
generate another external INT and will have to be han- 
dled by the CPU according to how the CPU is set up. If the 
CPU is set up to respond to this interrupt, a new INTA 
cycle will be repeated as discussed earlier. It may also be 
noted that a transmitter buffer empty and receive charac- 
ter available interrupts are cleared by loading a character 
into the MPSC and by reading the character received by 
the MPSC respectively. , 

NON-VECTORED MODE 

Figure 10 shows the timing of interrupt sequence in non- 
vectored mode. The explanation for non-vectored is simi- 
lar to the vector mode, except for the following exceptions. 

— No internal priority requests are accepted during the 
time when pointer 2 for Channel B is specified. 

— The interrupt request priority resolution time is the 
time between the leading edge of pointer 2 and leading 
edge of RD active. It may be pointed out that in non-vec- 
tored mode, it is assumed that the status affects vector 
mode is used to expedite interrupt response. 

On getting an interrupt in non-vectored mode, the CPU 


must read status register RR2 to find out the cause of the 
interrupt. In order to do so, first a pointer to status register 
RR2 is specified and then the status read from RR2. It 
may be noted here that after specifying the pointer, the 
CPU must read status register RR2 otherwise, no new in- 
terrupt requests will be accepted internally. 

Just like the vectored mode, no lower internal priority re- 
quests are accepted until an EOI command is issued by the 
CPU. A higher priority request can still interrupt the 
CPU (except during the priority request inhibit time). It is 
important to note here that if the CPU does not perform a 
read operation after specifying the pointer 2 for Channel 
B, the interrupt request accepted before the pointer 2 was 
activated will remain valid and no other request (high or 
low priority) will be accepted internally. In order to com- 
plete a correct priority resolution, it is advised that a read 
operation be done after specifying the pointer 2B. 

IPI and IPO 

So far, we have ignored the IPI and IPO signals shown in 
Figures 9 and 10. We may recall that IPI is the Interrupt- 
Priority-Input to the MPSC. In conjunction with the IPO 
(Interrupt Priority Output), it is used to daisy chain multi- 
ple MPSC’s. MPSC daisy chaining will be discussed in 
detail later in this application note. 
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EOI Command 

The EOI command as explained earlier, enables the lower 
priority interrupts by resetting the internal In-Service- 
Latch, which consequently resets the IPO output to a low 
state. See Figures 9 and 10 for details. Note that before 
issuing any EOI command, the internal interrupting 
source must be satisfied otherwise, same source will inter- 
rupt again. The Internal Interrupt is the signal which gets 
reset when the internal interrupting source is satisfied (see 
Figure 9). , 

This concludes our discussion on the MPSC Interrupt 
Structure. 


MULTI-PROTOCOL SERIAL CONTROLLER 
(MPSC) MODES OF OPERATION 

The MPSC provides two fully independent channels that 
may be configured in various modes of operations. Each 
channel can be configured into full duplex mode and may 
operate in a mode or protocol different from the other 
channel. This feature will be very efficient in an applica- 
tion which requires two data link channels operating in 
different protocols and possibly at different data rates. 
This section presents a detailed discussion on all the 8274 
modes and shows how to configure it into these modes. 

Interrupt Driven Mode 

In the interrupt mode, all the transmitter and receiver op- 
erations are reported to the processor through interrupts. 
Interrupts are generated by the MPSC whenever it re- 
quires service. In the following discusson, we will discuss 
how to transmit and receive in interrupt driven mode. 

TRANSMIT IN INTERRUPT MODE 

The MPSC can be configured into interrupt mode by ap- 
propriately setting the bits in WR2 A (Write Register 2, 
Channel A). Figure 1 1 shows the modes of operation. 


WR2A 


D1 

DO 

MODE 

0 

0 

CH A and CH B in Interrupt Mode . 

0 

1 

CH A in DMA and CH B in Interrupt 



Mode 

1 

0 

CH A and CH B in DMA Mode 

1 

1 

Illegal 


Figure 11. MPSC Mode Selection for Channel A 
and Channel B. 

We will limit our discussion to SDLC transmit and receive 
only. However, exceptions for other synchronous protocols 
will be pointed out. To initiate a frame transmission, the 


first data character must be loaded from the CPU, in all 
cases. (DMA Mode too, as you will notice later in this ap- 
plication note). Note that in SDLC mode, this first data 
character may be the address of the station addressed by 
the MPSC. The transmit buffer consists of a transmit 
buffer and a serial shift register. When the character is 
transferred from the buffer into the serial shift register, an 
interrupt due to transmit buffer empty is generated. The 
CPU has one byte time to service this interrupt and load 
another character into the transmitter buffer. The MPSC 
will generate an interrupt due to transmit buffer under- 
run condition if the CPU does not service the Transmit 
Buffer Empty Interrupt within one byte time. 

This process will continue until the CPU is out of any more 
data characters to be sent. At this point, the CPU does not 
respond to the interrupt with a character but simply issues a 
Reset Tx INT/DMA pending command (WRO: D5 D4 D3 
= 10 1). The MPSC will ultimately under-run, which sim- 
ply means that both the transmit buffer and transmit shift 
registers are empty. At this point, flag character (7EH) or 
CRC byte is loaded into the transmit shift register. This sets 
the transmit under-run bit in RRO and generates “Transmit 
Under-run/EOM” interrupt (RR0:D6= 1). 

You will recall that an SDLC frame has two CRC bytes 
after the data field. 8274 generates the CRC on all the 
data that is loaded from the CPU. During initialization, 
there is a choice of selecting a CRC- 16 or CCITT-CRC 
(WR5: D2). In SDLC/HDLC operation, CCITT-CRC 
must be selected. We will now see how the CRC gets in- 
serted at the end of the data field. Here we have a choice of 
having the CRC attached to the data field or sending the 
frame without the CRC bytes. During transmission, a 
“Reset Tx Under-run/EOM Latch” command (WRO: 
D7 D6 = 1 1 ) will ensure that at the end of the frame when 
the transmitter underruns, CRC bytes will be automati- 
cally inserted at the end of the data field. If the “Reset Tx 
Under-run/EOM Latch” command was not issued during 
the transmission of data characters, no CRC would be in- 
serted and the MPSC will transmit flags (7EH) instead. 

However, in case of CRC transmission, the CRC trans- 
mission sets the Tx Under-run/EOM bit and generates a 
Transmitter Under-run/EOM Interrupt as discussed ear- 
lier. This will have to be reset in the next frame to ensure 
CRC insertion in the next frame. It is recommended that 
Tx Under-run/EOM latch be reset very early in the trans- 
mission mode, preferably after loading the first character. 
It may be noted here that Tx Under-run/EOM latch can- 
not be reset if there is no data in the transmit buffer. This 
means that at least one character has to be loaded into the 
MPSC before a “Reset Transmit Under-run/EOM 
Latch” command will be accepted by the MPSC. 

When the transmitter is under-run, an interrupt is gener- 
ated. This interrupt is generated at the beginning of the 
CRC transmission, thus giving the user enough time 
(minimum 22 transmit clock cycles) to issue an Abort 
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command (WRO: D5 D4 D3 = 0 0 1) in case if the trans- 
mitted data had an error. The Abort Command will en- 
sure that the MPSC transmits at least eight l’s but less 
than fourteen l’s before the line reverts to continuous 
flags. The receiver will scratch this frame because of bad 
CRC. 

However, assuming the transmission was good (no Abort 
Command issued), after the CRC bytes have been trans- 
mitted, closing flag (7EH) is loaded into the transmit 
buffer. When the flag (7 EH) byte is transferred to the ser- 
ial shift register, a transmit buffer empty interrupt is gen- 
erated. If another frame has to be transmitted, a new data 
character has to be loaded into the transmit buffer and the 
complete transmit sequence repeated. If no more frames 
are to be transmitted, a “Reset Transmit INT/DMA 
Pending” command (WRO: D5 D4 D3 = 10 1) will reset 
the transmit buffer empty interrrupt. 

For character oriented protocols (Bisync, Monosync), the 
same discussion is valid, except that during transmit un- 
der-run condition and transmit under- run/EOM bit in set 
state, instead of flags, filler sync characters are transmit- 
ted. 

CRC Generation: 

The transmit CRC enable bit (WR5: DO) must be set be- 
fore loading any data into the MPSC. The CRC generator 
must be reset to all l’s at the beginning of each frame be- 
fore CRC computation has begun. The CRC computation 
starts on the first data character loaded from the CPU and 
continues until the last data character. The CRC generat- 
ed is inverted before it is sent on the Tx Data line. 

Transmit Termination: 

A successful transmission can be terminated by issuing a 
“Reset Transmit Interrupt/DMA Pending” command, as 
discussed earlier. However, the transmitter may be dis- 
abled any time during the transmission and the results will 
be as shown in Figure 12. 

RECEIVE IN INTERRUPT MODE 

The receiver has to be initialized into the appropriate re- 
ceive mode (see sample program later in this application 
note). The receiver must be programmed into Hunt Mode 
(WR3: D4) before it is, enabled (WR3: DO). The receiver 
will remain in the Hunt Mode until a flag (or sync charac- 
ter) is received. While in the SDLC/Bisync/Monosync 
mode, the receiver does not enter the Hunt Mode unless 
the Hunt bit (WR3, D4) is set again or the receiver is en- 
abled again. 

SDLC Address byte is stored in WR6. A global address 
(FFH) has been hardwired on the MPSC. In address 
search mode (WR3: D2 = 1), any frame with address 
matching with the address in WR6 will be received by the 
MPSC. Frames with global address (FFH) will also be re- 
ceived, irrespective of the condition of address search 


Transmitter Disabled during 

Result 

1. Data Transmission 

Tx Data will send idle 
characters* which will 
be zero inserted. 

2. CRC Transmission 

16 bit transmission, 
corresponding to 16 
bits of CRC will be 
completed. However, 
flag bits will be 
substituted in the 
CRC field. 

3. Immediately after issuing 
ABORT command. 

Abort will still be 
transmitted — output 
will be in the mark 
state. 


Figure 12. Transmitter Disabled During 
Transmission 

*Idle characters are defined as a string of 1 5 or more con- 
tiguous ones. 

mode bit (WR3: D2). In general receive mode ( WR3: 
D2=0), all frames will be received. 

Since the MPSC only recognizes single byte address field, 
extended address recognition will have to be done by the 
CPU on the data passed on by the MPSC. If the first ad- 
dress byte is checked by the MPSC, and the CPU deter- 
mines that the second address byte does not have the 
correct address field, it must set the Hunt Mode (WR3: 
D2 = 1 ) and the MPSC will start searching for a new ad- 
dress byte preceded by a flag. 

Programmable Interrupts: The receiver may be pro- 
grammed into any one of the four modes. See Figure 13 
for details. 


WR1, CHA 


D4 

D3 

Rx Interrupt Mode 

0 

0 

Rx INT/DMA disable 

0 

1 

Rx INT on first character 

1 

0 

INT on all Rx characters 
(Parity affects vector) 

1 

1 

INT on all Rx characters 
(Parity does not affect vector) 


Figure 13. Receiver Interrupt Modes 

All receiver interrupts can be disabled by WR1 : D4 D3 = 
0 0. Receiver interrupt on first character is normally used 
to start a DMA transfer or a block transfer sequence using 
WAIT to synchronize the data transfer to received or 
transmitted data. 

External Status Interrupts: 

Any change in DCD input or Abort detection in the re- 
ceived data, will generate an interrupt if External Status 
Interrupt was enabled (WR1: DO). 
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Special Receive Conditions: 

The receiver buffer is quadruply buffered. If the CPU 
fails to respond to “receive character” available interrupt 
within a period of three byte times (received bytes), the re- 
ceiver buffer will overflow and generate an interrupt. Fi- 
nally, at the end of the received frame, an interrupt will be 
generated when a valid ending flag has been detected. 

Receive Character Length: 

The receive character length (6,7 or 8 bits/character) 
may be changed during reception. However, to ensure that 
the change is effective on the next received character, this 
must be done fast enough such that the bits specified for 
the next character have not been assembled. 

CRC Checking: 

The opening flag in the frame resets the receive CRC gen- 
erator and any field between the opening and closing flag 
is checked for the CRC. In case of a CRC error, the 
CRC/ Framing Error bit in status register 1 is set (RR1: 
D6 = l). Receiver CRC may be disabled/enabled by 
WR3,D3. The CRC bytes on the received frame are 
passed on to the CPU just like data, and may be discarded 
by the CPU. 

Receive Terminator: 

An end of frame is indicated by End of Frame interrupt. 
The CPU may, issue an “Error Reset” command to reset 
this interrupt. 

DMA (Direct Memory Access) Mode 

The 8274 can be interfaced directly to the Intel DMA 
Controllers 8237A, 8257A and Intel I/O Processor 8089. 
The 8274 can be programmed into DMA mode by setting 
appropriate bits in WR2A. See Figure 1 1 for details. 

TRANSMIT IN DMA MODE: 

After initializing the 8274 into the DMA mode, the first 
character must be loaded from the CPU to start the DMA 
cycle. When the first data character (may be the address 
byte in SDLC) is tranferred from the transmit buffer to 
the transmit serial shift register, the transmit buffer gets 
empty and a transmit DMA request (TxDRQ) is generat- 
ed for the channel. Just like the interrupt mode, to ensure 
that the CRC bytes are included in the frame, the trans- 
mit under-run/EOM latch must be reset. This should 
preferably be done after loading the first character from 
the CPU. The DMA will progress without any CPU inter- 
vention. When the DMA controller reaches the terminal 
count, it will not respond to the DMA request, thus letting 
the MPSC under-run. This will ensure CRC transmission. 
However, the under-run condition will generate an inter- 
rupt due to the Tx under-run/EOM bit getting set (RRO: 
D6). TheCPU should issue a “Reset Txlnt/DRQ pend- 


ing” command to reset TxDRQ and issue a “Reset Exter- 
nal Status” command to reset Tx Under-run/EOM 
interrupt. Following the CRC transmission, flag (7EH) 
will be loaded into the transmit buffer. This will also gen- 
erate the TxDRQ since the transmit buffer is empty fol- 
lowing the transmission of the CRC bytes. The CPU may 
issue a “Reset TxINT/DRQ pending” command to reset 
the TxDRQ. “Reset TxINT/DRQ pending” command 
must be issued before setting up the transmit DMA chan- 
nel on the DMA Controller, otherwise the MPSC will 
start the DMA transfer immediately after the DMA 
channel is set up. 

RECEIVE IN DMA MODE 

The receiver must be programmed in RxINT on first re- 
ceive character mode (WR1: D4 D3 = 0 1). Upon receiv- 
ing the first character, which may be the address byte in 
SDLC, the MPSC generates an interrupt and also gener- 
ates a Rx DMA Request (Rx DRQ) for the appropriate 
channel. The CPU has three byte times to service this in- 
terrupt (enable the DMA controller, etc.) before the re- 
ceiver buffer will overflow. It is advisable to initialize the 
DMA controller before receiving the first character. In 
case of high bit rates, the CPU will have to service the in- 
terrupt very fast in order to avoid receiver over-run. 

Once the DMA is enabled, the received data is transfered 
to the memory under DMA control. Any received error 
conditions or external status change condition will gener- 
ate an interrupt as in the interrupt driven mode. The End 
of Frame is indicated by the End of Frame interrupt which 
is generated on reception of the closing flag of the SDLC 
frame. This End of Frame condition also disables the Re- 
ceive DMA request. The End of Frame interrupt may be 
reset by issuing an “Error Reset” command to the MPSC. 
The “Error Reset” command also re-enables the Receive 
DMA request. It may be noted that the End of Frame con- 
dition sets bits D7 in RR1. This bit gets reset by “Error 
Reset” command. However, End of Frame bit (RR1:D7) 
can also be reset by the flag of the next incoming frame. 
For proper operation, Error Reset Command should be is- 
sued “after” the End of Frame Bit (RR1:D7) is set. In a 
more general case, “Error Reset” command should be is- 
sued after End of Frame, Receive over-run or Receive par- 
ity bit are set in RR1. 

Wait Mode 

The wait mode is normally used for block transfer by syn- 
chronizing the data transfer through the Ready output 
from the MPSC, which may be connected to the Ready in- 
put of the CPU. The mode can be programmed by WR 1, 
D7 D5 and may be programmed separately and indepen- 
dently on CH A and CH B. The Wait Mode will be opera- 
tive if the following conditions are satisfied. 
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(i) Interrupts are enabled. 

(ii) Wait Mode is enabled (WR1:D7) 

(iii) CS = 0, A1 = 0 

The RDY output becomes active when the transmitter 
buffer is full or receiver buffer is empty. This way the 
RDY output from the MPSC can be used to extend the 
CPU read and write cycle by inserting WAIT states. 
RDY a or RDY B are in high impedance state when the 
corresponding channel is not selected. This makes it possi- 
ble to connect RDY A and RDY B outputs in wired OR 
configuration. Caution must be exercised here in using the 
RDY outputs of the MPSC or else the CPU may hang up 
for indefinite period. For example, let us assume that 
transmitter buffer is full and RDY A is active, forcing the 
CPU into a wait state. If the CTS goes inactive during this 
period, the RDY A will remain active for indefinite period 
and CPU will continue to insert wait states. 

Vectored/Non*Vectored Mode 

The MPSC is capable of providing an interrupt vector in 
response to the interrupt acknowledge sequence from the 
CPU. WR2, CH B contains this vector and the vector can 
be read in status register RR2. WR2, CH A (bit D5) can 
program the MPSC in vectored or non-vectored mode. 
See Figure 14 for details. 

In both cases, WR2 may still have the vector stored in it. 
However, in vectored mode, the MPSC will put the vector 
on the data bus in response the INTA (Interrupt Ac- 
knowledge) sequence as shown in Figure 15. In non-vec- 


WR2A,D5 

Interrupt Mode 

0 

1 

Non-vectored Interrupt 
Vectored Interrupt 


Figure 14. Vectored Interrupts 


tored mode, the MPSC will not respond to the INTA 
sequence. However, the CPU can read the vector by poll- 
ing Status Register RR2. WR2A, D4 and D3 can be pro- 
grammed to respond to 8085 or 8086 INTA sequence. It 
may be noted here that IPI (Interrupt Priority In) pin on 
the MPSC must be active for the vector to appear on the 
data bus. 

Status Affect Vector 

The vector stored in WR2B can be modified by the source 
of the interrupt. This can be done by setting the Status Af- 
fect Vector bit (WR1: D2). This powerful feature of the 
MPSC provides fast interrupt response time, by eliminat- 
ing the need of writing a routine to read the status of the 
MPSC. Three bits of the vector are modified in eight dif- 
ferent ways as shown on Figure 16. Bits V4,V3,V2 are 
modified in 8085 based system and bits V2, VI, VO are 
modified in 8086/88 based system. 

In non-vectored mode, the status affect vector mode can 
still be used and the vector read by the CPU. Status Regis- 
ter RR2B (Read Register 2 in Channel B) will contain 
this modified vector. 


D5 

WR2A 

D4 

D3 

IPI 

MODE 

1ST INTA 

2ND INTA 

3RD INTA 

0 

X 

X 

X 

NON-VECTORED 

HIGH-Z 

HI-Z 

HI-Z 

1 

0 

0 

0 

8085-1 

1100 1101 

V7 V6 V5 V4 V3 V2 VI V0 

0000 0000 

1 

0 

0 

1 

8085-1 , 

1100 1101 

HI-Z 

HI-Z 

1 

0 

1 

0 

8085-2 

HI-Z 

V7 V6 V5 V4 V3 V2V1 V0 

0000 0000 

1 

0 

1 

1 

8085-2 

HI-Z 

HI-Z 

HI-Z 

1 

1 

0 

0 

8086 

HI-Z 

V7 V6 V5 V4 V3 V2 VI V0 



1 

1 

0 

1 

8086 , 

HI-Z 

HI-Z 

— 


Figure 15. MPSC Vectored Interrupts 


(8085) V4 
(8086) V2 

V3 

VI 

V2 

VO 

Channel 

Interrupt Source < 

0 

0 

0 

B 

Tx BUFFER EMPTY 

0 

0 

1 


EXT/STAT CHANGE 

0 

1 

0 


RX CHAR AVAILABLE 

0 

1 

1 


SPECIAL Rx CONDITION 

1 

0 

0 

A 

Tx BUFFER EMPTY 

1 

0 

1 


EXT/STAT CHANGE 

1 

1 

0 


RX CHAR AVAILABLE 

1 

1 

1 


SPECIAL Rx CONDITION 


Rx Special Condition: Parity Error, Framing Error, Rx Over-run Error, EXT/STAT Change: Change in Modem Control Pin Status: CTS, 
EOF (SDLC) DCD, SYNC, EOM, Break/Abort Detection 


Figure 16. Status Affect Vector Mode 
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APPLICATION EXAMPLE 

This section describes the hardware and software of an 
8274/8088 system. The hardware vehicle used is the IN- 
TEL Single Board Computer iSBC 88/45 - Advanced 
Communication Controller. The software which exercises 
the 8274 is written in PLM 86.This example will demon- 
strate how 8274 can be configured into the SDLC mode 
and transfer data through DMA control. The hardware 
example will help the reader configure his hardware and 
the software examples will help in developing an applica- 
tion software. Most software examples closely approxi- 
mates a real data link controller software in the SDLC 
communication and may be used with very little 
modification. 

iSBC® 88/45 

A brief description of the iSBC 88/45 board will be pre- 
sented here. For more detailed information on the board 


and the schematics, refer to Hardware Manual for the 
iSBC 88/45, Advanced Communication Controller. iSBC 
88/45 is an intelligent slave/ multimaster communication 
board based on the 8088 processor, the 8274 and the 8273 
SDLC/HDLC controller. Figure 17 shows the functional 
block diagram of the board. The iSBC 88/45 has the fol- 
lowing features. 

• 8 MHz processor 

• 16K bytes of static RAM 
(12Kdual port) 

• Multimaster/Intelligent Slave Multibus Interface 

• Nine Interrupt Levels 8259A 

• Two serial channels through 8274 

• One Serial channel through 8273 

• S/W programmable baud rate generator 

• Interfaces: RS 232, RS422/449, CCITT V.24 

• 8237A DMA controller 

• Baud Rate to 800k Baud 
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INITI ALI ZE_8274: PROCEDURE PUBLICi 

/**************************^**********************************#***.**#****/ 


/* */ 

/* INITIALIZE THE 8274 FOR SDLC MODE */ 

/* */ 

/* 1. RESET CHANNEL */ 

/* 2. EXTERNAL INTERRUPTS ENABLED */ 

/* 3. NO WAIT */ 

/* 4. PIN 10 » RTS */ 

/* 5. NON-VECTORED INTERRUPT-8086 MODE */ 

/* 6. CHANNEL A DMA, CH B INT */ 

/* 7. TX AND RX a 8 BITS/CHAR */ 

/* 9. ADDRESS SEARCH MODE */ 

/* 10. CD AND CTS AUTO ENABLE */ 

/* 11. XI CLOCK */ 

/* 12. NO PARITY */ 

/* 13. SDLC/HDLC MODE */ 

/* 14. RTS AND DTR */ 

/* 15. CCITT - CRC */ 

/* 16. TRANSMITTER AND RECEIVER ENABLED */ 

/* 17. 7EH a FLAG */ 

/* */ 


/***********************■«•************•«•■«•#*********•»•**•»■**•«■****«••»•**■«•**•«•****■«■/ 
DECLARE C BYTE; 

/* TABLE TO INITIALIZE THE 8274 CHANNEL A AND B */ 

/* FORMAT IS: WRITE REGIStER, REGISTER DATA */ 

/* INITIALIZE CHANNEL A ONLY */ 

DECLARE TABLE_74_A<*> BYTE DATA 

(OOH, 18H, /* CHANNEL RESET */ 

OOH, 80H, /* RESET TX CRC */ 

02H, 11H, /* PIN lOaRTSB, A DMA, B INT */ 

04H, 20H, /* SDLC/HDLC MODE, NO PARITY */ 

07H, 07EH, /* SDLC FLAG */ 

01H, OBH, /* RX DMA ENABLE */ 

OSH, OEBH, /* DTR, RTS, 8 TX BITS, TX ENABLE , #/ 

/* SDLC CRC, TX CRC ENABLE */ 

06H, 55H, /* DEFAULT ADDRESS */ 

03H, 0D9H, /* 8 RX BITS, AUTO ENABLES, HUNT MODE, */ 

/* RX CRC ENABLE */ 

OFFH ) ; /* END OF INITIALIZATION TABLE */ 

DECLARE T ABLE_74 < JB < * ) BYTE DATA 

<02H, OOH, /* INTERRUPT VECTOR */ 

01 H, 1CH, /* STATUS AFFECTS VECTOR */ 

OFFH); /* END */ 

/* INITIALIZE THE 8274 */ 

C=Q; 

DO WHILE TABLE_74_B<C> O OFFH; 

OUTPUT (C0MMAND_B_74) = T ABLE_74_B ( C ) ; 

C=C+1; 

OUTPUT ( C0MMAND_B_74 ) = TABLE_74_B < C ) ; 

CaC+1; 

END; 

C=Q; 

DO WHILE TABLE_74_A<C> O OFFH; 

OUTPUT (C0MMAND_A_74) = TABLE_74_A<C ) ; 

C=C+1; 

OUTPUT < C0MMAND_A_74 ) = TABLE_74_A<C ) ; \ 

CaC+1; 

END; 

RETURN; 

END INITIALIZE_J3274; 


Figure 18. Typical MPSC SDLC Initialization Sequence 
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For this application, the CPU is run at 8 MHz. The board 
is configured to operate the 8274 in SDLC operation with 
the data transfer in DMA mode using the 8237A. 8274 is 
configured first in non-vectored mode in which case the 
INTEL Priority Interrupt Controller 8259A is used to re- 
solve priority betweeen various interrupting sources on the 
board and subsequently interrupt the CPU. However, the 
vectored mode of the 8274 is also verified by disabling the 
8259A and reading the vectors from the 8274. Software 
examples for each case will be shown later. 

The application example is interrupt driven and uses 
DMA for all data transfers under 8237A control. The 
8254 provides the transmit and receive clocks for the 
8274. The 8274 was run at 400K baud with a local loop- 
back (jumper wire) on Channel A data.The board was 
also run at 800K baud by modifying the software as will be 
discussed later in the Special Applications section. One 
detail to note is that the Rx Channel DMA request line 
from the 8274 has higher priority than the Tx Channel 
DMA request line. The 8274 master clock was 4.0 MHz. 
The on-board RAM is used to define transmit and receive 
data buffers. In this application, the data is read from 
memory location 800H through 81 OH and transferred to 
memory location 900H to 91 OH through the 8274 Serial 
Link. The operation is full duplex. 8274 modem control 
pins, CTS and CD have been tied low (active). 

Software 

The software consists of a monitor program and a pro- 
gram to exercise the 8274 in the SDLC mode. Appendix A 
contains the entire prograni listing. For the sake of clarity, 
each source module has been rewritten in a simple lan- 
guage and will be discussed here individually. Note that 
some labels in the actual listings in the Appendix will not 
match with the labels here. Also the listing in the Appen- 
dix sets up some flags to communicate with the monitor. 
Some of these flags are not explained in detail for the rea- 
son that they are not pertinent to this discussion. The mon- 
itor takes the command from a keyboard and executes this 
program, logging any error condition which might occur. 


8274 Initialization 

The MPSC is initialized in the SDLC mode for Channel 
A. Channel B is disabled. See Figure 18 for the initializa- 
tion routine. Note that WR4 is initialized before setting 
up the transmitter and receive parameters. However, it 
may also be pointed out that other than WR4, all the other 
registers may be programmed in any order. Also SDLC- 
CRC has been programmed for correct operation. An in- 
correct CRC selection will result in incorrect operation. 
Also note that receive interrupt on first receive character 
has been programmed although Channel A is in the DMA 
mode. 


Interrupt Routines 

The 8274 interrupt routines will be discussed here. On an 
8274 interrupt, program branches off to the “Main Inter- 
rupt Routine”. In main interrupt routine, status register 
RR2 is read. RR2 contains the modified vector. The cause 
of the interrupt is determined by reading the modified bits 
of the vector. Note that the 8274 has been programmed in 
the non-vectored mode and status affects vector bit has 
been set. Depending on the value of the modified bits, the 
appropriate interrupt routine is called. See Figure 19 for 
the flow diagram and Figure 20 for the source code. Note 
that an End of Interrupt Command is issued after servic- 
ing the interrupt. This is necessary to enable the lower pri- 
ority interrupts. 

Figure 21 shows all the interrupt routines called by the 
Main Interrupt Routine. “Ignore - Interrupt” as the name 
implies, ignores any interrupts and sets the FAIL flag. 
This is done because this program is for Channel A only 
and we are ignoring any Channel B interrupts. The impor- 
tant thing to note is the Channel A Receiver Character 
available routine. This routine is called after receiving the 
first character in the SDLC frame. Since the transfer 
mode is DMA, we have a maximum of three character 
times to service this interrupt by enabling the DMA 
controller. 



Figure 19. Interrupt Response Flow Diagram 
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/**************************/ 

/* MAIN INTERRUPT ROUTINE */ 

/**************************/ 

OUTPUT <C0MMAND_B__74> = 2; /* SET POINTER TO 2*/ 

TEMP = INPUT (STATUS_B__74> AND 07Hi /* READ INTERRUPT VECTOR */ 

/* CHECK FOR CHA INT ONLY*/ 
/* FOR THIS' APPLICATION CH B INTERRUPTS ARE IGNORED*/ 

DO CASE TEMP, 


CALL 

IGNORE 

INT; 

/* 

V2V1V0 

= 

000*/ 

CALL 

IGNORE 

INT; 

/* 

V2V1V0 

= 

001*/ 

CALL 

CHB RX 

CHAR, 

/* 

V2V1V0 

= 

010*/ 

CALL 

IGNORE 

INT; 

/* 

V2V1V0 

= 

on*/ 

CALL 

IGNORE 

INT; 

/* 

V2V1V0 

= 

100*/ 

CALL 

CHA EXTERNAL CHANGE; 

/* 

V2V1V0 

ss 

101*/ 

CALL 

CHA RX 

CHAR; 

/* 

v2yivo 

= 

110*/ 

CALL 

CHA RX 

.SPECIAL; 

/* 

V2V1V0 

a 

111*/ 


END; 

OUTPUT (C0MMAND_A_74) =38H; /* END OF INTERRUPT FOR B274 */ 

RETURN; 

END INTERRUPT_8274; 

Figure 20. Typical Main interrupt Routine 

/*********■*****#*********** **********#*********#*******/ 

/* CHANNEL A EXTERNAL/STATUS CHANGE INTERRUPT HANDLER */ 
/**#«■####*#*#*########*#*##*###############*##########«/ 
CHA__EXTERNAL_CHANGE- PROCEDURE, 

TEMP * INPUT (STATUS_A_74) ; /* STATUS REG 1*/ 

IF (TEMP AND END_OF__TX .MESSAGE ) * END_OF_TX_MESSAGE THEN 
TXDONE_S*DONE; 

ELSE DO; 

TXDONE__S=DONE; 

RESULTS_S=FAIL; 

END; 

OUTPUT ( C0MMAND__A__74 ) = 10H; /* RESET EXT/STATUS INTERRUPTS */ 

RETURN; 

END CHA_EXTERNAL_CHANGE; 

/***********************##**#*#****#**#*■*#*#**###**#*#•»■##**/ 

/* CHANNEL A SPECIAL RECEIVE CONDITIONS INTERRUPT HANDLER */ 
/***********#********#******##***#******************#*##***/ 

CHA_RX_SPECIAL: PROCEDURE; 

OUTPUT ( C0MMAND_A_74 ) * 1; 

TEMP = INPUT <STATUS_A_74 ) , 

IF (TEMP AND END_OF__FRAME ) = END_OF__FRAME THEN 
DO; 

IF (TEMP AND 040H) = 040H THEN 

RESULTS_S = FAIL, /* CRC ERROR */ 

RXDONE_S « DONE; 

OUTPUT (C0MMAND_A_74) = 30H, /*ERROR RESET*/ 

END; 

ELSE DO; 

IF (TEMP AND 20H) * 20H THEN DO; 

RESULTS_S = FAIL, /* RX OVERRUN ERROR*/ 

RXDONE_S = DONE, 

OUTPUT (C0MMAND_A_74> = 30H; /*ERROR RESET*/ 

END, 

END, 

RETURN; 

END CHA_RX_SPEC I AL; 

/**************■»■•«■**■«■**•»•***■».*****#**«.******/ 

/* CHANNEL A RECEIVE CHARACTER AVAILABLE */ 
/*******************************#*****.#***/ 

CHA_RX_CHAR: PROCEDURE; 

OUTPUT ( SI NGLE_MASK) * CHO_SEL; /*ENABLE- RX DMA CHANNEL*/ 

RETURN; 

END CHA_RX_CHAR; 

Figure 21. 8274 Typical Interrupt Handling Routines 
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It may be recalled that the receiver buffer is three bytes 
deep in addition to the receiver shift register. At very high 
data rates, it may not be possible to have enough time to 
read RR2, enable the DMA controller without overrun- 
ning the receiver. In a case like this, the DMA controller 
may be left enabled before receiving the Receive Charac- 
ter Interrupt. Remember, the Rx DMA request and inter- 
rupt for the receive character appears at the same time. If 
the DMA controller is enabled, it would service the DMA 
request by reading the received character. This will make 
the 8274 interrupt line go inactive. However, the 8259A 
has latched the interrupt and a regular interrupt acknowl- 
edge sequence still occurs aftei* the DMA controller has 
completed the transfer and given up the bus. The 8259A 
will return Level 7 interrupt since the 8274 interrupt has 
gone away. The user software must take this into account, 
otherwise the CPU will hang up. 

The procedure shown for the Special Receive Condition 
Interrupt checks if the interrupt is due to the End of 
Frame. If this is not TRUE, the FAIL flag is set and the 


program aborted. For a real life system, this must be fol- 
lowed up by error recovery procedures which obviously are 
beyond the scope of this Application Note. 

The transmission is terminated when the End of Message 
(RRO, D6) interrupt is generated. This interrupt is ser- 
viced in the Channel A External/Status Change interrupt 
procedure. For any other change in external status condi- 
tions, the program is aborted and a FAIL flag set. 

Main Program 

Finally, we will briefly discuss the main program. Figure 
22 shows the source program. It may be noted that the 
Transmit Under-run latch is reset after loading the first 
character into the 8274. This is done to ensure CRC trans- 
mission at the end of the frame. Also, the first character is 
loaded from the CPU to start DMA transfer of subse- 
quent data. This concludes our discussion on hardware 
and software example. Appendix A also includes the soft- 
ware written to exercise the 8274 in the vectored mode by 
disabling the 8259A. 


CHA 

_SDLC_TEST: PROCEDURE BYTE PUBLIC 




CALL ENABLE__INTERRUPTS Si 

CALL INIT 8274 SDLC Si 

ENABLEi 

OUTPUT (COMMAND A 74) « 28Hi 

/* RESET TX INT/DMA 

*/ 


OUTPUT (COMMAND B 74) = 28Hi 

/* BEFORE INITIALIZING 8237*/ 


CALL INIT 8237 Si 

OUTPUT (DATA_A_74> * 55Hi 

A*LOAD FIRST CHARACTER FROM 

*/ 


/*CPU */ 

/* TO ENSURE CRC TRANSMISSION, RESET TX UNDERRUN LATCH 

*/ 


OUTPUT ( C0MMAND_A__74 ) * OCOHi 
RXDONE S, fXDONE S=NOT DONEi 

/* CLEAR ALL FLAGS 

*/ 


RESULTS_S«PASSi 

/* FLAG SET FOR MONITOR 

*/ 


DO WHILE TXDONE_S*NOT DONEi 

/* DO UNTIL TERMINAL COUNT 

*/ 


ENDi 

DO WHILE < INPUT (STATUS A 74) AND 04H) O 04Hi 
/* WAIT FOR CRC TO GET TRANSMITTED */ 

/* TEST FOR TX BUFFFER EMPTY TO VERIFY THIS*/ 

END, 

DO WHILE RXDONE S=*NOT DONE; /* DO UNTIL TERMINAL COUNT 

*/ 

END 

ENDi 

CALL STOP 8237 Si 

CHA SDLC TEST,- 




Figure 22. Typical 8274 Transmit/Receive Set-Up in SDLC Mode 
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8088/86 

CPU 

INTERRUPT MODE 

INTERRUPT MODE 

INTERRUPT MODE 


Figure 23. 8274 Daisy Chain Vectored Mode 


SPECIAL APPLICATIONS 

In this section, some special application issues will be dis- 
cussed. This will be useful to a user who may be using a 
mode which is possible with the 8274 but not explicitly ex- 
plained in the data sheet. 

MPSC Daisy Chain Operation 

Multiple MPSC can be connected in a daisy-chain config- 
uration (see Figure 23). This feature may be useful in an 
application where multiple communication channels may 
be required and because of high data rates, conventional 
interrupt controller is not used to avoid long interrupt re- 
sponse times. To configure the MPSCs for the daisy chain 
operation, the interrupt priority input pins (IPI) and inter- 
rupt priority output pins (IPO) of the MPSC should be 
connected as shown. The highest priority device has its IPI 
pin connected to ground. Each MPSC is programmed in a 
vectored mode with status affects vector bit set. In the 
8085 basic systems, only one MPSC should be pro- 
grammed in the 8085 Mode 1. This is the MPSC which 
will put the call vector (CD Hex) on the data bus in re- 
sponse to the first INTA pulse (See Figure 15). It may be 
pointed out that the MPSC in 8085 Mode 1 will provide 


the call vector irrespective of the state of IPI pin. Once a 
higher priority MPSC generates an interrupt, its IPO pin 
goes inactive thus preventing lower priority MPSCs from 
interrupting the CPU. Preferably the highest priority 
MPSC should be programmed in 8085 Mode 1 . It may be 
recalled that the Priority Resolve Time on a given MPSC 
extends from th falling edge of the first INTA pulse to the 
falling edge of the second INTA pulse. During this period, 
no new internal interrupt requests are accepted. The 
maximum number of the MPSCs that can be connected in 
a daisy chain is limited by the Priority Resolution Time. 
Figure 24 shows a maximum number of MPSCs that can 
be connected in various CPU systems. It may be pointed 
out that IPO to IPI delay time specification is 100ns. 

Bisync Transparent Communication 

Bisync applications generally require that data transpar- 
ency be established during communication. This requires 
that the special control characters may not be included in 
the CRC accumulation. Refer to the Synchronous Proto- 
col Overview section for a more detailed discussion on 
data transparency. The 8274 can be used for transparent 
communication in Bisync communications. This is made 


System 

Configuration 

Priority Resolution Time 
Min (ns) 

Number of 8274s Daisy Chained 
(Max) 

8086-1 

400 

4 

8086-2 

500 

5 

8086 

800 

8 

8088 

800 

8 

8085-2 

1200 

12 

8085A 

1920 j 

19 


Note: Zero wait states have been assumed. 


Figure 24. 8274 Daisy Chain Operation 
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possible by the capability of the MPSC to selectively turn- 
on/turnoff the CRC accumulation while transmitting or 
receiving. In bisync transparent transmit mode, the spe- 
cial characters (DLE, DLE SYN etc) are excluded from 
CRC calculation. This can be easily accomplished by 
turning off the transmit CRC calculation (WR5: D5=0) 
before loading the special character into the transmit 
buffer. If the next character is to be included in the CRC 
accumulation, then the CRC can be enabled (WR5: 
D5 = 1 ). See Figure 25 for a typical flow diagram. 



Figure 25. Transmit in Bisync Transparent Mode 


During reception, it is possible to exclude received charac- 
ter from CRC calculation by turning off the Receive CRC 
after reading the special character. This is made possible 
by the fact that the received data is presented to receive 
CRC checker 8 bit times after the character has been re- 
ceived. During this 8 bit times, the CPU must read the 
character and decide if it wants it to be included in the- 
CRC calculation. Figure 26 shows the typical flow dia- 
gram to achieve this. 

It should be noted that the CRC generator must be en- 
abled during CRC reception. Also, after reading the CRC 
bytes, two more characters (SYNC) must be read before 
checking for CRC check result in RR1. 

Auto Enable Mode 

In some data communication applications, it may be re- 
quired to enable the transmitter or the receiver when the 
CTS or the DCD lines respectively, are activated by the 
modems. This may be done very easily by programming 
the 8274 into the Auto Enable Mode.The auto enable 
mode is set by writing a T to WR3,D5. The function of 
this mode is to enable the transmitter automatically when 
CTS goes active. The receiver is enabled when DCD goes 
active. An in-active state of CTS or DCD pin will disable 
the transmitter or the receiver respectively. However, the 
Transmit Enable bit (WR5:D3) and Receive Enable bit 



Figure 26. Receive in Bisync Transparent Mode 


(WR3:D1) must be set in order to use the auto enable 
mode. In non-auto mode, the transmitter or receiver is en- 
abled if the corresponding bits a re set in WR5 and WR3, 
irrespective of the state CT S or D C D pins . It may be re- 
called that any transition on CTS or DCD pin will gener- 
ate External/Status Interrupt with the corresponding bits 
set in RR1 . This interrupt can be cleared by issuing a Re- 
set External/ Status interrupt command as discussed ear- 
lier. 

Note that in auto enable mode, the character to be trans- 
mitted must be loaded into the transmit buffer after the 
CTS becomes active, not before. Any character loaded 
into the transmit buffer before the CTS became active will 
not be transmitted. 

High Speed DMA Operation 

In the section titled Application Example, the MPSC has 
been programmed to operate in DMA mode and receiver 
is programmed to generate an interrupt on the first receive 
character. You may recall that the receive FIFO is three 
bytes deep. On receiving the interrupt on the first receive 
character, the CPU must enable the DMA controller 
within three received byte times to avoid receiver over-run 
condition. In the application example, at 400K baud, the 
CPU had approximately 60 /us to enable the DMA con- 
troller to avoid receiver buffer overflow. However, at high- 
er baud rates, the CPU may not have enough time to 
enable the DMA controller in time. For example, at 1M 
baud, the CPU should enable the DMA controller within 
approximately 24 /us to avoid receiver buffer overrun. In 
most applications, this is not sufficient time. To solve this 
problem, the DMA controller should be left enabled be- 
fore getting the interrupt on the first receive character 
(which is accompanied by the Rx DMA request for the 
appropriate channel). This will allow the DMA controller 
to start DMA transfer as soon as the Rx DMA request be- 
comes active without giving the CPU enough time to re- 
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spond to the interrupt on the first receive character. The 
CPU will respond to the interrupt after the DMA transfer 
has been completed and will find the 8259A (See Applica- 
tion Example) responding with interrupt level 7, the low- 
est priority level. Note that the 8274 interrupt request was 
satisfied by the DMA controller, hence the interrupt on 
the first receive character was cleared and the 8259A had 
no pending interrupt. Because of no pending interrupt, the 
8259A returned interrupt level 7 in response to the INTA 
sequence from the CPU. The user software should take 
care of this interrupt. 

PROGRAMMING HINTS 

This section will describe some useful programming hints 
which may be useful in program development. 

Asynchronous Operation 

At the end of transmission, the CPU must issue “Reset 
Transmit Interrupt/DMA Pending” command in WRO to 
reset the last transmit empty request which was not satis- 
fied. Failing to do so will result in the MPSC locking up in 
a transmit empty state forever. 

Non-Vectored Mode 

In non-vectored mode, the Interrupt Acknowledge pin 
(INTA) on the MPSC must be tied high through a pull-up 
resistor. Failing to do so will result in unpredictable re- 
sponse from the 8274. 

] HDLC/SDLC Mode 

When receiving data in SDLC mode, the CRC bytes must 
be read by the CPU (or DMA controller) just like any oth- 
er data field. Failing to do so will result in receiver buffer 
overflow. Also, the End of Frame Interrupt indicates that 
the entire frame has been received. At this point, the CRC 
result (RR1:D6) and residue code (RR1:D3, D2, Dl) 
may be checked. 

Status Register RR2 

RR2 contains the vector which gets modified to indicate 
the source of interrupt (See the section titled MPSC 
Modes of Operation). However, the state of the vector 
does not change if no new interrupts are generated. The 
contents of RR2 are only changed when a new interrupt is 
generated. In order to get the correct information, RR2 
must be read only after an interrupt is generated, other- 
wise it will indicate the previous state. 


Initialization Sequence 

The MPSC initialization routine must issue a channel Re- 
set Command at the beginning. WR4 should be defined 
before other registers. At the end of the initialization se- 
quence, Reset External/Status and Error Reset com- 
mands should be issued to clear any spurious interrupts 
which may have been caused at power up. 

Transmit Under-run/EOM Latch 

In SDLC/HDLC, bisync and monosync mode, the trans- 
mit underrun/ EOM must be reset to enable the CRC 
check bytes to be appended to the transmit frame or trans- 
mit message. The transmit under-run/EOM latch can be 
reset only after the first character is loaded into the trans- 
mit buffer. When the transmitter under-runs at the end of 
the frame, CRC check bytes are appended to the fra- 
me/message. The transmit under-run/EOM latch can be 
reset at any time during the transmission after the first 
character. However, it should be reset before the transmit- 
ter under-runs otherwise, both bytes of the CRC may not 
be appended to the frame/message. In the receive mode in 
bisync operation, the CPU must read the CRC bytes and 
two more SYNC characters before checking for valid 
CRC result in RR1. 

Sync Character Load Inhibit 

In bisyric/ monosync mode only, it is possible to prevent 
loading sync characters into the receive buffers by setting 
the sync character load inhibit bit (WR3:D1 = 1). Cau- 
tion must be exercised in using this option. It may be possi- 
ble to get a CRC character in the received message which 
may match the sync character and not get transferred to 
the receive buffer. However, sync character load inhibit 
should be enabled during all pre-frame sync characters so 
the software routine does not have to read them from the 
MPSC. 

In SDLC/HDLC mode, sync character load inhibit bit 
must be reset to zero for proper operation. 

EOI Command 

EOI Command can only be issued through channel A irre- 
spective of which channel had generated the interrupt. 

Priority in DMA Mode 

There is no priority in DMA mode between the following 
four signals: TxDRQ(CHA), RxDRQ(CHA), 

TxDRQ(CHB), RxDRQ(CHB). The priority between 
these four signals must be resolved by the DMA control- 
ler. At any given time, all four DMA channels from the 
8274 are capable of going active. 


) 
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APPLICATION EXAMPLE: SOFTWARE LISTINGS 
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PL/M-86 COMPILER iSBC 88/45 8274 CHANNEL A SDLC TEST 


SERIES— 1 1 1 PL/M— 86 V2. O COMPILATION OF MODULE INIT_8274_S 
OBJECT MODULE PLACED IN : FI . SINI74. OB J 

COMPILER INVOKED BY: PLMB6. 86 : FI : SINI74. PLM TITLE< iSBC 88/45 8274 CHANNEL 

A SDLC TEST) COMPACT NOINTVECTOR ROM 


/**********#************************************.*.#/ 


/* 


*/ 

/* 

INITIALIZE THE 8274 FOR SDLC MODE 

*/ 

/* 


*/ 

/* 

1. RESET CHANNEL 

*/ 

/* 

2. EXTERNAL INTERRUPTS ENABLED 

*/ 

/* 

3. NO WAIT 

*/ 

/* 

4. PIN 10 = RTS 

*/ 

/* 

5. NON-VECTORED INTERRUPT-8086 MODE 

*/ 

/* 

6. CHANNEL A DMA, CH B INT 

*/ 

/* 

7. TX AND RX = 8 BITS/CHAR 

*/ 

/* 

9. ADDRESS SEARCH MODE 

*/ 

/* 

10. CD AND CTS AUTO ENABLE 

*/ 

/* 

11. XI CLOCK 

*/ 

/* 

12. NO PARITY 

*/ 

/* 

13. SDLC/HDLC MODE 

*/ 

/* 

14. RTS AND DTR 

*/ 

/* 

15. CCITT - CRC 

*/ 

/* 

16. TRANSMITTER AND RECEIVER ENABLED 

*/ 

/* 

17. 7EH = FLAO 

*/ 

/* 


*/ 


/*************************************************/ 
1 INIT_8274_S: DO; 

$ INCLUDE (: FI: PORTS. PLM) 

= /************#*#*********************#********/ 


as 

/* 




*/ 

* 

/* 

ISBC 88/45 PORT ASSIGNMENTS 

*/ 

= 

/* 




*/ 

m 

/***********#**********#******************#*■***/ 

2 1 = 

DECLARE LIT LITERALLY 

'LITERALLY 



- 

/* 

8237A-5 PORTS */ 




3 1 = 

DECLARE CHO_ADDR 

LIT 

'080H '» 


as 


CHO COUNT 

LIT 

'081H 


as 


CH1_ADDR 

LIT 

'082H', 




CHI COUNT 

LIT 

'083H ' » 


as 


CH2_ADDR 

LIT 

'084H', 


as 


CH2 COUNT 

LIT 

'085H', 


=s 


CH3 ADDR 

LIT 

'086H * , 


= 


CH3 COUNT 

LIT 

'087H 


as 


STATUS 37 

LIT 

'088H', 


= 


COMMAND 37 

LIT 

'088H 


=s 


REQUEST REG 37 

LIT 

'089H '# 


as 


SINGLE MASK 

LIT 

'08AH', 


= 


M0DE_REG__37 

LIT 

'08BH ' , 


PL/M-86 COMPILER 

iSBC 88/45 8274 

CHANNEL A 

SDLC TEST 



as 

CLR BYTE PTR 

_37 

LIT 

'08CH 

=a 

TEMP REG 37 


LIT 

'08DH 

=s 

MASTER CLEAR, 

_37 

LIT 

'08DH 


ALL_MASKJ37 


LIT 

'08FH 


= 

/* 8254-2 PORTS */ 



4 1 = 

DECLARE CTR__00 

LIT 

'090H 

as 

CTR 01 

LIT 

'091H 

as 

CTR_02 

LIT 

'092H 
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25 

CONTROLO 54 

LIT 

'093H', 

a 

STATUS0_54 

LIT 

'093H', 

at 

CTR 10 

LIT 

'098H ' > 

a 

CTR_1 1 

LIT 

'099H', 

a 

CTR12 

LIT 

'Q9AH '» 

ss 

CONTROL 1 54 

LIT 

'09BH '* 

* 

STATUS 1 54 

LIT 

'09B H'i 


= 

/* 8255 

PORTS */ 



at 

DECLARE 

PORTA 55 

LIT 

'OAOH 

a 


PORTB 55 

LIT 

'OA1H 

a 


PORTC 55 

LIT 

/ 0A2H 

at 


CONTROL_55 

LIT 

'0A3H 

= 

/* 8274 

PORTS */ 



at 

DECLARE 

DATA_A_74 

LIT 

/ ,©DQH 

a 


tiATA B 74 

LIT 

; 0D1H 

a 


STATUS A 74 

LIT 

'0D2H 

= 


COMMANDS 74 

LIT 

/ 0D2H 

St 


STATUS_B 74 

LIT 

0D3H 

* 


COMMANDJBJ74 

LIT 

'0D3H 


= 

/* 8259A PORTS */ 



as 

DECLARE STATUS_POLL 59 

LIT 

'OEOH 

a 

ICW1 59 

LIT 

'OEOH 

as 

0CW2_59 

LIT 

'OEOH 

a 

0CW3 59 

LIT 

'OEOH 

as 

OCW1 59 

LIT 

' OE 1 H 

a 

ICW2_59 

LIT 

'OE1H 

a 

ICW3 59 

LIT 

'OE1H 

= 

ICW4__59 

LIT 

'OE1H 


= /* 8274 REGISTER BIT ASSIGNMENTS */ 

■ /* READ REGISTER 0 */ 


at 

DECLARE RX AVAIL 

LIT 

'01H 

a 

I NTJF» ENDING 

LIT 

, 02H 

a 

TX EMPTY 

LIT 

'04H 

a 

CARRIER DETECT 

LIT 

'08H 


SYNC__HUNT 

LIT 

'10H 

Lg 

CLEAR TO SEND 

LIT 

'20H 


PL/M— 86 COMPILER iSBC 88/45 8274 CHANNEL A SDLC TEST 


END _OF_T X _MESS AGE LIT '40H', 

BREAK_ABORT LIT '80H'; 

/* READ REGISTER 1 */ 


at 

DECLARE 

ALL_SENT 

LIT 

'01H 

as 


PARITYJERROR 

LIT 

' 10H 

= , 


RX__QVERRUN 

LIT 

'20H 

* 


CRC_ERROR 

LIT 

'40H 

— 


END_OF__FRAI^E 

LIT 

'80H 

= 

/* READ 

REGISTER 2 */ 



a 

DECLARE 

TXJ3_EMPTY 

LIT 

'OOH 

= 


extjb change 

LIT 

'01H 

* 


RX B AVAIL 

LIT 

'02H 

= 


RX_B SPECIAL 

LIT 

'03H 

as 


TX A EMPTY 

LIT 

'04H 

a 


EXTj\_CHANGE 

LIT 

'05H 

= 


RX A AVAIL 

LIT 

'06H 

at 


RX A_SPECIAL 

LIT 

'07H 
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/* 8237 BIT ASSIGNMENTS */ 


■ 

DECLARE CH0_SEL 

LIT 

'OOH 

* 

CHI SEL 

LIT 

'01H 

= 

CH2__SEL 

LIT 

'02H 

= 

CH3 SEL 

LIT 

'03H 

me 

WRITE XFER 

LIT 

'04H 

3= 

READ_XFER 

LIT 

'OSH 

= 

DEMAND MODE 

LIT 

'OOH 

urn 

SINGLE MODE 

LIT 

'40H 

- 

BLOCK_MODE 

LIT 

'80H 

- 

SET_MASK 

LIT 

'04H 


12 1 

13 2 

14 2 

15 2 

16 3 

17 3 

18 2 


DELAY_S: PROCEDURE PUBLIC; 
DECLARE D WORD} 

D=Oi 

DO WHILE D<800H; 

D=D+ 1 ; 

END, 

END DELAY_S; 


19 1 . INI T__8274__SDLC _S . PROCEDURE PUBLIC; 

20 2 DECLARE C BYTE; 

♦EJECT 


PL/M-86 COMPILER iSBC 88/45 8274 CHANNEL A SDLC TEST 


/* TABLE TO INITIALIZE THE 8274 CHANNEL A AND B */ 

/* FORMAT IS: WRITE REGISTER, REGISTER DATA */ 

/* INITIALIZE CHANNEL ONLY */ 


21 2 


DECLARE TABLE_74_A ( * ) BYTE DATA 


<00H, 18H, 
OOH, 80H, 
02H, 11H, 
04H, 20H, 
07H, 07EH, 
01H, OBH, 
OSH, OEBH, 
06H, 55H, 
03H, 0D9H, 

OFFH ) ; 


/* CHANNEL RESET */ 

/* RESET TX CRC */ 

/* PIN 10=RTSB, A DMA, B INT */ 

/* SDLC/HDLC MODE, NO PARITY */ 

/* SDLC FLAG */ 

/* RX DMA ENABLE */ 

/* DTR, RTS, 8 TX BITS, TX ENABLE, TX CRC ENABLE */ 
/* DEFAULT ADDRESS */ 

/* 8 RX BITS, AUTO ENABLES, HUNT MODE, */ 

/* RX CRC ENABLE */ 

/* END OF INITIALIZATION TABLE */ 


22 2 DECLARE T ABLE_74 JB C * ) BYTE DATA 

(02H, OOH, /* INTERRUPT VECTOR */ 

01H, 1CH, /* STATUS AFFECTS VECTOR */ 

OFFH); /* END */ 


/* INITIALIZE THE 8254 */ 

23 2 OUTPUT < C0NTR0L0_54 ) =36H; 

24 2 OUTPUT <CTR_00) ■ LOW (20); /* BAUD RATE = 400K_BAUD*/ 

25 2 OUTPUT < CTR_00 ) * HIGH<20); /* BAUD RATE = 400KJ3AUD*/ 


/* INITIALIZE THE 8274 */ 


26 

2 

C*0; 



27 

2 

DO WHILE TABLE_74JB (C ) O 

OFFH; 


28 

3 

OUTPUT ( COMMAND J3_74 ) 

* TABLE__74_B (C ) 

29 

3 

C*C+1; 



30 

3 

OUTPUT (COMMAND B_74) 

= TABLE. 

_74_B ( C ) 

31 

3 

C«C+1; 



32 

3 

END; 
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33 

2 

C=0; 


34 

2 

DO WHILE TABLE_74 A(C) O 

OFFH; 

35 

3 

OUTPUT ( COMMAND A 74) 

* TABLE_74_A(C); 

36 

3 

C*C+1; 


37 

3 

OUTPUT ( COMMAND_A_74 ) 

= T ABLE_74__A ( C ) ; 

38 

3 

C=C+1 ; 


39 

3 

END; 


40 

2 

CALL DELAY_S; 


41 

2 

RETURN; 


42 

2 

END INIT 8274 SDLC S; 


43 

1 

END INIT 8274 S; 



PL/M-86 COMPILER iSBC 88/45 8274 CHANNEL A SDLC TEST 


MODULE INFORMATION: 

CODE AREA SIZE = 00A8H 168D 

CONSTANT AREA SIZE - OOOOH OD 

VARIABLE AREA SIZE * 0003H 3D 

MAXIMUM STACK SIZE * 0006H 6D 

213 LINES READ 
0 PROGRAM WARNINGS 
0 PROGRAM ERRORS 

END OF PL/M-86 COMPILATION 


PL/M-86 COMPILER iSBC 88/45 8274 CHANNEL A SDLC TEST 


SERIES-III PL/M-86 V2. O COMPILATION OF MODULE INIT_8237_CHA 
OBJECT MODULE PLACED IN : FI : SINI37. OB J 

COMPILER INVOKED BY: PLM86. 86 : FI : SINI37. PLM TITLEUSBC 88/45 8274 CHANNEL A SDLC 

TEST) COMPACT NOINTVECTOR ROM 


/*********************#*******#******#***#***##*#**#*********#***********/ 
/* */ 

/* 8237 INITIALIZATION ROUTINE FOR DMA TRANSFER */ 

/* */ 

/*********************************************#******************#*******/ 

1 INI T_8237_CHA : DO; 

♦NOLI ST 


12 1 INIT_8237_S: PROCEDURE PUBLIC; 


13 2 OUTPUT (MASTER._CLEAR.J37 >=0; 

14 2 OUTPUT ( C0MMAND_37 ) = 20H; /* EXTENDED WRITE */ 

15 2 OUTPUT <ALL_MASK_37> - OFH; /* MASK ALL REQUESTS */ 

16 2 OUTPUT <M0DE_REG_37 ) * < SINGLE JIODE OR WR ITE_XFER OR CHO_SEL>; 

17 2 OUTPUT ( M0DE_REG_37 ) * <SINGLE_MODE OR READ_XFER OR CH1_SEL); 

18 2 OUTPUT <CLR_BYTE_PTRJ37) » 0; 

19 2 OUTPUT <CHO_ADDR) * 00; /* RECEIVE BUFF AT 900H */ 

20 2 OUTPUT ( CHO_ADDR >* 09H; 

21 2 OUTPUT (CHO_COUNT ) * OH; 

22 2 OUTPUT <CHO_COUNT) * 01; 

23 2 OUTPUT < CHI __ADDR) * 00; /* TRANSMIT BUFF AT 800H */ 

24 2 OUTPUT <CH1__ADDR) * 08H; 

25 2 OUTPUT ( CHI __COUNT) * 010H; 

26 2 OUTPUT <CH1_C0UNT) * OOH; 
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/* ENABLE TRANSFER */ 

27 2 OUTPUT <SINGLE_MASK ) = CH1_SEL; /* ENABLE TX DMA */ 

28 2 RETURN; 

29 2 END INIT_8237_S; 


/* TURN OFF THE 8237 CHANNELS 0 AND 1 */ 

30 1 STOP _8237 _S : PROCEDURE PUBLIC; 

31 2 OUTPUT (SINGLEJIASK) = CH1_SEL OR SET_MaSK; 

32 2 OUTPUT <SINGLE_MASK > * CHO_SEL OR SET_MASK; 

33 2 RETURN; 

34 2 END STQP_J3237__S; 

35 1 END INIT__8237__CHA; 


MODULE INFORMATION: 

CODE AREA SIZE « 004CH 76D 
CONSTANT AREA SIZE = OOOOH OD 
VARIABLE AREA SIZE = OOOOH OD 


PL/M-86 COMPILER iSBC 88/45 8274 CHANNEL A SDLC TEST 


MAXIMUM STACK SIZE - 0002H 2D 

163 LINES READ 
0 PROGRAM WARNINGS 
0 PROGRAM ERRORS 

END OF PL/M-86 COMPILATION 


PL/M-86 COMPILER iSBC 88/45 8274 CHANNEL A SDLC TEST 


SER1ES-JII PL/M-86 V2 0 COMPILATION OF MODULE INTR 8274_S 
OBJECT MODULE PLACED IN FI SINTR OBJ 

COMPILER INVOKED BY PLM86 86 FI SINTR PLM TITLE (iSBC 88/45 8274 CHANNEL 
A SDLC TEST) COMPACT NOINTVECTOR ROM 

/#»•*• ft-* ***** * ************************ -it-*###**/ 

/* ‘ */ 

/* 8274 INTERRUPT ROUTINE */ 

/* „ */ 
/******************************************/ 

1 INTR _8 274 _S DO, 

$NOL I ST 

12 1 DECLARE TEMP BYTE, 

13 1 DECLARE ( RESULTS.S, TXDONE_S, RXDONE__S ) BYTE EXTERNAL, 

14 1 DECLARE INT_VEC POINTER AT <140), 

15 1 DECLARE I NT _VEC_STORE POINTER, 

16 1 DECLARE MA5K_59 BYTE; 


17 

1 

DECLARE DONE 

LIT 

'OFFH 



NOT DONE 

LIT 

'OOH ' . 



PASS 

LIT 

'OFFH 



FAIL 

LIT 

"OOH ' , 


/****************************/ 
/* IGNORE INTERRUPT HANDLER */ 
/****************************/ 

18 1 IGNORE_INT PROCEDURE, 

19 2 RESULTS _S = FAIL, 

20 2 RETURN, 

21 2 END IGNORE„INT, 
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/* CHANNEL A EXTERNAL/STATUS CHANGE INTERRUPT HANDLER */ 
/*#*#*****#*#*****## *■**#***•«■**# *•#■*#•# #****************** / 


22 1 CHA_EXTERNAL_CHANGE. PROCEDURE, 

23 2 TEMP = INPUT ( STATUS_A_74 ) , /* STATUS REG 1*/ 

24 2 IF < TEMP AND END_OF_TX_MESSAGE > = END_OF_TX_MESSAGE THEN 

25 2 TXDONE_S=DONE, 

26 2 ELSE DO, 

27 3 TXDONE_S=DONE, 

28 3 RESULTS_S=FAIL, 

29 3 END; 

30 2 OUTPUT (C0MMAND_A_74> * 10H; /* RESET EXT/STATUS INTERRUPTS */ 

31 2 RETURN; 

32 2 END CHA_EXTERNAL_CHANGE, 

REJECT 


PL/M -86 COMPILER iSBC 88/45 8274 CHANNEL A SDLC TEST 


/•a-**##**#*****# •****#■* ************************************** / 
/* CHANNEL A SPECIAL RECEIVE CONDITIONS INTERRUPT HANDLER */ 
/*###*#*#*****#*#***#***** ***■*# ##■*##•*■»••»•*•** ***************** / 


33 1 CHA_RX_SPEC I AL PROCEDURE; 


34 2 

35 2 

36 2 

37 2 

38 3 

39 3 

40 3 

41 3 

42 3 

43 2 

44 3 

46 4 

47 4 

48 4 

49 4 

50 3 

51 2 

52 2 


OUTPUT ( CQMMAND_A_74 ) = 1; 

TEMP = I NPUT ( ST ATUS_A_74 > , 

IF (TEMP AND END_OFJ=-RAME> = END_OF_FRAME THEN 
DO, 

IF (TEMP AND 040H) = 040H THEN 

RESULTS_S = FAIL, /* CRC ERROR */ 

RXDONE_S = DONE, 

OUTPUT (C0MMAND_A_74) = 30H; /*ERROR RESET*/ 

END, 

ELSE DO; 

IF (TEMP AND 20H) = 20H THEN DO; 

RESULTS_S * FAIL, /* RX OVERRUN ERROR*/ 

RXDQNE_S = DONE, 

OUTPUT ( CQMMAND_A_74 ) = 30H; /*ERROR RESET*/ 

END, 

END; 

RETURN, 

END CHA_RX_SPEC I AL, 


/***************************************** / 
/* CHANNEL A RECEIVE CHARACTER AVAILABLE */ 
/*#*****#*##*********•»■■»■ ■*•#*■#■* »*#■•#•** ****■»•***/ 


53 1 CHA RX_CHAR • PROCEDURE, 

54 2 OUTPUT ( SI NGLE_MASK) = CHO_SEL, /*ENABLE RX DMA CHANNEL*/ 

55 2 RETURN, 

56 2 END CHA_RX_CHAR, 


REJECT 


PL/M-86 COMPILER iSBC 88/45 8274 CHANNEL A SDLC TEST 

/* ENABLE 8274 INTERRUPTS - SET UP THE 8259A */ 

57 1 ENABLE_INTERRUPTS_S PROCEDURE PUBLIC, 

58 2 DECLARE CHA_INT__ON LIT '0F7H', 

59 2 DISABLE, 

60 2 CALL SET*INTERRUPT(39, INT_39>, 


6-257 


210403-001 




AP-145 


intef 


61 2 INT_VEC_STORE = INT_VEC; 

62 2 INTJ/EC = INTERRUPTSPTR < INT_8274__S > / - 

63 2 MASK_59 = INPUT(0CW1_59> , 

64 2 OUTPUT ( OCW1 _59 ) = MASK_59 AND CHA_INT_ON) 

65 2 RETURN; 

66 2 END ENABLE_INTERRUPTS„S; 


/* DISABLE 8274 INTERRUPTS - SET UP THE 8259A */ 

67 1 DISABLE_INTERRUPTS_J3 PROCEDURE PUBLIC) 

68 2 DISABLE) 

69 2 INT_VEC ■ INT_VEC_STORE; 

70 2 OUTPUT <0CW1„59) = MASK_59) 

71 2 ENABLE, 

72 2 RETURN) 

73 2 END DISABLE_INTERRUPTS_S, 


/* CHANNEL B RECEIVE CHARACTER AVAILABLE */ 

74 1 CHB_RX_CHAR PROCEDURE; 

75 2 TEMP=INPUT(DATA_B_74>) 

76 2 OUTPUT* COMMAND J3_74) = 38H; 

77 2 RETURN) 

78 2 END CHB_RX_CHAR) 


♦EJECT 

PL/M-86 COMPILER iSBC 88/45 8274 CHANNEL A SDLC TEST 


/#**##***#*#******#****#**#/ 
/* MAIN INTERRUPT ROUTINE */ 
/#**###***********•«■•****#*#■•*/ 


79 

1 

INT. 

8274_S- 

PROCEDURE INTERRUPT 35 

PUBLIC; 


80 

2 

OUTPUT ( C0MMAND_B__74 ) = 2; 


/* SET POINTER TO 2*/ 

81 

2 

TEMP 

1 = INPUT ( STATUS_B 74) AND 07H; 


/* READ 

INTERRUPT VECTOR */ 







/* CHECK 

> FOR CHA INT ONLY*/ 



/* FOR THIS 

APPLICATION CH B INTERRUPTS 

1 ARE IGNORED*/ 

82 

2 

DO CASE TEMP; 




83 

3 


CALL 

IGNORE__INT ; 

/* 

V2V1V0 ■ 

000*/ 

84 

3 


CALL 

IGNORE_INT) 

/* 

V2V1V0 = 

001*/ 

85 

3 


CALL 

CHB RX CHAR; 

/* 

V2V1V0 = 

010*/ 

86 

3 


CALL 

IGNGRE_INT; 

/* 

V2V1V0 a 

on*/ 

87 

3 


CALL 

IGNQRE_INT ; 

/* 

V2V1V0 « 

100*/ 

88 

3 


CALL 

CHA EXTERNAL CHANGE; 

/* 

V2V1V0 = 

101*/ 

89 

3 


CALL 

CHA_RX_CHAR; 

/* 

V2V1V0 = 

110*/ 

90 

3 


CALL 

CHA_RX J3PEC I AL) 

/* 

V2V1V0 a 

111*/ 

91 

3 

END; 






92 

2 

OUTPUT (COMMAND_A 74) =38H) /* END 

OF INTERRUPT 

FOR 8274 */ 

93 

2 

OUTPUT (QCW2 

.59) * 63H, /* 8259 

EOI 

*/ 


94 

2 

OUTPUT (OCW1 

59) = INPUT (OCW1 59) AND 0F7H; 


95 

2 

RETURN; 





96 

2 

END 

INT_8274_S) 





/* DEFAULT INTERRUPT ROUTINE - 8259A INTERRUPT 7 */ 
/* REQUIRED ONLY WHEN DMA CONTROLLER IS ENABLED */ 
/* BEFORE RECEIVING FIRST CHARACTER WHICH IS */ 
/* AT HIGH BAUD RATES LIKE BOOK BAUD READ APP. */ 
/* NOTE SECTION 6 FOR DETAILS */ 
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97 

1 

INT. 

_39 PROCEDURE INTERRUPT 39# 




98 

2 


OUTPUT (0CW2 59) = 20H# 

/* 

NON 

-SPECIFIC EOI 

99 

2 


OUTPUT < OCW1 

59) = INPUT ( OCW1 

_59) 

AND 0F7H# 

100 

2 


RESULTS S = 

FAIL# 




101 

2 

END 

INT_39, 





102 

1 

END 

INTR_8274_S, 









MODULE INFORMATION: 



CODE AREA SIZE 

= 01BFH 

447D 

CONSTANT AREA SIZE 

» OOOOH 

OD 

VARIABLE AREA SIZE 

= 0006H 

6D 

MAXIMUM STACK SIZE 
295 LINES READ 
0 PROGRAM WARNINGS 
0 PROGRAM ERRORS 

= 0022H 

34D 


END OF PL/M-86 COMPILATION 

PL/M— 86 COMPILER iSBC 88/45 8274 CHANNEL A SDLC TEST 


SERIES- 1 1 1 PL/M-86 V2. 0 COMPILATION OF MODULE STEST 
OBJECT MODULE PLACED IN : FI : STEST. OBJ 

COMPILER INVOKED BY: PLM86. 86 : FI : STEST. PLM TITLE< iSBC 88/45 8274 CHANNEL A SDLC TEST) 

COMPACT NO I NT VECTOR ROM 


/**********************#****#********************************************/ 
/* */ 

/* iSBC 545 PORT A (8274) SDLC TEST > */ 

/* */ 

/************************************************************************/ 


1 STEST: DO; 


2 1 DELAY__S: PROCEDURE EXTERNAL# 

3 2 END DELAYjS# 

4 1 ENABLE__I NTERRUPTS_S : PROCEDURE EXTERNAL# 

5 2 END ENABLE_INTERRUPTS_Si 

6 1 D I SABLE__I NTERRUPTS__S : PROCEDURE EXTERNALi 

7 2 END DISABLE_INTERRUPTS_S; 

8 1 INlT JB274_SDLC S: PROCEDURE EXTERNALi 

9 2 END INI T JB27 4 JSDLC _S # 

10 1 INIT__8237__S: PROCEDURE EXTERNALi 

11 2 END INIT_8237_Si 

12 1 STOP _ 8237_S : PROCEDURE EXTERNALi 

13 2 END ST0P_8237_Si 

14 1 VERIFY_TRANSFER__S: PROCEDURE EXTERNALi 

15 2 END VER I F Y_TR ANSFER _S » 

16 1 INT_8274_S: PROCEDURE INTERRUPT 35 EXTERNALi 

17 2 END INT_8274_Si 

♦NOLIST 

♦EJECT 


PL/M-86 COMPILER iSBC 88/45 8274 CHANNEL A SDLC TEST 


28 1 DECLARE <RESULTS_S, TXDONE_S, RXDONE_S> BYTE PUBLICi 


29 

1 

DECLARE DONE 

LIT 

'OFFH 



NOTJDQNE 

LIT 

4 OOH * i 



PASS 

LIT 

'OFFH 



FAIL 

LIT 

'OOH'i 
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♦EJECT 

PL/M-86 COMPILER iSBC 88/45 8274 CHANNEL A SDLC TEST 


30 1 CHA_.SDLC_.TEST : PROCEDURE BYTE PUBLIC; 


31 2 

32 2 

33 2 

34 2 

35 2 

36 2 

37 2 


CALL ENABLE_INTERRUPTS_S; 

CALL INI T_827 4_SDLC _S ; 

ENABLE; 

OUTPUT (C0MMAND_A_74) * 28H; /* RESET TX I NT/DMA */ 

OUTPUT (COMMAND_B 74) * 28H; /* BEFORE INITIALIZING 8237*/ 

CALL INIT_8237_S; 

OUTPUT (DATA_A_J74) - 55H; /* LOAD FIRST CHARACTER FROM CPU*/ 


38 2 

39 2 

40 2 


/* TO ENSURE CRC TRANSMISSION RESET TX UNDERRUN LATCH*/ 
OUTPUT (COMMAND A 74) - OCOH; 

RXDONE_S# TXDONE_S*NOT_DONE; /* CLEAR ALL FLAGS */ 

RESULTS_S«PASS; /* FLAG SET FOR MONITOR*/ 


41 2 DO WHILE TXDONE_S*NOT _DONE; /* DO UNTIL TERMINAL COUNT*/ 

42 3 END; 


43 

2 


DO WHILE (INPUT (STATUS A 74) AND 

04H) O 

04H; 




/* WAIT FOR CRC TO GET TRANSMITTED */ 





/* TEST FOR TX BUFFFER EMPTY TO 

VERIFY 

THIS*/ 

44 

3 


END; 



45 

2 


DO WHILE RXDONE_S«NOT_DONE; 

/* DO 

UNTIL TERMINAL COUNT*/ 

46 

3 


END; 



47 

2 


CALL ST0P_8237_S; 



48 

2 


CALL D I SABLE_I NTERRUPTS_S; 



49 

2 


CALL VERIFY_TRANSFER_S; 



50 

2 


RETURN RESULTS JS; 



51 

2 

END 

CHA_SDLC_TEST; 



52 

1 

END 

STEST; 




MODULE INFORMATION: 


CODE AREA SIZE - 0063H 
CONSTANT AREA SIZE « OOOOH 
VARIABLE AREA SIZE * 0003H 
MAXIMUM STACK SIZE * 0004H 
198 LINES READ 
O PROGRAM WARNINGS 
O PROGRAM ERRORS 


99D 

OD 

3D 

4D 


END OF PL/M-86 COMPILATION 


PL/M— 86 COMPILER iSBC 88/45 8274 CHANNEL A SDLC TEST 


SERIES-III PL/M-86 V2. O COMPILATION OF MODULE VECT0RJ10DE 
OBJECT MODULE PLACED IN : FI : VECTOR. OBJ 

COMPILER INVOKED BY: PLM86. 86 : FI : VECTOR. PLM TITLEUSBC 88/45 8274 CHANNEL A SDLC TEST) 


/***************************#***************************************/ 


/* */ 

/* 8274 INTERRUPT HANDLING ROUTINE FOR */ 

/* 8274 VECTOR MODE */ 

/* STATUS AFFECTS VECTOR */ 

/* */ 


/***********#*******************************************************/ 
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/* THIS IS AN EXAMPLE OF HOW 8274 CAN BE USED IN VECTORED MODE */ 
/* THE 1SBCB8/45 BOARD WAS REWIRED TO DISABLE THE PIT B259A AND */ 
/* ENABLE THE 8274 TO PLACE ITS VECTOR ON THE DAT ABUS IN RESPONSE */ 
/* TO THE INTA SEQUENCE FROM THE 8088. OTHER MODIFICATIONS INCLUDED */ 
/* CHANGES TO 8274 INITIALIZATION PROGRAM (SINI74) TO PROGRAM 8274 */ 
/* INTO VECTORED MODE (WRITE REGISTER 2A D5=l > */ 


1 VECTOR_MODE- DO; 

♦NOLIST 

12 1 DECLARE TEMP BYTE; 

13 1 DECLARE ( RESULTS_S, TXDONE, RXDONE ) BYTE EXTERNAL; 

14 1 DECLARE DONE LITERALLY 'OFFH'* 

NOT_DONE LITERALLY 'OOH', 

PASS LITERALLY 'OFFH ' * 

FAIL LITERALLY 'OOH'i 


/***************#*******•************************************#■■#■*********■*/ 
/* TRANSMIT INTERRUPT CHANNEL A INTERRUPT WILL NOT BE SEEN IN THE */ 

/* DMA OPERATION. */ 

/**#**#*##***********#*****************•***#****#*******#*#*#*##*********/ 


15 1 

16 2 

17 2 

18 2 


TX_INTERRUPT_CHA PROCEDURE INTERRUPT 84; 

OUTPUT (C0MMAND_A_74) * 00101000B; /*RESET TXINT PENDING*/ 

OUTPUT <COMMAND_AJ74) * 001U000B; /*EOI*/ 

END TX_INTERRUPT_CHA; 


/*#*****#***************#***#*#**#*#*******************#**********#*****/ 
/* EXTERNAL/STATUS INTERRUPT PROCEDURE: CHECKS FOR END OF MESSAGE */ 

/* ONLY. IF THIS IS NOT TRUE THEN THE FAIL FLAG IS SET HOWEVER* */ 

/* A USER PROGRAM SHOULD CHECK FOR OTHER EXT/STATUS CONDITIONS */ 

/* ALSO IN RR1 AND THEN TAKE APPROPRIATE ACTION BASED ON THE */ 

/* APPLICATION */ 

/********#**************************************************************/ 


19 1 

20 2 
21 2 
22 2 

23 2 

24 3 


EXT_STAT_CHANGE_CHA- PROCEDURE INTERRUPT 85; 

TEMP = INPUT < ST ATUS_A_74), 

IF (TEMP AND END_OF_TX__MESSAGE ) = ENDJDF_TX ..MESSAGE THEN 
TXDONE = DONE* 

ELSE DO; 

TXDONE = DONE* 


PL/M— 86 COMPILER iSBC 88/45 8274 CHANNEL A SDLC TEST 


25 3 RESULTS_S = FAIL; 

26 3 END; 

27 2 OUTPUT (C0MMAND_A_74) = 00010000B; /*RESET EXT STAT INT*/ 

28 2 OUTPUT (C0MMAND_A_74) = 00111000B; /*EOI*/ 

29 2 RETURN; 

30 2 END EXT_STAT_CHANGE_CHA* 

/******************#*#■*****#**#**********#**■**********#****•***■*•****•*****/ 
/* RECEIVER CHARACTER AVAILABLE INTERRUPT WILL APPEAR ONLY ON FIRST*/ 

/* RECEIVE CHARACTER SINCE DMA CONTROLLER HAS BEEN ENABLED BEFORE */ 

1 /* THE FIRST CHARACTER IS RECEIVED, THE RECEIVER REQUEST IS */ 

/* SERVICED BY THE DMA CONTROLLER */ 

/******************* **********^*****************************************/ 


31 1 R X_CHAR__AVA I LABLE_CHA PROCEDURE INTERRUPT 86; 

32 2 OUTPUT (C0MMAND_A_74) * 00111000B* /*EOI*/ 

33 2 RETURN; 

34 2 END RX_CHAR_AVAILABLE_CHA; 

♦EJECT 
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iSBC 88/45 8274 CHANNEL A SDLC TEST 


/ ****************************** *■****************************************/ 
/* SPECIAL RECEIVE CONDITION INTERRUPT SERVICE ROUTINE CHECKS FOR */ 

/* END OF FRAME BIT ONLY. SEE SPECIAL SERVICE ROUTINE FOR NON- */ 

/* VECTORED MODE FOR CRC CHECK AND OVERRUN ERROR CHECK. */ 

/*****#**************************************#*#***************#********/ 


35 1 SPEC I AL_RX_CONDITION_CHA: PROCEDURE INTERRUPT 87; 


36 2 

37 2 

38 2 

39 2 

40 2 

41 3 

42 3 

43 3 

44 2 

45 2 

46 2 

47 2 


OUTPUT (C0MMAND__A_74) - 1; /^POINTER 1*/ 

TEMP * INPUT (STATUS_A__74) ; 

IF (TEMP AND END_OF_FRAME ) * ENDjDF^FRAME THEN 
RXDONE * DONE; 

ELSE DO; 

RXDONE = DONE; 

RESULTS_S * FAIL; 

END; 

OUTPUT (C0MMAND_A_74) * 00110000B; /*ERROR RESET*/ 

OUTPUT < CQMMAND_A_ 74 ) » 00111000B; /*EOI*/ 

RETURN; 

END SPECIAL_RX_CONDITION_CHA; 


48 

49 

50 

51 

52 

53 

54 

55 


1 

2 

2 

2 

2 

2 

2 

2 


ENABLE_I NTERRUPTS : PROCEDURE PUBLIC; 

DISABLE; 

CALL SET*INTERRUPT<84, TX„ INTERRUPTjCHA ) ; 

CALL SET*INTERRUPT<85# EXT ST AT_CHANGE_CHA ) ; 

CALL SET*INTERRUPT(86* RX CHAR AVA I LABLE_CHA ) ; 
CALL SET* INTERRUPT (87# SPECIALJ*X j:ONDITION_CHA> ; 
RETURN; 

END ENABLE^INfERRUPTS; 


56 1 END VECTOR JiODE; 

/***************#***********************,************************************/ 

/******************************************#********************************/ 


MODULE INFORMATION: 

CODE AREA SIZE - 012EH 302D 

CONSTANT AREA SIZE * OOOOH OD 

VARIABLE AREA SIZE - 0001H ID 

MAXIMUM STACK SIZE « 001EH 30D 

226 LINES READ 
0 PROGRAM WARNINGS 
0 PROGRAM ERRORS 

END OF PL/M—86 COMPILATION 
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WRITE REGISTER 0 (WRO): 


D7 D6 D5 04 D3 02 D1 DO 


COMMAND STATUS POINTER 
REGISTER POINTER 


NULL CODE 
SEND ABORT (SDLC) 

RESET EXT STATUS INTERRUPTS 
CHANNEL RESET 

ENABLE INTERRUPT ON NEXT RX CHARACTER 
RESET TXINT DMA PENDING 
ERROR RESET 
END OF INTERRUPT 


0 0 NULL CODE 

0 1 RESET Rx CRC CHECKER 

1 0 RESET Tx CRD GENERATOR 

1 1 RESET Tx UNDERRUN EOM LATCH 


WRITE REGISTER 1 (WR1): 


D7 D6 D5 D4 D3 D2 D1 1 DO I 


EXT INTERRUPT 
' ENABLE 


| Tx INTERRUPT 

DMA ENABLE 

STATUS AFFECTS VECTOR J FIXED VECTOR 70 ” 
■ (CHB ONLY) 0 HXED VECTOR 

(NULL CODE CH A) 


0 RxINT/DMA DISABLE 

1 RxINT ON FIRST CHAR OR SPECIAL CONDITION 

0 INT ON ALL Rx CHAR (PARITY AFFECTS VECTOR) OR 
SPECIAL CONDITION 

1 INT ON ALL Rx CHAR (PARITY DOES NOT AFFECT 
VECTOR) OR SPECIAL CONDITION 


1 WAIT ON Rx, 0 WAIT ON Tx 


MUST BE ZERO 


■ WAIT ENABLE, 1 ENABLE, 0 DISABLE 
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WRITE REGISTER 2 (WR2): CHANNEL A 


I D7 1 0 I D5 I D4 I D3 1 D2 1 D 1 1 DOl 


) 0 BOTH INTERRUPT 

) 1 A DMA B INT 

I 0 BOTH DMA 

I 1 ILLEGAL 

1 PRIORITY RxA>RxB>TxA>TxB>EXTA*>EXTB* 
0 PRIORITY RxA>TxA>RxB>TxB>EXTA*>EXTB* 


0 0 8085 MODE 1 

0 1 8085 MODE 2 

1 0 8086/88 MODE 

1 1 ILLEGAL 

1 VECTORED INTERRUPT 

0 NON VECTORED INTERRUPT 

MUST BE ZERO 

.1 PIN 10 SYNDET6 

0 PIN 10 RTSb 

* EXTERNAL STATUS INTERRUPT ONLY IF EXT 
INTERRUPT ENABLE (WR1:D0) IS SET 


WRITE REGISTER 2 (WR2): CHANNEL B 
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READ REGISTER 0 (RRO): 
MSB 


|13B313EBE3B3EDI3B| 


- Rx CHAR AVAILABLE 

- INT PENDING (CHA ONLY) 

- Tx BUFFER EMPTY 

- CARRIER DETECT 

- SYNC/HUNT 

- CTS ^ 

EXTERNAL 

- Tx UNDERRUN/EOM V STATUS 

INTERRUPT MODE 

- BREAK/ABORT J 


READ REGISTER 1 (RR1): 

(SPECIAL RECEIVE CONDITION MODE) 


lEflEBEaEflEBESEIIISDI 


I FIELD BYTE I FIELD BYTE 

PREVIOUS BYTE 2ND PREVIOUS BYTE 


L 1 PARITY ERROR 

Rx OVERRUN ERROR 

CRC/FRAMING ERROR 

END OF FRAME (SDLC HDLC MODE) 


RESIDUE DATA 
BITS CHAR 
MODE 



READ REGISTER 2 (RR2): 


MSB 

LSB 

V7 | V6 | V5 |v4*|v3*|v2*|vi* 

M 

v j 

> <■' 

INTERRUPT 

‘VARIABLES IN 

VECTOR 

VECTOR MODE 
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INTRODUCTION 


I. SCC Port Definition 


INTEL’S 82530, Serial Communications Controller 
(SCC), is a dual channel, multi-protocol data communi- 
cations peripheral. It is designed to interface to high 
speed communications lines using asynchronous, byte 
synchronous and bit synchronous protocols. It runs up to 
1.5 Mbits/ sec, has on-chip baud rate generators and 
on-chip NRZI encoding and decoding circuits — very 
useful for SDLC communication. This application note 
shows how to write 1/ O drivers for the 82530 to do initiali- 
zation and data links using asynchronous (ASYNC) and 
SDLC protocols. The appendix includes sections to show 
how the on-chip baud rate generators could be pro- 
grammed , how the modem control pins could be used and 
how the 82530 could be interfaced to INTEL’S 80186/188 
processors. 

This article deals with the software for the following: 

1. SCC port definition 

2. Accessing the SCC registers 

3. Initialization for ASYNC communication 

4. ASYNC communication in polling mode 

5. ASYNC communication in interrupt mode 

6. Initialization for SDLC communication 

7. SDLC frame reception 

8. SDLC frame transmission 

9. SDLC interrupt routines 

The description is written around illustrations of the 
actual software written in PLM86 for a 80186 - 82530 
system. 


The Figure 1 shows how the 4 ports (2 per channel) of 
the SCC can be defined. Note that the sequence of ports 
in the ascending order of addresses is not the one that is 
normally expected. In the ascending order it is: com- 
mand (B), data (B), command (A) and data (A). In an 
80186 - 82530 system, the interconnection is as follows: 


80186 pins 


PCSn 

--- CS 

A1 

— - D/C 

A2 

A/B 

RD 

RD 

WR 

WR 


82530 pins 


2. Accessing the SCC Registers 

The SCC has 16 registers on each of the channels (A 
and B). For each channel there is only one port, the 
command port, to access all the registers. The register 
#0 can be always accessed directly through the com- 
mand port. All other registers are accessed indirectly 
through register #0. First, the number of the register to 
be accessed is written to the register #0 - see the state- 
ment, in Figure 2: ’output (ch a command) = reg 

no and Ofh’. Then, the desired register is written to or 
read out of the register #0. The Figure 2 shows 4 pro- 
cedures: rra and wra, for reading and writing channel A 
registers; rrb and wrb, for reading and writing channel 
B registers. The read procedures are of the type ‘byte’ - 
they return the contents of the register being read. The 
write procedures require two parameters - the register 
number and the value to be written. 


/* #/ 

declare ch — b ^command literally 'pc*5 + O f » /* see channel_b command word*/ 

ch_b_data literally 'pcs5 + 2'# /* see channeljb data word */ 

ch._a_command literally 'pcs5 + 4'# /* sec channeled command word */ 

ch_a_data literally 'pcs5 * 6'r /* sec channeled data word */ 

/* */ 
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Figure 1. SCC Port Definition 
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/* - */ 

'* read selected see register */ 

rra. procedure (reg^no) byte* 
declare reg.no byte* 

if (reg_.no and Ofh) O 0 

then output ( c h_a_c ommand ) * reg.no and Ofhi 
return input ( ch_a_command ) » 
end rra; 

rrb. procedure (reg„no) byte; 
declare reg.nc byte; 

if (reg.no and Ofh) O 0 

then output ( c h_b_j c ommand ) - reg_no and Ofh; 
return input ( c h_b_command ) ; 
end rrb; 


/* uirite selected see register */ 

uira: procedure freg.nOi value); 
declare reg.no byte; 
declare value byte; 

if (reg_.no and Ofh) O 0 

then output ( C h__a ..command ) ~ reg.no and Ofh; 
output ( ch__a__c ommand ) = value, 
end uira; 

u;rb. procedure <reg_no* value); 
declare reg.no byte; 
declare value byte; 

if (reg.no and Ofh) O 0 

then output ( ch_b.c ommand ) = reg.no and Ofh; 
output ( ch_b__c ommand ) * value* 
end wr b ; 

/# */ 
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Figure 2. Accessing the SCC Registers 
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3. Initialization for ASYNC Operation 

Channel B of the SCC is used to perform ASYNC com- 
munication. Figure 3 shows how the channel B is ini- 
tialized and configured for ASYNC operation. This is 
done by writing the various channel B registers with the 
proper parameters as shown. The comments in the pro- 
gram show what is achieved by each statement. After a 
software reset of the channel, register #4 should be 
written before writing to the other registers. The on- 
chip Baud Rate Generator is used to generate a 1200 
bits/sec clock for both the transmitter and the receiver. 
The interrupts for transmitter and/or receiver are en- 
abled only for the interrupt mode of operation; for poll- 
ing, interrupts must be kept disabled. 


4. ASYNC Communication in Polling 
Mode 

Figure 4 shows the procedures for reading in a received 

character from the 82530 (see in) and for writing out 

a character to the 82530 (see out) in the polling mode. 

The see in procedure returns a byte value which is the 

character read in. The receiver is polled to find if a 
character has been received by the SCC. Only when a 
character has been received, the character is read in 
from the data port of the SCC channel B. 

The see out procedure requires a byte parameter 

which is the character being written out. The transmit- 



/* */ 

scc_init_b: procedure; 

/* see eh B register initialization for ASYNC mode */ 

call uirb<09* OlOOOOOOb); /* channel B reset */ 

call wrb<04* 11001110b); /* 2 stop* no parity* brf * 64x */ 

call uirb (02* 00100000b >; /* vector = 20h */ 

call uirb<03* 11000000b); /* rx 8 bits/char* no auto-enable */ 

call wrb(05* 01100000b); /* tx 8 bits/char */, 

call uirb (06* 00000000b); 
call wrb(07* 00000000b); 

call wrb(09» 00000001b); /* vector includes status */ 

call wrbCIO* 00000000b >; 

call urbUl* 01010110b); /* rxc =* txc = BRG » trxc ** BRG out #/ 

call wrb(12* 00011000b); /* to generate 1200 baud* x64 0 4 mhz */ 

call wrb(13* 00000000b); 

call uir b < 1 4* 00000011b); /* BRG source - SYS CLK* enable BRG */ 

call wrb<15* 00000000b); /* all ext status interrupts off */ 

/* Enables */ 

call wrb(03* 11000001b); /* scc-b receive enable */ 

call uirb(05* 11101010b); /* scc-b transmit enable* dtr on# rts on */ 

/* enable interrupts - only for interrupt driven ASYNC I/O */ 

call wrb(09, 00001001b); /* master IE* vector includes status */ 

call urrb(01* 00010011b); /* tx * rx* ext interrupts enable */ 

end scc_init_b; 

/* * */ 
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Figure 3. Initialization for ASYNC Communication 
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/* */ 

/* see data character input from channel B */ 

*cc_in: procedure byte; 
declare char byte; 

do while < input (ch_b_command ) and ih) « Oi endi 

char * input(ch_b_data ) j /* if rx data character is available */ 

return char; /# then input it to buffer */ 

end iccjni 

/# see data character output to channel B */ 
sec_out: procedure (char); 
declare char byte; 

do while ( input <ch_b_c ommand ) and 4h ) * 0; end; 

output(ch_b_data) » char; /* if tx buff empty then transfer the */ 

/* data character to tx buff */ 

end scc_out; 

/* */ 

231262-4 

Figure 4. ASYNC Communication in Polling Mode 


ter is polled for being ready to transmit the next charac- 
ter before writing the character out to the data port of 
SCC channel B. 

Typical calls to these procedures are: 

abc variable = see in; 

call see out (xyz variable); 


5. ASYNC Communication in Interrupt 
Mode 

In contrast to polling for the receiver and/or the trans- 
mitter to be ready with/for the next character, the 
82530 can be made to interrupt when it is ready to do 
receive or transmit. 

The on-chip interrupt controller of the SCC can be 
made to operate in the vectored mode. In this mode, it 
generates interrupt vectors that are characteristic of the 
event causing the interrupt. For the example here, the 
vector base is programmed at 20h and ‘Vector 


Includes Status’ (VIS) mode is set - WR9 = 
XXX0XX01. Vectors and the associated events are: 


Vector 

Procedure 

Event Causing Interrupt 

20h 

txintr b 

ch_b - transmit buffer empty 

22h 

esi b 

ch b - external/status change 

24h 

rxintr__b 

ch b - receive character available 

26h 

src_b 

ch b - special receive condition^ 

28h 

txintr_a 

ch a - transmit buffer empty 

2ah 

esi_a 

ch_a - external/status change 

2ch 

rxintr__a 

ch a - receive character available 

2eh 

src_a 

ch a - special receive condition 


NOTE: 

Odd vector numbers do not exist. 


Figure 5 shows the interrupt procedures for the channel 
B operating in ASYNC mode. The transmitter buffer 
empty interrupt occurs when the transmitter can accept 
one more character to output. In the interrupt proce- 
dure for transmit, the byte char out 530 is output. 

Following this, is an epiloge that is common to all the 
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interrupt procedures ; the first statement is an end of The receive buffer full interrupt occurs when the receiv- 

interrupt command to the 82530 - note that it is issued er has at least one character in its buffer, waiting to be 

to channel A - and the second is an End of Interrupt read in by the CPU. 

(EOI) command to the 80186 interrupt controller 

which is, in fact, receiving the interrupt from the 82530. The esi b is not enabled to occur and src b cannot 

occur in the ASYNC mode unless the receiver is over- 
run or a parity error occurs. 



Figure 5. ASYNC Communication in Interrupt Mode 
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ed on the RxDA pin, it goes from the Hunt to the Sync 
mode. It receives the frame and the end of frame inter- 
rupt (src b, vector = 2eh) occurs. 


8. SDLC Frame Transmission 

Figure 8 shows the procedure for transmitting a SDLC 
frame once the channel A is initialized. The DMA con- 
troller is initialized with the transmit buffer address 
(@tx buff (1)) - note , it is the second byte of the trans- 

mit buffer - and the byte count - again one less than the 
total buffer length. This is done because the first byte in 
the buffer is output directly using an I/O instruction 
and not by DMA. Then the flag indicating frame trans- 
mitted is reset. The events following are very critical in 
sequence: 

a. Reset external status interrupts 

b. Enable the transmitter 

c. Reset transmit CRC 

d. Enable transmitter underrun interrupt 

e. Enable the DMA controller 

f. Output first byte of the transmit block to data port 

g. Reset Transmit Underrun Latch 





scc_init_a: procedure# 


/* sec ch A register initialization for SDLC mode */ 

call uira <09# 10000000b) 

/* channel A reset */ 

call uira <04, 00100000b) 

/* SDLC mode */ 

call uira <01 , 01100000b) 

/* DMA for Rx #/ 

call uira <03, 11000000b) 

/* 8 bit Rx char# Rx disable *7 

call uira <05# 01 100000b) 

/* 8 bit Tx char# Tx disable */ 

call uira <06# 01010101b) 

/# node address */ 

call uira (07# 01111110b) 

/* SDLC flag */ 

call uira <10, 10000000b) 

/* preset CRC, NRZ encoding */ 

call uira (11# 01010110b) 

/* rxc * txc = ERG # trxc ■ BRG out */ 

call uira <12# 00001110b) 

/* to generate 125 Kbaud# xl M mhz */ 

call uira <13# 00000000b) 


call uira < 14, 00000110b) 

/* BRG source * SYS CLK, DMA for Tx */ 

call uira<15, 00000000b)# /* all ext status interrupts off */ 

/* enables */ 


call uira < 14, 00000111b) 

/* enable : BRG */ 

call uira <01 1 11100000b) 

/* enable : dreq */ 

call uira <09, 00001001b) 

/* master IE# vector includes status #/ 

end scc__init_a# 

— 
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Figure 6. Initialization for SDLC Communication 


'6. Initialization for SDLC 
Communication 

Channel A of the SCC is programmed for being used 
for SDLC operation. It uses the DMA channels on the 
80186. Figure 6 shows the initialization procedure for 
channel A. The comments in the software show the 
effect of each statement. The on-chip Baud Rate Gener- 
ator is used to generate a clock of 125 KHz both for 
reception and transmission. This procedure is just to 
prepare the channel A for SDLC operation. The actual 
transmission and reception of frames is done using the 
procedures described further. 


7. SDLC Frame Reception 

Figure 7 shows the entire set-up necessary to receive a 
SDLC frame. First the DMA controller is programmed 

with the receive buffer address (@rx buff), byte count, 

mode etc and is also enabled. Then a flag indicating 
reception of the frame is reset. An Error Reset com- 
mand is issued to clear up any pending error condi- 
tions. The receive interrupt is enabled to occur at the 
end of frame reception (Special Receive Condition); 
lastly, the receiver is enabled and put in the Hunt mode 
(to detect the SDLC flag). When the first flag is detect- 
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/* */ 

rx^init". procedure; , 

declare dma_0_mode literally '1010001001000000b '# 

/# src*IO. dest»M(inc)» sync**src# TC» noint# priority# byte */ 

outuiord ( dma_0_dpl ) « louil6(®rx.J»uf f ) # 
outuiord < dma_0_dph ) * highl6(®rx_buf f ); 
outuiord < dma_0_spl ) » ch_ a_data; 
outuiord <dma.J)_sph ) * 0; 

outuiord <dma_0_tc ) * b lock_length + 2# /* +2 for CRC */ 

outuiord <dma_,0_cui> * dma_0 i jnode or 0006H; /* start DMA channel 0 */ 

frame_recd » 0# /* reset frame received flag */ 

call uira(00# 30h >; /* error reset #/ 

call uira(01i 11111001b); /# sp. cond intr only# ext int enable */ 

call urra (03# 11010001b)i /* enable receiver# enttfr hunt mode */ 

end rx_init; 

/* */ 

231262-7 

Figure 7. SDLC Frame Reception 


/# */ 

tx^init: procedure; 

declare dma_l_mode literally '0001011010000000b'; 

/* src*M(tnc># dest»IO# sync»dest# TC. noint# noprior# byte */ 

outuiord (dma_l_.spl ) * lou»16<et x_buf f ( 1 ) ) ; 
outuiord ( dma__l__sph > » h igh 16(®t x_buf f ( 1 ) ) ; 
outuiord <dma_l_dpl ) * ch_a_data; 
outuiord ( dma_l_dph ) « 0; 

outuiord (dma_l_tc ) * b loc ^length - 1; /* -1 for first byte */ 

frame_tx « 0; /* reset frame transmitted flag */ 

call uira(00# 00010000b); /* reset ESI */ 

call uira(05# 01101011b); /* enable transmitter */ , 

call uira(00# 10101000b); /* reset tx CRC# T x INT pending */ 

call uira < 15# 01000000b); /* enable : TxU int */ 

outuiord <dma_l_cui) ■ dma._l_mode or 0006h; /* start DMA channel 1 */ 

output <ch^a_data) * tx_buff<0); /* first byte - address field */ 

call uira(00# 11000000b); /* Reset Tx Underrun latch */ 

end tx_init# 
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/* */ 

/* channel A interrupt procedures */ 

txintr_a: procedure interrupt 28h; 

call inra<00* 38h > ; /* reset highest IUS */ 

output (eoir__186) * BOOOhl /* non specific EOI */ 

returni 
end txintr_a* 

esi_a procedure interrupt 2a h ; 

call u<ra(OOi lOh )* /* reset ESI */ 

tx_stat * rra(O); /* read in status */ 

frame_tx » Offh; /* set frame transmitted flag */ 

call uira (00* 38h ) > /* reset highest IUS */ 

output <eoir__186) « 8000h; /* non specific EOI */ 

return* 
end esi_a* 

rxintr_a: procedure interrupt 2ch* 

/* reset highest IUS */ 

/* non specific EOI */ 


src_a. procedure interrupt 2eh; 


/* error reset */ 

/* disable rx */ 

/* set frame received flag #/ 

call uira <00* 38h ) » /* reset highest IUS */ 

output (eoir__186) * 8000h* /# non specific EOI */ 

return* 
end src __a* 

/* */ 

231262-9 

Figure 9. SDLC Interrupt Routines 


rx__stat « rra(l); 
call uira <00* 30h ) * 
call uira (03* 11000000b)* 
frame_recd * Offh* 


call uira ( 00* 38h )* 
output (eoir_186> * 8000h; 

return* 
end rxintr_a* 


6-277 


231262-001 






AP-222 


inteT 


The frame gets transmitted out with all bytes, except 
the first one, being fetched by the SCC using the DMA 
controller. At the end of the block the DMA controller 
stops supplying bytes to the SCC. This makes the trans- 
mitter underrun. Since the Transmitter Underrun 
Latch is in the reset state at this moment, the CRC 
bytes are appended by the SCC at the end of the trans- 
mit block going out. An External Status Change inter- 
rupt (esi a, vector = 2ah) is generated with the bit for 

transmitter underrun set in RRO register. This inter- 
rupt occurs when the CRC is being transmitted out and 
not when the frame is completely transmitted out. 


9. SDLC Interrupt Routines 

Figure 9 shows all the interrupt procedures for channel 
A when operating in the SDLC mode. The procedures 
of significance here are esi a and src a. 

The end of frame reception results in the src a proce- 

dure getting executed. Here the status in register RR1 

is stored in a variable rx stat for future examination. 

Any error bits set in status are reset, receiver is disabled 
and the flag indicating reception of a new frame is set. 

The esi a procedure is executed when CRC of the 

transmitted frame is just going out of the SCC. Reset 
External Status Interrupt command is executed, the ex- 
ternal status is stored in a variable tx stat for future 


examination and the flag indicating transmission of the 
frame is set. . 

End of frame processing is required after both of these 
interrupt procedures. It involves looking at 
rx stat and tx stat and checking if the desired opera- 

tion was successful. The buffers used, may have to be 
recovered or new ones obtained to start another frame 
transmission or reception. 

CONCLUSIONS 

This article should ease the process of writing a com- 
plete data link driver for ASYNC and SDLC modes 
since most of the hardware dependent procedures are 
illustrated here. It was a conscious decision to make the 
procedures as small and easy to understand as possible. 
This had to be done at the expense of making the proce- 
dures general and not dealing with various exception 
conditions that can occur. 
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APPENDIX A 

82530— BAUD RATE GENERATORS 


The 82530 has two Baud Rate Generators (BRG) on 
chip — one for each channel. They are used to provide 
the baud rate or serial clock for receive and transmit 
operations. This article describes how the BRG can be 
programmed and used. 

The BRG for each channel is totally independent of 
each other and have to be programmed separately for 
each channel. This article describes how any one of the 
two BRGs can be programmed for operation. To use 
the BRG, four steps have to be performed: 

1. Determine the Baud Rate Time Constant (BRTC) 
to be programmed into registers WR12 (LSB) and 
WR13 (MSB). 

2. Program in register WR11, to specify where the 
output of the BRG must go to. 

3. Program the clock source to the BRG in register 
WR14. 

4. Enable the BRG. 


Step 1: Baud Rate Time Constant (BRTC) 

The BRTC is determined by a simple formula: 


BRTC = 


Serial Clock Frequency 
2 X (Baud Rate X Baud Rate Factor) 


Example: 

For Serial Clock Frequency = 4 MHz 
Baud Rate = 9600 

Baud Rate Factor = 16 
4000000 


BRTC = 


2 X (9600 X 16) 


= 13.021 - 2 = 11.021 


|p 7 | Pel Ds|P 4 | p 3 | p 2 | Pi 1 Poj 


0 

0 

0 

1 

1 

_0_ 

1 

_1_ 



_ 0 _ 

0 


_ 0 _ 

1 



_ 0 _ 


1 

1 


TRxC OUT = XTAL OUTPUT 
TRxC OUT = TRANSMIT CLOCK 
TRxC OUT = BR GENERATOR OUTPUT 
TRxC OUT = DPLL OUTPUT 

■ TRxC O/l 


TRANSMIT CLOCK * RTxC PIN 
TRANSMIT CLOCK s TRxC PIN 
TRANSMIT CLOCK = BR GENERATOR OUTPUT 
TRANSMIT CLOCK = DPLL OUTPUT 


_0_ 

_0_ 

_0_ 

_1_ 

_L 

_0_ 

1 

1 


RECEIVE CLOCK = RTxC PIN 
RECEIVE CLOCK * TRxC PIN 
RECEIVE CLOCK = BR GENERATOR OUTPUT 
RECEIVE CLOCK = DPLL OUTPUT 


RTxC XTAL/NO XTAL 
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Table 1. BRTC Baud Rate Time Constant 



Baud Rate Factor 

1 

16 

32 

64 


9600 

206.333 

11.021 

4.510 

1.255 


4800 

414.667 

24.042 

11.021 

4.510 

Baud 

2400 

831.333 

50.083 

24.042 

11.021 

Rate 

1200 

1664.667 

102.167 

50.083 

24.042 


600 

3331.333 

206.333 

102.167 

50.083 


300 

6664.667 

414.667 

206.333 

102.167 


Since only integers can be written into the registers 
WR12/WR13 this will have to be rounded off to 11 
and it will result in an error of: 


fraction 
X 

BRTC 


100 


0.021 

X 

11.021 


100 = 0.19% 


This error indicates that the baud rate signal generated 
by the BRG does not provide the exact frequency re- 
quired by the system. This error is more serious for 
smaller baud rate factors. For asynchronous systems, 
errors up to 5% are considered acceptable. 

Note that for BRTC = 0, BRG output frequency = 1/4X 
Serial Clock Freq. 

Table 1 shows the BRTC for a 4 MHz serial clock with 
various baud rates on the Y - axis and baud rate factors 
on the X - axis. The constant that is really programmed 
into registers WR12/WR13 is the integer closest to the 
BRTC value shown in the table. 


BiataEaGaGaEnEB 


BR GENERATOR ENABLE 
BR GENERATOR SOURCE 

I It DTR/REQUEST FUNCTION 

1 AUTO ECHO 

LOCAL LOOPBACK 

NULL COMMAND 
ENTER SEARCH MODE 
RESET MISSING CLOCK 
DISABLE DPLL 

SET SOURCE * BR GENERATOR 
SET SOURCE - RTxC 
SET FM MODE 
SET NRZI MODE 
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Figure 2. Write Register 14 


_o_ 
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_0_ 
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_1_ 

_0_ 

_1_ 

_0_ 


_1_ 

1 

_1_ 


_0_ 


_0_ 

_1_ 

_1_ 

_1_ 

_0_ 

1 

1 

1 



Step 2: BRG Output 

The output of the BRG can be directed to the Receiver, 
Transmitter and the TRxC output. This is programmed 
by setting bits D6 D5, bits D4 D3, and bits D1 DO in 
register WR11 to 10. See Figure 1. The output of the 
BRG can also be directed to the Digital Phase Locked 
Loop (DPLL) for the on-chip decoding of the NRZI 
encoded received data signal. This is done by writing 
100 into bits D7 D6 D5 of register WR14 as shown in 
Figure 2. 

Step 3: BRG Source Clock 

Register WR14 is used to select the input clock to the 
BRG. See Figure 2. 


WR14/bitDl = 0 — ► Clock comes from pin 

RTxC ( 

WR14/bitDl = 1 — ► Clock comes from System 
Clock (PCLK) 

On RESET WR14 / bit D1 = 0. 

It should be noted that for the case of Bit D1 = 0, the 
clock comes either from: 

a. Clock on pin RTxC - if WR1 1 / D7 - 0 
or b. Crystal on pins RTxC & SYNC 

- if WR1 1 / D7 = 1 

Step 4: BRG Enable 

This is the last step where bit DO of WR14 is set to start 
the BRG. The BRG can also be disabled by resetting 
this bit. 
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APPENDIX B 

MODEM CONTROL PINS ON THE 82530 


Introduction 

This article describes how the CTS/ and CD/ pins on 
the 82530 behave and how to write software to service 
these pins. The article explains when the External 
Status Interrupt occurs and how and when to issue the 
Reset External Status Interrupt command to reliably 
determine the state of these pins. 

Bits D3 and D5 of register RRO show the inverted state 
of logic levels on CD/ and CTS/ pins respectively. It is 
important to note that the register RRO does not always 
reflect the current state of the CD/ and CTS/ pins. 
Whenever a Reset External Status Interrupt (RESI) 
command is issued, the (inverted) states of the CD/ 
and the CTS/ pins get updated and latched into the 
RRO register and the register RRO then reflect the in- 
verted state of the CD/ and CTS/ pins at the time of 
the write operation to the chip. On channel or chip 
reset, the inverted state of CD/ and CTS/ pins get 
latched into RRO register* 

Normally, a transition on any of the pins does not nec- 
essarily change the corresponding bit(s) in RRO. In cer- 
tain situations it does and in some cases it does not. A 
sure way of knowing the current state of the pins is to 
read the register RRO after a RESI command. 

There are two cases: 

I. External Status Interrupt (ESI) enabled. 

II. Polling (ESI disabled). 

Case I: External Status Interrupt (ESI) Enabled 

Whenever ESI is enabled, an interrupt can occur when- 
ever there is a transition on CD/ or CTS/ pins - the IE 


bits for CD/ and/or CTS/ must also be set in WR15 
for the interrupt to be enabled. 

In this case, the first transition on any of these pins will 
cause an interrupt to occur and the corresponding bit in 
RRO to change (even without the RESI command). A 
RESI command resets the interrupt line and also latch- 
es in the current state of both the CD/ and the CTS/ 
pins. If there was just one transition the RESI does not 
really change the contents of RRO. 

If there are more than one transitions, either on the 
same pin or one each on both pins or multiple on both 
pins, the interrupt would get activated on the first tran- 
sition and stay active. The bit in RRO corresponding 
only to the very first transition is changed. All subse- 
quent transitions have no effect on RRO. The first tran- 
sition, in effect, freezes all changes in RRO. The first 
RESI command, as could be expected, latches the final 
(inverted) state of the CD/ and CTS/ pins into the 
RRO register. Note that all the intermediate transitions 
on the pins are lost (because the response to the inter- 
rupt was not fast enough). The interrupt line gets reset 
for only a brief moment following the first RESI com- 
mand. This brief moment is approximately 500 ns for 
the 82530. After that the interrupt becomes active 
again. A second RESI command is necessary to reset 
the interrupt. Two RESI commands resets the interrupt 
line independent of the number of transitions occurred. 

Whenever operating with ESI enabled, it is recom- 
mendable to issue two back-to-back RESI commands 
and then read the RRO register to reliably determine 
the state of the CD/ and CTS/ pins and also to reset 
the interrupt line in case multiple transitions may have 
occurred. 
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Case II: Polling RRO for CD/ and CTS/ Pins 

If RRO is polled for determining the state of the CD/ 
and CTS/ pins, then the External Status Interrupt 
(ESI) is kept disabled. In this case the bits in RRO may 
not change even for the first transition. The best way to 
handle this case to always issue a RESI command be- 
fore reading in the RRO register to determine the state 
of CD/ and CTS/ pins. Note, however, if two back-to- 
back RESI commands were to be issued every time be- 
fore reading in the RRO register, the first subsequent 
transition will change the corresponding bit in RRO. 

The state diagram above illustrates how each transition 
on CD/ and CTS/ pins affect the 82530 and what effect 
the RESI command has. 

State 0 

It is entered on reset. No ESI due to CTS/ or CD/ 
are pending in this state. Any transition on CTS/ or 
CD/ pins lead to the state 1 accompanied by an im- 
mediate change in the RRO register. 

State 1 

Interrupt is active (if enabled). If a RESI command 
is issued, state 0 is reached where interrupt is again 
inactive. However, a further transition on CTS/ or 
CD/ pin leads to state 2 without an immediate 
change in RRO register. 

State 2 

Interrupt is active (if enabled). Any further tran- 
sitions have no effect. A RESI command leads to 
state 1, temporarily making the interrupt inactive. 


CONCLUSIONS 

Register RRO does not always reflect the current (in- 
verted) state of the CD/ and CTS/ pins. The most reli- 
able way to determine the state of the pins in interrupt 
or polling mode is to issue two back-to-back RESI com- 
mands and then read RRO. While polling, the second 
RESI is redundant but harmless. When issuing the 
back-to-back RESI commands to 82530 note that the 
separation between the two write Cycles should be at 
least 6 CLK 4- 200 ns; otherwise the second RESI will 
be ignored. 
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APPENDIX C. 

Interfacing 82530 to 80186 


INTRODUCTION 

The 82530 is Intel’s new sophisticated dual channel 
multiprotocol serial communications controller. It can 
run up to 1.5 Mb/s in synchronous mode. It has useful 
features like on-chip baud rate generators and oscilla- 
tors. It can be operated in polled, interrupt, half-duplex 
DMA, or full-duplex DMA modes. It is also capable of 
supplying its own interrupt vector during INTA cycles 
(like the 8274). 

Interfacing the 82530 to the 8086/88 and 80186/188 
processors requires the external logic shown in Figure 1. 


FOUR TTL PACKAGE INTERFACE 

A method of interfacing the 82530 to the 80186 CPU 
with four 14-pin TTL packages is described in this ap- 
plication note. The circuitry is shown in Figure 2. The 
TTLs are 74LS04, 74LS74, and 74LS08. 

The interface supports the following operational modes: 

1) Polled 

2) Interrupt in vectored mode 

3) Interrupt in non-vectored mode 

4) Half-duplex - DMA on both channels 

5) Full-duplex - DMA on one channel 
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Figure 2. 4 TTL 82530 - 80186 Interface Circuit 
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PRINCIPLES AND CIRCUIT 
DESCRIPTION 

The principles shown can be used easily to extend full 
duplex DMA to both channels. This can in fact be done 
using the same 4 TTL packages if an 8288 were also 
used in the system — more of that later. The reason why 
TTL interfacing is necessary and how it is done is now 
described. 

A) Reset 

The 82530 does not have an explicit hardware reset 
input; however, simultaneous activation of RD and 

WR signals, as shown in Figure 3, is equivalent to a 
hardware reset of the 82530. This requires ORing of 
RESET with RD and WR signals to the 82530. 

B) Write 

The falling edge of WR should not occur before the 
data (to be written to the 82530) is valid (see Figure 
4). Nor should the rising edge of WR occur after 
the data becomes invalid. This means that the WR 
active phase should occur entirely during the time 
when the data is valid. The WR signal from 8086/ 
88/186/188 goes active before the data is valid. A 
D flip-flop and two inverters are used to delay the 
WR going to 82530 so that it becomes active after 





" \ / ' 


i 




9S0 nit ^ 




min 


RD y 



j \ r 






231262-15 


Figure 3. RESET Timing 
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Figure 4. WR Signal Timing 
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Figure 5. INTA Signal Processing 


the data is v alid. N ote that if an 8288 is used to 
generate the IOWR signal (as in all big systems), 
then the flip -flop and inverters are not required 
since IOWR from the 8288 is compatible with the 
82530 timing requirements. 

C) DMA 

The 82530 has two types of DMA request outputs; 
also, it has no DACK inputs. This means that the 
82530 requires either a two cycle type of DMA 
transfer (a la 80186/88 or 8089), or DACK from 
the DMA controller (e.g. 8237A) has to be used to 
generate CS, A/B, and D/C signals. 

The first type of DMA request is RDY/REQ. It 
can be pr ogrammed to function as RDY or 
DMAREQ (WR1: Bit 6). It can further be pro- 
grammed as DMAREQ for transmit or for receive 
(WR1: Bit 5). This enables using just one signal for 
both the receive and transmit functions — ideal for 
half-duplex operation. This signal needs just an in- 
version to be fed into the DRQ input of the 80186. 

The second DMA request signal i s DT R/REQ. It 
can be programmed to function as DTR (Data Ter- 
minal Ready) or as DMAREQ for transmitter (ac- 
tive on transmitter buffer empty) in WR14: Bit 2 . 
Thus , full -duplex D MA is poss i ble by usi ng DTR/ 
REQ as TxDRQ and RDY/REQ as RxDRQ. 


DTR/REQ requires a little over 5 CLK cycles to 
become inactive. This would cause the DMA con- 
troller to run multiple D MA cycles, c ausing loss of 
data. A flip-flop is set by DTR/REQ whose output 
is DRQ1 to the 80186. The respon se of the 80186 to 
DRQ1 is a read or write at PCS5 address to do the 
DMA TRANSFER. This resets the flip-flop cut- 
ting off the DMA request to the 80186 which pre- 
vents false DMA transfer. 

The DMA configurations supported by the interface 

are: ^ 

• Half-duplex on Channel A and Channel B 

• Full-duplex on Channel A and no DMA on Chan- 
nel B 

D) INTA Processing 

80186 generates 2 back-to-back INTA cycles in re- 
sponse to an interrupt and expects to read the inter- 
rupt vector on the second cycle. Two flip-flo ps (Ul) 
are used to conv ert these two cycles to one INTA 
cycle and a RD pulse as required by the SCC. See 
timing diagram in Figure 5. SC C requi res that the 
RD pulse is contained within the INTA puls e. This, 
along with the pulse width requirements for INTA 
and RD signals are easily met. 


6-286 


231262-001 





AP-222 



WAIT STATE REQUIREMENTS 

The 82530 requires wait states in a normal single buff- 
ered system, as shown in Figure 6. They arise primarily 
due to the WR pulse width (=390 ns) and its timing 
with respect to data valid as shown in Figure 4. 


see 



82530 
(4 MHz) 

82530-6 
(6 MHz) 

80186-6 
(6 MHz) 

2 

1 

Processor 

80186 
(8 MHz) 

3 

2 


Figure 6. Wait State Requirements 

It is assumed in this interface design that the 80186 
generates the chip selects and the appropriate number 
of wait states. In an 8086/88 system, chip select and 
wait states must be generated externally just as for all 
other peripheral components attached to the CPU. 


The PCS6 chip select output from the 80186 is used to 
select the 82530 for all operations exc ept to service 
DMA on Channel 1 of the 80186 when PCS5 is used. 
Note that it is necessary to pulse PCS5 signal before 


enabling the DMA Channel 1. This resets the DRQ1 
flip-flop. A block for clock generator is also shown — al- 
though it is not considered a part of the CPU interface. 
It may be easily derived from CLKOUT. 

The 4 TTL pack interface presented here covers all fea- 
tures of the SCC usage. In many cases the interface 
need not be as extensive as shown here and results in 
saving board space. Two cases where considerable sav- 
ing is achieved are: 

Case t: System Using 8288 

If the system use s an 8288 bus controller for 80186, 
pre-pro cessing of WR input is not necessary and the 
IOWC output of 8288 can be fed d irectly to pin 5 of U2 
(74LS08). This is because IOWC signal meets the tim- 
ing requirements of the SCC. Also note, that the inter- 
face circuit is then totally independent of the 80186 
clock. 


Case 2: System Using Non-Vectored Interrupt 
Mode for SCC 

Such a system will not need the component U1 
(74LS74) nor the AND gate U2 (pins 1 1, 12, 13). Pin 3 
of U2 can be fed directly to the RD input of SCC. 


CONCLUSION 

This four TTL package interface solution is low cost 
and compact (1.2 sq. inch). It should satisfy 82530 in- 
terfacing for almost all applications. In fact, as already 
mentioned, many applications may require only 2-3 
TTL packages for interfacing the 82530 to 80186 or to 
other INTEL processors. 
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82501 ETHERNET SERIAL INTERFACE 


■ Compatible with IEEE 802.3/Ethernet 
and Cheapernet Specifications 

■ 10-Mbs Operation 

■ Replaces 8 to 12 MSI Components 

■ Manchester Encoding/Decoding and 
Receive Clock Recovery 

■ 10-MHz Transmit Clock Generator 

The 82501 Ethernet Serial Interface (ESI) chip is designed to work directly with the 82586 LAN Coprocessor in IEEE 
802.3/Ethernet and non-Ethernet 10-MBps local-area network applications. The major functions of the 82501 are to 
generate the 10 MHz transmit clock for the 82586, perform Manchester encoding/decoding of the transmitted/ 
received frames, and provide the electrical interface to the Ethernet transceiver cable. Diagnostic loopback control 
enables the 82501 to route the signal to be transmitted from the 82586 through its Manchester encoding and 
decoding circuitry and back to the 82586. The combined loopback capabilities of the 82586 and 82501 result in 
efficient fault detection and isolation by providing sequential testing of the communications interface. An 
on-chip fail-safe watchdog timer circuit prevents the station from locking up in a continuous transmit mode. 


■ Driving/Receiving IEEE 802.3 
Transceiver Cable 

■ Fail-Safe Watchdog Timer Circuit to 
Prevent Continuous Transmissions 

■ Diagnostic Loopback for Fault 
Detection and Isolation 

■ Directly Interfaces to the 82586 
LAN Coprocessor 


COLLISION- 

PRESENCE 

GENERATION 


XCVR CABLE 
INTERFACE & 
NOISE FILTER 


CARRIER-PRESENCE GENERATION 


MANCHESTER 
DECODER AND 
CLOCK 
RECOVERY 


XCVR CABLE 
INTERFACE AND 
NOISE FILTER 


1 1 


WATCHDOG TIMER 


—f RCV 


< _L_ 

LOOPBACK/WDTD 

Figure 1. 82501 Functional Block Diagram 



Figure 2. Pin Configuration 
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Table 1. Pin Description 


Symbol 

Pin 

No. 

Type 

Name and Function 

TXC 

16 

0 

Transmit Clock: A 10-MHz clock out- 
put with 5 nsec rise and fall times 
This clock is provided to the 82586 
for serial transmission. 

Ten 

15 

1 

Transmit Enable: An active low, 
TTL- level signal synchronous to 
TXC that enables data transmission 
to the transceiver cable. TEN can be 
driven by "RTS from the 82586. 

TXD 

17 

1 

Transmit Data: A TTL-level input 
signal that is directly connected to 
the serial data ouput, TXD, of the 
82586. 

RXC 

8 

0 

Receive Clock: Clock output with 5 
nsec rise and fall times and 50% duty 
cycle This output is connected to 
the 82586 receive clock input RXC 
There is a maximum 1 4 /jsec dis- 
continuity at the beginning of a frame 
reception when the phase-locked 
loop switches from the on-chip oscil- 
lator to the incoming data During 
idle (no incoming frames) the clock 
frequency- will be half that of the 20 
MHz crystal frequency 

CRS 

6 

0 

Carrier Sense: A TTL-level, active 
low output to notify the 82586 that 
there is activity on the coaxial cable. 
This signal is asserted when valid 
data or a collision signal from the 
transceiver is present It is deas- 
serted at the end of a frame 
synchronous with RXC, or when the 
end of the collision-presence signal 
(CLSN and CLSN) is detected, 
whichever occurs later. 

RXD 

9 

0 

Receive Data: An MOS-level output 
tied directly to the RXD input of the 
82586 controller and sampled by 
the 82586 at the negative edge of 
RXC. The bit stream received from 
the transceiver cable is Manchester 
decoded prior to being transferred 
to the controller. This output 
remains high during idle. 

CDT 

7 

0 

Collision Detect: A TTL, active low 
signal which drives the CDT input of 
the 82586 controller. It is asserted as 
long as there is activity on the collision- 
presence pair (CLSN and CLSN), 
and during SQE test in loopback 


Symbol 

Pin 

No. 

Type 

Name and Function 

LPBK/ 

WDTD 

3 

1 

Loopback: A TTL-level control signal 
to enable the loopback mode In this 
mode, serial data on the TXD input is 
routed through the 82501 internal 
circuits and back to the RXD output 
without driving the TRMT/TRMT out- 
put pair to the transceiver cable. 
When LPBK is asserted, the collision 
circuit will also be turned on at the 
end of each transmission to simulate 
the collision test The on-chip watch- 
dog timer can be disabled by apply- 
ing a 12V level through a 4k ohm 
resistor to this pin LPBK must not 
be asserted at power up to ensure 
proper CDT and CRS signals to 
82586 at start of operation 

TRMT 

19 

O 

Transmit Pair: An output driver pair 
which generates the differential sig- 

TRMT 

18 

O 

nal for the transmit pair of the Ether- 
net transceiver cable Following the 
last transition, which is always posi- 
tive at TRMT, the differential voltage 
is slowly reduced to zero volts The 
output stream is Manchester 
encoded 

RCV 

4 

1 

Receive Pair: A differentially driven 
input pair which is tied to the 

RCV 

5 

1 

receive pair of thd Ethernet trans- 
ceiver cable The first transition on 
RCV will be negative-going to indi- 
cate the beginning of a frame The 
last transition should be positive- 
going, indicating the end of aframe 
The received bit stream is assumed 
to be Manchester encoded 

CLSN 

12 

1 

Collision Pair: A differentially 
driven input pair tied to the 

CLSN 

11 

1 

collision-presence pair of the Ether- 
net transceiver cable The collision- 
presence signal is a 10 MHz ±15% 
square wave The first transition' at 
CLSN is negative-going to indicate 
the beginning of the signal, the last 
transition is positive-going to indi- 
cate the end of the signal 

Cl 

1 

1 

PLL Capacitor: Phase-locked-loop 
capacitor inputs 

C2 

2 

1 


Xi 

14 

1 

Clock Crystal: 20-MHz crystal 
inputs 

X 2 

13 

1 


V CC 

_ 20 _j 


Power: 5 ± 10% volts 

GND 

10 i 


Ground: Reference 
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FUNCTIONAL DESCRIPTION 
Clock Generation 

A 20 MHz crystal-controlled oscillator is provided as 
the basic clock source. This 20 MHz signal is then 
divided by 2 to generate a 10 MHz ± .01% clock as 
required in the IEEE 802.3 specification. The oscilla- 
tor requires an external parallel resonant fundamen- 
tal mode, 20 MHz crystal. 

Manchester Encoder and 
Transceiver Cable Driver 

The 20 MHz clock is used to Manchester encode 
data on the TXD input line. The clock is also divided 
by 2 to produce the 10 MHz clock required by the 
82586 for synchronizing its RTS and TXD signals. 
See Fi gure 3. (Note that the 82586 RTS is tied to the 
82501 TEN input as shown in Figure 4.) 

Data encoding and transmission begins with TEN 
going low. Since the first bit is a T, the first transition 
on the transmit output T RMT is always negative. 
Transmission ends with the TEN cjoing high. The last 
transition is always positive at TRMT and may occur 
at the center of the bit cell (last bit = 1) or at the 
boundary of the bit cell (last bit = 0). A one-bit delay 
is intro duced by the 82501 between its TXD input and 
TRMT/TRMT output as shown in Figure 3. Following 
the last transition, the output TRMT is sloWly brought 
to its high state so t hat zero differential voltage exists 
between TRMT and TRMT The undershoot for return 
to idle is less than 100 mV. This will eliminate DC 
currents in the primary of the transceiver’s coupling 
transformer. See Figure 4. 

An internal watchdog timer is started at the begin- 
ning of the frame. The duration of the watchdog 
timer is 25 msec ±15%. If the transmission ter- 
minates (by deasserting the TEN) before the timer 
expires, the timer is reset (and ready for the next 
transmission). If the timer expires before the trans- 
mission ends, the frame is aborted. This is accom- 
plishe d by d isabling the output drive r for the 
TRM T/TRMT pair and deasserting CRS. RXD and 
RXC are not a ffect ed. The watchdog timer is reset 
only when the TEN is deasserted. 

The cable driver is a differential gate requiring exter- 
nal resistors or a current sink of 20 mA (on both 
terminals). In addition, high-voltage protection of +16 
volts maximum and short circuit to ground is provided. 

Receive Section 

CABLE INTERFACE AND NOISE FILTER 

The 82501 input circuits can be driven directly from the 
Ethernet transceiver cable receive pair. In this case the 


cable is terminated with a 78-ohm resistor for proper 
impedance matching. The 82501 has internal resistors 
that establish the common mode voltage. See Figure 4. 

The input circuits can also be driven with ECL voltage 
levels. In either case, the input common mode voltage 
must be in the range of 0 - Vqo volts to allow for a wide 
driver supply variation at the transceiver. The input 
terminals have a 16-volt maximum protection and 
additional clamping of low-energy, high-voltage noise 
signals. 

A noise filter is provided at the RCV/RCV input pair 
to prevent spurious signals from improperly trigger- 
ing the receiver circuitry. The noise filter has the 
following characteristics: 

A negative pulse which is narrower than 15 ns or is 
less than -150 mV in amplitude is rejected during 
idle. 

At the beginning of a reception, the filter is turned off by 
the first negative pulse which is more negative than 
-275 mV and is wider than 30 ns. 

As soon as the first valid negative pulse is recognized 
by the n oise fi lter, the data threshold is lowered to 160 
mV. The CRS signal is asserted to inform the 82586 
contr oller of the beginning of a transmission, and the 
RXC will be held low for 1.4 //sec maximum while the 
internal phase-locked-loop is acquiring lock. 

The frame is ended if no negative transition occurs 
within 160 ns from the last positive transition. 

Immediately after the end of a transmission, the filter 
blocks all the signals for 5 //sec minimum, 7 //sec 
maximum. This dead time is required to block-off 
spurious transitions which may occur on the coaxial 
cable at the end of a transmission and are not filtered 
out by the transceiver. 

MANCHESTER DECODER AND 
CLOCK RECOVERY 

The filtered data enters the clock recovery and decoder 
circuits. An analog phase-locked-loop (PLL) technique 
is used to extract the received clock from the data, 
beginning from the third -negative transition of the 
incoming data. The PLL will acquir e lock within the first 
14 bit times, as seen fro m th e RCV/RCV inputs. During 
that period of time, the RXC is held low. Bit cell timing 
distortion which can be tolerated in the incoming 
signal is ± 15 nsec for the preamble and ± 18 nsec for 
data. This distortion must have less than ± 5 ns bias 
distortion. The voltage-controlled oscillator (VCO) of 
the PLL corrects its frequency to match the incoming 
signal transitions. 
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Its VCO cycle time stays within 5% of the RXD bit cell 
time regar dless of the time distor tion allowed at the 
RCV/RCV input. The RCV/RCV input is decoded 
from Manchester to.NRZ and transferred 
synchronously with the receive clock to the 82586 
controller. 

At the end of a frame, the re ceive clock is used to 
detect the absence of RCV/RCV trans itions and 
report it to the 82586 by deasserting CRS while RXD' 
is held high. 

Collision-Presence Section 


The CLSN/CLSN input signal is a 10 MHz ±15% square 
wave generated by the transceiver whenever two or 
more data frames are superimposed on the c oaxial 
cable. The maximum asymmetry in the CLSN/CLSN 
signal is 60/40% for low-to-high or high-to-low levels. 
This signal is filt ered for noise rejection in the same 
manner as RCV/RCV. The noise filter rejects signals 
which are less negative than -150 mV and narrower 
than 15 ns during idle. It turns on at the first negative 
pulse which is more negative than -275 mV and wider 
than 30 ns. After the initial turn-on, the filter remains 
active indicating that a valid co llision signal is present, 
as long as the negative CLSN/CLSN signal pulses are 
more negative than -275 mV. The filter returns to the 
“off” state if the signal becomes less negative than 
-150 mV, or if no negative transition occurs within 
160 ns from the last positive transition. Immediately 
after turn-off, the collision filter is ready to be 
reactivated. 

The common mode vol tage and external termination 
are ide ntical to the RCV/RCV input (See Figure 4.) The 
CLSN/CLSN input also has a 16-volt maximum 
protection and additional clamping against low-energy, 
high-voltage noise signals. 

A val id collision-presence signal will assert the 8 2501 
CDT output which can be directly tied to the CDT 
input of the 82586 controller. 

During the time that valid co llision- presence transitions 
are present on the CLSN/CLSN input, invalid data 
transitions will be present on the receive data pair due 
to the superposition of signals from two or more 
stati ons tr ansmitting simultaneously. It is possible for 
RCV/RCV to lose transitions for a few bit times due to 
perfect cancellation of the signals, which may cause 
the 82501 to abort the reception. 


Whe n a valid collision-presence si gnal i s present the 
CRS signal is asserted (along with CDT). However, if 
this collision-presence signal ar rives within 6.0± 1.0//S 
from the last transmission only CDT is generated. 


Internal Loopback 


When asserted, LPBK causes the 82501 to route serial 
data from its TXD input, through its transmit logic 
(retiming and Manchester encoding), returning it 
through the receive logic (Manchester decoding and 
receive clock generation) to RXD output. The internal 
routing prevents the data from passing through the 
outpu t drive rs and onto the transmit output pair, 
TRMT/TRMT. When in loopback mode, all of the 
transmit and receive circuits, including the noise filter, 
are tested except for the transceiver cable output driver 
and input receivers. Also, at the end of each frame 
transmitted in loopback mode, the 82501 generates the 
SQE test (heartbeat) signal within 1 /jsec after the end 
of the frame. Thus, the collision circuits, including the 
noise filter, are also tested in loopback mode. 

The watchdog timer remains enabled in loopback 
mode, terminating test frames that exceed its time-out 
period. The watchdog can be inhibited by placing the 
LPBK to a 4K resistor connected to 12V ± 3V. The 
loopback feature can still be used to test the integrity of 
the 82501 by using the circuit shown in Figure 5. 


In the normal mode (LPBK not asserted), the 82501 
operates as a full duplex device, being able to transmit 
and receive simultaneously. This is similar to the 
external loopback mode of the 82586. Combining the 
internal and external loopback modes of the 82586 and 
the internal loopback and normal modes of the 82501, 
incremental testing of an 82586/82501 -based interface 
can be performed under program c ontrol fo r systematic 
fault detection and fault isolation. LPB K mu st n ot be 
asserted at power up to ensure proper CDT and CRS 
signals to 82586 at start of operation. 

Interface Example 

The 82501 is designed to work directly with the 82586 
controller in Ethernet as well as non-Ethernet 10 
Mbps LAN applications. The control and data signals 
connect directly between the two devices without 
the need for additional external logic. The complete 
82586/82501 /Ethernet Transceiver cable interface is 
shown in FIGURE 4. The 82501 provides the driver 
and receivers needed to directly connect to the 
transceiver cable, requiring only terminating resis- 
tors on each input signal pair. 
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20MHz INTERNAL CLOCK 



Figure 3. Start of Transmission and Manchester Encoding 


ETHERNET TRANSCEIVER 
5V 0V CABLE 



Cl = 0.022 fjF ± 10% 

C2 = C3 = 30 - 35 pF (including trace capacitance). 


Figure 4. 82586/82501 Transceiver Cable interface 
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ABSOLUTE MAXIMUM RATINGS* 


Ambient Temperature Under Bias 0°C to 70°C 

Storage Temperature -65° C to +150°C 

All Output and Supply Voltages -0.5V to +7 V 

All Input Voltages -1.0Vto+5.5V 

Power Dissipation 1.5 Watt 


* NOT ICE: Stresses above those listed under "Absolute 
Maximum Ratings” may cause permanent damage to 
the device. This is a stress rating only and functional 
operation of the device at these or any other conditions 
above those indicated in the operational sections of 
this specification is not implied. Exposure to absolute 
maximum rating conditions for extended periods may 
affect device reliability. 


D.C. CHARACTERISTICS (T A = 0-70° C, V cc = 5V ± 10%) 


Symbol 

Parameter 

Min. 

Max. 

Units 

Conditions 

V|L 

Input Low Voltage (TTL) 

-0.5 

+0.8 

V 


V| H 

Input High Voltage (TTL) 

2.0 

V CC + 0.5 

V 


V| D F 

Input Differential Voltage 

±300 

± 1500 

mV 

RCV and CLSN 

V CM 

Input Common Mode Voltage 

0 

V cc 

V 

RCV and CLSN 

Vo LI 

Output Low Voltage TTL or MOS 


0 45 

V 

I 0 l = 4 mA 

V OL2 

Output Low Voltage TXC, RXC 


0.6 

V 

Iql = 4 mA 

V OCM 

Common Mode Output 

1.0 

45 

V 

R l = 78 Ohms Differential 
Termination and 1200 
pulldown 

V OH1 

Output High Voltage TTL 

2.4 


V 

I 0 h = "10 mA 

V OH2 

Output High Voltage MOS 

3.9 


V 

•oh = -400 f/A 

V OH3 

Output High Voltage RXC, TXC 

3.3 


V 

Iqh = -400 /jA 

V ODF 

Differential Output Swing 

.6 

1.1 

V 

R l = 78 Ohms Differential 
Termination and 120Q 
pulldown (TRMT) 

Ili 

Input Leakage Current (TTL) 


+200 

HA 

< 

z 

n 

cf 

o 

C| N 

Input Capacitance 


10 

PF 

f = 1 MHz 

COUT 

Output Capacitance 


20 

PF 

f = 1 MHz 

•cc 



225 

mA 

1200 Pulldowns 

If 

Input Current (TTL) 


-500 

M 

V F = .45V 


e Note: All specifications are preliminary values and are subject to change without notice Contact your local Intel Sales Office for the latest specifications 


A.C. CHARACTERISTICS 

A.C. Measurement Conditions 

I) T a = 0° to 70°C, V CC = 5V ± 10% 

II) The AC measurements are done at the following 
voltage levels for the various kinds of inputs and 
outputs 

a) TTL inputs and outputs: 0.8V and 2.0V 

The input voltage swing is at least 0.4 to 2.4V 
with 3-10 ns rise and fall times. 

b) Clock outputs: The rise and fall times are 
measured between 0.6V and 3.0V points. The 
high time is measured between 3.0V points and 
the low time is measured between 0.6V points. 


c) Differential inputs and outputs: 

The 50% points of the total swing are used for 
delay measurements. The rise and fall times of 
outputs are measured at the 20 to 80% points. 
The differential voltage swing at the inputs is at 
least ±275mV with rise and fall times of 3-15 ns 
measured at ±.2 volts. Once the squelch 
threshold has been exceeded the inputs will 
detect less than ±160mV signals. 

Ill) The AC loads for the various kind of outputs are 
as follows: 

a) TTL and MOS: A 15-pF Capacitance to GND 
including test fixture and probe. 

b) Differential: A 10-pF Capacitance from each 
terminal to GND and a termination load resistor 
of 78 ohms in parallel with a 27 micro-henries 
inductor between the two terminals. 
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TRANSMIT TIMING 


Symbol 

Parameter 

Min. 

Max. 

Unit 

ti 

TXC Cycle Time 

99.99 

100.01 

ns 

t 2 

TXC Fall Time 


5 

ns 

t3 

TXC Rise Time ^ 


5 

ns 

U 

TXC Low Time (at 0.9V) 

40 


ns 

t 5 

TXC High Time (at 3.0V) 

40 


ns 

t 6 

Transmit Enable/Disable to TXC Low 

50 


ns 

t? 

TXD Stable to TXC Low 

50 


ns 

*8 

Bit Cell Center to Bit Cell Center of Transmit Pair Data 

99.5 

100.5 

ns 

*9 

Transmit Pair Data Fall Time [1] 

1.0 

5.0 

ns 

*io 

Transmit Pair Data Rise Time [1] 

1.0 

5.0 

ns 

til 

Bit Cell Center to Bit Cell Boundary of Transmit Pair Data 

49.5 

50.5 

ns 

tl2 

TRMT held low from Last Positive T ransition of 
Transmit Pair Data during idle: 

200 


ns 

tl2A 

From Last Positive Transition of Transmit Pair Differential 
Output Approaches Within 40mV of zero volts. 


8000 

ns 


TRANSMIT TIMING 



Note: 

1. Measured per 802.3 Para 6 511 / 
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RECEIVE TIMING 


Symbol 

Parameter 

Min. 

Max. 

Unit 

*13 

Receive Pair Signal Pulse Width (at -0.275V) differential signal) of First 

Negative Pulse for 

a) Signal Rejection by Noise filter, 


15 

ns 


b) Noise Filter Turn-on in order to Begin Reception 

30 


ns 

*14 

Duration which the RXC is held at low state 


1400 

ns 

*15 

Receive Pair Signal Rise/Fall Time at ± .2 volt 


20 

ns 

tie 1 ” 

Receive Pair Bit Cell Center from crossover timing distortion: 
In preamble 


± 15 

ns 


In data 


± 18 

ns 

tl7 m 

Receive Pair Bit Cell Boundary allowing for timing distortion: 
In data 


± 18 

ns 

*18 

Receive Idle Time Before the Next Reception can Begin in a transmitting 
station (as measured from the deassertion of CRS) 


8 

AS 

*19 

Receive Pair Signal Return to Zero Level from Last valid 
Positive Transistion 

160 


ns 

*20 

CRS Assertion delay from the First received valid Negative Transition 
of Receive Pair Signal 


100 

ns 


Symbol 

Parameter 

Min. 

Max. 

Unit 

*21 

CRS Deassertion delay from the Last valid positive transition received 
(when no Collision-Presence signal exists on the transceiver cable) 


300 [2) 

ns 

*24 

RXC Jitter 


±5.0 

ns 

*25 

RXC Rise/Fall time 


5.0 

ns 

*26 

RXC Low Time (at 0.9V) 

40 


ns 

*26A 

RXC High Time (at 3.0V) 

36 


ns 

*27 

Receive Data Stable before the Negative Edge of RXC 

30 


ns 

*28 

Receive Data Held valid past the Negative Edge of RXC 

30 

ns 


*29 

Carrier Sense Inactive Setup Time to RXC High 

60 


ns 

*29A 

Carrier Sense Active Hold Time from RXC High 

10 


ns 

*30 

Receive data Rise/Fall time 


10 

ns 

*31 

From the time CRS is deasserted until the time for a transmitting station it 
can be asserted again 

5 

7 

AS 


NOTES: 

1. ± £ns of bias distortion— the remainder is rando m distortion. 

2. CRS is deasserted synchronously with the RXC This condition is not specified in the IEEE 802.3 specification. 



LPBK 

WDTD 

Function 

1 

X 

LPBK mode 

0 

0 

Normal mode 

0 

*1 

Normal mode with 
watchdog timer disabled 


Figure 5. Watchdog Timer Disable 
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COLLISION TIMING 


Symbol 

Parameter 

Min. 

Max. 

Unit 

*32 

CLSN/CLSN Signal Pulse Width (at -.30V differential signal) of first 
Negative Pulse for Noise Filter Turn-on 

30 


ns 

*33 

CLSN/CLSN Cycle Time 

86 

118 

ns 

*34 

CLSN/CLSN Rise/Fall Time at ±.2 volts 


15 

ns ’ 

*35 

CLSN/CLSN Transition Time 

35 

70 

ns 

*36 

CDT Assertion from the First Valid Negative Edge of Collision Pair Signal 


75 

ns 

*37 

CDT Deassertion from the Last Positive Edge of CLSN/CLSN Signal 


200 

ns 

*38 

CRS Deassertion from the Last Positive Edge of CLSN/CLSN signal (If no 
post-collision signal remains on the receive pair.) 


450 

ns 

*39 

CRS Inactive after Collision Setup Time to RXC High 

60 

35 

ns 

*39A 

CRS Active Hold Time from RXC High after Collision 

10 


ns 


COLLISION TIMING 



WHEN RCV/RCV OR CLSN/CLSN TERMINATES, WHICHEVER OCCURS 

LATE R 

2 CRS WILL REMAIN ASSERTED AFTER THE CLSN/CLSN SIGNAL 
TERMINATES IF RCV/RCV SIGNALS CONTINUE 


LOOPBACK TIMING 


Symbol 

Parameter 

Min. 

Max. 

Unit 

*40 

LPBK asserted before the first attempted transmission 

500 


ns 

*41 

Simulated collision test delay from the end of each attempted transmisssion 

.5 

1.5 

IX S 

*42 

Simulated collision test duration 

.5 

, 1.0 

flS 

*43 

LPBK deasserted after the last attempted transmission 

5 


/XS 


NOTE: __ 

In Loopback mode, RXC, RXD and CRS function in the same manner as a normal Receive. 
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LOOPBACK TIMING 



crs \ * r~ 

| “ 1 ” | “ 0 ” | “ 1 ” | | “ 1 ” | 

RXD 



NOTE: 

1 DURING LOOPBACK, THE 82501 RECEIVE CIRCUITRY USES 12 BIT TIMES 
WHILE THE PLL LOCKS ON THE DATA AS A RESULT, THE FIRST 12 BITS 
ARE LOST 


TESTABILITY 

NOTES: 

1. All AC parameters become valid after the PLL has sta- 
bilized: lOCfyis after the application of power. 
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82C502 

ETHERNET TRANSCEIVER CHIP 


■ Conforms to IEEE 802.3, Ethernet Rev. 
2, and Cheapernet Standards 
-Anti-jabber function 
— Receiver based collision detection 
— Signal Quality Error (heartbeat) test 
— Supports redundant jabber timer 


■ Requires minimum boardspace 
— On-chip voltage reference 
— 16 pin DIP 

■ No external adjustments required 

■ Reliable CHMOS technology 


The 82C502 Ethernet Transceiver Chip is a CHMOS LSI device that provides the complete set of transmit, 
receive, and collision detection functions as specified by the IEEE 802.3/Ethernet and Cheapernet 10 Mbps 
standards. The 82C502 along with Intel’s 82586 LAN Coprocessor and 82501 Ethernet Serial Interface realize 
highly integrated IEEE 802.3/Ethernet and Cheapernet systems. 

The device consists of 3 sections: transmit, collision detection and receive. The transmit section transmits 
data received from the transceiver (AUI) cable on to the 50fl coax cable. The collision detect section detects 
collisions (simultaneous transmission of two or more stations) on the coax and indicates a collision by trans- 
mitting a 10 MHz signal on the collision presence pair of the transceiver cable. The receiver section receives 
data from the coax, and transmits the data onto the receive pair of the transceiver cable. The 82C502 can 
drive transceiver cables up to 50 meters in length. 

The 82C502 is fabricated in Intel’s reliable 10V CHMOS II process. 


TRANSCEIVER 

CABLE 

INTERFACE 


XMIT 

PAIR 


COLLISION 

PAIR 


RCV 

PAIR 


COAX CABLE 
INTERFACE 



231243-1 


J — ^ — L 

Cl 16 3 

C 2 15 3 

C 3 14 3 

C 4 13 3 

C 5 12 3 

C 6 113 

C 7 10 3 

C 8 9 3 


231243-2 

Figure 2. 

82C502 Pin Diagram 


Figure 1. 82C502 Block Diagram 


Intel Corporation assumes no responsibility for the use of any circuitry other than circuitry embodied in an Intel product. No other circuit patent 
licenses are implied. Information contained herein supersedes previously published specifications on these devices from Intel. November 1984 
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Applications [ 

The 82C502 is intended to be used in high performance (10 Mbps) LAN applications such as IEEE 802.3/ 
Ethernet and Cheapernet. IEEE 802.3/Ethernet require that the 82C502 transceiver chip be located in a tap 
box attached directly to the coax cable. A drop cable up to 50 meters in length connects the transceiver tap 
box to the data terminal equipment (DTE), see Figure 3, 

In Cheapernet applications, the 82C502 would be located inside the DTE, and transformer coupled to the 
82501, see Figure 4. In both applications, the IEEE specifications require that a DC isolated power supply 
power the 82C502. 



Figure 3. IEEE 802.3/Ethernet configuration supports 
100 users per segment, each segment is 500 meters long 
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Figure 4. IEEE 802.3 Cheapernet configuration supports 
30 users per segment, each segment is 185 meters long 
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82586 

LOCAL AREA NETWORK COPROCESSOR 


■ Performs Complete CSMA/CD Data Link 
Functions without CPU Overhead 

— High level commandvjnterface 

■ Supports Established and Emerging LAN 
Standards 

— IEEE 802.3/Ethernet 
— IEEE 802.3/Cheapernet 
— IBM PC Network (2 Mbps Broadband) 
— 1 Mbps Networks 

■ On-Chip Memory Management 

— Automatic buffer chaining saves 
memory 

— Reclaim of buffers after receipt of bad 
frames 

— Save bad frames 

■ Interfaces to 8-bit and 16-bit 
Microprocessors 


■ Supports Minimum Component Systems 
— Shared bus configuration 

— No TTL interface to iAPX 186 and 
188 microprocessors 

■ Supports High Performance Systems 
— Bus master, with on-chip DMA 

— 4 MBytes/second bus bandwidth 
— Compatible with dual port memory 
— Back to back frame reception at 
10 Mbps 

■ Network Diagnostics: 

— Frame CRC error tally 
— Frame alignment error tally 
— Location of cable opens/shorts 
— Collision tally 

■ Self Test Diagnostics 
— Internal loopback 
— External loopback 

— Internal register dump 
— Backoff timer check 



Figure 1. 82586 Functional Block Diagram 


A20 C 1 
A19/S6 C: 2 
A18 L 3 
A17 C 4 
A16 C 5 
ADIS C 6 
ADI 4 C 7 
ADI 3 C 8 
ADI 2 C 9 
AD11 C 10 
AD10 i: 11 

Vss c 12 

AD9 C 13 
AD8 C 14 
AD7 C 15 
ADS C 16 
ADS C 17 
AD4 C 18 
AD3 C 19 
AD2 C 20 
ADI : 21 
ADO : 22 
RXC C 23 

V SS C 24 


3 Vcc 

3 A21 

3 A22 (Rty 
3 A23 (WR) 

3 SHE 
3 HOLD 
3 HLDA 
3 SI (DT/R) 

3 SO (MR) 

3 READY (ALE) 
3 INT 

3 ARDY/SRDY 
3 Vcc 
3 CA 
3 RESET^ 

3 MN/MX 
3 CLK 
3 CRS 
3 CDT 
3 CT3 
3 RTS 
3 T*D 
3 TJffi 
3 RXD 


NOTE THE SYMBOLS IN PARENTHESES 

CORRESPOND TO MINIMUM MODE. 


Figure 2. 82586 Pinout 


* IBM Is a trademark of International Business Machines Corp. 


Intel Corporation Assumes No Responsibilty for the Use of Any Circuitry Other Than Circuitry Embodied in an Intel Product. No Other Circuit Patent Licenses are Implied. 
©Intel corporation, 1982 September, 1984 
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The 82586 is an intelligent, high performance Local 
Area Network coprocessor, implementing the 
CSMA/CD link access method (Carrier Sense Mul- 
tiple Access with Collision Detection). 

The 82586 performs a large range of link manage- 
ment and channel interface functions including: 
CSMA/CD link access, framing, preamble genera- 
tion and stripping, source address generation, des- 
tination address checking, CRC generation and 
checking. Any data rate up to 10 Mb/s can be used. 

The 82586 features a powerful host system inter- 
face. It automatically manages memory structures 
with command chaining and bidirectional data 
chaining. An on-chip DMA controller manages 4 
channels transparently to the user. Buffers contain- 
ing errored or collided frames can be automatically 
recovered. The 82586 can be configured for 8-bit or 
16-bit data path, with maximum burst transfer rate of 
2 or 4 Mbytp/sec, respectively. Memory address 
space is 16 Mbyte maximum. 

The 82586 provides two independent 16 byte FIFO’s, 
one for receiving and one for transmitting. The 
threshold for block transfer to/from memory is 


programmable, enabling the user to optimize bus 
overhead for a given worst case bus latency. 

The 82586 provides a rich set of diagnostic and 
network management functions including: internal 
and external loopbacks, exception condition tallies, 
channel activity indicators, optimal capture of all 
frames regardless of destination address, optional 
capture of errored or collided frames, and time 
domain reflectometry for locating fault points in the 
cable. 

The 82586 can be used in conjunction with either 
baseband or broadband networks. The controller 
can be configured for maximum network efficiency 
(minimum contention overhead) for any length 
network operating at any data rate within the 
82586’s range. The controller supports address field 
lengths of 1 , 2, 3, 4, 5, or 6 bytes. It can be configured 
for either the I EEE 802.3/ Ethernet or HDLC method 
of frame delineation. Both 16-bit and 32-bit CRC are 
supported. 

The 82586 is packaged in a 48 pin DIP and fabri- 
cated in Intel’s reliable HMOS II 5 volt technology. 


Table 1. 82586 Pin Description 


Symbol 

Pin No. 

Type 

Name and Function 

vcc, vcc 

48, 36 


System Power: +5 volt power supply. 

vss, vss 

12, 24 


System Ground. 

RESET 

34 

1 

RESET is an active HIGH internally synchronized signal, causing the 
82586 to terminate present activity immediately. The signal must be 
HIGH forat least four clock cycles. The 82586 will execute RESET within 
ten system clock cycles starting from RESET HIGH. When RESET 
returns LOW, the 82586 waits for the first CA to begin the initialization 
sequence. 

TxD 

27 

0 

Transmitted Serial Data output signal. This signal is HIGH when not 
transmitting. 

TxC 

26 

1 

Transmit Data Clock. This signal provides timing information to the 
internal serial logic, depending upon the mode of data transfer. For NRZ 
mode of operation, data is transferred to the TxD pin on the HIGH to 
LOW clock transition. 

RxD 

25 

' 

1 

Received Data input signal. 

RxC 

23 

1 

Received Data Clock. This signal provides timing information to the 
internal shifting logic depending upon the mode of data transfer. For 
NRZ data, the state of the RxD pin is sampled on the HIGH to LOW clock 
transition. 

RTS 

28 

0 

Request To Send signal. When LOW, notifies an external interface that 
the 82586 has data to transmit. It is forced HIGH after a Reset and while 
the Transmit Serial Unit is not sending data. 
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Table 1. 82586 Pin Description (Cont’d.) 


Symbol 

Pin No. 

Type 

Name and Function 

CTs 

29 

1 

Active LOW Clear To Send input enables the 82586 transmitter to 
actually send data. It is normally used as an interface handshake to RTS. 
This signal going inactive stops transmission. It is internally synchro- 
nized. If CTS goes inactive, meeting the setup time to Tx <5 negative edge, 
transmission is stopped and RTS goes inactive within, at most, two 
TxC cycles. 

CRS 

31 

1 

Active LOW Carrier Sense input used to notify the 82586 that there is 
traffic on the serial link. It is used only if the 82586 is configured for 
external Carrier Sense. When so configured, external circuitry is 
required for detecting serial link traffic. It is internally synchronized. To 
be accepted, the signal must stay active for at least two serial clock 
cycles . 

CDT 

30 

1 

Active LOW Collision Detect input is used to notify the 82586 that a 
collision has occurred. It is used only if the 82586 is configured for 
external Collision Detect. External circuitry is required for detecting the 
collision. It is internally synchronized. To be accepted, the signal must 
stay active for at least two serial clock cycles. During transmission, the 
82586 is able to recognize a collision one bit time after preamble 
transmission has begun. 

[NT 

38 

0 

Active HIGH Interrupt request signal. 


32 

■ 

The system clock input from the 80186 or another symmetric clock 
generator. 

MN/MX 

33 

■ 

When HIGH, MN/MX selects RD, WR, ALE, DEN, DT/R (Minimum 
Mode). When LOW, MN/MX selects A22, A23, READY, S<5, SI (Maximum 
Mode). Note: This pin should be static during 82586 operation. 

ADO - AD15 

6-11, 

13-22 

I/O 

These lines form the time multiplexed memory address (tl) and 
data (t2, t3, tW, t4) bus. When operating with an 8-bit bus, the high byte 
will output the address during the entire cycle. AD0-AD15 are floated 
after a RESET or when the bus is not acquired. 

A16-A18, 

A20-A23 

1, 3-5, 
45-47 

0 

Used maximum mode only. These lines constitute 7 out of 8 most 
significant address bits for memory operation. They switch during tl 
and stay valid during the entire memory cycle. The lines are floated after 
RESET or when the bus is not acquired. 

A19/S6 

2 

0 

During tl it forms line 19 of the memory address. During t2 through t4 it 
is used as a status indicating that this is a Master peripheral cycle, and is 
HIGH. Its timing is identical to that of ADO- AD15during write operation. 

HOLD 

43 

0 

HOLD is an active HIGH signal used by the 82586 to request local bus 
mastership at the end of the current CPU bus transfer cycle, or at the end 
of the current DMA burst transfer cyclb. In normal operation, HOLD 
goes inactive before HLDA. The 82586 can be forced off the bus by 
HLDA going inactive. In this case, HOLD goes inactive, at most, three 
bus cycles after HLDA goes inactive. 

HLDA 

42 

1 

HLDA is an active HIGH Hold Acknowledge signal indicating that the 
CPU has received the HOLD request and that bus control has been 
relinquished to the 82586. It is internally synchronized. After HOLD is 
detected as LOW, the processor drives HLDA LOW. Note, CONNECTING 
VCC TO HLDA IS NOT ALLOWED because it will cause a deadlock. 
Users wanting to give permanent bus access to the 82586 should 
connect HLDA with HOLD. If HLDA goes inactive before HOLD, the 
82586 will release the bus (by HOLD going inactive), within three bus 
cycles at most. 
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Table 1. 82586 Pin Description (Cont’d.) 


Symbol 

Pin No. 

Type 

Name and Function 

CA 

35 

1 

The CA pin is a Channel Attention input used by the CPU to initiate the 
82586 execution of memory resident Command Blocks. The CA signal is 
synchronized internally. The signal must be HIGH for at least one system 
clock period. It is latched internally on HIGH to LOW edge and then 
detected by the 82586. 

BHE 

44 

0 

The Bus High Enable signal (BHE) is used to enable data onto the most 
significant half of the data bus. Its timing is identical to that of A16-A23. 
With a 16-bit bus it is LOW and with an 8-bit bus it is HIGH. Note: after 
RESET, the 82586 is configured to 8-bit bus. 

READY 

39 

1 

This active HIGH signal is the acknowledgement from the addressed 
memory that the transfer cycle can be completed. While LOW, it causes 
wait states to be inserted. This signal must be externally synchronized 
with the system clock. The Ready signal internal to the 82586 is a logical 
OR between READY and SRDY/ARDY. 

SRDY/ARDY 

37 

1 

This active HIGH signal performs the same function as READY. If it is 
programmed at configure time to SRDY, it is identical to READY. If it is 
programmed to ARDY, the positive edge of the Ready signal is internally 
synchronized. Note, the negative edge must still meet setup and hold 
time specifications, when in ARDY mode. The ARDY signal must be 
active for at least one system clock HIGH period for proper strobing. The 
Ready signal internal to the 82586 is a logical OR between READY (in 
Maximum Mode only) and SRDY/ARDY. Note that following RESET, this 
pin assumes ARDY mode. 

SO, SI 

40,41 

0 

Maximum mode only. These status pins define the type of DMA transfer 
during the current memory cycle. They are encoded as follows: 

SI SO 

0 0 Not Used 

0 1 Read Memory 

1 0 Write Memory 

1 1 Passive 

Status is active from the middle of t4 to the end of t2. They return to the 
passive state during t3 or during tW when READY or ARDY is HIGH. 
These signals can be used by the 8288 Bus Controller to generate all 
memory control and timing signals. Any change from the passive state 
signals the 8288 to start the next tl to t4 bus cycle. These pins are pulled 
HIGH and floated after a system RESET and when the bus is not 
acquired. 

RD 

46 

0 

Used in minimum mode only. The read strobe indicates that the 82586 is 
performing a memory read cycle. RD is active LOW during t2, t3 and tW 
of any read cycle. This signal is pulled HIGH and floated after a RESET 
and when the bus is not acquired. 

WR 

45 

0 

Used in minimum mode only. The write strobe indicates that the 82586 is 
performing a write memory cycle. WR is active LOW during t2, t3 and tW 
of any write cycle. It is pulled HIGH and floats after RESET and when the 
bus is not acquired. 

ALE 

39 

0 

Used in minimum mode only. Address Latch Enable is provided by the 
82586 to latch the address into the 8282/8283 address latch. It is a HIGH 
pulse, during tl (‘clock low’) of any bus cycle. Note that ALE is never 
floated. 

DEN 

40 

0 

Used in minimum mode only. Data ENable is provided as output enable 
for the 8286/8287 transceivers in a stand-alone (no 8288) system. DEN is 
active LOW during each memory access. For a read cycle, it is active 
from the middle of t2 until the beginning of t4. For a write cycle, it is 
active from the beginning of t2 until the middle of t4. It is pulled HIGH 
and floats after a system RESET or when the bus is not acquired. 
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Table 1. 82586 Pin Description (Cont’d.) 


Symbol 

Pin No. 

Type 

Name and Function 

DT/R 

41 

0 

Used in minimum modepnly. DT/R is used in non-8288 systems using an 
8286/8287 data bus transceiver. It controls the direction of data flow 
through the Transceiver. Logically, DT/R is equivalent to SI. It becomes 
valid in the t4 preceding a bus cycle and remains valid until the final t4 of 
the cycle. This signal is pulled HIGH and floated after a RESET or when 
the bus is not acquired. 


82586/HOST CPU INTERACTION 

Communication between the 82586 and the host is 
carried out via shared memory. The 82586’s direct 
access to memory capability allows autonomous 
transfer of data blocks (buffers, frames) and relieves 
the CPU of byte transfer overhead. The 82586 is 
optimized for operating with the iAPX 186, but due 
to the small number of hardware signals between 
the 82586 and the CPU, the 82586 can operate easily 
with other processors. In discussing 82586/Host 
interaction, the logical interface and the hardware 
bus interface are referred to separately. 

The 82586 consists of two independent units: 
Command Unit (CU) and Receive Unit (RU). The 
CU executes commands from shared memory. The 
RU handles all activities related to frame reception. 
The CU and RU enable the 82586 to engage in the 
two activities simultaneously: the CU may be fetch- 
ing and executing commands out of memory, and 
the RU may be storing received frames in memory. 
CPU intervention is only required after the CU exe- 
cutes a sequence of commands or the RU stores a 
sequence of frames. 


The only hardware signals that connect the CPU 
and the 82586, are the INTERRUPT and CHANNEL 
ATTENTION, see Figure 3. Interrupt is used by the 
82586 to draw the CPU’s attention to a change in the 
SCB. The Channel Attention is used by the CPU to 
draw the 82586’s attention. 


82586 SYSTEM MEMORY STRUCTURE 

The Shared Memory structure is composed of four 
parts: Initialization Root, System Control Block 
(SCB), Command List, and Receive Frame Area 
(RFA), see Figure 4. 

The Initialization Root is at a predetermined loca- 
tion in the memory space, (OFFFFF6H), known to 
both the host the CPU and the 82586. The root is 
accessed at initialization and points to the System 
Control Block. 

The System Control Block (SCB) serves as a bidi- 
rectional mailbox between the host the CPU, CU 
and RU. It is the central element through which the 
CPU and the 82586 exchange control and status 



Figure 3. 82586/Host CPU Interaction 


6-306 


231246-001 















82586 




inter 


information. The SCB is composed of two parts. 
F^irst, instructions from the CPU to the 82586. These 
include: control of the CU and RU (START, ABORT, 
SUSPEND, RESUME), a pointer to the list of com- 
mands for the CU, a pointer to the receive frame 
area, and a set of interrupt acknowledge bits. 
Second, information from the 82586 to the CPU that 
includes: state of the CU and RU (e.g. IDLE, ACTIVE 
READY, SUSPENDED, NO RECEIVE RESOURCES), 
interrupt bits (command completed, frame received, 
CU gone not ready, RU gone not ready), and statis- 
tics. See Figure 4. 


The Command List serves as a program for the CU. 
Individual commands are placed in memory units 
called a Command Block, or CB. CB’s contain 
command specific parameters and command spe- 
cific statuses. Specifically, these high level com- 
mands are called Action Commands (e.g. Transmit, 
Configure). 

A specific command, Transmit, causes transmission 
of a frame by the 82586. The Transmit command 
block includes Destination Address, Type Field, and 
a pointer to a list of linked buffers that holds the 
frame to be constructed from several buffers scat- 
tered in memory. The Command Unit performs, 


INITIALIZATION ROOT 



Figure 4. 82586 Shared Memory Structure 
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without the CPU intervention, the DMA of each 
buffer and the prefetching of references to new 
buffers in parallel. The CPU is notified only after 
successful transmission or retransmission. 

The Receive Frame Area is a list of Free Frame 
Descriptors (Descriptors not yet used) and a list of 
buffers prepared by the user. It is conceptually dis- 
tinct from the Command List. Frames arrive without 
being solicited by the 82586. The 82586 must be 
prepared to receive them even if it is engaged in 
other activities and to store them in the Free Frame 
Area. The Receive Unit fills the buffers upon frame 
reception and reformats the Free Buffer List into 
received frame structures. The frame structure is 
virtually identical to the format of the frame to be 
transmitted. The first frame descriptor is referenced 
by SCB, and the reclaimed and returned to the Free 
Buffer List, unless the chip is configured to Save 
Bad Frames. 

Receive buffer chaining (i.e. storing incoming 
frames in a linked list of buffers) improves memory 
utilization significantly. Without buffer chaining, the 
user must allocate consecutive blocks of the maxi- 
mum frame size (1518 bytes in Ethernet) for each 
frame. Taking into account that a typical frame size 
may be about 100 bytes, this practice is very ineffi- 
cient. With buffer chaining, the user can allocate 
small buffers and the 82586 uses only as many as 
needed. 

In the past, the drawback of buffer chaining was the 
CPU processing overhead and the time involved in 
the buffer switching (especially at 10 Mb/s). The 
82586 overcomes this drawback by performing 
buffer management on its own (completely trans- 
parent to the user). 


The 82586 has a 22-bit memory address range in 
minimum mode and 24-bit memory address range 
in maximum mode. All memory structures, the Sys- 
tem Control Block, Command List, Receive Des- 
criptor List, and all buffer descriptors must reside 
within one 64K-byte memory segment. The Data 
Buffers can be located anywhere in the memory 
space. 


TRANSMITTING FRAMES 

The 82586 executes high level or action commands 
from the Command List in external memory. Action 
commands are fetched and executed in parallel with 
the host CPU’s operation, thereby significantly 
improving system performance. The general action 
commands format is shown in Figure 5. 



Figure 5. Action Command Format 


^Message transmission is accomplished by using the 
Transmit command. A single Transmit command 
contains, as part of the command-specific parame- 
ters, the destination address and type field for the 
transmitted frame along with a pointer to a buffer 
area in memory containing the data portion of the 
frame. (See Figure 15.) The data field is contained in 
a memory data structure consisting of a Buffer Des- 
criptor (BD) and Data Buffer (or a linked list of 
buffer descriptors and buffers) as shown in Figure 6. 
The BD contains a Link Field which points to the 
next BD on the/list and a 24-bit address pointing to 
the Data Buffer itself. The length of the Data Buffer 
is specified by the Actual Count field of the BD. 



Figure 6. Data Buffer Descriptor and Data Buffer 
Structure 
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Using the BD’s arid Data Buffers, multiple Data 
Buffers can be ‘chained’ together. Thus, a frame 
with a long Data Field can be transmitted using 
multiple (shorter) Data Buffers chained together. 
This chaining technique allows the system designer 
to develop efficient buffer management policies. 


When transmitting a frame as shown below in Fig- 
ure 7: 


Figure 7. Frame Format 

The 82586 automatically generates the preamble 
(alternating Ts and 0's) and start frame delimiter, 
fetches the destination address and type field from 
the Transmit command, inserts its unique address 
as the source address, fetches the data field from 
buffers pointed to by the Transmit command, and 
computes and appends the CRC at the end of the 
frame. 

The 82586 can be configured to generate either the 
Ethernet or HDLC start and end frame delimiters. In 
the Ethernet mode, the start frame delimiter is two 


consecutive 1 bits and the end frame delimiter indi- 
cated by the lack of a signal after transmitting the 
last bit of the frame-check sequence field. When in 
the HDLC mode, the 82586 will generate the 01 11 1110 
‘flag’ for the start and end frame delimiters and per- 
form the standard ‘bit stuffing/stripping.’ In addition, 
the 82586 will optionally pad frames that are shorter 
than the specified minimum frame length by 
appending the appropriate number of flags to the 
end of the frame. 

In the event of a collision (or collisions), the 82586 
manages the entire jam, random wait and retry pro- 
cess, reinitializing DMA pointers without CPU inter- 
vention. Multiple frames can be sent by linking the 
appropriate number of Transmitcommands together. 
This is particularly useful when transmitting a mes- 
sage that is larger than the maximum frame size 
(1518 bytes for Ethernet). 


RECEIVING FRAMES 

In order to minimize CPU overhead, the 82586 is 
designed to receive frames without CPU supervi- 
sion. The host CPU first sets aside an adequate 
amount of receive buffer space and then enables the 



Figure 8. Receive Frame Area Diagram 
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82586's Receive Unit. Once enabled, the RU 
‘watches’ for any of its frames which it automatically 
stores in the Receive Frame Area (RFA). The RFA 
consists of a Receive Descriptor List (RDL) and a list 
of free buffers called the Free Buffer List (FBL) as 
shown in Figure 8. The individual Receive Frame 
Descriptors that make up the RDL are used by the 
82586 to store the destination and source address, 
type field and status of each frame that is received. 
(Figure 9.) 


RECEIVE FRAME STATUS 


LINK FIELD 


BUFFER DESCRIPTOR 
LINK FIELD 


DESTINATION ADDRESS 


SOURCE ADDRESS 


TYPE FIELD 


Figure 9. Receive Frame Descriptor 

The 82586, once enabled, checks each passing 
frame for an address match. The 82586 will recog- 
nize its own unique address, one or more multicast 
addresses or the broadcast address. If a match 
occurs, it stores the destination and source address 
and type field in the next available RFD. It then 
begins filling the next free Data Buffer on the FBL 
(which is pointed to by the current RFD) with the 
data portion of the incoming frame. As one DB is 
filled, the 82586 automatically fetches the next DB 
on the FBL until the entire frame is received. This 
buffer chaining technique is particularly memory 
efficient because it allows the system designer to set 
aside buffers that fit a frame size that may be much 
shorter than the maximum allowable frame. 


NEXT RECEIVE 
FRAME DESCRIPTOR 

BUFFER DESCRIPTOR 


Once the entire frame is received without error, the 
82586 performs the following housekeeping tasks: 


• Posts a ‘Frame Received’ interrupt status bit in the 
SCB. 

• Interrupts the CPU. 

In the event of a frame error, such as a CRC error, the 
82586 automatically reinitializes its DMA pointers 
and reclaims any data buffers containing the bad 
frame. As long as Receive Frame Descriptors and 
data buffers are available, the 82586 will continue to 
receive frames without further CPU help. 

82586 NETWORK MANAGEMENT 
AND DIAGNOSTIC FUNCTIONS 

The behavior of data communication networks is 
typically very complex due to their distributed and 
asynchronous nature. It is particularly difficult to 
pin-point a failure when it occurs. The 82586 was 
designed in anticipation of these problems and 
includes a set of features for improving reliability 
and testability. 

The 82586 reports on the following events after each 
frame transmitted: 

• Transmission successful. 

• Transmission unsuccessful; lost Carrier Sense. 

• Transmission unsuccessful; lost Clear-to-Send. 

• Transmission unsuccessful; DMA underrun 
because the system bus did not keep up with the 
transmission. 

• Transmission unsuccessful; number of collisions 
exceeded the maximum allowed. 

The 82586 checks each incoming frame and reports 
on the following errors, (if configured to ‘Save Bad 
Frame’): 

• CRC error: incorrect CRC in a well aligned frame. 

• Alignment error: incorrect CRC in a misaligned 
frame. 

• Frame too short: the frame is shorter than the 
configured value for minimum frame length. 

• Overrun: the frame was not completely placed in 
memory because the system bus did not keep up 
with incoming data. 

• Out of buffers: no memory resources to store the 
frame, so part of the frame was discarded. 


• Updates the Actual Count field of the last Buffer 
Descriptor used to hold the frame just received 
with the number of bytes stored in its associated 
Data Buffer. 

• Fetches the address of the next free Receive 
Frame Descriptor. 

• Writes the address of the next free Buffer Descrip- 
tor into the next free Receive Frame Descriptor. 


NETWORK PLANNING AND 
MAINTENANCE 

To perform proper planning, operation, and mainte- 
nance of a communication network, the network 
management ^entity must accumulate information 
on network behavior. The 82586 provides a rich set 
of network-wide diagnostics that can serve as the 
basis for a network management entity. 
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Network Activity information is provided in the sta- 
tus of each frame transmitted. The activity indica- 
tors are: 

• Number of collisions: number of collisions the 
82586 experienced in attempting to transmit this 
frame. 

• Deferred transmission: indicates if the 82586 had 
to defer to traffic on the link during the first 
transmission attempt. 

Statistics registers are updated after each received 
frame that passes the address filtering, and is longer 
than the Minimum Frame Length configuration 
parameter. '] 

• CRC errors: number of frames that experienced a 
CRC error and were properly aligned. 

• Alignment errors: number of frames that expe- 
rienced a CRC error and were misaligned. 

• No-resources: number of correct frames lost due 
to lack of memory resources. 

• Overrun errors: number of frame sequences lost 
due to DMA overrun. 

The 82586 can be configured to Promiscuous 
Mode. In this mode it captures all frames trans- 
mitted on the Network without checking the Des- 
tination Address. This is useful in implementing a 
monitoring station to capture all frames for 
analysis. 

The 82586 is capable of determining if there is a 
short or open circuit anywhere in the Network 
using the’ built in Time Domain Reflectometer 
(TDR) mechanism. 

STATION DIAGNOSTICS 

The chip can be configured to External Loopback. 
The transmitter to receiver interconnection can be 
placed anywhere between the 82586 and the link to 
locate faults, for example: the 82586 output pins, the 
Serial Interface Unit, the Transceiver cable, or in the 
Transceiver. 

The 82586 has a mechanism recognizing the trans- * 
ceiver ‘heart beat’ signal for verifying the correct 
operation of the Transceiver’s collision detection 
circuitry. 

82586 SELF TESTING 

The 82586 can be configured to Internal Loopback. 

It disconnects itself from the Serial Interface Unit, 
and any frame transmitted is received immediately. 
The 82586 connects the Transmit Data to the Receive 
Data signal and the Transmit Clock to the Receive 
Clock. 

The Dump Command causes the chip to write over 
100 bytes of its internal registers to memory. 


The Diagnose command checks the exponential 
Backoff random number generator internal to the 
82586. 


CONTROLLING THE 82586 

The CPU controls operation of the 82586’s Com- 
mand Unit (CU) and Receive Unit (RU) of the 82586 
via the System Control Block. 

THE COMMAND UNIT (CU) 

The Command Unit is the logical unit that executes 
Action Commands from a list of commands very 
similar to a CPU program. A Command Block (CB) 
is associated with each Action Command. 

The CU can be modeled as a logical machine that 
takes, at any given time, one of the following states: 

• IDLE-CU is not executing a command and is not 
associated with a CB on the list. This is the initial 
state. 

• SUSPENDED - CU is not executing a command 
but (different from IDLE) is associated with a CB 
on the list. 

• ACTIVE - CU is currently executing an Action 
Command, and points to its CB. 

The CPU may affect the CU operation in two ways: 
issuing a CU control Command or setting bits in the 
COMMAND word of the Action Command. 

THE RECEIVE UNIT (RU) 

The Receive Unit is the logical unit that receives 
frames and stores them in memory. 

The RU is modeled as a logical machine that takes, 
at any given time, one of the following states: 

• IDLE - RU has no memory resources and is dis- 
carding incoming frames. This is the initial RU 
State. 

• NO-RESOURCES - RU has no memory resour- 
ces and is discarding incoming frames. This state 
differs from the IDLE state in that RU accumu- 
lates statistics on the number of frames it had to 
discard. 

• SUSPENDED - RU has free memory resources to 
store incoming frames but discards them anyway. 

• READY - RU has free memory resources and 
stores incoming frames. 

The CPU may affect RU operation in three ways: 
issuing an RU Control Command, setting bits in 
Frame Descriptor, FD, COMMAND word of the 
frame currently being received, or setting EL bit of 
Buffer Descriptor, BD, of the buffer currently being 
filled. 
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Figure 10. System Control Block (SCB) Format 


SYSTEM CONTROL BLOCK (SCB) 

The System Control Block is the communication 
mail-box between the 82586 and the host CPU. The 
SCB format is shown in Figure 10. 


The host CPU for issuing Control Commands to the 
82586 via the SCB. These commands may appear at 
any time during routine operation, as determined by 
the host CPU. After the required Control Command 
is setup, the CPU sends a CA signal to the 82586. 

SCB is also used by the 82586 to return status 
information to the host CPU. After inserting the 
required status bits into SCB, the 82586 issues an 
Interrupt to the CPU. 

The format is as follows: 


STATUS word: Indicates the status of the 82586. 
This word is modified only by the 82586. Defined 
bits are: 


cx 

(Bit 15) 

- A command in the CBL 
having its T (interrupt) 
bit set has been 
executed. 

FR 

(Bit 14) 

- A frame has been 
received. 

CNR 

(Bit 13) 

- The Command Unit left 
the Active state. 


RNR 

(Bit 12) 

- The Receive Unit left 
the Ready state. 

CUS 

(Bits 8-10) 

- (3 bits) this field con- 
tains the status of the 
Command Unit. 

Valid values are: 

0 - Idle 

1 - Suspended 

2 - Active 

3-7 - Not used 

RUS 

(Bits 4-6) 

- (3 bits) this field 
contains the status of 
the Receive Unit. Valid 
values are: 



0 - Idle 

1 - Suspended 

2 - No Resources 

3 - Not used 

4 - Ready 

5-7 - Not used 


COMMAND word: Specifies the action to be per- 
formed as a result of the CA. This word is set by the 
CPU and cleared by the 82586. Defined bits are: 


ACK-CX 

(Bit 15) 

- Acknowledges the 



command executed 
event. 
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ACK-FR 

(Bit 14) 

- Acknowledges the 
frame received event. 

ACK-CNA 

(Bit 13) 

- Acknowledges that the 
Command Unit became 
not ready. 

ACK-RNR 

(Bit 12) 

- Acknowledges that the 
Receive Unit became 
not ready. 

CUC 

(Bits 8-10) 

- (3 bits) this field con- 
tains the command to 
the Command Unit. 
Valid values are: 


0 

- NOP (doesn’t affect 
current state of the unit). 


1 

- Start execution of the 
first command on the 
CBL. If a command is 
in execution, then com- 
plete it before starting 
the new CBL. The 
beginnng of the CBL is 
in CBL OFFSET. 


2 

- Resume the operation 
of the command unit by 
executing the next 
command. This opera- 
tion assumes that the 
command unit has been 
previously suspended. 


3 

- Suspend execution of 
commands on CBL after 
current command is 
complete. 


4 

- Abort execution of 
commands immediately 


5-7 

- Reserved, illegal for use. 

RUC 

(Bits 4-6) 

- (3 bits) This field con- 
tains the command to 
the receive unit. Valid 
values are: 


0 

- NOP (does not alter 
current state of unit). 


1 

- Start reception of 
frames. If a frame is 
being received, then 
complete reception 
before starting. The 
beginnng of the RFA is 
contained in the RFA 




OFFSET. 


2 

- Resume frame receiving 
(only when in sus- 
pended state.) 


3 

- Suspend frame receiv- 
ing. If a frame is being 
received, then complete 
its reception before 
suspending. 


4 

- Abort receiver operation 
immediately. 


5-7 

- Reserved, illegal for use. 

RESET 

(Bit 7) 

- Reset chip (logically the 
same as hardware 
RESET). 


CBL-OFFSET: 

gives the 16-bit offset address of the first command 
(Action Command) in the command list to be 
executed following CU-START. Thus, the 82586 
reads this word only if the CUC field contained a 
CU-START Control Command. 

RFA-OFFSET: 

Points to the first Receive Frame Descriptor in the 
Receive Frame Area 

CRCERRS: 

CRC Errors - contains the number of properly 
aligned frames received with a CRC error. 

ALNERRS: 

Alignment Errors - contains the number of mis- 
aligned frames received with a CRC error. 

RSCERRS: 

Resource Errors - records the number of correct in- 
coming frames discarded due to lack of memory re- 
sources (buffer space or received frame descriptors). 

OVRNERRS: 

Overrun Errors - counts the number of received 
frame sequences lost because the memory bus was 
not available in time to transfer them. 


ACTION COMMANDS 

The 82586 executes a ‘program’ that is made up of 
action commands in the Command List. As shown 
in Figure 5, each command contains the command 
field, statusand control fields, link to the next action 
command in the CL, and any command-specific 
parameters. This command format is called the 
Command Block. 
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Figure 11. The NOP Command Block 


The 82586 has a repertoire of 8 commands: 
NOP 

Setup Individual Address 
Configure 

Setup Multicast Address 

Transmit 

TDR 

Diagnose 

Dump 


COMMAND word: 


EL 

(Bit 15) 

- End of command list 

S 

(Bit 14) 

- Suspend after 



completion 

1 

(Bit 13) 

- Interrupt after 



completion 

CMD 

(Bits 0-2) 

- NOP = 0 


LINK OFFSET: Address of next Command Block 


NOP 


This command results in no action by the 82586, 
except as performed in normal command proc- 
essing. It is present to aid in Command List 
manipulation. 

NOP command includes the following fields: 


STATUS word (written by 82586): 


C 

(Bit 15) 

- Command completed 

B 

(Bit 14) 

- Busy executing 



command 

OK 

(Bit 13) 

- Error free completion 


IA-SETUP 

This command loads the 82586 with the Individual 
Address. This address is used by the 82586 for 
recognition of Destination Address during recep- 
tion and insertion of Source Address during 
transmission. 


The IA-SETUP command includes the following 
fields: 


15 ODD BYTE EVEN BYTE 0 

0 

(STATUS) 

2 

(COMMAND) 
4 

6 
8 
10 

Figure 12. The IA-SETUP Command Block 
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STATUS word (written by 82586): 

( C (Bit 15) - Command completed 

B (Bit 14) - Busy executing 

command 

- Error free completion 
- Command aborted 

COMMAND word: 

^EL (Bit 15) - End of command list 

S (Bit 14) - Suspend after 


LINK OFFSET: Address of next Command Block 

INDIVIDUAL ADDRESS: Individual Address 
parameter 


completion 

I (Bit 13) - Interrupt after 

completion 

CMD (Bits 0-2) - IA-SETUP = 1 



The CONFIGURE command includes the following 
fields. 


STATUS word (written by 82586): 

(Bit >5) - Command completed 

(Bit 14) - Busy executing 

command 

(Bit 13) - Error free completion 

(Bit 12) - Command aborted 


COMMAND word: 


EL 

(Bit 15) 

- End of command list 

S 

(Bit 14) 

- Suspend after 



completion 

1 

(Bit 13) 

- Interrupt after 



completion 

CMD 

(Bits 0-2) 

- Configure = 2 


LINK OFFSET: Address of next Command Block 



The least significant bit of the Individual Address 
parameter must be zero for IEEE 802.3/Ethernet. 
However, no enforcement of 0 is provided by the 
82586. Thus, an Individual Address with least 
significant bit 1, is possible. 


CONFIGURE 

The CONFIGURE command is used to update the 
82586 operating parameters. 


Byte 6-7: 

BYTE CNT (Bits 0-3) - Byte Count, Number of 
bytes including this one, 
holding the parameters 
to be configured. A 
number smaller than 4 
is interpreted as 4. A 
number greater than 12 
is interpreted as 12. 



Figure 13. The CONFIGURE Command Block 
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FIFO-LIM 

(Bits 8-11) 

- Value of FIFO Threshold. 

Byte 8-9: 


SRDY/ARD 

Y(Bit 6) 



0 

- SRDY/ARDY pin 
operates as ARDY 
(internal 

synchronization). 


1 

- SRDY/ARDY pin 
operates as SRDY 
(external 

synchronization). 

SAV-BF . 

(Bit 7) 



0 

- Received bad frames are 
not saved in memory. 


1 

- Received bad frames are 
saved in memory. 

ADDR-LE 

si (Bits 8-10) 

- Number of address 
bytes. NOTE: 7 is 
interpreted as 0. 

AT-LOC 

(Bit 11) 



0 

- Address and Type 
Fields separated from 
data and associated 
with Transmit Com- 
mand Block or Receive 
Frame Descriptor. For 
transmitted Frame, x 



Source Address is 



inserted by the 82586. 


1 

- Address and Type Fields 
are part of the Transmit/ 
Receive data buffers, 
including Source 
Address (which is not 
inserted by the 82586). 

PREAM- 

(Bits 

- Preamble Length 

LEN 

12-13) 

including Beginning of 
Frame indicator: 

00- 2 bytes 

01- 4 bytes 
10-8 bytes 
11 - 16 bytes 

INT-LPBC 

<(Bit 14) 

- Internal Loopback 

EXT-LPBC 

<(Bit 15) 

- External Loopback. 
NOTE: Bits 14 and 15 
configured to 1, cause 
Internal Loopback. 

Byte 10-11: 



LIN-PRIO 

(Bits 0-2) 

- Linear Priority 


ACR 

(Bits 4-6) 

- Accelerated Contention 
Resolution (Exponential 
Priority) 

BOF-MET 

(Bit 7) 

- Exponential Backoff 
Method 

0- IEEE 802.3/Ethernet 
1 - Alternate method 

INTER- 

"(Bits 8-15) 

- Number indicating the 

FRAME . 


Interframe Spacing in 

SPACING 


TxC period units 


Byte 12-13: 


SLOT- 

(Bits 0-7) 

- Slot Time number, low 

TIME (L) 


byte 

SLT-TM (H 

KBits 8-10) 

- Slot Time number, high 
bits 

RETRY- 

(Bits 

- Maximum number of 

NUM 

12-15) 

transmission retries on 



collisions 


Byte 14-15: 


PRM 

(BitO) 

- Promiscuous Mode 

BC-DIS 

(Bill) 

- Broadcast Disable 

MANCH/ 

(Bit 2) 

- Manchester or NRZ 

NRZ 


encoding/decoding 


0 

- NRZ 


1 

- Manchester 

TONO-CF 

S( Bit 3) 

- Transmit on No Carrier 
Sense 


0 

- Cease transmission if 
CRS goes inactive dur- 
ing frame transmission 


1 

- Continue transmission 
even if no Carrier Sense 

NCRC-IN 

3 (Bit 4) 

- No CRC Insertion 

CRC-16 

(Bit 5) 

- CRC Type: 


0 

- 32 bit Autodin II CRC 
polynomial 


1 

- 16 bit CCITT CRC 
polynomial 

BT-STF 

(Bit 6) 

Bitstuffing: 


o * 

- End of Carrier mode 
(Ethernet) 


1 

- HDLC like Bitstuffing 
mode 

PAD 

(Bit 7) 

- Padding 


0 

- No Padding 
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1 

- Perform padding by 
transmitting flags for 
remainder of Slot Time 

CRSF 

(Bits 8-9) 

- Carrier Sense Filter in 
bit times 

CRS-SRC 

(Bit 11) 

Carrier Sense Source 


0 

- External 


1 

- Internal 

CDTF 

(Bits 

- Collision Detect Filter in 


12-14) 

bit times 

CDT-SRC 

(Bit 15) 

- Collision Detect Source 


0 

- External 


1 

- Internal 


Byte 16: 



MIN-FRM- 

LEN- 

(Bits 0-7) 

- Minimum number of 
bytes in a frame 


CONFIGURATION DEFAULTS 


Table 2. 82586 Default Values 


Preamble Length 

= 

2 

Address Length 

= 

6 

Broadcast Disable 

= 

0 

CRC-16/CRC-32 

= 

0 

No CRC Insertion 

= 

0 

Bitstuffing/EOC 

= 

0 

Padding 

= 

0 

Min-Frame-Length 

= 

64 

Interframe Spacing 

= 

96 

Slot Time 

= 

512 

Number of Retries 

= 

15 i 

Linear Priority 

= 

0 

Accelerated Contention Resolution 

= 

0 

Exponential Backoff Method 

= 

0 

Manchester/NRZ 

= 

0 

Internal CRS 

= 

0 

CRS Filter 

= 

0 

Internal CDT 

= 

0 

CDT Filter 

= 

0 

Transmit On No CRS 

= 

0 

FIFO THRESHOLD 

= 

8 

SRDY/ARDY 

= 

0 

Save Bad Frame 

= 

0 

Address/Type Location 

= 

0 

INT Loopback 

= 

0 

EXT Loopback 

= 

0 

Promiscuous Mode 

= 

0 


MC-SETUP 


The default values of the configuration parameters 
are compatible with the IEEE 802.3/Ethernet Stan- 
dards. RESET configures the 82586 according to 
the defaults shown in Table 2. 


This command sets up the 82586 with a set of 
Multicast Addresses. Subsequently, incoming 
frames with Destination Addresses from this set are 
accepted. 



o 

(STATUS) 

2 

(COMMAND) 

4 


6 

MC LIST 


Figure 14. The MC-SETUP Command Block 
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The MC-SETUP command includes the following 
fields: 


STATUS word (written by 82586): 


c 

(Bit 15) 

- Command completed 

B 

(Bit 14) 

- Busy executing 



command 

OK 

(Bit 13) 

- Error free completion 

A 

(Bit 12) 

- Command aborted 


COMMAND word: 


EL 

(Bit 15) 

- End of command list 

S 

(Bit 14) 

- Suspend after 



completion 

1 

(Bit 13) 

- Interrupt after 



completion 

CMD 

(Bits 0-2) 

- MC-SETUP = 3 


LINK OFFSET: Address of next Command Block 


An incoming frame is accepted if it has a Destination 
Address whose least significant bit is a one, and 
after hashing points to a bit in the HASH table 
whose value is one. The hash function is selecting 
bits 2 to 7 of the CRC register. RESET causes the 
HASH table to become all zeros. 

After the Transmit-Byte-Machine reads a MC- 
SETUP command from TX-FIFO, it clears the HASH 
table and reads the bytes in groups whose length is 
determined by the ADDRESS length. Each group is 
hashed using CRC logic and the bit in the HASH 
table to which bits 2-7 of the CRC register point is set 
to one. A group that is not complete has no effect on 
the HASH table. Transmit-Byte-Machine notifies 
CU after completion. 

TRANSMIT 

The TRANSMIT command causes transmission 
(and if necessary retransmission) of a frame. 

TRANSMIT CB includes the following fields: « 


MC-CNT: A 14-bit field indicating the number of STATUS word (written by 82586): 


bytes in the MC-LIST field. MC-CNT is truncated to 
the nearest multiple of Address .Length (in bytes). 
Issuing a MC-SET^P command with MC-CNT=0 
disables reception of any incoming frame with a 
Multicast Address. 

MC-LIST: A list of Multicast Addresses to be 
accepted by the 82586. Note that the most significant 
byte of an address is followed immediately by the 
least significant byte of the next address. Note also 
that the least significant bit of each Multicast 
Address in the set must be a one. 

The Transmit-Byte-Machine' maintains a 64-bit 
HASH table used for checking Multicast Addresses 
during reception. 


C 

(Bit 15) 

- Command completed 

B 

(Bit 14) 

- Busy executing 
command 

OK 

(Bit 13) 

- Error free completion 

A 

(Bit 12) 

- Command aborted 

S10 

(Bit 10) 

- No Carrier Sepse signal 
during transmission 
(between beginning of 
Destination Address 
and end of Frame 
Check Sequence). 

S9 

(Bit 9) 

- Transmission 
unsuccessful (stopped) 
due to loss of Clear-to- 
Send signal. 



Figure 15. The Transmit Command Block 
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S8 

(Bit 8) 

- Transmission 
unsuccessful (stopped) 
due to DMA underrun, 
(i.e. data not supplied 
from the system for 
transmission). 

S7 

(Bit 7) 

- Transmission had to 
Defer to traffic on the 
link. 

S6 

(Bit 6) 

- Heart Beat, indicates 
that during Interframe 
Spacing period after the 
previous transmission, a 
pulse was detected on 
the Collision Detect pin. 

S5 

(Bit 5) 

- Transmission attempt 
stopped due to number 
of collisions exceeding 
the maximum number 
of retries. 

MAX- 

COLL 

(Bits 3-0) 

- Number of Collisions 
experienced by this 
frame. S5 = 1 and MAX- 
COLL = 0 indicates that 
there were 16 collisions. 


COMMAND word: 


EL 

(Bit 15) 

- End of command list 

S 

(Bit 14) 

- Suspend after 



completion 

1 

(Bit 13) 

- Interrupt after 



completion 

CMD 

(Bits 0-2) 

- TRANSMIT =4 


DESTINATION ADDRESS: Destination Address of 
the frame. 

TYPE FIELD: Type Field of the frame. 


STATUS word: 


EOF 


- Indicates that this is the 



Buffer Descriptor of the 
last buffer of this 



frame’s Information 
Field. 

ACT- 

(Bits 0-13) 

- Actual number of data 

COUNT 


bytes in buffer (can be 
even or odd). 


NEXT BD OFFSET: points to next Buffer Descriptor 
in list. If EOF is set, this field is meaningless. 


BUFFER ADDRESS: 24-bit absolute address of 
buffer. 


TIME DOMAIN REFLECTOMETER - TDR 

This command performs a Time Domain Reflect- 
ometer test on the serial link. By performing the 
command, the user is able to identify shorts or opens 
and their location. Along with transmission of All 
Ones,’ the 82586 triggers an internal timer. The timer 
measures the time elapsed from transmission start 
until ‘echo’ is obtained. ‘Echo’ is indicated by 
Collision Detect going active or Carrier Sense 
signal drop. 

TDR command includes the following fields: 


LINK OFFSET: Address of next Command Block 

TBD OFFSET: Address of list of buffers holding the 
Information field. TBD-OFFSET = OFFFFH indicates 
that there is no Information field. 


STATUS word (written by 82586): 


C. 

(Bit 15) 

- Command completed 

B 

(Bit 14) 

- Busy executing 



command 

OK 

(Bit 13) 

- Error free completion 
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Figure 17. The TDR Command Block 


COMMAND word: 


EL 

(Bit 15) 

- End of command list 

S 

(Bit 14) 

- Suspend after 



completion 

1 

(Bit 13) 

- Interrupt after 



completion 

CMD 

(Bits 0-2) 

- TDR =5 


LINK OFFSET: Address of next Command Block 


RESULT word: 


LNK-OK 

(Bit 15) 

- No link problem 



identified 

XCVR-PRB(Bit 14) 

- Transceiver Cable 



Problem identified (valid 
only in the case of a 
Transceiver that does 
not return Carrier Sense 
during transmission). 

ET-OPN 

(Bit 13) 

- Open on the link 



identified (valid only in 
the case of a 
Transceiver that returns 
Carrier Sense during 
transmission). 


ET-SRT 

(Bit 12) 

- Short on the link 
identified (valid only in 
the case of a 
Transceiver that returns 
Carrier Sense during 
transmission). 

TIME 

(Bits 0-10) 

- Specifying the distance 
to a problem on the link 
(if one exists) in 
transmit clock cycles. 


DUMP 

This command causes the contents of over a 
hundred bytes of internal registers to be placed in 
memory. It is supplied as a self diagnostic tool, as 
well as to supply registers of interest to the user. 


DUMP command includes the following fields: 


STATUS word (written by 82586): 


C 

(Bit 15) 

- Command completed 

B 

(Bit 14) 

- Busy executing 



command 

OK 

(Bit 13) 

- Error free completion 
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COMMAND word: 


EL 

(Bit 15) 

- End of command list 

S 

(Bit 14) 

- Suspend after 



completion 

1 

(Bit 13) 

- Interrupt after 



completion 

CMD 

(Bits 0-2) 

- DUMP = 6 


After RESET - ‘All Ones.’ 

After good frame reception - 

1. For CRC-CCITT - 0D1 FOH. 

2. For CRC-Autodin-ll - C704DD7BH 

After Bad Frame reception - corresponds to the 
received information. 


LINK OFFSET: Address of next Command Block 

BUFFER OFFSET: This word specifies the offset 
portion of the memory address which points to the 
top of the buffer allocated for the dumped registers 
contents. The length of the buffer is 170 bytes. 


After reception attempt, i.e. unsuccessful check 
for address match, corresponds to the CRC 
performed on the frame address. 

NOTE 

Any frame on the serial link modifies this 
register contents. 


DUMP AREA FORMAT 

Figure 18 shows the format of the DUMP area. The 
fields are as follows: 

Bytes 00H to OAH: These bytes correspond to the 
82586 CONFIGURE command field (except bit 6 of 
the first word). 

Bytes OCH to 11 H: The Individual Address Register 
content. IARO is the Individual Address least sig- 
nificant byte. 

Bytes 12H to 13H: Status word of last command 
block (only bits 0-13). 

Bytes 14H to 17H: Content of the Transmit CRC 
generator. TXCRCRO is the least significant byte. 
The contents are dependent on the activity before 
the DUMP command: 

After RESET - All Ones.’ 

After successful transmission - All Zeros.’ 

After MC-SETUP command - Generated CRC 
value of the last MC address, on MC-LIST. 

After unsuccessful transmission, depends on 
where it stopped. 

NOTE 

For 16-bit CRC only TXCRCRO and 

TXCRCR1 are valid. 

\ 


Bytes 18H to 1BH: Contents of Receive CRC 
Checker. RXCRCRO is the least significant byte. 
The contents are dependent on the activity per- 
formed before the DUMP command: 


15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 
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Figure 19. The DUMP Area 
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Figure 19. DUMP Area (con’t) 
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Bytes 1CH to 21 H: Temporary Registers. 

Bytes 22H to 23H: Receive Status Register. Bits 
6,7,8,10,11 and 13 assume the same meaning as 
corresponding bits in the Receive Frame Descriptor 
Status field. 

Bytes 24H to 2BH: HASH TABLE. 

Bytes 2CH to 2DH: Status bits of the last time TDR 
command that was performed. 

NXT-RB-SIZE: Let N be the last buffer of the last 
received frame, then NXT-RB-SIZE isthe number of 
bytes of available in the N+1 buffer. EL - The EL bit of 
the Receive Buffer Descriptor. 

NXT-RB-ADR: Let N be the last Receive Buffer used, 
then NXT-RB-ADR is the BUFFER-ADDRESS field 
in the N+1 Receive-Buffer Descriptor, i.e. the pointer 
to the N+1 Receive Buffer. 

CUR-RB-SIZE: The number of bytes in the last 
buffer of the last received frame. EL - The EL bit of 
the last buffer in the last received frame. 

LA-RBD-ADR: Look Ahead Buffer Descriptor, i.e. 
the pointer to N+2 Receive Buffer Descriptor. 

NXT-RBD-ADR: Next Receive Buffer Descriptor 
Address. Similar to LA-RBD-ADR but points to N+1 
Receive Buffer Descriptor. 

CUR-RBD-ADR: Current Receive Buffer Descriptor 
Address. Similar to LA-RBD-ADR, but points to Nth 
Receive Buffer Descriptor. 


CUR-RB-EBC: Current Receive Buffer Empty Byte 
Count. Let N be the currently used Receive Buffer. 
Then CUR-RB-EBC indicates the Empty part of the 
buffer, i.e. the ACT-COUNT of buffer N is given by 
the difference between its SIZE and the CUR- 
RB-EBC. 

NXT-FD-ADR: Next Frame Descriptor Address. 
Define N as the last Receive Frame Descriptor with 
bits C=1 and B=0, then NXT-FD-ADR is the address 
of N+2 Receive Frame Descriptor (with B=C=0) and 
is equal to the LINK-ADDRESS field in N+1 Receive 
Frame Descriptor. 

CUR-FD-ADR: Current Frame Descriptor Address. 
Similar to next NXT-FD-ADR but refers to N+1 
Receive Frame Descriptor (with B=1, C=0). 

Bytes 54H to 55H: Temporary register. 
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NXT-TB-CNT: Next Transmit Buffer Count. Let N be 
the last transmitted buffer of the TRANSMIT com- 
mand executed recently, the NXT-TB-CNT is the 
ACT-COUNT field in the Nth Transmit Buffer 
Descriptor. EOF - Corresponds to the EOF bit of the 
Nth Transmit Buffer Descriptor. EOF=1 indicates 
that the last buffer accessed by the 82586 during 
Transmit was the last Transmit Buffer in the data 
buffer chain associated with the Transmit Command. 

BUF-ADR: Buffer Address. The BUF-PTR field in 
the DUMP-STATUS Command Block. 

NXT-TB-AD-L: Next Transmit Buffer Address Low. 
Let N be the last Transmit Buffer in the transmit 
buffer chain of the TRANSMIT Command performed 
recently, then NXT-TB-AD-L are the two least sig- 
nificant bytes of the Nth buffer address. 

LA-TBD-ADR: Look Ahead Transmit Buffer Descrip- 
tor Address. Let N be the last Transmit Buffer in the 
transmit buffer chain of the TRANSMIT Command 
performed recently, then LA-TBD-ADR is the NEXT- 
BD-ADDRESS field of the Nth Buffer Descriptor. 

NXT-TBD-ADR: Next Transmit Buffer Descriptor 
Address. Similar in function to LA-TBD-ADR but 
related to Transmit Buffer Descriptor N-1. Actually, it 
is the address of Transmit Buffer Descriptor N. 

Bytes 60H, 61 H: This is a copy of the 2nd word in the 
DUMP-STATUS command presently executing. 

NXT-CB-ADR: Next Command Block Address. The 
LINK-ADDRESS field in the DUMPCommand Block 
presently executing. Points to the next command. 

CUR-CB-ADR: Current Command Block Address. 
The address of the DUMP Command Block currently 
executing. 

SCB-ADR: Offset of the System Control Block 
(SCB). 

Bytes 7EH, 7FH: 

RU-SUS-RQ (Bit 4) - Receive Unit Suspend 
Request. 

Bytes 80H, 81 H: 

CU-SUS-RQ (Bit 4) - Command Unit Suspend 
Request 

END-OF-CBL (Bit 5) - End of Command Block 
List. If T indicates that DUMP-STATUS is the 
last command in the command chain. 

ABRT-IN-PROG (Bit 6) - Command Unit Abort 
Request. 

RU-SUS-FD (Bit 12) - Receive Unit Suspend 
Frame Descriptor Bit. Assume N is the Receive 


Frame Descriptor used recently, then RU-SUS- 
FD is equivalent to the S bit of N+1 Receive 
Frame Descriptor. 

Bytes 82H, 83H: 

RU-SUS (Bit 4) - Receive Unit in SUSPENDED 
state. 

RU-NRSRC (Bit 5) - Receive Unit in NO 
RESOURCES state. 

RU-RDY (Bit 6) - Receive Unit in READY state. 
RU-IDL (Bit 7) - Receive Unit in IDLE state. 
RNR (Bit 12) - RNR Interrupt In Service bit. 
CNA (Bit 13) - CNA Interrupt In Service bit. 

FR (Bit 14) - FR Interrupt In Service bit. 

CX (Bit 15) - CX Interrupt In Service bit. 

Bytes 90H to 93H: 

BUF-ADR-PTR - Buffer pointer is the absolute 
address of the bytes following the DUMP 
Command block. 

Bytes 94H to 95H: 

RCV-DMA-BC - Receive DMA Byte Count. This 
field contains number of bytes to be transferred 
during the next Receive DMA operation. The 
value depends on AT-LOCation configuration 
bit. 

1. If AT-LOCation = 0 then RCV-DMA-BC = 
(2 times ADDR-LEN plus 2) if the next 
Receive Frame Descriptor has already 
been fetched. 

2. If AT-LOCation = 1 then it contains the size 
of the next Receive Buffer. 

BR+BUF-PTR+96H - Sum of Base Address plus 
BUF-PTR field and 96H. 

RCV-DMA-ADR - Receive DMA absolute Ad- 
dress. This is the next RCV-DMA start address. 
The value depends on AT-LOCation configura- 
tion bit. 

1. If AT-LOCation = 0, then RCV-DMA-ADR 
is the Destination Address field located in 
the next Receive Frame Descriptor. 

2. If AT-LOCation = 1, then RCV-DMA-ADR 
is the next Receive Data Buffer Address. 
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Figure 20. The DIAGNOSE Command Block 


The following nomenclature has been used in the 
DUMP table: 


0 

- The 82586 writes zero in this location. 

1 

- The 82586 writes one in this location. 

X 

- The 82586 writes zero or one in this 
location. 

III 

- The 82586 copies this location from 
the corresponding position in the 
memory structure. 


DIAGNOSE 


The DIAGNOSE Command triggers an internal self 
test procedure of backoff related registers and 
counters. 

The DIAGNOSE command includes the following: 


STATUS word (written by 82586): 


C 

(bit 15) 

- Command completed 

B 

(bit 14) 

- Busy executing 
command 

OK 

(bit 13) 

- Error free 
completion 

FAIL 

(bit 11) 

- Indicates that the self 
test procedu red failed 


COMMAND word: 


EL 

(bit 15) 

- End of command list 

S 

(bit 14) 

- Suspend after 



completion 

1 

(bit 13) 

- Interrupt after 



completion 

CMD 

(bits 0-2) 

- DIAGNOSE =7 


LINK OFFSET: Address of next Command Block 


RECEIVE FRAME AREA (RFA) 

The Receive Frame Area, RFA, is prepared by the 
host CPU, data is placed into the RFA by the 82586 
as frames are received. RFA consists of a list of 
Receive Frame Descriptors (FD), each of which is 
associated with a frame. RFA-OFFSET field of SCB 
points to the first FD of the chain; the last FD is 
identified by the End-of-Listflag (EL). See Figure 21. 

FRAME DESCRIPTOR (FD) FORMAT 


The FD includes the following fields: 

STATUS word (set by the 82586): 


C 

(bit 15) 

- Completed storing 
frame. 

B 

(bit 14) 

- FD was consumed by 
RU. 

OK 

(bit 13) 

- Frame received 
successfully. If this bit is 
set, then all others will 
be reset; if it is reset, 
then the other bits will 
indicate the nature of 
the error. 

S11 

(bit 11) 

- Received frame 
experienced CRC error. 

S10 

(bit 10) 

- Received frame 
experienced an 
alignment error. 

S9 

(bit 9) 

- RU ran out of resources 
during reception of this 
frame. 

S8 

(bit 8) 

* RCV-DMA overrun. 

S7 

(bit 7) 

- Received frame had 
fewer bits than 
configured Minimum 
Frame Length. 

S6 

(bit 6) 

- No EOF flag detected 
(only when configured 
to Bitstuffing). 


COMMAND word: 


EL 

(bit 15) 

- Last FD in the list. 

S 

(bit 14) 

- RU should be 



suspended after 



receiving this frame. 
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LINK OFFSET: Address of next FD in list DESTINATION ADDRESS (written by 82586): Con- 

tains Destination Address of received frame. The 
RBD-OFFSET (initially prepared by the CPU and length in bytes, it is determined by the Address 

later may be updated by 82586): Address of the first Length configuration parameter. 

RBD that represents the Information Field. RBD- 
OFFSET = OFFFFH means there is no Information 
Field. 



Figure 21. The Receive Frame Area 
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Figure 22. The Frame Descriptor (FD) Format 


SOURCE ADDRESS (written by 82586): Contains 
Source Address of received frame. Its length is the 
same as DESTINATION ADDRESS. 

TYPE F»ELD (written by 82586): Contains the 2 byte 
Type Field of received frame. 

RECEIVE BUFFER 
DESCRIPTOR FORMAT 

The Receive Buffer Descriptor (RBD) holds informa- 
tion about a buffer; size and location, and the means 
for forming a chain of RBDs, (forward pointer and 
end-of-frame indication). 

The Buffer Descriptor contains the following fields: 

STATUS word (written by the 82586): 


NEXT RBD OFFSET: Address of next BD in list of 
BD’s. 

BUFFER ADDRESS: 24-bit absolute address of 
buffer. 


EL/SIZE: 


EL 

(bit 15) 

- Last BD in list. 

SIZE 

(bits 0-13) 

- number of bytes the 



buffer is capable of 



holding. 



Figure 23. The Receive Buffer Descriptor (RBD) Format 
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ABSOLUTE MAXIMUM RATINGS* 


Ambient Temperature Under Bias 0°Cto70°C 

Storage Temperature -65°C to 150°C 

Voltage on Any Pin With 

Respect to Ground - 1.0V to + 7V 

Power Dissipation 3.0 Watts 


* NOTICE: Stresses above those listed under Absolute 
Maximum Ratings may cause permanent damage to the 
device. This is a stress rating only and functional operation 
of the device at these or any other conditions above those 
indicated in the operational sections of this specification 
is not implied. Exposure to absolute maximum rating con- 
ditions for extended period may affect device reliability. 


D.C. CHARACTERISTICS 

T* = 0-70° C, V cc = 5V ± 10% CLK, TxD, TxC^ RxD, RxC have MOS levels (see V M)L , V MIH , V MOL , V M0H ). All other 
signals have TTL levels (see V IL , V, H , V OL , V 0H )- 



Parameter 


Max. 

Units 

Test Conditions 

V,L 

Input Low Voltage (TTL) 

-0.5 

+0.8 

V 


V,H 

Input high Voltage (TTL) 

2.0 

Vcc+0.5 

V 


V 0 L 

Output Low Voltage (TTL) 


0.45 

V 

l OL =2.5mA 

VOH 

Output High Voltage (TTL) 

- 2.4 


V 

Ioh = "400uA 

Vmil 

Input Low Voltage (MOS) 

-0.5 

0.6 

V 


Vmih - 

Input High Voltage (MOS) 

3.9 

Vcc+0.5 

V 


V MOL 

Output Low Voltage (MOS) 


0.45 

V 

l 0 L = 2.5mA 

V MOH 

Output High Voltage 

v cc-0.5 


V 

Ioh""400uA 

'Ll 

Input Leakage Current 


±10 

uA 

0<Vin<V C c 

•lo 

Output Leakage Current 


±10 

uA 

0.45<Vout<V cc 

C,N 

Capacitance of Input Buffer 


10 

PF 

FC=1 MHz 

COUT 

Capacitance of Output Buffer 


20 

pF 

FC=1 MHz 

•cc 

Power Supply Current 


550 

450 

mA 

°b 

O I'- 
ll II 
< < 
HH 


SYSTEM INTERFACE A.C. TIMING CHARACTERISTICS 

T a =0-70° C, Vcc=5V±10% Figure 24 and Figure 25 define how the measurements should be done: 


/ 

INPUT AND OUTPUT WAVEFORMS FOR AC TESTS 


i. 


"zyzi 

0.45 ' N 


-TEST POINTS - 




AC TESTING INPUTS ARE DRIVEN AT 2.4V FOR A LOGIC 1 AND 
0.45 FOR A LOGIC 0. TRIMMING MEASUREMENTS ARE MADE 
AT 1.5V FOR BOTH A LOGIC 1 AND 0 


Figure 24. TTL Input/Output Voltage Levels For Timing Measurements 
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Figure 25. System Clock MOS Input Voltage Levels for Timing Measurements 


INPUT TIMING REQUIREMENTS (8MHz)* 


IE333S3H 

Parameter 

Min. 

Max. 

Comments 

T1 

CLK cycle period 

125 



T2 

CLK low time at 1.5V 

55 



T3 

CLK low time at 0.6V « 

42.5 

wesm 


T4 

CLK high time at 1.5V 

55 



T5 

CLK high time at 3.8V 

42.5 



T6 

CLK rise time 


15 


T7 

CLK fall time 


15 


T8 

Data in setup time 

20 



T9 

Data in hold time 

10 



T10 

Async RDY active setup time 

20 



Til 

Async RDY inactive setup time ^ 

35 


Note 3 

T12 

Async RDY hold time 

15 


Note 3 

T13 

Synchronous ready/active setup 

35 



T14 

Synchronous ready hold time 

0 



T15 

HLDA setup time 

20 



T16 

HLDA hold time 

10 


Note 3 

T17 

Reset setup time 

20 


Note 3 

T18 

Reset hold time 

10 


Note 3 

T19 

CA pulse width 

1 T 1 



T20 

CA setup time 

20 


Note 3 

T21 

CA hold time 

10 


Note 3 
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OUTPUT TIMINGS (8 MHz)* 



Parameter 

Min. 

Max. 

Comments 


DT/R valid delay 

Mini 

60 



WR, DEN active delay 

i 

70 



WR, DEN inactive delay 

0 




Int. active delay 

1 




Int. inactive delay 

1 


■ 


Hold active delay 

0 




Hold inactive delay 

0 

85 



Address valid delay 

0 

60 



Address float delay 

0 

50 



Data valid delay 

0 

60 



Data hold Time 

0 



T33 

Status active delay 

10 



T34 . 

Status inactive delay 

10 

70 


T35 

ALE active delay 

0 

45 


T36 

ALE inactive delay 

0 

45 


T37 

ALE width 

T2-10 



T38 

Address valid to ALE low 

T2-30 



T39 

Address hold to ALE inactive 

T4-10 


. 

T4Q 

RD active delay 

0 

95 


T41 

RD inactive delay 

0 

70 


T42 

RD width 

2T1-50 



T43 

Address float to RD active 

10 



T44 

RD inactive to Address active 

T 1-40 



T45 

WR width 




T46 

Data hold after WR 




T47 

Control inactive after reset 

0 

60 



*AII units are in ns 

**CL on all outputs is 20-200 pF unless otherwise specified. 

NOTE LIST: 

1 — 1.0V to 3.5V 

2 — 3.5 V to 1.0V 

3 — to guarantee recognition at next clock 

4 - CL = 50 pF 

5 — CL = 100 pF 

6 — Affects: __ _ _ __ 

MIN MODE: RD, WR, DT/R, DEN 
MAX MODE: SO, SI 

7 — High address lines (A16-A24, BHE) become valid 

one clock before T1 only on first memory cycle after 
the 82586 acquired the bus. 
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Figure 27. CA Input Timing 
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Figure 29. ARDY and SRDY Timings Relative to CLK 



Figure 30. HOLD/HLDA Timing Relative to CLK 
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Figure 31. Read Cycle Timing 



Figure 32. Write Cycle Timing 

SERIAL INTERFACE A.C. TIMING CHARACTERISTICS 

CLOCK SPECIFICATION 


Applies for TxC, RxC 
for NRZ: 

f min = 100 kHz ± 100 ppm 
f max = 10 MHz ±100 ppm 
for Manchester: 
f min = 500 kHz ± 100 ppm 
f max = 10 MHz + 100 ppm 


for Manchester, symmetry is needed: 
1 


T51, T52 


2f 


±5% 
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A.C. CHARACTERISTICS 

TRANSMIT AND RECEIVE TIMING PARAMETER SPECIFICATION* 


Symbol Parameter 

Min. 

Max. Comments 

TRANSMIT CLOCK PARAMETERS 

T48 

TxC Cycle 

100 

I 

Notes 1, 2 

T48 

TxC Cycle 

100 

wmm 


T49 

TxC Rise Time 


5 

HC53H 

T50 

TxC Fall Time 


5 


T51 

TxC High Time 


1000 


T52 

TxC Low Time 




TRANSMIT DATA PARAMETERS 

T53 

TxD Rise Time 


10 

Notes 5, 13 

T54 

TxD Fall Time 


10 

Notes 5, 13 

T55 

TxD Transition - Transition 

ESDI 


Notes 1, 2, 5 

T56 

TxC Low to TxD Valid 

B 

40 

Notes 1, 3, 5 

T57 

YxC Low to TxD Transition 


40 

Notes 1, 2, 5 

T58 

TxC High to TxD Transition 


40 

Notes 1, 2, 5 

T59 

TxC Low to TxD High at the Transmission end 


40 

Notes 1, 5 

REQUEST TO SEND/CLEAR TO SEND PARAMETERS 

T60 

TxC Low to RTS Low.Time to Activate RTS 


40 

Note 6 

T61 

CTS Valid to TxC Low. CTS Set-Up Time 

45 



T62 

TxC Low to CTS Invalid. CTS Hold Time 

20 


Note 7 

T63 

TxC Low to RTS High, time to deactivate RTS 


40 

Note 6 

1 5 

RECEIVE CLOCK PARAMETERS 

T64 

RxC Clock Cycle 

100 


Notes 1, 3 

T65 

RxC Rise Time 


5 

Note 1 

T66 

RxC Fall Time \ 


5 

Note 1 

T67 

RxC Hiqh Time 

36 

1000 

Note 1 

T68 

RxC Low Time 

40 


Note 1 

RECEIVE DATA PARAMETERS 

T69 

RxD Setup Time 

30 


Note 1 

T70 

RxD Hold Time 1 

30 


Note 1 

T71 

RxD Rise Time 


10 

Note 1 

T72 

RxD Fall Time 


10 

Note 1 


*AII units are in ns. 
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TRANSMIT AND RECEIVE TIMING PARAMETER SPECIFICATION* (cont’d.) 


Symbol 


Parameter 


Min. 


Max. 


Comments 


CARRIER SENSE/COLLISION DETECT PARAMETERS 


T73 

CDT Valid to TxC Low Ext. Collision 
Detect Setup Time 

30 


Note 12 

T74 

TxC Low to CDT Inactive. CDT Hold Time 

20 


Note 12 

T75 

CDT Low to Jamming Start 



Note 8 

T76 

CRS Valid to TxC Low Ext. Carrier Sense Setup time 

30 


Note 12 

111 

TxC Low to CRS Inactive. CRS Hold Time 

20 


Note 12 

T78 

CRS Low to Jamming Start 



Note 9 

T79 

Jamming Period 



Note 10 

T80 

CRS Inactive Setup Time to RxC High. 
End of Receive Frame 

60 

m 


T81 

CRS Active Hold Time From RxC High 

10 




INTERFRAME SPACING PARAMETERS 


T82 


Inter Frame Delay 


Note 11 


* All units are in ns. 

NOTES: 

1 — MOS levels. 

2 — Manchester only. 

3 — NRZ only. 

4 — Manchester requires 50% Duty Cycle. 

5 — 1 TTL Load + 50 pF. 

6 — 1 TTL Load + 100 pF. 

7 — Abnormal End of Transmission. CTS Expires Before RTS. 

8 — Programmable value: 

T75 = NCDF x T48 + (12.5 to 23.5) * T48 if collision occurs after preamble. 
NCDF — The Collision Detection Filter Configuration Value. 

9 — Programmable value: 

T78 = NCSF x T48 + (12.5 to 23.5) * T48. 

NCSF — The Carrier Sense Filter Configuration Value. 

TBD is a function of Internal/External Carrier Sense Bit. 

10 — T79 = 32 x T48. 

11 — Programmable value: 

T88 = NIFS x T48. 

NIFS — the IFS Configuration Value. 

If NIFS is less than 31, then NIFS is enforced to 32. 

*12 — To guarantee recognition on the next clock. 

13 — Applies to TTL Levels. 
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A.C. TIMING CHARACTERISTICS 



AC TESTING INPUTS ARE DRIVEN AT 2.4V FOR A LOGIC 1 AND 
0.45 FOR A LOGIC 0. TRIMMING MEASUREMENTS ARE MADE 
AT 1.5V FOR BOTH A LOGIC 1 AND 0 


Figure 33. TTL Input/Output Voltage Levels for Timing Measurements 



Figure 34. Serial Clock Input Voltage Levels for Timing Measurements 



Figure 35. Transmit and Control and Data Timing 
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Figure 37. CRS Timing Relative to RxC 
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82588 

Single Chip LAN Controller 
82588: High Integration Mode 
82588-5: High Speed Mode 


■ Integrates ISO Layers 1 and 2 

— CSMA/CDData Link Controller 
— On-Chip Manchester, NRZI 
Encoding/Decoding 
— On-Chip Logic based Collision 
Detect and Carrier Sense 

■ Supports Emerging IEEE 802.3 
Standards 

— 2 Mbps Broadband 

— 1 Mbps Baseband 

■ High level command interface offloads 
the CPU 

■ Efficient memory use via Multiple 
Buffer Reception 


■ User Configurable 

— Up to 2 Mbps Bit rates with on-chip 
Encoder/Decoder (High Integration 
Mode) 

— Up to 5 Mbps with External Encoder/ 
Decoder (High Speed Mode) 

■ No TTL Glue required with iAPX 186 
and 188 microprocessors 

■ Network Management and Diagnostics 
— Short or Open Circuit localization 
— Station Diagnostics (External 

loopback) 

— Self test Diagnostics 
Internal loopback 
User readable registers 


The 82588 is a highly integrated device designed for realizing cost sensitive Local Area Network applications such 
as Personal Workstations. 


At data rates of up to 2 Mbps, it provides a highly integrated interface and performs: CSMA/CD Data Link Control, 
Manchester, Differential Manchester or NRZI encoding/decoding, clock recovery, Carrier Sense, and Collision 
Detection. This mode is called “High Integration Mode.” In the 82588 “High Speed Mode”, the user can transfer 
data at a rate of up to 5 Mbps. In this mode the physical link functions are done external to the 82588. 


The 82588 is packaged in a 28 pin DIP and fabricated in Intel’s reliable HMOS II 5 volt technology. 



231161-1 

Figure 1. 82588 Block Diagram 


Intel Corporation assumes no responsibility for the use of any circuitry other than circuitry embodied in an Intel product. No other circuit patent 
licenses are implied Information contained herein supersedes previously published specifications on these devices from Intel. December 1984 
© Intel Corporation, 1 984. Order Number: 231 161-001 
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Table 1. Pin Description 


Symbol 

Pin No. 

Type 

Name and Function 

D7 

6 

I/O 

DATA BUS: The Data Bus lines are bi-directional three 

D6 

7 


state lines connected to the system’s Data Bus for the 

D5 

8 


transfer of data, commands, status and parameters. 

D4 

9 



D3 

10 



D2 

11 



D1 

12 



DO 

13 



RD 

5 

1 

READ: Together with CS, DACKO or DACK1 , Read controls 
data or status transfers out of the 82588 registers. 

WR 

3 

1 

WRITE: Together with CS, DACKO or DACK1 , Write 
controls data or command transfers into the 82588 
registers. 

cs 

2 

1 

CHIP SELECT: When this signal is LOW, the 82588 is 
selected by the CPU for transfer of command or status. 
The direction of data flow is determined by the RD or WR 
inputs. 

CLK 

4 

1 

CLOCK: System clock. MOS compatible signal. 

RESET 

25 

1 

RESET: A HIGH signal on this pin will cause the 82588 to 
terminate current activity. This signal is internally 
synchronized and must be held HIGH for at least four Clock 
cycles. 

INT 

26 

0 

INTERRUPT: Active HIGH signal indicates to the CPU that 
the 82588 is requesting an interrupt. 

DRQO 

17 

0 

DMA REQUEST (CHANNEL 0): This pin is used by the 
82588 to request a DMA transfer. DRQO remains HIGH as 
long as 82588 requires data transfers. Burst transfers are 
done by having the signal active for multiple transfers. 

DRQ1 

18 

0 

DMA REQUEST (CHANNEL 1): This pin is used by the 
82588 to request a DMA transfer. DRQ1 remains HIGH as 
long as 82588 requires data transfers. Burst transfers are 
done by having the signal active or multiple transfers. 

DACKO 

1 

1 

DMA ACKNOWLEDGE (CHANNEL 0): When LOW, this 
input signal from the DMA Controller notifies the 82588 that 
the requested DMA cycle is in progress. This signal acts 
like chip select for data and parameter transfer using DMA 
channel 0. 

DACK1 

27 

1 

DMA ACKNOWLEDGE (CHANNEL 1): When LOW, this 
input signal from the DMA controller notifies the 82588 that 
the requested DMA cycle is in progress. This signal acts 
like chip select for data and parameter transfer using DMA 
channel 1 . 
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Table 1. Pin Description (Continued) 


Symbol 

Pin No. 

Type 

Name and Function 




High Integration Mode 

XI /X2 

. 15/16 

1 

OSCILLATOR INPUTS: These inputs may be used to 
connect a quartz crystal that controls the internal clock 
generator for the serial unit. 

XI may also be driven by a MOS level clock whose 
frequency is 8 or 1 6 times the bit rate of Transmit/ Receive 
data. X2 must be left floating if XI has an external MOS 
clock. 

High Speed Mode 

TxC 

15 

1 

TRANSMIT CLOCK: This signal provides timing 
information to the internal serial logic, depending upon the 
mode of data transfer. For NRZ encoding, data is 
transferred to the TxD pin on the HIGH to LOW clock 
transition. For Manchester encoding the transmitted bit 
center is aligned with the TxC LOW to HIGH transition. 

RxC 

16 

1 

RECEIVE CLOCK: This signal provides timing information 
to the internal serial logic. NRZ data should be provided for 
reception (RxD). The state of the RxD pin is sampled on 
the HIGH to LOW transition of RxC. 

The operating mode of the 82588 is defined when 
configuring the chip. 

TCLK/CRS 

24 

1 

In High Speed Mode, this pin is Carrier Sense, input CRS, 
and is used to notify the 82588 that there is activity on the 
serial link. 


* 

0 

In High Integration Mode, this pin is Transmit Clock, TCLK, 
and is used to output the transmit clock. 

CDT 

23 

1 

COLLISION DETECT: This input notifies the 82588 that a 
collision has occurred. It is sensed only if the 82588 is 
configured for external Collision Detect (external circuitry is 
then required for detecting the collision). 

RxD 


1 

RECEIVE DATA: This pin receives serial data. Requires 
MOS level signal. 

TxD 

20 

0 

TRANSMIT DATA: This pin transmits data to the Serial 
Link. This signal is HIGH when not transmitting. It 
generates a MOS level signal. 

RTS 

21 

0 

REQUEST TO SEND: When this signal is LOW, the 82588 
notifies an external interface that it has data to transmit. It 
is forced HIGH after a reset and when transmission is 
stopped. 

CTS 

22 

1 

CLEAR TO SEND: CTS enables the 82588 to start 
transmitting data. Raising this signal to HIGH stops the 
transmission. 

VCC 

28 


POWER: +5V Supply 

vss 

14 


Ground 
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FUNCTIONAL DESCRIPTION 
High Integration Mode 

The 82588 Single Chip LAN Controller is a highly 
integrated device designed for Cost Sensitive LAN 
applications such as LANS for personal computers. 
Included on the chip is a programmable CSMA/CD 
controller, a NRZI and Manchester and encoder/de- 
coder with clock recovery, and two collision detec- 
tion mechanisms. With the addition of simple trans- 
ceiver line drivers or RF Modem, the 82588 takes 
care of all the major functions of the^ ISO Physical 
and Data Link Layers. 


CSMA/CD Controller 

The 82588 on-chip CSMA/CD controller is program- 
mable which allows it to operate in a variety of LAN 
environments inlcuding emerging IEEE 802.3 stan- 
dards such as 1 Mbps baseband and 2 Mbps base- 
band (IBM PC Network). Programmable parameters 
include: 

— Framing (End of Carrier or SDLC) 

— Address field length 
— Station priority 
— Interframe spacing 
— Slot time 
— CRC-32 0R CRC-16 


Encoder/Decoder 

The on-chip NRZI and Manchester encoder/decoder 
supports data rates up to 2 Mbps. Manchester en- 
coding is often times used in baseband applications 
and NRZI is used in broadband applications. 


Collision Detection 

A major innovation with the 82588 is its on-chip logic 
based collision detection. To ensure high probability 
of collision detection two mechanisms are provided. 
The Code Violation method defines a collision when 
a transition edge occurs outside the area of normal 
transitions as specified by either the Manchester or 
NRZI encoding methods. The Bit Comparison method 
compares the signature of the transmitted frame to 
the recieve frame signature (re-calculated by the 
82588 while .listening to itself). If the signatures are 
identical the frame is assumed to have been trans- 
mitted without a collision. 


System Interface 

The 82588 goes beyond providing the designer with 
the functions necessary for interfacing to the LAN It 
has an extremely friendly system interface that makes 
it easy to design with. First, the 82588 has a high level 
command interface, that is the CPU sends the 82588 
commands such as Transmit or Configure This 
means the designer does not have to write low level 
software to perform these tasks, and it offloads the 
CPU in the application. Second, the 82588 supports 
an efficient memory structure called Multiple Buffer 
Reception in which buffers are chained together to 
receive frames. This is an important feature in appli- 
cations with limited memory such as personal com- 
puters. Third, the 82588 has two independent sixteen 
byte FIFO’s, one for reception and one for trans- 
mission. The FIFO’s allow the 82588 to tolerate bus 
latency. Finally the 82588 provides an eight byte data 
path that supports up to 4 Mbytes/second using 
external DMA. 


Network Management & Diagnostics 

The 82588 provides a rich set of diagnostic and net- 
work management functions including: internal and 
external loopbacks, channel activity indicators, op- 
tional capture of all frames regardless of destination 
address (Promiscuous Mode), capture of collided 
frames, (if address matches), and time domain re- 
flectometry for locating fault points in the network 
cable. The 82588 Register Dump Command ensures 
reliable software by dumping the content of the 
82588 registers into the system memory., 

The next section will describe the 82588 system bus 
interface, the 82588 network interface, and the 
82588 internal architecture. 


82588/Host CPU Interaction 

The CPU communicates with the 82588 through the 
system’s memory and 82588’s on-chip registers. 
The CPU creates a data structure in the memory, 
programs the external DMA controller with the start 
address and byte count of the block, and issues the 
command to the 82588. 

The 82588 is optimized for operating with the iAPX 
186/188, but due to the small number of hardware 
signals between the 82588 and the CPU, the 82588 
can operate easily with other processors. The data 
bus is 8 bits wide and there is no address bus. 

Chip select and Interrupt lines are used to communi- 
cate between the 82588 and the host as shown in 
the Figure 3. Interrupt is used by the 82588 to draw 
the CPU’s attention. The Chip Select is used by the 
CPU to draw the 82588’s attention. 
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There are two kinds of transfer over the bus: Com- 
mand/Status and data transfers. Command/Status 
transfers are always performed by the CPU. Data 
transfers are requested by the 82588, and are typi- 
cally performed by a DMA controller. The table given 


C 


MEMORY I I CPU 

0 0 

C 8 BIT SYSTEM BUS 


n 


s 


INT 




DMA 

CONTROLLER 


DRQO 

DRQ1 


1C 


Cl 


PACKO 


CS 


82588 


DACK1 


I 


LINE DRIVERS, 
OR RF MODEM 


SERIAL LINK 


5 = 


Figure 3. 82588/HOST CPU Interaction 


in Figure 4 shows the Command/Status and data 
transfer control signals. 

The CPU writes to 82588 using CS and WR signals. 
The CPU reads the 82588 status register using C§ 
and RD signals. 

To initiate an operation like Transmit or Configure 
(see Figure 5), a Write operation command from 
CPU to 82588 is issued by the CPU. A Read opera- 
tion from CPU gives the status of the 82588. Al- 
though there are four status registers they’re read 
using the same port in a round robin fashion (Figure 
6 ). 

Any parameters or data associated with command 
are transferred between the memory and 82588 us- 
ing DMA. The 82588 has two data channels, each 
having Request and Acknowledge line. Typically one 
channel is used to receive data and other to transmit 
data and to do all the other initialization and mainte- 
nance operations like Configure, Address Set-Up, 
Diagnose etc. The channels are identical and can be 
used interchangeably. 

When 82588 requires access to the memory for pa- 
rameter or data transfer it activates the DMA request 
lines and uses the DMA controller to achieve the 
data transfer. Upon the completion of an operation, 
the 82588 interrupts the CPU. The CPU then reads 
results of the operation (or the status of the 82588). 


[ Pin Name 

Function 

CS* 

RD 

WR 


1 

X 

X 

No transfer to/from Command/Status 

0 

1 

1 


0 

0 

0 

Illegal 

0 

o 

1 

Read from status register 

0 

1 

0 

Write to Command register 

DACKO [DACK1]* 

RD 

WR 


1 

X 

X 

No DMA transfer 

0 

1 

1 


0 

o , 

0 

Illegal 

0 

0 

1 

Data Read from DMA channel 0 [or 1] 

0 

1 

0 

Data Write to DMA channel 0 [or 1 ] 


* Only one of CS, DACKO and DACK1 may be active at any time. 


Figure 4. DATABUS CONTROL SIGNALS AND THEIR FUNCTIONS 
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7 

6 5 

4 

3 2 10 

INT. 

ACK. 

1 

PNTR 

1 

CHNL 

I 1 1 

COMMANDS 
1 1 1 


COMMANDS VALUE 

NOP — 0 

IA-SETUP — 1 

CONFIGURE — 2 

MC-SETUP — 3 

TRANSMIT — 4 

TDR — 5 

DUMP — 6 

DIAGNOSE — 7 

RETRANSMIT — 12 


COMMAND REGISTER 
COMMANDS 

ABORT 

RECEIVER-ENABLE 

ASSIGN NEXT BUF 

RECEIVE-DISABLE 

STOP-RECEPTION 

RESET 

FIX PTR 

RLS PTR 


VALUE 

— 13 

— 8 

— 9 

— 10 
— 11 

— 14 

— 15 (CHNL= 1) 

— 15 (CHNL = 0) 


Figure 5. Command Format and Operation Values 


Status 0 
Status 1 
Status 2 

Status 3 


7 6 5 4 3 2 1 0 


INT. 

RCV 

EXEC 

i i i 

CHNL EVENT 

1 1 : 1 




1 

RESULT 1 

i 







i 

RESULT 2 

i 




RCV 

CHNL 

1 

RCV STATE 

i 

1 

BUFF CHNG 

NO. OF BUF 

i 

EXEC 

CHNL 

EXEC STATE 


EVENTS 

IA-SETUP-DONE 

CONFIGURE-DONE 

MC-SETUP-DONE 

TRANSMIT-DONE 

TDR-DONE 

DUMP-DONE 

DIAGNOSE-PASSED 

END OF FRAME 

REQUEST NEXT BUFFER 

RECEPTION ABORTED 

RETRANSMIT-DONE 

EXECUTION-ABORTED 

DIAGNOSE-FAILED 


VALUE (STATUS 0) 
— 1 

— 2 

— 3 

— 4 

— 5 

— 6 

— 7 

— 8 

— 9 

— 10 

— 12 

— 13 

— 15 


Figure 6. Status Registers and Event Values 
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Transmitting a Frame 

To transmit a frame, the CPU prepares a Transmit 
Data Block in memory as shown in Figure 7. Its first 
two bytes specify the length of the rest of the block. 
The next few bytes (Up to 6 bytes long) contain the 
destination address of the node it is being sent to. 
The rest of the block is the data field. The CPU pro- 
grams the DMA controller with the start address of 
the block, length of the block and other control infor- 
mation and then issues the Transmit command to 
the 82588. 

Upon receiving the command, the 82588 fetches the 
first two bytes of the block to determine the length of 
the block. If the link is free, and the first data byte 
was fetched, the 82588 begins transmitting the pre- 
amble and concurrently fetches the bytes from the 
Transmit Data Block and loading them into a 16 byte 
FIFO to keep them ready for transmitting. The FIFO 
is a buffer between the serial and parallel part of the 
82588. The on-chip FIFOs help the 82588 to tolerate 
system bus latency as well as provides efficient us- 
age of system bandwidth. 

The destination address is sent out after the pream- 
ble. This is followed by the source or the station indi- 
vidual address, which is stored earlier on the 82588 
using the IA-SETUP command. After that, the entire 
information field is transmitted followed by a CRC 
field calculated by the 82588. If during the transmis- 
sion of the frame, a collision is encountered, then 
the transmission is aborted and a jam pattern is sent 
out after completion of the preamble. The 82588 


generates an Interrupt indicating the experience of a 
collision and the frame has to be re-transmitted. Re- 
transmission is done by the CPU exactly as the 
Transmit command except for using the Re-Trans- 
mit command which keeps track of the number of 
collisions encountered. When the 82588 gets the 
Retransmit command and the exponential back-off 
time is expired, the 82588 transmits the frame again. 
The transmitted frame can be coded to either Man- 
chester, Differential Manchester or NRZI methods. 


Collision Detection 

The 82588 eliminates the need for external collision 
detection logic, in most applications, while easing or 
eliminating the need for complex transceivers. Two 
algorithms are used for collision detection: Bit Com- 
parison and Code Violation. The Bit Comparison 
Method is useful in Broadband networks where 
there are separate transmit and receive channels. 
Bit Comparison compares the “signature” of the 
transmitted data and received data at the end of the 
collision window in any network configuration. This 
algorithm calculates the CRC after a programmable 
number of transmitted bits, holds this CRC in a regis- 
ter, and compares it with received data’s CRC. A 
CRC or “signature” difference indicates a collision. 
The code violation is detected if the encoding of the 
received data has any bit that does not fit the encod- 
ing rules. The code violation method is useful in 
short bus topology and serial backplane applications 
where bit attenuation over the bus is negligible. 


| GENERATED BY 82588 

FROM 82588 
INDIVIDUAL 
~ ADDRESS 


231161-4 


Figure 7. The 82588 Frame Structure and location of Data element in System Memory 


l GENERATED BY 82588 


PREAMBLE 


BLOCK BYTE COUNT 


BOF FLAG 

DESTINATION ADDRESS 





DATA FIELD 



-i 

SOURCE ADDRESS 

rDII ftPMPDATCn 

Li 

TYPE FIELD 

DATA STRUCTURE IN MEMORY ) 

(TRANSMIT DATA BLOCK) V 

INFORMATION FIELD 


FRAME CHECK SEQUENCE 


EOF FLAG (OPTIONAL) 
PADDING (OPTIONAL) 
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Receiving a Frame 

The 82588 can receive a frame when its receiver 
has been enabled. The received frame is decoded 
by either on-chip Manchester, Differential Manches- 
ter or NRZI decoders in High Integration Mode and 
NRZI in High Speed Mode. The 82588 checks for an 
address match for an Individual address, a Multicast 
address or a Broadcast address. In the Promiscuous 
mode the 82588 receives all frames. Only when the 
address match is successful does the 82588 trans- 
fer the frame to the memory using the DMA control- 
ler. Before enabling the receiver, the CPU makes a 
memory buffer area available to the Receive Unit, 
and programs the starting address of the DMA con- 
troller. The received frame is transferred to the 
memory buffer in the format shown in Figure 8. This 
method of reception is called “Single Buffer” recep- 
tion. The entire frame is contained in one continuous 
buffer. Upon completion of reception the total num- 
ber of bytes written into the memory buffer is loaded 
into status registers 1 and 2 and the status of the 
reception itself is appended to the received frame. 
An interrupt to CPU follows. 

If the frame size is unknown then to optimize the 
memory usage “Multiple buffer” reception is used. 


This way the user does not have to allocate large 
memory space for short frames. Instead, the 82588 
can dynamically allocate memory space as it re- 
ceives frames. This method requires both DMA 
channels alternately to receive th^ frame. As the 
frame reception starts, the 82588 interrupts the CPU 
and automatically requests assignment of sequen- 
tially the next buffer. The CPU does this and loads 
the second DMA channel with the next buffer infor- 
mation so that the 82588 can immediately switch to 
the other channel as soon as the current buffer is 
full. When the 82588 switches from the first to the 
second buffer it again interrupts the CPU requesting 
it to allocate another buffer on the other (previous) 
channel in advance. This process continues until the 
entire frame is received. The received frame is 
spread over a multiple memory buffer. The link be- 
tween the buffers is easily maintained by the CPU 
using a buffer chain descriptor structure in memory 
(see Figure 9). 

This dynamic (pre) allocation of memory buffers re- 
sults in efficient use of available storage when han- 
dling frames of widely differing sizes. Since the buff- 
ers are pre-al located one block in advance, the sys- 
tem is not time critical. 


BLOCK 

LENGTH 


BLOCK LENGTH 
BL 


DESTINATION 

ADDRESS 


INFORMATION 


DATA BLOCK IN MEMORY FOR 
TRANSMISSION 


DESTINATION 

ADDRESS 


SOURCE 

ADDRESS 


INFORMATION 


FRAME STATUS 


SINGLE BUFFER RECEPTION 
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Figure 8. Single Buffer Reception 
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Figure 9. Multiple Buffer Reception 


80188 Based System 

Figure 10 shows a high-performance, high-integra- 
tion configuration of the 82588 witth the 80188 in a 
typical iAPX188-based microcomputer. The 80188 
controls the 82588, as well as providing DMA control 
services for data transfer, using its ‘on chip’ two 
channel DMA controller. 


Link Interface 

The Serial Interface Mode configuration parameter 
selects either a highly integrated Direct Link Inter- 
face (High Integration Mode) or a highly flexible 
Transceiver Interface (High Speed Mode). 


Application 

In this mode it is possible to connect the 82588 on a 
very short ‘Wired OR 1 link, on a longer twisted pair 
cable, or a broadband connection. 


Twisted Pair Connection 

The link consists of a twisted pair that interconnects 
the 82588 (See Figure 11). The transmit data pin is 
connected via a driver and the receive data pin is 
connected via a buffer. The twisted pair must be 
properly terminated to prevent reflections. 

In the minimum configuration, TxD a nd RxD are con- 
nected to the twisted pair and CTS is g round ed. The 
, 82588 may control the driver with the RTS pin. It is 
also possible to use external circuitry for performing 
collision de tectio n, and feeding it to the 82588 
through the CDT pin. 


Broadband Connection 

The 82588 supports data communications over a 
broadband link in both its modes. Proper MODEM 
interface should be provided. Collision Detection by 
Bit Comparison, in High Integration Mode, fits trans- 
mission over broadband links. 


6-344 


231161-001 

















inter 


82588 














82588 


inter 



Figure 11. Twisted Pair Connection 
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Absolute Maximum Ratings* 


Ambient Temperature Under Bias 0°C to 70°C 

Storage Temperature -65°Cto150°C 

Voltage on Any Pin With 

Respect to Ground -1.0Vto+7V 

Power Dissipation 1.7 Watts 


■“Notice: Stresses above those listed under Absolute 
Maximum Ratings may cause permanent damage to 
the device. This is a stress rating only and functional 
operation of the device at these or any other condi- 
tions above those indicated in the operational sec- 
tions of this specification is not implied. Exposure to 
absolute maximum rating conditions for extended 
period may affect device reliability. 


D.C. Characteristics (T a = o°c to 70 °c ; vcc = + sv ± 10%) 


CLK, TxD, TxC, RxD, RxC have MOS levels (See VMIL, VMIH, VMOL, VHOH). All other signals have TTL 
levels (See VIL, VIH, VOL, VOH). 


Symbol 

Parameter 

Min 

Max 

Units 

Test Conditions 

VIL 

Input Low Voltage 
(TTL) 

-0.5 

+ 0.8 

V 


VIH 

Input High Voltage 
(TTL) 

2.0 

VCC + 
0.5 

V 


VOL 

Output Low Voltage 
(TTL) 


0.45 

V 

IOL = 2.0 mA 



2.4 


V 


VMIL 

Input Low Voltage 
(MOS) 



V 





VCC + 
0.5 

V 


VMOL 

Output Low Voltage 
(MOS) 


0.45 

V 

IOL = 2.0 mA 

VMOH 

Output High Voltage 
(MOS) 

vcc- 

0.5 


V 

IOH = -400 fi A 

III 

Input Leakage Current 


+ 10 

ju,A 

0 = VIN = VCC 

ILO 

Output Leakage Current 


+ 10 

jmA 

0.45 = VOUT = VCC 

ICC 

Power Supply Current 



< < 
E E 

Ia = o°c 

l A = 70°C 


A.C. Characteristics (t A = o°c to 70°C; vcc = + sv ± i o%) 


System Clock Parameters 


Symbol 

Parameter 

Min 

Max 

Units 

Test Conditions 

T1 

CLK Cycle Period 

125 


ns 


T2 

CLK Low Time 

53 

1000 

ns 

*5 

T3 

CLK High Time 

53 


ns 

*6 

T4 

CLK Rise Time 


15 

ns 

*1 

T5 

CLK Fall Time 


15 

ns 

*2 
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A.C. Characteristics (Continued) 


Symbol 

Parameter 

Min 

Max 

Units 

Test Conditions 

Reset Parameters 

T6 

Reset Active to 
Clock Low 

20 


ns 

*3 

T7 

Clock Low to Reset 
Inactive 

20 


ns 

*3 

T8 

Reset Pulse Width 

4T1 


ns 


T9 

Control Inactive 
After Reset 


T1 

ns 


Interrupt Timing Parameters 

T10 

CLK High to Inter- 
rupt Active 


85 

ns 

*4 

Til 

WR Idle to Inter- 
rupt Idle 


85 

ns 



Write Parameters 


T12 

CS or DACK0 or DACK1 
Setup to WR Low 

0 




T13 

WR Pulse Width 

95 


ns 


T14 

CS or DACK0 or DACK1 
Hold After WR High 

0 


ns 


T15 

Data Setup to WR High 

75 


ns 


T16 

Data Hold After WR High 

0 


ns 



Read Parameters 



CS or DACK0 or DACK1 
Setup to RD Low 

0 


ns 


T18 

RD Pulse Width 

95 


ns 


T19 

C$ or DACK0 or DACK1 
Address Valid 
After RD High 

0 


ns 


T20 

RD Low to Data Valid 


80 

ns 



Data Float After 
RD High 


55 

ns 



DMA Parameters 


T22 

CLK Low to DRQ0 > 
or BRQS Active 


85 

ns 

, *4 

T23 

WR or RD Low to 
ARQSorDRQI Inactive 


60 

ns 

*4 


NOTE: 

*1 — 1.0V to 3.5V 
*2 — 3.5V to 1.0V 

*3 — to guarantee recognition at next clock 
*4— 'CL = 50 pF 


*5 — measured at 1.5V 
42.5 ns measured at 0.6V 
*6 — measured at 1.5V 
42.5 ns measured at 3.8V 
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A.C. TESTING INPUT. OUTPUT WAVEFORM 


)( s ’♦—TEST POINTS 


AC TESTING INPUTS ARE DRIVEN AT 24V FOR A LOGIC 1 
AND 0.45V FOR A LOGIC Q TIMING MEASUREMENTS ARE 
MADE AT 1.5V FOR BOTH A LOGIC 1 AND Q 


MOS I/O - 0.1 AND 0.9 OF THE VOLTAGE SWING 


TTL Input/Output Voltage Levels for Timing Measurements 



MOS I/O MEASUREMENTS ARE TAKEN AT 0.1 AND 0.9 
OF THE VOLTAGE SWING 


System Clock MOS Output Voltage Levels for Timing Measurements 
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Reset Timing 
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Serial Interface A.C. Timing Characteristics 
High Integration Mode 


TFC is the crystal clock of the serial clock at pin 1 5 (TCLK). 
TFC Frequency Range: 


For Oscillator Frequency = 1 to 16 MHz (HIGH) 

TCLK Frequency 
T29 = TCLK Cycle Time 
T30 = TCLK High Time 
T31 = TCLK Low Time 

x 8 Sampling 

x 16 Sampling 

0.125-2 MHz 
8 x T24 
T24 

7 x T24-10 ns 

62.5 KHz-1 MHz 
16 x T24 
T24 

15 x T24-10 ns 


For Oscillator Frequency = 0 to 1 MHz (LOW)* 



x 8 Sampling 

x 1 6 Sampling 

TCLK Frequency 

0-0.125 MHz 

0 - 62.5 KHz 

T29 = TCLK Cycle Time 

8 x T24 

16xT24 

T30 = TCLK High Time 

T25 

T25 

T31 = TCLK Low Time 

7 xT24 + T26-10 ns 

15xT24 + T26-10 ns 

*A non-symmetrical clock should be provided so that T25 is less than 1000 ns. 
T24 = Serial Clock Period 
T25 = Serial Clock High Time 
T26 = Serial Clock Low Time 


High Speed Mode 

• Applies for TxC, RxC 

• f max = 5 MHz ± 100 ppm -j 

• For Manchester, symmetry is required: T2, T3 = — ±5% 


High Integration Mode 


Symbol 

Parameter 

Min 

Max 

Units 

Test Conditions 

External (Fast) Clock Parameters 

T24 

Fast Clock Cycle 

62.5 


ns 

*1 

T25 

TFC High Time 

20 

1000 

ns 

*1, *14 

T26 

TFC Low Time 

20 


ns 

*1 

T27 

TFC Rise Time 


5 

ns 

*1 


TFC Fall Time 


5 

ns 

*1 

Transmit Clock Parameters 


Transmit Clock Cycle 

500 


ns 

*3, *12 

T30 

TCLK High Time 

62.5 

1000 

ns 

*3, *8 

T31 

TCLK Low Time 


*9 

ns 

*3 

T32 

TCLK Rise Time 


15 

ns 

*3 

T33 

TCLK Fall Time 


15 

ns 

*3 
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High Integration Mode (Continued) 


Symbol 


Parameter 


Transmit Data Parameters (Manchester) 


TxD Transition- 
Transition 


TCLK Low to TxD 
Transition Half 
Bit Cell 


TCLK Low to TxD 
Transition Full 
Bit Cell 


TxD Rise Time 


TxD Fall Time 


Test Conditions 




RTS| CTS, Parameters 


T43 


TCLK Low to RTS Low 


T44 | CTS Low to TCLK Low 

CTS Setup Time 


65 


T45 


TCLK Low to RTS 
High 


T46 


TCLK Low to CTS 
Invalid. CTS Hold 
Time 


20 


T47 | CTS High to TCLK 

Low. CTS Setup 
Time to Stop 
Transmission. 


65 



IFS Parameters 


T48 

Ipterframe Delay 

*5 


ns 


Collision Detect Parameters 

T49 

CDT Low to TCLK 
High. External 
Collision Detect 
Setup Time 

50 

* 

ns 

*13 

T50 

CD? High to TCLK 
Low ' 

50 


ns 

*13 


T5LK High to C5T 
Inactive. CDT Hold 
Time 

20 


ns 

*13 
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High Integr ation Mode (Continued) 


Symbol 

Parameter 

Min 

Max 

Units 

Test Conditions 

Collision Detect Parameters (Continued) 

T52 

CDT Low to Jamming Start 


*6 

ns 


T53 

Jamming Period 

*7 


ns 



Received Data Parameters (Manchester) 


T54 

RxD Transition - 

4T24 


ns 

*12 


Transition 






Received Data Parameters (Manchester) 


)T55 

RxD Rise Time 


10 

ns 

*1 

T56 

RxD Fall Time 


10 

ns 

*1 


Received Data Parameters (NRZi) 


T57 

RxD Transition - 
Transition 

8T24-10 


ns 

*12 

T58 

RxD Rise Time 


10 

ns 

*1 

T59 

RxD Fall Time 


10 

ns 

*1 


NOTES: 

* 1 — MOS levels. 

* 2 — 1 TTL load + 50 pF. 

* 3 — 1 TTL load + 100 pF. 

* 4 — Abn ormal end to transmission: CTS expires 
before RTS. 

* 5 — Programmable value: T48 4- NIFS x T29 (ns) 
NIFS - the IFS configuration value. 

If NIFS is less than 32, then it is enforced to 32. 

* 6 — Programmable value: 

T52 = NCDF x T29 + (12 to 15) x T29 
(if collision occurs after preamble). 


* 7 — T53 = 32xT29 

* 8 — Depends on T24 frequency range: 

High Range: T24 

Low Range: T25 

* 9 — T31 = T29 - T30 - T32 - T33 
*10 — 2T24 + 40 ns 

*11 — 6T24 + 40 ns 

*12 — For xl 6 sampling clock parameter minimum 
value should be multiplied by a factor of 2. 

*13 — To guarantee recognition on the next clock. 
*14 — 62.5 ns minimum in Low Range. 


1 



H 




■ 

m 

■ 
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High Speed Mode 



Symbol 

Parameter 

Transmit/Receive Clock Parameters 

T60 

RxC TxC Cycle 

T61 

TxC Rise Time 

T62 

TxC Fall Time 


TxC High 


TxC Low 


T64 


Transmit Data Parameters 


T65 

TxD Rise Time 

T66 

TxD Fall Time 

T67 

TxC Low to TxD 
Valid 

T68 

TxC Low to TxD 
Transition 

T69 

TxC High to TxD 
Transition 

T70 

TxD Transition — 
Transition 

T71 

TxC Low to TxD High. 

(At the Transmission End.) 





RTS, CTS Parameters 


TxC, Low to RT S Low . 
Time to Activate RTS. 


CTS Low to TxC Low. 
CTS Setup Time. 


TxC Low to RTS High. 


TxC Low to CTS Invalid 


CTS High to TxC Low 
CTS Set-up Time to 
Stop Transmission 


Interframe Spacing Parameters 


T76 Inter Frame Delay 


CRS, CDT, Parameters 


T77 CDT Low to TxC High 
External Collision 
Detect Setup Time 


TxC High to CDT Inactive 
CDT Hold Time 


CDT Low to Jamming 
Start 


Jamming Period 


CRS Low to TxC High. 
Carrier Sense Setup Time. 


TxC High to CRS Inactive. 
CRS Hold Time 




Test Conditions 



ns 

*1, *3 

ns 

*1, *3 


*1 *4, *6 


*1, *2, *4 


**1 *2 *4 
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High Speed Mode (Continued) 


Symbol 

Parameter 

Min 

Max 

Units 

Test Conditions 

CRS, CDT, Parameters (Continued) 

T83 

CRS High to Jamming 
(Internal Collision Detect) 


*12 

ns 


T84 

CRS High to RxC High. 
End of Receive Packet 

80 


ns 


T85 

RxC High to CRS High. 
End of Receive Packet. 

20 


ns 



Receive Clock Parameters 


T86 

RxC Rise Time 


10 

ns 

*1 

T87 

RxC Fall Time 


10 

ns 

*1 

T88 

RxC High Time 

80 


ns 

*1 

T89 

RxC Low Time 

80 


ns 

*1 


Received Data Parameters 


T90 

RxD Setup Time 

45 


ns 

*1 

T91 

RxD Hold Time 

45 


ns 

*1 

T92 

RxD Rise Time 


20 

ns 

*1 

T93 

RxD Fall Time 


20 

ns 

*1 


NOTES: 

* 1 — MOS levels. 

* 2 — Manchester only. 

* 3 — Manchester. Needs 50% duty cycle. 

* 4 — 1 TTL load + 50pF. 

*5 — 1 TTL load + 100 pF. 

* 6 — NRZ only. 

* 7 — Abnormal end to transmissions: CTS expires before RTS. 

* 8 — Normal end to transmission. 

* 9 — Programmable value. 

T76 = NIFS x T60 (ns) 

NIFS - the IFS configuration value. 

If NIFS is less than 32, then NIFS is enforced to 32. 

*10 — Programmable value: 

T79 = NCDF x T60 + (12 to 15) x T60 (ns) (if collision occurs after preamble). 
*11 — T80 = 32xT60 
*12 — Programmable value: 

NCSF x TTRC + (12 to 15) x TTRC 
T83 = NCSF x T60 + (12 to 15) x T60 
NCDF - collision detect filter configuration value. 

*13 — 2000 ns if configured for Manchester encoding. 

*14 — To guarantee recognition on the next clock. 
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Receive Data Waveforms (NRZ) 
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Build a VLSI-based workstation 
for the Ethernet environment 

In a shared-resources, distributed-system environment, 
you can design a compact computer system using the 
latest chips to keep network node component count 
i low and operations at hard-disk speeds. 


Michael Webb, Intel Corp 


Early distributed minicomputer systems used a variety 
of dissimilar networking methods, services and expan- 
sion provisions. As jxC-based workstations invade the 
business environment, the need arises for standardized 
local networking that can quickly transfer information 
and make optimum use of shared resources. You can 
build an Ethernet workstation that’s relatively simple 
and inexpensive by configuring a network using the 
system, hardware and software considerations de- 
scribed in this article. 

Choosing Ethernet * as the network environment 
makes good sense. For example, Ethernet makes it 
possible to share large, high-speed, remote file facilities 
and thus minimize or eyen eliminate the need for disk 
storage at the workstation. Similarly, you can eliminate 
printers at most stations by sharing higher quality 
printers that provide automatic print spooling and such 
special features as graphics with text and electronic 
typesetting. 

These remote high-quality services are possible 
because Ethernet permits rapid, lOM-bps data trans- 
mission with even a large number of network users, and 
sharing makes the services cost effective. This shared 
approach to overall system configuration allows you to 
build a compact, high-performance workstation that is 
optimal for a local-area-network (LAN) environment. 

Although most major components used in this 


workstation are Intel parts, many are available from 
second sources. You can substitute other parts with 
some design adjustment. For example, you can use a 
high-speed 68000 CPU. Its system interface is more 
complex, and the total parts count would increase. In 
the design described, the total component count can be 
fewer than 75 ICs, even with 256k bytes of 64k-bit 
dynamic RAM (32 ICs). 

A system overview 

Fig 1 shows an Ethernet workstation configured 
without disk drives or a printer. The two JEDEC 
28-pin EPROMs that reside on the system bus store 
bootstrap, diagnostic and utility programs. The boot- 
strap program locates the correct file server on 
power-up and downloads the operating system over the 
net. File accesses to remote file servers depend on 
Ethernet speed to keep performance at the level 
experienced when hard disks are dedicated to a single 
workstation. With large system memory, say, 256k 
bytes with 64k RAMs or 1M byte with 256k RAMs, 
large applications programs and data files can reside in 
the workstation once loaded over the network. 

Of course, to connect to the network, the workstation 
needs an Ethernet interface. This formerly required a 
board of MSI devices and one or more DMA channels. 
Today, a dedicated LAN coprocessor combined with an 
Ethernet serial interface chip can provide the complete 
Ethernet interface. An 82586 LAN coprocessor, which 
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Available shared LAN resources 
provide lower cost workstations 


implements the full Ethernet specification and is 
compatible with the IEEE 802.3 LAN standard, 
provides buffer management both concurrently and in 
real time so that you can take full advantage of 
Ethernet performance. 

Using a dual-port memory system permits the 
various system processors to share as much as 1M byte 
of 150-nsec dynamic RAM, which runs at 8 MHz, 
without any wait states. One memory port is tied to the 
system bus, while the other port is tied to a display 
system through a multiplexed bus. Using this dual-bus 
arrangement offloads the system bus from such tasks 
as screen refresh. 

The dual-channel communications controller has two 
serial I/O channels, each of which can be configured for 
a different protocol; one of its ports is used for the 
workstation’s keyboard, and the other channel supports 
a local modem interface. The keyboard contains a 
battery-backed CMOS single-chip microcontroller 
(80C51) that controls the keyboard, has an interface for 
a mouse or digitizing pad and maintains semipermanent 
system configuration and real-time clock information 
even when the system is powered down. 

The logic needed to read and execute high-level 


Ethernet communications tasks is in the LAN coproc- 
essor. It accesses the Ethernet through a serial 
interface chip and a transceiver (Fig 2). The interface 
between the serial interface chip and the transceiver 
requires a crystal clock and a few capacitors and 
resistors. 

The hardware interface between the LAN coproces- 
sor and CPU (Fig 3) is even more straightforward, 
requiring only an inverter and transistor. The LAN 
coprocessor, which has the same pin configuration as 
the CPU, resides on the multiplexed CPU bus. To gain 
control of this bus, the LAN coprocessor uses its 
Hold/Hold Acknowledge (HOLD/HLDA) lines, which 
are directly wired to the CPU. The LAN coprocessor 
and CPU share a set of octal noninverting address 
latches and transceivers, through which they access the 
system bus and communicate with system memory. All 
commands and status concerning the Ethernet link are 
exchanged between the two through this memory. 

The dual-port controller, through which system 
memory is accessed (Fig 4), gives priority to Port A, 
the port shared by the CPU and LAN coprocessor, 
thereby minimizing latency when receiving an Eth- 
ernet packet. This arrangement allows time for the 


ETHERNET CABLE 



Fig 1 — Consisting of four main subsections — a network-interface control system, CPU, dual-port memory system and display 
controller— this Ethernet workstation relies on VLSI parts for high-speed performance EPROM memory contains the bootstrap 
program that gets the system onto the net at power-up, while the dual-channel controller provides a keyboard interface and modem 
communication 
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VLSI reduces a board of components 
to a single coprocessor chip 


workstation to receive a maximum-size Ethernet pack- 
et, while the text coprocessor, which resides on Port B 
of the memory controller, simultaneously fills a display 
buffer. By using a dual-port memory controller, you 
also shift the overhead incurred in filling a display 
buffer away from the main system bus, freeing it for 
other application tasks, such as communicating via the 
modem. 

Because high-quality, low-cost printing is to be a 
network resource, your workstation should let you 
generate documents with different type fonts and 
graphics. A text display of 25 lines x 132 characters and 
proportional-spacing capability is suitable for most 
business applications. Integrating a text coprocessor 
into the display system (Fig 5) makes sense because it 
can generate the proportionally spaced text using an 
LSI video interface component. Add a character 
generator and three latches for synchronization, and 
the display interface is complete. 


Concurrent display of data from different files in 
separate areas of a CRT screen, called windows, has 
proven desirable in business applications and should be 
part of any modern workstation. In the past, hardware 
support for multiple windows was available only in 
$10,000-and-up workstations. A text coprocessor with 
on-chip DMA simplifies list-based manipulation of 
multiple overlaid text windows, as used with the Xerox 
Star and Apple Lisa workstations. 

Looking at bandwidth realities 

Considering the memory- intensive nature of this 
design, sufficient bandwidth in the dual-port memory 
system is a key factor. There must be sufficient 
bandwidth to support the data-rate requirements for 
display refresh. At the same time, the LAN coproces- 
sor must be able to access memory frequently enough 
during packet reception or transmission to avoid 
overrun or underrun in its on-chip FIFO buffers. 


ETHERNET 
TRANSCEIVER 
CABLE 



Fig 2— A serial interface chip (82501) provides a path from LAN controller to cable transceiver. Its six outputs correspond with the 
six major signal lines of the 8-wire Ethernet cable. The remaining two lines are for dc power and return. 
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An Ethernet workstation 
should support windows 


To refresh a video display, you must fill the row 
buffer once for each character row displayed. If you use 
a display with 14 scan lines per character row, you can 
generate characters in a 9 x 14-character cell, which 
provides good character definition. Assuming that it 
takes 49 |xsec to write a line (this timing depends on 
monitor selection), it would take 686 p,sec to display a 
single row of characters. 

If the text coprocessor must wait during every 
memory access for the LAN coprocessor or CPU to 
complete a cycle, and Port A of the dual-port controller 
has priority, then the worst-case memory-access time 
would be approximately 800 nsec per word. With 132 
words per row and 20% overhead for string and pointer 
manipulation, 126.72 p,sec are needed to fill the next 
row buffer. This is easily within the display refresh 
requirements, because 686 ^sec are required to display 
a row. Because the text processor has dual row buffers, 
it makes no bus accesses 81% of the time and still 
provides continuous screen refresh. 

When receiving packets from the Ethernet, the LAN 
coprocessor takes charge of the bus for the time 


required to store two maximum-size packets (1518 
bytes each) that can arrive with a minimum interframe 
spacing of 9.6 ixsec (the worst-case situation defined in 
the Ethernet specification). The LAN processor uses 
the 9.6-p,sec gap between frames to set up pointers to 
the next free buffer. Without an intelligent controller, 
this time would be insufficient to prepare for the next 
frame. 

Data arrives over the Ethernet at 800 nsec per byte. 
At 800 nsec per byte multiplied by 3036 (2 x 1518) bytes, 
it takes 2.4288 msec to receive these frames. During 
this time, for 126.72 p,sec of every 686 ixsec, the text 
coprocessor is contending with the LAN coprocessor 
for data to load its row buffers. Under worst-case 
conditions, the LAN processor can write a word every 
800 nsec during this contention interval; without 
contention, it can write a word every 400 to 450 nsec. 
Either way, there is plenty of time to store data coming 
in at 1600 nsec per word. 

In fact, the LAN processor in this system can 
continuously store incoming packets with the minimum 
interframe spacing as long as receive-buffer space is 



Fig 3 — For the core of an Ethernet workstation, an 80186 nP is teamed with an 82586 LAN controller to provide computational 
power and network communication, respectively. The units share the local CPU bus. No random logic is needed to interface them 
because they have identical interface structures and timing requirements. * 
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Fig 4 — The memory system has two ports tied to the system bus and the memory bus, which communicate with the display. 
Offloading display-memory accesses keeps the system bus open for Ethernet operations and user applications. 
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Fig 5— For the CRT subsystem, the 82730 and 82731 convert bytes from the workstation bus to characters on a 
25-line x 132-character CRT screen. The text coprocessor also handles multiple windows. 
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Providing dual-ported memory 
offloads the system bus 


available in memory. At the same time, Vz to of the 
bus bandwidth is still available for the CPU to continue 
program execution. In previous systems, program 
execution virtually stopped while high-bandwidth pe- 
ripherals are using the bus. Because both peripherals 
are coprocessors, they run asynchronously and concur- 
rently with other system activity. 

With plenty of leftover bandwidth, the two DMA 
channels on the CPU can be used to add efficiency and 
performance to the dual-channel communications con- 
troller. Data from the keyboard-input buffer is trans- 
ferred to the CPU via DMA, and the other DMA 
channel makes possible a 64k-baud synchronous or 
HDLC modem link on the communications controller’s 
other port. Baud-rate timing for the two channels is 
generated using two of the CPU’s three on-chip timers. 

The CPU also directly generates chip selects, channel 
attentions and wait states for the system peripherals. 
The CPU’s on-chip interrupt controller services inter- 
rupt inputs from the LAN coprocessor, text coproces- 
sor, communications controller and other peripherals. 

The software relationship 

Most of the system’s hardware relationships are 
easily grasped, but a firm understanding of the 
software architecture is essential to building an opti- 



Fig 6— Seen from a software perspective, the LAN 

coprocessor looks like Receive and Command units. When 
receiving data packets from Ethernet, the coprocessor 
converts them from serial form and places them in frame area 
locations it manages within the memory system. The CPU 
directs the coprocessor using handshake lines and messag- 
es left in the shared-memory system's command-block list. 


mum workstation. Fig 6 shows how the LAN coproces- 
sor interacts with the system from a software point of 
view. Receive and Command units are software 
constructs rather than physical segments of the LAN 
coprocessor; in reality, the same hardware performs 
both functions. 

As previously noted, all communications between the 
CPU and the LAN coprocessor occur in system 
memory. The CPU builds a command block, stores it in 
memory, updates the command-block list and then 
activates channel attention to get the LAN coprocessor 
to look at the command-block list for one or more new 
commands. If requested by the command block, the 
LAN coprocessor interrupts the CPU on completion of 
one or more commands. 

The focal point for all interaction is the system 
control block (Fig 7). This data structure contains chip 
status, pointers to the command-block list and receive- 
frame areas, and universal statistics on faults such as 
CRC errors and alignment errors. 

Both the command-block list and receive-frame area 
use the same concept, or model, to manage data buffers 
for either transmission or reception. The buffer man- 
agement model employs one or more arbitrarily sized 
buffers to construct each data frame. Pointers control 
and access the buffers, and linked lists manipulate 
them. 

This model offers distinct advantages over more 
primitive approaches. Allowing the physical buffers to 
be arbitrary sizes gives the system designer maximum 
flexibility in selecting the buffer size and in allocation 
methods. Because you can locate the memory for these 
buffers anywhere in the 16M-byte address space, this 
buffer management support simplifies the task for the 
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Fig 7— A special memory block, the system control block, 

serves as a bulletin board whereby the CPU and LAN 
controller communicate. The system control block holds 
control and status information pointers to the command- 
block list, where the CPU stores instructions for the LAN 
coprocessor, and the receive-frame area, where data from 
the Ethernet is stored by the LAN coprocessor. The block 
also contains error information of interest to the CPU. 
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The CPU and LAN coprocessor 
communicate through shared memory 


operating system’s dynamic memory-allocation scheme. 
Communication buffers for the LAN coprocessor are 
dynamic by definition. 

A buffer needn’t be the size of the largest frame ever 
expected; it can be any convenient size. If a frame 
larger than the selected size arrives, the LAN 
coprocessor automatically allocates as many buffers as 
necessary to contain the frame, and updates the 
pointers and links to indicate where the frame starts 
and which buffers are occupied by the frame. 

This flexible buffer size avoids the waste of large, 
dedicated buffers for receive frames when most of the. 
frames actually received are much smaller than the 
maximum size (ie, are control frames rather than data 
frames). Also, this automatic buffer chaining of receive 
data increases communications performance and effi- 
ciency; even if several frames arrive before the CPU is 
free to examine incoming data, the workstation seldom, 
if ever, misses a frame addressed to it. 

The effectiveness of this buffer management scheme is 


perhaps best understood by examining what happens 
when a packet comes in from Ethernet. The LAN 
coprocessor’s Receive section handles all frame recep- 
tion activities. It manages a pool of memory space — the 
receive-frame area (Fig 8>— using the receive-frame 
and free-frame lists. 

Within each list are receive-frame descriptors 
(RFDs) that contain status data and pointers. The 
RFDs in the receive-frame area point both to the first 
buffer that has been filled with received data, and to 
the first RFD of the free-frame area. The CPU can 
organize the pointers in linear, random or circular 
fashion. Once a pointer structure is adopted, the LAN 
coprocessor allocates buffers and maintains the proper 
linkage automatically. 

When the LAN coprocessor begins receiving a 
frame, it uses the first RFD in the free-frame list to 
hold status and information concerning the frame, and 
then allocates and links in as many free buffers as 
necessary to contain the frame data. The linking 



Fig 8 — Received packets are stored in a receive-frame area consisting of two linked lists— the receive-frame list and free-frame list 
The LAN coprocessor pulls into the receive-frame list as many buffers of any size as needed to store an incoming packet. Buffers 
used are pointed to by receive-frame descriptor (RFD) and receive- buffer descriptor (RBD) blocks. The variable-size message block 
saves memory, with packets stored according to actual size rather than maximum size. 
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process is accomplished using a receive-buffer des- 
criptor (RBD) to point to the next buffer containing 
contiguous data. 

Once frame data is complete, the LAN coprocessor 
writes the frame status into the associated RFD and 
the actual count of valid data into each RBD used by the 
frame. It then flags the last RBD used to contain the 
frame and updates the first RFD on the free list to 
point to the first free RBD. All this is done in time to 
catch a second frame sent to the workstation address, if 
one is transmitted immediately following completion of 
the previous frame using Ethernet’s 9.6-p.sec minimum 
frame spacing. 

In effect, the LAN coprocessor can receive continu- 
ous data packets from the network as long as buffer 
space remains available. This is achieved by dedicating 
a complete microcoded machine in the LAN coproces- 
sor to generating buffer management primitives, and 
giving this machine DMA control to speed its bus 
requests. No DMA setup or control is needed from the 
CPU, reducing overhead and simplifying the system. 

Data transmission is accomplished in a similar 
fashion. To transmit a frame over the Ethernet via the 
LAN coprocessor, the CPU constructs a command 
block (Fig 9). Included in this command block is a 
pointer to a buffer descriptor, which points to one or 
more buffers containing the data to transmit. 

If more than one buffer is used, the LAN coprocessor 
automatically links the buffers together as it transmits 
the frame. In addition, the LAN coprocessor automati- 
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Fig 9— The system control block points at the command 
block containing instructions from CPU to LAN controller 
concerning a transmission. These include control informa- 
tion, a link to the next command, a pointer to a transmit-buffer 
descriptor, the packet’s destination address and the type of 
field it contains. The command area is organized similarly to 
the receive-frame area. 


cally inserts the frame preamble, source and destina- 
tion addresses, type field, and CRC during the 
transmission process. The CPU can choose to be 
interrupted following the transmission of one frame, or 
it can link together several transmission requests and 
be interrupted following the final frame 
transmission. EDN 
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Introduction 

Local area networks, or LANs, were developed as a 
response to the development of distributed intelligence. 
In the past decade the performance/price ratio of mi- 
croprocessors has increased well over 1000 fold. It is 
these low cost microprocessors that have enabled com- 
putational capability formerly residing in a centralized 
computer to be placed on users’ desks. However, the 
cost of computer peripherals (such as letter quality 
printers, disk memories, and communication servers) has 
not dropped in a similar fashion (because of high electro- 
mechanical content). Also, there is an increasing need to 
share timely and accurate information among users in a 
business setting. LAN technology is the solution to these 
problems by allowing users to share the cost of peripherals 
and access common data bases. 


As LANs begin to proliferate, it is becoming clear that 
no single network type can cost effectively meet all of- 
fice users’ requirements. Some applications require high 
data rates; for example, real time graphic display infor- 
mation. Other applications require the lowest cost per 
connection; for example, data entry terminals. This fun- 
damental tradeoff between performance and cost drives 
the evolution of a tiered network architecture for the 
office. A model based on tiered network architecture 
predicts that user workstations within a department 
will be clustered together, and that these clusters will be 
interconnected through a LAN Backbone network. 

Today these two types of networks (cluster and LAN 
Backbone) can be realized by using available VLSI 
technology. Intel’s 82586 LAN Coprocessor supports 
LAN Backbone technologies such as IEEE 802.3/Eth- 
emet. The 82586 also supports the cluster networks by 
realizing 1 Mbps CSMA/CD networks. 1 Mbps net- 
works are significantly cheaper than LAN Backbone 
networks because lower cost cabling and electronics 
can be used, and fewer repeaters are required between 
cable segments. In the future, PBXs will play an impor- 
tant role in this clustering tier as true two wire voice/ 
data communication becomes a reality. 


The Tiered Network Model 

An office network can be thought of as consisting of 
three performance tiers. End users can optimize their 
network cost/performance ratio by building up net- 
works with different performance attributes. 

The Three Tier Network Model is shown in Figure 1. 
Tier 1, the highest performance tier, is referred to as the 
Computer-to-Computer tier. A network in this tier is 
characterized by a very high data rate, 50 to 100 Mbps. 
Solutions for this tier take the form of loops or rings 
and even fiber optics. An example of this type of net- 
work is Network Systems’ Hyperchannel. 


Tier 2, the LAN Backbone, is a high performance tier 
generally operating in the 10 Mbps data rate range and 
cover a distance sufficient for a single building. An ex- 
ample of this kind of network is the IEEE 802.3/Ether- 
net. This tier is the main highway over which informa- 
tion travels throughout a building connecting expensive 
peripherals (e.g. laser printers and file servers) to end 
users located in the clustered tier. 

Tier 3, or the Human Interface tier , is characterized by 
the clustering of end user workstations. Networking ca- 
pability in this tier exhibits the most cost sensitivity 
because the workstations themselves are numerous and 
low cost ($500 for a terminal to $3000 for a personal 
computer). Fortunately humans can tolerate display 
screen latencies of 0.5 to 1 second that lower bit rates 
provide. These lower bit rates enable low cost networks 
to be realized. The need for low cost is the reason why 
data rates in this tier are generally 1 Mbps or less. Ex- 
amples of Tier 3 networks are personal computer net- 
works such as Corvus Systems’ Omninet, Orchid Tech- 
nology’s PCnet, Nestar’s Plan Series and JEEE 802.3 
Star LAN. 

Voice/data PBXs will play an important role in Tier 3. 
Telecommunication suppliers have a big advantage in 
the office in that almost everyone has a phone on his 
desk. Today users take advantage of this installed net- 
work capability through modems. PBX manufacturers 
have already begun to make cluster products available 
in the form of voice/data PBXs. The data rates offered 
are 19.2 to 64 kbps in addition to voice, which is suffi- 
cient for terminal applications. These manufacturers 
are already reducing the terminal/station apparatus 
footprint size by offering teleterminal (combined termi- 
nal and phone) products. 


A Three Tier Network Office/Commercial 



Figure 1. Three Tier Network Model 
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The tiered network model is analogous to a road sys- 
tem. Tier 1 is the 10 lane freeway in a major metropoli- 
tan area. This highway is responsible for moving very 
large volumes of traffic. This type of highway is very 
expensive to build, but the traffic volume warrants it. 
Tier 2 can be thought of as an Interstate Highway in 
which a large amount of traffic can be transported over 
long distances. Tier 3, or the Human Interface tier, can 
be thought of as the streets within a city which inter- 
connect onto the interstate highway. In this scheme, no 
single user has a freeway butting up to his driveway; in 
a similar fashion no user is connected to a Tier 1 net- 
work. This tiered approach maximizes the performance 
of Tier 2, because most of the Tier 3 traffic stays within 
Tier 3; just as farm tractors primarily stay on dirt 
roads, not super highways. 

Another way to view the model is to draw an analogy 
to microprocessors. To meet the requirements of di- 
verse applications there are 4-bit, 8-bit, 16-bit and 32- 
bit processors available. Nobody questions that a 32-bit 
microprocessor is overkill for a microwave oven. In a 
similar fashion no single network can cost effectively 
solve the problems of each networking need. It is 
through this tiered approach that users achieve the best 
cost/performance ratio for moving vehicle traffic. 


Applications and Tiers 

This model can be mapped into application perform- 
ance requirements found in the office. Figure 2 shows a 
graph of cost and performance for various applications. 
Experience has shown that end users are willing to pay 
no more than 10 to 15 percent of their system cost in 
order to obtain data communication capability; this 
percentage is an important assumption. 

Application data rate requirements can be placed into 
three groups analogous to the three tiers of Figure 1 . At 
the very high end is the computer-to-computer commu- 
nication requirements, in which end users will spend 
$50k to $60k per connection. 

At the high end is the CAD/CAM user requirements in 
which very expensive peripherals such as electrostatic 
plotters and disks need to be shared. The cost of an 
Ethernet connection, $lk to 1.5k, is very affordable at 
this tier. 


At the lowest end is the terminal and personal comput- 
er requirements. This application space spans a wide 
spectrum of performance requirements. At the low end, 
data entry can tolerate very low data rates with not 
much performance degradation, and consequently is 
the most cost sensitive. Using modems as a benchmark, 
users are willing to pay upwards to $450 for a 1200 bps 
serial connection. At the higher end, resource sharing 
and graphic requirements for PCs require in the range 
of 1 Mbps. Popular personal computer LANs cost $500 
to $1000 per connection (not including wiring cost). 

Networking at Tier 3 provides an overall lower cost 
solution because the f cost of the network is less than the 
cost of each user having his own peripheral. This obser- 
vation is validated in that a major trend in the market 
place today is diskless workstations. 

It is the wide range of personal computer and terminal 
data rate requirements that make the Tier 3 the most 
interesting. It is possible for a user to spend too much 
for performance he will not use. In fact, for personal 
computer networks, bit rate is not the major limitation, 
rather it is the restrictions of electro-mechanical periph- 
erals such as Winchester disks and software overhead 
on the local CPU that cannot keep up with 1 Mbps 
continuous (as opposed to bursty) data rates. 


Evolution Scenarios 

Two scenarios have been developed to explain how a 
tiered network will be realized in the real world. Sce- 
nario 1, the local optimization scenario*, assumes that 
departments within an organization will make their 
networking decision in isolation. 

In this scenario the particular application requirements 
of a department are very well known. For example, an 
Engineering department has very high data rate re- 
quirements to support its CAD environment; whereas 
Sales has low data rate requirements for their order 
entry and order inquiry needs. Because the applications 
are well known, a decision can be made quickly on 
which network to purchase. Departmental budgets usu- 
ally can cover the costs of these networks, so approval 
of a higher authority is not required. The result is that 
each department will develop its own cluster network 
(Tier 3). 
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Figure 2. Application Performance Spectrum 


However, over time many departments will develop 
their own cluster tier; each department will realize they 
have a need to interconnect among each other. For ex- 
ample, the Marketing department may have to access 
cost information from the Finance department as well 
as last month’s order rate from Sales. When cluster-to- 
cluster communication requirements become impor- 
tant, the company will make a conscious decision to 
provide interconnect capability. This interconnect ca- 
pability is realized through the LAN Backbone. A 
growing concern is whether gateways/bridges will ex- 
ist. This concern leads to Scenario 2. ' 

Scenario 2, the global optimization scenario, occurs 
when the users make a conscious decision to solve their 


networking requirements at one time. In this scenario, 
the decision is centralized because it impacts the entire 
operation or company. The advantage of this approach 
is built-in compability to interconnect the users. How- 
ever, at this time the decision can be very difficult be- 
cause the technology is not stable, and user require- 
ments are not fully understood. 

In this scenario the Tiered Network model predicts that 
clustering will occur as well. For example, it will not be 
cost effective for each user to connect onto an Ethernet 
cable ($1500 cost). Thus, each department will have a 
cluster optimized for its particular application intercon- 
necting through a LAN Backbone. 
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To summarize, we can see that there is no single net- 
work that solves all user problems. Whether a user op- 
timizes locally or globally, clustering is likely to occur. 
Each end user group will have a cluster that is optim- 
ized for its particular application requirements. It is 
through this clustering with interconnection through a 
LAN Backbone that end users will realize the most cost 
effective network. 


VLSI and the LAN Backbone 

The IEEE 802.3/Ethemet standard has gained wide ac- 
ceptance by a number of system suppliers. IEEE 
802. 3 ’s popularity has been driven primarily by its ac- 
ceptance by major minicomputer manufacturers, the 
approved IEEE specification itself, and the availability 
of low cost VLSI controller chips. From a technical 
viewpoint, the IEEE 802.3 shares the benefits of Carri- 
er Sense Multiple Access/Collision Detection, CSMA/ 
CD, technology. These benefits are: 

1. Proven technology. Ethernet has been in use since 
1975 by Xerox. The technology is well-understood, 
and has resulted in the IEEE standard. 

2. Performance. Elimination of the centralized (or hier- 
archical) control network communications results in 


greater efficiency and bandwidth utilization and 
shorter delay in getting the message to its destina- 
tion. 

3. Reliability. The CSMA/CD media access method 
enables the network to operate without central con- 
trol or switching logic. If a station on the network 
malfunctions, it does not affect the ability of other 
stations to intercommunicate. 

4. Easy expansion. The passive, distributed nature of a 
CSMA/CD network permits easy expansion. Sta- 
tions can be added to the existing network without 
reinitialization of all the other stations. Such capabil- 
ity supports future growth requirements through 
simple expansion of the network. 

Figure 3 shows the basic building blocks for an IEEE 
802.3/Ethemet system and how it relates to the Inter- 
national Standards Organization (ISO) Open Systems 
Interconnect model for networking. Basic components 
consist of a coaxial cable for transmission media, a 
transceiver to transmit and receive signals that come 
over the media and detect collisions, a transceiver cable 
to connect the data terminal equipment to the trans- 
ceiver which allows flexibility of the location of the ter- 
minal, and a controller board. 
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Figure 3. Ethernet Data Link and Physical Links 
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Today, Intel supplies VLSI for the controller board 
function. Intel’s 82586 LAN Coprocessor performs the 
IEEE 802.3 data link functions without any CPU in- 
volvement'. 

* frame assembly/disassembly 

* handling of source and destination addressing 

* detection of physical channel transmission errors 

* CSMA/CD network link management 
— collision detection 

— backoff and retransmission after a collision 

In addition the 82586 supports the designer with diag- 
nostic capability to make system design easier. For ex- 
ample DMA underrun and overrun errors, frames that 
are received in error, and number of deferrals are re- 
ported. Loopback capability is allowed to facilitate self 
diagnostics. These capabilities are performed without 
any involvement from the host CPU. 

Intel’s 82501, Ethernet Serial Interface, performs Man- 
chester encoding and decoding of the data and timing 
information. 

More details on operation and design support capabili- 
ties of the 82586 are included as an appendix to this 
paper. 

VLSI For The Human Interface Tier 

From a technology viewpoint, the Human Interface 
Tier is an interesting one. Traditional computer manu- 
facturers and PBX manufacturers are providing solu- 
tions that leverage their traditional strengths. Comput- 
er manufacturers are providing solutions via LANs 
based on their data communications expertise. PBX 
manufacturers, on the other hand, are beginning to of- 
fer voice/data PBXs. While these are two competing 
technologies, both suppliers realize they do not have 
the complete solution. Minicomputer and PBX manu- 
facturers have cooperated in developing the standard 
“Computer-to-PBX” interface. These technologies are 
discussed in greater detail below: 


Cheapernet 

Within the IEEE 802.3 committee is a subgroup defin- 
ing a lower cost version of Ethernet called Cheapernet 
(also known as Thin Ethernet or Skinny Ethernet). 
Cheapernet maintains Ethernet's 10 Mbps data rate , but 
cost is reduced through a lower cost cabling scheme. 
Ethernet’s yellow cable, cable tap box, and transceiver 
drop cable are replaced by low cost RG58 CATV coax- 
ial cable. The Ethernet transceiver function is located 
within the terminal itself. The coax cable is attached 
directly to the terminal through a T-connector. Instal- 
lation does not require a specialized craft person to in- 
stall. 


While this approach is lower in cost than Ethernet, it 
has two limitations. First, the segment length is restrict- 
ed to 185 meters. For the office this distance limitation 
requires the use of repeaters that increase the cost and 
reduce system reliability. Second, the cable/terminal 
(ground) isolation scheme is the same as for Ethernet 
which requires D.C. isolation between the transceiver 
and the terminal (because of ground). This isolation 
scheme limits the potential cost reduction because it 
does not allow integrating the transceiver, encoder/de- 
coder and controller functions into a single chip. Ether- 
net/Cheapemet require DC/DC converters to the 
transceiver. 


1 Mbps CSMA/CD LAN 

Today there are a number of personal computer net- 
work products that are unique to a single vendor. These 
networks lack the ability to electronically (physical 
link) interconnect, much less have compatible software 
link among other vendors. These networks are charac- 
terized by bit rates in the 1 Mbps area and are generally 
of the CSMA variety. In an effort to see a standard 
emerge in this area, Intel is working with AT&T, 
Wang, Tandem, Toshiba, and others to arrive at a 1 
Mbps standard within the IEEE 802.3 committee. 

1 Mbps networks offer a lower cost of connection than 
do 10 Mbps networks. First, cabling cost can be re- 
duced by using low cost CATV coax, or twisted pair 
wire. Second, the length of cable segments can be much 
greater for 1 Mbps than in 10 Mbps technologies: going 
from less than 200 meters in Cheapernet, to 500 meters 
for Ethernet to over 1000 meters for 1 Mbps CSMA/ 
CD. Longer cable segments mean few repeaters are 
needed on the network. Third, is that 1 Mbps networks 
allow VLSI interface costs to be reduced significantly. 
For 1 Mbps networks, it is possible with available tech- 
nology to cost effectively integrate the controller func- 
tion with the serial interface function and the transceiv- 
ers into one chip. This level of integration is not 
achieveable in Ethemet/Cheapemet networks because 
the transceiver chip and serial interface chip are electri- 
cally isolated through transformers as mentioned 
above. 

A concern is that 1 Mbps may not offer adequate per- 
formance for personal computer applications. The per- 
formance of 1 Mbps networks, such as Omninet and 
PCnet, is not limited by the serial bit rate, but rather 
electro-mechanical peripherals, particularly Winchester 
disk access time. Network performance (as measured 
by the time required for many users to down load a 
common file) can be significantly (3-4 X) improved by 
using “RAM Disks’’ within the file server. RAM Disks 
are really extensions of the file server’s local RAM 
memory that can hold commonly accessed files (such as 
a spread sheet program or BASIC language). Several 
personal computer network vendors already have these 
products available. 
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1 Mbps CSMA/CD networks can be cost effectively 
realized using the 82586 LAN Coprocessor from Intel. 
The 82586 is unique among present LAN controllers in 
that data rates and CSMA/CD network parameters 
(slot time, back-off priority, framing, etc.) are program- 
mable. This programmability allows the 82586 to be 
used as a 1 Mbps controller. The advantage of this ap- 
proach is that software developed for Ethernet worksta- 
tions can be immediately transferred to 1 Mbps net- 
works because the system interfaced to the 82586 re- 
mains the same. Available 1 Mbps Manchester encod- 
er/decoders and a low cost discrete transceiver com- 
plete the 1 Mbps physical interface. Future cost reduc- 
tions can be realized by integrating the controller and 
Manchester encoder/decoder and transceiver functions 
onto a single chip. 

Voice/Data PBX 

Many PBX manufacturers are touting voice/data capa- 
bility. This capability usually takes the form of four 
wire systems in which voice and data are carried over 
separate twisted wire pairs. The data rates generally are 
19.2 kbps or 56 kbps, depending on the asynchronous 
and synchronous nature of the data. Fourth generation 
PBXs, some using two wires, are beginning to enter the 
market now and will continue through the 1980’s. Even 
these products have data rates ranging from 64 to 128 
kbps, although 256 kbps for data is talked about. These 
data rates are adequate only for the Human Interface 
Tier. 

Presently PBX manufacturers are focusiiig on the ter- 
minal application market as indicated by the numerous 
IBM 3270 interfaces offered. A 19.2 kbps data rate is 
more than adequate for data entry, data inquiry and 
editing applications. It is not clear whether this data 
rate is adequate for personal computers. Certainly for a 
personal computer working in an editing type environ- 
ment, this performance is adequate. The PBX may not 
be adequate for applications that require heavy use of 
file access, file transfers and graphics. 


Intel currently offers a family of components specifical- 
ly designed to facilitate the design of voice/data PBXs. 
At the heart of the system is the 2952 Integrated Line 
Card Controller. This device supports 8 analog or digi- 
tal subscribers simultaneously. It includes an interface 
to 2 PCM highways and 1 HDLC control highway. 
Analog subscribers interface to the 2952 through the 
29C51 high feature CHMOS combo. The combo em- 
bodies both PCM codec and anti-alias filter functions 
on chip. In, addition, integrated signaling test and line 
balancing are performed by the 29C51. Future products 
will allow PBX manufacturers to easily upgrade their 
2952 based products to include true two wire voice/ 
data subscribers. 


Conclusion 

There is no single local area network that meets every 
user’s needs cost effectively. IEEE 802.3/Ethemet of- 
fers users a high performance Local Area Network suit- 
able for a LAN Backbone, but it is too costly for per- 
sonal computer and terminal networking. 1 Mbps net- 
works and voice/data PBXs solve this problem. At 
present, Intel’s 82586 LAN Coprocessor is the only 
VLSI chip that solves both Ethernet and 1 Mbps LAN 
requirements while simultaneously maintaining soft- 
ware compatibility from the system point of view. In 
the future it can be expected that LAN controllers op- 
timized for 1 Mbps networks that include on chip en- 
coder/decoder and transceiver functions will appear. 
Intel also offers a family of components to facilitate the 
realization of voice/data PBXs. 

In the long run, office networks will be structured into 
department clusters that will be interconnected through 
a LAN Backbone or PBX. The ultimate choice will be 
related to application performance requirements. 


References: 
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APPENDIX A 
INTEL LAN SOLUTIONS 


Intel offers a broad range of products to realize LANs. 
These products are in the form of components (82586 
and 82501), boards (iSBC 186/51), and network soft- 
ware (iNA 960). See Figure A. A functional summary 
of components and software solutions is below: 


The 82586 LAN Coprocessor 

The 82586 is an intelligent peripheral that completely 
manages the processes of transmitting and receiving 
frames over a network. It offloads the host CPU of the 
tasks related to managing communication activities. 
More importantly, it does not depend on the host CPU 
for time critical functions (e.g. transmission and recep- 
tion of frames) because it contains its own processor 
allowing it to be a coprocessor along with the host 
CPU. 


(75% of network traffic is less than 100 bytes) can be 
saved in minimal size buffers, while long frames are 
stored by successively chaining buffers together. It 
manages this chaining process without CPU interven- 
tion, thereby maintaining high system performance. 

The 82586 facilitates network management by main- 
taining error tallies in system memory to count: 

— Number of frames incorrectly received due to CRC 
errors 

— Number of frames incorrectly received due to misa- 
ligned frames 

The 82586 counts number of collisions that occurred 
while attempting to transmit a specific frame which is 
an indicator of traffic loading. It also monitors the 
transceiver’s collision detection failure reporting mech- 


The 82586 interfaces easily to available microproces- 
sors. Systems requiring minimum component count can 
take advantage of its direct interface (no ‘TTL glue’) to 
Intel’s 80188 (8-bit bus) and 80186 (16-bit bus) micro- 
processors. 

The 82586 efficiently uses memory through data chain- 
ing. System memory is not wasted because short frame 


The 82586 assists in developing and maintaining LAN 
systems by maintaining tallies that count the: 

— Number of frames lost due to lack of receive buffers 

— Number of frames lost due to DMA overrun while 
receiving frames 


INTEL iNA 960, 

TRANSPORT SOFTWARE/ 
NETWORK MANAGER 


INTEL 82586, 

LAN CO-PROCESSOR 

INTEL 82501, ETHERNET 
SERIAL INTERFACE 
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The 82586 provides diagnostic capability via internal 
and external loopback service. Distance to cable breaks 
and shorts is provided by on-chip time domain reflecto- 
metry. 

The 82586’s network parameters are programmable so 
that LANs optimized to specific applications can be 
realized; for example: broadband networks, short topol- 
ogy networks that require higher throughput than 
IEEE 802.3 and low cost (1 Mbps) networks. 


The 82501 Ethernet Serial Interface 

The 82501 is designed to work directly with the 82586 
in 10 Mbps LAN applications. The primary function of 
the 82501 is to perform Manchester encoding/decod- 
ing, provide 10 MHz transmit and receive clocks to the 
82586, and to drive the transceiver cable. The 82501 
provides for fault isolation via an internal loopback. 
Continuous transmission (babbling) is prevented by an 
on-chip watchdog timer. 


iNA 960 Transport Software 

iNA 960 is a general purpose Local Area Network soft- 
ware package that provides the user with guaranteed 
end to end message delivery. iNA 960 conforms to the 
International Standards Organization's 8073 specifica- 
tion including up to Class 4 transport layer services. 
iNA 960 also provides network management functions, 
and 82586 device drivers. 


Transport Services 

The iNA 960 transport layer implements two kinds of 
message delivery services: virtual circuits and data- 
gram. Virtual circuits provide a reliable point-to-point 
message delivery service ensuring maximum data integ- 
rity and are fully compatible with the ISO 8073 Class 4 
protocol. In addition to guaranteeing message integrity, 
iNA 960: 

— Provides flow control (data rate matching between 
sender and receiver) 

— Supports multiple simultaneous connections (proc- 
ess multiplexing) 

— Handles variable length messages (independently of 
physical frame size) 

— Supports expedited delivery (to transmit urgent 
data) 

The datagram option provides ‘best effort’ delivery 
service for non-critical messages. The datagram service 
does not guarantee message integrity but requires less 
channel overhead than virtual circuits. 


Network Management Services 

The Network Management facility supports the users 
of the network in planning, operating and maintaining 
the network by providing network usage statistics, by 
allowing the monitoring of network functions and by 
detecting, isolating and correcting network faults. 

The Network Management facility also supports up- 
line dumping and down-line loading of data bases or to 
boot systems without a local mass storage. 


User Environment 

In the iRMX (Intel’s real time, multitasking operating 
system) environment, both the user programs and iNA 
960 run under iRMX 86. The communications software 
is implemented as an iRMX 86 job requiring the nucle- 
us only for most operations. The only exception is the 
boot server option, which also needs the Basic I/O Sys- 
tem. iNA 960 will run in any iRMX environment in- 
cluding configurations based on the 80130 software on 
silicon component. 

In those systems where iRMX 86 is not the primary 
operating system, or where off-loading the host of the 
communicatons tasks is necessary for performance rea- 
sons, the user may wish to dedicate a processor for 
communication purposes. iNA 960 can be configured 
to support such implementations by providing network 
services on an 8086, 8088, or 80186 microprocessor. 



Figure B. Intel LAN Components 
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CHIPS SUPPORT TWO 
LOCAL AREA NETWORKS 


Data communication ics permit easy implementation of 
Ethernet and high level data-link control networks. 


by Bob Dahlberg 

The main rationale for local networks is resource 
sharing. Today, small, powerful computers using 
VLSI components sell for less than $2000. Under 
the circumstances, companies intending to use 
several such systems are reluctant to equip each one 
with a disk drive and printer that could more than 
double the price per station. Rather, they prefer to 
share disks and printers among several systems in 
order to spread the cost of peripherals across 
several users. 

By connecting these small computers to a local 
area network (LAN), resource sharing with little 
degradation in overall system performance 
becomes practical. However, if the network inter- 
face costs $1000 or more per computer, the 
economic advantage of resource sharing wanes. 
Thus, network interface cost is a primary criterion 
in selection, particularly for low cost computers. 

Access methodologies represent another impor- 
tant factor in network selection. And, although an 
equal access, first-come, first -served method might 
be appropriate for an office system environment, it 
could be the curse of a process control system. In 
the latter case, a priority-based (or controlled) 
access method might be the only realistic choice. 

Bob Dahlberg is a product manager responsible for 
local area network components at Intel Corp, 3065 
Bowers Ave, Santa Clara, CA 95051. He holds a BS in 
electrical engineering and computer science from the 
University of California, Berkeley, and an mba from 
the University of Chicago. 



All else being equal, networks supported by avail- 
able LSI and VLSI components exhibit cost and 
development speed advantages over board-based 
LANs. Now, available chips support both priority- 
based and equal access schemes. One such network 
is based on the IEEE 802.3 specification, while 
another uses a variety of physical interface schemes 
overlaid by high level data-link control/synchronous 
data-link control (hdlc/sdlc) protocols. 

Costly copper 

In short distance networks, one can choose a 
serial, two-wire scheme or a parallel, multiwire inter- 
face. Parallel bus structures are implicitly faster 
than serial structures but tend to be more expensive 
and less reliable. The amount and cost of the copper 
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Fig 1 A multidrop configuration is the simplest means of 
network expansion (a). Additional stations are connected 
directly to the network cable, but some addressing method 
must be used to avoid party-line reception by all stations. 
hdlc/sdlc protocols provide a controlled-access technique 
where a primary station controls all bus access and determines 
which secondary stations respond to its commands (b). 


wire are much greater, and the number of connec- 
tions (inversely related to reliability) is also much 
greater. Thus, the networks described are both 
serial, two-wire types. 

A fundamental assumption in data communica- 
tions is that noise will corrupt the transmitted data. 
Error detection schemes can be employed to deter- 
mine the validity of received data. One common 
data error detection method applies a numerical 
algorithm to the message bit pattern and produces 
a unique sum. This sum is appended to the end of 
the message and is used by a receiving system as a 
quick check for the proper bit pattern. Called a 
cyclic redundancy check (CRC), this process permits 
a receiving station to discard erroneous data and 
request retransmission. If the message frames are 
sequentially numbered, the retransmission request 
can be made specific to that frame to dispense with 
the request for a larger group of data. Thus, the 
process can be made more efficient. 

As needs grow, users may want to add more work- 
stations and intelligent peripherals to a network. It 
would be ideal to attach each station to the net- 
work by simply connecting the station directly to 
the serial network bus cable. This is called a multi- 
drop configuration and it resembles a party line 
telephone circuit [Fig 1(a)]. As a party line, each 
station attached to the cable receives all the data 
transmitted on the cable. In order to route 
messages to their intended recipients, the messages 
are logic switched, or specifically addressed, to one 
or more receiving stations. All others will ignore 
the data after learning that no match existed between 
their addresses and those of the data being sent. 

Each data packet or frame contains a set of 
address bits that determines which stations receive 
the data. In a sense, address bits constitute overhead 
because they are not part of the information being 
sent between stations. Any loss in data transfer 
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efficiency, however, is made up by the simplicity of 
the network expansion interconnect scheme. 

The Ethernet specification (a modified version 
of which was recently accepted as IEEE standard 
802.3) describes its physical link characteristics in 
full detail. Coaxial cable is used as the network 
cable bus, and each station is connected to that 
cable via a transceiver and transceiver cable. 
Minimum distance between station transceivers is 
2.5 m, and a network segment can extend to 500 m 
(and contain up to 200 nodes). Because up to five 
segments can be joined using active repeaters be- 
tween each segment, the overall Ethernet network 
can be 2500 m long and support up to 1000 nodes. 
Individual nodes can connect to more than one sta- 
tion, and the number of stations connected to an 
Ethernet network can exceed 1000. 

Data is sent at a 1 0-Mbit/s rate using a self- 
clocking Manchester encoding format. Only one 
data packet can be sent at a time using Ethernet, 
and access is on a first-come, first-served basis. 
Carrier sense multiple access/collision detection 
(CSMA/CD) methodology is used. The maximum 
and minimum distances between transceivers are 
derived from the CSMA/CD requirements based on 
interframe-spacing and the collision detection 
procedures. 

A second alternative requires no specific physical 
link. Speed, distance, and cost parameters dictate 
actual implementation. The simplest and least 
expensive method is to drive a twisted-pair cable 
with off-the-shelf transceiver chips. 

Choosing protocols 

Both the IEEE 802 . 3/csm a/cd and the HDLC/SDLC 
protocols provide logic-switched messaging and 
frame-by-frame error detection. IEEE 802.3/Ethernet 
treats each station equally and does not permit 
priority network access, whereas HDLC/SDLC 
enforces a primary /secondary hierarchy [Fig 1(b)]. 
A primary station controls the overall network by 
issuing commands to the secondary stations. Sec- 
ondary stations comply with the primary station’s 
commands and access the bus for retransmitting 
data only in response to those commands. Unlike 
Ethernet, which is based on probabilistic network 
access, hdlc/sdlc provides deterministic (or con- 
trolled) access. 

sdlc is an IBM standard communication protocol 
and a subset of hdlc, a standard communication 
link control established by the International Stan- 
dards Organization (ISO), hdlc and its subset are 
data-transparent protocols, which means the arbi- 
trary data streams can be sent without concern that 
some of the data might be mistaken for control 
characters. Thus, unlike the Bisync protocol and its 
controller, an HDLC/SDLC controller need not 
detect special characters except for the unique 
opening/closing flag bytes. Moreover, unlike an 
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check sequence. The destination 
and source fields both contain 6 
octets (8 serial bits), for a total of 
48 bits. The type field contains 2 
octets. The data field can have as 
few as 46 octets or as many as 
1,500. Finally, the frame check 
sequence consists of 4 octets, 
allowing a 32-bit CRC code to be 
calculated and appended to the 
Fig 2 The prescribed format for hdlc/sdlc frames consists of four basic fields res t of the frame. The first trans- 

bounded by opening and closing flags. This avoids the need for start/stop bits mitted Ethernet frame is preceded 

often used in asynchronous protocols. , ^ . ... , . , c 

1 1 T by a 64-bit preamble, made up of 

asynchronous protocol and its controller, the hdlc/ seven groups of 10101010 followed by an eighth 
SDLC need not provide start and stop bits. group of 10101011 . The next bit that follows is the 

Both hdlc/sdlc and Ethernet protocols specify first bit of the first destination octet, 
particular message formats (or frames). The In the CSMA/CD scheme, a “collision” occurs 
hdlc/sdlc protocol consists of five basic fields— when two stations attempt to gain access to the bus 
flag, address, control, data, and error detection, at the same time. Thus, it is important that all sta- 
Each frame is enclosed by an opening and closing tions on the network are notified of the collision, 
flag. Both the opening and closing flags form a This way, any transmitted data can be flagged as 
similar bit sequence— 01 1 1 1 1 10 — that is an indi- invalid. To solve this problem IEEE 802.3/Ethernet 
vidual character in SDLC/HDLC. Inserting a 0 in the specifies that, after collision detection, transmitting 
information data flow whenever a sequence of five stations send a jam signal to ensure that stations on 
Is occurs achieves flag character individuality in the network recognize the collision. At the end of 
SDLC/HDLC. These inserted 0 bits are automatically the jam interval, each station delays bus access 
stripped out upon reception. For SDLC, the address according to an individually calculated random 
N field is 8 bits wide, but can be 2 (or more) bytes backoff time interval. Should a collision occur 
long in HDLC. Similarly, the control field in SDLC is again when bus access attempts are renewed, the 
8 bits wide, but can also be longer in hdlc. The next backoff interval increases in length. Up to 16 
SDLC data or information field can contain any repeated attempts can occur before a system fault 
number of bytes. However, the same is true for is automatically assumed. Thus, even during 
HDLC in certain instances where the data field must periods of high bus demand, ample bandwidth 
end on an 8-bit boundary. Finally, the frame check should be available and delays relatively short, 
sequence field contains the 16-bit CRC result for all 
of the bits between flags (Fig 2). It's in the chips 

Three types of frames are used in hdlc and Any of the working LANs can be implemented 
SDLC. A nonsequenced frame establishes initializa- using various components. If there is enough time 
tion and control of the secondary stations. A and a large budget, custom VLSI chips can be 



supervisory frame handles control, and an infor- 
mation frame is used for data transfers. 

The sdlc protocol appears in low cost asyn- 
chronous modems using nonreturn to zero inverted 
(NRZi) coding and decoding, nrzi coding is used at 
the transmitter to enable clock recovery from data 
at the receiver terminal. Clock recovery is accom- 
plished using a digital phase locked loop technique. 
NRZI coding specifies that the signal condition does 
not change for transmitting a 1, but changes state 
whenever a 0 is transmitted. Hence, nrzi coding 
ensures that an active data line will have a transi- 
tion at least every 6 bit times (by virtue of the 0-bit 
insertion requirement). Both 0-bit insertion and 
NRZI coding/decoding maintain the data 
transparency characteristics of the hdlc protocol 



and its sdlc subset. 

Like hdlc/sdlc, Ethernet specifies a frame for- 
mat (Fig 3). It contains a destination field, source 
field, frame type field, data field, and a frame 


Fig 3 Each Ethernet frame consists of five fields. 
Destination and source fields indicate where the message is 
going and from which station it originated. The data field 
can contain as few as 46 bytes of data and as many as 1500. 
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developed and an elegant solution forged. Most 
engineers, however, have neither luxury. For this 
reason, the two networks selected are supported by 
off-the-shelf VLSI components. 

Intel’s 8273 and 8274 data communication controller 
ICs offer HDLC/SDLC capabilities. Teamed with a 
microprocessor and some random logic ICs, a 
capable network data-link controller could be 
built. The 8051 single-chip microcontroller has 
become a popular component for many terminal 
applications because of its high performance 8-bit 
CPU, large internal program and data memory 
capacity, plus onchip counter timers and interrupt 
controllers. In addition, Intel has combined an intel- 
ligent hdlc/sdlc controller and 8051 core processor 
onto a single chip, the 8044. The resulting single- 
chip microcontroller with onchip serial communi- 
cation controller allows low cost network terminal 
and peripheral design. 



Fig 4 The 8044 combines an 8051 cpu, program and data 
memory, plus hdlc/splc controller on a single chip to build 
a simple, low cost network station or peripheral. 


Each station would contain an 8044 (with its pro- 
grammable I/O ports to provide local control) and 
serial hdlc/sdlc interface. Thus, to manage the 
network interface, 8044-based stations would be 
capable of acting as a secondary station within an 
HDLC/SDLC network (Fig 4). Since data transfer 
speed and electrical characteristics are not specified 
for these protocols, the designer has a wide choice 
in tailoring the physical link to the application. The 
single VLSI device provides local intelligence and 
network management, thus permitting low cost net- 
work development. 

Various Ethernet controllers have been an- 
nounced, with several already sampled and avail- 
able. Among these is the 82586 general-purpose 
CSMA/CD controller. It is designed to come up in 
the Ethernet mode on power up, but can be pro- 
grammed for other parameters as well. A compan- 
ion chip (the 82501) provides the Manchester 
encoding/decoding function between the 82586 and 
a transceiver. 

This chip pair operates in conjunction with the 
iAPX 86 microprocessor family, and is most cost- 
effectively used with the 80186 microprocessor. The 
80186 and 82586 have identical bus interface and con- 
trol signal requirements. Hence, they can be linked 
without adding random logic ICs. Essentially, these 
three ICs— the 80186, 82586, and 82501— provide the 
basis for an Ethernet interface. Therefore, only 


some buffer memory arid bus interface chips are 
additionally required (Fig 5). 

A subsystem built using these components pro- 
vides an intelligent Ethernet interface that can con- 
tinuously operate at the full 1 0-Mbit/s network 
speed. Moreover, these components can implement 
a complete computer and communication system. 
It is therefore possible to create an appropriate ^nd 
usable Ethernet workstation out of these few VLSI 
components. 

Different strokes 

The HDLC/SDLC-based network is intended for 
non-Ethernet applications. HDLC//SDLC has 
become an accepted standard supported by a variety 
of hardware and software products. There is no 
specified standard for physical link implementa- 
tion or for the software layers beyond the data-link 
level. Therefore, networks based on these pro- 
tocols are usually “closed.” That is, the vendor 
provides all the pieces to the network. Vendors, of 
course, are familiar with their own network archi- 
tecture and are free to provide compatible systems. 
But such networks do not encourage others to 
develop compatible systems unless the vendor’s 
market share is large enough and vulnerable 
enough to attract competition. The IBM SNA is an 
example. 

HDLC/SDLC-based LANs are suitable for system 
clusters where distances are less than those of 
Ethernet, and where priority access is important. 
Networks within a box (eg, a copier), and networks 
on table-tops (eg, an instrumentation cluster), are 
examples. Although there is a parallel bus interface 
standard (IEEE 488), an instrumentation manufac- 
turer may want to provide for longer distances using 
two -wire cables and simpler protocols. 

An hdlc/sdlc LAN cluster could also be used for 
process control applications and data acquisition 
systems. An example is Intel’s recent distributed 
control module products for the factory. Again, a 
priority bus access capability would be important 
in these applications. Office system applications 
where Ethernet offers too much performance at too 
high a cost (eg, an electronic typewriter networked 
to a file server) might use this network as well. 

The concept of open-system compatibility comes 
from the ISO’s Open System Interconnection (OSI) 
model. This provides a seven-layer model in which 
each layer is characterized by a unique set of func- 
tions and a specific interface to adjacent layers. 
The goal is to eventually arrive at a set of standards 
that would permit systems from several vendors to 
communicate with one another through common 
physical, data-link, and software layer protocols. 

Xerox Corp developed Ethernet as a local network 
for its systems, but the company later joined with 
Digital Equipment Corp and Intel to develop a set 
of specifications for Ethernet that would allow it to 
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Fig 5 A combination of 80186, 82586 , and 82501 chips completes the logic needed for a fully functional Ethernet 
interface. Data bus interface chips and some memory complete the Ethernet subsystem. 


map into the first two layers of the osi model — 
physical and data-link. The IEEE adopted its 802.3 
specification as a result of these efforts. Efforts to 
develop standards for the other layers continue. An 
example is the iso transport layer protocol, 8073, 
which provides “return receipt” quality communi- 
cation services. 

Today, Ethernet supports osi physical and data 
packet level protocols. It is an emerging technology 
that is still closer to the top than to the bottom of 
the learning (and pricing) curve. Nevertheless, 
many vendors support Ethernet and will no doubt 
manufacture products equipped to swap data with 
other Ethernet systems. 

Open and closed 

Office automation constitutes the biggest apparent 
application area for Ethernet. The office has tradi- 
tionally been a multivendor site in which the com- 
puter, copier, and printer are likely to come from 
different vendors. An open system appeals to users 
seeking vendor independence. 

When the LAN concept was first proposed, it was 
described as an all-encompassing network, con- 
necting all the intelligent subsystems throughout a 
facility. In fact, that is not the way local network 
installations have progressed. Instead, clusters of 
user stations (typically 10 or so) are cropping up in 
various places within a facility. Most analysts expect 
local networking to occur in tiers. The cluster tier 
provides the lowest cost per connection. An example 
is a 1 -Mbit/s csma/cd lan used for personal com- 
puters. Clusters would be interconnected through a 
longer and faster data highway (called a LAN back- 
bone) such as Ethernet. 


Will closed and open networks be able to coop- 
erate and coexist? Quite simply, they have to. Eco- 
nomics will determine the network types used for 
connecting the systems within a cluster, and 
standardization will drive the methods by which 
clusters are ultimately joined. 

Closed systems, such as microcontrollers con- 
necting the HDLC/SDLC-based network, represent 
the least expensive and most flexible LAN configu- 
ration. Open systems, because of the push for stan- 
dardization and subsequently larger user base, are 
more likely to benefit from future cost reduction 
through multiple-sourced VLSI components than 
closed systems. Similarly, open systems probably 
attract more third-party suppliers and enjoy 
greater variety and lower cost software. 

Gateways will join closed and open systems. 
These hardware/software intermediaries will pave 
the way for data transfer between formerly incom- 
patible networks. By such means, a closed engi- 
neering workstation network will* gain access to 
information stored in the corporate data base and 
be available on the Ethernet data highway. 
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8291 A 

GPIB TALKER/LISTENER 



■ Designed to Interface 
Microprocessors (e.g., 8048/49, 8051, 
8080/85, 8086/88) to an IEEE Standard 
488 Digital Interface Bus 

■ Programmable Data Transfer Rate 

■ Complete Source and Acceptor 
Handshake 

■ Complete Talker and Listener 
Functions with Extended Addressing 

■ Service Request, Parallel Poll, Device 
Clear, Device Trigger, Remote/Local 
Functions 

■ Selectable Interrupts 

■ On-Chip Primary and Secondary 
Address Recognition 

■ Automatic Handling of Addressing and 
Handshake Protocol 

■ Provision for Software Implementation 
of Additional Features 


■ 1-8 MHz Clock Range 

■ 16 Registers (8 Read, 8 Write), 2 for 
Data Transfer, the Rest for Interface 
Function Control, Status, etc. 

■ Directly Interfaces to External 
Non-Inverting Transceivers for 
Connection to the GPIB 

■ Provides Three Addressing Modes, 
Allowing the Chip to be Addressed 
Either as a Major or a Minor Talker/ 
Listener with Primary or Secondary 
Addressing 

■ DMA Handshake Provision Allows for 
Bus Transfers without CPU 
Intervention 

■ Trigger Output Pin 

■ On-Chip EOS (End of Sequence) 
Message Recognition Facilitates 
Handling of Multi-Byte Transfers 


The 8291 A is an enhanced version of the 8291 GPIB Talker/Listener designed to interface microprocessors to 
an IEEE Standard 488 Instrumentation Interface Bus. It implements all of the Standard's interface functions 
except for the controller. The controller function can be added with the 8292 GPIB Controller, and the 8293 
GPIB Transceiver performs the electrical interface for Talker/Listener and Talker/Listener/Controller 
configurations. 




Figure 1. Block Diagram 


Figure 2. Pin Configuration 


Intel Corporation Assumes No Responsibilty for the Use of Any Circuitry Other Than Circuitry Embodied in an Intel Product. No Other Circuit Patent Licenses are Implied. 
©INTEL CORPORATION, 1981. ORDER NUMBER: 205248-002 
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8291 A FEATURES AND IMPROVEMENTS 


The 8291 A is an improved design of the 8291 GPIB 
Talker/Listener. Most of the functions are identical to 
the 8291, and the pin configuration is unchanged. 


The 8291 A offers the following improvements to the 
8291 : 


1. EOI is active with the data as a ninth data bit 
rather than as a control bit. This is to comply 
with some additions to the 1 975 IEEE-488 Stan- 
dard incorporated in the 1978 Standard. 

2. The BO interrupt is not asserted until RFD is 
true. If the Controller asserts ATN 
synchronously, the data is guaranteed to be 
transmitted. If the Controller asserts ATN 
asynchronously, the SH (Source Handshake) 
will return to SIDS (Source Idle State), and t he 
output data will be cleared. The, if ATN is 
released while the 8291 A is addressed to talk, a 
new BO interrupt will be generated. This change 
fixes 8291 problems which caused data to be 
lost or repeated and a problem with the RQS bit 
(sometimes cannot be asserted while talking). 

3. LLOC and REMC interrupts are setting flipflops 
rather than toggling flipflops in the interrupt 
backup register. This ensures that the CPU 
knows that these state changes have occurred. 
The actual state can be determined by checking 
thfe LLO and REM status bits in the upper nibble 
of the Interrupt Status 2 Register. 

4. DREQ is cleared by DACK (R D + W R). DREQ on 
the 8291 was cleared only by DACK which is not 
compatible with the 8089 I/O Processor. 

5. The INT bit in Interrupt Status 2 Register is du- 
plicated in bit 7 of the Address 0 Register. If 
software polling is used to check for an inter- 
rupt, INT in the Address 0 Register should be 
polled rather than the Interrupt Status 2 Regis- 
ter. This ensures that no interrupts are lost due 
to asynchronous status reads and interrupts. 

6. The 8291A’s Send EOI Auxiliary Command 
works on any byte including the first byte of a 
message. The 8291 did not assert EOF after this 
command for a one byte message nor on two 
consecutive bytes. 


7. To avoid confusion between holdoff on DAV ver- 
sus RFD if a device is readdressed from a talker 
to a listener role or vice-versa during a holdoff, 
the “Holdoff on Source Handshake” has been 
eliminated. Only “Holdoff on Acceptor Hand- 
shake” is available. 

8. The rsv local message is cleared automatically 
upon exit from SPAS if (APRS:STRS:SPAS) oc- 
curred. The automatic resetting of the bit after 
the serial poll is complete simplifies the service 
request software. 

9. The SPASC interrupt on the 8291 has been 
replaced by the SPC (Serial Poll Complete) in- 
terrupt on the 8291 A. SPC interrupt is set on exit 
from SPAS if APRS:STRS:SPAS occurred, indi- 
cating that the controller has read the bus status 
byte after the 8291 A requested service. The 
SPASC interrupt was ambiguous because a 
controller could enter SPAS and exit SPAS gen- 
erating two SPASC interrupts without reading 
the serial poll status byte. The SPC interrupt also 
simplifies the CPU’s software by eliminating the 
interrupt when the serial poll is half way done. 

10. The rtl Auxiliary Command in the 8291 has been 
replaced by Set and Clear rtl Commands in the 
8291 A. Using the new commands, the CPU has 
the flexibility to extend the length of local mode 
or leave it as a short pulse as in the 8291. 

11. A holdoff RFD on GET, SDC, and DCL feature 
has been added to prevent additional bus ac- 
tivity while the CPU is responding to any of 
these commands. The feature is enabled by a 
new bit (B 4 ) in the Auxiliary Register B. 

12. On the 8291 , BO could cease to occur upon IFC 
going false if IFC occurred asynchronously. On 
the 8291 A, BO continues to occur after IRS has 
gone false even if it arrived asynchronously. 

13. User’s software can distinguish between the 
8291 and the 8291A as follows: 

a) pon (00H to register 5) 

b) RESET (02 H to register 5) 

c) Read Interrupt Status 1 Register. If BO inter- 
rupt is set, the device is the 8291 . If BO is clear, 
it is the 8291 A. 

This can be used to set a flag in the user’s 
software which will permit special routines to be 
executed for each device. It could be included 
as part of a normal initialization procedure as 
the first step after a chip reset. 
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Table 1. Pin Description 


Symbol 

.£ d 

CL Z 

Type 

Name and Function 

RESET 

4 


Reset Input: When high, 
forces the device into an 
“idle” (initialization) mode. 
The device will remain at 
“idle” until released by the 
microprocessor, with the 
“Immediate Execute pon” 
local message. 

Dia-DiOs 

28-35 

I/O 

8-Bit GPIB Data Port: Used 
for bidirectional data byte 
transfer between 8291A 
and GPIB via non-inverting 
external line transceivers. 

DAV 

36 

I/O 

Data Valid: GPIB hand- 
'shake control line. Indi- 
cates the availability and 
validity of information on 
the DIO^DlOe and EOI 
lines. 

NRFD 

37 

I/O 

Not Ready for Data: GPIB 
handshake control line. In- 
dicates the condition of 
readiness df device(s) con- 
nected to the bus to accept 
data. 

NDAC 

38 

I/O 

Not Data Accepted: GPIB 
handshake control line. In- 
dicates the condition of ac- 
ceptance of data by the 
device(s) connected to the 
bus. 

AfN 

26 

1 

Attention: GPIB command 
line. Specifies how data on 
DIO lines are to, be inter- 
preted. 

IFC 

24 

1 

Interface Clear: GPIB 
commahd line. Places the 
interface functions in a 
known quiescent state. 

SRQ 

27 

o 

Service Request: GPIB 
command line. Indicates 
the need for attention and 
requests an interruption of 
the current sequence of 
events on the GPIB. 

REN 

25 

1 

Remote Enable: GPIB 

command line. Selects (in 
conjunction with other 
messages) remote or local 
control of the device. 

EOI 

39 

I/O 

End or Identify: GPIB com- 
mand line. Indicates the 
end of a multiple byte 
transfer sequence or, in 
conjunction with ATN, ad- 
dresses the device during a 
polling sequence. 


Symbol 

Pin 

No. 

Type 

Name and Function 

D 0 -D 7 

12-19 

I/O 

Data Bus Port: To be con- 
nected to microprocessor 
data bus. 

RS 0 -RS 2 

21-23 

1 . 

Register Select: Inputs, to 
be connected to three non- 
multiplexed microproces- 
sor address bus lines. 
Select which of the 8 inter- 
nal read (write) registers 
will be read from (written 
into) with the execution of 
RD(WR.) 

cs 

8 

1 

Chip Select: When low, 
enables reading from or 
writing into the register se- 
lected by RS 0 -RS 2 . 

RD 1 

9 

1 

Read Strobe: When low 
with US or DACK low, se- 
lected register contents 
are read. 

WR 

10 

1 

Write Strobe: When low 
with CS or DACK low, data 
is written into the selected 
register. 

INT (IN?) 

11 

1 

0 

Interrupt Request: To the 

microprocessor, set high 
for request and cleared 
when the appropriate reg- 
ister is accessed by the 
CPU. May be software con- 
figured to be active low. 

DREQ 

\ 

6 

0 

DMA Request: Normally 
low, set high to indicate 
byte output or byte input in 
DMA mode; reset by DACK. 

DACK 

7 

I 


DMA Acknowledge: Wlpen 
low, resets DREQ and 
selects data in/data out 
register for DMA data 
transfer (actual transfer 
done by RD/WR pulse). 

Must be high if DMA is not 
used. 

TRIG 

5 

0 

Trigger Output: Normally 
low; generates a triggering 
pulse with 1 ju sec min. 
width in response to the 
GET bus command or Trig- 
ger auxiliary command. 

CLOCK 

3 

1 

External Clock: Input, 
used only for T, delay 
generator. May be any 
speed in 1-8 MHz range. 
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Table 1. Pin Description (Continued) 


Symbol 

Pin 

No. 

Type 

Name and Function 

T/R1 

1 

0 

External Transceivers 
Control Line: Set high to 
indicate output data/ 
signals on the DIC^-DlOa 
and DAV lines and input 
signals on the NRFD and 
NDAC lines (active source 
handshake). Set low to in- 
dicate input data/signals 
on the DIO^DlOe and DAV 
lines and output signals on 
the NRFD and NDAC lines 
(active acceptor tiand- 
shake) 


Symbol 

Pin 

No. 

Type 

Name and Function 

T/R2 

2 

0 

External Transceivers 
Control Line: Set to indi- 
cate output signals on the 
EOI line. Set low to indicate 
expected input signal on 
the EOI line during parallel 
poll. 

V C c 

40 

PS. 

Positive Power Supply: 

(5V ±10%). 

GND 

20 

P.S. 

Circuit Ground Potential. 


NOTE: 

All signals on the 8291 A pins are specified with positive logic. 
However, IEEE 488 specifies negative logic on its 16 s ignal lines 
Thus, the data is inverted once from D 0 -D 7 to DIO o -DIO 0 and 
non-inverting bus transceivers should be used. 



Figure 3. 8291 A System Diagram 


THE GENERAL PURPOSE INTERFACE 
BUS (GPIB) 

The General Purpose Interface Bus (GPIB) is 
defined in the IEEE Standard 488-1978 “Digital In- 
terface for Programmable Instrumentation.’’ 
Although a knowledge of this standard is assumed, 
Figure 4 provides the bus structure for quick refer- 
ence. Also, Tables 2 and 3 reference the interface 
state mnemonics and the interface messages 
respectively. Modified state diagrams for the 8291 A 
are presented in Appendix A. 


General Description 

The 8291 A is a microprocessor-controlled device 
designed to interface microprocessors, e.g., 
8048/49, 8051, 8080/85, 8086/88 to the GPIB. It im- 
plements all of the interface functions defined in the 


IEEE-488 Standard except for the controller func- 
tion. If an implementation of the Standard’s Control- 
ler is desired, it can be connected with an Intel® 8292 
to form a complete interface. 

The 8291 A handles communication between a mi- 
croprocessor-controlled device and the GPIB. Its 
capabilities include data transfer, handshake 
protocol, talker/listener addressing procedures, 
device clearing and triggering, service request, and 
both serial and parallel polling. In most procedures, 
it does not disturb the microprocessor unless a byte 
has arrived (input buffer full) or has to be sent out 
(output buffer empty). 

The 8291A architecture includes 16 registers. Eight 
of these registers may be written into by the micro- 
processor. The other eight registers may be read by 
the microprocessor. One each of these read and 
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write registers is for direct data transfers. The rest of 
the write registers control the various featu res of the 
chip, while the rest of the read registers provide the 
microprocessor with a monitor of GPIB states, vari- 
ous bus conditions, and device conditions. 


GPIB Addressing 

Each device connected to the GPIB must have at 
least one address whereby the controller device in 
charge of the bus can configure it to talk, listen, or 
send status. An 8291A implementation of the GPIB 
offers the" user three alternative addressing modes 
for which the device can be initialized for each appli- 
cation. The first of these modes allows for the device 
to have two separate primary addresses. The second 
mode allows the user to implement a single 
talker/listener with a two byte address (primary ad- 
dress + secondary address). The third mode again 
allows for two distinct addresses but in this instance, 
they can each have a ten-bit address (5 low-order 
bits of each of two bytes). However, this mode re- 
quires that the secondary addresses be passed to 
the microprocessor for verification. These three 
addressing schemes are described in more detail in 
the discussion of the Address Registers. 


Figure 4. Interface Capabilities and Bus Structure 
Table 2. IEEE 488 Interface State Mnemonics 


*The Controller function is implemented on the Intel® 8292. 

6-390 


Mnemonic 

State Represented 

PACS 

Parallel Poll Addressed to Configure State 

PPAS 

Parallel Poll Active State 

PPIS 

Parallel Poll Idle State 

PPSS 

Parallel Poll Standby State 

PUCS 

Parallel Poll Unaddressed to Configure State 

REMS 

Remote State 

RWLS 

Remote With Lockout State 

SACS 

System Control Active State 

SDYS 

Source Delay State 

SGNS 

Source Generate State 

SIAS 

System Control Interface Clear Active State 

SIDS 

Source Idle State 

SIIS 

System Control Interface Clear Idle State 

SINS 

System Control Interface Clear Not Active State 

SIWS 

Source Idle Wait State 

SNAS 

System Control Not Active State 

SPAS 

Serial Poll Active State 

SPIS 

Serial Poll Idle State 

SPMS 

Serial Poll Mode State 

SRAS 

System Control Remote Enable Active State 

SRIS 

System Control Remote Enable-Idle State 

SRNS 

System Control Remote Enable Not Active State 

SRQS 

Service Request State 

STRS 

Source Transfer State 

SWNS 

Source Wait for New Cycle State 

TACS 

Talker Active State 

TADS 

Talker Addressed State 

TIDS 

Talker Idle State 

TPIS 

Talker Primary Idle State 


Mnemonic 

State Represented 

ACDS 

Accept Data State 

ACRS 

Acceptor Ready State 

AIDS 

Acceptor Idle State 

ANRS 

Acceptor Not Ready State 

APRS 

Affirmative Poll Response State 

AWNS 

Acceptor Wait for New Cycle State # 

| CACS 

Controller Active State j 

| CADS 

Controller Addressed State i 

1 CAWS 

Controller Active Wait State 1 

1 CIDS 

Controller Idle State 1 

1 CPPS 

Controller Parallel Poll State * 

1 CPWS 

Controller Parallel Poll Wait State 1 

1 CSBS 

Controller Standby State ! 

| CSNS 

Controller Service Not Requested State | 

j CSRS 

Controller Service Requested State i 

1 csws 

Controller Synchronous Wait State 1 

1 CTRS 

Controller .Transfer State j 

DCAS 

Device Clear Active State 

DCIS 

Device Clear Idle State 

DTAS 

Device Trigger Active State 

DTIS 

Device Trigger Idle State 

LACS 

Listener Active State 

LADS 

Listener Addressed State 

LIDS 

Listener Idle State 

LOCS 

Local State 

LPAS 

Listener Primary Addressed State 

LPI'S 

Listener Primary Idle State 

LWLS 

Local With Lockout State 

NPRS 

Negative Poll Response State 
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Table 3. IEEE 488 Interface Message Reference List 


| Mnemonic 

Message 

Interface Function(s) 

LOCAL MESSAGES RECEIVED (By Interface Functions) 

'gts 

go to standby 

C 

ist 

individual status 

PP 

Ion 

listen only 

L, LE 

Ipe 

local poll enable 

PP 

nba 

new byte available 

SH 

pon 

power on 

SH,AH,T,TE,L,LE,SR,RL,PP,C 

rdy 

ready 

AH 

Vpp 

request parallel poll 

C 

Ysc 

request system control 

C 

rsv 

request service 

SR 

rtl 

return to local 

RL 

^ic 

send interface clear 

C 

’sre 

send remote enable 

C 

’tea 

take control asynchronously 

C 

^cs 

take control synchronously 

AH, C 

ton 

talk only 

T, TE 

REMOTE MESSAGES RECEIVED 


ATN 

Attention 

SH,AH,T,TE,L,LE,PP,C 

DAB 

Data Byte 

(Via L, LE) 

DAC 

Data Accepted 

SH 

DAV 

Data Valid 

AH 

DCL 

Device Clear 

DC 

END 

End 

(via L, LE) 

GET 

Group Execute Trigger 

DT 

GTL 

Go to Local 

RL 

IDY 

Identify 

L,LE,PP 

IFC 

Interface Clear 

T,TE,L,LE,C 

LLO 

Local Lockout 

RL 

MLA 

My Listen Address 

L,LE,RL,T,TE 

MSA 

My Secondary Address 

TE,LE,RL 

MTA 

My Talk Address 

T,TE,L,LE 

OSA 

Other Secondary Address 

TE 

OTA 

Other Talk Address 

T, TE 

PCG 

Primary Command Group 

TE,LE,PP 

2 PPC 

Parallel Poll Configure 

PP 

2 [PPD] 

Parallel Poll Disable 

PP 

2 [PPE] 

Parallel Poll Enable 

PP 

’PPRn 

Parallel Poll Response N 

(via C) 

2 PPU 

Parallel Poll Unconfigure 

PP 

REN 

Remote Enable 

RL 

RFD 

Ready for Data 

SH 

RQS 

Request Service 

(via L, LE) 

ISDC] 

Select Device Clear 

DC 

SPD 

Serial Poll Disable 

T, TE 

SPE 

Serial Poll Enable 

T, TE 

’SQR 

Service Request 

(via C) 

STB 

Status Byte 

(via L, LE) 

TCTor [TCT] 

Take Control 

C 

UNL 

Unlisten 

L, LE 


NOTE: 

1 These messages are handled only by Intel’s 8292. 

2. Undefined commands which may be passed to the microprocessor 
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Table 3. (Cont’d) 

IEEE 488 Interface Message Reference List 


Mnemonic 

Message 

3 Interface Function(s) 

REMOTE MESSAGES SENT 


ATN 

Attention 

C 

DAB 

Data Byte 

(via T, TE) 

DAC 

Data Accepted 

AH 

DAV 

Data Valid 

SH 

DCL 

Device Clear 

(via C) 

END 

End 

(via T ) 

GET 

Group Execute Trigger 

(via C) 

GTL 

Go to Local 

(via C) 

IDY 

Identify 

C 

IFC 

Interface Clear 

C 

LLO 

Local Lockout 

(via C) ^ 

MLA or |MLA| 

My Listen Address 

(via C) 

MSA or |MSAj 

My Secondary Address 

(via C) 

MTA or |MTA| 

My Talk Address 

(via C) 

OSA 

Other Secondary Address 

(via C) 

OTA 

Other Talk Address 

(via Ci 

PCG 

Primary Command Group 

(via C) 

PPC 

Parallel Poll Configure 

(via C) 

| PPD | 

Parallel Poll Disable 

(via C) 

1 PPE| 

Parallel Poll Enable 

(via C) 

PPRn 

Parallel Poll Response N 

PP 

PPU 

Parallel Poll Unconfigure 

(via C) 

REN 

Remote Enable 

C 

RFD 

Ready for Data 

AH 

RQS 

Request Service 

T, TE 

|SDC| 

Selected Device Clear 

(via C) 

SPD 

Serial Poll Disable 

(via C) 

SPE 

Serial Poll Enable 

(via C) 

SRQ 

Service Request 

SR 

STB 

Status Byte 

(via T, TE) 

TCT 

Take Control 

(via C) 

UNL 

Unlisten 

(via C) 


NOTE: 

3. All Controller messages must be sent via Intel’s 8292. 


8291 A Registers 

A bit-by-bit map of the 16 registers on the 8291A is 
presented in Figure 5. A more detailed explanation 
of each of these registers and their functions fol- 
lows. The access of these registers by the 
microprocessor is accomplished by using the CS, 
RD, WR, and RS 0 -RS 2 pins. 


Register 

CS 

RD 

WR 

rs 0 -rs 2 

All Read Registers 

0 

0 

1 

CCC 

All Write Registers 

0 

1 

0 

ccc 

High Impedance 

1 

d 

d 

ddd 


Data Registers 


DI7 

1 DI6 

DI5 

DI4 

DI3 

1 DI2 

Dll 

DIO 

DATA-IN REGISTER (OR) 

D07 

D06 

D05 

D04 

D03 

D02 

DOI 

DOO 


DATA-OUT REGISTER (OW) 


The Data-In Register is used to move data from the 
GPIB to the microprocessor or to memory when the 
8291 A is addressed to listen. Incoming information 
is separately latched by this register, and its con- 
tents are not destroyed by a write to the data-out 


6-392 


205248-002 






8291 A 


intel 


register. The RFD (Ready for Data) message is held 
false until the byte is removed from the data in regis- 
ter, either by the microprocessor or by DMA. The 
8291 A then completes the handshake automatically. 
In RFD holdoff mode (see Auxiliary Register A), the 
handshake is not finished until a command is sent 
telling the 8291 A to release the holdoff. In this way, 
the same byte may be read seveal times, or an over 
anxious talker may be held off until all available data 
has been processed. 

When the 8291A is addressed to talk, it uses the 
data-out register to move data onto the GPIB. After 
the BO interrupt is received and a byte is written to 
this register, the 8291A initiates and completes the 
handshake while sending the byte out over the bus. 
In the BO interrupt disable mode, the user should 
wait until BO is active before writing to the register. 
(In the DMA mode, this will happen automatically.) A 
read of the Data-In Register does not destroy the 
information in the Data-Out Register. 


Interrupt Registers 


OPT APT 

GET 

‘ END 

DEC 

ERR 

BO 

Bl 


INTERRUPT STATUS 1 (1R) 


INT 

SPAS 

LLOI 

REM 5 

5PC LLOCREMCADSC 


INTERRUPT STATUS 2 (2R) 


OPT 

APT 

GET 

END 

DEC 

ERR 

BO 

Bl 

INTERRUPT ENABLE 1 (1W) 

in 

0 DMAO 

DMAI 

SPC 1 

LLOC F 

=*EMC 

ADSC 

INTERRUPT ENABLE 2 (2W) 

[ INT 

DTO 

DLO - 

AD5-0 

AD4-0 

AD3-0 

AD2-0 

• AD1-0 


ADDRESS 0 REGISTER 


Figure 5. 8291 A Registers 


READ REGISTERS 

REGISTER SELECT WRITE REGISTERS 

CODE 

RS2 RSI RSO 


DI7 

DI6 

DI5 

DI4 

DI3 j 

DI2 

Dll 

DIO 

0 0 0 

D07 

D06 

DO 5 

D04 

D03 

D02 

D01 

DOO 


DATA IN 


DATA OUT 


CPT 

APT 

GET 

END 

DEC 

ERR 

BO 

Bl 

0 0 1 

CPT 

APT 

GET 

END* 

DEC 

ERR 

BO 

Bl 


INTERRUPT STATUS 1 


INTERRUPT ENABLE 1 


INT 

SPAS 

LLO 

REM 

SPC 

LLOC 

REMC 

ADSC 

0 1 0 

0 

0 

DMAC 

DMAI 

SPC 

LLOC 



REMC 

ADSC 


INTERRUPT STATUS 2 


INTERRUPT ENABLE 2 


S8 

SRQS 

S6 

S5 

S4 

S3 

S2 

SI 

0 1 1 

S8 

rsv 

S6 

S5 

S4 

S3 

S2 

SI 

' SERIAL POLL STATUS 


SERIAL POLL MODE 


ton 

Ion 

EOI 

LPAS 

TPAS 

LA 

TA 

MJMN 

1 0 0 

TO 

LO 

0 

0 

0 

0 

ADM1 

ADMO 


ADDRESS STATUS 


.ADDRESS MODE 


CPT7 

CPT6 

CPT5 

CPT4 

CPT3 

CPT2 

1 CPT1 

CPTO 

! i o i j 

CNT2 

CNT1 

! 

CNTOj COM4 

COM3 

COM2 

COM1 

COMO 


COMMAND PASS THROUGH 


AUX MODE 


INT 

DTO 

DLO 

AD5 0 

AD4-0 

1 AD3 0 

| AD2 0 

| ADI 0 

I 1 1 0 

ARS 

_ DT ^ 

DL 

AD5 

AD4 

AD3 

AD2 

ADI 


ADDRESS 0 



ADDRESS CM 


X 

DTI 

DL 1 

AD5 1 

AD4 1 

AD31 

AD2 1 

ADI 1 

1 1 1 1 

EC7 

EC6 

EC5 

EC4 

EC3 

EC2 

EC1 

ECO"' 1 


ADDRESS 1 


EOS 
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The 8291 A can be configured to generate an inter- 
rupt to the microprocessor upon the occurrence of 
any of 12 conditions or events on the GPIB. Upon 
receipt of an interrupt, the microprocessor must 
read the Interrupt Status Registers to determine 
which event has occurred, and then execute the 
appropriate service routine (if necessary). Each of 
the 1 2 interrupt status bits has a matching enable bit 
in the interrupt enable registers. These enable bits 
are used to select the events that will cause the INT 
pin to be asserted. Writing a logic “1” into any of 
these bits enables the corresponding interrupt 
status bits to generate an interrupt. Bits in the Inter- 
rupt Status Registers are set regardless of the states 
of the enable bits. The Interrupt Status Registers are 
then cleared upon being read or when a local pon 
(power-on) message is executed. If an event occurs 
while one of the Interrupt Status Registers is being 
read, the event is held until after its register is 
cleared and then placed in the register. 


The mnemonics for each of the bits in these regis- 
ters and a brief description of their respective func- 
tions appears in Table 4. This tables also indicates 
how each of the interrupt bits is set. 

NOTE: The INT bit in the Address 0 Register is a duplicate of the 
INT bit in the Interrupt Status 2 Register. It is only a status 
bit. It does not generate interrupts and thus does not have 
a corresponding enable bit. 

The BO and Bl interrupts enable the user to perform 
data transfer cycles. BO indicates that a data byte 
should be written to the Data Out Register. It is set by 
TACS • (SWNS + SGNS) • RFD. It is reset when the 
data byte is written, ATN is asserted, or the 8291 A 
exits TACS. Data should never be written to the Data 
Out Register before BO is set. Similarly, Bl is set 
when an input byte is accepted into the 8291A and 
reset when the microprocessor reads the Data In 
Register. BO and Bl are also reset by pon (power-on 
local message) and by a read of the Interrupt 


Table 4. Interrupt Bits 





1 

Indicates Undefined Commands 

CPT 

An undefined command has been received. 

Set by (TPAS * LPAS)«SCG*ACDS«MODE 3 

APT 

A secondary address must be passed through 
to the microprocessor for recognition. 

Set by DTAS 

GET 

A group execute trigger has occurred. 

Set by (EOS + EOI)«LACS 

END 

An EOS or EOI message has been received. 

Set by DCAS 

DEC 

Device Clear Active State has occurred.- 

Set by TACS»nba«DAC«RFD 

ERR 

Interface error has occurred, no listeners 
are active. 

TACS*(SWNS + SGNS) 

BO 

A byte should be output. 

Set by LACS*ACDS 

Bl 

A byte has been input. 





Shows status of the INT pin 

INT 



The device has been enabled for a serial poll 

SPAS 


These are status only. They will not generate 
- interrupts, nor do they have corresponding 
mask bits. 

The device is in local lock out state. 

(LWLS+RWLS) 

LLO 


The device is in a remote state. 

REM 



(REMS+RWLS) 








SPAS -^SPAS if APRS.STRS.SPAS was true 

SPC 

Serial Poll Complete interrupt. 

LLOJSO LLO 

LLOC 

Local lock out change interrupt. 

Remote ^ocal 

REMC 

Remote/Local change interrupt. 

Addressed ^Unaddressed . 

ADSC 

Address status change interrupt. 1 

NOTE: ’In ton (talk-only) and Ion (listen-only) modes, no ADSC interrupt is generated. 
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Status 1 Register. However, if it is so desired, data 
transfer cycles may be performed without reading 
the Interrupt Status 1 Register if all interrupts except 
for BO or Bl are disabled; BO and Bl will auto- 
matically reset after each byte is transferred. 


If the 8291A is used in the interrupt mode, the 
INT and DREQ pins can be dedicated to data input 
and output interrupts respectively by enabling Bl 
and DMAO, provided that no other interrupts are 
enabled. This eliminates the need to read the inter- 
rupt status registers if a byte is received or 
transmitted. 


The ERR bit is set to indicate the bus error condition 
when the 8291 A is an active talker and tries to send a 
byte to the GPIB, but there are no active listeners 
(e.g., all devices on the GPIB are in AIDS). The logi- 
cal equivalent of (nba • TACS • DAC • RFD) will set 
this bit. 


The DEC bit is set whenever DCAS has occurred. 
The user must define a known state to which all 
device functions will return in DCAS. Typically this 
state will be a power-on state. However, the state of 
the device functions at DCAS is at the designer’s 
discretion. It should be noted that DCAS has no 
effect on the interface functions which are returned 
to a known state by the IFC (interface clear) message 
or the pon local message. 


The END interrupt bit may be used by the micropro- 
cessor to detect that a multi-byte transfer has been 
completed. The bit will be set when the 8291 A is an 
active listener (LACS) and either EOS (provided the 
End on EOS Received feature is enabled in the Auxil- 
iary Register A) or EOI is received. EOS will generate 
an interrupt when the byte in the Data In Register 
matches the byte in the EOS register. Otherwise the 
interrupt will be generated when a true input is 
detected on EOI. 


The GET interrupt bit is used by the microprocessor 
to detect that DTAS has occurred. It is set by the 
8291A when the GET message is received while it is 
addressed to listen. The TRIG output pin of the 
8291A fires when the GET message is received. 
Thus, the basic operation of device trigger may be 
started without microprocessor software interven- 
tion. 


The APT interrupt bit indicates to the processor that 
a secondary address is available in the CPT register 
for validation. This interrupt will only occur if 
Mode 3 addressing is in effect. (Refer to the section 
on addressing.) In Mode 2, secondary addresses will 
be recognized automatically on the 8291 A. They will 
be ignored in Mode 1. 


The CPT interrupt bit flags the occurrence of an 
undefined command and of all secondary com- 
mands following an undefined command. The Com- 
mand Pass Through feature is enabled by the BO bit 
of Auxiliary Register B. Any message not decoded by 
the 8291 A (not included in the state diagrams in 
Appendix B) becomes an undefined command. Note 
that any addressed command is automatically ig- 
nored when the 8291 A is not addressed. 


Undefined commands are read by the CPU from the 
Command Pass Through register of the 8291 A. This 
register reflects the logic levels present on the data 
lines at the time it is read. If the CPT feature is 
enabled, the 8291 A will hold off the handshake until 
this register is read. 


An especially useful feature of the 8291 A is its ability 
to generate interrupts from state transitions in the 
interface functions. In particular, the lower 3 bits of 
the Interrupt Status 2 Register, if enabled by the 
corresponding enable bits, will cause an interrupt 
upon changes in the following states as defined in 
the IEEE 488 Standard. 


BitO ADSC change in LIDS or TIDS or MJMN 
Bit 1 REMC change in LOCS or REMS 
Bit 2 LLOC change in LWLS or RWLS 


The upper 4 bits of the Interrupt Status 2 Register 
are available to the processor as status bits. Thus, if 
one of the bits 0-2 generates an interrupt indicating 
a state change has taken place, the corresponding 
status bit (bits 3-5 may be read to determine what 
the new state is. To determine the nature of a change 
in addressed status (bit 0) the Address Status Regis- 
ter is available to be read. The SPC interrupt (bit 3 in 
Interrupt Status 2) is set upon exit from SPAS if 
APRS:STRS:SPAS occurred which indicates that the 
GPIB controller has read the bus serial poll status 
byte after the 8291 A requested service (asserted 
SRQ).The SPC interrupt occurs once after the con- 
troller reads the status byte if service was requested. 
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The controller may read the status byte later, and the 
byte will contain the last status the 8291 As CPU 
wrote tofthe Serial Poll Mode Register, but the SRQS 
bit will not be set and no interrupt will be generated 
Finally, bit 7 monitors the state of the 8291 A INT pin. 
Logically, it is an OR of all enabled interrupt status 
bits. One should note that bits 3-6 of the Interrupt 
Status 2 Register do not generate interrupts, but are 
available only to be read as status bits by the proces- 
sor. Bit 7 in Interrupt Status 2 is duplicated in Ad- 
dress 0 Register, and the latter should be used when 
polling for interrupts to avoid losing one of the inter- 
rupts in Interrupt Status 2 Register. 

Bits 4 and 5 (DMAI, DMAO) of the Interrupt Mask 2 
Register are available to enable direct data transfers 
between memory and the GPIB; DMAI (DMA in) 
enables the DREQ (DMA request) pin of the 8291 A to 
be asserted upon the occurrence of Bl. Similarly, 
DMAO (DMA out) enables the DREQ pin to be as- 
serted upon the occurrence of BO. One might note 
that the DREQ pin may be used as a second interrupt 
output pin, monitoring Bl and/or BO and enabled by 
DMAI and DMAO. One should note that the DREQ 
pin is not affected by a read of the Interrupt Status 1 
Register. It is reset whenever a byte is writtenTo the 
Data Out Register or read from the Data In Register. 

To ensure that an interrupt status bit will not be 
cleared without being read, and will not remain un- 
cleared after being read, the 8291 A implements a 
special interrupt handling procedure. When an 
enabled interrupt bit is set in either of the Interrupt 
Status Registers, the input of the registers are 
blocked until the set bit is read and reset by the 
microprocessor. Thus, potential problems arise 
when interrupt status changes while the register is 
being blocked. However, the 8291 A stores all new 
interrupts in a temporary register and transfers them 
to the appropriate Interrupt Status Register after the 
interrupt has been reset. This transfer takes place 
only if the corresponding bits were read as zeroes. 


Serial Poll Registers 


S8 

SRQS 

S6 

S5 

S4 

S3 

S2 

SI 

k SERIAL POLL STATUS (3R) 

S8 

rsv 

S6 

S5 

S4 

S3 

S2 

SI 


SERIAL POLL MODE (3W) 


The Serial Poll Mode Register determines the status 
byte that the 8291 A sends out on the GPIB data lines 
when it receives jhe SPE (Serial Poll Enable) 
message. Bit 6 of this register is reserved for the rsv 
(request service) local messa ge S etting this bit to 1 
causesthe8291Ato assert its SRQ line, indicating its 
need for attention from the controller-in-charge of 
the GPIB. The other bits of this register are available 
for sending status information over the GPIB. 
Sometime after the microprocessor initiates a re- 
quest for service by setting bit 6, the controller of the 
GPIB sends the SPE message and then addresses 
the 8291 A to talk. At this point, one byte of status is 
returned by the 8291A via the Serial Poll Mode Reg- 
ister After the status byte is read by the controller, 
rsv is automatically cleared by the 8291 A and an SPC 
interrupt is generated. The’CPU may request service 
again by writing another byte to the Serial Poll Mode 
Register with the rsv bit set. If the controller per- 
forms a serial poll when the rsv bit is clear, the last 
status byte written will be read, but the SRQ line will 
not be driven by the 8291A and the SRQS bit will be 
clear in the status byte. 

The Serial Poll Status Register is available for read- 
ing the status byte in the Serial Poll Mode Register. 
The processor may check the status of a request for 
service by polling bit 6 of this register, which corre- 
sponds to SRQS (Service Request State). When a 
Serial Poll is conducted and the controller-in- 
charge reads the status byte, the SRQS bit is 
cleared. The SRQ line and the rsv bit are tied 
together 


Address Registers 


ton 

Ion 

EOI 

LPAS 

TPAS 

~1 

LA 

TA 

MJMN 

ADDRESS STATUS (4R) 

INT 

DTO 

DLO 

AD5-0 

AD4-0 

AD3-0 

AD2-0 

AD1-0 

ADDRESS 0 (6R) 

X 

DTI 

DL1 

AD5-1 

AD4-1 

AD3-1 

AD2-1 

ADI-1 

ADDRESS 1 (7R) 

TO 

LO 

0 

0 

0 

0 

ADM1 

ADMO 

ADDRESS MODE (4W) 

ARS 

DT 

DL 

AD5 

AD4 

AD3 

AD2 

ADI 


ADDRESS 071 (6W) 
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The Address Mode Register is used to select one of 
the five modes of addressing available on the 8291 A. 
It determines the way in which the 8291 A uses the 
information in the Address 0 and Address 1 
Registers. 

— In Mode 1 , the contents of the Address 0 Register 
constitute the “Major” talker/listener address while 
the Address 1 Register represents the “Minor” 
talker/listener address. In applications where only 
one address is needed, the major talker/listener is 
used, and the minor talker/listener should be dis- 
abled. Loading an address via the Address 0/1 Regis- 
ter into Address Registers 0 and 1 enables the major 
and minor talker/listener functions respectively. 

— In Mode 2 the 8291A recognizes two sequential 
address bytes: a primary followed by a secondary. 
Both address bytes must be received in order to 
enable the device to talk or listen. In this manner, 
Mode 2 addressing implements the extended talker 
and listener functions as defined in IEEE-488. 

To use Mode 2 addressing the primary address must 
be loaded into the Address 0 Register, and the Sec- 
ondary Address is placed in the Address 1 Register. 
With both primary and secondary addresses resid- 
ing on chip, the 8291A can handle all addressing 
sequences without processor intervention. 

— In Mode 3, the 8291 A handles addressing just as it 
does in Mode 1, except that each Major or Minor 
primary address must be followed by a secondary 
address. All secondary addresses must be verified 
by the microprocessor when Mode 3 is used. When 
the 8291 A is in TPAS or LPAS (talker/listener primary 
addressed state), and it does not recognize the byte 
on the DIO lines, an APT interrupt is generated (see 
section on Interrupt Registers) and the byte is avail- 
able in the CPT (Command Pass-Through) Register. 
As part of its interrupt service routine, the micropro- 
cessor must read the CPT Register and write one of 
the following responses to the Auxiliary Mode 
Register: 


Setting the LO bit generates the local Ion (listen- 

only) message and sets the 8291A to a listen-only , 

mode. This mode allows the device to operate as a 

listener in an interface system without a controller. !f 

The above bits may also be used by a controller-in- 

charge to set itself up for remote command or data j 

communication. 

The mode of addressing implemented by the 8291 A j 

may be selected by writing one of the following bytes 

to the Address Mode Register. f 

Register Contents Mode 

10000000 Enable talk only mode (ton) !* 

01000000 Enable listen only mode (Ion) 

11000000 The 8291 may talk to itself 

00000001 Mode 1, (Primary-Primary) 

00000010 Mode 2 (Primary-Secondary) 

00000011 Mode 3 (Primary/APT-Primary/APT) 

The Address Status Register contains information 
used by the microprocessor to handle its own 
addressing. This information includes status bits 
that monitor the address state of each talker/ 
listener, “ton” and “Ion” flags which indicate the 
talk and listen only states, and an EOI bit which, 
when set, signifies that the END message came with 
the last data byte. LPAS and TPAS indicate that the 
listener or talker primary address has been received. 

The microprocessor can use these bits when the 
secondary address is passed through to determine 
whether the 8291 A is addressed to talk or listen. The 
LA (listener addressed) bit will be set when the 
8291 A is in LACS (Listener Active State) or in LADS 
(Listener Addressed State). Similarly, the TA (Talker 
Addressed bit) will be set to indicate TACS or TADS, 
but also to indicate SPAS (Serial Poll Active State). 

The MJMN bit is used to determine whether the 
information in the other bits applies to the Major or 
Minor talker/listener. It is set to “1 ” when the Minor 
talker/listener is addressed. It should be noted that 
only one talker/listener may be active at any one 
time. Thus, the MJMN bit will indicate which, if 
either, of the talker/listeners is addressed or active. 


1 . 07H implies a non-valid secondary address 

2. 0FH implies a valid secondary address 

Setting the TO bit generates the local ton (talk- 
only) message and sets the 8291 A to a talk-only 
mode. This mode allows the device to operate as a 
talker in an interface system without a controller. 


The Address 0/1 Register is used for specifying the 
device’s addresses according to the format selected 
in the Address Mode Register. Five bit addresses 
may be loaded into the Address 0 and Address 1 
Registers by writing into the Address 0/1 Register. 
The ARS bit is used to select which of these registers 
the other seven bits will be loaded into. The DT and 
DL bits may be used to disable the talker or listener 
function at the address signified by the other five 
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bits. When Mode 1 addressing is used and only one 
primary address is desired, both the talker and the 
listener should be disabled at the Minor address. 

As an example of how the Address 0/1 Register 
might be used, consider an example where two pri- 
mary addresses are needed in the device. The Major 
primary address will be selectable only as a talker 
and the Minor primary address will be selectable 
only as a listener. This configuration of the 8291 A is 
formed by the following sequence of writes by the 
microprocessor. 


Operation 

CS 

RD 

WR 

Data 

RS2-RS0 

1 Select addressing Mode 1 

0 

1 

0 

00000001 

100 

2 Load major address into 
Address 0 Registe/ with 
listener function disabled. 

0 

1 

0 

001 AAAAA 

110 

3. Load minor address into 
Address 1 Register with 
talker function disabled 

0 

1 

0 

110BBBBB 

110 


At this point, the addresses AAAAA and BBBBB are 
stored in the Address 0 and Address i Registers re- 
spectively, and are available to be read by the micro- 
processor. Thus, it is not necessary to store any 
address information elsewhere. Also, with the in- 
formation stored in the Address 0 and Address 1 
Registers, processor intervention is not required to 
recognize addressing by the controller. Only in 
Mode 3, where secondary addresses are passed 
through, must the processor intervene in the 
addressing sequence. 

The Address 0 Register contains a copy of bit 7 of the 
Interrupt Status 2 Register (INT). This is to be used 
when polling for interrupts. Software should poll 
register 6 checking for INT (bit 7) to be set. When INT 
is set, the Interrupt Status Register should be read to 
determine which interrupt was received. 


Command Pass Through Register 


CPT7 

CPT6 

CPT5 

CPT4 

CPT3 

CPT2 

CPT1 

CPT0 


COMMAND PASS THROUGH (5R) 


The Command Pass Through Register is used to 
transfer undefined 8-bit remote message codes 
from the GPIB to the microprocessor. When the CPT 
feature is enabled (bit BO in Auxiliary Register B), 
any message not decoded by the 8291 A becomes an 
undefined command. When Mode 3 addressing is 
used secondary addresses are also passed through 


the CPT Register. In either case, the 8291 A will hold- 
off the handshake until the microprocessor reads 
this register and issues the VSCMD auxiliary 
command. 

The CPT and APT interrupts flag the availablility of 
undefined commands and secondary addresses in 
the CPT Register. The details of these interrupts are 
explained in the section on Interrupt Registers. 

An added feature of the 8291 A is its ability to handle 
undefined secondary commands following unde- 
fined primaries. Thus, the number of available 
commands for future IEEE-488 definition is in- 
creased; one undefined primary command followed 
by a sequence of as many as 32 secondary com- 
mands can be processed. The IEEE-488 Standard 
does not permit users to define their own com- 
mands, but upgrades of the standard are thus pro- 
vided for. 

The recommended use of the 8291 A’s undefined 
command capabilities is for a controller-configured 
Parallel Poll. The PPC message is an undefined pri- 
mary command typically followed by PPE, an unde- 
fined secondary command. For details on this proce- 
dure, refer to the section on Parallel Poll Protocol. 


Auxiliary Mode Register 


CNT2 

CNT1 

CNT0 

COM4 

COM3 

COM2 

COM1 

COMO 


AUX MODE (5W) 


CNTO-2 :CONTROL BITS 
COMO-4 -.COMMAND BITS 

The Auxiliary Mode Register contains a three-bit 
control field and a five-bit command field. It is used 
for several purposes on the 8291 A: 

1. To load “hidden” auxiliary registers on the 
8291 A. 

2. To issue commands from the microprocessor to 
the 8291 A. 

3. To preset an internal counter used to generate 
T1, delay in the Source Handshake function, as 
defined in IEEE-488. 

Table 5 summarizes how these tasks are performed 
with the Auxiliary Mode Register. Note that the three 
control bits determine how the five command bits 
are interpreted. 
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Table 5 


CODE 


CONTROL 

BITS 

COMMAND 

BITS 

COMMAND 

000 

0CCCC 

Execute auxiliary command 
CCCC 

001 

ODDDD 

Preset internal counter to 
match external clock 
frequency of DDDD MHz 
(DDDD binary representation 
of 1 to 8 MHz) 

100 

DDDDD 

Write DDDDD into auxiliary 
register A 

101 

DDDDD 

Write DDDDD into auxiliary 
register B 

011 

USP 3 P 2 P 1 

Enable/disable parallel poll 
either in response to remote 
messages (PPC followed by 
PPE or PPD) or as a local 
Ipe message. (Enable if U = 0, 
disable if U= 1.) 


AUXILIARY COMMANDS 

Auxiliary commands are executed by the 8291 A 
whenever 0000CCCC is written into the Auxiliary 
Mode Register, where CCCC is the 4-bit command 
code. 


0000 — Immediate Execute pon: This command 
resets the 8291 A to a power up state (local pon 
message as defined in IEEE-488). 

The following conditions constitute the power up 
state: 

1. All talkers and listeners are disabled. 

2. No interrupt status bits are set. 

The 8291A is designed to power up in certain states 
as specified in the IEEE-488 state diagrams. Thus, 
the following states are in effect in the power up 
state: SIDS, AIDS, TIDS, LIDS, NPRS, LOCS, and 
PPIS. 

The “0000” pon is an immediate execute command 
(a pon pulse). It is also used to release the “initialize” 
state generated by either an external reset pulse or 
the “0010” Chip Reset command. 

0010 — Chip Reset (Initialize): This command has the 
same effect as a pulse applied to the Reset pin. 
(Refer to the section on Reset Procedure.) 

0011 — Finish Handshake : This command finishes a 
handshake that was stopped because of a holdoff 
on RFD. (Refer to Auxiliary Register A.) 


0100 — Trigger: A “Group Execute Trigger” is forced 
by this command. It has the same effect as a GET 
command issued by the c©ntroller-in-charge of the 
GPIB, but does not cause a GET interrupt. 

0101, 1101 — Clear/Set rtl: These commands corre- 
spond to the local rtl message as defined by the 
IEEE-488. The 8291 A will go into local mode when a 
Set rtl Auxiliary Command is received if local 
lockout is not in effect. The 8291 A will exit local 
mode after receiving a Clear rtl Auxiliary Command 
if the 8291 A is addressed to listen. 

0110— Send EOI: The EOI line of the 8291 A may be 
asserted with this command. The command causes 
EOI to go true with the next byte transmitted. The 
EOI line is then cleared upon completion of the 
handshake for that byte. 

0111, 1111 — Non Valid/Valid Secondary Address or 
Command (VSCMD): This command informs the 
8291 A that the secondary address received by the 
microprocessor was valid or invalid (0111 = invalid, 
1111 = valid). If Mode 3 addressing is used, the 
processor must field each extended address and 
respond to it' or the GPIB will hang up. Note that the 
COM3 bit is the invalid/valid flag. 

The valid (1111) command is also used to tell the 
8291 A to continue from the command-pass- 
through-state, or from RFD holdoff on GET, SDC 
or DCL. 

1000 — pon: This command puts the 8291 A into the 
pon (power on) state and holds it there. It is similar to 
a Chip Reset except none of the Auxiliary Mode 
Registers are cleared. In this state, the 8291A does 
not participate in any bus activity. An Immediate 
Execute pon releases the 8291 A from the pon state 
and permits the device to participate in the bus 
activity again. 

0001, 1001— Parallel Poll Flag (local “ist” message): 
This command sets (1001) or clears (0001) the paral- 
lel poll flag. A “1 ” is sent over the assigned data line 
(PRR = Parallel Poll Response true) only if the paral- 
lel poll flag matches the sense bit from the Ipe local 
message (or indirectly from the PPE message). Fora 
more complete description of the Parallel Poll 
features and procedures refer to the section on Par- 
allel Poll Protocol. 

INTERNAL COUNTER 

The internal counter determines the delay time al- 
lowed for the setting of data on the DIO lines. This 
delay time is defined as T, in IEEE-488 and appears 
in the Source Handshake state diagram between the 
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SDYS and STRS. As such, DAV is asserted T, after 
the DIO lines are driven. Consequently, T, is a major 
factor in determining the data transfer rate of the 
8291 A over the GPIB (T, = TWRDV2-TWRD1 5). 


Auxiliary Register, it is loaded with the data 
A 4 A 3 A 2 ATAQ. Setting the respective bits to “1” 
enables the following features. 


When open-collector transceivers are used for con- 
nection to the GPIB, T, is defined by IEEE-488 to be 
2/xsec. By writing 0010DDDD into the Auxiliary Mode 
Register, the counter is prdset to match a f c MHz 
clock input, where DDDD is the binary representa- 
tion of N f [1^N f ^ 8, N F =(DDDD) 2 ]. When N F = f c , a 
2fisec Tt delay will be generated before each DAV 
asserted. 


1"l(/u,sec) + tsYNC » 1<N F =S8 


^A 0 — RFD Holdoff on all Data: If the 8^91 A is listen- 
ing, RFD will not be sent true until the “finish hand- 
shake” auxiliary command is issued by the 
microprocessor. The holdoff will be in effect for each 
data byte. 


A! — RFD Holdoff on End: This feature enables the 
holdoff on EOI or EOS (if enabled). However, no 
holdoff will be in effect on any other data bytes. 


tsvNc is a synchronization error, greater than zero 
and smaller than the larger of T clock high and T 
clock low. (For a 50% duty cycle clock, t SY Nc is less 
than half the clock cycle). 


A 2 — End on EOS Received : Whenever the byte in the 
Data In Register matches the byte in the EOS Regis- 
ter, the END interrupt bit will be set in the Interrupt 
Status 1 Register. 


If it is necessary that T t be different from 2/xsec, N F 
may be set to a value other than f c . In this manner, 
data transfer rates may be programmed for a given 
system. In small systems, for example, where trans- 
fer rates exceeding GPIB specifications are re- 
quired, one may set N F <f c and decrease T v 


When tri-state transceivers are used, IEEE-488 al- 
lows a higher transfer rate (lower T t ). Use of the 
8291 A with such transceivers is enabled by setting 
B 2 in Auxiliary Register B. In this case, setting N F =f c 
causes a T 1 delay of 2/i.sec to be generated for the 
first byte transmitted — all subsequent bytes will 
have a delay of 500 nsec. 


T^High Speed) fisec = 


Nl 

2f c 


+ 


tsYNC 


Thus, the shortest T, is achieved by setting N F = 1 
using an 8 MHz clock with a 50% duty cycle clock 
(tsYNc <63 nsec): 


t khs) ~ ^8 + 0 063 


125 nsec max. 


AUXILIARY REGISTER A 

Auxiliary Register A is a “hidden” 5-bit register 
which is used to enable some of the 8291 A features. 
Whenever a 100 A 4 A 3 A 2 A 1 A 0 byte is written into the 


A 3 — Output EOI on EOS Sent: Any occurrence of 
data in the Data Out Register matching the EOS 
Register causes the EOI line to be sent true along 
with the data. 


A 4 — EOS Binary Compare: Setting this bit causes 
the EOS Register to function as a full 8-bit word. 
When it is not set, the EOS Register is a 7-bit word 
(for ASCII characters). 


If Aq^A^I, a special “continuous Acceptor Hand- 
shake cycling” mode is enabled. This mode should 
be used only in a controller system configuration, 
where both the 8291 A and the 8292 are used. It 
provides a continuous cycling through the Acceptor 
Handshake state diagram, requiring no local mes- 
sages from the microprocessor; the rdy local mes- 
sage is automatically generated when in ANRS. As 
such, the 8291A Acceptor Handshake serves as the 
controller Acceptor Handshake. Thus, the controller 
cycles through the Acceptor Handshake without de- 
laying the data transfer in progress. When the tcs 
local message is executed, the 8291 A should be 
taken out of the “continuous AH cycling” mode, the 
GPIB will hang up in ANRS, and a Bl interrupt will be 
generated to indicate that control may be taken. A 
simpler procedure may be used when a “tcs on end 
of block” is executed; the 8291A may stay in “con- 
tinuous AH cycling”. Upon the end of a block (EOI or 
EOS received), a holdoff is generated, the GPIB 
hangs up in ANRS, and control may be taken. 
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AUXILIARY REGISTER B 

Auxiliary Register B is a “hidden” 4-bit register 
which is used to enable some of the features of the 
8291 A. Whenever a 101 6483628! B 0 is written into 
the Auxiliary Mode Register, it is loaded with the 
data 6463626,60. Setting the respective bits to “1” 
enables the following features: 


B 0 — Enable Undefined Command Pass Through: 
This feature allows any commands not recognized 
by the 8291 A to be handled in software. If enabled, 
this feature will cause the 8291 A to holdoff the hand- 
shake when an undefined command is received. The 
microprocessor must then read the command from 
the Command Pass Through Register and send the 
VSCMD auxiliary command. Until the VSCMD com- 
mand is sent, the handshake holdoff will be in effect. 


B, — Send EOI in SPAS: This bit enables EOI to be 
sent with the status byte; EOI is sent true in Serial 
Poll Active State. Otherwise, EOI is sent false in 
SPAS. 


B 2 — Enable High Speed Data Transfer: This feature 
may be enabled when tri-state external transceivers 
are used. The data transfer rate is limited by T, delay 
time generated in the Source Handshake function, 
which is defined according to the type of transceiv- 
ers used. When the “High Speed" feature is enabled, 
T, = 2 microseconds is generated for the first byte 
transmitted after each true to false transition of ATN. 
For all subsequent bytes, T, = 500 nanoseconds. 
Refer to the Internal Counter section for an explana- 
tion of T, duration as a function of B 2 and of clock 
frequency. 


B 3 — Enable Active Low Interrupt: Setting this bit 
causes the polarity of the INT pin to be reversed, 
providing an output signal compatible with Intel’s 
MCS-48® Family. Interrupt registers are not affected 
by this bit. 


B 4 — Enable RFD Holdoff on GETor DEC: Setting this 
bit causes RFD to be held false until the “VSCMD” 
auxiliary command is written after GET, SDC, and 
DCL commands. This allows the device to hold off 
the bus until it has completed a clear or trigger 
similar to an unrecognized command. 


PARALLEL POLL PROTOCOL 

Writing a 011 USP3P2P1 into the Auxiliary Mode Reg- 
ister will enable (U=0) or disable (U = 1) the 8291 A for 
a parallel poll. When U=0, this command isthe“lpe” 
(local poll enable) local message as defined in 
IEEE-488. The “S” bit is the sense in which the 
8291 A is enabled; only if the Parallel Poll Flag (“ist” 
local message) matches this bit will the Parallel Poll 
Response, PPR N , be sent true (Response=S + ist). 
The bits P 3 P 2 Pi specify which of the eight data lines 
PPR n will be sent oyer. Thus, once the 8291A has 
been configured for Parallel Poll, whenever it senses 
both EOI and ATN true, it will automatically compare 
its PP flag with the sense bit and send PPR N true or 
false according to the comparison. 


If a PP2* implementation is desired, the “Ipe” and 
“ist” local messages are all that are needed. Typi- 
cally, tfye user will configure the 8291A for Parallel 
Poll immediately after initialization. During normal 
operation the microprocessor will set or clear the 
Parallel Poll Flag (ist) according to the device’s need 
for service. Consequently the 8291 A will be set up to 
give the proper response to IDY (EOI • ATN) without 
directly involving the microprocessor. 


If a PP1* implementation is desired, the undefined 
command features of the 8291A must be used. In 
PP1, the 8291 A is indirectly configured for Parallel 
Poll by the active controller on the GPIB. The se- 
quence at the 8291 A being enabled or disabled re- 
motely is as follows: 

1. The PPC message is received and is loaded into 
the Command Pass Through Register as an un- 
defined command. A OPT Interrupt is sent to the 
microprocessor; the handshake is automatically 
held off. 

2. The microprocessor reads the CPT Register and 
sends VSCMD to the 8291A, releasing the 
handshake. 

3. Having received an undefined primary com- 
mand, the 8291 A is set up to receive an undefined 
secondary command (the PPE or PPD message). 
This message is also received into the CPT Regis- 
ter, the handshake is held off, and the CPT inter- 
rupt is generated. 

NOTE: *As defined in IEEE Standard 488. 
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4. The microprocessor reads the PPE or PPD mes- 
sage and writes the command into the Auxiliary 
• Mode Register (bit 7 should be cleaned first). Fi- 
nally, the microprocessor sends VSCMD and the 
handshake is released. 


End of Sequence (EOS) Register 


EC7 

EC6 

EC5 

EC4 

EC3 

EC2 

EC1 

ECO 


EOS REGISTER 


The EOS Register and its features offer an alterna- 
tive to the “Send EOI” auxiliary command. A seven 
or eight bit byte (ASCII or binary) may be placed in 
the register to flag the end of a block or read. The 
type of EOS byte to be used is selected in Auxiliary 
Register bit A 4 . 

If the 8291A is a listener, and the “End on EOS 
Received” is enabled with bit A 2 , then an END inter- 
rupt is generated in the Interrupt Status 1 Register 
whenever the byte in the Data-In Register matches 
the byte in the EOS Register. 

If the 8291 A is a talker, and the “Output EOI on EOS 
Sent” is enabled with bit A 3 , then the EOI line is sent 
true with the next byte whenever the contents of the 
Data Out Register match the EOS register. 


Reset Procedure 

The 8291 A is reset to an initialization state either by a 
pulse applied to its Reset pin, or by a reset auxiliary 
command (02H written into the Auxiliary Command 
Register). The following conditions are caused by a 
reset pulse (or local reset command): 

1. A “pon” local message as defined by IE£E-4&8 is 
held true until the initialization state is released. 

2. The Interrupt Status Registers are cleared (not 
Interrupt Enable Registers). 

3. Auxiliary Registers A and B are cleared. 

4. The Serial Poll Mode Register is cleared. 

5. The Parallel Poll Flag is cleared. 

6. The EOI bit in the Address Status Register is 
cleared. 

7. N f in the Internal Counter is set to 8 MHz. This 
setting causes the longest possible T, delay to be 
generated in the Source Handshake (16 fxsec for 
1 MHz clock). 

8. The rdy local message is sent. 


The initialization state is released by an “im- 
mediate execute pon” command (00H written into 

the Auxiliary Command Register). 

The suggested initialization sequence is: 

1. Apply a reset pulse or send the reset auxiliary 
command. 

2. Set the desired intial conditions by writing into 
the Interrupt Enable, Serial Poll Mode, Address 
Mode, Address 0/1 , and EOS Registers. Auxiliary 
Registers A and B, and the internal counter 
should also be initialized. 

3. Send the “immediate execute pon” auxiliary 
command to release the initialization state. 

4. If a PP2 Parallel Poll implementation is to be used 
the “Ipe” local message may be sent, enabling 
the 8291A for a Parallel Poll Response on an 
assigned line. (Refer to the section on Parallel 
Poll Protocol.) 


Using DMA 

The 8291 A rhay be connected to the Intel® 8237 or 
8257 DMA Controllers or the 8089 I/O Processor for 
DMA operation. The 4 8237 will be used to refer to any 
DMA controller. The DREQ pin of the 8291 A requests 
a DMA byte transfer from the 8237. It is set by BO or 
Bl flip flops, enabled by the DMAO and DMAI bits in 
the Interrupt Enable 2 Register. (After reading, the 
INTI register BO and Bl interrupts will be cleared but 
not BO and Bl in DREQ equation.) 


The DACK pin is driven by the 8237 in response to 
the DMA request. When DACK is true (active low) it 
sets CS= RS0= RSI = RS2=0 such that the RD and 
WR signals sent by the 8237 refer to the Data In and 
Data Ou t Reg isters. Also, the DMA request line is 
reset by DACK (RD + WR). 


DMA input sequence: 

1. A data byte is accepted from the GPIB by the 
8291 A. 

2. A Bl in terrupt is generated and DREQ is set. 

3. DACK and RD are driven by the 8237, the contents 
of the Data In Register are transferred to the 
system bus, and DREQ is reset. 

4. The 8291A sends RFD true on the GPIB and pro- 
ceeds with the Acceptor Handshake protocol. 

DMA output sequence: 

1. A BO interrupt is generated (indicating that a byte 
should be output) and DREQ is asserted. 
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2. DACK and WR are driven by the 8237, a byte is 
transferred from the MCS bus into the Data Out 
Register, and DREQ is reset. 

3. The 8291 A sends DAV true on the GPIB and pro- 
ceeds with the Source Handshake protocol. 

It should be noted that each time the device is ad- 
dressed (MTA + MLA + ton + Ion), the Address 
Status Register should be read, and the 8237 should 
be initialized accordingly. (Refer to the 8237 or 8257 
Data Sheets.) 

APPLICATION BRIEF 

System Configuration 

MICROPROCESSOR BUS CONNECTION 

The 8291 A is 8048/49, 8051, 8080/85, and 8086/88 


compatible. The three address pins (RS 0 , RS 1; RS 2 ) 
should be connected to the non-multiplexed ad- 
dress bus (for example: A 8 , A 9 , A 10 ). In case of 8080, 
any address lines may be used. If the three lowest 
address bits are used (A 0 , A 1f A 2 ), then they must be 
demultiplexed first. 


EXTERNAL TRANSCEIVERS CONNECTION 

The 8293 GPIB Transceiver interfaces the 8291 A di- 
rectly to the IEEE-488 bus. The 8291 A and two 8293’s 
can be configured as a talker/listener (see Figure 6) 
or with the 8292 as a talker/listener/controller (see 
Figure 7). Absolutely no active or passive external 
components are required to comply with the com- 
plete IEEE-488 electrical specification. 



Figure 6. 8291 A and 8293 System Configuration 
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Figure 7. 8291 A, 8292, and 8293 System Configuration 
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Start-Up Procedures 

The following section describes the steps needed to 
initialize a typical 8291A system implementing a 
talker/listener interface and an 8291 A/8292 system 
implementing a talker/listener/controller interface. 

TALKER/LISTENER SYSTEM 

Assume a general system configuration with the 
following features: (i) Polled system interface; (ii) 
Mode 1 addressing: (iii) same address for talker and 
listener; (iv) ASCII carriage return as the end-of- 
sequence (EOS) character; (v) EOI sent true with the 
last byte; and, (vi) 8 MHz clock. 

Initialization. Initialization is accomplished with 
the following steps: 

1. Pulse the RESET input or write 02H to the Auxil- 
iary Mode Register. 

2. Write 00H to the Interrupt Enable Registers 1 and 
2. This disabled interrupt and DMA. 

3. Write 01 H to the Address Mode Register to select 
Mode 1 addressing. 

4. Write 28H to the Auxiliary Mode Register. This 
loads 8H to the Auxiliary Register A matching the 
8 MHz clock input to the internalTI delay counter 
to generate the delay meeting the IEEE spec. 

5. Write the talker/listener address to the Address 
0/1 register. The three most significant bits are 
zero. 

6. Write an ASCII carriage return (ODH) to the EOS 
register. 

7. Writ e 84H to the Auxiliary Mode Register to allow 
EOI to be sent true when the EOS character is 
sent. 

8. Write 00H to the Auxiliary Mode Register. This 
writes the “Immediate Execute pon” message 
and takes the 8291 A from the initialization state 
into the idle state. The 8291 A will remain idle until 
the controller initiates some activity by driving 
ATN true. 

Communication. The local CPU now polls the 
8291A to determine which controller command has 
been received. 

The controller addresses the 8291A by driving ATN, 
placing MLA (My Listen Address) on the bus and 
driving DAV. If the lower five bits of the MLA message 
match the address programmed into the Address 0/1 
register, the 8291 A is addressed to listen. It would be 
addressed to talk if the controller sent the MTA mes- 
sage instead of MLA. 


The ADSC bit in the Interrupt Status 2 Register indi- 
cates that the 8291A has been addressed or 
unaddressed. The TA and LA bits in the Address 
Status Register indicate whether the 8291 A is talker 
(TA= 1), listener (LA=1), both (TA=LA=1) or unad- 
dressed (TA=LA=0). 

If the 8291 A is addressed to listen, the local CPU can 
read the Data-In Register whenever the Bl (Byte In) 
interrupt occurs in the Interrupt Status 1 Register. If 
the END bit in the same register is also set, either EOI 
or a data byte matching the pattern in the EOS regis- 
ter has been received. 

In the talker mode, the CPU writes data into the 
Byte-Out Register on BO (Byte Out) true. 

TALKER/LISTENER/CONTROLLER SYSTEM 

Combined with the Intel 8292, the 8291 A executes a 
complete IEEE-488-1978 controller function, The 
8291 A talks and listens via the data and handshake 
lines (NRFD, NDACand DAV). The 8292 con trols four 
of th e five bus management lines (IFC, SRQ, ATN and 
REN). EOI, the fifth line, is shared. The 8291 A drives 
and receives EOI when EOI is used as an end-of- 
block indicator. The 8292 drives EOT alorig with ATN 
during a parallel poll command. 

Once again, assume a general system configuration 
with the following features: (i) Polled system inter- 
face; (ii) 8292 as the system controHer and 
controller-in-charge; (iii) ASCII carriage return (ODH) 
as the EOS identifier; (iv) EOI sent with the last 
character; and, (v) an external buffer (8282),used to 
monitor the TCI line. 

Initialization. In order to send a command across 
the GPIB, the 8292 has to drive ATN, and the 8291A 
has to drive the data lines. Both devices therefore 
need initialization 

To initialize the 8292: 

1 . Pulse the RESET input.The 8292 will initially drive 
all outputs high. TCI, SPI, OBFI, IBFI and CLTH 
will then go low. The Interrupt Status, Interrupt 
Mask, Error Flag, Error Mask and Timeout regis- 
ters will be cleared. The interrupt counter will be 
disabled and loaded with 255. The 8292 will then 
monitor the status of the SYC pin. If high, the 
8292 will pulse IFC true for at least 100//,s in com- 
pliance with the IEEE-488-1978 standard. It will 
then take control by asserting ATN. 

To initialize the 8291 A, the following is necessary: 

1. Write 00H to Interrupt Enable registers 1 and 2. 
This disables interrupt and DMA. 
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2. With the 8292 as the controller-in-charge, it is 
impossible to address the 8292 via the GPIB. 
Therefore, the ton or Ion modes of the 8291 A must 
be used. To send comands, set the 8291 A in the 
ton mode by writing 80H to the Address Mode 
Register. 

3. Write 26H to the Auxiliary Mode Register to match 
theTI data settling time to the 6 MHz clock input. 

4. Write an ASCII carriage return (ODH) to the EOS 
Register. 

5. Write 84H to the Auxiliary Mode Register in order 
to enable “Output EOI on EOS sent” and thus 
send EOI with the last character. 

6. Write 00H — Immediate Execute pon — to the Aux- 
iliary Mode Register to put the 8291 A in the idle 
state. 

Communication. Since the 8291A is in the ton 
mode, a BO interrupt is generated as soon as the 
immediate Execute pon command is written. The 
CPU writes the command into the Data Out Register, 
and repeats it on BO be com ing true for as many 
commands as necessary. ATN remains continuously 


true unless the GTSB (Go To Standby) command is 
sent to the 8292. 

ATN has to be false in order to send data rather than 
commands from the controller. To do this, the follow- 
ing steps are needed: 

1. Enable the TCI interrupt if not already enabled. 

2. Wait for IBF (Input Buffer Full) in the 8292 Inter- 
rupt Status Register to be reset. 

3. Write the GTSB (F6H) command to the 8292 Com- 
mand Field Register. 

4. Read the 8282 and wait for TCI to be true. 

5. Write the ton (80H) and pon (00H) command to 
the 8291 A Address Mode Register and Auxiliary 
Mode Registers respectively. 

6. Wait for the BO interrupt to be set in ‘the 8291 A. 

7. Write the data to the 8291 A Data-Out Register. 

Identically, the user could command the controller 
to listen rather than talk. To do that, write Ion (40H) 
instead of ton into the Address Mode Register. Then 
wait for Bl rather than BO to go true. Read the data 
Register. 
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ABSOLUTE MAXIMUM RATINGS 


Ambient Temperature Under Bias 0°C to 70°C 

Storage Temperature -65°C to ±150°C 

Voltage on Any Pin 

With Respect to Ground -0.5V to +7V 

Power Dissipation 0.65 Watts 


*NOTICE: Stresses above those listed under “Absolute Max- 
imum Ratings’’ may cause permanent damage to the device 
This is a stress rating only and functional operation of the 
device at these or any other conditions above those indicated 
in the operational sections of this specification is not implied. 
Exposure to absolute maximum rating conditions for extended 
periods may affect device reliability. 


D.C. CHARACTERISTICS [V cc = 5V ±10% , T* = 0°C to 70°C (Commercial)] 


Symbol 

Parameter 

Min. 

Max. 

Unit 

Test Conditions 

VlL 

Input Low Voltage 

-0.5 

08 

V 


VlH 

Input High Voltage 

2 

Vcc+0.5 

V 


VOL 

Output Low Voltage 


0.45 

V 

IOL=2mA (4mA for TR1 pin) 

VOH 

Output High Voltage 

2.4 


V 

Ioh = -400 juA ( -150/u A forSRQpin) 

VOH-INT 

Interrupt Output High Voltage 

24 


V 

Ioh=-400/uA 



35 


V 

Ioh=-50/uA 

IlL 

Input Leakage 


10 

mA 

Vin=0V to Vcc 

1 OFL 

Output Leakage Current 


±10 

mA 

VouT=0.45V,V C c 

lee 

Vcc Supply Current 


120 

mA 

Ta=0°C 


A.C. CHARACTERISTICS [v cc = 5V ±10% , T a = 0°C to 70°C (Commercial)] 


Symbol 

Parameter 

Min. 

Max. 

Unit 

Test Conditions 

tAR 

Address Stable Before READ 

0 


nsec 


tRA 

Address Hold After READ 

0 


nsec 


tRR 

READ width 

140 


nsec 


tAD 

Address Stable to Data Valid 


250 

nsec 


tRD 

READ to Data Valid 


100 

nsec 


tRDF 

Data Float After READ 

0 

60 

nsec 


tAW 

Address Stable Before WRITE 

0 


nsec 


tWA 

Address Hold After WRITE 

0 




tww 

WRITE Width 

170 


nsec 


tow 

Data Set Up Time to the Trailing 
Edge of WRITE 

130 


nsec 


tWD 

Data Hold Time After WRITE 

0 


nsec 


tDKDR4 

RDj orWRj to DREQj 


130 

nsec 


tDKDA6 

RD| to Valid Data 
(D 0 -D 7 ) 


200 

nsec 

DACK! to RD1 0 -st s=50nsec 
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A.C. TIMING MEASUREMENT POINTS AND LOAD CONDITIONS 





DEVICE 

UNDER 

TEST 

;j; C L = 150 pF 




GPIB TIMINGS 1 


Symbol 

Parameter 

Max. 

Units 

Test Conditions 

TEOT13 2 

EOijtoTRIt 

135 

nsec 

PPSS, ATN=0.45V 

TEOD16 

EOU to DiO Valid 

155 

nsec 

PPSS, ATN=0.45V 

TEOT12 

EOft to TR1| 

155 

nsec 

PPSS, ATN=0.45V 

TATND4 

ATNf to NDACj 

155 

nsec 

TACS, AIDS 

TATT14 

ATN| toTR1| 

155 

nsec 

TACS, AIDS 

TATT24 

AfN| toTR2j 

155 

nsec 

TACS, AIDS 

TDVND3-C 

DAVJ, to NDACf 

650 

nsec 

AH, CACS 

TNDDV1 

NDACt to DAVf 

350 

nsec 

SH, STRS 

TNRDR1 

NRFDf to DREQt 

400 

nsec 

SH 

TDVDR3 

DAVi to DREQt 

600 

nsec 

AH, LACS, ATN=2.4V 

TDVND2-C 

DAV| to NDACt 

350 

nsec 

AH, LACS 

TDVNR1-C 

DAVf to NRFDf 

350 

nsec 

AH, LACS, rdy=True 

TRDNR3 

RD| to NRFDf 

500 

nsec 

AH, LACS 

TWRD15 

WRf to DIO Valid 

280 

nsec 

SH, TACS, RS=0.4V 

TWRE05 

WRf to EOI Valid 

350 

nsec 

SH, TACS 

TWRDV2 

WRf to DAVf 

830 4- tsYNC 

nsec 

High Speed Transfers Enabled, 

Np = fc, t S YNC == "l/2*fc 


NOTES: 

1. All GPIB timings are at the pins of the 8291 A. 

2. The last number in the symbol for any GPIB timing parameter is chosen according to the transition directions of the reference 
signals. The following table describes the numbering scheme. 


f to 

t 

1 

tto 

i 

2 

fto 

t 

3 

i to 

1 

4 

tto VALID 

5 

1 to VALID 

6 
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APPENDIX A 


MODIFIED STATE DIAGRAMS 


Figure A-1 presents the interface function state 
diagrams. It is derived from IEEE Std. state dia- 
grams, with the following changes: 


A. The 8291 A supports the complete set of IEEE-488 
interface functions except for the controller. These 
include: SHI , AH1 , T5, TE5, L3, LE3, SRI , RL1 , PP1 , 
DC1, DTI, and CO. 


B. Addressing modes included in T,L state 
diagrams. 


Note that in Mode 3, MSA, OSA are generated only 
after secondary address validity check by the micro- 
processor (APT interrupt). 


C. In these modified state diagrams, the IEEE-488- 
1978 convention of negative (low true) logic is 
followed. This should not be confused with the Intel 
pin- and signal-naming convention based on posi- 
tive logic. Thus, while the state diagrams below car- 
ry low true logic, the signals described elsewhere in 
this data sheet are consistent with Intel notation and 
are based on positive logic. 


Level 

Logic 

Convention 

IEEE-488 

Intel 

0 

T 

DAV 

DAV 

1 

F 

DAV 

DAV 

0 

T 

NDAC 

NDAC 

1 

F 

NDAC 

NDAC 

0 

T 

NRFD 

NRFD 

1 

F 

NRFD 

NRFD 


Consider the condition when the Not-Ready-For- 
Data signal (pin 37) is active. I ntel in dicates this 
active low signal with the symbol NRFD (V OU T^Vo L for 
AH; V IN <V IL for SH). The IEEE-488-1978 Standard, in 
its state diagrams, indicates the active state of this 
signal (True condition) with NRFD. 

D. All remote multiline messages decoded are con- 
ditioned by ACDS. The multiplication by ACDS is not 
drawn to simplify the diagrams. 

E. The symbol 


indicates: 

1 . When event X occurs, the function returns to 
state S. 

2. X overrides any other transition condition in 
the function. 

Statement 2 simplifies the diagram, avoiding the 
explicit use of X to condition all transitions from S to 
other states. 




Figure A-1. 8291A State Diagrams (Continued next page) 
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Figure A-1. 8291 A State Diagrams (Continued next page) 
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Table B-1. IEEE 488 Time Values 


Time Value 
Identifier 1 

Function (Applies to) 

Description 

Value 

Ti 

SH 

Settling Time for Multiline Messages 

> 2/as 2 

t2 

LC,iC,SH,AH,T,L 

Response to ATN 

< 200ns 

T3 

AH 

Interface Message Accept Time 3 

>0 4 

t4 

T,TE,L,LE,C,CE 

Response to IFC or REN False 

< 100/as 

t5 

PP 

Response to ATN+EOI 

< 200ns 

Te 

C 

Parallel Poll Execution Time 

> 2/xs 

T 7 

C 

Controller Delay to Allow Current Talker 
to see ATN Message 

> 500 ns 

t 8 

C 

Length of IFC or REN False 

> 100/as 

Tg 

C 

Delay for EOI 5 

> 1.5/as 6 


NOTES: 

’Time values specified by a lower case t indicate the maximum time allowed to make a state transition. Time values specified by an 
upper case T indicate the minimum time that a function must remain in a state before exiting. 

2 lf three-state drivers are used on the DIO, DAV, and EOI lines, T, may be: 

1. > 1100 ns. 

2. Or > 700 ns if it is known that within the controller ATN is driven by a three-state driver. 

3. Or > 500ns for all subsequent bytes following the first sent after each false transition of ATN (the first byte must be sent in accord- 
ance with (1) or (2). 

4. Or > 350ns for all subsequent bytes following the first sent after each false transition of ATN under conditions specified in Section 
5.2.3 and warning note. See IEEE Standard 488. 

3 Time required for interface functions to accept, not necessarily respond to interface messages, 
implementation dependent. * 

5 Delay required for EOF, NDAC, and NRFD signal lines to indicate valid states. 

6 2 : 600 ns for three-state drivers. 


6-413 


205248-002 



8291 A 


inteT 


APPENDIX C 

THE THREE- WIRE HANDSHAKE 


TWR0I5 



Figure C-1. 3- Wire Handshake Timing at 8291 A 
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8292 

GPIB CONTROLLER 


■ Complete IEEE Standard 488 Controller 
Function 

■ Interface Clear (IFC) Sending Capability 
Allows Seizure of Bus Control and/or 
Initialization of the Bus 

■ Responds to Service Requests (SRQ) 

■ Sends Remote Enable (REN), Allowing 
Instruments to Switch to Remote 
Control 


■ Complete Implementation of Transfer 
Control Protocol 

■ Synchronous Control Seizure Prevents 
the Destruction of Any Data 
Transmission in Progress 

■ Connects with the 8291 to Form a 
Complete IEEE Standard 488 Interface 
Talker/Listener/Controller 


The 8292 GPIB Controller is a microprocessor-controlled chip designed to function with the 8291 GPIB Talker/Listener 
to implement the full IEEE Standard 488 controller function, including transfer control protocol. The 8292 is a pre- 
programmed Intel® 8041 A. 



Figure 1. 8291, 8292 Block Diagram 
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Figure 2. Pin Configuration 
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Table 1. Pin Description 


Symbol 

Pin 

No. 

Type 

Name and Function 

IFCL 

1 

1 

IFC Received (Latched): The 8292 
monitors the IFC Line (when not 
system controller) through this pin. 

Xi,X 2 

2,3 


Crystal Inputs: Inputs for a crystal, 
LC or an external timing signal to 
determine the internal oscillator 
frequency. 

RESET 

4 

1 . 

Reset: Used to initialize the chip to 
a known state during power on. 

CS 

6 

1 

Chip Select Input: Used to select 
the 8292 from other devices on the 
common data bus. 

RD 

8 

1 

Read Enable: Allows the master 
CPU to read from the 8292. 

A 0 

9 

1 

Address Line: Used to select be- 
tween the data bus and the status 
register during read operations and 
to distinguish between data and 
commands written into the 8292 
during write operations. 

WR 

10 

1 

Write Enable: Allows the master 
CPU to write to the 8292. 

SYNC 

11 

0 

Sync: 8041 A instruction cycle syn- 
chronization signal; it is an output 
clock with a frequency of XTAL - 
15. 

D0-D7 

12-19 

I/O 

Data: 8 bidirectional lines used for 
communication between the cen- 
tral processor and the 8292’s data 
fcftis buffers and status register. 

V SS 

7, 20 

P.S. 

Ground: Circuit ground potential. 

SRQ 

21 

1 

Service Request: One of the IEEE 
control lines. Sampled by the 8292 
when it is controller in charge. If 
true, SPI interrupt to the master will 
be generated. 

AfNI 

22 

1 

Attention In: Used by the 8292 to 
monitor the GPIBATN control line. It 
is used during the transfer control 
procedure. 

IFC 

23 

I/O 

Interface Clear: One of the GPIB 
management lines, as defined by 
IEEE Std. 488-1978, places all de- 
vices in a known quiescent state. 

SYC 

24 

1 

System Conroller: Monitors the 
system controller switch. 

CLTH 

27 

0 

Clear Latch: Used to clear the IFCR 
latch after being recognized by the 
8292. Usually low (except after 
hardware Reset), it will be pulsed 
high when IFCR is recognized by 
the 8292. 

ATNO 

29 

0 

Attention Out: Controls the ATN 
control line of the bus through ex- 
ternal logic for tcs and tea proce- 
dures. (ATN is a GPIB control line, as 
defined by IEEE Std. 488-1978.) 


Symbol 

Pin 

No. 

Type 

Name dnd Function 

v cc 

5, 26, 40 

P.S. 

Voltage: +5V supply input ±10%. 

COUNT 

39 

1 

Event Count: When enabled by the 
proper command the internal 
counter will count external events 
through this pin. High to low transi- 
tion will increment the internal 
counter by one. The pin is sampled 
once per three internal instruction^ 
cycles (7.5/Lisec sample period 
when using 5 MHz XTAL). It can be 
used for byte counting when con- 
nected to NDAC, or for block count- 
ing when connected to the EOI. 

REN 

38 

0 

Remote Enable: The Remote En- 
able bus signal selects remote or 
local control of the device on the 
bus. A GPIB bus management line, 
as defined by IEEE Std. 488-1978. 

DAV 

37 

i/6 

Data Valid: Used during parallel 
poll to force the 8291 to accept the 
parallel poll status bits. It is also 
used during the tcs procedure. 

IBFI 

36 

0 

Input Buffer Not Full: Used to 
interrupt the central processor 
while the input buffer of the 8292 is 
empty. This feature is enabled and 
disabled by the interrupt mask 
register. 

OBFI 

35 

0 

Output Buffer Full: Used as an 
interrupt to the central , processor 
while the output buffer of the 8292 is 
full. The feature can be enabled and 
disabled by the interrupt mask 
register. 

E012 

34 

I/O 

End Or Identify: One of the GPIB 
management lines, as defined by 
IEEE Std. 488-1978. Used with ATN 
as Identify Message during parallel 
poll. 

SPI 

33 

0 

Special Interrupt: Used as an inter- 
rupt on events not initiated by the 
central processor. 

TCI 

32 

0 

Task Complete Interrupt: Interrupt 
to the control processor used to in- 
dicate that the task requested was 
completed by the 8292 and the in- 
formation requested is ready in the 
data bus buffer. 

CIC 

31 

0 

Controller In Charge: .Controls the 
S/R input of the SRO" bus trans- 
ceiver. It can also be used to indi- 
cate that the 8292 is in charge of the 
GPIB bus. 
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FUNCTIONAL DESCRIPTION 

The 8292 is an Intel 8041 A which has been programmed 
as a GPIB Controller interface element. It is used with 
the 8291 GPIB Talker/Listener and two 8293 GPIB Trans- 
ceivers to form a complete IEEE-488 Bus Interface for a 
microprocessor. The electrical interface is performed by 
the transceivers, data transfer is done by the talker/ 
listener, and control of the bus is done by the 8292. 
Figure 3 is a typical controller interface using Intel’s 
GPIB peripherals. 


GPIB 



GPIB 


Figure 3. Talker/Listener/Controller Configuration 


The internal RAM in the 8041 A is used as a special 
purpose register bank for the 8292. Most of these 
registers (except for the interrupt flag) can be accessed 
through commands to the 8292. Table 2 identifies the 
registers used by the 8292 and how they are accessed. 


Interrupt Status Register 


SYC 

ERR 

SRQ 

EV 

X 

| IFCR 

IBF 

OBF 


D? D 0 


The 8292 can be configured to interrupt the microproc- 
essor on one of several conditions. Upon receipt of the 
interrupt the microprocessor must read the 8292 
interrupt status register to determine which event 
caused the interrupt, and then the appropriate subrou- 
tine can be performed. The interrupt status register is 
read with A 0 high. With the exception of OBF and IBF, 
these interrupts are enabled or disabled by the SPI 
interrupt mask. OBF and IBF h ave their own bits in the 
interrupt mask (OBFI and IBFI). 

OBF Output Buffer Full. A byte is waiting to be read by 
the microprocessor. This flag is cleared when the 
output data bus buffer is read. 

IBF Input Buffer Full. The byte previously written by 
the microprocessor has not been read yet by the 
8292. If another byte is written to the 8292 before 
this flag clears, data will be lost. IBF is cleared 
when the 8292 reads the data byte. 

IFCR Interface Clear Received. The GPIB system 
controller has set IFC. The 8292 has become idle 
and is no longer in charge of the bus. The flag is 
cleared when the IACK command is issued. 

EV Event Counter Interrupt. The requested number 
of blocks or data bytes has been transferred. The 
EV interrupt flag is cleared by the IACK 
command. 

SRQ Service Request. Notifies the 8292 that a service 
request (SRC) message has been received. It is 
cleared by the IACK command. 

ERR Error occurred. The type of error can be deter- 
mined by reading the error status register. This 
interrupt flag is cleared by the IACK command. 
SYC System Controller Switch Change. Notifies the 
processor that the state of the system controller 
switch has changed. The actual state is con- 
tained in the GPIB Status Register. This flag is 
cleared by the IACK command. 


Table 2. 8292 Registers 



READ FROM 8292 

INTERRUPT STATUS 



WRITE TO 8292 

A o 


INTERRUPT MASK 



A 0 


SYC 

ERR 

SRQ 

EV 

X 

IFCR 

IBF 

OBF 

1 

1 

SPI 

TCI 

SYC 

OBFI 

IBFI 

0 

SRQ 

0 


d 7 



ERROR FLAG 


DO 


D 7 



ERROR MASK 


D 0 



X 

X 

USER 

X 

X 

TOUT 3 

tout 2 

TOUT-) 

0* 

0 

0 

USER 

0 

0 

TOUT3 

tout 2 

TOUT-) 

0 





CONTROLLER STATUS 







COMMAND FIELD 





CSBS 

CA 

X 

X 

SYCS 

IFC 

REN 

SRQ 

0* 

1 

1 

1 

OP 

C 

C 

C 

C 

1 





GPIB (BUS) STATUS 







EVENT COUNTER 





REN 

DAV 

EOI 

X 

SYC 

IFC 

| ANTI 

| SRQ 

0* 

D 

D 

O 

D 

D 

_■ 

D 

l ° 

0* 




EVENT COUNTER STATUS 







TIME OUT 






l ° 

D 

D 

D 

D 

D 

| D 

1 ° 

| °* ! 

D 

l ° 

D | 

D 

D 

D 

D 

l ° 

0* 





TIME OUT STATUS 














l ° | 

D | 

D 

D 

D 

D 

l ° | 

l ° 

o- 1 

Note: These registers are accessed by a special utility command, 
see page 6 . 
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Interrupt Mask Register 










1 1 

SPI 

TCI 

SYC 

OBFI 

IBFI 

0 

SRQ 


D 7 D 0 


The Interrupt Mask Register is used to enable features 
and to mask the SPI and TCI interrupts. The flags in the 
Interrupt Status Register will be active even when 
masked out. The Interrupt Mask Register is written 
when A 0 is low and reset by the RINM command. When 
the register is read, D 1 and D 7 are undefined. An inter- 
tupt is enabled by setting the corresponding register bit. 

SRQ Enable interrupts on SRQ received. 

IBFI Enable interrupts on input buffer empty. 

OBFI Enable interrupts on output buffer full. 

SYC Enable interrupts on a change in the system 
controller switch. 

TCI Enable interrupts on the task completed. 

SPI Enable interrupts on special events. 

NOTE: The event counter is enabled by the GSEC 
command, the error interrupt is enabled by the error 
mask register, and IFC cannot be masked (it will always 
cause an interrupt). 


Controller Status Register 


CSBS 

CA 

X 

X 

SYCS 

IFC 

REN 

SRQ 


d 7 d 0 

The Controller Status Register is used to determine the 
status of the controller function. This register is 
accessed by the RCST command. 

SRQ Service Request line active (CSRS). 

REN Sending Remote Enable. 

IFC Sending or receiving interface clear. 

SYCS System Controller Switch Status (SACS). 

CA Controller Active (CACS + CAWS + CSWS). 

CSBS Controller Stand-by State (CSBS, CA) = (0,0) — 
Controller Idle 


QPIB Bus Status Register 


REN 

DAV 

EOI 

X 

SYC 

IFC 

ATNI 

SRQ 


°7 d 0 


This register contains GPIB bus status information. It 
can be used by the microprocessor to monitor and 
manage the bus. The GPIB Bus Register can be read 
using the RBST command. 

Each of these status bits reflect the current status of 
the corresponding pin on the 8292. 

SRQ Service Request 

ATNI Attention In 

IFC Interface Clear 

SYC System Controller Switch 

EOI End or Identify 

DAV Data Valid 

REN Remote Enable 


Event Counter Register 


d 7 

d 6 

d 5 

04 

o 3 

d 2 

Dl 

. Oq 


The Event Counter Register contains the initial value for 
the event counter. The counter can count pulses on pin 
39 of the 8292 (COUNT). It can be connected to EOI or 
NDAC to count blocks or bytes respectively during 
standby state. A count of zero equals 256. This register 
cannot be read, and is written using the WEVC 
command. 


Event Counter Status Register 


D? 

0 6 

0 5 

d 4 

0 3 

d 2 

Dl 

l °° 1 


This register contains the current value in the event 
counter. The event counter counts back from the initial 
value stored in the Event Counter Register to zero and 
then generates an Event Counter Interrupt. This register 
cannot be written and can be read using a REVC 
command. 


Time Out Register 


D? 

0 6 

0 5 

0 4 

D 3 

d 2 

Dl 

D 0 


The Time Out Register is used to store the time used for 
the time out error function. See the individual timeouts 
(TOUT1, 2, 3) to determine the units of this counter. This 
Time Out Register cannot be read, and it is written with 
the WTOUT command. 


Time Out Status Register 


d 7 

d 6 

d 5 

d 4 

D 3 

d 2 

Dl 

D 0 


This register contains the current value in the time out 
counter. The time out counter decrements from the 
original value stored in the Time Out Register. When 
zero is reached, the appropriate error interrupt is gen- 
erated. If the register is read while none of the time out 
functions are active, the register will contain the last 
value reached the last time a function was active. The 
Time Out Status Register cannot be written, and it is 
read with the RTOUT command. 


Error Flag Register 


X 

X 

USER 

X 

X 

TOUT 3 

tout 2 

TOUT, 


d 7 d 0 


Four errors are flagged by the 8292 with a bit in the Error 
Flag Register. Each of these errors can be masked by 
the Error Mask Register. The Error Flag Register cannot 
be written, and it is read by the IACK command when the 
error flag in the Interrupt Status Register is set. 

TOUT1 Time Out Error 1 occurs when the current con- 
troller has not stopped sending ATN after 
receiving the TOT message for the time period 
specified by the Time Out Register. Each count 
in the Time Out Register is at least 1800 toy. 
After flagging the error, the 8292 will remain in a 
loop trying to take control until the current 
controller stops sending ATN or a new com- 
mand is written by the microprocessor. If a new 
command is written, the 8292 will return to the 
loop after executing it. 
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T0UT2 Time Out Error 2 occurs when the transmission 
between the addressed talker and listener has 
not started for the time period specified by the 
Time Out Register. Each count in the Time Out 
Register is at least 45 t C y- This feature is only 
enabled when the controller is in the CSBS 
state. 

TOUT3 Time Out Error 3 occurs when the handshake 
signals are stuck and the 8292 is not succeed- 
ing in taking control synchronously for the time 
period specified by the Time Out Register. Each 
count in the Time Out Register is at least 1800 
t C Y- The 8292 will continue checking ATNI until 
it becomes true or a new command is received. 
After performing the n ew command, the 8292 
will return to the ATNI checking loop. 

USER User error occurs when request to assert IFC or 
REN was receiyed and the 8292 was not the 
system controller. 


Error Mask Register 


0 

0 

USER 

0 

0 

TOUT 3 

TOUT 2 

TOUT-, 


D? 


D 0 


The Error Mask Register is used to mask the interrupt 
from a particular type of error. Each type of error inter- 
rupt is enabled by setting the corresponding bit in the 
Error Mask Register. This register can be read with the 
RERM command and written with Aq low. 

Command Register 


1 1 1 OP c c c c 


d 7 d 0 

Commands are performed by the 8292 whenever a byte 
is written with A 0 high. There, are two categories of 
commands distinguished by the OP bit (bit 4). The first 
category is the operation command (OP=1). These 
commands initiate some action on the interface bus. 
The second category is the utility commands (OP = 0). 
These commands are used to aid the communication 
between the processor and the 8292. 


OPERATION COMMANDS 

Operation commands initiate some action on the GPIB 
interface bus. It is using these commands that the 
control functions such as polling, taking and passing 
control, and system controller functions are performed. 

F0 — SPCNI — Stop Counter Interrupts 

This command disables the internal counter interrupt so 
that the 8292 will stop interrupting the master on event 
counter underflows. However, the counter will continue 
counting and its contents can still be used. 

FI - QIDL - Go To Idle 

This command is used during the transfer of control 


procedure while transferring control to another con- 
troller. The 8292 will respon d to this command only if it 
is in the active state. ATNO will go high, and CIC will be 
high so that this 8292 will no longer be driving the ATN 
line on the GPIB interface bus. TCI will be set upon 
completion. 

F2 - RST - Reset 

This command has the same effect as asserting the 
external reset on the 8292. For details, refer to the reset 
procedure described later. 

F3 — RSTI — Reset Interrupts 

This command resets any pending interrupts and clears 
the error flags. The 8292 will not return to any loop it was 
in (such as from the time out interrupts). 

F4 — GSEC — Go To Standby, Enable Counting 

The function causes ATNO to go high and the counter 
will be enabled. If the 8292 was not the active controller, 
this command will exit immediately. If the 8292 is the 
active controller, the counter will be loaded with the 
value stored in the Event Counter Register, and the 
internal interrupt will be enabled so that when the 
counter reaches zero, the SPI interrupt will be gener- 
ated. SPI will be generated every 256 counts thereafter 
until the controller exits the standby state or the SPCNI 
command is written. An initial count of 256 (zero in the 
Event Counter Register) will be used if the WEVC 
command is not executed. If the data transmission does 
not start, a TOUT2 error will be generated. 

F5 — EXPP — Execute Parallel Poll 

This command initiates a parallel poll by asserting EOI 
when ATN is already active. TCI will be set at the end of the 
command. The 8291 should be previously configured as a 
listener. Upon detection of DAV true, the 8291 enters 
ACDS and latches the parallel poll response (PPR) byte 
into its data in register. The master will be interrupted by 
the 8291 Bl interrupt whe n the PPR byte is available. No 
interrupts except the IBFI will be generated by the 8292. 
The 8292 will respond to this command only when it is the 
active controller. 

F6 — GTSB — Go To Standby 

If the 8292 is the active controller, ATNO will go high 
then TCI will be generated. If the data transmission does 
not start, a TOUT2 error will be generated. 

F7 — SLOC — Set Local Mode 

If the 8292 is the system controller, then REN will be assert- 
ed false and TCI will be set true. If it is not the system 
controller, the User Error bit will be set in the Error Flag 
Register. 

F8 — SREM — Set Interface To Remote Control 

This command will set REN true and TCI true if this 8292 is 
the system controller. If not, the User Error bit will be set in 
the Error Flag Register. 
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F9 — ABORT — Abort All Operation, Clear Interface 

This command will cause IFC to be asserted true for at 
least 100 ptsec if this 8292 is the system controller. If it is 
in CIDS, it will take control over the bus (see the TCNTR 
command). 

FA - TCNTR - Take Control 

The transfer of control procedure is coordinated by the 
master with the 8291 and 8292. When the master 
receives a TCT message from the 8291, it should issue 
the TCNTR command to the 8292. The following events 
occur to take control: 

1. The 8292 checks to see if it is in CIDS, and if not, it 
exits. 

2. Then ATNI is checked until it becomes high. If the 
current controller does not release ATN for the time 
specified by the Time Out Register, then a TOUT1 
error is generated. The 8292 will return to this loop 
after an error or any' command except the RST and 
RSTI commands. 

3. After the current controller releases ATN, the 8292 
will assert ATNd and CfC low. 

4. Finally, the TCI interrupt is generated to inform the 
master that it is in control of the bus. 

FC — TQASY — Take Control Asynchronously 

TCAS transfers the 8292 from CSBS to CACS indepen- 
dent of the handshake lines. If a bus hangup is detected 
(by an error flag), this command will force the 8292 to 
take control (asserting ATN) even if the AH function is 
not in ANRS (Acceptor Not Ready State). This command 
should be used very carefully since it may cause the 
loss of a data byte. Normally, control should be taken 
synchronously. After checking the controller function 
for be ing in the CSBS (else it will exit immediately), 
At NO will go low, and a TCI interrupt will be generated. 

FD — TCSY — Take Control Synchronously 

There are two different procedures used to transfer the 
8292 from CSBS to CACS depending on the state of the 
8291 in the system. If the 8291 is in “continuous AH 
cycling” mode (Aux. Reg. A0=A1 = 1), then the 
following procedure should be followed: 

1. The master microprocessor stops the continuous AH 
cycling mode in the 8291; 

2. The master reads the 8291 Interrupt Status 1 
Register; 

3. If the END bit is set, the master sends the TCSY 
command to the 8292; 

4. If the END bit was not set, the master reads the 8291 
Data In Register and then waits for another Bl 
interrupt from the 8291. When it occurs, the master 
sends the 8292 the TCSY command. 

If the 8291 is not in AH cycling mode, then the master 
just waits for a Bl interrupt and then sends the TCSY 
command. After the TCSY command has been issued, 
the 8292 checks for CSBS. If CSBS, then it exits the 
routine. Otherwise, it then checks the DAV bit in the 
GPIB status. When DAV becomes false, the 8292 will 


wait for at least 1.5 ^sec. (T10) and then ATNO will go 
low. If DAV does not go low, a TOUT3 error will be 
generated. If the 8292 successfully takes control, it sets 
TCI true. 

FE — STCNI — Start Counter Interrupts 

This command enables the internal counter interrupt. 
The counter is enabled by the GSEC command. 


UTILITY COMMANDS 

All these commands are either Read or Write to registers 
in the 8292. Note that writing to the Error Mask Register 
and the Interrupt Mask Register are done directly. 

Ei - WTOUT - Write To Time Out Register 

The byte written to the data bus buffer (with A 0 =0) 
following this command will determine the time used 
for the time out function. Since this function is imple- 
mented in software, this will not be an accurate time 
measurement. This feature is enable or disable b y the 
Error Mask Register. No interrupts except for the IBFI 
will be generated upon completion. 

E2 - WEVC - Write To Event Counter 

The byte written to the data bus buffer (with A 0 =0) 
following this command will be loaded into the Event 
Counter Register and the Event Counter Status for byte 
counting or EOI counting. Only f€F1 will indicate 
completion of this command. 

E3 — RE VC — Read Event Counter Status 

This command transfers the contents of the. Event 
Counter into the data bus buffer. A TCI is generated 
when the data is available in the data bus buffer. 

E4 — RERF — Read Error Flag Register 

This command transfers the contents of the Error Flag 
Register into the data bus buffer. A TCI is generated 
when the data is available. 

E5 — RINM — Read Interrupt Mask Register 

This command transfers the contents of the Interrupt 
Mask Register into the data bus buffer. This register is 
available to the processor so that it does not need to 
store this information elsewhere. A TCI is generated 
when the data is available in the data bus buffer. 

E6 — RCST — Read Controller Status Register 

This command transfers the contents of the Controller 
Status Register into the data bus buffer and a TCI inter- 
rupt is generated. 

E7 — RBST — Read GPIB Bus Status Register 

This command transfers the contents of the GPIB Bus 
Status Register into the data bus buffer, and a TCI 
interrupt is generated when the data is available. 
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E9 — RTOUT — Read Time Out Status Register 

This command transfers the contents of the Time Out 
Status Register into the data bus buffer, and a TCI 
interrupt is generated when the data is available. 

EA — RERM — Read Error Mask Register 

This command transfers the contents of the Error Mask 
Register to the data bus buffer so that the processor 
does not need to store this information elsewhere. A TCI 
interrupt is generated when the data is available. 


Interrupt Acknowledge 


| SYC 

ERR 

| SRQ 

EV 

1 

IFCR 

1 1 

L_J 


°7 °0 


Each named bit in an Interrupt Acknowledge (IACK) 
corresponds to a flag in the Interrupt Status Register. 
When the 8292 receives this command, it will clear the 
SPI and the corresponding bits in the Interrupt Status 
Register. If not all the bits were cleared, then the SPI will 
be set true again. If the error flag is not acknowledged 
by the IACK command, then the Error Flag Register will 
be transferred to the data bus buffer, and a TCI will be 
generated. 

NOTE: XXXX1X11 is an undefined operation or utility 
command, so no conflict exists between the IACK 
operation and utility commands. 


SYSTEM OPERATION 

8292 To Master Processor Interface 

Communication between the 8292 and the Master 
Processor can be either interrupt based communication 
or based upon polling the interrupt status register in 
predetermined intervals. 

Interrupt Based Communication 

Four different interrupts are available from the 8292: 

OBFI Output Buffer Full Interrupt 

IBFI Input Buffer Not Full Interrupt 

TCI Task Completed Interrupt 

SPI Special Interrupt 

Each of the interrupts is enabled or disabled b y a b it in 
the interrupt mask register. Since OBFI and IBFI are 
directly connected to the OBF and IBF flags, the master 
can write a new command to the input data bus buffer 
as soon as the previous command has been read. 

The TCI interrupt is useful when the master is sending 
commands to the 8292. The pending TCI will be cleared 
with each new command written to the 8292. Commands 
sent to the 8292 can be divided into two major groups: 

1. Commands that require response back from the 8292 
to the master, e.g., reading register. 

2. Commands that initiate some action or enable 
features but do not require response back from the 
8292, e.g., enable data bus buffer interrupts. 


With the first group, the TCI interrupt will be used to 
indicate that the required response is ready in the data 
bus buffer and the master may continue and read it. 
With the second group, the interrupt will be used to 
indicate completion of the required task, so that the 
master may send new commands. 

The SPI should be used when immediate information or 
special events is required (see the Interrupt Status 
Register). 

“Polling Status” Based Communication 

When interrupt based communication is not desired, all 
interrupts can be masked by the interrupt mask register. 
The communication with the 8292 is based upon 
sequential poll of the interrupt status register. By 
testing the OBF and IBF flags, the data bus buffer 
status is determined while special events are deter- 
mined by testing the other bits. 

Receiving IFC 

The IFC pulse defined by the IEEE-488 standard is at 
least 100 nsec. In this time, all operation on the bus 
should be aborted. Most important, the current control- 
ler (the one that is in charge at that time) should stop 
sending ATN or EOI. Thus, I FC mu st externally gate CIC 
(controller in charge) and ATNO to ensure that this 
occurs. 

Reset and Power Up Procedure 

After the 8292 has been reset either by the external reset 
pin, the device being powered on; or a RST command, 
the following sequential events will take place: 

1. All outputs to the GPIB interface wjll go high (SftQ, 
ATNI, IFC, SYC, CLTH, ATNO, CIC, TCI, SPI, EOI, 
OBFI, 1WFT, DAV, ffEV). 

2. The four interrupt outputs (TCI, SPI, OBFI, IBFI) and 
CLTH output will go low. 

3. The following registers will be cleared: 

Interrupt Status 

Interrupt Mask 
Error Flag 
Error Mask 
! Time Out 

Event Counter (=256), Counter is disabled. 

4. If the 8292 is the system controller, an ABORT 
command will be executed, the 8292 will become the 
controller in charge, and it will enter the CACS state. 

If it is not the system controller, it will remain in 
CIDS. 

System Configuration 

The 8291 and 8292 must be interfaced to an IEEE-488 
bus meeting a variety of specifications including drive 
capability and loading characteristics. To interface the 
8291 and the 8292 without the 8293’s, several external 
gates are required, using a configuration similar to that 
used in Figure 5. 
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QPIB 

TRANSCEIVERS 



SWITCH OFF C 


Figure 4. 8291 and 8292 System Configuration 
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TO MICROPROCESSOR 



CRYSTAL CONFIGURATIONS 
tt = CAN CONNECT TO SYSTEM RESET SWITCH, 
SEE 8041 A DATA SHEET 


Figure 5. 8291, 8292, and 8293 System Configuration 
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ABSOLUTE MAXIMUM RATINGS* 


Ambient Temperature Under Bias 0°C to 70 °C 

Storage Temperature: ^-65°C to +150°C 

Voltage on Any Pin With Respect 

to Ground 0.5V to +7V 

Power Dissipation 1.5 Watt 


* NOTICE : Stresses above those listed under “Absolute 
Maximum Ratings " may cause permanent damage to the 
device. This is a stress rating only and functional opera- 
tion of the device at these or any other conditions above 
those indicated in the operational sections of this specifi- 
cation is not implied. Exposure to absolute maximum 
rating conditions for extended periods may affect device 
reliability. 


D.C. CHARACTERISTICS (t a = o°c to 70 °c, v ss = ov: 8292, v cc = ± 5 V ±io%) 


Symbol 

Parameter 

Min. 

Max. 

Unit 

Test Conditions 

m 

Input Low Voltage (All Except X 1f X 2 , RESET) 

-0.5 

0.8 

V 


EBI 

Input Low Voltage (X 1 , X 2 , RESET) 

-0.5 

mom 

V 


■Z5H 

Input High Voltage (All Except X 1} X 2 , RESET) 

2.2 

Vcc 

V 


wmm 

Input High Voltage (X,, X 2 , RESET) 

3.8 

Vcc 

wm 



Output Low Voltage (D 0 -D 7 ) 


0.45 

V 

I O l= 2.0 mA 

HHH 

Output Low Voltage (All Other Outputs) 



V 

I 0 l= 1.6 mA 


Output High Voltage (D 0 -D 7 ) 

mm 


V 

Ioh = -400 /iA 

K 

Output High Voltage (All Other Outputs) 

warn 


V 

•oh= -50 ^ 

IlL 

Input Leakage Current (COUNT, IFCL, RD, WR, CS, A 0 ) 


±10 

mA 

Vss < V| N < Vcc 

•oz 

Output Leakage Current (D 0 -D 7 , High Z State) 


±10 

mA 

V$s+ 0*45 < V|n< Vcc 

■ui 

Low Input Load Current (Pins 21-24, 27-38) 


0.5 

mA 

V,l=0.8V 

•lI2 

Low Input Load Current (RESET) 


0.2 

mA 

V|l=0.8V 

Ice 

Total Supply Current 


125 

mA 


IlH 

Input High Leakage Current (Pins 21-24, 27-38) 


100 

//A 

z 

11 

<? 

0 

C|N 

Input Capacitance 


10 

PF 


C|/0 

I/O Capacitance 


20 

pF 

i * 


A.C. CHARACTERISTICS (t a = o°c to 70°c, v S s = ov: 8292, v cc = +5V ±io%) 

DBB READ 



Parameter 

Min. 

Max. 

Unit 

Test Conditions 

Ur 

CS, A 0 Setup to "RD* 

0 


ns 


Ira 

CS, A 0 Hold After RDt 

0 


ns 


IrR 

RD Pulse Width 

250 


ns 


Ud 

CS, A 0 to Data Out Delay 


225 

ns 

C L = 150 pF 

Ird 

RDI to Data Out Delay 


225 

ns 

C L = 150 pF 

*DF 

RDt to Data Float Delay 


100 

ns 


Icy 

Cycle Time 

2.5 

15 

MS 



DBB WRITE 


Symbol 

Parameter 

Min. 

Max. 

Unit 

Test Conditions 


CS, A 0 Setup to WR^ 

0 


ns 


IWA 

CS, A 0 Hold After WRt 

* 0 


ns 


t W w 

WR Pulse Width 



ns 


Uw 

Data Setup to WRt 



ns 


twD 

Data Hold After WRi 

0 


ns 
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COMMAND TIMINGS 11 ’ 31 


PH 

Name 



TCI 121 



||gj| 



EOI 

DAV 

Comments 

El 


63 

24 










E2 


63 

24 









EH 


71 

24 

51 









RERF 

67 

24 

47 










69 

24 

49 








13 

RCST 

97 

24 

77 








pi 

RBST 

92 

24 

72 








|E8 

■ 



pp^pg; 



■ 

H 

H 

PP 


ieh 

RTOUT 

69 


49 








EA 


69 

24 

49 








F0 

SPCNI 

53 

24 

hrmi 


■ 

■ 

HU 

H 

PPH 



FI 

GIOL 

88 

24 

70 


t61 

t61 



PPH 

H 

H H 

F2 

RST 

94 

24 









Not System Controller 

F2 

RST 

214 

24 

192 

SOB 

PQJ£H 

1F71 1 





System Controller 

F3 


61 

24 










wzm 


125 

24 

107 


t98 

pph 

PH 

H H 

HU 

H H 



75 

24 









F6 

GTSB 

118 

24 

100 


t91 


PH 

H H 

PPH 


F7 

SLOC 

73 

24 

55 




p^jp 




F8 


91 

24 

EB 




EH 




F9 


155 

24 

PQHP 


poe^h 

BOH 

EEH 




FA 

TCNTR 

108 

24 

86 


471 


ZZJ 




\§am 

TCAS 

92 

24 

67 


455 


PPH 


iHH 


FD 


115 

24 

91 


480 






FE 

STCNI 

59 

24 









Starts Count After 43 _ 

Bl 

RESET 

29 

— 

47 

47 







Not System Control ler_ 

X 

IACK 

116 

— 


173 

m 







If Interrupt Pending 


Notes: 

1. All times are multiples of t CY from the 8041A command interrupt. 

2. TCI clears after 7 t CY on all commands. 

3. t indicates a level transition from low to high, 4 indicates a high to low transition. 


A.C. TESTING INPUT, OUTPUT WAVEFORM A.C. TESTING LOAD CIRCUIT 



DEVICE 


TEST 

1 

T 


1 


C L 


C u INCLUDES JIG CAPACITANCE 
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CLOCK DRIVER CIRCUITS 


8292 


CRYSTAL OSCILLATOR MODE 



2 


i - 

1-6 mHz 


<15 P f ; , 



(INCLUDES XTAL, d=. C 

=3 


SOCKET. STRAY) j 




3 

XTAL2 

15-25 pF r 

- 

(INCLUDES SOCKET. 



STRAY) d 

- 


CRYSTAL SERIES RESISTANCE SHOULD BE j 

<750 AT 6 MHz; <1800 AT 3.6 MHz 

... 


DRIVING FROM EXTERNAL SOURCE 


+ 5V 



BOTH XTAL1 AND XTAL2 SHOULD BE DRIVEN 
RESISTORS TO V C c ARE NEEDED TO ENSURE V, H = 3.8V 
IF TTL CIRCUITRY IS USED. 


LC OSCILLATOR MODE 

L C 

NOMINAL f 


, 1 

45 .H 20 pF 

5 2 MHz 


' “ 2t/LC* 

120 ..H 20 pF 

3 2 MHz 

2 




;c 

j L 

XTAU c , C + 3Cpp • 

c = — 5— 



= c 

| 3 

Cpp - 5-10 pF PINTO PIN 
XTAL2 CAPACITANCE 

EACH C SHOULD BE APPROXIMATELY 20 pF. INCLUDING STRAY CAPACITANCE | 


WAVEFORMS 

READ OPERATION— DATA BUS BUFFER REGISTER 



WRITE OPERATION - DATA BUS BUFFER REGISTER 
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mable Instrumentation, IEEE Std. 488-1978. This docu- 
ment is the official standard for the GPIB bus and can be 
purchased from IEEE, 345 East 47-th St., New York, NY 
10017. 


C MNEMONICS 


Messages 

Interface States 

pon = power on 

CIDS s controller idle state 

rsc = request system control 

CADS = controller addressed state 

rpp = request parallel poll 

CTRS as controller transfer state 

gts s go to standby 

CACS = controller active state 

tea = take control asynchronously 

CPWS as controller parallel poll wait state 

tes = take control synchronously 

CPPS aa controller parallel poll state 

sic as send interface clear 

CSBS = controller standby state 

sre = send remote enable 

CSHS as controller standby hold state 

IFC as interface clear 

CAWS = controller active wait state 

ATN = attention 

CSWS * controller synchronous wait state 

TCT = take control 

CSRS = controller service requested state 
CSNS as controller service not requested state 
SNAS as system control not active state 


SACS as system control active state 
SRIS as system control remote enable idle state 
SRNS as system control remote enable not active state 
SRAS = system control remote enable active state 

SIIS = system control interface clear idle state 


SINS = system control interface clear not active state 
SIAS aa system control interface clear active state 
(ACDS) as acceDt data state (AH function) 

(ANRS) as acceDtor not readv state (AH function) 
(SDYS) as source delav state (SH function) 

(STRS ) = source transfer state (SH function) 

(TADS) as talker addressed state (T function) 


APPENDIX 

The following tables and state diagrams were taken 
from the IEEE Standard Digital Interface for Program- 
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REMOTE MESSAGE CODING 


Bus Signal Line(s) and Coding That 
Asserts the True Value of the Message 

c 






T 

L 

D 







D 

NN 










Y 

A 

1 







1 

DRD 

A 

E 

s 

1 

R 





P 

S 

0 







0 

AF A 

T 

0 

R 

F 

E 

Mnemonic 

Message Name 


E 

S 

8 

7 

6 

5 

4 

3 

2 

1 

VDC 

N 

1 

Q 

c 

N 

ACG 

Addressed Command Group 


M 

AC. 

Y 

0 

0 

0 

X 

X 

X 

X 

XXX 

1 

X 

X 

X 

X 

ATN 

Attention 



U 

UC 

X 

X 

X 

X 

X 

X 

X 

X 

XXX 

1 

X 

X 

X 

X 

DAB 

Data Byte 


(Notes 1, 9) 

M 

DD 

D 

D 

D 

D 

D 

D 

D 

D 

XXX 

0 

X 

X 

X 

X 





8 

7 

6 

5 

4 

3 

2 

1 







DAC 

Data Accepted 



U 

HS 

X 

X 

X 

X 

X 

X 

X 

X 

XXO 

X 

X 

X 

X 

X 

DAV 

Data Valid 



U 

HS 

X 

X 

X 

X 

X 

X 

X 

X 

1 XX 

X 

X 

X 

X 

X 

DCL 

Device Clear 



M 

UC 

Y 

0 

0 

1 

0 

1 

0 

0 

XXX 

1 

X 

X 

X 

X 

END 

End 



U 

ST 

X 

X 

X 

X 

X 

X 

X 

X 

XXX 

0 

1 

X 

X 

X 

EOS 

End of String 


(Notes 2, 9) 

M 

DD 

E 

E 

E 

E 

E 

E 

E 

E 

XXX 

0 

X 

X 

X 

X 





8 

7 

6 

5 

4 

3 

2 

1 







GET 

Group Execute Trigger 



M 

AC 

Y 

0 

0 

0 

1 

0 

0 

0 

XXX 

1 

X 

X 

X 

X 

GTL 

Go to Local 



M 

AC 

Y 

0 

0 

0 

0 

0 

0 

1 

XXX 

1 

X 

X 

X 

X 

IDY 

Identify 


- 

U 

UC 

X 

X 

X 

X 

X 

X 

X 

X 

XXX 

X 

1 

X 

X 

X 

IFC 

Interface Clear 



U 

UC 

X 

X 

X 

X 

X 

X 

X 

X 

XXX 

X 

X 

X 

1 

X 

LAG 

Listen Address Group 



M 

AD 

Y 

0 

1 

X 

X 

X 

X 

X 

XXX 

1 

X 

X 

X 

X 

LLO 

Local Lock Out 



M 

UC 

Y 

0 

0 

1 

0 

0 

0 

1 

XXX 

1 

X 

X 

X 

X 

MLA 

My Listen Address 


(Note 3) 

M 

AD 

Y 

0 

1 

L 

L 

L 

L 

L 

XXX 

1 

X 

X 

X 

X 








5 

4 

3 

2 

1 







MTA 

My Talk Address 


(Note 4) 

M 

AD 

Y 

1 

0 

T 

T 

T 

T 

T 

XXX 

1 

X 

X 

X 

X 








5 

4 

3 

2 

1 







MSA 

My Secondary Address 


(Note 5) 

M 

SE 

Y 

1 

1 

S 

S 

S 

S 

S 

XXX 

1 

X 

X 

X 

X 








5 

4 

3 

2 

1 







NUL 

Null Byte 



M 

DD 

0 

0 

0 

0 

0 

0 

0 

0 

XXX 

X 

X 

X 

X 

X 

OSA 

Other Secondary Address 



M 

SE 





(OSA = 

SCG A MSA) 





OTA 

Other Talk Address 



M 

AD 





(OTA = 

: TAG A MTA) 





PCG 

Primary Command Group 



M 

— 



(PCG 

= ACG v UCG v LAG v TAG) 



PPC 

Parallel Poll Configure 



M 

AC 

Y 

0 

0 

0 

0 

1 

0 

1 

XXX 

1 

X 

X 

X 

X 

PPE 

Parallel Poll Enable 


(Note 6) 

M 

SE 

Y 

1 

1 

0 

s 

•P 

P 

P 

XXX 

1 

X 

X 

X 

X 










3 

2 

1 







PPD 

Parallel Poll Disable 


(Note 7) 

M 

SE 

Y 

1 

1 

1 

D 

D 

D 

D 

XXX 

1 

X 

X 

X 

X 










4 

3 

2 

1 







PPR1 

Parallel Poll Response 1 ^ 



U 

ST 

X 

X 

X 

X 

X 

X 

X 

1 

XXX 

1 

1 

X 

X 

X 

PPR2 

Parallel Poll Response 2 



U 

ST 

X 

X 

X 

X 

X 

X 

1 

X 

XXX 

1 

1 

X 

X 

X 

PPR3 

Parallel Poll Response 3 



U 

ST 

X 

X 

X 

X 

X 

1 

X 

X 

XXX 

1 

1 

X 

X 

X 

PPR4 

Parallel Poll Response 4 


(Note 10) 

U 

ST 

X 

X 

X 

X 

1 

X 

X 

X 

XXX 

1 

1 

X 

X 

X 

PPR5 

Parallel Poll Response 5 


U 

ST 

X 

X 

X 

1 

X 

X 

X 

X 

XXX 

1 

1 

X 

X 

X 

PPR6 

Parallel Poll Response 6 



U 

ST 

X 

X 

1 

X 

X 

X 

X 

X 

XXX 

1 

1 

X 

X 

X 

PPR7 

Parallel Poll Response 7 



U 

ST 

X 

1 

X 

X 

X 

X 

X 

X 

XXX 

1 

1 

X 

X 

X 

PPR8 

Parallel Poll Response 8^ 



U 

ST 

1 

X 

X 

X 

X 

X 

X 

X 

XXX 

1 

1 

X 

X 

X 

PPU 

Parallel Poll Unconfigure 



M 

UC 

Y 

0 

0 

1 

0 

1 

0 

1 

XXX 

1 

X 

X 

X 

X 

REN 

Remote Enable 



U 

UC 

X 

X 

X 

X 

X 

X 

X 

X 

XXX 

X 

X 

X 

X 

1 

RFD 

Ready for Data 



U 

HS 

X 

X 

X 

X 

X 

X 

X 

X 

xox 

X 

X 

X 

X 

X 

RQS 

Request Service 


(Note 9) 

U 

ST 

X 

1 

X 

X 

X 

X 

X 

X 

XXX 

0 

X 

X 

X 

X 

SCG 

Secondary Command Group 


M 

SE 

Y 

1 

1 

X 

X 

X 

X 

X 

XXX 

1 

X 

X 

X 

X 

SDC 

Selected Device Clear 



M 

AC 

Y 

0 

0 

0 

0 

1 

0 

0 

XXX 

1 

X 

X 

X 

X 

SPD 

Serial Poll Disable 



M 

UC 

Y 

0 

0 

1 

1 

0 

0 

1 

XXX 

1 

X 

X 

X 

X 

SPE 

Serial Poll Enable 



M 

UC 

Y 

0 

0 

1 

1 

0 

0 

0 

XXX 

1 

X 

X 

X 

X 

SRQ 

Service Request 



U 

ST 

X 

X 

X 

X 

X 

X 

X 

X 

XXX 

X 

X 

1 

X 

X 

STB 

Status Byte 


(Notes 8, 9) 

M 

ST 

S 

X 

s 

s 

s 

s 

s 

s 

XXX 

0 

X 

X 

X 

X 





8 


6 

5 

4 

3 

2 

1 







TCT 

Take Control 



M 

AC 

Y 

0 

0 

0 

1 

0 

0 

1 

XXX 

1 

X 

X 

X 

X 

TAG 

Talk Address Group 



M 

AD 

Y 

1 

0 

X 

X 

X 

X 

X 

XXX 

1 

X 

X 

X 

X 

UCG 

Universal Command Group 


M 

UC 

Y 

0 

0 

1 

X 

X 

X 

X 

XXX 

1 

X 

X 

X 

X 

UNL 

Unlisten 



M 

AD 

Y 

0 

1 

1 

1 

1 

1 

1 

XXX 

1 

X 

X 

X 

X 

UNT 

Untalk 


(Note 11) 

M 

AD 

Y 

1 

0 

1 

1 

1 

1 

1 

XXX 

1 

X 

X 

X 

X 


The 1/0 coding on ATN when sent concurrent with multiline messages has been added to this revision for interpre- 
tive convenience. 
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NOTES: 

1. D1-D8 specify the device dependent data bits. 

2. E1-E8 specify the device dependent code used to indicate the EOS message. 

3. L1-L5 specify the device dependent bits of the device’s listen address. 

4. T1-T5 specify the device dependent bits of the device’s talk address. 

5. S1-S5 specify the device dependent bits of the device’s secondary address. 

6. S specifies the sense of the PPR. 

Response = S® ist 

P1-P3 specify the PPR message to be sent when a parallel poll is executed. 

P3 P2 PI PPR Message 

000 PPR1 

1 1 1 PPR8 

7. D1-D4 specify don’t-care bits that shall not be decoded by the receiving device. It is recommended that all zeroes 
be sent. 

8. S1-S6, S8 specify the device dependent status. (DI07 is used for the RQS message.) 

9. The source of the message on the ATN line is always the C function, whereas the messages on the DIO and EOI 
lines are enabled by the T function. 

10. The source of the messages on the ATN and EOI lines is always the C function, whereas the source of the 
messages on the DIO lines is always the PP function. 

11. This code is provided for system use, see 6.3. 
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8294A 

DATA ENCRYPTION/DECRYPTION UNIT 


■ Certified by National Bureau of 
Standards 

■ 400 Byte/Sec Data Conversion Rate 

■ 64-Bit Data Encryption Using 56-Bit 
Key 

a DMA Interface 

■ 3 Interrupt Outputs to Aid in Loading 
and Unloading Data 


■ 7-Bit User Output Port 

■ Single 5V ± 10% Power Supply 

■ Fully Compatible with iAPX-86,88, 
MCS-85™, MCS-80™, MCS-51™, and 
MCS-48™ Processors 

■ Implements Federal Information 
Processing Data Encryption Standard 

■ Encrypt and Decrypt Modes Available 


The Intel® 8294A Data Encryption Unit (DEU) is a microprocessor peripheral device designed to encrypt and decrypt 64-bit 
blocks of data using the algorithm specified in the Federal Information Processing Data Encryption Standard. The DEU 
operates on 64-bit text words using a 56-bit user-specified key to produce 64-bit cipher words. The operation is reversible: 
if the cipher word is operated upon, the original text word is produced. The algorithm itself is permanently contained in the 
8294A; however, the 56-bit key is user-defined and may be changed at any time. 

The 56-bit key and 64-bit message data are transferred to and from the 8294 A in 8-bit bytes by way of the system data bus: A 
DMA interface and three interrupt outputs are available to minimize software overhead associated with data transfer. Also, 
by using the DMA interface two or more DEUs may be operated in parallel to achieve effective system conversion rates 
which are virtually any multiple of 400 bytes/second. The 8294A also has a 7-bit TTL compatible output port for 
userrspecified functions. 

Because the 8294A implements the NBS encryption algorithm it can be used in a variety of Electronic Funds Transfer 
applications as well as other electronic banking and data handling applications where data must be encrypted. 



7-BIT / K 


- PRO 

-PACK 


NC 

c 

T^r 

40 

3 Vcc 

XI 

c 

2 

39 

□ NC 

X2 

c 

3 

38 

□ DACK 

RESET 

c 

4 

37 

□ DRQ 

Vcc 

c 

5 

36 

□ SRQ 

CS 

c 

6 

35 

□ OAV 

GND 

c 

7 

34 

□ NC 

RD 

c 

8 

33 

3 P6 

A0 

c 

9 

32 

□ P5 

WR 

c 

10 8294 A 

31 

□ P4 

SYNC 

c 

11 

30 

3P3 

DO 

c 

12 

29 

3 P2 

D1 

c 

13 

28 

□ PI 

D2 

c 

14 

27 

3P0 

D3 

c 

15 

26 

□ vdd 

D4 

c 

16 

25 

□ Vcc 

D5 

c 

17 

24 

□ CCMP 

D6 

c 

18 

23 

□ NC 

D7 

c 

19 

22 

□ NC 

GND 

c 

20 

21 

3 NC 


Figure 1. Block Diagram 


Figure 2. Pin Configuration 
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Table 1. Pin Description 



Pin 



Symbol 

No. 

Type 

Name and Function 

NC 

39 


No Connection 

DACK 

38 

1 

DMA Acknowledge: Input signal from 
the 8257 DMA Controller acknowledg- 
ing that the requested DMA cycle has 
been granted 

DRQ 

37 

0 

DMA Request: Output signal to the 
8257 DMA Controller requesting a DMA 
cycle. 

SRQ 

36 

0 

Service Request: Interrupt to the CPU 
indicating that the 8294A is awaiting 
data or commands at the input buffer. 
SRQ=1 implies IBF=0. 

OAV 

35 

0 

Output Available: Interrupt to the CPU 
indicating that the 8294A has data or 
status available in its output buffer. 
OAV=1 implies OBF=1. 

NC 

34 


No Connection. 

P6 

33 

0 

Output Port: User output port lines 

P5 

32 


Output lines available to the user via a 

P4 

31 


CPU Command which can assert sel- 

P3 

30 


ected port lines These lines have no- 

P2 

29 


thing to do with the encryption function 

PI 

28 


At power-on, each line is in a 1 state 

P0 

27 



V DD 

26 


Power: +5V power input (-r5V ±10%) 
Low power standby pin 

V CC 

25 


Power: Tied high. 

CCMP 

24 

0 

Conversion Complete: Interrupt to the 
CPU indicating that the encryption/ 
decryption of an 8-byte block is com- 
plete 

NC 

23 


No Connection. 

NC 

22 


No Connection. 

NC 

21 


No Connection. 



Pin 



Symbol 

No. 

Type 

Name and Function 

NC 

1 


No Connection. 

XI 

2 

1 

Crystal: Inputs for crystal, L-C or exter- 

X2 

3 


nal timing signal to determine internal 
oscillator frequency 

RESET 

4 

1 

Reset: A low signal to this pin resets the 
8294A. 

V CC 

5 


Power: Tied high. 

cs 

6 

1 

Chip Select: A low signal to this pin 
enables reading and writing to the 8294A. 

GND 

7 


Ground: This pm must be tied to 
ground. 

RD 

8 

1 

Read: An active low read stiobe at this 
pin enables the CPU to read data and 
status from the internal DEU registers 

A 0 

9 

1 

Address: Address input used by the 
CPU to select DEU registers during read 
and write operations. 

WR 

10 

1 

Write: An active low write strobe at this 
pin enables the CPU to send data and 
commands to the DEU. 

SYNC 


O 

Sync: High frequency (Clock - 15) out- 
put. Can be used as a strobe for external 
circuitry 

D 0 

12 

I/O 

Data Bus: Three-state, bi-directional 

D 1 - 

13 


data bus lines used to transfer data be- 

d 2 

14 


tween the CPU and the 8294A. 

d 3 

15 



d 4 

16 



d 5 

17 



d 6 

18 



d 7 

19 



GND 

20 


Ground: This pin must be tied to 
ground 

v cc 

| 40 


Power: +5 volt power input. + 5V ± 
10%. 
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FUNCTIONAL DESCRIPTION 

OPERATION 

The data conversion sequence is as follows: 

1. A Set Mode command is given, enabling the desired 
interrupt outputs 

2. An Enter New Key command is issued, followed by 8 
data inputs which are retained by the DEU for encryp- 
tion/decryption. Each byte must have odd parity. 

3. An Encrypt Data or Decrypt Data command sets the 
DEU in the desired mode. 

After this, data conversions are made by writing 8 data 
bytes and then reading back 8 converted data bytes. Any 
of the above commands may be issued between data 
conversions to change the basic operation of the DEU; 
e.g., a Decrypt Data command could be issued to 
change the DEU from encrypt mode to decrypt mode 
without changing either the key or the interrupt outputs 
enabled 


INTERNAL DEU REGISTERS 


Four internal registers are addressable by the master 
processor: 2 for input, and 2 for output. The following 
table describes how these registers are accessed. 


RD WR CS 

1 0 0 

0 1 0 

1,0 0 
0 1 0 

X X 1 


A 0 * Register 

0 Data input buffer 

0 Data output buffer 

1 Command input buffer 

1 Status output buffer 

X Don’t care 


The functions of each of these registers are described 
below. 

Data Input Buffer — Data written to this register is inter- 
preted in one of three ways, depending on the preceding 
command sequence. 

1 . Part of a key. 

2. Data to be encrypted or decrypted 

3. A DMA block count. 


Data Output Buffer — Data read from this register is the 
output of the encryption/decryption operation. 


Command Input Buffer — Commands to the DEU are 

written into this register. (See command summary 
below.) 


Status Output Buffer — DEU status is available in this 
register at all times. It is used by the processor for poll- 
driven command and data transfer operations. 

STATUS BIT: 

FUNCTION: 

OBF Output Buffer Full; OBF = 1 indicates that output 
from the encryption/decryption function is 
available in the Data Output Buffer. It is reset 
when the data' is read. 


7 6 

5 

4 

3 

*2 

1 0 

X X 

X 

KPE 

CF 

DEC 

IBF OBF 


IBF Input Buffer Full; A write to the Data Input Buffer 
or to the Command Input Buffer sets IBF = 1 The 
DEU resets this flag when it has accepted the 
input byte. Nothing should be written when 
IBF = 1. 

DEC Decrypt; indicates whether the DEU is in an en- 
crypt or a decrypt mode. DEC=1 implies the 
decrypt mode. DEC = 0 implies the encrypt 
mode 

After 8294A has accepted a ‘Decrypt Data’ or 
‘Encrypt Data’ command, 1 1 cycles are required to 
update the DEC bit. 

CF Completion Flag; This flag may be used to indi- 
cate any or all of three events in the data transfer 
protocol. 

1. It may be used in lieu of a counter in the 
processor routine to flag the end of an 8- 
byte transfer. 

2. It must be used to indicate the validity of 
the KPE flag. 

3. It may be used in lieu of the CCMP interrupt 
to indicate the completion of a DMA oper- 
ation. 

KPE Key Parity Error; After a new key has been 
entered, the DEU uses this flag in conjunction 
with the CF flag to indicate correct or incorrect 
parity. 


COMMAND SUMMARY 

1 — Enter New Key 

0P C0DE |o|i|o|o|o|o|o|o] 

MSB LSB 

This command is followed by 8 data byte inputs which 
are retained in the key buffer (RAM) to be used in 
encrypting and decrypting data. These data bytes must 
have odd parity represented by the LSB. 

2 — Encrypt Data 

OP CODE - 1 0 | 0 | 1 | 1 | 0 | 0 | 0 | 0 | 

MSB LSB 

This command puts the 8294A into the encrypt mode. 

3 — Decrypt Data 

OP CODE 0 0 1 0 0 0 0 0 

MSB LSB 

This command puts the 8294A into the decrypt mode. 

4 — Set Mode 

OP code |o|o|o|o|a|b|c|d] 

MSB LSB 

where: 

A is the OAV (Output Available) interrupt enable 
B is the SRQ (Service Request) interrupt enable 
C is the DMA (Direct Memory Access) transfer enable 
D is the CCMP (Conversion Complete) interrupt enable 
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This command determines which interrupt outputs will 
be enabled. A “1” in bits A, B, or D will enable the OAV, 
SRQ, or CCMP interrupts respectively. A “1” in bit C will 
allow DMA transfers. When bit C is set the OAV and 
SRQ interrupts should also be enabled (bits A,B = 1). 
Following the command in which bit C, the DMA bit, is 
set, the 8294 will expect one data byte to specify the 
number of 8-byte blocks to be converted using DMA. 

5 — Write to Output Port 

0P C0DE 1 1 1 P 6 1 P 5 1 P 4 1 P 3 1 P 2 1 P 1 I PqI 

MSB LSB 

This command causes the 7 least significant bits of the 
command byte to be latched as output data on the 8294 
output port. The initial output data is 1111111. Use of 
this port is independent of the encryption/decryption 
function 

PROCESSOR/DEU INTERFACE PROTOCOL 

ENTERING A NEW KEY 

The timing sequence for entering a new key is shown in 
Figure 3. A flowchart showing the CPU software to 
accommodate this sequence is given in Figure 4 



After the Enter New Key command is issued, 8 data bytes 
representing the new key are written to the data input 
buffer (most significant byte first). After the eighth byte is 
entered into the DEU, CF goes true (CF=1). The CF bit 
goes false again when KPE is valid. The CPU can then 
check the KPE flag. If KPE=1, a parity error has been 
detected and the DEU has not accepted the key. Each byte 
is checked for odd parity, where the parity bit is the LSB of 
each byte. 

Since CF=1 only for a short period of time after the last 
byte is accepted, the CPU which polls the CF flag might 
miss detecting CF=1 momentarily. Thus, a counter should 
be used, as in Figure 4, to flag the end of the new key entry. 
Then CF is used to indicate a valid KPE flag. 



Figure 4. Flowchart for Entering a New Key 


6-433 


210465-004 






8294A 


inter 


ENCRYPTING OR DECRYPTING DATA 

Figure 5 shows the timing sequence for encrypting or 
decrypting data. The CPU writes 8 data bytes to the 
DEU’s data input buffer for encryption/decryption. CF 
then goes true (CF=1) to indicate that the DEU has 
accepted the 8-byte block. Thus, the CPU may test for 
IBF = 0 and CF=1 to terminate the input mode, or it 
may use a software counter. When the encryption/- 
decryption is complete, the CCMP and OAV interrupts 
are asserted and the OBF flag is set true {OBF =± 1). OAV 
and OBF are set false again after each of the converted 
data bytes is read back by the CPU. The CCMP interrupt 
is set false, and remains false, after the first read. After 
8 bytes have been read back by the CPU, CF goes false 
(CF = 0). Thus, the CPU may test for CF = 0 to terminate 
the read mode Also, the CCMP interrupt may be used to 
initiate a service routine which performs the next series 
of 8 data reads and 8 data writes 


i CCMP 
(IF ENABLED) 


SRQ 

(IF ENABLED) 


IBF 


1 

_n_A__n 


rLTLJT 
rm_R . 


CF 


RD 


□ I I 

nri; 


wr U u ir~ 

8 DATA WRITES 20 m* - MAXIMUM 8 DATA READS 


Figure 5. Encrypting/Decrypting Data 


Figure 6 offers two flowcharts outlining the alternative 
means of implementing the data conversion protocol. 
Either the CF flag or a software counter may be used to 
end the read and write modes. 


SRQ= 1 implies IBF = 0, OAV= 1 implies OBF= 1. This 
allows interrupt routines to do data transfers without 
checking status first. However, the OAV service routine 
must detect and flag the end of a data conversion. 


USING SOFTWARE COUNTER 



USING CF FLAG 



Figure 6. Data Conversion Flowcharts 
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USING DMA 

The timing sequence for data conversions using DMA is 
shown in Figure 7. This sequence can be better 
understood when considered in conjunction with the 
hardware DMA interface in Figure 8. Note that the use of 
the DMA feature requires 3 external AND gates and 2 
DMA channels (one for input, one for output). Since the 
DEU has only one DMA request pin, the SRQ and OAV 
outputs are used in conjunction with two of the AND 
gates to create separate DMA request outputs for the 2 
DMA chan nels. T he third AND gate combines the two 
active-low DACK inputs. 



Figure 7. DMA Sequence 



Figure 8. DMA Interface 


To initiate a DMA transfer, the CPU must first initialize 
the two DMA channels as shown in the flowchart in 
Figure 9. It must then issue a Set Mode command to the 
DEU enabling the OAV, SRQ, and DMA outputs The 
CCMP interrupt may be enabled or disabled, depending 
on whether that output is desired. Following the Set 
Mode command, there must be a data byte giving the 
number of 8-byte blocks of data (n<256) to be converted. 
The DEU then generates the required number of DMA 
requests to the 2 DMA channels with no further CPU 
intervention. When the requested number of blocks 
has been converted, the DEU will set CF and assert the 
CCMP interrupt (if enabled). CCMP then goes false 
again with the next write to the DEU (command or data). 
Upon completion of the conversion, the DMA mode is 
disabled and the DEU returns to the encrypt/decrypt 
mode. The enabled interrupt outputs, however, will 
remain enabled until another Set Mode command is 
issued. 



Figure 9. DMA Flowchart 


SINGLE BYTE COMMANDS 

Figure 10 shows the timing and protocol for single byte 
commands. Note that any of the commands is effective 
as a pacify command in that they may be entered at any 
time, except during a DMA conversion. The DEU is thus 
set to a known state. However, if a command is issued 
out of sequence, an additional protocol is required 
(Figure 11). The CPU must wait until the command is 
accepted (IBF = 0). A data read must then be issued to 
clear anything the preceding command sequence may 
have left in the Data Output Buffer. 
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CPU/DEU INTERFACES 

Figures 12 through 15 illustrate four interface configura- 
tions used in the CPU/DEU data transfers In all cases 
SRQ will be true (if enabled) and IBF will, be false when 
the DEU is ready to accept data or commands 




Figure 11. Pacify Protocol 


Figure 14. Dual Interrupt Interface 
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A 0 -Ai 5 D0-D7 



DMARO IS FOR MEMORY TO DEU DATA TRANSFER 
DMAR1 IS FOR DEU TO MEMORY DATA TRANSFER 
USE OF CCMP IS OPTIONAL 


Figure 15. DMA Interface 


OSCILLATOR AND TIMING CIRCUITS 

The 8294A’s internal timing generation is controlled by a 
self-contained oscillator and timing circuit. A choice of 
crystal, L-C or external clock can be used to derive the 
basic oscillator frequency. 


The resident timing circuit consists of an oscillator, a state 
counter and a cycle counter as illustrated in Figure 16. 



Figure 16. Oscillator Configuration 


OSCILLATOR MODE 



XTAL1 


XTAL2 


Cl = 5pF 

C2 = CRYSTAL + STRAY < 15 pF 
C3 = 20-30 pF 


CRYSTAL SERIES RESISTANCE SHOULD 
BE LESS THAN 750 AT 6 MHz; LESS 
THAN 1800 AT 3.6 MHz; LESS THAN 
300 AT 12 MHz. 


LC OSCILLATOR MODE 



XTAL1 


XTAL2 


1 = 

2 rrVLC' 

C +3 Cpp 

C = 

2 

Cpp = 5-10 pF 

PIN-TO-PIN 

CAPACITANCE 


_L C NOMINAL 


9 /u.H 20 pF 11.5 MHz 

45 20 pF 5.2 MHz 

120 mM 20 pF 3.2 MHz 


EACH C SHOULD BE APPROXIMATELY 20 pF 
INCLUDING STRAY CAPACITANCE 


Figure 17. Recommended Crystal 
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DRIVING FROM EXTERNAL SOURCE-TWO OPTIONS 




FOR THE 8294A XTAL2 MUST BE HIGH 
35-65% OF THE PERIOD 

RISE AND FALL TIMES MUST 
NOT EXCEED 10 ns 
RESISTOR TO V cc IS NEEDED 
TO ENSURE Vih = 3.0v IF TTL 
CIRCUITRY IS USED 


Figure 18. Recommended Connection for External Clock Signal 


ABSOLUTE MAXIMUM RATINGS* 


Ambient Temperature Under Bias 0°C to 7 0°C 

Storage Temperature - 65°C to + 150°C 

Voltage on Any Pin With 

Respect to Ground -0 5V to +7V 

Power Dissipation 1.5 Watt 


* NOTICE: Stresses above those listed under “Absolute 
Maximum Ratings” may cause permanent damage to the 
device. This is a stress rating only and functional opera- 
tion of the device at these or any other conditions above 
those indicated in the operational sections of this specifi- 
cation is not implied Exposure to absolute maximum 
rating conditions for extended periods may affect device 
reliability. 


D.C. AND OPERATING CHARACTERISTICS (t a = o°c to 70°c, v cc = +5V ± io%, v ss = ov) 


Symbol 

Parameter 

Limits 

Unit 

Test Conditions 

Min. 

TVp. 

Max. 

V| L 

Input Low Voltage (All 
Except X 1( X 2 , RESET) 

-0.5 


0.8 

V 


V|L1 

Input Low Voltage (X-|, X 2 , 
RESET 

-0.5 


0.6 

V 


V|H 

Input High Voltage (All 
Except X 1f RESET) 

2.0 


Vcc 

V 


V,H1 

Input High Voltage (X-|, 
RESET) 

3.5 


v cc 

V 


V IH2 

Input High Voltage (X 2 ) 

2.2 


v cc 

V 


V 0 L 

Output Low Voltage (D 0 -D 7 ) 



0.45 

V 

Iql = 2.0 mA 

V OL1 

Output Low Voltage (All 
Other Outputs) 



- 0.45 

V 

I 0 l= 16 mA 

X 

o 

> 

Output High Voltage (D 0 -D 7 ) 

2.4 



V 

l 0H = “400 m A 

V OH1 

Output High voltage (All 
Other Outputs) 

2.4 



V 

Iqh = “60 juA 

IlL 

Input Leakage Current 
(RD, WR, CS, A 0 ) 



±10 

mA 

Vss^ V| N ^ V cc 

•OFL 

Output Leakage Current 
(Dq-D 7 , High Z State) 



±10 

mA 

Vss + 0.45 < VquT^ Vqq 

•dd 

Vqq Supply Current 


5 

20 

mA 


■dd + Icc 

Total Supply Current 


60 

135 

mA 


■li 

Low Input Load Current 
(Pins 24, 27-38) 



0.3 

mA 

V| L = 0.8V 

Ilii 

Low Input Load Current 
(RESET) 



0.2 

mA 

V| L = 0.8V 

IlH 

Input High Leakage Current 
(Pins 24, 27-38) 



100 

mA 

< 

z 

II 

< 

o 

o 

C IN 

Input Capacitance 



10 

PF 


c i/o 

I/O Capacitance 



20 

PF 
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A.C. CHARACTERISTICS (t a = o°c to 70°c, v cc = v DD = +5V ± 10 %, v ss = ov) 


DBB READ 


Symbol 

Parameter 

Min. 

Max. 

Unit 

Test Conditions 

Ur 

CD, A 0 Setup to RD i 

0 


ns 


*ra 

CD, A 0 Hold After RD t 

0 


ns 


Ur 

RD Pulse Width 

160 


ns 


Ud 

CD, A 0 to Data Out Delay 


130 

ns 

C L = 100 pF 

Ud 

RD i to Data Out Delay 


130 

ns 

C L = 100 pF 

Uf 

RD t to Data Float Delay 


85 

ns 


*cy 

Cycle Time 

1.25 

15 

MS 

1-12 MHz Crystal 


DBB WRITE 


Symbol 

Parameter 

Min. 

Max. 

Unit 

Test Conditions 

*AW 

CD, A 0 Setup to WR i 

0 


ns 


*WA 

CD, A 0 Hold After WR t 

0 


ns 


t W w 

WR Pulse Width 

160 


ns 


Uw 

Data Setup to WR t 

130 


ns 


*WD 

Data Hold toWR t 

0 


ns 



DMA AND INTERRUPT TIMING 


Symbol 

Parameter 

Min. 

Max. 

Unit 

Test Conditions 

Ucc 

DACK Setup to Control 

0 


ns 



DACK Hold After Control 

0 


ns 


UcD 

DACK to Data Valid 


130 

ns 

C L =100 pF 

*CRQ 

Control L.E. to DRQ T.E. 


110 

ns 


Ul 

Control T.E. to Interrupt T.E. 


400 

ns 



CLOCK 


Symbol 

Parameter 

8042 

8742 

Units 

Min. 

Max. 

Min. 

Max. 

tCY 

Cycle Time 

1.25 

9.20 

1.25 

9.20 


tCYC 

Clock Period 

83.3 

613 

83.3 

613 

ns 

UWH 

Clock High Time 

33 


38 


ns 

tpWL 

Clock Low Time 

33 


38 


ns 

*R 

Clock Rise Time 


10 


10 

ns 

t F 

Clock Fall Time 


10 


10 

ns 


NOTES: 

1. toy = 15/f(XTAL) 


A.C. TESTING INPUT, OUTPUT WAVEFORM 


INPUT/OUTPUT 


TEST POINTS V C L - 150 pF 

1? £i/\ 
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INTRODUCTION 

The Intel® 8292 is a preprogrammed UPI™-41 A that 
implements the Controller function of the IEEE Std 
488-1978 (GPIB, HP-IB, IEC Bus, etc.). In order to 
function the 8292 must be used with the 8291 
Talker/ Listener and suitable interface and trans- 
ceiver logic such as a pair of Intel 8293s. In this 
configuration the system has the potential to be a 
complete GPIB Controller when driven by the 
appropriate software. It has the following capa- 
bilities: System Controller, send IFC and Take 
Charge, send REN, Respond to SRQ, send Interface 
messages, Receive Control, Pass Control, Parallel 
Poll and Take Control Synchronously. 

This application note will explain the 8292 only in 
the system context of an 8292, 8291, two 8293s and 
the driver software. If the reader wishes to learn 
more about the UPI-41 A aspects of the 8292, Intel’s 
Application Note AP-41 describes the hardware 
features and programming characteristics of the 
device. Additional information on the 8291 may be 
obtained in the data sheet. The 8293 is detailed in its 
data sheet. Both chips will be covered here in the 
details that relate to the GPIB controller. 

The next section of this application note presents an 
overview of the GPIB in a tutorial, but compre- 
hensive nature. The knowledgable reader may wish 
to skip this section; however, certain basic semantic 
concepts introduced there will be used throughout 
this note. 

Additional sections cover the view of the 8292 from 
the CPU’s data bus, the interaction of the 3 chip 
types (8291, 8292, 8293), the 8292’s software 
protocol and the system level hardware/ software 
protocol. A brief description of interrupts and 
DMA will be followed by an application example. 
Appendix A contains the source code for the system 
driver software. 


GPIB/IEEE 488 OVERVIEW 
DESIGN OBJECTIVES 
What is the IEEE 488 (GPIB)? 

The experience of designing systems for a variety of 
applications in the early 1970’s caused Hewlett- 
Packard to define a standard intercommunication 
mechanism which would allow them to easily assemble 
instrumentation systems of varying degrees of com- 
plexity. In a typical situation each instrument de- 
signer designed his/her own interface from scratch. 
Each one was inconsistent in terms of electrical 
levels, pin-outs on a connector, and types of con- 
nectors. Every time they built a system they had to 
invent new cables and new documentation just to 
specify the cabling and interconnection procedures. 


Based on this experience, Hewlett-Packard began to 
define a new interconnection scheme. They went 
further than that, however, for they wanted to 
specify the typical communication protocol for 
systems of instruments. So in 1972, Hewlett- 
Packard came out with the first version of the bus 
which since has been modified and standardized by a 
committee of several manufacturers, coordinated 
through the IEEE, to perfect what is now known as 
the IEEE 488 Interface Bus (also known as the HP- 
IB, the GPIB and the IEC bus). While this bus 
specification may not be perfect, it is a good 
compromise of the various desires and goals of 
instrumentation and computer peripheral manu- 
facturers to produce a common interconnection 
mechanism. It fits most instrumentation systems in 
use today and also fits very well the microcomputer 
I/O bus requirements. The basic design objectives 
for the GPIB were to: 

1. Specify a system that is easy to use, but has all of 
the terminology and the definitions related to 
that system precisely spelled out so that every- 
one uses the same language when discussing the 
GPIB. 

2. Define all of the mechanical, electrical, and func- 
tional interface requirements of a system, yet not 
define any of the device aspects (they are left up 
to the instrument designer). 

3. Permit a wide range of capabilities of instruments 
and computer peripherals to use a system simul- 
taneously and not degrade each other’s per- 
formance. 

4. AII9W different manufacturers’ equipment to be 
connected together and work together on the 
same bus. 

5. Define a system that is good for limited dis- 
tance interconnections. 

6. Define a system with minimum restrictions on 
performance of the devices. 

7. Define a bus that allows asynchronous communi- 
cation with a wide range of data rates. 

8. Define a low cost system that does not require 
extensive and elaborate interface logic for the 
low cost instruments, yet provides higher capa- 
bility for the higher cost instruments if desired. 

9. Allow systems to exist that do not need a central 
controller; that is, communication directly from 
one instrument to another is possible. 

Although the GPIB was originally designed for 
instrumentation systems, it became obvious that 
most of these systems would be controlled by a 
calculator or computer. With this in mind several 
modifications were made to the original proposal 
before its final adoption as an international stan- 
dard. Figure 1 lists the salient characteristics of the 
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GPIB as both an instrumentation bus and as a 
computer I/O bus. 


Data Rate 

1 M bytes/s, max 
250k bytes/s, typ 
Multiple Devices 

15 devices, max (electrical limit) 

8 devices, typ (interrupt flexibility) 

Bus Length 
20 m, max 
2 m/device, typ 
Byte Oriented 

8-bit commands 
8-bit data 
Block Multiplexed 

Optimum strategy on GPIB due to 
setup overhead for commands 
Interrupt Driven 

Serial poll (slower devices) 

Parallel poll (faster devices) 

Direct Memory Access 

One DMA facility at controller 
serves all devices on bus 
Asynchronous 

One talker I 0 . . . . . 

.. ... ... * } 3-wire handshake 

Multiple listeners J 

I/O to I/O Transfers 

Talker and listeners need not 

include microcomputer/controller 

Figure 1. Major Characteristics of 
GPIB as Microcomputer I/O Bus 


The bus can be best understood by examining each 
of these characteristics from the viewpoint of a 
general microcomputer I/O bus. 

Data Rate — Most microcomputer systems utilize 
peripherals of differing operational rates, such as 
floppy discs at 31k or 62k bytes/s (single or double 
density), tape cassettes at 5k to 10k bytes/s, and 
cartridge tapes at 40k to 80k bytes/s. In general, the 
only devices that need high speed I/O are 0.5" (1.3- 
cm) magnetic tapes and hard discs, operational at 
30k to 781k bytes/s, respectively. Certainly, the 
250k-bytes / s data rate that can be easily achieved by 
the IEEE 488 bus is sufficient for microcomputers 
and their peripherals, and is more than needed for 
typical analog instruments that take only a few read- 
ings per second. The lM-byte/s maximum data rate 
is not easily achieved on the GPIB and requires 
special attention to considerations beyond the scope 
of this note. Although not required, data buffering 
in each device will improve the overall bus per- 


formance and allow utilization of more of the bus 
bandwidth. 

Multiple Devices — Many microcomputer systems 
used as computers (not as components) service from 
three to seven peripherals. With the GPIB, up to 8 
devices can be handled easily by 1 controller; with 
some slowdown in interrupt handling, up to 15 
devices can work together. The limit of 8 is imposed 
by the number of unique parallel poll responses 
available; the limit of 15 is set by the electrical drive 
characteristics of the bus. Logically, the IEEE 488 
Standard is capable of accommodating more device 
addresses (31 primary, each potentially with 31 
secondaries). 

Bus Length — Physically, the majority of micro- 
computer systems fit easily on a desk top or in a 
standard 19" (48-cm) rack, eliminating the need for 
extra long cables. The GPIB is designed typically to 
have 2 m of length per device, which accommodates 
most systems. A line printer might require greater 
cable lengths, but this can be handled at the lower 
speeds involved by using extra dummy termina- 
tions. 

Byte Oriented — The 8-bit byte is almost universal 
in I/O applications; even 16-bit and 32-bit com- 
puters use byte transfers for most peripherals. The 8- 
bit byte matches the ASCII code for characters and 
is an integral submultiple of most computer word 
sizes. The GPIB has an 8-bit wide data path that may 
be used to transfer ASCII or binary data, as well as 
the necessary status and control bytes. 

Block Multiplexed — Many peripherals are block 
oriented or are used in a block mode. Bytes are 
transferred in a fixed or variable length group; then 
there is a wait before another group is sent to that 
device, e.g., one sector of a floppy disc, one line on a 
printer or tape punch, etc. The GPIB is, by nature, a 
block multiplexed bus due to the overhead involved 
in addressing various devices to talk and listen. This 
overhead is less bothersome if it only occurs once for 
a large number of data bytes (once per block). This 
mode of operation matches the needs of micro- 
computers and most of their peripherals. Because of 
block multiplexing, the bus works best with buffered 
memory devices. 

Interrupt Driven — Many types of interrupt systems 
exist, ranging from complex, fast, vectored/ priority 
networks to simple polling schemes. The main 
tradeoff is usually cost versus speed of response. The 
GPIB has two interrupt protocols to help span the 
range of applications. The first is a single service 
request (SRQ) line that may be asserted by all 
interrupting devices. The controller then polls all 
devices to find out which wants service. The polling 
mechanism is well defined and can be easily 
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automated. For higher performance, the parallel 
poll capability in the IEEE 488 allows up to eight 
devices to be polled at once — each device is 
assigned to one bit of the data bus. This mechanism 
provides fast recognition of an interrupting device. 
A drawback is the frequent need for the controller to 
explicitly conduct a parallel poll, since there is no 
equivalent of the SRQ line for this mode. 

Direct Memory Access (DMA ) — In many applica- 
tions, no imediate processing of I/O data on a byte- 
by-byte basis is needed or wanted. In fact, 
programmed transfers slow down the data transfer 
rate unnecessarily in these cases, and higher speed 
can be obtained using DMA. With the GPIB, one 
DMA facility at the controller serves all devices. 
There is no need to incorporate complex logic in 
each device. 

Asynchronous Transfers — An asynchronous bus is 
desirable so that each device can transfer at its own 
rate. However, there is still a strong motivation to 
buffer the data at each device when used in large 
systems in order to speed up the aggregate data rate 
on the bus by allowing each device to transfer at top 
speed. The GPIB is asynchronous and uses a special 



Figure 2. Interface Capabilities and Bus Structure 


3-wire handshake that allows data transfers from 
one talker to many listeners. 

I/O To I/O Transfers — In practice, I/O to I/O 
transfers are seldom done due to the need for 
processing data and changing formats or due to 
mismatched data rates. However, the GPIB can 
support this mode of operation where the micro- 
computer is neither the talker nor one of the 
listeners. 

GPIB SIGNAL LINES 
Data Bus 

The lines DI01 through DI08 are used to transfer 
addresses, control information and data. The 
formats for addresses and control bytes are defined 
by the IEEE 488 standard (see Appendix C). Data 
formats are undefined and may be ASCII (with or 
without parity) or binary. DI01 is the Least Sig- 
nificant Bit (note that this will correspond to bit 0 
on most computers). 

Management Bus 

A TN — Attention This signal is asserted by the 
Controller to indicate that it is placing an address or 
control byte on the Data Bus. ATN is de-asserted to 
allow the assigned Talker to place status or data on 
the Data Bus. The Controller regains control by re- 
asserting ATN; this is normally done synchronously 
with the handshake to avoid confusion between 
control and data bytes. 

EOI — End or Identify This signal has two uses as 
its name implies. A talker may assert EOI simul- 
taneously with the last byte of data to indicate end of 
data. The Controller may assert EOI along with 
ATN to initiate a Parallel Poll. Although many 
devices do not use Parallel Poll, all devices should 
use EOI to end transfers (many currently available 
ones do not). 

SRQ — Service Request This line is like an 
interrupt: it may be asserted by any device to request 
the Controller to take some action. The Controller 
must determine which device is asserting SRQ by 
conducting a Serial Poll at its earliest convenience. 
The device deasserts SRQ when polled. 

IFC — Interface Clear This signal is asserted only 
by the System Controller in order to initialize all 
device interfaces to a known state. After deasserting 
IFC, the System Controller is the active controller of 
the system. 

REN — /Remote Enable This signal is asserted 
only by the System Controller. Its assertion does not 
place devices into Remote Control mode; REN only 
enables a device to go remote when addressed to 
listen. When in Remote, a device should ignore its 
front panel controls. 
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Transfer Bus 

NRFD — Not Ready For Data This handshake 
line is asserted by a listener to indicate it is not yet 
ready for the next data or control byte. Note that the 
Controller will not see NRFD deasserted (i.e., ready 
for data) until all devices have deasserted NRFD. 

NDAC — Not Data Accepted This handshake 
line is asserted by a Listener to indicate it has not yet 
accepted the data or control byte on the DIO lines. 
Note that the Controller will not see NDAC 
deasserted (i.e., data accepted) until all devices have 
deasserted NDAC. 

DA V — Data Valid This handshake line is 
asserted by the Talker to indicate that a data or 
control byte has been placed on the DIO lines and 
has had the minimum specified settling time. 


D, ° Y - --{_ Z ZF 

DAV 1 1 I ( I f” 

nrfd " i n n 

ndac [ i _j i f L 

Figure 3. GPIB Handshake Sequence 


GPIB INTERFACE FUNCTIONS 

There are ten (10) interface functions specified by 
the IEEE 488 standard. Not all devices will have all 
functions and some may only have partial subsets. 
The ten functions are summarized below with the 
relevant section number from the IEEE document 
given at the beginning of each paragraph. For 
further information please see the IEEE standard. 

1. SH — Source Handshake (section 2.3) This 
function provides a device with the ability to 
properly transfer data from a Talker to one or 
more Listeners using the three handshake lines. 

2. AH — Acceptor Handshake (section 2.4) This 
function provides a device with the ability to 
properly receive data from the Talker using the 
three handshake lines. The AH function may 
also delay the beginning (NRFD) or end 
(NDAC) of any transfer. 

3. T — Talker (section 2.5) This function allows a 
device to send status and data bytes when ad- 
dressed to talk. An address consists of one 
(Primary) or two (Primary and Secondary) 


bytes. The latter is called an extended Talker. 

4. L — Listener (section 2.6) This function allows 
a device to receive data when addressed to listen. 
There can be extended Listeners (analogous to 
extended Talkers above). 

5. SR — Service Request (section 2.7) This func- 
tion allows a device to request service (inter- 
rupt) the Controller. The SRQ line may be 
asserted asynchronously. 

6. RL — Remote Local (section 2.8) This function 
allows a device to be operated in two modes: 
Remote via the GPIB or Local via the manual 
front panel controls. 

7. PP — Parallel Poll (section 2.9) This function 
allows a device to present one bit of status to the 
Controller-in-charge. The device need not be 
addressed to talk and no handshake is required. 

8. DC — Device Clear (section 2. 1 0) This function 
allows a device to be cleared (initialized) by the 
Controller. Note that there is a difference 
between DC ( device clear) and the IFC line 
{interface clear). 

9. DT — Device Trigger (section 2. 1 1) This func- 
tion allows a device to have its basic operation 
started either individually or as part of a group. 
This capability is often used to synchronize 
several instruments. 

10. C — Controller (section 2.12) This function 
allows a device to send addresses, as well as 
universal and addressed commands to other 
devices. There may be more than one controller 
on a system, but only one may be the controller- 
in-charge at any one time. 

At power-on time the controller that is handwired to 
be the System Controller becomes the active 
controller-in-charge. The System Controller has 
several unique capabilities including the ability to 
send Interface Clear (IFC — clears all device 
interfaces and returns control to the System 
Controller) and to send Remote Enable (REN — 
allows devices to respond to bus data once they are 
addressed to listen). The System Controller may 
optionally Pass Control to another controller, if the 
system software has the capability to do so. 

GPIB CONNECTOR 

The GPIB connector is a standard 24-pin industrial 
connector such as Cinch or Amphenol series 57 
Micro-Ribbon. The IEEE standard specifies this 
connector, as well as the signal connections and the 
mounting hardware. 

The cable has 16 signal lines and 8 ground lines. The 
maximum length is 20 meters with no more than two 
meters per device. 
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Figure 4. GPIB Connector 


GPIB SIGNAL LEVELS 


DA TA — Transfer a block of data from device A to 

devices B, C... 

1. Device A Primary (Talk) Address 
Device A Secondary Address (if any) 

2. Universal Unlisten 

3. Device B Primary (Listen) Address 
Device B Secondary Address (if any) 

Device C Primary (Listen) Address 
etc. 

4. First Data Byte 
Second Data Byte 


Last Data Byte (EOI) 

5. Null 

TRIGR — Trigger devices A, B, ...to take action 

1. Universal Unlisten 

2. Device A Primary (Listen) Address 
Device A Secondary Address (if any) 

Device B Primary (Listen) Address 
Device B Secondary Address (if any) 
etc. 

3. Group Execute Trigger 

4. Null 


The GPIB signals are all TTL compatible, low true 
signals. A signal is asserted (true) when its electrical 
voltage is less than 0.5 volts and is deasserted (false) 
when it is greater than 2.4 volts. Be careful not to 
become confused with the two handshake signals, 
NRFD and NDAC which are also low true (i.e. 
>0.5 volts implies the device is Not Ready For 
Data). 

The Intel 8293 GPIB transceiver chips ensure that all 
relevant bus driver/ receiver specifications are met. 
Detailed bus electrical specifications may be found 
in Section 3 of the IEEE Std 488-1978. The Standard 
is the ultimate reference for all GPIB questions. 

GPIB MESSAGE PROTOCOLS 

The GPIB is a very flexible communications 
medium and as such has many possible variations of 
protocols. To bring some order to the situation, this 
section will discuss a protocol similar to the one used 
by Ziatech’s ZT80 GPIB controller for Intel’s 
MULTIBUS™ computers. The ZT80 is a complete 
high-level interface processor that executes a set of 
high level instructions that map directly into GPIB 
actions. The sequences of commands, addresses and 
data for these instructions provide a good example 
of how to use the GPIB (additional information is 
available in the ZT80 Instruction Manual). The 
‘null’ at the end of each instruction is for cosmetic 
use to remove previous information from the DIO 
lines. 


PSCTL — Pass control to device A 

1. Device A Primary (Talk) Address 
Device A Secondary Address (if any) 

2. Take Control 

3. Null 

CLEAR — Clear all devices 

1. Device Clear 

2. Null 

REM A L — Remote Enable 

1. Assert REN continuously 

GOREM — Put devices A, B,...into Remote 

1. Assert REN continuously 

2. Device A Primary (Listen) Address 
Device A Secondary Address (if any) 
Device B Primary (Listen) Address 
Device B Secondary Address (if any) 
etc. 

3. Null 

GOLOC — Put devices A, B,...into Local 

1. Device A Primary (Listen) Address 
Device A Secondary Address (if any) 
Device B Primary (Listen) Address 
Device B Secondary Address (if any) 
etc. 

2. Go To Local 

3. Null 

LOCA L — Reset all devices to Local 

1. Stop asserting REN 
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LLKAL — Prevent all devices from returning to 
Local 

1. Local Lock Out 

2. Null 

SPOLL — Conduct a serial poll of devices A, B, . . . 

1. Serial Poll Enable 

2. Universal Unlisten 

3. ZT 80 Primary (Listen) Address 
ZT 80 Secondary Address 

4. Device Primary (Talk) Address 
Device Secondary Address (if any) 

5. Status byte from device 

6. Go to Step 4 until all devices on list have been polled 

7. Serial Poll Disable 

8. Null 

PPVAL — Unconfigure and disable Parallel Poll 
response from all devices 

1. Parallel Poll Unconfigure 

2. Null 

ENAPP — Enable Parallel Poll response in devices 
A, B,... 

1. Universal Unlisten 

2. Device Primary (Listen) Address 
Device Secondary Address (if any) 

3. Parallel Poll Configure 

4. Parallel Poll Enable 

5. Go to Step 2 until all devices on list have been 
configured. 

6. Null 

DISPP — Disable Parallel Poll response from de- 
vices A, B,... 

1. Universal Unlisten 

2. Device A Primary (Listen) Address 
Device A Secondary Address (if any) 

Device B Primary (Listen) Address 
Device B Secondary Address (if any) 
etc. 

3. Disable Parallel Poll 

4. Null 

This Ap Note will detail how to implement a useful 
subset of these controller instructions. 

HARDWARE ASPECTS OF THE SYSTEM 

8291 GPIB TALKER/LISTENER 

The 8291 is a custom designed chip that implements 
many of the non-controller GPIB functions. It pro- 
vides hooks so the user’s software can implement 
additional features to complete the set. This chip is 
discussed in detail in its data sheet. The major fea- 
tures are summarized here: 

— Designed to interface microprocessors to the GPIB 
— Complete Source and Acceptor Handshake 
— Complete Talker and Listener Functions with ex- 
tended addressing 


— Service Request, Parallel Poll, Device Clear, De- 
vice Trigger, Remote/ Local functions 
— Programmable data transfer rate 
— Maskable interrupts 

— On-chip primary and secondary address recogni- 
tion 

— 1-8 MHz clock range 

— 16 registers (8 read, 8 write) for CPU interface 
.—DMA handshake provision 
— Trigger output pin 

— On-chip EOS (End of Sequence) recognition 

The pinouts and block diagram are shown in Fig. 5. 
One of eight read registers is for data transfer to the 
CPU; the other seven allow the microprocessor to 
monitor the GPIB states and various bus and device 
conditions. One of the eight write registers is for data 
transfer from the CPU; the other seven control 
various features of the 8291. 

The 8291 interface functions will be software 
configured in this application example to the 
following subsets for use with the 8292 as a 
controller that does not pass control. The 8291 is 
used only to provide the handshake logic and to send 
and receive data bytes. It is not acting as a normal 
device in this mode, as it never sees ATN asserted. 

SHI Source Handshake 

AH1 Acceptor Handshake 

T3 Basic Talk-only 

LI Basic Listen-only 

SRO No Service Requests 

RLO No Remote/ Local 

PPO No Parallel Poll response 

DCO No Device Clear 

DTO No Device Trigger 

If control is passed to another controller, the 8291 
must be reconfigured to act as a talker/ listener with 
the following subsets: 

SHI Source Handshake 

AH1 Acceptor Handshake 

T5 Basic Talker and Serial Poll 

L3 Basic Listener 

SRI Service Requests 

RL1 Remote/ Local with Lockout 

PP2 Preconfigured Parallel Poll 

DC 1 Device Clear 

DTI Device Trigger 

CO Not a Controller 

Most applications do not pass control and the con- 
troller is always the system controller (see 8292 
commands below). 

8292 GPIB CONTROLLER 

The 8292 is a preprogrammed Intel® 8041 A that 
provides the additional functions necessary to 
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PIN CONFIGURATION 


BLOCK DIAGRAM 




Figure 5. 8291 Pin Configuration and Block Diagram 


implement a GPIB controller when used with an 

8291 Talker/ Listener. The 8041 A is documented in 
both a user’s manual and in AP-41. The following 
description will serve only as an outline to guide the 
later discussion. 

The 8292 acts as an intelligent slave processor to the 
main system CPU. It contains a processor, memory, 
I/O and is programmed to perform a variety of tasks 
associated with GPIB controller operation. The on- 
chip RAM is used to store information about the 
state of the Controller function, as well as a variety 
of local variables, the stack and certain user status 
information. The timer/ counter may be optionally 
used for several time-out functions or for counting 
data bytes transferred. The I/O ports provide the 
GPIB control signals, as well as the ancillary lines 
necessary to make the 8291, 2, 3 work together. 

The 8292 is closely coupled to the main CPU 
through three on-chip registers that may be 
independently accessed by both the master and the 

8292 (UPI-41 A). Figure 6 shows this Register 
Interface. Also refer to Figure 12. 

The status register is used to pass Interrupt Status 
information to the master CPU (AO = 1 on a read). 

The DBBOUT register is used to pass one of five 
other status words to the master based on the last 
command written into DBBIN. DBBOUT is accessed 
when AO = 0 on a Read. The five status words are 
Error Flag, Controller Status, GPIB Status, Event 
Counter Status or Time Out Status. 

DBBIN receives either commands (AO = 1 on a 
Write) or command related data (AO = 0 on a write) 
from the master. These command related data are 


Interrupt Mask, Error Mask, Event Counter or 
Time Out. 



Figure 6. UPI-41 A Registers 


8293 GPIB TRANSCEIVERS 

The 8293 is a multi-use HMOS chip that implements 
the IEEE 488 bus transceivers and contains the 
additional logic required to make the 8291 and 8292 
work together. The two option strapping pins are 
used to internally configure the chip to perform the 
specialized gating required for use with 8291 as a 
device or with 8291/92 as a controller. 

In this application example the two configurations 
used are shown in Fig. 7a and 7b. The drivers are set 
to open collector or three state mode as required and 
the special logic is enabled as required in the two 
modes. 
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Figure 7b. 8293 Mode 3 


8291/2/3 CHIP SET 

Figure 8 shows the four chips interconnected with 
the special logic explicitly shown. 

The 8291 acts only as the mechanism to put 
commands and addresses on the bus while the 8292 
is asserting ATN. The 8291 is tricked into believing 
that the ATN line is not asserted by the ATN2 
output of the ATN transceiver and is placed in Talk- 
only mode by the CPU. The 8291 then acts as though 
it is sending data, when in reality it is sending 
addresses and/or commands. When the 8292 
deasserts ATN, the CPU software must place the 
8291 in Talk-only, Listen-only or Idle based on the 
implicit knowledge of how the controller is going to 
participate in the data transfer. In other words, the 
8291 does not respond directly to addresses or 
commands that it sends on the bus on behalf of the 
Controller. The user software, through the use of 
Listen-only or Talk-only, makes the 8291 behave as 
though it were addressed. 

Although it is not a common occurrence, the GPIB 
specification allows the Controller to set up a data 
transfer between two devices and not directly 
participate in the exchange. The controller must 
know when to go active again and regain control. 
The chip set accomplishes this through use of the 
“Continuous Acceptor Handshake cycling mode” 
and the ability to detect EOI or EOS at the end of the 
transfer. See XFER in the Software Driver Outline 
below. 

If the 8292 is not the System Controller as 
determined by the signal on its S YC pin, then it must 
be able to respond to an IFC within 100 usee. This is 
accomplished by the cross-coupled NORs in Fi g. 7a 
which deassert the 8293’s internal version of C1C 
(Not Controller-in-Charge). This condition is latched 
until the 8292’s firmware has received the IFCL 
(interf ace clear received latch) signal by testing the 
IFCL input. The firmware then sets its signals to re- 
flect the inactive condition and clears the 8293’s latch. 

In order for the 8292 to conduct a Parallel Poll the 
8291 must be able to capture the PP response on the 
DIO lines. The only way to do this is to fool the 8291 
by putting it into Listen-only mode and generating a 
DAV condition. However, the bus spec does not 
allow a DAV during Parallel Poll, so the back-to- 
back 3-state buffers (see Fig. 7b) in the 8293 isolate 
the bus and allow the 8292 to generate a local DAV 
for this purpose. Note that the 8291 cannot assert a 
Parallel Poll response. When the 8292 is not the 
controller-in-charge the 8291 may respond to PPs 
and the 8293 guarantees that the DIO drivers are in 
“open collector” mode through the OR gate (Fig. 
7b). 
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ZT7488/18 GPIB CONTROLLER 

Ziatech’s GPIB Controller, the ZT7488/18 will be 
used as the controller hardware in this Application 
Note. The controller consists of an 8291, 8292, an 8 
bit input port and TTL logic equivalent to that 
shown in Figure 8. Figure 9 shows the card’s block 
diagram. The ZT7488/ 18 plugs into the STD bus, a 
56 pin 8 bit microprocessor oriented bus. An 8085 
CPU card is also available on the STD bus and will 
be used to execute the driver software. 

The 8291 uses I/O Ports 60H to 67 H and the 8292 
uses I/O Ports 68H and 69H. The five interrupt lines 
are connected to a three-state buffer at I/O Port 


6FH to facilitate polling operation. This is required 
for the TCI, as it cannot be read internally in the 
8292. The other three 8292 lines (SPI, 1BF, OBF) 
and the 829 l’s INT line are also connected to 
minimize the number of I/O reads necessary to poll 
the devices. 

ND AC is connected to COUNT on the 8292 to allow 
byte counting on data transfers. The example driver j 

software will not use this feature, as the software is f 

simpler and faster if an internal 8085 register is used | 

for counting in software. . 


SYS RESET* 
10 EXP* 


AODRESS 

A5-A7 


ADDRESS 

A3-A4 



•INDICATES ACTIVE LOW LOGIC 


Figure 9. ZT7488/18 GPIB Controller 
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Figure 10. 8291 Registers 
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The application example will not use DMA or 
interrupts; however, the Figure 1 1 block diagram 
includes these features for completeness. 

The 8257-5 DMA phip can be used to transfer data 
between the RAM and the 8291 Talker/ Listener. 
This mode allows a faster data rate on the GPIB 
and typically will depend on the 829 Ts EOS or EOI 
detection to terminate the transfer. The 8259-5 
interrupt controller is used to vector the five possible 
interrupts for rapid software handling of the various 
conditions. 

8292 COMMAND DESCRIPTION 

This section discusses each command in detail and 
relates them to a particular GPIB activity. Recall 
that although the 8041 A has only two read registers 
and one write register, through the magic of on-chip 
firmware the 8292 appears to have six read registers 
and five write registers. These are listed in Figure 12. 
Please see the 8292 data sheet for detailed definitions 


of each register. Note the two letter mnemonics to be 
used in later discussions. The CPU must not write 
into the 8292 while IBF (Input Buffer Full) is a one, 
as information will be lost. 

DIRECT COMMANDS 

Both the Interrupt Mask (IM) and the Error Mask 
(EM) register may be directly written with the LSB 
of the address bus (AO) a “0”. The firmware uses the 
MSB of the data written to differentiate between IM 
and EM. 

Load Interrupt Mask 

This command loads the Interrupt Mask with 
D7-D0. Note that D7 must be a “1” and that 
interrupts are enabled by a corresponding “1” bit in 
this register. IFC interrupt cannot be masked off; 
however, when the 8292 is the System Controller, 
sending an ABORT command will not cause an IFC 
interrupt. 
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READ FROM 8292 PORT # WRITE TO 8292 

INTERRUPT STATUS COMMAND FIELD 


SYC 

ERR 

SRQ 

EV 

X 

IFCR 

IBF 

OBF 

69 H | 

1 

1 

1 

OP 

C 

C 

C 

1 C 1 

D 7 Do 

ERROR FLAG* 


INTERRUPT MASK 

X 

X 

USER 

X 

X 

TOUT 3 

TOUT 2 

TOUT 1 

68 H 

1 

SPI 

TCI 

SYC 

OBFI 

IBFI 

0 

SRQ 

CONTROLLER STATUS* 


D 7 Do 

ERROR MASK 

CSBS 

CA 

X 

X 

SYCS 

IFC 

REN 

SRQ 

68H 

0 ' 

0 

USER 

0 

0 

TOUT 4 

TOUT 3 

TOUTi 

GPIB (BUS) STATUS* 


EVENT COUNTER* 

REN 

DAV 

EOI 

X 

SYC 

IFC 

ANTI 

SRQ 

68 H 

D 

D 

D 

D 

D 

D 

D 

D 

EVENT COUNTER STATUS* 


TIME OUT* 

D 

D 

D 

D 

D 

D 

D 

D 

| 68 H 

D 

D 

D 

D 

D 

D 

D 

D 

TIME OUT STATUS* 


l 

D 

D 

D 

D 

D 

D 

D 

D 

68 H ’Note- These registers are accessed by a special utility command 


Figure 12. 8292 Registers 


Load Error Mask 

This command loads the Error Mask with D7-D0. 
Note that D7 must be a zero and that interrupts are 
enabled by a corresponding “1” bit in this register. 

UTILITY COMMANDS 

These commands are used to read or write the 8292 
registers that are not directly accessible. All utility 
commands are written with AO = 1 , D7 = D6 = D5 = 1 , 
D4 = 0. D3-D0 specify the particular command. For 
writing into registers the general sequence is: 

1. wait for IBF = 0 in Interrupt Status Register 

2. write the appropriate command to the 8292, 

3. write the desired register value to the 8292 with 
AO = 1 with no other writes intervening, 

4. wait for indication of completion from 8292 
(IBF = 0). 

For reading a register the general sequence is: 

1. wait for IBF = 0 in Interrupt Status Register 

2. write the appropriate command to the 8292 

3. wait for a TCI (Task Complete Interrupt) 

4. Read the value of the accessed register from the 
8292 with AO = 0. 

WEVC — Write to Event Counter 
(Command = 0E2H) 

The byte written following this command will be 
loaded into the event counter register and event 
counter status for byte counting. The internal 


counter is incremented on a high to low transition of 
the CO UNT (Tl) input. In this application example 
NDAC is connected to count. The counter is an 8 bit 
register and therefore can count up to 256 bytes 
(writing 0 to the EC implies a count of 256). If longer 
blocks are desired, the main CPU must handle the 
interrupts every 256 counts and carefully observe the 
timing constraints. 

Because the counter has a frequency range from 0 to 
133 kHz when using a 6 MHz crystal, this feature 
may not be usable with all devices on the GPIB. The 
8291 can easily transfer data at rates up to 250 kHz 
and even faster with some tuning of the system. 
There is also a 500 ns minimum high time 
requirement for COUNT which can potentially be 
violated by the 8291 in continuous acceptor 
handshake mode (i.e., TNDDV1 + TDVND2-C = 
350 + 350 = 700 max). When cable delays are taken 
into consideration, this problem will probably never 
occur. 

Wheri the 8292 has completed the command, IBF 
will become a “0” and will cause an interrupt if 
masked on. 

WTOUT — Write to Time Out Register 
(Command = 0E1H) 

The byte written following this command will be 
used to determine the number of increments used for 
the time out functions. Because the register is 8 bits, 
the maximum time out is 256 time increments. This 
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is probably enough for most instruments on the 
GPIB but is not enough for a manually stepped 
operation using a GPIB logic analyzer like Ziatech’s 
ZT488. Also, the 488 Standard does not set a lower 
limit on how long a device may take to do each 
action. Therefore, any use of a time out must be able 
to be overridden (this is a good general design rule 
for service and debugging considerations). 

The time out function is implemented in the 8292’s 
firmware and will not be an accurate time. The 
counter counts backwards to zero from its initial 
value. The function may be enabled/ disabled by a 
bit in the Error mask register. When the command is 
complete IBF will be set to a “0” and will cause an 
interrupt if masked on. 

REVC — Read Event Counter Status 
(Command = 0E3H) 

This command transfers the content of the Event 
Counter to the DBBOUT register. The firmware 
then sets TCI = 1 and will cause an interrupt if 
masked on. The CPU may then read the value from 
the 8292 with AO = 0. 

RINM — Read Interrupt Mask Register 
(Command = 0E5H) 

This command transfers the content of the Interrupt 
Mask register to the DBBOUT register. The 
firmware sets TCI = 1 and will cause an interrupt if 
masked on. The CPU may then read the value. 

RERM — Read Error Mask Register 
(Command = OEAH) 

This command transfers the content of the Error 
Mask register to the DBBOUT register. The 
firmware sets TCI = 1 and will cause an interrupt if 
masked on. The CPU may then read the value. 

RCST — Read Controller Status Register 
(Command = 0E6H) 

This command transfers the content of the Con- 
troller Status register to the DBBOUT register. The 
firmware sets TCI = 1 and will cause an interrupt if 
masked on. The CPU may then read the value. 

RTOUT — Read Time Out Status Register 
(Command = 0E9H) 

This command transfers the content of the Time Out 
Status register to the DBBOUT register. The 
firmware sets TCI = 1 and will cause an interrupt if 
masked on. The CPU may then read the value. 

If this register is read while a time-out function is in 
process, the value will be the time remaining before 
time-out occurs. If it is read after a time-out, it will 
be zero. If it is read when no time-out is in process, it 
will be the last value reached when the previous 
timing occurred. 


RBST — Read Bus Status Register 
(Command = 0E7H) 

This command causes the firmware to read the 
GPIB management lines, DAV and the SYC pin and 
place a copy in DBBOUT. TCI is set to “1” and will 
cause an interrupt if masked on. The CPU may read 
the value. 

RERF — Read Error Flag Register 
(Command = 0E4H) 

This command transfers the content of the Error 
Flag register to the DBBOUT register. The firmware 
sets TCI = 1 and will cause an interrupt if masked on. 
The CPU may then read the value. 

This register is also placed in DBBOUT by an I ACK 
command if ERR remains set. TCI is set to “1” in 
this case also. 

I A CK — Interrupt Acknowledge 
(Command = A1 A2 A3 A4 1 A5 1 1) 

This command is used to acknowledge any combina- 
tions of the five SPI interrupts (A1-A5): SYC, 
ERR, SRQ, EV, and IFCR. Each bit A1-A5 is an 
individual acnowledgement to the corresponding bit 
in the Interrupt Status Register. The command 
clears SPI but it will be set again if all of the pending 
interrupts were not acknowledged. 

If A2 (ERR) is “1”, the Error Flag register is placed 
in DBBOUT and TCI is set. The CPU may then read 
the Error Flag without issuing an RERF command. 

OPERATION COMMANDS 

The following diagram (Fig. 13) is an attempt to 
show the interrelationships among the various 8292 
Operation Commands. It is not meant to replace the 
complete controller state diagram in the IEEE 
Standard. 

RST — Reset (Command = 0F2H) 

This command has the same effect as an external 
reset applied to the chip’s pin #4. The 8292’s actions 
are: 

1 . All outputs go to their electr ical h igh state. This 
means that SPI, TCI, OBFI, IBFI, CLTH will be 
TRUE and all other GPIB signals will be FALSE. 

2. The 8292’s firmware will cause the above men- 
tioned five signals to go FALSE after approxi- 
mately 17.5 usee, (at 6 MHz). 

3. These registers will be cleared: Interrupt Status, 
Interrupt Mask, Error Mask, Time Out, Event 
Counter, Error Flag. 

4. If the 8292 is the System Controller (SYC is 
TRUE), then IFC will be sent TRUE for approxi- 
mately 100 usee and the Controller function will 
end up in charge of the bus. If the 8292 is not the 
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CONTROLLER-IN-CHARGE 


; RST + 

ABORT • SYC 


| SYSTEM CONTROLLER 


Figure 13. 8292 Command Flowchart 


System Controller then it will end up in an Idle 
state. 

5. TCI will not be set. 


and TCI TRUE. Otherwise it only sets the User 
Error Flag. 

SLOC — Set Interface to Local Mode 
(Command = 0F7H) 

If the 8292 is the System Controller, it will set REN 
FALSE and TCI TRUE. Otherwise, it only sets the 
User Error Flag. 

EXPP — Execute Parallel Poll 
(Command = 0F5H) 

If not Controller-in-Charge, the 8292 will treat this 
as a NOP and does not set TCI. If it is the Control- 
ler-in-Charge then it sets IDY (EOI & ATN) TRUE 
and generates a local DAV pulse (that never reaches 
the GPIB because of gates in the 8293). If the 8291 is 
configured as a listener, it will capture the Parallel 
Poll Response byte in its data register. TCI is not 
generated, the CPU must detect the BI (Byte In) 
from the 8291. The 8292 will be ready to accept 
another command before the BI occurs; therefore 
the 829 l’s BI serves as a task complete indication. 

GTSB — Go To Standby (Command = 0F6H) 


RSTI — Reset Interrupts (Command = 0F3) 

This command clears all pending interrupts and 
error flags. The 8292 will stop waiting for actions to 
occur (e.g., waiting for ATN to go FALSE in a 
TCNTR command or waiting for the proper 
handshake state in a TCSY command). TCI will not 
be set. 

ABORT — Abort all operations and Clear Interface 
(Command = 0F9H) 

If the 8292 is not the System Controller this 
command acts like a NOP and flags a USER 
ERROR in the Error Flag Register. No TCI will 
occur. 


If the 8292 is not the Controller-in-Charge, it will 
treat this command as a NOP and does not set TCI 
TRUE. Otherwise, it goes to Controller Standby 
State (CSBS), sets ATN FALSE and TCI TRUE. 
This command is used as part of the Send, Receive, 
Transfer and Serial Poll System commands (see 
next section) to allow the addressed talker to send 
data/ status. 

If the data transfer does not start within the specified 
Time-Out, the 8292 sets TOUT2 TRUE in the Error 
Flag Register and sets SPI (if enabled). The 
controller continues waiting for a new command. 
The CPU must decide to wait longer or to regain 
control and take corrective action. 


If the 8292 is the System Controller then IFC is set 
TRUE for approximately 100 /usee and the 8292 
becomes the Controller-in-Charge and asserts ATN. 
TCI will be set, only if the 8292 was NOT the CIC. 

STCNI — Start Counter Interrupts 
(Command - OFEH) 

Enables the EV Counter Interrupt. TCI will not be 
set. Note that the counter must be enabled by a GSEC 
command. 

SPCNI — Stop Counter Interrupts 
(Command = 0F0H) 

The 8292 will not generate an EV interrupt when the 
counter reaches 0. Note that the counter will 
continue counting. TCI will not be set. 

SREM — Set Interface to Remote Control 
(Command = 0F8H) 

If the 8292 is the System Controller, it will set REN 


GSEC — Go to Standby and Enable Counting 
(Command = 0F4H) 

This command does the same things as GTSB but 
also initializes the event counter to the value pre- 
viously stored in the Event Counter Register (default 
value is 256) and e nables t he counter. One may wire 
the count input to NDAC to count bytes. When the 
counter reaches zero, it sets EV (and SPI if enabled) 
in Interrupt Status and will set EV every 256 bytes 
thereafter. Note that there is a potential loss of 
count information if the CPU does not respond to 
the EV/SPI before another 256 bytes have been 
transferred. TCI will be set at the end of the 
command. 

TCSY — Take Control Synchronously 
(Command = OFDH) 

If the 8292 is not in Standby, it treats this command 
as a NOP and does not set TCI. Otherwise, it waits 
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for the proper handshake state and sets ATN 
TRUE. The 8292 will set TOUT3 if the handshake 
never assumes the correct state and will remain in 
this command until the handshake is proper or a 
RSTI command is issued. If the 8292 successfully 
takes control, it sets TCI TRUE. 

This is the normal way to regain control at the end of 
a Send, Receive, Transfer or Serial Poll System 
Command. If TCSY is not successful, then the 
controller must try TCAS (see warning below). 

TCAS — Take Control Asynchronously 
(Command = OFCH) 

If the 8292 is not in Standby, it treats this command 
as a NOP and does not set TCI. Otherwise, it 
arbitrarily sets ATN TRUE and TCI TRUE. Note 
that this action may cause devices on the bus to lose 
a data byte or cause them to interpret a data byte as a 
command byte. Both Actions can result in anoma- 
lous behavior. TCAS should be used only in 
emergencies. If TCAS fails, then the System 
Controller will have to issue an ABORT to clean 
things up. 

G1DL — Go to Idle (Command =' 0F1H) 

If the 8292 is not the Controller in Charge and 
Active, then it treats this command as a NOP and 
does not set TCI. Otherwise, it sets ATN FALSE, 
becomes Not Controller in Charge, and sets TCI 
TRUE. This command is used as part of the Pass 
Control System Command. 

TCNTR — Take (Receive) Control 
(Command = OFAH) 

If the 8292 is not Idle, then it treats this command as 
a NOP and does not set TCI. Otherwise, it waits for 
the current Controller-in-Charge to set ATN 
FALSE. If this does not occur within the specified 
Time Out, the 8292 sets TOUT1 in the Error Flag 
Register and sets SPI (if enabled), it will not proceed 
until ATN goes false or it receives an RSTI 
command. Note that the Controller in Charge must 
previously have sent this controller (via the 829 l’s 
command pass through register) a Pass Control 
message. When ATN goes FALSE, the 8292 sets 
CIC, ATN and TCI TRUE and becomes Active. 

SOFTWARE DRIVER OUTLINE 

The set of system commands discussed below is 
shown in Figure 14. These commands are imple- 
mented in software routines executed by the main 
CPU. 

The following section assumes that the Controller is 
the System Controller and will not Pass Control. 
This is a valid assumption for 99+% of all 
controllers. It also assumes that no DMA or 
Interrupts will be used. SYC (System Control Input) 


should not be changed after Power-on in any system 
— it adds unnecessary complexity to the CPU’s 
software. 

In order to use polling with the 8292 one must enable 
TCI but not connect the pin to the CPU’s interrupt 
pin. TCI must be readable by some means. In this 
application example it is connected to bit 1 port 6FH 
on the ZT7488/ 18. In addition, the other three 8292 
interrupt lines an d the 829 1 interrupt are also on that 
port (SPI-Bit 2, IBFI-Bit 4, OBFI-Bit 3, 8291 INT- 
Bit 0). 

These drivers assume that only primary addresses 
will be used on the GPIB. To use secondary 
addresses, one must modify the test for valid 
talk/ listen addresses (range macro) to include 
secondaries. 


INIT INITIALIZATION 

Talker/Listener 

SEND SEND DATA 

RECV RECEIVE DATA 

XFER TRANSFER DATA 

Controller 

TRIG GROUP EXECUTE TRIGGER 

DCLR DEVICE CLEAR 

SPOL SERIAL POLL 

PPEN PARALLEL POLL ENABLE 

PPDS PARALLEL POLL DISABLE 

PPUN PARALLEL POLL UNCONFIGURE 

PPOL PARALLEL POLL 

PCTL PASS CONTROL 

RCTL RECEIVE CONTROL 

SRQD SERVICE REQUESTED 

System Controller y 

REME REMOTE ENABLE 

LOCL LOCAL 

IFCL ABORT/INTERFACE CLEAR 


Figure 14. Software Driver Routines 


INITIALIZATION 

8292 — Comes up in Controller Active State when 
SYC is TRUE. The only initialization needed is to 
enable the TCI interrupt mask. This is done by 
writing 0A0H to Port 68H. 

8291 — Disable both the major and minor addresses 
because the 8291 will never see the 8292’s com- 
mands/addresses (refer to earlier hardware discus- 
sion). This is done by writing 60H and 0E0H to 
Port 66H. 
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Set Address Mode to Talk-only by writing 80 H to 
Port 64H. 

Set internal counter to 3 MHz to match the clock 
input coming from the 8085 by writing 23 H to Port 
65H. High speed mode for the handshakes will not 
be used here even though the hardware uses three- 
state drivers. 


No interrupts will be enabled now. Each routine will 
enable the ones it needs for ease of polling operation. 
The INT bit may be read through Port 6FH. Clear 
both interrupt mask registers. 

Release the chip’s initialization state by writing 0 to 
Port 65H. 


I NIT: 

Enable-8292 
Enable TCI 
Enable-8291 
Disable major address 
Disable minor address 
ton 

Clock frequency 
All interrupts off 
Immediate execute pon 


;Set up Int. pins for Port 6FH 
;Task complete must be on 

;In controller usage, the 8291 

;Is set to talk only and/or listen only 

;Talk only is our rest state 

;3 MHz in this ap note example 

;Releases 8291 from init. state 


TALKER/LISTENER ROUTINES 
Send Data 

SEND < listener list pointer > < count > <EOS> <data buffer pointer > 


This system command sends data from the CPU to 
one or more devices. The data is usually a string of 
ASCII characters, but may be binary or other forms 
as well. The data is device-specific. 

My Talk Address (MTA) must be output to satisfy 
the GPIB requirement of only one talker at a time 
(any other talker will stop when MTA goes out). The 
MTA is not needed as far as the 829 1 is concerned — 
it will be put into talk-only mode (ton). * 

This routine assumes a non-null listener list in that it 


always sends Universal Unlisten. If it is desired to 
send data to the listeners previously addressed, one 
could add a check for a null list and not send UNL. 
Count must be 255 or less due to an 8 bit register. 
This routine also always uses an EOS character to 
terminate the string output; this could easily be 
eliminated and rely on the count. Items in brackets 
( ) are optional and will not be included in the actual 
code in Appendix A. 


SEND: 

Output-to-8291 MTA, UNL 
Put EOS into 8291 
While 20H < listener < 3EH 
output-to-8291 listener 
Increment listen list pointer 
Output-to-8292 GTSB 
Enable-829 1 

Output EOI on EOS sent 
If count < > 0 then 
While not (end or count = 0) 
(could check tout 2 here) 
Output-to-8291 data 
Increment data buffer pointer 
Decrement count 
Output-to-8292 TCSY 
(If tout3 then take control async) 
Enable 8291 

No output EOI on EOS sent 
Return 


;We will talk, nobody listen 
;End of string compare character 
;GPIB listen addresses are 
;“space” thru “ >” ASCII 
;Address all listeners 

;8292 stops asserting ATN, go to standby 

;Send EOI along with EOS character 

;Wait for EOS or end of count 
;Optionally check for stuck bus-tout 2 
;Output all data, one byte at a time 
;8085 CREG will count for us 

;8292 asserts ATN, take control sync. 

;If unable to take control sync. 

;Restore 8291 to standard condition 
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Receive Data 

RECV < talker > < count > <EOS> <data buffer pointer> 


This system command is used to input data from a 
device. The data is typically a string of ASCII 
characters. 

This routine is the dual of SEND. It assumes a new 
talker will be specified, a count of less than 257, and 
an EOS character to terminate the input. EOI 
received will also terminate the input. Figure 15 
shows the flow chart for the RECV ending 
conditions. My Listen Address (MLA) is sent to 
keep the GPIB transactions totally regular to 


facilitate analysis by a GPIB logic analyzer like the 
Ziatech ZT488. Otherwise, the bus would appear to 
have no listener even though the 8291 will be 
listening. 

Note that although the count may go to zero before 
the transmission ends, the talker will probably be 
left in a strange state and may have to be cleared by 
the controller. The count ending of RECV is 
therefore used as an error condition in most 
situations. 
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RECV: 

Put EOS into 8291 
If 40H < talker < 5EH then 
Output-to-829 1 talker 
Increment talker pointer 
Output-to-829 1 UNL, ML A 
Enable-8291 
Holdoff on end 
End on EOS received 
Ion, reset ton 
Immediate execute pon 
Output-to-8292 GTSB 
While not (end or count = 0 (or tout2)) 

Input-from-8291 data 
Increment data buffer pointer 
Decrement count 
(If count = 0 then error) 
Output-to-8292 TCSY 
(If Tout3 then take control async.) 
Enable-8291 
No holdoff on end 
No end on EOS received 
ton, reset Ion 
Finish handshake 
Immediate execute pon 
Return error-indicator 


;End of string compare character 
;GPIB talk addresses are 
thru “A” ASCII 

;Do this for consistency’s sake 
;Everyone except us stop listening 

;Stop when EOS character is 
;Detected by 8291 
;Listen only (no talk) 

;8292 stops asserting ATN, go to standby 
;wait for EOS or EOI or end of count 
optionally check for stuck bus-tout2 
;input data, one byte at a time 

;Use 8085 C register as counter 
;Count should not occur before end 
;8292 asserts ATN take control 
;If unable to take control sync. 

;Put 8291 back as needed for 
Controller activity and 
;Clear holdoff due to end 

Complete holdoff due to end, if any 
;Needed to reset Ion 




Figure 17. RECV from “R”; EOS = ODH 


Figure 18. XFER from “A” to “1”, “2”, EOS = ODH 
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Transfer Data 

XFER < Talker > < Listener list > < EOS > 

This system command is used to transfer data from a 
talker to one or more listeners where the controller 
does not participate in the transfer of the ASCII 
data. This is accomplished through the use of the 
829 Ts continuous acceptor handshake mode while 
in listen-only. 

This routine assumes a device list that has the ASCII 
talker address as the first byte and the string (one or 
more) of ASCII listener addresses following. The 
EOS character or an EOI will cause the controller to 
take control synchronously and thereby terminate 
the transfer. 

XFER ; 


Output-to-8291: Talker, UNL 

;Send talk address and unlisten 

While 20H < listen < 3EH 


Output-to-8291: Listener 

;Send listen address 

Increment listen list pointer 


Enable-8291 


Ion, no ton 

;Controller is pseudo listener 

Continuous AH mode 

; Handshake but don’t capture data 

End on EOS received 

;Capture EOS as well as EOI 

Immediate execute PON 

initialize the 8291 

Put EOS into 8291 

;Set up EOS character 

Output-to-8292: GTSB 

;Go to standby 


;8292 waits for EOS or EOI and then 

Upon end (or tout2) then 


Take control synchronously 

; Regains control 

Enable-8291 

;Go to Ready for Data 

Finish handshake 


Not continuous AH mode 


Not END on EOS received 


ton 


Immediate execute pon 


Return 


CONTROLLER 


Group Execute Trigger 


TRIG < Listener list > 


This system command causes a group execute 

list. The intended use is to synchronize a number of 

trigger (GET) to be sent to all devices on the listener 

instruments. 


TRIG: 


Output-to-8291 UNL 

;Everybody stop listening 

While 20 H < listener < 3 EH 

;Check for valid listen address 

Output-to-8291 Listener 

;Address each listener 

Increment listen list pointer 

;Terminate on any non-valid character 

Output-to-8291 GET 
Return 

;Issue group execute trigger 
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Figure 19. TRIG “1”, “+” Figure 20. DCLR “1”, “2” 


Device Clear 

DCLR < Listener list > 

This system command causes a device clear (SDC) of the device, but should clear the device-specific 

to be sent to all devices on the listener list. Note logic, 

that this is not intended to clear the GPIB interface 


DCLR: 

Output-to-8291 UNL 
While 20H < Listener < 3EH 
Output-to-8291 listener 
Increment listen list pointer 
Output-to-8291 SDC 
Return 


;Everybody stop listening 

;Check for valid listen address 

;Address each listener 

;Terminate on any non-valid character 

^Selective device clear 


Serial Poll 

SPOL< Talker list > < status buffer pointer > 

This system command sequentially addresses the same order as the devices appear on the talker list, 

designated devices and receives one byte of status MLA is output for completeness, 

from each. The bytes are stored in the buffer in the 
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SPOL: 

Output-to-8291 UNL, MLA, SPE 


While 40H < talker < 5EH 
Output-to-8291 talker 
Increment talker list pointer 
Enable-8291 
Ion, reset ton 
Immediate execute pon 
Output-to-8292 GTSB 
Wait for data in (BI) 
Output-to-8292 TCSY 
Input-from-8291 data 
Increment buffer pointer 
Enable 8291 
ton, reset Ion 
Immediate execute pon 
Output-to-8291 SPD 
Return 


;Unlisten, we listen, serial poll enable 
;Only one byte of serial poll 
;Status wanted from each talker 
;Check for valid transfer 
;Address each device to talk 
;One at a time 

;Listen only to get status 
;This resets ton 
;Go to standby 

;Serial poll status byte into 8291 
;Take control synchronously 
; Actually get data from 8291 


;Resets Ion 

;Send serial poll disable after all devices polled 



Figure 21. SPOL “Q”, “R”, “K”, “ A” Figure 22. PPEN “2”; IP 3 P 2 Pi = 0111B 


Parallel Poll Enable 

PPEN < Listener list > < Configuration Buffer pointer > 


This system command configures one or more 
devices to respond to Parallel Poll, assuming they 
implement subset PPL The configuration informa- 
tion is stored in a buffer with one byte per device 
in the same order as devices appear on the listener 


list. The configuration byte has the format 
XXXXIP3P2P1 as defined by the IEEE Std. P3P2P1 
indicates the bit # to be used for a response and I 
indicates the assertion value. See Sec. 2.9.3. 3 of the 
Std. for more details. 
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PPEN: 

Output-to-8291 UNL 
While 20H < Listener < 3EH 
Output-to-8291 listener 
Output-to-8291 PPC, (PPE or data) 
Increment listener list pointer 
Increment buffer pointer 
Return 


;Universal unlisten 

;Check for valid listener 

;Stop old listener, address new 

;Send parallel poll info 

;Point to next listener 

;One configuration byte per listener 
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Parallel Poll Unconfigure 

PPUN 


This system command deconfigures the Parallel Poll 
response of all devices by issuing a Parallel Poll 
Unconfigure message. 


PPUN: 

Output-to-8291 PPU 
Return 

;Unconfigure all parallel poll 

Conduct a Parallel Poll 


PPOL 


This system command causes the controller to con- 
duct a Parallel Poll on the GPIB for approximately 
12.5 usee (at 6 MHz). Note that a parallel poll does 
not use the handshake; therefore, to ensure that the 
device knows Whether or not its positive response 

was observed by the controller, the CPU should 
explicitly acknowledge each device by a device- 
dependent data string. Otherwise, the response bit 
will still be set when the next Parallel Poll occurs. 
This command returns one byte of status. 

PPOL: 

Enable-8291 

Ion 

Immediate execute pon 
Output-to-8292 EXPP 
Upon BI 

Input-from-8291 data 
Enable-8291 
ton 

Immediate execute pon 
Return Data (status byte) 

;Listen only 
;This resets ton 
;Execute parallel poll 
;When byte is input 
;Read it 

;Talk only 
;This resets Ion 

Pass Control 


PCTL < talker > 


This system command allows the controller to 
relinquish active control of the GPIB to another 
controller. Normally some software protocol should 
already have informed the controller to expect this, 
and under what conditions to return control. The 

8291 must be set up to become a normal device 
apd the CPU must handle all commands passed 
through, otherwise control cannot be returned (see 
Receive Control below). The controller will go idle. 

PCTL: 

If 40H < talker < 5EH then 
if talker < > MTA then 

output-to-8291 talker, TCT 
Enable-8291 
not ton, not Ion 
Immediate execute pon 
My device address, mode 1 
Undefined command pass through 
(Parallel Poll Configuration) 
Output-to-8292 GIDL 
Return 

;Cannot pass control to myself 
;Take control message to talker 
;Set up 8291 as normal device 

;Reset ton and Ion 

;Put device number in Register 6 

; Required to receive control 

;Optional use of PP 

;Put controller in idle 
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CONTROLLER 

8291,8292 



Figure 25. PPOL 


Receive Control 

RCTL 

This system command is used to get control back 
from the Current controller-in-charge if it has passed 
control to this inactive controller. Most GPIB 
systems do not use more than one controller and 
therefore would not need this routine. 

To make passing and receiving control a man- 
ageable event, the system designer should specify a 


CONTROLLER 

8291,8292 



Figure 26. PCTL “C” 


protocol whereby the controller-in-charge sends a 
data message to the soon-to-be-active controller. 
This message should give the current state of the 
system, why control is being passed, what to do, 
and when to pass control back. Most of these issues 
are beyond the scope of this Ap Note. 


RCTL: 

Upon CPT 

If (command=TCT) then 
If TA then 
Enable-8291 

Disable major device number 
ton 

Mask off interrupts 
Immediate execute pon 


;Wait for command pass through bit in 8291 
;If command is take control and 
;We are talker addressed 

;Controller will use ton and Ion 
;Talk only mode 
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Output-to-8292 TCNTR 
Enable-8291 
Valid command 
Return valid 
Else 

Enable-8291 
Invalid command 

Else 

Enable-8291 
Invalid command 
Return invalid 


;Take (receive) control 
; Release handshake 

;Not talker addr. so TCT not for us 
;Not TCT, so we don’t care 



Figure 27. RCTL 


Figure 28. REME 


Service Request 
SRQD 

This system command is used to detect the occur- the CPU would normally conduct a Serial Poll 

rence of a Service Request on the GPIB. One or after calling this routine to determine which devices 

more devices may assert SRQ simultaneously, and are SRQing. 
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SRQD: 

If SRQ then 

Output-to-8292 IACK.SRQ 
Return SRQ 
Else return no SRQ 

;Test 92 status bit 
;Acknowledge it 

SYSTEM CONTROLLER 


Remote Enable 


REME 


This system command asserts the Remote Enable 
line (REN) on the GPIB. The devices will not go 

remote until they are later addressed to listen by 
some other system command. 

REME: 

Output-to-8292 SREM 
Return 

;8292 asserts remote enable line 

Local 


LOCL 


This system command deasserts the REN line on the 
GPIB. The devices will go local immediately. 


LOCL: 

Output-to-8292 SLOC 
Return 

;8292 stops asserting remote enable 




Figure 29. LOCL 


Figure 30. IFCL 
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Interface Clear/ Abort 

IFCL 

This system command asserts the GPIB’s Interface 
Clear (IFC) line for at least 100 microseconds. 
This causes all interface logic in all devices to go to 
a known state. Note that the device itself may or 


may not be reset, too. Most instruments do totally 
reset upon IFC. Some devices may require a DCLR 
as well as an IFCL to be completely reset. The 
(system) controller becomes Controller-in-Charge. 


IFCL: 

Output-to-8292 ABORT ;8292 asserts Interface Clear 

Return ;For 100 microseconds 


INTERRUPTS AND 
DMA CONSIDERATIONS 

The previous sections have discussed in detail how 
to use the 8291, 8292, 8293 chip set as a GPIB 
controller with the software operating in a polling 
mode and using programmed transfer of the data. 
This is the simplest mode of use, but it ties up the 
microprocessor for the duration of a GPIB transac- 
tion. If system design constraints do not allow this, 
then either Interrupts and/ or DMA may be used to 
free up processor cycles. 

The 8291 and 8292 provide sufficient interrupts that 
one may return to do other work while waiting for 
such things as 8292 Task Completion, 8291 Next 
Byte In, 829 1 Last Byte Out, 8292 Service Request 


In, etc. The only difficulty lies in integrating these 
various interrupt sources and their matching 
routines into the overall system’s interrupt structure. 
This is highly situation-specific and is beyond the 
scope of this Ap Note. 

The strategy to follow is to replace each of the WAIT 
routines (see Appendix A) with a return to the main 
code and provide for the corresponding interrupt to 
bring the control back to the next section of GPIB 
code. For example WAITO (Wait for Byte Out of 
8291) would be replaced by having the BO interrupt 
enabled and storing the (return) address of the next 
instruction in a known place. This co-routine 
structure will then be activated by a BO interrupt. 
Fig. 31 shows an example of the flow of control. 



Figure 31. GPIB Interrupt & Co-Routine Flow of Control 
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DMA is also useful in relieving the processor if the 
average length of a data buffer is long enough to 
overcome the extra time used to set up a DMA chip. 
This decision will also be a function of the data rate 
of the instrument. The best strategy is to use the 
DMA to handle only the data buffer transfers on 
SEND and RECV and to do all the addressing and 
control just as shown in the driver descriptions. 

Another major reason for using a DMA chip is to 
increase the data rate and therefore increase the 
overall transaction rate. In this case the limiting 
factor becomes the time used to do the addressing 
and control of the GPIB using software like that in 
Appendix A. The data transmission time becomes 
insignificant at DMA speeds unless extremely long 
buffers are used. 

Refer to Figure 1 1 for a typical DMA and interrupt 
based design using the 8291, 8292, 8293. A system 
like this can achieve a 250K byte transfer rate while 
under DMA control. 

APPLICATION EXAMPLE 

This section will present the code required to operate 
a typical GPIB instrument set up as shown in Fig. 
32. The HP5328A universal counter and the 
HP3325 function generator are typical of many 
GPIB devices; however, there are a wide variety of 
software protocols to be found on the GPIB. The 
Ziatech ZT488 GPIB analyzer is used to single step 
the bus to facilitate debugging the system. It also 
serves as a training/ familiarization aid for new- 
comers to the bus. 

This example will set up the function generator to 
output a specific waveform, frequency and ampli- 


tude. It will then tell the counter to measure the 
frequency and Request Service (SRQ) when com- 
plete. The program will then read in the data. The 
assembled source code will be found at the end of 
Appendix A. 



Figure 32. GPIB Example Configuration 


SEND 

LSTN: “2”, COUNT: 15, EOS: ODH, DATA: “FU 1 FR37KH AM2VO (CR)” 

;SETS UP FUNCTION GEN. TO 37 KHZ SINE, 2 VOLTS PP 

;COUNT EQUAL TO # CHAR IN BUFFER 

;EOS CHARACTER IS (CR) = ODH = CARRIAGE RETURN 

SEND 

LSTN: “1”, COUNT: 6, EOS: “T” DATA: “PR4G7T” 

;SETS UP COUNTER FOR P:INITIALIZE, F4: FREQ CHAN A 
; G7:0.1 HZ RESOLUTION, T:TRIGGER AND SRQ 

;COUNT IS EQUAL TO # CHAR 

WAIT FOR SRQ 

SPOL TALK: “Q”, DATA: STATUS 1 

;CLEARS THE SRO — IN THIS EXAMPLE ONLY FREQ CTR ASSERTS SRQ 

RECV TALK: “Q”, COUNT: 17, EOS: OAH, 

DATA: “ + 37000.0E+0” (CR) (LF) 

;GETS 17 BYTES OF DATA FROM COUNTER 
;COUNT IS EXACT BUFFER LENGTH 

;DATA SHOWN IS TYPICAL HP5328A READING THAT WOULD BE RECEIVED 


6-471 


231324-001 



APPLICATIONS 


CONCLUSION 

This Application Note has shown a structured way 
to view the IEEE 488 bus and has given typical code 
sequences to make the Intel 8291, 8292, and 8293’s 
behave as a controller of the GPIB. There are other 
ways to use the chip set, but whatever solution is 
chosen, it must be integrated into the overall system 
software. 


The ultimate reference for GPIB questions is the 
IEEE Std 488, -1978 which is available from IEEE, 
345 East 47th St., New York, NY, 10017. The ulti- 
mate reference for the 8292 is the source listing fof it 
(remember it’s a pre-programmed UPI-41A) which 
is available from INSITE, Intel Corp., 3065 Bowers 
Ave., Santa Clara, CA 95051. 


APPENDIX A 


ISIS-II 8080/8085 MACHO ASSEMBLER, V3.0 
GPIB CONTROLLER SUBROUTINES 


LOC OBJ 

LINE 


SOURCE STATEMENT 


1 

$TITLE ( 

'GPIB 

CONTROLLER SUBROUTINES') 


z 

3 

4 

y GPIB 

CONTROLLER SUBROUTINES 


5 

6 

9 

9 

for 

Intel 8291, 8292 on ZT 7488/18 


7 

9 

Bert 

Forbes, Ziatech Corporation 


8 

9 

2410 

Broad Street > 


9 

9 

San 

Luis Obispo, CA, USA 93401 


10 

9 




11 

9 




12 

9 

General Definitions & Equates 


'• 13 

9 

8291 

Control Values 


14 

9 



1000 

15 

1 6 


ORG 

1000H y For ZT7488/18 w/8085 

0060 

17 

PRT91 

EQU 

60H y 8291 Base Port # 


18 

9 




19 

9 

Reg 

#0 Data in & Data out 

0060 

20 

DIN 

EQU 

PRT91+0 y 91 Data in reg 

0060 

21 

DOUT 

EQU 

PRT91+0 ; 91 Data out reg 


22 

9 




23 

9 

Reg 

If 1 Interrupt 1 Constants 

0061 

24 

INTI 

EQU 

PRT91+1 ; I NT Reg 1 

0061 

25 

INTMl 

EQU 

PRT91+1 ; I NT Mask Reg. 1 

0002 

26 

BOM 

EQU 

02 ; 91 BO INTRP Mask 

0001 

27 

BIM 

EQU 

01 ; 91 B I INTRP Mask 

0010 

28 

ENDMK 

EQU 

10H ; 91 END INTRP Mask 

0080 

29 

CPT 

EQU 

80H ;91 command pass thru int bit 


30 

; 




31 

i 

Reg 

#2 Interrupt 2 

0062 

32 

INT2 

EQU 

PRT91+2 


33 

i • 




34 

f 

Reg 

14 Address Mode Constants 

0064 

35 

ADRMD 

EQU 

PRT91+4 ; 91 address mode register # 

0080 

36 

TON 

EQU 

80H ;91 talk only mode & not listen 

0040 

37 

LON 

EQU 

40H ; 91 listen only & not ton 

00C0 

38 

TLON 

EQU 

0C0H ; 91 talk & listen only 

0001 

39 

MODE1 

EQU 

01 ymode 1 addressing for device 


40 





41 

f 

Reg 

M (Read) Address Status Register 

0064 

42 

ADRST 

EQU 

PRT91+4 y reg #4 

0020 

43 

EOIST 

EQU 

20H 

0002 

44 

TA 

EQU 

2 j 

0001 

45 

LA 

EQU 

1 ylistener active 


46 

y 




47 

y 

Req 

#5 (Write) Auxiliary Mode Register 

0065 

48 

AUXMD 

EQU 

PRT91+5 y 91 auxiliary mode register # 

0023 

49 

CLKRT 

EQU 

23H y 91 3 Mhz clock input 
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0003 

50 

FNHSK 

EQU 

03 

91 fininsh handshake command 

0006 

51 

SDEOI 

EQU 

06 

91 send EOI with next byte 

0080 

52 

AXRA 

EQU 

80H 

91 aux. reg A pattern 

0001 

53 

HOHSK 

EQU 

1 

91 hold off handshake on all bytes 

0002 

54 

HOEND 

EQU 

2 

91 hold off handshake on end 

0003 

55 

CAHCY 

EQU 

3 

91 continuous AH cycling 

0004 

56 

EDEOS 

EQU 

4 

91 end on EOS received 

0008 

57 

EOIS 

EQU 

8 

91 output EOI on EOS sent 

000F 

58 

VSCtMD 

EQU 

0FH 

91 valid command pass through 

0007 

59 

NVCMD 

EQU 

07H 

91 invalid command pass through 

00A0 

60 

AXRB 

EQU 

0A0H 

Aux. reg. B pattern 

0001 

61 

CPTEN 

EQU 

01H 

command pass thru enable 


62 

; 





63 

} 

Reg #5 

(Read) 


00 65 

64 

65 

66 

CPTRG 

EQU 

PRT91+5 



1 

i 

Reg #6 

Address 0/1 reg . constants 

0066 

67 

ADR 01 

EQU 

PRT91+6 


0060 

68 

DTDL1 

EQU 

60H 

^Disable major talker & listener 

00E0 

69 

70 

71 

DTDL2 

EQU 

0E0H 

/Disable minor talker & listener 



Reg #7 

EOS Character Register 

0067 

72 

73 

EOSR 

S 

EQU 

PRT91+7 



74 

75 

76 

77 

78 

79 

80 
81 

i 

f 

f 

8292 

CONTROL VALUES 

0068 

t 

PRT92 

EQU 

PRT91+8 

/ 8292 Base Port # (CS7 ) 

0068 

INTMR 

EQU 

PRT92+0 

92 INTRP Mask Reg 

00A0 

82 

INTM 

EQU 

0A0H 

TC I 


83 

? 




0068 

84 

ERRM 

EQU 

PRT92+0 

92 Error Mask Reg 

0001 

85 

TOUT1 

EQU 

01 

92 Time Out for Pass Control 

0002 

86 

TOUT2 

EQU 

02 

92 Time Out for Standby 

0004 

87 

TOUT3 

EQU 

04 

92 Time Out for Take Control Sync 

0068 

88 

EVREG * 

EQU 

PRT92+0 

?92 Event Counter Pseudo Reg 

0068 

89 

90 

91 

TOR EG 

EQU 

PRT92+0 

92 Time Out Pseudo Reg 

0069 

CMD92 

EQU 

PRT92+1 

; 92 Command Register 


92 

; 



0069 

93 

INTST 

EQU 

PRT92+1 

; 92 Interrupt Status Reg 

0010 

94 

EVBIT 

EQU 

10H 

;Event Counter Bit 

0002 

95 

IBFBT 

EQU 

02 

Input Buffer Full Bit 

0020 

96 

SRQBT 

EQU 

20H 

?Seq bit 


97 

9 




0068 

98 

ERF LG 

EQU 

PRT92+0 

? 92 Error Flag Pseudo Reg 

0068 

99 

CLRST 

EQU 

PRT92+0 

;92 Controller Status Pseudo Reg 

0068 

100 

BUSST 

EQU 

PRT92+0 

? 92 GPIB (Bus) Status Pseudo Reg 

0068 

101 

EVCST 

EQU 

PRT92+0 

;92 Event Counter Status Pseudo Reg 

0068 

102 

TOST 

EQU 

PRT92+0 

;92 Time Out Status Pseudo Reg 


103 

9 





104 

9 

8292 

OPERATION COMMANDS 


105 

9 




•w. 

106 

9 




00F0 

107 

SPCNI 

EQU 

0F0H 

; Stop Counter Interrupts 

00F1 

108 

GIDL 

EQU 

0F1H 

;Go to idle 

00F2 

109 

RSET 

EQU 

0F2H 

; Re set 

00F3 

110 

RSTI 

EQU 

0F3H 

; Re se t Interrupts 

00F4 

111 

GSEC 

EQU 

0F4H 

;Go to standby, enable counting 

00F5 

112 

EXPP 

EQU 

0F5H 

/Execute parallel poll 

00F6 

113 

GTSB 

EQU 

0F6H 

/Goto standby 

00F7 

114 

SLOC 

EQU 

0F7H 

/Set local mode 

00F8 

115 

SREM 

EQU 

0F8H 

/Set interface to remote 

00F9 

116 

ABORT 

EQU 

0F9H 

/Abort all operation, clear interface 

00FA 

117 

TCNTR 

EQU 

0FAH 

/Take control (Receive control) 

00FC 

118 

TCASY 

EQU 

0FCH 

/Take control asyncronously 

00FD 

119 

TCSY 

EQU 

0FDH 

/Take control syncronously 

00FE 

120 

STCNI 

EQU 

0FEH 

/Start counter interrupts 


121 

/ 





122 / 
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123 

9 

8292 

UTILITY 

COMMANDS 


124 

9 





125 

9 




00E1 

1#6 

WOUT 

EQU 

0E1H 

/Write to timeout reg 

00E2 ' 

127 

WEVC 

EQU 

0E2H 

/Write to event counter 

00E3 

128 

RE VC 

EQU 

0E3H 

/Read event counter status 

00E4 

129 

RERF 

EQU 

0E4H 

/Read error flag reg 

00E 5 

130 

RINM 

EQU 

0E5H 

/Read interrupt mask reg 

00E6 

131 

RCST 

EQU 

0E6H 

/Read controller status reg 

00E7 

132 

RBST 

EQU 

0E7H 

/Read GPIB b‘us status reg 

00E9 

133 

RTOUT 

EQU 

0E9H 

/Read timeout status reg 

00EA 

134 

RERM 

EQU 

0EAH 

/Read error mask reg 

000B 

135 

IACK 

EQU 

0BH 

/Interrupt Acknowledge 


136 

9 





137 

! 





138 

9 

PORT F 

BIT ASSIGNMENTS 


139 

140 

141 


006F 

142 

PRTF 

EQU 

PRT91+0FH / ZT7488 port 6F for interrupts 

0002 

143 

TCIF 

EQU 

02H 

Task complete interrupt 

0004 

144 

SPIF 

EQU 

04H 

Special interrupt 

0008 

145 

OBFF 

EQU 

08H 

•92 Output (to CPU) Buffer full 

0010 

146 

IBFF 

EQU 

10H 

•92 Input (from CPU) Buffer empty 

0001 

147 

BOF 

EQU 

01H 

;91 Int line (BO in this case) 


148 

/ 




149 

9 

GPIB 

MESSAGES (COMMANDS) 


150 

9 




0001 

151 

MDA 

EQU 

1 

/My device address is 1 

0041 

152 

MTA 

EQU 

MDA+4 0H 

/My talk address is 1 ("A") 

0021 

153 

MLA 

EQU 

MDA+20H 

/My listen address is 1 (" !") 

003F 

154 

UNL 

EQU 

3FH 

/Universal unlisten ' 

0008 

155 

GET 

EQU 

08 

/Group Execute Trigqer 

0004 

156 

SDC 

EQU 

04H 

/Device Clear 


0018 157 SPE ECHJ 18H ;Serial poll enable 

00^9 158 SPD EQU 19H ;Serial poll disable 

0005 159 PPC EQU 05 ;Parallel poll configure 

0070 160 PPD EQU 70H ;Parallel poll disable 

0050 . 161 PPE EQU 60H /Parallel poll disable 

0015 152 PPU EQU 15H /Parallel poll unconfigured 

0009 153 TCT EQU 09 /Take control (pass control) 

164 


165 

166 

167 

168 


MACRO DEFINITIONS 



169 SETF 

MACRO 


/Sets flags on A reqister 

- 

170 

ORA 

A 



171 

ENDM 




172 / 





173 WAITO 

MACRO 


/Wait for last 91 byte to be done 


174 

LOCAL 

WAITL 


- 

175 WAITLs 

IN 

INTI 

/Get Inti status 

- 

1 76 

AN I 

BOM 

/Check for byte out 

- 

177 

JZ 

WAITL 

/If not, try again 


178 

ENDM 


/until it is 


179 / 





180 / 





181 WAITI 

MACRO 


/Wait for 91 byte to be input 


182 

LOCAL 

• WAITL 


- 

183 WAITL : 

IN 

INTI 

/Get INTI status 

- 

184 

MOV 

B , A 

/ Save status in B 

- 

185 

ANI 

BIM 

/Check for byte in 


186 

JZ 

WAITL 

/If not, just try again 


187 

ENDM 


/until it is 


188 ; 





189 WAITX 

MACRO 


/Wait for 92 * s TCI to go false 


190 

LOCAL 

WAITL 


- 

191 WAITL: 

IN 

PRTF 


- 

192 

ANI 

TCIF 


- 

193 

JNZ 

WAITL 



194 

ENDM 




195 / 
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1000 

1002 

1004 

1006 

1008 

100A 

100C 

100E 

1010 

1012 

1014 

1015 
1017 
1019 
101B 



196 WAITT MACRO 




197 

LOCAL 

WAITL 



198 WAITL: IN 

PRTF 

;Get task complete int,etc. 


199 

AN I 

TCIF 

;Mask it 


200 

JZ 

WAITL 

;Wa i t for task to be complete 


201 

ENDM 




202 





203 RANGE MACRO 

LOWER, UPPER, LABEL 


204 



;Checks for value in range 


205 



;branches to label if not 


206 



;in range. Falls through if 


207 



; lower <= ( (H) (L) ) <= upper. 


208 



;Get next byte. 


209 

MOV 

A , M 



210 

CPI 

LOWER 



211 

JM 

LABEL 



212 

CPI 

UPPER+1 



213 

JP 

LABEL 



214 

ENDM 




215 





216 CLRA MACRO 




217 

XRA 

A 

; A XOR A =0 


218 

ENDM 




219 





220 

All of 

the following routines have these common 


221 

assumptions about the state of the 8291 & 8292 upon < 


222 

to the 

routine and will exit the' routine in an ident: 


223 





224 





225 

8291; 

BO is or 

has been set, 


226 


All interrupts are masked off 


227 


TON mode 

, not LA 


228 


No holdoffs in effect or enabled 


229 


No holdoffs waiting for finish command 


230 





231 

8292: 

ATN asserted (active controller) 


232 


note: RCTL is an exception it expects 


233 


to not be active controller 


234 


Any previous task is complete & 92 is 


235 


ready to 

receive next command. 


236 

8085: 

Pointer 

registers ( DE , HL) end one 


237 


beyond last legal entry 


238 

******************************************************* 


239 





240 





241 

INITIALIZATION ROUTINE 


242 





243 

INPUTS: 

None 



244 

OUTPUTS: 

None 



245 

CALLS: 

None 



246 

DESTROYS: 

A, F 



247 




3EA0 

248 INIT : MVI 

A , INTM 

; Enable TCI 

D368 

249 

OUT 

INTMR 

; Out put to 92's intr. mask reg 

3E60 

250 

MVI 

A , DTDL1 

;Disable major talker/listener 

D366 

251 

OUT 

ADR 01 


3EE0 

252 

MVI 

A,DTDL2 

;Disable minor talker/listener 

D3S5 

253 

OUT 

ADR 01 


3E80 

2 54 

MVI 

A, TON 

;Talk only mode 

D364 

255 

OUT 

ADRMD 


3E23 

256 

MVI 

A, CLKRT 

; 3 MHZ for delay timer 

D385 

2 57 

, OUT 

AUXMD 



258 

CLRA 



AF 

259+ 

XRA 

A 

; A XOR A =0 

D361 

260 

OUT 

INTI 


D362 

261 

OUT 

INT2 

;Disable all 91 mask bits 

D365 

262 

OUT 

AUXMD 

; Immediate execute PON 

C9 

' 263 

RET 




264 





265 

.***************************************************** 


266 





267 





268 

SEND ROUTINE 



269 
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270 






271 






272 

INPUTS: 


HL listener list pointer 



273 



DE data buffer pointer . 



274 



C count — 0 will cause no data to be sen 



275 



b EOS character — software detected 



276 

OUTPUTS 


none 



1 277 

CALLS: 


none 



278 

DESTROYS: 

A, C, DE, HL, F 



279 






280 






281 




101C 

3E41 

282 SEND: MVI 

A,MTA 

; Send MTA to turn off any 

1 01 E 

D360 

283 

OUT 

DOUT 

;previous talker 



284 

WAITO 



1020 

DB61 

285+770001 : IN 

INTI 

;Get Inti status 

1022 

E602 

286 + 

AN I 

BOM 

;Check for byte out 

1024 

CA2010 

287 + 

JZ 

770001 

; I f not, try aqain 

1027 

3E3F 

288 

MVI 

A r UNL 

;Send universal unlisten 

1029 

D360 

289 

OUT 

DOUT 

; to stop previous listeners 

1023 

78 

2 90 

MOV 

A, B 

;Ge t EOS character 

102C 

D357 

291 

OUT 

EOSR 

;Output it to 8291 



292 



;while listener 



293 SEND1 : RANGE 

20H, 3EH 

, SEND2 ;Check next listen address 



294 + 



;Checks for value in ranqe 



295+ 



; branches to label if not 



296 + 



;in ranqe. Falls throuqh if 



297+ 



;lower <= ( (H) (L) ) <= upper. 



298 + 



;Get next byte. 

1 02E 

7E 

299+ 

MOV 

A , M 


1 02F 

FE20 

300+ 

CPI 

20H 


1031 

FA4710 

301 + 

JM 

SEND2 


1034 

FE3F 

302 + 

CPI 

3EH+1 


1036 

F24710 

303+ 

JP 

SEND2 




304 

WAITO 


;Wait for previous listener sent 

1039 

DB61 

305+770002: IN 

INTI 

;Get Inti status 

103B 

E602 

306 + 

AN I 

BOM 

;Check for byte out 

103D 

CA3910 

307+ 

JZ 

770002 

; I f not, try again 

1040 

7E 

308 

MOV 

A , M 

;Get this listener 

1041 

D360 

309 

OUT 

DOUT 

;Output to GPIB 

1043 

23 

310 

INX 

H 

;Increment listener list pointer 

1044 

C32E10 

311 

JMP 

SEND1 

; Loop till non-valid listener 



312 



;Enable 91 ending conditions 



313 

SEND2: WAITO 


;Wait for lstn addr accepted 

1047 

DB61 

314+ 

770003: IN 

INTI 

;Ge t Inti status 

1049 

E602 

315+ 

AN I 

BOM 

;Check for byte out 

104B 

CA4710 

316 + 

JZ 

770003 

? I f not, try again 



317 



; WAITO required for early versions 



318 



;of 8292 to avoid GTSB before DAC 

104E 

3EF6 

319 

MVI 

A, GTSB 

;Goto standby 

1050 

D369 

320 

OUT 

CMD92 

9 

1052 

3E88 

321 

MVI 

A , AXRA+EOIS ; Send EOI with EOS character 

1054 

D365 

322 

OUT 

AUXMD 




323 

WAITX 


;Wait for TCI to go false 

1056 

DB6F 

324+770004: IN 

PRTF 


1058 

E602 

325+ 

ANI 

TCIF 


105A 

C25610 

326 + 

JNZ 

770004 




327 

WAITT 


;Wa i t for TCI on GTSB 

10 5D 

DB6F 

328+770005: IN 

PRTF 

?Ge t task complete int,etc. 

105F 

E602 

329 + 

ANI 

TCIF 

;Mask it 

1061 

CA5D10 

330+ 

JZ 

770005 

; Wa i t for task to be complete 



331 






332 

; delete 

next 3 instructions to make count of 0=256 



333 

? 



1064 

79 

334 

MOV 

A,C 

;Get count 



335 

SETF 


;Set flags 

1065 

B7 

336+ 

ORA 

A 


1066 

CA8810 

317 

JZ 

SEND6 

; I f count=0, send no data 

1069 

1A 

338 

SEND3 : LDAX 

D 

;Get data byte 

106A 

D360 

339 

OUT 

DOUT 

; Output to GPIB 

106C 

B8 

340 

CMP 

B 

;Test EOS ...this is faster 



341 

» 


;and uses less code than using 



342 



; 91 ' s END or EOI bits 
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106D 

CA7F10 

343 


JZ 

SEND5 

; I f char = EOS , qo finish 



344 SEND4 : 

WAITO 



1070 

DB61 

34 5+770006 : 

IN 

INTI 

;Get Inti status 

1072 

E602 

346+ 


AN I 

BOM 

;Check for byte out 

1074 

CA7010 

347 + 


JZ 

770006 

;If not, try again 

1077 

13 

348 


I NX 

D 

increment buffer pointer 

1078 

0D 

349 


DCR 

C 

/Decrement count 

1079 

C26910 

350 


JNZ 

SEND3 

; I f count < > 0, go send 

107C 

C38810 

351 


JMP 

SENDS 

/Else go finish 

107F 

13 

352 SEIMD5: 

INX 

D 

/ for consistency 

1080 

0D 

353 


DCR 

C 

, M II 

9 



354 


WAITO 









/This ensures that the standard entry 

1081 

DB61 

3 55+??0007 : 

IN 

INTI 

/Get Inti status 

1083 

E602 

356+ 


AN I 

BOM 

/Check for byte out 

1085 

CA8110 

357 + 


JZ 

770007 

/If not, try again 



358 




/assumptions for the next subroutine are met 

1088 

3EFD 

359 SEND6: 

MVI 

A, TCSY 

/Take control syncronously 

108A 

D359 

360 


OUT 

CMD92 


108C 

3E80 

361 


MVI 

A, AXRA 

/Reset send EOI on EOS 

108E 

D365 

362 


OUT 

AUXMD 




363 


WAITX 


/Wait for TCI false 

1090 

DB6F 

364+??0008 : 

IN 

PRTF 


1092 

E602 

365 + 


AN I 

TCIF 


1094 

C29010 

366+ 


JNZ 

770008 




367 


WAITT 


/Wait for TCI 

1097 

DB6F 

368+??0009: 

IN 

PRTF 

/Get task complete int,etc. 

1099 

E602 

369 + 


AN I 

TCIF 

/Mask it 

109B 

CA9710 

370 + 


JZ 

770009 

/Wait for task to be complete 

109E 

C9 

371 


RET 





372 

******************************************************************4r 



373 







374 


RECEIVE 

ROUTINE 




375 







376 







377 

INPUT: 


HL talker pointer 



378 



DE data 

buffer pointer 



379 



C count (max buffer size) 0 implies 256 



380 



B EOS 

character 



381 

OUTPUT 


Fills buffer pointed at by DE 



382 

CALLS: 


None 




383 

DESTROYS: 

A, BC, 

DE, HL, F 



384 







385 

RETURNS: 

A=0 normal termination — EOS detected 



386 



A=40 Error count overrun 



387 



A<40 or 

A>5EH Error bad talk address 



388 







389 





109F 

78 

390 RECV: 

MOV 

A,B 

/Get EOS character 

10A0 

D367 

391 


OUT 

EOSR 

/Output it to 91 



392 


RANGE 

40H , 5EH 

, RECV6 



393 + 




/Checks for value in tange 



394 + 




/branches to label if not 



395+ 




/in range. Falls through if 



396+ 




/lower <* ( (H) (L) ) <= upper. 



397 + 




/Get next byte. 

10A2 

7E 

398 + 


MOV 

A,M 


1 0A3 

FE40 

399+ 


CPI 

40H 


10A5 

FA3911 

400 + 


JM 

RECV6 


1 0A8 

FE5F 

401 + 


CPI 

5EH+1 


1 0AA 

F23911 

402 + 


JP 

RECV6 




403 




/valid if 40H<= talk <=5EH 

10AD 

D360 

404 


OUT 

DOUT 

/Output talker to GPIB 

10AF 

23 

405 


INX 

H 

/Incr pointer for consistency 



406 


WAITO 



10B0 

DB61 

407+770010: 

IN 

INTI 

/Get Inti status^ 

10B2 

E602 

408 + 


AN I 

BOM 

/Check for byte out 

10B4 

CAB 01 0 

409+ 


JZ 

770010 

/If not, try again 

10B7 

3E3F 

410 


MVI 

A , UNL 

/Stop other listeners 

10B9 

D360 

411 


OUT 

DOUT 




412 


WAITO 



10BB 

DB61 

413+770011: 

IN 

INTI 

/Get Inti status 

10BD 

E602 

414+ 


AN I 

BOM 

/Check for byte out 

10BF 

CABB10 

415+ 


JZ 

770011 

/If not, try again 
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10C2 

3E21 

416 

MVI 

A,MLA 

;For completeness 

10C4 

D360 

417 

OUT 

DOUT 


10C6 

3E86 

418 

MVI 

A, AXRA+HOEND+EDEOS ;End when 

10C8 

D365 

419 

OUT 

AUXMD 

yEOS or EOI & Ho Id of f 



420 

WAITO 



10CA 

DB61 

421+??0012: 

IN 

INTI 

;Get Inti status 

10CC 

E602 

422 + 

ANI 

BOM 

;Check for byte out 

10CE 

CACA10 

423 + 

JZ 

??001 2 

;If not, try again 

10D1 

3E40 

424 

MVI 

A , LON 

yListen only 

10D3 

D364 

425 

OUT 

ADRMD 




426 

CLRA 


; Immediate XEQ PON 

10D5 

AF 

427+ 

XRA 

A 

? A XOR A =0 

10D6 

D365t 

428 

OUT 

AUXMD 


10D8 

3EF6 

429 

MVI 

A,GTSB 

;Go to standby 

10DA 

D369 

430 

OUT 

CMD92 




431 

WAITX 


;Wai t for TCI=0 

1 0DC 

DB6F 

432+??001 3 : 

IN 

PRTF 


10DE 

E602 

433 + 

ANI 

TCIF 


10E0 

C2DC10 

434 + 

JNZ 

??0013 




435 

WAITT 


yWait for TCI=1 

10E3 

DB6F 

436+??0014 : 

IN 

PRTF 

yGet task complete int,etc. 

10E5 

E602 

437+ 

ANI 

TCIF 

;Mask it 

10EA 

DB61 

439 RECV1 : 

IN 

INTI 

; Get 91 Int status (END &/or BI) 

10EC 

47 

440 

MOV 

B , A 

;Save it in B for BI check later 

10ED 

E610 

441 

ANI 

ENDMK 

yCheck for EOS or EOI 

10EF 

C20511 

442 

JNZ 

RECV2 

;Yes end go wait for BI 

10F2 

78 

443 

MOV 

A, B 

? NO , retrieve status & 

10F3 

E601 

444 

ANI 

BIM 

ycheck for BI 

10F5 

CAEA10 

445 

JZ 

RECV1 

; NO , go wait for either END or BI 

10F8 

DB60 

446 

IN 

DIN 

;YES, BI get data 

10FA 

12 

447 

STAX 

D 

y Store it in buffer 

10FB 

13 

448 

INX 

D 

ylncrement buffer pointer 

10FC 

0D 

449 

DCR 

C 

yDecrement counter 

10FD 

C2EA10 

4 50 

JNZ 

RECV1 

;If count < > 0 go back & wait 

1100 

0640 

451 

MVI 

B,40H 

;Else set error indicator 

1102 

C31711 

452 

JMP 

RECV5 

;And go take control 



453 ; 




1105 

78 

454 RECV2: 

MOV 

A, B 

yRetreive status 

1106 

E601 

455 RECV3 : 

ANI 

BIM 

yCheck for BI 

1108 

C21011 

456 

JNZ 

RECV4 

; If BI then go input data 

110B 

DB61 

457 

IN 

INTI 

?Else wait for last BI 

110D 

C30611 

458 

JMP 

RECV3 

;In loop 

1110 

DB60 

459 RECV4 : 

IN 

. DIN 

;Get data byte 

1112 

12 

460 

STAX 

D 

yStore it in buffer 

1113 

13 

461 

INX 

D 

ylncr data pointer 

1114 

0D 

462 

DCR 

C 

yDecrement count, but ignore it 

1115 

0600 

463 

MVI 

B,0 

ySet normal completion indicators 



464 ? 




ill7 

3EFD 

465 RECV5 : 

MVI 

A, TCSY 

yTake control synchronously 

1119 

D369 

466 

OUT 

CMD92 




467 

WAITX 


yWait for TCI=0 (7 tcy) 

1 1 IB 

DB6F 

468+??0015: 

IN 

PRTF 


HID 

E602 

469+ 

ANI 

TCIF 


111F 

C21B11 

470 + 

JNZ 

??001 5 




471 

WAITT 


yWait for TCI=1 

1122 

DB6F 

472+??0016 j 

IN 

PRTF 

yGet task complete int, etc. 

1124 

E602 

473+ 

ANI 

TCIF 

„yMask it 

1126 

CA2211 

474 + 

JZ 

??0016 

yWait for task to be complete 



475 y 






476 ; i f timeout 3 

is to be 

checked, the above WAITT should 


, 

477 y be omitted & 

the appropriate code to look for TCI or 



* 478 ; TOUT 3 

inserted here. 




479 ; 




1129 

3E80 

480 

MVI 

A, AXRA 

yPattern to clear 91 END conditions 

1128 

D355 

481 

OUT 

AUXMD 

• 

1 1 2D 

3E80 

482 

MVI 

A, TON 

yThis bit pattern already in "A" 

112F 

D364 

483 

OUT 

ADRMD 

y Output TON 

1131 

3E03 

484 

MVI 

A, FNHSK 

: yFinish handshake 

1133 

D365 

485 

OUT 

AUXMD 




486 

CLRA 



1135 

AF 

487 + 

XRA 

A 

yA XOR A *0 

1136 

D365 

488 

OUT 

AUXMD 

y Immediate execute PON-Reset LON 

1138 

78 

489 

MOV 

A, 6 

yGet completion character 

1139 

C9 

490 RECV6 : 

RET 
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491 ; 






492 ;************************************************************ 



493 ; 

XFER ROUTINE 




494 ; 






495 ? 






496 ; INPUTS: 


HL device list pointer 



497 y 


B EOS character 



498 ; OUTPUTS: 

None 




499 ; CALLS: 


None 




500 ; DESTROYS: 

A, HL , F 




501 ; RETURNS: 

A=0 normal, A < > 0 bad talker 



502 ; 






50 3 ; 






504 ; NOTE : 


XFER will not work if the talker 



50 5 ; 


uses EOI 

to terminate the transfer. 



50 6 ; 


Intel will be making hardware 



507 ; 


modifications to the 8291 that will 



508 ; 


correct 

this problem. Until that time, 



509 ; 


only EOS 

may be used without possible 



510 y 


loss of 

the last data byte transfered. 



511 XFER : 

RANGE 

40H, 5EH, 

XFER4 ;Check for valid talker 



512+ 



;Checks for value in range 



513+ 



; branches to label if not 



514+ 



;in range. Falls through if 



515+ 



y lower <= ( (H) (L) ) <= upper. 



516+ 



;Get next byte. 

1 13A 

7E 

517+ 

MOV ■ 

A , M 


1 13B 

FE40 

518+ 

CPI 

40H 


113D 

FABB11 

519+ 

JM 

XFER4 


1140 

FE5F 

520 + 

CPI 

5EH+1 


1142 

F2BB11 

521 + 

JP 

XFER 4 


1145 

D360 

522 

OUT 

DOUT 

; Send it to GPIB 

1147 

23 

523 

INX 

H 

;Incr pointer 



524 

WAITO 



1148 

DB61 

525+??0017: 

IN 

INTI 

yGet Inti status 

114A 

E602 

526 + 

AN I 

BOM 

;Check for byte out 

114C 

CA4811 

527 + 

JZ 

??0017 

;If not, try again 

114F 

3E3F 

528 

MVI 

A , UNL 

;Universal unlisten 

1151 

D360 

529 

OUT 

DOUT 




530 XFER1 : 

RANGE 

20H, 3EH, 

XFER2 yCheck for valid listener 



531 + 



yChecks for value in range 



532+ 



; branches to label if not 



533+ 



yin range. Falls through if 



534 + 



y lower <= ( (H) (L) ) <= upoer. 



535+ 



yGet next byte. 

1153 

7E 

536+ 

MOV 

A,M 


1154 

FE20 

537+ 

CPI 

20H 


1156 

FA6C11 

538+ 

JM 

XFER2 


1159 

FE3F 

539+ 

CPI 

3EH+1 


115B 

F26C11 

540+ 

JP 

XFER2 

' 



541 

WAITO 



115E 

DB61 

542+??0018: 

IN 

INTI 

yGet Inti status 

1160 

E602 

543 + 

AN I 

BOM 

yCheck for byte out 

1162 

CA5E11 

544 + 

JZ 

??0018 

ylf not, try again 

1165 

7E 

545 

MOV 

A , M 

yGet listener 

1166 

D360 

546 

OUT 

DOUT 


1168 

23 

547 

INX 

H 

ylncr pointer 

1169 

C35311 

548 

JMP 

XFER1 

y Loop until non-valid listener 



549 XFER2 : 

WAITO 



116C 

DB6 1 

550+??0019: 

IN 

INTI 

yGet Inti status 

116E 

E602 

551 + 

AN I 

BOM 

yCheck for byte out 

1170 

CA6C11 

552+ 

JZ 

??0019 

ylf not, try again 

1173 

3E87 

553 

MVI 

A, AXRA+CAHCY+EDEOS ;Invisible handshake 

1175 

D365 

554 

OUT 

AUXMD 

yContinuous AH mode 

1177 

3E40 

555 

MVI 

A, LON 

yListen only 

1179 

D364 

556 

OUT 

ADRMD 




557 

CLRA 



117B 

AF 

558+ 

XRA 

A 

yA X9R A =0 

117C 

D365 

559 

OUT 

AUXMD 

ylmmed. XEQ PON 

117E 

78 

560 

MOV 

A , B 

yGet EOS 

117F 

D367 

561 

OUT 

EOSR 

yOutput it to 91 

1181 

3EF6 

562 

MVI 

A,GTSB 

yGo to standby 

1183 

D369 

563 

OUT 

CMD92 
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564 


WAITX 



1185 

DB6F 

565+??0020 : 

IN 

PRTF 

f 

1187 

E602 

566+ 


AN I 

TCIF 


1189 

C28511 

567+ 


JNZ 

??0020 




568 


WAITT 


;Wai t for TCS 

118C 

DB6F 

569+??0021 : 

IN 

PRTF 

;Get task complete int,etc. 

1 18E 

E602 

570+ 


AN I 

TCIF 

;Mask it 

1190 

CA8C11 

571 + 


JZ 

??0021 

;Wait for task to be complete 

1193 

DB61 

572 XFER3: 

IN 

INTI 

;Get END status bit 

1195 

E61 0 

573 


AN I 

ENDMK 

;Mask it 

1197 

CA9311 

574 


JZ 

XFER3 


119A 

3EFD 

575 


MVI 

A, TCSY 

;Take control syncronously 

119C 

D369 

576 


OUT 

CMD92 



577 


WAITX 



119E 

DB5F 

578+??0022: 

IN 

PRTF 


1 1A0 

E602 

579 + 


AN I 

TCIF 


1 1A2 

C29E11 

580+ 


JNZ 

??0022 




581 


WAITT 


;Wait for TCI 

11A5 

DB6F 

’ 582+??0023: 

IN 

PRTF 

;Get task complete int,etc. 

11A7 

E602 

583+ 


AN I 

TCIF 

;Mask it 

11A9 

C AA 511 

584 + 


JZ 

??0023 

;Wait for task to be complete 

1 1AC 

3E80 

585 


MVI 

A, AXRA 

; No t cont AH or END on EOS 

11AE 

D365 

586 


OUT 

AUXMD 


1180 

3,E03 

587 


MVI 

A , FNHSK 

/•Finish handshake 

11B2 

D365 

588 


OUT 

AUXMD 


1 1B4 

3E80 

589 


MVI 

A , TON 

?Talk only 

11B6 

D364 

590 


OUT 

ADRMD 



591 


CLRA 


/•Normal return A=0 

11B8 

AF 

592+ 


XRA 

A 

; A XOR A =0 

11B9 

D365 

593 


OUT 

AUXMD 

/•Immediate XEQ PON 

11BB 

C9 

594 XFFR4: 

RET 





595 







596 

.* ************************************************** 



597 







598 







599 


TRIGGER 

ROUTINE 




600 







601 







602 

INPUTS 


HL listener list pointer 



603 

•OUTPUTS: 

None 




604 

CALLS: 


None 




605 

DESTROYS: 

A, HL, F 




606 







607 





1 1BC 

3E3F 

608 TRIG: 

MVI 

A , UNL 

J 

11BE 

D360 

609 


OUT 

DOUT 

;Send universal unlisten 



610 TRIG1 : 

RANGE 

20H, 3EH, 

TRIG2 , ‘Check for valid listen 



611+ 




/•Checks for value in range 



612+ 




? branches to label if not 



613+ 




;in range. Falls through if 



614+ 




;lower <= ( (H) (L) ) <= upper. 



615+ 




?Get next byte. 

11C0 

7E 

616+ 


MOV 

A , M 


11C1 

FE20 

617+ 


CPI 

20H 


11C3 

FAD911 

618+ 


JM 

TRIG 2 


11C6 

FE3F 

619+ 


CPI 

3EH+1 


11C8 

F2D911 

620 + 


JP 

TRIG2 




621 


WAITO 


;Wait for UNL to finish 

11CB 

DB61 

622+??0024 : 

IN 

INTI 

;Ge t Inti status 

11CD 

E602 

623 + 


AN I 

BOM 

;Check for byte out' 

11CF 

CACB1 1 

624+ 


JZ 

??0024 

; I f not, try again 

11D2 

7E 

625 


MOV 

A , M 

;Get listener 

11D3 

D360 

626 


OUT 

DOUT 

;Send Listener to GPIB 

1 1D5 

23 

627 


INX 

H 

;Incr. pointer 

11D6 

C3C011 

628 


JMP 

TRIG1 

;Loop until non-valid char 



’ 629 TRIG2 : 

WAITO 

; Wait for last listen to finish 

11D9 

DB61 

630+??0025: 

IN 

INTI 

?Get Inti status 

11DB 

E602 

631 + 


AN I 

BOM 

;Check for byte out 

HDD ,CAD91 1 

632 + 


JZ 

? 70025 

?If not, try again 

11E0 

3E08 

633 


MVI 

A, GET 

?Send group execute trigger 

11E2 

D360 

634 


OUT 

DOUT 

;to all addressed listeners 



635 


WAITO 



11E4 

DB61 

636+??0026: 

IN 

INTI 

;Get Inti status 

11E6 

E602 

637 + 


AN I 

BOM 

yCheck for byte out 


S 
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11E8 

CAE411 

638+ 


JZ 

??0026 

; I f not, try again 

11EB 

C9 

639 


RET 





640 




i 

i 



641 

****************************************** 1, 



642 







643 

DEVICE 

CLEAR ROUTINE 

H 



644 







64 5 







646 




\ 



647 

INPUTS* 


HL listener pointer 



648 

OUTPUT 


None 




649 

CALLS: 


None 




650 

DESTROYS: 

A, HL, 

F || 



651 




{ 

11EC 

3E3F 

652 E 

>CLR: 

MVI 

A , UNL 

« 

11EE 

D360 

653 


OUT 

DOUT 




654 E 

)C LR 1 : 

RANGE 

20H , 3EH 

, DCLR2 !jf 



655+ 




;Checks for value in range 



656+ 




; branches to label if not * 



657+ 




?in range. Falls through if 



658+ 




;lower <= ( (H) (L) ) <= upper. 



659+ 




;Get next byte. 

11F0 

7E 

660 + 


MOV 

A,M 


1 1F1 

FE20 

661 + 


CPI 

20H 


11F3 

FA0912 

662 + 


JM 

DCLR2 


11F6 

FE3F 

663 + 


CPI 

3EH+1 


11F8 

F20912 

664+ 


JP 

DCLR2 




665 


WAITO 



11FB 

DB61 

666+??0027: 

IN 

INTI 

;Get Inti status 

11FD 

E602 

667+ 


AN I 

BOM 

;Check for byte out 

11FF 

CAFB11 

668+ 


JZ 

??0027 

; If not , try again 

1202 

7E 

669 


MOV 

A , M 


1203 

D360 

670 


OUT 

DOUT 

;Send listener to GPIB 

1205 

23 

671 


INX 

H 


1206 

C3F011 

672 


JMP 

DCLR1 




673 

0CLR2: 

WAITO 



1209 

DB61 

674+??0028 : 

IN 

INTI 

;Get Inti status 

120B 

E602 

675+ 


AN I 

BOM 

yCheck for byte out 

120D 

CA0912 

676+ 


JZ 

??0028 

; If not, try again 

1210 

3E04 

677 


MVI 

A, SDC 

;Send device clear 

1212 

D360 

678 


OUT 

DOUT 

;To all addressed listeners 



679 


WAITO 



1214 

DB61 

680+??0029: 

IN 

INTI 

;Get Inti status 

1216 

E602 

681 + 


AN I 

BOM 

yCheck for byte out 

1218 

CA1412 

682+ 


JZ 

??0029 

;If not, try again 

121B 

C9 

683 


RET 


1 



684 

f 






685 

.*************************************************** 



686 




; 



687 


SERIAL 

POLL ROUTINE 



688 




h 



689 

INPUTS 

: 

HL talker list pointer j 



690 



DE status buffer pointer j 



691 

; OUTPUTS: 

Fills buffer pointed to by DE i 



692 

; CALLS: 


None 




693 

? DESTROYS: 

A, BC, 

DE, HL, F I 



694 

s 




121C 

3E3F 

695 

SPOL: 

MVI 

A, UNL 

;Universal unlisten j 

121E 

D360 

696 


OUT 

DOUT 




697 


WAITO 


* l' 

1220 

DB61 

698+??0030 : 

IN 

INTI 

;Get Inti status 

1222 

E602 

699+ 


AN I 

BOM 

yCheck for byte out 

1224 

CA2012 

700+ 


JZ 

??0030 

; I f not, try again 

1227 

3E21 

701 


MVI 

A ,MLA 

;My listen address 

1229 

D360 

702 


OUT 

DOUT 




703 


WAITO 



122B 

DB61 

704+??0031 : 

IN 

INTI 

;Ge t Inti status 

122D 

E602 

70 5+ 


AN I 

BOM 

yCheck for byte out 

122F 

CA2B12 

70 6+ 


JZ 

??0031 

;If not, try again 

1232 

3E18 

707 


MVI 

A , SPE 

;Serial poll enable 

1234 

D360 

708 


OUT 

DOUT 

;To be formal about it 



709 


WAITO 



1236 

DB61 

710+??0032 : 

IN 

INTI 

;Get Inti status 
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1238 

E602 

711 + 

AN I 

BOM 

/Check for byte out 

123A 

CA3612 

712+ 

JZ ' 

??0032 

;If not, try again 



713 SPOL1 : 

RANGE 

4 0H , 5EH 

SPOL2 /Check for valid talker 



714 + 



/Checks for valuex in range 



715+ 



/branches to label if not 



716+ 



?in range. Falls through if 



717+ 



/lower <= ( (H) (L) ) <= upper. 



718+ 



/Get next byte. 

1 23D 

7E 

719+ 

MOV 

A , M 


123E 

FE40 / 

720 + 

CPI 

40H 


1240 

FA9412 

721 + 

JM 

SPOL2 


1243 

FE5F 

722+ 

CPI 

5EH+1 


1245 

F29412 

723+ 

JP 

SPOL2 


1248 

7E 

724 

MOV 

A , M 

/Get talker 

1249 

D360 

725 

OUT 

DOUT 

/Send to GPIB 

1 24B 

23 

726 

INX 

H 

/Incr talker list pointer 

124C 

3E40 

727 

MVI 

A, LON 

/Listen only 

124E 

D364 

728 

OUT 

ADRMD 




729 

WAITO 


/Wait for talk address to complete 

1250 

DB61 

730+??0033 : 

IN 

INTI 

/Get Inti status 

1252 

E602 

731 + 

ANI 

BOM 

/Check for byte out 

1254 

CA5012 

732+ 

JZ 

??0033 

/If not, try again 



733 

CLRA 


/Pattern for immediate XEQ PON 

1257 

AF 

734+ 

XRA 

A 

/A XOR A =0 

1258 

D365 

735 

OUT 

AUXMD 


1 25A 

3EF6 

736 

MVI 

A r GTSB 

/Goto standby 

125C 

D369 

737 

OUT 

CMD92 



738 

WAITX 


/Wait for TCI false 

125E 

DB6F 

739+??0034 : 

IN 

PRTF 


1260 

E602 

740+ 

ANI 

TCIF 


1262 

C25E12 

741 + 

JNZ 

, ??0034 




742 

WAITT 


/Wait for TCI 

1265 

DB6F 

743+??0035: 

IN 

PRTF 

/Get task complete int,etc. 

1267 

E602 

744 + 

ANI 

TCIF 

/Mask it 

1269 

CA6512 

745+ 

JZ 

??0035 

/Wait for task to be complete 



746 

WAIT I 


/ Wait for status byte input 

126C 

DB61 

747+??0036 : 

IN 

INTI 

/Get INTI status 

126E 

47 

748 + 

MOV 

B , A 

/Save status in B 

126F 

E601 

74 9+ 

ANI 

BIM 

/Check for byte in 

1271 

CA6C12 

750 + 

JZ 

??0036 

/If not, just try again 

1274 

3EFD 

751 

MVI 

A , TCS Y 

/Take control sync 

1276 

D359 

752 

OUT 

CMD92 



753 

WAITX 


/Wait for TCI false 

1278 

DB6F 

754+??0037: 

IN 

PRTF 


127A 

E602 

755+ 

ANI 

TCIF 


1 27C 

C27812 

756 + 

JNZ 

??0037 




757 

WAITT 


/Wait for TCI 

127F 

DB6F 

758+??0038 : 

IN 

PRTF 

/Get task complete int,etc. 

1281 

E602 

759+ 

ANI 

TCIF 

/Mask it 

1283 

CA7F12 

760 + 

JZ 

??00 38 

/Wait for task to be complete 

1286 

DB60 

761 

IN 

DIN 

/Get serial poll status byte 

1288 

12 

762 

STAX 

D 

/Store it in buffer 

1289 

13 

763 

INX 

D 

/Incr pointer 

128A 

3E80 

764 

MVI 

A, TON 

/Talk only for controller 

128C 

D364 

765 

OUT 

ADRMD 

/ 



766 

CLRA 



128E 

AF 

767+ 

XRA 

A 

/A XOR A =0 

1 28F 

D365 

768 

OUT 

AUXMD 

/Immeditate XEQ PON 



769 



/ CLR LA 

1291 

C33D12 

770 

JMP 

SPOL1 

/Go on to next device on list 



771 ; 




1294 

3E19 

772 SPOL2 : 

MVI 

A , SPD , 

/Serial poll disable 

1296 

D360 

773 

OUT 

DOUT 

/We know BO was set (WAITO above) 



774 

WAITO 



1298 

DB61 

775+??0039: 

IN 

INTI 

/Get Inti status 

129A 

E602 

776+ 

ANI 

BOM 

/Check for byte out 

129C 

CA9812 

777+ 

JZ 

??0039 

/If not, try again 



778 

CLRA 


v 

129F 

AF 

779+ 

XRA 

A 

/A XOR A =0 

12A0 

D365 

780 

OUT 

AUXMD 

/Immediate XEQ PON to clear LA 

1 2A2 

C9 

781 

RET 





782 ; 






783 'ft**************************************************** 



784 ; 
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785 


PARALLEL POLL ENABLE ROUTINE 



786 







787 

INPUTS: 


HL listener list pointer 



788 



DE configuration byte pointer 



789 

OUTPUTS: 

None 




790 

CALLS: 


None 




791 

DESTROYS : 

A, DE, 

HL, F 



792 







793 





12A3 

3E3F 

794 PPEN: 

MVI 

A, UNL 

;Universal unlisten 

12A5 

D360 

795 


OUT 

DOUT 




796 PPEN1 : 

RANGE 

20H , 3EH 

, PPEN2 ;Check for valid listener 



797+ 




jChecks for value in range 



798 + 




; branches to label if not 



799+ 




;in range. Falls through if 



800 + 




; lowe r <= ( (H) (L) ) <= upper. 



801 + 




;Get next byte. 

12A7 

7E 

802 + 


MOV 

A , M . 


1 2A8 

FE20 

803 + 


CPI 

20H 


12AA 

FAD812 

804 + 


JM 

PPEN2 


1 2AD 

FE3F 

805+ 


CPI 

3EH+1 


12AF 

F2D812 

806 + 


JP 

PPEN2 




807 


WAITO 


jValid wait 91 data out reg 

12B2 

DB61 

808+??0040 : 

IN 

INTI 

;Get Inti status 

12B4 

E602 

809+ 


ANI 

BOM 

;Check for byte out 

1286 

CAB212 

810 + 


JZ 

770040 

; I f not, try again 

12B9 

7E 

811 


MOV 

A , M 

;Get listener 

12BA 

D360 

812 


OUT 

DOUT 




813 


WAITO 



12BC 

DB61 

814+770041: 

IN 

INTI 

;Get Inti status 

12BE 

E602 

815+ 


ANI 

BOM 

;Check for byte out 

12C0 

CABC12 

816 + 


JZ 

770041 

;If not, try again 

12C3 

3E05 

817 


MVI 

A , PPC 

;Parallel poll configure 

12C5 

D360 

818 


OUT 

DOUT 




819 


WAITO 



12C7 

DB61 

820+770042: 

IN 

INTI 

;Get Inti status 

12C9 

E602 

821 + 


ANI 

BOM 

jCheck for byte out 

12CB 

CAC712 

822+ 


JZ 

770042 

?If not, try again 

12CE 

1A 

823 


LDAX 

D 

jGet matching configuration byte 

12CF 

F660 

824 


ORI 

PPE 

;Merge with parallel poll enable 

12D1 

D360 

825 


OUT 

DOUT 


12D3 

23 

826 


INX 

H 

jlncr pointers 

12D4 

13 

827 


INX 

D 


1 2D5 

C3A712 

828 


JMP 

PPEN1 

;Loop until invalid listener char 



829 

PPEN2 : 

WAITO 



12D8 

DB61 

830+770043: 

IN 

INTI 

; Ge t Inti status 

12DA 

E602 

< 831 + 


ANI 

BOM 

;Check for byte out 

12DC 

CAD812 

832 + 


JZ 

770043 

; I f not, try again 

12DF 

C9 

833 


RET 





834 

i 






83 5 

; PARALLEL POLL 

DISABLE 

ROUTINE 



836 

? 






837 

; INPUTS 


HL listener list pointer 



838 

; OUTPUTS: 

None 




839 

; CALLS: 


None 




840 

; DESTROYS: 

A, HL, 

F 



841 





12E0 

3E3F 

842 

PPDS : 

MVI , 

A, UNL 

^Universal unlisten 

12E2 

D350 

843 


OUT 

DOUT 




844 

PPDS1 : 

RANGE 

20H , 3EH 

, PPDS 2 ?Check fof valid listener 



845+ 




jChecks for value in range 



846+ 




^branches to label if not 



847+ 




jin range. Falls throuqh if 



848+ 




jlower <= ( (H) (L) ) <= upper. 



849+ 




;Get next byte. 

1 2E4 

7E 

850+ 


MOV 

A , M 


12E5 

FE20 

851 + 


CPI 

20H 


12E7 

FAFD12 

852 + 


JM 

PPDS2 


1 2EA 

FE3F 

853 + 


CPI 

3EH+1 


1 2EC 

F2FD12 

854 + 


JP 

PPDS 2 




855 


WAITO 



12EF 

DB61 

856+770044: 

IN 

INTI 

;Get Inti status 

12F1 

E602 

857+ 


ANI 

BOM 

jCheck for byte out 

12F3 

CAEF12 

858 + 


JZ 

770044 

;If not, try again 
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12F6 

7E 

859 

MOV 

A,M 

;Get listener 

12F7 

D360 

860 

OUT 

DOUT 


12F9 

23 

861 

INX 

H 

;Incr pointer 

1 2FA 

C3E412 

862 

JMP 

PPDS1 

; Loop until invalid listener 



863 PPDS2: WAITO 



12FD 

DB61 

864+770045: IN 

INTI 

;Get Inti status 

12FF 

E602 

865+ 

AN I 

BOM 

;Check for byte out 

1301 

CAFD12 

856 + 

JZ 

770045 

; I f not, try again 

1304 

3E05 

867 

MVI 

A , PPC 

;Parallel poll configure 

1306 

D360 

868 

OUT 

DOUT 



869 

WAITO 



1308 

DB61 

870+??0046 : IN 

INTI 

; Get Inti status 

130A 

E602 

871 + 

AN I 

BOM 

; Check for byte out 

130C 

CA0813 

872 + 

JZ 

770046 

; I f not, try again 

130F 

3E70 

873 

MVI 

A , PPD 

;Parallel poll disable 

1311 

D360 

874 

OUT 

DOUT 



875 

WAITO 



1313 

DB61 

876+??0047: IN 

INTI 

;Get Inti status 

1315 

E602 

877 + 

AN I 

BOM 

;Check for byte out 

1317 

CA1313 

878 + 

JZ 

770047 

; If not, try again 

1 31A 

C9 

879 

RET 





880 






881 

PARALLEL POLL UNCONFIGURE ALL ROUTINE 



882 

883 

884 

INPUTS: 

None 




885 

OUTPUTS: 

None 




886 

CALLS: 

None 




887 

888 

DESTROYS: 

A, F 


131B 

3E15 

889 PPUN : MVI 

A, PPU 

;Parallel poll unconfigure 

131D 

D360 

890 

OUT 

DOUT 




891 

WAITO 



131F 

DB61 

892+770048: IN 

INTI 

?Get Inti status 

1321 

E6132 

893 + 

AN I 

BOM 

;Check for byte out 

1323 

CA1F13 

894 + 

JZ 

770048 

; I f not, try again 

1326 

C9 

895 

RET 





896 






897 

.A************************************************* 



898 






899 

CONDUCT A PARALLEL POLL 



900 






901 






902 ; INPUTS: 

None 




903 

OUTPUTS: 

None 




904 

•CALLS: 

None 




905 

DESTROYS: 

A, B , F 




906 

RETURNS: 

A- parallel poll status byte 



907 



* 

1327 

3E40 

908 PPOL: MVI 

A, LON 

;Listen only 

1329 

D364 

909 

OUT 

ADRMD 




910 

CLRA 


; Immediate XEQ PON 

132B 

AF 

911 + 

XRA - 

A 

; A XOR A -0 

132C 

D365 

912 

OUT 

AUXMD 

; Re set TON 

132E 

3EF5 

913 

MVI 

A, EXPP 

;Execute parallel poll 

1330 

D369 

914 

OUT 

CMD92 




915 

WAIT I 


;Wait for completion** BI on 

1332 

DB61 

916+770049: IN 

INTI 

; Get INTI status 

1334 

47 

917+ 

MOV j 

B, A 

;Save status in B 

1335 

E601 

918 + 

AN I 

BIM 

;Check for byte in 

1337 

CA3213 

919+ 

JZ 

770049 

; I f not, just try again 

133A 

3E80 

920 

MVI 

A, TON 

;Talk only 

133C 

D364 

921 

OUT 

ADRMD 



922 

CLRA 


; Immediate XEQ PON 

133E 

AF 

92 3+ 

XRA 

A 

; A XOR A =0 

1 33F 

D365 

924 

OUT 

AUXMD 

; Re set LON 

1341 

DB60 

925 

IN 

DIN 

;Get PP byte 

1343 

C9 

926 

RET 





927 

f 





928 

.********************************************** 



929 

PASS CONTROL 

ROUTINE 




930 






931 

INPUTS: 

HL pointer to talker 



932 

OUTPUTS: 

None 
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933 

CALLS: 

None 





934 

DESTROYS: 

A, HL, F 





935 PCTL: RANGE 

40H , 5EH , 

PCTL1 ; Is it a valid talker 7 




936+ 



;Checks for value in range 




937+ 



/branches to label if not 




938+ 



;in range. Falls through if 




939+ 



;lower <= ( (H) (L) ) <= upper. 




940+ 



;Get next byte. 


1344 

7E 

941 + 

MOV 

A, M 



1345 

FE40 

942 + 

CPI 

40H 



1347 

FA8A13 

943 + 

JM 

PCTL1 



134A 

FE5F 

944 + 

CPI 

5EH+1 



134C 

F28A13 

945+ 

JP 

PCTL1 



134F 

FE41 

946 

CPI 

MTA 

/Is it my talker address 


1351 

CA8A13 

947 

JZ 

PCTL1 

;Yes, just return 


1354 

D360 

94 8 

OUT 

DOUT 

y Send on GPIB 




949 

WAITO 




1356 

DB61 

950+??0050 : IN 

INTI 

;Get Inti status 


1358 

E6C2 

951 + 

AN I 

BOM 

;Check for byte out 


135A 

CA5613 

952 + 

JZ 

770050 

; I f not, try again 


135D 

3E09 

953 

MVI 

A,TCT 

;Take control messaqe 


135F 

D360 

954 

OUT 

DOUT 





955 

WAITO 




1361 

DB61 

956+770051: IN 

INTI 

;Get Inti status 


1363 

E602 

957 + 

AN I 

BOM 

;Check for byte out 


1365 

CA6113 

958+ 

JZ 

770051 

; I f not, try again 


1368 

3E01 

959 

MVI 

A,M0DE1 

;Not talk only or listen only 


136A 

D364 

960 

OUT 

ADRMD 

;Enable 91 address mode 1 




961 

CLRA 




136C 

AF 

962 + 

XRA 

A 

; A XOR A =0 


1 36D 

D365 

963 

OUT 

AUXMD 

; Immediate XEQ PON 


1 36F 

3E01 

964 

MVI 

A, MDA 

?My device address 


1371 

D366 

965 

OUT 

ADR01 

/enabled to talk and listen 


1373 

3EA1 

966 

MVI 

A , AXRB+CPTEN /Command pass thru enable 


1375 

D365 

967 

OUT 

AUXMD 





968 

******* Q pt ional PP configuration goes here******** 


1377 

3EF1 

969 

MVI 

A,GIDL 

; 92 go idle command 


1379 

D369 

970 

OUT 

CMD92 





971 

WAITX 




137B 

DB6F 

972+770052: IN 

PRTF 



137D 

E602 

973 + 

AN I 

TCIF 



137F 

C27B13 

974 + 

JNZ 

770052 





975 

WAITT 


/Wait for TCI 


1382 

DB6F 

976+770053: IN 

PRTF 

/Get task complete int,etc. 


1384 

E602 

977 + 

AN I 

TCIF 

/Mask it 


1386 

CA8213 

978 + 

JZ 

770053 

/Wait for task to be complete 


1389 

23 

979 

INX 

H 



138A 

C9 

980 PCTL1: RET 






981 







982 







983 

***************************************** 




984 

! 






985 

RECEIVE CONTROL ROUTINE 





986 

* 






987 

INPUTS: 

None 





988 

OUTPUTS: 

N6ne 





989 

CALLS: 

None 





990 

DESTROYS: 

A, F 





991 

RETURNS: 

0= invalid (not take control to us or CPT 

bit not on) 



992 


< > 0 = 

valid take control — 92 will now 

be in control 



993 

NOTE: 

THIS CODE MUST BE TIGHTLY INTEGRATED INTO 

ANY USER 



994 


SOFTWARE 

THAT FUNCTIONS WITH THE 8291 AS 

A DEVICE. 



995 


NORMALLY 

SOME ADVANCE WARNING OF IMPENDING PASS 



996 


CONTROL 

SHOULD BE GIVEN TO US BY THE CONTROLLER 



997 


WITH OTHER USEFUL INFO. THIS PROTOCOL IS 

SITUATION 



998 


SPECIFIC 

AND WILL NOT BE COVERED HERE. 




999 







1000 





138B 

DB61 

1001 RCTL : IN 

INTI 

/Get INTI reg (i.e. CPT etc.) 


138D 

E680 

1002 

ANI 

CPT 

/Is command pass thru on 7 


1 38F 

CACF13 

1003 

JZ 

RCTL 2 

/No, invalid — go return 


1392 

DB65 

1004 

IN 

CP'TRG 

/Get command 


1394 

FE09 

1005 

CPI 

TCT 

/Is it take control 7 
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1396 

C2CA13 

1006 

JNZ 

RCTL1 

; No , qo return invalid 

1399 

DB64 

1007 

IN 

ADRST 

{Get address status 

139B 

E602 

1008 

AN I 

TA 

{Is TA on 7 

139D 

CACA13 

1009 

JZ 

RCTL1 

; No — go return invalid 

13A0 

3E60 

1010 

MVI 

A, DTDL1 

{Disable talker listener 

13A2 

D366 

1011 

OUT 

ADR 01 


1 3A4 

3E80 

1012 

MVI 

A , TON 

;Talk only 

1 3A6 

D364 

1013 

OUT 

ADRMD 




1014 

CLRA 



1 3A8 

AF 

1015+ 

XRA 

A 

; A XOR A =0 

1 3A9 

D361 

1016 

OUT 

INTI 

?Mask off INT bits 

13AB 

D362 

1017 

OUT 

INT2 


1 3AD 

D365 

1018 

OUT 

AUXMD 


1 3AF 

3EFA 

1019 

MVI 

A , TCNTR 

;Take (receive) control 92 command 

1 3B1 

D369 

1020 

OUT 

CMD92 


1 3B3 

3E0F 

1021 

MVI 

A , VSCMD 

i Valid command pattern for 91 

13B5 

D365 

1022 

OUT 

AUXMD 




1023 

******** optional TOUT] 

check could be put here ******** 



1024 

WAITX 



13B7 

DB6F 

1025+770054 : IN 

PRTF 


13B9 

E602 

1026+ 

AN I 

TCIF 


13BB 

C2B713 

1027+ 

JNZ 

770054 




1028 

WAITT 


;Wa it for TCI 

13BE 

DB6F 

1029+770055: IN 

PRTF 

{Get task complete int,etc. 

13C0 

E602 

1030+ 

AN I 

TCIF 

;Mask it 

13C2 

CABE13 

1031 + 

JZ 

770055 

fWait for task to be complete 

13C5 

3E09 

1032 

MVI 

A, TCT 

;Valid return pattern 

13C7 

C3CF13 

1033 

JMP 

RCTL2 

{Only one return per routine 

13CA 

3E0F 

1034 RCTL1 : MVI 

A, VSCMD 

Acknowledge CPT 

13CC 

D365 

1035 

OUT 

AUXMD, 




1036 

CLRA 


{Error return pattern 

13CE 

AF 

1037+ 

XRA 

A 

; A XOR A *0 

1 3CP 

C9 

1038 RCTL2: RET 





1039 






1040 

.************************************************* 



1041 






1042 

SRO ROUTINE 




1043 

1044 

INPUTS: 

None 




1045 

OUTPUTS: 

None 




1046 

CALLS: 

None 




1047 

RETURNS: 

A= 0 no 

SRQ 



1048 

1049 

1050 


A < > 0 

SRQ occured 

13D0 

DB69 

1051 SRQD: IN 

INTST 

?Get 92 's INTRQ status 

13D2 

E620 

1052 

AN I 

SRQBT 

;Mask off SRQ 

13D4 

CAE213 

1053 

JZ 

SRQD2 

;Not set go return 

13D7 

F60B 

1054 

ORI 

IACK 

?Set must clear it with IACK 

13D9 

D369 

1055 

OUT 

CMD92 


13DB 

DB69 

1056 SRQD1 : IN 

INTST 

;Ge t IBF 

13DD 

E602 

1057 

AN I 

IBFBT 

;Mask it 

13DF 

CADB13 

1058 

> JZ 

SRQDl 

;Wait if not set 

13E2 

C9 

1059 SRQD2: RET 





1060 






1061 

.★A****************************************** 

' 


1062 






1063 

REMOTE ENABLE 

ROUTINE 




1064 





1065 

INPUTS: 

None 




1066 

OUTPUTS: 

None 




1067 

; CALLS: 

NONE 




1068 

; DESTROYS: 

A, F 




1059 

9 



13E3 

3EF8 

1070 

REME: MVI 

A, SR EM 


1 3E5 

D369 

1071 

OUT 

CMD92 

; 92 asserts remote enable 



1072 

WAITX 


;Wa i t for TCI * 0 

13E7 

DB6F 

1073+770056: IN 

PRTF 


13E9 

E602 

1074+ 

AN I 

TCIF 


13EB 

C2E713 

1075+ 

JNZ 

770056 


13EE 


1076 

WAITT 


;Wait for TCI 

DB6F 

1077+770057: IN 

PRTF 

{Get task complete int r etc. 

13F0 

E602 

1078 + 

AN I 

TCIF 

{Mask it 

13F2 

CAEE13 

1079+ 

JZ 

770057 

{Wait for task to be complete 
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13F5 C9 


141B C9 


1080 

1081 

1082 

1083 


RET 


******************************************* 




1084 ; LOCAL 

1085 ; 

1086 ; 

ROUTINE 






1087 ; INPUTS 

: 

None 





1088 ; OUTPUTS: 

None 





1089 ;CALLS: 


None 





1090 ; DESTROYS: 

A, F 





1091 ? 





1 3F6 

3EF7 

1092 LOCL: 

MVI 

A , SLOC 



1 3F8 

D369 

1093 

OUT 

CMD92 

; 92 stops 

asserting remote enable 



1094 

WAITX 


; Wa i t for 

TCI =0 

1 3FA 

DB6F 

1095+770058: 

IN 

PRTF 



1 3FC 

E602 

1096 + 

AN I 

TCIF 



13FE 

C2FA13 

1097 + 

JNZ 

770058 





1098 

WAITT 


;Wait for 

TCI 

1401 

DB6F 

1099+770059: 

IN 

PRTF 

;Get task 

complete int,etc. 

1403 

E602 

1100+ 

AN I 

TCIF 

;Mask it 


1405 

CA0114 

1101+ 

JZ 

770059 

;Wait for 

task to be complete 

1408 

C9 

1102 

RET 





1103 

1104 

1105 

1106 

1107 

1108 

1109 

1110 
1111 
1112 

1113 

1114 


.****************★*****★★********************** 

; INTERFACE CLEAR / ABORT ROUTINE 


; INPUTS: 

; OUT PUTS: 

; CALLS: 

; DESTROYS: 


None 
None 
None 
A, F 


1409 

3EF9 

1115 IFCL: 

MVI 

A, ABORT 




140B 

D369 

1116 

OUT 

CMD92 

; Send 

IFC 




1117 

WAITX 


; Wait 

for 

TCI *0 

1 40D 

DB6F 

1118+770060: 

IN 

PRTF 




140F 

E602 

1119+ 

ANI 

TCIF 




1411 

C20D14 

1120+ 

JNZ 

770060 






1121 

WAITT 


;Wa i t 

for 

TCI 

1414 

DB6F 

1122+770061: 

IN 

PRTF 

;Ge t task 

complete int,etc. 

1416 

E602 

1123+ 

ANI 

TCIF 

; Mask 

it 


1418 

CA1414 

1124+ 

JZ 

770061 

;Wait 

for 

task to be complete 



1125 ; Delete 

both WAITX & WAITT if 

this routine 


1126 ;is to be called while the 3292 is 

1127 ;Controller-in-Charqe. If not C.I.C. then 

1128 ; TCI is set, else nothing 

1129 ;and the WAIT'S will hang 

1130 RET 
1132 ; 


is set ( IFC is sent) 
fo rever 
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1133 ; APPLICATION EXAMPLE CODE FOR 8085 




1134 

0 





0032 


1135 

FGDNL 

EQU 

•2' 

;Func gen device num "2' , ASCII, lstn 


0031 


1136 

FCDNL 

EQU 

•1' 

; Freq ctr device num "l" ASCII, lstn 


0051 


1137 

FCDNT 

EQU 

•Q' 

;Freq ctr talk address 


000D 


1138 

CR 

EQU 

0DH 

; ASC I I carriaqe return 


000A 


1139 

LF 

EQU 

0AH 

; ASCI I line feed 


00FF 


1140 

LEND 

EQU 

0FFH 

; L i st end for Talk/Li sten- 1 ists 


0040 


1141 

SRQM 

EQU 

40H 

; B i t indicating device sent SRQ 




1142 

0 





141C 

46553146 

1143 

FGDATA 

DB 

'FU1FR37KHAM2VO • ,CR /Data to set up func. 

gen 

1420 

5233374B 







1424 

48414D32 







1428 

564F 







142A 

0D 







000F 


1144 

LIMl 

EQU 

15 

/Buffer length 


142B 

50463447 

1145 

FCDATA 

DB 

'PF4G7T' ;Data to set up freq < 

ctr 

142F 

3754 







0006 


1146 

LIM2 

EQU 

6 

;Buffer length 


1431 

31 

1147 

LL1: 

DB 

FCDNL, 

LEND ;Listen list for freq 

ctr 

1432 

FF 







1433 

32 

1148 

LL2: 

DB 

FGDNL, 

LEND / Li sten list for func 

. gen 

1434 

FF 







1435 

51 

1149 

TL1 : 

DB 

FCDNT, 

LEND ;Talk list for freq ctr 

1436 

FF 









1150 

0 







1151 

? SETUP 

FUNCTION GENERATOR 


1437 

060D 

1152 


MVI 

B , CR 

; EOS 


1439 

0E0F 

1153 


MVI 

C, LIMl 

; Co un t 


1433 

11 1C 14 

1154 


LX I 

D, FGDATA ?Data pointer 


143E 

213314 

1155 


LXI 

H , LL2 

/Listen list pointer 


1441 

CD1C10 

1156 


CALL 

SEND 





1157 

0 







1158 

; SETUP 

FREQ COUNTER 





1159 

/ 





1444 

0654 

1160 


MVI 

B, 1 T * 

; EOS 


1446 

0E06 

1161 


MVI 

C , LIM2 

/Count 


1448 

112314 

1162 


LXI 

D, FCDATA ;Data pointer 


1 44B 

213114 

1163 


LXI 

H , LL1 

/Listen list pointer 


144E 

CD1C10 

1164 


CALL 

SEND 





1165 

; 







1166 

/ WAIT FOR SRQ 

FROM FREQ CTR 




1167 

0 





1451 

CDD013 

1168 

LOOP: 

CALL 

SRQD 

;Has SRQ occurred ? 


1454 

CA5114 

1169 


JZ 

LOOP 

; No , wait for it 




1170 

0 







1171 

; SERIAL POLL TO CLEAR 

SRQ 




1172 

• 





1457 

11003C 

1173 


LXI 

D, SPBYTE /Buffer pointer 


145A 

213514 

1174 


LXI 

H , TL1 

/Talk list pointer 


145D 

CD1C12 

1175 


CALL 

SPOL 



1460 

IB 

1176 


DCX 

D 

/Backup buffer pointer to ctr byte 


1461 

1A 

1177 


LDAX 

D 

/Get status byte 


1462 

E64 0 

1178 


AN I 

SRQM 

/Did ctr assert SRQ ? 


1464 

CA7714 

1179 


JZ 

ERROR 

/Ctr should have said yes 




1180 

f 







1181 

;RECEIVE READING FROM 

COUNTER 




1182 

0 





1467 

060A 

1183 


MVI 

B,LB^ 

/EOS * 


1469 

0E11 

1184 


MVI 

C,LIM3 

/Count 


146B 

213514 

1185 


LXI 

H , TL1 

/Talk list pointer 


146E 

11013C 

1186 


LXI 

D, FCDATI ;Data in buffer pointer 


1471 

CD9F10 

1187 


CALL 

RECV 



1474 

C27714 

1188 


JNZ 

ERROR 





1189 

0 







1190 

******** pest 

of user 

processing goes here ***** 




1191 

0 







1192 

0 





1477 

00 

1193 

ERROR: 

NOP 


/User dependant error handling 




1194 

0 

ETC. 




3C00 


1195 

ORG 

3C00H 




3C00 


1196 

SPBYTE 

: DS 

1 

/Location for serial poll byte 

* 

,0011 


, 1197 

LIM3 

EQU 

17 

/Max freq counter input 
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3C01 1198 FCDATI : DS LIM3 ?Freq ctr input buffer 

1199 EMD 

PUBLIC SYMBOLS 
EXTERNAL SYMBOLS 


USER SYMBOLS 


ABORT 

A 

00F9 

ADR 01 

A 

0066 

ADRMD 

A 

0064 

A DR ST 

A 

0064 

AUXMD 

A 

0066 

AXRA 

A 

0080 

AXRB 

A 

00A0 

BIM 

A 

0001 

BOF 

A 

0001 

BOM 

A 

0002 

BUSST 

A 

006R 

CAHCY 

A 

0003 

CLKRT 

A 

0023 

CLRA 

+ 

0007 

CLRST 

A 

0068 

CMD92 

A 

0069 

CPT 

A 

0080 

C PTEN 

A 

0001 

CPTRG 

A 

0066 

CR 

A 

0000 

DCL 

A 

0014 

DCLR 

A 

11EC 

DCLR1 

A 

1 1F0 

DCLR 2 

A 

1209 

DIN 

A 

0060 

DOUT 

A 

0060 

DTDL1 

A 

0060 

DTDL2 

A 

00E0 

EDEOS 

A 

0004 

ENDMK 

A 

0010 

EOIS 

A 

0008 

EOIST 

A 

0020 

BOSR 

A 

0067 

ERFLG 

A 

0068 

ERRM 

A 

0068 

ERROR 

A 

1477 

EVBIT 

A 

0010 

EVCST 

A 

0068 

EVREG 

A 

0068 

EXPP 

A 

00F5 

FCDATA 

A 

1423 

FCDATI 

A 

3C01 

FCDNL 

A 

0031 

FCDNT 

A 

0051 

FGDATA 

A 

1*1C 

FGDNL 

A 

0032 

FNHSK 

A 

0003 

GET 

A 

0008 

GIDL 

A 

00F1 

GSEC 

A 

00F4 

GTS 8 

A 

00F6 

HOEND 

A 

0002 

HOHSK 

A 

0001 

I ACK 

A 

003B 

IBFBT 

A 

0002 

IBFF 

A 

0010 

IFCL 

A 

1409 

INIT 

A 

1000 

INTI 

A 

0061 

INT2 

A 

0062 

INTM 

A 

0 0A0 

INTM1 

A 

0061 

INTMR 

A 

0068 

INTST 

A 

0069 

LA 

A 

0001 

LEND 

A 

00FF 

LF 

A 

000A 

LIM1 

A 

000F 

LI M2 

A 

0006 

LIM3 

A 

0011 

LL1 

A 

1431 

LL2 

A 

1433 

LOCL 

A 

13F6 

LON 

A 

0040 

LOOP 

A 

1461 

MDA 

A 

0001 

MLA 

A 

0021 

MODE1 

A 

0001 

MTA 

A 

0041 

NVCMD 

A 

0007 

OBFF 

A 

0008 

PCTL 

A 

1344 

PCTL1 

A 

138A 

PPC 

A 

0005 

PPD' 

A 

0070 

PPDS 

A 

12E0 

PPDS 1 

A 

12E4 

PPDS 2 

A 

12FD 

PPE 

A 

0060 

PPEN 

A 

12A3 

PPEN1 

A 

12A7 

PPEN2 

A 

1208 

PPOL 

A 

1327 

PPU 

A 

0015 

PPUN 

A 

131B 

PRT91 

A 

0060 

PRT9? 

A 

0068 

PRTF 

A 

006F 

RANGE 

+ 

0005 

RBST 

A 

00E7 

RCST 

A 

00E6 

RCTL 

A 

1388 

RCTL1 

A 

13CA 

RCTL2 

A 

13CF 

RECV 

A 

109F 

RECVl 

A 

10EA 

RECV2 

A 

1105 

RECV3 

A 

1106 

RECV4 

A 

1110 

RECV5 

A 

1117 

RECV6 

A 

1139 

REME 

A 

1 3E3 

RERF 

A 

00E4 

RERM 

A 

00EA 

REVC 

A 

00E3 

RINM 

A 

00E5 

RSET 

A 

00F2 

RSTI 

A 

00F3 

RTOUT 

A 

00E9 

SDEOI 

A 

0006 

SEND 

A 

101C 

SEND1 

A 

102E 

SEND2 

A 

1047 

SEND3 

A 

1069 

SEND4 

A 

1070 

SEND5 

A 

107F 

SEND6 

A 

1088 

SETF 

+ 

0000 

SLOC 

A 

00F7 

SP8YTE 

A 

3C00 

SPCNI 

A 

00F0 

SPD 

A 

0019 

SPE 

A 

0018 

SPIF 

A 

0004 

SPOL 

A 

121C 

SP0L1 

A 

12 3D 

SPOL 2 

A 

1294 

SREM 

A 

00F8 

SRQBT 

A 

0020 

SRQD 

A 

1 3D0 

SRQD1 

A 

13DB 

SRQD2 

A 

13E2 

srqm 

A 

0040 

STCNI 

A 

00FE 

TA 

A 

0002 

TCASY 

A 

00FC 

TCIF 

A 

0002 

TCNTR 

A 

00FA 

TCSY 

A 

00FD 

TCT 

A 

0009 

TL1 

A 

1435 

TLON 

A 

00C0 

TOM 

A 

0080 

TOREG 

A 

0068 

TOST 

A 

0068 

T0UT1 

A 

0001 

T0UT2 

A 

0002 

T0UT3 

A 

0004 

TRIG 

A 

11BC 

TRIG1 

A 

1 1C0 

TRIG 2 

A 

11D9 

U.NL 

A 

003F 

VSCMD 

A 

000F 

WAITI 

+ 

0002 

WAITO 

+ 

0001 

WAITT 

+ 

0004 

WAITX 

+ 

0003 

WE VC 

A 

00E 2 

WOUT 

A 

00E 1 

XFER 

A 

113A 

XFER1 

A 

1153 

XFER2 

A 

1 16C 

XFER 3 

A 

1193 

XFER4 

A 

1 IBB 





ASSEMBLY COMPLETE , NO ERRORS 
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TEST CASES FOR THE SOFTWARE DRIVERS 

The following test cases were used to exercise the acted as a talker, listener or another controller as 

software routines and to check their action. To needed to execute the tests. The sequence of out- 

provide another device/ controller on the GPIB a puts are shown with each test. All numbers are 
ZT488 GPIB Analyzer was used. This analyzer hexadecimal. 

SEND TEST CASES 


B =44 

44 

44 

C = 30 

2 

0 

DE = 3E80 

3E80 

3E80 

HL = 3E70 

3E70 

3E70 


3E70: 20 30 3E 3F 

3E80: 1 1 44 


GPIB output: 41 ATN 

41 ATN 

41 ATN 

3F ATN 

3F ATN 

3F ATN 

20 ATN 

20 ATN 

20 ATN 

30 ATN 

30 ATN 

30 ATN 

3E ATN 

3E ATN 

3E ATN 

11 

11 


44EOI 

44 EOI 


Ending B =44 

44 

44 

Ending C = 2E 

0 

0 

Ending DE = 3E82 

3E82 

3E80 

Ending HL = 3E73 

3E73 

3E73 


RECEIVE TEST CASES 


B =44 

44 

44 

44 

44 

44 

44 

C = 30 

30 

30 

30 

4 

4 

0=256 

DE = 3E80 

3E80 

3E80 

3E80 

3E80 

3E80 

3E80 

HL = 3E70 

3E70 

3E70 

3E70 

3E70 

3E70 

3E70 

3E70: 40 

50 

5E 

5F 

40 

40 

40 

GPIB output: 40 ATN 

50 ATN 

5E ATN 


40 ATN 

40 ATN 

40 ATN 

3F ATN 

3F ATN 

3F ATN 


3F ATN 

3F ATN 

3F ATN 

21 ATN 

21 ATN 

21 ATN 


21 ATN 

21 ATN 

21 ATN 

ZT488 Data 1 

1 

1 


1 

11 

1 > 

In 2 

2 

2 


2 

22 

2 

3 

3 

3 


3 

33 

3 

4 

4 

44, EOI 


4 

44 

44 

44 

Ending A =0 

5, EOI 
0 

0 

5F 

40 

0 

0 

Ending B =0 

0 

0 

44 

40 

0 

0 

Ending C = 2B 

2B 

2C 

30 

0 

0 

FC 

Ending DE = 3E85 

3E85 

3E84 

3E80 

3E84 

3E84 

3E84 

Ending HL = 3E71 

3E71 

3E71 

3E70 

3E71 

3E71 

3E71 


SERIAL POLL TEST CASES 


C = 30 
DE = 3E80 
HL = 3E70 
3E70: 40 


50 


5E 


* 5F 


C = 30 
DE = 3E80 
HL = 3E70 
3E70: 5F 

GPIB output: 3F ATN 

21 ATN 
18 ATN 
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GPIB output: 

3F ATN 

19 ATN 

output: 

21 ATN 

/ Ending C =30 

output: 

18 ATN 

Ending DE = 3E80 

output: 

40 ATN 

Ending HL = 3E70 

input*: 

00 


output: 

50 ATN 


input*: 

41 


output: 

5E ATN 


input*: 

7F 


output: 

19 ATN 



♦NOTE: leave ZT488 in single step mode even on input 
Ending C =30 
Ending DE = 3E83 
Ending HL = 3E73 
Ending 3E80: 00 41 7F 


PASS CONTROL TEST CASES 

HL = 3E70 3E70 

3E70: 40 41(MTA) 

GPIB output: 40 ATN 

09 ATN 

— ATN 


Ending HL = 3E71 3E70 

Ending A = 02 41(MTA) 


3E70 

5F 


3E70 

5F 


RECEIVE CONTROL TEST CASES 

GPIB input 10 AT N 

ATN 

Run Receive Control 
GPIB Input 

Ending A = 0 


40 ATN 41 ATN 

09 ATN 09 ATN 

ATN ATN 

0 09 


PARALLEL POLL ENABLE TEST CASES 


DE = 3E80 
HL = 3E70 
3E70: 20 30 

3E80: 01 02 

GPIB output: 3F ATN 

20 ATN 
05 ATN 

61 ATN 
30 ATN 
05 ATN 

62 ATN 
3E ATN 
05 ATN 

63 ATN 

Ending DE = 3E83 
Ending HL = 3E73 


3E80 

3E70 

3E 3F 3F 
03 

3F ATN 


3E80 

3E70 


PARALLEL POLL DISABLE TEST CASES 

HL = 3E70 3E70 

3E70: 20 30 3E 3F 3F 
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GPIB output: 

3F ATN 

3F ATN 


20 ATN 

05 ATN 


30 ATN 
3E ATN 
05 ATN 
70 ATN 

70 ATN 

Ending HL 

= 3E73 . 

3E70 


PARALLEL POLL UNCONFIGURE TEST CASE 
GPIB output: 15 ATN 


PARALLEL POLL TEST CASES 

Set DIO# 1 2 3 4 5 6 7 8 None 

Ending A 1 2 4 8 10 20 40 80 0 


SRQ TEST 

Set SRQ momentarily 
Ending A =02 


Reset SRQ 
00 


TRIGGER TEST 

HL = 3E70 
DE = 3E80 
BC = 4430 

3E70: 20 30 3E 3F 

GPIB output: 3F ATN 

20 ATN 
30 ATN 
3E ATN 
08 ATN 

Ending HL = 3E73 
DE = 3E80 
BC = 4430 


DEVICE CLEAR TEST 


HL 
DE 
BC 
3E70: 
GPIB output: 


Ending HL 
DE 
RC 


3E70 

3E80 

4430 

20 30 3E 3F 
3F ATN 
20 ATN 
30 ATN 
3E ATN 
14 ATN * 

3E73 

3E80 

4430 
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XFER TEST 

B =44 
HL = 3E70 

3E70: 40 20 30 3E 3F 

GPIB output: 40 ATN 

3F ATN 
20 ATN 
30 ATN 
3E ATN 
GPIB input: 0 

1 
2 
3 

44 

Ending A = 0 
B =44 
HL = 3E74 


APPLICATION EXAMPLE 
GPIB OUTPUT/INPUT 

GPIB output: 41 ATN 

3F ATN 

32 ATN 
46 

55 

31 
46 
52 

33 
37 
4B 
48 
41 
4D 

32 

56 
4F 

0D EOI 
41 ATN 
3F ATN 
31 ATN 

50 

46 

34 

47 
37 

54 EOI 

GPIB input: SRQ 

GPIB output: 3F ATN 

21 ATN 
18 ATN 

51 ATN 

GPIB input: 40 SRQ 

GPIB output: 19 ATN 

51 ATN 
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3F ATN 
21 ATN 

GPIB input: 20 

2B 
20 
20 
20 
33 
37 
30 
30 
30 
2E 
30 
45 
2B 
30 
0D 
OA 

GPIB output: XX ATN 


APPENDIX C 


REMOTE MESSAGE CODING 

Bus Signal Line(s) and 
Coding That Assorts the 
C True Value of the Message 

v T I l> D NN 


Mnemonic 

Message Name 

y 

p 

e 

a 

s 

s 

1 

() 

H 7 

(> 

5 

4 

3 

2 

1 

0 

DKD A 
AFA T 
VDC N 

E 

0 

1 

S I 
R F 
Q C 

R 

E 

N 

ACG 

addressed command group 


M 

AC 

Y 0 

0 

0 

X 

X 

X 

X 

XXX 1 

X 

X 

X 

X 

ATN 

attention 


U 

uc: 

X X 

X 

X 

X 

X 

X 

X 

kxx 1 

X 

X 

X 

X 

DAB 

data byte 

(Notes 1, 9) 

M 

DD 

D D 

D 

D 

D 

D 

D 

D 

XXX 0 

X 

X 

X 

X 






8 7 

6 

5 

4 

3 

2 

1 






DAC 

data accepted 


U 

HS 

X X 

X 

X 

X 

X 

X 

X 

XX0 X 

X 

X 

X 

X 

DAV 

data valid 


U 

HS 

X X 

X 

X 

X 

X 

X 

X 

1XX X 

X 

X 

X 

X 

DCL 

device clear 


M 

UC 

Y 0 

0 

1 

0 

1 

0 

0 

XXX 1 

X 

X 

X 

X 

END 

end 


U 

ST 

X X 

X 

X 

X 

X 

X 

X 

XXX 0 

1 

X 

X 

X 

EOS 

end of string 

(Notes 2, 9) 

M 

DD 

E E 

E 

E 

E 

E 

E 

E 

XXX 0 

X 

X 

X 

X 






8 7 

6 

5 

4 

3 

2 

1 






GET 

group execute trigger 


M 

AC 

Y 0 

0 

0 

1 

0 

0 

0 

XXX 1 

X 

X 

X 

X 

GTL 

go to local 


M 

AC 

Y 0 

0 

0 

0 

0 

0 

1 

XXX 1 

X 

X 

X 

X 

IDY 

identify 


U 

UC 

X X 

X 

X 

X 

X 

X 

X 

XXX X 

1 

X 

X 

X 

IFC 

interface clear 


U 

UC 

X X 

X 

X 

X 

X 

X 

X 

XXX X 

X 

X 

1 

X 

LAG 

listen address group 


? M 

AD 

Y 0 

1 

X 

X 

X 

X 

X 

XXX 1 

X 

X 

X 

X 

LLO 

local lock out 


M 

UC 

Y 0 

0 

1 

0 

0 

0 

1 

XXX 1 

X 

X 

X 

X 

MLA 

my listen address 

(Note 3) 

M 

AD 

Y 0 

1 

L 

L 

L 

L 

L 

XXX 1 

X 

X 

X 

X 








5 

4 

3 

2 

1 






MTA 

my talk address 

'Note 4) 

M 

AD 

Y 1 

0 

T 

T 

T 

T 

T 

XXX 1 

X 

X 

X 

X 








5 

4 

3 

2 

1 






MSA 

my secondary address 

(Note 5) 

M 

SE 

Y 1 

1 

S 

S 

S 

S 

S 

XXX 1 

X 

X 

X 

X 







- 

5 

4 

3 

2 

1 







6-494 


231324-001 







APPLICATIONS 






Bus Signal Line(s) and 
Coding That Asserts the 




C 

True Value of the Message 



T 

1 

D D NN 



y 

a 

I I DRD A E S I R 



p 

s 

O O AFA T O R F E 

Mnemonic 

Message Name 

e 

s 

8 7 6 5 4 3 2 1 VDC N I Q C N 


NUL 

null byte 


M 

DD 

0 

» c 

> d 

> d 

> d 

> d 

> d 

> 0 

XXX 

X 

X 

X 

X 

X 

OSA 

other secondary address 


M 

SE 

(OSA = 

■ SCG A MSA) 







OTA 

other talk address 


M 

AD 

(OTA 

= TAG A MTA) 







PCG 

primary command group 

M 

— 

(PCG 

= ACG V UCG V LAG V 

TAG) 



PPC 

parallel poll configure 


M 

AC 

Y 

0 

0 

0 

0 

1 

0 

1 

XXX 

1 

X 

X 

X 

X 

PPE 

parallel poll enable 

(Note 6) 

M 

SE 

Y 

1 

1 

0 

S 

p 

p 

p 

XXX 

1 

X 

X 

X 

X 











3 

2 

1 







PPD 

parallel poll disable 

(Note 7) 

M 

SE 

Y 

1 

1 

1 

D 

D 

D 

D 

XXX 

1 

X 

X 

X 

X 








4 

3 

2 

1 







PPR1 

parallel poll response 1 


U 

ST 

X 

X 

X 

X 

X 

X 

X 

1 

XXX 

1 

1 

X 

X 

X 

PPR2 

parallel poll response 2 


U 

ST 

X 

X 

X 

X 

X 

X 

1 

X 

XXX 

1 

1 

X 

X 

X 

PPR3 

parallel poll response 3 

| (Note 10) 

u 

ST 

X 

X 

X 

X 

X 

1 

X 

X 

XXX 

1 

1 

X 

X 

X 

PPR4 

parallel poll response 4 


u 

ST 

X 

X 

X 

X 

1 

X 

X 

X 

XXX 

1 

1 

X 

X 

X 

PPR5 

parallel poll response 5 i 


u 

ST 

X 

X 

X 

1 

X 

X 

X 

X 

XXX 

1 

1 

X 

X 

X 

PPR6 

parallel poll response 6 

1 

u 

ST 

X 

X 

1 

X 

X 

X 

X 

X 

XXX 

1 

1 

X 

X 

X 

PPR7 

parallel poll response 7 

(Note 10) 

u 

ST 

X 

1 

X 

X 

X 

X 

X 

X 

XXX 

1 

1 

X 

X 

X 

PPR8 

parallel poll response 8 


u 

ST 

1 

X 

X 

X 

X 

X 

X 

X 

XXX 

1 

1 

X 

X 

X 

PPU 

parallel poll unconfigure 

M 

uc 

Y 

0 

0 

1 

0 

1 

0 

1 

XXX 

1 

X 

X 

X 

X 

REN 

remote enable 


u 

uc 

X 

X 

X 

X 

X 

X 

X 

X 

XXX 

X 

X 

X 

X 

1 

RFD 

ready for data 


u 

HS 

X 

X 

X 

X 

X 

X 

X 

X 

X0X 

X 

X 

X 

X 

X 

RQS 

request service 

(Note 9) 

u 

ST 

X 

1 

X 

X 

X 

X 

X 

X 

XXX 

0 

X 

X 

X 

X 

SCG 

secondary command group 

M 

SE 

Y 

1 

1 

X 

X 

X 

X 

X 

XXX 

1 

X 

X 

X 

X 

SDC 

selected device clear 


M 

AC 

Y 

0 

0 

0 

0 

1 

0 

0 

XXX 

1 

X 

X 

X 

X 

SPD 

serial poll disable 


M 

UC 

Y 

0 

0 

1 

1 

0 

0 

1 

XXX 

1 

X 

X 

X 

X 

SPE 

serial poll enable 


M 

UC 

Y 

0 

0 

1 

1 

0 

0 

0 

XXX 

1 

X 

X 

X 

X 

SRQ 

service request 


U 

ST 

X 

X 

X 

X 

X 

X 

X 

X 

XXX 

X 

X 

1 

X 

X 

STB 

status byte 

(Notes 8, 9) 

M 

ST 

S 

X 

S 

s 

s 

s 

s 

s 

XXX 

0 

X 

X 

X 

X 






8 


6 

5 

4 

3 

2 

1 







TCT 

take control 


M 

AC 

Y 

0 

0 

0 

1 

0 

0 

1 

XXX 

1 

X 

X 

X 

X 

TAG 

talk address group 


M 

AD 

Y 

1 

0 

X 

X 

X 

X 

X 

XXX 

1 

X 

X 

X 

X 

UCG 

universal command group 

M 

UC 

Y 

0 

0 

1 

X 

X 

X 

X 

XXX 

1 

X 

X 

X 

X 

UNL 

unlisten 


M 

AD 

Y 

0 

1 

1 

1 

1 

1 

1 

XXX 

1 

X 

X 

X 

X 

UNT 

untalk 

(Note 11) 

M 

AD 

Y 

1 

0 

1 

1 

1 

1 

1 

XXX 

1 

X 

X 

X 

X 


The 1/0 coding on ATN when sent concurrent with multiline messages has been added to this revision for interpre- 
tive convenience. 


P3 P2 PI PFR Message 
”1 0 0 PPR 1 


NOTES: 

(1) D1-D8 specify the device dependent data bits. 

(2) E1-E8 specify the device dependent code used to 
indicate the EOS message. 

(3) L1-L5 specify the device dependent bits of the 
device’s listen address. 

(4) T1-T5 specify the device dependent bits of the 
device’s talk address. 

(5) S1-S5 specify the device dependent bits of the de- 
vice’s secondary address. 

(6) S specifies the sense of the PPR. 

S Response 

0 0 

1 1 


P1-P3 specify the PPR message to be sent when a paral- 
lel poll is executed. 


1 1 1 PPR8 

(7) D1-D4 specify don’t-care bits that shall not be 
decoded by the receiving device. It is recommended 
that all zeroes be sent. 

(8) S1-S6, S8 specify the device dependent status. 
(DI07 is used for the RQS message.) 

(9) The source of the message on the ATN line is 
always the C function, whereas the messages on the 
DIO and EOI lines are enabled by the T function. 

(10) The source of the messages on the ATN and EOI 
lines is always the C function, whereas the source of 
the messages on the DIO lines is always the PP func- 
tion. 

(11 ) This code is provided for system use, see 6.3. 
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INTRODUCTION 

This application note explains the Intel® 8291 A GPIB 
(General Purpose Interface Bus) Talker/ Listener as a 
component, and shows its use in GPIB interface design 
tasks. 


The first section of this note presents an overview of IEEE 
488 (GPIB). The second section introduces the Intel® 
GPIB component family. A detailed explanation of the 
8291 A follows. Finally, some application examples using 
the component family are presented. 



DATA BYTE 
TRANSFER 
CONTROL 


GENERAL 

INTERFACE 

MANAGEMENT 


- DI0 1 ... 8 Data Input/Output 


- DAV 

Data Available 

- NRFD 

Not Ready for Data 

- NDAC 

Not Data Accepted 

- IFC 

Interface Clear 

* ATN 

Attention 

- SRQ 

Service Request 

- REN 

Remote Enable 

- EOI 

End or Identify 


Figure 1. Interface Capabilities and Bus Structure 
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OVERVIEW OF IEEE 488/GPIB 

The GPIB is a parallel interface bus with an asynch- 
ronous interlocking data exchange handshake mecha- 
nism. It is designed to provide a common communication 
interface among devices over a maximium distance of 20 
meters at a maximum speed of 1 Mbps. Up to 15 devices 
may be connected together. The asynchronous interlock- 
ing handshake dispenses with a common synchronization 
clock, and allows intercommunication among devices 
capable of running at different speeds. During any 
transaction, the data transfer occurs at the speed of the 
slowest device involved. 

The GPIB finds use in a diversity of applications 
requiring communication among digital devices over 
short distances. Common examples are: programmable 
instrumentation systems, computer to peripherals, etc. 

The interface is completely defined in the IEEE 
Std.-488-1978. ^ 

A typical implementation consists of logical devices 
which talk (talker), listen (listeners), and control GPIB 
activity (controllers). 


Interface Functions 

The interface between any device and the bus may have a 
combination of several different capabilities (called 
‘functions’). Among a total of ten functions defined, the 
Talker, Listener, Source Handshake, Acceptor Hand- 
shake and Controller are the more common examples. 
The Talker function allows a device to transmit data. The 
Listener function allows reception. The Source and 
Acceptor Handshakes, synchronized with the Talker and 
Listener functions respectively, exchange the handshake 
signals that coordinate data transfer. The Controller 
function allows a device to activate the interface functions 
of the various devices through commands. Other interface 
functions are: Service request, Remote local, Parallel 
poll, Device clear and Device trigger. Each interface may 
not contain all these functions. Further, most of these 
functions may be implemented to various levels (called 
‘subsets’) of capability. Thus, the overall capability of an 
interface may be tailored to the needs of the communicat- 
ing device. 

Electrical Signal Lines 

As shown in Figure 1, the GPIB is composed of eight data 
lines (D08-D01), five interface management lines 
(IFC, ATN, SRQ, REN, EOI), and three transfer control 
lines (DAV, NRFb, NDAC). 

The eight data lines are used to transfer data and 
commands from one device to another with the help of 
the management and control lines. Each of the five 
interface management lines has a specific function. 


ATN (attention) is used .by the Controller to indicate that 
it (the controller) has access to the GPIB and that its 
output on the data lines is to be iiiterpreted as a 
command. ATN is also used by the controller along with 
EOI to indicate a parallel poll. 

SRQ (service request) is used by a device to request 
service from the controller. 

REN (remote enable) is used by the controller to specify 
the command source of a device. A device can be issued 
commands either locally through its front panel or by the 
controller 

EOI (end or identify) may be used by the controller as 
well as a talker. A controller uses EOI along with ATN to 
demand a parallel poll. Used by a talker, EOI indicates 
the last byte of a data block. 

IFC (interface clear) forces a complete GPIB interface to 
the idle state. This could be considered the GPIB’s 
“interface reset.” GPIB architecture allows for more than 
one controller to be connected to the bus simultaneously. 
Only one of these controllers may be in command at any 
given time. This device is known as the controller-in- 
charge. Control can be passed from one controller to 
another. Only one among all the controllers present on a 
bus can be the system controller. The system controller is 
the only device allowed to drive IFC. 


Transfer Control Lines 

The transfer control lines conduct the asynchronous 
interlocking three-wire handshake. 

DAV (data valid) is driven by a talker and indicates that 
valid data is on the bus. 

NRFD (not ready for data) is driven by the listeners and 
indicates that not all listeners are ready for more data. 

NDAC (not data accepted) is used by the listeners to 
indicate that not all listeners have read the GPIB data 
lines yet. 

The asynchronous 3-wire handshake flowchart is shown 
in Figure 2. This is a concept fundamental to the 
asynchronous nature of the GPIB and is reviewed in the 
following paragraphs. 

Assume that a talker is ready to start a data transfer. At 
the beginning of the handshake, NRFD is false indicating 
that the listener(s) is ready for data. NDAC is true 
indicating that the listener(s) has not accepted the data, 
since no data has been sent yet. The talker places data on 
the data lines, waits for the required settling time, and 
then indicates valid data by driving DAV true. All active 
listeners drive NRFD true indicating that they are not 
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FLOW DIAGRAM OUTLINES SEQUENCE OF EVENTS DURING TRANSFER 
OF DATA BYTE. MORE THAN ONE LISTENER AT A TIME CAN ACCEPT 
DATA BECAUSE OF LOGICAL CONNECTION OF NRFD AND NDAC 
LINES. 



Figure 2. Handshake Flowchart 
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ready for more data. They then read the data and drive 
NDAC false to indicate acceptance. The talker responds 
by deasserting DAV and readies itself to transfer the next 
byte. The listeners respond to DAV false by driving 
NDAC true. The talker can now drive the data lines with 
a new data byte and wait for NRFD to be false to start the 
next handshake cycle. 

Bus Commands 

When ATN and DAV are true data patterns which have 
been placed by the controller on the GPIB, they are 
interpreted as commands by the other devices on the 
interface. The GPIB standard contains a repertory of 
commands such as MTA (My Talk Address), MSA (My 
Secondary Address), SPE (Serial Poll Enable), etc. All 
other patterns in conjunction with ATN and DAV are 
classified as undefined commands and their meaning is 
user-dependent. 


Addressing Techniques 

To allow the pontroller to issue commands selectively to 
specific devices, three types of addressing exist on the 
GPIB: talk only/ listen only (ton/ Ion), primary, and 
secondary. 

Ton/ Ion is a method where the ability of the GPIB 
interface to talk or listen is determined by the device and 
not by the GPIB controller. With this method, fixed roles 
can be easily designated in simple systems where reassign- 
ment is not necessary. This is appropriate and convenient 
for certain applications. For example, a logic analyzer 
might be interfaced via the GPIB to a line printer in order 
to document some type of failure. In this case, the line 
printer simply listens to the logic analyzer, which is a 
talker: 

The controller addresses devices through three com- 
mands, MTA (my talk address), ML A (my listen address), 
and MSA (my secondary address). The device address is 
imbedded in the command bit pattern. The device whose 
address matches the imbedded pattern is enabled. Some 
devices may have the same logical talk and listen 
addresses. This is allowable since the talker and listener 
are separate functions. However, two of the same func- 
tions cannot have the same address. 

In primary addressing, a device is enabled to talk (listen) 
by receiving the MTA (ML A) message. 

Secondary addressing extends the address field from 5 to 
10 bits by allowing an additional byte. This additional 
byte is passed via the MSA message. Secondary address- 
ing can also be used to logically divide devices into 
various subgroups. The MSA message applies only to the 
device(s) whose primary address immediately preceed it. 


INTEL’S® GPIB COMPONENTS 

The logic designer implementing a GPIB interface has, in 
the past, been faced with a difficult and complex discrete 
logic design. Advances in LSI technology have produced 
sophisticated microprocessor and peripheral devices 
which combine to reduce this once complex interface task 
to a system consisting of a small set of integrated circuits 
and some software drivers. A microprocessor hardware/ 
software solution and a high-level language source code 
provide an additional benefit in end-product mainte- 
nance. Product changes are a simple matter of revising 
the product software. Field changes are as easy as 
exchanging EPROMS. 

Intel® has provided an LSI solution to GPIB interfacing 
with a talker/ listener device (8291 A), a controller device 
(8292), and a transceiver (8293). An interface with all 
capabilities except for the controller function can be built 
with an 8291 A and a pair of 8293's. The addition of the 
8292 produces a complete interface. Since most devices in 
a GPIB system will not have the controller function 
capability, this modular approach provides the least cost 
to the majority of interface designs. 


Overview of the 8291 A 
GPIB Talker/Listener 

The Intel® 8291 A GPIB Talker/ Listener operates over a 
clock range of 1 to 8 MHz and is compatible with the 
MCS-85, iAPX-86, and 8051 families of microprocessors. 

A detailed description of the 8291 A is given in the data 
sheet. 

The 8291 A implements the following functions: Source 
Handshake (SH), Acceptor Handshake (AH), Talker 
Extended (TE), Service Request (SRQ), Listener Ex- 
tended (LE), Remote/ Local (RL), Parallel Poll (PP2), 
Device Clear (DC), and Device Trigger (DT). 

Current states of the 8291 A can be determined by 
examining the device’s status read registers. In addition, 
the 8291 A contains 8 write registers. These registers are 
shown in Figure 3. The three register select pins RS3- 
RSO are used to select the desired register. 

The data — in register moves data from the GPIB to the 
microprocessor or to memory when the 8291 A is 
addressed to listen. When the 8291 A is addressed to talk, 
it uses the data - out register to move data onto the GPIB. 
The serial poll mode and status registers are used to 
request service and program the serial poll status byte. 

A detailed description of each of the registers, along with 
state diagrams can be found in the 8291 A data sheet. 
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READ REGISTERS REGISTER SELECT WRITE REGISTERS 

CODE 

RS2 RSI RSO 


DI7 

DI6 

DI5 

DI4 

DI3 

DI2 

Dll 

DIO 

0 

0 

0 

D07 

D06 

D05 

D04 

D03 

D02 

D01 

D00 




DATA IN 










DATA OUT 




CPT 

APT 

GET 

END 

DEC 

ERR 

BO 

Bl 

0 

0 

1 

CPT 

APT 

GET 

END 

DEC 

ERR 

BO 

Bl 



INTERRUPT STATUS 1 








INTERRUPT ENABLE 1 



INT 

SPAS 

LLO 

REM 

SPC 

LLOC 

REMC 

ADSC 

0 

1 

0 

0 

0 

DMAO 

DMAI 

SPC 

LLOC 

REMC 

ADSC 



INTERRUPT STATUS 2 








INTERRUPT ENABLE 2 



S8 

SRQS 

S6 

S5 

S4 

S3 

S2 

SI 

0 

1 

1 

S8 

RSV 

S6 

S5 

S4 

S3 

S2 

SI 



SERIAL POLL STATUS 2 








SERIAL POLL MODE 



ton 

Lon 

EOI 

LPAS 

TPAS 

LA 

TA 

MJMN 

1 

0 

0 

TO 

LO 

0 

0 

0* 

0 

ADM1 

ADM0 



ADDRESS STATUS 








ADDRESS MODE 



CPT7 

CPT6 

CPT5 

CPT4 

CPT3 

CPT2 

CPT1 

CPTO 

1 

0 

1 

CNT2 

CNT1 

CNTO 

COM4 

COM3 

COM2 

COM1 

COMO 


COMMAND PASS THROUGH 









AUX MODE 




INT 

DTO 

DLO 

AD5-0 

AD4-0 

AD3-0 

AD2-0 

AD1-0 

1 

1 

0 

ARS 

DT 

DL 

AD5 

AD4 

AD3 

AD2 

ADI 




Address o 










ADDRESS 0/1 



X 

DTI 

DL1 

AD5-1 

AD4-1 

AD3-1 

AD2-1 

ADI-1 

1 

1 

1 

EC7 

EC6 

EC5 

EC4 

EC3 

EC2 

EC1 

ECO 


ADDRESS 1 EOS 


Figure 3. 8291A REGISTERS 
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Address Mode 

The address mode and status registers are used to 
program the addressing modes and track addressing 
states. The auxiliary mode register is used to select a 
variety of functions. The command pass through register 
is used for undefined commands and extended addresses. 
The address 0/ 1 register is used to program the addresses 
to which the 8291 A will respond. The address 0 and 


address 1 registers allow reading of these programmed 
addresses plus trading of the interrupt bit. The EOS 
register is used to program the end of sequence character. 

Detailed descriptions of the addressing modes available 
with the 8291 A are described in the 8291 A data sheet. 
Examples of how to program these modes are shown 
below. 


1. MODE: — Talker has single address of 01 H 

— Listener has single address of 02 H 


CPU WRITES TO: 

PATTERN 

COMMENT 

Address Mode Register 

0000 0001 

Select Mode 1 Addressing 

Address 0/1 Register 

0010 0001 

Major is Talking. Address = 01 H 

Address 0/1 Register 

1100 0010 

Minor is Listener. Address = 02H 


2. MODE: — Talker has single address of 01 H 

— Listener has single address of 02H 


CPU WRITES TO: 

PATTERN 

COMMENT 

Address Mode Register 

0000 0001 

Select Mode 1 Addressing 

Address 0/1 Register 

0100 0010 

Major is Listener. Address = 02H 

Address 0/ 1 Register 

1010 0001 

Minor is Talking. Address = 01 H 


Note that in both of the above examples, the listener will respond to a MLA message with five least significant bits equal 
to 02H and the talker to a 01 H. 


3. MODE: — Talker and listener both share a single address of 03 H. 


CPU WRITES TO: 

PATTERN 

COMMENT 

Address Mode Register 

0000 0001 

Selects Mode 1 Addressing 

Address 0/1 Register 

0000 0011 

Talker and Listener Address = 03 

Address 0/ 1 Register 

1110 0000 

Minor Address is disabled 


4. MODE: — Talker and listener have a primary address of 04H and a secondary address of 05H 


CPU WRITES TO: 

PATTERN 

COMMENT 

Address Mode Register 

0000 0010 

Selects Mode 2 Addressing 

Address 0/1 Register 

0000 0100 

Primary Address = 04H 

Address 0/1 Register 

1000 0101 

Minor Address is disabled 


5. MODE: — Talker has a primary address of 06H. Listener has a primary address of 07H 


CPU WRITES TO: 

PATTERN 

COMMENT 

Address Mode Register 

0000 0011 

Select Mode 3 

Address 0/ 1 Register 

0010 0110 

Talker Address = 06 

Address 0/1 Register 

1100 0111 

Listener Primary = 07 


The CPU will verify the secondary addresses which could be the same or different. 
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APPLICATION OF THE 8291A 

This phase of the application note will examine program- 
ming of the 8291 A, corresponding bus commands and 
responses, CPU interruption, etc. for a variety of GPIB 
activities. This should provide the reader with a clear 
understanding of the role the 8291 A performs in a GPIB 
system. The talker function, listener function, remote 
message handling, and remote/ local operations including 
local lockout, are discussed. 


Talker Functions 

TALK-ONLY (ton). In talk only mode the 8291 A will not 
respond to the MTA message from a controller. Gener- 
ally, ton is used in an environment which does not have a 
controller. Ton is also employed in an interface that 
includes the controller function. 

When the 8291 A is used with the 8292, the sequence of 
events for initialization are as follows: 

1) The Interrupt/ Enable registers are programmed. 

2) Ton is selected. 

3) Settling time is selected. 

4) EOS character is loaded. 

5) “Pon” local message is sent. 

6) CPU waits for Byte Out (BO) and sends a byte to 
the data out register. 

Addressed Talker (Via MTA Message) 

The GPIB controller will direct the 8291 A to talk by 
sending a My Talk Address (MTA) message containing 
the $291 A’s talk address. The sequence of events is as 
follows: 

1) The interrupt enable and serial poll mode registers 
are programmed. 

2) Mode 1 is selected. 

3) Settling time is selected. 

4) Talker and listener addresses are programmed. 

5) Power on (pon) local message is sent. 

6) CPU waits for an interrupt. When the controller has 
sent the MTA message for the 8291 A an interrupt 
will be generated if enabled and the ADSC bit will 
be set. 

7) CPU reads the Address Status register to determine 
if the 8291 A has been addressed to talk (TA = 1). 

8) CPU waits for an interrupt from either BO or 
ADSC. 

9) When BO is set, the CPU writes the data byte to the 
data out register. 

10) CPU continues to poll the status registers. 

1 1 ) When unaddressed ADSC, will be set and TA reset. 

LISTENER FUNCTIONS 

LISTEN-ONLY (Ion). In listen-only mode the 8291 A will 


not respond to the My Listen Address (MLA) message 
from the controller. The sequence of events is as follows: 

1) The Interrupt Enable registers are programmed. 

2) Lon is selected. 

3) EOS characted is programmed. 

4) “Pon” local message is sent. 

5) CPU waits for BI and reads the byte from the 
data-in register. 

Note that enabling both ton and Ion can create an internal 
loopback as long as another listener exists. 

Addressed Listening 
(Via the MLA Message) 

The GPIB controller will direct the 8291 A to listen by 
sending a MLA message containing the 8291 A’s listen 
address. The sequence of events is as follows: 

1) The Interrupt Enable registers are programmed. 

2) The serial poll mode register is loaded as desired. 

3) Talker and listener addresses are loaded. 

4) “Pon” local message is sent 

5) The CPU waits for an interrupt. When the controller 
has sent the MLA message for the 8291 A, the 
ADSC bit will be set. 

6) The CPU reads the Address Status Register to 
determine if the 8291 A has been addressed to listen 
(LA = 1). 

7) CPU waits for an interrupt for BI or ADSC. 

8) When BI is set, the CPU reads the data byte from 
the data-in register. 

9) The CPU continues to poll the status registers. 

10) When unaddressed, ADSC will be set and LA reset. 


Remote/Local and Lockout 

Remote and local refer to the source of control of a device 
connected to the GPIB. Remote refers to control from 
the GPIB controller-in-charge. Local refers to control 
from the device’s own system. Reference should be made 
to the RL state diagram in the 8291 A data sheet. 

Upon “pon” the 8291 A is in the local state. In this state the 
REM bit in Interrupt Status 1 Register is reset. When the 
GPIB controller takes control of the bus it will drive the 
REN (remote enable) line true. This will cause the REM 
bit and REMC (remote/ local change) bit to be set. The 
distinction between remote and local modes is necessary 
in that some types of devices will have local controls 
which have functions which are also controlled by remote 
messages. 

In the local state the device is allowed to store, but not 
respond to, remote messages which control functions 
which are also controlled by local messages. A device 
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which has been addressed to listen will exit the local state 
and go the the remote state if the REN message is true and 
the local rtl (return to local) message is false. The state of 
the “rtl” local message is ignored and the device is 
“locked” into the local state if the LLO remote message is 
true. In the Remote state the device is not allowed to 
respond to local message which control function that are 
also controlled by remote messages. A device wil exit the 
remote state and enter the local state when REN goes 
false. It will also enter the local state if the GTL (go to 
local) remote message is true ‘and the device has been 
addressed to listen. It will also enter the local state if the 
rtl message is true and the LLO message is false or ACDS 
is inactive. 

A device will exit the remote state and enter RWLS 
(remote with lockout state) if the LLO (local lockout) 
message is true and ACDS is active. In this mode, those 
local message which control functions which are also 
controlled by remote messages are ignored. In other 
words, the “rtl”: message is ignored. A device will exit 
RWLS and to to the local state if REN goes false. The 
device will exit RWLS and go to LWLS if the GTL 
message is true and the device is addressed to listen. 


Polling 

The IEEE-488 standard specifies two methods for a slave 
device to let the controller know that it needs service. 

These two methods are called Serial and Parallel Poll. 
The controller performs one of these two polling methods 
after a slave device requests service. As implied in the 
name, a Serial Poll is when the controller sequentially 
asks each device if it requested service. In a Parallel Poll 
the controller asks all of the devices on the GPIB if they 
requested service, and they reply in parallel. 

Serial Poll 

When the controller performs a Serial Poll, each slave 
device sends back to the controller a Serial Poll Status 
Byte. One of the bits in the Serial Poll Status Byte 
indicates whether this device requested service or not. 
The remaining 7 bits are user defined, and they are used 
to indicate what type of service is required. The IEEE-488 
spec only defines the service request bit, however HP has 
defined a few more bits in the Serial Poll Status Byte. 
This can be seen in figure 4. 



Figure 4. The Serial Poll Status Byte 
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When a slave device needs service it drives the SRQ line 
on the GPIB bus true (low). For the 8291 A this is done by 
setting bit 7 in the Serial Poll Status Byte. The CPU in the 
controller may be interrupted by SRQ or it may poll a 
register to determine the state of SRQ. Using the 8292 
one could either poll the interrupt status register for the 
SRQ interrupt status bit, or enable SRQ to interrupt the 
CPU. After the controller recognizes a service request, it 
goes into the serial poll routine. 

The first thing the controller does in the serial poll routine 
is assert ATN. When ATN is asserted true the controller 
takes control of the GPIB, and all slave devices on the 
bus must listen. All bytes sent over the bus while ATN is 
true are commands. After the controller takes control, it 
sends out a Universal Unlisten (UNL), which tells all 
previously addressed listeners to stop listening. The con- 
troller then sends out a byte called SPE (Serial Poll 
Enable). This command notifies all of the slaves on the 
bus that the controller has put the GPIB in the Serial Poll 
Mode State (SPMS). Now the controller addresses the 
first slave device to TALK and puts itself in the listen 
mode. When the controller resets ATN the device 
addressed to talk transmits to the controller its Serial 
Poll Status Byte. If the device just polled was the one 
requesting service, the SRQ line On the GPIB goes false, 
and bit 7 in the serial poll status byte of the 8291 A is reset. 
If more than one device is requesting service, SRQ 
remains low until all of the devices requesting service 
have been polled, since SRQ is wire-ored. To continue the 
Serial Poll, the controller asserts ATN, addresses the next 
device to talk then reads the Serial Poll Status Byte. 
When the controller is finished polling it asserts ATN, 
sends the universal untalk command (UNT), then sends 
the Serial Poll Disable command (SPD). The flow of the 
serial poll can be seen from the example in figure 5. 


0. DEVICE A REQUESTS SERVICE (SRQ) 

1. ASSERT ATN 

2. UNIVERSAL UNLISTEN (UNL) 

3. SERIAL POLL ENABLE (SPE) 

4. DEVICE A TALK ADDRESS (MTA) 

5. RELEASE ATN 

6. DEVICE A STATUS BYTE (STB) (RQS SET) 

7. ASSERT ATN 

8. DEVICE B TALK ADDRESS (MTA) 

9. RELEASE ATN 

10. DEVICE B STATUS BYTE (STB) (RQS CLEAR) 

11. ASSERT ATN 

12. DEVICE C TALK ADDRESS (MTA) 

13. RELEASE ATN 

14. DEVICE C STATUS BYTE (STB) (RQS CLEAR) 

15. ASSERT ATN 

16. UNIVESAL UNTALK (UNT) 

17 SERIAL POLL DISABLE (SPD) 

18. GO PROCESS SERVICE REQUEST 


Figure 5. Serial Polling 


The following section describes the events which happen 
in a serial poll when 8291 A and 8292 are the controller, 
and another 8291 A is the slave device. While going 
through this section the reader should refer to the register 
diagrams for the 8291 A and 8292. 

A. DEVICE A REQUESTS SERVICE 
(SRQ BECOMES TRUE) 

The slave devices rsv bit in the 8291 A’s serial poll mode 
register is set. 

B. CONTROLLER RECOGNIZES SRQ 
AND ASSERTS ATN 

Thf 8292's SPI pin 33 interrupts the CPU. The CPU 
reads the 8292's Interrupt status register and finds the 
SRQ bit set. The CPU tells the 8292 to ‘Take Control 
Synchronously’ by writing a OFDH to the 8292's com- 
mand register. 

C. THE CONTROLLER SENDS OUT THE 
FOLLOWING COMMANDS: UNIVERSAL 
UNLISTEN (UNL), SERIAL POLL ENABLE 
(SPE), MY TALK ADDRESS (MTA). 

(MTA is a command which tells one of the devices on the 
bus to talk.) 

The CPU in the controller waits for a BO (byte out) 
interrupt in the 8291 A’s interrupt status 1 register before 
it writes to the Data Out register a 3FH (UNL), 18H 
(SPE), 010XXXXX (MTA). The X represents the pro- 
grammable address of a device on the GPIB. When the 
8291 A in the slave device receives its talk address, the 
ADSC bit in the Interrupt Status register 2 is set, and in 
the Address Status Register TA and TPAS bits are set. 

D. CONTROLLER RECONFIGURES ITSELF 
TO LISTEN AND RESETS ATN 

The CPU in the controller puts the 8291 A in the listen 
only mode by writing a 40H to the Address Mode register 
of the 8291 A, and then a OOH to the Aux Mode register. 
The second write is an ‘Immediate Execute pon’ which 
must be used when switching addressing modes such as 
talk only to listen only. To reset ATN the CPU tells the 
8292 to ‘Go To Standby’ by writing a 0F6H to the com- 
mand register. The moment ATN is reset, the 8291 A in 
the slave device sets SPAS in Interrupt Status 2 register, 
and transmits the serial poll status byte. SRQS in the 
Serial Poll Status byte of the 8291 A slave device is reset, 
and the SRQ line on the GPIB bus becomes false. 

E. THE CONTROLLER READS THE SERIAL 
POLL STATUS BYTE, SETS ATN, 

THEN RECONFIGURES ITSELF TO TALK 

The CPU in the controller waits for the Byte In bit (BI) in 
the 8291 A’s Interrupt Status 1 register. When this bit is set 
the CPU reads the Data In register to receive the Serial 
Poll Status Byte. Since bit 7 is set, this was the device 
which requested service. The CPU in the controller tells 
the 8292 to ‘Take Control Synchronously’ which asserts 
ATN. The moment ATN is asserted true the 8291 A in the 
slave device resets SPAS, and sets the Serial Poll Com- 
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plete (SPC) bit in the Interrupt Status 2 register. The 
controller reconfigures itself to talk by setting the TO bit 
in the Address Mode register and then writing a OOH to 
the Aux Mode register. 

F. THE CONTROLLER SENDS THE 

COMMANDS UNIVERSAL UNTALK (UNT), 
AND SERIAL POLL DISABLE (SPD) THEN 
RESETS THE SRQ BIT IN THE 8292 
INTERRUPT STATUS REGISTER 
The CPU in the controller waits for the BO Interrupt 
status bit to be set in the Interrupt Status 1 register of the 
8291 A before it writes 5FH (UNT) and 19H (SPD) to the 
Data Out register. The CPU then writes a 2BH to the 
8292's command register to reset the SRQ status bit in the 
Interrupt Status register. When the 8291 A in the slave 
device receives the UNT command the ADSC bit in the 
Interrupt Status 2 register is set, and the TA and TPAS 
bits in the Address Status register will be reset. At this 
point the controller can service the slave device’s request. 

Note that in the software listing of AP-66 (USING THE 
8292 GPIB CONTROLLER) there is a bug in the serial 
poll routines. In the ‘SRQ ROUTINE’ when the CPU 
finds that the SRQ bit in the interrupt status register is 
set, it immediately writes the interrupt Acknowledge 
command to the 8292 to reset this bit. However the SRQ 
GPIB line will still be driven true until the slave device 
driving SRQ has been polled. Therefore, the SRQ status 
bit in the 8292 will become set and latched again, and as a 
result the SRQ status bit in the 8292 will still be set after 
the serial poll. The proper time to reset the SRQ bit in the 
8292 is after SRQ on the GPIB becomes false. 

Parallel Poll 

The 8291 A supports an additional method for obtaining 
status from devices known as parallel poll (PPOL). This 
method limits the controller to a maximum of 8 devices at 
a time since each device will produce a single bit response 
on the GPIB data lines. As shown in the state diagrams, 
there are three ba!sic parallel poll sates: PPIS (parallel poll 
idle state), PPSS (parallel poll standby state), and PPAS 
(parallel poll active state). 

In PPIS, the device’s parallel poll function is in the idle 
state and will not respond to a parallel poll. PPSS is the 
standby state, a state in which the device will respond to a 
parallel poll from the controller. The response is inititated 
by the controller driving both ATN and EOI true 
simultaneously. 

The 8291 A state diagram shows a transition from PPIS 
to PPSS with the “lpe” message. This is a PP2 implemen- 
tation for a parallel poll. This “lpe” (local poll enable) 
local message is achieved by writing 01 1 USP 3 P 2 P] to the 
Aux Mode Register with U=0. The S bit is the sense bit. If 
the “ist” (individual status) local message value matches 
the sense bit, then the 8291 A will give a true response to a 


parallel poll. Bits P3-P1 identify which data line is used for 
a response. 

For example, assume the programmer decides that the 
system containing the 8291 A shall participate in parallel 
poll. The programmer, upon system initialization would 
write to the Aux Mode Register and reset the U bit and 
set the S bit plus identify a data line (P3-P1 bits). At “pon,” 
the 8291 A would not resond true to a parallel poll unless 
the parallel poll flag is set (via Aux Mode Register 
command). 

When a status condition in the user system occurs and the 
programmer decides that this condition warrants a true 
response, then programmers software should set the 
parallel poll flag. Since the S bit value matches the “ist” 
(set) condition a true response will be given to all parallel 
polls. 

An additional method of parallel polling reading exists 
known as a PP1 implementation. In this case the 
controller sends a PPE (parallel poll enable) message. 
PPE contains a bit pattern similar to the bit pattern used 
to program the “lpe” local message. The 8291 A will 
receive this as an undefined command and use it to 
generate an “lpe” message. Thus the controller is specify- 
ing the sense bits and data lines for a response. A PPD 
(parallel poll disable) message exists which clears the bits 
SP 3 P 2 Pi and sets the U bit. This also will be received by 
the 8291 A and used to generate an “lpe” false local 
message. 

The actual sequence of events is as follows. The controller 
sends a PPC (parallel poll configure) message. This is an 
undefined command which is received in the CPT register 
and the handshake is held off. The local CPU reads this 
bit pattern, decodes it, and sends a VSCMD message to 
the Aux Mode Register. The controller then sends a ppe 
mess*age which is also recieved as a undefined command 
in the CPT register. The local CPU reads this, decodes it 
clears the MSB, and writes this to the Aux Mode Register 
generating the “lpe” message. 

The controller then sends ATN and EOI true and the 
8291 A drives the appropriate data line if the “ist” (parallel 
poll flag) is true. The controller will then send a PPD 
(parallel poll disable) message (again, an undefined 
command). The CPU reads this from the CPT register 
and uses it to write a new “lpe” message (this “lpe” 
message will be false). The controller then sends a PPU 
(parallel poll unconfigure) message. Since this is also an 
undefined command, it goes into the CPT register. When 
the local CPU decodes this, the CPU should clear the 
“ist” (parallel poll flag). 


APPLICATION EXAMPLES 

In the course of developing this application note, two 
complete and identical GPIB systems were built. The 
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schematics and block diagrams are contained in Appen- 
dix 1. These systems feature an 8088 CPU, 8237 DMA 
controller, serial I/O (8251 A and 8253), RAM, EPROM, 
and a complete GPIB talker/ listener controller. Jumper 
switches were provided to select between a controller 
function and a talker/ listener function. This system 
design is based on the design of Intel’s SDK-86 prototyp- 
ing kit and thus shares the same I/O and memory 
addresses. This system uses the same download software 
to transfer object files from Intel development systems. 

Two Software Drivers 

Two software drivers were developed to demonstrate a 
ton/ Ion environment. These two programs (BOARD 1 
and BOARD 2) are contained in Appendix 2. 

In this example, one of the systems (BOARD 1 ) initially is 
programmed in talk-only mode and synchronization is 
achieved by waiting for the listening board to become 
active. This is sensed by the lack of a GPIB error since a 
condition of no active listener produces an ERR status 
condition. Board 1 upon detecting the presence of an 
active listener transmitts a block of 100 bytes from a 
PROM memory across the bus. The second system 
(BOARD 2) receives this data and stores it in a buffer, 
EOI is sent true by the talker (BOARD 1) with the last 
byte of data. Upon detection of EOI, BOARD 2 switches 
to the talk only mode while BOARD 1 upon terminal 
count switches to the listen only mode. BOARD 2 then 
detects the presence of an active listener and transmitts 
the contents of its buffer back to BOARD 1 which stores 
this data in the buffer. EOI again is sent with the last byte 
and BOARD 2 switches back to listen-only. BOARD 1 
upon detecting EOI then compares the contents of its 
buffer with the contents of its PROM to ensure that no 
data transmission errors occured. The process then 
repeats itself. 

8291 A with HP 9835A 

An example of the 8291 A used in conjunction with a bus 
controller is also included in this application note. In this 
example, the 8291 A system used in previous experiments 
was connected via the GPIB to a Hewlett-Packard 9835 A 
desktop computer. This computer contains, in addition 
to a GPIB interface, a black and white CRT, keyboard, 
tape drive for high quality data cassettes, and a calculator 
type printer. The software for the HP 9835A is shown in 
Appendix 3. The user should refer to the operation man- 
uals for the HP 9835A for information on the features 
and programming methods for the HP 9835A. 

In this example, the 8292 was removed from its socket 
and the OPTA and OPTB pins of the two 8293 trans- 
ceiver reconfigured to modes 0 and 1. Optionally, the 
mode pins could have been left wired for modes 2 and 3 
and the 8292 left in its socket with its SYC pin wired to 
ground. This would have produced the same effect. 


The first action performed is sending IFC. Generally, this 
is done when a controller first comes on line. This pulse is 
at least 100 us in duration as specified by the IEEE-488 
standard. 

The software checks to see if active listeners are on line. 
For demonstration purposes, the HP 9835 A will flag the 
operator to indicate that listeners are on line. 

The HP 9835 A then configures and performs a parallel 
poll (PPOL). The parallel poll indicates 1 bit of status of 
each device in a group of up to 8 devices. Such informa- 
tion could be used by an application program to deter- 
mine whether optional devices are part of a system con- 
figuration. Such optional devices might include mass 
storage devices, printers, etc. where the application soft- 
ware for the controller might need to format data to 
match each type of device. Once the PPOL sequence is 
finished, the HP 9835A offers the user the opportunity to 
execute user commands from the keyboard. At this time 
the HP 9835 A sits in a loop waiting for an SRQ condi- 
tion. When the operator hits a key on the keyboard, the 
HP 9835 A processor is interrupted and vectors to a 
service routine where the key is read and the appropriate 
routine is executed. The HP 9835 A will then return to the 
loop checking for SRQ true. For this application, the 
valid keys are G,D,R,H,and X. Pressing the “G” key 
causes the GET command to be sent across the bus. A 
message to this effect is printed in the CRT and the HP 
9835 A returns. The “D” key causes the SDC message to 
be sent with the 8291 A being the addressed device. Again, 
an appropriate message is output on th HP 9835 A CRT. 
The “R” key causes the GTL message to be sent. The CRT 
displays ‘‘REMOTE MESSAGE SENT.” The “H” key 
causes a menu to be displayed on the HP 9835 A CRT 
screen. This menu lists the allowed commands and their 
functions. NO GPIB commands are sent. The “X” key 
allows the operator to send one line of data across the 
bus. The line of data is terminated by a carriage return 
and line feed produced by pressing the “CONTINUE” 
key on the HP 9835A. 

The characters are stored in the sequence entered into a 
buffer whose maximum size is 80 characters. Pressing the 
“CONTINUE” key terminates storing characters in the 
array and all characters including the carriage return and 
line feed are sent. EOI is then sent true with a false byte of 
OOH. This false byte is due to the 1975 standard which 
allows asyncronous sending and reception of EOI. (The 
8291 A supports the later 1978 standard which eliminates 
this false byte). 

After any key command is serviced control returns to the 
loop which checks for SRQ active. Should SRQ be 
active, then the keyboard interrupt is disabled and a 
message printed to indicate that SRQ has been received 
true. 

The controller then performs a parallel poll. 

This is an example of how parallel poll may be used to 
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quickly check which group of devices contains a device 
sending SRQ. The eight devices in a group would, of 
course, have software drivers which allow a true response 
to a PPOL if that device is currently driving SRQ true. 
This would be a valuable method of isolation of the SRQ 
source in a system with a large number of devices. In this 
application program, only the response from the 8291 A 
is of concern and only the 8291 A’s response is considered. 
It does, however, demonstrate the technique employed. If 
a true response from the 8291 A is detected, then a mes- 
sage to this effect is printed on the HP 9835A CRT 
screen. From this process, the controller has identified the 
device requesting service and will use a serial poll(SPOL) 
to determine the reason for the service request. This 
method of using PPOL is not specifically defined by the 
IEEE-488 standard but is a use of the resources provided. 

The controller software then prints a message to indicate 
that it is about to perform a serial poll. This serial poll will 
return to the controller the current status of the 8291 A 
and clear the service request. The status byte received is 
then printed on the CRT screen of the HP 9835A. One of 
the 8291 A status bits indicates that the 8291 A system has 
a field (on line or less) of data to transfer to the HP 
9835A. If this bit is set, then the HP 9835A addresses the 
8291 A system to talk. The data is sent by the 8291 A 
system is then printed on the CRT screen of the HP 
9835 A. The HP 9835 then enables the keyboard interrupts 
and goes into its SRQ checking loop. 

Appendix 4 contains the software for the 8291 A system 
which is connected to the HP 9835A via the GPIB. This 
software throws away the first byte of data it receives 
since this transfer was used by the HP 9835 A to test when 
the 8291 A system came on line. 

Next, both status registers are read and stored in the two 
variable STAT 1 and STAT 2. It is necessary to store the 
status since reading the status registers clears the status 
bits. 

Initially, six status bits are evaluated (END, GET, CPT, 
DEC, REMC, ADSC). Some of these conditions require 
that additional status bits be evaluated. 

If END is true, then the 8291 A system has received a 
block from the HP 9835A and the contents of a buffer is 
printed on the CRT screen. Next, the CPT bit is checked. 
PPC and PPE are the only valid undefined commands in 
this example. 

Next, the GET bit is examined and if true, the CRT 
screen connected to the serial channel on the 8291 A 
system prints a message to indicate that the trigger com- 
mand has been received. A similar process occurs with 
the DEC and REMC status bits. 


Address Status Change (ADSC) is checked to see if the 
8291 A has been addressed" or unaddressed by the con- 
troller. If ADSC is false, then the software checks the 
keyboard at the CRT terminal. If ADSC is set, then the 
TA and LA bits are read and evaluated to determine 
whether the 8291 A has been addressed to talk or listen. 
The DMA controller is set to start transfers at the start of 
the character buffer and the type of transfer is determined 
by whether the 8291 A is in TADS or LADS. We only 
need to set up the DMA controller since the transfers will 
be transparent to the system processor. The keyboard 
from the CRT terminal is then checked. If a key as been 
hit, then this character is stored in the character buffer 
and the buffer printer set to the next character location. 
This process repeats until the received character is a line 
feed. The line feed is echoed to the CRT, the serial poll 
status byte updated and the SRQ line driven true. This 
allows the 8291 A system to store up to one line of charac- 
ters before requesting a transfer to the controller. Recall 
that upon receiving an SRQ, the controller will perform a 
serial poll and subsequently address the 8291 A to talk. 
The 8291 A system then goes back to reading the status 
register thus repeating the process. 

CONCLUSION 

This application note has shown a basic method to view 
the IEEE 488 bus, when used in conjunction with Intel’s® 

8291 A. 

The main reference for GPIB questions is the IEEE 
Standard 488 - 1978. Reference 8291 A’s data sheet for 
detailed information on it. 

Additional Intel® GPIB products include iSBX-488, 
which is a multimode board consisting of the 8291 A, 
8292, and 8293. 
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APPENDIX 2 

SOFTWARE DRIVERS FOR BLOCK DATA TRANSFER 


PL/M--86 COMPILER DOARD 1 

ISIS-II PL/M-86 Vi 1 COMPILATION OP MODULE BOARD i 
OBJECT MODULE PLACED IN- Fi BRD1 OB^ 

COMPILER INVOKED BY: PL.M86 FI- BRD1. SRC SYMBOLS MEDIUM 


/* BOARD 1 TPT PROGRAM */ 

J* THIS BOARD TALKS TO* THE OTHER BOARD BY */ 

/* TRANSFERRING A BLOCK OF DATA VIA THE 8237 * ' 

/* COUPLED WITH THE 8291A THE 8291A IS PROGRAM- */ 
/» MED TO SEND EOI WHEN RECOGNIZING THE LAST */ 

/* DATA BYTE'S BIT PATTERN WHILE DATA IS BEING */ 

/* TRANSFERRED, THE PROCESSOR PERFORMS I/O READS */ 
/* OF THE 8237 COUNT REGISTERS TO SIMULATE BUS */ 

/*■ ACTIVITY. AND TO DETERMINE WHEN TO TURN THE */ 

/* LINE AROUND. AFTER THE 8237 HAS REACHED */ 

/* TERMINAL COUNT, THE 8291A IS PROGRAMMED TO */ 

/* THE LISTENER STATE AND WAITS FOR THE BLOCK */ 

/* TO BE TRANSMITTED J3ACK FROM THE SECOND BOARD. */ 

/* THIS DATA IS PLACED IN A SECOND BUFFER AND */ 

/* ITS CONTENTS COMPARED WITH THE ORIGINAL DATA */ 

/* TO CHECK FOR INTERFACE INTEGRITY */ 

1 BOARD1. 


DO, 

/* PROCEDURES */ 


2 1 

3 2 


4 

5 

6 
7 


3 


2 


CO PROCEDURE (XXX) ; 

DECLARE XXX BYTE, 

SERfcSTAT LITERALLY '0FFF2H ' , 

SEREDA TA LITERALLY 'OFFFQH ' , 

TXRDY LITERALLY 'OlH', 

DO WHILE (INPUT ( 3ER$STAT ) AND TXRDY) O TXRDY; 
END; 

OUTPUT <SER*DATA) = XXX, 

END CO; 


SETUP BUFFERS */ 

8 1 DECLARE BUFF2 (100) BYTE; /* RAM STORAGE AREA */ 


1 

DECLARE BUFFI 

(100) 

BYTE 

DATA 




( 1 , 2 , 

3 , 4 , 

5, 6, 7, 

8, 9, 

10H, 






11 H, 

1 £H, 

13H, 

14H, 

15H, 

16H, 

17H, 

18H, 

19H, 

20H, 

21H, 

22H, 

23H, 

24H, 

25H, 

26H, 

27H, 

28H, 

29H, 

30H, 

31H, 

32H, 

33H, 

34H, 

35H, 

36H, 

37H, 

3SH, 

39H, 

40H, 

4 1H, 

42H, 

43H, 

44H, 

45H, 

46H, 

47H, 

48H, 

49H, 

50H, 

51H, 

52H, 

53H, 

54H, 

55H, 

56H, 

57H, 

58H, 

59H, 

60H> 

&1H, 

62H, 

63H, 

64H, 

65H, 

66H, 

67H, 

68H, 

69H, 

70Hj 

7 1 H , 

72H, 

73H, 

74H- 

75H, 

76H, 

77H, 

78H, 

79H, 

80H; 

81H- 

82H, 

83H, 

84H, 

85H, 

86H, 

37H, 

88H, 

89H, 

90H 
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10 1 

11 1 


12 1 

13 1 

14 1 


15 1 

16 1 


AP-166 


COMPILER BQARD1 

91 Hi 92Hi 93Hi 94Hi 95H, 96H, 97H, 98H, 99H, ODH); 

DECLARE BUFF3 (17) BYTE DATA 

(ODH, OAH, 'COMPARE ERROR', ODH- CAH ) , /* ROM STORAGE AREA •*/ 

/* 8237 PORT ADDRESSES */ 


DECLARE 


CLEAR *FF 

START$0*L0 

START $0$HI 

0*C0UNT*L0 

0$C0UNT*HI 

SET$MODE 

CMDS37 

SETSMASK 


LITERALLY 'OFFDDH ' , /* MASTER CLEAR */ 

LITERALLY ' OFFDOH ' » 

LITERALLY 'OFFDOH ' > 

LITERALLY '0FFD1H ' > 

LITERALLY '0FFD1H', 

LITERALLY 'OFFDBH ' , 

LITERALLY '0FFD8H * , 

LITERALLY "OFFDFH ' . 


/* 8237 COMMAND - DATA BYTES */ 
DECLARE DMA$ADR$TALK POINTER; 

DECLARE DMASADR^LSTN POINTER, 


DECLARE 


RDSTRANSFER 
WRSTRANSFER 
NORMSTIME 
TC*L01 
TC*HU 
TC$L 02 
TC 
I 


LITERALLY '48H', 
LITERALLY '44H', 
LITERALLY '20H', 
LITERALLY ' OFFH ' 
LITERALLY 'OOH', 
LITERALLY '99D', 
LITERALLY '01H', 

BYTE | 


/* 100 XFERS */ 


DECLARE 


DMA$URD*TAU< <2> 
DMA*WRD$LSTN<2> 


WORD 

WORD 


AT 

AT 


( @DMA$ADR$T ALK ) , 
<@DMA*ADR*LSTN)i 


/* 8291 A PORT ADDRESSES */ 


DECLARE 


PORT$QUT 

PORT*IN 

STATUS*! 

STATUS*2 

ADDR*STATUS 

COMMAND*MOD 

ADDR*0 

EOS*REG 


LITERALLY 

LITERALLY 

LITERALLY 

LITERALLY 

LITERALLY 

LITERALLY 

LITERALLY 

LITERALLY 


'OFFCOH', 
'OFFCOH' 
'0FFC1H', 
'0FFC2H • , 
' 0FFC4H * , 
' OFF.C 5H ' , 
'0FFC6H', 
'0FFC7H 7 , 


/* DATA OUT*/ 

/*INTR STAT 2*/ 

/* INTR STAT 2 */ 

/*CMD PASS THRU */ 

/* EOS REGISTER */ 
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/*• 8291 A COMMAND ~ DATA BYTES */ 


PL/M-86 COMPILER BOARD1 

17 1 DECLARE 


END-EOI LITERALLY 
DNE LITERALLY 
PON LITERALLY 
RESET ' LATERALLY 
CLEAR LITERALLY 

UMA-REG-L LI1ERALLY 
DMA-REG-T LITERALLY 
MODI -TO LITERALLY 
MODI -LQ LITERALLY 
EOS LITERALLY 
PRESCALER LITERALLY 
HIGH-SPEED 1. 1 TER ALLY 
OKAY LITERALLY 

XYZ BYTE. 

MATCH WORD, 

BO LITERALLY 
B l L. I "ER ALLY 

ERR LITERALLY 


•' 88H •’ > 

' 1 OH / > 

' OQH ' / 

' 02H ' , 

' OOH ' * 

' 1 OH ' t 
‘ 20H ' , 

' BOH ' » 

'40H ' > 

'ODH 

' 23H ' > 

'0A4H ' t 
'OFFFFH ' < 


'02H ' > 
' 0 1 H ' , 
' 04H ' > 


/* CODE BEGINS */ 


18 1 START91 . 


OUTPUT ^ STATUS-2) =CLEAR< 


/* SHUT-OFF DMA REQ BITS TO */ 
/* PREVENT EXTRA DMA REQS */ 
/•m-FROM 8291 A */ 


/* MANIPULATE DMA ADDRESS VARIABLES */ 

19 1 DMA-ADR- VAL K =U(*BUFF1); 

20 1 DMA-ADR-LSTN =(@BUFF2)i 

21 1 DMA-WRD-TALK ( 1 )=SHL ( DMA-WRD-TALK ( 1 ) , 4 ) i 

22 1 DMA-WRD-TALK < 0 ) =DMA-WRD-TALK (0) + DMA-WRD-TALK (1 )i 

23 1 DMA-WRD-LSTN< 1 )=SHL < DMA-WRD-LSTN (1), 4); 

24 1 DMA-WRD-LSTN < 0 ) =DMA-WRD-LSTN (0) +DMA-WRD-LSTN (1); 


23 1 C N ITS 7‘\ 

/* INIT 8237 FOR TALKER FUNCTIONS */ 


26 

1 

OUTPUT 

(CLEAR-FF) 

=CLEAR; /* TOGGLE 

MASTER 

CLEAR */ 

27 

1 

OUTPUT 

< CMD-37 ) 

=NORM$TIMEi 



28 

1 

OUTPUT 

( SET-MODE ) 

=RD$TR ANSFER # 





OUTPUT 

< SET-MASK) 

=CLEAR; 



29 

1 

OUTPUT 

( START-O-LO ) 

=DMA-WRD-TALK 

(0); 


30 

1 

DMA-NRD-TALK <0) 

=SHR (DMA-WRD-TALK (0), 

8); 

31 

1 

OUTPUT 

< START-O-HI ) 

=DMA-WRD-TALK 

(0 >; 


32 

1 

OUTPUT 

t O-COUNT-LO) 

=TC-L02; 



33 

1 

OUTPUT 

( 0— COUNT-HI ) 

=TC-HI2; 





/* INIT i 

s291 A FOR TALKER 

FUNCTIONS */ 



PL/M-86 COMPILER 

B0ARD1 
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34 1 

35 1 

36 1 

37 1 

38 1 

39 1 


OUTPUT 

OUTPUT 

OUTPUT 

OUTPUT 

OUTPUT 

OUTPUT 


(EGS*REG> 
<CQMMAND*MOD) 
( ADDR*STATUS ) 
( C QMMAND*liOD ) 
(ConriAND$noD) 


-EOS; 

=END*EOI; /* EOI ON EOS SENT */ 
“MODI *TQ, /» TALK ONLY */ 

=P RESCALER, 

~HIGH*SPEED, 


( CGMMANO*MQD ? =PON; 


40 1 

41 2 

42 1 

43 1 

44 2 

45 3 

46 2 

47 2 


DO WHILE (INPUT (STA7US*1) AND BO) =0, 

END; /* WAIT FOR BO INTR */ f 

OUTPUT ( PORT $OUT ) = OAAH, \ 

i'i' 

DO WHILE t INPUT (STA7US*!) AND ERR) = ERR; * 

DO WHILE (INPUT (STATUS*1) AND BO) « 0; 

END, /•* WAIT FOR BO INTR */ 

OUTPUT (PORT*OUT> -OAAH; 

END. 


48 


OUTPUT <31A7US*2; -DMA*REQ*T . /*■ ENABLE DMA REQS */ 


49 1 

50 2 


DO WHILE (INPUT <CMD*37) AND TC) C- TC; 

/* WAIT FOR TC = G */ 

END, 


51 1 INIT37L, 

OUTPUT (STATUS*2) =CLEAR, /> DISA3LE DMA REQS */ 


/< I NIT 8237 FOR LISTENER FUNCTIONS */ 


52 1 

53 2 

54 1 

55 1 

56 1 

57 1 

58 1 

OUTPUT 

59 1 

60 1 


OUTPUT \CLEAR*FF > 0=0 LEAR • /* TOGGLE MASTER RESET */ 

OUTPUT <CMD*37> =NOPM*TIME, 

OUTPUT ( SET*MODE > =WR*TRANSFER, 

OUTPUT (SET*MASK) =CL.EAR; 

OUTPUT (S7ART*0*L0> “DMA*WRD*LS7N <Q), 

DMA*WRD*L„STN (0) =SHR ( DMA*WRO*LSTN (0), 8), 


(START *0*HI) =DMA*WRD*LSTN (0). 

OUTPUT (OSCOUNmJO =TC*L01, 

OUTPUT (0*C0UNT*HI) =TC*HI1- 


/* I NIT 8291 A FOR LISTENER FUNCTIONS «■/ 


61 1 
62 1 
63 1 


OUTPUT <COMMAND*MOD> 
OUTPUT < AODR*STATUS ) 
OUTPUT < COMMAND*MOD ) 


-RESET , 

=M0D1*LQ; /* LISTEN ONLY */ 

“PON, 


64 1 DO WHILE (INPUT (STATUS*! > AND BI) =0; 

65 2 END, /* WAIT FOR BI INTR */ 

66 1 XYZ * INPUT (PORT*IN), 

67 1 OUTPUT ( ST ATUS*2 ) ~DMA*REQ*L, /* ENABLE DMA REQS */ 

68 1 DO WHILE ( INPUT (STATUS*!) AND DNE>0 DNE, 

/* WAIT FOR EOT RECEIVED */ 


6-513 


230832-001 



AP-166 


inteT 


PL/M--86 COMP J LEP BOARD 1 

70 1 CMPBLKS 

'* r CMP ARK THE TWO BUFFERS CONTENTS */ 
MA7CH=CMFB (©BUFFI, ©BUFF 2, 100); 

71 1 IF MATCH = OKAY THEN GOTO START91 ; 

SEND ERROR MESSAGE IN BUFFER 3 */ 

73 i DO 1-0 TO 16, 

74 2 CALL CO (BUFF 3 (I). >; 

75 2 END, 

7c t GOTO START? 1, 

77 j END. 


MODULE INFORMATION 


CODE AREA SIZE 


=01DBH 

475D 

CONSTANT AREA 

SIZE 

=0075H 

1 17D 

VARIABLE AREA 

SIZE 

=0070H 

112D 

MAXIMUM STACK 

SIZE 

=0006H 

6D 


243 LINES READ 
0 PROGRAM ERROR tS> 

END OF PL/M-86 COMPILATION 
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PL/M-86 COMPILER BOARDS 

ISIS-II PL/M-86 VI. 1 COMPILATION OF MODULE BOARDS 
OBJECT MODULE PLACED IN FI BRD2, OBJ 
COMPILER INVOKED BY. PLM86 FI BRD2, SRC 


f< BOARD 2 TPT PROGRAM */ 

/* */ 

/* THIS BOARD LISTENS TO THE OTHER BOARD (1) */ 

/* AND DMA'S DATA INTO A BUFFER, WHILE WAITING */ 
/* FOR THE END INTERRUPT BIT TO BECOME ACTIVE */ 
/* UPON END ACTIVE, THE DATA IN THE BUFFER IS */ 
/* SENT BACK TO THE FIRST BOARD VIA THE GPID */ 
/* WHEN THE BLOCK IS FINISHED THE 8291A IS ■*/ 

/* PROGRAMMED BACK INTO THE LISTENER MODE */ 

1 BOARDS , 


BO; 

/* 8237 PORT ADDRESSES */ 


2 1 DECLARE 


3 


CLEAR $FF 

LITERALLY 

'OFFDDH ' , 

/•^MASTER CLEAR */ 

START*0*L.o 

LITERALLY 

'OFFDOH ' , 


START*0*HI 

LITERALLY 

'OFFDOH ', 


0*C0UNT*L0 

LITERALLY 

"OFFD1H ' » 


0$C0UNT*HI 

LITERALLY 

'OFFD1H ' , 


5ETSM0DE 

LITERALLY 

'OFFDBH ' , 


CMD*37 

L ITERALLY 

' OFFDQH ' , 


SF.TSMASK 

LITERALLY 

'OFFDFH ' , 



/* 8237 COMMAND - DATA BYTES */ 


DECLARE 


RDSTRANSFER 

LITERALLY 

' 48H 

WRSTRANSFER 

LITERALLY 

' 44H ' 

ADDR* 1 A 

LITERALLY 

'OOH' 

ADDRS1B 

LITERALLY 

'01H' 

NGRM*TIME 

LITERALLY 

' 20H ' 

TC*L01 

LITERALLY 

'OFFH 

TC$HI 1 

LITERALLY 

'OOH' 

TC*L02 

LITERALLY 

' 99D ' 

TC*HI2 

LITERALLY 

'OOH' 


TC LITERALLY 'OlH', 


/* 8291 A PORT ADDRESSES */ 
4 1 DECLARE 


PQRTSOUT 

LITERALLY 

'OFFCOH' 






PORT* IN 

LITERALLY 

'OFFCOH' 

, /* DATA 

IN */ 



STATUS*! 

LITERALLY 

' OFFC 1H ' 

, /* 

INTR 

STAT 

1 

*/ 

STATUSES 

LITERALLY 

'0FFC2H ' 

, /* 

INTR 

STAT 

2 

*/ 

ADDRSSTATUS 

LITERALLY 

'0FFC4H ' 

, /* 

ADDR 

STAT 


*/ 

COMMAND*MOD 

LITERALLY 

'0FFC5H ' 

, /* 

CMD 

PASS THRU */ 
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PL/M-86 COMPILER BOARDS 

ADDR*0 LITERALLY '0FFC6H 7 » 

EOS*REG LITERALLY '0FFC7H', /* EOS REGISTER ■*/ 

/« 8291 A COMMAND - DATA BYTES */ 

5 1 DECLARE 

END*EOI LITERALLY '88H', 

DNE LITERALLY '10H', 

PON LITERALLY 'OOH', 

RESET LITERALLY '02H', 

CLEAR LITERALLY 'OOH', 

DMA*REQ*L LITERALLY '10H', 

DMA*REQ*T LITERALLY '20H', 

MODl*TO LITERALLY 'SOH-', 

MOD 1 *LO LITERALLY '40'. 

EOS LITERALLY 'ODH', 

PRESCALER LITERALLY '23H', 

HIGH*SPEED LITERALLY ' A4H ' > 

XYZ BYTE/ 

BO LITERALLY '02H', 

B I LITERALLY ' 0 1 H ' , 

ERR t I TER ALLY '04H', 

6 1 START91 » 

OUTPUT (STATUSES) “CLEAR • /* END INITILI ZATION STATE */ 

/* 1 14 1 T 8237 FOR LISTENER FUNCTION */ 

7 1 INIT37L; 

OUTPUT <CLEAR*FF) =CLEAR; /* TOGGLE MASTER RESET */ 
OUTPUT <CMD*37) =NORM*TIME, 

OUTPUT ( SET *MGDE ) -WR*TRANSFER, /* BLOCK XFER MODE */ 
OUTPUT CSET*MASK> =CLEAR; 

OUTPUT <START*0*L0> =ADDR*1A; 

OUTPUT ( START*0*HI ) =ADPR*1B, 

OUTPUT <G*COUNT*LO> =TC*L01, 

OUTPLUT ( 0*C0UNT*HI 1 =TC*HI1; 

/* INIT 8291 A FOR LISTENER FUNCTIONS */ 

OUTPUT <COMMAND*MOD) =RESET ; 

OUTPUT < ADDR*ST ATUS ) =M0D1*L0; 

OUTPUT (COMMAND*MOD> =PON; 

DO WHILE (INPUT <STATUS*1> AND 31) =0 ; 

END; /■* WAIT FOR BI INTR */ 

X YZ= INPUT <PQRT*IN>; 

OUTPUT (STATUSES) =DMA*REG*L; 

/* WAIT UNTIL EOI RCVD AND END INTR-3IT SET */ 

22 1 DO WHILE (INPUT (STATUS*! > AND DNE ) O DNE; 


15 1 

16 1 

17 1 

18 1 

19 2 

20 1 
21 1 


8 1 

9 1 

10 1 
11 1 
12 1 

13 1 

14 1 
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intel* 


PL/M-86 compiler boards 

23 1 END; 

24 1 INIT37T* 

/* I NIT 823 7 FOR TALKER FUNCTION */ 

OUTPUT ( STATUSES ) =CLEAR; /* CLEAR 8291A DRQ */ 
OUTPUT (CLEAR*FF) =CLEAR; 

OUTPUT (CMD*37> =NORM*TIME; 

OUTPUT (SET*MGDE) =RD*TR ANSFER , /* BLOCK XFER MODE */ 

OUTPUT ( SET*MASK > -CLEAR; 

OUTPUT (START*0*L0> =ADDR*1A; 

OUTPUT (START*0*HI> =ADDR*1B, 

OUTPUT (0*C0UNT*L0) =TC*L02; 

OUTPUT (Q*COUNT*HI) =TC*HI2, 

/* INIT 8291 A FOR TALKER FUNCTION */ 

33 1 OUTPUT (EOS*REG> =EOS; 

34 1 OUTPUT <COMMAND*MOD) =END*EOI;/* EOI ON EOS SENT */ 

35 1 OUTPUT ( ADDR*STATUS ) =MODl*TO; /* TALK ONLY */ 

36 1 OUTPUT (COMMANO*MOD> -PRESCALER; 

37 1 OUTPUT (COMMAND*MOD> =HIGH*SPEED, 

38 1 OUTPUT (COMMAND*MOD> =PON; 

39 1 DO WHILE (INPUT < STATUS* 1> AND BO) =0; 

40 2 END; /* WAIT FOR BO INTR */ 

41 1 OUTPUT < PGRT*OUT ) =OAAH, 

42 1 DO WHILE (INPUT (STATUS*1) AND ERR ) -ERR; 

43 2 DO WHILE (INPUT (STATUS*1> AND BO) =0; 

44 3 END; /* WAIT FOR BO INTR */ 

45 2 OUTPUT (PORT*QUT) =OAAH; 

46 2 END, 

47 I OUTPUT (STATUS*2> -DMA*REG*T ; 

/* WAIT FOR TC=0 */ 

48 1 DO WHILE (INPUT <CMD*37) AND TC) O TC; 

49 2 END; 

50 1 GOTO STAR T9 1, 

51 1 END; 


MODULE INFORMATION 


CODE AREA SIZE 

— 0122H 

290D 

CONSTANT AREA 

SIZE 

=0000H 

OD 

VARIABLE AREA 

SIZE 

=000 1H 

ID 

MAXIMUM STACK 

SIZE 

=0000H 

OD 


152 LINES READ 
0 PROGRAM ERROR (S) 


25 1 

26 1 

27 1 

28 1 

29 1 

30 1 

31 1 

32 1 
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APPENDIX 3 

SOFTWARE FOR HP 9835A 


1@ RE Pi S E H B 1 N 

TERFflCE CLEAR 
20 ABORT ID 7 
3© REM FORCE E 
RRORS UNTIL LIST 
ENERS ACTIVE 
40 Freer r-s OUT 
PUT 704 USING "# 
iK"? "B" 

50 Chkstst: ST 

ATUS 7 1 St at 1 j S t a 
t2> St at 3 > St at 4 
60 Err = S.t, at 2 A 

ND 1 

70 IF Er r= 1 TH 
EN GOTO Freerr 
SO PRINT CHRf( 
12) ? “LISTENERS A 
RE ON LINE " 

90 REM CONFIGU 
RE F'F'OLL . 

108 F' P 0 L L CONFI 
GURE 704 i “0000*: 1 
0 0 " 

1 10 

! respo n s- e o n 
bit 4 

128 PRINT CHR 4 • 
12) > "PARALLEL PO 
LL CONFIGURED" 
130 REM ENABLE 
KEYBOARD INTERRU 
PT 

140 PRINT "COMM 
AND = ? (HIT 

- H " FOR LIST)" 
150 Keren: ON K 

BD GOSUB 610 
160 STATUS 75 St 
at 1 » Stat2» Stat3? 


St at 4 

170 Srq=BINAND( 
St at 1 » LSS ) 

180 IF Src »»0 TH 

E N G 0 T 0 K e v e n 
190 OFF KBD 

200 PRINT CHR$( 
12) ? “ S R Q RECEIVE 
D" ' 

210 PRINT "SEND 
ING PARALLEL POL 
L RESPONSE MESSA 
GE 11 

220 REM EXECUTI 
NG PARALLEL POLL- 
230 PPQllbyte=P 
POLL (7) 

240 PRINT "PARA 
LLEL POLL BYTE = 
" 5 F'Pd’l ] b v t e 
250. PRINT *' 


268 Ppol1bvte=B 
IN AND (PpoI 1 byte? 
8) 

270 IF PpoI 1 by t 
e=0 THEN GOTO FS 
291 

280 PRINT “ SR F 
NOT FROM 8291" 

281 PRINT “COMM 

AND = ? (HIT 
/ H / FOR LIST)" 
290 GOTO Keren 
300 F'829 1 : PR IN 

T "SRO IS FROM N 
C C 8291 t . ■ THE 
ENTERPRISE" 

310 PRINT "PERF 
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inleT 

* 


ORMING SERIAL PQ 
LL TO GET STATUS 

ii 

32G STATUS 704? 
8 1 a t 

330 PRINT CHRf( 
12) i "Status = ”» 

S t a t 

340 Dxfer=BINAN 
H ( S t at? 1 • 

5 2 U IF B x f e r > 0 
THEN GOTO Rc Mr- 

530 GOTO Keren 

531 Rcvr : REM R 

EABY TO RCV CHAR 
S FROM GF'IB 

540 DIM Gf C803 
550 ENTER 704 U 
SING " 5i ) T " 5 G f 
560 PRINT CHRf( 
12) iGf 

570 PRINT "COMM 
AND = ? (HIT 

'H' FOR LIST)" 
580 GOTO Keren 
590 REM INTERRU 
PT SERVICE ROUT I 
NES 

680 REM GET KEY 
BOARD DATA 
610 What key: BI 

M KSC80] 

620 Kf =KBBf 
630 IF Kf="G" T 
HEN GOTO Get 
640 IF Kf =” B" T 
HEN GOTO Dec 
650 IF Kf = “ R " T 
HEN GOTO Ren 
660 IF Kf = " H " T 
HEN GOTO Help 
670 IF Kf*"X" T 
HEN GOTO Xnit 
680 Get: TRIGCE 


R 704 

690 PRINT CHRft 
12)) “GROUP EX ECU 
TE TRIGGER SENT" 
700 PRINT " “ 
710 PRINT "COMM 
AND = ? (HIT 

' H " FOR LIST)" 
720 RETURN 
730 Dec: RESET 

704 

740 PRINT CHRf ( 
12) ) "SELECTIVE D 
EVICE CLEAR SENT 

ii 

750 PRINT-' " 
760 PRINT "COMM 
AND = ? (HIT 

f H " FOR LIST!" 
770 RETURN 

780 Ren: LOCAL 

704 

790 PRINT CHRf ( 
12) i "REMOTE MESS 
AGE SENT" 

800 PRINT*" “ 
810 PRINT “COMM 
AND = ? (HIT 

' H • FOR LIST)" 
820 RETURN 
838 Help: ' PRINT 
CHRf (12) 

840 print - 000 

0 OPERATOR ALLOW 
ABLE COMMANDS 08 
00 " 

850 PRINT " hit 
key result" 
860 PRINT " G 
Send GET n 
essase." 

870 Print ■* b 

S e n d B£ C w 
e s s o. 9 e M 
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880 PRINT " R 

*; Send REM- L 

0 C m e s s o. e e " 

896 PRINT " X 

X pi 1 t s kerb 
o o. r d i n p u t t o 8 £ 
91 ” 

908 PRINT " H 

Prints- t hi 
£ table" 

910 PRINT " " 
920 PRINT "... 
30 ahead? TRY IT 
! “ 

930 RETURN 


940 

X pi it: 

DIM ft 

$ C803 


950 

PRINT 

C H R $ ( 

12) ? 

"Enter 

dat a 

t O £• 

e n d a n d 

h i t 

CONTINUE " 


960 

INPUT 


970 

OUTPUT 

704 j 

fl$ 



971 

EOI ?\ 

0 

980 

PRINT 

"COMM 

AND 

= 9 

(HIT 

/ H / 

FOR LI 

ST) " 

990 

RETURN 


1 000 

END 
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APPENDIX 4 

SOFTWARE FOR HP 8088/HP 9835A VIA GPIB 


PL/M-86 COMPILER HP IB 


ISIS-II PL/M-86 VI. 1 COMPILATION OF MODULE HP IB 
OBJECT MODULE PLACED IN :Fl:HPIB.OBJ 
COMPILER INVOKED BY: PLM86 :F1:HPIB.SRC LAROE 


1 HPIB : 

/* 

PARAMETER DECLARATIONS 
*/ 

DO; 

2 1 DECLARE 

ADDRSHI LITERALLY 'OlH', 

ADDRSLO LITERALLY 'OOH', 

ADSC LITERALLY 'OlH', 

BI LITERALLY 'OlH', 

BO LITERALLY '02H', 

CHAR ♦COUNT BYTE, 

CHAR BYTE, 

CHARS < 80) BYTE, 

CLEAR LITERALLY 'OOH', 

CPT LITERALLY '80H', 

CRLF LITERALLY ' 0 AH ' # 

DEC LITERALLY '08H', 

DM A$ ADR ♦LSTN POINTER, 

DM A^ ADR ♦TALK PO I NTER , 

DMA^WRD^LSTN ( 2 ) WORD AT ( QDMA^ ADR^LSTN ) , 

DMA^WRD^TALK < 2 ) WORD AT < ©DMA^ADR^TALK > , 

DMA^REQ^L LITERALLY '10H', 

DMA^REG^T L I TER ALL Y ' 20H ' , 

DNE LITERALLY '10H', 

END^EOI LITERALLY 'B8H', 

EOS LITERALLY 'ODH', 

ERR LITERALLY '04H', 

GET LITERALLY '20H', 

I BYTE, 

LISTEN LITERALLY '04H', 

MLA LITERALLY '04H', 

MODE^l LITERALLY 'OlH', 

NO^DMA LITERALLY 'OOH', 

NO^RSV LITERALLY 'OOH', 

NORM^TIME LITERALLY '20H', 

PON LITERALLY 'OOH', 

PPC LITERALLY '05H', 

PPE^MASK LITERALLY '60H', 

PPOLL^CNFG^FLAG LITERALLY '01H', 
PPOLL^EN^BYTE BYTE, 

PRI^BUF (80) BYTE AT (©CHARS) , 

RD^XFER LITERALLY '48H', 

RESET LITERALLY '02H', 

REMC LITERALLY '02H', 

RSV LITERALLY '40H', 

RXRDY LITERALLY '02H', 
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PL/M— 86 COMPILER HPIB 


SRQS LITERALLY '40H'/ 

ST ATI BYTE/ 

STAT2 BYTE/ 

TALK LITERALLY '02H'/ 

TA$OR*LA BYTE/ 

TRQ LITERALLY '41H', 

TC LITERALLY 'OlH', 

TC*HI LITERALLY 'OOH', 

TCfLO LITERALLY 'OFFH '/ 

TXRDY LITERALLY 'OlH', 

UDC BYTE/ 

WR*XFER LITERALLY '44H'/ 

XYZ BYTE; 


/* 

Port declarations 
*/ 


3 1 DECLARE 

ADDR*0 LITERALLY '0FFC6H '/ 

ADDR*STATUS L I TER ALL Y ' 0FFC4H ' / 

CLEAR*FF LITERALLY 'OFFDDH', 

CMD*37 LITERALLY 'OFFDBH '/ 

COMMAND*MOD LITERALLY 'OFFC5H'/ 

COUNT*HI LITERALLY 'OFFD1H '/ 

CQUNT$LO LITERALLY 'OFFD1H'/ 

CPT*REG LITERALLY 'OFFC5H', 

EQS*REG LITERALLY '0FFC7H '/ 

PQRT*IN LITERALLY 'OFFCOH', 

PORT*OUT LITERALLY 'OFFCOH', 

SER*DATA LITERALLY 'OFFFOH', 

SERfSTAT LITERALLY '0FFF2H ', 

SET*MASK LITERALLY 'OFFDFH ' / 

SET*MODE LITERALLY 'OFFDBH 

SPOLL*STAT LITERALLY '0FFC3H 'z 

START*HI LITERALLY 'OFFDOH', 

START*LO LITERALLY 'OFFDOH', 

STATUS* 1 LITERALLY 'OFFC1H', 

STATUS*2 LITERALLY '0FFC2H'; 

/* crt messages list */ 


4 1 DECLARE GET*MSG( 11) BYTE DATA (ODH/OAH/ 'TRIGGER OAH, ODH); 

5 1 DECLARE DEC*MSG(16) BYTE DATA (ODH/OAH/ 'DEVICE CLEAR * , OAHz ODH ) ; 

6 1 DECLARE REMC*MSG(10> BYTE DATA < ODH/ OAHz ' REMOTE * , ODH/ OAH ) ; 

7 1 DECLARE CPT*MSG(22) BYTE DATA (ODH/OAH/ 'UNDEF CMD RECEIVED ', OAH, ODH) ; 

8 1 DECLARE HUH*MS G(ll) BYTE DATA (ODH/OAH/ 'HUH ??? ', ODH/ OAH) ; 


/* called procedures */ 
9 1 REQSER: PROCEDURE; 
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10 2 OUTPUT ( SPOLL*ST AT ) *TRG; 

11 2 DO WHILE (INPUT <SPOLL*STAT> AND SRQS)»SRQS; 

12 3 ENDi 

13 2 OUTPUT (SPOLL*STAT)-NO*RSV; 

14 2 END REQSER; 

15 1 CO: PROCEDURE (XXX); 

16 2 DECLARE 

XXX BYTE) 


17 2 

18 3 

19 2 

20 2 
21 1 
22 2 

23 3 

24 3 

25 2 


DO WHILE (INPUT (SER*STAT) AND TXRDY ) OTXRDY; 
END; 

OUTPUT ( SER*DAT A ) *X X X ; 

END CO; 

HUH: PROCEDURE; 

DO 1*0 TO 10; 

CALL CO (HUH*MSG(I) >; 

END; 

END HUH; 


26 1 Cl: PROCEDURE; 


27 2 

28 2 

29 3 

30 3 

31 3 

32 3 

33 3 

34 3 

35 3 

36 3 

37 3 

38 4 

39 5 

40 4 

41 4 

42 3 

43 3 

44 2 


IF (INPUT (SER*STAT) AND RXRDY)»RXRDY THEN 
DO; 

1 * 0 ; 

CHAR*C0UNT*0; 

STOREfCHAR: CHAR* (INPUT (SERfDATA) AND 7FH); 

CHAR*COUNT»CHAR*COUNT+ 1 ; 

CALL CO (CHAR); 

CHARS ( I )*CHAR; 

1 * 1 + 1 ; 

IF CHAR O CRLF THEN 
DO; 

DO WHILE (INPUT (SER*STAT> AND RXRDY) ORXRDY; 


END; 

GOTO STOREtCHAR; 
END; 

CALL REQSER; 

END; 

END Cl; 


45 1 TALK*EXEC: PROCEDURE; 


46 2 OUTPUT (STATUS*2> -CLEAR; 

/* 

manipulate address bits for DMA controller 
*/ 


47 2 DM A* ADR*T ALK* ( QCHARS > ; 

48 2 DMA*WRD*T ALK ( 1 ) *SHL ( DMA*WRD*TALk ( 1 ) , 4 ) ; 

49 2 DMA*WRD*T ALK ( 0 ) -DMA*WRD*TALK ( 0 > +DMA*WRD*TALK ( 1 ) ; 

50 2 OUTPUT (CLEARfFF) -CLEAR; 
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51 2 

52 2 

53 2 

54 2 

55 2 

56 2 

57 2 

58 2 


OUTPUT (CMD37)*N0RM*TIME; 

OUTPUT (SET*MODE)“RD*XFER; 

OUTPUT ( SET *MASK ) “CLEAR ; 

OUTPUT < START*LO ) “DMA*WRD*TALK ( O ) ; 
DMA*WRD*TALK ( 0 ) =SHR ( DMA*WRD*TALK (0).8 > ; 
OUTPUT (START*HI )«DMA*WRD*TALK(0) ; 
OUTPUT (COUNT*LQ)“CHAR*COUNT; 

OUTPUT (C0UNT*HI>“0; 


59 2 

60 2 

61 2 

62 3 

63 2 

64 2 

65 3 

66 4 

67 3 * 

68 3 

69 2 

70 2 


OUTPUT (EOS*REG>“EOS; 

OUTPUT (COMMAND*MOD)“END*EOI; 

ft 

DO WHILE (INPUT (STATUS*1> AND B0)“0; 

END* 

OUTPUT (PORT*OUT)*OAAH; 

DO WHILE (INPUT ( STATUS* 1 ) AND ERR ) “ERR J 
DO WHILE (INPUT (STATUS*1> AND B0>»0; 
END* 

OUTPUT ( PQRT*OUT ) “OAAH; 

END* 

OUTPUT (STATUS*2)“DMA*REG*T; 

END TALK*EXEC; 


71 1 LISTEN*EXEC: PROCEDURE! 

72 2 OUTPUT (STATUS*2) “CLEAR* 

73 2 OUTPUT ( CLEAR*FF) “CLEAR,* 

74 2 OUTPUT ( CMD*37 ) “NORM*T I ME* 

75 2 OUTPUT (SET*MODE)“WR*XFERi 

76 2 OUTPUT ( SET*MASK ) “CLEAR; 

77 2 DMA*ADR*LSTN“ ( 8CHARS ) ; 

78 2 DMA*WRD*LSTN ( 1 ) *SHL ( DM A*WR D*LSTN ( 1 ) * 4 ) ; 

79 2 DMA*WRD*LSTN ( 0 ) «DMA*WRD*LSTN ( 0 ) +DM A* WR D*LSTN < 1 ) 

80 2 OUTPUT (START*LO)«DMA*WRD*LSTN(0); 

81 2 DMA*WRD*LSTN ( 0 ) “SHR ( DMA*WRD«LSTN ( 0 ) * 8 ) ; 

82 2 OUTPUT ( ST ART*H I > “DMA*WRD*LSTN ( 0 ) ; 

83 2 OUTPUT (COUNT*LO)»TC*LO; 

84 2 OUTPUT (COUNT*HI)“TC*HI; 

85 2 OUTPUT (STATUS*2)=DMA*REQ*L; 

86 2 END LISTENSEXEC* 


87 1 PRINTER: PROCEDURE; 


88 2 


1 = 0 ; 


89 2 

90 3 

91 3 

92 3 

93 2 


DO WHILE PR I*BUF ( I ) OCRLF; 
CALL CO ( PR I*BUF ( I ) ) ; 
1 * 1 + 1 ; 

END* 

CALL CO (PR I*BUF ( I ) ) ; 


94 2 


END PRINTER* 




AP-166 


inteT 


PL/M— 86 COMPILER HP IB 


95 


ADSC*EXEC: PROCEDURE; 


96 2 


TA*OR*LA= INPUT ( ADDR$ST ATUS ) ; 


97 2 

98 2 

99 2 
100 2 


IF (TA*OR*LA AND TALK) "TALK THEN 
CALL TALK*EXEC; 

IF (TA*OR*LA AND LISTEN) "LISTEN THEN 
CALL LISTEN*EXEC; 


101 2 


END ADSC4EXEC; 


102 1 

103 2 

104 3 

105 3 

106 2 


GET*EXEC: PROCEDURE; 

DO I"0 TO 10; 

CALL CO (GET*MSG(I)); 
END; 

END GET*EXEC; 


107 1 

108 2 

109 3 

110 3 

111 2 


DEC5EXEC : PROCEDURE; 

DO I"0 TO 15; 

CALL CO <DEC*MSG(I)); 
END; 

END DEC*EXEC; 


112 1 

113 2 

114 3 

115 3 

116 2 


REMCSEXEC : PROCEDURE; 

DO I"0 TO 9; 

CALL CO (REMC*MSG(I),); 
END; 

END REMC*EXEC; 


117 


PPOLL*CON: PROCEDURE; 

r 


118 2 


OUTPUT ( COMMAND*MOD ) =PPOLL*CNFG*FLAG; 


119 2 

120 1 

121 2 
122 2 

123 2 


END PPOLL*CON; 

PPOLL$EN: PROCEDURE; 

PPOLL*EN*BYTE"(UDC AND 6FH) ; 

OUTPUT ( COMMAND*MOD ) «PPOLL*EN*B YTE; 

END PPOLL*EN; 


124 1 

125 2 

126 3 

127 3 


CPT*EXEC : PROCEDURE; 

DO 1=0 TO 21; 

CALL CO <CPT*MSG< I ) ) ; 
END; 


128 2 

129 2 

130 2 

131 2 


UDC»INPUT (CPT*REG); 

UDC" ( UDC AND 7FH) ; 

IF (UDC AND PPC)=PPC THEN 
CALL PPOLLSCQN; 


132 2 IF (UDC AND PPE*MASK ) =PPE*MASK THEN 

133 2 CALL PPOLL*EN; 
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134 

2 

END 

CPT*EXEC ; 



/* 

BEGIN CODE 
*/ 


135 

1 

INIT : 




OUTPUT 

(CLEAR*FF) “CLEAR; 

136 

1 

OUTPUT 

( COMMAND*MOD ) “RESET; 

137 

1 

OUTPUT 

( ADDR*STATUS ) “MODE* 1 ; 

138 

1 

OUTPUT 

( ADDR*0 ) »MLA; 

139 

1 

OUTPUT 

(STATUS*2) “NO*DMA; 

140 

1 

OUTPUT 

< COMMAND*MOD ) “PON; 

141 

1 

LISTENERS: 




/* response to listeners check */ 


142 

2 

DO WHILE (INPUT <STATUS*1> AND BI)*0; 
END; 

143 

1 

XYZ“INPUT <PORT*IN>; 

144 

1 

XYZ“INPUT (STATUS*2) ; 

145 

1 

CMD: 

146 

1 

RDSTAT : 

/* read status registers and interpret 

STAT1* INPUT < STATUS* 1 ) ; 

STAT2* INPUT (STATUS*2); 

147 

1 

IF (ST ATI AND DNE ) *DNE THEN 

148 

1 

CALL PRINTER; 

149 

1 

IF (STAT1 AND CPT)“CPT THEN 

150 

1 

DO; 

151 

2 

CALL CPT*EXEC; 

152 

2 

STAT2*(STAT2 AND OFEH > ; 

153 

2 

END; 

154 

1 

IF (STAT1 AND GET) “GET THEN 

155 

1 

DO; 

156 

2 

CALL GET*EXEC; 

157 

2 

ST AT2* ( ST AT2 AND OFEH); 

158 

2 

END; 

159 

1 

IF (ST ATI AND DEC) “DEC THEN 

160 

1 

DO; 

161 

2 

CALL DEC«EXEC; 

162 

2 

ST AT2* ( ST AT2 AND OFEH); 

163 

2 

END; 

164 

1 

IF (I3TAT2 AND REMC )“REMC THEN 

165 

1 

DO; 

166 

2 

CALL REMC*EXEC; , 

167 

2 

ST AT2“ ( ST AT2 AND OFEH); 

168 

2 

END; 

169 

1 

IF (STAT2 AND ADSC)*ADSC THEN 
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170 

1 

DO; 

171 

2 

CALL ADSC4EXEC; 

172 

2 

ST AT2« < ST AT2 AND OFEH) 

173 

2 

END; 

174 

1 

CALL Cli 

175 

1 

GOTO CMDi 


176 1 END* 


MODULE INFORMATION: 


CODE AREA SIZE 
CONSTANT AREA SIZE 
VARIABLE AREA SIZE 
MAXIMUM STACK SIZE 
349 LINES READ 
0 PROGRAM ERROR (S) 


0475H 1141D 
OOOOH OD 
006 1H 97D 
000 AH 10D 


-END OF PL/M-86 COMPILATION 


f 
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SPECIAL REPORT ON DESIGNING WITH ADVANCED SYSTEM ICs 



' 


LSI TRANSCEIVER CHIPS 
COMPLETE GPIB 
INTERFACE 

A gpib interface meeting ieee 488 standards can be built with 
only three or four chips! 


by Pradip Madan and 
Jim Frdderick 


T he decision to support the ieee 488 standard with 
integrated circuits was based on the potential 
popularity of the interface standard and its applica- 
tions potential. Although a serial interface supports 
many system throughput requirements, a parallel inter- 
face over short distances can provide much higher data 
transfer rates, yet remain economical despite the extra 
interconnection copper required. 

The IEEE 488 standard is for a parallel interface 
designed to operate over a limited distance. Its general 
purpose nature makes the general purpose interface 
bus (gpib) attractive for a variety of systems, and also 
allows manufacturers to design their equipment inter- 
faces to a common standard. As a result, users can mix 
equipment from different manufacturers without hav- 
ing to adapt the interfaces for compatibility. To date 
the gpib has been incorporated in computer peripherals, 
such as printers, but the most applications have been in 
programmable instrumentation systems. Other gpib 
applications include camera control in computer con- 
trolled studios, electronic surveillance, peripheral con- 
trol, modular add-ons to photocopiers, and so forth. 


Pradip Madan is the product manager for 
microprocessor peripheral components at Intel Corp, 
2625 Walsh Ave, Santa Clara , CA 95051 , where he 
has been employed for 2 years. He has a bsee ; an MS 
in computer science , and an MBA in finance. 


Integration benefit 

Shortly after the ieee 
committee had put the 
final touches on its stan- 
dard specifications, 
engineers began building 
gpib interface sub- 
systems. Because the 
standard had just been 
defined, there were no 
large scale integration 
(LSI) chips available. 

Therefore, the first gpib 
implementations were 
board level designs 
replete with small scale 
integration (SSI) and 
medium scale integration 
(MSI) logic chips. A typical effort included four or five 
rows of ten chips each. 

With the advent of integrated circuit gpib chips, chip 
counts dropped dramatically, reliability improved, and 
space requirements shrank. Consequently, the price 
range of systems for which gpib had become practical 
began to decrease. A fully functional gpib subsystem 
can now be constructed with less than one-tenth the 
number of chips formerly required. In fact, the complete 


Jim Frederick is a microcomputer design engineer at 
Intel Corp. Since joining the company in 1974, he has 
been involved in several different projects. Mr 
Frederick has studied at the College of San Mateo, 
and the University of Santa Clara. 
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talker/listener/controller mode logic resides in four LSI 
chips: one Intel 8291 A talker /listener, one 8292 
controller, and two 8293 transceivers. All these LSI, 
including the transceiver, are implemented in metal 
oxide semiconductor (mos) technology. 

Unlike the controller or talker/listener functions 
which could be integrated routinely in N-channel mos 
(NMOS) technology, the transceiver posed special 
problems in MOS integration. 


The chip’s size includes a 7-mil ground 
line and two ground pads in order to 
handle the 432-mA current. 


The standard calls for the transceiver circuitry to be 
able to drive each of the 16 bus lines with a nominal 
48 mA of current. In addition, it specifies a minimum 
required input hysteresis and places a limit on propaga- 
tion delays. Driving relatively high currents quickly was 
not a familiar province of mos technology. Certainly 
the garden variety nmos lacked the necessary speed- 
power product to handle the task. 

However, progress in nmos technology has produced 
the high speed, densely integrated high performance 
MOS (HMOS) technology which has the necessary 
characteristics to meet the current drive and propa- 
gation speed requisites. 

Designing the 8293 transceiver 

Although the 48-mA drive required by the 16 gpib lines 
had only been implemented with bipolar technology 
before, hmos technology— with its reduced gate 
lengths, smaller size, and lower parasitic capaci- 
tance-looked like it could handle the job. Architec- 
turally, the 8293 contains nine transceiver circuits which 
can be configured for data or interface management line 
transceivers. Nine open collector or 3-state line drivers 
that cpuld sink 48 mA, in addition to twelve Schmitt- 
type line receivers, were used to implement the nine 
transceivers. Fig 1 is a schematic representation of one 
of these 3-state drivers. 

Additional logic was added for decoding the trans- 
mit/receive mode control of each of the transceivers. 
The 8293 was conceived as operating in four distinct 
modes: talker/listener control transceiver, talker/lis- 
tener/controller control transceiver, talker /listener data 
transceiver, and/or talker/listener /controller data 
transceiver. Thus, a 2-pin select scheme allows a user to 
select the desired operating mode. 

Choosing appropriate active devices 

All of the 8293*s functional elements required only four 
different types of active field effect transistors (fets). 
Low threshold enhancement type devices show good 
high output voltage characteristics, and were used as 
output pullup devices in push-pull 3 -state drivers. 
Enhancement type fets were also used for fast 
switching and low leakage: depletion type devices were 
used for resistive pullup in buffering. Depletion type 
fets also playecl an important role in meeting the 
hysteresis specifications of the ieee 488 standard. 
Finally, higher threshold depletion type devices were 
used to prevent the bus lines from being disturbed on 
power-up and power-down. 


A conventional mos transistor capable of supplying 
48 mA at 0.5 V would have been physically too large. 
hmos technology, however, permits such a device to be 
fabricated in an area of less than 150 mil 2 (97 mm 2 ). 
Furthermore, the low speed/power product of hmos 
allowed a multi-stage design so that, like transistor-tran- 
sistor logic (ttl) circuitry, natural hysteresis could be 
built into the receivers. 


ieee 488 interface standard 
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GENERAL 

INTERFACE 
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. ) DIO 1...8 

-DAV 

- NRFD 

- NDAC 

- IFC 

- ATN 

- SRQ 
-REN 
-EOI 


The ieee 488 interface standard specifies an 8-bit 
parallel, bidirectional data bus with eight additional 
lines for data-byte transfer control and general inter- 
face management. The three data-byte transfer lines 
are data valid (dav), not ready for data (nrfd), and not 
data accepted (ndac). States of these three lines 
determine when data on the 8-bit data bus are valid, 
ready to be received, and received, respectively. 
General interface mangement lines are interface clear 
(ifc), attention (atn), service request (srq), remote 
enable (ren), and end or identify (eoi). These lines are 
used to clear the bus and establish control, initiate 
polling, pass control from a controller to another con- 
troller or the front panel, and indicate the end of a 
transfer sequence. 
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Special layout techniques 

The transceiver was implemented using new layout tech- 
niques aimed at reducing the series resistance in the 
polysilicon gate structures of the large transistors, and 
routing ac signal paths over metal interconnects in order 
to reduce capacitance and series resistance. Chip size, 
188 x 156 mils (5x4 mm), includes a 7-mil (0.2-mm) 
ground line and two ground pads in order to handle the 
432-mA current generated when all drivers are on. 
Power consumption is 300 mW, typically, with driver or 
receiver speeds of 20 ns under light loads and speeds of 
85 ns under the maximum load of 4500 pF. 

Signaling a new trend? 

Until the advent of the 8293, complex mos chips relied 
on bipolar drivers to handle the heavy bus loading 
found in complex systems. The 8293 could point the way 
to future microprocessors and controllers that include 
their own MOS drivers. Such a scheme would signifi- 
cantly reduce the time lost by going through external 
buffers. It would also provide all the other benefits of 
system integration. 

The 8293 is essentially a non inverting buffer chip 
capable of driving high currents. The 8291A talker/lis- 
tener chip and 8292 gpib controller chip are designed to 
interface with the 8080, 8085, iAPX 86, iAPX 88, and 
8048/8051 microprocessors and single-chip microcompu- 
ters. However, the 8291A and 8292 cannot electrically 
drive a standard ieee 488 bus by themselves. Thus, the 
8293 was designed to interface between the gpib and a 
single 8291 A or a combination of the 8291 A and 8292. (See 
Fig 2.) 

The chip is divided into nine distinct transceivers. 
Each one’s characteristics, such as 3-state or open- 
collector outputs, and transmit or receive modes of 
operation, are determined by internal logic control. (See 
Fig 3.) Thus, in mode 0 talker /listener control config- 
uration the attention (atn) transceiver is forced into an 
input-only mode with respect to the bus’s atn line. The 
end or identify (EOl) transceiver, on the other hand, is 
either a transmitter or receiver depending on the state of 
the transmit/receive (T/R2) line. Its interface to the g pib 
is 3-state because of the fixed 5 V logic on the eoi 
transceiver’s output control. In mode 1, the talker/lis- 
tener data configuration, the 8293 is a true transceiver 
with its operations mode controlled by the state of the 
T/Ri line and its output characteristics (3-s tate or open- 
collector) determined by the states of the atn and eoi 
lines. (See Fig 3.) 



Fig 1 3-state driver schematic. Nine such open collector 
drivers are used in the interface. 


GPIB 


TO 

PROCESSOR < 
BUS 




MODE 1 


0PTA 1 

L-\ om H 

1/ 8293 /V 
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GPIB 
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PROCESSOR 

BUS 


TO 

PROCESSOR 



Fig 2 8239 is designed for use in talker /listener 
implementation (a), or for talker/listener/controller 
interface (b). 
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Fig 3 Internal logic control^ for each transceiver will be either fixed or subject to control via 
external logic. In mode 0, chip is set up for control, thus some transceivers are fixed in transmit or 
receive mode only. In mode 1, chip is configured as true transceiver — all nine transceivers can 
transmit or receive depending on state of t/ri pin. In (a) is talker/listener control configuration, 
and in (b)>, talker/listener data configuration. 


The talker/listener/controller control configuration, this mode, some additional interval combinational logic 
mode 2, is a full transceiver mode but the operation is enabled to permit the 8293 to support the 8292 in taking 
mode of the transceivers is determined by more complex bus control synchronously. 

combinational logic. (See Fig 4.) The fourth mode : 

(mode 3), which is the talker/listener/controller data ... Complete talker /listener /controller 
configuration, is again a true transceiver whose mode of mode logic resides ifl four LSI chips. 
operation is controlled by the state of the t/ri line. In 


The 8293’s overall mode (mode 0, 1,2, or 3) is deter- 
mined by the state on the option pins 26 and 27. For ex- 
ample, if both pins are tied low (0 V), the chip is in 
mode 0. If both are high (5 V) it is in mode 3. The par- 
ticular state of these pins will determine the 
characteristics of the other 26 pins. (See the Table, “8293 
Mode Selection Pin Mapping.”) 

Talker/listener only 

If the IEEE 488 is to be implemented in a system that is 
able to talk and listen (eg, a digital multimeter), only 
talk (eg, a counter), or only listen (eg, a signal generator), 
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Fig 4 Mode 2 is control configuration. Operating nodes of individual transceivers are controlled by 
external signals and internal combinational logic. Chip in mode 3 acts like true transceiver, as in 
mode 1, except some extra functions have been included in order to support controller function. In 
(a), talker/listener/controller configuration is for control, and in (b), for data. 


then the entire interface can be built with a single 
8291 A and a pair of 8293s. (See Fig 5.) In this configura- 
tion, one 8293 handles the eight data lines dioi to dios 
and the other handles the data-byte transfer handshake 
lines and general interface management lines. Both 
transceivers are connected to the 829iA’s atn, and EOl, 
and t/ri lines. 

Talker/listener/controller 

For an IEEE 488 controller (like the HP 85 or Tektronix 
4051), the system must be able to take control of the bus 
or delegate it to another controller. Such an interface 
scheme can be implemented using an 8291 A, an 8292, and 
a pair of 8293s. (See Fig 6.) The arrangement is similar to 
that of a talker/listener interface; one 8293 handles the 
Dioi through DI08 bus data lines and the other handles 
the data byte transfer handshake and general interface 
management lines. The difference is that pins 26 and 27 
have been selected for modes 2 and 3 and several addi- 


tional control functions have been added. The attention 
in (atni) lines and attention out (atno) lines permit the 
8292 to monitor the gpib’s atn line and take control of 
the bus. In conjunction with the atn line, the E0I2 line is 
used by the 8292 to initiate a polling sequence. 

The chip is divided into nine distinct 
transceivers and each one’s 
characteristics are determined by 
internal logic. 

Lastly, the system controller line (SYC) enables the 
control function. If it is low, the 8292 is prevented from 
acting as a controller. If it is switched high, the 8292 can 
act as a controller. In essence, the SYC controls the 
direction of the interface clear (ifc) and remote enable 
(REN) signals. 
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Fig 5 Talker/listener only implementation can be built using just three chips— single 8291A and a 
pair of 8293s. First (upper) transceiver chip is used for bidirectional data flow on dioi to Dios data 
lines. Lower 8293 handles some of data byte transfer control lines and general interface management 
lines. 
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fig 6 Fully functional talker/listener /controller interface can be built with only four lsi chips; the 
8291A, 8292, and a pair of 8293s. Like simpler talker /listener only case, one 8293 handles data 
transceiver functions while other handles data byte transfer control and general interface 

management. There are additional control lines enabled which support the controller (8292) activity. 

Summary the vicinity of 10 W. The power dissipation of the 4-chip 

Before the advent of integrated solutions for IEEE 488 approach is a mere 1.5 W. The size of the pc board is 

implementation, it usually took forty to fifty ssi and considerably smaller, too, and that lowers the manufac- 

MSI chips to build this interface. A large portion of turing costs and improves reliability. 

those were eliminated by controllers and interface chips 

like the 8291A and 8292. Now, with the last part of the 

interface available in LSI, a fully functional interface 

can be built using only four LSI chips. The cost of the 

original design was typically $400 to $500. A set of the 

three chips, the 8291A, and two 8293s (for a 

talker/listener function) allows a 15-fold reduction in 

cost. The power dissipation of a 40-chip interface was in 
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LSI CHIPS EASE STANDARD 488 
BUS INTERFACING 


Time and cost disadvantages of interfacing to the IEEE Std 488 
bus are overcome with a dedicated LSI chip set that incorporates 
most of its functional and electrical specifications 


Ronald M. Williams Intel Corporation, Santa Clara, California 


Historically, interface techniques proliferated as 
designers evolved customized links among instruments, 
controllers, and processors for realtime test measure- 
ments or data communications, resulting in excessive 
and expensive codes, formats, signal levels, and timing 
factors. Obviously, interface standardization was manda- 
tory to save design costs for engineers, development 
costs for manufacturers, and system integration costs 
for users. Thus, ieee Standard 488-1978 (a revision of 
ansi/ieee Std 488 - 1975 ) offers a universal instrumenta- 
tion system approach to automatic operating measure- 
ment configurations that provides compatibility, versa- 
tility, and, flexibility. This system approach establishes 


a suitable standard bus for interfacing programmable 
devices from different manufacturers. Outstanding ad- 
vantages of the standard bus include byte serial, bit 
parallel digital data, handling, synchronized communi- 
cation among devices at varying data rates, and hard- 
ware interchangeability and interconnection in daisy- 
chained fashion. However, some restrictive disadvantages 
that have hindered implementation are highly com- 
plex logic protocol, time consuming design analysis, 
and lack of low cost components to perform the intri- 
cate logic control functions. To overcome these draw- 
backs, a large scale integrated (lsi) chip set has been 
designed with built-in IEEE Std 488 logic controls. Thus, 
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interfacing has been significantly simplified for proper- 
ly connecting processor buses and programming system 
protocols. 

Interface Overview 

The ieee Standard 488-1978 bus interface includes 
'electrical, mechanical, and functional specifications* 
for interconnecting both programmable and nonpro- 
grammable electronic measuring apparatus with other 
apparatus and accessories necessary to assemble in- 
strumentation systems. The functional specifications 
occupy about 80% of the document and involve a 
proportional amount of system design time to imple- 


*This article deals with the functional aspects (interface signals 
that exist on the physical bus) of ieee Std 488-1978, and is not 
intended as a complete dissertation on the major elements of the 
standard. For detailed definitions of the mechanical (physical 
cable connections), electrical (timing, voltages, and currents) , 
and operational (application software routines) technicalities, 
interested readers should consult the IEEE Standard Digital 
Interface for Programmable Instrumentation, ieee Std 488-1978, 
Institute of Electrical and Electronics Engineers, Inc, New York, 
ny 10017, Nov 30, 1978— Ed. 


ment. Bus functions encompass 16 active signal lines, 
10 interface functions, the protocol by which inter- 
face functions send and receive messages, and logical 
and timing relationships between signal states. 

Functional requirements of the standard can be in- 
corporated in either hardware, software, or a com- 
bination of both. Some designers have chosen the hard- 
ware approach to incorporate all the interface func- 
tions, using about 200 medium scale integrated (msi) 
and small scale integrated (ssi) packages. This tech- 
nique costs about $1000 for a complete interface 
board. As a result, many cost sensitive implementa- 
tions of the bus interface use only a subset of its 
functions custom tailored to the requirements of the 
devices involved, thereby reducing package count and 
expense by curtailing the interchangeability advantages. 

Other designers have selected the software approach 
to implement the bus interface. One disadvantage of 
this approach is that programming is an expensive and 
extended project; another is that a subroutine has to 
be executed with each transferred byte. This overhead 
not only burdens the microprocessor within a device, 
but also reduces the overall speed of the bus. This 
approach costs about $200 for the interfacing functions. 



DATA BUSLINES 


CONTROL 
LINES FOR 
INTERFACE 
MANAGEMENT 


HANDSHAKE 
LINES FOR 
DATA BYTE 
TRANSFER 
CONTROL 


INPUT/OUTPUT) 
DIO 1 - 8 


L-DAV (DATA VALID) 

— NRFDtNOT READY FOR DATA) 
— NDAC (NOT DATA ACCEPTED) 


Fig 1 IEEE Std 488 active signal lines 
for multiple devices. Peripheral devices 
of different characteristics can be easily 
connected to standard bus interface. 
Controller (or processor), such as mini- 
computer, enables and disables talkers 
and listeners and manages overall bus 
activity. Bubble memory functions as 
both talker and listener. As listener, 
printer receives characters to be printed. 
As talker, counter transmits measure- 
ments to both controller and listeners 


L IFC( INTERFACE CLEAR) 
ATN-( ATTENTION) 

SRQ (SERVICE REQUEST) 
REN( REMOTE ENABLE) 
EOI( END OR IDENTIFY) 
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Combinational hardware/software approaches, al- 
though faster than direct software implementations, 
still require enormous design time and cost about $1000 
for a typical interface board. 

With a recent alternative approach, however, the 
bus interface is easier and less expensive to incorporate 
in instrument designs. LSI circuit chips now include as 
built-in capabilities most of the functional and some 
of the electrical portions of the Standard’s specifica- 
tions, significantly reducing design time and costing 
about $50 for bus interfacing. Additionally, Intel’s 
8291/8292 General Purpose Interface Bus (gpib) 
peripheral chip set also incorporates capabilities for 
bus monitoring, data rate manipulation, and address- 
ing to further simplify bus interface designs. 

Bus Signal Definitions 

The ieee Std 488 signals are defined as negative true, 
where the high state (0 = false, >2.0 V) and the 
low state (1 = true, <0.8 V) are based on standard 
transistor-transistor logic (ttl) levels. Of the 16 active 
signal lines, 8 are data lines, 5 are interface manage- 


ment lines, and 3 are handshake lines (Fig 1). Data 
input/output lines (dio1-dio8) carry ASCII-coded infor- 
mation, as well as device addresses, universal com- 
mands, or program instructions. Interface management 
lines help to supervise the data lines. The primary 
management line — Attention (atn) — determines how 
data lines are processed. When atn is true, data lines 
are interpreted as addresses or universal commands 
by all bus connected devices. When atn is false, 
only those devices addressed can use the data lines; 
in this case, data transmitted are typically device- 
dependent. With another management line. Interface 
Clear (iFC), the bus controller returns the system to 
a known quiescent state. The Service Request (srq) 
line can be used by any device on the interface bus 
when it has data to send (talker) or needs to receive 
data (listener). The Remote Enable (ren) line de- 
termines whether the system is under front panel or 
program control. The End Or Identify (eoi) line can 
be used as a delimiter by a talker (sending) device 
to indicate an end of message, or by the controller 
as a polling line. 

Handshake lines control the timing relationship of 
the interface bus (Fig 2). The Data Valid (day) line 


DAV 

(TALKER) 


NDAC 

(LISTENERS) 


NRFD 

(LISTENERS) 



TALKER LETS DAV GO HIGH TO ACKNOWLEDGE 
THAT DATA HAVE BEEN ACCEPTED; TALKER CAN 
NOW CHANGE DATA. 

TALKER SEES THAT ALL LISTNERS HAVE 
ACKNOWLEDGED THAT DAV IS HIGH; IT HAS 
CHANGED THE DATA AND PULLS DAV LOW TO 
TELL LISTENERS THAT THE NEW DATA ARE VALID 


DATA VALID 


FIRST LISTENER TO ACKNOWLEDGE DAV HIGH 
PULLS NDAC LOW 

LAST LISTENER HAS FINALLY ACCEPTED DATA 
AND RELEASED NDAC. 


FIRST LISTENER TO ACKNOWLEDGE DAV LOW 
AND ACCEPT DATA PULLS NRFD LOW 

LAST LISTENER HAS FINALLY SEEN DAV HIGH 
AND RELEASES NRFD 

WHEN IT SEES DAV LOW AND HAS ACCEPTED 
DATA, EACH LISTENER PULLS NRFD LOW AND 
SIMULTANEOUSLY RELEASES NDAC 

WHEN IT SEES DAV HIGH, EACH LISTENER PULLS 
NDAC LOW AND SIMULTANEOUSLY RELEASES NRFD 


Fig 2 Three-wire handshaking 
between single talker and several 
listeners. Before transfer begins, 
listener indicates it is ready by 
asserting Ready For Data (RFD) 
message to true. Talker then 
drives all eight data input/output 
lines. 4 Following settling time 
specified by standard, talker as- 
serts Data Valid (DAV) message 
to true. While data are being 
read, RFD message is asserted to 
false since device is unable to 
receive additional data. As each 
listener completes its read, it 
indicates acceptance by assert- 
ing Data Accepted (DAC) mes- 
sage to true; DAC is not sensed 
true by talker until all listeners 
have completed read. After each 
device indicates acceptance, it 
indicates readiness for data by 
asserting RFD to true. New cycle 
begins when all devices have 
asserted RFD to true 
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Fig 3 GPIB talker/ listener chip. 8291 chip connects 8-bit microprocessor to noninverting bus trans- 
ceivers, which, in turn, connect to IEEE Std 488 bus. Microprocessor manipulates data bytes after 
receipt or before transmission, and monitors talker/listener status. Single chip handles all IEEE Std 488 
interface functions, except controller functions 
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SYSTEM 


A- CAPABILITY DEFINED BY 488-1978 STANDARD 
B -CAPABILITY DEFINED BY DESIGNER 
1 - INTERFACE BUS SIGNAL LINES 

2 - REMOTE INTERFACE MESSAGES TO AND FROM INTERFACE FUNCTIONS 

3 - DEVICE DEPENDENT MESSAGES TO AND FROM DEVICE FUNCTIONS 

4 - STATE LINKAGES BETWEEN INTERFACE FUNCTIONS 

5 - LOCAL MESSAGES BETWEEN DEVICE FUNCTIONS AND INTERFACE FUNCTIONS 
(MESSAGES TO INTERFACE FUNCTIONS ARE DEFINED; MESSAGES FROM INTERFACE 
FUNCTIONS EXIST ACCORDING TO DESIGNER 

6 - REMOTE INTERFACE MESSAGES SENT BY DEVICE FUNCTIONS WITHIN CONTROLLER (8292) 


Fig 4 Bus interface functions. Messages received from interface bus can cause state transitions, just 
as state transitions can cause messages to be sent on bus (1 and 2). Device dependent d^ta are trans- 
ferred automatically to microprocessor, without affecting state transitions (3). State changes in one func- 
tion can cause state changes in another function, resulting in message to be sent (4). Microprocessor 
can also send local messages to interface functions (5) or remote messages to interface (6) 
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is used by a talker device to indicate that data are 
ready to transmit. The Not Ready For Data (nrfd) and 
Not Data Accepted (ndac) lines are used by a listener 
to indicate readiness to receive data and receipt of 
data, respectively. As a result, a talker knows when 
all listeners on the bus have received an 8-bit byte 
of information. Thus, the transmission rate of th<e bus 
is only as fast as the slowest listener. 

Messages conveyed by all 16 lines are true or false, 
depending on the states of 10 interface functions. The 
standard defines each of these interface functions with 
state diagrams. A function’s state can be changed by 
a controller, another device on the bus, or a state 
change in another function within a device. Of the 
10 interface functions, four provide basic communica- 
tion capabilities: Source Handshake (sh), Talker (T), 
Acceptor Handshake (ah), and Listener (L). These 
functions affect the three handshake lines (dav, nrfd, 
and ndac), eight data lines (D10I-D108), and EOI man- 
agement line. The Device Clear (dc) and Device Trigger 
(dt) interface functions are used to initialize and to 
trigger a device, respectively. The Parallel Poll (pp) 
function acts with the eoi line to send a single bit 
of status information. The Service Request (srq) func- 
tion controls the srq management line. The Remote 
Local (rl) interface uses the REN management line in 
conjunction with front panel control. The Controller 
(C) function, which is active in only one device on 
the bus at a time, determines which device talks or 
listens. 

To date, these 10 interface functions and their intri- 
cate interrelationship and timing factors have required 
difficult and time consuming efforts when designing 
the interface bus into a digital system. 

Talker/Listener Chip Capabilities 

The 8291 gpib talker/listener chip, a 40-pin LSI device 
(Fig 3), performs the inversion necessary to connect 
an 8-bit microprocessor bus to the negative true IEEE 
Std 488 bus. In addition, this chip implements most 
of the Standard’s required functions. The microprocessor 
sets the talker/listener chip to an initial state, manipu- 
lates bytes before or after transmission, performs inter- 
rupt service routines, causes state changes, monitors 
other state changes, and enables and disables chip 
capabilities. 

Without microprocessor involvement, the talker/ 
listener chip implements all interface functions, ex- 
cept controller performance, such as handling data 
transfers, handshake protocols, listener/talker address 
procedures, device clearing and triggering, service 
requests, and parallel and serial polling .schemes 
(Fig 4). 

Within the chip architecture are eight read (output) 
and eight write (input) registers. One input register 
holds the data that are to be moved from the bus 
to the microprocessor when a device is listening. An 
output register holds the data byte that is to be 


transferred to the bus when a device is ready to 
talk. The other seven write and seven read registers 
control various chip functions. 

Interrupt status registers 1 and 2 store 12 different 
interrupt flags. For example, one bit in the Interrupt 
Status 2 register reflects changes in a device’s ad- 

dressed state. The microprocessor can poll both regis- 
ters to determine which flag caused the interrupt, and 
can then branch to the appropriate service routine. 

Two corresponding interrupt mask registers allow de- 
signers to mask any interrupt. A serial poll status 
register holds device status information, and a serial 
poll mode register is available so that the micro- 
processor can verify this status. An address mode 

register contains a device’s addressing mode, as de- 
termined by the microprocessor. An address status 

register monitors the address status (ie, active talker 
or active listener) of a device. 

Two address registers store the assigned device ad- 
dresses. An End-Ot-Sequence (eos) register contains 
a designer specified end of string code for delimiting 
data block transfers by flagging the last byte with 
eoi. A command pass-through register feeds non-GPiB 
commands to the microprocessor. An auxiliary, mode 
register holds local messages to control reset, power 
on, etc. 

Among the chip’s capabilities are a programmable 
data transfer rate from 62k to 525k bytes/s, three 
addressing modes, and an EOS message recognition. 
With a programmable data transfer rate, the designer 
controls the handshake rate of the interface to match 
the data transfer rate to the devices on the bus. 

The three addressing modes permit flexibility in 
designating talkers/listeners. The dual primary address 
mode, for example, allows both a talker and a listener 
address to be assigned to a device. With the primary/ 
secondary address mode, multiple devices of the same 
type can have the same primary address, but a different 
secondary address. In the third addressing mode, de- 
vices can have both dual primary and dual secondary 
addresses. 

Data block transfers are made easier with the EOS 
register. This register holds the character that signals 
an end-of-block transfer. When a data byte loaded 
into the data-out register matches the byte in the eos 
register, the talker/listener chip asserts the eoi line, 
signaling an end of transfer. 

Controller Chip Capabilities 

The 8292 controller chip (Fig 5) implements the con- 
troller function of the Standard. In conjunction with 
the 8291, the controller forms a complete standard 
interface, including the capability of handling the 
transfer control protocol. This ability gives the designer 
an option to accommodate multiple controllers on a 
single bus. 

Additionally, the 8292 performs all the tasks neces- 
sary in a complete controller design. It responds to 
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Fig 8 GRIB controller chip. 8292 chip works in conjunction with 8291 to perform GPIB controller interfece 
functions. It Implements locel control commends from microprocessor according to IEEE Std 488 protocol. 
Additionally, it processes such inputs from bus as SRQ and EOI. Furthermore, It can send the full repertoire 
of GPIB control messages, including REN, IFC, ATN, and EOI 
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service requests (srqs), configures other devices on the 
bus for remote control by sending Remote Enable 
(ren), and sends Interface Clear (ifc), allowing for 
control seizure to reinitialize the bus. More important- 
ly, the controller chip can take control of the bus 
synchronously with the handshake, preventing the de- 
struction of any data transmission in progress. 

Internally, the controller chip has 10 dedicated 
registers for programming and for monitoring status. 
Through the use of the Interrupt Status and Interrupt 
Mask registers, the designer can configure the con- 
troller to interrupt the microprocessor on selected 
events. An Event Counter and a corresponding status 
register are available to monitor and control either 
byte counts or block counts. A Time-Out register may 
be set by the designer to program a time-out error 
function; a corresponding status register contains the 
current value in the time-out counter. In conjunction 
with these registers, error control can be programmed 
with the Error Flags and Error Mask registers. Finally, 
Controller and gpib Status registers are available. Each 
of these registers is read or programmed through a 
dedicated command buffer. 


Chip Set Application 

The talker/listener and controller chips connect to the 
standard interface bus through noninverting bus trans- 
ceivers (Fig 6). These transceivers provide the 48-mA 
bus drive capability needed to meet the electrical por- 
tion of the IEEE Std 488 specification — not directly pos- 
sible with existing metal oxide semiconductor (mos) 
parts. The talker/listener chip can interface directly 
to microprocessor memory through a direct memory 
access (dma) controller, such as an 8237. 

The microprocessor drives the talker/listener with a 
short stored program (see Table) , containing initialization 
conditions, such as data transfer rate, address mode, 
and other designer requirements. Microprocessor data 
.handling is limited to taking bytes off the bus after 
they arrive or putting bytes of data on the bus. Inter- 
rupt service routines are necessary for each unmasked 
interrupt. Although 12 interrupts are available, not all 
have to be used. All other standard bus functions are 
handled by the 8291. 

To send a byte of data, the microprocessor writes 
the byte into the talker/listener data-out register. The 
chip then transmits the data byte over the bus lines 
in conjunction with the handshake lines. Next, the 
nrfd line is checked to see if it is ready for data. 
If a ready for data message is detected, the talker/ 
listener sends a dav signal until it receives a data ac- 
cepted message from the interface’s ndac line. The 
8291 also generates a Byte Out (bo) interrupt, setting 
the BO flag in the interrupt status register. When its 
interrupt pin is activated, the microprocessor reads the 
interrupt status register and responds to the interrupt 
with an appropriate service routine. 

The 8292 handles all hardware aspects of the con- 
troller function : srq input, atn, ifc, eoi, and ren 
outputs. Meanwhile, the designer defined aspects of a 



given gpib system are handled by processor software. 
For example, the processor is responsible for knowing 
which device on the bus corresponds to which device 
address. The processor then uses the 8291 to transmit 
coded Controller commands as the 8292 asserts atn. 


Summary 

Bus interface designs that previously required 150 or 
200 msi/ssi chips may now be implemented with a 
gpib peripheral chip set. For designers, this hardware 
set means less design time and cost, resulting in in- 
creased reliability and versatility in ieee Std 488 bus 
interfaces custom programmed for dedicated applica- 
tions. 
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The proliferation of electronic data processing (EDP) 
applications that involve the storage and the distribution 
of potentially sensitive information have demonstrated 
the need for mechanisms to insure data privacy and 
security. As society becomes increasingly dependent on 
computers and data communications networks, this need 
becomes even more acute. 


Cryptography 

The most efficient technique of providing data security is 
cryptography: the transformation of data via a secret 
code into a form which is useless to anyone but autho- 
rized recipients. 

A cryptographic algorithm can be presented as a sequence 
of mathematical transformations. Each transformation 
has it’s unique inverse operation that changes the 
encrypted data back into the original plain text. In con- 
ventional cryptosystems, a set of specific parameters 
called a key is supplied along with the plain text/ cipher 
text as an input to the enciphering/ deciphering algo- 
rithm. The key is specified by the user. The transforma- 
tion of the plain text and the cipher text depends on the 
key as well as the enciphering and deciphering algo- 
rithms. In fact the algorithms themselves can be made 
public, because the security of the system depends 
entirely on the secrecy of the key. 

\ 

The initial interest in encryption for commercial applica- 
tions came from financial institutions, most notably 
banks that are heavily involved in Electronic Fund 
Transfer (EFT). The American banking system alone, 
moves more than $400 billion between computers every 
day. The rapid rise of personal computers, workstations 
and the use of electronic mail and information retrieval 
services have spread the need for insuring data privacy 
and security to many other applications. > 

The DES 

In response to the growing commercial need, the National 
Bureau of Standards has adopted in 1977 a standard 
algorithm know as the Data Encryption Standard (DES). 
The DES, originally developed by IBM, is designed for 
use with sensitive but unclassified information. The 


National Bureau of Standards requires that the DES be 
implemented in system hardware. The standardization 
insures that certified hardware from different suppliers 
are compatible. 

The DES specifies a method for encrypting 64 bit blocks 
of clear data into corresponding 64 bit blocks of cipher 
text using a 56 bit key user specified. The 56 bit key (64 bit 
with parity) gives the user a total of 256 (seventy quadril- 
lion) possible keys. Because the DES algorithm key is so 
long, a state of the art computer would take years to 
explore all possible permutations required to break the 
code. The most critical factor in protecting the data is 
guaranteeing the secrecy of the key. 


Intel Data Encryption Product Line 

Intel offers two peripherals supporting the DES algo- 
rithm: the 8294 A Data Encryption Unit (DEU) and the 
82538 Data Ciphering Processor (DCP). 

The 8294A -a preprogrammed 8042- can encrypt and 
decrypt data at a rate up to 400 Byte/ Sec. The 8294A is 
very well suited for data file protection, off line data 
encryption prior to transmission and phone line 
applications. 

The 82538 is a much faster device: 1.5 Mbyte/ Sec. This 
encryption rate is needed in satellite communications 
systems, data storage onto hard disks, high performance 
data communications networks like Ethernet. This rate is 
high enough to accomodate on the fly encryption in most 
of the communications systems and eliminate the need 
for buffers and interfacing circuitry. High encryption and 
decryption speed is not the only feature of this device. The 
82538 supports bi-directional, half-duplex operations at 
its top speed. It contains three separate write only regis- 
ters for encryption, decryption and master keys improv- 
ing system’s security and throughput. The DCP can also 
be configured in any of the three encryption/ decryption 
modes recommended by the NBS (ECB, CBC or CFB). 

The Intel Data Encryption product line solves the need 
for a broad range of applications. Security features can 
now be economically designed in data entry terminal as 
well as in satellite communications systems. 
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8275H 

PROGRAMMABLE CRT CONTROLLER 

■ Programmable Screen and Character 
Format 

■ 6 Independent Visual Field Attributes 

■ 11 Visual Character Attributes 
(Graphic Capability) 

■ Cursor Control (4 Types) 

■ Light Pen Detection and Registers 

The Intel® 8275H Programmable CRT Controller is a single chip device to interface CRT raster scan displays 
with Intel® microcomputer systems. It is manufactured on Intel’s advanced HMOS-II process. Its primary 
function is to refresh the display by buffering the information from main memory and keeping track of the 
display position of the screen. The flexibility designed in the 8275H will allow simple interface to almost any 
raster scan CRT display with a minimum of external hardware and software overhead. 


■ MCS-51®, MCS-85®, iAPX 86, and 
iAPX 88 Compatible 

■ Dual Row Buffers 

■ Programmable DMA Burst Mode 

■ Single + 5V Supply 

■ High Performance HMOS-II 
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Figure 1. Block Diagram 


Figure 2. Pin Configuration 
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Table 1. Pin Descriptions 


Symbol 

Pin 

No. 

Type 

Name and Function 

V C c 

40 


+5V Power Supply. 

LA 0 

LA, 

39 

38 

0 

Line Attribute Codes: These attribute 
codes have to be decoded externally by 
the dot/timing logic to generate the 
horizontal and vertical line combina- 
tions for the graphic displays specified 
by the character attribute codes. 

LTEN 

37 

0 

Light Enable: Output signal used to 
enable the video signal to the CRT. This 
output is active at the programmed 
underline cursor position, and at posi- 
tions specified by attribute codes. 

RVV 

36 

0 

Reverse Video: Output signal used to 
indicate the CRT circuitry to reverse the 
video signal. This output is active at the 
cursor position if a reverse video block 
cursor is programmed or at the posi- 
tions specified by the field attribute 
codes. 

VSP 

35 

0 

Video Suppression: Output signal 
used to blank the video signal to the 
CRT. This output is active: 

— during the horizontal and vertical re- 
trace intervals. 

— at the top and bottom lines of rows if 
underline is programmed to be num- 
ber 8 or greater. 

— when an end of row or end of screen 
code is detected. 

— when a DMA underrun occurs. 

—at regular intervals (1/16 frame fre- 
quency for cursor, 1/32 frame fre- 
quency for character and field attri- 
butes) — to create blinking displays as 
specified by cursor, character attri- 
bute, or field attribute programming. 

GPA, 

GPA 0 

34 

33 

0 

General Purpose Attribute Codes: 

Outputs which are enabled by the gen- 
eral purpose field attribute codes. 

HLGT 

32 

0 

Highlight: Output signal used to inten- 
sify the display at particular positions on 
the screen as specified by the character 
attribute codes or field attribute codes. 

IRQ 

31 

0 

Interrupt Request. 

CCLK 

30 

1 

Character Clock (from dot/timing logic). 

cc 6 

cc 5 

CC 4 

cc 3 

CC 2 

CC, 

CC 0 

29 

28 

27 

26 

25 

24 

23 

0 

Character Codes: Output from the 
row buffers used for character selection 
in the character generator. 

CS 

22 

1 

Chip Select: The read and write are en- 
abled by CS. 

A 0 

21 


Port Address: A high input on A 0 
selects the “C” port or command regis- 
ters and a low input selects the “P” 
port or parameter registers. 



Pin 



Symbol 

No. 

Type 

Name and Function 

lc 3 

1 

0 

Line Count: Output from the line count- 

lc 2 

2 


er which is used to address the charac- 

LC, 

3 


ter generator for the line positions on the 

LC 0 

4 


screen. 

DRQ 

5 

0 

DMA Request: Output signal to the 
8257 DMA controller requesting a DMA 
cycle. 

DACK 

6 


DMA Acknowledge: Input signal from 
the 8257H DMA controller acknowledg- 
ing that the requested DMA cycle has 
been granted. 

HRTC 

7 

o 

Horizontal Retrace: Output signal 
which is active during the programmed 
horizontal retrace interval. During this 
period the VSP output is high and the 
LTEN output is low. 

VRTC 

8 

0 

Vertical Retrace: Output signal which 
is active during the programmed 
vertical retrace interval. During this 
period the VSP output is high and the 
LTEN output is low. 

RD 

9 

1 

Read Input: A control signal to read 
registers. 

WR 

10 

1 

Write Input: A control signal to write 
commands into the control registers or 
write data into the row buffers during a 
DMA cycle. 

LPEN 

11 

1 

Light Pen: Input signal from the CRT 
system signifying that a light pen signal 
has been detected. 

DB 0 

12 

I/O 

Bi-Directional Three-State Data Bus 

DB, 

13 


Lines: The outputs are enabled during 

db 2 

14 


a read of the C or P ports. 

db 3 

15 



db 4 

16 



DB S 

17 



db 6 

18 



db 7 

19 



Ground 

20 


Ground. 
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FUNCTIONAL DESCRIPTION 

Data Bus Buffer 

This 3-state, bidirectional, 8-bit buffer is used to interface the 
8275H to the system Data Bus. 

This functional block accepts inputs from the System Con- 
trol Bus and generates control signals for overall device 
operation. It contains the Command, Parameter, and Status 
Registers that store the various control formats for the 
device functional definition. 


A 0 

OPERATION 

REGISTER 

0 

Read 

PREG 

0 

Write 

PREG 

1 

Read 

SREG 

1 

Write 

CREG 


A 0 

RD 

WR 

CS 


0 

1 

0 

0 

Write 8275H Parameter 

0 

0 

1 

0 

Read 8275H Parameter 

1 

1 

0 

0 

Write 8275H Command 

1 

0 

1 

0 

Read 8275H Status 

X 

1 

1 

0 

Three-State 

X 

X 

X 

1 

Three-State 


RD (Read) 

A “low” on this input informs the 8275H that the CPU is 
reading data or status information from the 8275H. 

WR (Write) 

A "low" on this input informs the 8275H that the CPU is 
writing data or control words to the 8275H. 

CS (Chip Select) 

A “low” on this input selects the 8275H. No reading or writing 
will occur unless the device is selected. When CS is high, the 
Data Bus in the float state and RD and WR will have no effect 
on the chip. 

DRQ (DMA Request) 

A “high” on this output informs the DMA Controller that the 
8275H desires a DMA transfer. 

DACK (DMA Acknowledge) 

A “low” on this input informs the 8275H that a DMA cycle is in 
progress. 

IRQ (Interrupt Request) 

A “high” on this output informs the CPU that the 8275H 
desires interrupt service. 
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FUNCTIONAL DESCRIPTION 


Character Counter 

The Character Counter is a programmable counter that is 
used to determine the number of characters to be displayed 
per row and the length of the horizontal retrace interval. It 
is driven by the CCLK (Character Clock) input, which 
should be a derivative of the external dot clock. 

Line Counter 

The Line Counter is a programmable counter that is used to 
determine the number of horizontal lines (Sweeps) per 
character row. Its outputs are used to address the external 
character generator ROM. 

Row Counter 

The Row Counter is a programmable counter that is used to 
determine the number of character rows to be displayed per 
frame and length of the vertical retrace interval. 

Light Pen Registers 

The Light Pen Registers are two registers that store the con- 
tents of the character counter and the row counter when- 
ever there is a rising edge on the LPEN (Light Pen) input. 

Note: Software correction is required. 

Raster Timing and Video Controls 

The Raster Timing circuitry controls the timing of the 
HRTC (Horizontal Retrace) and VRTC (Vertical Retrace) 
outputs. The Video Control circuitry controls the genera- 
tion of LAq-i (Line Attribute), HGLT (Highlight), RVV 
(Reverse Video), LTEN (Light Enable), VSP (Video Sup- 
press), and GPAo_i (General Purpose Attribute) outputs. 

Row Buffers 

The Row Buffers are two 80 character buffers. They are 
filled from the microcomputer system memory with the 
character codes to be displayed. While one row buffer is 
displaying a row of characters, the other is being filled with 
the next row of characters. 



and Register Functions 


FIFOs 

There are two 16 character FIFOs in the 8275H. They are 
used to provide extra row buffer length in the Transparent 
Attribute Mode (see Detailed Operation section). 

Buffer Input/Output Controllers 

The Buffer Input/Output Controllers decode the characters 
being placed in the row buffers. If the character is a charac- 
ter attribute, field attribute or special code, these con- 
trollers control the appropriate action. (Examples: An 
"End of Screen-Stop DMA" special code will cause the 
Buffer Input Controller to stop further DMA requests. A 
"Highlight" field attribute will cause the Buffer Output 
Controller to activate the HGLT output.) 
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SYSTEM OPERATION 

The 8275H is programmable to a large number of different 
display formats. It provides raster timing, display row 
buffering, visual attribute decoding, cursor timing, and light 
pen detection. 


It is designed to interface with the 8257 DMA Controller 
and standard character generator ROMs for dot matrix 
decoding. Dot level timing must be provided by external 
circuitry. 



Figure 4. 8275H Systems Block Diagram Showing Systems Operation 
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General Systems Operational Description 

The 8275H provides a “window” into the microcomputer 
system memory. 

Display characters are retrieved from memory and displayed 
on a row by row basis. The 8275H has two row buffers. While 
one row buffer is being used for display, the other is being 
filled with the next row of characters to be displayed. The 
number of display characters per row and the number of 
character rows per frame are software programmable, 
providing easy interface to most CRT displays. (See Program- 
ming Section.) 1 

The 8275H requests DMA to fill the row buffer that is not 
being used for display. DMA burst length and spacing is 
programmable. (See Programming Section.) 

The 8275H displays character rows one line at a time. 


The number of lines per character row, the underline 
position, and blanking of top and bottom lines are program- 
mable. (See Programming Section.) 

The 8275H provides special Control Codes which can be 
used to minimize DMA or software overhead. It also provides 
Visual Attribute Codes to cause special action or symbols on 
the screen without the use of the character generator (See 
Visual Attributes Section). - 

The 8275H also controls raster timing. This is done by 
generating Horizontal Retrace (HRTC) and Vertical Retrace 
(VRTC) signals. The timing of these signals is programmable. 

The 8275H can generate a cursor. Cursor location and 
format are programmable. (See Programming Section.) 

The 8275H has a light pen input and registers. The light pen 
input is used to load the registers. Light pen registers can be 
read on command. (See Programming Section.) 


1st 2nd 3rd 4th 5th 6th 7th 

Character Character Character Character Character Character Character 


□□■■■■□□□■□□□□■□□■■■■■□□□□□□□□□■■■■□□□□■■■□□□■□□□■a 

First Line of a Character Row 


1st 2nd 3rd 4th 5th 6th 7th 

Character Character Character Character Character Character Character 


□□■■■■□□□■□□□□■□□■■■■■□□□□□□□□□■■■■□□□□■■■□□□■□□□■a 

□■□□□□■□□■■□□□■□□■□□□□□□□□□□□□□■□□□■□□■□□□■□□■□□□■a 


Second Line of a Character Row 


1st 2nd 3rd 4th 5th 6th 7th 

Character Character Character Character Character Character Character 


□□■■■■□□□■□□□□■□□■■■■■□□□□□□□□□■■■■□□□□■■■□□□■□□□■a 

□■□□□□■□□■■□□□■□□■□□□□□□□□□□□□□■□□□■□□■□□□■□□■□□□■a 

Third Line of a Character Row 


1st 2nd 3rd 4th 5th 6th 7 th 

Character Character Character Character Character Character Character 


□□■■■■□□□■□□□□■□□■■■■■□□□□□□□□□■■■■□□□□■■■□□□■□□□■a 

□■□□□□■□□■■□□□■□□■□□□□□□□□□□□□□■□□□■□□■□□□■□□■□□□■a 

□■□□□□■□□■□■□□■□□■□□□□□□□□□□□□□■□□□■□□■□□□■□□■□□□■a 

□■□□□□■□□■□□□□■□□■■■■□□□□□□□□□□■■■■□□□■□□□■□□■□■□■a 

□■□□□□■□□■□□■□■□□■□□□□□□□□□□□□□■□■□□□□■□□□■□□■□■□■a 

□□■■■■□□□■□□□□■□□■■■■■□□□□□□□□□■□□■□□□□■■■□□□□■□■□a 


Seventh Line of a Character Row 


Figure £. Display of a Character Row 
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Display Row Buffering 

Before the start of a frame, the 8275H requests DMA and one 
row buffer is filled with characters 


After all the lines of the character row are scanned, the 
roles of the two row buffers are reversed and the same 
procedure is followed for the next row. 


~ IOI 

1 BUFFER 1 1 


READ/ 

WRITE/ 

DMA 

CONTROL 

LOGIC 




3 


BUFFER 

INPUT 

ICONTROL 

LER 


nn 

BUFFER 

OUTPUT 

|CONTROL 

LER 


im 


J2J.1J.IL 

FIFOs 




RASTER TIMING 
AND 

VIDEO CONTROL 


> LA 0 _i 
HRTC 
VRTC 
HLGT 
RVV 
LTEN 
VSP 




Figure 6. First Row Buffer Filled 



When the first horizontal sweep is started, character codes 
are output to the character generator from the row buffer 
just filled. Simultaneously, DMA begins filling the other 
row buffer with the next row of characters. 


DBq-7 



DRQ - 
DACK - 


READ/ 

WRITE/ 

DMA 

| CONTROL 
LOGIC 


O 




nm. 

BUFFER 


INPUT 

|CONTROL 

IER 






BUFFER 

OUTPUT 

|CONTROL 

LER 


ror 


J2J1J JI 

FIFOs 


RASTER TIMING 
AND 

VIDEO CONTROL 


) LA 0-1 

• HRTC 

- VRTC 

• HLGT 

- RVV 

- LTEN 

• VSP 


Figure 8. First Buffer Filled with Third Row, 
Second Row Displayed 

This is repeated until all of the eharacter rows are dis- 
played. t 


Figure 7. Second Buffer Filled, First Row 
Displayed 
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Display Format Row Format 


Screen Format 

The 8275H can be programmed to generate from 1 to 80 
characters per row, and from 1 to 64 rows per frame. 



Figure 9. Screen Format 


The 8275H can also be programmed to blank alternate rows. 
In this mode the first royv is displayed, the second blanked, 
the third displayed, etc. DMA is not requested for the 
blanked rows. 



Figure 10. Blank Alternate Rows Mode 


The 8275H is designed to hold the line count stable while 
outputting the appropriate character codes during each 
horizontal sweep. The line count is incremented during 
horizontal retrace and the whole row of character codes are 
output again during the next sweep. This is continued until 
the whole character row is displayed. 

The number of lines (horizontal sweeps) per character row 
is programmable from 1 to 1 6. 

The output of the line counter can be programmed to be in 
one of two modes. 

In mode 0, the output of the line counter is the same as the 
line number. 

In mode 1, the line counter is offset by one from the line 
number. 


Note: In mode 1, while the first line (line number 0) is being dis- 
played, the last count is output by the line counter (see 
examples). 











Line 

Line 

Line 









Counter 

Counter 

Number 





/ 




ModeO 

Mode 1 

0 

□ □ 

□ 

□ 

□ 

□ 

□ 

□ 

□ 

0000 

1111 

1 

□ □ 

□ 

□ 

■ 

□ 

□ 

□ 

□ 

000 1 

0000 

2 , 

□ □ 

□ 

■ 

□ 

■ 

□ 

□ 

0 

00 10 

000 1 

3 

□ □ 

■ 

□ 

□ 

□ 

■ 

□ 

□ 

00 1 1 

00 10 

4 

□ ■ 

a 

□ 

□ 

□ 

□ 

■ 

□ 

0 100 

00 11 

5 

□ ■ 

□ 

□ 

□ 

□ 

□ 

■ 

□ 

0 10 1 

0 1 00 

6 

□ ■ 

■ 

■ 

■ 

■ 

■ 

■ 

□ 

0 110 

0 10 1 

7 

□ ■ 

□ 

□ 

□ 

□ 

Q 

■ 

□ 

0 111 

0 110 

8 

□ ■ 

□ 

□ 

□ 

□ 

□ 

■ 

□ 

1000 

0 111 

9 

□ ■ 

□ 

□ 

□ 

□ 

□ 

■ 

□ 

100 1 

1 000 

10 

□ □ 

□ 

□ 

□ 

□ 

□ 

□ 

□ 

10 10 

1 001 

11 

□ □ 

□ 

□ 

□ 

□ 

□ 

□ 

□ 

10 11 

10 10 

12 

□ □ 

□ 

□ 

□ 

□ 

□ 

□ 

□ 

1100 

10 11 

13 

□ □ 

□ 

□ 

□ 

□ 

□ 

□ 

□ 

110 1 

1 1 00 

14 

□ □ 

□ 

□ 

□ 

□ 

O 

□ 

□ 

1110 

110 1 

15 

□ □ 

□ 

□ 

□ 

Q 

□ 

□ 

□ 

1111 

1110 

Figure 11. 

Example 

Of 

a 

16- 

•Line Format 










Line 

Line 

Line 









Counter 

Counter 

Number 









ModeO 

Mode 1 

0 

□ 

o 

□ 

□ 

□ 

□ 

□ 


0000 

100 1 

1 

□ 

□ 

□ 

■ 

□ 

□ 

□ 


000 1 

0000 

2 

□ 

□ 

■ 

□ 

■ 

□ 

□ 


00 10 

000 1 

3 

□ 

■ 

□ 

□ 

□ 

■ 

□ 


00 11 

00 10 

4 

□ 

■ 

□ 

□ 

□ 

■ 

□ 


0 100 

00 11 

5 

□ 

■ 

■ 

■ 

■ 

■ 

□ 


0 10 1 

0 100 

6 

□ 

■ 

□ 

□ 

□ 

■ 

o 


0 110 

0 10 1 

7 

□ 

■ 

□ 

□ 

□ 

■ 

□ 


0 111 

0 11 0 

8 

□ 

□ 

□ 

□ 

□ 

□ 

□ 


1 000 

0 1 1 1 , 

9 

□ 

□ 

□ 

□ 

□ 

□ 

□ 


100 1 

1 000 


Figure 12. Example of a 10-Line Format 


Mode 0 is useful for character generators that leave address 
zero blank qnd start at address 1. Mode 1 is useful for char- 
acter generators which start at address zero. 


I 
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Underline placement is also programmable (from Ur\e num- 
ber 0 to 15). This is independent of the line counter mode. 

If the line number of the underline is greater than 7 (line 
number MSB = 1), then the top and bottom lines will be 
blanked. 












Line 

Line 

Line 










Counter 

Counter 

Number 










Mode 0 

Mode 1 

0 

□ 

□ 

□ 

□ 

□ 

□ 

□ 

□ 

□ 

0000 

10 11 

1 

□ 

□ 

□ 

□ 

■ 

□ 

□ 

□ 

□ 

000 1 

0000 

2 

□ 

□ 

□ 

■ 

□ 

■ 

□ 

□ 

□ 

00 10 

000 1 

3 

□ 

□ 

■ 

□ 

□ 

□ 

■ 

□ 

□ 

00 11 

00 10 

4 

□ 

■ 

□ 

□ 

n 

□ 

□ 

■ 

□ 

0 100 

0 0 11 

5 

□ 

■ 

□ 

□ 


□ 

□ 

■ 

□ 

0 10 1 

0 10 0 

6 

□ 

■ 

■ 

■ 

■ 

■ 

■ 

■ 

□ 

0 110 

0 10 1 

7 

□ 

■' 

□ 

□ 

□ 

□ 

□ 

■ 

□ 

0 111 

0 110 

8 

□ 

■ 

□ 

□ 

□ 

□ 

□ 

■ 

□ 

1000 

0 111 

9 

□ 

■ 

□ 

□ 

□ 

□ 

□ 

■ 

□ 

100 1 

1000 

10 

■ 

■ 

■ 

■ 

■ 

■ 

■ 

■ 

■ 

10 10 

10 01 

11 

□ 

□ 

□ 

□ 

□ 

□ 

□ 

□ 

□ 

10 11 

10 10 



Top and Bottom 








Lines 

are 

Blanked 






Figure 13. Underline in Line Number 10 


Dot Format 

Dot width and character width are dependent upon the 
external timing and control circuitry. 

Dot level timing circuitry should be designed to accept the 
parallel output of the character generator and shift it out 
serially at the rate required by the CRT display. 



Figure 15. Typical Dot Level Block Diagram 


If the line number of the underline is less than or equal to 7 
(line number MSB = 0), then the top and bottom lines will 
not be blanked. 










Line 

Line 

Line 








Counter 

Counter 

Number 








Mode 0 

Mode 1 

0 

□ 

□ 

□ 

■ 

□ 

□ 

□ 

0000 

0 111 

1 

□ 

□ 

■ 

□ 

■ 

□ 

□ 

000 1 

0000 

2 

□ 

■ 

□ 

□ 

□ 

■ 

□ 

00 10 

000 1 

3 

□ 

■ 

□ 

□ 

□ 

■ 

□ 

0 0 11 

00 10 

4 

□ 

■ 

■ 

■ 

■ 

■ 

□ 

0 100 

00 11 

5 

□ 

■ 

□ 

□ 

□ 

■ 

□ 

0 10 1 

0 10 0 

6 

□ 

■ 

□ 

CJ 

□ 

■ 

□ 

0 110 

0 10 1 

7 


■ 

■ 

■ 

■ 

■ 

■ 

0 111 

0 110 



Top and Bottom 






Lines are not Blanked 




Figure 14. Underline in Line Number 7 


Dot width is a function of dot clock frequency. 

Character width is a function of the character generator 
width. 

Horizontal character spacing is a function of the shift 
register length. 

Note: Video control and timing signals must be synchronized with 
the video signal due to the character generator access delay 


If the line number of the underline is greater than the maxi- 
mum number of lines, the underline will not appear. 
Blanking is accomplished by the VSP (Video Suppression) 
signal. Underline is accomplished by the LTEN (Light 
Enable) signal. 
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Raster Timing 

The character counter is driven by the character clock input 
(CCLK). It counts out the characters being displayed 
(programmable from 1 to 80). It then causes the line 
counter to increment, and it starts counting out the hori- 
zontal retrace interval (programmable from 2 to 32). This 
is constantly repeated. 



The line counter is driven by the character counter. It is 
used to generate the line address outputs (LC Q J for the 
character generator. After ir counts all of the lines in a 
character row (programmable from 1 to 16), it increments 
the row counter, and starts over again. (See Character For- 
mat Section for detailed description of Line Counter 
functions.) 


The row counter is an internal counter driven by the line 
counter. It controls the functions of the row buffers and 
counts the number of character rows displayed. 



After the row counter counts all of the rows in a frame 
(programmable from 1 to 64), it starts counting out the 
vertical retrace interval (programmable from 1 to 4). 


‘Dooooooooc 

CIOCT > LAST FIRST n 'ACT 




Y 1 V 

PROGRAMMABLE PROGRAMMABLE 

1 TO 64 ROW COUNTS 1 TO 4 ROW COUNTS 


Figure 18. Frame Timing 


The Video Suppression Output (VSP) is active during 
horizontal and vertical retrace intervals. 

Dot level timing circuitry must synchronize these outputs 
with the video signal to the CRT Display. 


7-10 


210464-002 






8275H 


inteT 


DMA Timing 

The 8275H can be programmed to request burst DMA 
transfers of 1 to 8 characters. The interval between bursts is 
also programmable (from 0 to 55 character clock periods 
±1 ). This allows the user to tailor his DMA overhead to fit his 
system needs. 

The first DMA request of the frame occurs one row time 
before the end of vertical retrace. DMA requests continue as 
programmed, until the row buffer is filled. If the row buffer is 
filled in the middle of a burst, the 8275H terminates the burst 
and resets the burst counter. No more DMA requests will 
occur until the beginning of the next row. At that time, DMA 
requests are activated as programmed until the other buffer 
is filled. 

The first DMA request for a row will start at the first char- 
acter clock of the preceding row. If the burst mode is used, 
the first DMA request may occur a number of character 
clocks later. This number is equal to the programmed burst 
space. 

If, for any reason, there is a DMA underrun, a flag in the 
status word will be set. 


Interrupt Timing 

The 8275H can be programmed to generate an interrupt 
request at the end of each frame. This can be used to 
reinitialize the DMA controller. If the 8275H interrupt enable 
flag is set, an interrupt request will occur at the beginning of 
the last display row. 


,NTE r: v Y*V \ 

counter A A A / 

VRTC \ 

\ «. / 

OCX 

DISPLAY RETRACE 
ROW ROW 

IRQ j 

( 


Figure 20. Beginning of Interrupt Request 


IRQ will go inactive after the status register is read. 



Figure 19. DMA Timing 


A reset command will also cause IRQ to go inactive, but this 
is not recommended during normal service. 

Another method of reinitializing the DMA controller is to 
have the DMA controller itself interrupt on terminal count. 
With this method, the 8275H interrupt enable flag should not 
be set. 

Note: Upon power-up, the 8275H Interrupt Enable Flag may be set As a 
The DMA controller is typically initialized for the next result, the user’s cold start routine should write a reset command to 

frame at the end of the current frame. the 8275H before system interrupts are enabled 
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VISUAL ATTRIBUTES AND SPECIAL 
CODES 


The characters processed, by the 8275H are 8-bit quantities. 
The character code outputs provide the character generator 
with 7 bits of address. The Most Significant Bit is the extra bit 
and it is used to determine if it is a normal display character 
(MSB = 0), or if -it is a Visual Attribute or Special Code 
(MSB = 1). 

There are two types of Visual Attribute Codes. They are 
Character Attributes and Field Attributes. 


Character Attribute Codes 

Character attribute codes are codes that can be used to gen- 
erate graphics symbols without the use of ^a character 
generator. This is accomplished by selectively activating the 
Line Attribute outputs (LAo_i), the Video Suppression 
output (VSP), and the Light Enable output. The dot level 
timing circuitry can use these signals to generate the proper 
symbols. 

Character attributes can be programmed to blink or be 
highlighted individually. Blinking is accomplished with the 
Video Suppression output (VSP). Blink frequency is equal 
to the screen refresh frequency divided by 32. Highlighting 
is accomplished by activating the Highlight output (HGLT). 

Character Attributes 

MSB LSB 

1 1 C C C C B H 

H - I L HIGHLIGHT 
1 BLINK 

CHARACTER ATTRIBUTE CODE 



Figure 22. Typical Character Attribute Logic 
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Table 2. Character Attributes 

Character attributes were designed to produce the following graphics: 


CHARACTER ATTRIBUTE 
CODE "CCCC" 

OUTPUTS 

SYMBOL 

DESCRIPTION 

LA-j 

LAo 

VSP 

LTEN 

0000 

Above Underline 

0 

0 

1 

0 

i ' 

Top Left Corner 

Underline 

1 

0 

0 

0 

Below Underline 

0 

1 

0 

0 

0001 

Above Underline 

0 

0 

1 

0 

f?. tjjfpti. 

Top Right Corner 

Underline 

1 

1 

0 

0 

Below Underline 

0 

1 

0 

0 

0010 

Above Underline 

0 

1 

0 

0 


Bottom Left Corner 

Underline 

1 

0 

0 

0 

Below Underline 

0 

0 

1 

0 

0011 

Above Underline 

0 

1 

0 

0 


Bottom Right Corner 

Underline 

1 

1 

0 

0 

Below Underline 

0 

0 

1 

0 

0100 

Above Underline 

0 

0 

1 

0 


Top Intersect 

Underline 

0 

0 

0 

1 

Below Underline 

0 

1 

0 

0 

0101 

Above Underline 

“ 0“~^ 

1 

0 

0 


Right Intersect 

Underline 

1 

1 

0 

0 


Below Underline 

0 

1 

0 

0 

0110 

Above Underline 

0 

1 

0 

0 


Left Intersect 

Underline 

1 

0 

0 

0 

- - 

ojaer 

Below Underline 

0 

1 

0 

0 

0111 

Above Underline 

0 

1 

0 

0 


Bottom Intersect 

Underline 

0 

0 

0 

1 

Below Underline 

0 

0 

1 

0 

1000 

Above Underline 

0 

0 

1 

0 


Horizontal Line 

Underline 

0 

0 

0 

1 

Below Underline 

0 

0 

1 

0 

1001 

Above Underline 

0 

1 

0 

0 

a 

f.yk 

Vertical Line 

Underline 

0 

1 

0 

0 

Below Underline 

0 

1 

0 

0 

1010 

Above Underline 

0 

1 

0 

0 

■} 

T] 


Crossed Lines 

Underline 

0 

0 

0 

1 

Below Underline 

0 

1 

0 

0 

1011 

Above Underline 

0 

0 

0 

0 


Not Recommended * 

Underline 

0 

0 

0 

0 

Below Underline 

0 

0 

0 

0 

1100 

Above Underline 

0 

0 

1 

0 


Special Codes 

Underline 

0 

0 

1 

0 

Below Underline 

0 

0 

1 

0 

1101 

Above Underline 






Illegal 

Underline 


Undefined 


Below Underline 





1110 

Above Underline 






Illegal 

Underline 


Undefined 


Below Underline 





1111 

Above Underline 






Illegal 

Underline 


Undefined 


Below Underline 






Character Attribute Code 1011 is not recommended for 
normal operation. Since none of the attribute outputs are 
active, the character Generator will not be disabled, and 
an indeterminate character will be generated. 


Character Attribute Codes 1101, 1110, and 1111 are illegal. 
Blinking is active when B = 1. 

Highlight is active when H = 1. 
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Special Codes 

Four special codes are available to help reduce memory, 
software, or DMA overhead. 

Special Control Character 


MSB 

1111 


LSB 

0 0 S S 


X 


SPECIAL CONTROL CODE 


s s 

FUNCTION 

0 0 

End of Row 

0 1 

End of Row-Stop DMA 

1 0 

End of Screen 

1 1 

End of Screen-Stop DMA 


The End of Row Code (00) activates VSP and holds it to 
the end of the line. 

The End of Row-Stop DMA Code (01) causes the DMA 
Control Logic to stop DMA for the rest of the row when it 
is written into the Row Buffer. It affects the display in the 
same way as the End of Row Code (00). 

The End of Screen Code (10) activates VSP and holds it to 
the end of the frame. 

The End of Screen-Stop DMA Code (11) causes the DMA 
Control Logic to stop DMA for the rest of the frame when 
it is written into the Row Buffer. It affects the display in 
the same way as the End of Screen Code (10). 

If the Stop DMA feature is not used, all characters after an 
End of Row character are ignored, except for the End of 
Screen character, which operates normally. All characters 
after an End of Screen character are ignored. 


Note: If a Stop DMA character is not the last character in a burst or 
row, DMA is not stopped until after the next character is 
read. In this situation, a dummy character must be placed in 
memory after the Stop DMA character. 

Field Attributes 

The field attributes are control codes which affect the 
visual characteristics for a field of characters, starting at the 


character following the code up to, and including, the 
character which precedes the next field attribute code, or 
up to the end of the frame. The field attributes are reset 
during the vertical retrace interval. 

There are six field attributes: 

1. Blink — Characters following the code are caused 
to blink by activating the Video Suppression out- 
put (VSP). The blink frequency is equal to the 
screen refresh frequency divided by 32. 

2. Highlight - Characters following the code are 
caused to be highlighted by activating the High- 
light output (HGLT). 

3. Reverse Video - Characters following the code are 
caused to appear with reverse video by activating 
the Reverse Video output (RVV). 

4. Underline - Characters following the code are 
caused to be underlined by activating the Light 
Enable output (LTEN). 

5,6. General Purpose - There are two additional 8275 
outputs which act as general purpose, independ- 
ently programmable field attributes. GPA Q _ 1 are 
active high outputs. 


Field Attribute Code 


MSB 
1 O 


LSB 

U R G G B H 

IIX 


HIGHLIGHT 

BLINK 

GENERAL PURPOSE 
REVERSE VIDEO 
UNDERLINE 


H * 1 FOR HIGHLIGHTING 
B = 1 FOR BLINKING 
R = 1 FOR REVERSE VIDEO 
U - 1 FOR UNDERLINE 
GG =GPA 1 ,GPA 0 


*More than one attribute can be enabled at the same time. 
If the blinking and reverse video attributes are enabled 
simultaneously, only the reversed characters will blink. 
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The 8275H can be programmed to provide visible or invisible 
field attribute characters. 

If the 8275H is programmed in the visible field attribute 
mode, all field attributes will occupy a position on the screen. 
They will appear as blanks caused by activation of the Video 
Suppression output (VSP). The chosen visual attributes are 
activated after this blanked character. 



Figure 23. Example of the Visible Field Attribute 
Mode (Underline Attribute) 


Each row buffer has a corresponding FIFO. These FIFOs 
are 16 characters by 7 bits in size. 

When a field attribute is placed in the row buffer during 
DMA, the buffer input controller recognizes it and places 
the next character in the proper FIFO. 

When a field attribute is placed in the Buffer Output Con- 
troller during display, it causes the controller to immedi- 
ately put a character from the FIFO on the Character Code 
outputs (CCo_6). The chosen Visual Attributes are also 
activated. 

Since the FIFO is 16 characters long, no more than 16 field 
attribute characters may be used per line in this mode. 
If more are used, a bit in the status word is set and the first 
characters in the FIFO are written over and lost. 

Note: Since the FIFO is 7 bits wide, the MSB of any characters put 
in it are stripped off. Therefore, a Visual Attribute onaSpecial 
Code must not immediately follow a field attribute code. If 
this situation does occur, the Visual Attribute or Special 
Code will be treated as a normal display character. 


If the 8275H Is programmed in the invisible field attribute 
mode, the 8275H FIFO is activated. 




Figure 25. Example of the Invisible Field Attribute 
Mode (Underline Attribute) 


Field and Character Attribute Interaction 

Character Attribute Symbols are affected by the Reverse 
Video (RVV) and General Purpose (GPAq_i) field attri- 
butes. They are not affected by Underline, Blink or High- 
light field attributes; however, these characteristics can be 
programmed individually for Character Attribute Symbols. 

/ • 
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Cursor Timing 

The cursor location is determined by a cursor row register 
and a character position register which are loaded by com- 
mand to the controller. The cursor can be programmed to 
appear on the display as: 

1. a blinking underline 

2. a blinking reverse video block 

3. a non-blinking underline 

4. a non-blinking reverse video block 

The cursor blinking frequency is equal to the screen refresh 
frequency divided by 16. 

If a non-blinking reverse video cursor appears in a non- 
blinking reverse video field, the cursor will appear as a 
normal video block. 

If a non-blinking underline cursor appears in a non-blinking 
underline field, the cursor will not be visible. 

Light Pen Detection 

A light pen consists of a micro switch and a tiny light 
sensor. When the light pen is pressed against the CRT screen, 
the micro switch enables the light sensor. When the raster 
sweep reaches the light sensor, it triggers the light pen 
output. 

If the output of the light pen is presented to the 8275H LPEN 
input, the row and character position coordinates are stored 
in a pair of registers. These registers can be read on 
command. A bit in the status word is set, indicating that the 
light pen signal was detected. The LPEN input must be a 0 to 
1 transition for proper operation. 

Note: Due to internal and external delays, the character position 
coordinate will be off by at least three character positions. 
This has to be corrected in software. 


Device Programming 

The 8275H has two programming registers, the Command 
Register (CREG) and the Parameter Register (PREG). It also 
has a Status Register (SREG). The Command Register can 
only be written into and the Status Registers can only be 
read from, They are addressed as follows: 


A 0 

OPERATION 

REGISTER 

0 

Read 

PREG 

0 

Write 

PREG 

1 

Read 

SREG 

1 

Write 

CREG 


The 8275H expects to receive a command and a sequence of 
0 to 4 parameters, depending on the command. If the proper 
number of parameter bytes are not received before another 
command is given, a status flag is set, indicating an improper 
command. 

INSTRUCTION SET 

The 8275H instruction set consists of 8 commands. 


COMMAND 

NO. OF PARAMETER BYTES 

Reset 

4 

Start Display 

0 

Stop Display 

0 

Read Light Pen 

2 

Load Cursor 

2 

Enable Interrupt 

0 

Disable Interrupt 

0 

Preset Counters 

0 


In addition, the status of the 8275H (SREG) can be read by 
the CPU at any time,. 
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1. Reset Command: 



OPERATION 

A 0 

DESCRIPTION 

MSB 

DATA BUS 

LSB 

Command 

Write 

1 

Reset Command 


0 

0 

0 

0 0 

0 

0 


Write 

0 

Screen Comp 
Byte 1 

S 

H 

H 

H 

H H 

H 

H 

Parameters 

Write 

0 

Screen Comp 
Byte 2 

V 



V 

R 

R 

R R 

R 

R 


Write 

0 

Screen Comp 
Byte 3 

u 

u 

U 

•U 

L L 

L 

L 


Write 

0 

Screen Comp 
Byte 4 

M 

F 

C 

C 

z z 

Z 

Z 

Action • 

- After thf 

reset command 

is 

written, 

DMA 

re- 


quests stop, 8275 interrupts are disabled, and the VSP 
output is used to blank the screen. HRTC and VRTC con- 
tinue to run. HRTC and VRTC timing are random on 
power-up. 

As parameters are written, the screen composition is 
defined. 


Parameter — S Spaced Rows 


S 

I FUNCTIONS 

0 

1 

Normal Rows 
Spaced Rows 


Parameter — HHHHHHH Horizontal Characters/Row 

NO. OF CHARACTERS 
HHHHHHH PER ROW 

0 0 0 0 0 0 0 1 

0 0 0 0 0 0 1 '2 

0 0 0 0 0 1 0 3 


10 0 1111 80 
1 0 1 0 0 0 0 Undefined 



Parameter — VV Vertical Retrace Row Count 

V V I NO. OF ROW COUNTS PER VRTC 



Parameter — RRRRRR Vertical Rows/Frame 



Parameter — UUUU Underline Placement 


U 

u 

u 

u 

LINE NUMBER OF . 
UNDERLINE 

0 

0 

0 

0 

1 

0 

0 

0 

1 

2 

0 

0 

1 

0 

3 



Parameter - LLLL Number of Lines per Character Row 

L L L L NO. OF LINES/ROW 

0 0 0 0 1 

0 0 0 1 2 

0 0 10 3 


1111 16 


Parameter — M Line Counter Mode 


M 

LINE COUNTER MODE 

0 

1 

Mode 0 (Non-Offset) 

Mode 1 (Offset by 1 Count) 

Parameter — F 
F 

: Field Attribute Mode 

FIELD ATTRIBUTE MODE 

0 

1 

Transparent 
Non-T ransparent 


Parameter — CC Cursor Format 


C 

c 

CURSOR FORMAT , 

0 

0 

Blinking reverse video block 

0 

1 

Blinking underline 

1 

0 

Nonblinking reverse video block 

1 

1 ‘ 

Nonblinking underling 


Parameter - ZZZZ Horizontal Retrace Count 


ZZZZ 

NO. OF CHARACTER 
COUNTS PER HRTC 

0 0 0 0 

2 

0 0 0 1 

4 

0 0 10 

1 

1 

6 

1 

1 1 1 1 1 

32 


Note: uuuu MSB determines blanking of top and bottom lines 
(1 = blanked, 0 - not blanked) 
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2. Start Display Command: 5. Load Cursor Position: 



OPERATION 

> 

o 

DESCRIPTION 

DATA BUS 

MSB LSB 


OPERATION 

A 0 

DESCRIPTION 

DATA BUS 

MSB LSB 

Command 

Write 

1 

Start Display 

0 0 1 s s s B B 

Command 

Write 

1 

Load Cursor 

1 0 0 0 0 0 0 0 

No parameters 




Parameters 

Write 

Write 

0 

0 

Char Number 
Row Number 

(Char Position in Row) 
(Row Number) 




SSS BURST SPACE CODE 


SSS 

NO. OF CHARACTER CLOCKS 
BETWEEN DMA REQUESTS 

o 

o 

o 

0 

0 0 1 

7 

0 1 0 

15 

0 1 1 

23 

1 0 0 

31 

1 0 1 

39 

1 1 0 

47 

1 1 1 

55 


BB BURST COUNT CODE 


B B 

NO. OF DMA CYCLES PER 
BURST 

0 0 

1 

0 1 

2 

1 0 

4 

1 1 

8 


Action - 8275 interrupts are enabled, DMA requests begin, 
video is enabled, Interrupt Enable and Video Enable status 
flags are set. 


3. Stop Display Command: 



OPERATION 

A 0 

DESCRIPTION 

DATA BUS 

MSB LSB 

Command 

Write 

1 

Stop Display 

0 1 0 0 0 Q 0 0 

No parameters 





Action — Disables video, interrupts remain enabled, HRTC 
and VRTC continue to run, Video Enable status flag is 
reset, and the "Start Display" command must be given to 
re-enable the display. 


4. Read Light Pen Command 



OPERATION 

A 0 

DESCRIPTION 

MSB 

DATA BUS 

LSB 

Command 

Write 

1 

Read Light Pen 

0 1 

10 0 0 

0 0 

Parameters 

Read 

Read 

~0~ 

0 

Char Number 
Row Number 

(Char Position in Row) 
(Row Number) 


Action — The 8275H is conditioned to supply the contents of 
the light pen position registers in the next two read cycles of 
the parameter register. Status flags are not affected 

Note: Software correction of light pen position is required. 


Action — The 8275H is conditioned to place the next two 
parameter bytes into the cursor position registers. Status 
flags not affected. 


6. Enable Interrupt Command: 



OPERATION 

Ao 

DESCRIPTION 

DATA BUS 

MSB LSB 

Command 

Write 

Ll_ 

Enable Interrupt 

1 0 1 0 0 0 0 0 

No parameters 

r 


/ 


Action — The interrupt enable status flag is set and inter- 
rupts are enabled. 


7. Disable Interrupt Command: 



OPERATION 

A 0 

DESCRIPTION 

DATA BUS 

MSB LSB 

Command 

Write 

1 

Disable Interrupt 

o 

o 

i° 

o 

o 

jO 

No parameters 





Action — Interrupts are disabled and the interrupt enable 
status flag is reset. 


8. Preset Counters Command: 



OPERATION 

A 0 

DESCRIPTION 

DATA BUS 

MSB LSB 

Command 

Write 

1 

Preset Counters 

o 

o 

o 

o 

o 

No parameters 





Action — The internal timing counters are preset, corre- 
sponding to a screen display position at the top left corner. 
Two character clocks are required for this operation. The 
counters will remain in this state until any other command 
is given. 

This command is useful for system debug and synchroniza- 
tion of clustered CRT displays on a single CPU. After this 
command, two additional clock cycles are required before 
the first character of the first row is put out. 
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OPERATION 

A 0 

DESCRIPTION 

MSB 

DATA BUS 

LSB 

Command 

Read 

1 

Status Word 

0 IE 

IR LP 1C VE DU FO 


IE — (Interrupt Enable) Set or reset by cpmmand. It 
enables vertical retrace interrupt. It is auto- 
matically set by a “Start Display" command 
and reset with the "Reset" command. 

IR — (Interrupt Request) This flag is set at the begin- 
ning of display of the last row of the frame if 
the interrupt enable flag is set. It is reset after 
a status read operation. 

LP — This flag is set when the light pen input (LPEN) 
is activated and the light pen registers have been 
loaded. This flag is automatically reset after a 
status read. 


1C — (Improper Command) This flag is set when a 
command parameter string is too long or too 
short. The flag is automatically reset after a 
status read. 

VE — (Video Enable) This flag indicates that video 
operation of the CRT is enabled. This flag is 
set on a "Start Display" command, and reset 
on a "Stop Display" or "Reset" command. 

DU — (DMA Underrun) This flag is set whenever a 
data underrun occurs during DMA transfers. 
Upon detection of DU, the DMA operation is 
stopped and the screen is blanked until after 
the vertical retrace interval. This flag is reset 
after a status read. 

FO — (FIFO Overrun) This flag is set whenever the 
FIFO is overrun. It is reset on a status read. 
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ABSOLUTE MAXIMUM RATINGS* 


Ambient Temperature Under Bias 0°C to 70°C. 

Storage Temperature -65°C to +150°C 

Voltage On Any Pin 

With Respect i:o Ground -0.5V to +7V 

Power Dissipation 1 Watt 


*NOTICE: Stresses above those listed under “Absolute 
Maximum Ratings’’ may cause permanent damage to the 
« device. This is a stress rating only and functional opera- 
tion of the device at these or any other conditions above 
those indicated in the operational! sections of this specifi- 
cation is not implied. 


D.C. CHARACTERISTICS (t a = o°c to 70°c, v cc = sv ±5%) 


Symbol 

Parameter 

Min. 

Max. 

Units 

Test Conditions 

V|L 

Input Low Voltage 

-0.5 

0.8 

V 


V, H 

Input High Voltage 

2.0 

V CC +0.5V 

V 


V OL 

Output Low Voltage 


0.45 

V 

Iol = 2.2 mA 

V(DH 

Output High Voltage 

2.4 


V 

l 0 H = -400 pA 

IlL 

Input Load Current 


±10 

: M A 

Vin = V C c to 0V 

*OFL 

Output Float Leakage 


±10 

ma - 

v OUT = V CC t0 0.45V 

•cc 

Vcc Supply Current 


160 

mA 



CAPACITANCE (t a = 25°c, v cc = gnd = ov) 


Symbol 

Parameter 

Min. 

Max. 

Units 

Test Conditions 

C|N 

Input Capacitance 


10 

pF 

f c = 1 MHz 

C|/0 

I/O Capacitance 


20 

pF 

Unmeasured pins returned to V$s- 


A.C. CHARACTERISTICS (t a = o°c to 70°c, v cc = s.ov ±5%, gnd = ov) 

Bus Parameters 

READ CYCLE 


Symbol 

Parameter 

Min. 

Max. 

Units 

Test Conditions 

tAR 

Address Stable Before READ 

0 


ns 


tRA 

Address Hold Time for READ 

0 


ns 


tRR 

READ Pulse Width '• 

250 


ns 


tRD 

Data Delay from READ 


200 

ns 

C L = 150 pF 

tDF 

READ to Data Floating 


100 

ns 

C L = 150 pF 


WRITE CYCLE 


Symbol 

Parameter 

Min. 

Max. 

Units 

Test Conditions 

tAW 

Address Stable Before WRITE 

0 


ns 


tWA 

Address Hold T ime for WRITE 

0 


ns 


t W w 

WRITE Pulse Width 

250 


ns 


tDW 

Data Setup Time for WRITE 

150 


ns 


tWD 

Data Hold Time for WR ITE 

0 


ns 
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A.C. CHARACTERISTICS (Continued) 

CLOCK TIMING 



8275 

8275-2 


Symbol 

Parameter 

Min. 

Max. 

Min. 

Max. 

Units 

Test 

Conditions 

tCLK 

Clock Period 

480 


320 


ns 


*KH 

Clock High 

240 


120 


ns 


tKL 

Clock Low 

160 


120 


ns 


*KR 

Clock Rise 

5 

30 

5 

30 

ns 


tKF 

Clock Fall 

5 

30 

5 

30 

ns 



OTHER TIMING 



8275 

8275-2 


Symbol 

Parameter 

Min. 

Max. 

Min. 

Max. 

Units 

Test 

Conditions 

*CC 

Character Code Output Delay 


150 


150 

ns 

C L = 50 pF 

*HR 

Horizontal Retrace,Output Delay 


200 


150 

ns 

C L = 50 pF 

*LC 

Line Count Output Delay 


. 400 


250 

ns 

C L - 50 pF 

Ut 

Control/ Attribute Output Delay 


275 


250 

ns 

C L = 50 pF 

*VR 

Vertical Retrace Output Delay 


275 


250 

ns 

C L = 50 pF 

*RI 

IRQ! from RD| 


250 


250 

ns 

C L = 50 pF 

two 

DRQf from WR| 


250 


250 

ns 

C L = 50 pF 

*RQ 

DRQ! from WR! 


200 


200 

ns 

C L = 50 pF 

*LR 

DACK! to WR| 

0 


0 


ns 


tRL 

WRt to DACKj 

0 


0 


ns 


*PR 

LPEN Rise 


50 


50 

ns 


*PH 

LPEN Hold 

100 


100 


ns 


*DI 

DACK Inactive Period 

120 




ns 



A.C. TESTING INPUT, OUTPUT WAVEFORM 



A.C. TESTING LOAD CIRCUIT 


DEVICE 

UNDER 

TEST 



C L INCLUDES JIG CAPACITANCE 
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WAVEFORMS 


TYPICAL DOT LEVEL TIMING 


EXT DOT CLK 


■T_ 

I 

r 


FIRST CHARACTER CODE 


X 


SECOND CHARACTER CODE 


X 


ROM ACCESS - 


CHARACTER ' 
GENERATOR 
OUTPUT 


X 


FIRST CHARACTER 


X 


SECOND CHARACTER 


oc 


ATTRIBUTES & CONTROLS FOR FIRST CHAR 


X 


X 


SHIFT REGISTER SETUP- 


VIDEO 
(FROM SHIFT 
REGISTER) 


ATTRIBUTES 
& CONTROLS 
(FROM 
SYNCHRONIZER) 


xxxxxxxxxxxxx 


X 


FIRST CHARACTER 


SECOND CHARACTER 


ATTRIBUTES & CONTROLS FOR FIRST CHAR V ^^oR^ND CHAR R ° LS 


*CCLK IS A MULTIPLE OF THE DOT CLOCK AND AN INPUT TO THE 8275 


LINE TIMING 
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SMALL SYSTEM CRT CONTROLLER 



■ Programmable Screen and Character 
Format 

■ 6 Independent Visual Field Attributes 

■ Cursor Control (4 Types) 

■ MCS-51®, MCS-85®, IAPX 86, and 
iAPX 88 Compatible 


■ Dual Row Buffers 

■ Single +5V Supply 

■ 40-Pin Package 

■ 3 MHz Clock with 8276-2 

■ High Performance HMOS-II 


The Intel 8276H Small System CRT Controller is a single chip device intended to interface CRT raster scan displays 
with Intel microcomputers in minimum device-count systems. Its primary function is to refresh the display by 
buffering character information from main memory and keeping track of the display position of the screen. The 
flexibility designed into the 8276H will allow simple interface to almost any raster scan CRT display. It can be used 
with the 8051 Single Chip Microcomputer for a minimum 1C count design. It is manufactured on Intel’s advanced 
HMOS-II process. 



lc 3 c i 

LC 2 C 2 
LCi C 3 
LCo C 4 
BRDY C 5 

is C e 

HRTC C 7 
VRTC C 8 
RD C 9 

Wr C io 

NC C 11 
DB 0 C 12 
DBt C 13 
DB 2 C 14 
DB 3 c 16 

DB 4 c 16 

DB 5 C 17 
DB 6 C 18 

DB 7 C 19 

GND C 20 


□ V CC 

□ NC 
D NC 

D LTEN 

□ RW 

□ VSP 

□ GPAt 

□ qpa 0 

□ hlgt 

□ INT 

Dcclk 

□ cc 6 
ucc 5 
D CC 4 
Hcc 3 
Dcc 2 
D cci 

□ cc 0 

□ cs 
Dc/p 


Figure 1. Block Diagram 


Figure 2. Pin Configuration 


Intel Corporation Assumes No Responsibly for the Use of Any Circuitry Other Than Circuitry Embodied in an Intel Product No Other Circuit Patent Licenses are Implied 
c INTEL CORPORATION, 1984 ORDER NUMBER- 210668-002 


7-25 







8276H 


irttel 


Table 1. Pin Descriptions 


Symbol 

Pin 

No. 

Type 

Name and Function 

< 

o 

o 

40 


+ 5V power supply. 

NC 

39 ' 

No connection. 

NC 

38 ! 

No connection. 

LTEN 

37 

O 

Light enable. Output signal used to 
enable the video signal to the CRT. This 
output is active at 'the programmed 
underline cursor position, and at posi- 
tions specified by attribute codes 

RVV 

36 

0 

Reverse video. Output signal used to 
activate the CRT circuitry to reverse the 
video signal. This output is active at the 
cursor position if a reverse video block 
cursor is programmed or at the posi- 
tions specified by the field attribute 
codes. 

VSP 

35 

0 

Video suppression. Output signal 

used to blank the video signal to the 

CRT. This output is active: 

— during the horizontal and vertical re- 
trace intervals 

— at the top and bottom lines of rows if 
underline is programmed to be num- 
ber 8 or greater 

— when an end of row or end of screen 
code is detected. 

— when a Row Buffer underrun occurs. 

— at regular intervals (1/16 frame fre- 
quency for cursor, 1/32 frame fre- 
quency for attributes) — to create 
blinking displays as specified by 
cursor or field attribute programming. 

GPAt 

GPA 0 

34 

33 

0 

General purpose attribute codes. - 

Outputs which are enabled by the gen- 
eral purpose field attribute codes 

HLGT 

32 

0 

Highlight. Output signal used to inten- 
sify the display at particular positions 
on the screen as specified by the field 
attribute codes 

INT 1 31 1 0 1 Interrupt output. 

CCLK j 30 j 1 | Character clock (from dot/timmg 

• i 1 logic) 

cc 6 

cc 5 

CC 4 

cc 3 

cc 2 

CCt 

cc 0 

29 

28 

27 

26 

25 

24 

23 

0 

Character codes. Output from the 
row buffers used for character selec- 
tion in the character generator 

cs 

22 

1 

Chip select. Enables RD of status or 
WR of command or parameters. 

Cl P 

21 

1 



Port address. A high input on this pin 
selects the “C” port or command regis- 
ters and a low input selects the “P” port 
or parameter registers. 



Pin 



Symbol 

No. 

Type 

Name and Function 

lc 3 

1 

O 

Line count. Output from the line count- 

lc 2 

2 


er which is used to address the charac- 

LCi 

3 


ter generator for the line positions on 

LC 0 

4 


the screen 

BRDY 

5 

O 

Buffer ready. Output signal indicating 
that a Row Buffer is ready for loading of 
character data 

BS 

6 

1 

Buffer select. Input signal enabling 
WR for character data into the Row 
Buffers 

HRTC 

7 

0 

Horizontal retrace. Output signal 
which is active during the programmed 
horizontal retrace interval During this 
period the VSP output is high and the 
LTEN output is low 

VRTC 

8 

0 

Vertical retrace. Output signal which 
is active during the programmed verti- 
cal retrace interval During this period 
the VSP output is high and the LTEN 
output is low 

RD 

9 

1 j 

Read input. A control signal to read 
registers 

WR 

10 

1 

Write input. A control signal to write 
commands into the control registers or 
write data into the row buffers 

NC 

1 11 


No connection. 

DB 0 

12 1 

I/O 

Bidirectional data bus. Three-state 

DBt 

13 


lines The outputs are enabled during a 

db 2 

14 


read of the C or P ports 

db 3 

15 



db 4 

16 



db 5 

17 



db 6 

18 



db 7 

19 



Ground 

/ 1 

20 


Ground. 
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FUNCTIONAL DESCRIPTION 
Data Bus Buffer 

This 3-state, bidirectional, 8-bit buffer is used to 
interface the 8276H to the system Data Bus. 

This functional block accepts inputs from the Sys- 
tem Control Bus and generates control signals for 
overall device operation. It contains the Command, 
Parameter, and Status Registers that store the vari- 
ous control formats for the device functional 
definition. 


C/P 

OPERATION 

REGISTER 

0 

Read 

RESERVED 

0 

Write 

PARAMETER 

1 

Read 

STATUS 

1 

Write 

COMMAND 


RD (READ) 

A “low” on this input informs the 8276H that the CPU is 
reading status information from the 8276H. 


Character Counter 

The Character Counter is a programmable counter 
that is used to determine the number of characters 
to be displayed per row and the length of the hori- 
zontal retrace interval. It is driven by the CCLK 
(Character Clock) input, which should be derived 
from the external dot clock. 


Line Counter 

The Line Counter is a programmable counter that is 
used to determine the number of horizontal lines 
(Raster Scans) per character row. Its outputs are 
used to address the external character generator. 


Row Counter 

The Row Counter is a programmable counter that is 
used to determine the number of character rows to 
be displayed per frame and length of the vertical re- 
trace interval. 


WR (WRITE) 

A “low” on this input informs the 8276H that the CPU is 
writing data or control words to the 8276H. 

CS (CHIP SELECT) 

A “low” on this input selects the 8276H for RD or WRof 
Commands, Status, and Parameters. 

BRDY (BUFFER READY) 

A “high” on this output indicates that the 8276H is ready 
to receive character data. 


Raster Timing and Video Controls 

The Raster Timing circuitry controls the timing of 
the HRTC (Horizontal Retrace) and VRTC (Vertical 
Retrace) outputs. The Video Control circuitry con- 
trols the generation of HGLT (Highlight), RVV (Re- 
verse Video), LTEN (Light Enable), VSP (Video Sup- 
press), and GPA 0 _-| (General Purpose Attribute) 
outputs. 


Row Buffers 


BS (BUFFER SELECT) 

A “low” on this input enables WR of character data to 
the 8276H row buffers. 


INT (INTERRUPT) 

A “high” on this output informs the CPU that the 8276H 
needs interrupt service. 


C / P RD WR CS BS 


0 0 10 

0 10 0 

10 10 
110 0 
X 1 0 1 

X 1 1 X 

XXXI 


1 Reserved 

1 Write 8276H Parameter 

1 Read 8276H Status 

1 Write 8276H Command 

0 Write 8276H Row Buffer 

X High Impedance 

1 High Impedance 


The Row Buffers are two 80-character buffers. They 
are filled from the microcomputer system memory 
with the character codes to be displayed. While one 
row buffer is displaying a row of characters, the 
other is being filled with the next row of characters. 


Buffer Input/Output Controllers 

The Buffer Input/Output Controllers decode the 
characters being placed in the row buffers. If the 
character is a field attribute or special code, they 
control the appropriate action. (Example: A “High- 
light” field attribute will cause the Buffer Output 
Controller to activate the HGLT output.) 
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SYSTEM OPERATION 

The 8276H is programmable to a large number of 
different display formats. It provides raster timing, 
display row buffering, visual attribute decoding and 
cursor timing. 

It is designed to interface with standard character 
generators for dot matrix decoding. Dot level timing 
must be provided by external circuitry. 

General Systems Operational Description 

Display characters are retrieved from memory and 
displayed on a row-by-row basis. The 8276H has two 
row buffers. While one row buffer is being used for 
display, the other is being filled with the next row of 
characters to be displayed. The number of display 
characters per row and the number of character rows 
per frame are software programmable, providing easy 
interface to most CRT displays. (See Programming 
Section.) 


The 8276H uses BRDY to request character data to fill 
the row buffer that is not being used for display. 

The 8276H displays character rows one scan line at a 
time. The number of scan lines per character row, the 
underline position, and blanking of top and bottpm 
lines are programmable. (See Programming Section.) 

The 8276H provides special Control Codes which can 
be used to minimize overhead. It also provides Visual 
Attribute Codes to cause special action on the screen 
without the use of the character generator. (See Visual 
Attributes Section.) 

The 8276H also controls raster timing. This is done by 
generating Horizontal Retrace (HRTC) and Vertical 
Retrace (VRTC) signals. The timing of these signals is 
also programmable. 

The 8276H can generate a cursor. Cursor location and 
format are programmable. (See Programming Section.) 



Figure 3. CRT System Block Diagram 
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1st 

2nd 

3rd 

4th 

5th 

6th 

7th 

Character 

Character 

Character 

Character 

Character 

Character 

Character 


1U ■■■■■□ LJ □□ LJ U U U LJ ■■■■□ LJ □ LI ■■■ LJ □ (J □ • 

First Line of a Character Row 


1st 2nd 3rd 4th 5th 6th 7th 

Character Character Character Character Character Character Character 

□□■■■■□□□■□□□□■□□■■■■■□□□□□□□□□■■■■□□□□■■■□□□■□□□■a 

□■□□□□■□□■■□□□■□□■□□□□□□□□□□□□□■□□□■□□■□□□■□□■□□□■a 

Second Line of a Character Row 

1st 2nd 3rd 4th 5th 6th 7th 

Character Character Character Character Character Character Character 

Third Line of a Character Row 


1st 2nd 3rd 4th 5th 6th 7 th 

Character Character Character Character Character Character Character 

□□■■■■□□□■□□□□■□□■■■■■□□□□□□□□□■■■■□□□□■■■□□□■□□□■a 

□■□□□□■□□■□■□□■□□a 

□■□□□□■□□■□□□□■□□■■■■□□□□□□□□□□■■■■□□□■□□□■□□■□■□■a 

□■□□□□■□□■□□■□■□□■□□□□□□□□□□□□□■□■□□□□■□□□■□□■□■□■a 

□■□□□□■□□■□□□■■□□■□□□□□□□□□□□□□■□□■□□□■□□□■□□■□■□an 

□□■■■■□□□■□□□□■□□■I 

Seventh Line of a Character Row 

Figure 4. Display Of A Character Row 


Display Row Buffering 

Before the start of a frame, the 8276H us.es BRDY and 
BS to fill one row buffer with characters. 

When the first horizontal sweep is started, character 
codes are output to the character generator from the 
row buffer just filled. Simultaneously, the other row 
buffer is filled with the next row of characters. 

After all the lines of the character row are scanned, 
the buffers are swapped and the same procedure is 
followed for the next row. 

This process is repeated until all of the character 
rows are displayed. 

Row Buffering allows the CPU access to the display 
memory at all times except during Buffer Loading 
(about 25%). This compares favorably to alternative 
approaches which restrict CPU access to the display 
memory to occur only during horizontal and vertical 
retrace intervals (80% of the bus time is used to re- 
fresh the display.) 
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Figure 6. Second Row Buffer Filled, First Row 
Displayed 



Figure 7. First Row Buffer Filled With Third Row, 


Second Row Displayed 


Display Format 

SCREEN FORMAT 

The 8276H can be programmed to generate from 1 to 
80 characters per row, and from 1 to 64 rows per frame. 



Figure 8. Screen Format 


The 8276H can also be programmed to blank alternate 
rows. In this mode, the first row is displayed, the 
second blanked, the third displayed, etc. Display data is 
not requested for the blanked rows. 



Figure 9. Blank Alternate Rows Mode 


ROW FORMAT 

The 8276H is designed to hold the line count stable 
while outputting the appropriate character codes during 
each horizontal sweep. The line count is incremented 
during horizontal retrace and the whole row of char- 
acter codes are output again during the next sweep. 
This is continued until the entire character row is 
displayed. 

The number of lines (horizontal sweeps) per charac- 
ter row is programmable from 1 to 16. 

The output of the line counter can be programmed 
to be in one of two modes. 

In mode 0, the output of the line counter is the same 
as the line number. 
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In mode 1 , the line counter is offset by one from the 
line number. 

Note: In mode 1, while the first line (line number 0) is being dis- 
played, the last count is output by the line counter (see 
examples). 











Line 

Line 

Line 









Counter 

Counter 

Number 









Mode 0 

Mode 1 

0 

□ 

□ 

□ 

□ 

□ 

u 

LJ 

□ □ oooo 

1111 

1 

LJ 

u 

□ 

□ 

■ 

□ 

□ 

□ □ 0001 

0 0 0 0 

2 

□ 

□ 

□ 

■ 

□ 

■ 

□ 

□ □ 0010 

000 1 

3 

□ 

□ 

■ 

□ 

□ 

□ 

■ 

□ □ 0011 

0 0 10 

4 

u 

■ 

□ 

(j 

□ 

u 

u 

■ □ 0100 

00 11 

5 

□ 

■ 

□ 

□ 

□ 

□ 

u 

■ □ 0101 

0 100 

6 

□ 

■ 

■ 

■ 

■ 

■ 

■ 

■ □ 0110 

0 10 1 

7 

u 

■ 

□ 

□ 

□ 

□ 

□ 

■ □ 0111 

0 110 

8 

□ 

■ 

□ 


u 

□ 

□ 

■ □ 1000 

0 111 

9 

□ 

■ 

□ 

□ 

□ 

□ 

u 

■ □ 1001 

1000 

10 

! J 

LJ 

□ 

□ 

□ 

□ 

□ 

□ □ 1010 

10 0 1 

11 

U 

□ 

n 

□ 

□ 

□ 

□ 

□ □ 1011 

10 10 

12 

U 

LJ 

u 

□ 

u 

□ 

□ 

□ n 1100 

10 11 

13 

□ 

L) 

u 

n 

□ 

□ 

LJ 

□ □ 1101 

110 0 

14 

U 

LJ 

cj 

LJ 

□ 

□ 

U 

|j n 1110 

110 1 

15 

U 

□ 

□ 

n 

n 

u 

LJ 

u u 1111 

1110 

Figure 

10 

. Example of a 16-Line Format 










Line 

Line 

Line 









Counter 

Counter 

Number 









Mode 0 

Mode 1 

0 


U 

n 

□ 

IJ 

□ 

□ 

LJ 

0 0 0 0 

100 1 

1 


□ 

n 

□ 

■ 

□ 

U 

□ 

000 1 

0000 

2 


□ 

□ 

■ 

u 

■ 

□ 

□ 

00 10 

000 1 

3 


L) 

■ 

□ 

□ 

□ 

■ 

□ 

00 11 

00 10 

4 


. i 

■ 

□ 

□ 

[ 1 

■ 

□ 

0 100 

0 0 11 

5 


U 

■ 

■ 

■ 

■ 

■ 

□ 

0 10 1 

0 10 0 

6 


L) 

■ 

□ 

i j 

LI 

■ 

U 

0 110 

0 10 1 

7 


□ 

■ 

□ 

□ 

U 

■ 

□ 

0 111 

0 110 

8 


'1 

u 

□ 

□ 

U 

n 

□ 

1000 

0 111 

9 


□ 

n 

□ 

□ 

□ 

□ 

u 

100 1 

1000 


Figure 11. Example of a 10-Line Format 


Mode 0 is useful for character generators that leave 
address zero blank and start at address 1 . Mode 1 is 
useful for character generators which start at 
address zero. 


If the line number of the underline is greater than 7 
(line number MSB =1), then the top and bottom 
lines will be blanked. 












Line 

Line 

Line 










Counter 

Counter 

Number 










Mode 0 

Mode i 

0 

□ 

□ 

a 

n 

□ 

LJ 

ri 

U 

( J 

00 

00 

10 11 

1 

□ 

□ 

n 

□ 

■ 

□ 

n 

□ 

[ 1 

00 

0 1 

0 0 0 0 

2 

□ 

N 

□ 

■ 

□ 

■ 

□ 

U 

( ] 

00 

1 0 

000 1 

3 

□ 

□ 

■ 

□ 

□ 

rj 

■ 

[ ) 

I ) 

00 

1 1 

00 10 

4 

□ 

■ 

□ 

□ 

rj 

□ 

n 

■ 

P 

0 1 

00 

0 0 11 

5 

□ 

■ 

□ 

n 

□ 

1 1 

n 

■ 

[) 

0 1 

0 1 

0 10 0 

6 

n 

■ 

■ 

■ 

■ 

■ 

■ 

■ 

1 J 

0 1 

1 0 

0 10 1 

7 

□ 

■ 

n 

□ 

□ 

i j 

n 

■ 

( ) 

0 1 

1 1 

0 110 

8 

□ 

■ 

□ 

n 

□ 

i j 

n 

■ 

1 ! 

1 0 

0 0 

0 111 

9 

□ 

■ 

n 

□ 

□ 

i j 

n 

■ 

n 

1 0 

0 1 

10 0 0 

10 

■ 

■ 

■ 

■ 

■ 

■ 

■ 

■ 

■ 

1 0 

1 0 

10 0 1 

11 

n 

□ 

□ 

□ 

□ 

u 

□ 

□ 

LJ 

1 0 

1 1 

10 10 


Top and Bottom 
Lines are Blanked 


Figure 12. Underline in Line Number 10 


If the line number of the underline is less than or 
equal to 7 (line number MSB m 0), then the top and 
bottom lines will not be blanked. 










Line 

Line 

Line 








Counter 

Counter 

Number 








Mode 0 

Mode 1 

0 

,, 

□ 

N 

■ 

IJ 

[j 

L) 

0000 

0 111 

1 

□ 

u 

■ 

□ 

■ 

, i 

1 J 

0 0 0 1 

0 0 0 0 

2 

□ 

■ 

□ 

n 

( ) 

■ 

IJ 

00 10 

0 0 0 1 

3 

LJ 

■ 

□ 

! J 

□ 

■ 

I J 

0 0 11 

0 0 10 

4 

n 

■ 

■ 

■ 

■ 

■ 

LJ 

0 10 0 

0 0 11 

5 

n 

■ 

□ 

U 

n 

■ 

Li 

0 10 1 

0 10 0 

6 

[j 

■ 

□ 

L) 

□ 

■ 

IJ 

0 110 

0 10 1 

7 

■ 

■ 

■ 

■ 

■ 

■ 

■ 

0 111 

0 110 


Top and Bottom 
Lines are not Blanked 


Figure 13; Underline in Line Number 7 


If the line number of the underline isgreaterthan the 
maximum number of lines, the underline will not ap- 
pear. 


Underline placement is also programmable (from 
line number 0 to 15). This is independent of the line 
counter mode. 
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Blanking is accomplished by the VSP (Video Sup- 
pression) signal. Underline is accomplished by the 
LTEN (Light Enable) signal. 
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DOT FORMAT 

Dot width and character width are dependent upon 
the external timing and control circuitry. 

Dot level timing circuitry should be designed to ac- 
cept the parallel output of the character generator 
and shift it out serially at the rate required by the CRT 
display. 



Figure 14. Typical Dot Level Block Diagram 


Dot width is a function of dot clock frequency. 

Character width is a function of the character 
generator width. 

Horizontal character spacing is a function of the 
shift register length. 

Note: Video control and timing signals must be synchronized 
with the video signal due to the character generator ac- 
cess delay 


Raster Timing 

The character counter is driven by the character 
clock input (CCLK). It counts out the characters 
being displayed (programmable from 1 to 80). It then 
causes the line counter to increment, and it starts; 
counting out the horizontal retrace interval (pro- 
grammable from 2 to 32). This process is constantly 
repeated. 



The line counter is driven by the character counter. It 
is used to generate the line address outputs (LCq^) 
for the character generator. After it counts all of the 
lines in a character row (programmable from 1 to 
16), it increments the row counter, and starts over 
again. (See Character Format Section for detailed 
description of Line Counter functions.) 

The row counter is an internal counter driven by the 
line counter. It controls the functions of the row buf- 
fers and counts the number of character rows 
displayed. 



After the row counter counts all of the rows in a 
frame (programmable from 1 to 64), it starts count- 
ing out the vertical retrace interval (programmable 
from 1 to 4). 


cxx>ooc>0c>oc 

cmcr LAST first 'AST 


A 




PROGRAMMABLE PROGRAMMABLE 

1 TO 64 ROW COUNTS 1 TO 4 ROW COUNTS 


Figure 17. Frame Timing 


The Video Suppression Output (VSP) is active dur- 
ing horizontal and vertical retrace intervals. 

Dot level timing circuitry must synchronize these 
outputs with the video signal to the CRT Display. 
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Interrupt Timing 

The 8276H can be programmed to generate an interrupt 
request at the end of each frame. lfthe8276H interrupt 
enable flag is set, an interrupt request will occur at the 
beginning of the last display row. 



INT will go inactive after the status register is read. 



A reset command will also cause INT to go inactive, 
but this is not recommended during normal service. 

Note: Upon power-up, the 8276H Interrupt Enable Flag may be set 
As a result, the user’s cold start routine should write a reset 
/ command to the 8276H before system interrupts are enabled. 


VISUAL ATTRIBUTES 
AND SPECIAL CODES 

The characters processed by the 8276H are 8-bit 
quantities. The character code outputs provide the 
character generator with 7 bits of address. The Most 
Significant Bit is the extra bit and it is used to determine 
if.it is a normal display character (MSB = 0), or if it is a 
Field Attribute or Special Code (MSB = 1). 


Special Codes 

Four special codes are available to help reduce bus 
usage. 

SPECIAL CONTROL CHARACTER 

MSB LSB 

1111 0 0 S S 

SPECIAL CONTROL CODE 


s 

s 

FUNCTION 

0 

0 

End of Row 

0 

1 

End of Row-Stop Buffer Loading 

1 

0 

End of Screen 

1 

1 

End of Screen-Stop Buffer Loading 


The End of Row Code (00) activates VSP and holds it 
to the end of the line. 

The End of Row-Stop Buffer Loading (BRDY) Code 
(01 ) causes the Buffer Loading Control Logic to stop 
buffer loading for the rest of the row upon being 
written into the Row Buffer. It affects the display in 
the same way as the End of Row Code (00). 

The End of Screen Code (10) activates VSP and 
holds it to the end of the frame. 

The End of Screen-Stop Buffer Loading (BRDY) 
Code (11) causes the Row Buffer Control Logic to 
stop buffer loading for the rest of the frame upon 
being written. It affects the display in the same way 
as the End of Screen Code (10). 

If the Stop Buffer Loading feature is not used, all 
characters after an End of Row character are ig- 
nored, except for the End of Screen character, 
which operates normally. All characters after an End 
of Screen character are ignored. 

Note: If a Stop Buffer Loading is not the last character in a row, 
Buffer Loading is not stopped until afterthe next character 
is read. In this situation, a dummy character must be 
placed in memory afterthe Stop Buffer Loading character. 


Field Attributes 

The field attributes are control codes which affect 
the visual characteristics for a field of characters, 
starting at the character following the code up to, 
and including, the character which precedes the 
next field attribute code, or up to the end of the 
frame. The field attributes are reset during the verti- 
cal retrace interval. 
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The 8276H can be programmed to provide visible field 
attribute characters; all field attribute codes will occupy 
a position on the screen. These codes will appear as 
blanks caused by activation of the Video Suppression 
output (VSP). The chosen visual attributes are activated 
after this blanked character. 

There are six field attributes: 

1. Blink — Characters following the code are 
caused to blink by activating the Video Sup- 
pression output (VSP). The blink frequency is 
equal to the screen refresh frequency divided 
by 32. 

2. Highlight — Characters following the code are 
caused to be highlighted by activating the High- 
light output (HGLT). 

3. Reverse Video— Characters following the code 
are caused to appear with reverse video by ac- 
tivating the Reverse Video output (RVV). 

4. Underline — Characters following the code are 
caused to be underlined by activating the Light 
Enable output (LTEN). 

5,6. General Purpose— There are two additional 8276H 
outputs which act as general purpose, indepen- 
dently programmable field attributes. GPA 0 _ 1 are 
active high outputs. 


ABODE FGHIJKLM 
NOP QRSTUV 


^ 1 2 3 4 5 6789 J 


Figure 20. Example of a Visible Field Attribute 
(Underline Attribute) 


FIELD ATTRIBUTE CODE 

MSB LSB 

1 O U R G G B H 

~T~ I 1 HIGHLIGHT 

I BUNK 

GENERAL PURPOSE 

REVERSE VIDEO 

UNDERLINE 


H = 1 FOR HIGHLIGHTING 
B = 1 FOR BLINKING 
R = 1 FOR REVERSE VIDEO 
U = 1 FOR UNDERLINE 
GG^GPA^GPAo 

Note: More than one attribute can be enabled at the same time. 
If the blinking and reverse video attributes are enabled 
simultaneously, only the reversed characters will blink. 


Cursor Timing 

The cursor location is determined by a cursor row 
register and a character position register which are 
loaded by command to the controller. The cursor 
can be programmed to appear on the display as: 

1. a blinking underline 

2. a blinking reverse video block 

3. a non-blinking underline 

4. a non-blinking reverse video block 

The cursor blinking frequency is equal to the screen 
refresh frequency divided by 16. 

If a non-blinking reverse video cursor appears in a 
non-blinking reverse video field, the cursor will ap- 
pear as a normal video block. 

If a non-blinking underline cursor appears in a non- 
blinking underline field, the cursor will not be 
visible. 


Device Programming 

The 8276H # has two programming registers, the Com- 
mand Register and the Parameter Register. It also has a 
Status 'Register. The Command Register can only be 
written into and the Status Register can only be read 
from. They are addressed as follows: 


C/P 

OPERATION 

REGISTER 

0 

Read 

Reserved 

0 

Write 

Parameter 

1 

Read 

Status 

1 

Write 

Command 


The 8276H expects to receive a command and a 
sequence of 0 to 4 parameters, depending on the 
command. If the proper number of parameter bytes are 
not received before another command is given, a status 
flag is set, indicating an improper command. 
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Instruction Set 

The 8276H instruction set consists of 7 commands. 


COMMAND 

NO. OF PARAMETER BYTES 

Reset 

4 

Start Display 

0 

Stop Display 

0 

Load Cursor 

2 

Enable Interrupt 

0 

Disable Interrupt 

0 

Preset Counters 

0 


In addition, the status of the 8276H can be read by the 
CPU at any time. 


1. RESET COMMAND 



OPERATION 

C/P 

DESCRIPTION 

DATA BUS 

MSB LSB 

Command 

Parameters 

Write 

1 

Reset Command 

00000000 

Write 

0 

Screen Comp 
Byte 1 

SHHHHHHH 

Write 

0 

Screen Comp 
Byte 2 

VVRRRRRR 

Write 

0 

Screen Comp 
Byte 3 

UUUULLLL 

Write 

0 

Screen Comp 
Byte 4 

Ml C C Z Z Z Z 


Action— After the reset command is written, BRDY 
goes inactive, 8276H interrupts are disabled, and the 
VSP output is used to blank the screen. HRTC and 
VRTC continue to run. HRTC and VRTC timing are 
random on power-up. 

As parameters are written, the screen composition is 
defined. 

Parameter — S Spaced Rows 


S 

FUNCTIONS 

0 

Normal Rows 

1 

Spaced Rows 


Parameter— VV Vertical Retrace Row Count 


V V 

NO. OF ROW COUNTS PER VRTC 

0 0 

1 

0 1 

2 

1 0 

3 

1 1 

4 


Parameter— RRRRRR Vertical Rows/Frame 


RRRRRR 

NO. OF ROWS/FRAME 

0 0 0 0 0 0 

1 

0 0 0 0 0 1 

2 

0 0 0 0 1 0 

3 

111111 

64 


Parameter — UUUU Underline Placement 


UUUU 

LINE NUMBER OF 
UNDERLINE 

0 0 0 0 

1 

0 0 0 1 

2 

0 0 10 

3 

1 11 1 

16 


Parameter— LLLL Number of Lines 
per Character Row 


LLLL 

NO. OF LINES/ROW 

0 0 0 0 

1 

0 0 0 1 

2 

0 0 10 

3 

1111 

16 


Parameter — HHHHHHH 
Horizontal Characters/Row 


H 


0 

0 

0 


H H H H H H 


0 0 0 0 0 0 
0 0 0 0 0 1 
0 0 0 0 1 0 


NO. OF CHARACTERS 
PER ROW 

1 

2 

3 


Parameter— M Line Counter Mode 


M 

LINE COUNTER MODE 

0 

Mode 0 (Non-Offset) 

1 

Mode 1 (Offset by 1 Count) 


10 0 1111 80 
1 0 1 0 0 0 0 Undefined 


1 


Undefined 


Parameter — CC Cursor Format 


C C 

CURSOR FORMAT 

0 0 

Blinking reverse video block 

0 1 

Blinking underline 

1 0 

Non-b*inking reverse video block 

1 1 

Non-blinking underline 
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Parameter — ZZZZ Horizontal Retrace Count 


ZZZZ 

NO. OF CHARACTER 
COUNTS PER HRTC 

0 0 0 0 

2 

0 0 0 1 

4 

0 0 10 

6 

1111 

32 


Note: uuuu MSB determines blanking of top and bottom lines 
(1 = blanked, 0 = not blanked). 


2. START DISPLAY COMMAND 



OPERATION 

C/P 

DESCRIPTION 

DATA BUS 

MSB LSB 

Command 

Write 

1 

Start Display 

0 0 1 0 0 0 0 0 

No parameters 





Action— 8276H interrupts are enabled, BRDY goes 
active, video is enabled, Interrupt Enable and Video 
Enable status flags are set. 


3. STOP DISPLAY COMMAND 



OPERATION 

C/P 

DESCRIPTION 

DATA BUS 

MSB LSB 

Command 

Write 

1 

Stop Display 

0 1 0 0 0 0 0 0 

No parameters 





Action — Disables video, interrupts remain enabled, 
HRTC and VRTC continue to run, Video Enable 
status flag is reset, and the “Start Display” com- 
mand must be given to reenable the display. 


4. LOAD CURSOR POSITION 



OPERATION 

C/P 

DESCRIPTION 

DATA BUS 

MSB LSB 

Command 

Write 

1 

Load Cursor 

1 0 0 0 0 0 0 0 

Parameters 

Write 

Write 

0 

0 

Char Number 
Row Number 

(Char Position in Row) 
(Row Number) 


Action— The 8276H is conditioned to place the next 
two parameter bytes into the cursor position registers. 
Status flag not affected. 


5. ENABLE INTERRUPT COMMAND 



OPERATION 

C/P 

DESCRIPTION 

DATA BUS 

MSB LSB 

Command 

Write 

1 

Enable Interrupt 

1 0 1 0 0 0 0 0 

No parameters 





Action — The interrupt enable flag is set and inter- 
rupts are enabled. 


6. DISABLE INTERRUPT COMMAND 



OPERATION 

C/P 

DESCRIPTION 

DATA BUS 

MSB LSB 

Command 

Write , 

1 

Disable Interrupt 

1 1 0 0 0 0 0 0 

No parameters 





Action— Interrupts are disabled and the interrupt 
enable status flag is reset. 


7. PRESET COUNTERS COMMAND 



OPERATION 

C/P 

DESCRIPTION 

DATA BUS 

MSB LSB 

Command 

Write 

, 1 

Preset Counters 

1 1 1 0,0 0 0 0 

No parameters | 





Action — The internal timing counters are preset, 
corresponding to a screen display position at the top 
left corner. Two character clocks are required, for 
this operation. The counters will remain in this state 
until any other command is given. 

This command is useful for system debug and syn- 
chronization of clustered CRT displays on a single 
CPU. After this command, two additional clock cycles 
are required before the first character of the first row is 
put out. 

Status Flags 



OPERATION 

C/P 

DESCRIPTION 

DATA BUS I 

MSB LSB | 

Command 

Read ' 

1 

Status Word 

0 IE IR X 1C VE BU X ( 


IE — (Interrupt Enable) Set or reset by command. 
It enables vertical retrace interrupt. It is auto- 
matically set by a “Start Display” command 
and reset with the “Reset” command. 

IR — (Interrupt Request) This flag is set at the be- 
ginning of display of the last row of the frame 
if the interrupt enable flag is set. It is reset 
after a status read operation. 

1C — (Improper Command) This flag is set when a 
command parameter string is too long or too 
short. The flag is automatically reset after a 
status read. 

VE — (Video Enable) This flag indicates that video 
operation of the CRT is enabled. This flag is 
set on a “Start Display” command, and reset 
on a “Stop Display” or “Reset” command. 

BU — (Buffer Underrun) This flag is set whenever a 
Row Buffer is not filled with character data in 
time for a buffer swap required by the display. 
Upon activation of this bit, buffer loading 
ceases, and the screen is blanked until after 
the vertical retrace interval. 
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ABSOLUTE MAXIMUM RATINGS* 


Ambient Temperature Under Bias 0°C to 70°C 

Storage Temperature -65°C to +150°C 

Voltage On Any Pin 

With Respect to Ground -0.5V to +7V 

Power Dissipation 1 Watt 


*NOTICE: Stresses above those listed under “Absolute Maxi- 
mum Ratings” may cause permanent damage to the device. This 
is a stress rating only and functional operation of the device at 
these or any other conditions above those indicated in the opera- 
tional sections of this specification is not implied 


D.C. CHARACTERISTICS <t a = o°c to 70°C; v C c = 5V ±5%) 


SYMBOL 

PARAMETER 

MIN. 

MAX. 

UNITS 

TEST CONDITIONS 

VlL 

Input Low Voltage 

-0.5 

0.8 

V 


V IH 

Input High Voltage 

2.0 

V C C + 0.5V 

V 


V OL 

Output Low Voltage 


0.45 

V 

Iql = 2.2 mA 

V OH 

Output High Voltage 

2.4 


V 

Iqh = “400 /aA 

l|L 

Input Load Current 


±10 

/aA 

V|n = Vcc t0 0V 

lOFL 

Output Float Leakage 


±10 


v 0UT = v cc to 0 45V 

•cc 

V CC Supply Current 


160 

mA 



CAPACITANCE (t a = 25°C; v cc = gnd = ov> 


SYMBOL 

PARAMETER 

MIN. 

MAX. 

UNITS 

TEST CONDITIONS 

C||\l 

Input Capacitance 


10 

PF 

f c = 1 MHz 

Unmeasured pins returned to V$s- 

C l/0 

I/O Capacitance 


20 

pF 


A.C. TESTING LOAD CIRCUIT 


DEVICE 

UNDER 

TEST 



C L INCLUDES JIG CAPACITANCE 
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A.C. CHARACTERISTICS (T a = o°c to 70°c ; v cc = 5.ov ±5%; gnd = ov) 

Bus Parameters 

READ CYCLE 


Symbol 

Parameter 

Min. 

Max. 

Units 

Test Conditions 

*ar 

Address Stable Before READ 

0 


ns 


*RA 

Address Hold Time for READ 

0 


ns 


*RR 

READ Pulse Width 

250 


ns 


*RD 

Data Delay from READ 


200 

ns 

C L ‘ = 1 50pF 

*DF 

READ to Data Floating 


100 

ns 



WRITE CYCLE 


Symbol 

Parameter 

Min. 

Max. 

Units 

Test Conditions 

*AW 

Address Stable Before WRITE 

0 


x ns 


%A 

Address Hold Time for WRITE 

0 


ns 


tww 

WRITE Pulse Width 

250 

• 

ns 


*DW 

Data Setup Time for WRITE 

150 


ns 


*WD 

Data Hold Time for WRITE 

0 


ns 



CLOCK TIMING 



8276H 

8276-2 


Symbol 

Parameter 

Min. 

Max. 

Min. 

Max. 

Units 

Test 

Conditions 

X CLK 

Clock Period 

480 


320 


ns 


*KH 

Clock High ' 

240 


120 


ns 


tKL 

Clock Low 

160 


120 


ns 


*KR 

Clock Rise 

5 

30 

5 

30 

ns 


*KF 

Clock Fall 

5 

30 

5 

30 

ns 



OTHER TIMING 



8276H 8276-2 


Symbol 

Parameter 

Min. 

Max. 

Min. 

Max. 

Units 

Test 

Conditions 

x cc 

Character Code Output Delay 


150 


150 

ns 

CL = 50 pF 

*HR 

Horizontal Retrace Output Delay 


200 


150 

Vis 

C L = 50 pF 

*LC 

Line Count Output Delay 


400 


250 

ns 

C L = 50 pF 

*AT 

Control/ Attribute Output Delay 


275 


250 

ns 

C L = 50 pF 

*VR 

Vertical Retrace Output Delay 


275 


250 

ns 

C L = 50 pF 

tRI 

INT| from RDf 


250 


250 

ns 

C L = 50 pF 

*WQ 

BRDY| from WRj 


250 


250 

ns 

C L = 50 pF 

*RQ 

BRDYj fromWRj 


200 


200 

ns 

C L = 50 pF 

*LR 

BS1 to WR| 

0 


0 


ns 


tRL 

WR| to BSf 

0 


0 


ns 
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WAVEFORMS 

Typical Dot Level Timing 


JlTLTLTLJlRnJLriJ^^ 


FIRST CHARACTER CODE 


SECOND CHARACTER CODE 


CHARACTER 

GENERATOR 

OUTPUT 


ATTRIBUTES & CONTROLS FOR FIRST CHAR 


SHIFT REGISTER SETUP ** 


VIDEO 
(FROM SHIFT 
REGISTER) 


DOOOOOOOOOOOOC 


ATTRIBUTES 
& CONTROLS 
(FROM 
SYNCHRONIZER) 


*CCLK IS A MULTIPLE OF THE DOT CLOCK AND AN INPUT TO THE 8276 



/ FIRST \/ SECOND \ 
DISPLAY Y DISPLAY ) 
\ CH AR ACTE R/\ CHARACTER/ 


/ LAST \ / FIRST \ 
' DISPLAY Y RETRACE ’ 

\characte8/\ character/ 


/ LAST \ 

retrace 

V CHARACTER/ 


PROGRAMMABLE FROM 1 TO 80 CHARACTERS * PROGRAMMABLE FROM 2 TO 32 CCLKS — ► 


VIDEO 
CONTROLS 
AND ATTRIBUTES * 


VSP LTEN HGLT RVV GPA 0 i 
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Timing for Buffer Loading 



Write Timing Read Timing 






BS, Cl P, CS INVALID^ 

l 

VALID 

V INVALID 

l AW 

— *1 ^-*ww — 

'WA - * 


WR 

*DW 

J 

H 

/ 

WD 

DBq-7 INVALID ^ 

‘ V»UD \ 

f 

^ INVALID 


I 



Clock Timing 


Input and Output Waveforms for A.C. Tests 



* t C LK 





•* — l KH — ► 


CCLK 5 

\ i 


\ 

tKF — ► 


- tKR 



FOR A C TESTING, INPUTS ARE DRIVEN AT 2 4V FOR A LOGIC 1 
AND 0 45V FOR A LOGIC 0 TIMING MEASUREMENTS FOR INPUT 
AND OUTPUT SIGNALS ARE MADE AT 2 OV FOR A LOGIC 1 AND 
0 8V FOR A LOGIC 0 
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1. INTRODUCTION 

The purpose of this application note is to provide the 
reader with the design concepts and factual tools 
needed to integrate Intel peripherals and microproc- 
essors into a low cost raster scan CRT terminal. A 
previously published application note, AP-32, pre- 
sented one possible solution to the CRT design 
question. This application note expands upon the 
theme established in AP-32 and demonstrates how 
to design a functional CRT terminal while keeping 
the parts count to a minimum. 

For convenience, this application note is divided 
into seven general sections: 

, 1. Introduction 

2. CRT Basics 

3. 8275 Description 

4. Design Background 

5. Circuit Description 

6. Software Description 

7. Appendix 

There is no question that microprocessors and LSI 
peripherals have had a significant role in the evolu- 
tion of CRT terminals. Microprocessors have 
allowed design engineers to incorporate an abun- 
dance of sophisticated features into terminals that 
were previously mere slaves to a larger processor. T o 
complement microprocessors, LSI peripherals have 
reduced component count in many support areas. A 
typical LSI peripheral easily replaces between 30 
and 70 SSI and MSI packages, and offers features 
and flexibility that are usually not available in most 
hardware designs. In addition to replacing a whole 
circuit board of random logic, LSI circuits also 
reduce the cost and increase the reliability of design. 
Fewer interconnects increases mechanical reliability 
and fewer parts decreases the power consumption 
and hence, the overall reliability of the design. The 
reduction of components also yields a circuit that is 
easier to debug during the actual manufacturing 
phase of a product. 

Until the era of advanced LSI circuitry, a typical 
CRT terminal consisted of 80 to 200 or more SSI 
and MSI packages. The first microprocessors and 
peripherals dropped this component count to be- 
tween 30 and 50 packages. This application note 
describes a CRT terminal that uses 20 packages. 

2. CRT BASICS 

The raster scan display gets its name from the fact 
that the image displayed on the CRT is built up by 
generating a series of lines (raster) across the face of 
the CRT. Usually, the beam starts in the upper left 
hand corner of the display and simultaneously 
moves left to right and top to bottom to put a series 



Figure 2-1. Raster Scan 


of zig-zag lines on the screen (Fig. 2.1). Two simul- 
taneously operating independent circuits control the 
vertical and horizontal movement of the beam. 

As the electron beam moves across the face of the 
CRT, a third circuit controls the current flowing in 
the beam. By varying the current in the electron 
beam the image on the CRT can be made to be as 
bright or as dark as the user desires. This allows any 
desired pattern to be displayed. 

When the beam reaches the end of a line, it is 
brought back to the beginning of the next line at a 
rate that is much faster than was used to generate 
t the line. This action is referred to as “retrace”. 
During the retrace period the electron beam is 
usually shut off so that it doesn’t appear on the 
screen. 

As the electron beam is moving across the screen 
horizontally, it is also moving downward. Because 
of this, each successive line starts slightly below the 
previous line. When the beam finally reaches the 
bottom right hand corner of the screen, it retraces 
vertically back to the top left hand corner. The time 
it takes for the beam to move from the top of the 
screen to the bottom and back again to the top is 
usualLy referred to as a “frame”. In the United 
States, commercial television broadcast use 15,750 
Hz as the horizontal sweep frequency (63.5 micro- 
seconds per horizontal line) and 60 Hz as the vertical 
sweep frequency or “frame” (16.67 milliseconds per 
vertical frame). 

Although, the 60 Hz vertical frame and the 15,750 Hz 
horizontal line are the standards used by commercial 
broadcasts, they are by no means the only frequency 
at which CRT’s can operate. In fact, many CRT 
displays use a horizontal scan that is around 18 KHz 
to 22 KHz and some even exceed 30 KHz. As the 
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horizontal frequency increases, the number of hori- 
zontal lines per frame increases. Hence, the resolution 
on the vertical axis increases. This increased resolu- 
tion is needed on high density graphic displays and 
on special text editing terminals that display many 
lines of text on the CRT. 

Although many CRT’s operate at non-standard 
horizontal frequencies, very few operate at vertical 
frequencies other than 60 Hz. If a vertical frequency 
other than 60 Hz is chosen, any external or internal 
magnetic or electrical variations at 60 Hz will 
modulate the electron beam and the image on the 
screen will be unstable. Since, in the United States, 
the power line frequency happens to be 60 Hz, there 
is a good chance for 60 Hz interference to exist. 
Transformers can cause 60 Hz magnetic fields and 
power supply ripple can cause 60 Hz electrical 
variations. To overcome this, special shielding and 
power supply regulation must be employed. In this 
design, we will assume a standard frame rate of 60 Hz 
and a standard line rate of 15,750 Hz. 

By dividing the 63.5 microsecond horizontal line 
rate into the 16.67 millisecond verticat rate, it is 
found that there are 262.5 horizontal lines per 
vertical frame. At first, the half line may seem a bit 
odd, but actually it allows^he resolution on the CRT 
to be effectively doubled. This is done by inserting a 
second set of horizontal lines between the first set 
(interlacing). In an interlaced system the line sets are 
not generated simultaneously. In a 60 Hz system, 
first all of the even-numbered lines are scanned: 0, 2, 
4, . . . 524. Then all the odd-numbered lines: 1 , 3, 5, . . . 
525. Each set of lines usually contains different data 
(Fig. 2.2). 



Figure 2-2. Interlaced Scan 


Although interlacing provides greater resolution, it 
also has some distinct disadvantages. First of all, the 
circuitry needed to generate the extra half horizontal 
line per frame is quite complex when compared to a 
noninterlaced design, which requires an integer 
number of horizontal lines per frame. Next, the 
overall vertical refresh rate is half that of a noninter- 
laced display. As a result, flicker may result when the 
CRT uses high speed phosphors. To keep things as 
simple as possible, this design uses the noninterlaced 
approach. 

The first thing any CRT controller must do is 
generate pulses that define the horizontal line timing 
and the vertical frame timing. This is usually done by 
dividing a crystal reference source by some appro- 
priate numbers. On most raster scan CRT’s the 
horizontal frequency is very forgiving and can vary 
by around 500 Hz or so and produce no ill effects. 
This means that the CRT itself can track a horizontal 
frequency between 15250 Hz and 16250 Hz, or in 
other words, there can be 256 to 270 horizontal lines 
per vertical frame. But, as mentioned earlier, the 
vertical frequency should be 60 Hz to insure stability. 

The characters that are viewed on the screen are 
formed by a series of dots that are shifted out of the 
controller while the electron beam moves across the 
face of the CRT. The circuits that create this timing 
are referred to as the dot clock and character clock. 
The character clock is equal to the dot clock divided 
by the number of dots used to form a character along 
the horizontal axis and the dot clock is calculated by 
the following equation: 

DOT CLOCK (Hz) - ( N + R ) * D * L * F 
where N is the number of displayed characters per 
row, 

R is the number of retrace character time 
increments, 

D is the number of dots per character, 

L is the number of horizontal lines per frame and 
F is the frame rate in Hz. 

In this design N = 80, R = 20, D = 7, L = 270, and 
F = 60 Hz. If the numbers are plugged in, the dot 
clock is found to be 1 1.34 MHz. 

The retrace number, R, may vary from system to 
system because it is used to establish the margins on 
the left and right hand sides of the CRT. In this 
particular design R = 20 was empirically found it be 
optimum. The number of dots per character may 
vary depending on the character generator used and 
the number of dot clocks the designer wants to place 
between characters. This design uses a 5 X 7 dot 
matrix and allows 2 dot clock periods between 
characters (see Fig. 2.3); since 5+2 equals 7, we find 
that D = 7. 
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Figure 2-3. 5X7 Dot Matrix 
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The number of lines per frame can be determined by 
the following equation: 

L = ( H * Z ) + V 

where, H is the number of horizontal lines per 
character, 

Z is the number of character lines per frame and 
V is the number of horizontal lines during vertical 
retrace. In this design, a 5 X 7 dot matrix is to be 
placed on a 7 X 10 field, so H = 10. Also, 25 lines are 
to be displayed, so Z = 25. As mentioned before, 
V = 20. When the numbers are plugged into the 
equation, L is found to be equal to 270 lines per 
frame. 

The designer should be cautioned that these numbers 


are interrelated and that to guarantee proper opera- 
tion on a standard raster scan CRT, L should be 
between 256 and 270. If L does not lie within these 
bounds the horizontal circuits of the CRT may not 
be able to lock onto the driving signal and the image 
will roll horizontally. The chosen L of 270 yields a 
horizontal frequency of 16,200 KHz on a 60 Hz 
frame and this number is within the 500 Hz tolerance 
mentioned earlier. 

The V number is chosen to match the CRT in much 
the same manner as the R number mentioned earlier. 
When the electron beam reaches the bottom right 
corner of the screen it must retrace vertically to the* 
top left corner. This retrace action requires time, 
usually between 900-1200 microseconds. To allow 
for this, enough horizontal sync times must be 
inserted during vertical retrace. Twenty horizontal 
sync times at 61.5 microseconds yield a total of 
1234.5 microseconds, which is enough time to allow 
the beam to return to the top of the screen. 

The choices of H and Z largely relate to system 
design preference. As H increases, the character size 
along the vertical axis increases. Z is simply the 
number of lines of characters that are displayed and 
this, of course, is entirely a system design option. 
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Figure 3-1. 8275 Block Diagram/Pin Configuration 
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3. 8275 DESCRIPTION 

A block diagram and pin configuration of the 8275 
are shown in Fig. 3.1. The following is a description 
of the general capabilities of the 8275. 

3.1 CRT DISPLAY REFRESHING 

The 8275, having been programmed by the designer 
to a specific screen format, generates a series of 
DMA request signals, resulting in the transfer of a 
row of characters from display memory to the 8275’s 
row buffers. The 8275 presents the character codes 
to an external character generator ROM by using 
outputs CCO-CC6. External dot timing logic is then 
used to transfer the parallel output data from the 
character generator ROM serially to the video input 
of the CRT. The character rows are displayed on the 
CRT one line at a time. Line count outputs LC0-LC3 
are applied to the character generator ROM to 
perform the line selection function. The display 
process is illustrated in ' Figure 3.2. The entire 
process is repeated for each display row. At the 
beginning of the last displayed row, the 8275 issues 
an interrupt by setting the IJIQ output line. The 
8275 interrupt output will normally be connected to 
the interrupt input of the system central processor. 


The interrupt causes the CPU to execute an interrupt 
service subroutine. The service subroutine typically 
re-initializes DMA controller parameters for the 
next display refresh cycle, polls the system keyboard 
controller, and/or executes other appropriate func- 
tions. A block diagram of a CRT system implemented 
with the 8275 CRT Controller is provided in Figure 
3.3. Proper CRT refreshing requires that certain 
8275 parameters be programmed prior to the begin- 
ning of display operation. The 8275 has two types of 
programming registers, the Command Registers 
(CREG) and the Parameter Registers (PREG). It 
also has a Status Register (SREG). The Command 
Registers may only be written to and the Status 
Registers may only be read. The 8275 expects to 
receive a command followed by a sequence of from 0 
to 4 parameters, depending on the command. The 
8275 instruction set consist of the eight commands 
shown in Figure 3.4. 

To establish the format of the display, the 8275 
.provides a number of user programmable display 
format parameters. Display formats having from 1 
to 80 characters per row, 1 to 64 rows per screen, and 
1 to 16 horizontal lines per row are available. 

In addition to transferring characters from memory 


1st 2nd 3rd 4th 5th 6th 7th 

Character Character Character Character Character Character Character 


□□■■■■□□□■□□□□■□□■■■■■□□□□□□□□□■■■■□□□□■■■□□□■□□□■a 

. First Line of a Character Row 


1st 2nd 3rd 4th 5th 6th 7th 

Character Character Character Character Character Character Character 


Second Line of a Character Row 


1st 2nd 3rd 4th 5th 6th 7th 

Character Character Character Character Character Character Character 


□□■■■■□□□■□□□□■□□■■■■■□□□□□□□□□■■■■□□□□■■■□□□■□□□■a 

□■□□□□■□□■■□□□■□□■□□□□□□□□□□□□□■□□□■□□■□□□■□□■□□□■a 

□■□□□□■□□■□□□□■□□■□□□□□□□□□□□□□■□□□■□□■□□□■□□■□□□■a 

Third Line of a Character Row 


1st 2nd 3rd 4th 5th 6th 7th 

Character Character Character Character Character Character Character 


□□■■■■□□□■□□□□■□□■■■■■□□□□□□□□□■■■■□□□□■■■□□□■□□□■a 

□■□□□□■□□■■□□□■□□■□□□□□□□□□□□□□■□□□■□□■□□□■□□■□□□■a 

□■□□□□■□□■□□□□■□□■■■■□□□□□□□□□□■■■■□□□■□□□■□□■□■□■a 

Seventh Line of a Character Row 


Figure 3-2. 8275 Row Display 
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Figure 3-3. CRT System Block Diagram 


to the CRT screen, the 8275 features cursor position 
control. The cursor position may be programmed, 
via X and Y cursor position registers, to any 
character position on the display. The user may 
select from four cursor formats. Blinking or non- 
blinking underline and reverse video block cursors 
are available. 

3.2 CRT TIMING 

The 8275 provides two timing outputs, HRTC and 
VRTC, which are utilized in synchronizing CRT 
horizontal and vertical oscillators to the 8275 
refresh cycle. In addition, whenever HRTC or VRTC 
is active, a third timing output, VSP (Video Sup- 
press) is true, providing a blinking signal to the dot 
timing logic. The dot timing logic will normally 
inhibit the video output to the CRT during the time 
when video suppress signal is true. An additional 
timing output, LTEN (Light Enable) is used to 
provide the ability to force the video output high 
regardless of the state of VSP. This feature is used 
by the 8275 to place a cursor on the screen and to 
control attribute functions. Attributes will be 
considered in the next section. 

The HLGT (Highlight) output allows an attribute 
function to increase the CRT beam intensity to a 
level greater than normal. The fifth timing signal, 
RVV (Reverse Video) will, when enabled, cause the 
system video output to be inverted. 


NO. OF 
PARAMETER 


COMMAND 

BYTES 

NOTES 

RESET 

4 

Display format pa- 
rameters required 

START 

DISPLAY 

0 

DMA operation pa- 
rameters included 
in command 

STOP 

DISPLAY 

0 

— 

READ 

LIGHT 

PEN 

2 


LOAD 

CURSOR 

2 

Cursor X,Y posi- 
tion parameters re- 
quired 

ENABLE 

INTERRUPT 

0 

— 

DISABLE 

INTERRUPT 

0 

— 

PRESET 

COUNTERS 

0 

Clears all internal 
counters 


Figure 3-4. 8275’s Instruction Set 
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Character attributes were designed to produce the following graphics: 


CHARA 

C 

CTER ATTRIBUTE 

OUTPUTS 

SYMBOL 

DESCRIPTION 

ODE "CCCC" 

LA t 

LAo 

VSP 

LTEN 

0000 

Above Underline 

0 

0 

1 

0 

I - 

Top Left Corner 

Underline 

1 

0 

0 

0 

Below Underline 
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1 

0 
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0001 

Above Underlihe 
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0 

1 

o 

n 

Top Right Corner 

Underline 

1 

1 

0 

0 

Below Underline 
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0 

0 

0010 

Above Underline 

0 

1 

0 

0 

i 

Bottom Left Corner 

Underline 

1 

0 

0 

0 

Below Underline 
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0 

1 
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0011 

Above Underline 

0 

1 

0 

0 


Bottom Right Corner 

Underline 

1 

1 

0 

0 

Below Underline 

0 

0 

1 

0 

0100 

Above Underline 

0 

0 

1 

0 


Top Intersect 

Underline 

0 

0 

0 

1 

i 

Below Underline 

0 

1 

0 

0 

0101 

Above Underline 

0 

1 

0 

0 

— 


Right Intersect 

Underline 

1 

1 

0 

0 

Below Underline 

0 

1 

0 

0 

0110 

Above Underline 

0 

1 

0 

0 



Left Intersect 

Underline 

1 

0 

0 

0 

Below Underline 

0 

1 

0 

0 

0111 

Above Underline 

0 

1 

0 

0 

i 

Bottom Intersect 

Underline 

0 

0 

0 

1 


Below Underline 

0 

0 

1 

0 

1000 

Above Underline 

0 

0 

1 

0 


Horizontal Line 

Underline 

0 

0 

0 

1 


Below Underline 

0 

0 

1 

0 

1001 

Above Underline 

0 

1 

0 

0 



Vertical Line 

Underline 

0 

1 

0 

0 

Below Underline 

0 

1 

0 

0 

1010 

Above Underline 

0 

1 

0 

0 



Crossed Lines, 

Underline 

0 

0 

0 

1 



Below Underline 

0 

1 

0 

0 

1011 

Above Underline 

0 

0 

0 

0 


Not Recommended * 

Underline 

0 

0 

0 

0 

Below Underline 

0 

0 

0 

0 

1100 

Above Underline 

0 

0 

1 

0 


Special Codes 

Underline 

0 

0 

1 

0 

Below Underline 

0 

0 

1 

0 

1101 

Above Underline 






Illegal 

Underline 


Undefined 


Below Underline 





1110 

Above Underline 






Illegal 

Underline 


Undefined 




Below Underline 






1111 

Above Underline 







Illegal 

Underline 


Undefined 



Below Underline 



1 




"Character Attribute Code 1011 is not recommended for 
normal operation. Since none of the attribute outputs are 
active, the character Generator will not be disabled, and 
an indeterminate character will be generated. 


Character Attribute Codes 1101, 1110, and 1111 are illegal. 
Blinking is active when B = 1. 

Highlight is active when H = 1. 


Figure 3>5. Character Attributes 
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EXAMPLE OF THE VISIBLE FIELD ATTRIBUTE MODE EXAMPLE OF THE INVISIBLE FIELD ATTRIBUTE MODE 

(UNDERLINE ATTRIBUTE) (UNDERLINE ATTRIBUTE) 


Figure 3-6. Field Attribute Examples 


3.3 SPECIAL FUNCTIONS 

VISUAL ATTRIBUTES — Visual attributes are 
special codes which, when retrieved from display 
memory by the 8275, affect the visual characteristics 
of a character position or field of characters. Two 
types of visual attributes exist, character attributes 
and field attributes. 

Character Attribute Codes: Character attribute 
codes can be used to generate graphics symbols 
without the use of a character generator. This is 
accomplished by selectively activating the Line 
Attribute outputs (LAO-LA1), the Video Suppres- 
sion output (VSP), and the Light Enable output 
(LTEN). The dot timing logic uses these signals to 
generate the proper symbols. Character attributes 
can be programmed to blink or be highlighted 
individually. Blinking is accomplished with the 
Video Suppression output (VSP). Blink frequency is 
equal to the screen refresh frequency divided by 32. 
Highlighting is accomplished by activating the 
Highlight output (HGLT). Character attributes 
were designed to produce the graphic symbols 
shown in Figure 3.5. 

Field Attribute Codes: The field attributes are 
control codes which affect the visual characteristics 
for a field of characters, starting at the character 
following the field attribute code up to, and includ- 
ing, the character which precedes the next field 
attribute code, or up to the end of the frame. 

There are six field attributes: 

1. Blink — Characters following the code are 
caused to blink by activating the Video Sup- 
pression output (VSP). The blink frequency is 
equal to the screen refresh frequency divided 
by 32. 


2. Highlight — Characters following the code are 
caused to be highlighted by activating the 
Highlight output (HGLT). 

3. Reverse Video — Characters following the 
code are caused to appear in reverse video 
format by activating the Reverse Video output 
(RVV). 

4. Underline — Characters following the code are 
caused to be underlined by activating the Light 
Enable output (LTEN). 

5. General Purpose — There are two additional 
8275 outputs which act as general purpose, 
independently programmable field attributes. 
These attributes may be used to select colors or 
perform other desired control functions. 

The 8275 can be programmed to provide visible or 
invisible field attribute characters as shown in Figure 
3.6. If the 8275 is programmed in the visible field 
attribute mode, all field attributes will occupy a 
position on the screen. They will appear as blanks 
caused by activation of the Video Suppression 
output (VSP). The chosen visual attributes are 
activated after this blanked character. If the 8275 is 
programmed in the invisible field attribute mode, 
the 8275 row buffer FIFOs are activated. The FIFOs 
effectively lengthen the row buffers by 16 characters, 
making room for up to 16 field attribute characters 
per display row. The FIFOs are 126 characters by 7 
bits in size. When a field attribute is placed in the 
row buffer during DMA, the buffer input controller 
recognizes it and places the next character in the 
proper FIFO. When a field attribute is placed in the 
buffer output controller during display, it causes the 
controller to immediately put a character from the 
FIFO on the Character Code outputs (CCO-6). The 
chosen attributes are also activated. 
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LIGHT PEN DETECTION — A light pen consists 
fundamentally of a switch and light sensor. When 
the light pen is pressed against the CRT screen, the 
switch enables the light sensor. When the raster 
sweep coincides with the light sensor position on the 
display, the light pen output is input and the row and 
character position coordinates are stored in two 
8275 internal registers. These registers can be read 
by the microprocessor. 

SPECIAL CODES — Four special codes may be 
used to help reduce memory, software, or DMA 
overhead. These codes are placed in character 
positions in display memory. 

1. End Of Row Code - Activates VSP. VSP 
remains active until the end of the line is 
reached. While VSP is active, the screen is 
blanked. 

2. End Of Row-Stop DMA Code - Causes the 
DMA Control Logic to stop DMA for the rest 
of the row when it is written into the row buffer. 
It affects the display in the same way as the End 
of Row Code. 

3. End Of Screen Code - Activates VSP. VSP 
remains active until the end of the frame is 
reached. 

4. End Of Screen-Stop DMA Code - Causes the 
DMA Control Logic to stop DMA for the rest 
of the frame when it is written into the row 
buffer. It affects the display in the same way as 
the End of Screen Code. 

PROGRAMMABLE DMA BURST CONTROL — 
The 8275 can be programmed to request single-byte 
DMA transfers of DMA burst transfers of 2, 4, or 8 
characters per burst. The interval between bursts 
is also programmable. This allows the user to tailor 
the DMA overhead to fit the system needs. 

4. DESIGN BACKGROUND 
4.1 DESIGN PHILOSOPHY 

Since the cost of any CRT system is somewhat 
proportional to parts count, arriving at a minimum 
part count solution without sacrificing performance 
has been the motivating force throughout this design 
effort. To successfully design a CRT terminal and 
keep the parts count to a minimum, a few things 
became immediately apparent. 

1. An 8085 should be used. 

2. Address and data buffering should be eliminated. 

3. Multi-port memory should be eliminated. 

4. DMA should be eliminated. 

Decision 1 is obvious, the 8085’s on-board clock 
generator, bus controller and vectored interrupts 
greatly reduce the overall part count considerably. 


Decision 2 is fairly obvious; if a circuit can be 
designed so that loading on the data and address 
lines is kept to a minimum, both the data and address 
buffers can be eliminated. This easily saves three to 
eight packages and reduces the power consumption 
of the design. Both decisions 3 and 4 require a basic 
understanding of current CRT design concepts. 

In any CRT design, extreme time conflicts are created 
because all essential elements require access to the 

bus. The CPU needs to access the memory to control 
the system and to handle the incoming characters, 

but, at the same time, the CRT controller needs to 
access the memory to keep the raster scan display 
refreshed. To resolve this conflict two common 
techniques are employed, page buffering and line 
buffering. 

In the page buffering approach the entire screen 
memory is isolated from the rest of the system. This 
isolation is usually accomplished with three-state 
buffers or two line to one line multiplexers. Of 
course, whenever a character needs to be manipu- 
lated the CPU must gain access to the buffered 
memory and, again, possible contention between the 
CPU and the CRT controller results. This contention 
is usually resolved in one of two ways, ( 1) the CPU is 
always given priority, or; (2) the CPU is allowed to 
access the buffered memory only during horizontal 
and vertical retrace times. 

Approach 1 is the easiest to implement from a hard- 
ware point of view, but if the CPU always has 
priority the display may temporarily blink or 
“flicker” while the CPU accesses the display memory. 
This, of course, occurs because when the CPU 
accesses the display memory the CRT controller is 
not able to retrieve a character, so the display must 
be blanked during this time. Aesethically, this 
“flickering” is not desirable, so approach 2 is often 
used. 

The second approach eliminates the display flicker- 
ing encountered in the previously mentioned tech- 
nique, but additional hardware is required. Usually 
the vertical and horizontal blank signals are gated 
with the buffered memory select lines and this line is 
used to control the CPU’s ready line. So, if the CPU 
wants to use the buffered memory, its ready line is 
asserted until horizontal or vertical retrace times. 
This, of course, will impact the CPU’s overall 
through put. 

Both page buffered approaches require a significant 
amount of additional hardware and for the most 
part are not well suited for a minimum parts count 
type of terminal. This guides us to the line buffered 
approach. This approach eliminates the separate 
buffered memory for the display, but, at the same 
time, introduces a few new problems that must be 
solved. 
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Figure 4-1. Line Buffering Technique 
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Figure 4-2. Routine To Load 8275’s Row Buffers 


In the line buffered approach both the CPU and the 
CRT controller share the same memory. Every time 
the CRT controller needs a new character or line of 
data, normal processing activity is halted and the 
CRT controller accesses memory and displays the 
data. Just how the CRT controller needs to acquire 
the display data greatly affects the performance of 
the overall system. Whether the CRT controller 
needs to gain access to the main memory to acquire a 
single character or a complete line of data depends 
on the presence or absence of a separate line or row 
buffer. 

If no row buffer is present the CRT controller must 
go to the main memory to fetch every character. This 
of course, is not a very efficient approach because 
the processor Will be forced to relinquish the bus 
70% to 80% of the time. So much processor 
inactivity greatly affects the overall system perform- 
ance. In fact terminals that use this approach are 
typically limited to around 1200 to 2400 baud on 
their serial communication channels. This low baud 
rate is in general not acceptable, hence this approach 
was not chosen. 

If a separate row buffer is employed the CRT 
controller only has to access the memory once for 
each displayed character per line. This forces the 
processor to relinquish the bus only about 20% to 
35% of the time and a full 4800 to 9600 baud can be 
achieved. Figure 4.1 illustrates these different 
techniques. 

The 8275 CRT controller is ideal for implementing 
the row buffer approach because the row buffer is 
contained on the device itself. In fact, the 8275 
contains two 80-byte row buffers. The presence of 
two row buffers allow one buffer to be filled while 
the other buffer is displaying the data. This dual row 
buffer approach enhances CPU performance even 
further. 

4.2 USING THE 8275 WITHOUT DMA 

Until now the process of filling the row buffer has 
only been alluded to. In reality, a DMA technique is 
usually used. This approach was demonstrated in 
AP-32 where an 8257 DMA controller was mated to 
an 8275 CRT controller. In order to minimize 
component count, this design eliminates the DMA 
controller and its associated circuitry while replac- 
ing them with a special interrupt-driven transfer. 

The only real concern with using the 8275 in an 
interrupt-driven transfer mode is speed. Eighty 
characters must be loaded into the 8275 every 617 
microseconds and the processor must also have time 
to perform all the other tasks that are required. To 
minimize the overhead associated with loading the 
characters into the 8275 a special technique was 
employed. This technique involves setting a special 


7-51 


207780-001 











APPLICATIONS 


transfer bit and executing a string of POP instruc- 
tions. The string of POP instructions is used to 
rapidly move the data from the memory into the 
8275. Figure 4.2 shows the basic software structure. 

In this design the 8085’s SOD line was used as the 
special transfer bit. In order to perform the transfer 
properly this special bit must do two things: (1) turn 
processor reads into DACK plus WR for the 8275 
and (2) mask processor fetch cycles from the 8275, so 
that a fetch cycle does not write into the 8275. 
Conventional logic could have been used to imple- 
ment this special function, but in this design a small 
bipolar programmable read only memory was used. 
Figure 4.3 shows a basic version of the hardware. 



Figure 4-3. Simplified Version of Hardware Decoder 


At first , it may seem strange that we are supplying a 
DACK when no DMA controller exist in the 
system. But the reader should be aware that all Intel 
periphe ral devices that have DMA lines actually use 
DACK as a chip select for the data. So, when you 
want to writ e a com mand or read status you assert 
US and WR or RD, but whe n yo u wa nt t o re ad or 
write data you assert DACK and RD or WR. The 
peripheral device doesn’t “know” if a DMA control- 
ler is in the circu it or no t. In passing, it should be 
mentioned that DACK and CS should not be 
asserted on the same device at the same time, since 
this combination yields an undefined result. 

This POP technique actually compares quite 
favorably in terms of time to the DMA technique. 
One PQP instruction transfers two bytes of data to 
the 8275 and takes 10 CPU clock cycles to execute, 
for a net transfer rate of one byte every five clock 
cycles. The DMA controller takes four clock cycles 
to transfer one byte but, some time is lost in 
synchronization. So the difference between the two 
techniques is one clock cycle per byte maximum. If 
we compare the overall speed of the 8085 to the 


speed of the 8080 used in AP-32, we find that at 3 
MHz we can transfer one byte every 1.67 micro- 
seconds using the 8085 and POP technique vs. 2 
microseconds per byte for the 2 MHz 8080 using 
DMA. 

5. CIRCUIT DESCRIPTION 

5.1 SCOPE OF THE PROJECT 

A fully functional, microprocessor-based CRT 
terminal was designed and constructed using the 
8275 CRT controller and the 8085 as the controlling 
element. The terminal had many of the functions 
found in existing commercial low-cost terminals and 
more sophisticated features could easily be added 
with a modest amount of additional software. Jn 
order to minimize component count LSI devices 
were used whenever possible and software was used 
to replace hardware. 

5.2 SYSTEM TARGET SPECIFICATIONS 

The design specifications for the CRT terminal were 
as follows: 

Display Format 

• 80 characters per display row 

• 25 display rows 
Character Format 

• 5X7 dot matrix character contained within a 
7 X 10 matrix 

• First and seventh columns blanked 
,• Ninth line cursor position 

• Blinking underline cursor 
Special Characters Recognized 

• Control characters 

• Line feed 

• Carriage Return 

• Backspace 

• Form feed 

Escape Sequences Recognized 

• ESC, A, Cursor up 

• ESC, B, Cursor down 

• ESC, C, Cursor right 

• ESC, D, Cursor left 

• ESC, E, Clear screen 

• ESC, H, Home cursor 

• ESC, J, Erase to the end of the screen 

• ESC, K, Erase the current line 
Characters Displayed 

• 96 ASCII alphanumeric characters 

• Special control characters 
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CENTRAL 

PROCESSOR 


CHARACTER 
GENERATOR ROM 


special \a k 

TRANSFER V H 
LOGIC 


N — A 


CRT 

CONTROLLER 



HTl 


CRT MONITOR 
& MONITOR 
ELECTRONICS 


SYSTEM BUS 



Figure 5-1. CRT Terminal Block Diagram 


Characters Transmitted 

• 96 ASCII alphanumeric characters 

• ASCII control characters 
Program Memory 

• 2K bytes of 2716 EPROM 
Display / Bujfer / Stack Memory 

• 2K bytes 2114 static memory (4 packages) 
Data Rate 

• 9600 BAUD using 3MHz 8085 
CRT Monitor 

• Ball Bros TV-12, 12MHz B.W. 

Keyboard 

• Any standard un-encoded ASCII keyboard 
Screen Refresh Rate 

• 60 Hz 

5.3 HARDWARE DISCRETION 

A block diagram of the CRT terminal is shown in 
Figure 5.1. The diagram shows only the essential 
system features. A detailed schematic of the CRT is 
contained in the Appendix. The terminal was 
constructed on a simple 6" by 6" wire wrap board. 
Because of the minimum bus loading no buffering of 
any kind was needed (see Figure 5.2). 

The “heart” of the CRT terminal is the 8085 
microprocessor. The 8085 initializes all devices in 
the system, loads the CRT controller, scans the 
keyboard, assembles the characters to be trans- 


Worst case bus loading: 


8275 

20 pf 

8255A-5 

20 pf 

8253-5 

20pf 

8253-5 

20pf 

8251 A 

20 pf 

2x 2114 

1 0pf 

2716 

1 2 pf 

8212 

1 2pf 


1 14pf max 

Only As - A 15 are important since Ao - A7 are 
latched by the 821 2 

Address Bus: 4x 21 14 20pf 
2716 6pf 

26pf max 

This loading assures that all components will be 
compatible with a 3MHz 8085 and that no wait 
states will be required 

Figure 5-2. Bus Loading 


mitted, decodes the incoming characters and deter- 
mines where the character is to be placed on the 
screen. Clearly, the processor is quite busy. 

A standard list of LSI peripheral devices surround 
the 8085. The 8251 A is used as the serial communi- 
cation link, the 8255A-5 is used to scan the keyboard 
and read the system variables through a set of 
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switches, and' the 8253 is used as a baud rate 
generator and as a “horizontal pulse extender” for 
the 8275. 

The 8275 is used as the CRT controller in the system, 
and a 2716 is used as the character generator. To 
handle the high speed portion of the terminal the 
8275 is surrounded by a small handful of TTL. The 
program memory is contained in one 2716 EPROM 
and the data and screen memory use four 21 14-type 
RAMs. 

All devices in this system are memory mapped. A 
bipolar PROM is used to decode all of the addresses 
for the RAM, ROM, 8275, and 8253. As ment ioned 
earlier, the bipolar prom also turns READs into 
DACK’s and WR’s for the 8275. The 8255 and 8253 
are decoded by a simple address line chip select 
method. The total package count for the system is 
20, not including the serial line drivers. If this same 
terminal were designed using the MCS-85 family of 
integrated circuits, additional part savings could 
have been realized. The four 21 14’s could have been 
replaced by two 8185’s and the 8255 and the 2716 
program PROM could have been replaced by one 
8755. Additionally, since both the 8185 and the 
27 1 6 have address latches no 82 1 2 would be needed, 
so the total parts count could be reduced by three 
or four packages. 

5.4 SYSTEM OPERATION 

The 8085 CPU initializes each peripheral to the 
appropiate mode of operation following system 
reset. After initialization, the 8085 continually polls 
the 8251 A to see if a character has been sent to the 
terminal. When a character has been received, the 
8085 decodes the character and takes appropriate 
action. While the 8085 is executing the above “fore- 
ground” programs, it is being interrupted once every 
617 microseponds by the 8275. This “background” 
program is used to load the row buffers on the 8275. 
The 8085 is also interrupted once every frame time, 
or 16.67 ms, to read the keyboard and the status of 
the 8275. 

As discussed earlier, a special POP technique was 
used to rapidly move the contents of the display 
RAM into the 8275’s row buffers. The characters are 
then synchronously transferred to the character code 
outputs CC0-CC6, connected to the character 
generator address lines A3-A9 (Figure 5.3). Line 
count outputs LC0-LC2 from the 8275 are applied 
to the character generator address lines, A0-A2. The 
8275 displays character rows one line at a time. The 
line count outputs are used to determine which line 
of the character selected by A3-A8 will be displayed. 
Following the transfer of the first line to the dot 
timing logic, the line count is incremented and the 
second line of the character row is selected. This 


process continues until the last line of the row is 
transferred to the dot*timing logic. 

The dot timing logic latches the output of the 
character generator ROM into a parallel in, serial 
out synchronous shift register. This shift register is 
clocked at the dot clock rate (11.34 MHz) and its 
output constitutes the video input to the CRT. 



Figure 5-3 Character Generator/Dot Timing Logic 
Block Diagram 


Table 5-1 


PARAMETER 

RANGE 

Vertical Blanking Time 
(VRTC) 

900 jusec nominal 

Vertical Drive Pulsewidth 

300 //see < PW < 1 .4 ms 

Horizontal Blanking Time 
(HRTC) 

1 1 //sec nominal 

Horizontal Drive Pulsewidth 

25 jusec < PW < 30 jusec 

Horizontal Repetition Rate 

15,750 ±500 pps 


5.5 SYSTEM TIm/nG 

Before any specific timing can be calculated it is 
necessary to determine what constraints the chosen 
CRT places on the overall timing. The requirements 
for the Ball Bros. TV- 12 monitor are shown in Table 
5. 1 . The data from Table 5.1, the 8275 specifications, 
and the system target specifications are all that is 
needed to calculate the system’s timing. 


|-*-7 DOTS- 


►I 


LINE 1 ► 



CHARACTER 


CHARACTER 2 CHARACTER 3 


Figure 5-4. Row Format 


7-54 


207780-001 






APPLICATIONS 


First, let’s select and “match” a few numbers. From 
our target specifications, we see that each character 
is displayed on a 7 X 10 field, and is formed by a 5 X 
7 dot matrix (Figure 5.4). The 8275 allows the 
vertical retrace time to be only an integer multiple of 


the horizontal character line. This means that the 
total number of horizontal lines in a frame equals 10 
times the number of character lines plus the vertical 
retrace time, which is programmed to be either 1, 2, 
3, or 4 character lines. Twenty-five display lines 



Figure 5-5. Dot Timing Logic 
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require 250 horizontal lines. So, if we wish to have 
a horizontal frequency in the neighborhood of 
15,750 Hz we must choose either one or two 
character lines for vertical retrace. To allow for a 
little more margin at the top and bottom of the 
screen, two character lines were chosen for vertical 
retrace. This choice yields a net 250 + 20 = 270 
horizontal lines per frame. So, assuming a 60 Hz 
frame: 

60 Hz * 270 = 16,200 Hz (horizontal frequency) 

This value falls within our target specification of 
15,750 Hz with a 500 Hz variation and also assures 
timing compatibility with the Ball monitor since, 20 
horizontal sync times yield a vertical retract time of: 

61.7 microseconds X 20 horizontal sync times = 

1.2345 milliseconds 

This number meets the nominal VRTC and vertical 
drive pulse width time for the Ball monitor. A 
horizontal frequency of 16,200 Hz implies a 
1/16,200 - 61.73 microsecond period. 

It is now known that the terminal is using 250 
horizontal lines to display data and 20 horizontal 
lines to allow for vertical retrace and that the 
horizontal frequency is 16,200 Hz. The next thing 
that needs to be determined is how much time must 


be allowed for horizontal retrace. Unfortunately, 
this number depends almost entirely on the monitor 
used. Usually, this number lies somewhere between 
15 and 30 percent of the total horizontal line time, 
which in this case is 1/16,200 Hz or 61.73 
microseconds. Since in most designs a fixed number 
of characters can be displayed on a horizontal line, it 
is often useful to express retrace as a given number 
of character times. In this design, 80 characters can 
be displayed on a horizontal line and it was 
empirically found that allowing 20 horizontal 
character times for retrace gave the best results. So, 
in reality, there are 100 character times in every 
given horizontal line, 80 are used to display 
characters and 20 are used to allow for retrace. It 
should be noted that if too many character times are 
used for retrace, less time will be left to display the 
characters and the display will not “fill out” the 
screen. Conversely, if not enough character times 
are allowed for retrace, the display may “run off’ the 
screen. 

One hundred character times per complete horizontal 
line means that each character requires 

61.73 microseconds / 1 00 character times = 617.3 

nanoseconds. 

If we multiply the 20 horizontal retrace times by the 
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617.3 nanoseconds needed for each character, we find 

617.3 nanoseconds * 20 retrace times = 12.345 
microseconds 

This value falls short of the 25 to 30 microseconds 
required by the horizontal drive of the Ball monitor. 
To correct for this, an 8253 was programmed in the 
one-shot mode and was used to extend the horizontal 
drive pulsewidth. 

Now that the 617.3 nanosecond character clock 
period is known, the dot clock is easy to calculate. 
-Since each character is formed by placing 7 dots 
along the horizontal. 

DOT CLOCK PERIOD = 617.3 ns 
(CHARACTER CLK PERIOD)/ 7 DOTS 
DOT CLOCK PERIOD = 88.183 nanoseconds 
DOT CLOCK FREQUENCY = 1/ PERIOD = 
11.34 MHz 

Figures 5.5 and 5.6 illustrate the basic dot timing 
and the CRT system timing, respectively. 

6. SYSTEM SOFTWARE 

6.1 SOFTWARE OVERVIEW 

As mentioned earlier the software is structured on a 
“foreground-background” basis. Two interrupt- 
driven routines, FRAME and POPDAT (Fig. 6.1) 
request service every 16.67 milliseconds and 617 
microseconds respectively, frame is used to check 
the baud rate switches, update the system pointers 
and decode and assemble the keyboard characters. 
POPDAT is used to move data from the memory 
into the 8275’s row buffer rapidly. 

The foreground routine first examines the line-local 
switch to see whether to accept data from the 
USART or the keyboard. If the terminal is in the 
local mode, action will be taken on any data that is 
entered through the keyboard and the USART will 
be ignored on both output and input. If the terminal 
is in the line mode data entered through the 
keyboard will be transmitted by the USART and 
action will be taken on any data read out of the 
USART. 

When data has been entered in the terminal the 
software first determines if the character received 
was an escape, line feed, form feed, carriage return, 
back space, or simply a printable character. If an 
escape was received the terminal assumes the next 
received character will be a recognizable escape 
sequence character. If it isn’t no operation is 
performed. 

After the character is decoded, the processor jumps 
to the routine to perform the required task. Figure 

6.2 is a flow chart of the basic software operations; 
the program is listed in Appendix 6.8. 



EXIT 



EXIT 


Figure 6-1. Frame and Popdat Interrupt Routines 
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Figure 6-2. Basic Terminal Software 


6.2 SYSTEM MEMORY ORGANIZATION 

The display memory organization is shown in 
Figure 6.3. The display begins at location 0800H in 
memory and ends at location OFCFH. The 48 bytes 
of RAM from location OFDOH to OFFFH are 
used as system stack and temporary system storage. 
2K bytes of PROM located at 0000H through 
07FFH contain the systems program. 

6.3 MEMORY POINTERS AND SCROLLING 

To calculate the location of a character on the 
screen, three variables must be defined. Two of these 
variables are the X and Y position of the cursor 
(CURSX, CURSY). In addition, the memory 
address defining the top line of the display must be 
known, since scrolling on the 8275 is accomplished 
simply by changing the pointer that loads the 8275’s 
row buffers from memory. So, if it is desired to 
scroll the display up or down all that must be 
changed is one 16-bit memory pointer. This pointer 
is entered into the system by the variable TOPAD 
(TOP Address) and always defines the top line of the 
display. Figure 6.4 details screen operation during 
scrolling. 



1st Column 

2nd Column .... 


ROW 1 

0800 H 

0801 H 

....... 084FH 

ROW 2 

0850H 

0851 H 

089 FH 

ROW 3 

08A0H 

08A1H 

08EFH 

ROW 4 

08F0H 

08F1H 

093 FH 

ROW 5 

0940 H 

0941 H 

098 FH 

ROW 6 

0990 H 

0991 H 

090 FH 

ROW 7 

09E0H 

09E1H 

0A2FH 

ROW 8 

0A30H 

0A31H 

0A7FH 

ROW 9 

0A80H 

0A81H 

0ACFH 

ROW 10 

0AD0H 

0AD1H 

0B1 FH 

ROW 11 

0B20H 

0B21H 

0B6FH 

ROW 12 

0B70H 

0B71H 

0BBFH 

ROW 13 

0BC0H 

0BC1H 

0C0FH 

ROW 14 

0C10H 

0C11H 

0C5FH 

ROW 15 

0C60H 

0C61H 

0CAFH 

ROW 16 

0CB0H 

0CB1H 

0CFFH 

ROW 17 

0D00H 

0D01H 

0D4FH 

ROW 18 

0D50H 

0D51H 

0D9FH 

ROW 19 

0DA0H 

0DA1H 

0DEFH 

ROW 20 

0DF0H 

0DF1H 

0E3FH 

ROW 21 

0E40H 

0E41H 

0E8FH 

ROW 22 

0E90H 

0E91H 

0EDFH 

ROW 23 

0EE0H 

0EE1H 

0F2FH 

ROW 24 

0F30H 

0F31H 

0F7FH 

ROW 25 

0F80H 

0F81H 

OFCFH 


Figure 6-3. Screen Display After Initialization 


Subroutines CALCU (Calculate) and ADX (ADd X 
axis) use these three variables to calculate an 
absolute memory address. The subroutine CALCU 
is used whenever a location in the screen memory 
must be altered. 

6.4 SOFTWARE TIMING 

One important question that must be asked about 
the terminal software is, “How fast does it run”. This 
is important because if the terminal is running at 
9600 baud, it must be able to handle each received 
character in 1.04 milliseconds. Figure 6.5 is a 
flowchart of the subroutine execution times. It 
should be pointed out that all of the times listed are 
“worst case” execution times. This means that all 
routines assume they must do the maximum amount 
of data manipulation. For instance, the PUT routine 
assumes that the character is being placed in the last 
column and that a line feed must follow the placing 
of the character on the screen. 

How fast do the routines need to execute in order to 
assure operation at 9600 baud? Since POPDAT 
interrupts occur every 617 microseconds, it is 
possible to receive two complete interrupt requests 
in every character time (1042 microseconds) at 9600 
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ROW 1 

0800H 

0801 H 

084FH 

ROW 2 

0850H 

0851 H 

089FH 

ROW 3 

08A0H 

08A1H 

08EFH 

ROW 4 

08F0H 

08F1H 

093FH 

ROW 5 

0940 H 

0941 H 

098FH 

ROW 6 

0990H 

0991 H 

090 FH 

ROW 7 

09E0H 

09E1H 

0A2FH 

ROW 8 

0A30H 

0A31H 

0A7FH 

ROW 9 

0A80H 

0A81H 

0ACFH 

ROW 10 

0AD0H 

0AD1H 

0B1 FH 

ROW 11 

0B20H 

0B21H 

0B6FH 

ROW 12 

0B70H 

0B71H 

0BBFH 

ROW 13 

0BC0H 

0BC1H 

0C0FH 

ROW 14 

0C10H 

0C11H 

0C5FH 

ROW 15 

0C60H 

0C61H 

0CAFH 

ROW 16 

0CB0H 

0CB1H 

0CFFH 

ROW 17 

0D00H 

0D01H 

0D4FH 

ROW 18 

0D50H 

0D51H 

0D9FH 

ROW 19 

0DA0H 

0DA1H 

0DEFH 

ROW 20 

0DF0H 

0DF1H 

0E3FH 

ROW 21 

0E40H 

0E41H 

0E8FH 

ROW 22 

0E90H 

0E91H 

OEDFH 

ROW 23 

0EE0H 

0EE1H 

0F2FH 

ROW 24 

0F30H 

0F31H 

0F7FH 

ROW 25 

0F80H 

0F81H 

0FCFH 


After Initialization 


ROW 3 

08A0H 

08A1H 

08EFH 

ROW 4 

08F0H 

08F1H 

093FH 

ROW 5 

0940 H 

0941 H 

098FH 

ROW 6 

0990H 

0991 H 

090 FH 

ROW 7 

09E0H 

09E1H 

0A2FH 

ROW 8 

0A30H 

0A31H 

0A7FH 

ROW 9 

0A80H 

0A81H 

0ACFH 

ROW 10 

0AD0H 

0AD1H 

0B1 FH 

ROW 11 

0B20H 

0B21H 

0B6FH 

ROW 12 

0B70H 

0B71H 

0BBFH 

ROW 13 

0BC0H 

0BC1H 

0C0FH 

ROW 14 

0C10H 

0C11H 

0C5FH 

ROW 15 

0C60H 

0C61H 

0CAFH 

ROW 16 

0CB0H 

0CB1H 

0CFFH 

ROW 17 

0D00H 

0D01H 

0D4FH 

ROW 18 

0D50H 

0D51H 

0D9FH 

ROW 19 

0DA0H 

0DA1H 

0DEFH 

ROW 20 

0DF0H 

0DF1H 

0E3FH 

ROW 21 

0E40H 

0E41H 

0E8FH 

ROW 22 

0E90H 

0E91H 

OEDFH 

ROW 23 

0EE0H 

0EE1H 

0F2FH 

ROW 24 

0F30H 

0F31H 

0F7FH 

ROW 25 

0F80H 

0F81H 

0FCFH 

ROW 1 

0800H 

0801 H 

084FH 

ROW 2 

0850H 

0851 H 

089FH 


After 2 Scrolls 


Figure 6-4. Screen 


ROW 2 

0850H 

0851 H 

089FH 

ROW 3 

08A0H 

08A1H 

08EFH 

ROW 4 

08F0H 

08F1H 

093 FH 

ROW 5 

0940H 

0941 H 

098FH 

ROW 6 

0990H 

0991 H 

090 FH 

ROW 7 

09E0H 

09E1H 

0A2FH 

ROW 8 

0A30H 

0A31H 

0A7FH 

ROW 9 

0A80H 

0A81H 

0ACFH 

ROW 10 

0AD0H 

0AD1H 

0B1 FH 

ROW 11 

0B20H 

0B21H 

0B6FH 

ROW 12 

0B70H 

0B71H 

0BBFH 

ROW 13 

0BC0H 

0BC1H 

0C0FH 

ROW 14 

0C10H 

0C11H 

0C5FH 

ROW 15 

0C60H 

0C61H 

0CAFH 

ROW 16 

0CB0H 

0CB1H 

OCFFH 

ROW 17 

0D00H 

0D01H 

...... 0D4FH 

ROW 18 

0D50H 

0D51H 

0D9FH 

ROW 19 

0DA0H 

0DA1H 

ODEFH 

ROW 20 

0DF0H 

0DF1H ..... 

0E3FH 

ROW 21 

0E40H 

0E41H 

0E8FH 

ROW 22 

0E90H 

0E91H 

OEDFH 

ROW 23 

0EE0H 

0EE1H 

0F2FH 

ROW 24 

0F30H 

0F31H 

0F7FH 

ROW 25 

0F80H 

0F81H 

OFCFH 

ROW 1 

0800 H 

0801 H 

084FH 


After 1 Scroll 


ROW 4 

08F0H 

08F1H 

093FH 

ROW 5 

0940H 

0941 H 

098FH 

ROW 6 

0990H 

0991 H 

090FH 

ROW 7 

09E0H 

09E1H 

0A2FH 

ROW 8 

0A30H 

0A31H 

0A7FH 

ROW 9 

0A80H 

0A81H 

0ACFH 

ROW 10 

0AD0H 

0AD1H 

0B1 FH 

ROW 11 

0B20H 

0B21H 

0B6FH 

ROW 12 

0B70H 

0B71H 

0BBFH 

ROW 13 

0BC0H 

0BC1H 

0C0FH 

ROW 14 

0C10H 

0C11H 

0C5FH 

ROW 15 

0C60H 

0C61H 

0CAFH 

ROW 16 

0CB0H 

0CB1H 

OCFFH 

ROW 17 

0D00H 

0D01H 

0D4FH 

ROW 18 

0D50H 

0D51H 

0D9FH 

ROW 19 

0DA0H 

0DA1H 

ODEFH 

ROW 20 

0DF0H 

0DF1H 

0E3FH 

ROW 21 

0E40H 

0E41H 

0E8FH 

ROW 22 

0E90H 

0E91H 

OEDFH 

ROW 23 

0EE0H 

0EE1H 

0F2FH 

ROW 24 

0F30H 

0F31H 

0F7FH 

ROW 25 

0F80H 

0F81 H . . : . . . 

OFCFH 

ROW 1 

0800H 

0801 H 

084FH 

ROW 2 

0850H 

0851 H 

089FH 

ROW 3 

08A0H 

08A1H 

08EFH 


After 3 Scrolls 


Memory During Scrolling 
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baud. Each POPDAT interrupt executes in 21 1 By adding up the times for any loop, it is clear that 

microseconds maximum. This means that each all routines meet this speed requirement, with the 

routine must execute in: exception of ESC J. This means that if the terminal 

is operating at 9600 baud, at least one character time 
1042 - 2 * 211 = 620 microseconds must be inserted after an ESC J sequence. 



Figure 6-5. Timing Flowchart 
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Appendix 7.1 

CRT TERMINAL SCHEMATICS 
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RETURN LINES 


Appendix 7.1 

CRT TERMINAL SCHEMATICS 
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11.34 MHz 



TO CCLK 
8275 


TO CLK 0 
' 8253 PG 1 


► VERTICAL DRIVE 


VIDEO OUT 


HORIZONTAL 

DRIVE 


1C 11 
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Appendix 7.2 
KEYBOARD INTERFACE 

The keyboard used in this design was a simple 
unencoded ASCII keyboard. In order to keep the 
cost to a minimum a simple scan matrix technique 
was implemented by using two ports of an 8255 
parallel I/O device. 

When the system is initialized the contents of the 
eight keyboard RAM locations are set to zero. Once 
every frame, which is 16.67 milliseconds the contents 
of the keyboard ram is read and then rewritten with 
the contents of the current switch matrix. If a non- 
zero value of one of the keyboard RAM locations is 
found to be the same as the corresponding current 
switch matrix, a valid key push is registered and 


action is taken. By operating the keyboard scan in 
this manner an automatic debounce time of 16.67 
milliseconds is provided. 

Figure 7.2A shows the actual physical layout of the 
keyboard and Figure 7.2B shows how the individual 
keys were encoded. On Figure 7.2B the scan lines are 
the numbers on the bottom of each key position and 
the return lines are the numbers at the top of each 
key position. The shift, control, and caps lock key 
were brought in through separate lines of port C of 
the 8255. Figure 7.3 shows the basic keyboard 
matrix. 

In order to guarantee that two scan lines could not 
be shorted together if two or more keys are pushed 
simultaneously, isolation diodes could be added as 
shown in. Figure 7.4. 


/ 



Figure 7-2A. Keyboard Layout 



TOP NUMBER = RETURN LINE 
BOTTOM NUMBER = SCAN LINE 


Figure 7-2B. Keyboard Encoding 
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Appendix 7.3 

ESCAPE/CONTROL/DISPLAY CHARACTER SUMMARY 


CONTROL DISPLAYABLE ESCAPE 

CHARACTERS CHARACTER SEQUENCE 


BIT 

o 

o 

o 

°°i 

O 

O 

\ 

\ 

1q i 


\ 

°, 

*o 

\ 

o 

o 

’°i 


\ 


NUL 

@ 

DLE 

p 

SP 

0 

@ 

B 

■ 

P 



HI 

■ 

|| 



SOH 

A 

DCI 

Q 

■ 

■ 

A 

Q 

A 

Q 



Bfl 




0010 

STX 

B 

DC2 

R 

■ 

a 

B 

R 

B 

B 



Bfl 




0011 

ETX 

C 

DC3 

S 

a 

B 

B 

B 

B 

B 



C 




0100 

EOT 

D 

DC4 

T 

$ 

B 

a 

B 


B 



D 




0101 

ENQ 

E 

NAK 

U 

D 

B 

a 

B 

B 

B 



CLR E 




0110 

ACK 

F 

SYN 

V 

a 

B 

B 

B 

B 

B 







0111 

;!:!!!• 


ETB 

w 


B 

a 

B 

B 

m 







1000 



CAN 

X 

B 

B 

B 

1 

B 

B 



HOME H 




1001 

i 

HT 

EM 

Y 

B 

B 

B 

B 

B 

B 







1010 



SUB 

z 

* 


B 

B 

B 

B 



EOS , 




1011 

VT 

K 

w§§. 

M 

B 

B 

B 

B 

B 




BB 




1100 

FF 

L 

FS 

/ 


B 

B 

B 

B 








1101 

CR 


GS 

- 

B 


B 

191 








1110 

SO 

N 

RS 

A 



B 

B 









1111 

SI 

0 

US 

- 

B 


B 

B 

B 









NOTE 


Shaded blocks - functions terminal will react to Others can be generated but are ignored up on receipt 
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o 


SCAN LINES 

2 3 4 5 6 7 



8 

7 ' 

9 

7 1 

0 

7 

7 ' 

7 ' 

\ 

7 ' 

BS 

7 ' 

+5i 

BREAK < 

7 1 


U 

7 ' 

7 ' 

0 

7 

P 

7 ' 

i 

7 ' 

\ 

7 ' 

LF 

7 ' 

+5 J 

DELETE < 

7 1 


J 

7 ' 

K 

7 ' 

L 

7 

7 

7 


CR 

/ 

+5J 

7 < 


M 

7 ' 

COMMA 

7 ' 

PERIOD 

7 

SLASH 

7 




+5 J 



A 

7 ' 

z 

7 

X 

7 ' 

c 

7 1 

V 

7 ' 

B 

7 ' 

+5 J 

N < 

V 1 


Y 

7 ' 



SPACE 

7 ' 

D 

7 ' 

F 

7 ' 

G 

7 ' 

+5 J 

H < 

7 1 


TAB 

7 ' 

Q 

7 ' 

W 

7 

S 

7 ' 

E 

7 1 

R 

7 ' 

T 

7 

+5 J 


ESC 

7 

1 

7 ' 

2 

7 

3 

7 

4 

7 ' 

5 

7 ' 

6 

7 

+5 J 











Figure 7-3. Keyboard Matrix 
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Appendix 7.4 
PROM DECODING 

\ 

As stated earlier, all of the logic necessary to convert 
the 8275 into a non-DMA type of device was 
performed by a single small bipolar prom. Besides 
turning certain processor READS into DACKS and 
WRITES for the 8275, this 32 by 8 prom decoded 
addresses for the system ram, rom, as well as for the 
8255 parallel I/O port. 

Any bipolar prom that has a by eight configuration 
could function in this application. This particular 
device was chosen simply because it is the only “by 
eight” prom available in a 16 pin package. The 
connection of the prom is shown in detail in Figure 
7.5 and its truth table is shown in Figure 7.6. Note 
that when a fetch cycle (M 1) is not being performed, 
the state of the SOD line is the only thing that 
determines if memory reads will be written into the 
8275’s row buffers. This is done by pulling both 
DACK and WRITE low on the 8275. 

Also note that all of the outputs of the bipolar prom 
MUST BE PULLED HIGH by a resistor. This 
prevents any unwanted assertions when the prom is 
disabled. 


SCAN LINES 



Figure 7-4. Isolating Scan Lines With Diodes 
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Figure 7-5. Bipolar Prom (825123) Connection 





A4 A3 A2 A1 AO D7 D6 D5 D4 D3 D2 D1 DO 


0 0*0 0 0 

0 0 0 0 1 

0 0 0 1 0 

0 0 0-1 1 
0 0 10 0 

0 0 10 1 

0 0 110 
0 0 111 
0 10 0 0 

0 10 0 1 

0 10 10 

0 10 11 

0 110 0 

01 1 ,0 1 

0 1110 
0 1111 
1 0 0 0 0 

1 0~0 0 1 

10 0 10 

10 0 11 

1 0 1 0 0 

10 10 1 

10 110 
10 111 
110 0 0 

110 0 1 

110 10 
110 11 
1110 0 
1110 1 
11110 
11111 


1111111 
1111111 
1111111 
1111111 
1111110 
1111110 
111110 1 
111110 1 
10 110 11 

10 110 11 

0 0 11111 

0 0 11111 

110 1111 
110 1111 
110 1111 
110 1111 
1111111 
1110 0 11 

1111111 
1110 0 11 

1111110 
1110 0 10 

111110 1 
1 1 1 0 0 0 1 
10 110 11 

10 110 11 

0 0 1 1 1 , 1 1 
0 0 11111 
110 1111 

110 1111 

1 1 0 1 11 1 
110 1111 


0 

0 

0 

0 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

0 

0 

0 

0 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 


Figure 7-6. Truth Table Bipolar Prom 



Appendix 7.5 

CHARACTER GENERATOR 

As previously mentioned, the character generator 
used in this terminal is a 2716 or 2758 EPROM. A 
1 K by 8 device is sufficient since a 1 28 character 5 by 
7 dot matrix only requires 8K of memory. Any 
“standard” or custom character generator could 
have been used. 

The three low-order line count outputs (LC0-LC2) 
from the 8275 are connected to the three low-order 
address lines of the character generator and the 
seven character generator outputs (CC0-CC6) are 
connected to A3-A9 of the character generator. The 
output from the character generator is loaded into a 
shift register and the serial output from the shift 
register is the video output of the terminal. 

Now, let’s assume that the letter “E” is to be 
displayed. The ASCII code for “E” is 45H. So, 45H 
is presented to address lines A2-A9 of the character 
generator. The scan lines will now count each line 
from zero to seven to “form” the character as shown 
in Fig. 7.7. This same procedure is used to form all 
128 possible characters. 

It should be obvious that “custom” character fonts 
could be made just by changing the bit patterns in 
the character generator PROM. For reference, 
Appendix 7.6 contains a HEX dump of the 
character generator used in this terminal. 


45H = 01000101 

Address to Prom = 01000101 SL2 SL1 SL0 
= 228H - 22FH 

Depending on state of Scan 
lines. 

Character generator output 

Rom Address Rom Hex Output Bit Output* 

228H 3E 01234567 

229H 02 

22AH 02 

22BH 0E 

22CH 02 

22DH 02 

22EH 3E 

22FH 00 

Bits 0, 6 and 7 are not used. 

* note bit output is backward from convention. 

Figure 7-7. Character Generation 
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Appendix 7.6 

HEX DUMP OF CHARACTER GENERATOR 


1030300301 03003000300330033O030003003330EE 

103320300333333300333033003300300303033300 

10003003000000000000000000000000 0 0 0 0 0 0 0 0 C 0 
100040000300000000000000000 0 000000 0 0 0 0 0 0 B 0 

r000500000000000000000000000000000000000A0 

1000^0000000000000000000000000.000000000090 

100070303000000000000000000000000000000030 

100333000000000000000000000000000000000070 

1 0 0 0 A 0 0 0 0 0 0 0 0 0 0 0 0 0 3 0 0 0 3 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0005 9 
1 0 0 0 B 0 0 0 0 0 0 0 0 0 3 0 0 0 {?j 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 4 0 
1033C0303 30000000000 00000000000000000000 30 
1 0 0 0 D 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 3 0000000 0 0 0 000020 
100 3E 0 000000 00 0 0 0 0 00 0 0 00 0 0 00 0 0 00 0 00 00000]_ 0 
1 0 0 3iT 0 0 0 0 000000000000 0 00000000000030000 0 0 0 
10010000000000000 3 0 0 0 0 0 00338 '5 3 38 3 330 0 3333 

13311033141 41 430330030O31 4143 E 14 3E 1414 30C3 
1 001 200003 3C0 ^ 1C281 £03 303^2^) 10 03 34 32 3000 SD 
1001300004 0 A0AO 1 2 A 1 22C0 3033 80 33300 0 00033 23 
100140003334020202340300081020202010030301 
1 0 0 1 53 0 0 0 8 2A 1C 0 31 C 2 AO 3300033 33 3 £ 33080 0 0 0 9 D 
10013300 0 0 0 0 00 0 0 0 0 0 R 3 8 04 0030 3 3 3C 0 0 3 3 3 0 0 3 3i? 

100170000000330300001300002010083432030329 
100130031C22322A2o221C00330C030833031C0321 
^^^?^^^22O lc O2023£303£2 r U>31820221CO0BF 
1 001A3 0010131 4 1 2 3£ 1310 03 3 £021 £ 20202 21C0 3C7 
1O01BO003B04O21B22221C333H: 30103334 04043301 
10O1C00O1C22221C22221COO1C22223O231O3E3379 
1 3 0 IDO 3 000 .3 0 03030 3 33300 3 0 0 3 0 0 8 0 3 3 3 3 8 3 3 0 4 £ 3 
1 0 3 1 E 0 3 31 3 3 30 4 0204 08 i 3 0 00 0 3 0 3 £3 ,3 3 £3 3 3 0 0 3 89 
1001^03034031020100304001022201008:^8030321 
103203001C222A3 ( HA323C03331422223£22273017 
1^J21O031E24241C24241E301C22O2O232221C3374 
^]^? ( 'I^i^ 2 5 2 , 424 24241EO03E3202OE02323EO34C 
^23 033h32O20SO 2 020 2 O03 c O2023A22223C038E 
1 0 3 2 4 3 0 32 2 2 2 2 23E 2 2 2 222 301C0 3 3 30 3 38 3 31C0 3 4 4 
}3?1^1^Zo 2 2 202 ^ 20221C ' :,32212(5 ^^ A12 2203EE 


lW29!M:Ut; 22 22 1 e^A12220fe:02 fi )21C2i' ! l2«lEa3l5' ! ; 
1002A04!)3lv;)9!)8.)398 9 3.9 3992222222222221Cf19b'8 
1^2Ba0a222222222214330.)222222222A3A22a3AE 
1032>~0;)922221403142222iW2222221498930 3 99e4 
l!)02i)9993E20109S04023c:5i:ilC()49404 3434100818 
104280390992941)31023(10903920292929203 3993 
W^2b030081 c 2A333838 383!5330303300330037E12 
}-W303033390 11 3030300003g0003C233C223C034E 
}i‘lii2^22S!? l ^ 22221M!W(!l ® , 38v34340438033S 
1303203323202G3222223C33030038243C34B83353 
12^330303824040E043404000000;3C22223C203CA8 
10034000323 21A282222220003330333083390304B 
}3^^T 0 :i M020 2 0 20A4241802l)222120A162233C3 
10036000839898030833900009903A2A2A2227007F 
1003700033901A29222222900 303 18242424183338 
1003833330031E22221S020203001C22223C23209D 
1003930330331 A2A3232 020333303834 18201C0037 
1303A00003381 C 03030994303000222222324C0395 
10 33B000030022222 21 40 3900000222 22A381430t'3 
1303C003393922149314220030002222223C2039BF 
10031)990003038 10(490 4 3K931 3839 903 3389 1 99 9 2b' 
10 33 8 9 3 0 3 9 3 8 9 3)8 3 3 08 1 3 38 3C9 0 91219091003381 
1303b 00939309C23B09193093009'.)0900039090995 
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Appendix 7.7 
COMPOSITE VIDEO 

In this design, it was assumed that the monitor 
required a separate horizontal drive, vertical drive, 
and video input. However, many monitors require a 
composite video signal. The schematic shown in 
Figure 7.8 illustrates how to generate a composite 
video signal from the output of the 8275. 

The dual one-shots are used to provide a small delay 
and the proper horizontal and vertical pulse to the 
composite video monitor. The delay introduced in 
the vertical and horizontal timing is used to “center” 
the display. VR1 and VR2 control the amount of 
delay. IC3 is used to mix the vertical and horizontal 
retrace and Q1 along with the Rl, R2, and R3 mix 
the video and the retrace signal and provide the 
proper DC levels. 



Figure 7-8. Composite Video 


Appendix 7.8 
SOFTWARE LISTINGS 


ISIS-II 8080/8085 MACRO ASSEMBLER, X108 


LOC OBJ 


1800 

1801 

1802 

1803 

A001 

A000 

6000 

6001 

6002 

6003 

1001 

1000 

1401 

0800 

0F80 

0FD0 

0018 

0050 

0FE0 


SEQ SOURCE STATEMENT 

1 $M0D85 MACROFILE 

2 ; NO DMA 8275 SOFTWARE ALL I/O IS MEMORY MAPPED 

3 ; SYSTEM ROM 0000H TO 07FFH 

4 ? SYSTEM RAM 080 0H TO 0FFFH 

5 ;8275 WRITE 1000H TO 13FFH 

6 


7 

:8255 READ/WRITE 1800H TO 1FFF 

8 

;8253 

ENABLED BY A14 


9 

;8251 

ENABLED BY A15 


10 PORTA 

EQU 

1800H 

?8255 PORT A ADDRESS 

11 PORTB 

EQU 

1801H 

?8255 PORT B ADDRESS 

12 PORTC 

EQU 

180 2H 

;8255 PORT C ADDRESS 

13 CNWD55 

EQU 

180 3H 

;8255 CONTROL PORT ADDRESS 

14 USTF 

0A001H 

;8251 FLAGS 

15 US ID 

EQU 

0A000H 

;8251 DATA 

16 CNT0 

EQU 

6000H 

. ?8253 COUNTER 0 

17 CNT1 

EQU 

6001H 

;8253 COUNTER 1 

18 CNT2 

EQU 

6002H 

;8253 COUNTER 2 

19 CN'PM 

EQU 

EQU 

6003H 

;8253 MODE WORD 

20 CRTS 

1001H 

;8275 CONTROL ADDRESS 

21 CRTM 

1000H 

;8275 MODE ADDRESS 

22 INT75 

EQU 

1401H 

;8275 INTERRUPT CLEAR 

23 TPDIS 

EQU 

0800H 

;TOP OF DISPLAY RAM 

24 BTDIS 

EQU 

0F80H 

; BOTTOM OF DISPLAY RAM 

25 LAST 

EQU 

0FD0H 

;FIRST BYTE AFTER DISPLAY 

26 CURBQr 

EQU 

18H 

; BOTTOM Y CURSOR 

27 LNGTH 

EQU 

0050H 

; LENGTH OF ONE LINE 

28 STPTR 

no 

EQU 

0FE0H 

; LOCATION OF STACK POINTER 


29 

30 

31 

32 


0000 F3 

33 

DI 

0001 31E00F 

34 

LXI 

0004 210008 

35 

LXI 

0007 22E30F 

36 

SHLD 

000A 22E80F 

37 

SHLD 

000D 3E00 

38 

MVT 

000F 32E10F 

39 

STA 

0012 32E20F 

40 

STA 

0015 32EB0F 

41 

STA 

0018 32E70F 

42 

STA 

001B 32EA0F 

43 

STA 


START PROGRAM 

ALL VARIABLES ARE INITIALIZED BEFORE ANYrHING ELSE 

;DISABLE INTERRUPTS 
SP,STPTR ;LQAD STACK POINTER 

H.TPDIS ;LOAD H&L WITH TOP OF DISPLAY 

TOPAD ;SET TOP = TOP OF DISPLAY 

CUR AD ; STORE THE CURRENT ADDRESS 

A,00H ;ZERO A 

CURSY ;ZERO CURSOR Y POINTER 

CURSX ;ZERO CURSOR X POINTER 

KBCHR ;ZERO KBD CHARACTER 

USC HR ;ZERO USART CHAR BUFFER 

KEYDWN ;ZERO KEY DOWN 
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001E 32ED0F 
0021 32EE0F 
0024 C39800 


002C 

002C C36701 


44 

45 

46 

47 

48 

49 

50 

51 

52 

53 

54 

55 

56 

57 

58 


STA 

STA 

JMP 


KEYOK 

ESCP 

LPKBD 


;ZERO KSYOK 
?ZERO ESCAPE 

;JUMP AND SET EVERYTHING UP 


THIS JUMP VECTOR IS LOCATED AT THE RST 5.5 LOCATION 
OF THE 8085. IT IS USED TO READ TOE 8275 STATUS AND 
READ THE KEYBOARD. THIS ROUTINE IS EXECUTED ONCE EVERY 
16.667 MILLISECONDS. 


ORG 

JMP 


002CH 

FRAME 


0034 

59 

60 

ORG 

34H 

0034 F5 

61 POPDAT: 

PUSH 

PSW 

0035 E5 

62 

PUSH 

H 

0036 D5 

63 

PUSH 

D 

0037 210000 

64 

LXI 

H.0000H 

003A 39 

65 

DAD 

SP 

003B 03 

66 

XCHG 


003C 2AE80F 

67 

LHLD 

CURAD 

003F F9 

68 

SPHL 


0040 3EC0 

69 

MVI 

A r 0C0H 

0042 30 

70 

SIM 


71 

REPT 

(LNGTH/2) 


72 

POP 

H 

0043 El 

73 

ENDM 


74+ 

POP 

H 

0044 El 

75+ 

POP 

H 

0045 El 

76+ 

POP 

H 

0046 El 

77+ 

POP 

H 

0047 El 

78+ 

POP 

H 

0048 El 

79+ 

POP 

H 

0049 El 

80+ 

POP 

H 

004A El 

81+ 

POP 

H 

004B El 

82+ 

POP 

H 

004C El 

83+ 

POP 

H 

004D El 

84+ 

POP 

H 

004E El 

85+ 

POP 

H 

004F El 

86+ 

POP 

H 

0050 El 

87+ 

POP 

H 

0051 El 

88+ 

POP 

H 

0052 El 

89+ 

POP 

H 

0053 El 

90+ 

POP 

H 

0054 El 

91+ 

POP 

H 

0055 El 

92+ 

POP 

H 

0056 El 

93+ 

POP 

H 

0057 El 

94+ 

POP 

H 

0058 El 

95+ 

POP 

H 

0059 El 

96+ 

POP 

H 

005A El 

97+ 

POP 

H 

005B El 

93+ 

POP 

H 

005C El 

99+ 

POP 

H 

005D El 

100+ 

POP 

H 

005E El 

101+ 

POP 

H 

005F El 

102+ 

POP 

H 

0060 El 

103+ 

POP 

H 

0061 El 

104+ 

POP 

H 

0062 El 

105+ 

POP 

H 

0063 El 

106+ 

POP 

H 

0064 El 

107+ 

POP 

H 

0065 El 

108+ 

POP 

H 

0066 El 

109+ 

POP 

H 

0067 El 

110+ 

POP 

H 

0068 El 

111+ 

POP 

H 

0069 El 

112+ 

POP 

H 

006A El 

113+ 

POP 

H 

006B 0F 

114 

RRC 


006C 30 

115 

SIM 


006D 210000 

116 

LXI 

H, 0000H 

0070 39 

117 

DAD 

SP 

0071 EB 

118 

XCHG 


0072 F9 

119 

SPHL 


0073 21D00F 

120 

LXI 

H, LAST 

0076 EB 

121 

XCHG 


0077 7A 

122 

MOV 

A,D 

0078 BC 

123 

CMP 

H 

0079 C28400 
007C 7B 

124 

125 

JNZ 

MOV 

KPTK 
A, E 

007D BD 

126 

CMP 

L 

007E C28400 

127 

JNZ 

KPTK 

0081 210008 

128 

LXI 

H, TPDIS 

0084 22E80F 

129 KPTKs 

SHLD 

CURAD 

0087 3E18 

130 

MVI 

A,18H 

0089 30 

131 

SIM 



THIS ROUTINE IS LOCATED AT THE RST 6.5 LOCATION OF THE 
80 8 5 AND IS USED TO LOAD TOE DATA TO BE DISPLAYED INTO 


;SAVE A AND FLAGS 
;SAVE H AND L 
;SAVE D AND E 
;ZERO H AND L 

; PUT STACK POINTER IN H AND L 
;PUT STACK IN D AND E 
;GET POINTER 

;PUT CURRENT LINE INTO SP 
;SET MASK FOR SIM 


SET UP A 

GO BACK TO NORMAL MODE 
ZERO HL 
ADD STACK 

PUT STACK IN H AND L 
RESTORE STACK 

PUT BOTTOM DISPLAY IN H AND L 

SWAP REGISTERS 

PUT HIGH ORDER IN A 

SEE IF SAME AS H 

IF NOT LEAVE 

PUT LOW ORDER IN A 

SEE IF SAME AS L 

IF NOT LEAVE 

LOAD H AND L WITH TOP OF SCREEN MEMORY 
PUT BACK CURRENT ADDRESS 
SET MASK 
OUTPUT MASK 
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008A D1 
008B El 
008C FI 
008D FB 
008E C9 


00A1 

00A4 

00A7 

00A9 

00AA 

00AB 

00AC 

00AF 

00B0 

00B1 


210008 

01D00F 

3620 

23 

7C 

B8 

C2A700 

7D 

B9 

C2A700 


00B4 3E8B 
00B6 320318 


00B9 2101A0 
00BC 3680 
00BE 3600 
00C0 3640 
00C2 00 
00C3 36EA 
00C5 3605 


00C7 

00C9 

00CC 

00CE 

00D1 

00D3 

00D6 

00D9 


3E32 

320360 

3E32 

320060 

3E00 

320060 

CDDC00 

C3F900 


132 

133 

134 

135 

136 

137 

138 

139 


POP 

POP 

POP 

El 

RET 


D 

H 

PSW 


;GST D AND E 
;GST H AND L 
;GET A AND FLAGS 
;TURN ON INTERRUPTS 
;GO BACK 


THIS IS THE EXIT ROUTINE FOR THE FRAME INTERRUFf 


008F 3E18 

140 

BYPASS: 

MVI 

A, 18H 

;SET MASK 

0091 30 

141 


SIM 


; OUTPUT THE MASK 

0092 Cl 

142 


POP 

B 

;GET B AND C 

0093 Dl 

143 


POP 

D 

;GED D AND E. 

0094 El 

144 


POP 

H 

;GET H AND L 

0095 FI 

145 


POP 

PSW 

;G£T A AND FLAGS 

0095 FB 

146 


El * 


; ENABLE INTERRUPTS 

0097 C9 

147 


RET 


;GO BACK 


148 


• 




149 


;THIS 

CLEARS THE AREA 

OF RAM THAT IS USED 


150 


; FOR 

KEYBOARD DEBOUNCE 


0098 32EF0F 

151 

152 

LPK8D: 

§TA 

SHCON 

;ZERO SHIFT CONTROL 

009B 32F00F 

153 


STA 

RETLIN 

;ZERO RETURN LINE 

009E 32F10F 

154 


STA 

SCNLIN 

;ZERO SCAN LINE 


155 

156 

157 

158 

159 

160 

161 LOOPF: 

162 

163 

164 

165 

166 

167 

168 

169 

170 

171 

172 

173 

174 

175 

176 

177 

178 

179 

180 
181 
182 

183 

184 

185 

186 

187 

188 

189 

190 

191 

192 

193 

194 

195 

196 

197 

198 


THIS ROUTINE CLEARS THE ENTIRE SCREEN BY PUTTING 
SPACE CODES- (20H) IN EVERY LOCATION ON THE SCREEN. 


LXI 
LX I 
MVI 
INX 
MOV 
CMP 
JNZ 
MOV 
CMP 
JNZ 


H,TPDIS 
B, LAST 
M, 20H 
H 

A, H 
B 

LOOPF 
A, L 
C 

LOOPF 


8255 INITIALIZATION 


iMVI 

STA 


A,8BH 

CNWD55 


? 8251 INITIALIZATION 

Lxi H,USTF 

MVI M,80H 

MVI M,00H 

M,40H 


(MVI 

NOP 

MVI 

MVI 


M,0£AH 

M,05H 


;PUT TOP OF SCREEN IN HL 
;PUT BOTTOM IN BC 
; PUT SPACE IN M 
; INCREMENT POINTER 
?GET H 

;SEE IF SAME AS B 
;IF NOT LOOP AGAIN 
;GET L 

;SEE IF SAME AS C 
; IF NOT LOOP AGAIN 


;MOVE 8255 CONTTROL WORD INTO A 
;PUT CONTROL WORD INTO 8255 


;GET 8251 FLAG ADDRESS 
; DUMMY STORE TO 8251 
; RESET 8251 
;RESET 8251 
;WAIT 

;LOAD 8251 MODE WORD 
; LOAD 8251 COMMAND WORD 


8253 INITIALIZATION 


MVI 

A, 32H 

STA 

CNIM 

MVI 

A, 32H 

STA 

CNT0 

MVI 

A,00H 

STA 

CNT0 

CALL 

STBAUD 

JMP 

i __ 

IN75 


; CONTROL WORD FOR 8253 
;PUT CONTROL WORD INTO 8253 
;LS8 8253 
;PUT IT IN 8235 
;MS8 8253 
;PUT IT IN 8253 
;GO DO BAUD RATE 
;GO DO 8275 

THIS ROUTINE READS THE BAUD RATE SWITCHES FROM PORT C 
OF THE 8255 AND LOOKS UP THE NUMBERS NEEDED TO LOAD 


00DC 3A0218 

199 

200 STBAUD: 

Lea 

00DF E60F 

201 

AN I 

00E1 32EC0F 

202 

STA 

00E4 07 

203 

RLC 

00E5 21C505 

204 

LXI 

00E8 1600 

205 

'MVI 

00EA 5F 

206 

MOV 

00EB 19 

207 

DAD 

00EC 110360 

208 

LXI 

00EF 3EB6 

209 

MVI 

00F1 12 

210 

STAX 

00F2 IB 

211 

DCX 

00F3 7E 

212 

MOV 

00F4 12 

213 

STAX 

00F5 23 

214 

INX 

00F6 7E 

215 

MOV 

00F7 12 

216 

STAX 

00F8 C9 

217 

RET 


218 

i 


PORTC 

0FH 

BAUD 

H,BDLK 

D, 00H 

E, A 
D 

D,CNTM 

A r 0B6H 

D 

D 

A,M 

D 

H 

A,M 

D 


;READ BAUD RATE SWITCHES 
;STRIP OFF 4 MSB'S 
;SAVE IT 

;MOVE BITS OVER ONE PLACE 
;GET BAUD RATE LOOK UP TABLE 
;ZERO D ' 

;PUT A IN E 
;GET OFFSET 
; POINT DE TO 8253 
?GET CONTROL WORD 
? STORE IN 8253 
; POINT AT #2 COUNTER 
;GET LSB BAUD RATE 
;PUT IT IN 8253 
? POINT AT MSB BAUD RATE 
;GET MSB BAUD RATE 
?PUT IT IN 8253 
?GO BACK 
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219 

;8275 

INITIALIZATION 



00F9 210110 

220 

221 IN75: 

txi 

H,CRTS 


/ 

00FC 3 500 

222 

MVI 

M,00H 


RESET AND STOP DISPLAY 

00FE 2B 

223 

DCX 

H 


HL-1000H 

00FF 364F 

224 

MVI 

M, 4FH 


SCREEN PARAMETER BYTE 1 

0101 3658 

225 

MVI 

M r 58H 


SCREEN PARAMETER BYrE 2 

0103 3689 

226 

MVI 

M,89H 


SCREEN PARAMETER BYTE 3 

0105 36DD 

227 

MVI 

M, 0DDH 


SCREEN PARAMETER BYTE 4 

0107 23 

228 

INX 

H 


HL=1001H 

0108 CD8803 

229 

CALL 

LDCUR 


LOAD THE CURSOR 

010B 36E0 

230 

MVI 

M,0E0H 


PRESET COUNTERS 

010D 3623 

231 

MVI 

M, 23H 


START DISPLAY 


232 

• 





233 

; THIS 

ROUriNE READS BOrH 

THE KEYBOARD AND THE USART 


234 

; AND TAKES PROPER ACTION 

DEPENDING ON HOW THE LINE-LOCAL 


235 

.•SWITCH IS SET 




236 

• 




010F 3E18 

237 SETUP: 

MVI 

A, 18H 

• 

SET MASK 

0111 30 

238 

SIM 


< 

LOAD MASK 

0112 FB 

239 

El 


< 

ENABLE INTERRUPTS 


240 






241 

•READ 

THE US ART 



0113 20 

242 

243 RXRDY: 

fclM 

f 


GET LINE LOCAL 

0114 E680 

244 

AN I 

80H 


IS IT ON OR OFF? 

0116 C22101 

245 

JNZ 

KEYINP 


LEAVE IF IT IS ON 

0119 3A01A0 

246 

LEA 

USTF 


READ 8251 FLAGS 

011C E602 

247 

ANI 

02H 


LOOK AT RXRDY 

011E C25C01 

248 

JNZ 

OK7 


IF HAVE CHARACTER GO TO WORK 

0121 3AEA0F 

249 KEYINP: 

LEA 

KEYEWN 


GET KEYBOARD CHARACTER 

0124 E680 

250 

ANI 

80H 


IS IT THERE 

0126 C23101 

251 

JNZ 

KEYS 


IF KEY IS PJSHED LEAVE 

0129 3E00 

252 

MVI 

A,00H 


ZERO A 

012B 32ED0F 

253 

STA 

KEYOK 


CLEAR KEYOK 

012E C31301 

254 

JMP 

RXRDY 


LOOP AGAIN 

0131 3AED0F 

255 KEYS: 

LEA 

KEYOK 


WAS KEY DOWN 

0134 4F 

256 

MOV 

C/A 

KBCHR 


SAVE A IN C 

0135 3AEB0F 

257 

LEA 


GET KEYBOARD CHARACTER 

0138 B9 

258 

CMP 

C 


IS IT THE SAME AS KEYOK 

0139 CA1301 

259 

JZ 

RXRDY 


IF SAME LOOP AGAIN 

01 3C 32ED0F 

260 

STA 

KEYOK 


IF NOT SAVE IT 

013F 32E70F 

261 

STA 

USC HR 


SAVE IT 

0142 20 

262 

RIM 



GET LINE LOCAL 

0143 E680 

263 

ANI 

80H 


WHICH WAY 

0145 CA4B01 

264 

JZ 

TRANS 


LEAVE IF LINE 

0148 C34E02 

265 

JMP 

CHREC 


TIME TO DO SOME WORK 

014B 3A01A0 

266 TRANS: 

LDA 

USTF 


GET USART FLAGS 

014E E601 

267 

ANI 

01H 


READY TO TRANSMIT? 

0150 CA4B01 

268 

JZ 

TRANS 


LOOP IF NOT READY 

0153 3AE70F 

269 

. LEA 

USC HR 


GET CHARACTER 

0156 3200A0 

270 

STA 

USTD 


PUT IN USART 

0159 C30F01 

271 

JMP 

SETUP 


LEAVE 

015C 3A00A0 

272 OK7: 

LDA 

USTD 


READ USART 

015F E67F 

273 

ANI 

07FH 


STRIP MSB 

0161 32E70F 

274 

STA 

USC HR 


PUT IT IN MEMORY 

0164 C34E02 

275 

JMP 

CHREC 


LEAVE 


276 

• 





277 

;THIS 

ROUTINE CHECKS 

THE 

BAUD RATE SWITCHES. RESETS THE 


278 

.•SCREEN POINTERS AND 

READS AND LOOKS UP THE KEYBOARD. 


279 

• 




0167 F5 

280 FRAME: 

PUSH 

PSW 


SAVE A AND FLAGS 

0168 E5 

281 

PUSH 

H 


SAVE H AND L 

0169 D5 

282 

PUSH 

D 


SAVE D AND E 

016A C5 

283 

PUSH 

B 


SAVE 3 AND C 

016B 3A0114 

284 

LEA 

INT75 


READ 8275 TO CLEAR INTERRUPT 


285 

• 





286 

;SET 

UP THE POINTERS 



016E 2AE30F 

287 

288 

Lhld 

TOPAD 


;L0AD TOP IN H AND L 

0171 22E80F 

289 

SHLD 

CUR AD 


.•STORE TOP IN CURRENT ADDRESS 


290 

• 





291 

;SET 

UP BAUD RATE 



0174 3A0218 

292 

293 

Lea 

PORTC 


.-READ BAUD RATE SWITCHES 

0177 E60F 

294 

ANI 

0FH 


;STRIP OFF 4 MSB'S 

0179 47 

295 

MOV 

B.A 

BAUD 


;SAVE IN B 

017A 3AEC0F 

296 

LDA 


;GET BAUD RATE 

017D B8 

297 

CMP 

B 


;SEE IF SAME AS B 

017E C4DC00 

298 

CNZ 

STBAUD 


; IF NOT SAME DO SOMETHING 


299 






300 

.•READ KEYBOARD 



0181 3AEA0F 

301 

302 

Lea 

KEYEWN 


;SEE IF A KEY IS DOWN 

0184 E640 

303 

ANI 

40H 


;SET THE FLAGS 

0186 C2C201 

304 

JNZ 

KYDOWN 


;IF KEY IS DOWN JUMP AROUND 

0189 CD8F01 

305 

CALL 

RDKB 


;GQ READ ‘THE KEYBOARD 

018C C38F00 

306 

JMP 

BYPASS 


; LEAVE 
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018 F 
0192 

0195 

0196 
0198 
019B 
019C 
019F 
01A0 
01A1 
01A4 
01A5 
01A6 
01A9 
01AB 
01AE 
01AF 
01B0 
01B1 
01B2 
01B3 
01B4 
01B6 
01B9 
01BA 
01BC 
01BF 
01C2 
01C5 
01C6 
01C9 
01CA 
01CD 
01CE 
01CF 
01D0 
01D3 
01D6 
01D8 
01DB 
01DE 
01E0 
01E1 
01E2 
01E5 
01E6 
01E7 
01E9 
01EA 
01EB 
01EE 
01EF 
01F0 
01F1 
01F2 
01F3 
01F4 
01F7 
01F9 
01FA 
01FD 
01FE 
0200 
0201 
0204 
0207 
0209 
020A 
020B 
020D 
020E 
0211 
0212 
0214 

0217 

0218 
0219 
021A 
021D 
021F 
0222 
0223 
0226 
0228 
022B 


21EF0F 

3A0218 

77 

3EFE 

320018 

47 

3A0118 

2F 

B7 

C2AF01 

78 
07 

DA9801 

3E00 

32EA0F 

C9 

23 

2F 

77 
23 
70 

3E40 

32EA0F 

C9 

3E00 

32EA0F 

C38F00 

21F10F 

7E 

320018 

2B 

3A0118 

B6 

2F 

B7 

CABA01 

3AEA0F 

E601 

C28F00 

3A0118 

06FF 

04 

0F 

QAE001 

23 

7E 

0EFF 

0C 

0F 

DAE901 

78 
07 
07 
07 
81 
47 

3A0218 

E640 

4F 

3AEF0F 

57 

E640 

B1 

CA3E02 

3A0218 

E620 

4F 

7A 

E620 

31 

CA4702 

58 

1600 

210705 

19 

7E 

47 

3A0218 

E610 

CA2E02 

78 

32EB0F 

3EC1 

32EA0F 

C38F00 


307 RDKB: 

308 

309 

310 

311 LOOPK: 

312 

313 

314 

315 

316 

317 

318 

319 

320 

321 

322 

323 SAVKEY: 

324 

325 

326 

327 

328 

329 

330 

331 KYCHNG: 

332 

333 

334 KYDOWN: 

335 

336 

337 

338 

339 

340 

341 

342 

343 

344 

345 

346 

347 

348 BP: 

349 

350 

351 

352 

353 

354 BP1: 

355 

356 

357 

358 

359 

360 

361 

362 

363 

364 

365 
356 

367 

368 

369 

370 

371 

372 

373 

374 

375 

376 

377 

378 SCR: 

379 

380 

381 

382 

383 

384 

385 

386 

387 

388 3TKEY: 

389 

390 

391 

392 

393 

394 


LXI 

LDA 

MOV 

MVI 

STA 

MOV 

LDA 

CMA 

ORA 

JNZ 

MOV 

RLC 

JC 

MVI 

STA 

RET 

INX 

CMA 

MOV 

INX 

140V 

MVI 

STA 

RET 

MVI 

STA 

JMP 

LXI 

MOV 

STA 

XX 

LDA 

ORA 

CMA 

ORA 

JZ 

LEA 

AN I 

JNZ 

LDA 

MVI 

INR 

RRC 

JC 

INX 

MOV 

MVI 

INR 

RRC 

JC 

MOV 

RLC 

RLC 

RLC 

ORA 

MOV 

LDA 

AN I 

MOV 

LEA 

MOV 

ANI 

ORA 

JZ 

LEA 

ANI 

MOV 

MOV 

ANI 

ORA 

JZ 

MOV 

(MVI 

LXI 

DAD 

MOV 

MOV 

LEA 

ANI 

JZ 

MOV 

STA 

MVI 

STA 

JMP 


H. SBC ON 

PORTC 

M,A 

A, 0FEH 
PORTA 

B. A 
PORTO 

A 

SAVKEY 

A,B 

LOOPK 
A, 00H 
KEYDWN 

rt 

M,A 

H 

M,B 

A.40H 

KEYDWN 

A.00H 
KEYDWN 
BYPASS 
H f SCNLIN 

A, M 
PORTA 
H 

PORTS 

M 

A 

KYCHNG 

KEYEWN 

01H 

BYPASS 

PORTB 

B, 0FFH 
B 

UP 

H 

A,M 

C, 0FFH 
C 

UP1 

A,B 


C 

8. A 

PORTC 

40H 

C.A 

SHCON 

D r A 

40H 

C 

CNTEWN 

PORTC 

20H 

C f A 

A, D 

20H 

C 

SHDWN 

D',00H 

H,KYLKUP 

D 

A, M 

B. A 
PORTC 
10H 

CAPLOC 

A.B 

KBCHR 

A.0C1H 

KEYDWN 

BYPASS 


(POINT HL AT KEYBOARD RAM 
GET CONTROL AND SHIFT 
SAVE IN MEMORY 
-SET UP A 
(OUTPUT A 
SAVE A IN B 
READ KEYBOARD 
INVERT A 
SET THE FLAGS 
LEAVE IF KEY IS DOWN 
(GET SCAN LINE BACK 
ROTATE IT OVER ONE 
DO IT AGAIN 
(ZERO A 

SAVE KEY DOWN 
LEAVE 

POINT AT RETURN LINE 
PUT A BACK 

SAVE RETURN LINE IN MEMORY 
POINT H AT SCAN LINE 
SAVE SCAN LINE IN MEMORY 
(SET A 

SAVE KEY DOWN 

LEAVE 

ZERO 0 

RESET KEY DOWN 
; LEAVE 

?GET SCAN LINE 
PUT SCAN LINE IN A 
OUTPUT SCAN LINE TO PORT A 
(POINT AT RETURN LINE 
GET RETURN LINES 
ARE THEY THE SAME? 

INVERT A 
(SET FLAGS 

IF DIFFERENT KEY HAS CHANGED 
(GET KEY DOWN 

HAS THIS BEEN DONE BEFORE? 

, LEAVE IF IT HAS 
;GET RETURN LINE 
;GET READY TO ZERO B 
ZERO B 
ROTATE A 
DO IT AGAIN 
(POINT H AT SCAN LINES 
;GET SCAN LINES 
;GET READY TO LOOP 
(START C COUNTING 
; ROTATE A 
; JUMP TO LOOP 
GET RETURN LINES 
MOVE OVER ONCE 
(MOVE OVER TWICE 
(MOVE OVER THREE TIMES 
OR SCAN AND RETURN LINES 
-SAVE A IN B 
(GET SHIFT CONTROL 
IS CONTROL SET 
-SAVE A IN C 
(GET SHIFT CONTROL 
SAVE A IN D 
STRIP CONTROL 
SET BIT 
IF SET LEAVE 
READ IT AGAIN 
(STRIP SHIFT 
(SAVE A 

(GET SHIFT CONTROL 
(STRIP CONTROL 
(ARE THEY THE SAME? 

IF SET LEAVE 
PUT TARGET IN E 
ZERO D 

;GET LOOKUP TABLE 
(GET OFFSET 
GET CHARACTER 
PUT CHARACTER IN B 
GET PORTC 
(STRIP BIT 
(CAPS LOCK 
(GET A BACK 
(SAVE CHARACTER 
(SET A 

(SAVE KEY DOWN 
LEAVE 


THE CAP LOCK BUTTON IS PUSHED THIS ROUTINE SEES IF 
;THE CHARACTER IS BETWEEN 61 H AND 7AH AND IF IT IS THIS 
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022E 78 
022F FE60 
0231 DA2302 
0234 FE7B 
0236 D22302 
0239 D620 
023B C32302 


02 3E 3E80 

0240 B0 

0241 E6BF 

0243 47 

0244 C31102 
0247 3E40 
0249 B0 
024A 47 
024B C31102 


0276 

027D 

0280 

0283 

0285 

0288 

028A 

028D 

028F 

0292 

0294 

0297 

0299 

029C 

029E 

02A1 

02A3 

02A6 

02A8 

02AB 


3E00 

32EE0F 

3AE70F 

FE42 

CAAE02 

FE45 

CACF02 

FE4A 

CAD502 

FE4B 

CA2703 

FE41 

CA3303 

FE43 

CA4503 

FE44 

CA6E03 

FE48 

CA9703 

C30F01 


02AE 

02B1 

02B3 

02B6 

02B7 

02BA 

02BD 

02C0 

02C1 

02C3 

02C6 

02C9 

02CC 


3AE10F 

FE18 

CA0F01 

3C 

32E10F 

CDB803 

CDA504 

7E 

FEF0 

C20F01 

22E50F 

CD1504 

C30F01 


395 

396 

397 

398 

399 CAPLOC: 

400 

401 

402 

403 

404 

405 

406 

407 

408 

409 

410 CNTDWN: 

411 

412 

413 

414 

415 SHOWN: 

416 

417 

418 

419 

420 


ROUTINE ASSUMES THAT THE CHARACTER IS DOWER CASE ASCII 
AND SUBTRACTS 20H, WHICH CONVERTS THE CHARACTER TO 
UPPER CASE ASCII 


MOV 

A, B 
60H 

?GET A BACK 

CPI 

;H0W BIG IS IT? 

JC 

STKEY 

; LEAVE IF IT*S TOO SMALL 

CPI 

7BH 

; IS IT TOO BIG 

JNC 

STKEY 

; LEAVE IF TOO BIG 

SUI 

20H 

; ADJUST A 

JMP 

STKEY 

; STORE THE KEY 

;THE 

;IN 

ROUTINES 
THE ACC. 

SHOWN AND CNTDWN SET BIT 6 AND 7 RESPECT I VLY 

MVI 

A,80H 

;SET BIT 7 IN A 

ORA 

B 

;OR WITH CHARACTER 

AN I 

0BFH 

;MAKE SURE SHIFT IS NOT SET 

MOV 

S,A 

SCR 

;PUT IT BACK IN B 

JMP 

;GO BACK 

MVI 

A,40H 

;SET BIT 6 IN A 

ORA 

B 

;OR WITH CHARACTER 

MOV 

B,A 

SCR 

;PUT IT BACK IN B 

JMP 

;GO BACK 



421 

;FF, 

AND BACK £ 

024E 3AEE0F 

422 

423 CHREC: 

Lda 

ESCP 

0251 FE80 

424 

CPI 

80H 

0253 CA7B02 

425 

JZ 

ESSQ 
USC HR 

0256 3AE70F 

426 

LDA 

0259 FE0A 

427 

CPI 

0AH 

025B CAF603 

428 

JZ 

LNFD 

025E FE0C 

429 

CPI 

0CH 

0260 CACA03 

430 

JZ 

FMFD 

0263 FE0D 

431 

CPI 

0DH 

0265 CAAD03 

432 

JZ 

CGRT 

0268 FE08 

433 

CPI 

08H 

026A CA6E03 

434 

JZ 

LEFT 

026D FE1B 

435 

CPI 

1BH 

026F CAA503 

436 

JZ 

ESKAP 

0272 B7 

437 

ORA 

A 

0273 C6E0 

438 

ADI 

0E0H 

0275 QA7704 

439 

JC 

C HR PUT 

0278 C30F01 

440 

JMP 

SETUP 


441 



442 

443 

444 

445 

446 ESSQ: 

447 

448 

449 

450 

451 

452 

453 

454 

455 

456 

457 

458 

459 

460 

461 

462 

463 

464 

465 

466 

467 

468 

469 DOWN: 

470 

471 

472 

473 

474 

475 

476 

477 

478 

479 

480 

481 

482 


ESCAPE SET? 

SEE IF IT IS 
LEAVE IF IT IS 
GET CHARACTER 
LINE FEED 
C3 TO LINE FEED 
FORM FEED 
GO TO FORM FEED 
CR 

DO A CR 
BACK SPACE 
DO A BACK SPACE 
ESCAPE 

DO AN ESCAPE 
CLEAR CARRY 

SEE IF CHARACTER IS PRINTABLE 
IF PRINTABLE DO IT 
GO BACK AND READ U5ART AGAIN 

THIS ROUriNE RESETS THE ESCAPE LOCATION AND DECODES 
THE CHARACTERS FOLLOWING AN ESCAPE. THE COMMANDS ARE 
COMPATABLE WITH INTELS CREDIT TEXT EDITOR 

ZERO A 
RESET ESCP 
GET CHARACTER 
DOWN 

MOVE CURSOR DOWN 
CLEAR SCREEN CHARACTER 
CLEAR THE SCREEN 
CLEAR REST OF SCREEN 
fGO CLEAR THE REST OF THE SCREEN 
CLEAR LINE CHARACTER 
■GO CLEAR A LINE 
CURSOR UP CHARACTER 
MOVE CURSOR UP 
CURSOR RIGHT CHARACTER 
MOVE CURSOR TO THE RIGHT 
CURSOR LEFT CHARACTER 
MOVE CURSOR TO THE LEFT 
HOME CURSOR CHARACTER 
HOME THE CURSOR 
LEAVE 


;PUT CURSOR Y IN A 

?SEE IF ON BOTTOM OF SCREEN 

; LEAVE IF ON BOTTOM 

; INCREMENT Y CURSOR 

;SAVE NEW CURSOR 

;LOAD THE CURSOR 

; CALCULATE ADDRESS 

;GET FIRST LOCATION OF THE LINE 

;SEE IF CLEAR SCREEN CHARACTER 

; LEAVE IF IT IS NOT 

;SAVE BEGINNING OF THE LINE 

; CLEAR THE LINE 

; LEAVE 


MVI 

STA 

A.00H 

ESCP 

LDA 

USC HR 

CPI 

42H 

JZ 

DOWN 

CPI 

45H 

JZ 

CLEAR 

CPI 

4AH 

JZ 

CLRST 

CPI 

4BH 

JZ 

CLRLIN 

CPI 

41H 

JZ 

UPC UR 

CPI 

43H 

JZ 

RIGHT 

CPI 

44H 

JZ 

LEFT 

CPI 

48H 

JZ 

HOME 

JMP 

SETUP 

•THIS 

ROUTINE 

Lda 

CURSY 

CPI 

CURBOT 

JZ 

SETUP 

INR 

A 

STA 

CURSY 

CALL 

LDCUR 


CALL 

MOV 

CPI 

JNZ 

SHLD 

CALL 

JMP 


CADCU 

A,M 

0F0H 

SETUP 

LOC80 

CLLINE 

SETUP 
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483 

;THIS 

ROUriNE CLEARS 

THE SCREEN. 

02CF CDE403 

484 

485 CLEAR: 

CALL 

CLSCR 

;GO CLEAR THE SCREEN 

02D2 C30F01 

486 

487 

488 

JMP 

SETUP 

;GO BACK 


•THIS 

ROUTINE CLEARS ALL LINES BENEATH THE LOCATION 

> 

489 

;QF THE CURSOR. 



02D5 CDA504 

490 

491 CLRST: 

6all 

CALCU 


CALCULATE ADDRESS 

02D8 CDCD04 

492 

CALL 

ADX 


ADD X POSITION 

02DB 01204F 

493 

LXI 

B.4F20H 

CURSX 


PUT SPACE AND LAST X IN B AND C 

02DE 3AE20F 

494 

LEA 


GET X CURSOR 

02E1 B8 

495 

CMP 

B' 


SEE IF AT END OF LINE 

02E2 CABC02 

495 

JZ 

OVR1 


LEAVE IF X IS AT END OF LINE 

02E5 3C 

497 LLP: 

INR 

A 


MOVE A OVER ONE X POSITION 

02E6 23 

498 

INX 

H 


INCREMENT MEMORY POINTER 

02E7 71 

499 

MOV 

M,C 


PUT A SPACE IN MEMORY 

02E8 B8 

500 

CMP 

B 


SEE IF A * 4FH 

02E9 C2E502 

501 

JNZ 

LLP 


IF NOT LOOP AGAIN 

02EC 01D00F 

502 OVR1: 

LXI 

B r LAST 


PUT LAST LINE IN BC 

02EF 23 

503 

INX 

H 


POINT HL TO LAST LINE 

02F0 78 
02F1 BC 

504 

MOV 

A,B 


GET B 

505 

CMP 

H 


SAME AS H? 

02F2 C2FD02 

506 

JNZ 

CONCL 


LEAVE IF NOT 

02F5 79 

507 

MOV . 

A,C 


GET C 

02F6 BD 

508 

CMP 

L 


SAME AS L? 

02F7 C2FD02 

509 

JNZ 

CONCL 


LEAVE IF NOT 

02FA 210008 

510 

LXI 

H r TPDIS 


GET TOP OF DISPLAY 

02FD 3AE10F 

511 CONCL: 

LDA 

CURSY 


GET Y CURSOR 

0300 FE18 

512 

CPI 

CURBOr 


IS IT ON THE BOTTOM 

0302 CA0F01 

513 

JZ 

SETUP 


LEAVE IF IT IS 

0305 3C 

514 

INR 

A 


MOVE TT DOWN ONE LINE 

0306 47 

515 

MOV 

B,A 


SAVE CURSOR IN B FOR LATER 

0307 115000 

516 

LXI 

D, LNGTH 


PUT LENGTH OF ONE LINE IN D 

030A 36F0 

517 CLOOP: 

MVI 

M r 0F0H 


PUT EOR IN MEMORY 

030C 78 

518 

MOV 

A,B 


GET CURSOR Y 

030D FE18 

519 

CPI 

CURBOr 


ARE WE ON THE BOTTOM 

030F CA0F01 

520 

JZ 

SEUJP 


LEAVE IF WE ARE 

0312 3C 

521 

INR 

A 


MOVE CURSOR DOWN ONE 

0313 19 

522 

DAD 

D 


GET NEXT LINE 

0314 47 

523 

MOV 

B,A 


SAVE A 

0315 1C 

524 

MOV 

A,H 


PUT H IN A 

0316 FE0F 

525 

CPI 

0FH 


COMPARE TO HIGH LAST 

0318 C20A03 

526 

JNZ 

CLOOP 


LEAVE IF IT IS NOT 

031B 7D 

527 

MOV 

A,L 

0D0H 


PUT L IN A 
COMPARE 'TO LOW LAST 

031C FED0 

528 

CPI 


031E C20A03 

529 

JNZ 

CLOOP 


LEAVE IF IT IS NOT 

0321 210008 

530 

LXI 

H.TPDIS 

CLOOP 


PUT TOP DISPLAY IN H AND L 

0324 C30A03 

531 

J.MP 


LOOP AGAIN 


532 






533 

•THIS 

ROUTINE CLEARS 

THE 

LINE THE CURSOR IS ON. 


534 





0327 CDA504 

535 CLRLIN: 

CALL 

CALCU 


; CALCULATE ADDRESS 

032A 22E50F 

536 

SHLD 

LOC80 


? STORE H AND L TO CLEAR LINE 

032D CD1504 

537 

CALL 

CLLINE 


;CLEAR THE LINE 

0330 C30F01 

538 

JMP 

SETUP 


;GO BACK 


539 






540 

•THIS 

ROUriNE MOVES 

THE CURSOR UP ONE LINE. 


541 





0333 3AE10F 

542 UPC UR: 

LDA 

CURSY 


;GET Y CURSOR 

0336 FE00 

543 

CPI 

00H 


;IS IT ZERO 

0338 CA0F01 

544 

JZ 

SETUP 


;IF IT IS LEAVE 

033B 3D 

545 

DCR 

A 


; MOVE, CURSOR UP 

033C 32E10F 

546 

STA 

CURSY 


;SAVE NEW CURSOR 

033F CDB803 

547 

CALL 

LDCUR 


;LQAD THE CURSOR 

0342 C30F01 

548 

549 

550 

JMP 

SETUP 


; LEAVE 


JTHIS ROUriNE MOVES 

THE 

CURSOR ONE LOCATION TO THE RIGHT 

0345 3AE20F , 

551 

552 RIGHT: 

LDA 

CURSX 


;GET X CURSOR ^ 0 

0348 FE4F 

553 

CPI 

4FH 


;IS IT ALL THE WAY OVER? 

034A C26403 

554 

JNZ 

NTOVER 


;IF NOT JUMP AROUND 

034D 3AE10F 

555 

LDA 

CURSY 


;GET Y CURSOR 

0350 FE18 

556 

CPI 

CURBOT 


;SEE IF ON BOTTOM 

0352 CA5903 

557 

JZ 

GD18 


; IF WE ARE JUMP 

0355 3C 

558 

INR 

A 


? INCREMENT Y CURSOR 

0356 32E10F 

559 

STA 

CURSY 


;SAVE rr 

0359 3E00 

560 GD18: 

MVI 

A,00H 


;ZERO A 

035B 32E20F 

561 

STA 

CURSX 


;ZERO X CURSOR 

035E CD6803 

562 

CALL 

LDCUR 


;LQAD THE CURSOR 

0361 C30F01 

563 

JMP 

SETUP 


; LEAVE 

0364 3C 

564 NTOVER 

: INR 

A 


; INCREMENT X CURSOR 

0365 32E20F 

565 

STA 

CURSX 


; SAVE IT 

0368 CDB803 

566 

CALL 

LDCUR 


;LQAD THE CURSOR 

036B C30F01 

567 

JMP 

SETUP 


; LEAVE 


568 






569 

;THIS ROUriNE MOVES 

THE CURSOR LEFT ONE CHARACTER POSITION 
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036E 3AE20F 

570. 

571 LEFT: 

Lda 

CURSX 

0371 FE00 

m 

CPI 

00H 

0373 C28D03 

JNZ 

NOVER 

0376 3AE10F 

574 

LDA 

CURSY 

0379 FE00 

575 

CPI 

00H 

037B CA0F01 

576 

JZ 

SETUP 

037E 3D 

577 

DCR 

A 

037F 32E10F 

578 

STA 

CURSY 

0382 3E4F 

579 

MVI 

A.4FH 

CURSX 

0384 32E20F 

580 

STA 

0387 CDB803 

581 

CALL 

LDCUR 

038A C30F01 

582 

JMP 

SETUP 

038D 3D 

583 NOVER: 

DCR 

A 

038E 32E20F 

584 

STA 

CURSX 

0391 CDB803 

585 

CALL 

LDCUR 

0394 C30F01 

586 

JMP 

SETUP 


0397 3E00 
0399 32E20F 
039C 32E10F 
039F CDB803 
03A2 C30F01 


03A5 3E80 
03A7 32EE0F 
03AA C30F01 


03 AD 3E00 
03AF 32E20F 
03B2 CDB803 
03B5 C30F01 


03B8 

03BA 

03BD 

03C0 

03C3 

03C6 

03C9 


03CA 

03CD 

03D0 

03D3 

03D6 

03D8 

03DB 

03DE 

03E1 


3E80 

320110 

3AE20F 

320010 

3AE10F 

320010 

C9 


CDE403 

210008 

22E50F 

CD1504 

3E00 

32E20F 

32E10F 

CDB803 

C30F01 


587 

588 

589 

590 HOME: 

591 

592 

593 

594 

595 

596 

597 

598 ESKAP: 

599 

600 
601 
602 

603 

604 CGRT: 

605 

606 

607 

608 

609 

610 


;GET X CURSOR 
? IS IT ALL THE WAY OVER 
? IF NOT JUMP AROUND 
?GET CURSOR Y 
7 IS IT ZERO? 

7 IF IT IS JUMP 
7 MOVE CURSOR Y UP 
7 SAVE IT 

?GET LAST X LOCATION 
7 SAVE IT 

7 LOAD THE CURSOR 

7 ADJUST X' CURSOR 
7 SAVE CURSOR X 
7 LOAD THE CURSOR 
7 LEAVE 


7 THIS 

filVI 

STA 

STA 

CALL 

JMP 


ROUriNE HOMES THE CURSOR. 


A.00H 

CURSX 

CURSY 

LDCUR 

SETUP 


7 ZERO A 
7 ZERO X CURSOR 
7 ZERO Y CURSOR 
7 LOAD THE CURSOR 
? LEAVE 


THIS ROUTINE SETS THE ESCAPE BIT 


MVI 

STA 

JMP 


A.80H 

ESCP 

SETUP 


7 LOAD A WITH ESCAPE BIT 
? SET ESCAPE LOCATION 
7 GO BACK AND READ USART 


THIS ROUriNE DOES A CR 


MVI 

STA 

CALL 

JMP 


A,00H 

CURSX 

LDCUR 

SETUP 


7 ZERO A 

7 ZERO CURSOR X 
? LOAD CURSOR INTO 8275 
7 POLL USART AGAIN 


THIS ROUTINE LOADS THE CURSOR 


611 LDCUR: 

MVI 

A.80H 

7 PUT 80H INTO A 

612 

STA 

CRTS 

? LOAD CURSOR INTO 

613 

LDA 

CURSX 

7 GET CURSOR X 

614 

STA 

CRTM 

7 PUT IT IN 8275 

615 

LEA 

CURSY 

?GET CURSOR Y 

616 

STA 

CRTM 

? PUT IT IN 8275 

617 

RET 




618 

619 

620 

621 FMFD: 

622 

623 

624 

625 

626 

627 

628 

629 

630 

631 

632 

633 


THIS ROUTINE DOES A FORM FEED 


CALL 

CLSCR 

? CALL CLEAR SCREEN 

LXI 

H.TPDIS 

LOC80 

? PUT TOP DISPLAY IN HL 

SHLD 

7 PJT IT IN LOC80 

CALL 

CLLINE 

7 CLEAR TOP LINE 

MVI 

A.00H 

CURSX 

7 ZERO A 

STA 

7 ZERO CURSOR X 

STA 

CURSY 

? ZERO CURSOR Y 

CALL 

LDCUR 

7 LOAD THE CURSOR 

JMP 

SETUP 

7 BACK TO USART 


THIS ROUITNE CLEARS THE SCREEN BY WRITING END OF ROW 
CHARACTERS INrO THE FIRST LOCATION OF ALL LINES ON 
THE SCREEN. 


AND E 


03E4 3EF0 

634 

635 CLSCR: 

MVI 

A, 0F0H 

7 PUT EOR CHARACTER IN A 

03E6 0618 

636 


MVI 

B,CURBOr 

7 LOAD B WITH MAX Y 

03E8 04 

637 


INR 

B 

? GO TO MAX PLUS ONE 

03E9 210008 

638 


LXI 

H,TPDIS 

7 LOAD H AND L WITH TOP 

03EC 115000 

639 


LXI 

D,LNGTH 

7 MOVE 50H = 80D INTO D 

03EF 77 

640 

LOADX: 

MOV 

M,A 

7 MOVE EOR INrO MEMORY 

03F0 19 

641 


DAD 

D 

7 CHANGE POINTER BY 80D 

03F1 05 

642 


DCR 

B 

7 COUNT THE LOOPS 

03F2 C2EF03 

643 


JNZ 

LOADX 

; CONTINUE IF NOT ZERO 

03F5 C9 

644 

645 

646 


RET 

'•THIS 

?GO BACK 

ROUTINE DOES A LINE FEED 

03F6 CDFC03 

647 

648 

LNFD: 

6all 

LNFD1 

.-CALL ROUTINE 

03F9 C30F01 

649 

650 

651 


JMP 

•LINE 

SETUP 7 POLL FLAGS 

FEED 

03FC 3AE10F 

652 

653 

LNFD1: 

Lda 

CURSY 

7 GET Y LOCATION OF CURS 

03FF FE18 

654 


CPI 

CURBOT 

7 SEE IF AT BOTTOM OF SC 

0401 CA5304 

655 


JZ 

ONBOT 

?IF WE ARE, LEAVE 

0404 3C 

656 


INR 

A 

? INCREMENT A 

0405 32E10F 

657 


STA 

CURSY 

? SAVE NEW CURSOR 
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0408 CDA534 

658 

CALL 

040B 22E50F 

659 

SHLD 

04 0E CD1504 

660 

CALL 

0411 CD0803 

661 

CALL 

0414 C9 

662 

RET 


663 

$ 


CALCU 
, LOC80 
CLLINE 
, LDCUR 


0427 E5 

0428 E5 

0429 E5 
042A E5 
042B E5 
042C E5 
04 2D E5 
042E E5 
042F E5 

0430 E5 

0431 E5 

0432 E5 

0433 E5 

0434 E5 

0435 E5 

0436 E5 

0437 E5 

0438 E5 

0439 E5 
04 3A E5 
043B E5 
043C E5 
04 3D E5 
043E E5 
043F E5 

0440 E5 

0441 E5 

0442 E5 

0443 E5 

0444 E5 

0445 E5 

0446 E5 

0447 E5 

0448 E5 

0449 E5 
044A E5 
044B E5 
044C E5 
044D E5 
044E E5 
044F EB 

0450 F9 

0451 FB 

0452 C9 


664 

665 

666 


679 

680 
681 
682 
683 
684+ 
685+ 
686+ 
687+ 
688+ 
689+ 
690+ 
691+ 
692+ 
693+ 
694+ 
695+ 
696+ 
697+ 
693+ 
699+ 
700+ 
701+ 
702+ 
703+ 
704+ 
705+ 
706+ 
707+ 
738+ 
709+ 
710+ 
711+ 
712+ 
713+ 
714+ 
715+ 
716+ 
717+ 
718+ 
719+ 
720+ 
721+ 
722+ 
723+ 

724 

725 

726 

727 

728 

729 

730 


;CALCULATE ADDRESS 
?SAVE TO CLEAR LINE 
; CLEAR THE LINE 
;LOAD THE CURSOR 
; LEAVE 


;THIS ROUTINE CLEARS THE LINE WHOSE FIRST ADDRESS 
• CLRAR INSTRIJCTI0NS ARE USED TO RAPIDLY 


0415 

F3 

667 

668 CLLINE: 

f)I 

0416 

2AE50F 

669 

LHLD 

0419 

115000 

670 

LXI 

04 1C 

19 

671 

DAD 

04 ID 

EB 

672 

XCHG 

04 IE 

210000 

673 

LXI 

0421 

39 

674 

DAD 

0422 

EB 

675 

XCHG 

0423 

F9 

676 

SPHL 

0424 

212020 

677 

LXI 



678 

7 


LQC30 
D, LNGTH 
D 

H^0000H 


H,2020H 


;NO INTERRUPTS HERE 

;GET LOC80 

;GET OFFSET 

;ADD OFFSET 

•PUT START IN DE 

?ZERO HL 

;GET STACK 

;PUT STACK IN DE 

;PUT START IN SP 

;PUT SPACES IN HL 


;NGW DO 40 PUSH INSTRUCTIONS TO CLEAR THE LINE 

&EPT (LNGTH/2) 

PUSH H 

ENDM 

PUSH H 

PUSH H 

PUSH H 

PUSH H 

PUSH H 

PUSH H 

PUSH H 

PUSH H 

PUSH H 

PUSH H 

PUSH H 

PUSH H 

PUSH H 

PUSH H 

PUSH H 

PUSH H 

PUSH H 

PUSH H 

PUSH ' H 
PUSH H 

PUSH H 

PUSH H 

PUSH H 

PUSH H 

PUSH H 

PUSH H 

PUSH H 

PUSH H 

PUSH H 

PUSH H 

PUSH H 

PUSH H 

PUSH H 

PUSH H 

PUSH H 

PUSH H 

PUSH H 

PUSH H 

PUSH H 

PUSH H 

XCHG 
SPHL 
El 
REr 


;PUT STACK IN HL 
; PUT IT BACK IN SP 
; ENABLE INTERRUPTS 
;GO BACK 


JlF CURSOR IS ON THE BOTTOM OF THE SCREEN THIS ROUTINE 
• TS IKP.n TO TMDr B’MPMT ‘PUP r tup cccn 


0453 

2AE30F 

731 

732 ONBOT:* 

Lhld 

0456 

22E50F 

733 

SHLD 

0459 

115000 

734 

LXI 

04 5C 

19 r 

735 

DAD 

04 5D 

01D00F 

736 

LXI 

0460 

7C 

737 

MOV 

0461 

B8 

738 

CMP 

0462 

C26D04 

739 

JNZ 

0465 

7D 

740 

MOV 

0466 

B9 

741 

CMP 

0467 

C26D04 

742 

JNZ 

046A 

210008 

743 

LXI 

046D 

22E30F 

744 ARND: 

SHLD 


TOPAD 
LOG 80 
D, LNGTH 
D 

B f LAST 
A,H 
8 

ARND 

A,L 

C 

ARND 

H.TPDIS 

TOPAD 


;GET TOP ADDRESS 

?SAVE IT IN LOC80 

? LINE LENGTH 

;ADD HL + DE 

;GET BOTTOM LINE 

;GET H 

;SAME AS B 

; LEAVE IF NOT SAME 

;G£T L 

;SAME AS C 

; LEAVE IF NOT SAME 

?LOAD HL WITH TOP OF DISPLAY 

;SAVE NEW TOP ADDRESS 
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0470 CD1504 

745 

CALL 

CLLINE 

CLEAR LINE 

0473 CDB803 

746 

CALL 

LDCUR 

LOAD THE CURSOR 

0476 C9 

747 

RET 




748 

• 




749 

;THIS 

ROUTINE PUTS A CHARACTER ON THE SCREEN AND 


750 

: INCREMENTS THE X CURSOR 

POSITION. A LINE FEED IS 


751 

; INSERTED IF THE INCREMENTED CURSOR EQUALS 81D 

0477 CDA504 

752 

753 CHRPUT: 

6all 

CALCU 

CALCULATE SCREEN POSITION 

047A 7E 

754 

MOV 

A,M 

0F0H 

GET FIRST CHARACTER 

047B FEF0 

755 

CPI 

IS IT A CLEAR LINE 

047D 22E50F 

756 

SHLD 

LOC80 

SAVE LINE TO CLEAR 

0480 CC1504 

757 

CZ 

CLLINE 

CLEAR LINE 

0483 2AE50F 

758 

LHLD 

LOC80 

GET LINE 

0486 CDCD04 

759 

CALL 

ADX 

ADD CURSOR X 

0489 3AE70F 

760 

LDA 

USC IR 

GET CHARACTER 

048C 77 

761 

MOV 

M.A 

CURSX 

PUT IT ON SCREEN 

048D 3AE20F 

762 

LDA 

GET CURSOR X 

0490 3C 

763 

INR 

A 

INCREMENT CURSOR X 

0491 FE50 

764 

CPI 

LNGTH 

HAS IT GONE TOO FAR? 

0493 C29C04 

765 

JNZ 

OKI 

IF NOT GOOD 

0496 CDFC03 

766 

CALL 

LNFD1 

DO A LINE FEED 

0499 C3AD03 

767 

JMP 

CGRT 

DO A CR 

049C 32E20F 

768 OKI: 

STA 

CURSX 

SAVE CURSOR 

049F CDB803 

769 

CALL 

LDCUR 

LOAD THE CURSOR 

04A2 C30F01 

770 

JMP 

SETUP 

LEAVE 


0000 


04D5 0008 
0001 

04D7 5008 
0002 

04D9 A008 

0003 

04DB F008 

0004 

04DD 4009 

0005 

04DF 9009 


771 

772 

773 

774 

775 


; THIS ROUTINE TAKES THE TOP ADDRESS AND THE Y CURSOR 
; LOCATION AND CALCULATES THE ADDRESS OF THE LINE 
• THAT THE CURSOR IS ON. THE RESULT IS RETURNED IN H 


04A5 21D504 

776 

111 CALCU: 

Lxi 

04A8 3AE10F 

778 

LDA 

04AB 07 

779 

RLC 

04AC 0600 

780 

MVI 

04AE 4F 

781 

MOV 

04AF 09 

782 

DAD 

04B0 7E 

783 

MOV 

04B1 4F 

784 

MOV 

04B2 23 

785 

I NX 

04B3 7E 

786 

MOV 

04B4 47 

787 

MOV 

04B5 2100F8 

788 

LXI 

04B8 09 

789 

DAD 

04B9 E3 

790 

XCHG 

04BA 2AE30F 

791 

LHLD 

04BD 19 

792 

DAD 

04BE E8 

793 

XCHG 

04BF 2130F0 

794 

LXI 

04C2 19 

795 

CAD 

04C3 DAC804 

796 

JC 

04C6 EB 

797 

XCHG 

04C7 C9 

798 

RET 

04C8 2130F8 

799 FIX: 

LXI 

04CB 19 

800 

DAD 

04CC C9 

801 

RET 


802 

} _ 


H.LINTAB 

CURSY 

B r 00H 
C,A 
B ' 

A,M 

C,A 

H 

A,M 

8, A 

H r 0F800H 
, B 

TOPAD 

D 

H,0F030H 

D 

FIX 


H r 0F830H 
D 



803 

;THIS : 


804 

;THAT 


805 

;IN H , 


806 


04CD 3AE20F 

807 ADX: 

LDA 

04D0 0600 

808 

MVI 

04D2 4F 

809 

MOV 

04D3 09 

810 

DAD 

04D4 C9 

811 

RET 


CURSX 

B, 00H 

C, A 
B 


812 

813 

814 

815 

816 LINTAB: 

817 

818 

819 

820 
821+ 

822+ 

823+ 

824+ 

825+ 

826+ 

827+ 

828+ 

829+ 

830+ 

831+ 


GET LINE TABLE INTO H AND L 
:GET CURSOR INTO A 
SET UP A FOR LOOKUP TABLE 
ZERO B 

PUT CURSOR INTO A 

ADD LINE TABLE TO Y CURSOR 

PUT LOW LINE TABLE INTO A 

PUT La4 LINE TABLE INTO C 

CHANGE MEMORY POINTER 

PUT HIGH LINE TABLE INTO A 

PUT HIGH LINE TABLE INTO B 

TWOS COMPLEMENT SCREEN LOCATION 

SUBTRACT OFFSET 

SAVE HL IN DE 

GET TOP ADDRESS IN H AND L 
GET DISPLACED ADDRESS 
SAVE IT IN D 

TWOS COMPLEMENT SCREEN LOCATION 

SEE IF WE ARE OFF THE SCREEN 

IF WE ARE FIX IT 

GET DISPLACED ADDRESS BACK 

GO BACK 

SCREEN BOUNDRY 

ADJUST SCREEN 

GO BACK 


;GET CURSOR 
;ZERO B 

;PUT CURSOR X IN C 
;ADD CURSOR X TO H AND L 
; LEAVE 


THIS TABLE CONTAINS THE OFFSET ADDRESSES FOR EACH 
OF THE 25 DISPLAYED LINES. 

LlNNUM SET 0 
REPT (CURBOT+1) 

DW TPDIS+ (LNGTH*LINNUM) 

LlNNUM SET (LINNUM+1) 

ENDM 


DW TPDIS+ (LNGTH*LINNUM) 
LlNNUM SET (LINNUM+1) 


LlNNUM SET (LINNUM+1) 

DW TPDIS+ (LNGTH*LINNUM) 

LlNNUM SET (LINNUM+1) 

DW TPDIS+ (LNGTH* LlNNUM) 

LlNNUM SET (LINNUM+1) 

DW TPDIS+ (LNGTH*LINNUM) 
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0006 

04E1 B009 

0007 

04B3 300A 

0008 

04E5 800A 

0009 

04E7 D00A 
000A 

04E9 200B 
000B 

04 EB 700B 
000C 

04ED C00B 
000D 

04EF 100C 
000E 

04F1 600C 
000F 

04F3 B00C 

0010 

04F5 000D 
0011 

04F7 500D 
0012 

04F9 A00D 

0013 

04FB F00D 

0014 

04FD 400E 

0015 

04FF 900E 

0016 

0501 E00E 

0017 

0503 300F 

0018 

0505 800F 
0019 


0507 38 

0508 39 

0509 30 
050A 2D 
050B 3D 
050C 5C 
050D 08 
050E 00 
050F 75 

0510 69 

0511 6F 

0512 70 

0513 5B 

0514 5C 

0515 0A 

0516 7F 

0517 6A 

0518 6B 

0519 5C 
051A 3B 
051B 27 
051C 00 
051D 0D 
051E 37 
051F 6D 

0520 2C 

0521 2E 

0522 2F 

0523 00 

0524 00 

0525 00 

0526 00 

0527 00 

0528 61 

0529 7A 
052A 78 
052B 63 
052C 76 
052D 62 
052E 6E 


832+ 

833+ 

834+ 

835+ 

836+ 

837+ 

838+ 

839+ 

840+ 

841+ 

842+ 

843+ 

844+ 

845+ 

846+ 

847+ 

848+ 

849+ 

850+ 

851+ 

852+ 

853+ 

854+ 

855+ 

856+ 

357+ 

858+ 

859+ 

« 

862+ 

^ 63 + 

864+ 

865+ 

866+ 

867+ 

868+ 

869+ 

870+ 

871 

872 

873 

874 

875 

876 

877 

878 

879 KYLKUP: 

880 
881 


882 

883 

884 

885 

886 

887 

888 

889 

890 

891 

892 

893 

894 

895 

896 

897 

898 


LINNUM SET (LINNUM+1) 

DW TPDIS+ (LNGTH*LINNUM) 

LINNUM SET (LINNUM+1) 

DW TPDIS+ (LNGrH*LINMUM) 

LINNUM SET (LINNUM+1) 

DW TPDIS+ (LNGTH* LINNUM) 


LINNUM SET 


DW 


tpd: 


jLINNUM+1) 

)IS+ (LNGTH*LINNUM) 


LINNUM SET (LINNUM+1) 

DW TPDIS+ (LNGTH*LINNUM) 
LINNUM SET (LINNUM+1) 
DIS+(LNGTH*L 


l™ s£?° msssf jmn 

LINNUM Slf LINWM) 

TPDIS+ (LNGTH*LINNUM) 
™ 'LINNUM+1) 


LINNUM SET (uiwJuunTi i 
DW TPDIS+ (LNGrH* LINNUM) 

LINNUM SET (LINNUM+1) 

DW TPDIS+ (LNGTH*LINNUM) 


TiTOIS+^arH*LINNUM) 


DW 


LINNUM SET (LINNUM+1) 

TPDIS+ (LNGTH*LINNUM) 


LINNUM SET (LINNUM+1) 

DW TPDIS+ (LNGrH* LINNUM) 

LINNUM SET (LINNUM+1) 

DW TPDIS+ (LNGTH*LINNUM) 

LINNUM SET (LINNUM+1) 

DW TPDIS+ (LNGrH* LINNUM) 

LINNUM SET (LINNUM+1) 

DW TPDIS+ (LNGTH*LINNUM) 

LINNUM SET (LINNUM+1) 

TPDIS+ (LNGrH*LINNUM) 

JET (LINNUM+1) 

TPD1S+ ('LNGTH* LINNUM) 

•»ET (LINNUM+1) 

- - TPDIS+ (LNGTH*LINNUM) 

LINNUM SET (LINNUM+1) 

DW TPDIS+(LNGrH*LINNUM) 

LINNUM SET (LINNUM+1) 

? KEYBOARD LOOKUP TABLE 

?THIS TABLE CONTAINS ALL THE ASCII CHARACTERS 
; THAT ARE TRANSMITTED BY THE TERMINAL 
;THE CHARACTERS ARE ORGANIZED SO THAT BITS 0.1 AND 
;ARE THE SCAN LINES, BITS 3,4 AND 5 ARE THE RETURN 
;BIT 6 IS SHIFT AND'BIT 7 IS C^ITROL kmukn 


LINNUM SET ( 

DW TPD I 

LINNUM SET |LI!^NUM+1) 


&B 

DB 

DB 

DB 

DB 

DB 

DB 

DB 

DB 

DB 

DB 

DB 

DB 

DB 

DB 

DB 

DB 

DB 

DB 

DB 


38H,39H 
30H,2DH 
3DH,5CH 
08H,00H 
75H,69H 
6FH,70H 
5BH,5CH 
0AH,7FH 
6AH,6BH 
6CH, 3BH 
27H,00H 
0DH,37H 
6DH,2CH 
2EH,2FH 
00H,00H 
00H,00H 
00H,61H 
7AH,78H 
63H,76H 
62H,6EH 


;8 AND 9 
0 AND - 
= AND \ 

BS AND BREAK 
SLOWER CASE U AND I 
LOWER CASE 0 AND P 
( AND \ 

:LF AND DELETE 
LOWER CASE J AND K 
LOWER CASE L AND ; 

AND NOTHING 
:CR AND 7 

LOWER CASE M AND COMMA 
PERIOD AND SLASH 
BLANK AND NOTHING 
[NOTHING AND NOTHING * 
NOTHING AND LOWER CASE A 
[LOWER CASE Z AND X 
LOWER CASE C AND V 
LOWER CASE B AND N 


2 

LINES 
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052F 79 

0530 00 

0531 00 

0532 20 

0533 64 

0534 66 

0535 67 

0536 68 

0537 00 

0538 71 

0539 77 
053A 73 
053B 65 
053C 72 
053D 74 
053E 00 
053F IB 

0540 31 

0541 32 

899 

DB 

79H,00H 

; LOWER CASE Y AND NOTHING 

900 

DB 

00H,20H 

; NOTHING AND SPACE 

901 

DB 

64H,66H 

; LOWER CASE D AND F 

902 

DB 

67H, 68H 

; LOWER CASE G AND H 

903 

DB 

00H,71H 

;TAB AND LOWER CASE Q 

904 

DB 

77H,73H 

; LOWER CASE W AND S 

905 

DB 

65H r 72H 

; LOWER CASE E AND R 

906 

DB 

74H,00H 

; LOWER CASE T AND NOTHING 

907 

DB 

1BH, 31H 

; ESCAPE AND 1 

908 

DB 

32H,33H 

; 2 AND 3 

0542 33 

0543 34 

909 

DB 

34H,35H 

? 4 AND 5 

0544 35 



0545 36 

0546 00 

0547 2A 

910 

DB 

3SH, 00H 

; 6 AND NOTHING 

911 

DB 

2AH,28H 

;* AND ) 

0548 28 

0549 29 
054 A 5F 

912 

DB 

29H,5FH 

; ( AND - 

054B 2B 
054C 00 
054 D 08 
054E 00 
054F 55 

913 

DB 

2BH,00H 

;+ AND NOTHING 

914 

DB 

08H,00H 

;BS .AND BREAK 

915 

DB 

55H,49H 

;U AND I 

0550 49 

0551 4F 

916 

DB 

4FH, 50H 

;0 AND P 

0552 50 




0553 5D 

0554 00 

0555 0A 

917 

DB 

5DH,00H 

?1 AND NO CHARACTER 

918 

DB 

0AH,7FH 

;LF AND DELETE 

0556 7F 

0557 4A 

0558 4B 

919 

DB 

4AH,4BH 

;J AND K 

0559 4C 
055A 3A 

920 

DB 

4CH,3AH 

;L AND : 

055B 22 
055C 00 
055D 0D 

921 

DB 

22H, 00H 

; “ AND NO CHARACTER 

922 

DB 

0DH, 26H 

;CR AND & 

055E 26 





055F 4D 

0560 3C 

0561 3E 

923 

DB 

4DH,3CH 

;M AND < 

924 

DB 

3EH,3FH 

;> AND ? 

0562 3F 




0563 00 

0564 00 

0565 00 

0566 00 

0567 00 

0568 41 

0569 5A 
056A 58 
056B 43 

925 

DB 

00H,00H 

;BLANK AND NOTHING 

926 

DB 

00H,00H 

; NOTHING AND NOTHING 

927 

DB • 

00H,41H 

? NOTHING AND A 

928 

DB 

5AH, 58H 

;Z AND X 

929 

DB 

43H,56H 

;C AND V 

056C 56 

056D 42 

930 

DB 

42H,4EH 

;B AND N 

056E 4E 





056F 59 

0570 00 

0571 00 

0572 20 

0573 44 

931 

DB 

59H,00H 

;Y AND NOTHING 

932 

DB 

00H,20H 

;NO CHARACTER AND SPACE 

933 

DB 

44H,46H 

;D AND F 

0574 4 6 

0575 47 

0576 48 

934 

DB 

47H,48H 

;G AND H 

0577 00 

0578 51 

935 

DB 

00H,51H 

;TAB AND Q 

0579 57 
057A 53 

936 

DB 

57H,53H 

?W AND S 

057B 45 
057C 52 

937 

DB 

45H,52H 

;E AND R 

057D 54 
057E 00 

938 

DB 

54H,00H 

?T AND NO. CONNECTION 

057F IB 
0580 21 

939 

DB 

1BH,21H 

; ESCAPE AND • * 

0581 40 

0582 23 

940 

DB 

40H,23H 

?0 AND | 

0583 24 

0584 25 

941 

DB 

24H,25H 

;$ AND % 

0585 5E 

942 

DB 

5EH,00H 

r AND NO CONNECTION 
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APPLICATIONS 



987 



988 


0FE1 

989 


990 


0001 

991 

CURSY: 

0001 

992 

CURSX: 

0002 

993 

TOPAD: 

0002 

994 

LOC80: 

0001 

995 

USCHR: 

0002 

996 

CURAD: 

0001 

997 

KEYDWN: 

0001 

998 

KBCHR: 

0001 

999 

BAUD: 

0001 

1000 

KEYOK: 

0001 

1001 

ESCP: 

0001 

1002 

3HCON: 

0001 

1003 

RETLIN; 

0001 

1004 

SCNLIN: 


1005 


PUBLIC SYMBOLS 



EXTERNAL SYMBOLS 




;DATA AREA 


6 RG 

DS 

DS 

DS 

DS 

DS 

DS 

DS 

DS 

DS 

DS 

D6 

DS 

DS 

DS 

END 


0FE1H 

1 

1 

2 

2 

1 

2 

1 

1 

1 

1 

1 

1 

1 

1 


USER SYMBOLS 


ADX 

A 

04CD 

ARND 

A 

046D 

BAUD 

A 

0FEC 

8DLK 

A 

05C5 

BTDIS 

A 

0F80 

BYPASS 

A 

008F 

CAPLOC 

A 

022E 

CGRT 

A 

03AD 

CHREC 

A 

024E 

CHRPUT A 

0477 

CLEAR 

A 

02CF 

CLLINE 

A 

0415 

CLRLIN 

A 

0327 

CURST 

A 

02D5 

CLSCR 

A 

03E4 

CNT0 

A 

6000 

CNT1 

A 

6001 

CNT2 

A 

6002 

CN*m 

A 

6003 

CNWD55 

A 

1803 

CONCL 

A 

02FD 

CRTM 

A 

1000 

CRTS 

A 

1001 

CURAD 

A 

0FE8 

CURSX 

A 

0FE2 

CURSY 

A 

0FE1 

DOWN 

A 

02AE 

ESCP 

A 

0FEE 

ESKAP 

A 

03A5 

ESSQ 

A 

027B 

FMFD 

A 

03CA 

FRAME 

A 

0167 

GD18 

A 

0359 

HOME 

A 

0397 

IN75 

A 

00F9 

INT75 

A 

1401 

KEYDWN 

A 

0FEA 

KEYINP 

A 

0121 

KEYOK 

A 

0FED 

KEYS 

A 

0131 

KPTK 

A 

0084 

KYCHNG 

A 

01BA 

KYLKUP 

A 

0507 

LAST 

A 

0FD0 

LDCUR 

A 

03B8 

LEFT 

A 

036E 

LINNUM 

A 

0019 

LINTAB 

A 

04D5 

LNFD 

A 

03F6 

LNFD1 

A 

03FC 

LNGTH 

A 

0050 

LOADX 

A 

03EF 

LOC80 

A 

0FE5 

LOOPF 

A 

00A7 

LPKBD 

A 

0098 

NOVER 

A 

038D 

NTOVER 

A 

0364 

OKI 

A 

049C 

OK7 

A 

015C 

ONBOT 

A 

0453 

POPDAT A 

0034 

PORTA 

A 

1800 

PORTS 

A 

1801 

PORTC 

A 

1802 

RDKB 

A 

018F 

RETLIN 

A 

0FF0 

RXRDY 

A 

0113 

SAVKEY 

A 

01AF 

SCNLIN 

A 

0FF1 

SCR 

A 

0211 

SETUP 

A 

010F 

SHCON 

A 

0FEF 

STBAUD A 

00DC 

STKEY 

A 

0223 

STPrR 

A 

0FE0 

TOPAD 

A 

0FE3 

TPDIS 

A 

0800 

TRANS 

A 

014B 

UP1 

A 

01E9 

UPC UR 

A 

0333 

USCHR 

A 

0FE7 

U3TD 

A 

A000 

USTF 

A 

A001 
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Fewer parts make a microprocessor-based CRT controller cost-effective, 
and interrupt-driven software cuts overhead on the system's CPU. 


Low-cost CRT control 
does more with less 


The multitude of components and the CPU over- 
head' long associated with cathode-ray-tube con- 
trollers are rapidly becoming conspicuous by their 
absence. In particular, an intelligent terminal based 
on Intel’s iAPX 88/10 (8088) microprocessor and 8276 
small-system CRT controller eliminates all but 22 
of the nearly 40 chips required by other CRT con- 
trollers (even those with microprocessors and inte- 
grated peripherals). It also cuts overhead on the 
processor to less than 25%, so that the 88/10 is free 
to implement such intelligent terminal functions as 
local data processing. 

The iAPX 88/10 implementation supplies charac- 
ters directly to the 8276 by means of interrupt-driven 
software, eliminating the need for a direct-memory- 
access (DMA) controller. The design interfaces 
directly with standard CRT monitors, contact- 
closure keyboards, and RS-232C serial-communica- 
tion links (asynchronous or bisynchronous), to pro- 
vide a complete stand-alone operator interface. 

Although the primary design goal— implementing 
a low-cost CRT terminal— has excluded some useful 
CRT features, these are easily made available 
through additional external hardware. For example, 
composite video is added with two TTL packages, a 
transistor, and some resistors and capacitors. Anoth- 
er simple option involves the two general-purpose 
attribute outputs on the 8276 and lets users select 
any one of four colors on a color monitor. 

Basic system configuration and architecture 

Central to the 22-chip CRT controller design is an 
iAPX 88/10 8-bit microprocessor operating at 5 MHz 
and supported by two 8185 1-kbit x 8 static RAMs 
and a 2716 control software PROM (Fig. 1). An 8251A 
programmable communication interface provides 
synchronous or asynchronous serial communica- 

Thomas Rossi, Applications Mgr Peripheral Components 
Intel Corp. 

3065 Bowers Ave., Santa Clara, CA 95051 


tions. Three manual switches on the PC board select 
the baud rate, and one of the 8253’s three independent 
programmable interval timers generates the 8251 A’s 
baud-rate clock under software control. 

The three PC-board switches are monitored by the 
iAPX 88/10 to determine the desired baud rate 
When the CPU detects a change in the switch 
positions, the 8253 is loaded with the appropriate 
count for the new baud rate. 

An 8255A provides three 8-bit parallel I/O ports. 
Two I/O ports contribute keyboard scanning, and the 


1. Intelligent terminals, built with Intel’s iAPX 88/10 (8088) 
microprocessor and new 8276 small-system CRT controller, 
take this basic configuration to reduce parts count and 
minimize overhead on the system CPU. 
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third port senses option-switch settings and the 
vertical-retrace signal from the 8276 (for CRT syn- 
chronization upon reset). 

The CRT dot and character timing is generated 
by an 8284A clock generator. Another 8253 timer 
provides the appropriate horizontal-retrace timing 
for the CRT monitor. In its programmable one-shot 
mode, this timer generates a 32-^s horizontal-retrace 
pulse for the CRT monitor (Ball Brothers TV-12). A 
simple user-initiated change in the software will 
modify this delay time to suit different CRT 
monitors. The third and last timer in the 8253 is 
available for any user-defined need. 

A 2716 EPROM on the controller board serves as 
a user-programmable character generator. A shift 
register transforms the data from the character 
EPROM into a serial-bit stream to illuminate dots 
on the CRT screen. The 2716 character generator 
helps to create Special symbols and characters for 
word processing, industrial-control applications, or 
foreign-language displays. ) 

The controller hardware is divided into processor 
and support, serial and parallel I/O, and CRT-control 
sections. The processor and support section consists 
of an iAPX 88/10 microprocessor, which is supported 
by two 8185 1-kbit X 8 static-RAM devices, and 
another 2716 EPROM (containing 2 kbytes of control 
firmware). The iAPX 88/10 uses a 15-MHz crystal 
(with an 8284A) to operate at a 5-MHz clock rate. 
The 8185 memories attach directly to the iAPX 88/10 
multiplexed bus. An 8282 latches eight address lines 
(Ao-A 7 ) from the multiplexed bus for 2716-program 
memory access (Fig. 2). 

The serial and parallel I/O section of the terminal 
includes the 8255A programmable peripheral in- 
terface, and the CRT section contains the 8276 CRT 
controller and support circuits. All of the controller’s 
I/O operations are memory mapped (see table). 

How the controller board communicates 

The CRT-controller board communicates to com- 
puter systems and other CRT units through a serial 
interface. Both RS-232C and TTL-compatible in- 
terfaces are available at the Ji connector. The unit’s 
standard software supports eight data-transmission 
rates: 9600, 4800, 2400, 1200, 600, 300, 150, and 110 
baud. These rates are switch-selectable on the PC 
board. Since the baud-rate clock is generated by an 
8253, baud rates may be easily modified in software. 

Keyboard scanning is supported through the A and 
B ports of a 8255 A programmable peripheral in- 
terface. Therefore, low-cost unencoded keyboards 
can be used. The eight scan lines (port B) and eight 
return lines (port A) support a 64-contact closure- 
key matrix. The three switches attached to port C 
permit baud-rate selection. Four general-purpose 



2. The processor and support section of the intelligent 
terminal’s hardware contains two 81 85 RAMs attached 
directly to the iAPX 88/10 multiplexed bus. An 8282 latches 
eight address lines (A 0 -A 7 ) from the multiplexed bus for 271 6- 
program memory access. 



3. Here are the major functional blocks of the 8276 
programmable CRT controller. This device permits software 
specification of most CRT-screen format characteristics 
(cursor position, characters/row, rows/frame). 
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inputs on port C permit the software to sense 
depression of the caps-lock key, the control key, and 
the shift key, as well as the position of the line/local 
switch: The last input on port C senses the status 
of the vertical retrace (VRTC) output of the 8276, so 
that the controller can synchronize with the CRT 
display on power up or after a hardware reset. 

All keyboard I/O connects to the terminal board 
by means of a 40-pin header on its edge. All seven 
option-switch inputs are also brought to the connec- 
tor, so that option switches may be installed on the 
keyboard if desired. 

Software specifies the screen format 

The CRT display is controlled by the 8276 program- 
mable CRT controller (Fig. 3). With this device, most 
CRT screen-format characteristics— such as the 
cursor position, the number of characters per row, 
and the number of rows per frame — can be specified 
through software. The 8276 handles all display tim- 
ing including retrace time delays. 

In the current design, 2000 characters are dis- 
played on the CRT screen (25 rows of 80 characters). 
Each character is formed as a 5 x 7-dot matrix within 
a larger 7x10 matrix (Fig. 4). Other screen formats 
(e.g., 16 rows of 64 characters) can be easily im- 
plemented with a few software changes and no 
hardware changes. 

The 8276 contains two 80-character row buffers 
(see “Row Buffers Reduce System Overhead”). While 
one buffer displays the current character line on the 
screen, the 8276 fills the other row buffer from 


memory. This data transfer begins when the 8276 
issues a data request (by means of the BRDY pin), 
causing an interrupt to the CPU. In response to this 
interrupt, the CPU activates the RAM’s CS and RD 
inputs, while simultaneously activating the 8276 BS 
and WR inputs (Fig. 5). Through this technique, a 
single bus cycle suffices to transfer each byte from 
the RAM into the CRT row buffer. After the row 
buffer is filled, the CPU exits the interrupt-service 
routine. 

But the 8276 can do more than simply paint 
characters on a CRT screen. Its end-of-row-stop 
buffer-loading code allows the control software to 
blank individual display lines. Also, the end-of-the- 
screen-stop buffer-loading code initiates an erase to 
the end of the screen 

The 8276 supports software selection of visible- 
field “attributes” that can blink, underline, or high- 
light (intensify) characters on the screen and can 
reverse the video-character fields (black letters on 
a white background). Two general-purpose attribute 
outputs are provided to control the user-defined 
display capabilities. 

Hardware provides three support functions 

The 8276 is supported by three hardware func- 
tions: a dot/'character-clock oscillator, an EPROM 
character generator, and a character-shift register 
(Fig. 6). The dot/character-clock oscillator consists 
of an 8284A operating at 11.34 MHz and providing 
an 88.2-ns dot clock. A 74LS163 divines this clock 
by 7 to generate a 1.62-MHz (617-ns) character clock. 



character separation, and the 
remaining line is reserved for 
cursor/underline display. 


5. Row-buffer loading for the 8276 begins when a single 8088 string instruction 
moves data bytes from the 81 85 RAM to the 8276 row buffer. The 8088 CPU “thinks” 
it is loading the AX register. 
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The 8276 is programmed to display one raster line 
every 61.7 ms— a complete character line every 617 
ms (ten raster lines). The 8276 is also programmed 
to refresh the screen every 16.7 ms (60 Hz). 

Each character row consists of ten raster lines. 
Seven lines display the 5 X 7-character matrix, two 
lines are blanked for row spacing, and one line 
displays the cursor and underline. 

The 8276 uses the line count (LC 0 -LC 3 ) outputs to 
indicate the current raster line during the display 
of each character. These outputs, combined with the 
character-code outputs (CCo-CCg), are sent to the 
2716, which generates the dot pattern for display. 
This dot pattern is loaded into the shift register and 
is serially clocked for display by the 11.34-MHz dot 
clock. 

During the vertical-retrace interval, the row buf- 
fer for the first line of the next frame is loaded by 
the iAPX 88/10. When the frame starts, the 8276 
outputs the first character on its CC 0 -CC 6 pins; the 
LC outputs are all zero. Exactly 617 ns later, the next 
character code is emitted by the 8276. This process 
continues every 617 ns until all 80 characters have 
been output. Then the 8276 generates a horizontal- 
retrace pulse, which is converted to the appropriate 
pulse width for the CRT monitor by the 8253. 

At the end of the first raster line, the 8276 
increments the LC outputs. The next nine raster lines 


are similar to the first— the 8276 outputs the same 
80 character codes on the CC 0 -CC 6 pins for each of 
the raster lines, and the LC outputs are incremented 
after each raster line. 

While the ten raster lines are being displayed, the 
8276 is also filling the next row buffer. After the 
tenth raster line is completed, the 8276 resets the 
LC count and outputs character codes for the second 
row on the CCo-CCe pins. As this row is displayed, 
the first row buffer is filled with information for 
the third row. The 8276 alternates row buffers until 
all 25 rows are displayed. At this time, the vertical- 
retrace signal is activated, and the scanning process 
is repeated for the next frame. 

During display, the 8276 automatically activates 
the video-suppress pin (VSP) and/or light-enable 
outputs (LTEN i, as appropriate, to control retrace 
blanking, generate the cursor, or underline charac- 
ters. 

Software is split between two priorities 

The software for the CRT controller is divided into 
high and low-priority sections. The high-priority 
“foreground” software is activated each time the 
8276 requests (through the iAPX 88/10 NMI inter- 
rupt) that an 80-character row buffer be filled. The 
8276 row buffer is filled by performing 80 sequential 
memory reads. As each read is performed, the 



6. CRT control logic supports the 8276. Three hardware functions are involved: a dot/character clock oscillator, 
an EPROM character generator, and a character-shift register. 
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Row buffers reduce system overhead 

If no row buffer is present, the CRT controller must 
go to main memory to fetch every character during 
every dot scan line. Thus, the central processing unit is 
forced to relinquish the system bus 90 to 95% of the 
time That CPU inactivity (overhead) greatly de- 
grades total system performance and efficiency. CRT 
terminals using this approach are typically limited to 
between 1200 and 2400 baud on their serial-com- 
munications channels. 

However, with the 8276’s row-buffered architec- 
ture, the CRT controller need only access the main 
memory once for each displayed character row. This 
approach reduces system bus overhead for CRT re- 
freshing to 25% (maximum). The CPU is then free to 
perform other local-processing functions, for instance, 
processing data at 9600 baud on a serial-communica- 
tions channel 


PUSHF 


, save registers 

PUSH 

SI 

, used by 

PUSH 

CX 

, subroutine 

MOV 

SI.CURAD 

, point to current line 

ADD 

SI, OFFSET 

, 

OLD 


; auto increment 

MOv 

CX.40 


REP LODS 

WDPTR 

, move 40 words 

CMP 

SI, LAST 

, check for end of screen 

JNZ 

KTPK 

, jump if not at end 

MOv 

Sl.TOPDIS 

, end-set to top 

KTPK MOv 

CURAD.SI 


POP 

CX 

; restore 

POP 

SI 

f 

POPF 


- 


7. A screen-refresh routine illustrates how the iAPX 88/10 
load-string (loos) instruction fills an 8276 row buffer. The 
15 lines take 167 ns and are run every ten CRT lines 
(every 617 ^s). 


XOR 

AX, AX 

; clear AX 

MOV 

BX, ESCTBL 

; load table, pointer 

MOV 

AL.USCHR 

, read character 

CMP 

AL.41H 

; check for 41 H 

JL 

SETUP 

; not valid 

CMP 

AL.48H 

; check for 48H 

JG 

SETUP 

; notvalid 

XLAT 


; translate to routine 
address 

JMP 

(AX) 



8. This routine checks the keyboard character to see if it is 
a valid escape-sequence command (41 H through 48H). if the 
character is valid, a translate table jumps to a service routine. 
With the powerful IAPX 88/1 0 translate Instruction, the service 
routine takes just 7 ms. 


hardware automatically sends a write (over buffer- 
select and write pins) to the 8276. 

The simultaneous memory-read and 8276-write 
commands transfer characters from the 8185 RAM 
to the &276 in a single memory cycle— without a 
direct-memory-access (DMA) controller. The 80 
reads are under the control of the CPU load string 
(LODS) instruction, which handles 40 word loads with 
iAPX 88/10 code (Fig. 7). The complete refresh 
sequence for one line requires approximately 167 //s. 
As a result, processor overhead for refresh opera- 
tions is approximately 27%. 

Foreground software also involves keyboard scan- 
ning that is performed only at the end of each display 
frame (after 25 rows or 16.7 ms). If a key depression 
is noted during one of these scans, the information 
is stored for further background processing. An 
iAPX 88/10 routine checks the character to de- 
termine whether it is a valid escape-character com- 
mand (Fig. 8). In this procedure, the iAPX 88/10’s 
translate instruction (XLAT) takes care of table 
lookup. 

The low-priority software section handles “back- 
ground” processing. It monitors the 8251A serial I/O 
port and provides processing for characters entered 
via the keyboard or with the serial interface. Back- 
ground software executes continuously except when 
interrupted for the higher-priority foreground proc- 
essing. 

Cumbersome scrolling technique avoided 

A refresh-buffer memory stores all 2000 charac- 
ters that can be displayed on the CRT screen. The 
foreground software transfers one row (of 80 charac- 
ters) at a time to the 8276. Two pointers are employed 
during normal operation. Under the control of fore- 
ground processing software, the current-row pointer 
contains the address of the next row to be displayed. 
This pointer must always be correct, so that a row 
can be transferred to the 8276 when requested. The 
buffer pointer contains the address of the next CRT 
buffer location to be written into (from either the 
keyboard or the serial port). Controlled by the 
background software, the buffer pointer indicates 
the cursor’s actual location. 

The simplest refresh-buffer organization as- 
sociates the first memory address with the upper left 
position on the CRT screen. All other characters are 
stored sequentially (Fig. 9). But this method makes 
CRT screen scrolling difficult. Scrolling requires that 
each display line be moved up one row. The top line 
of the CRT is lost, the bottom line is blanked, and 
the cursor is placed at the beginning of the bottom 
line. 

With this fixed sequential organization, all charac- 
ters in the refresh buffer must be moved forward 
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9. This memory/screen-character relationship exists when all 
characters are stored sequentially, making scrolling difficult. 



10. If sequential memory orientation is retained but 
characters do not have to be moved in memory, scrolling can 
be much more efficient. Here, scrolling is accomplished 
simply by changing the display-start pointer. The 
memory/screen-character relationship is shown after a scroll 
of one line from the positions illustrated in Fig. 9. 


by 80 characters (memory locations) to scroll the 
screen. (Each line moves up one row on the CRT and 
the last 80 characters in the buffer are blanked.) 
Moving 1920 characters each time the screen scrolls 
a single line is very slow and cumbersome. 

The low-cost CRT controller avoids this problem 
with a slight modification of the fixed-sequential 
scrolling technique. Here, sequential memory orien- 
tation is retained while the need to move characters 
in memory is eliminated. This approach requires an 
additional display-start pointer that points to the 
memory location of the first character to be dis- 
played. 

At system initialization, the display-start pointer 
is set to 30H, the buffer-start address. During each 
vertical-retrace interval, the current-row pointer is 
initialized from the display -start pointer. Scrolling 
is performed by merely changing the display-start 
pointer. 

For a single row scroll, the display-start pointer 
moves ahead 80 characters to location 80H, and the 
first 80 characters in the buffer are blanked. During 
the next vertical retrace, the foreground software 
sets the current-row pointer to the display-start 
location (80H), and begins transferring characters to 
the 8276 from this address. 

The character in memory-location 80H (previously 
the first character in the second row) now occupies 
the first display position on the CRT screen (first 
character of the first row). When the foreground 
software reaches the end of the display buffer, the 
next row is read from the beginning of the buffer 
(location 30H). Thus, the first 80 characters in the 
buffer appear on the last display row (Fig. 10). 

Each subsequent scroll moves the display start 
pointer forward by 80 characters. Buffer operations 
automatically “roll over” to the physical beginning 
of the buffer after passing the last buffer location. 

Since the row-by-row character display is con- 
trolled by iAPX 88/10 software, other display tech- 
niques may be used. In particular, a linked list struc- 
ture is extremely adaptable to word-processing and 
text-editing functions. This method allows each row 
within a file to be changed independently of other 
rows. 

Because the row's are linked or “chained together” 
by pointers, rows may be easily inserted or deleted 
by simply changing pointers. To display a CRT 
frame, the processor simply follows the pointer chain 
from one row to the next.D 


How useful? 

Circle 

Immediate design application 

547 

Within the next year 

548 

Not applicable 

549 
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82720 

GRAPHICS DISPLAY CONTROLLER 


■ Displays Low-to-High Resolution 
Images 

■ Draws Characters, Points, Lines, Arcs, 
and Rectangles 

■ Supports Monochrome, Gray Scale, or 
Color Displays 

■ Zooms, Pans and Windows Through a 
4 Mpixel Display Memory 


■ Extremely Flexible Programmable 
Screen Display, Blanking, and Sync 
Formats 

■ Compatible with Intel's Microprocessor 
Families 

■ High-Level Commands Off Load Host 
Processor from Bit Map Loading and 
Screen Refresh Tasks 

■ Supports Graphics, Character, and 
Mixed Display Modes 


FUNCTIONAL DESCRIPTION 
Introduction 

The 82720 Graphics Display Controller (GDC) is an intelligent microprocessor peripheral designed to drive high- 
performance raster-scan computer graphics and character CRT displays. Positioned between the video display 
memory and Intel microprocessor bus, the GDC performs the tasks needed to generate the raster display and 
manage the display memory. Processor software overhead is minimized by the GDC’s sophisticated instruction 
set, graphics figure drawing, and DMA transfer capabilities. The display memory directly supported by the GDC 
can be configured in any number of formats and sizes up to 256K 16-bit words. The display can be zoomed and 
partitioned screen areas can be independently scrolled and panned. With its light pen input and multiple controller 
capability, the GDC is ideal for most computer graphics applications. Systems implemented with the GDC can 
be designed to be compatible with standards such as VDI, NAPLPS, GKS, Core, or custom implementations. 
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Figure 1. Block Diagram 


Figure 2. Pin Configuration 
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Table 1. Pin Description 


Symbol 

Pin No. 

Type 

Name and Description 

2XWCLK 

1 

1 

Clock Input 

DBirT 

2 

O 

Display Bus Input: Read strobe output used to read display memory data into the GDC. 

HSYNC 

3 

O 

Horizontal Sync: Output used to initiate the horizontal retrace of the CRT display. 

V/EXT 

4 

I/O 

Vertical Sync: Output used to initiate the vertical retrace of the CRT display. In slave 

SYNC 



mode, this pin is an input used to synchronize the GDC with the master raster timing 




device. 

BLANK 

5 

0 

Blank: Output used to suppress the video signal. 

RAS (ALE) 

6 

0 

Row Address Strobe (Address Latch Enable): Output used to start the control timing 




chain when used with dynamic RAMs. When used with static RAMs, this signal is used 




to demultiplex the display address/data bus. 

DRQ 

7 

0 

DMA Request: Output used to request a DMA transfer from a DMA controller (8237) or 




I/O processor (8089). 

DACK 

8 

1 

DMA Acknowledge: Input used to acknowledge a DMA transfer from a DMA controller 




or I/O processor. 

RD 

9 

1 

Read: Input used to strobe GDC Data into the microprocessor. 

WR 

10 

1 

Write: Input used to strobe microprocessor data into the GDC. 

AO 

11 

1 

Register Address: Input used to select between commands and data read or written. 

DBO 

12 

I/O 

Bidirectional Microprocessor Data Bus Line: Input enabled by WR. Output enabled 




by RD. 

DB1 

13 



DB2 

14 



DB3 

15 



DB4 

16 



DB5 

17 



DB6 

18 



DB7 

19 



GND 

20 


Ground. 

V CC 

40 


+ 5V Power Supply 

mmmm 

39 

0 

Graphics Mode: Display Address Bit 17 Output 




Character Mode: Cursor and Line Counter Bit 4 Output 

■ 



Mixed Mode: Cursor and Image Mode Flag 

A 16 

38 

0 

Graphics Mode: Display Address Bit 16 Output 




Character Mode: Line Counter Bit 3 Output 




Mixed Mode: Attribute Blink and Line Counter Reset 

ad 15 

37 

I/O 

Graphics Mode: Display Address/Data Bits 13-15 

ad 14 

36 


Character Mode: Line Counter Bits 0-2 Output 

AD13 

35 


Mixed Mode: Display Address/Data Bits 13-15 

ADi 2 

34 / 

I/O 

Display Address/Data Bits 0-12 

ADii 

33 



AD 10 

32 



ad 9 

31 


u 

ADg 

30 



ad 7 

29 



ad 6 

28 



ad 5 

27 



ad 4 

26 



ADg 

25 



ad 2 

24 



ADt 

23 



AD 0 

22 



LPEN 

21 

1 

Light Pen Detect Input 
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FUNCTIONAL DESCRIPTION (Continued) 

Microprocessor Bus Interface 

Control of the GDC by the system microprocessor is 
achieved through an 8-bit bidirectional interface. 
The status register is readable at any time. Access to 
the FIFO buffer is coordinated through flags in the 
status register. 

Command Processor 

The contents of the FIFO are interpreted by the com- 
mand processor. The command bytes are decoded, and 
the succeeding parameters are distributed to their 
proper destinations within the GDC. The bus interface 
has priority over the command processor when both 
access the FIFO simultaneously. 

DMA Control 

The DMA Control circuitry in the GDC coordinates data 
transfers when using an external DMA controller. The 
DMA Request and Acknowledge handshake lines inter- 
face with an 8257 or 8237 DMA controller or 8089 I/O 
processor, so that display data can be moved between 
the microprocessor memory and the display memory. 

Parameter RAM 

The 16-byte RAM stores parameters that are used 
repetitively during the display and drawing processes. 
In character mode, the RAM holds the partitioned dis- 
play area parameters. In graphics mode, the RAM also 
holds the drawing pattern and graphics character. 

Video Sync Generator 

Based on the clock input, the sync logic generates 
the raster timing signals for almost any interlaced, 
non-interlaced, or “repeat field” interlaced video for- 
mat. The generator is programmed during the idle 
period following a reset. In video sync slave mode, it 
coordinates timing between the GDC and another 
video source. 

Memory Timing Generator 

The memory timing circuitry provides two memory 
cycle types: a two-clock period refresh cycle and the 
read-modify-write (RMW) cycle which takes four 
clock periods. The memory control signals needed to 
drive the display memory devices are easily 
generated from the GDC’s RAS(ALE) sind DBIN 
outputs. 


Zoom and Pan Controller 

Based on the programmable zoom display factor and 
the display area parameters in the parameter RAM, 
the zoom and pan controller determines when to 
advance to the next memory address for display 
refresh and when to go on to the next display area. A 
horizontal zoom is produced by slowing down the 
display refresh rate while maintaining the video sync 
rates. Vertical zoom is accomplished by repeatedly 
accessing each line a number of times equal to the 
horizontal repeat. Once the line count for a display 
area is exhausted, the controller accesses the start- 
ing address and line count of the next display area 
from the parameter RAM. The system microproces- 
sor, by modifying a display area starting address, 
allows panning in any direction, independent of the 
other display areas. 

Drawing Processor 

The drawing processor contains the logic necessary 
to calculate the addresses and positions of the pixels 
of the various graiphics figures. Given a starting point 
and the appropriate drawing parameters, the draw- 
ing processor needs no further assistance to com- 
plete the figure drawing. 

Display Memory Controller 

The display memory controller’s tasks are numerous. 
Its primary purpose is to multiplex the address and 
data information in and out of the display memory. It 
also contains the 16-bit logic units used to modify the 
display memory contents during RMW cycles, the 
character mode line counter, and the refresh counter 
for dynamic RAMs. The memory controller appor- 
tions the video field time between the various types 
of cycles. 

Light Pen Debouncer 

Only if two rising edges on the light pen input occur 
at the same point during successive video fields are 
the pulses accepted as a valid light pen detection. A 
status bit indicates to the system microprocessor 
that the light pen register contains a valid address. 

System Operation 

The GDC is designed to work with Intel microproces- 
sors to implement high-performance computer 
graphics systems. System efficiency is maximized 
through partitioning and a pipelined architecture. At 
the lowest level, the GDC generates the basic video 
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raster timing, including sync and blanking signals. 
Partitioned areas on the screen and zooming are 
also accomplished at this level. At the next level, 
video display memory is modified during the figure 
drawing operations and data moves. Third, display 
memory address are calculated pixel by pixel as 
drawing progresses. Outside the GDC at the next 
level, preliminary calculations are done to prepare 
drawing parameters. At the fifth level, the picture 
must be represented as a list of graphics figures 
drawable by the GDC. Finally, this representation 
must be manipulated, stored and communicated. 
The GDC takes care of the high-speed and repetitive 
tasks required to implement graphics systems. 

GENERAL OVERVIEW 

In order to minimize system bus loading, the 82720 uses 
a private video memory for storage of the video image. 
Up to 512K bytes of video memory can be directly sup- 
ported. For example, this is sufficient capacity to store 
a 2048 x 2048 pixel x 1 bit image. Images can be 
generated on the screen by: 

— Drawing Commands 
-Program-Controlled Transfers 
—DMA Transfers from System Memory 

The 82720 can be configured to support a wide vari- 
ety of graphics applications. It can support: 

—High Dot Rates 
—Color Planes 
—Horizontal Split Screen 
—Character-oriented Displays 
—Multiplexed Graphic and Character Display 

GRAPHIC DISPLAY CONFIGURATIONS 

The 82720 provides the flexibility to handle a wide 
variety of graphic applications. This flexibility results 
from having its own private video memory for storage 
of the graphics image. The organization of this 
memory determines the performance, the number of 
bits/pixel and the size of the display. Several different 
video memory organizations are examined in the fol- 
lowing paragraphs. 

In the simplest 82720 system, the memory can store up 
to a 2048 x 2048 x 1 bit image. It can display a 1024 
x K)24 x 1 bit section of the image at a maximum dot 
rate of 44 MHz, or 88 MHz in wide mode. In this con- 
figuration, only 1 bit/pixel is used. 

By partitioning the memory into multiple banks, color, 
gray scale and higher bandwidth displays can be sup- 
ported. By adding various amounts of external logic, 


many cost/performance tradeoffs for both display and 
drawing are realizable. 

The video memory can be partitioned into 4 banks, 
each 1024 x 1024 bits. By selecting all 4 memory 
banks during display, 4 bits/pixel can be provided by 
a single 82720. Each bank of video memory con- 
tributes 1 bit to each pixel. This configuration can 
support color monitors, again with a maximum dot shift 
rate of 44 or 88 MHz. 

Higher performance may be achieved by using multi- 
ple 82720s. Multiple 82720s can be used to support 
mutliple display windows, increased drawing speed, 
or increased bits per pixel. For display windows, 
each 82720 controls one window of the display. For 
increased drawing speed, multiple 82720s are 
operated in parallel. For increased bits/pixel, each 
82720 contributes a portion of the number of bits 
necessary for a pixel. 

CHARACTER DISPLAY CONFIGURATION 

Although the 82720 is intended primarily for raster- 
scan graphics, it can be used as a character display 
controller. The 82720 can support up to 8K by 13 bits 
of private video memory in this configuration (1 char- 
acter = 13 bits). This is sufficient memory to store 4 
screens of data containing 25 rows by 80 characters. 
The 82720 can display up to 256 characters per row. 
Smooth vertical scrolling of each of 4 independent 
display partitions is also supported. 

MIXED DISPLAY CONFIGURATION 

The GDC can support a mixed display system for 
both graphic and character information. This capa- 
bility allows the display screen to be partitioned be- 
tween graphic and character data. It is possible to 
switch between one graphic display window and one 
character display window with raster line resolution. 
A maximum of 256K bytes of video memory is sup- 
ported in this mode: half is for graphic data, half is for 
character data. In graphic mode, a one megapixel 
image can be stored and displayed. In character mode, 
64K, 16-bit characters can be stored. 


DETAILED OPERATIONAL DESCRIPTION 

The GDC can be used in one of three basic modes 
— Graphics Mode, Character Mode and Mixed Mode. 
This section of the data sheet describes the following 
for each mode: 

1. Memory organization 

2. Display timing 

3. Special Display functions 

4. Drawing and writing 
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Graphics Mode Memory Organization 

The Display Memory is organized into 16-bit words 
(32-bit words in wide mode). Since the display memory 
can be larger than the CRT display itself, two width 
parameters must be specified: display memory width 
and display width. The Display width (in words) is 
selected by a parameter of the Reset command. The 
Display memory width (in words) is selected by a para- 
meter of the Pitch command. The height of the Display 
memory can be larger than the display itself. The height 
of the Display is selected by a parameter of the Reset 
command. The GDC can directly address up to 4Mbits 
(0.5Mbytes) of display RAM in graphics mode. 

Graphics Mode Display Timing 

All raster blanking and display timings of the GDC are 
a function of the input clock frequency. Sixteen or 
32 bits of data are read from the RAM and loaded into 
a shift register in each two clock period display cycle. 
The Address and Data busses of the GDC are multi- 
plexed. In the first part of the cycle, the address of the 
word to be read is latched into an external demultiplexer. 
In the second part of the cycle the data is read from 
the RAM and loaded into the shift register. Since all 16 
(32) bits of data are to be displayed, the dot clock is 
8 x (16 x ) the GDC clock or 16 x (32 x ) the Read cycle 
rate. 

Parameters of the Reset or Sync command determine 
the horizontal and vertical front porch, sync pulse, and 
back porch timings. Horizontal parameters are specified 
as multiples of the display cycle time, and vertical para- 
meters as a multiple of the line time. 

Another Reset command parameter selects interlaced 
or non-interlaced mode. A bit in the parameter RAM can 
define Wide Display Mode. In this mode, while data is 
being sent to the screen, the display address counter 
is incremented by two rather than one. This allows the 
display memory to be configured to deliver 32 bits from 
each display read cycle. 

The V Sync command specifies whether the V Sync 
Pin is an input or an output. If the V Sync Pin is an 
output, the GDC generates the raster timing for the 
display and other CRT controllers can be synchro- 
nized to it. If the V Sync pin is an input, the GDC can 
be synchronized to any external vertical Sync signal. 


Graphics Mode Special Display Functions: 

WINDOWING 

The GDC’s Graphics Mode Display can be divided 
into two windows on the screen, upper and lower. 
The windows are defined by parameters written into 
the GDC’s parameter RAM. Each window is specified 
by a starting address and a window length in lines. If 
the second window is not used, the first window 
parameters should be specified to be the same as the 
active display length. 

ZOOMING 

A parameter of the GDC’s zoom command allows 
zooming by effectively increasing the size of the dots 
on the screen. This is accomplished vertically by 
repeating the same display line. The number of times 
it is repeated is determined by the display zoom fac- 
tor parameter. Horizontally, zoom is accomplished by 
extending each display word cycle and displaying 
fewer words per line, according to the zoom factor. It 
is the responsibility of the microprocessor control- 
ling the GDC to provide the shift register clock cir- 
cuitry with the zoom factor required to slow down the 
shift registers to the appropriate speed. The fre- 
quency of the 2XWCLK should not be changed. The 
zoom factor must be set to a known state upon 
initialization. 

PANNING 

Panning is accomplished by changing the starting 
address of the display window. In this way, panning is 
possible in any direction, vertically on a line by line 
basis and horizontally on a word by word basis. 

Graphics Mode Drawing and Writing 

The GDC can draw solid or patterned lines, arcs, circles, 
rectangles, slanted rectangles, characters, slanted char- 
acters, filled rectangles. Direct access to the bit map 
is also provided via the DMA Commands and the Read 
or Write data commands. 

MEMORY MODIFICATION 

All drawing and writing functions take place at the 
location in the display RAM specified by the cursor. 
The cursor is not displayed in Graphics Mode. The 
cursor location is modified by the execution of draw- 
ing, reading or writing commands. The cursor will 
move to the bit following the last bit accessed. 
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Each bit is drawn by executing a Read*Modjfy-Write 
cycle on the display RAM. These R/MA N cycles normally 
require four 2XWCLK cycles to execute. If the display 
zoom factor is greater than two, each^R/M/W cycle will 
be extended to the width of a display cycle. Write Data 
(WDAT), Read Data (RDAT), DMA write (DMAW) and 
DMA read (DMAR) commands can be used to exam- 
ine or modify one to 16 bits in each word during each 
R/M/W cycle. All other graphics drawing commands 
modify one bit per R/M/W cycle. 

An internal 16-bit Mask register determines which bit(s) 
in the accessed word are to be modified. A one in the 
Mask register allows the corresponding bit in the display 
RAM to be modified by the R/M/W cycle. A zero in the 
Mask register prevents the GDC from modifying the cor- 
responding bit in the display RAM. 

The mask must be set by the Mask Command prior to 
issuing the WDAT or DMAW command. The Mask reg- 
ister is automatically set by the CURS command and 
manipulated by the graphics commands. 

The display RAM bits can be modified in one of four 
ways. They can be set to 1, reset to 0, complemented 
or replaced by a pattern. 

When replace by a pattern mode is selected, lines, 
arcs and rectangles will be drawn using the 16-bit 
pattern in parameter RAM bytes 8 and 9. 

In set, reset, or complement mode, parameter RAM 
bytes 8 and 9 act as another level of masking for line 
arc and rectangle drawing. As each 16-bit segment 
of the line or arc is drawn, it is checked against the 
pattern in the parameter RAM. If the pattern RAM bit 
is a one, the display RAM bit will be set, reset, or 
complemented per the proper modes. If the pattern 
RAM bit is a zero, the display RAM bit won’t be 
modified. 

When replace by pattern mode is selected, the 
graphics character and fill commands will cause the 
8x8 pattern in parameter RAM bytes 8 to 15 to be 
written directly into the display RAM in the appropri- 
ate locations. 

In set, reset, or complement mode, the 8 x 8 pattern in 
parameter RAM bytes 8 to 15 act as a mask pattern 
for graphics character or fill commands. If the appro- 
priate parameter RAM bit is set, the display RAM bit 
will be modified. If the parameter RAM bit is zero, the 
display RAM bit will not be modified. These modes 
are selected by issuing a WDAT command without 
parameters before issuing graphics commands. The 
pattern in the parameter RAM has no effect on WDAT, 
RDAT, DMAW, or DMAR operations. 


READING AND DRAWING COMMANDS 

After the modification mode has been set and the 
parameter RAM has been loaded, the final drawing 
parameters are loaded via the figure specify (FIGS) 
command. The first parameter specifies the direc- 
tion in which drawing will occur and the figure type to 
be drawn. This parameter is followed by one to five 
more parameters depending on the type of character 
to be drawn. 

The direction parameter specifies one of eight oc- 
tants in which the drawing or reading will occur. The 
effect of drawing direction on the various figure 
types is shown in Figure 9. 

RDAT, WDAT, DMAR, and DMAW Operations move 
through the Display memory as shown in the “DMA” 
Column. 

The other parameters required to set up figure reading 
or drawing are shown in Figure 3. 


DRAWING TYPE 

DC 

D 

D2 

D1 

DM 

INITIAL VALUE* 

0 

8 

8 

-1 

-1 

LINE 

1 All 

2|AD| - |AI| 

2(| AD| - | Al|) 

2|AD| 

- 

ARC** 

rsin 0t 

r-1 

2(r- 1) 

-1 

rsin 01 

RECTANGLE 

3 

A - 1 

B-1 

-1 

A - 1 

AREA FILL 

B-1 

A 

A 

- 

- 

GRAPHIC 

CHARACTER*** 

B - 1 

A 

A 

~ 


WRITE DATA 

W-1 

- 

- 

- 

- 

DMAW 

D - 1 

C-1 

- 

- 

- 

' DMAR 

D-1 

C-2 

(C-2)/2t 

- 

- 

READ DATA 

W 

- 

- 

- 

- 


‘INITIAL VALUES FOR THE VARIOUS PARAMETERS ARE LOADED 
WHEN THE FIGS COMMAND BYTE IS PROCESSED. 

“CIRCLES ARE DRAWN WITH 8 ARCS, EApH OF WHICH SPAN 45°, 
SO THAT SIN <t> = 1/V2 AND SIN 0 = 0. 

‘“GRAPHIC CHARACTERS ARE A SPECIAL CASE OF BIT-MAP 
AREA FILLING IN WHICH B AND A <8. IF A = 8 THERE IS NO 
NEED TO LOAD D AND D2. 

WHERE: 

- 1 = ALL ONES VALUE. 

ALL NUMBERS ARE SHOWN IN BASE 10 FOR CONVENIENCE. THE GDC 
ACCEPTS BASE 2 NUMBERS (2s COMPLEMENT NOTATION WHERE 
APPROPRIATE). 

- = NO PARAMETER BYTES SENT TO GDC FOR THIS PARAMETER. 
Al= THE LARGER OF Ax OR Ay. 

AD = THE SMALLER OF Ax OR Ay. 
r= RADIUS OF CURVATURE, IN PIXELS. 

0 = ANGLE FROM MAJOR AXIS TO END OF THE ARC. 0 <45°. 

0 = ANGLE FROM MAJOR AXIS TO START OF THE ARC. 0 s45°. 
t = ROUND UP TO THE NEXT HIGHER INTEGER. 

1 = ROUND DOWN TO THE NEXT LOWER INTEGER. 

A= NUMBER OF PIXELS IN THE INITIALLY SPECIFIED DIRECTION. 
B= NUMBER OF PIXELS IN THE DIRECTION AT RIGHT ANGLES TO 
THE INITIALLY SPECIFIED DIRECTION. 

W= NUMBER OF WORDS TO BE ACCESSED. 

C= NUMBER OF BYTES TO BE TRANSFERRED IN THE INITIALLY 
SPECIFIED DIRECTION. (TWO BYTES PER WORD IF WORD 
TRANSFER MODE IS SELECTED.) 

D= NUMBER OF WORDS TO BE ACCESSED IN THE DIRECTION AT 
RIGHT ANGLES TO THE INITIALLY SPECIFIED DIRECTION. 

DC= DRAWING COUNT PARAMETER WHICH IS ONE LESS THAN 
THE NUMBER OF RMW CYCLES TO BE EXECUTED. 

DM= DOTS MASKED FROM DRAWING DURING ARC DRAWING. 
t= NEEDED ONLY FOR WORD READS. 


Figure 3. Drawing Parameter Details 
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After the parameters have been set, line, arc, circle, rec- 
tangle or slanted rectangle drawing operations are 
initiated by the Figure Draw (FIGD) command. 
Character, slanted character, area fill and slanted area 
fill drawing operations are initiated by the Graphics 
Character Draw (GCHRD) command. DMA transfers are 
initiated by the DMA Read or Write (DMAR or DMAW) 
commands. Data Read Operations are initiated by the 
Read Data (RDAT) Command. Data Write Operations 
are initiated by writing a parameter after the WDAT 
command. 

The area fill operation steps and repeats the 8 x 8 
graphics character pattern draw operation to fill a 
rectangular area. If the size of the rectangle is not an 
integral number of 8 x 8 pixels, the GDC will auto- 
matically truncate the pattern at the edges furthest 
from the starting point. 

The Graphics Character Drawing capability can be 
modified by the Graphics Character Write Zoom Fac- 
tor (GCHR) parameter of the zoom command. The 
zoom write factor may be set from 1 to 16 (by using 
from 0 to 15 in the parameter). Each dot will be 
repeated in memory horizontally and vertically 
(adjusted for drawing direction) the number of times 
specified by the zoom factor. 

The WDAT command can be used to rapidly fill large 
areas in memory with the same value. The mask is set 
to all Ts, and the least significant bit of the WDAT 
parameter replaces all bits of each word written. 

Character Mode Memory Organization 

In character mode, the Display memory is organized 
into up to 8K characters of up to 13 bits each. Wide 
mode is also available for characters of up to 26 bits. 

The display memory can be larger than the display 
itself. The display width (in characters) is a parameter 
of the reset command. The display memory width (in 
characters) is a parameter of the Pitch Command. 
The height of the display (in lines) is a parameter of 
the Reset Command. The display memory height is 
determined by dividing the number of display 
memory words by the pitch. 

In character mode, the display works almost exactly as 
it does in graphics mode. The differences lie in the fact 
that data read from the display RAM is used to drive 
a character generator as well as attribute logic if 
desired. In Character mode, address bits 13-16 become 
line counter outputs used to select the proper line of 
the character generator, and the address 17 output 
becomes the cursor and line counter MSB output. 


Character Mode Display Timing 

In character mode, the display timing works as it does 
in graphics mode. In addition, the Address 17 output 
becomes cursor output. The characteristics of the cur- 
sor are defined by parameters of the cursor and 
Character Characteristics (CCHAR) command. One bit 
allows the cursor output to be enabled or disabled. The 
height of the cursor is programmable by selecting the 
top and bottom line between which the cursor will 
appear. The blink rate is also programmable. The 
parameter selects the number of frame times that the 
cursor will be inactive and active, resulting in a 50% 
duty cycle cursor blinking at 2x the period specified 
by the parameter. 

The cursor output pin also provides the line counter bit 
4 signal, which is valid 10 clocks after the trailing edge 
of HSYNC. 

Character Mode Special Display Functions 

WINDOWING 

The GDC’s Character Mode display can be par- 
titioned into one to four windows on the screen. The 
windows are defined by parameters written into the 
GDC’s Parameter RAM. Each window is specified by 
a starting address and a window length in lines. 

If windowing is not required, the first window length 
should be specified to be the same as the active 
display length. 

ZOOMING AND PANNING 

In character mode, zooming and pan handling com- 
mands function the same way as in Graphics Mode. 

Character Mode Drawing and Writing 

The GDC can read or write characters of up to 13 
bits into or out of the Display RAM. 

All reading and writing functions take place at the 
display RAM location specified by the cursor. The cur- 
sor location can be read by issuing the CURD com- 
mand. The cursor can be moved anywhere within the 
display memory by the CURS command. The cursor 
location is also modified by the execution of character 
read or write commands. 

Each character is written or read via a 
Read/Modify/Write cycle. The mask register contents 
determine which bit(s) in the character are modified. 
The mask register can be used to change character 
codes without modifying attribute bits or vice-versa. The 
Replace with pattern, Set, Reset and Complement 
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modes work exactly as they do in graphics mode, with 
the exception that the parameter RAM Pattern is not 
used. The pattern used is a parameter of the WDAT 
command. 

The Figure Specify (FIGS) command must be set to 
Character Display mode, as well as specify the direc- 
tion the cursor will be moved by read or write data 
commands. 

In character mode, the FIGD and GCHRD commands 
are not used. 

Mixed Mode Memory Organization 

In mixed mode, the display memory is organized into 
two banks of up to 64K words of 16 bits each (32 bits 
in wide mode). 

The display height and width are programmable by the 
same Reset or Sync command parameters as in the 
graphics and character modes. The display memory 
width (in words) is a parameter of the Pitch Command 
and the height of the display memory is determined by 
dividing the number of display memory words by the 
pitch. 

An image mode signal is used to switch the external 
circuitry between graphics and character modes in 
two display windows. 

In a graphics window, the GDC works as it does in 
pure graphics mode, but on a smaller total memory 
space (64K words vs 51 2K words). 

In a character window, the GDC works as it does in 
pure character mode, but the line counter must be 
implemented externally. The counter is clocked by 
the horizontal sync pulse and reset by a signal sup- 
plied by the GDC. 

In mixed mode, the GDC provides both a cursor and 
an attribute blink timing signal. 

Mixed Mode Display Timing 

In mixed mode, each word in a graphic area is accessed 
twice in succession. The AW parameter of the Reset 
or Sync command should be set to twice its normal 
value, and the video shift register load signal must be 
suppressed during the extra access cycle. 


active high line counter reset signal which is valid 
10 clocks after the trailing edge of HSYNC. During the 
active display line time, A16 provides blink timing for 
external attribute circuitry. This signal blinks at 1/2 the 
blink rate of the cursor with a 75% on, 25% off duty 
cycle. A17 provides a signal which selects between 
graphics or character display, which is also valid 
10 clocks after the trailing edge of HSYNC. During the 
active display time, A17 provides the cursor signal. The 
cursor timing and characteristics are defined in exactly 
the same way as in pure character mode. 

Mixed Mode Special Display Functions 

WINDOWING 

The GDC supports two display windows in mixed mode. 
They can independently be programmed into either 
graphics or character mode determined by the state of 
two bits in the parameter RAM. The window location 
in display memory and size are also determined by 
parameters in the parameter RAM. 

ZOOMING AND PANNING 

In mixed mode, zooming and panning commands 
function the same as in graphics and character 
mode. 

Mixed Mode Drawing and Writing 

In mixed mode, the GDC can write or draw in exactly 
the same ways as in both graphics and character 
modes. In addition, the FIGS command has a para- 
meter GD (Graphics Drawing Flag) which sets the 
image mode signal to select the proper RAM bank. 

DEVICE PROGRAMMING 

The GDC occupies two addresses on the system micro- 
processor bus through which the GDC’s status register 
and FIFO are accessed. Commands and parameters 
are written into the GDC FIFO and are differentiated by 
address bit AO. The status register or the FIFO can be 
read as selected by the address line. 


A0 

READ 

WRITE 

0 

STATUS REGISTER 

PARAMETER INTO FIFO 

1 i i i i i i i 1 

1 i ii i ii i I 



1 

FIFO READ 

COMMAND INTO FIFO 

1 1 iii « i i 1 

1,„ 1, J-L, -i ... iJ 


In addition, A16 becomes a Multiplexed Attribute and 
Clear Line Counter signal and A17 becomes a multi- 
plexed cursor and image mode signal. A16 provides an 
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Commands to the GDC take the form of a command 
byte followed by a series of parameter bytes as 
needed for specifying the details of the command. 
The command processor decodes the commands, 
unpacks the parameters, loads them into the appro- 
priate registers within the GDC and initiates the re- 
quired operations. 

The commands available in the GDC can be organ- 
ized into five categories as described in figure 5. 


VIDEO CONTROL COMMANDS 

1. 

RESET: 

RESETS THE GDC TO ITS IDLE STATE. 

2. 

SYNC: 

SPECIFIES THE VIDEO DISPLAY FORMAT. 

3. 

VSYNC: 

SELECTS MASTER OR SLAVE VIDEO 
SYNCHRONIZATION MODE 

4. 

CCHAR: 

SPECIFIES THE CURSOR AND CHARACTER ROW 
HEIGHTS. 

DISPLAY CONTROL COMMANDS 

1 . 

START: 

ENDS IDLE MODE AND UNBLANKS THE DISPLAY. 

2. 

BCTRL: 

CONTROLS THE BLANKING AND UNBLANKING OF 
THE DISPLAY. 

3. 

ZOOM: 

SPECIFIES ZOOM FACTORS FOR THE DISPLAY AND 
GRAPHICS CHARACTERS WRITING. 

4. 

CURS: 

SETS THE POSITION OF THE CURSOR IN DISPLAY 
MEMORY. 

5. 

PRAM: 

DEFINES STARTING ADDRESSES AND LENGTHS OF 
THE DISPLAY AREAS AND SPECIFIES THE EIGHT 
BYTES FOR THE GRAPHICS CHARACTER. 

6. 

PITCH: 

SPECIFIES THE WIDTH OF THE X DIMENSION OF 
DISPLAY MEMORY. 

DRAWING CONTROL COMMANDS 

1. 

WDAT: 

WRITES DATA WORDS OR BYTES INTO DISPLAY 
MEMORY. 

2. 

MASK: 

SETS THE MASK REGISTER CONTENTS. 

3. 

FIGS: 

SPECIFIES THE PARAMETERS FOR THE DRAWING 
PROCESSOR. 

4. 

FIGD: 

DRAWS THE FIGURE AS SPECIFIED ABOVE. 

5. 

GCHRD: 

DRAWS THE GRAPHICS CHARACTER INTO DISPLAY 

MEMORY. DATA READ COMMANDS 

1 . 

RDAT : 

READS DATA WORDS OR BYTES FROM DISPLAY 
MEMORY. 

2. 

CURD; 

READS THE CURSOR POSITION. 

3. 

LPRD: 

READS THE LIGHT PEN ADDRESS. 

DMA CONTROL COMMANDS 

1. 

DMAR: 

REQUESTS A DMA READ TRANSFER. 

2. 

DM AW: 

REQUESTS A DMA WRITE TRANSFER. 


Figure 5. GDC Command Summary 



Figure 6. Status Register (SR) 


Status Register Flags 

SR-7: Light Pen Detect: When this bit is set to 1, the 
light pen address (LAD) register contains a de- 
glitched value that the system microprocessor may 
read. This flag is reset after the 3-byte LAD is moved 
into the FIFO in response to the light pen read 
command. 


SR-6: Horizontal Blanking Active: A 1 value for 
this flag signifies that horizontal retrace blanking is 
currently underway. 

SR-5: Vertical Sync: Vertical retrace sync occurs 
while this flag is a 1. The vertical sync flag coor- 
dinates display format modifying commands to the 
blanked interval surrounding vertical sync. This 
eliminates display disturbances. 

SR-4: DMA Execute: This bit is a 1 during DMA data 
transfers. 

SR-3: Drawing in Progress: While the GDC is draw- 
ing a graphics figure, this status bit is a 1. 

SR-2: FIFO Empty: This bit and the FIFO Full flag 
coordinate system microprocessor accesses with 
the GDC FIFO. When it is 1, the Empty flag ensures 
that all the commands and parameters previously 
sent to the GDC have been processed. 

SR-1 : FIFO Full: A 1 at this flag indicates a full FIFO 
in the GDC. A 0 ensures that there is room for at least 
one byte. This flag needs to be checked before each 
write into the GDC. 

SR-0: Data Ready: When this flag is a 1, it indicates 
that a byte is available to be read by the system 
microprocessor. This bit must be tested before each 
read operation. It drops to a 0 while the data is trans- 
ferred from the FIFO into the microprocessor inter- 
face data register. 

FIFO Operation & Command Protocol 

The first-in, first-out buffer (FIFO) in the GDC 
handles the command dialogue with the system mi- 
croprocessor. This flow of information uses a half- 
duplex technique, in which the single 16-location 
FIFO is used for both directions of data movement, 
one direction at a time. The FIFO’s direction is con- 
trolled by the system microprocessor through the GDC’s 
command set. The microprocessor coordinates these 
transfers by checking the appropriate status register 
bits. 

The command protocol used by the GDC requires 
the differentiation of the first byte of a command 
sequence from the succeeding bytes. This first byte 
contains the operation code and the remaining bytes 
carry parameters. Writing into the GDC causes the 
FIFO to store a flag value alongside the data byte to 
signify whether the byte was written into the com- 
mand or the parameter address. The command pro- 
cessor in the GDC tests this bit as it interprets the 
entries in the FIFO. 
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The receipt of a command byte by the command 
processor marks the end of any previous operation. 
The number of parameter bytes supplied with a com- 
mand is cut short by the receipt of the next command 
byte. A read operation from the GDC to the micropro- 
cessor can be terminated at any time by the next 
command. 

The FIFO changes direction under the control of the 
system microprocessor. Commands written into the 
GDC always put the FIFO into write mode if it wasn’t 
in it already. If it was in read mode, any read data in 
the FIFO at the time of the turnaround is lost. Com- 
mands which require a GDC response, such as RDAT, 
CURD and LPRD, put the FIFO into read mode after 
the command is interpreted by the GDC’s command 
processor. Any commands and parameters behind 
the read-evoking command are discarded when the 
FIFO direction is reversed. 

Read-Modify-Write Cycle 

Data transfers between the GDC and the display 
memory are accomplished using a read-modify-write 
(RMW) memory cycle. The four clock period timing of 
the RMW cycle is used to: 1) output the address, 2) 
read data from the memory, 3) modify the data, and 4) 
write the modified data back into the initially se- 
lected memory address. This type of memory cycle is 
used for all interactions with display memory includ- 
ing DMA transfers, except for the two clock period 
display and RAM refresh cycles. 

The operations performed during the modify portion 
of the RMW cycle merit additional explanation. The 
circuitry in the GDC uses three main elements: the 
P£ttern register, the Mask register, and the 16-bit 
Logic unit. The Pattern register holds the data pat- 
tern to be moved into memory. It is loaded by the 
WDAT command or, during drawing, from the param- 
eter RAM. The Mask register contents determine 
which bits of the read data will be modified. Based on 
the contents of these registers, the Logic unit per- 
forms the selected operations of REPLACE, COM- 
PLEMENT, SET, or CLEAR on the data read from 
display memory. 

The Pattern register contents are ANDed with the 
Mask register contents to enable the actual modifica- 
tion of the memory read data, on a bit-by-bit basis. 
For graphics drawing, one bit at a time from the 
Pattern register is combined with the Mask. When 
ANDed with the bit set to a 1 in the Mask register, the 
proper single pixel is modified by the Logic Unit. For 
the next pixel in the figure, the next bit in the Pattern 
register is selected and the Mask register bit is 


moved to identify the pixel’s location within the word. 
The Execution word address pointer register, EAD, is 
also adjusted as required to address the word con- 
taining the next pixel. 

In character mode, all of the bits in the Pattern regis- 
ter are used in parallel to form the respective bits of 
the modify data word. Since the bits of the character 
code word are used in parallel, unlike the one-bit-at- 
a-time graphics drawing process, this facility allows 
any or all of the bits in a memory word to be modified 
in one RMW memory cycle. The Mask register must 
be loaded with Is in the positions where modification 
is to be permitted. 

The Mask register can be loaded in either of two 
ways. In graphics mode, the CURS command con- 
tains a four-bit dAD field to specify the dot address. 
The command processor converts this parameter 
into the one-of-16 format used in the Mask register 
for figure drawing. A full 16 bits can be loaded into 
the Mask register using the MASK command. In addi- 
tion to the character mode use mentioned above, the 
16-bit MASK load is convenient in graphics mode 
when all of the pixels of a word are to be set to the 
same value. 

The Logic unit combines the data read from display 
memory, the Pattern register, and the Mask register 
to generate the data to be written bapk into display 
memory. Any one of four operations can be selected: 
REPLACE, COMPLEMENT, CLEAR or SET. In each 
case, if the respective Mask bit is 0, that particular bit 
of the read data is returned to memory unmodified. If 
the Mask bit is 1, the modification is enabled. With 
the REPLACE operation, the modify data simply 
takes the place of the read data for modification 
enabled bits. For the other three operations, a 0 in 
the modify data allows the read data bit to be re- 
turned to memory. A 1 value causes the specified 
operation to be performed in the bit positions with 
set Mask bits. 

Figure Drawing 

The GDC draws graphics figures at the rate of one 
pixel per read-modify-write (RMW) display memory 
cycle. These cycles take four clock periods to com- 
plete. At a clock frequency of 5 MHz, this is equal to 
800 ns. During the RMW cycle the GDC simulta- 
neously calculates the address and position of the 
next pixel to be drawn. 

The graphics figure drawing process depends on the 
display memory addressing structure. Groups of 16 
horizontally adjacent pixels form the 16-bit words 
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which are handled by the GDC. Display memory is 
organized as a linearly addressed space of these 
words. Addressing of individual pixels is handled by 
the GDC’s internal RMW logic. 

During the drawing process, the GDC finds the next 
pixel of the figure which is one of the eight nearest 
neighbors of the last pixel drawn. The GDC assigns 
each of these eight directions a number from 0 to 7, 
starting with straight down and proceeding 
counterclockwise. 



Figure drawing requires the proper manipulation of 
the address and the pixel bit position according to 
the drawing direction to determine the next pixel of 
the figure. To move to the word above or below the 
current one, it is necessary to subtract or add the 
number of words per line in display memory. This 
parameter is called the pitch. To move to the word to 
either side, the Execute word address cursor, EAD, 
must be incremented or decremented as the dot ad- 
dress pointer bit reaches the LSB or the MSB of the 
Mask register. To move to a pixel within the same 
word, it is necessary to rotate the dot address pointer 
register to the right or left. 


Figure 8 summarizes these operations for each 
direction. 

Whole word drawing is useful for filling areas in 
memory with a single value. By setting the Mask 
register to all Is with the MASK command, both the 
LSB and MSB of the dAD will always be 1 , so that the 
EAD value will be incremented or decremented for 
each cycle regardless of direction. One RMW cycle will 
be able to affect all 16 bits of the word for any drawing 
type. One bit in the Pattern register is used per RMW 
cycle to write all the bits of the word to the same value. 
The next Pattern bit is used for the word, etc. 


1 — 1 

DIR 

ADDRESS OPERATION(S) 


0 

EAD = EAD + P 


1 

EAD = EAD + P 

If dAD.MSB = 1 then EAD = EAD + 
dAD = LR(dAD) 

1 

2 

If dAD.MSB = 1 then EAD = EAD + 
dAD = LR(dAD) 

1 

3 

EAD = EAD -P 

If dAD.MSB = 1 then EAD = EAD + 
dAD = LR(dAD) 

1 

4 

EAD = EAD - P 


5 

EAD = EAD - P 

If dAD.LSB = 1 then EAD = EAD - 
dAD = RR(dAD) 

1 

6 

If dAD.LSB = 1 then EAD = EAD - 
dAD = RR(dAD) 

1 

7 

EAD = EAD + P 

If dAD.LSB = 1 then EAD = EAD - 
dAD = RR(dAD) 

1 

WHERE 

P = PITCH, LR = LEFT ROTATE, RR = 
CAD = CURSOR ADDRESS 
dAD = DOT ADDRESS 
LSB = LEAST SIGNIFICANT BIT 
MSB = MOST SIGNIFICANT BIT 

: RIGHT ROTATE 


Figure 8. Address Calculation Details 
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For the various figures, the effect of the initial direction 
upon the resulting drawing is shown in figure 9. 


Note that during line drawing, the angle of the line 
may be anywhere within the shaded octant defined 
by the DIR value. Arc drawing starts in the direction 
initially specified by the DIR value and veers into an 


arc as drawing proceeds. An arc may be up to 45 
degrees in length. DMA transfers are done on word 
boundaries only, and follow the arrows indicated in 
the table to find successive word addresses. The 
slanted paths for DMA transfers indicate the GDC 
changing both the X and Y components of the word 
address when moving to the next word. It does not 
follow a 45 degree diagonal path by pixels. 
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Figure 9. Effect of the Direction Parameter 
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Drawing Parameters 

In preparation for graphics figure drawing, the GDC’s 
Drawing Processor needs the figure type, direction 
and drawing parameters, the starting pixel address, 
and the pattern from the microprocessor. Once these 
are in place within the GDC, the Figure Draw com- 
mand, FIGD, initiates the drawing operation. From 
that point on, the system microprocessor is not in- 
volved in the drawing process. The GDC Drawing 
Processor coordinates the RMW circuitry and ad- 
dress registers to draw the specified figure pixel by 
pixel. 

The algorithms used by the processor for figure 
drawing are designed to optimize its drawing speed. 
To this end, the specific details about the figure to be 
drawn are reduced by the microprocessor to a form 
conducive to high-speed address calculations within 
the GDC. In this way the repetitive, pixel-by-pixel 
calculations can be done quickly, thereby minimizing 
the overall figure drawing time. Figure 3 summarizes 
the parameters. 

Graphics Character Drawing 

Graphics characters can be drawn into display 
memory pixel-by-pixel. The up to 8-by-8 character is 
loaded into the GDC’s parameter RAM by the system 
microprocessor. Consequently, there are no 
limitations on the character set used. By varying the 
drawing parameters and drawing direction, 
numerous drawing options are available. In area fill 
applications, a character can be written into display 


memory as many times as desired without reloading 
the parameter RAM. 

Once the parameter RAM has been loaded with up to 
eight graphics character bytes by the appropriate 
PRAM command, the GCHRD command can be used 
to draw the bytes into display memory starting at the 
cursor. The zoom magnification factor for writing, 
set by the zoom command, controls the size of the 
character written into the display memory in integer 
multiples of 1 through 16. The bit values in the PRAM 
are repeated horizontally and vertically the number 
of times specified by the zoom factor. 

The movement of these PRAM bytes to the display 
memory is controlled by the parameters of the FIGS 
command. Based on the specified height and width 
of the area to be drawn, the parameter RAM is 
scanned to fill the required area. 

For an 8-by-8 graphics character, the first pixel drawn 
uses the LSB of RA-15, the second pixel uses bit 1 of 
RA-15, and so on, until the MSB of RA-15 is reached. 
The GDC jumps to the corresponding bit in RA-14 to 
continue the drawing. The progression then advances 
toward the LSB of RA-14. This snaking sequence is con- 
tinued for the other 6 PRAM bytes. This progression 
matches the sequence of display memory addresses 
calculated by the drawing processor as shown in 
figure 9. If the area is narrower than 8 pixels wide, the 
snaking will advance to the next PRAM byte before the 
MSB is reached. If the area is less than 8 lines high, 
fewer bytes in the parameter RAM will be scanned. If 
the area is larger than 8 by 8, the GDC will repeat the 
contents of the parameter RAM in two dimensions. 
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Parameter RAM Contents 

The parameters stored in the parameter RAM,, 
PRAM, are available for the GDC to refer to 
repeatedly during figure drawing and raster- 
scanning. In each mode of operation the values in the 
PRAM are interpreted by the GDC in a predeter- 
mined fashion. The host microprocessor must load 
the appropriate parameters into the proper PRAM 
locations. PRAM loading command allows the host 
to write into any location of the PRAM and transfer as 
many bytes as desired. In this way any stored param- 
eter byte or bytes may be changed without influenc- 
ing the other bytes. 

The PRAM stores two types of information. For 
specifying the details of the display area partitions, 
blocks of four bytes are used. The four parameters 
stored in each block include the starting address in 
display memory of each display area, and its length. 


In addition, there are two mode bits for each area 
which specify whether the area is a bit-mapped 
graphics area or a coded character area, and 
whether a normal or wide display cycle is to be used 
for that area. 

The other use for the PRAM contents is to supply the 
pattern for figure drawing when in a bit-mapped 
graphics area or mode. In these situations, PRAM 
bytes 8 through 16 are reserved for this patterning 
information. For line, arc, and rectangle drawing 
(linear figures) locations 8 and 9 are loaded into the 
Pattern register to allow the GDC to draw dotted, 
dashed, etc. lines. For area filling and graphics bit- 
mapped character drawing locations 8 through 15 
are referenced for the pattern or character to be 
drawn. 

Details of the bit assignments are shown on the fol- 
lowing pages for the various modes of operation. 
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DISPLAY PARTITION AREA 1 STARTING 
ADDRESS WITH LOW AND HIGH 
SIGNIFICANCE FIELDS (WORD 
ADDRESS). 


LENGTH OF DISPLAY PARTITION 1 
(LINE COUNT) WITH LOW AND HIGH 
SIGNIFICANCE FIELDS. 

THE IMAGE BIT AFFECTS THE 
OPERATION OF THE DISPLAY ADDRESS 
COUNTER IN CHARACTER MODE. IF 
THE IMAGE BIT IS ZERO, IT 
WILL INCREMENT BY ONE AFTER 
EACH READ CYCLE. IF THE IMAGE 
BIT IS SET, IT WILL INCREMENT 
BY ONE AFTER EVERY TWO 
READ CYCLES. 


A WIDE DISPLAY CYCLE WIDTH 
OF TWO WORDS PER MEMORY CYCLE 
IS SELECTED FOR THIS DISPLAY 
AREA IF THIS BIT IS SET TO A 1. 

THE DISPLAY ADDRESS COUNTER IS 
THEN INCREMENTED BY 2 FOR EACH 
DISPLAY SCAN CYCLE. OTHER MEMORY 
CYCLE TYPES ARE NOT INFLUENCED. 
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DISPLAY PARTITION 2 STARTING 
ADDRESS AND LENGTH 


DISPLAY PARTITION 3 STARTING 
ADDRESS AND LENGTH 


DISPLAY PARTITION 4 STARTING 
ADDRESS AND LENGTH 


Figure 10. Parameter RAM Contents— Character Mode 
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DISPLAY PARTITION AREA 1 
STARTING ADDRESS WITH LOW, 
MIDDLE, AND HIGH SIGNIFICANCE 
FIELDS (WORD ADDRESS). 


LENGTH OF DISPLAY PARTITION 
AREA 1 WITH LOW AND HIGH 
SIGNIFICANCE FIELDS (LINE COUNT) 


IN MIXED MODE, A 1 INDICATES AN 
IMAGE OR GRAPHICS AREA, AND A 0 
INDICATES A CHARACTER AREA. IN 
GRAPHICS MODE THIS BIT MUST BE 0. 


WIDE DISPLAY CYCLE MODE BIT 
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DISPLAY PARTITION AREA 2 
STARTING ADDRESS AND LENGTH WITH 
IMAGE IDENTIFY BIT AS IN AREA 1. 


0 


PATTERN OF 16 BITS USED FOR 
FIGURE DRAWING TO PERFORM 
DOTTED, DASHED, ETC. LINES 


GRAPHICS CHARACTER BYTES 
TO BE MOVED INTO DISPLAY 
' MEMORY WITH GRAPHICS 
CHARACTER DRAWING 


Figure 11. Parameter RAM Contents— Graphics and Mixed Graphics and Character Modes 


7-106 


210655-003 




82720 


(P^iLDMDKI^V 


inter 


RESET: 

I 


l“j 

3 

H 

H 

D 

D 

WDAT: 

n 

D 

B 

KB 

□I 








SYNC: 

I 

0 



0 



3 

H 

B 

B 

DE 

MASK: 


i 



0 



0 

i 



0 



1 0 
1 











■■■■ ■■■■ 

HBHKHBHH) 

VSYNC: 

H 

D 

H 

H 

H 

H 

H 

□ 

FIGS: 


i 



0 




2, 

1 



0 0 

L_J 


IHHHHHHi 

^■i 





CCHAR: 

7 

i 

0 

L 

0 

■ 

0 



i 



3 

FIGD: 

D 

H 

B 

B 


1 



0 0 

L_J 





■■■HHHH1 

■HHHHHHHI 

START: 

D 

D 

D 

a 

• 

0 

i 

■ 

GCHRD: 

D 

H 

a 

D 


0 



0 0 

L_l 





HHHH 


■■ 

mm 

BCTRL: 

D 

D 

D 

D 

H 

H 

B 

DE 

RDAT: 

■ 

B 

& 

KB 

B 




■■■■I 

■h 


ZOOM: 

D 

B 

D 

D 


i 



1 


CURD: 

E 

1 



i 

3 

B 

B 

mi 




CURS: 

E 

1 

0 





0 



0 


LPRD: 

D 

H 

B 

B 

B 

B 




HI 

HI 

n 






HHHH^I 

HHHB 

■■ 

HHHH 

PRAM: 

D 

H 

n 

H 

l S * i 

DMAR: 

D 

B 

B 

E3 

n 



HHHHHHH 


PITCH: 

E 

i 

0 



0 

• 

1 



1 


DMAW: 

D 

B 

B 

HH 

a 



Figure 12. Command Bytes Summary 


VIDEO CONTROL COMMANDS 


RESET COMMAND If followed by parameter bytes, this command also 

This command can be executed at any time and does f* s the sync generator parameters as described 

not modify any of the parameters already loaded into below ' ldle mode 18 exlted wlth the START command, 

the GDC. 


BLANK THE DISPLAY, ENTER IDLE MODE, 
AND INITIALIZE WITHIN THE GDC: 

—FIFO 

—COMMAND PROCESSOR 
—INTERNAL COUNTERS 


Figure 13. Reset Command 


RESET: | 0 , 0 t 0 | 


0 0 0 0,0 
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MODE CONTROL BITS. 

SEE FIGURE 15. 

ACTIVE DISPLAY WORDS PER LINE -2. MUST 
BE EVEN NUMBER WITH BIT 0 = 0. 


HORIZONTAL SYNC WIDTH -1 
VERTICAL SYNC WIDTH, LOW BITS 


P4 


HFP 

-I J L— — L 


VERTICAL SYNC WIDTH, HIGH BITS 


HORIZONTAL FRONT PORCH WIDTH -1. 



0 0 

HBP 

.1 111 1 



0 0 

1 

VFP 

i j 1 1 1 


ALl j 
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HORIZONTAL BACK PORCH WIDTH -1. 
VERTICAL FRONT PORCH WIDTH 
ACTIVE DISPLAY LINES PER VIDEO FIELD, 
LOW BITS 


VBP 

-J I L 1 L. 


■\± 


ACTIVE DISPLAY LINES PER VIDEO FIELD, 
HIGH BITS 

VERTICAL BACK PORCH WIDTH 


Figure 14. Optional Reset Parameters 


In graphics mode, a word is a group of 16 pixels. In 
character mode, a word is one character code and its 
attributes, if any. 

The number of active words per line must be an even 
number from 2 to 256. 

An all-zero parameter value selects a count equal to 
2 n where n = number of bits in the parameter field for 
vertical parameters. 

All horizontal widths are counted in display words. 
All vertical intervals are counted in lines. 

Sync Parameter Constraints 

HORIZONTAL FRONT PORCH CONSTRAINTS 

1. In general: 

HFP >2 words 

2. If DMA is used, or the display zoom factor is greater 
than one in interlaced display mode: 

HFP >3 words 

3. If the GDC is used in slave mode: 

HFP >4 words 

4. If the light pen input is used: 

HFP >6 words 

HORIZONTAL Sync CONSTRAINTS 

1. If dynamic RAM refresh is used: t 7 

HS >2 words 

2. If interlaced display mode is used: 

HS >5 words 


HORIZONTAL BACK PORCH CONSTRAINTS 

1. In general: 

HBP >3 words 

2. If interlaced display mode is used, or the IMAGE or 
WIDE mode bits change within one video field: 

HBP > 5 words 

MODE CONTROL BITS (FIGURE 15) 

Repeat Field Framing: 2 Field Sequence with Vz 

line offset between other- 
wise identical fields. 

Interlaced Framing: 2 Field Sequence with Vz 

line offset. Each field dis- 
plays alternate lines. 

Noninterlaced Framing: 1 field brings all of the in- 
formation to the screen. 

Total scanned lines in interlace mode is odd. The 
sum of VFP + VS + VBP + AL should equal one less 
than the desired odd number of lines. 

Dynamic RAM refresh is important when high display 
zoom factors or DMA are used in such a way that not 
all of the rows in the RAMs are regularly accessed 
during display raster generation and for otherwise 
inactive display memory. 

Access to display memory can be limited to retrace 
blanking intervals only, so that no disruptions offthe 
image are seen on the screen. 
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DISPLAY MODE 



m 

MIXED GRAPHICS & CHARACTER 



ffl 

GRAPHICS MODE 



1 0 

CHARACTER MODE 



1 1 

INVALID 





1 s 

VIDEO FRAMING 



m 

NONINTERLACED 



El 

INVALID 




INTERLACED REPEAT FIELD 
FOR CHARACTER DISPLAYS 



DB 

INTERLACED 



. 


■ 

DYNAMIC RAM REFRESH CYCLES ENABLE 



D 

NO REFRESH— STATIC RAM 



H 

REFRESH— DYNAMIC RAM 






DRAWING TIME WINDOW 



H 

DRAWING DURING ACTIVE DISPLAY TIME 
AND RETRACE BLANKING 




DRAWING ONLY DURING RETRACE BLANKING 





Figure 15. Mode Control Bits 


SYNC: 

|°|°|° 

111 

Q 

o 



X. 

PI 

° | ° | C | 

[f| 1 |d|g|s 

P2 

, , 

AW 

i I I i 

P3 

VS L 

-J 1 

HS 

1 1 1 1 


v 


VS H 



HBP 

1 l 1 1 l 

00 

VFP 

1 1 l 1 1 

AL L 1 

1 — 1 — 1 — 1 1 1 1 1 1 


THE DISPLAY IS ENABLED BY 
A 1, AND BLANKED BY A 0. 


MODE CONTROL BITS. 

SEE FIGURE 15. 

ACTIVE DISPLAY WORDS PER LINE -2 MUST 
BE EVEN NUMBER WITH BIT 0 = 0. 


HORIZONTAL SYNC WIDTH -1 
VERTICAL SYNC WIDTH, LOW BITS_ 


VERTICAL SYNC WIDTH, HIGH BITS 
HORIZONTAL FRONT PORCH WIDTH -1. 

HORIZONTAL BACK PORCH WIDTH -1 

VERTICAL FRONT PORCH WIDTH 

ACTIVE DISPLAY LINES PER VIDEO FIELD, 
LOW BITS 



ACTIVE DISPLAY LINES PER VIDEO FIELD, 
HIGH BITS 

VERTICAL BACK PORCH WIDTH 


Figure 16. Sync Command 
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SYNC Format Specify Command 

/' 

This command loads parameters into the sync 
generator. The various parameter fields and bits are 
identical to those at the RESET command. The GDC 
is not reset nor does it enter idle mode. 

Vertical Sync Mode Command 

When using two or more GDCs to contribute to one 
image, one GDC is defined as the master sync 
generator, and the others operate as its slaves. The 
VSYNC pins of all GDCs are connected together. 

Slave Mode Operation 

A few considerations should be observed when 
synchronizing two or more GDCs to generate over- 
layed video via the VSYNC INPUT/OUTPUT pin. As 
mentioned above, the Horizontal Front Porch (HFP) 


must be 4 or more display cycles wide. This is equiva- 
lent to eight or more clock cycles. This gives the slave 
GDCs time to initialize their internal video sync 
generators to the proper point in the video field to 
match the incoming vertical sync pulse (VSYNC). 
This resetting of the generator occurs just after the 
end of the incoming VSYNC pulse, during the HFP 
interval. Enough time during HFP is required to allow 
the slave GDC to complete the operation before the 
start of the HSYNC interval. 

Once the GDCs are initialized and set up as Master 
and Slaves, they must be given time to synchronize. It 
is a good idea to watch the VSYNC status bit of the 
Master GDC and wait until after one or more VSYNC 
pulses have been generated before the display pro- 
cess is started. The START command will begin the 
active display of data and Iwill end the video 
synchronization process, so be sure there has been 
at least one VSYNC pulse generated for the Slaves to 
synchronize to. 


4 



VSYNC: [ 0~~i 

i 1 ( o 1 1 ( i ( i | m| 



1_ 

_ SYNC-SLAVE MODE 



1— GENERATE & OUTPUT VERTICAL 
SYNC— MASTER MODE 



Figure 17. Vertical Sync Mode Command 


CCHAR: 

PI 

P2 

P3 



LINES PER CHARACTER ROW - 1 

DISPLAY CURSOR IF 1 

CURSOR TOP LINE NUMBER IN THE 
ROW 

0— BUNKING CURSOR 

1— STEADY CURSOR 
BLINK RATE, LOWER BITS 
BLINK RATE, UPPER BITS 

CURSOR BOTTOM LINE NUMBER IN 
THE ROW 


Figure 18. Cursor & Character Characteristics Command 
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Cursor and Character Characteristics 
Command 

In graphics mode, LR should be set to 0. For interlaced 
displays in graphics mode, BR should be set to 3. The 
blink rate parameter controls both the cursor and attrib- 
ute blink rates. The cursor blink-on-time = blink-off-time 
= 2 x BR (video frames). The attribute blink rate is 
always V 2 the cursor rate but with a 3 A on-V4 off duty 
cycle. 

DISPLAY CONTROL COMMANDS 

Zoom Factors Specify Command 

Zoom magnification factors of 1 through 16 are avail- 
able using codes 0 through 15, respectively. 

Cursor Position Specify Command 

In character mode, the third parameter byte is not 
needed. The cursor is displayed for the word time in 
which the display scan address (DAD) equals the 
cursor address. In graphics mode, the cursor word 
address specifies the word containing the starting 
pixel of the drawing; the dot address value specifies 
the pixel within that word. 


Parameter RAM Load Command 

From the starting address, SA, any number of bytes 
may be loaded into the parameter RAM at increment- 
ing, addresses, up to location 15. The sequence of 
parameter bytes is terminated by the next command 
byte entered into the FIFO. The parameter RAM 
stores 16 bytes of information in predefined loca- 
tions which differ for graphics and character modes. 
See the parameter RAM discussion for bit 
assignments. 

Pitch Specification Command 

This value is used during drawing by the drawing 
processor to find the word directly above or below 
the current word, and during display to find the start 
of the next line. 

The Pitch parameter (width of display memory) is set 
by two different commands. In addition to the PITCH 
command, the RESET (or SYNC) command also sets 
the pitch value. The “active words per line” param- 
eter, which specifies the width of the raster-scan dis- 
play, also sets the Pitch of the display memory. In 
situations in which these two values are equal there 
is no need to execute a PITCH command. 


START DISPLAY & END IDLE MODE 


START: 

1 0 1 1 0 

I II 

1 0 1 1 I 

1 I II 

DISPLAY BLANKING CONTROL 

BCTRL: 

o 

o 

o 

o 

, 1 . 1 ■ 0 M 

L 

ZOOM FACTORS SPECIFY 

ZOOM: | 

| 0 1 0 0 

1 i i i i 

0 1 1 0 1 
1 1 1 1 1 




P1 1 

DISP ! 

1 J__l 

[ GCHR 
1 L-J 


THE DISPLAY IS ENABLED 
BYA 1, AND BLANKED BY 
AO. 


ZOOM FACTOR FOR GRAPHICS 
CHARACTER WRITING MINUS 1 

DISPLAY ZOOM FACTOR MINUS 1 


CURSOR POSITION SPECIFY 

Curs I 0 1 0 0 ! o 0 1 I 

I — I 1 I— - I .J l I I 


PI 

-cn 


EAD 

J I I I I I L_ 


EAD 

J I I L_ 


P3 




0 0 EAD 

UIil_ 


EXECUTE WORD ADDRESS, LOW BYTE 
1— EXECUTE WORD ADDRESS, MIDDLE BYTE 
(GRAPHICS MODE ONLY) 


WORD ADDRESS, TOP BITS 
DOT ADDRESS WITHIN THE WORD 


Figure 19. Display Control Commands 
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PRAM: 0 11,1 ,SA 


- STARTING ADDRESS IN 
PARAMETER RAM 

-1 TO 16 BYTES TO BE LOADED 
INTO THE PARAMETER RAM 
STARTING AT THE RAM ADDRESS 
SPECIFIED BY SA 


Figure 20. Parameter RAM Load Command 


PITCH: 01,0,0,0.1,1,1 


-NUMBER OF WORD ADDRESSES 
IN DISPLAY MEMORY IN THE 
HORIZONTAL DIRECTION 


Figure 21. Pitch Specification Command 



pi 

P2 



WORD LOW DATA BYTE OR 
SINGLE BYTE DATA VALUE 


WORD TRANSFER ONLY: 
HIGH DATA BYTE 


Figure 22. Write Data Command 


DRAWING CONTROL COMMANDS 
Write Data Command 

Upon receiving a set of parameters (two bytes for a 
word transfer, one for a byte transfer), one RMW 
cycle into Video Memory is done at the address 
pointed to by the cursor EAD. The EAD pointer is 
advanced to the next word, according to the previ- 
ously specified direction. More parameters can then 
be accepted. 

For byte writes, the unspecified byte is treated as all 
zeros during the RMW memory cycle. 


In graphics bit-map situations, only the LSB of the 
WDAT parameter bytes is used as the pattern in the 
RMW operations. Therefore it is possible to have only 
,an all ones or all zeros pattern. In coded character 
applications all the bits of the WDAT parameters are 
used to establish the drawing pattern. 

The WDAT command operates differently from the 
other commands which initiate RMW cycle activity. It 
requires parameters to set up the Pattern register 
while the other commands use the stored values in 
the parameter RAM. Like all of these commands, the 
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MASK: 0,1,0,0,1,0,1,01 

PI | , , , Ml , , ,""1 ^— LOW SIGNIFICANCE BYTE 

P2 | , , , Mh , , , — HIGH SIGNIFICANCE BYTE 


Figure 23. Mask Register Load Command 


WDAT command must be preceded by a FIGS com- 
mand and its parameters. Only the first three para- 
meters need be given following the FIGS opcode, to set 
up the type of drawing, the DIR direction, and the DC 
value. The DC parameter +1 will be the number of 
RMW cycles done by the GDC with the first set of WDAT 
parameters. Additional sets of WDAT parameters will 
see a DC value of 0 which will cause only one RMW 
cycle to be executed. 


FIGS: 


PI 


E 

1 

0 

0 

1 



1 1 ° 1 ° 



■ 

* 

GC 

— 

DIR 

1 1 


I 


DRAWING DIRECTION BASE 

FIGURE TYPE SELECT BITS: 

- LINE (VECTOR) 

- GRAPHICS CHARACTER 

- ARC/CIRCLE 

- RECTANGLE 

- SLANTED GRAPHICS CHARACTER 



VALID FIGURE TYPE SELECT COMBINATIONS 

5k 

R 

A 

QQ. 

k 

OPERATION | 

0 

0 

0 

0 

0 

CHARACTER DISPLAY MODE 
PRAWING, INDIVIDUAL DOT 
DRAWING, DMA, WDAT, AND 
RDAT 

0 

0 

0 

0 

1 

STRAIGHT LINE DRAWING 

0 

0 

0 

1 

0 

GRAPHICS CHARACTER 
DRAWING AND AREA FILLING 
WITH GRAPHICS CHARACTER. 
PATTERN 

0 

0 

1 

0 

0 

ARC AND CIRCLE DRAWING 

0 

1 

0 

0 

0 

RECTANGLE DRAWING 

1 

0 

0 

1 

0 

SLANTED GRAPHICS 
CHARACTER DRAWING AND 
SLANTED AREA FILLING 


ONLY THESE BIT 
COMBINATIONS 
ASSURE 

CORRECT DRAWING 
OPERATION 


Figure 24. Figure Drawing Parameters Specify Command 
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FIGD: | 0 ,1 ,1,0,1,1,0,61 


Figure 25. Figure Draw Start Command 


GCHRD: 10,1,1,0,1,0,0,0^ 


Figure 26. Graphics Character Draw 

and Area Filling Start Command 


Mask Register Load Command 

This command sets the value of the 16-bit Mask reg- 
ister of the figure drawing processor. The Mask regis- 
ter controls which bits can be modified in the display 
memory during a read-modify-write cycle. 

The Mask register is loaded both by the MASK com- 
mand and the third parameter byte of the CURS 
command. The MASK command accepts two param- 
eter bytes to load a 16-bit value into the MASK 
register. All 16 bits can be individually one or zero, 
under program control. The CURS command on the 
other hand, puts a “1 of 16” pattern into the Mask 
register based on the value of the Dot Address value, 
dAD. If normal singie-pixel-at-a-time graphics figure 
drawing is desired, there is no need to do a MASK com- 
mand at all since the CURS command will set up 
the proper pattern to address the proper pixels as 
drawing progresses. For coded character DMA, and 
screen setting and clearing operations using the 
WDAT command, the MASK command should be 
used after the CURS command if its third parameter 
byte has been output. The Mask register should be set 
to all ones for any “word-at-a-time” operation. 

Figure Draw Start Command 

On execution of this instruction, the GDC loads the 
parameters from the parameter RAM into the draw- 
ing processor and starts the drawing process at the 


pixel pointed to by the cursor, EAD, and the dot 
address, dAD. 

Graphics Char. Draw and Area Fill Start 
Command 

Based on parameters loaded with the FIGS com- 
mand, this command initiates the drawing of the 
graphics character or area filling pattern stored in 
Parameter RAM. Drawing begins at the address in 
display memory pointed to by the EAD and dAD 
values. 

DATA READ COMMANDS 
Read Data Command 

Using the D|R and DC parameters of the FIGS com- 
mand to establish direction and transfer count, 
multiple RMW cycles can be executed without 
specification of the cursor address after the initial 
load (DC = number of words or bytes). 

As this instruction begins to execute, the FIFO buffer 
direction is reversed so that the data read from dis- 
play memory can pass to the microprocessor. Any 
commands or parameters in the FIFO at this time will 
be lost. A command byte sent to the GDC will imme- 
diately reverse the buffer direction back to write 
mode, and all RDAT information not yet read from the 
FIFO will be lost. MOD should be set to 00. 

Cursor Address Read Command 

The Execute Address, EAD, points to the display 
memory word containing the pixel to be addressed. 

The Dot Address, dAD, within the word is represented 
as a 1-of-16 code. 

Light Pen Address Read Command 

The light pen address, LAD, corresponds to the dis- 
play Word address, DAD, at which the light pen input 
signal is detected and deglitched. 



Figure 27. Read Data from Display Memory Command 
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LPRD: | 1 , 1 , 0 

0,0,0, 0 , 0 I 

THE FOLLOWING BYTES ARE RETURNED BY THE GDC. | 

K , 

LA | Dl 1 1 , AO h*— LIGHT PEN ADDRESS, LOW BYTE 

| A15 

LAD m , A8 h— LIGHT PEN ADDRESS, MIDDLE BYTE 

1 X|X|X 

X | X | X | LAp H |^— LIGHT PEN ADDRESS, HIGH BITS 

X = Undefined 



Figure 28. Cursor Address Read Command 


Figure 29. Light Pen Address Read Command 


DMA READ REQUEST 
DMAR: 


1 1 0 1 

L__J 

E 

pe| 

E 

| MOD 1 

1 i 




IT 


0 0 - 

1 0- 

1 1 - 

0 1 - 


DATA TRANSFER TYPE: 

WORD, LOW THEN HIGH BYTE 
LOW BYTE OF THE WORD 
HIGH BYTE OF THE WORD 
INVALID 


DMA WRITE REQUEST 
DMAW: 



1 0 - 
1 l-i 
0 1 - 


- LOW BYTE OF THE WORD 

- HIGH BYTE OF THE WORD 

- INVALID 


Figure 30. DMA Control Commands 
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ABSOLUTE MAXIMUM RATINGS* 


Ambient Temperature Under Bias CTC to 7(TC 

Storage Temperature -65°C to 15CTC 

Voltage on any Pin with Respect 

to Ground -0.5V to + 7V 

Power Dissipation . 1.5 Watt 


*COMMENT: Exposing the device to stresses above 
those listed in Absolute Maximum Ratings could cause 
permanent damage. The device is not meant to be 
operated under conditions outside the limits described in 
the operational sections of this specification. Exposure to 
absolute maximum rating conditions for extended peri- 
ods may affect device reliability. 


DC CHARACTERISTICS 

T a = OPC to 70° C; V C c = 5V ± 10%; GND = 0V 


Symbol 

Parameter 

Limits 

Unit 

Conditions 

Min. 

Max. 

V|L 

Input Low Voltage 

-0.5 

0.8 

V 


V|H 

Input High Voltage Except DACK 

2.2 

Vcc + 05 

V 


V 0 L 

Output Low Voltage 


0.45 

V 

Iol = 2.2 mA 

VOH 

Output High Voltage 

2.4 


V 

l 0H = -400 n A 

*OZ 

Output Leakage Current 


±10 

fiA 

Vss+0.45 *V| ^ 

V CC 

«IL 

Input Leakage Current 


±10 

pk 

Vss *V| ssVcc 

V CL 

Clock Input Low Voltage 

-0.5 

0.6 

V 


VcH 

Clock Input High Voltage 

3.5 

Vcc + 05 

V 


icc 

Vcc Supply Current 


270 

mA 

Typical =150 mA 

VIH1 

Input High Voltage DACK Only 

2.4 

Vcc + 0.5 

V 

(D 


CAPACITANCE ( 2 ) 

T a = 25°C; V C c = GND = 0V 


Symbol 

Parameter 

Limits 

Unit 

Conditions 

Min. 

Max. 

C|N 

Input Capacitance 


10 

PF 

fc = 1 MHz 
V . 0 

Cio 

I/O Capacitance 


20 

pF 

Gout 

Output Capacitance 

\ 

20 

pF 

Co 

Clock Input Capacitance 


20 

pF 


(1) Suggest pull up resistor to reduce noise sensitivity on DACK only. 

(2) Sample tested initially. 


7-116 


210655-003 






inter 


82720 


IPC^iyiMDIMCW 


A.C. CHARACTERISTICS <t a - 0°C to +70°C, V ss = 0V, V cc = + 5V ±10%) 

DATA BUS READ CYCLE 


Symbol 

Parameter 

82720 

82720-1 

82720-2 

Units 

Test 

Conditions 

Min. 


Min. 

Max. 

Min. 

Max. 

Tar 

A 0 setup to RD i 

0 


0 


0 


ns 


t ra 

A 0 hold after RDt 

0 


0 


0 





RD Pulse Width 





Trd + 20 


131 


fQsmii 

RDI to Data Out Delay 




80 


70 


CL = 50pF 


RDt to Data Float Delay 

0 

120 

0 

100 

0 

90 

JEM 


t rv 

RD Recovery Time 

4 T C y 


4 T C y 


4 t cy 


ns 



DATA BUS WRITE CYCLE 


Symbol 

Parameter 

82720 

82720-1 

82720-2 

Units 

Test 

Conditions 

Min. 

Max. 

Min. 

Max. 

Min. 

Max. 


A 0 Setup to WRl 

0 


0 


0 




t wa 


0 


0 


10 


ns 


T ww 

WR Pulse Width 

120 


100 


90 


B13 



Data Setup to WR 1 

100 


80 


70 


UQH 



Data Hold after WR t 



10 


10 


ji 


t rv 

WR Recovery Time 



4 t cy 


4 T CV 





DISPLAY MEMORY TIMING 


Symbol 

Parameter 

82720 

82720-1 

82720-2 

Units 

Test 

Conditions 

Min. 

Max. 


Max. 

Min. 

Max. 

t C a 

Address/Data Delay from 2XWCLK t 

30 

160 

30 

130 

30 

110 

ns 

CL = 50pF 

Tac 

Address/Data Hold Time 

30 

160 

30 

130 

30 

110 

moil 

CL = 50pF 

t dc 

Input Data Setup to 2XWCLK i 

0 


0 


0 


SSI 


t cd 

Input Data Hold Time 

Tie 


Tie 


Tie 




Tie 


30 

120 

30 

90 

30 

80 

JM 

CL = 50pF 

t cah 

2XWCLK1 to ALEt 

30 

125 

30 

100 

30 

90 

IB 

CL = 50pF 

Tcal 

2XWCLK1 to ALEJ 

15 

100 

15 

80 

15 

70 

I 


t al 

ALE Low Time 

T CY + 30 






ra 


Tah 

ALE High Time 

TcH-20 


o 

CM 

1 

X 


—1 

o 

X 

1 

ro 

o 


JEM 


Tco 

Video Signal Delay from 2XWCLK t 


150 


120 


100 

jjj 


Tllax 

Address Valid Hold Time After ALEi 

30 


30 


30 




Taval 

Address Valid Hold Time Before ALEI 

20 


10 


5 


ns 
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A.C. CHARACTERISTICS (Continued) 


OTHER TIMING 


Symbol 

Parameter 

82720 

82720-1 

82720-2 

Units 

Test 

Conditions 

Min. 

Max. 

Min. 

Max. 

Min. 

Max. 

T PC 

LPEN or VSVNC Input Setup to 2XWCLK1 

30 


20 


15 


ns 


KBS 

LPEN or VSYNC Input Pulse Width 

t cy 


Tcy 


Tcy 


ns 



CLOCK TIMING 


Symbol 

Parameter 

82720 

82720-1 

82720-2 

Units 

Test 

Conditions 

Min. 

Max. 

Min. 

Max. 

Min. 

Max. 

t cy 

Clock Period 

250 

2000 

200 

2000 

180 

2000 

ns 


t ch 

Clock High Time 

105 


80 


70 


ns 


Tcl 

Clock Low Time 

105 



MM 

70 


IDS 


Tr 

Rise Time 


20 




20 



t f 

Fall Time 


20 


20 


20 

ns 



DMA TIMING 


Symbol 

Parameter 


82720-1 

82720-2 

Units 

Test 

Conditions 

Min. 

Max. 

Min. 

Max. 

Min. 

Max. 

t acc 

DACK Setup to RD J or WR l 

0 


0 


0 


ns 


Tcac 

DACK Hold from RD t or WR t 



0 


0 


DE9I 


Trri 

RD Pulse Width 

Trdi +20 


Trdi +20 




BSi 


Trdi 

RD 1 to Data Out Delay 


1.5 t C y 
+ 120 


t-5 t C y 
+ 80 

II 

1.5 t cy 
+ 70 

ns 

CL = 50pF 

Tkq 

2XWCLK t to DREQ Delay 


150 


120 


100 

Qj 

CL = 50pF 

Trqak 

DREQ Setup to DACK 1 

0 


0 


0 


— 


t akrq 

DACKl to DREQJ Delay 


Tcy + iso 


Tcy + 120 


o 

o 

+ 

£ 

ggi 

CL = 50pF 

Takh 

DACK High Time 

Tcy 


t cy 


t cy 


ns 


Taki 

DACK Cycle Time, Word Mode 

4 t cy 


4 t C y 


4 Tcy 




T AK2 

DACK Cycle Time, Byte Mode 

5 t C y 


5 t C y 


5 t cy 


1 
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A.C. TEST CONDITIONS 


Input Pulse Levels (except 2XWCLK) 0.45V to 2.4V 

Input Pulse Levels (2XWCLK) 0.3V to 3.9V 

Timing Measurement Reference Levels (except 2XWCLK) 0.8V to 2.0V 

Timing Measurement Reference Levels (2XWCLK) 0.6V to 3.5V 


WAVEFORMS 


DATA BUS TIMING 
READ CYCLE 



WRITE CYCLE 
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WAVEFORMS (Continued) 


DISPLAY AND RMW CYCLES (IX ZOOM) 
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WAVEFORMS (Continued) 
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VIDEO FIELD TIMING 


t^| { Vertical Back Porch Blanked Lines j 


Horlnzontal 
Front Porch— 
Blanking 


Horizontal 
Back Porch J 
Blanking | 



DRAWING INTERVALS 



Additional Drawing Interval When 
in Flash Mode 


I Dynamic RAM Refresh if Enabled, Otherwise 
Additional Drawing Interval 
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By managing tasks like graphics generation and CRT refreshing, a 
dedicated VLSI display controller simplifies the design of intelligent 
graphics work stations. 


Dedicated VLSI chip lightens 
graphics display design load 


The role of graphics is becoming increasingly im : 
portant for unscrambling the communications traf- 
fic between people and computers. Thanks to micro- 
processors and dedicated control ICs, designing 
high-reliability graphics work stations is now eas- 
ier and less expensive than in the days of small- 
scale integration and expensive discrete-circuit 
CRT technology. Microprocessors simplify work- 
station design by transferring some graphics con- 
trol tasks from hardware to software. However, a 
dedicated VLSI controller such as the 82720— with 
an on-board graphics processor— can push another 
step forward toward fast and economical design of 
high-quality intelligent graphics systems. 

A typical application for the controller is a 
graphics work station aimed at high-end business 
and low-end engineering systems. Since such a 
station usually fits on the top of a desk, all of the 
electronics must be contained within a single 


printed-circuit board. This type of system requires 
a resolution of about 512 by 512 pixels and is 
frequently called on to display three-dimensional 4 
objects in various perspectives. To minimize the 
distortion of rotating objects, horizontal and verti- 
cal pixels should be equally spaced. 

A typical display (500 vertices) must be drawn on 
the screen in less than 1 second to provide satis- 
factory interaction with the operator. The display 
may consist of lines, arcs, filled areas, and colors- 
seven colors are acceptable (see “A Look into 
Graphics Fundamentals”). 

Serial link interfaces station 

An intelligent work station usually interfaces 
with a mainframe host via a serial communications 
link, a keyboard, and a serial link with an optional 
graphics tablet. This type of graphics input/output 
subsystem is diagrammed in Fig. 1. Two 5V4-in. 
floppy disks can satisfy the mass-storage needs of 
the system. Disk formatting must be compatible 
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with the requirements of an IBM personal comput- 
er. Moreover, general-purpose software written for 


comp 
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this computer must also be able to run on the work 
station. 

Two of the most basic functions of a graphics 
system are generating and refreshing images on 
the CRT screen. Information pertaining to the 
images is stored in the bit-map memory, where 
monochrome pixels are represented by single bits 
and color pixels by groups of bits. Lines and arcs 
defined in normalized screen coordinates must be 
converted into images of the physical object. 

In a bit-mapped raster graphics system, lines 


described by a transformed display list are reduced 
to a series of dots and placed in the image memory. 
The selection of the dots that will be activated is 
achieved through a scanning conversion algorithm, 
which must create lines that appear very smooth, 
start and end as expected, and look symmetrical no 
matter in which direction they are drawn. The 
algorithm is repeated thousands of times to draw a 
single picture and thus must operate as quickly as 
possible. At the same time, the image in memory 
must be repainted on the screen 30 times/s for 



1. A graphics I/O subsystem for an intelligent work station consists of input peripherals 
(a keyboard and tablet), a serial communications link, and mass storage (floppy disks). 
Intelligence is provided by the microprocessor and the peripheral and memory controllers 
(a). The three basic tasks performed— I/O, transformation processing, and CRT control— all 
require data in the form of display lists stored in a data base (b). 
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interlaced frames and 60 times/s for noninterlaced 
frames. Simple tasks, they nevertheless demand a 
high memory bandwidth. 

Unlike other system control tasks, generating 
graphics figures requires both bit-manipulhtion 
and mathematics capabilities. Integer addition and 
multiplication operations calculate the coordinates 
of points on a line or a circle. But since pixels 
generally are neither complete words nor bytes, 
logical operations must be- performed on the bits 
within the word that contains the selected pixel. 


The inner loop of a so-called Bresenham line- 
drawing algorithm requires two or three addition 
operations, two comparisons or tests, and the mask- 
ing of the correct value into the word for each pixel. 
Algorithms for drawing circles or filling areas are 
even more complex. In the inner loop of a filling 
algorithm, for example, the old word must be read 
from the bit map to determine whether some, all, 
or none of the pixels are within the area to be filled. 
If they are, the algorithm tests whether the pixels 
must be modified and then returns the word to the 



2. The 82720 graphics display controller separates the tasks of graphics generation and CRT 
refreshing from other system tasks. That permits much greater system bandwidth, leading to 
graphics work stations that not only draw sharp pictures, but also offer color. 



3. Three memory planes are implemented in the interface between the bit map and the graphics display 


controller. Three primary colors— red, green, and blue— are provided, with the controller’s upper address bits 


responsible for selecting the memory planes during read/modify/write cycles. 
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bit map. Because such algorithms are heavily exer- 
cised, they must execute at extremely high speeds 
to avoid an adverse impact on the system’s overall 
efficiency. 

Memory bandwidth is the most precious com- 
modity in a graphics system. In this application, 
screen refreshing requires that 750,000 bits be read 
60 times/s, equating to a bandwidth of almost 6 
Mbytes/s. The picture refreshing, therefore, has 
the highest-priority access to memory because any 
missed readings show up as noise in the picture, a 
situation that sometimes occurs with simple sys- 
tems possessing a single-microprocessor, single- 
memory scheme. 

In the latter type of design, one processor handles 
all functions except refreshing, which is imple- 


mented by a discrete counter arrangement or a 
simple CRT controller chip. Nevertheless, the re- 
fresh memory bandwidth always slows down the «. 
microprocessor. That loss of speed can be elimi- 
nated simply by separating the processor’s memory 
system from the bit map, a process that effectively 
doubles system memory bandwidth. 

The 82720 graphics display controller can provide 
the means of separating graphics generation and 
CRT refreshing from the other tasks and also 
perform the two tasks quickly and concurrently 
with the others. Residing between the micro- 
processor and the bit-map memory and video logic, 
the controller refreshes the CRT like other CRT 
controllers, converts high-level commands into im- 
ages by placing the proper data into the correct bit 



7-131 


231310-001 





map, and interfaces easily and simply with propri- 
etary microprocessors. 

The 82720 accepts high-level commands (such as 
DRAW LINE, DRAW ARC, and FILL RECTANGLE) and 
executes them at much faster speeds than general- 
purpose microprocessors, primarily because it is a 
dedicated graphics hardware processor. Burst 
drawing rates as high as 1 pixel every 800 ns can be 
achieved. Screen refreshing is handled directly by 
the controller. The displayed portion of the bit-map 
memory can be configured to allow the display to be 
scrolled through memory in any direction. The hor- 
izontal and sync periods both are fully pro- 
grammable, as is the position of the sync pulse in 
the blanking interval. Furthermore, the controller 
can be programmed to refresh low-cost dynamic 


RAMs. In the design being considered, the 82720 
offloads the microprocessor from low-level graphics 
tasks, as shown in Fig. 2. 

For the bit-map interface, the memory is imple- 
mented as three planes, each 16 kwords by 16 bits, 
with each plane driving red, green, or blue (Fig. 3). 
The upper address bits— A i6 and A 17 — select the 
memory planes during read/modify/write cycles 
but are ignored during screen refreshing cycles. 

The graphics display controller generates the 
Row Address Strobe (RAS) signal for the dynamic 
RAMs, but the remaining timing signals must be 
supplied by external devices. These signals are 
produced by a state-machine timing generator con- 
sisting of a 4-bit counter and two flip-flops. The 
state machine synchronizes itself with RAS after 
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the 82720 has been initialized. Figure 4 shows the 
complete schematic for each plane of the bit-map 
interface. 

The remainder of the hardware design interfaces 
the graphics display processor, the processor 
memory, and the other peripherals with the 80186 
microprocessor. The task is simplified by the pro- 
cessor’s on-board chip-selection logic and wait- 
state generators. Furthermore, because of the pro- 
cessor’s highly integrated architecture, the size of 
the overall hardware is quite small. 

Joihing processor and controller 

Connecting the graphics display controller to the 
microprocessor is a simple task, as the processor’s 
Data, Read, and Write signals are completely com- 
patible with those of the 82720. However, because 
the controller has no chip-selection input, the Read 
or Write signals must be qualified through external 
hardware. 

A number of chip-selection lines on the micro- 



4. The bit-map memory in terfa ce contains three address planes (one of which is shown here) to complete 
the graphics system. The RAS signal for the RAMs is generated by the graphics display controller. 


processor can be programmed to place peripherals 
either in memory or in the processor’s I/O space. 
Two gates are added to qualify the Read and Write 
signals. The DMA channel on the 80186 uses a 
second chip-select input as the Acknowledge signal, 
and data buffers are used to prevent bus contention 
at the end of a processor read cycle (Fig. 5). 

Without buffers, the display controller must re- 
move its data from the multiplexed address and 
data lines before the processor puts out the next 
address. At an 8-MHz clock rate, the processor 
requires that peripherals and memory vacate the 
bus in less than 85 ns; however, the standard speed 
of the controller is 100 ns. A faster version, the 
82720-1, can be used, but it requires faster memory 
chips. A more cost-effective solution is simply add- 
ing buffers, if board space permits. 

Serial communications to both the host and the 
optional tablet are handled by a multiprotocol 
serial controller (the 8274), which takes care of the 
host’s synchronous and the tablet’s asynchronous 
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{ 



5. The interface between the 82720 and the system 
microprocessor is simple to implement because all of the 
processor’s signals are compatible with the controller. It is 
necessary, however, to use external gates to qualify the RD 
or WR signals. 


requirements. Interfacing is accomplished simply 
by connecting the buffered data bus, the latched 
lower-address lines, the Read and Write signals, 
and the chip-select. A final link brings the micro- 
processor’s counter-timer output into the multi- 
protocol serial controller as a baud-rate clock. No 
buffering of the TTL support circuitry is necessary. 

Universal chip interfaces keyboard 

A universal peripheral interface chip (the UPI- 
42) serves as the keyboard interface and is pro- 
grammed to scan the keyboard and interrupt the 
processor only on detection of a valid debounced 
keystroke. Mass-storage subsystems are managed 
by the 8272A floppy-disk controller. An external 
phase-locked loop circuit generates all of the timing 
signals reequired to connect a 5V4-in. drive to the 
system. On the microprocessor side, a DMA channel 
provides the link to the floppy-disk controller. Thus 
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6. A complete graphics control system is centered around an 80186 microprocessor and the 82720 controller. 


Local storage is provided by 32 kbytes of EPROM and 16 kbytes of RAM. The system comprises 85 chips and 


is housed on a single 12-by*-12-in. printed-circuit board. 
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the processor has a high-speed disk interface, 
which loads it lightly. 

To complete the graphics system illustrated in 
Fig. 6, 32 kbytes of EPROM and 16 kbytes of RAM 
support the microprocessor’s program and display 
lists. The two EPROMs (27128s) come in 28-pin 
packages, thereby saving board space. 

Hooking up the RAM chips is almost as straight- 
forward. Since the microprocessor is a fully byte- 
addressable device, it can write bytes as well as 
words to the RAM. The chip-select input for the low 
(even) address RAM must be qualified with address 
A 0 at a logic zero, and the high (odd) address RAM 
must be qualified by the processor’s Byte High 
Enable signal (BHE). The RAMs, designated 2186, 
have built-in controllers. 

SinOe dynamic RAMs latch addresses on the 
leading edge of the chip-select signal, they must be 
qualified with the processor’s Address Latch En- 
able signal to ensure that selection is made only 
after the address is valid. Then, a RAM latches the 
data to be written on the leading edge of the write 
pulse. The microprocessor’s write signal must be 
delayed by one-half of a clock cycle to guarantee 
that data is valid at the correct time. 

At this point, the design meets all of its per- 
formance goals. The system draws lines and circles 


at about 120,000 bits/s. That is approximately 
82,000 pixels for a display consisting of even 
amounts of the three primary colors, as well as 
three secondary colors, and white. The 500 vectors 
of 25 pixels each can be drawn in about 0.15 s, six 
times faster than the 1-s requirement. The worst 
case— drawing all lines in white— can be accom- 
plished in about one-third of a second. These spec- 
ifications are satisfied when the graphics display 
controller is running from a 2.5-MHz clock. Draw- 
ing is performed only during retracing and the 
82720 is programmed to use three memory cycles of 
each horizontal retrace for memory refreshing. 

All of the components fit on a board measuring 
12 by 12 in., so that the desktop size requirements 
are satisfied. The electronic components occupy 
about 100 in. 2 of the low-cost, double-sided printed- 
circuit board. □ 
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Graphics Chip Makes 
Low-Cost, High Resolution 
Color Displays Possible 


by Mark Olson and Brad May 

The making of displays that are 
both high-resolution and low-cost is 
the key to producing equipment for 
both the automated office and the 
engineering workstation. Through 
the introduction of 16-bit |xPs such 
as Intel’s iAPX 8088, 80186 and 
80286, the processing power has 
been made available to perform 
very sophisticated functions for the 
user while making the human inter- 
face very simple. 

That processing power cart be 
unnecessarily drained, however, if 
the |jlP is burdened with the entire 
task of graphics display. Such a 
burden can fill up a significant part 
of the processor’s I/O bandwidth, 
slow down the refresh rate of the 
display, and decrease the computa- 
tional power of the CPU. 

Intelligent 

peripheral ICs 
offload processing 
tasks from the CPU. 

The logical way to avoid such 
limitations is to dedicate a special- 
ized processor to the handling of 
display function. It should be capa- 
ble of accepting high-level com- 
mands to minimize the burden on 
the CPU, as well as optimizing 
the execution of such commands 
through raster operations imple- 
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mented in hardware at the device 
level. 

Such a chip is Intel’s 82720 
Graphics Display Controller (GDC). 
It has features that give systems a 
fast drawing speed while reducing 
graphics display costs by 60% or 
more. It achieves these results by 
taking over the drawing and refresh 
functions from the CPU, by allow- 
ing the use of dynamic RAM’s in- 
stead of static RAM’s, and by re- 
ducing th^ overall parts count 
needed to create a complete graph- 
ics system. 

The implementation of the draw- 
ing task is a major feature of the 
GDC. Other graphics chips per- 
form only the display refresh func- 
tion, leaving the more complicated 
drawing function entirely to the 
CPU. Since the CPU is doing every 
pixel of the drawing function on 
these systems, they also require fas- 


ter bit map RAM than with the 
GDC. The GDC, on the other 
hand, is capable of handling the 
drawing function itself, drawing 
such objects as characters, slanted 
characters, points, lines, arcs, rec- 
tangles, and slanted rectangles 
based only upon lengths, slopes, 
and arc centers supplied by the 
CPU. The GDC’s processing, 
moreover, takes place concurrently 
with the processing of the CPU. 

2048 x 2048 Resolution 

With its 4 Megapixel addressability, 
one GDC can handle a mono- 
chrome display with resolution as 
high as 2048 x 2048, and multiple 
GDC’s can be linked to provide 
even higher resolution, such as col- 
or displays at 2048 x 2048. The 
chances are, however, that the 
GDC’s full power will not be used 
in most applications. The typical 
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Figure 2 ■ The memory is broken up into three planes , with each plane feeding one of the primary color guns of the CRT. 


product considered high resolution 
for office automation applications 
is a 512 x 512 pixel monochrome 
or color display. 

These latter restrictions are not 
imposed by the GDC, but rather 
have more to do with the cost of 
display monitors, the amount of 
RAM memory needed to support 
such displays, and the adequacy of 
such displays for most applications. 
It is possible to build “super graph- 
ics” boards with a GDC, such as 
the IK by IK pixel by 8 color plane 
graphics display designed by Phoe- 
nix Computer Graphics (Lafayette, 
LA). Such a display is capable of 
rendering 256 different colors on a 
high resolution screen. 

Even higher performance can be 
achieved through the use of multi- 
ple GDC’s to support multiple dis- 
play windows, increased drawing 
speed, or increased bits per pixel. 
For multiple display windows, each 
GDC can be used to control one 
window of the display. For in- 


creased drawing speed, multiple 
GDCs can be operated in parallel. 
For increased bits/pixel, each GDC 
can contribute a portion of the 
number of bits necessary for a 
pixel. 

Although the GDC is intended 
primarily for raster-scan graphics, it 
can also be used as a character dis- 
play controller. It is capable of sup- 
porting up to four screens of data 
containing 25 rows by 80 columns, 
or one screen containing up to 100 
rows by 256 characters. 

Office Automation Display 

High performance applications can 
stretch the usage of the GDC from 
low-end to high-end engineering 
displays, but research has shown 
that for office automation prod- 
ucts, a 512 x 512 pixel display is 
quite acceptable, and that color is 
often a requirement. These require- 
ments mesh with a major factor in 
display — the cost of the CRT In 


OEM quantities, for example, one 
could expect to find a 512 x 512 
monochrome display for under 
$100, a 256 x 256 color display 
(TV quality) for about $150, a 512 
x 512 color CRT in the $300 range, 
and a IK x IK color display in the 
$800-$ 1000 category. 

To give an example of the type of 
display that can be built for new of- 
fice products using the GDC, con- 
sider a 512 x 512 pixel by 3 color 
plane combination CPU and graph- 
ics display on a single 12" by 12" 
board. Such a display is capable of 
generating 8 colors. 

The list of parts (Table 2) comes 
to about $175 for 85 IC’s taking up 
104 square inches of, board space. 
Even that parts count could be re- 
duced by replacing the 48 16K 
DRAMs with 12 64K DRAMs — if 
a 4K x 16 bit DRAM were avail- 
able. A very important note about 
the parts list is that the design is 
implemented with inexpensive 2118 
dynamic RAMs. The design does 
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not require the faster, more expen- 
sive, and less dense static RAMs. 

The parts count is low enough so 
that the processor and graphics 
controller can be placed together in 
a single 12" by 12" board. This is 
important because small overall 
size and footpad are selling points 
for desktop workstations. System 
speed is also enhanced when the 
graphics controller and CPU are on 
the same board, because their com- 
munication need not take up bus, 
inter-board bandwidth or experi- 
ence any additional delays. 

Pipelining Transformations 

More important than putting the 
graphics display on the same board 


as the CPU is the level of commu- 
nication between the CPU and 
graphics controller. If the burden of 
transformation processing is left 
entirely to the CPU while the 
graphics chip is used only as a CRT 
controller, then the CPU must com- 
municate one bit per pixel to up- 
date a display. With the GDC, the 
CPU input takes higher level forms 
such as the slope and length of a 
line, the length and center point of 
an arc, or the key coordinates of a 
rectangle. Since the average line on 
,a screen is about 25 pixels, that 
means that 25 times fewer CPU bus 
cycles are required to draw a 
graphical object with the GDC. 
These CPU cycles (an average of 
50 |jls each to calculate the graphi- 
cal object and communicate it to 


the GDC) are the determining fac- 
tor in drawing rate. 

Viewed frorri a larger perspec- 
tive, there are four tasks that must 
be performed by a CPU-graphics 
chip combination: 

(1.) The CPU must calculate the 
higher-level graphics operations. 
This is done by the CPU and it in- 
volves the processing of macro-op- 
erations such as the CORE, GKS, 
PMIG or other graphics protocols. 
These general graphics commands 
are translated into an intermediate 
level, the VDI interface level (Fig- 
ure 1) and then into device driver 
commands by software in the CPU. 

(2.) Then, these lower-level 
graphical objects such as the key 
parameters for lines, arcs, charac- 
ters, and rectangles, must be trans- 


VLSI Takes Aim At Text Processing 

The concept of co-processing is not a new one. Intended 
as a way of offloading computationally intensive tasks from 
a host CPU, it has been around at Intel since the introduc- 
tion of the 8087 numerics processor and the 8089 I/O ma- 
chine. A more recently developed product, the 82720 
Graphics Display Controller is designed to bolster system 
performance by offloading graphics control chores from 
the CPU. The chip accepts high level commands from the 
CPU and, using its own drawing processor, accesses the 
required positions in the bit-map and handles the process- 
ing and display control functions. 

Building on*the success of these parts come two new 
co-processors designed to partition system intelligence 
even further. The 82586 is a communications co- 
processor designed to bridge the characteristics of CPU 
and network data rates. Its FIFO buffer and DMA facilities 
make it possible for a CPU to operate at the full Ethernet 
10 Mbits/s transfer rate even in the face of continuous 
bursts of network data traffic. 

Intel’s most recent introduction is the 82730 text co-pro- 
cessor. Printers and other hard copy peripherals have sup- 
ported additional text processing features such as propor- 
tional spacing and simultaneous superscript and subscript 
for some time. Implementing these features on the display 
screen has traditionally been a costly procedure. Thus, it is 
typically not done and screen displays often are not identi- 
cal to their hard-copy printouts. Aimed to solve this design- 
ers headache, the 82730 has its own DMA capability and 
communicates asynchronously with the CPU via shared 
memory messages. It supports the generation of high 
quality text displays through features like proportional 
spacing, simultaneous superscript/subscript, dynamically 
reloadable fonts and user programmable field and charac- 
ter attributes. In addition, when coupled with the 82720 
Graphics Display Controller (Figure 1 ) the 82730 provides 
flexible mixing of text and graphics simultaneously on the 
same display. Figure 1: Offloading system tasks is simplified by new VLSI 

— Wilson devices. 
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Table 1: The 80186 and the GDC work together to accomplish the drawing function 


formed into changes in the actual 
bits. This function is performed in 
hardware in the GDC concurrently 
with any level one processing done 
by the CPU. Other graphics con- 
trollers leave this task to the CPU 
to execute in software. The con- 
trast is that, in such systems, the 
CPU must resolve the graphical ob- 
ject down to every point on a line, 
while with the GDC it need only 
designate the endpoints. 

(3.) With the actual bits for the 
bit map calculated, they must be 
placed in the bit map memory. This 
involves a read-modify-write oper- 
ation that requires three CPU cy- 
cles using other methods. With the 
GDC these operations are not the 
responsibility of the CPU. The 
GDC pipelines its execution so that 
it is calculating the next bit to 
change while it is executing the 
read-modify-write cycles. 

(4.) Finally, the bit map memory 
must be dumped into the CRT. This 
is the refresh function performed 
by other graphics chips as well as 
the GDC. 

The summation is that other sys- 
tems require the CPU to process 
steps one to three serially, leaving 
only step four for the graphics con- 
troller. Systems with the GDC re- 
quire the CPU to process only step 
one, with the GDC concurrently 


processing steps two through four. 
The GDC has another advantage in 
that during the transformation pro- 
cess in step three, the GDC ex- 
ecutes the algorithms in hardware 
while a CPU must execute the al- 
gorithms in software. The algo- 
rithms are exactly the same in both 
cases They are the Bresenam algo- 
rithms from IBM, in which the next 
pixel to be drawn becomes a binary 
decision between two pixels. 

The execution of these algo- 
rithms is a crucial drawing time fac- 
tor, because they are invoked many 
times for each updated screen. 
Consider that, m the inner loop of 
Bresenam’s “line drawing algo- 
rithm,” there are two or three addi- 
tions, two comparisons or tests, 
and the masking of the proper val- 
ue into the word for each pixel. 
The algorithms for drawing circles 
or filling areas are even more com- 
plex. In the inner loop of a fill algo- 
rithm, the old word must be read 
from the bit map, then tested to see 
if all, some, or none of the pixels 
are within the area to be filled. 
Next, it tests whether some or all of 
the pixels must be modified. Final- 
ly, the word must be returned to the 
bit map. 

These algorithms are heavily 
used and the speed with which they 
can be executed has a direct effect 


upon the overall system efficiency. 
If they must be executed by a p.P, 
the instruction fetching process 
slows down the calculations to a 
drawing rate of 15-20 pis per pixel. 
With a hardware implementation of 
these algorithms m the GDC, the 
calculations can be speeded up to 
achieve a drawing rate of 1600 ns 
(2.5 MHz version) or 800 ns (5 
MHz version) per pixel. 

Methods Of Refresh 

In the fourth step, the dumping of 
bit map memory into the CRT, 
there are some differences between 
graphics controller chips. Motoro- 
la’s MC6845 CRT controller, for ex- 
ample, uses a split-cycle refresh 
method in which each refresh cycle 
is alternated with a drawing cycle 
in which the |xP updates the bit 
map. This gives the MC6845 a 50% 
drawing bandwidth. 

With the GDC there are two 
drawing modes. The first is a “draw 
anytime” mode which replaces 
CRT refresh cycles with drawing 
cycles. This is the fastest mode, but 
it does result in on-screen disrup- 
tions. The second mode, which 
does not disrupt the on-screen dis- 
play, draws only during the vertical 
and horizontal retracing periods. 
This gives the GDC about a 25% 
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74LS32 

1 

8042 

1 74LS11 

2 

8286 

3 

Connectors 

1 74LS00 

1 

8 MHz Crystal 

1 

12x12 2 Layer PC 

SUMMARY: 





4 VLSI Controllers 


80186 


Processor 



82720 


Graphics 



8274 


Serial Link 



8042 


Keyboard 

4 VLSI Memory 


27128 


EPROM 



2186 


IRAM 

4816K DRAMs 


2118 


DRAM 

29 MSI/SSI 


— 


Buffers/Glue 


TOTAL: 85 IC’S —►104 Sq. Inches 
Parts Cost —►About $175 


Table 2: Parts list for 512x512 x 4 Color Display. 



Figure 3: The two chip selects are OR’d together to qualify the R/W signals. 


drawing bandwidth. At first glance 
that gives the GDC a disadvantage 
in drawing rate, but the fact is, 
with its pipelining and hardware 
execution of transformations, the 
GDC makes much more efficient 
use of its bandwidth. The critical 
timing factor is the amount of CPU 
participation in the drawing pro- 
cess, not the refresh bandwidth of 
the graphics controller. Another 
tradeoff is that, with its split-cycle 
architecture, the MC6845 requires 
RAM memory that is twice as fast 
as that required by the GDC in the 


same application. 

Inexpensive RAM Is Fast 
Enough 

Applying this perspective, one can 
begin to build the display with parts 
listed in Table 2. First one notes 
that a square display, as indicated 
by the 512x512 pixel initial specifi- 
cation, is not pleasing to the eye. It 
is much more appealing to have an 
aspect ratio of about 4:3, in which 
the number of pixels horizontally is 
4/3 the number vertically. If the res- 
olution is such that the total num- 

7-140 


ber of pixels is not a power of two, 
it will be necessary to round up to 
the next power of two and waste 
the extra bits. 

The pixel arrangement which 
best meets this requirement is one 
with a 432 x 576 pixel format. It 
also meets the requirement that the 
number of pixels horizontally be an 
even number of 16-bit words. With 
three color bits per pixel (red, 
blue, and green), the total display 
memory is then about 500 x 500 X 3, 
or 750k bits. 

It makes the most sense to break 
the memory up into three planes, 
with each plane feeding one of the 
primary color guns of the CRT 
(Figure 2). This leads to a memory 
arrangement of 16K x 16 x 3, 
using 16K dynamic RAMs with a 
IK x 16 architecture. When draw- 
ing graphics figures, the memory 
can be treated as one large plane, 
split into the three primary colors. 
Drawing in low-order memory 
could represent red, middle-order 
could be used for green, and high- 
order for blue. 

One advantage of this 3D mem- 
ory is that drawing with a primary 
color requires setting only one bit 
per pixel. Drawing with a secon- 
dary color such as cyan, yellow, or 
magenta would take two GDC cy- 
cles, and creating white from all 
three colors would take three GDC 
cycles. If this were an issue, addi- 
tional hardware could be used to 
draw more than one plane at a 
time. As the results will show, how- 
ever, the drawing speed require- 
ments can be exceeded without any 
added hardware. 

Calculate The Drawing Rate 

To see if the proposed design is 
practical, one should first calculate 
the drawing rate to see what the 
user interface will be like. Then 
one should check the refresh rate 
to make sure the design is uninter- 
rupted and without flicker. 

The proof of the assumption that 
CPU participation is the dominat- 
ing factor lies in the 50 p-s average 
time that it takes the CPU to calcu- 
late a graphical object and commu- 
nicate its key parameters to the 
GDC. Assume that the graphical 
object is an average line containing 
231315-001 
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25 pixels, and that there are about 
500 vectors on the average screen 
display. 

The GDC’s normal clock rate is 
2.5 MHz, giving it a 400 ns period 
(the maximum clock rate is 5 MHz, 
with a 200 ns period.) It takes four 
GDC cycles to execute a read- 
modify-write on a bit (because two 
read cycles are required), so that 
the GDC’s normal drawing rate is 
one pixel per 1600 ns. To draw the 
25 pixels involved in the average 
line, then, would take 25 x 1600 ns, 
or 40 |xs. Since this operation is 
done concurrently with CPU pro- 
cessing, the GDC will be waiting 
for the next graphical object by the 
time the CPU is ready. 

If the screen were filled with 
nothing but 25-pixel vectors, then 
the drawing rate would be deter- 
mined by the 50 |xs average CPU 
calculation and transfer cycle, aver- 
aging about 2 |xs per pixel. If all 
the vectors were white (worst 
case), then it would take 1.5 secs of 
drawing time to update the white 
screen. Since, in the undisturbed- 
screen mode, drawing is only done 


during the 25% of the time that the 
screen is undergoing horizontal or 
vertical blanking, this would mean 
6 secs between updates. 

In reality, however, the screen 
will not be filled with vectors. It 
will have an average of 500 vectors, 
'and the color distribution could be 
presumed to be evenly distributed 
as one-third primary colors, one- 
third secondary colors, and one- 
third white. The 500 vectors will re- 
quire the drawing of 12. 5K pixels 
in monochrome, or 25K pixels with 
distributed colors. At a drawing 
rate of 2 fxs per pixel, this takes 50 
ms to draw. Drawing only during 
blanking, the screen would be up- 
dated in 200 ms. 

Under these conditions, it would 
not help to use the maximum clock 
rate GDC (5 MHz), but if in some 
applications the average vector 
length is 100 pixels, then the CPU 
calculation-and-bus cycle (50 (jls) 
would remain the same and the 
GDC’s drawing cycle (1600 ns x 
100 = 160 jxs) would become a 
limiting factor. Using the 5 MHz 
GDC would cut that drawing time 


down to 800 ns/pixel, or 80 |xs/vec- 
tor. The 500 vector average screen 
would then contain 100K pixels 
with distributed colors and could 
be drawn in 80 ms. Multiplying by 
four because the drawing is done 
during blanking (25% of the time), 
that is 320 ms. That is a screen up- 
date in less than one-third second 
for a “busy” screen. 

Calculate The Refresh Rate 

These calculations are of little im- 
portance if the display flickers due 
to lack of refresh. This exercise is 
actually a demonstration of how 
the basic GDC clock rate was de- 
rived. Assume a non-interlaced dis- 
play that must be refreshed 60 
times per second. That gives a 
screen refresh rate of 16.67 ms, but 
on a typical CRT some 4.27 ms of 
that is blanked, leaving 12.4 ms of 
active display time. The dot sweep 
period is the 12.4 ms divided by the 
number of pixels (432 x 576 = 
248. 8K), or 49.8 ns. The inverse 
gives a 20.07 MHz dot clock. 

Since the GDC dumps 16 bits 
from the bit map memory into the 



OPTIONAL 

TABLET 


Figure 4: Completed graphics system uses the 80186 and 82720 GDC 

7-141 


Digital Design ■ April 1983 


231315-001 






Graphics ('hip 


D|N0-D|N15 


CAS 

WRITE 


BSEL 

DBIN 




o 


Dq Di D2 


Din 

A 0 -A 6 


Dout 


1 _ 


D, 5 


Do D, D ? 


VIDEO 

OUT 



SOUTPUT 

IN, 5 


2X 


74166 

IN? 


IN, 


IN 0 


•CLOCK 

Sinput 


Figure 5: Since the 186 is a fully byte addressable machine , it is possible to write bytes as well as words into the RAMs. 


16-bit shift register during each 
read, and since the shift register 
then feeds these bits out serially to 
the CRT, it makes sense that the 
GDCs read period should be 16 
times the dot sweep period. That 
gives a GDC read period of about 
800 ns. With each GDC read taking 
two cycles, the basic GDC clock 
period is then 400 ns, or 2.5 MHz. 
This gives a rock-solid display, and 
one would only want to go to the 5 
MHz GDC to improve drawing 
rate. 

For those who want to examine 
the blanking intervals to see if the 
CRT is indeed “typical,” the blank- 
ing can be further broken down! 
The vertical blanking interval is 
1.25 ms, leaving 15.42 ms to scan 
the 432 lines on the active portion 
of the display. Dividing 15.42 ms by 
432 lines gives a 35.7 p.s period per 
line, or a horizontal sweep rate of 
28 KHz. Time is also needed for 
horizontal retrace, in this case, 7 
|xs of horizontal blanking per line. 
This leaves 28.7 p,s to scan the 576 
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pixels on each line, resulting in the 
dot sweep period of 49.8 ns. Using 
a 20 MHz CRT helps keep the costs 
down, but the GDC can use CRT 
displays as fast as 80 MHz when 
higher resolution is required. 

Mixed Mode 

While it is possible to generate 
8x8 characters and slanted charac- 
ters in the graphics mode, the GDC 
also offers a mixed mode memory 
organization to display both charac- 
ters and graphics drawn from sepa- 
rate windows in the display mem- 
ory. The advantage of this mode is 
that it allows characters to be ma- 
nipulated as 8-bit entities instead of 
the 64 bits that each would require 
in graphics mode. Of necessity, the 
graphics window display memory is 
reduced in this mode (64K 16-bit 
words instead of 256K), but even 
the reduced maximum graphics 
memory is still a megapixel and 
quite sufficient for both office auto- 
mation and engineering display 
purposes. 
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In the character window, the 
GDC operates as it does in the 
pure character mode, with the ex- 
ception that the line counter must 
be implemented externally. In addi- 
tion to the two windows used for 
graphics and characters in the 
mixed mode, two other windows 
can be supported. These can be 
designated as either character or 
graphics windows by a selection on 
the A 17 line. 

Panning, Zooming, Light Pen 

As special features, the GDC al- 
lows both panning and zooming in 
either graphics, character, or mixed 
modes. The zoom is accomplished 
by effectively increasing the size of 
the dots on the screen. Vertically, 
this is done by repeating the same 
display line. The number of repeat 
times is determined by the display 
zoom parameter. Horizontally, 
zoom is accomplished by extending 
each display word cycle and dis- 
playing fewei; words per line, ac- 
cording to the zoom factor. 
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TEXT COPROCESSOR 


reiUMOIMIJW 


int^ 


■ High Quality Display for Text and 
Graphics Applications 

■ Provides Proportional Spacing, 
Simultaneous Superscript/Subscript, 
Soft Font Support and Bit Map 
Graphics 

■ High Performance Manipulation of 
Text/Graphics Strings 

■ Programmable Bus Interface 
Handles 8 or 16 Bit Data and 16 or 32 
Bit Addressing; iAPX 86/88/186/188 
Compatible 

■ On-Chip Processing Unit Simplifies 
Software Design by Executing High 
Level Commands and Supporting 
Linked List Data Structures 


■ Extremely Flexible; Programmable 
Features Include Screen and Row 
Formats, Two Cursors, Character and 
Field Attributes and Smooth 
Scrolling 

■ Supports Multiple Windows 

■ High Resolution Display; Up to 200 
Characters/Graphics Cells per Row 
and 2048 Scan Lines per Frame 

■ Separate Bus and Video Clocks 
Allow Optimization of Overall System 
Performance 

■ Provides a Complete LSI Solution for 
Display Control when Used in 
Conjunction with the 82731 Video 
Interface Controller 


The 82730 Text Coprocessor is a high performance VLSI solution for raster scan text and graphics displays. 
The 82730 works as a coprocessor and has processing capabilities specifically tailored to execute data 
manipulation and display tasks. It provides the designer the ability to functionally partition his system 
thereby offloading the system CPU and achieving maximum performance through concurrent processing. 
The 82730 supports the generation of high quality text displays through features like proportional spacing, 
simultaneous superscript/subscript, dynamically reloadable fonts and user programmable field and 
character attributes. It supports high quality graphics with fast manipulation and display of bit map strings. 
An intelligent system interface and efficient software capabilities makes 82730 based systems easy to design. 


BUS CONTROLS AO0-AO15 



CHAR 

DATA 


VIDEO 

CONTROLS 


Figure 1. 82730 Block Diagram 


Intel Corporation Assumes No Responsibility for the Use of Any Circuitry Other Than Circuitry Embodied in an Intel Product. No Other Circuit 
Patent Licenses are Implied. 

©INTEL CORPORATION, 1984 


7-143 


AUGUST 1984 
ORDER NUMBER: 210931-004 













Figure 2. 82730 Pinout Diagram 


Table 1. 82730 Pin Description 


The 82730 is packaged in a 68 pin JEDEC Type A ceramic package. 


Symbol 

Pin Number 

Type 

Name and Function 

AD15-AD0 

1-8 

10-17 

I/O 

Address Data Bus; these lines output the time 
multiplexed^ address (TU, T1 states) and data (T2, T3, 
T4 and TW) bus. The bus is active HIGH and floats to 
3-state OFF when the 82730 is not driving the bus (i.e. 
HOLD is not active or when HOLD is active but not 
acknowledged, or when RESET is active). 

BCLK 

59 

1 

Bus clock; provides the basic timing for the Memory 
Interface Unit. 

RD 

62 

0 

Read strobe; indicates that the 82730 is performing a 
memory read cycle on the bus. RD is active low for T2, 
T3 and TW of any read cycle and is guaranteed to re- 
main high in T2 until the address is removed from the 
bus. RD is active low and floats to 3-state OFF when 
82730 is not driving the bus. RD will return high before 
entering the float state and will not glitch low when 
entering or leaving float. 
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Table 1. 82730 Pin Description (Continued) 


Symbol 

WR 


Pin Number 

63 


Name and Function 

Write strobe; indicates that th e da ta on the bus is to 
be written in a memory device. WR is active forT2, T3 
and TW of any write cycle. It is active LOW and floats 
when 82730 is not driving the bus. WR will return high 
before entering the float state and will not glitch low 
when entering or leaving float. 

Lower Address Latch Enable; provided by the 82730 
to latch the address into an external address latch 
such as 8282/8283 (active HIGH). Addresses are 
guaranteed to be valid on the trailing edge of ALE. 

Upper Address Latch Enable; it is similar to ALE 
except that it occurs in upper address output cycle 
(TU). 

Address Enable; AEN is active LOW during the entire 
period when 82730 is driving the bus. It can be used to 
unfloat the outputs of the Upper and Lower Address 
latches. 

Data enable; provided as a data bus transceiver out- 
put enable for transceivers like the 8286/8287. DEN is 
active LOW during each bu s cyc le and floats when 
82730 is not driving the bus. DEN will not glitch when 
entering or leaving the float state. 

Status pins; encoded to provide bus-transaction 
information: 


SI 

so 

Bus Cycle Initiated 

0 

0 

(Reserved) 

0 

1 

Memory Read 

1 

0 

Memory Write 

1 

1 

Passive (No bus cycle) 


These pins are cHrectlyjcompatible with iAPX 86, 186 
status outputs SI and SO. The status pins are floated 
when 82730 is not driving the bus. They will not glitch 
when entering or leaving the 3-state condition. 

READY; signal to inform the 82730 that the data 
transfer can be completed. Immediately after RESET, 
READY is asynchronous (internally synchronized) 
but can be programmed during initialization to bus 
synchronous. 
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Table 1. 82730 Pin Description (Continued) 


Symbol 


Type 

Name and Function 

HOLD 

65 

0 

HOLD; indicates that the 82730 wants bus access. 
HOLD stays active HIGH during the entire period 
when 82730 is driving the bus. 

HLDA 

64 

1 

Hold Acknowledge; indicates to 82730 that it is 
granted the bus access as requested. HLDA may be 
asynchronous to 82730 clock. If HLDA goes inactive 
■(LOW) in the middle of an 82730 bus cycle, the 82730 
will complete the current bus cycle first, then it will 
drop HOLD and float address and bus control 
outputs. 

CA 

52 

* 

1 

Channel Attention; used to notify 82730 that a com- 
mand in the command block is waiting to be proc- 
essed. CA is latched on its falling edge. 

SINT 

56 

0 

Status Interrupt; used to inform the processor that an 
unmasked interrupt has been generated in the 82730 
status register. 

IRST 

57 

1 

Interrupt Reset; SINT is cleared by activating the 
IRST pin. 

RESET 

58 

1 

Reset; causes 82730 to immediately terminate its 
present activity and enter a dormant state. The signal 
must be active HIGH for at least 4 BCLK cycles and is 
internally synchronized to the bus clock. 

CCLK 

27 

1 

Character clock; input used to clock row buffer data, 
attribute, cursor and line count out of 82730. When 
more than one 82730 is connected in cluster mode, 
CCLK is used to synchronize output from both 
master and slave chips. A character data word will be 
output at every rising edge of CCLK. 

RCLK 

25 

1 

Reference clock; input used to generate timings for 
the screen layout and to define screen columns for 
data formatting. All raster output signals are 
specified relative to the rising edge of RCLK. 

DAT0-DAT14 

36-42 

44-51 

0 

Video data bus output; the least significant 15 bits of 
the character data words are passed through the 
82730 row buffer and made available on the pins 
DAT0-DAT14. The user has the flexibility to partition 
the data word into character and attribute bits per his 
requirements. The bits that are assigned for inter- 
nally generated attributes may also be available at 
pin DAT0-DAT14. New character data will be shifted 
to these output pins at every rising edge of the CCLK. 
Together with LC0-LC4, they may be used to address 
the character generator or as attribute controls. 
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Table 1. 82730 Pin Description (Continued) 


Symbol 

Pin Number 

Type 

Name and Function 

WDEF 

35 

0 

1 

Width Defeat; is used to indicate when the character 
is allowed to be a variable width or must be of fixed 
width. WDEF is LOW if the character being output is 
normal, but is HIGH if it is a superscript/subscript 
character or visible attribute (TAB or GPA). Option- 
ally, WDEF can be held high by user command. 

LC0-LC4 

18-22 

0 

Line count outputs; used to address the character 
generator for the line positions in a row. The line 
number output is a function of the display mode and 
character attributes programmed by the user. 

CSYNC 

28 

0 

CCLK synchronization output; used to synchronize 
external character clock generator to reference clock 
timing. This output is active (high) outside the display 
field. 

CHOLD 

32 

0 

CCLK Inhibit output; used by external logic to inhibit 
CCLK generation. This output is active (low) during 
the tab and end-of-row function. 

SYNCIN 

24 

1 

Synchronization input; used to synchronize the ver- 
tical timing counters to an externally generated 
VSYNC signal. Used by slave mode 82730 to syn- 
chronize to a master mode 82730 and by the master 
82730 to lock the frame to an external source such as 
the power line frequency. 

HSYNC 

23 

0 (MASTER) 
1 (SLAVE) 

Horizontal Sync; in master mode, it is used to gener- 
ate the CRT monitor’s horizontal sync signal. It is 
active HIGH during the programmed horizontal sync 
interval. In interlace slave mode it is used in conjunc- 
tion with SYNCIN to indicate the start of the even 
field for timing counter reset. At RESET, pin is set as 
an output in the LOW state. 

VSYNC 

29 

0 

Vertical Sync; active HIGH during the programmed 
vertical sync interval and used to generate the CRT 
monitor’s vertical sync signal. 

BLANK 

33 

0 

Blanking output; used to suppress the video signal to 
the CRT. BLANK is clocked by CCLK. 

CRVV 

34 

0 

Character Reverse Video (CCLK output); used to ex- 
ternally invert video data output. CRVV is clocked by 
CCLK. 

RRVV 

30 

0 

Reference Reverse Video (RCLK output); to exter- 
nally invert video in the field and border area if so pro- 
grammed by user. It is LOW outside the border area, 
RRVV is clocked by RCLK. 
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Table 1. 82730 Pin Description (Continued) 


Symbol 

Pin Number 

Type 

Name and Function 

LPEN 

31 

1 

Light Pen Input; used to latch the position of a light 
pen. At the rising edge of this input, the column posi- 
tion and the row position of the 82730 will be loaded 
into the LPEN ROW and LPENCOL locations in the 
Command block. 

< 

o 

o 

9, 43 


Power; + 5 volts nominal potential. 

v ss 

26, 60 


Power; ground potential. 


FUNCTIONAL DESCRIPTION 

Figure 1 shows a basic block diagram of the 
82730 Text Coprocessor. The chip is divided into 
two main sections, the Memory Interface Unit and 
the Display Generator. The Memory Interface 
Unit controls fetching of the data and commands 
and handles interrupts and status. The Display 
Generator takes the data fetched by the Memory 
Interface Unit and presents it to the Video Interface 
logic which in turn drives the CRT monitor. 

Memory Interface Unit 

The Memory Interface Unit is divided into two 
sections: the Bus Interface Unit and the Micro- 
controller Unit. The Bus Interface Unit does the 
actual interfacing to the memory bus. It fetches or 
writes data under the control of the Microcon- 
troller Unit. The Microcontroller Unit is a micro- 
programmed controller which is designed to effi- 
ciently fetch data from memory (up to 4 
Mbytes/sec), and decode and execute various 
control and data handling commands. The Bus 
Interface Unit may be configured for 8 or 16 bit 
bus operation. With 8 bit bus selection, the user 
may specify either 8 or 16 bit character data. It 
also handles address manipulation automatically 
after being loaded from the Microcontroller Unit. 

Display Generator 

The Display Generator takes the data fetched 
from memory plus the modes programmed into it 
at initialization and produces all the video timing 
and the data transfers to support the CRT monitor 
at the character level. The 82730 works with an 
external character generator and the 82731 Video 
Interface Controller. The data is passed to the 
Display Generator from the Memory Interface 
Unit through the dual row buffers (similar in 
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operation to the one in the 8275 CRT controller). 
The row buffers allow the user to use cheaper and 
slower main memory for display needs, provide 
on-chip attribute and display function gener- 
ation, and avoid the conflict of access to the dis- 
play memory (that would otherwise take place) 
by using an ordinary DMA access mechanism. 

SYSTEM BUS INTERFACE 

The Memory Interface Unit provides communi- 
cation with system processor as well as memory 
interactions. Communication between the pro- 
cessor and the 82730 is performed via messages 
placed in communication blocks in shared 
memory. The processor can issue commands by 
preparing message blocks and directing the 
82730’s attention to them by asserting a hardware 
channel attention. The 82730 can cause inter- 
rupts on certain conditions, if enabled by the pro- 
cessor by activating its System Interrupt output, 
with status and error reporting taking place 
through the communication block in memory. 

BUS INTERFACE UNIT: 

The 82730 Bus Interface Unit provides an 8086 
compatible bus interface which consists of: 

— a 16/32 bit multiplexed Address/Data Bus: 
ADo - ADi 5 

— A complete set of local bus contr ol signals 

compatible with 8086 min mode: RD, WR, 
ALE, DEN and READY 

— Two status signals SO and SI, compatible 
with 8086 max mode so that a bus con- 
troller (8288) can be shared for Multibus® 
access. 

— Local bus arbitration through HOLD/ HLDA 

— Two uppe r Address Latch controls: UALE 
and AEN 
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The BUS INTERFACE UNIT (BIU) utilizes the same 
Bus structure as the 80186 or basically the same 
bus structure as the 8086 in both Min. and Max. 
mode, (with the exception of RQ/GT) and it per- 
forms a bus cycle only on demand (e.g., to fetch a 
command from the command block, or fetch a 
character from display data memory). The same 
set of T- states (T1, T2, T3, T4 and TW) of 8086 are 
used to handle the time multiplexed address/data 
bus. However, adaptations are made to handle 32 
bit addresses as explained in the following sec- 
tions where specific details of the BIU operation 
are described. Those details not mentioned can 
be assumed to be the same as those of the 80186. 

ADDRESS BUS 

The 82730 can be programmed during initial- 
ization to operate on either 16 bit or 32 bit (includ- 
ing any length between 17 and 32) physical 
addresses. Note that the 82730 does not use 
memory segmentation. The programmer must 
calculate physical addresses from segment and 
offset values to manipulate data structures. 

To support 32 bit physical addresses with a 16 bit 
physical bus, multiplexing is again used. An 
upper address output cycle, TU, is inserted bet- 
ween T4 and T1 to output the upper 16 bits of 
address. The upper address latch enable, UALE, 
is used to latch the upper addresses during TU. 
Figure 3 shows the configuration of a 32 bit 
address bus. 

TU occurs only when the 32 bit mode is specified 
and the upper address register of BIU is reloaded 
by MCU. This may result from: 

i) Initialization 

ii) Manipulation of display data or command 
pointers, for example, when a new string 
pointer is loaded during the execution of 
the END OF STRING command. 

iii) DMA address incrementing across a 64K 
byte segment boundary. 

iv) Regaining the bus after losing it to a higher 
priority master. 

Timing of UALE is identical to that of ALE. AEN is 
equivalent to the active period of 82730 driving 
the bus. 

If 16 bit address mode is programmed, TU will 
never occur in any bus cycle since the MIU treats 
all display pointers as 16 bit quantities and load- 
ing of internal upper address register is bypassed 


during addr ess ca lculation. UALE always stays 
inactive, but AEN still goes active to indicate the 
82730 has control of the bus. 

DATA BUS 

The 82730 is capable of operating on either an 8 
bit or a 16 bit Data bus, as programmed during 
initialization on the SYSBUS byte. 

When an 8 bit data bus is specified, the address 
present on AD15 to AD8 Address/Data lines is 
maintained for the complete bus cycle. There- 
fore, compatibility with 80188, 8088, 8089 and 
8085 multiplexed address peripherals is main- 
tained. Since the internal processing of the 82730 
generally operates on 16 bit data quantities, two 
Bus fetch cycles are performed for each 16 bit 
data item. The first cycle fetches the low order 
byte, the second cycle the high order byte. These 
2 fetch cycles are always executed back to back. 
If HLDA drops during the first cycle, the 82730 will 
not respond until the second cycle is completed. 
An 8 bit data mode can be selected in an 8 bit bus 
system that requires only 8 bit character data be 
fetched. 

In 16 bit bus system, the 82730 requires all 16 bit 
quantities to start on even address boundary. 
Word transfer to or from odd boundary is not 
allowed since this type of transfer not only dou- 
bles the use of bus bandwidth but also can be 
easily avoided in application software. All that is 
required is to make sure all address pointers be 
an even number (A0=0). 



Figure 3. Address Extension up to 32 Bits 
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BUS CONTROLS 

The 82730 BIU provides both the 8086 MIN. Mode 
(Local Bus Control) and MAX. mode bus control 
signals simultaneously in any bus cycle. By 
providing a complete set of Local Bus control 
signals, the component count of the Local pro- 
cessing module is minimized. 

Because only two types of Bus operations, 
Memory Read and Memory Write, are executed in 
the 82730 BIU, the 8086’s 32 status signal is 
omitted from thd Max. mode controls. S 2 cou ld be 
set to “1” during any 82730 Bus cycle. AEN can 
be used to produce 32 since it stays active 
whenever 82730 is driving the bus. The status 
signals become valid at the middle of the cycle 
before T1 which could be either T4 or TU. 

BHE is not provided on the 82730 because, the 
82730 only writes words to even address boun- 
daries and bytes to the upper byte position. For 
these writes BHE is always high. A pull up re sistor 
or a three-state buffer controlled by AEn can 
provide this signal. 

DT/R is also not provided on the 82730 because 
its function can be replaced with *51, latched by 
ALE. 

After RESET is applied, READY is set to be an 
asynchronous input. An on-board synchronization 
circuit provides reliable operation for any type of 
system. During initialization, READY may be 
programmed to be bus synchronous. For those 
systems that can meet the set-up time specifi- 
cations, this mode provides more efficient bus 
utilization. 

LOCAL BUS ARBITRATION 

The 82730 BIU is designed to function as a bus 
master in a multimaster Local bus environment 
using the HOLD/HLDA protocol for Bus arbi- 
tration. 

In the Self Contained Arbitration scheme, one 
processor and one 82730 share access to the 
local bus. The 82730 raises its HOLD request 
whenever it needs bus access. After HLDA is 
granted from the processor, the 82730 will not 
start driving the bus until 2 clock cycles later. This 
latency allows sufficient time for the 8086 or 
80186 processor to get off the bus. When 82730 
completes its bus accesses, it will first float its 
output drivers before dropping the hold request. 

In a Local bus configuration with three or more 
bus masters, a higher priority DMA Peripheral 


device can preempt the HLDA from a 82730 which 
is the current bus master. The 82730 will complete 
its current bus cycle, then float its output drivers 
and drop the HOLD request. However, the 82730 
may raise the HOLD request again 2 clock cycles 
later if it still needs the bus to complete the 
interrupted burst DMA activities. 

DMA BURST AND SPACE 

Some system configurations using the 82730 
would be adversely affected by the long burst 
data transfers which the Memory Interface Unit 
(MIU) may occasionally desire. Since the 82730 
will normally be configured as one of the higher 
priority bus masters, burst lengths must be limited 
for these systems. For this reason, the length of a 
burst transfer and the number of memory cycles 
between burst transfers are both programmable 
via the mode registers: 

1 5 14 8 7 6 0 

MPTR — BRSTLEN - BRSTSPAC 

BRSTLEN- Burst Length. Determines the num- 
berof contiguous word-fetch cycles which may 
be requested. Programmable from 1 to 127. 
Note that in an 8 bit bus, 16 bit data system, the 
burst counter only increments once for the 2 bus 
cycles required to complete a word fetch. (Note: 
burst length = 0 is not defined and should not be 
programmed with a non-zero burst space) 

BRSTSPAC - Burst Spaed. Determines a mini- 
mum number of bus clocks to occur between 
burst accesses. Programmable from 0-511 in 
increments of four. Zero space selects an infinite 
burst length. 

A DMA burst could be terminated before the 
programmed burst length is reached in the 
following circumstances: 

i) The MIU does not need any more bus 
accesses, for example, when the row 
buffer is filled. 

ii) A datastream command is encountered 
and the MIU must execute the command 
first before it resumes data accessing. 

iii) The bus is taken away by a higher priority 
device in multi-master bus configuration. 

In these cases, the burst counter is cleared. The 
BIU must complete a full burst before it waits 
through the SPACE cycles. DMA Burst/Space 
will be set to ^ero space until the completion of 
the first MODESET command. 
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INITIALIZATION OF BIU 

Upon activation of the RESET input, the 82730 
BIU will stop all operations in progress and 
deactivate all outputs. It will stay in this quiescent 
state until memory access is requested by the 
MCU after MCU receives its first channel attention 
after RESET. The following table shows the state 
of all MIU outputs during and after reset. 

Table 2. 82730 Bus During and After Reset 


Signals 

Condition 

ADI 5-0 

Three-state 

RD, WR, DEN 

Driven to T then three-state 

SO, si 

Driven to T then three-state 

ALE, UALE 

Low 

AEN 

High 

HOLD 

Low 

SINT 

Low 


82730 COMPATIBILITY ISSUES 

82730 Bus Clock Compatibility 

The 82730 uses the 50% duty cycle output of the 
iAPX-186 at 8 MHz or that generated by a clock 
generator such as the 82285. A different duty 
cycle clock may be used at lower frequencies, so 
the 82730 is also useable with the iAPX-86, 88 
family. 

82730 Bus Interface Compatibility 

The bus interface compatibility between the 82730 
and another bus master has four main issues: 
data bus width, addressability, control bus struc- 
ture and local bus mastership arbitration. 

Data Bus 

Data Bus width compatibility with all 85/86 family 
processors (8085, 8086, 8088, 80188, 80186, and 
80286) is being supported by the 8/16 data bit 
programmability already discussed. This allows 
interfacing to the above processors either directly 
or through a Multibus-like interface. 

Address Bus 

The 82730 uses real 32-bit addresses. The user’s 
software must calculate real addresses; this gen- 
eral addressing scheme allows the 82730 to be 
used with any microprocessor. 


Control Bus 

The 82730 implements both 8086 minimum and 
maximum mode bus control structures. This was 
done to maximize compatibility with the 80186 
which has the same structure. This allows the 
82730 to be run locally (minimum mode) with a 
8085, 8086, 8088, 80188, or 80186. The 80186/188 
and 82730 can run together at 8MHz because of 
clock duty cycle considerations. The 82730 can 
only communicate to an 80286 via a system bus 
(such as MULTIBUS), bus interface, or dual-port 
RAM. 

INITIALIZATION SEQUENCE 

The first CA (Channel Attention) after Reset 
causes an Initialization Sequence to be executed. 
The system processor must set up the appro- 
priate initialization information in memory and set 
the BUSY flag in the Intermediate Block to a non- 
zero value prior to issuing this CA. 

Initially, 32-bit addressing and 8-bit data bus 
width are assumed until the corresponding in- 
formation isfetched during the initialization. First 
the SYSBUS byte is fetched from memory location 
FFFF FFF6. (When the address bus is less than 32 
bits wide, the higher order bits are unused.) The 
format for SYSBUS byte is shown in Figure 4 and 
is the same as that used for 8089. The data bus 
width is specified by the least significant bit w, 
with w=0 indicating an 8-bit bus and w=1 
signifying a 16-bit bus. 

A 32-bit real address pointer is then fetched from 
memory locations FFFF FFFC through FFFF FFFF, 
with lower bytes of the pointer residing in lower 
addresses. This pointer is used as an Interme- 
diate Block Pointer (IBP). 

The Intermediate Block Pointer (IBP) is incre- 
mented by two and is used to locate the Command 
Block Pointer (CBP). Four bytes are fetched 
irrespective of whether a 16-bit or 32-bit address- 
ing option is used. The System Configuration 
byte (SCB) is then fetched from location (IBP + 6). 

The least significant bit, (U of the SCB) specifies 
16 or 32-bit addressing option, with U=0 indi- 
cating 16 bit addressing and U=1 specifying 32-bit 
addressing. The SCB also contains information 
about cluster operation. Since up to four 82730’s 
can be connected in a cluster with their respective 
data interleaved in memory, cluster information is 
needed for the data access task. The SCB speci- 
fies Cluster Number (CL NO), which is the 
number of 82730’s connected in a cluster and 
Cluster Position (CL POS) which is the position 
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of this particular 82730 within the cluster. CL NO - 
0, 1,2 or 3 indicates a cluster containing 1,2, 3 or 4 
82730’s respectively. Similarly, CL POS = 0, 1, 2 or 
3 indicates 1st, 2nd, 3rd or 4th position respect- 
ively. Each 82730 adds an offset equal to 2 * 
'' CLPOS to the SPTR fetched from memory and 
increments the pointer by 2 * (CL NO + 1). The 


programming of CL NO and CL POS is indepen- 
dent. No checking is done for CL POS greater 
than CL NO on the 82730. Note that at least one 
82730, in a cluster (even if it is a cluster of one), 
must be assigned as cluster position zero (CL 
POS = 0) for Virtual Display mode to work properly. 



SRDY 

READY MODE 

DTW16 

Display Data Mode 

0 

Asynchronous 

0 

8-bit data 

1 

Synchronous 

1 

16-bit data 




Position in 

M/S 

Mode 

CL POS 

Cluster 

0 

Slave 

00 

1st 

1 

Master 

01 

2nd 



10 

3rd 



11 

4th 


No. of 82730’s 



CL NO. 

In Cluster 


ADDR BUS WIDTH 

00 

1 

0 

16-bit 

Q1 

2 

1 

32-bit 

10 

3 



11 

4 




Figure 4. SYSBUS and SCB Encoding 
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The SCB also contains an M/S bit which specifies 
a master or slave mode. The M/S bit is stored 
internally for use by the Display Generator jDG). 
M/S = 1 indicates a master mode and M/S = 0 
specifies a slave mode. The format for the System 
Configuration Byte (SCB) is shown in Figure 4. 
Following these actions, the BUSY flag in the 
Intermediate Block at address IBP is cleared 
and a normal Channel Attention sequence is 
then executed. 

The last two bits in the SCB are DTW16 and 
SRDY. DTW16 specifies whether the display data 
in 8 bit bus mode (W=0) is 8 or 16 bit. If a 16 bit 
system is specified (W=1) then DTW16 is ignored 
and forced internally to a “one”. SRDY specifies 
whether the clock synchronization circuit for the 
READY pin is internal (SRDY=0) or external 
(SRDY=1). 

The Initialization Control Blocks in memory are 
illustrated in Fig. 5a. How these fit into the control 
structure of the 82730 is shown in Figure 5b. 


Channel Attention Sequence 

When the processor activates CA, an internal 
latch in 82730 is set on the falling edge of CA 
input and this latch is sampled by the MCU. The 
first CA activation after reset causes the 82730 to 
execute an initialization sequence. Any subse- 
quent activation will cause the MCU to start pro- 
cessing the command block by fetching a channel 
command. 

If a display is in progress, the MCU will sample CA 
at each end of frame, otherwise it will sample CA 
every cycle until it is found active. When CA is 
found active, the MCU will fetch the command 
byte from “COMMAND” location in the command 
block, execute the command and clear the BUSY 
flag upon completion. The internal CA latch is 
also cleared by the MCU. An invalid command 
code has the effect of NOP and the BUSY flag is 
cleared. It will also cause the Reserved Channel 
Command (RCC) status bit to be set. 



15 8 7 0 


INTERMEDIATE 

IBP UPPER 

FFFF FFFE 

BLOCK POINTER 

IBP LOWER 

FFFF FFFC 


, (RESERVED) SYSBUS 

FFFF FFF6 


(RESERVED) SCB 

IBP + 6 

INTERMEDIATE 

CBP UPPER 

IBP + 4 

BLOCK 

CBP LOWER 

IBP + 2 


(RESERVED) BUSY 

IBP 

COMMAND 

BLOCK 


a 


COMMAND BUSY 
LOW SYSTEM MEMORY 

CBP 


Figure 5a. Initialization Control Blocks 
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ADDRESS 

FFFF6- 



STRING POINTER 
LIST 


DISPLAY 
DATA STRINGS 



Figure 5b. Control Structure of the 82730 
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82730 TEST FEATURES 

The 82730 has built in Self-Test features that 
provide testability at the component or at the 
board level. These features include the test com- 
mands and the output pin force capability and 
are described below. 

Output Pin Force Capability 

A capability to force logic states (high, low, high 
impedance) on all output pins is provided in the 
82730 Text Co-Processor. This is accomplished 
by providing a stimulus on pins LC0-LC2 during 
chip reset. This feature is used for dc parametric 
tests on the output pins. 

The state of pins LC0-LC2 is monitored during 
chip reset. The state of these pins is latched 
internally on the falling edge of chip reset. If no 
external inputs are applied during reset, the state 
observed will be all 1 ’s and no action will be taken 
by the 82730. If any external inputs are applied to 
pins LCO-2 during reset, the resulting action will 
depend upon the state latched on the falling 
edge of reset. The 82730 maintains pins LC0-LC2 
in high impedance state for the duration of chip 
reset to avoid contention with external inputs. 
Also internal pull-ups ensure that a state of all 1 ’s 
will be detected if no external inputs are applied. 

The actions corresponding to each of the ob- 
served states of pins LC0-LC2 are summarized in 
Fig. 6a. 


State of Pins LC0-LC2 
During Chip Reset 


LC2 LC1 LC0 

0 X X 

1 0 0 

1 0 1 

1 1 0 

1 1 1 


Stand-Alone Seif Test 

The built-in Self Test capability of the 82730 can 
be invoked in a stand-alone mode by applying an 
external stimulus through pins LC0-LC2 during 
chip reset. This is the same mechanism as the 
one used for forcing logic states on output pins. 
Fig. 6a. 

If pin LC2 is pulled low during chip reset, the 
82730 executes a built-in self test. Upon comple- 
tion of the self-test, a 16-bit signature, generated 
internally as the test result, is output via pins 
WDEF, DAT 14-DATO. The completion is signalled 
by providing a logic “O” output on pin LC3 as a 
completion flag. The signature will remain on the 
output pins until the next chip reset. The 82730 
will enter an idle state awaiting chip reset and will 
not respond to any external inputs until a reset 
signal is applied. During the process of pre- 
senting the signature onto WDEF, DAT 14-DATO, 
the signature will also appear briefly on the AD 
bus in the form of a bus cycle with two 8-bit 
accesses to addresses, AAAAH, AAABH. How- 
ever, this phenomenon is only incidental. Pins 
WDEF, DAT 14-DATO should be used for ob- 
serving the signature. 

The stand-alone self test includes the testing of 
internal address pointer registers. These registers 
are not tested when the self test is invoked by 
issuing a “Self Test” command. (See under Chan- 
nel Commands below). Therefore, the signature 
generated during stand-alone self test will be 
different from that generated by the “Self Test” 
command. 


Action 

Invoke Stand-Alone Self Test 

Force all Outputs to High Impedence State 

Force all Outputs to Logic High State 

Force all Outputs to Logic Low State 

NOP 


Figure 6a. Output Pin Forcing and Stand-Alone Self Test Invocation 
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82730 CHANNEL COMMANDS 

Table 3. Channel Commands 


COMMAND 

OP CODE 

1 

START DISPLAY 

0000 

0001 

01 H 

2 

START VIRTUAL DISPLAY 

0000 

0010 

02 H 

3 

STOP DISPLAY 

0000 

0011 

03 H 

4 

MODESET 

0000 

0100 

04 H 

5 

LOAD CBP 

0000 

0101 

05 H 

6 

LOAD INTMASK 

0000 

0110 

06 H 

7 

LPEN ENABLE 

0000 

0111 

07 H 

8 

READ STATUS 

0000 

1000 

08 H 

~9~ 

LD CUR POS 

0000 

1001 

09 H 

io~ 

SELF TEST 

0000 

1010 

0A H 


TEST ROW BUFFER 

0000 

1011 

0B H 

12 ~ 

NOP 

0000 

0000 

00 H 

13 

(RESERVED) 

From: 0000 
To: 1111 

1100 

1111 

0C H 
FF H 


The system processor issues channel commands 
to 82730 via the Command Block. The processor 
first checks if the BUSY flag in the command 
block has been cleared. It should wait for the 
BUSY flag to be cleared before proceeding with 
the issuing of a command. When the BUSY flag is 
cleared, the processor places a command byte in 
the “COMMAND” location in command block, 
sets the BUSY flag to a non-zero value and asserts 
Channel Attention (CA), by activating the CA 
input to 82730. A Channel Attention should not be 
issued, if the BUSY flag has not been cleared. 

START DISPLAY 


0000 0001 CMD Byte 


LISTSWITCH, Auto Linefeed, Max DMA Count 
and Cursor Position values are fetched from the 
Command Block and stored internally after this 
command is received. The BUSY flag is cleared 
and the normal display process is activated. 

The MCU fetches strings of data from the memory, 
using the parameters LISTSWITCH, LBASE0 and 
LBASE1 . The data fetched is interpreted as data- 


stream commands or character data to be dis- 
played by the Display Generator. The MCU loads 
the data into one of the two Row Buffers in the 
CRT controller, while the Display Generator 
displays the data from the other buffer, the buffers 
being swapped at the end of the row. Any data- 
stream commands encountered during data fetch 
are immediately executed. 

The display process is continued until it is deacti- 
vated by a STOP DISPLAY command or a Reset. 
Other channel commands can be issued while a 
display is in progress and they will be executed 
when CA is found active at one of the periodic 
samplings at each end of frame. 

The DIP (Display in Progress) status bit is set and 
the VDIP (Virtual Display in Progress) is cleared 
upon receiving a START DISPLAY command. 
Both bits are reset upon receiving a STOP DIS- 
PLAY command or a Reset. 

It is necessary to load in proper mode information 
through a MODESET command before activating 
the display. Following Reset, START DISPLAY 
command will not be executed, i.e., will result in a 
NOP until a MODESET command has been 
issued. 
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START VIRTUAL DISPLAY 


0000 0010 CMD Byte 


LISTSWITCH, Auto Linefeed, Max DMA Count 
and Cursor Positions are fetched from the 
Command Block and stored internally upon re- 
ceiving this command. The BUSY flag is cleared 
and the Virtual Screen display process is activated. 

The operation of Virtual Screen display process is 
similar to that of a regular display process, except 
for following a different data access mechanism. 
The parameters LISTSWITCH, LBASE0 and 
LBASE1 in the command block represent AC- 
CESS SWITCH, ACCESS BASE0 and ACCESS 
BASE1 respectively, in virtual screen display. 

The VDIP (Virtual Display in Progress) status bit 
is set and the DIP status bit is cleared upon 
receiving a START VIRTUAL DISP command: 
Both DIP and VDIP are reset upon receiving a 
STOP DISPLAY command or a Reset. 

START VIRTUAL DISPLAY command will not 
activate a display and results in a NOP until a 
MODESET command is issued after a Reset. 

STOP DISPLAY 


0000 0011 CMD Byte 


The display process is deactivated upon receiving 
this command. The DIP and VDIP status bit are 
reset and the BUSY flag is cleared. 

This command blanks the display. HSYNC and 
VSYNC are not affected. 

MODESET 


0000 0100 CMD Byte 


The Mode Pointer contained in command block 
location (CBP + 30) is used to access the Mode 
Block and the modes are fetched sequentially 
and loaded into the corresponding internal regis- 
ters in 82730. LISTSWITCH, Auto Linefeed, Max 
DMA Count and Cursor Positions are fetched 
from the Command Block and stored internally 
upon completion and the BUSY flag is cleared. 

the organization of mode words in the mode 
block and the parameters supplied by them are 
shown below (See Figure 10). Some of these 
parameters which are critical to the operation of a 


text coprocessor are required to remain un- 
changed over most of normal operation. No 
provision is made to prevent MODESET from 
changing these parameters and it is left to the 
designer to insure that they are not changed. 

The modes provide horizontal and vertical mode 
display parameters, interlace information, DMA 
burst and spacing specifications, cursor charact- 
eristics as well as attribute enables and bit- 
selects. Typically, this would be the first command 
issued after initialization. The Mode Block pro- 
vides all the parameters needed for a complete 
initialization of the 82730 for display. Thus a 
single Modeset command can fully initialize the 
chip. Note that until the first Modeset command is 
sent, certain functions such as VSYNC and 
HSYNC are not enabled. 

It is necessary to set up proper mode information, 
before activating a display. Therefore, a display 
activating commands should not be issued unless 
proper mode information has been loaded through 
a MODESET command. START DISPLAY and 
START VIRTUAL DISPLAY commands will result 
in a NOP if a MODESET command has not been 
issued since the most recent Reset. 

LOAD CBP 


0000 0101 CMD Byte 

The address pointer “NEW CBP” contained in the 
command block is fetched and stored in the CBP 
register in the text coprocessor, replacing the old 
CBP. This effectively moves the command block 
in the memory. The Command byte from the new 
Command Block is fetched and the specified 
channel command is executed. The BUSY flag in 
the new Command Block is cleared upon com- 
pletion. 

LOAD INTMASK 


0000 0110 CMD Byte 


The interrupt mask contained in location “INT 
MASK” in the command block is fetched and 
stored internally in the CRT controller. When a 
particular mask bit is set, the interrupt is disabled 
for a status bit in the corresponding bit position. 
An interrupt is generated by the text coprocessor 
by activating the SINT pin, if a status bit is 1 and 
the corresponding bit in the interrupt mask is 0. 
The BUSY flag is cleared upon completion. 
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Interrupts can be enabled for the following status bits. 


7 

6 

5 

4 

3 

2 1 

0 

BIT 

— 

RDC 

RCC 

FDE 

EOF 

DBOR LPU 

DUR 

STATUS WORD 


RDC; Reserved Datastream Command Encountered 
RCC: Reserved Channel Command Executed 

FDE: Frame Data Error (Fetching characters past physical End of Frame) 
EOF: End of “n” frames (Logical end of nth frame) 

DBOR: Data Buffer Overrun (Row Buffer filled completely without 
encountering END OF ROW command) 

LPU: Light Pen Update 

DUR: Data Underrun (Buffer swap initiated before finishing Row Buf 
loading) 


READ STATUS 


LD CUR POS 


0000 1000 CMD Byte 


The internal status register is written to“STATUS” 
location in the command block. The status 
register is then cleared, however DIP and VDIP 
status bits are not cleared. LISTSWITCH, Auto 
Linefeed, Max DMA Count and Cursor Posi- 
tions are fetched from the Command Block and 
stored internally. The BUSY flag is then cleared. 

STATUS WORD 

15-9 8 7 6 5 


0000 1001 CMD Byte 


The display row and column positions of cursors 
1 & 2 as set in locations “CUR1 ROW,” CUR1 
COL,” “CUR2 ROW” and “CUR2 COL” in the 
command block are loaded into internal regis- 
ters in the CRT controller. Also LISTSWITCH 
Auto Linefeed and Max DMA Count are loaded 
from the Command Block and the BUSY flag is 


4 3 2 1 0 


— VDIP DIP RDC RCC FDE EOF DBOR LPU DUR 


LPEN ENABLE 


0000 0111 CMD Byte 


The Light Pen detection process is enabled to 
search for a rising edge on the LPEN pin. The 
BUSY flag is then cleared. 

If the display process is active and a rising edge 
is detected on the LPEN input, the corre- 
sponding row and column position on the 
screen is stored internally. At the next end of 
frame, the LPEN position is written to locations 
“LPENROW” and “LPENCOL” in the command 
block and the LPU (Light Pen Update) status bit 
is set. 

If the display process is not active, this com- 
mand has no immediate effect. However, the 
LPEN detection process remains enabled and 
will take effect if a display is activated subse- 
quently. 


cleared. This command is used to change the 
cursors only. Note that the cursor positions are 
also updated with the execution of other channel 
commands. 

The cursor characteristics for display are defined 
by the mode. During the display process, a 
cursor will be displayed accordingly at the 
position specified above. 


TEST COMMANDS 

The test commands for the 82730 are issued in 
the same manner as the normal channel com- 
mands. However, the parameters used by test 
commands are different from those used by the 
channel commands in normal operation. There- 
fore, ajest Block which is similar in format to the 
Command Block is defined. Switching between 
Command Block and Test Block is accomplished 
using the “Load CBP” command. The Test Block 
differs only in the parameter locations associated 
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with the command. The locations for New CPB, 
command byte and busy flag are the same for 
both Command Block and Test Block. The “Test 
Result” location in Test Block corresponds to the 
“Status” location in Command Block. 

The test commands can be executed, following 
chip reset, only until the first Modeset command 
is issued. Once a Modeset command has been 
executed following chip reset, any subsequent 
test commands will not be executed and will 
result in a NOP. 


“Self Test” Command 


0000 0010 CMD Byte 


A built-in Self test is performed using an internal 
test pattern. The signature generated during the 
test is written to the Test Result location (TBP+18) 
in the Test Block. The Busy Flag in the Test Block 
is then cleared. The Self Test command must be 
immediately preceded by a chip reset in order to 
ensure a consistent signature. 

The Test Block format for issuing the Self Test 
command is shown in Figure 6b. 


“Row Buffer Test” Command 


0000 1011 CMD Byte 


The Load Pointer in Test Block is fetched. It 
points to the system memory area storing the test 
pattern to be used for testing the on-chip RAM 
(i.e. - the Row Buffers). The Store Pointer, which 
points to memory area where the data read back 
from the RAM will be written, is also fetched from 
Test Block. 

Successive words are fetched from memory and 
written to the Row Buffer, until it is completely 
filled. Note that three extra words beyond the 
maximum Row Buffer capacity will be fetched. If 
N = Max Row Buffer capacity, (N+3) words will be 
fetched from memory. The extra words fetched 
will be ignored. The Row Buffer contents are 
then read back and are written to successive 
locations in memory area pointed to by the Store 
Pointer. The test is then repeated on the second 
Row Buffer. Note that the (N+4)th word in the 
pattern stored in memory constitutes the first 
word written to the second Row Buffer. The data 
storage for the Row Buffer test patterns is illus- 
trated in Figure 6c. 


BIT 

15 8 7 0 

COMMAND BUSY 

PARAMETER _ ~ ” 

LOCATIONS — - _ ~ “ 

NOT USED _ ^ 

FOR SELF TEST 

COMMAND _ ~ _ _ _ 


NEW CBP LOWER 
NEW CBP UPPER 
TEST RESULT 


TEST BLOCK 
POINTER (TBP) 

TBP+2 

TBP+4 

TBP+6 

TBP+8 

TBP+10 

TBP+12 

TBP+14 

TBP+16 

TBP+18 


Figure 6b. Test Block Format for “Self Test” Command 

(For both 16-bit and 32-bit addressing modes) 
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Internally, the Row Buffers are 17-bits wide, while 
the data path is 16-bits wide. During the writing of 
data to Row Buffers, a complement of bit 15 is 
written to bit 16 of the Row Buffer in order to test 
all 17 bits. During the read back, two data words 
are stored in system memory for each location in 
the Row Buffer. The first word will consist of bits 
0-15 read from the Row Buffer, while the second 
word will consist of bits 0-14 and bit 16 from the 
Row Buffer. Thus a total of 4*N words will be 
stored back in system memory as a result of the 
Row Buffer Test (2*N for each Row Buffer). 


A signature is generated during the test and is 
written to Test Result location in Test Block upon 
completion. The BUSY flag in the Test Block is 
then cleared. 

The Test Block format for issuing the Row Buffer 
Test command is illustrated in Figures 6d.1 and 
6d.2. Note that the locations for Load Pointer and 
Store Pointer parameters are different for 16-bit 
and 32-bit addressing modes. 


LOAD POINTER WORD 1 

WORD 2 
WORD 3 

n WORDS 

TEST PATTERN 
FOR ROW BUFFER 1 


WORD n 


WORD n+3 

WORD n+4 
WORD n+5 

— T n WORDS 

TEST PATTERN 
FOR ROW BUFFER 2 


WORD 2n+2 
WORD 2n+3 


WORD 2n+6 n = MAX ROW BUFFER 

CAPACITY 

Figure 6c. Data Storage for Row Buffer Test Command 
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BIT 

15 8 7 0_ 

COMMAND BUSY 


(RESERVED) 

LOAD POINTER LOWER 


LOAD POINTER UPPER 


STORE POINTER LOWER 


STORE POINTER UPPER 


(RESERVED) 
NEW CBP LOWER 


NEW CBP UPPER 


TEST RESULT 


TEST BLOCK 
POINTER (TBP) 

TBP+2 

TBP+4 

TBP+6 

TBP+8 

TBP+10 

TBP+12 

TBP+14 

TBP+16 

TBP+18 


Figure 6d.1 Test Block Format for “Row Buffer Test” Command 

(32-bit addressing mode) 


BIT 


8 

7 


0 

COMMAND 


BUSY 



(RESERVED) 
(RESERVED) 
LOAD POINTER 
(RESERVED) 
STORE POINTER 
(RESERVED) 
NEW CBP LOWER 
NEW CBP UPPER 
TEST RESULT 


TEST BLOCK 
POINTER (TBP) 

TBP+2 

TBP+4 

TBP+6 

TBP+8 

TBP+10 

TBP+12 

TBP+14 

TBP+16 

TBP+18 


Figure 6d,2 Test Block Format for “Row Buffer Test” Command 

(16-bit addressing mode) 


NOP 


0000 0000 CMD Byte 


LISTSWITCH, Auto Linefeed, Max DMA Count, 
and Cursor Positions are fetched from the com- 
mand block and stored internally as in all other 
channel commands. TheBusy flag is then cleared. 
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82730 DATASTREAM COMMANDS 
Datastream Commands 

Datastream Commands are commands embed- 
ded ih the data fetched from memory by the 
data access task. These commands are differ- 
entiated from character data by the command 
bit. The most significant bit (MSB) of each data 
word is designated as the command bit. If the 
command bit is “1”, the lower 15 bits of the data 
word are interpreted as a datastream command, 
while if the command bit is “0” the lower 15 bits 
(or 7 bits if DTW16=0) are interpreted as char- 
acter data. 

Datastream Command Operation 

During the data access task, the Micro Controller 
Unit (MCU) examines the command bit of each 
data word fetched. If the command bit is 1, it 
executes the datastream command specified in 
the data word. Otherwise, it stores the lower 15 


bits of the data word in the Row Buifer as 
character data. This process is repeated for 
each data word fetched. 

Datastream commands can be used for changing 
Row Characteristics on a row by row basis, for 
carrying out editing functions anc| for format- 
ting data into rows and frames. These com- 
mands are executed by the MCU immediately 
after they are encountered. As a convenience 
for the user, the set of all possible command 
codes starting with “11” in the two most signif- 
icant bits has been designated as NOP com- 
mands. The usercan use these command codes 
for any desired purpose. All other command 
codes which are not presently defined, are 
reserved forfuture expansion and should not be 
used by the user. The currently undefined 
codes cause the RDC (Reserved Datastream 
Command) status bit to be set and also generate 
an interrupt, if enabled. Reserved command 
codes should not be used. 


Datastream Command List 

Table 4. 82730 Datastream Commands 



COMMAND 


COMMAND CODE 

OP CODE 


OPCODE 

PARAMETERS 

1 

ENDROW 

1000 

0000 

XXXX xxxx 

80 

2 

EOF 

1000 

0001 

xxxx xxxx 

81 

3 

END OF STRING & END OF ROW 

1000 

0010 

xxxx xxxx 

82 

4 

FULROWDESCRPT 

1000 

0011 

“n” 

83 

5 

SL SCROLL STRT 

1000 

0100 

XXX SCR LINE 

84 | 

6 

SL SCROLL END 

1000 

0101 

XXX END LINE 

85 

7 

TAB TO n 

1000 

0110 

“n” 

86 

8 

LD MAX DMA COUNT 

1000 

0111 

COUNT 

87 

9 

ENDSTRG 

1000 

1000 

XXXX XXXX 

88 

10 

SKIP n 

1000 

1001 

“n” 

89 

11 

REPEAT n 

1000 

1010 

“n” 

8A 

12 

SUB SUP n 

1000 

1011 

“n” 

8B 

13 

RPT SUB SUP n 

1000 

1100 

“n” 

8C 

14 

SET GEN PUR ATTRIB 

1000 

1101 

GPAOP 

8D 

15 

SET FIELD ATTRIB 

1000 

1110 

XXXX XXXX 

8E 

16 

1 NIT NEXT PROCESS 
(Command process command) 

1000 

1111 

XXXX XXXX 

8F 

17 

(RESERVED) 

' 10XX 

xxxx 

XXXX XXXX 

90-BF 

18 

NOP 

11XX 

xxxx 

XXXX XXXX 

C0-FF 
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The preceding commands are recognized as 
valid datastream commands. The corresponding 
command codes are also indicated. It should be 
noted that the most significant bit of the com mand 
bit is always 1, in order for the word to be 
interpreted as command. 

The “I nit Next Process” command can be issued 
only through a command process in Virtual 
Screen Display. It is included in this list because 
its operation is analogous to a datastream com- 
mand in a virtual screen access environment. 
Also, in virtual screen display certain datastream 
commands are interpreted differently, depending 
upon whether they are encountered in a process 
datastream or as command process commands. 
When a command is ignored (becomes a NO-OP) 
in a virtual display, any parameters that are asso- 
ciated with it are also ignored. The command 
process command operation is discussed separ- 
ately. The operation of all other datastream com- 
mands is described below. 

ENDROW 

15 14 8 7 0_ 

1 000 0000 XXXX XXXX 


This command signifies that no more charac- 
ters will be loaded in the Row Buffer for this row 
and an End of Row indicator is stored according- 
ly. When the row currently being loaded is 
displayed, the Display Generator (DG) will blank 
the screen from the end of row character position 
until the physical end of row. 

The Micro Controller Unit (MCU) stops fetching 
data and waits for DG to swap the Row Buffers. 
The data access task is resumed following the 
buffer swap. If a physical end of frame is reached 
while the MCU is waiting for a buffer swap the 
MCU ceases to wait and executes an EOF (End of 
Frame) command. 

In virtual display, this command is interpreted as a 
VEOR (Virtual End of Row) if encountered in a 
virtual process datastream. 

VEOR 

ENDROW command in a virtual process data- 
stream is interpreted as VEOR (Virtual End of 
Row) and it terminates a virtual row. The current 
LPTR is stored in the process header addressed 
by the “Process Addr” register. The Max Count 
register is also stored in the Max DMA Count 
location in the process header. Similarly, the Field 
Attribute Mask is also stored in the header. In 


addition, in auto linefeed mode (ALF = 1) other 
parameters characterizing the process state are 
also saved in the header. The “Process Addr” 
register is loaded with the address of the header 
of the next process fetched from the Access table. 
The “Access Tab Addr” register is post-incremented 
by two if a 16-bit addressing option is used and by 
four if 32-bit addressing is used. The data access 
task is then resumed for the next process. 

EOF 

15 14 8 7 0_ 

1 000 0001 XXXX XXXX 


This command (End of Frame) signifies that no 
more characters will be loaded in the Row Buffers 
for this frame. The Micro Controller Unit (MCU) 
stops fetching data words and waits for the 
physical end of frame. If a virtual display is in 
progress, this command is interpreted as VEOS 
(Virtual End of Frame), if encountered in a virtual 
process datastream. 

The Display Generator (DG) swaps the row 
buffers at the end of the current display row and 
starts displaying the row containing the EOF 
command. When the character preceding the 
EOF command is displayed, the DG blanks the" 
screen until the physical end of frame. The MCU 
fetches the Status Row data then waits until its 
display is completed. It then performs the actions 
described below. 

If LPEN has been enabled and a rising edge on 
the LPEN input has been detected, the LPENROW 
and LPENCOL positions in the command block 
are updated and the LPU status bit is set. If a 
Channel Attention has occurred, i.e., if CA has 
been activated, the command byte is fetched 
from command block and the specified channel 
command is executed. If the command issued is a 
“Stop Display” command, the MCU will terminate 
the display process and wait for the next channel 
attention. Otherwise, the MCU resumes the data 
access task by reinitializing pointers for the new 
frame and continues to fill the Row Buffers. 

VEOF 

EOF command in a virtual process datastream is 
interpreted as VEOF (Virtual End of Frame). It 
provides for reinitialization of LPTR using LIST- 
SWITCH, LBASEOand LBASE1 foreach process, 
analogous to the automatic reinitialization of 
LPTR at each end of frame in a Normal Display. 
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Upper Byte Lower Byte 

15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 


RVV BLK DBL W 

ROW ROW HGT DEF LPR 

NRMSTRT NRMSTOP 

SUPSTRT * SUPSTOP 

SUBSTRT — — - SUBSTOP 

CUR1 STRT CUR1 STOP 

CUR2STRT — — — CUR2 STOP 

UL2 LINE SEL UL1 LINE SEL 

RVV ROW, when this bit is set the CRVV pin will be inverted for the next full row. 

BLK ROW, when this bit is set the row will be blanked (BLANK high). 

DBLHGT, when the double height bit is set, all character are displayed with twice the scan lines per row. 
WDEF, when the width defeat bit is set, the WDEF pin is activated for the entire row. 

The following can be programmed from 0 to 31 yielding a range of 1 to 32 lines. 

LPR specifies number of lines per row. 

NRMSTRT, SUPSTRT, SUBSTRT specify line numbers in a display row which mark the start of 
normal, superscript and subscript characters respectively. 

NRMSTOP, SUPSTOP, SUBSTOP specify line numbers in a row where normal, super script and 
subscript characters end respectively. 

CUR1 STRT, CUR2 STRT specify the starting line numbers in a row for cursor 1 and cursor 2 
respectively. 

ULINE1 SEL, ULINE2 SEL specify the line numbers in a row where underline 2 will appear 
respectively. 

All FULROWDESCRPT parameters affect the row in which they are programmed and stay in effect 
until changed by another FULROWDESCR PT command. 

Figure 6e. Format for FULROWDESCRPT 


Lines per row — — — 

Normal Start/Stop — — — 

Superscript Start/Stop — — — 

Subscript Start/Stop — — — * 

Cursor 1 Start/Stop — — • — 

Cursor 2 Start/Stop — — ■ — 

Underline Line Selects — — — - 
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SL SCROLL STRT 

15 14 8 7 5 4 0 

1 000 0100 XXX SCR LINE 


The Slow Scan register in 82C3 is loaded with the 
scroll line specified by the five least significant 
bits of the command word. When the row cur- 
rently being loaded is displayed, the line count for 
that row will start with the value specified by the 
Slow Scan register. A “Margin” (MGN) parameter, 
loaded by MODESET, specifies the number of 
blank lines plus one to be added at the top of the 
slow scroll field on the screen. This ensures the 
availability of sufficient DMA time for fetching the 
next row, when only a small number of scan lines 
are displayed in the top row of slow scroll wi ndow. 
This command is used for starting a slow scroll. 
(Note: MGN = 0 results in no margin buffer lines) 

This command will be ignored if encountered in a 
virtual process datastream or if a SL SCROLL 
END command is encountered later on the same 
row. 

SL SCROLL END 

15 14 8 7 5 4 0 

1 000 0101 XXX END LINE 


The scroll location in row characteristics holding 
registers is loaded with the number of lines 
specified by the five least significant bits of the 
command word. This number specifies the num- 
ber of lines to be displayed when the row currently 
being loaded is displayed. This is used instead of 
the regular LPR (Lines Per Row) characteristics, 
for this particular row. This command is used in 
the last row of a slow scroll for terminating a slow 
scroll. The Margin (MGN) parameter, loaded by 
MODESET, is used in the same way as in slow 
scroll start except that the specified number of 
blank lines are inserted at the bottom of the slow 
scroll in this case. This command will be ignored 
if encountered in a virtual process datastream or 
if followed by a SL SCROLL STRT on the same 
row. 

TAB TO n 

15 14 8 7 0_ 

1 000 0110 “n” 


The lower byte of the command word specifies 
the column (RCLK count) after SYNCSTRT at 
which a Tab should occur. At display time, after 
the character preceding the Tab command is 


displayed, the screen is blanked until the RCLK 
count specified by the command (“n”) is reached. 
After reaching the specified count, display is 
resumed by displaying the character following 
the TAB command. 

If the RCLK count specified by the Tab command 
has already occurred before beginning the 
blanking for Tab, the display will be blanked until 
the end of the row. 

This command is ignored, if encountered in a 
virtual display process datastream. 

LD MAX DMA COUNT 

15 14 8 7 0_ 

1 000 0111 MAX COUNT 


The Max Count register in 82730 is loaded with 
the Max DMA Count specified by the lower byte 
of the command word. The DMA Counter Is also 
reinitialized with the Max Count value in the 
Command Block after all channel commands. 

MAX DMA Count is programmable in the range of 
1 to 256 (MAX COUNT value 0 equals 256). How- 
ever, counts greater than the row buffer capacity 
will cause row buffer overruns if the data strings 
depend on MAX DMA to terminate the fetching. 

The DMA counter is decremented for each data 
word as the Row Buffer is being loaded. Data- 
stream commands and words supplying para- 
meters for datastream commands as in FULROW- 
DESCRPT, are not counted. Superscript/Subscript 
characters are counted in pairs, i.e., a pair of 
characters causes only one count. 

In virtual screen display, every time a new process 
is accessed, the DMA counter is initialized with 
the Max DMA Count contained in the process 
header. This value is also stored in a Max Counter 
register. 

At virtual end of row (VEOR) the Max Count 
register is written to the process header. The “LD 
Max DMA Count” command is ignored if encoun- 
tered in a virtual process datastream. 

ENDSTRG 

15 14 8 7 0_ 

1 000 1000 xxxx xxxx 


The SPTR register in the 82730 is loaded with a 
new String Pointer (SPTR) value fetched from the 
memory location indexed by the List Pointer 
(LPTR), which is stored in the LPTR register. The 
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LPTR register is incremented by two if a 16-bit 
addressing option is used and by four if 32-bit 
addressing is used. When more than one 82730 is 
connected in a cluster, each of them adds an 
offset, determined by its position in the cluster, to 
the pointer fetched from memory, before storing 
it in its SPTR register. 

This command directs the data access to the next 
data string in the list of strings indexed by LPTR. 
The operation of this command is identical for a 
Virtual or Normal Display. In virtual display, the 
next data string within the current display pro- 
cess is accessed. 

SKIP n 

15 14 8 7 0_ 

1 000 1001 n 


The next “n” data words fetched from memory are 
ignored, “n” is specified by the lower byte of the 
command word and is programmable from 0 to 255. 
If n equal to 0 is specified, no words are skipped. 
Any datastream commands encountered in the data 
fetch are not counted towards these n words. Also 
parameters following the datastream command as 
in FULROWDESCRPT are not counted. All embedded 
datastream commands are executed with the follow- 
ing exceptions. 

If a Tab To N data stream command is encountered 
during the execution of a Skip N command, the Tab 
command will result in a NOP, i.e. a Tab embedded 
in the data to be skipped will be ignored. 

If an EOL (End Of Line) data stream command is 
encountered during the execution of a Skip N 
command, it will be executed with the following 
effect. In non-auto line feed mode, (ALF = 0) the 
EOL command has the combined effect of End Of 
Row and End Of String commands. In auto line feed 
mode, (ALF = 1 ) the EOL command has the effect of 
an End Of String command only. 

If the data words skipped include any superscript- 
subscript characters, they are skipped in pairs and a 
pair of characters is counted as only one count in 
“n”. If another skip command is encountered its 
value of “n” is added to the present skip count and 
skipping continues. 

REPEAT n 

15 14 8 7 0 

1 000 1010 n 


The next data word (byte, if DTW16=0) fetched 
from memory is stored in the Row Buffer “n” 
times, where “n” is specified by the lower byte of 
the command word, “n” is programmable from 0 


to 255. If n equal to 0 is specified no repetitions 
will occur, and the word following the Repeat n 
command will be ignored. This character will 
eventually be displayed n times. The DMA counter 
is also made to count n times. In non-auto 

linefeed mode (ALF = 0), reaching Max DMA 
Count before the n repetitions are completed will 
result in a termination of the Repeat n command. 
This command will also be terminated if the Row 
Buffer gets filled completely before the n repe- 
titions are completed. 

It should be noted that the data word immediately 
following the Repeat n command is treated as 
character data, irrespective of the value of its 
command bit. 

SUP/SUB n 

15 14 8 7 0_ 

1 000 1011 n 


The next “n" pairs of data words (bytes, if DTW16 
= 0) fetched from memory are treated as super- 
scripts or subscript characters, “n” is specified by 
the lower byte of the command word. These n 
pairs are assumed to be ordered with the super- 
script preceding the subscript. 

No datastream commands are permitted in the 2n 
words following this command. All of these words 
are interpreted as superscript-subscript pairs. 
The DMA counter is made to count only once for 
each pair of characters. In non-auto linefeed 
mode (ALF=0), reaching the Max DMA Count will 
result in a termination of this command. If n equal 
to zero is specified, no action will result. 

RPT SUB/SUP n 

15 14 8 7 0 

1 000 1100 n 


The operation of this command is similar to that 
of the “Repeat n” command except that the pair of 
characters following the “RPT SUB/SUP n” com- 
mand is repeated n times, “n” is specified by the 
lower byte of the command word and is pro- 
grammable from 0 to 255. If n equal to zero is 
specified, no repetitions will occur, and the two 
data words following the “RPT Sub/Sup n” com- 
mand will be ignored. The two data words (bytes, 
if DTW16=0) immediately following the command 
word are interpreted as a superscript-subscript 
pair and are repeated. The DMA counter is made 
to count only once for each repetition of the pair. 
In non-auto linefeed mode (ALF=0), reaching 
Max DMA Count prior to completion of n repeti- 
tions will cause a termination of this command. 


7-166 


ORDER NUMBER: 210931-004 


/ 



82730 



PBsyiMinMAisv 


SET GEN PUR ATTRIB 


Datastream Command Conventions 


15 14 8 7 0 

1 000 1101 GPA OPERAND 


This command provides control over the output 
pins assigned to General Purpose Attributes, 
GPA1 through GPA4. 


GPA GPA4 GPA4 GPA3 

OPERAND DATA EN DATA 


The reaching of Max DMA Count, encountering 
of terminating commands such as ENDROW, 
EOF, etc. and occurrences of these while exe- 
cuting a “skip n” command give rise to various 
possible combinations of events. The behaviour 
of 82730 under these circumstances is described 
below: 

4 3 2 1 0 

GPA3 GPA2 GPA2 GPA1 GPA1 

EN DATA EN DATA EN 


ENCODING GPAx GPAx 

DATA EN FUNCTION 

0 0 ROW BUFFER DATA 

1 0 ROW BUFFER DATA 

0 1 GPA DATA = 0 

1 1 GPA DATA = 1 


The GPA in the Process Header is updated each 
time a SET GPA command is executed. Thus the 
GPA state in the header is updated to reflect any 
changes caused by the “Set Gen Pur Attrib” com- 
mand. The GPA command occupies a character 
space on the screen. Consequently, a GPA com- 
mand is counted as a character towards MAX DMA 
count. However, a GPA command nested in a Skip N 
or a TAB to N command is skipped, i.e., it has no 
effect. 

The encoding of the operand, specifying GPA 
operation, is shown below. 

SET FIELD ATTRIB 

15 14 8 7 0 

1 000 1110 XXXX XXXX 

0 FIELD ATTRIBUTE MASK * ” 


The word following this command is fetched. 
This word is used as a Field Attribute Mask in 
storing all subsequent display data words in 
row buffer. The bits in the data words fetched 
from memory corresponding to the bit positions 
containing a “1” in Field Attribute Mask are all 
set to 1 before storing the data word in row 
buffer. The Field Attribute Mask is used on all 
display data words fetched from memory. The 
mask register will contain all 0’s upon reset and 
is cleared at the beginning of each frame. 

NOP 

15 14 8 7 Q 

1 1XX XXXX XXXX XXXX 


No action is taken. The data access task is 
resumed by fetching the next data word. 


i) When Max DMA Count is reached, it has 
the effect of a VEOR command if a Virtual 
Display is in progress or a ENDROW com- 
mand if a Normal Display is in progress. It 
also causes an automatic end of string 
i.e., the effect of a NXTSTRG command in 
non-auto linefeed mode (ALF = 0). 


.i) In non-auto linefeed mode, “Repeat n”, 
“Sub/Sup n M and Rpt Sub/Sup n” com- 
mands are terminated upon reaching a 
max DMA count, even if “n” is hot reached. 


iii) “Skip n” command is terminated if EOF 
command is encountered. It is also ter- 
minated upon encountering a ENDROW 
command in non-auto linefeed mode 
(ALF = 0). 


iv) “Repeat n“ “Sub/Sup n“ and “RPT Sub/ 
Sup n“ commands can be nested within a 
“Skip n” command. If superscript-subscript 
characters are skipped, each pair of char- 
acters counts as one skipped character. If 
the above commands are encountered 
during a “skip n” and if the specified 
count (n) in these commands is not 
reached by the end of execution of the 
“skip n” command, the execution of the 
nested command is continued beyond 
the termination of “skip n” command until 
the remaining portion of the count speci- 
fied in the nested command iscompleted. 
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VIRTUAL SCREEN MODE 
Command Process Commands 

In Virtual Screen Display, 82730 accesses dis- 
play processes and command processes through 
the Access table. The command processes 
enable the I/O Driver process to direct 82730 to 
execute certain data stream commands by in- 
serting an appropriate command process 
address in the Access table. This capability en- 
ables the preservation of uniformity and con- 
sistency of operation between normal and virtual 
environments, by assigning different inter- 
pretations to the command according to the 
access environment. It is especially useful for 
termination and initialization commands. The 
operation of command process commands is 
analogous to that of data stream commands 
except for a different access environment. 

Command Process Command List 

The commands allowed in command processes 
can be divided into two subsets. The first subset 
consists of commands that can be issued only 
through a command process, while the second 


one consists of normal datastream commands 
that can also be issued through a command 
process. The command code for a datastream 
command issued through a command process 
is the same as that for the normal datastream 
command embedded in the data. However, 
certain datastream commands are interpreted 
differently when they are issued through a com- 
mand process as opposed to embedding in the 
datastream of a virtual display process. The 
most significant bit (MSB) of the command 
word must be a “1”. In the datastream, this bit 
distinguishes a command word from character 
data. In the process environment, this bit distin- 
guishes a command process from a display 
process. The commands permitted in command 
processes are listed below. No other commands 
will be recognized if encountered in a command 
process and will result in a NOP. All undefined 
command codes apart from those designated 
as NOP are reserved and should not be used. 
Encountering an illegal command code causes 
the RDC (Reserved Datastream Command) 
status bit to be set and will generate an interrupt, 
if enabled. 


Table 5. Command Process Command List 


COMMAND 

INTERPRETATION 
IN VIRTUAL 
PROCESS 
DATASTREAM 

COMMAND CODE 

OPCODE 

OPCODE 

PARAMETERS 

Command Process Only Command: 






1 INIT NEXT PROCESS 

NOP 

1000 

1111 

xxxx 

xxxx 

8F 

Command Process or Datastream Commands: 






2 ENDROW 

VEOR 

1000 

1000 

xxxx 

xxxx 

80 

3 EOF 

VEOR 

1000 

0001 

xxxx 

xxxx 

81 

4 EOL 

VEOR + NXTSTRG 

1000 

0010 

xxxx 

xxxx 

82 

5 FULROWDESCRPT 

NOP 

1000 

0011 


“n” 

83 

6 SL SCROLL STRT 

NOP 

1000 

0100 

XXX 

“SCR LINE” 

84 

7 SL SCROLL END 

NOP 

1000 

0101 

XXX 

“END LINE” 

85 

8 TAB TO n 

NOP 

1000 

0110 


“n” 

86 

9 LD MAX DMA COUNT 

NOP 

1000 

0111 

“ 

COUNT” 

87 

10 (RESERVED) 

RESERVED 

10XX 

xxxx 

xxxx 

XXXX 

90-BF 

11 NOP 

. NOP 

11XX 

xxxx 

xxxx 

XXXX 

C0-FF 
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INIT NEXT PROCESS 

15 14 8 7 0 

1 000 1111 XXXX XXXX 


This command can be used only in a command 
process to initiate a virtual display “window” 

Upon receiving this command, the command 
process is terminated and the next process in 
Access Table is accessed by fetching the new 
process address. However, the LPTR register is 


not directly loaded from the LPTR location in the 
process header. Instead, LISTSWITCH in the 
process header is examined and LPTR is initial- 
ized with the value LBASE 0 or LBA$E 1 depend- 
ing upon whether LISTSWITCH is 0 or 1 respec- 
tively. Both LBASEO and LBASE1 are contained 
in the header. 

The process header format is shown in Figure 7. 
Also the End of Display Bit (EOD) in the header is 
reset. 

The data access task for a virtual display is then 
resumed, with this value of LPTR. 



15 

14 13 

8 7 6 0 

LOCATION 


0 

— 

EOD 

PROCESS ADDR 

LS: LISTSWITCH 


— 

LS ALF 

PROC ADDR + 2 

ALF: AUTO LINE 



MAX DMA COUNT 

PROC ADDR + 4 

FEED 



LBASEO LOWER 

PROC ADDR + 6 




LBASEO UPPER 

PROC ADDR + 8 




LBASE1 LOWER 

PROC ADDR + 10 




LBASE1 UPPER 

PROC ADDR + 12 


1 

— 

GPA 

PROC ADDR + 14 


1 


FIELD ATTRIBUTE MASK 

PROC ADDR + 16 




LPTR LOWER 

PROC ADDR + 18 




LPTR UPPER 

PROC ADDR + 20 




SPTR LOWER 

PROC ADDR + 22 




SPTR UPPER 

PROC ADDR + 24 

SAVE 

AREA 

RPT 

S/S 

S/S RPT 

REPT COUNT 

PROC ADDR + 26 


1 


REPT CHAR 

PROC ADDR + 28 


1 


REPT CHAR 2 

PROC ADDR + 30 




15 14 8 7 

0 


PROCESS ADDR 1 COMMAND 


C/D 


Figure 7. Process Header for Display and Command Process 
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ENDROW 

15 14 8 7 0 

1 000 0000 XXXX XXXX 

The actions performed by a ENDROW data- 
stream Command in a Normal Display are 
carried out. The next process in Access Table is 
accessed and the data access task is resumed, 
after the next Row Buffer swap 

EOF 

15 14 8 7 0 

1 000 0001 XXXX XXXX 

The actions performed by an EOF (End of 
Frame) data stream command in a Normal 
Display are carried out. 

EOL 

15 14 8 7 0 

1 000 0010 XXXX XXXX 

This command is identical to ENDROW com- 
mand in Virtual Display in Command Process 
environment. ENDSTRG, which is strictly a data 
operation within a display process is meaning- 
less in the command process environment. 

FULROWDESCRPT 

15 14 8 7 0 

1 000 0011 

The actions performed by the FULROWDES- 
CRPT datastream command are carried out. 
The data access task is resumed by accessing 
the next process in the Access Table. 

SL SCROLL STRT 

15 14 8 7 5 4 0 

1 000 0100 XXX “SCR LINE” 

The same actions as the SL SCROLL STRT 
datastream command. The data access is 
resumed with the next process in Access Table. 

SL SCROLL END 

15 14 8 7 5 4 0 

1 000 0101 XXX “END LINE?’ 

The actions performed by a SL SCROLL END 
datastream command, in a Normal display, are 
carried out. The data access task is resumed 
with the next process in Access Table. 


TAB TO n 

15 14 8 7 0 

1 000 0110 “n” 


The effect of this command process command 
is identical to that of the TAB TO n datastream 
command. The TAB can be used to establish the 
left edge of a virtual display “window”. 

LD MAX DMA COUNT 

15 14 8 7 0_ 

1 000 0111 MAX COUNT 


The Max Count register on 82730 is loaded with 
the value specified by the lower byte of the 
command word. The DMAcounter isalso initial- 
ized with this Max Count Value. 

The next process in the Access Table is accessed. 
However, the Max DMA Count value in the 
process header is not used for initializing the 
DMA counter. Instead, the DMA counter as 
initialized by the LD Max DMA Count command 
is used for this process. The virtual display data 
access task isthen resumed normally. When the 
process is terminated, the new Max Count value 
is written to the process header. Thus the Max 
Count value in the header is updated as a result 
of this command. 

NOP 

15 14 8 7 0 

1 1XX XXXX XXXX XXXX 


No action is taken. Data access task is resumed 
by fetching the next process address from 
Access Table. 

ERROR AND STATUS HANDLING 
Error Conditions 

Since the MCU and DG function asynchronous- 
ly with respect to each other, different relative 
timings in MCU and DG operation are possible, 
some of which result in error conditions. The 
lack of appropriate termination commands for 
row or frame data in the datastream also gives 
rise to certain error conditions. These types of 
situations occurring in display process oper- 
ation are described below. 

In normal operation, DG initiates a buffer swap 
at the physical end of a display row. If the MCU 
has not finished loading its row buffer by that 
time, a “Data Underrun” occurs. This results in 
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VDIP: Virtual Display In Progress 

DIP: Display In Progress 

RCC: Reserved Channel Command 

RDC: Reserved Datastream Command 

FDE: Frame Data Error 

DUR: Data Under Run 

This status bit is set by Display Generator if the 
Microcontroller Unit (MCU) has not finished 
loading its Row Buffer when the DG initiates a 
buffer swap at the physical end of a display row. 
Thiscondition is defined as data underrun and 
causes the MCU to execute an EOF command 
and the DG to blank the screen until the 
physical end of frame. 

LPU: Light Pen Update 

This status bit is set by the MCU after updating 
the LPENROWand LPENCOL locationsin com- 
mand block. The detection of LPEN input is 
enabled by the LPEN ENABLE channel com- 


4 3 2 1 0 

(RESERVED) VDIP DIP RDC RCC FDE EOF DBOR LPU DUR 

Status and Interrupt Handling 

A status word is maintained in an internal register 
by 82730 and it is written to the “STATUS” 
location in command block when the “Read 
Status” channel command is executed. The pro- 
cessor can thus read status information by issuing 
this command, the processor can also enable 
interrupts for certain status bits by specifying an 
interrupt mask which is loaded in 82730 as a 
result of a “Load Int Mask” channel command. 

This establishes a communication mechanism 
between 82730 and the processor for error and 
status reporting. 

Status Word 

The format for the status word is shown below. 

The function of each of the status bits is described 
below. 

The status bits get set under the conditions 
described above. Interrupts can be enabled for all 
status bits except DIP and VDIP bits. The interrupt 
status bits are cleared at the beginning of each 
new display field. DIP and VDIP bits are cleared 
only after receiving a “STOP DISPLAY” command 
or a Reset. 

All status bits are cleared by a Reset. 


EOF: End of Frame 

DBOR: End of Row 

LPU: Light Pen Update 

DUR: Data Under Run 


mand. The detection of a rising edge on the 
LPEN input causes the current row and column 
position to be stored internally. The MCU 
updates the LPEN ROW and LPEN COL loca- 
tions in command block at the next end of frame 
and sets the LPU status bit. Further updates of 
these command block locations are inhibited 
until another LPEN ENABLEcommand is issued. 

DBOR: Data Buffer Over Run 

This status bit is set when the MCU tries to fill a 
row buffer beyond its capacity. The MCU will 
stop fetching characters after this point and the 
display is blanked following the completion of 
the row currently being displayed. 


blanking of the screen until physical end of frame 
by DG and execution of an EOF (End of Frame) 
command by MCU. Data underrun also occurs 
when the first row of the frame has not finished 
loading by the start of the character field. The 
entire frame will be blanked in this case. 

If a physical end of frame is reached prior to 
encountering an EOF datastream command, a 
“Frame Data Error” occurs, which results in the 
execution of an EOF command by MCU. (Note 
that this does not disrupt the visible display 
action, and may not constitute an error for certain 
data structures. The error indication is included 
as a flag where knowledge of this condition is 
desired.) Similarly, when the MCU fills up a row 
buffer completely, without encountering a END- 
ROW command, the “Data Buffer Overrun” flag is 
set. , 

All of the above conditions result in the setting of 
an appropriate status bit and generation of an 
interrupt if the corresponding interrupt has been 
enabled. 


15 9 8 7 6 5 
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EOF: End of Frame 

This bit is set by the DG at the physical end of 
the nth frame, where ‘n’ is specified by the 
MODESET parameter FRAME INTERRUPT 
COUNT This provides the means for timing 
frame related events such as slow scrolls. 

FDE: Frame Data Error 

This status bit is set by the DG at the physical 
end of frame if no EOS datastream command 
has been encountered until then. This also 
results in the execution of the EOS command 
by the MCU. 

RCC: Reserved Channel Command 

This bit is set by the MCU upon encountering 
an illegal datastream or command process com- 
mand. This can be used to trap software errors 
during program development. 

RDC: Reserved Datastream Command 

This bit is set by the MCU upon encountering 
an illegal datastream or command process com- 
mand. This can be used to trap software errors 
during program development. 

DIP: Display In Progress 

This bit is set by the MCU immediately after 
receiving a “Start Display” channel command. 
It remains set as long as the display process is 
active and is reset upon receiving a “Start 
Virtual Display” or “Stop Display” command or 
a Reset. Interrupts cannot be enabled for this 
status bit. 

VDIP: Virtual Display In Progress 

This bit is set by the MCU immediately after 
receiving a “Start Virtual Display” channel com- 
mand and is reset upon receiving a “Start 
Display” or “Stop Display” command or a Reset. 
This bit remains active as long as the virtual 
display process is active. Interrupts cannot be 
enabled for this status bit. 


Interrupt Processing 

The system processor can enable interrupts on 
any of the status bits, with the exception of DIP 
and VDIP bits, by specifying an interrupt mask. 
A “1” in a bit position in the interrupt mask 
disables (masks out) interrupts en the status bit 
located in the corresponding bit position in the 
status word. The format for Interrupt Mask is 
shown below. The Int Mask can be loaded into 
82730 from the INTMASK location in command 
block by a “Load Int Mask” channel command. 

If the interrupt is enabled for a particular status 
bit by programming a “0” in the corresponding 
bit position in INTMASK and if the status bit 
gets set during the course of the display, an 
interrupt will be generated by 82730 at the next 
end of frame. Attheend offrame, the 82730 will 
first perform the tasks of updating LPEN posi- 
tion (if required) and servicing the Channel 
Attention (if CA was activated). Then the status 
word in the internal register will be written to 
the INT GENERATION CODE location in the 
Command Block and the SINT output will be 
activated. The SINT pin is not deactivated until 
an interrupt reset signal is received at the IRST 
pin. 

82730 continues to perform its normal display 
task after activating the SINT pin. If no interrupt 
reset is received until the next end of frame then 
any new interrupts that might have been gen- 
erated at that end of frame will be lost. There- 
fore, it is essential for the system processor to 
issue an interrupt reset within a frame time after 
an interrupt is generated. 

When the display is not activated, the only 
interrupt that can occur is the Reserved Channel 
Command interrupt. Upon receiving an invalid 
channel command, 82730 will write the status 
word to INT Generation Code location in the 
Command Block and activate SINT output, if 
that interrupt is enabled. 

The processor can use the interrupt capability 
to get status information from 82730. A possible 
interrupt service routine for the system pro- 
cessor is shown in flow chart form in Figure 9. 
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15 7 

6 

5 

4 

3 

2 

1 

0 

(RESERVED) 

RDC 

INT 

MASK 

RCC 

INT 

MASK 

FDE 

INT 

MASK 

EOF 

INT 

MASK 

DBOR 

INT 

MASK 

LPU 

INT 

MASK 

DUR 

INT 

MASK 


INT MASK = 0 Enables the corresponding interrupt. 

INT MASK = 1 Masks or disables the corresponding interrupt. 


Figure 8. Interrupt Mask 



Figure 9. Interrupt Service Routine For System Processor 
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82730 VIDEO INTERFACE 

The Mode Pointer in the Command Block points to a parameter block containing the Mode information 
required for the display. The organization of the mode words in the Mode Block is shown below. 


FROM MODE POINTER IN COMMAND BLOCK 


15 

14 

13 

12 

11 

10 

9 

8 / 


HORIZONTAL 

MODES 


BURST LENGTH 


LINE LENGTH 


HFLDSTRT 


HBRDSTRT 



(FULROWDESCRPT) 



VERTICAL 

MODES 


BLINK 

CONTROL 


ATTRIBUTE BIT 
SELECTS 


DUTY CYC 


DUTY CYC 


REVERSE VIDEO 


ABS LINE COUNT 


U2 LINE SEL 


FIELD ATTRIBUTE MASK 


FRAME LENGTH 


VSYNCSTP 


VFLDSTRT 


VFLDSTP 


(RESERVED) 


(RESERVED) 


CURSOR BLINK 


CHAR BLINK ILE RFE B 

POL 


BLINKING CHAR 


INVISIBLE CHAR 


BURST SPACE 


HSYNCSTP 


HFLDSTP < 


HBRDSTP 


SCROLL MARGIN 


LPR 


NRMSTP 


SUPSTP 


SUBSTP 


CUR1STP 


CUR2STP 


U1 LINE SEL 


FRAME INT COUNT 



CR2 

CR1 

CR2 

CR1 

CD 

CD 

BE 

BE 

CR2 

CR1 

CR2 

CR1 

RVV 

RVV 

OE 

OE 


LOCATION 


MPTR 
MPTR = 2 
MPTR = 4 
MPTR = 6 
MPTR = 8 

MPTR = 10 

MPTR = 12 
MPTR = 14 
MPTR = 16 
MPTR = 18 
MPTR = 20 
MPTR = 22 
MPTR = 24 
MPTR = 26 
MPTR = 28 
MPTR = 30 
MPTR = 32 
MPTR = 34 
MPTR = 36 
MPTR = 38 
MPTR = 40 \ 


UNDERLINE 1 
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CAM ARRAYS 

Three Content Addressable Memory arrays are 
used for generating timing parameters to control 
the video display: the HORIZ MODE CAM, the 
VERT MODE CAM andthe CHAR ROW CAM. 
The user has the flexibility to define his own 
timing parameters by loading them into the CAM 
arrays via the Mill. All of these parameters can be 
modified at the end of every frame. All the 
parameters in the CHAR ROW CAM, except 
MARGIN, are changeable on a row by row basis. 
Each of the three CAM arrays is described 
separately below: 

Timing Sources 

RCLK and CCLK inputs are provided by the 
external video logic to the 82730. The RCLK is 
used to increment the HORIZ COL CNTR and 
hence generates all horizontal timing parameters. 
CCLK is used to clock the character and attribute 
data output from the 82730 to the external display 
dot logic. Data changes on the positive going 
edge of RCLK or CCLK. 

Initialization 

Upon activation of the RESET input, the 82730 
display generator will stop all operations in pro- 
gress and deactivate all outputs. It will stay in this 
quiscent state until the MIU executes the MODE- 
SET command. The following table shows the 
states of all the Display Generator outputs during 
and after RESET 


Pin Name 

Condition 

DATO-14 

Low 

WDEF 

Low 

LCO-4 

High 

BLANK 

Low 

CSYNC 

High 

CHOLD 

High 

HSYNC 

Low 

VSYNC 

Low 

CRVV 

Low 

RRVV 

Low 


After reset of the 82730, the CAM arrays are in 
undetermined states. The CAM arrays are set 
upon the execution by the MIU of the MODESET 
command. The HORIZ and VERT MODE CAM 
contents are especially critical since they are 
used to generate timing control signals to the 
external video logic. Without the generation of 
the timing signals, no display process can take 
place. Hence, START DISPLAY command cannot 
be executed before the first MODESET command 
after the device reset. The START DISPLAY 
command will be ignored if it precedes the 
MODESET command. 

The row buffers also contain unknown infor- 
mation after power up and reset. In executing the 
START DISPLAY command, the MIU would first 
load the two row buffers with the first two rows of 
character data to be displayed. Upon completion 
of loading of both buffers, it will signal the DG to 
begin the display process. In this way, only valid 
character data will be output to the external video 
logic. 


Timing Parameters 

The timing parameters read from the MODESET 
Block and stored in the VERT MODE CAM and 
HORIZ MODE CAM are used to control the video 
display and they can be best illustrated in the 
Map of Timing Parameters shown below. All of 
these timings have to be defined after power up 
and reset and can be changed on a frame by 
frame basis during display. 
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Row Timing Parameters 

The row timing parameters are stored in HORIZ 

MODE CAM and are programmable from 0 to 255 

RCLK times. These parameters are: 

(a) HSYNCSTRT - Horizontal Sync Start. The 
RCLK count on each scan line where 
HSYNC pin is activated. This parameter is 
not programmable. The RCLK period that 
follows the rising HSYNC edge is defined 
as column zero. It is used as the reference 
for all other horizontal timing parameters. 

(b) HSYNCSTP - Horizontal Sync Stop. The 
RCLK count on each scan line where the 
HSYNC pin is deactivated. The falling edge 
of HSYNC occurs at the leading edge of the 
programmed RCLK period. 

(c) LINELEN - Line Length. This parameter 
defines the total number of RCLK’s in each 
scan line including display time, border 
and horizontal retrace time. There are 
LINELEN + 1 RCLK periods per horizontal 
line scan. 

(d) HBDRSTRT - Horizontal border start. The 
RCLK count on a scan line where the 
border begins. The border begins at the 
leading edge of the programmed RCLK 
period. 


(e) HBDRSTP - Horizontal Border Stop. The 
RCLK count on a scan line where the 
border ends. The border terminates at the 
leading edge of the programmed RCLK 
period. 

(f) HFLDSTRT - Horizontal Field Start. The 
RCLK count on a scan line where the 
character display field begins. If the row 
buffer is ready to be displayed, the CSYN 
pin will be deactivated at this point. This 
field begins at the leading edge of the 
programmed RCLK period. 

(g) HFLDSTP - Horizontal Field Stop. The 
RCLK count on a line where the character 
display field stops. When this timing 
point is reached, CSYN will be activated. 
This field ends at the leading edge of the 
programmed RCLK period. 

There is also one pseudo parameter, SYNCDLY. 
It is fixed at one half LINELEN and is used as 
the start and end timing for VSYNC in odd 
frames in interlaced displays. VSYNC starts at 
HSYNCSTRT in even frames for interlaced 
displays and all frames for non-interlaced 
displays. 


! 
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There are certain restrictions in the programming 
of HFLDSTRT and HFLDSTP and those restric- 
tions are best illustrated below. There has to beat 
least 4 RCLKS in between HFLDSTRT and 
HFLDSTP of the same scan line and 15 RCLKS in 
between HFLDSTP of one line and HFLDSTRT of 


the next. The minimum delay of 15 RCLKS is for 
the charging of the pipeline from the rowbufferto 
the character data output DATO-DAT 14 as well as 
the setting of the correct value for the scan line 
output LC0-LC4. 


fe 
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Figure 12. Horizontal 

Frame Timing Parameters 

Frame timing parameters are stored in the VERT 

MODE CAM and are programmable from 0-2047 

scan lines. These parameters are: 

(a) VSYNCSTRT- Vertical Sync Start. The line 
count where the VSYNC is activated. This 
occurs at the end of a field automatically. 
This parameter is not programmable. The 
rising edge of VSYNC occurs with the 
rising edge of HSYNC for all non-interlace 
fields and for odd fields in the interlace 
mode. 

(b) VSYNCSTP - Vertical Sync Stop. The line 
count at which the VSYNC pin is normally 
deactivated. VSYNC changes at the rising 
edge of HSYNC normally. However it occurs 
at SYNCDLY at the beginning of odd fields 
of an interlaced display. 

(c) FRAMELEN - Frame Length. This para- 
meter define! the total number of scan 
lines per frame. It is used to reset the 
FRAME LINE CNTR. In an interlaced dis- 
play, FRAMELEN must be an even number. 

If an odd number is programmed, one 
additional line will occur automatically. 


Timing Restrictions 

There will be FRAMELEN + 1 scan lines per 
frame. (Note that interlace mode contains 
two fields per frame). 

(d) VFLDSTRT - Vertical Field Start. Programs 
the scan line count where the character 
display field begins. 

(e) VFLDSTP - Vertical Field Stop. Programs 
the scan line count where the regular 
character display field ends. VFLDSTP 
times the beginning of the Status Row. The 
channel attention sequences, interrupt 
handling, row buffer swap and intial- 
ization for the next frame are started after 
the display of the Status Row is completed. 
See * below. 


(Character Field Boundry definition: The starting 
or ending event is defined to occur at HFLDSTP 
on the scan line following the programmed value. 
Thus the visible character field effectively begins 
two scan lines below the programmed start value 
and ends one scan line below the programmed 
stop value.) 
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Status Row 

The Vertical Frame Timing Parameters have no 
border controls, unlike the Horizontal Row Timing 
Parameters. The top and bottom borders can be 
replaced with regular display rows that are video- 
reversed and contain no data. The top border is 
easily timed from VFLDSTRT. The bottom border 
is more difficult without help from the Vertical 
Timing generators. If there were no help, the user 
would have to keep track of the number of scan 
lines used in each row to know when to stop 
regular display and create the bottom border. 
This would also preclude his ending his regular 
display with an EOF command before the border. 

The 82730 provides this help with the Status Row 
feature. The display of the Status row is timed 
from VFLDSTP and allows the user to display a 
row in a fixed position at the bottom of the screen 
that is independent of the regular data and any 
display errors (display ended by an EOF com- 
mand or the DURN, DBOR, or FDE errors). 
(There is one dependency on the regular display 
data: the row format. The last FULROWDESCRPT 
(FRD) set in the regular data will be used on the 
Status Row unless a new command is issued for 
the row. It is recommended that the user include 
a new FRD command in the Status Row data to 
eliminate this dependency). 

Status Rowdisplay starts SCROLL MARGIN plus 
one scan line after VFLDSTP. This margin is 
provided to insure enough DMA time if the 
regular display runs up to VFLDSTP The user can 
create a bottom border or any end-of-display row 
that he chooses. A d isplay status or system status 
line, or special programmable key function de- 
finition line can be implemented with this feature. 

CHARACTER ATTRIBUTES 

The 15 bits of the character word can be parti- 
tioned into character address and attribute bits. 

Some common attributes may be individually 
defined and enabled or disabled by fields in the 
attribute parameter registers. Each attribute has 
two means of being enabled. The enable bits 
defined below are set during the MODESET 
channel command and are used as a global 
enable. The user does not have to enable the 
provided attributes. He may free more data bits 
for his own use this way. The second enable bit is 
contained in each character loaded to the row 
buffer to enable the attribute on a character by 
character basis. They are individually described 
in detail in the following sections. 


Reverse Video 

When a character with the reverse video'attribute 
is displayed, the CRVV pin will be inverted during 
the time the character is being displayed. The 
reverse video affects the entire height of the row 
for that character space. For superscript/subscript 
pairs, the reverse video effect is controlled by 
superscript until SUBSTRT when the subscript 
attribute bit takes control. The parameter for this 
attribute is: 

RVBS - Reverse Video Bit Select. This 
parameter selects one of the 15 bits of a 
character data word. Values 0 through 14 
select the corresponding bit. Value 15 
disables the Reverse Video attribute. 


Blinking Character 

When a character with the blinking character 
attribute is displayed, the BLANK pin will be 
activated and deactivated during the character 
display time according to programmable rate and 
duty cycle. The parameters for this attribute are: 

(a) BCBS- Blinking Character Bit Select. Selects 
one of thle 15 bits of a character data word 
as the blinking character attribute control. 
As with Reverse Video above, the value of 
the select determines the controlling bit or 
disables the attribute. 

(b) CHAR BLNK FREQ - Selects one of the 32 
blinking frequencies available for the 
blinking character and blinking underline. 
The character blink rate is calculated as 
below: 

Frame Refresh Rate 
Blink Rate = 4 x CHAR BLNK FREQ 

(c) CHAR DUTY CYCLE - A 2-bit register to 
select 4 duty cycles available for blinking 
character and blinking underline. The 
selection logic is defined to be as follows: 

00=100% always on 
11= 75% on 
10= 50% on 
01= 25% on 


Underline #1 

When a character with underline is displayed, the 
BLANK Pin will be activated and the CRVV pin will 
be inverted during the time the scan line specified 
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by the underline select register is displayed. The 
parameters used to define underline #1 are: 

(a) ULS1 - Underline Line Select 1. It deter- 
mines which scan line of a character row 
will be used for the underline #1. This 
parameter is modifiable on a row by row 
basis by the FULROWDESCRPT command. 

(b) ULBS1 - Underline Bit Select 1. This para- 
meter can only be changed by MODESET. 
It selects one of the 15 bits of a character 
data word as the underline #1 attribute 
control. Again, a value of 15 in the select 
field disables this attribute. 

Underline #2 (Blinking) 

Underline #2 can be made to blink. When its 
blinking feature is deactivated, its visual effect is 
exactly the same as underline #1. When it is 
enabled to blink, its blink rate and blinking duty 
cycle are the same as those defined for blinking 
character. The parameters used to define this 
attribute are: 

(a) UL2SEL - Underline Line Select 2. This 
parameter determines which scan line of a 
character will be the 2nd underline. It is 
changeable on a row by row basis by the 
FULROWDESCRPT command. 

The next two parameters can only be modified by 
the MODESET Command. 

(b) ULBS2 - Underline Bit Select 2. Selects one 
of the 15 bits of a character data word or 
GPA1 as the second underline attribute 
control. A bit select value of 15 disables the 
second underline. 

(c) BUE- Blinking Underline Enable. Activation 
of this bit will cause the second underline 
attribute to start blinking. 

Invisible 

A character with this attribute will occupy its 
character position on the screen but will not be 
displayed (i.e. BLANK will be active). This attribute 
does not affect the Reverse Video attribute if they 
are programmed together. The parameter that is 
used to implement this attributes: 

IBS - Invisible Bit Select. Selects one of the 
15 bits of a character data word as the 
invisible attribute control. Value 15 disables 
the invisible attribute. 


Absolute Line Cntr Attribute 

This character attribute allows the display of 
special graphic characters, or may be used to 
upshift normal characters to implement displays 
with overlapping superscript and subscript fields. 
When a character with this character attribute 
enabled is being displayed, its LC0-LC4 pins will 
reflect the output from the CHAR ROW LNE 
CNTR which counts the absolute line count of a 
row. The activation of this attribute overrides the 
line count mode of both normal and subscript/ 
superscript characters. The parameter used to 
select the attribute is: 

ABS LINE BIT SEL. This four bit register selects 
one of the 15 bits of a character data word as the 
absolute line counter output attribute control. 
Select value 15 disables the ABS Line attribute. 

Cursor Generation 

The cursor characteristic parameters are change- 
able on a frame by frame basis by MODESET. 

(a) CUR FREQ -Cursor frequency. Selects the 
blinking frequency for both cursors. The 
selection logic is similar to CHAR BLNK 
FREQ 

(b) CUR DUTY CYCLE - Cursor duty cycle. 
Selects the blinking duty cycle for both 
cursors. Its selection logic is similar to 
CHAR DUTY CYCLE. 

(c) CR1RVV - Cursor 1 Reverse Video Enable 
selects a reverse video type cursor as 
oppdsed to a solid (blanking) cursor. 

(d) CR1BE - Cursor 1 Blink Enable changes 
the cursor 1 block or underline to a blinking 
block or underline. Enabling this bit also 
causes DAT 14 pin to “blink” as well, if the 
CRIOE.bit is set. 

(e) CR10E - Cursor 1 Output Enable recon- 
figures the DAT 14 pin to indicate when 
cursor 1 is active. CR20E enabled directs 
the cursor 2 signal to DAT 13 pin in a similar 
fashion. 

(f) CR1 CD - Cursor 1 Light Pen Cursor Detect 
directs the CCLK cursor #1 position to be 
translated to its nearest equivalent RCLK 
position through the LPEN facility. 

An identical set of parameters (c) through (f) is 
available for the generation of CURSOR 2. The 
two cursors share the same FREQ and DUTY 
CYCLE parameters. 


■u 
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ABSOLUTE MAXIMUM RATINGS* 


Ambient Temperature under Bias 0°Cto70°C 

Storage Temperature -65°Cto +150°C 

Voltage on Any Pin with 

Respect to Ground - 1 .0V to + 7V 

Power Dissipation 3 Watts 


* NOTICE : Stresses above those listed under 
“Absolute Maximum Ratings” may cause perma- 
nent damage to the device. This is a stress rating 
only and functional operation of the device at 
these or any other conditions above those indi- 
cated in the operational sections of this specifica- 
tion is not implied. Exposure to absolute maxi- 
mum rating do nd it ions for extended periods may 
affect device reliability. 


D.C. CHARACTERISTICS T A = 0°C to 70°C, V cc = 5V ± 10% 


Symbol 

Parameter 

Min. 

Max. 

Units 

Test Conditions 

V.L 

Input Low Voltage 

- 0.5 

+ 0.8 

Volts 


V|H 

Input High Voltage 

2.0 

V cc + 0.5 

Volts 

- 

VOL 

Output Low Voltage 


0.45 

Volts 

Iol = 2 mA [1] 

VOH 

Output High Voltage 

2.4 


Volts 

Ioh = - 400 fiA 

•cc 

Power Supply Current 


400 

mA 

@t a = o°c 

lu 

Input Leakage Current 


10 

„A 

< 

z 

II 

0 

1 

< 

o 

o 


Output Leakage Current 


'±10 

aA 

V 0U t = 0.45 -V cc 


LC0, LC1, LC2 Input Low Current 

-125 

-JSP 

M 

V, N = 0 Volts, 
Reset = “1” (2) 

■ ■ 

Bus Clock Input Low Voltage 

-0.5 

0.8 

Volts 


Vbhi 

Bus Clock Input High Voltage 

2.0 

V cc + 1.0 

Volts 



Character Clock Input Low Voltage 

-0.5 

0.8 

Volts 


| 

Character Clock Input High Voltage 

2.2 

E3E9 



Kill 

Reference Clock Input Low Voltage 


SeSm 

nits 


I 

Reference Clock Input High Voltage 

■ 


I2J3 



NOTE: __ __ 

1. Iol = 2.6 mA on the SI and SO pins. 

2. Measured after at least 5 BCLK cycles after RESET = High 

A.C. CHARACTERISTICS 

T A = 0°C to 70°C, V CC = 5V± 10%. All timings in nanoseconds. CL = 50 pF. 

82730 Bus Interface Input Timing Requirements 


Symbol 

Parameter 

K!K 


Units 

Test Conditions 

TCLCL 

BCLK Cycle Period 

mm 

Ksat 

ns 


TCLCH 

BCLK Low Time 


JKI 

ns 


TCHCL 

BCLK High Time 

S3 

\ 

ns 


TCH1CH2 

BCLK Rise Time 

KBfl 

■ 

ns 

0.45V — 2.4V (1) 


BCLK Fall Time 


— 

ns | 

2.4V — 0.45V (1) 

I 

Data in Set-Up Time 

20 


ns 
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A.C. CHARACTERISTICS (Continued) 

82730 Bus Interface Input Timing Requirements (Continued) 


Min. 


Symbol 

1 - ! 

Parameter 

. . .i 

TCLDX 

Data in Hold Time 

TARYHCH 

Async. READY Active Set-Up Time 

TSRYHCL 

Sync. READY Active Set-Up Time 

TRYLCL 

READY Inactive Set-Up Time 

TCLRYX 

READY Hold Time 

TCTVCL 

HLDA, RESET Set-Up Time 

TCLCTX 

HLDA, RESET Hold Time 

TCAVCAX 

CA Pulse Width 

TRIVRIX 

IRST Width 

TRLLCH 

LC X Input Hold Time 



5TCLCL 


82730 Bus Interface Output Timing Response 


Symbol 

Parameter 

Min. 

TCLAV 

Address Valid Delay 

0 

TCLAX 

Address Hold Time 

0 

TAVAL 

Address Valid to ALE/UALE Inactive 

TCLCH - 30 

TLLAX 

Address Hold to ALE Inactive 

TCHCL-10 

TCLAZ 

Address Float Delay 

TCLAX 

TAZRL 

Address Float to RD Active 

0 

TLHLL 

ALE/UALE Width 

TCLCH - 10 

TCLLH 

ALE/UALE Active Delay 

0 

TCHLL 

ALE/UALE Inactive Delay 

0 

TCVCTV 

Control Active Delay (DEN,Wr,AEN) 

0 

TCVCTXW 

Control Inactive Delay ( WR.AEN) 

0 , 

TCVCTXD 

Control Inactive Delay (DEN) 

5 

TCLDOV 

Data Out Valid Delay 

0 

TCLDOX 

Data, Out Hold Time 

0 

TWHDX 

Data Out Hold Time After WR 

TCLCL - 60 

TCLHV 

Hold Output Delay 

0 

TRLRH 

RD Width 

2TCLCL - 50 

TCLRL 

RD Active Delay 

0 

TCLRH 

RD Inactive Delay 

5 

TRHAV 

RD Inactive to Next Address Active 

TCLCL -40 





NOTE: 

2. Applies only to test mode invocation. 
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A.C. CHARACTERISTICS (Continued) 

82730 Bus Interface Output Timing Response (Continued) 


Symbol 

Parameter 

Min. 


Units 

Test Conditions 

TCLSIN 

SINT Valid Delay 

0 

m 

ns 


TRIHSIL 

RINT Active to SINT Inactive 


■an 

ns 


TCHSV 

Status Active Delay 

0 

D 

ns 


TCLSH 

Status Inactive Delay 

0 

ra 

ns 


TWLWH 

WR Width 

2TCLCL - 40 

■ I 

ns 


TFLHL 

Bus Float to HOLD Inactive 

0 


ns 



82730 Display Generator Input Timing Requirements 


Symbol 

Parameter 

Min. 

Max. 

Units 

Test Conditions 

TRCHRCH 

RCLK Cycle Period 

100 

2500 

ns 


TRCHRCL 

RCLK High Time 

o 


ns 


TRCLRCH 

RCLK Low Time 

m 


ns 


TRRCK 

RCLK Rise Time 


30 

ns 

0.45V — 2.4V (1) 

TFRCK 

RCLK Fall Time 


30 

ns 

2.4V— 0.45V (1 ) 

TCCHCCH 

CCLK Cycle Period 

100 

None 

ns 


TCCHCCL 

CCLK High Time 

30 


ns 


TCCLCCH 

CCLK Low Time 

40 


ns 


TRCCK 

CCLK Rise Time 


30 

ns 

0.45V — 2.4V (1) 

TFCCK 

CCLK Fall Time 

HI 



2.4V -0.45V (1) 

TVCVCR 

HSYNC, SYNCIN Set-Up Time 


■ 



TCRVCX 

HSYNC, SYNCIN Hold Time 

ra 




TLPVCF 

LPEN Set-Up Time 

■ 




TCFLPX 

LPEN Hold Time 

MM 




TRCHCCH 

CCLK/RCLK Skew During CSVNC 






82730 Display Generator Output Timing Response 


HiSSSI 

Parameter 

Min. 

Max. 


Test Conditions 


Data, Line Count and Attribute and Output Valid 
Delay from the Delay from the Rising Edge of CCLK 


60 

ns 

C L = 100 pF 

TCCHDX 

Data, Line Count and Attribute and Output Hold Time 

5 


— 

C L = 100 pF 

TRCHCV 

Delay of Outputs CSYNC, VSYNC, HSYNC or RRVV 
from the Rising Edge of RCLK 

■ 


H 

C L = 100 pF 

TCCHCL 

CCLK Rising to CHOLD Low 


75 


C L = 50 pF 

TRCLCH 

RCLK Falling to CHOLD High 


60 

IQ 

C L = 50 pF 


NOTE: 

1. Clock maximum rise and fall times are for functionality only. AC timings are not tested at this condition. 

2. Applies only to test mode invocation 
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82731 

VIDEO INTERFACE CONTROLLER 

Parallel to Serial Data Conversion 
On-Chip Clock Generator 
High Video Dot Rates 
80 MHz-82731-2 
50 MHz— 82731 
Character up to 16 Dots Wide 
Proportional Character Spacing 


On-Chip Character Attribute Processing 
Control Functions to Provide Screen 
Reverse Video, Video Clock, 
Synchronization and Tab Function 
Single 5V Power Supply 
40 Pin DIP 

All Inputs and Outputs TTL Compatible 


Except Video Output which is ECL 

The 82731 is a general purpose video interface which generates a serial video signal output from parallel 
character and attribute information coming from the character generator and the 82730 Text Coprocessor. 
With a character generator and minimal hardware, the 82731 will comprise a complete video interface 
system for the 82730 Text Coprocessor and the CRT monitor. 



Vcc 


GND 


RCLK 

CCLK 

XI 

X2 

VT 

T1 

T2 


07 c 

1 

40 

3 Vcc 

D6 £ 

2 

39 

3 D8 

D5C 

3 

38 

3 D9 

D4[[ 

4 

37 

3 D10 

D3 £ 

5 

36 

3 Dll 

D2C 

6 

35 

3 D12 

Dili 

7 

34 

3 D13 

DOC 

8 

33 

3 D14 

progC 

82731 

32 

3 D15 

VIDEO £ 

10 

31 

:t2 

rclkC 

11 

30 

:n 

cclk£ 

12 

29 

HVT 

hdot£ 

13 

28 

:x2 

CBLANKC 

14 

27 


WDEFC 

15 

26 

Udclk 

CRVVC 

16 

25 

Hrrvv 

DWC 

17 

24 

]CSYN 


18 

23 

3 CHOLD 

Wl£ 

19 

22 

3 W3 

gnd£ 

20 

21 

3 W2 


Figure 2. 82731 Pin 

Configuration 


Figure 1. 82731 Block Diagram 
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Table 1. 82731 Pin Description 


Symbol 

Pin Number 

Type 

Name and Function 

D0-D15 

8-1, 39-32 

1 

Character data parallel inputs. 

PROG 

9 

1 

Program control input; used to program default width 
values of CCLK and RCLK; these are latche'd into the 
82731 via D0-D7 at the rising edge of CCLK (PROG is 
active high) 

VIDEO 

10 

O 

Video output; provides the dot information clocked by 
the internal dot clock 

RCLK 

11 

O 

Reference clock output; used to generate timings for 
the screen columns for data formatting and video sig- 
nals. The period of RCLK is programmable from 6 to 
21 times the period of the internal dot clock ( 

CCLK 

12 

0 

Character clock output; used to clock character and 
attribute information out of the CRT controller. The 
period of CCLK is programmable from 3 to 18 times 
the period of the internal dot clock. 

HDOT 

13 

1 

Half dot shift input; the video signalat the video out- 
put will be delayed by half dot clock for character 
rounding (active high). 

CBLANK 

14 

1 

Character blank attribute input, the video output is 
blanked (active high). 

WDEF 

15 

1 

Width defeat attribute input; the CCLK period is set to 
a preprogrammed default value (active high) , 

CRVV 

16 

1 

Character reverse video attribute input, inverts the 
character data from D0-D15 (active high), 

DW 

17 

1 

Double width attribute input, the internal dot clock 
frequency and the CCLK frequency are divided by 
two (active high) The RCLK frequency remains 
unchanged. 

W0-W3 

18,19,21,22 

!> 

Clock width inputs, they are used for programming 
the CCLK clock width on a character by character 
basis. 

CHOLD 

23 

1 

CCLK inhibit input, this signal inhibits CCLK 
generation and is used for TAB function (active low) 

C'SYN 

24 

1 

CCLK synchronization input, CCLK will be 
synchronized to RCLK and the video output signal is 
defined by RRVV (active high). 

RRVV 

25 

1 

Field reverse video input; the video signal at the video 
output will be inverted (active high). 

DCLK 

26 

o 

Dot clock output; ECL-level signal; must be con- 
nected to a 3.3k resistor to ground if used 

X1-X2 

27, 28 

1 

Inputs for fundamental mode crystal; its frequency 
must be 1/8 of the required dot clock frequency. 

VT 

29 

o 

Tuning voltage for PLL-VCO; this output is used to 
tune the LC-circuit and thus control the oscillator fre- 
quency of the internal dot clock. 

T1-T2 

30, 31 

1 

LC-circuit inputs for PLL-VCO. T1 can be used to 
provide the 82731 with an external TTL-level clock at 
twice the dot clock frequency. 

vcc 

40 

- 

+5V power supply 

6ND 

20 

- 

Ground (0V) 
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FUNCTIONAL DESCRIPTION 

The Video Interface Controller, 82731, in a typical 
CRT system shown in Figure 3, interfaces the Text 
Coprocessor to the CRT video terminal. It receives 
the parallel data along with the attribute and con- 
trol information from the Text Coprocessor, proc- 
esses it into a serial video signal which can be fed 
to a video CRT terminal. It also generates the basic 
dot clock (DCLK), character clock (CCLK) and the 
reference clock (RCLK) signals required by the 
Text Coprocessor. 

CRT terminals requiring very high resolution, ex- 
tremely stable and absolutely flicker-free picture 
place special demands on the dot rate generator. In 
such applications dot rates up to 80 MHz are neces- 
sary. This allows 12.5 ns per dot (pixel) for con- 
verting data, attribute and control information into 
serial form for the video terminal. 


The 16 bit shift register receives parallel inputs 
from pins D0-D15. This allows a maximum char- 
acter width of 16 dots. The minimum width is 3 
dots. The character width is programmable 
through pins W0-W3 for proportional character 
spacing. This also determines the character clock 
(CCLK) frequency. Programming of the default 
character width and the reference clock (RCLK) 
is done through inputs D0-D7 and PROG. Signal 
WDEF can be used to switch between the default 
character width and the one specified dynamic- 
ally through the lines W0-W3. When using variable 
character width, for example, in generating tables 
on the screen, it is essential that every entry in a 
column starts at the same doUdistance (and not 
the character distance) from the start of line. The 
82731 supports this requirem ent by p roviding a 
tab function using CSYN and CHOLD signals to 
synchronize with the reference clock (RCLK). 


The functionality of the 82731 is largely deter- 
mined by the complexity and the demands of the 
CRT controller it supports. Figure 1 shows the 
block diagram of the Video Interface Controller. 
The dot clock is generated by voltage controlled 
LC circuit connected at T 1 and T2. Another clock 
is generated which is crystal controlled and has 
frequency 1/8 of the dot clock. This is used to 
stabilize the dot clock using an on-chip phase 
locked loop (PLL). This two-oscillator concept 
enables the use of low cost, fundamental mode 
crystals even for generating frequencies up to 80 
MHz. 


It is possible to shift any scan line of any character 
by half a dot using the HDOT signal. This feature, 
known as character rounding, further enhances 
the quality of high resolution character displays. 
Other features, like character blinking, reverse 
video etc., which improve the readability of text on 
screen are directly supported by the 82731 using 
signals CRVV and RRVV from the Text Coproc- 
essor, processing them and affecting the final 
video signal to show the characters with the de- 
sired attributes. 


HSYNC 



Figure 3. CRT System Block Diagram 
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Clock Generation 

The most fundamental clock required to run the 
CRT display is the dot clock which provides the 
reference for the dot data to be shifted serially to the 
CRT In addition, it is the basis for the character 
clock (CCLK) and the reference clock (RCLK) 
required by the 82730. 

Dot Clock 

The dot clock is derived from an on-chip oscillator 
which runs at twice the normal dot clock (DCLK) 
frequency. A voltage-controlled LC circuit is con- 
nected to the T1, T2 pins, to create a voltage- 
controlled oscillator (VCO). The 82731 compares 
the phase of this oscillator with another on-chip 
oscillator controlled by a crystal attached to the XI, 
X2 pins. This oscillator runs at 1/8 the normal DCLK 
frequency to allow using inexpensive low-frequency 
crystals. The on-chip PLL circuit produces an error 
voltage via the VT pin which locks the VCO to the 
16th harmonic of the crystal frequency (see Figure 
4a). 


Alternatively the 82731 can be supplied with an 
external TTL-level clock at twice the normal DCLK 
frequency via the T1 pin, as shown in Figure 4b. 

> 

When the Double Width (DW) input is active, the 
DCLK frequency is divided to 1/2 its normal value. 
This affects the DCLK, CCLK, and VIDEO outputs, 
but not RCLK. 

Designing the Oscillator Circuit 

The whole external oscillator circuit consists of 
three parts: 

—the crystal circuit, / 

—the voltage controlled LC-circuit, and 
—the loop filter for the PLL. 

Figure 5a shows the general crystal circuit. The 
crystal must be a fundamental mode series resonant 
type with a resonant frequency of 1/8 of the desired 
dot clock frequency. The capacitor C x is necessary 
if a fine adjustment of the dot clock rate must be 



a) Internal Clock Generation 


b) External Clock Generation 


Figure 4. Clock Generation 
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Csijz 


R = 12 kfl 
C = 33 nF 
Cl = 100 pF 

▼ 

c) VCO circuit 

•mr 

d) PLL - loop filter 



PRINTED COIL 
TURNS I INDUCTANCE 


190 /uH 


TRACK WIDTH = 20 mils 
TRACE SPACING - 20 mils 


20 40 

10 20 


e) Example layout for printed circuit 


f) L/f-diagram 


Figure 5. Designing the Oscillator Circuit 
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made. Figure 5b shows an example how the dot 
clock frequency can vary with different values of Cx. 
The capacitors Cl and C2 may be necessary to 
suppress overtone oscillations if the crystal fre- 
quency is below 6 MHz. The exact values depend on 
the crystal used and must be determined empiri- 
cally. The recommended ranges are 0 to 10 pF for Cl 
and 0 to 100 pF for C2. 

The voltage controlled LC-circuit is shown in Figure 
5c. The effective resonant circuit consists of the 
inductance L, the capacitance Cd of the varactor 
diode and the parasitic capacitance Cp. Its resonant 
frequency is 


1 

fR = — ==r 

2ttVL • (Cd + Cp) 


where fR must be 2 * fDCLK. The value of Cp 
depends on many factors (e.g. layout, single/multi- 
layer board . . . ), thus it changes from application 
to application. However a value of 5 to 15 pF seems 
to be a good approximation. 


The value of DC (varactor diode) should be deter- 
mined at a control voltage of 2.5 V to get the lock- 
in-range as wide as possible. The variation of VT 
ranges from 1 V to VCC-1 which results in a min- 
imum frequency shift of about 6-8% in relation to 
the center frequency at 2.5 V. 


The value of the inductance L must be determined 
in such a way that the resulting center frequency 
lies as near as possible to the needed frequency 
fR = 2 x fDCLK to guarantee a stable dot clock 
under all operation conditions. Figure 5f shows a 
diagram that will help to find the needed induc- 
tance L. It is based on the use of a varactor diode 
(Siemens BB 505G) that has a capacitance of 12 pF 
at a control voltage of 2.5 V. The use of other diodes 
will of course lead to other diagrams. 


At dot clock frequencies higher than 50 MHz the 
needed inductance becomes lowerthan 100 ^H. In 
these cases it is better to integrate the inductance 
into the board layout. Figure 5e shows a possible 
layout for the external oscillator circuit and approx- 
imate (measured) values of the inductance of the 
printed coil (trace width and trace spacing 20 
mils). 


The loop filter converts the current pulses at the VT 
pin into the control voltage VT for the VCO. it is an 
essential part oNhe PLL and affects the lock-in- 


range and stability of the PLL. A second order filter 
that was found to work well under all operation 
conditions and over the full frequency range is 
shown in Figure 5d. 


Reference Clock (RCLK) 

RCLK is the reference clock output used to gener- 
ate video timing and to define screen columns for 
data formatting and tabulor locations. In addition, it 
is used to clock the field attribute signals into the 
82731. The period of RCLK is programmable from 6 
to 21 times the period of the dot clock, i.e. the RCLK 
hightime is 3 dot clock periods and the RCLK low-* 
time is programmable from 3 to 18 dot clock peri- 
ods. It is programmed via D4-D7 at the rising edge of 
CCLK, when PROG is active (see Table 1 and Figure 
6 ). 

The RCLK clock width should be programmed only 
once after a system reset. 


Table 1. Programming RCLK 


D7 

D6 

D5 

D4 

PROG 

RCLK Period 
(dot clocks) 

0 

0 

0 

0 

1 

16 

0 

0 

0 

1 

1 

17 

0 

0 

1 

0 

1 

• 18 

0 

0 

1 

1 

1 

19 

0 

1 

0 

0 

1 

20 

0 

1 

0 

1 

1 

21 

0 

1 

1 

0 

1 

6 

0 

1 

1 

1 

1 

7 

1 

0 

0 

0 

1 

8 

1 : 

0 

0 

1 

1 

9 

1 

0 

1 

0 

1 

1,0 

1 

0 

1 

1 

1 

11 

1 

1 

0 

0 

1 

12 

1 

1 

0 

1 

1 

13 

1 

1 

1 

0 

1 

14 

1 

1 

,1 

1 

1 

15 


Character Clock (CCLK) 

CCLK is the fundamental character clock output 
used to clock character and attribute information 
from the 87730. 

It is a rising edge triggered clock and inside the 
active character field its period is programmable 
from 3 to 18 times the period of the dot clock, i.e. the 
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CCLK hightime is 2 dot clock periods and the CCLK 
low time is programmable from 1 to 16 dot clock 
periods. 

When CSYN is active (normally outside the active 
character field) CCLK is forced to match RCLK. In 
this case the CCLK high time is 3 dot clock periods 
instead of 2. 

In order to support proportional spacing, the period 
of CCLK can be reprogrammed at the beginning of 
each CCLK cycle (i.e. at the beginning of each 
character) if PROG is inactive. 

Programming the character width is done via the 
clock width inputs W0-W3 according to Table 2. The 
W0-W3 input data is clocked into the 82731 at the 
rising edge of CCLK and defines the width of the 
currently displayed character (see Figure 7). 

If the width defeat attribute (WDEF) is active, the 
period of CCLK will be set to the programmed 
default value ignoring the clock width inputs WO- 
WS. This value is programmable from 3 to 18 times 
the period of the dot clock via the D0-D3 inputs, 
when the PROG input is active (see Figure 6). 

The default CCLK width should be programmed 
only once after a system reset. 

The CCLK clock period will be doubled if the double 
width attribute (DW) is asserted at the rising edge of 
CCLK. 

NOTE 

If width of CCLK is programmed to 17 or 18, 
zeros are shifted out from the internal shift 
register after the 16 data bits and displayed 
according to the attribute signals. 

Clock Initialization Sequence (PROG) 

After power on the width of RCLK is a random value 
between 6 and 21 and the width of CCLK is a ran- 
dom value between 3 and 18. 

The 82731 should be initialized in the following way: 

• Activate the CSYN signal. CCLK is forced to 
match RCLK, which has a minimum clock width 
of 6 dot clock periods. 

• Apply the clock width informations to D0-D3 
and D4-D7 according to tables. 

• Activate the PROG signal. The default width of 
CCLK and the width of RCLK are programmed 
at the next rising edge of CCLK (see Figure 6). 

• Remove the PROG signal. 

CSYN can be removed at the beginning of the next 
active data field. 


Table 2. Programming CCLK 


PROG = 1 

D3 

D2 

D1 

DO 

CCLK Period 
(dot clocks) 

PROG = 0 

W3 

W2 

W1 

WO 


0 

0 

0 

0 

16 


0 

0 

0 

1 

17 


0 

0 

1 

0 

18 


0 

0 

1 

1 

3 


0 

1 

0 

0 

n 


0 

1 

0 

1 

5 


0 

1 

1 

0 

6 


0 

1 

1 

1 

7 


1 

0 

0 

0 

8 


1 

0 

0 

1 

9 


1 

0 

1 

0 

10 


1 

0 

1 

1 

11 


1 

1 

0 

0 

12 


1 

1 

0 

1 

13 


1 

1 

1 

0 

14 


1 

1 

1 

1 

15 


Note. 

PROG = T Programming the CCLK default clock width 
during the initialization phase via D0-D3 at the 
4 rising edge of CCLK. 

PROG = 0. Programming the clock width of the current 
CCLK cycle via W0-W3 at the rising edge of 
CCLK 


Character Data Signals 

The character data signals are normally provided by 
the character ROM and clocked into the 82731 at the 
rising edge of CCLK. 

The character data signals consist of: 

• the character data lines (D0-D15), 

• the character width information (W0-W3), and 

• the half dot shift signal (HDOT). 

Dot Data (D0-D15) 

The dot data signals will be clocked into the 82731 
via the D0-D15 inputs at the rising edge of CCLK. 
The actual character width is defined by the W0-W3 
inputs or the default width information previously 
programmed. The dot data will be displayed depen- 
dent on the control signals and on the correspond- 
ing attribute information. The data bits are serially 
shifted out at the video output starting with DO. 
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AFTER POWER ON: 
UNDEFINED RCLK AND CCLK 
CLOCK WIDTH 


SYNCHRONIZE RCLK 
AND CCLK 


PROGRAM CCLK DEFAULT 
WIDTH (D0-D3) AND RCLK 
WIDTH (D4-D7) 


Figure 6. Clock Initialization 



Figure 7. Action of Clock Width Inputs W0-W3 on CCLK 
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If CCLK width is greater than 16, zeros are shifted 
out for the rest of the dot clocks and displayed 
according to the attribute signals. 

Character Width (W0-W3) 

The W0-W3 inputs are clocked into the 82731 at the 
rising edge of CCLK and determine the width of the 
currently displayed character. 

Half Dot Shift (HDOT) 

The half dot shift signal is clocked into the 82731 at 
the rising edge of CCLK. When the half dot shift 
signal is active (high), the output of the video data 
will be delayed by half a dot time. The first dot of the 
character dot line is transmitted for one and a half 
dot clock period while the last dot of this character 
dot line is displayed for half a dot clock period. The 
remaining character dots are transmitted for one 
dot clock period and thus are shifted by half a dot. 

The HDOT signal is not a character attribute signal, 
because it can change from scan line to scan line of 
a character. Thus it is reasonable to generate it from 
the character ROM, together with the dot 1 data and 
the width information. 


Character Attribute Signals 

These signals are clocked into the 8&731 at the ris- 
ing edge of CCLK. Thus they are valid for the next 
character only. 

The character attribute signals consist of- 


• character blanking CBLANK, 

• character reverse video CRVV, 

• double width DW, and 

• width defeat WDEF. 


Outside the active character field (which is defined 
by the CSYN signal) all character attribute signals 
are ignored. 

Character Blanking (CBLANK) 

If CBLANK is active (high), the blank attribute will 
produce the effect of blanking the display of the 
character When the CBLANK attribute is active, the 
corresponding dot data information D0-D15 will be 
as if all zeros were forced at the inputs. The video 
output can be inverted to all ones by simultaneously 
activating the CRVV attribute. Independent of these 
character oriented operations the video output sig- 
nal is also affected by the RRVV field attribute signal. 



WIDTH OF CHARACTER IS 5 DCLK PERIODS 
CHARACTER DATA D4-D0 = ODH 

(1) 1-1/2 DCLK 

(2) 1/2 DCLK 



Figure 8. Function of HDOT on VIDEO 
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Character Reverse Video (CRVV) 

CRVV is an active high signal. In the character field, 
the CRVV attribute will produce the effect of revers- 
ing the polarity of the display during the transmis- 
sion of the current character. CRVV is also effective 
together with the CBLANK attribute (see CBLANK 
description) and the RRVV signal. Outside the char- 
acter field, the CRVV attribute is ignored. 

Although the CBLANK signal is normally a charac- 
ter attribute, it may change from dot line to dot line 
of a character. Thus one or more underlines or cur- 
sors Can be generated by the CRT controller activat- 
ing CBLANK and CRVV 

Double Width (DW) 

The dot clock frequency and the CCLK frequency 
will be halved when the double width attribute is 
active (high), producing characters that are twice as 
wide. The period of RCLK is not changed (see Fig- 
ure 9). 

Width Defeat (WDEF) 

The WDEF attribute signal is clocked into the 
SAB 82731 at the rising edge of CCLK. When the 
width defeat attribute is active (high), the width of 
CCLK will be set to a default width value pre- 
viously programmed (see figure 10). 

Field Attribute Signals 

The field attribute signals are clocked into the 82731 
with the rising edge of RCLK. Thus the attributes are 
valid for a specific part of the screen independent of 
how many characters are displayed within this part. 


The 82731 supports two field attributes: 

• field reverse video RRVV, and 

• clock synchronization CSYN. 

Row Reverse Video (RRVV) 

RRVV control signal is clocked into the 82731 at the 
rising edge of RCLK. It immediately affects the dis- 
play by the polarity of the video eoutput in both the 
character field and the border of the display. It is an 
active high signal. 

Clock Synchronization (CSYN) 

CSYN is a field attribute signal, because it defines 
the active character field in addition to its function of 
synchronizing CCLK and RCLK. 

CSYN must be inactive (low) during the display of 
characters. At the first rising edge of RCLK after 
CSYN is deactivated (low), character data is latched 
into the 82731, beginning the display of the active 
character field (see Figure 11). At the next rising 
edge of RCLK after CSYN is activated (i.e. at the 
end of the character field), the video output is 
forced to zero or, if the RRVV control signal is 
active, to a high level. The currently transmitted 
character will be truncated at this location. At the 
same time, CCLK will be forced to match RCLK 
starting with the next rising edge of RCLK (see 
Figure 11). While CSYN is active all character 
attribute and data signals are ignored and only 
the field reverse video signal (RRVV) affects the 
video output. 

Before the deactivation of CSYN, the data and 
attribute pipeline has to be filled by the CRT con- 
troller with the information of the first character. 
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AT (CCLK?), WDEF - 0 AT (CCLKf), WDEF = 1 AT (CCLKt)<W3:W0> 

AND <W3:W0> DEFINES CCLK WIDTH DEFINES WIDTH OF CCLK 

DEFINES THE CCLK AS THE DEFAULT VALUE (5) when WDEF = 0 

WIDTH AS 3 IGNORING <W3:W0> 

The default width of CCLK was previously defined as 5 


Figure 10. Function of WDEF 


Tabulator Function 

The 82731 supports tabulator functions by provid- 
ing the CHOLD (character clock inhibit) input. 


CCLK Inhibit (CHOLD) 


When the CHOLD signal is activated (low) it inhibits 
CCLK and thus freezes the information pipeline 
between CRT-controller and 8 2731 un til the next 
tabulator location is reached. CHOLD Has to be 
activated simultaneously with the display of the 
TAB-character. If the TAB-character doesn’t consist 
of all zeros, it must be blanked by activating 
CBLANK. 

The width of the TAB-character can be determined 
by W0-W3 or by activating WDEF. 

the CHOL?) signal is provided by the 82730 and it is 
assumed to be triggered with the rising edge of 
CCLK (Fiqure 12). With the same edge of CCLK, the 
TAB-character will be latched into the 82731. Thus 
the TAB-character will be displayed completely and 
the CCLK will be inhibited until reaching t he speci- 
fied tabulator location, which is defined by CHOLD 
inactive (high) at the rising edge of RCLK. 

In the timing diagrams it is assumed that CHOLD is 
deactivated by the falling edge of RCLK. Figure 12 


shows the normal case where the display of the 
TAB-cha racter is finished before deactivation of 
CHOLD. The gap between the TAB- and the follow- 
ing character is normally blanked. In this scheme 
the TAB-character will be handled by the 82731 like 
each other character (attributes operate normally). 


In case of CHOLD active width less than the TAB- 
character width the TAB-character will be also dis- 
played completely. However, we have to distinguish 
three different cases: 

1) TAB-character is terminated before reaching 
TAB-location. The next character will be dis- 
played as described before. In the gap the video 
output is normally blanked. 

2) TAB-character is finished exactly at the TAB- 
location. The next character will be displayed 
immediately without delay. 

3) TAB-character is not terminated when 
reaching the TAB-location (see Figure 13). The 
following character will be displayed subse- 
quently after the display of the TAB-character 
(i.e. the start of the following character is not at 
the TAB-location). 


If the CHOLD signal is not deactivated the video 
output will be continuously blanked. In the gap 
between the end of the TAB-character and the TAB- 
location all character attribute signals will have no 
effect on the video output signal If the RRVV control 
signal is active the video output signal is inverted. 
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Figure 11. Function of CSYN 



(LAST CHARACTER MAY BE 
TRUNCATED) 
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TAB REQUEST 


END OF TAB CHARACTER 


TAB LOCATION 

START OF NEXT CHARACTER 


(1) TAB character is displayed completely - video output is blanked 

(2) Video output is blanked 

(3) Next character 

(4) Default width: 7, TAB character width defined by WDEF 



TAB LOCATION 


NOTE: 

(1) TAB character is displayed completely - video output is blanked 

(2) Next character is displayed (not on TAB location) 

(4) Default width = 11. 


Figure 13. Function of CHOLD with CHOLD Width Less than Character Width (Case 3) 
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Video Output 


The video output provides an ECL-oriented signal attribute processing the external logic can be ECL- 
(see Figure 14) and is matched to drive a 50 Ohm or STTL-compatible. 
coax cable (see Figure 15). In case of external 



Figure 15. A Video Output Load 
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ECL LOGIC 


VCC 


VCC 



Figure 15. B Proposed Converter for Video Output to TTL Level Output 


icc vcc 



Figure 16. TTL-Level-Output Test Load 
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ABSOLUTE MAXIMUM RATINGS 

Temperature Under Bias 0°Cto70°C 

Storage Temperature -65°Cto +125°C 

All Output and Supply 

Voltages -0.5Vto+6V 

All Input Voltages ; - 0.6V to + 5.5V 

Power Dissipation 1.75 Watt 


*NOTICE: Stresses above those listed under 
“Absolute Maximum Ratings” may cause perma- 
nent damage to the device. This is a stress rating 
only and functional operation of the device at these 
or any other conditions above those indicated in 
the operational sections of this specification is 
not implied. Exposure to absolute maximum rating 
conditions for extended periods may affect device 
reliability. 


D.C. CHARACTERISTICS (V cc = 5V ± 10%, T A = 0°C to 70°C) 


Symbol 

Parameter 



Units 

Test Conditions 

V c 

Input Clamp Voltage 


-1 

V 

l c = -5 mA 

If 

Forward Input Current 



mA 

V F = 0.5V 

*R 

Reverse Input Current 




V R = v cc 

VOL 

Output Low Voltage 

CCLK 

RCLK 

VIDEO 



V 

V 

< < 

E E 

CO ^ o 
- II II II 

— 1 — 1 _J 

_o_o _o 

X 

o 

> 

Output High Voltage 
CCLK, RCLK 
VIDEO 



V 

l 0H = - 400 fi A 
•oh =° 

V,L 

Input Low Voltage 


0.8 

V 


V,H 

Input High Voltage 

2.0 


V 


•cc 

Power Supply Current 


300 

mA 


z 0 

Output Impedance VIDEO 

40 

70 

fi 


C IN 

Input Capacitance , 


15 

PF 

f c = 1 MHz 
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A.C. CHARACTERISTICS 

T A = 0 to 70° C; V cc = 5V ± 10%. All timings measured at 1.5V unless otherwise noted. 




Limit Values 





82731 

82731-2 


Test 

Conditions 

Symbol 

Parameter 

Min. 

Max. 

Min. 

Max. 

Unit 

Tdhdh 

DCLK cycle period 

20 

125 

12.5 

125 

ns 

- 


CCLK cycle period 

3 

18 

3 

18 

BM 


t clch 

CCLK low time 


16 Tdhdh 

Tdhdh 
- 10 

16 T dhdh 

ns 


t chcl 

CCLK high time 

2 t dhdh 
-5 

- 

2 Tdhdh 
— 5 

- 


Fig. 17 

Trhrh 

RCLK cycle period 

6 

21 

6 

21 

Tdhdh 


Trlrh 

RCLK low time 

3 T dhdh 
- 10 

16 Tdhdh 

3 T dhdh 
- 10 

16 T dhdh 



Trhrl 

RCLK high time 

3 T DHDH 

— 5 


3 T dhdh 
-5 




Tdrch 

Data and attribute 
input set up time 

25 


20 



■ 

t chdx 

Data and attribute 
input hold time 

0 


0 



H | 

t hlte 

CHOLD active before 
end of TAB-character 


- 



ns 

m 

Thlhh 

CHOLD pulse width 

25 


20 




Thhrh 

CHOLD inactive set up 
before rising edge of 
RCLK 






il. 

Thlrh 

CHOLD inactive hold 
time after rising edge of 
RCLK 

0 


0 




Tchw 

Video output valid after 
rising edge of CCLK 


10 


6 


Video output 
measured at 
V cc ~0.4V 

Tqloh 

TTL-output rise time 



10 


Fig. 17 

Tohol 

TTL-output fall time 

- 


- 


ns 


Tvlvh 

Video output rise time 


5 


3 


Fig. 18 

Tvhvl 

Video output fall time 
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VCC - 0.2V 

vcc 

VCC - 0.6V 


V ^VCC - 0 . 3 V vcc-ojvW 

-0.4V ¥ > TEST POINTS < Y 

. o. 6 V Avcc-o. 5V Yfig ■ 9-5v/\ 


Figure 19. TTL-Level-Output Load Circuit 


Figure 20. ECL-Level-Output Load Circuit 
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Figure 21. Basic Timing 
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Figure 22. Timing on CHOLD 
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Figure 23. Example Interface to 8275 
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COMPONENTS SPECIAL 

• Capacitors • Precision resistors • Shielding materials 
• Selecting electrolytics • Power MOSFETs for switchers 
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Design 


The first chip dedicated to text manipulation, the 82730 operates 
as a coprocessor to a host CPU and executes many high-level 
commands that reduce the software needed for processing text. 


Text coprocessor brings 
quality to CRT displays 


The quality of text in 
raster-scanning CRT 
displays has always 
been a tradeoff against 
the complexity, perfor- 
mance, and cost of the 
associated video sys- 
tem. By allocating 
many of the complex 
display functions to 
firmware, a dedicated 
text coprocessor chip, 
the first of its kind, re- 
places printed-circuit 
boards that contain 
more than 100 ICs 
while increasing sys- 
tem performance by re- 
lieving many of the 
host processor’s text 
manipulation tasks. 

The chip thus makes 
possible the high qual- 
ity and high perfor- 
mance sought, without 
the need to compro- 
mise because of high design complexity and high 
cost of text-processing hardware. 

Though its speed makes the 82730 text co- 
processor beneficial on its own, its utility can be 
enhanced considerably when working with the 
82731 video interface controller. Together they pro- 
vide proportional spacing, simultaneous subscript 
and superscript displays, dual cursors, dynamically 
reloadable character fonts, and user-programmable 
field and character attributes. By adding still an- 

Anand Balaram, Product Marketing Engineer 
Andrew Volk, Project Manager 
Intel Corp. 

3065 Bowers Ave., Santa Clara, Calif. 95051 


other chip, the 82720 
graphics display con- 
troller, the device can 
display high-resolution 
graphics and text at the 
same time. 

Housed in a 68-pin 
package, the 82730 text 
coprocessor combines a 
direct memory access 
channel and a processor 
bus interface that per- 
mit it to fetch its own 
instructions and data 
from the host system’s 
memory, independent 
of and in parallel with 
the host CPU. 

The two processors 
communicate through 
messages— commands, 
parameters, and status 
words — which are 
placed in a communica- 
tion block inside a 
shared memory. The 
host issues commands by preparing messages, stor- 
ing them in the communication block, and directing 
the coprocessor's attention to them by activating a 
Channel Attention signal, which is implemented in 
hardware. In return, the coprocessor sets a flag in 
the shared memory that notifies the host when it 
has executed the command. . 

The 29 high-level commands built into the 82730 
break down into two groups: channel commands, 
which work at the system level to start and stop the 
display and to communicate status and similar 
information, and data-stream commands, which 
are incorporated directly into the display-data 
strings to govern the DMA process and control row 
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characteristics, character attributes, and so on. 

The 82730 resides on a local system bus with the 
host microprocessor, such as the 80186 CPU, and 
therefore provides the same address, data, and 
control signals as the main processor. By handling 
several of the tasks typically done by the host 
processor — like DMA control and display 
formatting— it leaves the host free for other tasks. 

For example, when the coprocessor is configured 
to share the CPU bus, a portion of the host micro- 
processor bus bandwidth must be devoted to the 
DMA process that refreshes the CRT. However, the 
82730’s high-speed intelligent DMA controller 
(operating at a maximum data rate of 4 Mbytes/s) 
helps minimize the time spent executing the re- 
fresh operation, while simultaneously handling the 
formatting of the display data. A different ap- 
proach involves a dual-ported memory architec- 
ture, which places the memory between the CPU 
and the coprocessor. That completely frees the 
processor bus of the refresh activity, allowing the 
host more time to execute other tasks. It has become 
a more cost-effective method, as some dynamic 
memory controllers now contain dual-ported arbi- 
tration logic on chip. 

Inside the chip 

The basic architecture of the coprocessor is di- 
vided into two main parts: a memory interface and 
a display generator section (Fig. 1). The memory 
interface lets the coprocessor and the system pro- 


cessor communicate via the shared memory. The 
display generator, in turn, responds to the data 
provided by the memory interface and carries out 
the display operations. 

The memory interface actually comprises two 
smaller subsections, a bus interface unit and a 
microcontroller unit. The bus interface provides an 
intelligent connection from the 82730 to the host 
processor bus and also buffers the data transfer 
requests from the microcontroller. Upon initial- 
ization, the bus interface can be programmed for 8- 
or 16-bit data and 16- or 32-bit addresses. Further- 
more, the host interface can be configured for 8- or 
16-bit-wide data buses, making the coprocessor 
compatible with 8- or 16-bit host processors, like 
the 8088/80188 and the 8086/80186. Running at 8 
MHz maximum in 16-bit systems, the 82730 handles 
the maximum DMA rate of 4 Mbytes/s. 

The microcontroller unit stores the micro- 
instructions for/ the 82730’s high-level operations. 
The microcontroller’s internal processor manages 
the memory transfers, interprets the commands 
embedded in the data stream, and executes those 
commands by sending data to the appropriate con- 
trol registers or display data buffers. To optimize 
the transfer of data between the system and the 
CRT interface, the coprocessor uses three clocks— 
one for the host interface, the other two for video 
data. The memory interface section runs from the 
bus clock, the CRT interface operates from a refer- 
ence and a character clock. 



1. Divided into two main sections— a memory interface unit and a display generator— the 
82730 text coprocessor can operate at optimum speed since each section can function 
independently at a different clock speed. 
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Although the coprocessor packs a considerable 
amount of processing power on a single NMOS chip, 
it cannot handle the high video dot rate needed to 
deliver high character counts to the CRT display. 
For that, it needs the 82731 video interface control- 
ler, which gains its high speed and drive capability 
from bipolar technology. In addition, the combina- 
tion of the 82730 and 82731 succeeds in reducing the 
video interface to just a few latches and a software 
character generator residing in RAM or ROM 
(Fig. 2). 

Inside the 82731 are the reference- and character- 
clock generators, a video shift register, and all 
attribute logic (Fig. 3). Housed in a 40-pin package, 
the circuit offers TTL-compatible inputs and out- 
puts except for the video output, which is ECL- 
compatible and provides a dot-shift clock rate of 50 
MHz maximum on characters up to 16 dots wide. 
The circuit proportionally spaces characters by 
accepting the width sent from the character gener- 
ator and sending an appropriate character-clock 
output whose period determines the variable width 
of the character to be displayed. 

The video interface controller can employ an 
inexpensive, low-frequency crystal and internally 
multiply that frequency to generate the high- 
frequency dot clock. It also supports control func- 
tions such as screen reverse video, synchronized 
character field, and tabbing operations. The dot 
clock drives the internal video shift register, the 
character clock controls the unloading of data from 


the row buffers in the 82730, and the reference clock 
establishes the raster and screen formats. The 
reference clock also supplies the basic timing for 
the horizontal sync, blanking, border, and active 
display time. The corresponding vertical 
attributes— except border— are driven by the hori- 
zontal line time. All seven of these screen parame- 
ters are programmable by the system designer with 
the 82730. 

System interfaces are simple 

As a coprocessor, the 82730 has the same bus- 
control signals as an 80186 host processor and thus 
can share the system-bus controllers, drivers, and 
latches. The host processor and the 82730 arbitrate 
for control of the local bus through the Hold and 
Hold Acknowledge lines (HLD/HLDA). The Chan- 
nel Attention (CA) and System Interrupt (SINT) 
control lines complete the wired interface. With 
this configuration, the 82730 has access to all the 
memory that the 80186 CPU has available. 

Anytime the CPU wants to send a message to the 
82730, it writes the command and busy flag into the 
82730 command block and then pulses the co- 
processor’s CA input to inform it that a message is 
waiting. The 82730 then raises the HOLD output 
and waits for access to the bus. When the CPU 
relinquishes the bus, it raises the HLDA input of 
the 82730. 

Once the 82730 becomes active, it transmits the 
command block address that was stored in its 
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controller 
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2. A typical system built around the 82730 and the 82731 video interface controller requires very few 


82731 

video interface 


v V* ...» v, 

controller 
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additional ICs to mate with a host processor like the 80186. Only the system bus drivers, some latches, and 
a character generator are needed. 
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registers during initialization. That address, in 
conjunction with the appropriate memory control 
signals— including read or write strobes, lower or 
upper address latch enables, upper address output, 
or data enable output— will either read the com- 
mand block or write to it. All these signals are 
coordinated by the bus clock. 

Whenever the 82730 must send status informa- 
tion to the host CPU, it gains control of the bus and 
places the data into the status location in the 
command block. The bus is then released and the 
coprocessor notifies the CPU through the SINT 
signal. When the coprocessor is using a dual-ported 
memory to communicate with the 82730, the HOLD 
and HLDA signals are not employed. Instead, the 
82730 accesses the dual-ported memory directly 
rather than acquiring the bus from the CPU. 

When the display process is activated, the co- 
processor uses its built-in DMA capability to fetch 
display data from the memory. The data consists of 
character data mixed with data-stream commands; 
embedded data-stream commands provide the flex- 
ibility to manipulate data on the fly. 

Soft fonts loaded 

The 82730 also permits soft fonts to be auto- 
matically loaded into RAM-based character gener- 
ators. Addresses and data stored in the system 
memory are then loaded into the row buffers of the 
coprocessor. During blanked rows (generally during 
the vertical retrace), address information is loaded 
into a latch and data is written to the character 
generator. 

The 82730’s dual row buffers help reduce the 
bandwidth and access time requirements for the 
system memory. The data stored in one buffer is 
being used to display a row on the screen while the 
second buffer is being loaded, by the micro- 
controller, with the next display row from the 
system memory. Up to 200 characters can be stored 
and displayed by each row buffer. Furthermore, 
since the display generator section operates asyn- 
chronously with the microcontroller unit, each can 
operate at optimal speed. Processing is syn- 
chronized by internal flags and shared internal 
storage, and data' that will be displayed is ex- 
changed through the row buffers. 

The coprocessor’s display generator handles the 
data that defines the timing and the operation of 
the CRT interface. That data, which is stored in the 
display characteristics registers of the chip, con- 
trols every aspect of the display— from the screen’s 
format to the blink rates of the characters and 
cursors. All the parameters that define the initial 
display characteristics can be set by one 
command— MODEST— thus reducing the time and 
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3. The 82731 video interface controller is manufactured with 


bipolar technology, enabling it to handle video dot rates of 
50 MHz and higher, which are needed by high-character- 
count displays. The controller serializes the parallel 
character outputs from the coprocessor and adds the 
desired attributes to each character. 


effort required to establish a screen format. 

Beneath the simplicity of the hardware shown in 
Fig. 2 are the high-level instructions— channel 
commands— and the data-stream commands. When 
combined with a table-driven linked-list data struc- 
ture, they ease software development. 

Central to the software is the command block, 
through which all channel commands are trans- 
ferred between the coprocessor and the host. This 
block is located within the shared memory, and its 
exact position is set during the 82730’s initialization 
routine (Fig. 3a). Once established, it contains all 
the information needed to start the display-data 
fetch; to communicate status, interrupt, and cursor 
position information; and to give the location of the 
piode block, which contains all the parameters for 
setting up the display. The START DISPLAY channel 
command begins the sequence (Fig. 3b). 

Since the display data is set up within linked 
lists, the coprocessor can rapidly change any of the 
lists without shifting huge amounts of data. The 
display fetch starts with the value of the list-switch 
bit which selects one of two list-base pointers in the 
command block.' The pointer points to its string 
pointer list; the pointers in that list direct the 
on-chip DMA to the data strings containing the 
desired display data and data-stream commands. 
The programmer can modify one pointer list while 
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displaying from the other, and can also switch 
screens merely by changing the list-switch bit, thus 
eliminating time-critical data manipulations. 

Two data-stream commands— End of String 
(EOS) and End of Row (EOR)— are key to the linked 
list and DMA activities. Strings are a logical con- 
cept: they contain blocks of contiguous data stored 
anywhere in memory. In contrast, rows are a phys- 
ical concept and represent a block of characters 
that make up a physical row on the screen. Many 
strings can exist in a display row, or many rows in 
a string. (Only the extra DMA overhead of fetching 
the new string pointer sets a practical limit on the 
number of strings in each row.) 

The actions of the two commands are indepen- 
dent. End of String tells the 82730 to get the next 
string pointer from the list, and from there, the 
next data string. End of Row suspends the DMA 
until the row buffers are swapped at the end of the 
current row. The DMA then takes over, into the 
new row buffer. 

String manipulation fosters high speed 

Strings are commonly the next level of text 
organization above single characters. With the 
82730, a string can be as small as a character or it 
can be a word, row, sentence, paragraph, or a page 
of characters. These high-level entities can be 
moved merely by manipulating a small string 
pointer table (Fig. 5). The heart of the algorithm 
for word wraparound, a common feature in text 
processors, can easily be accommodated by a single 
command such as the String Compare command of 
the 80186. Word wraparound is then achieved by 
scanning the data (not moving it) and manipulating 
a few pointers. Earlier system designs would have 
required a multiple-instruction software loop that 
scanned and moved every individual character. 

An extension of the linked list allows pro- 
grammers to set up several independent data win- 
dows on the CRT screen in a virtual screen mode. 
That feature is especially helpful if a user wants 
both a menu window and one or more work-space 
windows. Such a scheme saves a lot of time for the 
end user— eliminating the back-and-forth move- 
ment between menus and working text. To set this 
up, several data structures, each with its own 
command block, can be accessed in a table-driven 
sequence to put data in a given window on the 
screen (Fig. 6). 

The string list and data strings are the same for 
regular or virtual modes; only the structure of their 
command blocks differs. Thus, each virtual window 
can be an independent software entity in the sys- 
tem, and the 82730 can present these independent 
data bases simultaneously. 



4. Both the host CPU and the coprocessor go through an 
initialization sequence when the computer system is reset 
(a). The coprocessor then looks for a START DISPLAY 
command so that it can load the various data strings from 
the system memory into the display generator section, 
attach attributes, and display the data on the CRT (b). 
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Text coprocessor 


Multiple 82730s can also be used in a single 
system. Up to four devices can be clustered in a 
single system, with one serving as a system master 
and the others as slaves. The data for this cluster 
can be interleaved, permitting the cluster to work 
from one data base to get more characters per 
screen or more bits per character. Also, in the slave 
mode, the 82730’s video outputs can be synchronized 
to an external video signal, giving the system such 
capabilities as mixed text and graphics, broadcast 
subtitling (text overlay), and overlays for video 
recording. 

Attributes enhance display quality 

The designers of the 82730 have given it the 
ability to highlight various areas of an on-screen 
document through the use of character and field 
attributes. In the 16-bit data word, for example, 
only the most significant bit is committed; it serves 
as the command or data designator. If set to 1, the 
word is a data-stream command, with the remain- 
ing 15 bits becoming one of the predefined in- 
structions. However, if the MSB is 0, the other bits 
are at the discretion of the designer, who may 
choose which and how many are needed for charac- 


ter codes, attributes, or user-defined functions. 

The 82730’s six predefined attributes— reverse 
video, invisible, blinking character, two underlines, 
and a special graphics, character— can be pro- 
grammed to respond to any of the 15 bits, or they 
can be completely disabled. In addition, they can be 
set character by character or through a field- 
attribute mask. All can ^>e attached to any charac- 
ter. The blinking character can be programmed for 
a wide range of duty cycles and blink rates* The two 
underlines can be independently positioned any- 
where in the row height, and the position can be 
changed, from row to row. Thus the underline can 
be doubled or serve as a strike-through line, a 
fraction line, or an overbar. One of the underlines 
can also be programmed to blink at the same rate 
as a blinking character. 

The graphics character is relatively important, 
since it permits character information to be dis- 
played to the full height of the row. It causes the 
chip’s line-counter output to count from zero at the 
top of the display row continuously through to the 
bottom of the row. When used with special charac- 
ters, this attribute allows business forms and 
graphs to be easily constructed. 



5. If a character or word must be inserted near the beginning of a screen of text, only the 
list pointers must be changed to add the item. In older systemsV all the characters following 
the insertion or deletion were shifted in the memory to revise the display. 
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Text coprocessor 


Another capability of the 82730 is subscript and 
superscript characters, done by manipulating the 
line-counter outputs. The SUB SUP N data-stream 
command declares which and how many pairs of 
characters will be displayed simultaneously as sub- 
scripts and superscripts. 

Proportionally spaced displays could cause some 
subscript and superscript characters to have differ- 
ent widths and thus disrupt the vertical alignment 
of a character pair. A special output of the 82730 
called Width Defeat prevents that misalignment by 
causing the 82731 video interface controller to en- 
force a predefined width— programmed upon sys- 
tem initialization— during the display of subscript 
and superscript characters. 

The proportional spacing is performed by the 
reference and the character clock. Used to shift out 
the character and attribute data, the character 
clock operates during the display field. Its fre- 
quency can vary character by character, up to a rate 
of 10 MHz, to set the width of the character 
currently being displayed. The video interface con- 
troller takes the character width information that 
has been supplied by the character generator and 



6. The virtual window capability of the 82730 lets the user 
arrange independent areas in the system memory that can 
be displayed simultaneously on the CRT monitor. 


produces a variable width character clock that 
supports the proportional spacing. This approach 
also greatly reduces system complexity and cost 
compared with previous designs. 

Screen and row formats are flexible 

The reference clock signal in a system that con- 
tains the 82730 and 82731 chips is a constant- 
frequency clock that forms the time base to gener- 
ate the horizontal scan lines and vertical frame 
periods. One scan line can last for 256 reference 
clock periods, and one frame can contain up to 2048 
scan lines. Within these periods, the respective 
synchronization pulses and the border and charac- 
ter fields can be set anywhere within that range. 
All these timing relationships, including the scan 
and frame periods, can be changed on a frame-by- 
frame basis to suit changing applications. 

The screen format is flexible all the way down to 
the row level. For instance, the height of a row (up 
to 32 scan lines) and the vertical position of the 
characters within that row can be changed from 
row to row by a single data-stream command called 
FULROWDESCRPT. In addition, the command lets 
the programmer set the starting and ending scan 
lines within the row for the normal, subscript, and 
superscript character fields and the two cursors. 

The same data-stream command that defines the 
row characteristics can also be used to blank the 
row, display it as reverse video, double its height 
(for up to 64 scan lines per row), or eliminate the 
proportional spacing. 

Graphics, too, can be handled by the 82730, al- 
though flexibility and resolution are not as high as 
with the 82720 graphics display processor. Business 
applications typically need graphics that are no 
more complex than two- or three-dimensional 
charts or business forms. These formats can be 
stored as special characters in a standard font set 
for the character generator. Even more complex 
graphics can be handled through the use of mosaic 
graphic cells, which can be stored in RAM to permit 
alterations. Of course, as in most systems using 
floppy-disk systems for main storage, the desired 
fonts or graphics forms can be saved on the disks 
and downloaded as needed for the display. 

There are many applications that also require a 
simple graphic display along with text— signature 
verification on banking terminals and general- 
purpose credit verification, for example. □ 
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PROCESSING • 

VLSI Coprocessor 
Delivers High Quality Displays 


Many microprocessor-based systems 
today use VLSI technology in pro- 
cessing and^ memory components. 
However, designers of subsystems 
have, up until now, not been able to 
incorporate this technology into 
their products because of the lack of 
available ICs. When, in 1981, NEC 
introduced the 7220 graphics display 
controller, users found that they 
could bolster system performance 
by off-loading graphics control 
chores from the system CPU. Sec- 
ond-sourced by Intel as the 82720, 
the chip uses its own drawing 
processor to access the required 
positions in the bitmap and han- 
dles both processing and display 
functions. 

Now, Intel is poised to introduce 
a text coprocessor, the 82730, which 
is specifically tailored to execute 
data manipulation and display tasks. 
Lucio Lanza of Intel explains, } In 
an intelligent terminal or worksta- 
tion, the CPU spends a lot of its 
time manipulating both graphics 
and text. We have identified these 
areas in terms of CPU use and we 
have distributed these blocks so that 
the CPU is not overburdened.” 

Coprocessors fall into two cate- 


Andrew Wilson 
Technical Editor 


gories based on their architecture 
and operation. One type expands 
the microprocessor’s own architec- 
ture by adding additional hardware 
and instructions. This type of tight- 
ly coupled coprocessor can be 
thought of as a transparent expan- 
sion of the microprocessor’s archi- 
tecture and works in sychronization 
with the CPU. Intel’s first such co- 
processor, the 8087, was designed 


for numerics processing and in- 
creased the microprocessor’s math 
performance as much as 100 times. 

The second type of coprocessor 
independently fetches its own data 
and sends instructions in parallel to 
the microprocessor. It therefore al- 
lows the microprocessor to process 
the tasks it handles best and dele- 
gate to the coprocessor the task it is 
best equipped to handle. In this cate- 



FIGURE 1 : Block diagram of the 82730. 
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FIGURE 2: Building block approach. 


gory are I/O channel coprocessors 
and others that deal with communi- 
cations and text processing tasks. 

“The 82720 is not yet at this lev- 
el,” Lanza said, “since it does not 
have the capability of going to mem- 
ory and extracting its own instruc- 
tion and executing it — it needs 
something to spoon feed it.” 

Coprocessors of the second cate- 
gory do not monitor the CPU in- 
struction stream. Instead, they are 
linked to the CPU via messages pre- 
pared and stored in shared memory. 
The CPU will prepare data and high 
level directives and then place them 
in memory. Upon completion of this 
control block, the CPU will alert the 
coprocessor by signaling it through a 
common channel attention line. 
From that point on, the coprocessor 
works on its own, fetching required 
data and instructions and then ex- 
ecuting those instructions. 

It is not synchronized with the 
CPU but works asynchronously and 
independently. When the coproces- 
sor completes its task, it informs the 
CPU by signaling on the CPU’s in- 
terrupt line. 

The rationale for designing a co- 
processor with one or the other ar- 
chitectures depends on the applica- 
tion requirement. Tightly coupling 
the coprocessor with the CPU gives 
the advantage of a short coprocessor 
preparation time but has the draw- 
back of consuming the CPU’s bus 
bandwidth. 

In the case of numeric process- 
ing, the speed of executing the float- 
ing point algorithm is of paramount 
importance. Reducing the prepara- 
tion time of the coprocessor task is 
the key because of the number of 
microseconds it takes to execute the 
task. Rapid algorithmic execution 
requires tight coupling. In the appli- 
cation of the I/O related coprocessor, 
the task execution time is much 
longer and the requirement for bus 
time can be much higher. And, for 
I/O operations the preparation time 
is not critical. A shared memory 


coupling is preferred for those types 
of applications because it provides 
greater flexibility in the design of 
the bus structure. 

Text coprocessing 

“In the design of the 82730,” said 
Lanza, “we have tried to eliminate 
all the known differences between 
what is visible on the screen and 
what is obtained on the printed 
page. In word processing systems to- 
day, even the length of a row on the 
CRT is sometimes not the same as 
the length seen in print. Clearly, 
when you are editing text this be- 
comes a major problem.” 

The 82730 supports the genera- 
tion of text displays through features 
which include proportional spacing, 
simultaneous superscript/subscript, 
dynamically reloadable fonts and 
user programmable field and charac- 
ter attributes. Editing capabilities 
are further enhanced by features 
such as split screen, virtual win- 
dows, smooth scrolling and table- 
driven linked lists. 

Figure 1 shows a block diagram 
of the 82730. The chip is divided 
into two main sections — the mem- 
ory interface unit and the display 
generator. The memory interface 
unit provides the communication 
between the 82730 and the system 
processor, while the display gener- 
ator acts on the display data and car- 
ries out the display operation. 

Communication between the 
82730 and the CPU takes place 
through messages placed in commu- 
nication blocks in shared memory. 
The processor issues channel com- 


mands by preparing these message 
blocks and directing the 82730’s at- 
tention to them by activating a hard- 
ware channel attention signal (CA). 
The memory interface unit fetches 
and executes these commands. 
When the display process is activat- 
ed, the 82730 repeatedly fetches dis- 
play data and embedded datastream 
commands from memory utilizing 
its built-in DMA capability, ex- 
ecutes any datastream commands as 
encountered on the fly, and loads the 
row buffers with the display data. 
After executing these commands, 
the 82730 clears a busy flag in mem- 
ory, to inform the host CPU that it 
is ready for the next command. 

The memory interface unit is di- 
vided into two sections — the bus 
unit and the microcontroller unit. 
The bus interface unit provides the 
electrical interface to the system 
bus and the timing signals required 
for the microcontroller unit oper- 
ations, making these operations 
transparent to the microcontroller 
unit. The 82730 can be programmed 
during initialization to provide 8 or 
16 bit data, and 16 or 32 bit 
addressing. 

The microcontroller unit contains 
the microinstruction store and the 
associated circuitry required for the 
execution of all channel and data- 
stream commands. It uses the bus 
interface unit in carrying out its 
memory access tasks such as loading 
the row buffers with display data. 

The interaction between the mi- 
crocontroller unit and the display 
generator takes place through shared 
internal storage. The microcon- 
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“The device provides the ability 
to independently maximize the 
performance of the CPU.” 


trailer unit fetches data from mem- 
ory and writes it. in the internal stor- 
age, while the display generator 
reads from the internal storage and 
carries out the display operation. 
The microcontroller unit and display 
generator operate asynchronously 
with respect to each other. Synchro- 
nization is accomplished through 
communication via internal flags 
and display timing signals generated 
by the display generator. The inter- 
nal shared storage consists of row 
buffers which store the display data 
and internal registers which store 
display parameters. There are two 
row buffers each capable of storing 
up to 200 characters. The data in 
one row buffer is used by the dis- 
play generator to display one com- 
plete character row on the screen, 
while the microcontoller unit is 
loading the second row buffer with 
display data fetched from memory. 
At the end of the row being dis- 
played, the buffers are swapped and 
the microcontroller unit and display 
generator resume their tasks. 

The display characteristics regis- 
ters contain all the information used 
to control every aspect of display 
characteristics from screen size to 
blink rates. A major portion of this 
register set is the three content 
addressable memory (CAM) arrays 
that allow flexible timing control for 
row and screen characteristics. The 
user has the power to set the param- 
eters for the entire screen by invok- 
ing a single high-level command. 

By separating the video interface 
clocks from the bus interface clock, 
the 82730 provides the designer with 
the ability to independently maxi- 
mize the performance of the CPU 
and video sections of the system. 

The video interface consists of 
two independent clocks: the Refer- 
ence Clock (RCLK) and the Charac- 
ter Clock (CCLK). While the 
RCLK controls the raster timing 
and defines the screen layout, the 
CCLK independently shifts charac- 
ter and attribute information out of 


the 82730, which allows proportion- 
al spacing to be achieved. 

Combining text and graphics 

A major requirement in the design 
of engineering workstations is the si- 
multaneous display of both text and 
graphics. In terms of graphics re- 
quirements, , the designer of such 
systems needs a drawing processor 
for fast geometric primitives, a math 
processor for fast transformations 
and a general purpose processor for 
access to the graphics database. 

For text, string processing is 
needed for manipulation of text prim- 
itives and database processing is 
needed for access to the document 
files. The solution to this problem 
can be solved by using both the 720 
graphics coprocessor and the 730 
text coprocessor (Figure 2). 

Both coprocessors work with In- 
tel’s new 82586 communications co- 
processor. This works in conjunc- 
tion with a CPU and the appropriate 
software to provide local area net- 
work (LAN) control capabilities. 
Message data to be placed on the 
network by a microprocessor-based 
work station is stored in shared 
memory in transmit blocks. Pointers 
(starting address information) to 
these blocks are stored along with 
processing instructions in other 
shared memory blocks. Status infor- 
mation and overall directives are 
stored in system control blocks 
which serve as the mailbox between 
the CPU and the 82586. 

When alerted by a channel atten- 
tion signal, the 82586 will perform a 
host of tasks involved in accessing 
data to be transmitted from its loca- 
tion in memory, framing the mes- 
sage packets containing the data and 
seeing to the transmission on the 
network medium. In addition, the 
82586 receives and buffers incoming 
data which it then stores in shared 
memory for the CPU to collect. It is 
the CPU’s job to allocate the blocks 
of memory for the LAN coprocessor 
to store the received packet data. & 
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Something exciting is going on. But like most significant 
events, it is not happening quickly. Spurred on by 
developments in integrated circuit technology, a new 
generation of personal computers is taking shape, and the 
IBM PC and its clones are at the forefront. 

As IBM PC users, it’s sometimes hard to remember that 
the inanimate metal boxes in front of us are susceptible to 
evolution. But occasionally a product is introduced that 
forces the complete redesign of our personal computers. 

Integrated circuits (ICs), the devices that bring intelligence 
to our machines, have reached a new level of technological 
achievement, and now the computers that use them must 
advance as well. Strange as it seems, these small silicon 
chips are setting the guidelines for the next generation of 
personal computers. 

THE CHIP MAKERS 

Now that personal computers have caught on, the semi- 
conductor manufacturers who make ICs are eyeing the 
swelling market for personal computer ICs. 

Dozens of newly developed semiconductor chips are being 
aimed at the personal computer market. These chips range 
from hard disk controllers that speed access time to linear 
predictive coding processors for speech recognition. With 
these new ICs driving personal computer design, we’ll 
soon see machines we once only reasoned would exist: 
diskless computers running a wide array of software 
loaded over telephone lines; computers That display text 
exactly as it will be printed, with justified margins, 
superscripts and subscripts, and bold and italic typefaces 
on screen; and systems with greater, more accessible 
graphics. 

As computer design is simplified by these advanced ICs, 
product differentiation will become greater. This portends 
the death of those PC clones capable only of basic 
spreadsheet and word processing operations. Instead, to 
survive in the increasingly cost-competitive, standardized 
personal computer market, small-system manufacturers 
will tailor their products for niche markets. 

BIG BLUE 

Intel Corporation, located in Northern California’s re- 
* nowned Silicon Valley, is one of the largest and most 
innovative chip manufacturers in the industry. IBM has 
been committed to Intel products for years; the PC is built 
around Intel’s 8088 microprocessor and, as recently as late 
1982, IBM invested $225 million in a minority share of 
Intel stock. A commitment this size is a good indicator of 
IBM’s faith in Intel products. IBM’s good faith and 
multimillion-dollar investment is guaranteed by Intel’s 
long-standing promise that software written for the 8088 
will run on all its future processors. 

By taking a close look at the Intel ICs, we can gain valuable 
insight into the capabilities of the IBM PCs that will be 
built around them. The design philosophy of Intel’s IC 
family differs radically from that of competitors Motorola, 


National Semiconductor, and Zilog. Diverse chip designs 
mean that the system designs of the IBM PC and its 
competitors, such as Apple’s Lisa (based on the Motorola 
6800 microprocessor), will also be radically different. 

THE MICROPROCESSORS 

Of the many Intel chips being produced, some will have a 
greater impact on the computer industry than others. In 
the vanguard will be the new microprocessors. 

Design of the PC was shaped by IBM’s surprising selection 
of the 8088. This choice caught most industry observers off 
guard since IBM, also the world’s largest semiconductor 
manufacturer, had traditionally used its own designs for 
computer logic. Once Big Blue settled on the 8088, Intel’s 
design philosophy was firmly implanted in the PC — from 
the 8088’s segmented memory scheme to its 16-bit registers 
and 8-bit bus. 

Like the 8088, each of the four microprocessors Intel is 
now readying for production could dramatically influence 
the design and performance of tomorrow’s PCs. 

The 80186. The recipe for putting an entire central 
processing unit (CPU) board on one chip is easy. Take an; 
8086 (the 16-bit bus big brother of the 8088), speed it up, 
and then add most of the support chips essential to making 
the 8086 run in a personal computer. Reduce the size with 
the help of computer-aided design until all the chips fit 
onto one sliver of silicon, and voila, you have the 80186 
(186), an entire motherboard on a chip. 

While firming up plans for full-scale production of the 186, 
Intel is currently providing samples of the chip to computer 
manufacturers, including MAD Computer and Durango 
Systems. The rewards for using this newest chip are many: 
manufacturing costs are cut since a single IC is less 
expensive to buy than a boardful of them; physical CPU 
size is reduced, opening the way to shrink overall computer 
size or to put more power in the same box; and develop- 
ment time is cut for computer designers, which means 
considerable savings for system makers. 

The 80188. If the 186 is too rich for your taste, the 80188 
(188) may be more suitable. As with the 186; the 188’score 
CPU and support chips are melded on a single IC; like the 
8088, however, the 188 has an 8-bit interface to the outside 
world (the 186 has a 16-bit interface). The 188 decreases 
costs by allowing computer manufacturers to use less 
expensive 8-bit peripherals. Although the 186 has received 
more publicity so far, the 188, aimed squarely at the 
massive 8-bit computer market, is expected to be used in 
greater numbers, at least in the short term. 

The 80286. Powerful multiuser systems will benefit the 
most from the 80286 (286), possibly the most powerful 
microprocesor commercially available to date. Squeezing 
150,000 transistors on a chip, the 286’s designers have 
integrated a pair of HMOS-III (Intel’s own proprietary 
process technology) 8086s and numerous other very large 
scale integration (VLSI) components. The resultant chip is 
two to three times faster than the Motorola 68000 even 
though both chips can address about the same amount of 
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memory. The 286 has very high speed (1.5 million instruc- 
tions per second, five to six times faster than the 8086), 
about 16 megabytes worth of addressable physical memory, 
the ability to address a virtual memory of 1 gigabyte per 
task (equal to the capacity of 100 IBM XT Winchester 
drives), and the ability .to provide several layers of 
mpiltiuser security on chip. 

The 80386. Not yet built, the 80386 (386) is promised for 
1984, but the release date may slide to 1985. If the 286 is 
vastly more powerful than the 8088 or 8086, then the 386’s 
potential is staggering. Complementary metallic oxide 
semiconductor (CMOS) process technology, which lowers 
power consumption, is being used to build this 32-bit chip. 
Intel, Motorola, and National Semiconductor are already 
jockeying for position in what will be an intense compe- 
tition for the 32-bit market. Motorola is claiming that its 
68020 will be the first widely available 32-bit micro- 
processor when it is introduced later this year, although 
NCR has already scooped the industry with its 32-bit chip. 
Hewlett-Packard, not to be outdone, has put 450,000 
transistors on a single proprietary 32-bit microprocessor, 
which is used in the $20,000 to $30,000 HP 9000 work 
station. 

How will these processors impact the personal computers 
that use them? The most obvious effect will be faster 
performance. Even the budget model 188 boasts two to 
five times the instruction and execution speed of the 8088 
in today’s PC. A 286 is about twice again as fast as the 188, 
and next year’s data-gobbling 386 will have more speed 
than anyone can immediately use. 


Since the 188 is ideal for low-priced portable computers, it 
ceates the ironic probability that a PC-compatible portable 
may soon by available that will run the IBM PC’s full line 
of software and run it faster than the full-sized PC. 


SOFTWARE ON SILICON 

One chip ready to plug into the next generation of personal 
computers is the 80150 (150) CP/M software-in-silicon 
operating system. A complete CP/ M-86 operating system 
is stored in ROM on this chip, along with drivers for input 
and output devices. 

Use of a 150 CP/M chip will eliminate the traditional 
booting up procedure of loading an operating system disk 
and reading its contents into operating RAM. Instead, the 
user will simply turn on the computer and press a CP/ M- 
86 button. Again and more importantly, this chip lowers 
overall computer production costs since a disk drive and 
attendant control circuits are replaced by a solitary chip. 

Another chip, similar to the 150, has Intel’s proprietary 
RMX operating system in silicon. This little-known RMX 
chip is also suitable for present and future IBM PCs. 

Many people question the wisdom of putting software in 
silicon. “Software should be soft,” says Bill Gates, chair- 
man of the board at Microsoft. He points out that 
operating systems are constantly updated; for instance, 
Microsoft will soon offer a revised version of MS-DOS 
that suppqrts networking. Such updates can’t readily be 
added to a hardware production line and certainly won’t 
help the ROM chips already in users’ computers. 



BLOCK DIAGRAM OF INTEL’S 80150 CP/M ON A CHIP WITH THE 8088 OR ,8086 MICROPROCESSOR 


7-219 


230810-001 





Still, Intel argues that its choice of CP/M makes the 150 
practical. “We picked CP/M because it is a mature 
operating system,” Says Intel’s product marketng engineer 
for software on silicon, Carl Buck. “We’d have more 
difficulty with a less developed product.” The many 
versions of MS-DOS helped eliminate that operating 
system from consideration. Yet according- to Digital 
Research President John Rowley, Intel left some room on 
the 150 chip to add to CP/ M in the future. 

Also, use of the 1 50 CP/ M chip doesn’t preclude the use of 
other operating systems. PC-DOS could still be loaded 
into a system and run, making use of the 1 50’s input/ output 
drivers. 

PORTABLES 

Having software on silicon opens the way for very 
powerful diskless portable computers. The minimum 
configuration for a 188-based unit with the 150 CP/M 
operating system could include one or two BASIC 
applications programs in ROM, providing spreadsheet 
and word processing power in a unit the size of a keyboard 
with a small flip-up screen. Intel Product Marketing 
Engineer Tony Zingale suggests we may soon see truly 
usable portables selling for around $500. 

More ambitious and expensive portables could accept 
applications software over telephone lines, loading them 
into a variety of media. Several memory technologies will 
compete for room in portable computers, including mag- 
netic bubble memories, already being used in the Grid and 
Teleram computers. Commercially available bubbles have 
4 megabit capacity, while 10- to 16-megabit bubbles are 
projected for the near future. Japan’s NEC reported a 
major breakthrough that within 5 years will allow bubbles 
to store 1 gigabit of data. Of course, 8 of those bits are 
needed to store 1 byte of data. 

Vying with bubbles in some applications and comple- 
menting them in others are electronically programmable 
read-only memories, or EPROMs. Like ROM, EPROMs 
are nonvolatile chips. Unlike ROM, EPROMs can be 
reprogrammed. Intel now offers 256K EPROMs, and it is 
anticipated that other companies will offer 256K EPROMs 
before the year’s end. 

GRAPHICS 

The space created on the motherboard by the 186 and 
friends will enable computer designers to add more 
graphics capability to their systems. Like the 150 there are 
co-processor chips ready for the task. 

A pair of Intel ICs, the 82720 (720) graphics display 
controller and the 82730 (730) text co-processor, are 
touted as providing vastly enhanced and simplified dis- 
plays. With the 730, text can be displayed on the computer 
screen as it will be printed out. Italics can be mixed with 
straight text, and superscripts and subscripts are shown 
without the annoying and often misleading arrows 
common in today’s software. 


Editing can be speeded up by the 730’s support for split 
screens, multiple windows, dual cursors, smooth scrolling, 
and table-driven linked lists. Displays of up to 200 
characters per row and 128 lines per screen can be 
supported, and unique character sets, such as Arabic or 
Japanese, can be built. 

Even more capability can be added though the 720, an IC 
that works with or without the 730. Introduced in 
September 1982, the 720, a joint effort between Intel and 
NEC, is said to be integral to graphics plans for NEC’s 
8086-based Advanced Personal Computer. 

One application in which the 720 and 730 will shine is 
opening windows on-screen. Most computer users are 
familiar with the ability of Apple’s Lisa to link spread- 
sheets, graphics, and word processing through multiple 
displays, or windows, on one screen. Lisa uses memory- 
hungry software and dedicated hardware. Apple’s initial 
release uses 1 full megabyte of RAM, and Lisa will soon be 
offered with 4M of internal memory in addition to a 
mandatory 5M hard disk. 

For comparison, the IBM PC, limited by the range of the 
8088, can address 1M tops. VisiCorp’s Visi/ ON promises 
Lisa-like graphics and program-linking capabilities for the 
IBM PC, with lower memory demands and no dedicated 
hardware other than a mouse. Although Visa / ON sup- 
posedly runs faster with an 8087 math co-processor, 
VisiCorp will not comment on whether its software will 
make use of the 720 or the 730. 

BIT-MAPPED GRAPHICS 

Both Lisa and Visa! ON use bit-mapping, a process that 
the 720 and the 730 are said to simplify. In plain words, to 
create an image on-screen, the electron gun that illumi- 
nates the screen must be positioned and then turned on 
and off. Data to do this is stored in RAM as a bit-map 
memory corresponding to positions of pixels lit on the 
screen. For one-level monochrome displays, 1 memory bit 
describes each pixel; for color and levels of grey, several 
bits must be used to describe each pixel. 

Creating images is a lengthy chain of simple operations. In 
a system that uses the 8088 alone, the microprocessor is 
heavily burdened and the software runs slowly. Using 
complementary chips to take up part of the processing 
chore will speed up the process considerably. This is where 
the 720 and the 730 come in By doing tasks such as looking 
up and manipulating a library of commonly used figures, 
quickly accessing the bit-map memory, and rewriting the 
bit map, both chips speed text and graphics operations. 


FLAT VS. SEGMENTED MEMORY 

Use of the 720 and the 730 demonstrates Intel’s design 
philosophy and how this philosophy impacts the IBM PC. 
Computers such as Lisa that are based on the Motorola 
68000 have a flat memory, while computers based on the 
8088 or 8086 use segmented memory. According to Intel, 
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segmented memory (see “How the PC thinks,” PC World, 
Vol. 1, No. 1) works better for text and graphics manipu- 
lation than its flat counterpart. Ordinarily in processing 
any string of characters, changing a single letter in a string 
of text means repositioning every character in a document. 
But since segmentation uses pointers to locate data in 
memory, only the pointers locating the beginning and the 
end of a passage of text have to be changed. Similarly, 
pointers in memory can be used to position bit-map data 
corresponding to multiple windows on-screen, eliminating 
the need to recalculate and manipulate the entire bit map. 
Segmented vs. flat memory has become somewhat of a 
religious issue in the semiconductor industry. 

Intel and Motorola also differ on how much burden to put 
on the CPU. Motorola’s 68000 is faster than the 8088 and 
the 8086 and can address more memory than either of 
those chips or the 188 or the 186. But the 186 and the 286 
are substantially faster than the 68000. Also, the 286’s 
ability to address 16M opens the way to using large 
memory segments, strengthening Intel’s case for seg- 
mented memory. 

In many 68000-based high-end systems the computer 
designers have decided to use a co-processor, either bit 
slice, or in one case, an 8086, to do graphics. Many people 
are skeptical of Intel’s graphics approach, but Intel 
maintains that its approach will allow computer designers 
greater flexibility. In an ultimate system, multiple 720s and 
730s could be combined to handle interactive windows 
under the direction of a 286 processor, while more 
complex imagery (beyond the practical ability of bit- 
mapping) could be managed by an 80287 math co- 
processor, the next generation cousin of the 8087. The 
creation of three-dimensional graphics that can be rotated 
on screen for advanced computer-aided design and manufacturing 
systems, for instance, is best handled by Vector Graphics 
rather than bit-mapping. 


SOFTWARE DEMANDS 

Yet there is more to computer design than hardware. 
Software must be written to take advantage of the new 
IC’s promise. In the case of the 286, no operating system 
yet exists that can take full advantage of its operating 
capabilities. Plug-ins currently on the market that add the 
286 to the IBM PC provide little more than a faster 8086. 
Only new operating software will use the new chips to their 
fullest potential. 

One solution on the horizon is a 286 version of XENIX 
due to be introduced mid-1983. XENIX, a multiuser 
operating system with a visual shell similar to MS-DOS, is 
a takeoff on Bell Labs’ UNIX operating system. A 
licensing agreement among Intel, Bell Labs, and Microsoft, 
the author of XENIX and MS-DOS, is reported being 
negotiated. Negotiations between Intel and Digital Re- 
search to provide a CP/ M variant for the 286 have been 
underway for some time but have reportedly stagnated. 

For lower-end systems Microsoft is said to be upgrading 
MS-DOS to accommodate networking. This advance 
comes at the right time, as the 188 and 186 open up sockets 
that could be used for local area network chips such as the 
programmable Ethernet chip from Intel. 

As long as software and hardware keep growing rapidly 
together, PC users will be offered a continuing stream of 
improved computers and ever more capable plug-in 
boards. The variety seems endless and next year’s crop 
exciting. 
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